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ELECTRICAL CHARACTERISTICS 

This PEeL III circuit has been designed to 
meet the de specifications shown in the 
test table. after thermal equiHbrium has 
been established. The circuit is in a test 
socket or mounted on a printed circuit 
board and t-ransverse air flow greater than 
500 linear fpm is maintained. Outputs ar.e 
terminated through a 50-ohm resistor to 
-2.0v<rlts. 

Bias Filter 12 

,Input Filter 13 

.... 
u ....... -3O"c 

eta.r __ iltk Symbol l ... Oti. Max 

Power Supply Drain CufTent 'E .-S--

Input Current linH 2-

1nput Leakage Current linl 2-

"Q"Hictl VOH .- -1.045 -0.875 
Output Voltage 6-- -1.045 .0.875 

"Q"Low VOL .- -1.650 
OutpUt Volt. 6-- -1.890 -1.650 

IT"t1 shown for one output. but 
checked on both) 

Rise Time nO% to 90%} t+ 6 2.7 
F-aU Time (10% to 90%) 6 2.1 

Oscillator Frequency f ... , 130 

f"",2 

Tuning Ratio Test t TR 

'"Germ8flJum diode (0.4 drop) forward biased from 11 to 14 (11 ---.- 141. 
·"Germanium diode (0.4 drop) foniYard biased from 14 to 11 III -it-- 141. 

tTR '" Output frequency at ¥S;X = Gnd 
Outputfnquency at Vex - -2.0 V 

4 

SP 1658 Test Limits 

+2SOC 

M;' Tyo Max 

32 
32 

350 

0.' 
-<1.960 -0.810 
-0.960 -0.810 

-1.850 -1.620 
-1.850 -1.620 

1.6 2.1 
1.' 2.1 

130 155 115 

" 90 100 

3.1 4.' 

CERAMIC PACKAGE E 

TEST VOL TAGE VALUES 

V-dc.t.l" 
"Toot 

Tamperature V,H VOL V3 VrHA VEE 

-3O"c 0.0 -2.0 -1.0 +2.0 -5.' 
+25"<: 0.0 -2.0 -1.0 +2.0 -5.' 
+&SoC 0.0 -2.0 -1.0' +2.0 -!$.2 

VOLTAGE APPLIED TO PINS LISTED BELOW: 
+8SoC (Vee) 

Min Max Unit VIH VOL V3 V1HA VEE God 

mAde • 1;5 
mAde 2 • I,' 
pAdc 8 I,' .- 1,5 

-<I._ -0.100 Vd, - • 1,5 
-0.890 -0.700 Vdc • 1,5 

-1.830 -1.675 Vdc • 1,5 
-1.830 --1.575 Vdc 8 1,5 

VEE Vee 
eX. Cx. God -3.ZV +2.0 V 

3.0 • 1,' 
3.0 11,14 • 1,5 

110 MH, 11,14 I,' 
MH, 11,14 I,' 

11,14 1,5 

Cl =.0.01 "F c:onnectedfroinprn 12toGnd. 
C2 = O.OOlIlF connected from pin 13-to Gnd. 

-eXt;; to pF connected from pin 11 to pin 14. 
CX2;; 5 pF connected from pin 11 to pin 14. 



:SP1658 (continued) 

Q 
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FIGURE 2 - AC TEST CIRCUIT AND WAVEFORMS 

Bias 
Filter 

Input 
Filter 

Vex 

ex 

ex 

Vee 
+2.0 Vdc 

Q 

Coax 
Channel" A" .--v--.", r"""'-' Input2 

Coaxial Cables 
(Equal lengths, typ 2 places) 

To Scope 

Coax 

Channel "8" 
Input 2 

50<lhm termination to ground 10 
cated in each scope channel input 

-3.2 Vdc 

All input and output cables to the 
scope are equal lengths of 50-ohm 
coaxial cable. Wire length should 
be < 1/4 inch from TPin to input 
pin and TP out to output pin 
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SP1658 (continued) 
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FIGURE 3 - OUTPUT FREQUENCYve"u.CAPACITANCE FOR 
VARIOUS VALUES OF INPUT VOLTAGE 

FIGURE 4 - RMS NOISE DEVIATION 
veO'SusOPERATING FREQUENCY 

1000 

100 

10 

-

1.0 =='= 

O. 1 
1.0 

150 MHz @ 5.0 pF 10,000 

IIIIIII I 
75 MHz @ 5.0 pF 

Z 
0 ;: 
« 

35 MHz @ 5.0 pF :; 
~N 
>! 
u'" z :; 
~a: 

1000 

100 

Vee'" +5.2 Vdc 
VEe II< 0.0 Vdc 

. '-jC 

Vex - OVdc 0 Fe-. w 
"-Kt I---:-::t- h- =::+1 

U~lx _1)Jv de/" 

, , a: 
u. 

~ .. " 
10 r DC CONT.'.A .. OL'INPUT '" 4.0 Vdc t±ti 

. ...L : ,-Wlll 1 LJ..lilill 

10 

Vex - 2.0 vdc 
I' 01111 

Illilll 
100 

CX,(PICOFARODS) 

~ 
r 
~ 

1500 

0.1 1.0 10 100 

f, OPERATING FREQUENCY (MHz) 

'\ 
100a 10,000 

FIGURE 5 - FREQUENCY-CAPACITANCE PRODUCT ve .. us 
CONTROL VOLTAGE IVcx) 
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1400 
CX(pf) = Frequency-Capacitance Product at Desired Vex ~ 

~ 
U 
« .. 
" u 
,:. 
u z 
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a: 
u. 
'x 
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1300 

1200 

1100 

1000 

900 

800 

700 

600 

500 

400 

300 

Desired Frequency (MHz) 

7 
L_ f---

V t---

/' 
./ 

V 
./ 

,..... 

• -2.0 -l.S -1.6 -1.4 -1.2 -1.0 -n.B -0.6 -0.4 -0.2 
~o 

v'ex, INPUT VOLTAGE (Vdc) 
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DUAL 4·1 NPUT GATE 

SP1660 

POSITIVE LOGIC 

4~ 

~
~ 

5 3 
C y 

6 2 
7 0 

10~ 11 14 

12 15 

13 

NEGATIVE LOGIC 

4±p±A B X 
5 3 
6 C Y 2 

7 0 

10~ 11 14 

12 15 

13 

OR 2 <>--l--~ 

NOR 3 

4 6 

X=A+B+C+D 
Y "'A + B + C + 0 

X=Aes·C_O 
Y-=A_s·ceo 

SP1660 provides simultaneous OR·NOR or AND· 
NAND output functions with the capability of driving 
50·ohm lines. These devices contain an internal bias 
r~f'Up,nrA ~Iolt~~<> jn"" 'dn~ t'hl'lt thp th .... "'h(\l~ nni ..... t j.:: 

always in the center of the transition region over the 
temperature range (-300 to +850 C). The input pulldown 
resistors eliminate the need to tie unused inputs to VEE 

tpd '" 0_9 ns typ (SlO-ohm load) 

'" 1.1 ns typ ( 50-ohm load) 

Po = 120 mW typ!pkg (No load) 

Full Load Current, I L '" -25 mAde max 

CIRCUIT SCHEMATIC 

16 

'---if--c 15 OR 

14 NOR 

10 11 12 13 
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$P 1660 (continued) 

-IndiVIdually lest each Input .pplylng VIH or VIL to the Input under lest. 

70 

CERAMIC PACKAGE E 

TEST VOLTAGE VALUES 

4 
. 5 

6 
7 

(Vohs' 

Pul.ln PuhlOut 

t 

~ NOTES 

8 1,16 

1.16 
1,16 

r 
T 

-3.2V +2.0 V 

i T 
1,16 
1,16 

1,16 
1,16 

The electrical specifications .ho~ above apply to the SP1660 
under the following conditions: 
,. The package is hou.d in • suitable heat sink. t .. 
2. Air I. blown transverselv over the package. See 98n81'11 

information section for more details. 

t A suitable heat sink i. an I ERe l,c,14A2WCa or equivalent, 



SP1660 (continued) 

RWITr.I ... p.an TIME' TFST r.IRCUIT ANn WAVFFORMS. aOe 

Vin to Channel "A" Vout OR Vout NOR 

To 

eo •• 

Input 
50 • _____ ., 

c~----~~--,'--~ I 

Pulse Generator 

All input and output cables to 
the scope are equal lengths of 
50-ohm coaxial cable. 

100 

I 

I 

~: 
I I 
I I 

I L.. ______ ...J 

Input Pulse t+ .. t- '" 1.5 to.2 ns 

Channel 
"8" 

Coax 

50 

100 

Unused outputs connected to a 50-ohm resistor to ground 

PROPAGATION DELAY 

,-----+1.11 V 

+0.31 V 

VoutOR 

,+ 

V out NOR 

71 

Coax 

50 

100 
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QUAD 2·INPUT "NOR" GATE 

SP1662 

POSITIVE LOGIC 

4~_., 
5~ 

~~3 
10~ 14 

" 
12~ 15 
13 

50 k 50 k 

NEGATIVE LOGIC 

10~ ,. 
" 
12~ 15 
13 

CIRCUIT SCHEMATIC 

73 

Four 2·input NOR or NAND gating!unctions 
in a single package. An internal bias reference 
voltage insures that the threshold point remains 
in the center of the transition region over the 
temperature range (-30 to +850 C). 

Input pulldown reSistors eliminate tne neeo 
to tie unused inputs to VEE. 

tpd" 0.9 ns typ (510-ohm load) 
"" 1.1 ns typ (50-ohm load) 

Po = 240 mW typ/pkg (No load) 
Full Load Current, I L = -25 mAde max 

50 k 50 k 



ELECTRICAL CHARACTERISTICS 

This PECl III circuit has been designed to 
meet tha de specifications shown in tha 
tast table, after thermal equilibrium has 
been established. The package should be 
housed in 8 suitable heat sinkllERC'21 
4 A2WCB or equivalentl or a transversa air 
flow greater than 500 linear fpm should 
be mai'ltained while the circuit is either in 
a test lOcket or i. mountect on 8 printed 
circuit board. Test procedures .. e shown 
for onlv one input and one output. The 
other inpuU and OUtpUtl ara tasted in a 
limil .. manner. Outputs are tasted with a 
fiO.ohm resistor to -2.0 Vde. See general 
information section fQr complete thermal 
data. 

Chancteristic sv-, 
Power Supply Drain Current '. Input Current lin H 

lin l 
logic .. , .. VOH 

Output Voltage 

logic "0" 
Output Voltage 

VOL 

Logic "'" VOHA 
TtJreshotd Volt:ege 

Logic "0" VOLA 
Threshold Voltage 

SWitching Times (50 n Load) 

Propagation Delay 14+2+ 
'4-2-

Rise Time '2+ 
Fall Time '2_ 

Pin 
u_ 
Tat 

-lndlVidWilly test HCh Input applYI", VIH or Vil to Input under test. 

:~2 
~~3 
10~. 
11. 14 

12~ 
13 15 

SP1662 Test Limit. 
-3O"c +25oC 

Min Ma. Min Ma. 
66 

350 
0.5 

-1.045 -0.875 -0.960 -0.810 
-1.045 -0.875 -0.960 -0.810 
-1.890 -1.660 -1.850 -1.620 
-1.890 -1.650 -1.850 -1.620 

-1.065 -0.980 
-1.086 -0.980 

-1.630- -1.600 
-1.630 -1.600 

1.6 1.0 1.5 
1B 1.1 1.7 
2.2 1.' 2.1 
2.2 1.2 2.1 

CERAMIC PACKAGE E 

TEST VOLTAGE VALUES 

(Volts) 

"T ... 
Tempereture vlHmax vilmin VIHAmin VILA ... e. VEE 

-3O"c -0.815 -1.890 -1.180 -1.515 ~.2 

+25oC -0.810 -1.850 -1.095 -1.486 ~.2 

.a&"c -0.700 -1.830 -1.025 -1.440 ~.2 

+8S0C 
TEST VOLTAGE APPLIED TO PINS LISTED BELOW: 

Min Ma. Unit VIH mex VILmin VlHAmin VILAmu VEE G'" 
mAde 1.16 
,.Ad. 1.16 
,.Ad. 1.16 

-0.&90 -0.100 Vd. a 1.16 
-0.890 -0.700 Vd. a 1.16 
-1.830 -1.676 Vd. 4 1.16 

'-1.830 -1.575 Vd. 5 1.16 
-0.910 Vd. a 1.16 
-0.910 Vd. a 1.16 

-1.555 Vd. 4 t.16 
-1.555 Vd. 5 1.16 

Pulse'n PuIslOut -3.2V +2.0V 

1.7 n. , a 1.16 
1.9 n. 4 a 1,16 
2.3 1,16 

2.3 1.16 



SP1662 (continued) 

SWITCHING TIME TEST CIRCUIT AND WAVEFORMS@2S"C 

Input 

Pulse G.nerator 

50 

Coaxial Cabl .. 
(Equallangth., typ 2 placB.) 

To Scope 

r--- ---, 
I 

I 

100 :t:L>i-
I I 

~ 
~ L ____ ,-_.l 

Input Pulse 'l+ - L - 1.6 (±O.2) nl 

Unu .. d outputs connected to a 50-ohm r.,lstor to ground. 

Vout 

~
+l.nv 

50% 

+0.31 V 

c+ t+_ 

50 

100 Vout 

75 





QUAD 2-INPUT "OR" GATE 

SP1664 

POSITIVE LOGIC 

4~?, __ _ 
5~2 

6~'-. 
7~3 

10~ 
11~'4 

12~ 
13~'5 

X=A+B 

vee1 = Pin 1 
VCC2 = Pin 16 
VEE=Pin8 

NEGATIVE LOGIC 

4~A X 
B 2 

5 

~~3 
10~'4 
11~ 

'2~'5 
13~ 

Four 2-input OR or AND gating functions 
in a single package. An internal bias reference 
voltage insures that the threshold point remains 
in the center of the transition region over the 
temperature range -30 to +850 C. 

Input pulldown resistors eliminate the need 

tpd"" 0.9 ns typ (S10-ohm load) 
.. 1.' nl typ (50-ohm load) 

Po = 240 mW tvp/pkg (No load) 
Full Load Currant, Il ... -25 mAde max 

CIRCUIT SCHEMATIC 

16 

50k 50k 365 1958 2 k 365 50 k 50 k 

15 
14 

50k 50k 365 2 k 1958 2 k 365 50k 50k 

10 11 12 13 
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ELECTRICAL CHARACTERISTICS 

This PEeL III circuit has been designed to 
meet the de specifications shown in the 
test table, after thermal equilibrium has 
been established. The package should be 
houeed in a suitable heat sink(lERC·21 
4 A2WCB or equivalent) or a transverse air 
flow graatar than 500 linear fpm should 
be maintained while the circuit is either in 
• test socket or is mounted on a printed 
circuit board. Test procedures are shown 
for only one input and one output. The 
other inputs and outputs are -:ested in a 
similar manner. Outputs are tested with a 
5O-ohm resistor to -2.0 Vdc. See general 
information section for complete thermal 
data. 

oo,J 
CO 

ChatIIctaristic Symbol 

Power Supply Drain Current 'E 
Input CUfrent lin H 

lin L 

Logic .. ," VOH 
Output Voltage 

Logic "0" VOL 
Output Voltage 

Logic "1" VOHA 
Threshold Voltage 

logic "0" VOLA 
Threshold Voltage 

Switching Times (50 n load) 

Propagation Delay t4+2+ 
t42-

Rise Time '2' 
Fall Time '2 

§Indlvldually test each mput applymg VIH or Vll to mput under test. 

4~ 
5~2 

6~ 
7~3 

10~ 14 
11 

12~ 15 
13 

@Test 
Tempet"atu,e 

-30"c 
+2SoC 

+8SoC 

SP1664 Test Limits 

-3O"c 
Min Max 

-1.045 -0.875 
-1.045 -0.875 

-1.890 1.650 
-1.890 -1.650 

-1.065 
-1.065 

-1.630 
-1.630 

1.6 

'8 
2.2 

2.2 

Min Max 

0.5 

-0.960 
-0.960 

-1.850 
-1.850 

-0.980 
-0.980 

56 

350 

-0.810 
-0.810 

-1.620 
-1.620 

-1.600 
-1.600 

1.5 
1.7 

2.1 
21 

Min Max Unit 

mAde 

#.lAde 

/JAde 

-0.890 -0.700 Vdc 
-0.890 -0.700 Vdc 

-1.830 -1.575 Vdc 
-1.830 -1.575 Vdc 

-0.910 Vdc 
-0.910 Vdc 

-1.555 Vdc 
-1.555 Vdc 

1.7 
1.9 

2.3 

2.3 

CERAMIC PACKAGE E 

TEST VOLTAGE VALUES 

(Voltsl 

VIH max VILmin VIHAmin VILAnNlx 

-0.875 -1.890 -1.180 -1.515 

-0.Bl0 -1.850 -1.095 -1.485 

-0.700 -1.830 -1.026 -1.440 

TEST VOLTAGE APPLIED TO PINS LISTED BELOW: 

VIHmax VIHAmin 

Pulse In Pulse Out 

VEE 

-5.2 

-5.2 

5.2 

VEE G ... 
1,16 

1,16 

1,16 

1,16 
1,16 

1.16 
1.16 
1,16 
1,16 

1,16 
1,16 

-3.2 V +2.0 V 

8 1.16 
8 1,16 

1,16 

1,16 



SP1664 (continued) 

SWITCHING TIME TEST CIRCUIT AND WAVEFORMS. 25°C 

V In to Ch~nnel "A" Vout to Channel "8" 

Coax 

Input 
50 

Pul .. Generator 

'00 

Input Pul •• t+· L - 1.5 (:to.2) n. 

r------. 
, I 

I 

~ 
I I 

~ 
~ L _____ ...J 

Unu .. d outputs connected to a 50-ohm r •• lstor to ground. 

50 

'00 V out 

AU input and output cables to 
the scope are equal lengths of 
SO:ohm coaxial cable. 

79 
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SO" 
---+0.31 V 
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DUAL CLOCKED R-S FLIP-FLOP 

SP1666 

POSITIVE LOGIC 

5U'S u' < 
7 C 

4 A a 3 

12na 15 
9 C 

13 R Q 14 

TRUTH TABLE 
S A C 

<P <P 0 
0 0 1 
1 0 1 
a 1 1 
1 1 1 

-f/;I- DontCare 
N.D. ,. Not Defined 

C VCC2 S 0. 

16 12 14 

50 k 

On+1 
an 
an 
1 
a 

N.D. 

This device consists of two Set-Reset flip-flops in a 
single package which require a clock input to enable the 
set· reset inputs. Internal input pull·down resistors eliminate 
the need to return unused inputs to a negative voltage.~ 

I ne aeVlce IS UselU I as d IlIgn·:)lJCl::'u ....; .... g; :JLv. Q~e 0;.; .. 111'<:0:.,:. 

tpd = 1.6 ns typ (51 a-ohm load) 
= 1.8 ns typ (50-ohm load) 

PO'" 220 mW tvp/pkg (No Load) 

vee1 '" Pin 1 
VCC2'" Pin 16 
VEE"'PinB 

CIRCUIT SCHEMATIC 

o A Vee1 R a '0 C 

15 13 4 2 

50 k 

VEE 

Numbers at ends of terminals denote pin numbers for L package (Case 620). 
Numbers in parenthesis denote pin numbers for"F package (Case 650), 
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ELECTRICAL CHARACTERISTICS 

This' PEeL III circuit has been designed to 
meet the de:: specifications shown in the 
test taole. after thermal equilibrium has 
been established. The package should be 
houted in a suitable heat sin'".IERC·21 
4t\2WC80r equivalent) or a transverse air 
flow greater than 500 linear fpm should 
be maintained while the circuit is either in 
a test socket or is mounted on a printed 
circuit board. Test procedures are shown 
for onlv one input and one output. The 
other inputs and outputs are tested in a 
simit. manner. Outputs are tetted with II 

5O-ohm resistor to -2.0 Vdc. See general 
information sec:tion for complete thermill 
data. 

Pm 
Un ... 

Ch&rac:ter;stic: Symbol Toot 

POVllef Supply Oral!" Cu'rent IE CD 
Inpu! Cu"enl I,nH 12 

13 

• 
l,nL 12 

9,13 

. Q' Log.e ., , Ou!p'.)! VOltage VO" 15$ 
15 

O· LogiC "0" OutpU! Vollage VOL 15 ~ 
15 

a LogiC 1 . Output Voltage VO" 14 ~ 
14 5 

Q' LogiC '0" Ou!pu! Voltage VOL 14$ 14 

·0 Log'c .. ,'" Ovlpu! VOHA 15 ~ 
Hl'eshold Voltage 15 

"0' Log.e 0" Output VOLA 15@ 
Threshold Voltage 

0" L.oglc .. ,., Ovlput VOHA 14 ® 
ThreshOld Voltage 

'ila , 
, c 
• A Q 3 

"il" ." 9 C 

13 R a 1. 

SPl666 Test Limits 

-JOoc +2SOC '8S 

Mir'l M .. Min M .. Min T 
55 

0.370 
0.370 
0,225 

0500 
0500 

-1045 -0875 -0 960 =6.~~~ i =6.:6 -1045 -0 875 ·0960 

=~:~ I =~::~ -, 850 -1620 -1830 
-, .850 -1.62'J -1830 

-1.045 -0875 -0960 -081G I -0.890 
-, 045 -0.875 -0 960 -0 810 1 -0.890 

-1890 -1.650 -'.850 -1.620 -, 830 
.1890 -1.650 -, 850 -1620 -, 830 

-1.065 -0 980 -0910 
-1,065 -0,980 -0910 ! 

-1630 -1600 

-1065 -0.980 -0910 

CERAMIC PACKAGE E 

@Tit$t 

Temperature 

-lOoe 

"25°C 
+8SoC 

reST VOL TAGE VALUES 

IVoltsl 

VIHmu VILm,n VIHAmin VILAmu 

-0875 I .1890 -1.180 -1515 

-0.810 -, ssa -1.095 -1.485 

-0700 -1830 -1025 -1.440 

TEST VOL TAGE APPLIED TO 
PINS LISTED BELOW: 

VEE 

-5.2 

·52 

-5.2 

{Vee l 

Ma. Unit VIHmax VILmin VIHAmin VILAmax VEe Gnd 

-0.700 
-0,700 

-1575 
-, 575 

-0 700 
-0,700 

-1.575 
-1.575 

-, 555 

mAdc 7,9 

mAdc 9.12 
mAdc 913 
mAde 9 

Vde 13 
Vdo 

Vd<; 12 
Vdo 

Vdc 12 
\idc 

Vdo 
Vdo 

Vdo 
Vde 

Vde 

Vdc 

13 

13 
12 

• 
13 

13 

13 

12 

12 

1.16 

1.16 
1.16 
I 16 

1,16 

1.16 

1.16 

1.'6 

1.l6 
T .16 

1.16 
1.16 

1.16 
1.16 

1,16 

1.16 

1.16 

1.16 

0" Log'c '"0" Output VOLA 14 ® .1630 ·1600 - I -1.555 
Th'e$hold VOltage 14 (J) -1630 -1600 - -1,555 

Voo 
Vde 13 

12 13 

• 
1.16 
1.16 

SWlleh"'9 Tunes ISO!! Load) Pulse 'n Pul.Ou -3.2 V +2.0V -'- 19+15- IS 1.0 2.7 1.0 2.5 

I 
11 2.8 

'9-15_ 1'S 

• • • • • • 
19-14_ 14 I 19+14_ 14 

9 IS 
15 
14 
14 

8 1.16 

I 
Set Il"lput 112+15+ IS 10 2.5 1.0 23 1.1 27 

t12+14_ 14 ! ~ ! ~ j I l Reset Input t13-14- 14 

t13""5+ 15 

12 15 
12 I. 
13 14 
13 15 

1.16 
1.16 

1.16 
1,16 

Rise Time 14.15 08 2.8 08 25 O' 2 .• 9 14.15 1.16 

Fa/. Time 14,15 0.5 2.4 05 22 05 2.6 9 14.15 1.16 

o ,,"Ote1o appea' Of"' page follOWing Eleetr·cal Characte"st'cs tables 



SP1666 (continued) 

i 

II 

(JLVIH) 
V,L 

I 
H 

-1 ,:'5 n, I-
r~ 

H 

I 
H 

, 
,-0 'eO< 

NOTES 

83 

I 

II 

CD I E is measured with no output pull-down resistors. 

® ApplV Sequentially: Vinl to C (VIH to VIL) 

Vin2 to S (VIH to VIL) 

@ Apply Sequentially: Vin1 to R NIH to VIL) 

Vin2 to 5 (VIH to VIL) 

@) Apply Sequentially: Vinl to C (VIH to VIL) 

Vin2 to R (VIH to VIL) 

® Apply Sequentially: Vinl to,S (VIH to VIL) 

Vin2 to A (VIH to VIL) 

® Apply Vin3to C (VIH to VIL) 

(j) Apply Vin3 to S (VIH to Vll) 



SP1666 (continued) 

SWITCHING TIME TEST CIRCUIT AND WAVEFORMS@250C 

All input and output cables to 

the scope are equal lengths of 
50-ohm coaxial cable 

I nput pulses 
by 2 pulse 
generators 

Pl 

P2 

Sl ,--

SET/RESET TO a/a 
(Switch Sl in position shownl 

CLOCK TO a/a 
(Switch S 1 in opposite position) 

Vin V out 
To Channel" A" To Channel "8" 

Coax 

50 

1/2 1/2 

all Q2 

Sl Rl I S2 R2 
0 0 e e 

50 

50 Coax Vin 
To Channel "A" 

Coax 
100 100 

-20 ns--

Pl 

P2 _____ .J0~ ____ ~I\-----·--
-+1.11V 

+0.31 V 
+1.11 V 

+0.31 V 
--'20 nsr---

50% 

R 

Q 

c 

R 

Q 
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DUAL CLOCKED LATCH 

SP1668 

POSITIVE LOGIC 

:~sa > 

7 C ~ 3 

" . 
a Co,. 

" 

::D=s a 10 

,,3 

VCC2 0 a 
18 11 14 

.Ok 

12 
S 

VEE 
a 

13 
R 

This device is a Dual Clocked Latch/R-S Flip-Flop. 
Whenever the Clock is low. the R-S inputs control the 
output state, Whenever the Clock is htgh, the output fol­
lows the data (0) input. 

TRUTH TABLE 

o 
o • 
o • 
1 • 

1 1 • 
• • 0 
• • 1 

on+1 
an 
1 
o 

• ·Output tt.t. not d.fin~ Ij) .. Oon'l c.,. 

VCC1" Pin 1 
"ee2 .. Pin 15 ' 
VEE-Pin' 

'pd" 1.6 "ttyp (510.ahmloacll 
.. 1,8 n'typ (50-ohm loKI' 

PO" 220 mW typ/pk, (No load) 

CIRCUIT SCHEMATIC 

a ,. 

a 
VEE 

85 

a 
> 

• 
" 

VEE 
o· 

11 0 
3 • 



ELECTRICAL CHARACTERISTICS 'v "~ This PEeL III circuit has been designed to - en 
meet the de specifications shown in the 6 0 S Q 2 11 - 0 S _0 I. 

." 
tell table. after thermal equilibrium h.BS 

~ 

en boon OItab1i"'o<I. The package should be 
: C R Q 3 9 C A 01 14 en 

hou~ in 8 suitoble h88t link (JERC·LIC· CO 
214A2WCB or equivafent) or 8 transverse 

13 CERAMIC PACKAGE E 8 airflow greater than 500 lin ... fpm should 
be maintained white the circuit is either in a ::I 
test lOCket or is mounted on a printed '* circuit board. Test procedures are shown 5· 
for .... ct8d .inputs and .Iected outputs. TES't VOLTAGE VALUES 

C 

The other Inputs and outputs are tested in 
@TH! (Volts) !!. 

• similar manner. Outputs are tested with Temperature VIH m ... VIL min VIHA min VILA ""'. VEE 
a 5Q.ohm resistor to -2.0 Vdc. See general .ao"<: -0.875 -1.890 -1.180 -1.St5 -5.2 
information section for complete thermal +25"<: -0.810 -1.850 -1.095 -1.485 -5.2 
data. +8Soc -0.700 ·1.830 -1.025 -1.440 -5.2 

Pin SP166B .. Tilt Limits 
TEST VOLTAGE APPLIED TO PINS LISTED BELOW: 

und. -3O"c +250 C +8SoC 
(Vce) 

ChuKteri5tk: sYmbol Tn' Min Mox Min Mo. Min M .. Unit VIHmeJII VILmin VIHAmin VILA INtJII VEE Gnd 

Power Supply Drain Current Ie (Hi·Zl 1 8 55 mAd< 7.' 1,16 
Input Current lin H 11.12,13<2> 0.370 mAde 11,12,13 1,16 

• 0.225 mAde 9 1,16 

lin L 1,12,13(2) 0.500 ,Ad< 11.12.13 1,16 

• 0.500 ,..Ade 9 1,16 

"0" Logie "1" VOH ::~ 
-1.045 -0.875 -0.960 -1.810 -<1.890 -0.700 Yd, 13 1,16 

Output Voltage -1.045 -0.87& -0.960 -1,810 -0.890 -0.700 Vd, 1,16 

''0'' Logie "0" VOL '~~ 
-1.890 -1.650 -1,850 -1.620 -1.830 -1.575 Vd, <2 1,16 

00 Output Logic 15 -1.890 -1.650 -1.850 -1.620 -1.830 -1.575 Vd, 1.16 
(ll "Q" Logie "'" VOH 14~ -1.045 -0.875 -<1.960 -0.810 -0.890 -0.700 Vd, <2 1,16 

Output Voltage 14(jj) -1.045 -0.875 -<1.960 ..0.810 -0.890 -0:700 Vd, 1.16 

NO" Logic "0" VOL ::~ -1.890 -1.650 -1.850 -1.620 -1.830 -1.676 Vdo 13 '.16 
Output Voltege -1.890 -1.650 -1.850 -1.620 -1.830 -1.575 Vd, 1,16 

"0" Logie "1" Output VOHA I. -1.065 -0.980 -0.910 Vd, 12 13 8 1,16 
Threshold Vol ... 15<1> 

• • + • 
11 

• • ,.~ . 11 8 

''0'' Logic "0" Output VOLA IS -1.630 -1.600 
-1.r5 Vd, 13 '2 8 1,16 

Threshold Voltage 1S(jj) + t t 11 t • lS@ 11 

''0'' Logie "'" Output VOLA 14 -1.065 -0.980 -0.910 Vd< 13 12 8 1,16 
ThI'eshoki VolUgl 14(jj) 

• • t 11 t • 1.CI> 11 

''0'' Logic "0" Output VOLA I. -1.630 -1.600 -1.555 Vd, 12 13 8 ',16 
Threshokl VO'tIgt 1.<1> 

• t + t 11 t + "~ • 
SWitching Times (SO n Load) Pulse In PulseOut -3.2 V +2.oY 

Ctock Input '9+15+ I. 1.0 2.7 1.0 2.5 1.1 2.8 

n! • I. 8 1,16 
ts+1s.2. I. 

• • • • ~ 
• + 

15 

~ ~ '9+14- 14 " '9+14+ I. I. 

RileTime 1+ 14,16 0.8 2.8 0.' 2.5 0.' 2.' 14,15 1,16 

Fell Time 14,16 0.5. 2.4 0.5 2.2 0.5 2 .• 14,15 8 1,18 

Set Input tl2+15+ I. 1.0 2.S 1.1 2.3 1.1 2.7 <2 I. 8 1,16 
t12+14_ I. 1.0 2.S 1.1 2.3 1.1 2.7 12 I. 8 1,16 

Reset Input t13+14+ 14 1.0 2.S 1.1 2.3 1.1 2.7 13 I. 1,16 
113+15- IS 1.0 2.5 1.1 2.3 1.1 2.7 13 IS 1.16 

(}Notes appe.- on p..,e foliowlRg Electrical tharacterlSbcs tables. 



SP1668 (continued) 

I[ NOTE~ 

<D IE is measured with no output pulldown resistors. @ Apply Vinl to S (VIH to VI L)' 

® Test voltage applied to pin under test. 

(SLVIH) 
V,L 

I 0 

H 

H 

H 

87 

@) Apply Sequentially: Vinl to A (VIH to V 1L ) 

Vin2 to C (VIH. V 1L ) 

Vin3 to 0 (VIH to Vll) 

® Apply Sequentially: Vinl to S (VIH to VIL) 

Vin2 to C (VIH. VIL) 

<V Apply Sequentially: Vinl to A (VIH to VIL) 

Vin2 to C (VIH. ~IL) 



ISP1668 (continued) 

SWITCHING TIMES TEST CIRCUIT AND WAVEFORMS o 25°C 

Vin 
To Channal "A" 

Coax 

50 

All input and ou tput cables to 
the scope are equal lengths of 
50·ohm coaxial cable. 

D 

C1 

0' 

1/2 

51 R1 

V out 
To Channel "e" 

Coax 
'00 

Coax 

50 60 

C2 

02. 

112 

52 A2 
g g 

Vee" +2.0 Vdc 
VEe = -3.2 Vdc 

~i~~~~~:- P1--"'Ir... ______ -I-__________ -+_f-~5"'0I'v__tI==}_-<> V,'n 
generators 50 Coax 

P2~-,~-f------I------------+-f-~M___.,rr::::=::J_--oR To Channel "A" 
Coax 

100 100 

P1 
+0.31 V 

P2 _____ ~0'_ ____ ____'I\---, --:~,~,' ~ 
-'-120 nsf-

R 

SET IR ESET TO alQ to_ 
(Switch 51 in pO'ition shown) 

0 

a 
to+ 

C 

D 

CLOCK TO alii 
(Switch 81 In oPPollte po.ltlon) 

0 

a 
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MASTER-SLAVE 
TYPE 0 FLIP-FLOP 

SP1670 

The SP1670 I is a Type D Master-Slave Flip-Flop 
designed tor use in high speed digital applications. 
Master slave construction renders the SP167lJ,;- rela­
tively insensitive to the shape of the clock waveform, 
since only the \/oltage levels at the clock inputs control 
the transfer of information from data input (D) to output. 

When both clock inputs (C 1 and C21 are in the low 
state, the data input affects only the "Master" portion of 
the flip-flop. , The data present in the "Master" is trans­
ferred to the "Slave" when clock inputs (C 1 "OR" C21 are 

C 

a 

POSITIVE lOGIC 

5 s----~ 

7 Cl 

9 C2 

11 

4 A-~-

VCC 1 '" Pin 1 
VCC2 = Pin 16 

VEE = Pin 8 

Power Dissipatiun -=- 220 mW typical (No Load) 

f tog "" 350 MHz typ 

TIMING DIAGRAM 

o 2 

5 3 

\'-----

89 

taken from a low to a high level. I n other words, the out 
put state of the flip-flop changes on the positive transition 
of the clock pulse_ 

While either C 1 "OR" C2 is in the high state, the 
"Master" (and data input) is disabled. 

Asynchronous Set (SI and Reset (R) override Clock IC) 
and Data I D I inputs_ 

Input pulldown resistors eliminate the need to tie unused 
inputs to VEE. 

NEGATIVE LOGIC 

5 S-----, 

02 

11 53 

4 R----

TRUTH TABLE 

R S D 

l H ¢ 

H l ¢ 

H H ¢ 

l l l 

l l l 

l L l 

l l H 

l l H 

l L H 

¢= DontC.re 
NO ., Not Defined 
C "" Cl oj- C2 

C 

¢ 

¢ 

¢ 

l 

..r 
H 

l 

..r 
H 

°n+1 
H 

l 

N.D. 

On 

L 

On 

an 

H 

an 



SP1670 (continued) 

ELECTRICAL CHARACTERISTICS 

This PEeL III circuit has been designed to 
meet the de specifications shown in the 
test tabla, after thermal equilibrium has 
been established. The package should be 
houseQ in 8 suitable heat sink (I ERe· 
'2'4A2WC~ or equivalentl Of • transverse air 
flow groter than 500 lin •• r fpm should 
be maintained whil' the circuit i.either in 
8 telt socket or is mounted on a printed 
circuit board. TeSt procedures are shown 
for only one input and one output. The 
other inputs and outputl are tested in a 
similar manner. Outputl af' t.,ted with a 
6O-ohm r.sistor to -2.0 Vdc. See general 
information section for complete thermal 
dlta. 

ehllr.crtflloftic 

Po_r Supply D.",n 
" Input Cunent l,nH 

" Loglc'T' VOH 
Output Voltage 

I 
LOO'c "0" VOL ·'.890 

OUIPU' Voltage j 
Logic '"1"' VOHA _1.065 

Thre-shOld Voltage 

I 
Logic "0" VOLA 

Threshold VOltage 

Swltcnmgp".ametets 

Clock 10 Output Delay 11+2+ 9,2 

-0.875 

j 
-1.650 

j 

-1.630 

I 

5 S------, 

7 Cl 

9 C2 

u 0 

4 A ____ ....J 

.... Mill 

" 550 
550 
250 
250 
210 

-0.810 -0.890 

I I I 
-1.850 -1.620 -1.830 

j j j 
_0.980 -0.910 

I j 
-1.600 

I 
25 

ISeeFigu.ell 17-2- 9,2 
17+3- 9,3 
17_3+ 9,3 

$etl0Dutpul Delay 15+2+ 52 
(See Flgu.e 2) 15+3_ 5,3 

Reset 10 Outpu, Delay 14+2_ 4,2 
(See Figu.e 2) 14+3+ 4,3 II I 

Output 
Rise Time 12+.t3+ 2,3 09 21 1.0 25 1.0 
Fall T,me '2-,13- 2,3 

(See F,gure21 

Set UpTIme 1~"1 "' OA 
ISee F'g".e J) Is"'O" 05 

Hold Tune lH"I'" 0.3 
iSee F'gu.e 3) IH"'O"' 0,5 

Toggle F'equency 'Tog 210 
(See Figu.e 4) 

VIHm""--n I 

::~:::--'~ f--t-" 
VtL min I, P2 

VtHA I 

VILA . 1'3 

~5 n. I-- "~It 
90 

Q 2 

CERAMIC PACKAGE E a 3 

TEST VOLTAGE VALUES 

(Voltsl 

@Ta,t 
Tempefllture VIHmax Vilmin VIHAmi" VILAmu 

-aoQc -0.875 -1.B90 -1.180 -1.515 

+25QC -0.810 -1.850 -1.005 -1.485 

+85Ge -0.100 -1.830 -1.025 -1.440 

TEST VOLTAGE APPLIED TO PINS 
LISTED BELOW: 

Unit V(Hmlll VILmin VIHAmin VILAm.x 

"Adc 

"Adc 

I 
-0.700 

V" 

I 
-1.565 Vdc 

I I 
2.' 

2.9 
2.3 

1,' 

4,7,11 

5.' 
5,1 

4,9.11 

5,1 
4,9.11 
4.7.11 

5,9 
4,1,11 .. 

5,9 
5,1 

4.9,11 
5.1 
4,9 

5.1 
4.9,11 
4.1.11 

5,9 
4.1 
5.9 11 

VEE 
-5.2 

-6.2 
-5.2 

'2 

-3.2 

~ • 

Nee) 
'3 ."" 1,16 

1.16 

I 
1,16 

I 
1.16 

1.16 

I 
1,16 

j 
1,16 

I 
+2.0 

~ 
1,16 



SP1670 (continued) 

FIGURE I-PROPAGATION DELAY TEST CIRCUIT 

1 1 

Clock 
I nput Pulse (O\--~'----l-< 
Generator 

Data 
Input Pulse 
Generator 

CLOCK DELAY WAVEFORMS 
@250C 

TPin Clock 

TPin Data 

TPout a 

TPout a 

+2.0 Vdc 

i 

l o.1 lJ.F 

-3.2 Vdc 

1 1 
Coax 

50 

All input and output cables to 
the scope are equal lengths of 
50-ohm coaxial cable. 

TPout 

FIGURE 2 - SET·RESET DELAY WAVEFORMS@250C 

,--.,.-------- +1.11 V 

'------- +0.31 V 

+0.31 V 

TPout 

TPout 

91 



SP1670(continued) 

Input Pulse 
Generators 

FIGURE 3 - SET UP AND HOLD TIME TEST CIRCUIT 

+2,0 Vdc 

Q"'""----C/f 
(~-~-+_-----~D All input and output cables to 

the scope are equal lengths of 
50·ohm coaxial cable. 

'00 

Open f= 
'00 t 

-3.2 Vdc 

SET UP TIME WAVEFORMS@ 25°C 

r---~ ____ ------+I.11 V 

'----- +0.31 V 

TPin2 Clock 

+0.31 V 

TP out a Output 

HOLD TIME WAVEFORMS@ 250C 

\ r-+,.,1 V 

'-. ----J·-_--+O.31 V 

TPin2 Clock 

+0.31 V 

TPout QoutPut~ \'-------J/ 
Set up time is the minimum time before the positive transition of the clock pulse (e) that Information must 

be present at the data (0) input. 
Hold time is the minimum time after the positive transition of the clock pulse (e) that information must 

remain unchanged at the data (0) input. 

92 



SP1670 (continued) 

FIGURE 4 - TOGGLE FREQUENCY TEST CIRCUIT 

Coax 

50 

0.1 IJ.F 
Sine-Wave Generator, ~f-'-f--------""i 

VBias = 0.71 Vdc 
(Use High 

I mpedance Probe 
to Adjust VSias) 

lo.1~F 

Q~---~ 

Coax 

All input and output cables to 
the scope are equal lengths of 
50-ohm coax ial cable. 

100 

50 

de Supply -3.2 Vdc 

FIGURE 5 - TOGGLE FREQUENCY WAVEFORMS 

TA = 2S0C 

-+1.11 V 

---+0.71 VSias 
The maximum toggle frequency of the SP1670 

has been exceeded when either: -+0.31 V 

-r 
600 mV min 

---.L 

FIGURE 6 - MAXIMUM TOGGLE FREQUENCY (TYPICAL) 
+1.050r-----.....-----r- --, r -.-~.--.~....,...-.'-,~ 

+ 1.000 1--_ - --"... . T A = 2SoC ~ 
+O.950f--I--+-=+--C--··+--+- Vee = +2.0 Vdc -1 
+-O.900f---+-+--F"""'r.-ct-+- Vee'" -3.2 Vdc 

6 +0.850f---+-+-+--f--f"""-.l-+--f--f--j 
o +0.800f---t-+-+--f-__t-+''''''':f---~1--__t-__i 
~ +O.750t-----t-+-i---f---t--·· '\ 
5 +0. 7001---t-+-+--f-__t-+~-+-.,I+--f-·--:--__i 
> +O.65ol---t-+-+--f-__t---i=""",-!",,'---f-__t-__i 

.. +O.500~=t;:::,::$::;::!=~t==+=t=t==~=+=~ co +O.450t-
> +O.400f---+-+-+--f--+-+-+--f--+--j 

+0.3501---t-+-+--f-__t-+-+--'f-__t-__i 
+0.300f---+-+-+--f--+-+-+--f--+--j 
+O,25~7 ':-5~..L.-2::-:2~5,--..L.""2::7l::5-..L.-3::2~5,--..L.""3::7~5,--..L.---::425 

fTog (MHz) 

93 

1. The output peak-to-peak voltage swing fall. below 
600 millivolts, 

OR 

2. The device ceasel to toggle (divide by two), 

Figure 6 illustrates the ,variation in toggle frequency with the 
de offset voltage (Veias) of the input clock signal. Veias is defined 
by the test circuit in Figure 4, and waveform Figure 5. 

Figures 8 and 9 illustrate minimum clock pulse width recom· 
mended for reliable operation of the SP1670" 



SP1670 (continued) 

FIGURE 7 - TYPICAL MAXIMUM TOGGLE FREQUENCY 

W 
.J 

'" "'-o N 
f-J: 

:.~ ",. :'u 
x~ 
<0:" :;_0 

XW 
Ott 
Eu. 
g 

.t-

versus TeMPERATURE 

'111--;-'.----r] 1-1----+ -+---+--I~_+__+_ '-+-l--H 
! : I I I i 

I---t----+-+ -j--+-+--f-,- --!- t--- -- --t---1-----i 
, I 

400 

350 
P-"" ..... ~ ... 

300 

I i 250 

-30 25 50 85 

T A. AMBIENTTEMPEAATURE (Oe) 

FIGURE 8 - MINIMUM "DOWN TIME" TO CLOCK 
OUTPUT LOAD = 50 n 

1.0 ns/OIV 

FIGURE 9 - MINIMUM "UP TIME" TO CLOCK 
QUTPUT LQAD = 50 n 

1 t + I i 1'\ I _ 
OorQ ~-

,I .f T 
I i I I i I I 

I 

i ,}, V 
t _+-f--+-' . I 

~ T L f\ I 
f--

CLOCK J, 
I I I I 

1.0 ns/OIV 
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C2 

Cl 

50k 

50 k 50 k 

50 k 50 k 

VCC2 \ eC1 

,---f-------+---,i . J ~ 
I Q 

FIGURE 10 -SP1670 CIRCUIT SCHEMATIC 

C') 

o 
~ 
:> 
c 
'" a. 





TRIPLE 2·INPUT 
EXCLUSIVE-OR GATE 

SP1672 

POSITIVE LOGIC 

NEGATIVE LOGIC 

3~X2 
5~ 
13~_-14 
6~ 

1~~15 

This three gate array is designed to provide the positive 
logic Exclusive·OR function in high speed applications. 
These devices contain a temperature compensated internal 
Dlas wnlcn In:sures lilC1l lilt:' lrllt:'::'lloi"'; ,",V;"l. ''':''''0;'''' :" ~: • ..:. 
center of the transition region over the temperature range 
(-30°C to +850 C). Input pulldown resistors eliminate the 
need to tie unused inputs to VEE. 

vee1 = Pin 1 

VCC2 = Pin 16 

VEE"" Pin 8 

tpd"" 1.1 ns typ (510-ohm load) 

'" 1.3 ns typ (50-ohm load) 

Po = 220 rnW tvp/pkg 

Full Load Current, I L = -25 mAde max 

CIRCUIT SCHEMATIC 

13( ) 11 

97 



co 
CO 

ELECTRICAL CHARACTERISTICS 

This PECL III circuit has been designed to 
meet the de specifications shown in the 
test table. after thermal equilibrium has 
been establi5hed.. The package should be 
housed in a suitable heat sink HERe-LIe· 
214A2WCB or equivalent) or a transverse 
airflow greater than 500 linear fpm should 
be maintained while the circuit is either in a 
test socket or is mounted on a printed 
circuit board. Test procedures are shown 
for selected inputs and selected outputs. 
The other inputs and outputs are tested in 
a similar manner. OutP\lts are tested with 
a 5O-ohm resistor to -2.0 Vdc. See general 
information section for complete thermal 
data. 

........ 
Power Supply Drain Current 'E 

Input Current linH 

0.75 'in H 

'inL 
l.G9ic", .. VOH 

Output Voltage 

Logic "0" VOL 
Output Voltage 

Logic "'" VOHA 
Threshold Voltage 

Logic "0" VOLA 
ThreshOld Voltage 

SWitching Timas ISO n Loadl 
Propagation Delay t3+2+ 

'3-2+ 
'3+:Z-
'3-:Z-
ts.2+ 
.... 2+ 
"'2-
.... :z-

Rise Time '2. 
FllnTime ':z-

P;n 
u ..... , ... 

8 

3,11,13 

5,6,7 

-IndIVidually testHch Input applYing VIH or VIL to mput undef' tlKt. 

3~~2 
5~ 

13~ 
" 6 

1'~ 15 
7 

PT .. 
T..,...... .. ure 

-3O"C 
.25"<: ....., 

SP1612TfttLimits 

-3O"C +25oC .86'" 
Mi .. .... M .. M .. ";n M .. Unk 

55 mAde 

350 ".Adc 

270 ""de 

0.5 ".Adc 

-1.045 -0.875 -0.960 -0.810 -0.890 -0.700 Vde 
-1.046 -0.875 -0.960 -0.810 -0.890 -0.700 Vde 

-1.890 -1.650 -1.850 -1.620 -1.830 -1.515 Vde 
-1.890 -1.650 -1.850 -1.620 -1.830 -1.575 Vde 

-1.065 -0.980 - -0.910 Vde 
-1.065 -0.980 -0.910 Vd, 

-1.630 -1.600 -1.555 Vd, 
-1.630 -1.600 -1.565 Vd, 

M" M .. M'n .... M .. .... 
2.0 1.8 2.3 .. 
2.0 1.8 2.3 

j 
2.1 1.9 2.' 
2.1 I." 2.' 
2.5 2.3 2.8 

~ + + 
2.7 2.' 2.9 

2.' 2.2 2.6 

~ "f'Mlr'lrr I: 

CERAMIC PACKAGE E 

TEST VOLTAGE VALUES 

IV ... 

VIH_x V'Lmm VIHAmiII VILA_ v .. 
-0.875 -1.890 -1.180 _1.51& -5.2 
-0.810 -1.850 -1 .... -1.485 -5.2 
-0.700 -1.830 -1.025 -1.440 -5.2 

TEST VOLTAGE APPLIED TO PINS LISTED BELOW: 

VIHmllx VILIIli .. VIHAmm VILA .... VEE 
1VCC) 
G .. 

All Inputs 1,16 

1,16 

1,16 

1.f6 
3 1,16 
5 1,16 

3.5 1,16 
3,5 1,16 

3 1,16 , 1,16 

3.5 1,16 
3.5 1,16 

"-'n _Clot -l,2V +Z.DV 
3 2 • 1,16 

+ j j j 5 

+ 
.. -

1,18 

1,16 



SP 1672 (continued) 

SWITCHING TIME TEST CIRCUIT AND WAVEFORMS@ 25"C 

Vin to Channel "A" 

COBX 

Input 

Pulse Generator 

+0.3'V~ 
+1.11 V o-----J 

CD Apply Vin to input A 

and +0.31 V to input B 

@ Apply Vin to input A 

and +1.11 V to input B 

50 

'00 

Coax 

50 

'00 

At! input and output cables to 
the scope are equal lengths of 
50-ohm coaxial cable. 

r-------, 
I I 

~~~ 
~ 

~ 
~ 

~ ______ .J 

Unused outputs connected to 8 50-ohm resistor to grOund. 

PROPAGATION DELAY 

r---- +1.11 V 

----+0.31 V 

<D 
V out 

@ 
V out 

99 

V out to Channel "B" 

Coax 

50 

'00 
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TRIPLE 2-INPUT 
EXCLUSIVE-NOR GATE 

SP1674 

POSITIVE lOG IC 

NEGATIVE lOGIC 

3~X2 
5~ 

13~ 14 
6 

"~ 15 
7 

VCC2 16 2 16) 

VEe 

This three gate array is designed to provide the positive 
logic Exclusive-NOR function in high speed applications. 
These devices contain a temperature compensated internal 
bias which insures that the threshold point remains in the 
(;tl'lHer VI me lIimSltiun region Over tne temperature range 

(-300 to +850 C). Input pulldown resistors eliminate the 
need to tie unused inputs to VEE. 

Vee1 '" Pin 1 

VCC2"" Pin 16 
VEe = Pin 8 

tpd"" 1.1 n. typ (51Q-ohm load) 

= 1.3 n. tvp (50-ohm load) 

PO" 220 mW typ!pkg 

Full Load Current, 'L" -25 mAde max 

CIRCUIT SCHEMATIC 

14 

13 

101 

vee1 
1 

t---Tii~U_16 

11 



ELECTRICAL CHARACTERISTICS 
This PEeL III circuit has been designed to 
meet the de specifications shown in the 
test table, after thermal equilibrium has 
been established. The package should be 
housed in a suitable heat sink (lERC·Lle-
214A2WC8 or equivalent) or a transverse 
air flow greater than 500 linear fpm should 
be maintained while the circuit is either in a 
test socket or is mounted 00 a printed 
circuit board. Test procedures are shown 
for selected inputs and selected outputs. 
The other inputs and outputs afe tested in 

s"mil r manner Outputs are tested with a' a 
a 5O-ohm resistor to -2.0 Vdc. See general 
information section for complete thermal 
data. 

3~X2 
5~ 

14 
6 
13~ 

1'~ 7 15 

CERAMIC PACKAGE E 

TEST VOL TAGE VALUES 

(Volts) 

@Test 
Temperature VIHmax VILmin V'HAmin VILAmax 

-30"c -0.875 -1.890 -1.180 -1.515 
+25"c -0.810 -1.850 -1.095 -1.485 
+85"c -0.700 -1.830 -1.025 -1.440 

Pin 
. SP1674. Test Limits TEST VOL TAGE APPLIE D TO 

Under _lOGC +25"c +85"c PINS LISTED BELOW 

Characteristic Symbol Tes' Min Max Min Max Min Max Unit VIHmax VILmin VIHAmin VILAmax 
Power Supply Drain Current Ie 8 - - - 55 - - mAde All Inputs - - -
Input Current linH 3,11,13 - - - 350 - - "Ad<: . - - -

0.751inH 5,6.7 270 - uAdc - - -
linL 0.5 #lAde 

Logic "1" Output Voltage VOH</> 2 -1.045 -0.875 0.960 -0.810 0.890 -0.700 Vdc 3,5 - -
2 -1.045 -0.875 -0.960 -0.810 -0.890 -0.700 Vdc - 3,5 - -

Logic "0" Output Voltage VOL</> 2 -1.890 -1.650 -1.850 -1.620 -1.830 -1.575 Vdc 3 5 - -
2 -1.890 -1.650 -1.850 -1.620 -1.830 -1.575 Vdc 5 3 - -

Logic "1" Threshold Voltage VOHAq> 2 -1.065 - -0.980 - -0.910 - Vdc - - 3,5 
2 -1.065 - -0.980 - -0.910 - Vdc - - - 3,5 

Logic "0" Threshold Voltage VOLA</> 2 -1.630 -1.600 - -1.555 Vdc - - 3 5 
2 - -1.630 - -1.600 - -1.555 Vdc - - 5 3 

Switching Times (50 n Load) Pulse In PutseOut 
Propagation Delay t3+2+ 2 - 2.0 - 1.8 - 2.3 ns - - 3 2 

t3_2+ 2 - 2.0 - 1.8 - 2.3 

j 
- - t j 

t3t2- 2 - 2.1 - 1.9 - 2.4 - -
'3_2_ 2 - 2.1 - 1.9 - 2.4 - -
t5+2+ 2 - 2.5 - 2.3 - 2.8 - - 5 
t5_2+ 2 -

• 
-

• 
-

• 
- -

t t5+2- 2 - - - - -
t5-2_ 2 - - - - -

Rise Time '6+ 2 - 2.7 - 2.5 - 2.9 ns - - 3 2 
Fall Time '6- 2 - 2.4 - 2.2 - 2.6 ns - - 3 2 

·Individually test each input applying VIH or VIL to input under test. 

VEE 

-5.2 

-5.2 

-5.2 

(Veel 
VEE Gnd 

8 1,16 

8 1,16 

8 1,16 

8 1,16 

8 1,16 
8 1,16 

8 1,16 
8 1,16 

8 1,16 
8 1,16 

8 1,16 
8 1,16 

8 1,16 

j j 
8 1,16 

8 1,16 



SP1674 (continued) 

t+ = t- so 1.6 ±. 0.2"1 

Input 
Pul .. Generator 

+,.11V~T 

+0.31 V 0-------1 
G) Apply Vln to Input A 

and +1.11 V to input B 

@ Apply Vin to input A 
and +o.::n V to "Input B 

Coax 

50 

100 

All input and output cabl .. to 
the le0p. are equal lengths of 
50-ohm coaxial cable. 

r- -- ---,. 
I I 
~ 
~ 

~ 
~ 

I I L _____ oJ 

Unused output. connected to • 60-ohm r •• i,tor to ground. 

PROPAGATION DELAY 

J.----- + 1.11 V 

1I=-""''--X ---- +0.31 V 

<D 
V out 

@ 
Vout 

103 

V out to Channel "8" 

Coa. 

50 

100 





C 

o 

a 

UHF PRESCALER 
TYPE D FLIP-FLOP 

SP1690 

Po'" 200 mW typ/pkg (No Load) 

ttog = SUv MHz min 

POSITIVE LOGIC 

7Cl~ a 2 
9 C2 

1101 _ 
a 3 

1202 

TIMING DIAGRAM 

The SP1690 is a high speed D master-slave flip-flop 
capable of toggle rates over 500 MHz. Designed primarily 
for high speed prescaling applications in communications 
and instrumentation, this device employs two data inputs, 
two clock inputs and complementary Q and C1 outputs. 
It is a higher frequency replacement for the SP1670 (350 
iV~;1ZI U Tllp-iivp .• -i,ere i:I'<;: IIU "'.;.. v, ,,,;)lC't U1fJUl:::J gllU Q'~ 

extra data input is provided. 

NEGATIVE LOGIC 

7~1~2 9 C2 

1161 _ 
_ ' Q 3 

12 02 

vee1 = Pin 1 
VCC2 = Pin 16 
VEE = PinS 

105 

TRUTH TABLE 

C 

L 

H 

.J"" 

.J"" 
c= Cl +C2 
o ==- 01 ... 02 

D 

<I> 

<I> 

L 

H 

On+1 

an 
an 
L 
H 

(/> = Don't Care 
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ELECTRICAL CHAflACTERISTICS 
ThisPECl111 circuit has been designed to 
meet the de specifications shown in the 
test table. after thermal equilibrium has 
been established. The package should be 
housed in a suitable heat sink HERe·LlC· 
214A2WCB or equivalent) or a transverse 
air flow greatar than 500 linear fpm should 
be maintained while the circuit is either in a 
test speket or is mounted on a printed 
circuit board. Test procedures are shown 
for selected inputs and .lected outputs. 
The other inputs and outputs are tested in 
a similar manner. Outputs are tested with 
a 5(k)hm resistor to -2.0 Vdc. See general 
information section for complete thermal 
data. 

Pin 

7CldJ2 9 C2 
1101 _ 

Q 3 
1202 

SP1690. T-st Limiu 

@Test 
Temperatur. 

-3O"c 
+25"1: 

+8SOC 

VIHmax 

-0.815 
-0.810 

-0.700 

......., 
~\.~-! 

CERAMIC PACKAGE E 

TEST VOLTAGE VALUES 

Volts 

Vilmin VIHAmi" VILA max VEE 
-1.890 -'.180 -1.515 -5.2 

-1.850 -1.095 -1.485 -5.2 
-1.830 -1.025 -1.440 -5.2 

Undo. -3O"c +25oC +8~C 
~--=--r-":""':':=;::"":':=:::;:''''---=---..--1 TEST VOLTAGE APPLIED TO PINS LISTED BELOW: 

Ch .. wiltic Sv_ Tes. Min 

Power SupplV Drain Current 'E 
Input Cur ... nt linH 7 

11 

lin L 7 
11 

logic: "'" 
OutputVoItegt VOH -1.045 

Logic "0-' 
Output VolUIII VOL -1.890 

logic "'" Threshold Voltage VOHA -1.065 

Logic "0" 
Threshold Voltage VOLA 

Switching Parameters 

Clock to OutPUt Delay 
(See Fi ..... l1 t7+2+ 2 

'9+2+ 

I Output 
Rise Time .+ 
Fall Time .-

Setup Time ...... pH 
(~ Figura 2) "'ooL 

HOld Time _H 
(See Figure 2) titold L 

Toggle Frequency 'tog 500 
(See Figure 3) 

':.JL'VIHmex 
Vilmin 

~VIH~min 
VILA max 

Max Min Max 

59 
250. 
270. 

0..5 
0..5 

-0.875 -0..960. -0.810 

-1.650. -1.850 -1.620 

-0..980. 

-1.630 -1.600 

Min TV. Max 

1.5 
1.5 

1.3 
1.3 

0.3 
0..3 
0..2 
0.3 

500 540 

Min Max 

-0.890. -0.700 

-1.830 -1.575 

-0.910 

-1.555 

500 

Unit VIH max VIL min VIHA min VILA max VEE 
mAde 7,9,11,12 

#lAde 7 
/JAde 11 

Vdc 11 

Vd, 

Vd, 11 

Vdc 

I 
MHz 

7 
11 

11 

11 

1-3.2Vdc 

8 

j 

IVccl 
P1 .2 Gnd 

1,16 

1,16 
1,16 

1,16 
1,16 

1.06 

1,16 

1,16 

1.16 

~ 
1.16 

I 
1.16 



SP1690 (continued) 

FIGURE 1 - PROPAGATION DE LAY TEST CIRCUIT 

Clock 
Input Pulse (ol--¥.'--+-<> 
Genefator 

Data 
Input Pulse l"'---~-<> 
Genarator 

50-ohm termination to ground lo­
cated in each scope channel input. 

Clock 

Data 

CLOCK DELAY WAVEFORMS@250C 

107 

Coax 

All input and output cable. to 
the scope are aqual lengths of 
50-ohm coaxial cable. 



SP1690 (continued) 

FIGURE 2 - SETUP AND HOLD TIME TEST CIRCUIT 

Input Pul •• 
Generator, 

Data 

50-ohm tarminatlon to ground 10-
catad In each scope ch'8nna' input. 

Clock 

Q Output 

Clock 

ooutput~ 

vee1 = VCC2 '"' 
+2.0 Vdc V out 

Coax 

so· :'~~T:':~ 
I I TPou, 

I Q~----~I 
I 
I 
I 

50 

All input and output cable, to 
the scope are aqua' 'angths of 
6G-ohm coaxial cabl •. 

-Non-inductive type. 

SETUP TIME WAVEFORMS@> 25°C 

,----,------+1.11 V 

'----- +0.31 V 

+0.31 V 

HOLD TIME WAVEFORMS@> 2SoC 

\ r---+1.11 V 

\'. ----..1·'----+0.31 V 

+0.31 V 

\'--_.....J/ 
Setup time II the minimum tim. before the positive tran.ltion of the clock pul .. eel that information mutt 

be pre .. nt at the data (0. Input. 
Hold tim. i. the minimum time after the po,ltlve tranlition of the clock pul .. (C) thet information mUIt 

remain unchanged ,at the dah (D) Input. 
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SP1690 (continued) 

~.n._.~c: 1._ TOGOI 1= FREQUENCY TeST CIRCUIT 

Coax 

0.1 JJ.F 

Vee, .:; VCC2 = 
+2.0 Vdc 

""'~"''' 
r - - - --., 

V out 

Coax 

50· 

TPout 

Sine :;~o~:~:~ator, @---1t-----i'-------:--""I C 0,.....+-__ --'1 
100· 

Veias"" +0.70 Vdc 0------1 
(Use High 

Impedance Probe 1 0.1 

-= p.F to Adjust VBjas~ 

50-ohm termination to ground lo­
cated in each scope channel input. 

50 

VEE 
-3.2 Vdc 

All input and QU tput cables to 
the scope are equal lengths of 
50·ohm coalljal cable 

• Non-inductive type. 

FIGURE 4 - TOGGLE FREQUENCY WAVEFORMS 

Clock Input 

500 MHz 

Qcra. 
Output 

r\ /" (\ f\ ~\ {\ 

\! \ / \ , \ 
IJ Iv V J 

- +1.11 V 

--- +0.71 VBia. 

- +0.31 V 

\ I . /" /-. r r 

\j\; \j'" 
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The maximum toggle frequency of the SP 169"0 has been 
exceeded when either: 

1. The output peak·to-peak voltage swing falls below 
600 mill ivotts. 

OR 

2. The device ceases to toggle (divide bV two). 





100 

4 

QUAD LINE RECEIVER 

100 

SP1692 

:~~14 
13=::t>--15 
12 

vBaLs 

100 100 

CIRCUIT SCHEMATIC 

14 

10 " 

S8e Gen.ral Information section for packaging information. 

111 

13 

100 

Four differential amplifiers w,ith emitter 
followers intended for use in sensing differ­
ential signals over long lines. 

Vee, ... Pin 1 
VCC2 III Pin 16 

VEE .. PinS 

tpd eo 0.9 ns typ (S10-ohm load) 
= 1.1 ns typ (50-ohm load) 

Po "" 220 mW typ/pkg (No load) 
Full Load Current, I L '" -25 mAde max 

100 

VBB 
9 

365 1958 2' 

Vee 
8 12 



ELECTRICAL CHARACTERISTICS 
Thi.PEel III circuit hal been designed to 
nat the de specifications shown in the 
test table, after thermal equilibrium has 
been established. The packegl .should be 
houllCi in ... iub" heat .ink (lERe'LIC-
214A2WCB or equivalent) or 8 tranMlr. 
airflow' ..... ' than 500 linear fpm should 
be maintained whil, the circuit is either in 8 
telt lOcket or i. mounted on a printed 
circuit board. Telt procedures are shown 
for .Iecwd inputt and .Iected outputs. 
The other Inputs and outputs .. tested in 
•• imil. manner. Outputs .... tested with 
• 50-0hm .... istor to -2.!O Vdc. See general 
information section for complebJ thermal 
dota. 

p", 
u_ 

C ........ i.6c .. - T .. 
Power Supply Dr.in Cu,ren1 I. S 

Input Current I .. 4 

Input L ...... Cu'rent 'R 
, 

Logic "1" Output Volt ... VOH ,&2 
Lotk: "0" Output Volt .. VOL 2 

Lotic "1" Threshold VOltaga VOHA 2 
Lotic "0" Threshold VOl .... VOlA 
Ret.renc:eVOI", Va. 
Sw~" lames {50 U lo.:ll 

Pl'OpItItionOetav 14-2+ 
14+2-

Rile Tn '2. 
F.UTimI '2_ 

-30"c 
Min M .. 

-1.045 ~.875 

-1.890 -1.650 

-1-
-1.630 

1.375 1.275 

M .. M .. 

1.6 
1.8 

2.2 
2.2 

eT ... 
T.RIIJ* ...... -• 2II"C 

_"c 
SP1692 Tat Limits 

'25"c "'''c 
U .. - M .. M .. U"h 

50 ""''''' 2SO "" .. 
100 ""d, 

-o~ -0.810' -O~90 ..0.700 V .. 

.-1.850 -1.820 -1.830 -1.576 V" 
-0.980 ~.910 V .. 

-1.600 -1.H5 V .. 

-1.35 -1.25 1.30 1.20 V .. 

Min - MIn M .. 
1.5 1.7 n. 
1.7 1.9 

~ 2.1 2.3 

2.1 2.3 

CERAMIC PACKAGE E 

TEST OLTAGE VALUES 
VIH_ VILIn. VIHAmin ylLA .... V .. VEE 

-0.875 -1.890 -1.180 -'.511 F .... Fi -0.810 -1.8&0 -1,096 -I._ p", -6.2 

..0.700 -1.830 -1.025 I -1.- 1 9 -6.2 

TEST VOLTAGE APPLIED TO PI. LISTED BELOW: 

VIH_ vaL min VIHAmin V.LA ..... V .. VEE" Gnd 

4,7,10,13 5.8.11,12 a 1,18 

7,10,13 6.8.11,12 1,16 

7,10,13 5.6,11,12 a., 1,18 

7.10,13 4 6.e,1',12 a 1,16 

7.10,13 1.8.11,12 1.16 
7,10,13 6.8.11.12 1,18 

7,10,13 1.8,11,12 1.16 

1.8.11,12 a 1.16 

Pur. In 'u .. Out 

• 2 6.8.11,12 a 1.18 

~ ~ ~ l l 



SP1692 (continued) 

APPLICATIONS INFORMATION 

The SP1692 quad line receiver IS used primarily to receive 
data from balanced twisted palf lines, as Indicated in Figure 1. 
The line is driven with a SP1660 OR/NOR gate. The SP1660 
is terminated with 50 ohm resis,ors to -2.0 volts. At the end of 
the twisted pair a 100 ohm termination resistor is placed across 

FIGURE 1 - LINE DRIVER/RECEIVER 

FIGURE 2 - 400 MBS WAVEFORMS 

Sending 
End 

2 ns/cm 

Receiving 
End 

VEE'" -5.2 V 

0.01 
}J.F }J.F 

500 T 
100 

113 

the differential line receiver inputs of the SP1692., Illustrated in 
Figure 2 is the sending and receiving waveforms at a data rate of 
400 megabits per second over an 18 foot twisted pair cable. The 
waveform picture of Figure 3 shows a 5 nanosecond pulse being 
propagated down the 18 foot line. The delay time for the line 
:: 1 a: ._~II- ..... -:~. 

The SP1692' may also be applied as a high frequency schmitt 
trigger as illustrated in Figure.4 This circuit has been used in ex· 
cess of 200 MHz_ The SP16.92 when loaded into 50 ohms will 
produce an output riSing edge of about 1.5 nanoseconds. 

50 

2 V 

FIGURE 3 - PULSE PROPAGATION WAVEFORMS 

Sending 
End 

5 ns/cm 

Receiving 
End 

SL 
FIGURE 4 - 200 MHz SCHMITT TRIGGER 





"PLESSEY SP8000 SERIES 
SEMICONDUCTORS HIGH SPEED DIVIDERS 

SP8600A & B 

The SP8600 is a fixed ratio emitter coupled logic .;- 4 
counter with a specified input frequency range of 15-
250 MHz. The operating temperature range is specified by 
the device code suffix letter: 'A' denotes - 55·C to + 125·C, 
'8' denotes O·C to + 70·C operation. 

Intended for use with an external bias arrangment 

and capacitive coupling to the signal source, the SP8600 can 
be either single driven, or double driven with two 

complimentary input signals. 

The outputs are complementary free collectors that 

can have their load resistors taken to any bias voltage up to 

12V more positive than VEE. 

FEATURES 

• Low Power 
• Free Collector Outputs to Interface to TTL 
• 250 MHz + 4 Over Full Military Temp. Range 

~ ~".. .... ---
.. "",,",,unll I a:n 

INPUT 

" 

Vee 
I+VEI 

I 

o· 
V,,/ 

I-VEl 
ICONNECTEOTO N.C. 

CASE I 

T3t> 

Fig. 1 Pin connections (lliewed from benflBth) 

APPLICATIONS 

• • • 
Synthesizers - Mobile and Fixed 
Counters 
Timers 

Fig. 2 Circuit dillgnm 
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ELECTRICAL CHARACTERISTICS 

Test conditions (unleu othGt'wise steted): 
T 8mb 'A' Types 
T.m~ 'B' Types 
Supply voltage Vee 

VEE 
Input voltage (single driven -
other input decoupled to ground plane) 
Input voltage (double complementary input drive) 
Input bias voltage 

Charaeteriotic 

Max. input ftequency 

Min. input frequency 
with sinusoidal input 

Min. slew rate of 
square wave input 
for correct operation 

Output current 

Power supply drain 
c~rrent 

'At +25°C 

MONITOR , 

IIrtPUT l =:>-:'?"'"I--II--"T"-!l 
MONITOIfl 

Valul 

Min. Typ. 

250 390' 

2 

16' 

... 
t--c;=:::-SOA TO OIJAl 

BEAM SCOPE .... 
t--= 

--~'-----""'--'-------VEE I-SlY) 

Fig. 3 T.,t circuit 

Units 
Max. 

MHz 

25 MHz 

20 Vllls 

mA 

23 mA 

r-

-

" • I 

• I 

: " 
-" -

-55°C to +125°C 
OoC to +70°C 
OV 
-5.2V to.5V 

400 to BOO mV p.p 
250 to BOO mV p.p 
Bias chain as in 
test circuit (see Fig. 3 
and OPERATING NOTES) 

Conditions 

Single input drive 

Input f = 250 MHz 

VEE =-5.2V, VBIAS as Fig. 3 

~ 
400mV AT "'" --
400mV AT -S!i"C --j 
LOOmV AT 125'C 

I 

YSIAS .. -lOY 

. I 
----r~-~T~I---- , 

I 

: 
I 

,..,.,-

..... 

-

SO S2 S4 S6 - -.. 
POWER SUPPLY (VOLTS) 

-.. 
Fig. 4 Maximum input frequency v. power supply volfllgtlltypicalJ 
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I , 
,/ t::: ..- ::::.. 

/ 
r--... 

'\ / 

~ / ./ V 
/ ./ 

//, V , 
;-

-f- '\ ....... 

\ '" '" 

~EE == -~ 2'1 

VBIAS = -lOV 

I'-
~ 

~ "" r--. --r::: t--... 
...... r---- ~~ 

"'f'.- r'\ ~r " 
~OOtnY p-p 

Fig. 5 Maximum input frequency v. temperature 

OPERATING NOTES 

The circuit performance obtained from the SP8600 is 
optimized if normal high frequency rules for circuit layout 
are obeyed - leads should be kept short, capacitors and 
resistors should be of non· inductive types, etc. 

The signal source is normally AC coupled to one of 
the inputs or, if complementary signals are available, to 
both inputs. The inputs require an external bias chain to set 
the DC potential on the inputs (see Fig.3). No appreciable 
change in performance is observed over a range of DC bias 
from -2.5V to -3.5V. 

Any tendency for the circuit to self·oscillate in the 
absence of inpu.t signal (or when the input signal is very 
small) can be overcome by offsetting the two inputs by 
approximately 40mV, using, for example, the bias 
arrangement shown in Fig.6. The input wave form may be 
sinusoidal, but below 2SMHz incorrect operation may 

occur because of the limited slew rate of the input signal. A 
square wave input with a slew rate greater than 20V Ip.s 
ensures correct operation down to DC. 

The output is in the form of complementary free 
collectors with at least 2mA available from them. For 
satisfactory high frequency interfacing to ECl or Schottky 
TTL the circuit techniques illustrated in Fig.7 are 
recommended. 

For maximum frequency operation, it is essential that 
the output load resistor values be such that the output 
transistors do not saturate. If the load resistors are 
connected to the OV rail, then saturation can occur with 
resistance values greater than 600n. Of course, if the load 
resistors are taken to a more positive potential, then higher 
values can be used. N.B. If only one output is used, the 
other output should be connected to OV. 

... ONIIOR 

IERW?:AT'ON 

SIGNAL _.=0>--'>--+-11-..--'1 
GENERATOR 

---...... -,r-----4---VEE (-s 1'1) 

I 
Fig. 6 Bias arrangement to prevent self·oscillation under no-signal 

conditions. 

-------1,..------+5'1 (~~~UI:~~Ol~~,R 
I 

Fig. 7 ~CL and Schottky TTL interfacing 
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ABSOLUTE MAXIMUM RATINGS 

Power supply voltage Vee - vee 10V 
Input voltage V1N Not greater than 

supply voltage 
in use 

Bias voltage on o/p's VOUT -

Vee 
Operating junction temperature 
Storage temperature 

14V 
+175°C max. 
_55°C to +175°C 

118 



OPLESSEY SP8000 SERIES 
SEMICONDUCTORS HIGH SPEED DMDERS 

SP8601A & B 150MHz';'4 

GENERAL DESCRIPTION 

The SP8601 is a fixed ratio emitter coupled logic + 4 countar with a maximum specified input 
frequency of 150 MHz. but with a typical maximum operating frequency wall in excess of this (see Typical 
Oparating Characteristics). The operating tamperature range is spacified by the final coding latter: A 
denotes -55°C to +125°C, and B denotes O°C to +70°C. 

The $PS601 can be oparated with single input drive or with double, complementary, I/P drive. It can 
ba driven with direct coupling from ECl II levels ( or from en SP8602 device ), or it can ba capacitively 
coupled to the signal source if an external bias is provided. 

There are complementary free collector outputs that can have their external load resistor connected to 
any bias up to 12 volts more positive than VEE. 

Fig.' Circuit di.".m 
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ELECTRICAL CHARACTERISTICS 

Test conditions (unless otherwise stated) 

T amb: A variant 
B variant 

Operating supply voltage V CC 
VEE 

-SSoC to +12SoC 
O°C to +70°£ 

OV. 
-S.2V ± O.SV 

Input voltage (single drive - other input decoupled to ground plane) 

I nput voltage (double drive) 

400 to 800 mV (p.p) 

2S0 to 800 mV (p.p) 

Bias voltage 

Value 

Characteristic Min. Typ. 

Max. input frequency lS0 
Min. input freq. with 

sinusoidal input. 
Min. slew rate of square wave 
input for correct operation 
Output current 2 

Power supply drain current 18 

OPERATING NOTES 

Circuit performance obtained from the SP8601 is 

optimised if normal high frequency rules for circuit layout 
are obeyed - leads should be kept short, capacitors and 
resistors should be of non·inductive types, etc. 

The signal source is normally directly coupled into 
the device, which will tolerate a wide range of input bias 
Voltages, but was designed for inputs from ECl II levels and 
can therefore be satisfactorily driven from SP8602 range of 
counters. The bias voltage on the input marginally 
affects the overall power consumption. of the device (For 
typical operating characteristics with varying bias voltages 
see Fig. 3). 

If it is not practicable to directly couple the input 
signal, then a bias chain similar to the one shown in Fig.2 
can be used. 

The input waveform may be sinusoidal, but below 
about 10 MHz incorrect operation may occur because of 
the limited slew rate of the input signal. A square wave 
input with a slew rate of greater than 20 V l/1s ensures 
correct operation down to DC. 

The output is in the form of complementary free 
collectors with 2 mA min. available from them. The output 
voltage swing obviously depends on the value of load 
resistor used and ~Iso the frequency of operation. The 
following table gives some typical examples of output 
voltage for different load resistors. With careful board 
layout to minimise capacitance these figures can easily be 
exceeded. 

Min. Output Voltage load Resistor Input Frequency 

l.S V 1 kn 120 MHz 
400mV 200n lS0 MHz 
100mV son 180 MHz 

Bias chain as in test circuit (see Fig.2) 

Max. Units Conditions 

MHz. 
10 MHz. 

20 V//1s Single input drive 

mA Input freq. = lS0 MHz, 

Rload = son 
23 mA VEE = -S.2V 

NOTE: The value of the coupling and decoupling capacitors 
used are uncritical but they should be of a type and value 
suitable for the frequencies involved. 

Fig .. ? Test circuit 

Typical Operating Characteristics 
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Fig.3 Maximum input frequency v. bias voltage at single input drive 
levels of 400. 600 and 800 m V (typical device) 
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Fig.4. Maxim'!m input frequency .... pow.r supply ... olt. at single 
Input drum leVIIls of 400. 600 and 800 m V (typical Mvice) 
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Fig.5 Maximum input frequency.... temperature at single input 
dri ... e levels of 400, 600 and BOO m V (typica' device) 

, .. , 

';GO 
'H - -~l' 

~ '",,'-'1' 

Jr"'"'' / 
,oo\~ V 
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0 

" '00 '"" 
Fig.6 Minimum single input drive level for correct operation v. 

input frequency (typical device} 

APPLICATION NOTES 

The SPB601 U5ed with two SPB602 series + 2 
counters to give a SOO MHz divide·by·sixteen preseal.r is 

shown in Fig.7. Capacitors marked thus' may need to be 
increased in value for low frequency operation. 

For correct operation when interfacing with TTL and 
ECl II the circuits shown in Figs.B, 9 and 10 are 
recommended. 
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Fig.7 Divide-by-sixtlNln pr8sc.ler 

TTl-COIoll"ATIBlE 

---:T--...... -+-.-- OUTPUT 

THIS OIODE IS NOt 
NECESSARY WHEN 
S(HOTTKY TTL OR 
HIGH SPEED TTL 
IS USED 

Fig.S TTL interface (fanout;;l 1 TTL gate} 

OUTI"UTS TO 
INTERFACE 
(SEE FIGS I.' 
AND 101 

TTl- COloll"ATlllE 
OUTPUT 

Fig.9 High fanout TTL interface 

'" 

1'--'1'-- EeL -COMPATIBLE 
OUTPUT 

Fig. 10 ECLII interface 

ABSOLUTE MAXIMUM RATINGS 

Power supply voltage VCC - VEE 
Input voltage Vin 

Bias voltage on outputs Vout - VEE 
(see Operating Notes) 
Operating junction temperature 
Storage temperature 

10V 
Not greater than the 
supply voltage in use 
14V 

+17S0C 
-SSoC to +17SoC 





OPLESSEY SP8000 SERIES 
SEMICONDUCTORS HIGH SPEED DIVIDERS 

SP8602A& B 
SP8603A& B 
SP8604A& B 

GENERAL DESCRIPTION 

500MHz+2 

4OOMHz+2 

3OOMHz+2 Ne 

The SP8602, SP8603 and SP8604 are fixed ratio ECl + 2 counters with maximum specified lIP 
frequencies of 500, 400 and 300 MHz, respectively. The operating temperature range is specified by the 
final coding letter: A denotes -55°C to +125°C and B denotes O°C to +70°C. 

The devices can be operated with single input drive or with double, complementary, input drive; in 
both cases the input is normally capacitively coupled to the signal source. Two complementary emitter 
follower outputs are provided. 

'" '" .. 0 '" '" 

{~ ~i} {; ~} 
, 

BIAS 

,!,. If, ~ 
.... 0 .. 

1 I" 
INPUT 

.. [jus l' 32O 5k ten -

Fig. , Circuit diagram (all resi.tor ~/UII$ are nominal) 
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eleCTRICAL CHARACTeRISTICS 

Test conditions (unless otllerwise stated) 

T amb: A variant 
B variant 

Operating supply voltage: Vee 
Vee 

I nput voltage (single drive· other input and bias decoupled to ground plane) 

Input voltage (double drive· bias decoupled to ground plane) 

Output load 

Characteristic 
Type Min. 

Max. input freq. SP8602A,8 500 
SP8603A,B 400 
SP8604A,B 300 

Min. input freq. All 
with sinusoidal 
input 

Min. slew rate of All 
square wave input 
for correct operation 

Output voltage All 400 
swing 

Output voltage SP8602A 350 
swing 

Power supply All 
drain current 

,----..,..--..,...--------,r-'" 

'----'-------,,, 

Note: The values of the coupling and decoupling 
capacitors used are uncritical but they should be of a 
type and value suitable for the frequencies involved. 

Fif.2 rlllt circuit 
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Value 

Typ. Max. Units 

MHz 
MHz 
MHz 

20 40 MHz 

30 100 V/jJ.$ 

mV 

",V 

12 18 mA 

-55·C to +125·C 
O·C to +70·C 

OV 
-5.2V ±0.5V 

400 to 800 mV p.p 

250 to 800 m V p.p 

500n and 3pF 

Conditions 

Vee = -5.2V 
Vee = -5.2V 
Vee = -5.2V 

single input drive 

Vee = -5.2V 
Tamb = -5S·C to +70·C 

Vee = -5.2V 
Tamb = +125·C 
liP freq. = 500 MHz 

Vee = -5.2V 



ABSOLUTE MAXIMUM RATINGS 

Power supply voltage Vee -Vee 8V 
Input voltage Vin Not greater than the 

supply voltage in use 

Output current lout 
Operating junction 
temperature 
Storage temperature 
range 

OPEkATlNG NoTES 

10mA 
+150°C 

_55°C to +150°C 

It is recommended that a positive earth plane be used 
for the circuit layout, thus preventing damage if the output 
emitter followers are inadvertently shorted to ground. All 
components used in the circuit layout should be suitable 
for the frequencies involved, and outside a controlled 
impedance environment, leads and connections should be 
kept short to minimise stray inductance. 

The signal source is normally capacitively coupled to 
the input. A 1000pF capacitor is usually sufficient. If the 
input signal is likely to be interrupted a 10Kr1 resistor 
should be connected between the input and the negative 
rail. In the single drive case it is preferable to connect the 
resistor to the input not in use - in the double drive case 
either input can be used. The· addition of the input 
pulldown 'resistor causes a slight loss of input sensitivity, 

but it prevents circuit oscillation under no-signal 
cond itions. 

The input waveform may be sinusoidal, but below 
about 40 MHz the operation of the circuit becomes 
dependent on the slew rate of the input rather than the 
amplitude. A square wave input with a slew rate of more 
than 100 VII'S will permit correct operation down to DC. 

The output voltage swing can be increased by the 
addition of a DC load to the output emitter followers. 
Pulldown resistors of 1.5 K to the negative rail provide an 
increase of typically 25% in the output voltage swing, 

SP8602B and SP8604B interfacing to E C L 
10000andECLIII 

By increasing the output voltage swing using external 
pulldown resistors (see operating notes), the SPB604B can be 
coupled directly into an E C l III or E C l 10 000 gate, but 
there is a reduction of the noise immunity. Where noise 
immunity is important the device can be connected to an 
E C l 10000 or E C l III line receiver. 

Divide-by-16 frequency scaler. 

The SP8602B and SP8604B interfacing with the 
SP8601B and high·speed TTL to give a divide-by-16 
frequency scaler is shown in Fig, 3. 

~--lr----------~----------r---~--~======~=====OV J" +sv 

*.These components 
may need to be 
increased in value 
fOf low frequency 
operation 

IfP 

3'9k 2·2k 

T I, T 2 TIS 55 
OR EQUIVA.LENT 

HIGH SPEED 
TTL O/P 

_______ ~------....,----------~-------J ...... ------------------- -S·2V 

F;g.3 Div;de·by·16 frequency ,cllief 
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OPLESSEY SP8000 SERIES 
SEMICONDUCTORS HIGH SPEED DIVIDERS 

SP8616B 1 GHz+4 SP8616D 950MHz+4 

SP8615B 9OOMHz+4 SP8614B 800MHz-T4 

SP8613B 7OOMHz+4 

The SP8616 series of UHF counters are fixed ratio + 4 
asynchronous emitter coupled logic counters with, in the 
ease of the SP616B a maximum operating frequency in 
excess of lGHz, over a temperature range of OoC to +70°C. 
The input is normally eapacitively coupled to the signal 
source but can be DC coupled if it is required. The two 
complementary emitter follower outputs are eapable of 
driving lOOn lines and interfacing to ECl with the same 
positive supply. The SP8616 series require supplies of OV 
and -7.4V (± 0.4V). 

FEATURES 

HC 

CLOCI< 

REF 

'EE 

Fig. 7 

HC 

OTP E4t> 

He 

Pin connections 

• DC to 1 GHz operation. APPLICATIONS 
• O°C to 70°C operation guaranteed at maximum 

specified frequency and over a wide dynamic • UHF Instrumentation, Including Counters 
input range. and Timers 

• Complementary emitter follower O/Ps, ECl • Prescaling for UHF Synthesisers. 
compatible. 

VCC• IOV) 
r---------- ---------, 
I I 
I I 
I I 

I:--~--r_~--l : CLOCK~ Q 
I 
1 500 

REFtl --....-4--L-, __ J 
I 
I 
I L ________ _ 

FlU. 2 Functiona' diagram 

QUICK REFERENCE DATA 

I -, 
° 

• Vee = OV • VEE = -7.4V ± O.4V 
• Input Voltage Range 400mV to 1.2V 

(see Fig. 3) 

• Temperature Range O°C to +70°C 
• Output Voltage Swing 700mV Typ. 
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ABSOLUTE MAXIMUM RATINGS 

Power supply voltage Vee - VEE 10 volts 
Input voltage V1Nac 

Output current 
2.5 volts p.p 
15mA 

Storage temperature range -55°C to +150·C 
Maximum operating function temperature +l50°C 

~ ~ ~; 

~, ~ ~ ~ 
" , , " 

1200 
, , 

'" 

INPuT FREQUENCY! MHz) 

Fig. 3 Specified range of operation 



ELECTRICAL CHARACTERISTICS 

Test conditions (unless otherwise stated). 

Tamb = O°C to +70·C 
Supply voltage 

Vee = OV 
Vee = -7.4V ± 0.4V 

Characteristic 

Max. toggle frequency 

Min. toggle frequency for correct 
operation with sine wave input 
Min.toggle frequency for correct 
operation with sine wave input 
Min slew rate for square wave input 
to guarantee operation to OHz 
Output voltage swing 
Power supply drain current 

Type 

SPB616B 

SPB6160 
SPB615B 
SPB614B 
SPB613B 

ALL 

ALL 

ALL 
ALL 
ALL 

Toggle Frequency Test Board Layout 

1. All connections to the device are kept short. 
2. The capacitors are lead less ceramic types. 

Mill. 

1000 

950 
900 
BOO 
700 

500 

3. In practice, the device is tested in an Augat 14 lead 
OIL socket which degrades the performance slightly. If 
the device is mounted in a low profile socket or 
soldered into a printed circuit board, the specified 
performance will be exceeded. 

OPERATING AND APPLICATION NOTE 

The SP8616 series of dividers are very simple to use but 
normal high frequency rules should be followed for 
optimum performance, for example, all connections should 
be kept short, the capacitors and resistors should be types 
suitable for the frequencies involved, etc. 

The input is normally capacitively coupled to the signal 
source. There is an internal 500n resistor connecting the 
input to a reference voltage;. this biases the input in the 
middle of the transfer characteristic. The reference voltage 
is brought out onto pin 6, which should be decoupled to 
the earth plane. 

The sensitivity of the device can be increased by DC 
coupling the input signal abOut earth (see Fig. 5). 

Vee - Vee should be kept inside the specified 7.4 volts 
± 0.4 volts but the actual value of Vee relative to earth is 
not very critical and can be varied between 4.0V and 6.0V 
with only a small effect on performance. A Vee of about 

Value 

Typ. 

700 
45 

Max. 

200 

100 

200 

60 

..0 
SIGNAl 
SOORC£ 

MONI1OR 

Units Conditions 

MHz VIN = 800m V to 1.2Vp·p 
(see Fig. 3) 

MHz 
MHz VIN = 400MHz to 1.2V p.p 
MHz VI N = 400MHz to 1.2V p.p 
MHz VIN = 400MHz to 1.2V p.p 

MHz VIN = 400mV to 1.2V p.p 

MHz VIN = 600mV to 1.2V p.p 

V/",s 
mV 
mA Vee = -7.4V 

son LINE 

~OPE 

Fig. 4 Togg'. frequency mst circuit 

SOf/iNPUT =::::ll>-..,-......!r-=. 

5.2V is the optimum for full temperature range operation. Fig. 5 Circuit for u.ing rho inpur ,ign"abou ... rth po"",.i., 

128 



In the absence of an input signal both the DC coupled 
and the capacitively coupled circuits will self oscillate with 
an output frequency of approximately 200MHz. This can 
be prevented by connecting a 10kO resistor between the 
input and the negative rail. This offsets the input 
sufficiently to stop the oscillation but it also reduces the 
input sensitivity by approximately 1 OOmV . 

The SP8616 will miscount with low frequency sinewave 
inputs or slow ramps. A slew rate of 2.00V IllS or greater is 
necessary for safe operation at low frequencies. 

The output can be interfaced to ECl II directly and to 

FIf. 6 InfOlfaclng _,6 .",Ie, Fa EeL I/."d ECL III 

The input impedance of the SP8616 is a function of 
frequency and minimises at about the same frequency as 
the maximum input sensitivity, so, although it can load the 
signal source significantly there is usually enough signal to 
operate the device satisfactorily when the input impedance 
is at a minimum input signal requirement. The worst case 
occurs at the max imum frequency because th is is where the 
input sensitivity is worst. 

A commercially available hybrid amplifier can be used to 
drive the SP8616 (see Fig. 71. 

FIf.7 
-_._---------' 
The SNJ6r6 driwm by • comlfllll'Ci.lly .wi""" "yu".; 
.",pllfier. Tho Ampere" ATF4t7 Qurpur I. Inromolly 
c_'tlvely CDUpied. 

Note: The Amperex AT F 417 output is internally 
capacitively coupled. 

PIIOGItAMMAILE NOORAMMAIL! 
COUNI'Y DECADE 

Fig. 8 A 113Hz synth .. ,,,,, loop 

The SP8616 series can be used in instrumentation for 
direct counting applications up to 1GHz and in frequency 
synthesisers. 

In a frequency synthesiser, the SP8616 and the SP8641 
can be used together (see F i9. 81. 

129 





OPLESSEY SP8000 SERIES 
SEMICONDUCTORS HIGH SPEED DIVIDERS 

+5 COUNTERS 

'~M~"\ ,. - - - ~-. 

The SP8621 Band SP8622B are fixed-ratio 
emitter-coupled logic +5 counters with specified input 
frequency ranges of DC to 300 MHz (SP8621B) and 
200 MHz (SP8622B)_ The operating temperature range is 
from O°C to +70°C_ 

The counter is normally capacitively coupled to the 
signal source and is specified with an input signal range of 
400-800mv pop (-4dBm to +22dBm). There are two bias 
points on the circuit that should be capacitively decoupled 
to the ground plane. 

Fig. 2 Functional diagram 

ELECTRICAL CHARACTERISTICS 

Test Conditions (unless otherwise stated) 

Tamb 
Supply voltage Vee 

VEE 
Input voltage 

Characteristic 

Max. input frequency 

Min. input frequency with 
sinusoidal input 
Min. slew rate of square wave 
input for correct operation 
Output voltage swing 
Power supply drain current 

O°c to +70°C 
OV 
-5.2V ± 0.2SV 
400 to 800mV Pop 

Type 

SP8621 
SP8622 

All 

All 

All 
All 

Yee 

1 

YEE 

Min. 

300 
200 

400 

SP86228 (200MHz) 

~p "cc(POSITIVEI 

P 81AS 

P INPUT BIAS 

P OUTPUT 

P INPUT 

~ L-_....l 
Vee (NEGATIVE I 

E4t> 

Fig. 1 Pin connections 

FEATURES 

• D.C. to 400MHz Operation. 
• O°C to +70°C Over Full Specified Input 

Range and Frequency 

APPLICATIONS 

• Frequency Counters and Timers 
• Frequency Synthesisers 

ABSOLUTE MAXIMUM RATINGS 

Power supply voltage IV cc - VEE I 
Input voltage V1N 

Output current lOUT 
Operating junction temperature 
Storage temperature 

Value 
Units 

Typ_ Max_ 

I MHz 
MHz 

20 40 MHz 

30 100 V//lS 

800 mV 

55 mA 

8V 
Not greater than 
supply 
15mA 
+150°C 
_55° to +150°C 

Conditions 

VEE = -S_2V 
VEE = -5_2V 



OPERATING NOTES 

It is recommended that a positive earth plane is used for 
the circuit layout, thus preventing damage if the output is 
short-circuited to earth. 

The signal source is normally capacitivelY,coupled to the 
input Isee Fig. 3). A l000pF capacitor is suitable at high 
frequencies, but if lower frequency operation is also 
required, say below 10M Hz, then an additional capacitor 
should be connected in parallel. The device can be DC 
coupled if it is required - see Fig. 4. 

--r-~--~----~--OV 

!!>O I .. 

FROM9 SlGNAL-
SOUIOC. . " ~ ]] 

" --------r--~5 zv 

Fig. 3 Test circuit 

--.---------~----+ 3-2\1 

Fig. 4 Directly connllCting the input signal 
(a useful techniquII st low frequencies) 

The circuit may self oscillate when there is no input 
signal or when the input signal is well below the specified 
input signal. This can be prevented by connecting a 15kn 
resistor between the input and the negative rail. This causes 
a loss in sensitivity of up to 100mV p.p. 

The input waveform may be sinusOidal, but below about 
20MHz the circuit tends to malfunction on minimum 
amplitude input signals and the condition becomes worse as 
the frequency is decreased. This is because correct 
operation of the circuit depends on the slew rate of the 
input signal. A square wave input with· a·slew rate greater 
than l00V//LS ensures correct operation down to DC. 

The output swing of the devices can be significantly 
increased by the addition of a DC load on the emitter 
follower output. For instance, the maximum DC load of 
1.5kn will give an increase of typically 50% in output 
swing with no. effect on input drive level or· maximum 
operating frequency. This allows the SP8620 devices to 
interface- directly to ECl II devices with no loss in noise 
immunity. If the devices are required to interface to 
ECl III or ECl 10,000 then an interface similar to Fig. 5 
should be used. 

The values of the decoupling capacitors are not critical, 
but they should be of a type suitable for the frequencies 
involved. 
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EcmORECL10k 
CO,.MTI9t.E OUTPUT 
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Fig. 5 InrerlllCing to ECL 11/ or ECL 70,000 



OPLE55EY SP8000 SERIES 
SEMICONDUCTORS HIGH SPEED DIVIDERS 

SP8630B 600MHz DECADE COUNTER Nen" ',,,m, 
Me 2 13 REF 81AS 

.---- .... -- -"'~ ........ -. ....... ~. ----.,. 
aUVIY,n.it "'I:",,",U~ ,",,,,,",'" Il:n o::u: :: ',:~ ""'" 

Ne , 9 Me 

SP8632B 400MHz DECADE COUNTER '1ul-n) , • Ne 

GENERAL DESCRIPTION 
PIN CONNECTIONS 

(TOP VIEWI E4f> 

The SP8630/1/2 counten are fixed retio.;. 10 circuits using emitter coupled logic, with maximum 
specified counting frequencies of 600, 500 and 400 MHz respectively, over a temperature range of O°C to 
+70°C. A 6:4 mark/space square wave is provided at the emitter followar output. The input is normally 
single driven and capacitively coupled to the signal source. There are two bias points on the circuit which 
should be capacitively decoupled to the ground plane. 

NOTE: 
1. All reference levels are internally generated and 
temperature compensated, 

" +--0\1,< 

2. Reference points marked • are bonded out and should 
be decoupled with a capacitor of between 15 and· 1000pF 

Fill. , Block di."."" 

ELECTRICAL CHARACTERISTICS 

Te.t condition. (unle.s stated otherwise): 
T amb O°C to + 70°C 
Operating supply voltage 

VCC 
VEE 

I nput voltage 
Output load 

Characteristic 

Max input freq. 

Min input freq. with 
sinusoidal input 
Min. slew rate of square 
w~ve lIP for correct 
operation 
Output voltage swing 
Power supply drain current 

OV 
-5.2V ± 0.25V 
400 to 800 mV (p.p) 
500n & 3pF. 

Type 

SP8630B 
SP8631B 
SP8632B 

All 

All 

All 

Min 

600 
SOO 
400 

400 

NOTE: The maximum input frequency is guaranteed at 
VEE = -S.2V. For typical operating characteristics with 
power supply variations see Fig.5, which shows that the 
maximum operating frequency of a typical device increases 
with increasing power supply voltage 

Value 
Typ Max Units Conditions 

MHz 
MHz 
MHz 

20 40 MHz 

30 100 VIlls 

600 mV VEE = -S.2V 
70 mA VEE = -S.2V 
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r---<r----.----.--------.,---ri--.-....,.-----.---vcc IOVI .. , 

'" L-+"'-+---------____ -4-...+:::...+ _____ -+. __ vn j-S'2VJ 

Fi,.2 Circuit diagr.m of 16t .I""",nt (+2) ,hawing Input biassing 
arrangement. 

OPERATING NOTES 

It is recommended that a positive earth plane be used 
for the circuit layout, thus preventing damage if the emitter 
follower outputs are inadvertantly shorted to ground. 

The signal source is normally capacitively coupled to 
the input: 1000 pF is usually sufficient. If the input signal 
is likely to be interrupted a 15 k ohm resistor should be 
connected between the input pin and the negative rail to 
prevent circuit oscillation under no-signal conditions. The 
addition of the pulldown resistor causes a slight loss of 
sensitivity of the device, but this does not normally cause 
problems in practice. 

The input waveform may be sinusoidal, but below 
40 M Hz the operation of the circuit becomes dependent on 
the slew rate of the waveform rather than the amplitude.A 
square wave input with a slew rate of 100 V IllS will allow 
correct operation down to DC. At high frequencies, 
increasing drive level above minimum typically increases the 
max. -operating frequency by up to 25% 

The output swing of the devie. can be significantly 
increased by the addition of a DC load on the eminer 
follower output. For instance, the maximum DC load of 
1.5k ohms wi II give an increase of typically 50% in output 
swing with no effect on input drive level or maximum 
operating frequency. This allows the SP8630 series devices 
to drive directly into ECl " devices with no loss in noise 
immunity. 

The value of capacitance needed for the decoupling 
capacitors is not critical. Values down to 15 pF have been 
found satisfactory in .practice. 

son LINE 
' .. N 
SIGNAL 

----.-~--.,-------,v 

~~ 'L-~r-~ 
MONITOR -----'--.,-------S·2V 
son UPON 
SAMPLING 
SCOPE 

Fig.3 Test circuit. 

Test Circuit Notes 

The values of the coupling and decoupling capacitors 
are uncritical but they should be of a type and value 
suitable for the frequencies involved. 

All connections should be· physically short when not 
in a 500 environment to minimise reflections due to 
mismatching. 

The +ve pin should be connected to a low impedance 
earth plane to minimise feed-through of the input signal to 
the output. 
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Typical Operating Characteristics 
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Fig.5 MilK. operating frequency v. tyOWef supply voltage for II typical 
SP8631B. 

APPLICATION NOTES 

Direct coupling to the SP8630 series. 

It can be seen from the circuit diagram that the input 
arrangement of the SP8630 series is not compatible with 
the normal ECl logic levels. The input reference level is 
approximately -3.2 volts but it is not well defined and has 
a temperature coefficient of approximately -1.6 mV/oC. If 
DC coupling is required. the input would have to be larger 
than would be the case with capacitive coupling. 
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TEMPERATURE IC O ) 

Fig.6 Max. operating frequency v. ambient temperature for II typical 
SP8631BIVCC- -5.2VI. 

ABSOLUTE MAXIMUM RATINGS 
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Power supply voltage 

VCC - VEE 
Input voltage V,N 

Output current lOUT 
Operating junction 

temperature 
Storage temperature 

8V. 
Not greater than the 
supply voltage in use 
15mA 

+150°C 
_55°C to +150°C 





OPLESSEY 
SEMICONDUCTORS 

SP8634B+10700 MHz 

SP8636B+10 500 MHz 
-;;,«:1 ;::n-ctj"';;:;, itr--i:JO.,CD, .;)iO:~D alia ';;:00';';;:; ell", 

divide-by-ten circuits with binary coded decimal outputs 
for operation from De up to specified input frequencies of 
700, 600, 500 and 400 MHz, respectively, over a 
guaranteed temperature range of oOe to + 70oe. 

These devices, optimised for 'Counter applications in 
systems using both Eel and TTL, are intended to be 

operated between OV and -5.2V power rails and to 

FEATURES 

• • 
Direct gating capability at up to 700 MHz 
TTL- compatible BCD outputs 

• TTL- and EC L-compatible carry outputs 
• Power consumption less than 500 mW 
• Wide dynamic input range 

APPLICATIONS 

• Counters • • 
Timers 
Synthesisers 

RESET TTL 

.~ . ., 
-' C~CK 

CLOCK INHIBIT Eel m 
I," 

1·24h 

CLOCK II" r-a-
R .. 

_0 

1 

~ 
o TYPE 

'IF 

(DOCK Cii 

I 

[~J ~ OIP OIP 
(j) 

8'AS ~k '50 '5O 
eH .... 

(j) 

... ! 
OIP DIP 

SP8000 SERIES 
HIGH SPEED DIVIDERS 

SP8635B+10 600 MHz 

S P8637B + 10 400 MHz 
;.-.~'C, ~ .. :~ ..... ;:~. 77:" ... ~::-.:.~; .. ;; h':'~'_~,pp.n nv anTi +!=\V The 
BeD outputs and one of two carry outputs are 
TIL-compatible, while the second carry output is 
Eel-compatible. The clock input, which is normally 
capacitively coupled to the signal source, is gated by 
an Eel III/Eel 10k-compatible input. The TTL-compatible 
reset forces the 0000 state regardless of the state of the 
other inputs. 

8tAS oeCOUPtlNG 16 CLOCK INHIBIT lIP I Eel-COMPATIBLE I 

A o,p (TTL-COfol" ... TIBLEI Ne 

RESETlTTL~ COIo4I"ATlBlEI CLOCK INPUT 

E5t> 
~SITlVE SUPPLY IOV) 

Ne CARRY DIP ITTL~COM""'TI8LEI 

B DIP lTTL-CONPATIBLE! o DIP (TTL-COMPATIBLE! 

C 0/,. (TTL~ COM"""8lE) CARRY O/pIECt-COMPATlBLEI 

Fig. 1 Pin connections (top) 

,L 
r~ ';;;e ff 'ffl 'iF 

~ -, ®OOCk Ck 
~I( 

." "" 

¥ 
"" ." 

r-

'-- -;;: III 
OIP 'TL OIP 

''"J 
OIP 

'=r , . .(,,, 2k '·4k '("310 '" 4-310 

! TL .~. 
-S·2Y 

'" OIP CARRy CARRY DIP 
OIP OIP 

Fig. 2 Logic diagram 

QUICK REFERENCE DATA 

• Power Suppl ies V c c 
VEE 

• Range of ciock input amplitude 
• Operational temperature range 
• Frequency range with sinusoidal liP 

OV 
-5.2V ± 0.25V 
400-800mV pop 
ooe to +70°C 

• I=rcr1l lonr\/ r::.nno \Alith <::nll~rp \fII~\IP I/P 

40-700 MHz (SP8634B) 
nr to 700 MH7 (SP8634BI 



ELECTRICAL CHARACTERISTICS (All types except where otherwise stated) 

Test Conditions (unless otherwise stated) 

Tamb 
Power Supplies Vee 

VEE 

Characteristic 

Clock Input (pin 14) 

Max. input frequency 
SP8634B 
SP8635B 
SP8636B 
SP8637B 

Min. input frequency 
with sinusoidal liP 
Min. slew rate of square wave for 
correct operation 
down to DC 

Clock inhibit input 
(pin 16) 

Logic levels 
High (inhibit) 
Low 

Edge speed for Correct operation 
at maximu,,:, clock liP frequency 

Reset input (pin 3) 
Logic levels 

High (reset) 
Low 

Reset ON time 

TTL outputs ABCD (pins 2,7,8,10) 
Output Voltage 

High 

Low 

TTL carry output (pin 11) 
Output Voltage 

High state 

Low 

ECL carry output (pill 9) 
Output Voltage 

High 

Low 

Power supply drain current 

NOTES 

DOC to +70°C 

OV 
-5.2V ± 0.25V 

Min. 

700 
600 
500 
400 

-0.960 

See Note 2 

100 

+2.4 

+2.4 

-0.975 

Value 

Typ. Max. 

40 
100 

-1.650 
2.5 

+0.4 

+0.4 

+0.4 

-1.375 

75 90 

Units Conditions 

MHz 
MHz Input voltage 
MHz 400·800mV pop 
MHz 

MHz 
V/l1s 

V Tamb = +25°C 
V (see Note 1) 
ns 10%-90% 

V 
ns 

V 10k !1 resistor and 
TT L gate from OIP 

V to +5V rail 

V 5k!1 resistor and 3 
TTL gates from olp 

V to 5V rail 

V Tamb = +25°C 
External current 

V = OmA (See Note 4) 

mA VEE = 5.2V 

1. The clock inhibit input levels are compatible with Eel III and Eel 10000 levels throughout the temperature range oOe to + 70°C. 
2. For a high state, the reset input requires a more positive input level than the specified worst case TTL VOH of +2.4V. Resetting should 

be done by connecting a 1.Bkn resistor from the output of the driving TTL gate and only fanning out to the reset input of the SPSOOO 
series device. 

3. These outputs are current sources which can be readily made TTL-compatible voltages by connecting them to +5V via 10kil resistors. 
4. The Eel carry output is compatible with Eel lI"throughout the temperature range but can be made compatible with Eel III using the 

simple interface shown in Fig, 3. 
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CARRY OUTPUT ECl <>---;----0 ECl II COMPATIBLE 

~ Eel m OR ECl 10k 
. . _. - COMPAnBtE 

---"---VEE (-5'2"') 

FifJ.3 EeL III/EeL 10000 interfacing 

OPERATING NOTES 

The devices are intended to be used with TTL and ECL 
in a counting system - the EC L and the decade counter 
being connected between voltage rails of OV and -5.2V and 
the TTL between voltage rails of OV and +5.2V. Provided 
that this is done ECL and TTL compatibility is achieved 
(see Fig. 41. 

The clock is normally capacitively coupled to the signal 
source: a 1000pF UHF capacitor is normally adequate. If 
low frequency operation is required the 1000pF capacitor 
should be connected in parallel with a higher value 
capacitor. The bias decoupling (pin 11 should be connected 
to earth via a capacitor - preferably a chip type - but in 
any case a low inductance type suitable for UHF 
applications. The devices normally have an input amplitude 
operating range far greater than the specified 400 to 
800 mV p1</pk. However, if the decoupling capacitor is not 
of a UHF type, or it is connected to an earth point that has 
a significant impedance between the capacitor and the Vee 
connection, then the input dynamic range will suffer and 
the maximum signal for correct operation will be reduced. 

Under certain conditions, the absence of an input signal 
may cause the device to self·oscillate. This can be prevented 
(while still maintaining the specified input Sensitivityl by 
connecting a 68krl resistor between the clock input and the 

negative supply. If the transition of either the clock input 
or the clock inhibit input is slow the device may start to 
self·oscillate during the transition. For this reason; the 
input slew rates should be greater than 100 V/II-s. It should 
also be noted that a positive-going transition on either the 
clock input or the clock inhibit input will clock the device, 
provided that the other input is in the low state. 

The BCD outputs give TTL·compatible outputs (fanout 
= 11 when a 10krl resistor is connected from the output to 
the +5V rail. In this configuration the outputs will be very 
slow compared with the clocking rate of the decade and so 
the state on the BCD outputs can only be determined when 

The fan out capability of the TTL carry output can be 
increased by buffering it with a PNP emitter follower. The 
interface is shown in Fig. 4. 

Fig. 4 Typical application configuration 

RESEllNPUT ~_1O_0_"_._" _______________ _ 

ClOCI< INHIBIT ~ 

CLOCI< 

} .. g.....l..-___ s-----,~ 
CARRY OUTPUT (TTLJ o::J ~----------~~ 
CARRY OUTPUT IECll ---,-L _______ ..J ~ 

NOTE THE BCD OUTPUTS A 8 C AND 0 REPRESENT THE tOAD RESISTORS 

Fig. 5 Decade counter timing diagram 
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ABSOLUTE MAXIMUM RATINGS 

Power supply voltage IVee - VeE I 
Clock inhibit voltage 

Clock input voltage 
Bias voltage (VOUT) on BCD outputs, 
VOUT - Vee (lOkS< resistor in series 
with output) 
Bias voltage IVOUT) on TTL carry 
output, VOUT - Vee (1.2kS< resistor 
in series with output) 
Output current from EC L carry 
output (lOUT) (Note: the device 
will be destroyed if the ECL 
output is shorted to the 
negative rail) 
Operating iunction temperature 
Storage temperature range 

BV 
Not greater than the supply 
voltage in use 
2V pk/pk 

llV 

llV 

lOrnA 
+150°C 
_55°C to +150oC 
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OPLESSEY SP8000 SERIES 
SEMICONDUCTORS HIGH SPEED DIVIDERS 

UHF PROGRAMMABLE DIVIDERS +10/11 

..... -.",.. .... -,.... ..... ... 
~ .... OO'+UA at D 2UO Mhz 

SP8642A & B 300M Hz 

I n frequency synthesis it is desirable to start 
programmable division at as high a frequency as possible, 
because this raises the comparison frequency and so 
improves the overall synthesiser performance. 

The SP8640 series are UHF integrated circuits that 
can be logically programmed to divide by either 10 or 11, 
with input frequencies up to 350 MHz. The design of very 
fast fully programmable dividers is therefore greatly 
simplified by the use of these devices and makes them 
particularly useful in frequency synthesisers operating in 
the UH F band. 

All inputs and outputs are ECl·compatible throughout 
the temperature range: the clock inputs and programming 
inputs are EC l 111·compatible while the two 
complementary outputs are ECl II-compatible to reduce 
power consumption in the output stage. ECl III output 
compatibility can be achieved very simply, however (see 
Operating Notesl. 

The division ratio is controlled by two PE inputs. The 
counter will divide by 10 when either PE input is in the 
high state and by 11 when both inputs are in the low state. 
80th the PE inputs and the clock inputs have nominal 4.3k 
n pull down resistors to VEE (negative rail). 

Fig. 2 Logic diagram (positive logic) 

ABSOLUTE MAXIMUM RATINGS 

Supply voltage IV cc - VEE I 
Input voltage Vin Id.c.1 

Output current lou. 
Max. junction temperature 
Storage temperature range 

8V 
Not greater than the 
supply voltage in use. 
20mA 
+150°C 
_55°C to +175°C 
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SP8643B 350MHz 

CLOCK INP1JT ~p CLOCK INPUT 

PEl 

PEl D 
'ee 

NCloo NOT CONNECT TO THIS PlNI 

0/1"(0,,1 

NOTE: UNUSED PINS IEXCEPT 8 AND 91 
MAY BE CONNECTED TO VEE; THIS WILL 
REDUCE CLOCK BREAKTHROUGH ON THE 
OUTPUTS. PINS 8 AND 9 SHOULD BE LEFT 
OPEN·CIRCUIT WHEN NOT IN USE. PIN 11 IS 
INTERNALL Y CONNECTED AND MUST 
ALWAYS BE LEFT OPEN-CIRCUIT. E5t> 

Fig. 1 Pin connections (top) 

FEATURES 

• Military and Industrial Variants. 
• 350 MHz Toggle Frequency 
• low Power Consumption 
• ECl Compatibility on All liPs & OIPs 
• low Propagatio~ Delay 
• True and Inverse Outputs 

QUICK REFERENCE DATA 

• Temperature Ranges: 
'A' Variant -55°C to +125°C 
'B' Variant O°C to +70°C 

• Supply Volroge 
IVee - VEE I 5.2V 

• Power Consumption 250mW Typ. 
• Propagation Delay 3ns Typ. 



Clock 0, O2 0 3 0_ 
Pulse 

1 L H H H 
2 L L H H 
3 L L L H 
4 H L L H 
5 H H L H 
6 L H H L 
7 L L H L 
8 L L L L 
9 H L L L 

10 H __ H __ L L r --- ---, 
11 L H _ H -!:I _ H .J 

! Extra state 

Table 1 Count sequence 

ELECTRICAL CHARACTERISTICS 

Test conditions (unless otherwise stated): 
Tamb : 'A' Variant _55°C to +125°C 

'6' Variant O°C to +70°C 
Supply voltage (see note 1): Vee OV 

VEE -5.2V 

Static Characteristics (all SP8640 series devices) 

Characteristic 

Min. 

Clock and PE input voltage levels 
V1NH -1.10 

V1NLi -1.85 

Input pulldown resistance, between 
pins 1,2,3, and 16 and VEE (pin 121 

Output voltage levels 

VOH -0.85 

VOL 

Power supply drain current 

NOTES 

Value 

Typ. 

4.3 

50 

PE;" PE2 
Diy 
Ratio 

L L 11 
H L 10 
L .H 10 
H H 10 

Table 2 Truth table for control inputs 

The max imum possible loop delay for control is 
obtained if the L -->H transition from 0_ or the H .... L 
transition from 0_ is used to clock the stage controlling the 
-0-10/11. The loop delay is 10 clock periods minus the 
internal delays of the -0-10/11 circuit. 

Units Conditions 

Max. 

-0.81 V Tamb = +25°C, 
-1.50 V see Note 2 

Kn 

V Tamb = +25°C, 
-1.50 V see Note 3. 

lout (external) = OmA 
(There is an internal circuit 
equivalent to a 2kn pUlidown 
resistor on each output) 

65 mA 

The devices are specified for operation with the power supplies of Vee = OV and VEE = -5.2V ± O.25V, which are the normal Eel 
supply rails. They will also operate satisfactorily with TTL rails of Vee"" +5V ± O.25V and VEE = av. 

2. The input reference voltage has the same temperature coefficient as Eel III and Eel 10K. 
3. The output voltage levels have the same temtlerature coefficients as Eel II output levels, 
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Dynamic Characteristics 

Value 

Characteristic Type Units Conditions 

Min. Typ. Max. 

Clock input voltage levels 
V1NH All -1.10 -0.90 V Tam b = +25°C. 
V1NL All -1.70 -1.50 V see Note 4 

Max. toggle frequency SP8643 350 MHz 
SP8642 300 MHz 
SP8641 250 MHz 

~~ . 1M MH7 

Min. frequency with 
sinewave clock input All 50 MHz 

Min. slew rate of square wave 
input for correct operation 
down to OMHz All 100 V/IlS 

Propagation delay 
(clock input to device outputl All 3 ns 

Set-up time All 1.5 ns See note 5 

Release time All 1.5 ns See note 6 

NOTES 

4. The devices are dynamically tested using the circuit shown in Fig. 5. The bias chain has the same temperature coefficient as Eel III and 
Eel 10K, and therefore tracks the imput reference throughout the temperature range. The devices are tested with input amplitudes of 
400 and 800 mV p-p about that reference, over the full temperature range. 

5. Set·up time is defined as the minimum time that can elapse between a l-+1-l transition of a control input and the next L -J>H clock pulse 
transition to ensure that the +10 mode is forced bv that clock pulse (see Fig. 3l. 

6. Release time is defined as the mimimum time that can elapse between a H"'L transition of a control input and the next L"'H clock pulse 
transition to ensure that the +11 mode is forced by that clock pulse (see Fig. 4l. 

CONOITIONS Pi: 1 lOW 

CLOCK liP -, , , , 
- ~ : 
PE2 ---'T .... ": I 

~~TE UP--: i~---,:_---
--1.tso·/. ' " 

COIP I i-----'-t-
I I EFFeCT OF 

CLOCK TO --' _ seT UP TIME 
OIP OELA~ I , BEING TO SMORT 

Fig. 3 Set-up timing diagram 

CONOITIONS PEllOW 

CLOCK UP 

, , 
Pi -;:q 
RE:EASE J'-+~----+-
TIIolE ' /\------:--F. 

Fig. 4 

\ -i ~ClOCK TO 
OIP OELA,Y 

EFFECT OF 
RELEASE TIME 
BEING TOO SHORT 

Release timing diagram 

--~----~--~---~'iCC10V! 

Fig. 5 Test circuit for dynamic measurements 
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OPERATING NOTES 

The SP8640 range of devices are designed to operate in 
the UH F band and therefore PCB layouts should comply 
with normal UH F rules. e.g. non-inductive resistors and 
capecitors should be. used. power supply rails decoupled, 
etc. 

All clock and control imputs are compatible with ECl 
III and ECl 10K throughout the temperature range. 
However, it is often desirable to capacitively-couple the 
signal source to the clock, in which case an extemal bias 
network is required as shown in Fig. 6. . 

Fig.S 

I VCC 

S~L---I !II 
SOURCe ClDCIC 

'" VEE 
RlICOIJ'ImtmtJed input biu configuration for C/IIMCitiw 
coupling to. continuous 6On,ig".llOUrt:II. 

The +10/11 can be controlled by a TTL 
fully·programmable counter, provided that delays within 
the loop are kept to a minimum. The outputs and control 
inputs must therefore interface to TTL. The input TTL to 
ECl interfece is accomplished with two resistors as shown 
in Fig. 7. The output ECl to TTL interface requires some 
gain and therefore uses a transistot. This interface as shown 
on Fig. 7, gives the true output; the inverse can be obtained 
by interchanging the C4 and a. outputs. The output 
interface will operate satisfactorily over the full military 
temperature range (-55°C to +125°C) at frequencies in 
excess of 35M Hz. It has a fan out of one and the 
propagation delay through the divider plus the interface 
and one Schottky TTL gate is approximately 10ns. At an 
input frequency of 350 MHz this would only leave about 
16ns for the fully-programmable counter to control the 
+10111_ The loop delay can be increased by extending the 
+10/11 function to, say. +20/21 or +40/41 (see Application 
Notes). 

--~--~---------YctI+'VI 

... 
TOT.T.L 

,40 

-----..!.----...... _-..!.-V£E OY 

Fill. 1 TTL to ECL end ECLnTL interf_ (for SPB64(I dtwicel 
end TTL a_lItlnll from the .. me wPP/y reill) 

The SP8640 device O/PS are col)'1patible with ECl II levels 
when there is no external load. They can be made 
compatible with ECl III and Eel 10K with a simple 
potential dividing network as ,hown in Fig. 8. 

The control and clock inputs are already compatible 
with ECl III and ECl 10K. The interface circuit of Fig. 8 
can also be used to increase noise immunity when 
interfacing from ECl III and ECl 10K outputs at low 
current levels to ECl III and ECl 10K inputs. 

Ei:L} OIP 

41 

. Eel m COMl'AlIBLE O/P ... 
VEE 

Fig. 8 ECL /I to ECL III Interface 

APPLICATION NOTES 

In the divider chain of a frequencY synthesiser it is 
desirable to start programmable division at as high a 
frequency as possible. The +10111 function permits 
programmable division to begin at a higher frequency than 
would be possible with a fully programmable divider. It also 
means that high frequency prescaling occurs without any 
reduction in comparison frequency. since it is no longer 
necessary to divide the reference frequency by the 
modulus of the prescaler. The disadvantages of the 
technique are that a fully programmable divider is required 
to control the +10/11, and that a minimum limit is set on 
the division ratio possible - although the latter is not a 
serious problem in a practical loop. 

Using 1118 + 10/11 

Consider the system shown in Fig. 9 .. If the +P/P+l is a 
+10/11, the +A counter counts the units and the +M 
counter counts the tens. 

The mode of operation depends on the type of 
programmable counter used. but the system might operate 
as follows. If the number loaded in A is greater than zero 
then the +P/P+l counter is set up to divide by P+l at the 
start of the cycle. The output from the +P/P+l counter 
clocks both A and M. When A is full it ceases counting and 
sets the +P/P+l into the +P mode. Only M is then clocked 
and when it is full it resets both A and M and the cycle 
re-starts. 
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The divider chain therefore divides by:-

(M - A) P + A (P + 1) 
MP+A 
(MP+ A)f,af 



REFERENCE 
FREQUENCY 

J'J 

Fig. 9 ~ynthes;se, block diagram fSlmplmrlC1J 

Therefore, if A is incremented by one, the output 
frequency changes by f ref' I n other words, the channel 
spacing = fref . This is the channel spacing that would be 
obta.ined with a fully·programmable divider operating at the 
same frequency as the +P/P+ I. 

For this system to work, the +A counter must fill up 
before the +M counter, otherwise the +P/P+I will stay 
permanently in the +P+I mode. There is therefore a 
minimum system division ratio below which the +P/P+I 
system will not function. In order to find that minimum 
ratio, consider the following argument. 

The +A counter must be capable of counting all numbers 
up to and'including P-I if every division ratio is to be 
possible, or: 

Amax = P-I 
Mmin =P,sinceM>A 

The divider chain divides by MP + A, 

:. Min. division ratio = Mmin P + Amin 

= P.P+O 
= p2 

Using a +10/11, therefore, the minimum practical 
division ratio of the system is 100, which would not 
normally be an embarassment. 

I n the system shown in Fig. 9, the fully programmable 
counter A has to be quite fast. With a 350 MHz clock to the 
+10/11, there is only about 23ns available for counter A' to 
control the +10/11. For cost reasons it would be desirable 
to use a TTL fully programmable counter but when the 
delays through the ECl to TTL translators have been taken 
into account there is very liule time left for the fully 
programmable counter. The +10/11 function can be 
extended easily, however, to give a +N/N+l counter with a 
longer control time for a given input frequency, as shown in 
Figs. 10 and 11. Using the +20/21 system shown in Fig. 10, 
the time available to control +20/21 is typically 87ns at 
200MHz and 44ns at 350MHz. The time available to 
control the +40/41 (Fig. 11) is approximately 180ns at 
200MHz and 95ns at 350M Hz. 

This technique can, of course, be extended to give 
+80/81, which would allow the control to be implemented 
with CMOS but which would increase the minimum 
division ratio to 6400 (802 ). This is too large a ratio for 
many synthesiser applications but it can be reduced to 
3200 by making the counter a +SO/81/82. Similarly, a 
+40/41 can be extended to +40/41/42 as shown in Fig. 12 

CLOCK 

CONTROL 

. -.-

r--'''---~-- ECL II O/P 

" . 

lMCI032/1232 jl!olCIOl1l1212 
Q 

C 

ECLm O/P 

1-----+-0'" 

, ... 

Fig." A +40141 system 

to reduce the minimum division ratio from 1600 to 800. 
The time available to control the +40/41/42 is a full 40 
clock pulses, i.e. 200ns at 200 MHz input clock or lIOns at 
350MHz. 
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The principle of operation is as follows: 

Min. division ratio SOO = (20 x 40) + (0 x 411 + (0 x 42) 
SOl = (19 x 40) + (1 x 41) 
S02 = (19 x 40) + (2 x 42) 

Fig. 12 A +40141142 system 





OPLESSEY SP8000 SERIES 
SEMICONDUCTORS HIGH SPEED DIVIDERS 

SP8650D 600MHz+16 SP8651B 500MHz+16 

SP8652B 4OOMHz+16 

The SP8650 series of UHF 7 16 counters are fixed ratio 
synchronous emitter coupled logic counters with, in the 
case of the SP8650B, a maximum operating frequency in 
excess of 600 MHz over a temperature range of O°C to 
+70°C. The input is normally capacitively coupled to the 
signal source but the circuits can be DC driven if required. 
The inputs can be either single driven relative to the on-chip 
reference voltage or differentially driven. 

There are two comple"mentary emitter follower outputs. 

Fig. 1 Pin connections 

FEATURES 

• low Power - Typically 250mW APPLICATIONS 
• ECl II & ECl III Output Compatibility 
• Easy Operation From UHF Signal Source • Prescaling for UHF Synthesisers 

1---------------
I 
I 

CLoe:, .. ' _....,.._--f--L-

,,!----"''---L_~-.J 
CLOCK \ 

I 
I 

• Instrumentation 

Vee (141 

--------------, 
I 
I 
1 

0 1 , 

_, 
a , 

L ________________________________ , 
VEEI1) 

Fig. 2 Functional diagram 

QUICK REFERENCE DATA 

• Power Supplies Vee = OV 
VE E = -5.2V ± O.25V 

• Temp Range O°C to + 70°C 

• Input Amplitude range 400mV to SOOmV pop 

• Output Voltage Swing SOOmV typo POp 

E41> 



ELECTRICAL CHARACTERISTICS 

Test Conditions (unless otherwise stated): 

Tamb = O°C to +70°C 
Supply Voltage 

Vee = OV 
VEE = -5.2V ± 0.25V 

Output load = 500n line in parallel with approx. 3pF 

Characteristic Type 
Min. 

Max. Toggle frequency SP8650B 600 
SP8651B 500 
SP8652B 400 

Min. toggle frequency for correct 
operation with a sinewave input All 
Min. slew rate for square wave input 
to guarantee correct operation to 
OHz All 
Input reference voltage All 
Output voltage swing (dynamic) All 500 
Output voltage (static) 

high state All -8.95 
Low state All -1.83 

Power supply drain current All 

Toggle Frequency Test Circuit 

1. All leads are kept short to minimise stray capacitance 
and induction. 

2. Resistors and capacitors are non-inductive UHF types. 
3. Device is tested in a 14 lead Augat socket type No. 

314-AGGA-R 

;CO 
SIGNAL 

SOURCE~D-_-r-~b~r_J.:.:...--, 

MONITOR 33 

o Ol~ 
1-=_500 

0011' 

~-500 

Fig. 3 Toggle frequency test Circuit 

Value 
Units Conditions 

Typ. Max. 

Test circuit as in fig. 2 
MHz V1N = 400 to 800mV POp 
MHz V1N = 400 to 800mV POp 
MHz V1N = 400 to 800mV POp 

40 MHz V1N = 400 to 800mV Pop 

100 Vips 
2.6 V 
800 mV Pop 

.615 V 
-1.435 V 

45 60 mA 

OPERATING NOTE 

Normal UH F layout techniques should be used if the 
SP8650 series of dividers are to operate satisfactorily. If the 
positive supply is used as the earth connection, noise 
immunity is improved and the risk of damage due to 
inadvertently shorting the output emitter followers to the 
negative rail is reduced. 

The circuit is normally capacitively coupled to the signal 
source. In the absence of an input signal the tircuit will 
self-oscillate. This can be prevented by connecting a 10Kn 
resistor between one of the inputs and the negative rail. 

Eel 11 COMPATl8LE 

""SO 0"1 " 
EC L 10K COMPATIBLE 

I·Sk 

+2V 

Fig. 4 SP8650 to EeL 10K interface 
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The device will also miscount if the input transitions are 
slow - a slew rate of 100V/"s or greater is necessary for 
low frequency operation. 

The outputs interface directly to ECl II or to ECl 10K 
with a potential divider (see Fig. 4). 

A typical application of the SP8650 series devices would 
be in the divider chain of a synthesiser operating in the 
military frequency range 225 MHz to 512 MHz. A binary 
division rate is optimum where power is at a premium and 
so the SP8650 series would normally be used in low power 
applications. 

ABSOLUTE MAXIMUM RATINGS 

Power supply voltage :Vcc - VEE I 

I nput voltage 

Output source curr lout 

Storage temperature range 
Operating junction temperature 

8 volts 

2.5V p.p 
10mA 
_55°C to +125°C 
150°C max. 
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OPLESSEY SP8000 SERIES 
SEMICONDUCTORS HIGH SPEED DIVIDERS 

SP8655A & B H-32) 

~ DQa ~"7 A .R. D , . ... ,,' "'. --_ .... - -, .... _, ~J)RR"Q4 ~ B I..:..1R\ ......... - - - _ ... - -- - ,- -. 

FEATURES 

• VH F Operation 
• Low Power Dissipation 
• Output TTL and CMOS Compatible 

The SP8655A & e, SP8657A & e and SP8659A & e 
are fixed ratio (divide by 32, 20 and 16) low power 
counters for operation at frequencies in excess of l00MHz 
over the temperature ranges _55°C to +125°C (suffix 'A' 
devices) and O°C to +70°C (suffix '8' devices). 

In all cases, the input can be either slOgle or double 
driven and must be capacitively coupled to the signal 
source. If single drive is used, the unused input must be 
capacitively decoupled to the ground plane. There are two 
bias points, which should also be capacitively decoupled to 
the ground plane. 

• Military and Commercial Temperature Ranges 

The free collector saturating output stage is capable 
of interfacing with TTL and CMOS. 

SP8655A & B 

SP8657A & B 

SP8659A & B 

APPLICATIONS 

• Low Power VHF Communications 
• Portable Counters 

OIP 

OIP 

Fig.' Logic diagrams 

ABSOLUTE MAXIMUM RATINGS 

Power supply voltage, Vee - Vee 
Input voltage Vi" 

Output sink current, 10 
Operating junction temperature 
Storage temperature 

8V 
Not greater than 
supply voltage in use 
10mA 
+150°C 
_55°C to +l50°C 

~--------------------, 

T3t> 



ELECTRICAL CHARACTERISTICS 

Test Conditions (unless otherwise stated) 

Operating ambient temperature T A 

'A' Types: _55°C to +125°C; '8' Types: O°C to 70°C 
Operating supply Iloltages 

Vee: +5.2V± 0.25V; Vee: OV 
Input voltage 

Single drive: 400mV to BOOmV POP; double drive: 250mV to BOOmV POp 
Output load 3.3kn to +10V. in parallel with 7pF. 

Characteristic 
Value 

Min. Typ_ 

Maximum input frequency 100 200 
Minimum sinusoidal input 
frequency 20 
Minimum slew rate of 
square wave input 30 
Power supply drain current 10 
Output level (high) 9.0 
Output level (low) 

OPERATING NOTES 

Fig.3 gives capacitor values for AC and DC coupling 
of the input and bias points on the test circuit; these values 
are not critical and will depend on the operating frequency. 

The devices will normally self-oscillate in the absence 
of an input signal. This can be easily prevented by 
connecting a 39kn pulldown resistor from either input 
(double drive) to Vee; if the device is single driven then it 
is recommended that the pulldown resistor be connected to 
the decoupled unused input. The slight loss of input 

-,--,-----Vcc ... 5\1 :1:025'" 

MONITOR 5C\n. INPUT 
ON SAMPliNG SCOPE 

SD.rI.UNE ~ 1000p 
FROM SIGNAL ~ 

SOURCE 

50.11. LINE IOOOp 
FROMSIGNAL~ 

SOURCE ~ 

MONITOR !SOn INPUT 
ON SAMPLING SCOPE 

Fig.3 Test circuit 

MONITOft ATTENUATEf) 
OUTPUT ON 

SAMPliNG SCOPE 

Units Conditions 
Max. 

MHz 

40 MHz 

100 V/p,s 
13 mA Vee =+5.2V 

V 
400 mV 

sensitivity resulting from this technique does not seriously 
affect the operation of the device. 

The input waveform will normally be sinusoidal but 
below 40MHz correct operation depends on the slew rate of 
the input signal. A slew rate of l00V/p,s will enable the 
device to operate down to DC. 

The output stage will drive three TTL gates without 
the addition of a pull-up resistor. Using a pull-up resistor of 
3.3kn (or less) to +10V will allow the output to drive a 
CMOS binary counter at a frequency of up to 5MHz. 

PACKAGE DETAILS 

Dimensions are shown thus: mm (in) 

• LEAD TO-5 lo·a III,P.C.O.1 
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OPLESSEY SP8000 SERIES 
SEMICONDUCTORS HIGH SPEED DIVIDERS 

UHF DECADE COUNfERS 

SP866~ts 1.0GHz + 10 
...... -~.-.. .. .--.. .... 
:)~bOOOO 1016Hz + 10 

SP8667B 1.2GHz . -;- 10 

The SP8665/617 high speed decade counters operating at 
an input frequency of up to 1 GHz over the temperature 
range DoC to + 70°C. 

The device has a typical power dissipation of 550mW at 
the nominal supply voltage of 6.8V. 

The clock input is biased internally and is coupled to the 
signal source by a capacitor. The input signal path is 
completed by an input reference decoupling capacitor 
which is connected to earth. If no signal is present at the 
clock input the device will self·oscillate. If this is 
undesirable it may be prevented by connecting a 15k.n 
resistor from the input to Vee (pin 10 to pin 7). This will 
r;duce the input sensitivity of the device by approximately 
l00mV. 

The clock inhibit input is compatible with standard ECl 
III circuits using a common Vcc to the SP8665/617. A 
6k n pulldown resistor is included on the chip. The input 
should be left open circuit when not in use. The 
SPB665/6/7 outputs are compatible with standard ECl II 
circuits. They may be used to drive ECl 10K by the 
inclusion of two resistors as shown in Fig. 4. 

CLOCK II. 
liP REF 

-. 
~=T~ ... ____________ -,r--~::: 
ourPU1~ L-_____ ---Jr--.:::: 

Fig. 2 Logic diBfJram 

~ [01 14 Yee 

[ 

[ ]Cl REF 

01. [ ] 

[ ] Cl liP 

[ ] 

VEE [ ] Cl LNH 

E41> 

Fig. 1 Pin connection, 

FEATURES 

• Guaranteed operation over large temperatu re 
range O°C to 70°C 

• Wide input dynamic range 
• Self biasing clock input 
• Clock inhibit input for direct gating capability 

ABSOLUTE MAXIMUM RATINGS 
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Power supply voltage V cc - VeE 
Input voltage inhibit input 
Input voltage CP input 
Output current 
Operating junction temperature 
Storage temperature 

OV to +10V 
Vee to Vcc 
2.5V p.p 
2DmA 
+150°C 
_55°C to 150°C 



ELECTRICAL CHARACTERISTICS 

Test Conditions (unless otherwise stated): 

Supply voltage 
Clock input 
Clock inhibit input 
Output 

Tamb 

6.8V ± 0.3\1 
AC coupled. self-biasing 
ECL III compatible 
ECl II compatible 
O°C to +70°C 

Supply voltage 

Clock input voltage 
Vee = OV VEE = -6.8V 
400mV to 1.2V (peak to peak) 

Characteristics Value 

Min. Typ. 

Max. i/p frequency SP8665 1.0 
SP8666 1.1 
SP8667 1.2 

Min. i/p frequency 
Min. i/p frequency 
Min. slew rate for square wave input 
Clock i/p impedance 400 
Inhibit input reference level -1.3 

Inhibit input pulldown resistor (internal) 6 
Output pulldown resistor (internal) 3 
Power supply drain current 80 

Fig. 3 Test circuit 
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Units Conditions 
Max. 

GHz 400mV to 1.2V POp 
GHz 600mV to 1.2V Pop 
GHz 600mV to 1.2V Pop 

200 MHz Sine wave input 400mV Pop 
100 MHz Sine wave input 600mV pop 
200 V/Ilsec 

n At low frequency 
V At 25°C compatible with 

EC l III throughout the 
temperature range. 

kn 
kn 

105 mA At 25°C 

SP866!; -=r47 
Eel 10k OIP liP 

2·4k 

-69V 

Fig.4 SP8665 to EeL 10K 



OPLESSEY SP8000 SERIES 
SEMICONDUCTORS HIGH SPEED DIVIDERS 

SP8685A& B 
UHF PROGRAMMABLE DMDER 500MHz -:- 10/11 

The SP86R5 A & Bare hiqh speed, programmable 
-0-10/11 counters operating at an input frequency of up to 
500 MHz over the temperature ranges _55°C to +125°C 
and O°C to +70°C respectively. 

The clock input is biased internally and is coupled to 
the signal source by a capacitor. The input signal path is 
completed by an input reference decoupling capacitor 
which is connected to earth. 

The division ratio is controlled by two PE inputs. The 
counter will divide by 10 when either input is in the high 
state, and by 11 when both inputs are in the low state. 
These inputs are compatible with standard ECl 10K inputs 
and have the same temperature characteristics. 80th inputs 
have nominal 4.3kn internal pulJdown resistors. 

The true and inverse outputs are compatible with 
standard ECl II outputs. They may be used to drive ECl 
10K circuits by the inclusion of two resistors as shown in 
Fig. 4. 

When using the device as a divide·by·ten prescaler the 
inverse output (a/pi should be connected to a PE input. 

Clock Q, Q 2 Q 3 Q. 

Pulse 

1 l H H H 
2 l l H H 
3 l l l H 
4 H l l H 
5 H H l H 
6 l H H l 
7 l l H l 
8 l l l l 
9 H l l l 

10 H H _1- l r-- ---- -'H-' 11 l..!:!. -!:!. H - - r-==!. r 
Extra state 

Table 1 Count sequence 

- - Di. 
PEl PE2 

Ratio 

l l 11 
H l 10 
l H 10 
H H 10 

Table 2 Truth table for control inputs 
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[.1 1£0 'Jee 

:::~D : 
)~6E~~~L~~~ONVERroR - [ 

( lIP ReF 

Vee [I---

Fig. 1 Pin connections 

Fig. 2 Logic diagram SP8685 

FEATURES 

• Full temperature range operation: 
'A' variant -55°C to +125°C 
'B' variant DoC to +70°C 

• Self Biasing CP Input 
• Wide Input Dynamic Range 
• Control Inputs ECl 10K - Compatible 
• low, Propagation Delay 
• True and Inverse Outputs Available 

ABSOLUTE MAXIMUM RATINGS 

E5t> 

Power supply voltage Vee - VEE 
Input voltage, PE inputs 

OV to +8V 
OV to Vee 

Input voltage, CP input 
Output current 
Operating junction temperature 
Storage temperature 

2V peak·to-peak 
20mA 
+150°C 
_55°C to +150°C 



ELECTRICAL CHARACTERISTICS 

fiE inputs - ECL 10K compatible 
Outputs - ECL II compatible 

Test conditions (unless otherwise stated) 
Tamb 'A' Type: -5SoC to +12SoC 

'S' Type: O°C to +70°C 
Supply voltages: Vee = +5.2V ±0.25V 

Vee = OV 
Clock input voltage: 400mV to 800mV (p.p) 

Characteristic 
Min. 

Max i/p frequency SOO 
Min i/p frequency 
Min. slew rate for square wave input 
Propogation delay 
(ciock i/p to device o/p) 
fiE input reference level 
Power supply drain current 
fiE input pulldown 
Resistors 
Clock i/p impedance 
(i/p to i/p ref low frequency) 

Value 
Units Conditions 

Typ. Max. 

MHz Vee = +S.2V 
40 Sinewave Input 

100 V/lls 

4 ns 
+3.9 V Vee = +S.2V, 25°C 
4S 60 mA Vee = +S.2V, 25°C 

4.3 KU 

400 U 

Fig. 3 Test circuit 

APPLICATION NOTES W} " 
, Eel 10k liP 

'" 
'EE 

Fig. 4 SP8685 output - ECL 10K i/p and ECLI{ (or ECL 10K 
alps unloaded) - ECL 10K i/p 

'~--~r------------\ICC(+5V) 

T.o TTL 

--~'------~--~-\IEE ell 

Fig. 5 TTL olp - SP8685 PE Up; SL8685 alp - TTL ilp. 
(Total delay from SP8685 clock i/p to Schottky gate 
alp = 15ns, typ.) 156 

At an input frequency of SOO MHz the control loop 
delay time (SP8685 o/p to PE iip) is approximately 16 n5. 
This will be a severe problem jf TTL is used in the control 
loop. 

CONTROL liP 

1-5. '-5k 

~-------'------L-'EE 

Fig. 6 Divide-by-20122. Contra/loop delay time approximately 
40ns. 

r---~--~---------oCONTROL liP 

• Eell! SP1034 

--1---------'--'EE 

Fig. 7 Divide·by·20/21. Control loop delay time approximately 
30m using SP1034. 



OPLESSEY SP8600 
SEMICONDUCTORS High Speed Dividers 

VHF, LOW POWER, PROGRAMMABLE DIVIDERS, ';'10/11 

SP8690 A&B 100 MHz,.!. 10/11 

FEATURES 

• Full temperature range operation 
"A" variant -550 C to +1250 C 
"B" variant OOC to +70oC 

• Toggle frequency>200MHz typical 

• Power dessipation 70mW typical 

• 

• Capacitively coupled clock input for synthesiser and counter applications 

• ECL compatibility on the programming inputs. 

• True and'inverse output~ available with Eel compatibility 

• Output available for driving TTL or CMOS 

GENERAL DESCRIPTION 

The SP8690 A&B are divider circuits that can be logically programmed to divide by either 10 or 11. 

The device is available over two temperature ranges, "A" variant is -550 C to +12SoC and the "B" variant is OOC to +700 C. 

The clock inputs can be either single or differentially driven and must be a.c. coupled to the signal source. If single driven, then 
the unused input must be decoupled to the earth plane. The device will self-oscillate if no input is present. To prevent this'a 
68K resistor should be connected from pins 1 or 16 to OV. This will reduce the sensitivity of the device by approximately 
100MV peak to peak. 

The division ratio is controlled by two PE inputs which are ECL II, 10K compatible throughout the temperature range. The 
device will divide by ten when either input is high and by eleven when both inputs are low. These inputs may be interfaced to 
TTL and CMOS by the inclusion of two resistors as shown in Figure 3. There is a free collector saturating output stage for 
interfacing with either TTL or CMOS together with true and inverse outputs with ECL II compatible levels. These may be inter­
faced to ECL 10K as shown in Figure 4. 

The device may be used as a fixed ~ 10 by connecting Q4 to one PE input. 
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If the 0 ... 1 transition of 04 or the 1 ... 0 transition of the 04 is used to elock the next stage, then this will give the maximum 
loop delay for control, i.e. 10 clock periods minus the internal delays. 

ELECTRICAL CHARACTERISTICS 

CHARACTERISTIC' TYPE VALUE UNITS CONDITIONS 
MIN. TYP. MAX. 

Max. toggle SP8690 A&B 100 200 MHz 
frequency SP8691 A&B 

Min frequency ALL 15 MHz 
with sine wave 
clock input 

Min. slew rate of ALL 40 v/us 
sq. wave input 
for correct operation 

PE input levels ALL Vee = +5v 
Vinh +4.1 +4.5 volts Tamb = 250 C 
Vinl 0.0 +3.5 volts (see note 1) 

04 or 04 output ALL Vee = +5v 
voltage levels Tamb = +250 C 

(see note 2) 
Iout (extend) 

=OmA 
VOH 4.15 volts (There is internal,. 

circuitryequiva 
VOL 3.5 volts lent to a 3.BK 

pulldown resis-
tor or each o/p) 

Max. Output Current ALL 5 mA 
TTL/CMOS output 
Voltage levels 

VOH 0.4 volts Sink current = 
3mA 

VOL See volts 
note 3 

Input pulldown 10 KO 
resistor between 
pins 2 or 3 and 
-ve Rail 

Impedance of 1-6 KO Fin = OHz 
clock inputs 

Power supply 14 mA Tamb = +250 C 
drain current 

158 



PIN CONNECTIONS - Figure 1 

Clock input 

N/C 

Vcc 

N/C 

N/C 

O/P (04) 

LOGIC DIAGRAM - Figure 2 (+ve logic) 

u-____________ J-v 

N/C 

N/C 

N/C 

TTL/CMOS O/P 

N/C 

0iP (04) 

01 t----i02 03----0.--103 03 r-+--~--~ 04 

The 0 type flip flops 
clock on 0 ..... 1 transistor 

COUNT SEOUENCE 

01 02 03 

Truth Table for Division Retic 

1 
2 
3 
4 
5 
6 
7 
8 
9 

L 
L 
L 
H 
H 
L 
L 
L 
H 

H 
L 
L 
L 
H 
H 
L 
L 
L 

H 
H 
L 
L 
L 
H 
H 
L 
L 

04 
H 
H 
H 
H 
H 
L 
L 
L 
L 

10 H H L L 

11 [8::::::::::::8::::::::::::8::::::::::::8:::: i'-Extra Slate 
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PE1 m Div. Ratio 

L L 11 
H L 10 
L H 10 
H H 10 



Note 1 
The ~ reference voltage level has the same temperature coefficient as ECl " and ECl 10K. 

Note 2 

The 04 and 04 output levels have the same temperature coefficient as ECl II and ECl 10K. 

Note 3 

The TTL/CMOS output has a free collector, and the high slate output voltage will depend on the supply voltage thatthe coli· 
ecter load is taken to. This should not exceed +12V. 

"Test conditions (unless stated otherwise). 

Tamb 
"A" variant -550 C to +1250 C 
"8" variant OOC,to +700 C 

Supply voltage 
Vee +5v "l: 0.25v 
VEE = OV 

Clock input voltage 400 mV to 800 mV peak to peak 
(Clock input decoupled to OV) 

Interfaces 

______ ~--------_OV 

FIGURE3 

91.0 
~ --c:JECl10K 

SP8690 ~ iff 
_ 3KO 

04/04 
OV 

FIGURE 4 

FIGURE4 
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Input 
Monitor 

----------------------------~------------~------------~--------Vcc=+5v 

IO.11'F 

2 

5 

3 12 

430 n 

?50 fl 

9 

2500 
8 f--f----f'--, 

~ 

O"."F 

0::::= 04 

0.11'F 

----t 1-0:::= 04 

~~------------__ ----~--~~--~~------~----~------------------VEE 0 

Absolute Maximum Rating 
Supply voltage 
Input voltage 

Output current 

Vcc - VEE 
Vin d.c. 

!put 
Maximum junctic temperature 
Storage temperature range 

Package details 
16 lead black ceramic 
Thermal resistance 900 CIW 
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8v 
Not greater than the 
supply voltage in use 
10mA 
_150°C 
-550C to +150oC 
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GtPLESSEY 
SEMICONDUCTORS MOS CIRCUITS 

PROVISIONAL DATA 

MP1013A 
UNIVERSAL ASYNCHRONOUS RECEIVER/TRANSMITTER 

The MP 1013A is a monolithic M05/L5 I integrated 
circuit UART subsystem using low threshold p-channel 
technology. Independent clocks are provided for receiver 
and transmitter, allowing simultaneous data reception and 
transmission at differing baud rates. 

Transmitter data is input in parallel on the pins 
TD1-TD8 and output in serial form from the 50 output, 
together with the start bit, parity bit (if required), and 
selected number of stop bits. The number of data bits is 
variable from 5 to 8, depending on the state of control 
input pins. Other control pins select the type of parity (or 
no parity if not required) and the number of stop bits. All 
control inputs are common to receiver and transmitter 
sections of the device. 

Receiver data is input in serial form at 51 and output in 
parallel at RD1-RD8. The received word is examined for 
.correct parity and valid stop bits as selected by the control 
inputs. Error flag outputs indicate faults in parity and stop 
bits. 

Double buffering of input and output data permits data 
to be loaded or read whilst another word is being sent or 
received. If a received word has not been read by the time 
another complete word has been received, an overrun error 
flag is enabled. 

Vee ,. 40 rep 

VOO( z " OEP 

G"'i • " NOB' 

fiDE 4 37 Noez 
R08 , " ... 
R07 • 3S .... 
RD. 7 34 es 

ROS '0" T08 

R04 , " T07 

RD. 10 31 T06 

R02 " 30 TOS 

ROl 12 29 T04 

PE 13 28 TO. 
FE " " T02 

OR 1S 26 TOl 

§We " 2S SO 

Rep " 2L Eoe 

RoAV " TOs 
OAV " 22 TBNT 

51 20 " NR 

Fig. 1 Pin connections 
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FEATURES 

• Fully Programmable. 
External selection of word length (5,6,7 or 8 Bits). 1 
or 2 stop bits, odd, even or no parity bits. 

• Si mple Interfacing 
Inputs and outputs fully TTL/DTL compatible 

• Full or Half Duplex Operation 
Separate clocks permit transmission and reception at 
different baud rates simultaneously. 

• Receiver Centre Sampling 
46% distortion immunity. 

• Bus structure Capability 
Data outputs and status flags are tri-state 

• External Reset 
Resets error flags, clears shift registers 

• High Speed Operation 
40 kBaud Data Rate 

• Double Buffered 
Eliminates need for external synchronisation. 

• Static Circuitry 
Data stable with DC - 640 KHz clocks 

APPLICATIONS 

• Keyboard Interfaces 

• Modems 
• Data Concentrators 
• Minicomputers 
• Card and Tape Readers 
• Data Acquisition Systems 
• Asynchronous Data Cassettes 
• Asynchronous Data Multiplexers 



so 
.OC 

SKP 
.ep 

CS 

N001 
NOB2 

Nsa 

51 

RCP 

PIN FUNCTIONS 

Pin No. Symbol 

1 Vcc 

2 VGG 

3 GND 

4 RDE 

5·12 RDB·RD1 

13 PE 

14 FE 

15 OR 

16 

TOI TD2 TD3 T04 TOS T06 TD7 TD8 

~--------~_________________ Uls 

T8MT 

rcp 

.AV 

ii"""OAv 

OR PE FE ROI R02 RD3 RD4 RDS Roe R07 RD8 

Fig.2 Functional block diagram 

Name 

V cc power supply 

VGG power supply 

Ground 

Received Data Enable 

Receiver Data outputs 

Parity Error 

Framing Error 

Overrun 

Status Word Enable 

+5V supply 

-12V supply 

Ground 

Function 

Controls the tri·state outputs RD1·RDB. A low level will 
place the receiver buffer register contents on RD1·RDB. 

These B tri·state outputs are enabled by RDE. Received 
characters always have the LSB on the R D1 output. If less 
than B digits are selected by NDB 1 and NDB2, unused 
outputs are low. 

Tri-state output enabled by SWE. Goes high if the received 
character parity does not agree with that selected by SKP 
and OEP. 

Tri-state output enabled by SWE. Goes high if the received 
character has no valid stop bit. 

Tri-state output enabled by SWE. Goes high if the previous 
character has not been read (RDAV not strobed) before the 
current character is fed into the receiver buffer register. 

A low level will enable the five tri-state outputs PE, FE, 
OR, DAV and TBMT. 

166 



17 

18 

19 

20 

21 

22 

23 

24 

25 

;16-33 

34 

35 

36 

37-38 

39 

40 

RCP 

ROAV 

OAV 

SI 

MR 

TBMT 

EOC 

so 

T01-T08 

CS 

SKP 

NSB 

NOBI 
NOB2 

OEP 

TCP 

Receiver Clock 

Reset Data Available 

Data Available 

Receiver Serial Input 

Master Reset. 

Transmitter Buffer 
Empty 

Transmitter Data 
Strobe. 

End of Character 

Serial Output 

Transmitter Data 
Inputs 

Control Strobe 

Skip parity bit 

Number of Stop Bits 

Number of Data 
Bits per character 

Odd/Even Parity 

Transmitter Clock Pulse 

The receiver clock frequency must be 16 times the desired 
receiver baud rate. 

A low level input resets the OAV output. 

Tri·state output enabled by SWE. Goes high when an entire 
character has been transferred to the receiver buffer 
register. 

Accepts the serial input d~ta stream. A high·to·low level 
(mark-to-space) transition will initiate data reception. 

Should be pulsed high after power turnon. Sets SO, EOC 
and TBMT high, PE, FE, OR and OAV low. Clears input 
,.I ...... h".f:fflrs and re':'Ats shift registers. 

Tri·state output enabled by SWE. Goes high when the 
transmitter buffer may be loaded with a new character. 

A low level strobe which enters the data bits into the 
holding register. Transmission is initiated on the rising edge 
of TOS. 

Goes high whenever a complete character is transmitted, 
remains high until the start of the next character. In 
continuous transmission goes high for Yo TCP period only. 

Serially outputs the transmitted data. At a high level when 
no data is being transmitted. 

The eight data input lines are strobed by TOS. The LSB 
should always be placed on TOI. Unused data lines as 
selected by NOB 1 and NOB2 may be in either logic state. 

A high level strobe enters the control bits (NOB1, NOB2, 
NSB, SKP, OEP) into the holding register. May be 
hard·wired high if the control bits are constant. 

A high level signal prevents the parity bit from being 
transmitted, i.e. the stop bit follows the last data bit. The 
receiver will look for the stop bit after the last data bit, and 
PE is forced to a low level. 

This pin fixes the number of stop bits which are sent by the 
transmitter or detected by the receiver. A high level gives 
two stop bits, and a low level one. 

These two pins select the number of data bits to be sent or 
received, as shown below: 

NOBI NOB2 Bits/character 

L L 5 
H L 6 
L H 7 
H H 8 

The signal on this pin determines the type of parity which 
will be sent by the transmitter or checked by the receiver. 
A high level represents even parity and a low level odd 
parity. 

The transmitter clock frequency must be 16 times the 
desired transmitter baud rate. 
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ELECTRICAL CHARACTERISTICS 

Test Conditions (unless otherwise stated): 
VGG = -12V ± 5%, Vee = +5V ± 5%, TA = O°C to +70°C 

All voltages are measured w.r.t. ground 
Positive current is deli ned as that flowing into the pin under consideration. 

DC Characteristics 

Value 
Characteristic 

Min. Typ. Max. 

Input voltage levels 

Low level, VIL Voo 0.8 
High level, VI H Vee-lo5 Vee +0.3 

Output voltage levels 

Low level, VOL 0.4 
High level, VOH Vee-1 

Output current 

Leakage, 10 T (tri·state outputs) -1 
Shortcircuit, los 2.5 

Power supply current 

Icc 16 
100 20 

AC Characteristics 

Value 
Characteristic 

Min. Typ. Max. 

Clock Irequency DC 640 
Baud rate 40 

Pulse widths, tpw 

Clock (TCP, RCP) 780 
Reset (MR) 500 
Control strobe (CS) 300 
Data strobe (TDS) 200 
Tri·state OIP enables (SWE, RWE) 500 
Data Available Reset (RDAV) 250 

Setup and hold times 

Data inputs 0 
Control inputs 0 

Propagation delays tpd 1 and tpdO 

Tri·state output .nables to outputs 500 

Input capacitance C in (all inputs) 20 
Output capacitance Co (all outputs) 10 15 

NOTES 
1. Not more than one output should be shorted at a time. 

Units Conditions 

V IlL = -1.6mA 
V (Internal pull up resistor) 

V 10L = 1.6mA, Vee = Max. 
V 10H = ·3OOIIA 

- -
IIA SWE = RDE = VIH 
mA "Vou• = OV (Note 1) 

mA TA = +25°C 
mA TA = +25°C 

Units Condition 

kHz TCP, RCP 
K baud 

ns See Fig .. 3(a) 
ns See Fig. 3(b) 
ns See Fig. 3(c) 
ns See Fig. 3(d) 
ns S.e Fig. 3(e) 
ns See Fig. 3(1) 

ns See Fig. 3(d) 
ns See Fig. 3(c) 

ns See Fig. 3(1) 

pF Bias= OV, I =1MHz 
pF SWE = ROE = VIH 

2. If the tra-nsmitt~ inactive (TEOC = TBMT = VOH) the start bit will appear on the SO line within one transmitter clock period of the 
trailing edge of TDS 

3. The start bit will always be detected within one receiver clock period. This will guarantee a maximum slippage of the start bit of 
one-sixteenth of a bit time. 
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(a) Clock pulse. TCP or RCP at maximum clock frequency 
(640 kHz). At lower data rate, minimum positive or 
negative pulse widch is 7801)5. 

V,H 
CONTROL 
INPUTS 

(c) Control strobe. Control input information need only be 
valid during the last tpw (min) of the control scrobe. 

RDE.SWE ----, 

V" 

RD,·RDa VO" 
DAV, PE, 

FE, OR VOL 

tpo 1,0 

(e) T,,'·state outputs, tpw (min.) is the shortest pulse 
required to present valid data on the outputs. 

V,H Ji 
SOOI'lS MIN 

(b) Reset pulse 

V,H 

lOs 

V" 
tHOLD 

DATA 
V,H 1--------'-,L" - - - --

INPUTS 

V" 
(d) Data strobe. Data need only be valid during the last tpw 

(min.) of the input strobes. 

~ 

V" 

OAV 

VOL 

(f) Data avai/able reset. 

Fig.3 Timing diagrams 

TRANSMITTER OPERATION 

After the power has been turned on and the clock (at a 
frequency of 16X the desired baud rate) is applied, the 
Master Reset pin is pulsed, which sets TBMT, EOC and 50 
high. 

When EOC and TBMT are high the control and data bits 
may be set up. It is normal procedure to strobe in the 
control bits prior to the data, but, if minimum pulse width 
specifications are observed, TD5 and C5 may occur 
simultaneously. TBMT goes low on the positive edge of 
TD5, indicating that the buffer is full and not available to 
receive new data. 

If, as in the case after reset, the transmitter shift register 
is empty, the buffer' is read into this register within one 

clock cycle of the data strobe and data transmission 
commences. 50 goes low (start bit!, EOC goes low and 
TBMT goes high to indicate that a fresh character may now 
be loaded. 

If new data is now loaded, TBMT will'sta\( low until the 
current word has been completely read out, when EOC will 
go high for half a clock; cycle, as the new data is 
immediately transferred from the buffer to the main 
register and transmission of the new word commenced. 

The order of transmission of data is start bit - selected 

number of data bits - parity bit (if required) and stop 
bit(s). When the last stop bit has been on the line for one 
bit·time, EOC goes high, and, providing TBMT is high, new 
control bits may be loaded. 

RECEIVER OPERATION 

After the power has been turned on and the 16X baud 
rate clock applied, the Master Reset pin is pulsed, which 
sets PE, FE, OR and DAV low. The control bits are 
common with the transmitter, and may now be set. 

Data reception is initiated when the serial input changes 
from mark to space (high to low). Centre sampling of the 
start bit is then carried out. If the start bit is verified (by 51 
still being low at the centre sample point!, reception of the 
data on 51 proceeds. 

The error flags PE, FE and OR go high, if errors are 
detected, after the centre sample pulse of the first stop·bit. 
DAV goes high after one more clock cycle to indicate that 
the received data may now be read out. It should be noted 
that DA V must be reset when the data is read out, 
otherwise an overrun will be detected after the next word 
is read in. A full character time is available to read out data 
due to the double buffering of the outputs. 

169 



tIMt LJ 
so 

51 

--' Ie r- NOTE 1 

I r-'---r"'~--,..-'--r-TI r-..,--r-
I I I I I I I I I I 
I ! ! I I " I 1-...... 1_-'-_ ...... __ 

START I • PARity s'tOP STOP START 1 2 

'----OATA 1 2 L-DATA---1 .... ________________ +..... hi eLOCt< CYCLE 

NOTES 
1. If transmitter inactive, interval X is less than one TCP 

cycle. 
2. Code shown is 6 level, with parity and two stop bits. 
3. Double buffering permits the strobing in Of new data at 

any time during the transmission of character 1. 

Fig.4 Transmitter timing 

,----- 0.,. ----, .-- DATA ---

4~1111111111111 
--~~~~~~~~I ~~~--

NOTE 2--1 
"'1'£,011 I 

______________________ -J 

DAV 

NOT£ 3--1 y t. 11-------
--------------------~ 

NOTES 
1. Code shown is 6 level, with parity and two stop bits. 
2. If an error condition is detected. this is the point at 

which the error outputs go high. 
3. Time Y is a maximum of One receiver clock cycle. 
4. Data may be read at any time untii OAV tries to set for 

the next clock cycle. 

Fig.5 Rece;ver timing 
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1. TURN POWER ON 
2. PULSE EXTERNAL RESET 
3. SELECT BAUD RATE 16. ClK 

FI,I.6 T,."""itte, flowoh.n 

171 

NO 

"AS 
A START 

ftlTBEENVERIFIED 

HAS THE 
SELECTED NUM8ER 
OF DATA alTS8EEN 

RECEIVED 

FIg.7 R_i_ flow ohm 



ABSOLUTE MAXIMUM RATINGS 

Operating temperature range O· C to 70· C 
Storaga temperature ranga -55·C to +125·C 
lead Temperature (soldering. 10 secs max.) 330·C 
Negative voltage on any pin (with respect to Vee) -25V 
Positive voltaga on any pin (with respect to Vcel +0.3V 

PACKAGE DETAILS 

Dimensions are shown thus: mm (in) 

40 LEAO DILMON 

_ PLESSEY 
SEMICONDUCTORS 
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OPLE55EY 
SEMICONDUCTORS MOS CIRCUITS 

PROVISIONAL DATA 

MP34098 
QUAD SO-BIT DYNAMIC SHIFT REGISTER 

MP34178 
QUAD 64-BIT DYNAMIC SHIFT REGISTER 

The MP3409B and MP3417B are p·channel MOS quad 
SO·bit (MP3409B) and 64·bit (MP3417B) dynamic shift 
registers. 

The four registers have individually controlled logic for 
recirculating data in each register. A single clock generator 

provides two clock phases to all 4 registers. The Clock 
input, Recirculate Enable and Data inputs are all TTL 

compatible, and each output interfaces directly with TTL 
without the use of external circuitry. 

The low threshold thick oxide MOS p·channel 
enhancement mode circuitry has been used to reduce power 

dissipation and permit easy interfacing between bipolar 
circuits. 

FEATURES 

• 3 MHz Shift Rate 
• Logic Recirculation 
• +5V, av, ·12V Power Supplies 
• TTL Compatible Inputs & Outputs 
• Single Clock (TTL Compatible) 
• Low Power Dissipation ·300 mW 
• Low Threshold P·channel Technology 
• Dual·in·line Packages 

APPLICATIONS 

• Sequential Access Memories 
• CRT Alpha·Numeric Displays 
• CRT Refresh Memories 
• Buffer Memories 

DATA out A [ ,. 16 vss 

RECIRCULATE ENABLE A 2 ISP'NPUT 0 

INPuT A J 14 P RECIFI!:UlAtE ENABLE 0 

DATA OUT B 4 DllPOATA OUi 0 

RECIRCULATE ENABLE B 5 12 P VGG 

INPut 8 6 II P CLOC. 

DATA ouT C 7 lOP INPUT C 

'0'00 [ B 9 b RECIRCULATE ENABLE C 

'---

Fig. 1 Pin connections 

Fig. 2 Functional block diagram 

ABSOLUTE MAXIMUM RATINGS 
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Operating temperature Range ........ ·25"C to +85°C 

Storage temperature Range ....... , , ·55°C to +150°C 
Negative voltage on any pin (with respect to Vss) ,·20V 
Positive voltage on any pin (with respect to Vss) ,+O,3V 

Lead temperature (soldering, 10 secs max.1 ,.,' .330°C 



ELECTRICAL CHARACTERISTICS 

Unless otherwise stated, the electrical characteristics below apply for any combination of the following characteristics: 

Vss = +5.0V ± 5% 
VGG= -12.0V±5% 
VOO = OV 
Temperature range ·25°C to +85°C 
Maximum power dissipation = 300mW 

All voltages are measured with respect to ground. Positive CUT ent is defined as flowing into the pin under consideration. 

DC Characteristics 

Value 
Characteristic Units Condition 

Min. Typ. Max. 

Input voltage levels I 
---

Low level, VIL Voo I +0.8 V IlL = -1.6mA 
High level, VIH Vss Vss -1.3 

I 
Vss V 

Clock low level, V ¢L Voo +0.4 V 

Clock high level, V¢H VSS -1.3 VSS V 

Output voltage levels 

Low level, VOL Voo +0.3 +0.4 V I'ink = +1.6mA 
High level, VOH Vss -1.0 Vss -0.5 Vss V Iload = -0.5mA 

Input current 

Inputs, IlL 100 nA Vin = OV 
Clocks,I¢L 100 nA V¢=OV 

Power supply current 

Substrate supply, Iss 35 rnA f= lMHz 
Gate supply, IGG 10 25 rnA f= lMHz 

---

AC Characteristics 

Value 
Characteristic !------- Units Condition 

Min. Typ. Max. 

Clock frequency 0.01 3 MHz 
Data frequency DC 3 MHz 

I Output logic transitions 

Rise time tr I 40 60 ns TTL load + 10pF 

Fall time tl I 30 50 ns TTL load + 10pF 

Output propagation delay 

Low-to-high level O/P to H 70 100 ns TTL load + 10pF 
High-to-Iow level O/P tOL 70 100 ns TTL load + 10pF 

Pulse timing (input) 

Clock pulse transition, tr¢, tf¢ 10 100 ns 
Clock pulse width high, PW¢H 0·125 50 /-IS 
Clock pulse width low, PW¢L 0·175 50 /-I' 
PW¢H +PW¢L 0.02 50 ns 

Pulse spacing (input) 

Data setup, tos 100 ns 
Data hold, to H 100 ns 
Recirculate Enable setup, tRS 200 ns 
Recirculate Enable hold, tR H 100 ns 

Input capacitance 

Inputs (Data + Recirc. Enb.L Cin 10 pF V" - V" f- ,~::I 
Clocks, C¢ 10 pF V¢=Vssf= lMHz 

------
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OPERATION 

Data is transferred into the register when the internal 
clock 1/>, is on. This clock is on when the external clock is 
high, but the changes of level occur some 100 ns after the 
external drive. Data must be held true at least 100 ns after 
the external clock drive has changed state, for data to be 
entered. 

The true output data becomes available about lOOns 
after the TTL clock goes low. 

During the recirculate mode, information in the register 
continues to be read out. 

PACKAGE DETAILS 

Dimensions are shown thus: mm (in) 

j 

, I ~;,'2.~~~O, . .';,9~.~~SI 

16 LEAD DILMON 
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=1~
W.H~PW.' +SV--

CLOCk , 

'"5\1 
OV , I , 

DATA 

"V 

+Sv---+-r----+j'----L 
OUTPUT 

'·5V 

Ov-----+_ I--'OL-I 

Fig. 3 Timing diagram and voltage wave forms 





OPLESSEY 
SEMICONDUCTORS 

MOS CIRCUITS 

NEW PRODUCT DATA 

MP9100 
PUSH BlTTTON TELEPHONE DIALLEH 

The MP9100 is a p-channel low threshold MOS 
integrated circuit containing the logic required to interface 
between a keyboard' and a Strowger-type telephone system. 

Up to 20 digits and 'dial tone waits' can be stored -
dialled directly or re-dialled. 

The use of 4-phase dynamic logic minimises power 
consumption, thus allowing line-powered or battery 
operation. 

FEATURES 

• 20 Digit Capabilit'y 
• Low Power Consumption 

• Re-dialling Facility 
• Direct Interface With Standard MF Keyboard 

• Can Be Used With MP9200 To form A 
Repertory Dialling System 

• Dial Tone Wait Facility 
• Programmable Dialling Speed, Dial Pulse 

Mark/Space Ratio, and Inter-Digit Pause 

APPLICATIONS 

• Telephones (Mains, Battery or Line-power) 

• Repertory Diallers 
• Automatic Security Alarms 

0, 

DATA STROBE I 

REDIAL OUTPUT 1 

DIAL TONE WAIT O/P 2 

NASI( OUTPUT 4 

DATA STROBE 5 

100 • 

I<EV 0, 
INPUTS 

0, 

O. 

F;g. 1 Pin conn,{ctions (top) 

QUICK REFERENCE DATA 

• Clock Levels: -15 ± 2V (20, 25% Duty Cycle) 
• Clock Rate: 18 kHz (Nominal) 
• Free Drain Output Current: 1 mA (Min.) 
• Power Consumption: 2 mW (Max.) 

ABSOLUTE MAXIMUM RATINGS 

Voltage on any pin w.r.t. Vss: +0.3V to -20V 
Storage temperature: -55°C to +125°C 
Ambient operating temperature: _55°C to +80°C 

\-__ --"'0. STAOaE alp 

I~ DIAL PUlSIi Ojp 

!-__ -""'oPUlSE RATE liP 

CONTROl, IIp -'''~=~==~L __ :::--r-j 
"'~ /Iso!!---
v.o!!---

MASt< RED'.L DIAL fCHE 
DIP WAIT Off> 



ELECTRICAL CHARACTERISTICS 

Test conditions (unless otherwise stated) 
Tomb = _55°C to +80oC 
Clock frequency = 18 kHz 
VSS = OV 
Negative logic convention used 

Characteristic 
Min. 

Inputs 

Logic '0' level +0.3 
Logic '1' level -4 
Data strobe pulse width 10 
Reset pu Ise width 3 

Clocks 

Logic '0' level +0.3 
Logic '1' level -13 
Frequency 10 
Edge time (t,j) 0.1 
Width (tv.) 5 
Separation (ts) 5 
Capacitance 
Leakage 

Outputs 

Logic '0' current 1 
Logic '1' current 

Power consumption 

0 -, ~ t , 

0 ~"B 
" , 

Fig. 3 Clock WBlltlforml 

Value 
Units Conditions 

Typ. Max. 

-1 V 
-17 V 

ms 
ms After clocks reach 

full amplitude 

-1 V Clocks must be matched 
-15 -17 V to within 0.2V 
18 30 kHz 

4 JJ$ 

40 p.s See Fig. 3 
40 IJ,s 

90 150 pF Per clock phase 
30 p.A Tomb = 80°C, V. = -17V 

mA Vout =-IV 
10 p.A Vout = -10V 

0.9 2 mW 

\-t 
~ 
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OPERATING NOTES (See Fig. 2) 

Keyboard Entry and Dialling Out 

The MP9100 must be reset at power·on in order to clear 
the stores and reset all bistables. This is achieved by 
applying a logic '0' at the RESET pin for at least 3 ms after 
the clocks have reached full amplitude. Numbers may then 
be entered from a keyboard by applying the appropriate 
4·bit code to the input pins DO - D3 (according to the 
code given in Table 1) and applying a logic '0' pulse to 
INt'u I UA I A :::iT ROtst:. I nlS stroue ITII-''''" Il,U3[ Uts' 5tau;~ 

for at least 10 ms, otherwise it will be rejected by the 
anti·bounce circuitry. After the required time has elapsed, 
the 4·bit code is read into the recirculating stores, invalid 
codes being ignored. 

DIGIT DO D, D2 D3 

1 1 1 1 1 
2 1 1 1 0 
3 1 1 0 1 
4 1 0 1 1 
5 1 0 1 0 
6 1 0 0 1 
7 0 1 1 1 
8 0 1 1 0 
9 0 1 0 1 
0 1 1 0 0 

DIAL TONE WAIT 0 0 1 1 

Table 1 Keyboard input coding 

Up to 20 digits may be entered, the control logic 
ensuring that each digit is placed sequentially in the store. 
In addition, DIAL TONE WAIT inputs can be entered 
between digits, being one of the valid keyboard codes but 
read into a separate store. 

As soon as the first digit is entered, the MASK OUTPUT 
will go to logic '0', allowing external circuitry to mask the 
handset. An interdigit pause is then counted out, followed 
by the DIAL PULSE output going to logic '0' to produce a 
loop disconnect signal for the duration of the mark period 
of the programmed mark/space ratio (see Table 2). This is 
then repeated a number of times, corresponding to the 
value of the digit. Further digits may be entered at any 
time; the control logic aligns a pointer to indicate the next 
digit in the store to be dialled out, thus ensuring complete 
intputloutput asynchronism. 

If a DIAL TONE WAIT has been entered in the number 
sequence, the MASK OUTPUT will go to logic '1' and the 
DIAL TONE WAIT O/P will go to '0' as soon as the 
preceding digit has been dialled. DIAL TONE WAIT must, 
through external circuitry, cause the CONTROL INPUT to 
go to logic '1' to stop further dialling. When a dial tone has 
been detected, the CONTROL INPUT should be taken to 
logic '0': the remaining digits will then be dialled out (see 
Fig. 4). 
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FUNCTION VALUE 
REQUIRED 

INPUT 

Pulse rate 600 i.p.s. tf>, 
20 i.p.s. tf>3 
10 i.p.s. Vss 

MarklSpace 70:30 tf>, 
66\:33'4 Vss 

60:40 Voo 
. 

50:50 tf>3 

I 
IUlerOI\:l;L 

I 
-y_<J ,,, .. 

I 
,.. 

Pause (at 800ms Vss I 10 i.p.s.) 1000 ms tf>, 

• V DO is negative supply for external circu itry. 
Table 2 Programmable input coding (at 18 kHz clock frequency) 

0 

MASkO/P I l , 
~ I 

0 

I ~ l STROIEOIP 

,- INTER. 
~ .. ~ DIGITPAlJSE 

0 

IIIII IIII , In III_ill DIAL 
PULSE O/p 

, 
.110-
SPACE 

0 
I 

DIAL TONE 
WAIT O/p 

, 
0 

CONTROL 
,IP , 

AWAIT 
DIGIT 1 DIGIT 2 DIAL TONE DIGIT 4 

Fig. 4 Waveforms 

Redial Mode 

If the CONTROL INPUT is taken to logic '1' together 
with a DATA STROBE pulse, the circuit will lock into the 
redial mode of operation, causing the REDIAL OUTPUT to 
go to logic '0'. The same signals must be removed and 
re'applied in order to revert to norm-al operation. 

Putting the circuit into redial mode while a number is 
being dialled out will cause dialling to cease after the 
current digit. When normal mode is restored, the remaining 
digits will be dialled out. 

If redial mode is entered before any digits have been 
keyed, digits will be accepted into the store but will not be 
dialled out until normal operation is restored. 

Finally. if redial mode is entered and then removed after 
a complete dialling sequence, the whole sequence will be 
repeated. 



PACKAGE DETAILS 

Dimensions are shown thus: mm (in.) 

OPLESSEY 
SEMICONDUCTORS 

16 L.EAD OIL.MOH 
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CD PLESSEY MOS CIRCUITS 
SEMICONDUCTORS 

NEW PRODUCT DATA 

MP9200 

The MP9200 is a p·channel low threshold MOS 
integrated circuit containing the logic and storage capability 
to form a self·contained repertory telephone number store 
of up to ten 22·digit numbers. 

The use of 4·phase dynamic logic minimises power 
consumption. thus allowing stand·by battery operation. 

FEATURES 

• Siores 10 Numbers Of Up To 22 Digits 

• Low Power Consumption (5 mW Typ.) 

• Can Be Used With MP9100 To Form A 
Repertory Dialling System 

• Output Format Suitable For MF Signalling 
Systems 

• Can Be Cascaded For I ncreased Storage 

• I nterfaces With Standard Keyboards 

APPLICATIONS 

• Domestic And Business Repertory Telephone 
Diallers 

• General Purpose Numeric Code Storage 

Do .. 

0, 

0, dL--I-+~+-"""'--l 
0, d'---I-+-+4--~ 

CHI P SELECT 

LOGIC ENABLE 

RETRIEve ~ 
DATA STROBe IN • ,'--_--' 

RESET~ 

~ 
v,,[ , "J D') 
0, [ , "JD, 
~,[3 '~JD, OAIABUS 

RETRIEVE [ 4, 13 0 Do 

LOGIC ENAalE [s 12JDAIA STROBE out 

DATA StROBE IN [ 6 l' J FlESET 

STORE [ 7 \0 ]ADORESS KEYBi')ARO DISABLE 

CHIP SELECT [ 8 9 h DIGIT KEYBOARD DISABLE 

Fig. 1 Pin connections (top) 

QUICK REFERENCE DATA 

• Clock Levels: -15V:t. 2V (20. 25% Duty Cycle) 
• Clock Rate: 18 kHz (Nominal) 
• Free Drain output current: 1 mA (Min.) 
• Power Consumption: 10 mW (Max.) 

ABSOLUTE MAXIMUM RATINGS 

Voltage on any pin w.r.t. Vss: +O.3V to -20V 
Storage temperature: -55°C to +125°C 
Ambient operating temperature: _55°C to +80°C 

,t220 BIT 
RECIRCULATING STORE 

DIGIT ADDRESS DATA STR08E 
KEYBOARD KEYBOARO OUT 

DISABLE DISABLE 



ELECTRICAL CHARACTERISTICS 

Test conditions (unless otherwise statedh 
Tomb = -55°C to +80°C 
Clock frequency: 18 kHz 
Vss = OV 
Negative logic convention used 

Characteristic 
Min. 

Inputs 

Logic '0' level +0.3 
Logic T level -4 
Key depression time 40 
Reset pulse width 5 

Clocks 

Logic '0' level +0.3 
Logic T level -13 
Frequency 10 
Edge time (td) 0.2 
Width (tw) 5 
Separation (ts) 5 
Capacitance 
Leakage 

Outputs 

Logic '0' current 1 
Logic 'I' leakage 

Power consu mption 

=.r [ 
0 

;, 
1 

0 ~"l3 f, 
1 

Fig. 3 Clock waveforms 

Value 
Unrts Conditions 

Typ. Max. 

-1 V 
-17 V 

ms 
ms After clocks reach 

full amplitude 

-1 V Clocks must be matched 
-15 -17 V to within 0.2V 
18 30 kHz 

8 IlS 
40 IlS See Fig. 3 
40 Ils 
500 pF Per cI ock ph ase 
50 IlA Tamb = 80°C, V~ = -17V 

mA Vout = -IV 
10 IlA Vaut = -10V 

5 10 mW 

\ F 
c::=:::J 
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OPERATING NOTES (see Fig. 2) 

The MP9200 must be reset at initial power·on in order 
to clear the counters and reset all bistables. This is 
achieved by applying a logic '0' at the RESET pin for at 
least 5 ms after the clocks reach full amplitude. 

Address information and input/output data are fed 
through a 4·bit bus DO - 03. The control logic, together 
with disaDllng output signals ensure mat mere IS no 
confliction of data. 

Store Mode 

STORE input must be held at logic '1' for the duration 
of the store operation. CHIP SELECT and LOGIC 
ENABLE must also be held at logic '1', the latter ensuring 
that data output strobes are inhibited. The appropriate 
address code (see Table 1) is applied to the 4·bit data bus 
and a logic '0' pulse applied to the DATA STROBE IN. 
This pulse must be stable for at least 40 ms. The address 
code, if valid, is then read into an address latch. The 
ADDRESS KEYBOARD DISABLE output will go to logic 
0' and thus, via external circuitry, prevent further address 
inputs. At the same time, the addressed store location is 
cleared. 

Up to 22 4·bit numbers (i.e. digits and 'dial tone waits') 
may now be successively entered into the opened store 
location via the data bus, each digit having a corresponding 
DATA STROBE IN pulse. When the number sequence has 
been completed, the STORE, LOGIC ENABLE and CHIP 
SE LECT inputs may be removed. 

0 
DATA STROBE I I INPUT IADDRESS) , 

0 
...... ' 2msr 

ADDRESS I DIGIT I KEVBOARD OISAILE , 
i--- 122ms 

12'M':=9' ~ 0 1210'5 

OUTPUT DATA 1St DIGIT I 2nd DIGIT , 
, .... 12rMt61fY1st'1m' t'lnIS 1 ___ , r=o=c OUTPUT DATA STROBE , 

Fig.4 Output timing Note: times $pecifiedare minimum. 
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ADDRESS DO 0, 02 ~ 

1 1 1 1 1 
2 1 1 1 0 
3 1 1 0 1 
4 1 0 1 1 
5 1 0 1 0 
6 1 0 0 1 
7 0 1 1 ; 
B 0 1 1 0 
9 0 1 0 1 
10 1 1 0 0 

Table 1 Addre .. coding 

Retrieve Mode 

LOGIC ENABLE must be at logic '1' for the duration of 
the 'retrieve' operation. The RETRIEVE and CHIP 
SE LECT inputs must both be at a stable logic '1' for a 
minimum of 40 ms to ensure that the circuit is locked in 
the retrieve mode. These inputs may then be removed if 
required. 

The appropriate address code is then applied to the data 
bus, together with a logic '0' DATA STROBE IN pulse of at 
least 40 ms duration. The valid code is latched in the same 
manner as in the 'store' operation and both the DIGIT 
KEYBOARD DISABLE and ADDRESS KEYBOARD 
DISABLE outputs will go to logic '0'. 

The circuit will then sequentially output the contents of 
the addressed store location on the data bus, together with 
a DATA STROBE OUT pulse for each new digit (see 
Fig. 4). The·data and strobe pulse durations are suitable for 
direct interfacing with the Push Button Dialler circuit 
MP91 00, or with an MF Tone Generator. 

At the end of the data transfer, the digit and address 
keyboards are again enabled . 

Erase Mode 

Although it is not necessary to erase an old number 
before storing a new one in the same location, it can be 
achieved simply by performing a 'store' operation in the 
particular address but entering no digits. 

Extended Storage 

The storage capacity of any system can be increased in 
multiples of 10 numbers by using several MP9200 circuits 
in parallel, using the individual CH IP SE LECT to address 
each store. 



PACKAGE DETAILS 

Dimensions are shown thus: mm (in.) 
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OPLESSEY NOM200 SERIES 
SEMICONDUCTORS NITRIDE OXIDE MEMORIES 

NEW PRODUCT DATA 

NOM 201C NOM 202C NOM 204C 
-.. .... .. .... ,,~ -- ..... ~'"'·c-"'''D 
.... _""'~ v .. n._ ....... ""'I"'_~_. __ . IlUAn M"'0~ TRANSISTOR 

Plessey NOM 200C series Metal Nitride Oxide Silicon 
(MNOSI field effect transistors are specially designed for 
use in non-volatile data storage appl ications. The series 
comprises single, dual and quad groupings of the same basic 
MNOST, and replaces NOM100 series devices_ 

The significant difference between the MNOS 
transistor and the conventional insulated gate FET is that 
the MNOST is fabricated with a sandwich gate dielectric 
which can retain an injected positive or negative cha.rge for 
periods of up to several years. This extremely long 
retention time is due to the fact that the charge is held 
deep within the dielectric and is not affected by surface 
leakage_ The presence of the stored charge modifies the 
transistor gate threshold voltage VT to either a low negative 
level or a high negative level. 

The low VT state is defined as the logic '0' or erased 
state; conversely, the high VT state is defined as logic T. 
Writing/Erasing (charge injection 1 is accomplished by 
applying a gate voltage pulse with an amplitude 
considerably greater than the range of VT values. For 
example a +40V pulse will inject a negative charge which 
shifts VT to the erased level; conversely, the application of 
a -40V pulse shifts VT in the negative direction to its high 
(or logic' 1 'I level. 

The two states can be readily detected by the 
subsequent applications of a 'read' gate voltage lying 
between the two values of VT: an MNOST with VT set low 
is turned on, whereas one with VT set high remains off. An 
MNOST therefore provides a one-bit memory element. 

The physical mechanisms by which charge injection 
and reading are achieved are essentIally non-destructive. An 
MNOST memory can be read an indefinite number of 

NOM201C NOM202C 

Fig. 1 Transistor configurations 

QUICK REFERENCE DATA 

times, while the number of Write/Erase cycles that can be 
repeated without degradation of performance is con­
servatively rated at 10 million. 

FEATURES 

• Data Retention Without Power Supplies 
• Total Electrical Control 
• Non-Destructive Reading Ensures High Mem­

ory Integrity 

• Guaranteed Useful Life of 10 Million 
Write/Erase Cycles 

APPLICATIONS 

Any situation requiring the storage of small quantities of 
data, where the retention of data is to be independent of 
power supplies, indicates an application for MNOS 
transistors. For example: 

• Alternative for Latching Relays 
• Storage of Running Totals in Cash Registers 
• Numerical Control Parameter Storage 
• Storing Aircraft and Weapons Systems 

Mission Data 

• Storing Digital Set Point Information for 
Control Loops 

T21> T31> E41> 

"0 '0' " Nt 5l 
0 

G. Ol °1 P 0) L ~o 

00 " Gl SI 

0' ~o 0' ~ '0 GI 01 

5' sue .. G\ 51 

WB, I< 0' 

NOM201C NOM202C NOM204C 

Fig.2 Pin connections (viewed from benea~h) 

• Recommended Minimum Erase Pulse: +35V for 100llS 
• Recommended Minimum Write Pulse: -35V for 100ils 
• Max. Recommended Erase/Write Pulse Amplitude: ± 40V 
• Recommended Read Pulse Amplitude: -6V Gate/Source Voltage. 
• Output Current: 0.25mA Min. Drain Current for Erased Condition, -6V Read Voltage and 5V Min. 

Source/Drain Voltage. 
• Minimllm nAtA Retentinn Time: 1 Year 187 



ELECTRICAL CHARACTERISTICS (TYPE C DEVICES) 

Test Conditions 
Ambient temperature + 25·C. 
Threshold voltage VT set with voltage pulse applied between gate and substrate. 
Unless otherwise stated,. threshold voltages are measurei:l 1 sec. after the setting pulse, using sourCll/drain 
voltage ~ 1 V and source/drain current = 25/lA. 

Value 

Characteristics Symbol Min. Typ. Max. Unit. Conditio", 

Threshold voltage (Fig.3) 
High state VTH 13 14 .- V VT H set by -40V, 1 sec. gate pulse 

9 11 -V VTH set by -35V, l00jls gate pulse 

Low state VTL 1.5 2.5 3.5 -V VT L set by +40V, 1 sec. gate pulse 
1.4 2.5 3.6 -V VTL set by +36V, 100jls gate pulse 

Threshold voltage decay (Fig.5) 
dVTH High state 0.6 V/time VTH set with -40V, 1 sec, and stored with 
lit decade zero gate/substrate voltage. 

Low state dVTL VT L set with +40V, 1 sec. and stored with 
dt zero gate/substrate voltage 

0 Up to 107 sec. after gate.pulse 
0.6 - V/time 

After 107 sec. 
decade 

Logic window IVTH-VTLI VW 5.4 8.5 V Set with ±35V. 100jls 
2.0 5.5 V 107 sec. after setting with ±35V. 100jls 

Drain current v gate voltage 
(gain factor) iJ 0.1 0.2 mAN' Source/drain lioltage = 1 OV. See Note 1 

Bulk effect coefficient K 0.2 -V See Note 2 

Drain leakage 10SUB 0.1 1 nA Gate voltage = OV, drain/substrate 
voltage = -10V 

Gate/substrate capacitance CGSUB 2 pF 

Gate/drain capacitance CGO <1 pF 

NOTES 
1. An approximate relationship between gate voltage and drain current in the high impedance portion of the characteristic i's given by: 

10 =..I!.(VGS ~ VT)' 
2 

2, A reverse bias between source and substrate increases the threshold voltage negatively according to: 

tNT = K.JI7su BS 

ABSOLUTE MAXIMUM RATINGS 

The absolute maximum ratinJls are limiting values, above which operating life may be curtailed or satisfactory 
performance impaired. 

Voltage from any gate to any other terminal: 
Voltage from source or drain to substnite: 
Operating temperature: 
Storage temperature (see Fig.B): 

±45V 
-45V 
- 40·C to + 100·C 
- 55·C to + 125·C 
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OPERATING NOTES 

These notes briefly describe the operation of a 
memory using MNOS transistors. 

Erasing 
Before writing into an MNOS memory the previous 

contents must be erased, i.e. seMing the threshold voltage to 
its low extreme by applying a large "".itive gate voltage 
with respect to the substrate. A convenient method is to 
connect a large negative pulse to the substrate whilst 
holding the gate at OV. Care must be taken, however, to 
avoid forward-biasing the source/substrate or drain/ 
substrate junctions. 

Writing 

Writing is performed by applying a large negative 
pulse to the gate with respect to the substrate. It._eral 
MNOSTs were connected to form a word of memory, then 
all the gates would be driven negative simultaneously. The 
data to be written is applied as OV (write '1') or as a 
negative potential equal to the gate pulse amplitude (write 
'0') to either the source or drain while the other diffusion is 
left floating. The technique depends on the fact that a 
conduction channel is formed between the diffusions: if the 
channel is at the same potential as the gate then the 
effective potential across the dielectric is zero. The 
threshold voltage then remains at its previously erased level 
and logic '0' is retained. Logic '1' is written when the 
threshold voltage is raised to the high level, which is 
achieved' by connecting the channel to the substrate 
potential. 

Reading 

The memory is read by applying a gate voltage lying 
between the upper and lower threshold voltage limits. The 
gate 'read' voltage is chosen to be as high as necessary to 
ensure that sufficient drain/source output current is 
available from a low set VT transistor while leaving 
sufficient noise margin to ensure that a high set VT 
transistor remains 'off'. 

CIRCUIT DESIGN NOTES 

The following step-by-step procedure describes how a 
non-volatile memory can be designed to suit individual 
requirements of data retention time, ambient temperature 
to be encountered, and output current. 

1. Refer to Fig. 4 and determine a value of V R off 
(The difference between gate read voltage and low 
threshold voltage, VTd that will give the required 
drain/source current. 

2. Determine the minimum logic window (difference 
between upper and lower VT extremes) that can be 
tolerated, by adding desired noise margin to VReff. 

3. Refer to Fig.5, which shows the available range of 
logic window as a function of time, and check that 
the minimum logic window determined in (2) above 
can be accommodated at the end of the desired 
storage period. If elevated temperatures are anti­
cipated, reference should also be made to Fig.e. 

4. From Fig.5, establish worst case initial threshold 
voltages. 

5. Refer to Fig.7 and select a convenient compromise 
between pulse amplitude and width to give the initial 
threshold voltages established in (4) above. 

NOTE: 
Fig.5 shows the minimum threshold voltage retention 

characteristic as being initially Ilat. In lact. the memory decay effact 
is mll5ked by other factors. For example. if a write pulse were 
chosen to only just take the lower threshold to 4 V, then the 
threshold would begin to rise immediately. The difference between 
the +35V. lOOj.1s and t40V. 1 sec. write pulse VTL retention curves 
illustrate this. In practice, the erase pulse will therefore be chosen to 
be greater than that minimum. 

6. Determine gate reed voltage i.e. VRIII + worst c_ 
VTL· 

Design Example 

The above design procedure can be illustrated by 
considering the following, fairly typical, application, in 
which it is required that data be retained for one week at an 
ambient temperature of +25°C, and that the output 
(drain/source) current available at the end of that period 
should be O.3mA. 
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Fig.4 shows that an effective read voltage, VRafl, of 
-2.0V is required to give an output current of O.3niA. If a 
noise margin of 1.0V is assumed, therefore, the minimum 
logi£ window·that can be tolerated is 3.0V (I V R eff I + noise 
margin), a value well within the logic window of 6.5V 
(9.7V-3.2V) available at the 1 _k intersects on Fig.5. 

By interpolation Fig.5 shows that initial threshold 
voltages of VTL"" -3.5V and VriI'"' - S.OV will in one 
week provide a logic window of something over the 3.0V 
required. Fig.7 shows that these initial threshold voltages 
could be achieved with an erase pulse of +25V, lOOms and 
a write pulse of -30V, 4OOps. 

Finally,. a gate read voltage of -5.5V is chosen to 
ensure that the worst case VTL of -3.5V is exceedad by 
the required -2.0V VRaff. 

Continuous Reading 

If the read voltage is maintained on the gete· of an 
MNOS transistor instead of being pulsed, then the VT L 
decay rate will be substantially increased as shown by Fig.S. 
Sometimes it is convenient to operate a memory in this 
fashion, in which case the read voltage should be as low as 
possible, say, -5V and the data will remain stored and 
detectable for a few days only. 



APPLICATION EXAMPLE 

Fig.9 shows a TTL - compatible single - bit memory 
constructed from discrete components. The memory may 
be extended to an arbitrary number 6f bits simpiy by 

repeating the circuit enclosed by the chain dotted 
boundary. Resistor values may be calculated from following 
the procedure given in the design notes. 

,-.,o--C:J-OI'"-H() 

Data to be written should be steady state Immediately 
before and after the write pulse to avoid false writing. The 
data output is disturbed during writing; if necessary. this 
disturbance may be masked by strobing the data output 
with the read command using conventional gating methods. 

.... 
~ 

Fig.9 TTL - _tibl. _ory application 

CAUTION 
.",.. dev/CIIS have low Input capac/rance and IIxtremtlly high Input -manes. ThiB msallB mat a vel]l small charge of 

8tatic tlllICtricity can CBUIfI thll fIlItII volt/IIJII to IIxClHld its abso/Utll _xlmum rating, multing in perm/llllNlt darTl8f1/l to thII 
deviCII. 

ThII III8ds of an MNOS dev/C/I should btl kept shortlld tog/IthIIr until thII dllviC/l is incorporatlld into its circuit. Que 
should btl tllklln to Pl'/lvent Stlltic charge build-up in a circuit during _bly, e.g. thII soldering iron U8Sd should have an 
fIIIrfhIId bit 

To _1'/1 no darTI8f1/I occurs during rranrit, thlldeviCfi 81'/1 supplilld PllCklld in conducting foam or othllr suitllbie 
carriers. 
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OPLE55EY PLESSEV Semiconductors 

SEMICONDUCTORS NOM 400 Series Nitride Oxide Memories 

The NOM 401 is the simplest device in the Plessey NOM 400 series of undecoded MNOS 
(Metal-Nitride-Oxide-Semiconductorl transistor arrays. It is an 8 x 8 - bit electrically·alterable. 
NON-VOLATILE memory of particular use in applications where data retention is essential in un powered 
equipment or during power interruptions in data processing systems. 

:.:;::.;::~ :'pp:~"'~~;::;'II~ ;~;..;u~~: ;-:~n-'_':-~~~;:l,O ~.nD ;~:".':;~, ... ;:':::~:~r"f\:~ICl ~_0_~_~_e_ ~ ... ~ n1 u -nerical control. 
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PIN CONNECTIONS 
(TOP) 

Fig. 1 NOM40t C circuit and pin connections 

PRODUCT IDENTIFICATION 

Plessey MNOS devices are coded as shown in the following example: 

The term performance range' refers to the relationship between storage time and writing conditions. 
All devices are available, as standard, in performance grade C, which provides a minimum storage time of 
1 year with typical write conditions of 35V for 1001/s. Other performance grades offering 100 years 
minimum storage time or 11/s write time can be made available to special order. 
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PACKAGE DETAILS 

The NOM 401 is supplied in 24 lead DIL package. It can ~),o be made available to special order in a 22 lead Ilatpack 
Dimensions are show thus: mm (in) 

IOENTIFi£S ___ 
PiN'-- --

r 
24 LEAD DILMON 

>, 

22 LEAO FLATPACK 

CAUTION 

JIO.'''0.50 ~ 

, ~Ol~ 28 

l ~::Q09~1 

o iN'oo'''' 
I 

These devices have very low input cBpacitlmce, they also have an extremely high input 
resistance. A very small charge can therefore cause the gate voltage to exceed its absolute 
maximum rating and cause permanent damaga to the device. When handlinll the device, 
the leads should at all times be shorted together until actually incorporated in the circuit 
in which the device is being used. Care should be taken to avoid static charges occurring 
in the circuit before completion and solderinll should be cllrried out with lin earthlld bit. 

To ensure no damage occurs during transit, the devices are supplied packed in conducting 
foam or other suitable carriers. 

The publication of this data does not constitute an undertaking by the Plessay Company to maintain an indefinite source of supply, Customers 
are asked to consult Plessey Semiconductors before incorporating these devices into major systems. In addition, the Plessey Company Ltd. 
reserves the right to amend without prior notice the information given in this datI sheet. 
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package diagrams 
Dimensioned outline diagrams of the packages currently available for standard products are given 

on this and the following pages. Whilst every effort is made to ensure that the packages offered 
conform to these diagrams, certain changes may occur from time to time dependent on the supplies of 
piece parts. However, Plessey Semiconductors will attempt to ensure that such changes, should they 
occur, shall be minimal. 

Note: Dimensions are shown thus: mm (inches). 
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