
































































































































































































AHA-1510 Hints 

e Internal connector is 50 pin flat ribbon cable 

e External connector is 50 pin low density Centronix-
type 

e Maximum of two 1510's can be installed 

e AHA-1510 cannot be used to boot 

e Other drives should be set at addresses 2-6 

e /Z command line option defaults all settings on the 
ASPI2DOS.SYS device driver 
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AHA-1510 

AHA-1520/1522·16 bit ISA-to-SCSI single user host 
adapter with BIOS (floppy support on the AHA-1522) 

T338 MiniSCSI 
T348 MiniSCSI Plus 
1'358 .MiniSCSl .EJ>f' 
T130 8 bit ISA Adapter 
T260 Micro Channel 16 Bit 

T460SliniSCST16 bit .PCMCIA SCSI 
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AHA-1520/1522 
Features and Benefits 

•16 bit Programmed 1/0 transfer on ISA bus 
•SCSI-2 device: compatible with both SCSI-1 

and SCSI-2 devices 
•Supports synchronous (5 MB/sec) and asynchronous 

(2 MB/sec) devices simultaneously 
•On board BIOS supports booting, and control of up to 

2 hard disk drives under DOS without drivers. 
•Compatible with a wide variety of SCSI peripherals 

(see compatibility list in Volume 1) 
•Easy to configure: most parameters set with command 

line switches, notjumpers 
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AHA-1522 Block Diagram 
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AHA-1520/1522 Installation 

1. Install the AHA-1520/1522 into any ISA or EISA slot. 
2. Connect the internal and/or external devices, then check the SCSI 

termination (described in detail under the 'Common Installation Issues' 
section of this document. 

Jumper Hints: 

The Interrupt (IRQ) and Port Address must be set with jumpers. If changed 
from the defaults (IRQ 11 and Port 340-35Fh), then switches must be added to 
the device driver. e.g. DEVICE=ASPI2DOS. SYS /Q12 must be used if the st 
adapter isjumpered to 12, IRQ 12. 
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AHA-1520/1522 Troubleshooting 

• Disable synchronous negotiation 
Remove the jumper at JS, position S (silkscreened SN for sync. negotiation) 
Some CD-ROM and other older SCSI devices do not support synchronous 
negotiation, and will not work if synchronous is enabled. 
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SCSI works! ASPI Bundle 
comes with the every Trantor product, and includes ... 

• ASPI Managers, OS/2, Windows NT, and Novell NLM for 
Trantor SCSI adapters 

e CD-ROM 

• Hard Disk, Magneto-Optical 

• Removable (SyQuest, Bernoulli, Floptical) 

• HP ScanJ.et scanner driver 

• Tape Mate II and Music Box applications 

• Media Vision Pro Audio Spectrum I Sigma Designs 
WinStorm ASPI 
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AHA-1540C Fourth Generation 
ISA- SCSI Host Adapter 

I The Best Just Got Better! ~ 
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The AHA-1540C - You Asked For it! 

Easily Accessible 
Dip Switches 

10 MHz processor 
cuts SCSI 
overhead 
and boosts 
performance 
up to25% 

Microcode design 
optimizes 
performance 

~q]adaptec 

Software compatible 
with the popular 

AHA-1542B 

Boot from any Device 
and Start Unit commands 
support disk arrays 

Technical Training Seminar 

Active termination 
controlled from 
the keyboard 

SCSISelect™ 
configuration utility 
eliminates jumpers 

Virtual DMA Services 
support conserves 
low memory 
under Windows · 
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( AHA-1540C Configuration Utility 
Easy and Flexible 

SCSISelect TM 

Once in the system, does not need to be moved for 
configuration changes 

No jumpers. Configure board with software 

Pop-up Window screens for setting options 

Help screens 

Find out Firmware & BIOS Revs via software 

Default options are reset with a keystroke 

~~ ~ 
/?fl ~~~---~~---;;;;;;;;;o;;;;---;;;;;;;;;;;;om;;;;;;;;----------~---------~~~~ n 
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( The AHA-1540C/1542C Highlights 

• Fully software compatible with AHA-1540B/1542B 

• SCSI made Easy 
./ Menu software configuration utility 

./ Much less likely to have to open your machine for changes 

• New features 
./ DOS/Windows support for disks over 1 GByte 

./ VDS in the BIOS 

./ Disk array support 

./ Active termination 

• Highest performance -

,~~~~~~~~~~~~~ 
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Lean AHA-1540C Design Reduces 
Overhead, Boosts Performance 

Kbyteslsec 
3500---~~~~~~~~~~~~~~-

3000 +-~~~~~~~~~~~~~~-

2500-r--~~~~~~~~~-7"'~~~~---

2000+-~~~~~~~~~~~~~~ 

1500+-~~~~~~~~7"'=-~~~~----i 

1000-+--~~~~~~~~~~~~~~~· 

500..-~~~~~~~~~~~~~~~ 

o--~~--~~--~~--~~--~~~ 

Test Parameters 

2 4 8 16 32 

l-+-AHA-1540C -.-AHA-154081 

64 Block size 
inKbytes 
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ISA System Bottlenecks 
Level the Playing Field for 

Kbytes/sec Eve one 
2500---~~~~~~~~--~~~~~~ 

Test Parameters 

•Tdrive 2.6 Writing 
•DMA speed =6. 7 Mbytes/sec 

1000 +-----------_,;&;-----------4 •Everex 486/33 
•AMI BIOS 
•Quantum LP240S 

500 +-----------,~---------------t •VGA Video 
•16 Mbyte RAM 

2 4 8 16 32 

I -+- AHA-1540C --- AHA-154081 

Block size 
64 in Kbytes 

rfJn 
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AHA-1540C/1542C 
Digging Deeper ... 
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AHA-1540/42C Installation 

1. Insert the AHA-1540/42C into an available slot. 

2. Check the hardware settings of all 1/0 cards in the system to insure that they 
do not conflict with the hardware settings of the host adapter [IRQ, OMA 
channel, 1/0 port, BIOS address, and floppy (AHA-1542C only)] The hardware 
settings are set via switches and/or the SCSI-Select utility. 

3. Run the host adapter diagnostics test from the SCSI-Select utiliity to insure bus 
mastering is supported at the selected rate. 

4. The AHA-1540/42C is now installed. Run the appropriate partitioning program. 
(e.g. FDISK, AFDISK, etc.) 

.r;n 
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AHA-1540/42C Options 
settable by switches 

BIOS Address: 

1/0 Port Address: 

Floppy Controller: 

Host Adapter 
Termination: 

*DCOOOh, D8000h, D4000h, 
DOOOOh, CCOOOh, C8000h, disabled 

*330h,334h,230h,234h,130h,134h 

*Enable, Disable 

*Software Controlled, Always Enabled 

A. ) 
\~--------------------------------------------~~~~~~~_/~ r~ 
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AHA-1540/42C Options 
settable by the SCSI-Select Utility 

Interrupt Channel: *11,12,14,15,10,9 

DMA Channel: *5, 7, 6, 0 

SCSI Address (ID): *7' 6, 5, 4, 3, 2, 1, 0 

SCSI Parity Checking: *Enabled, Disabled 

DMA Transfer Rate: *5.0, 5. 7' 6. 7' 8.0, 3.3 

Host Adapter Termination: *Enabled, Disabled 

* SCSI Device Configuration Press <Enter> 
* Advanced Configuration Press <Enter> 

Options 
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AHA-1540/42C 
nice advantages over the 

AHA-1540B/1542B 
AHA-1540/42B 

1. Boot from port 330h only 

2. Boot from SCSI ID 0 only 

3. VDS support provided by 
ASPI4DOS driver. ASPI4DOS 
can't be loaded "high" 

4. Terminators must be removed 
to disable termination 

5. BIOS upgrade required for >gig 

AHA-1540/42C 

Boot from any port address 

Boot from any SCSI ID 

VDS support built into the 
HA BIOS. ASPI4DOS can be 
loaded "high" 

Termination can be controlled 
with software 

>gig support built in 

Up to 7 drives can be 6. Additional drivers req. to support 
more than 2 drives under DOS supported under MS-DOS 5 without ) 

more software _/ 
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AHA-1640 

Microchannel to SCSI 
Host Adapter 



AHA-1640 Features 

e On-board 64/32 translations scheme & two drive 
support without software 

e Async. to 3MB/sec, Sync. to 5MB/sec 

e 8MB/sec, 16-bit host transfers 

e Disconnect/Reconnect support 

e Scatter-Gather support 

e Major O/S support 

e SCSI-1 and SCSI-2 support 
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AHA-1640 
Block Diagram 

0 LEDO --SCSI Terminators 
~ 
FUSE 

AHA-1640 

0 
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AHA-1640 Installation 
1. Copy the Adapter Descriptor File (ADF) to the System Reference 

Diskette. The AHA-1640 ADF file is called @OFlF.ADF. 

2. Insert the AHA-1640 into an available slot. 

3. Boot the system to the reference diskette of the PS/2 model 50, 60, 
70, 80 or compatible. 

4. Run automatic configuration. The system will automatically 
reboot. 

5. The AHA-1640 is now installed. If some of the options need to be 
changed, boot to the reference diskette and go to the "Change 
Configuration" menu. 
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AHA-1640 Options 
BIOS Address: 

I/O Port Address: 

Arbitration Level: 

Interrupt Channel: 

SCSI Address (ID): 

Sync. Xfer Started 
by AHA-1640: 

*DCOOOh, D8000h, D4000h, 
DOOOOh, CCOOOh, C8000h 

*330h,334h,234h,134h,230h,130h 

*5, 6, 7, 4, 3, 1, 0 

*11,15,14,12,10,9 

*7, 6, 5, 4, 3, 2, 1, 0 

*Yes, No 

SCSI Parity Checking: *On, Off 

Fairness: *On, Off 
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AHA-1640 hints 

1. Booting is only possible from port 130h, 230h, or 330h . 

2. There is a format utility, but not a bus master DMA test, in the BIOS. 

3. The system LED will only flash if the DOS ASPI Manager v2.1 or 
newer is loaded. 

4. A maximum of 6 AHA-1640s can be installed per system. 

5. The external connector is a 50 pin high density connector. 

6. There is no power connector available on this adapter. Hard disk 
drives can be mounted externally in desktop systems such as the 
IBM PS/2 models 55 and 70. 
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Helpful Utilities in the 
Host Adapter BIOS EPROM 

From DEBUG: 

BIOS SEGMENT:6 
(e.g. G=DC00:6) 

BIOS Format Utility 
- Verify installed SCSI drives 
- Verify SCSI drive IDs 
- Verify SCSI Cable 
- SCSI FORMAT UNIT command 
- SCSI VERIFY 
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SCSI Format Utility 
AT/SCSI Fixed Disk Format Utility 

Copyright Adaptec, Inc. 1989 Version 3.08 

OPTIONS: 

(1) Display Installed SCSI Devices 
(2) Select Next Installed SCSI Device 
(3) Format Drive 
(4) Verify Drive 
(5) Quit 

SELECTED DRIVE: 

Target 0 

LUN 0 

--------------------------------------------------------------------

Target LUN Vendor ID Product ID 

------ --------- ----------
0 0 CONNER CP3100-100mb-3.5 
1 0 Syquest SQ555 
2 0 Maxoptics Tahiti 

5 0 IOMEGA BETA 44 
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AHA-1740/42A 

EISA to SCSI 
Host Adapter 
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AHA-1740/42A Features 

•On-Board 64 Head BIOS for boot capability and up to two 
drive support without drivers 

• Supports Async. up to 3MB/sec, standard Sync. up to 
5MB/sec, and Fast Sync up to lOMB/sec 

• 32-bit host transfers at 33 MB/sec 
• Standard and Enhanced modes 

• Downloadable firmware for easy upgrades (ADL.EXE) 
(AHA-1740 only) 

• Disconnect/Reconnect support 

• Scatter-Gather support 

• SCSI Tagged Queuing support 

• SCSI-1 and SCSI-2 compatible 
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AHA-1740/42A Operating Modes 

Standard Mode 
(ISA compatible mode) 

32-bit host transfers at 33 MB/sec 

Addresses up to 16 MBytes 
of motherboard RAM 

1540B series mailbox structure 
compatible with 1540 software) 

Supports SCSI devices 
up to 5 MB/sec. 

Boot from SCSI ID 0 

Enhanced Mode 
(enhanced mailbox Interface) 

32-bit host transfers at 33 MB/sec 

Addresses up to 4 GigaBytes 
of motherboard RAM 

High performance mailbox 
structure (low SCSI overhead) 

Supports FAST SCSI devices 
up to 10 MB/sec. 

Boot from any SCSI ID 
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AHA-1740/42A Installation 
1. Copy the EISA Configuration tile (CFG) to the Configuration Diskette. 

The overlay tile ADPOOOO.OVL (or ADPOOOO.OVR) and .CFG file 
is required: 

AHA-1740-----> !ADPOOOO.CFG 
AHA-1740A---> !ADPOOOl.CFG 
AHA-17 42A ---> !ADP0002.CFG 
AHA-1744-----> !ADP0400.CFG 

2. Insert the AHA-1740A into an available slot. 
3. Boot to DOS and run the configuration utility. 
4. The AHA-1740A will be auto-added. The mode of the host adapter can 

be changed, as well as several configurable options. 
5. The AHA-17 40A is now installed. Save the changes and reboot for the 

changes to take effect. 
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( AHA-1740/42A Options Standard Mode' 
Adaptec 32-bit EISA SCSI Host Adapter 
Mass Storage device 

Host Adapter Interface Mode ........... IRQ 11, Standard Mode 

Standard Mode Resource Selection 
I/O Port Definition .................. Port 330h 
DMA Channel Definition ............... DMA Channel 5 

Host Adapter SCSI ID .................. Device Id 7 

SCSI Bus Reset at Power-on ............ Enable SCSI bus reset 

Host Adapter BIOS ............. Enabled@ Base Address CCOOOH 

Advanced Enhanced Mode BIOS Options 
Extended BIOS Translation ............ Disabled 
Support for more than 2 Drives ....... Disabled 
Immediate Return on Seeks ............ Enabled 

SCSI Device Configuration ............. Press <Enter> to set SCSI A 
Configuration Options ~ 

·~------------------------------------------------------------~~~_/ /"fJil 
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AHA-1740/42A Options 
Standard Mode: 

Device Configuration 
Global Host Adapter SCSI Configuration Options 

Enable Parity Checking 
Initiate Synch negotiation 
Enable Disconnection 

Ok <ESC> 

yes 
yes 
yes 

These options are for all SCSI devices attached to the host adapter. 
The BIOS must be enabled for these changes to take effect. ,A 

v r~ ~;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;iiiiiiiiiiiiii;;;;;;;;;;;;;;;;;;;;m__.__..;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;iiiiiiiiiiiiii;;;;;;;;;;;;;;;;;;;;;;~~~~ ~ 
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AHA-1740/42A Options 
Standard Mode: Hints 

1. The AHA-1740 in standard mode is compatible with AHA-1540 family 
software. 

DOS: ASPI4DOS.SYS 
OS/2 vl.3: SCSIOl.SYS, ASPI40S2.SYS, or AHA154X.BID 
OS/2 v2.0: AHA154X.ADD 
NetWare: ASWNOVL.DSK (286) or AHA1540.DSK (386) 
UNIX/XENIX: Embedded support in popular versions 

2. Although parameters like Host DMA transfer speed and bus on/off 
time can be changed via software, this is for compatibility reasons 
only and does not actually affect the host adapter performance. 

3. Four AHA-1740s maximum can be placed into an EISA machine in 
standard mode (limiting factor is available DMA channels: 0, 5, 6, 7) 

i\ 
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AHA-1740/42A Options: Enhanced Mode ' 
Adaptec 32-bit EISA SCSI Host Adapter 
Mass Storage device 

Host Adapter Interface Mode ........... Enhanced Mode 

Standard Mode Resource Selection 
I/O Port Definition .................. Disabled (Enhanced Mode) 
DMA Channel Definition Resource ...... Disabled (Enhanced Mode) 

Host Adapter SCSI ID .................. Device Id 7 

SCSI Bus Reset at Power-on ............ Enable SCSI bus reset 

Host Adapter BIOS ..................... Enabled@ Base Address CCOOOH 

Advanced Enhanced Mode BIOS Options 
Extended BIOS Translation ............ Disabled 
Support for more than 2 Drives ....... Disabled 
Immediate Return on Seeks ............ Enabled 

SCSI Device Configuration ............. Press <Enter> 
Configuration 

to set scsIA. 
Options l! ) 

~-----------------------------~-----~--------------------~----_/~ /";Jfl 
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AHA-1740/42A Options Enhanced Mode: 
Configuration Options 

Configuration Settings for 

SCSI Device ID 

Error if Device Not Found 
BIOS Support Option 
Send Start Command 
Enable Parity Check 
Initiate Synch Negotiation 
Enable Disconnection 
Maximum Synch Xfer Rate 

(MBs per second) 

Ok <ESC> 

~ 
C~adaptec 

#0 #1 #2 #3 

no no no no 
HD HD HD HD 
no no no no 
yes yes yes yes 
yes yes yes yes 
yes yes yes yes 
10.0 10.0 10.0 10.0 

Technical Training Seminar 

SCSI Devices 

#4 #5 #6 #7 

no no no no 
HD HD HD HD 
no no no no 
yes yes yes yes 
yes yes yes yes 
yes yes yes yes 
10.0 10.0 10.0 10.0 
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AHA-1740/42A Options Enhanced Mode: 
Configuration Options 

"Error if Device Not Found" 

If the BIOS support Option is enabled for this SCSI ID, then the BIOS will 
expect to find the appropriate SCSI device (HD or FR). If the device is not 
found, the BIOS will display an error message. 

"BIOS Support Option" 

Possible values are HD (hard disk) or FR (removable disk). If selected, the 
BIOS will look for a device at that SCSI ID. This allows booting at IDs 
other than 0. Up to sevem devices maximum can be installed per system 
by the BIOS. 

r"fJn 
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AHA-1740/42A Options Enhanced Mode: 
Configuration Options 

"Initiate Synch Negotiation" 

This allows synchronous negotiation to be enabled or disabled on a per 
target basis. If 'no' is selected, the host adapter will still transfer data 
via synchronous transfers if the SCSI peripherals begins the synchronous 
negotiation. 

"Enable Disconnection" 

This allows or disallows SCSI devices to disconnect from the SCSI bus on 
a per target basis. In single target systems, disabling disconnect may 
result in improved system performance due to decreased SCSI overhead. 
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AHA-1740/42A Options Enhanced Mode: 
Configuration Options 

"Maximum Synch Xfer Rate" 

This determines the maximum value that the host adapter will 
use for synchronous negotiation. The offset used is always 8. Th 
word 'maximum' is used because if the target cannot run 
synchronous at the selected rate, it can negotiate with the host 
adapter for a slower synchronous transfer rate. 

Possible values are 3.3, 4.0, 5.0, 6.7, and 10.0 MB/sec. 

rfJil 
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AHA-1740/42A Options Enhanced Mode: 
Hints 

1. Up to twelve AHA-1740As can be installed per system in enhanced mode. 
No DMA channels or I/O port addresses are used. Interrupt channels 
are still used, and by default interrupt 11 is used. Type CNTL-R 
(change resources) while highlighting 'Host Adapter Mode' to change 
the IRQ used (only valid with CF.EXE, the 
EISA configuration utility by MCS.) 

2. Multiple AHA-1740A BIOS can be enabled per system (unlike the AHA-
1540 series host adapters). The BIOS must be enabled for any 
changes made in the EISA configuration utility to take effect. 
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Adaptec Download Utility 
ADL.EXE 

• Used to download the AHA-1740 microcode 
STANDARD.HEX and ENHANCED.HEX 

• Used to determine version of the microcode 

• Used to low level format SCSI disk drives (or 
use SCSIFMT.EXE, which works on all Adaptec 
host adapters) 
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Common Installation Issues 

•Cables 
+ Line up pin one throughout 

•Slots 
+ If wrong response, change slots 

• Board insertion 
+ Board may be skewed in slot 

• Improper termination 
+ Only two terminations per bus! 

• Conflicting Port ID 
+ Change jumper: AL to (140h) option 

•No ASPI software 

•Install ASW-EZSCSI which sets up proper device 
statements in config.sys 
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Section G: Software 

• ASW-EZSCSI DOS/WIN Combination Product including:DOS ASPI 
managers for all host adapters, CD-ROM support, 
and user friendly install utility 

• SCSI Works ASPI software, including support for removable, CD­
ROM, Photo CD, tape, and HP scanners. Also 
includes the ASPI managers for the 'Connections' 
product line 

• ASW-500 Corel Applications (Corel SCSI!) v 1.0lC 
• ASW-1220/1420 ASPI IBM OS/2 1.3 LADDR Drivers 
• ASW-1240 ASPI Novell NetWare Manager with Disk 

Module 
• ASW-1440 ASPI Novell NetWare Manager w/ Disk 

Module for BM Cards 
• ASW-1250 SCO Unix Manager 
• ASW-1450 SCO Unix Enhanced Mode Manager for 

BM Cards 
• ASW-UPGRADE Adaptec's Upgrade program 
• Embedded support Wide variety of Operating Systems and software 
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Adaptec EZ-SCSI vl.O 

• User friendly installation utility 

e ASPI Dos Managers (ASPI2DOS, ASPI4DOS, ASPIEDOS) 

e Disk driver module (ASPIDISK.SYS) 

e Hard disk partitioning utility (AFDISK.EXE) 

e CD-ROM modules (ASPICD.SYS) 

e CD-PLAY utility 

e Windows SHOWSCSI utility 

• SCSI Format utility 

• For the following products: 
+ AHA-1510/1520/1522/1540C/1542C/1640/1740A/1742A/1744 

+ AIC-6260 
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Adaptec EZ-SCSI v2.0 

e Enhancements 

e ** CD-J{i~. lYJuJU-J!:JJ1011 P ltoto CD J!l .fJ po1·t ,~,~ 

• '1Yl11rlo >YJ :.P lioto CD ;1 p pll~n!lon 

e i~.du p!!:!! D CDl. '1Yl11rlo 7YJ :.P l'ogrn111 G l'O !l .fJ 

• J-1DP1Dl31'.C J !1.fJ po1·! oJ !:l!lit1· pH1·!lt1011!:!.l 01· ~~JJo pp y:1:1 0!y lt 
111 !: r.11!! 
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Application Support 
DOS/Windows 

Adaptec EZ-SCSI 2.0 

ASPI Support 
ASPI Managers 
CD-ROM Support 
Photo-CD Single Session 
Photo-CD Multi-Session 
CD-Player 
Photo CD Application 
Tape Support 
MO Support 
Worm Support 
Scanner Support 
Utilities 
Format Utility 
User Friendly Install 

Technical Training Seminar 
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Photo-CD Support 
• SCSI-2 Compliant Drives 

• Speciftc Drives 
. l 

' ,.,. .. _ ...... ._ 

11111111•11•11111111111 111111111111111111111111111 

• :Fll!n~bl CDJ{-J'""/SO 

• ..Plontt1· DJ{lYJ-600:1 60.d 

• 3ony CD.U-561 

• 'T t.titl DlYJ-J o~~j:I s o~~j 

@adaptec Technical Training Seminar 108 



ASW-EZSCSI Hints 

1. ASPIDISK.SYS and AFDISK are used to partition a SCSI disk drive that 
is not installed under the host adapter BIOS. A drive will not be installed 
under the host adapter BIOS if: 

• The host adapter BIOS is disabled 
• Two hard disk drives are already installed 
• The SCSI ID is something other than 0 or 1 

(Does not apply with AHA-1540C or AHA-1740 Series.) 

2. ASW-EZSCSI supports multiple host adapters. 
device=aspi2dos.sys 
device=aspi4dos.sys /p334 

or 
device=aspi4dos.sys /p330 /p334 
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Sample CONFIG.SYS: 

DEVICE=ASPI4DOS.SYS /D 

DEVICE=ASPIDISK.SYS /D 

DEVICE=SMARTDRV.EXE 

buffers=20 

files=20 
lastdrive=l 

In general, this should be the 
first line in the CONFIG.SYS 
This ASPI Module should be 
loaded after the ASPI Manager 
Caching device drivers should be 
loaded after ASPI4DOS.SYS 

Things like buffers and files can 
be before or after the ASPI Mgr. 

This line is required when using 
the CD-ROM driver 
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ASPICD.SYS or ASW-EZSCSI 
ASPI CD-ROM driver for DOS 

• ASPI CD-ROM device driver module for DOS. 

• To install the Hitachi, Sony, Toshiba, NEC, Denon, 
Chinon, LMSI, Panasonic, Texel and DEC CD-ROM 
devices on Adaptec SCSI host adapters. 

• The DOS ASPI Manager must be installed in the 
CONFIG.SYS. 

r;Jfl 
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( ASW-EZSCSI 

~~ 

Sample Boot Screen ' 
AHA-154X/1640 ASP! Manager for DOS 
Version 3.2 
Copyright 1993 Adaptec, Inc. 

SCSI ID 0 - LUN 0: QUANTUM 
SCSI ID 1 - LUN 0: QUANTUM 
SCSI ID 2 - LUN 0: Syquest 
SCSI ID 4 - LUN 0: CONNER 

I/O Port Address: 330 
Interrupt Level: 11 
OMA Channel: 5 
Host Adapter SCSI ID: 7 

Debug Status: 2 

Int 13H active for drive C: and 

Int 13H routed through ASP! manager 
ASPI4DOS.SYS Installation Successful 

(g] adapteC Technical Training Seminar 

P40S 940-40-94xx 
P40S 940-40-94xx 
SQ555 
CP3040-4m.b-3.5 

D: 
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SCSlworks! ASPI Bundle 

e CD-ROM 

• Hard Disk, Magneto-Optical 

• Removable (SyQuest, Bernoulli, Floptical) 

e HP ScanJet scanner driver 

• Tape Mate II and Music Box applications 

• ASPI Managers, OS/2, Windows NT, and Novell NLM for 
Trantor SCSI adapters 

• Media Vision Pro Audio Spectrum I Sigma Designs 
WinStorm ASPI 

·~~~~~~_) 
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SCSlworks! CD-ROM Driver 

• Single, self-configuring driver supports any 
combination of drives 

• Most SCSI CD-ROM drives supported 

• Support for Apple CD-ROM drives on PC 

• Kodak Photo CD compatible 

• MSCDEX included 

~ 
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SCSlworksl Hard Disk Driver 
• Supports fixed SCSI drives and removable 

media 

• SyQuest and Bernoulli native formats used 

• Insite and Iomega Floptical support (not 
bootable) 

• 512 byte sector Magneto-Optical media 
support 

• 3.5'' MO drives can be IBM 'floppy' format or 
standard hard disk partitioning 

• Teac SCSI floppy support 
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(SCSlworks! HP ScanJet Drive~ 

• HP ScanJet Plus 

• HP ScanJet lip 

• HP ScanJet Ile color 

• Emulates HP driver interface for compatibility 
with existing applications 
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( SCSlworksl Tape Mate II 

• Licensed from FortuNet 

• Supports DAT, 8mm, cassette, and QIC drives 

• No Novell bindery support in bundled version 

• Upgrades to full Nsure products available to 
SCSiworks! customers at a discount directly 
from Trantor 

~~~~~~~~_) 
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SCSlworks! Music Box 

• Control software for audio CD discs 

• Gives full control over audio functions 

• DOS, TSR and Windows database version 
included 

~ _) 
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SCSlworksl 

• OS/2 .ADD drivers 

• Windows NT drivers 

e Novell ASPI NLM for T130, T160/T260 and T358 

• ASPI2DOS also included for 6260 based cards 

r-;n 
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ASW-500 Hints 

1. The ASW-500 (and Corel SCSI!) must be used 
with ASPI managers (provided in the Adaptec EZ­
SCSI and SCSI Works! packages). 

2. Only OS/2 v2.0 or newer is supported. 
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ASW-1240 and ASW-1440 
Novell NetWare support for Adaptec 

Host Adapters 
e ASW-1240 supports the AHA-1510/1520/1522 

and AIC-6260 (non-bus master adapters) 

e ASW-1440 supports the AHA-154xC/1640/174xA 
(bus master adapters) 

e Supports NetWare 286 and 386 v3.0, v3.1, and 
v3.11--all the drivers are Novell certified! 

e Available in some kits and through the 800 ,,.,,.._.-~ 
number for software 
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ASW-1440 Notes 
• ASPI Manager (ASWNOVL.DSK) for NetWare 286 

v2.15 and NetWare 286 v2.2 
for the AHA-1540/42/1640/1740 host adapters. 

• ASPI Manager and SCSI Disk Driver for: 

NetWare 386 v3.0 :ASW1440.DSK 
NetWare 386 v3.1 :AHA1540.DSK, AHA1640.DSK or AHAl 740.DSK 
NetWare 386 v3.11 :AHA1540.DSK, AHA1640.DSK or AHA1740.DSK 

These drivers are fully certified and support all the available features of 
NetWare. (e.g. disk duplexing, disk mirroring, removable media) 

The driver supports up to four host adapters for an AT (Max. of 
28 drives) and up to six for a PS/2 (Max. of 42 drives). 
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ASW-1440 Sample Screen 
:load aha1540 port=330 verbose=y speed 0 
Loading module AHA1540.DSK 

Auto-loading Module ASPITRAN.DSK 

AHA-154x/1640 ASP! Manager & SCSI Disk Driver For NetWare 386 v3.1 
Version 2.0 
Copyright 1990 Adaptec, Inc. 

Registered Device(s) 

SCSI ID 0 - LUN 0: 
SCSI ID 1 - LUN 0: 

Port Address: 
Interrupt Level: 
DMA Channel: 
Host Adapter SCSI ID: 

AT Bus Master Speed: 
Bus On Time (usec): 

CONNER CP3100 - 100 MB 
QUANTUM P105S 910-10-94X 

330 
11 
5 
7 

5.0 MBytes/second 
11 

Bus Off Time (usec): 4 
Optimization Mode: 2 
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ASW-1440 Hints 
1. To set the host adapter to the most compatible (and slowest) data transfer 

speed of 3.3 MBytes/sec, load the driver with the "speed= FF" command 
line option (NetWare 386 only) 

:load aha1540.dsk speed=FFor:load aha1540 speed=FF 

2. The AHA-1540/1542/1640 only supports up to 16 Megabytes of RAM 
installed in the system (NetWare 286 and NetWare 386 v3.0 and v3.1). If 
more memory than that is installed, the following command should be typed 
before the host adapter driver is loaded (in startup.ncj): 

:set Auto Register Memory Above 16 Megabytes = OFF 
You may have to incease the reserved buffers: 

:set Reserved Buffers Below 16 Meg=32 
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More ASW-1440 hints 
1. The ASW-1440 v. 3.3 supports above 16 Megabytes of RAM installed in the 

system under NetWare 386 v3.11 by using the REGISTER MEMORY 
command under Novell. 

A. Use REGISTER MEMORY only with actual memory 
installed in the file server 

B. Don't use this command with "shadowed" RAM 
because this memory will probably be mapped 
to some lower memory that is already in use 
by the operating system. 

C. Use the "Above16=y" switch on Adaptec's ASP! driver 
:load AHA1540 Above16=y 

NOTE: The AHA-1740/1742 in Enhanced mode can directly access 
up to 4 GBytes. This option is not needed and should 
not be used. 
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More ASW-1440 hints 
REGISTER MEMORY 

NOTE: (Use the "Above16=Y" switch prior to loading, refer 
to the ASW-1440 v 3.3 manual) 

EXAMPLE: 

@adaptec 

To add 4MB of memory above 16MB, type 

REGISTER MEMORY 1000000 400000 (Enter) 

To have the memory registered automatically 
when the server boots, add the following line 
to the AUTOEXEC.NCF file: 

REGISTER MEMORY 1000000 400000 

Add the line just after the lines for the 
file server name and the IPX internal 
network number. 
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ASW-1240 Notes 

• ASPI Manager (PRI1520.DSK) for NetWare 286 v2.15 
for the AHA-1520/1522 host adapters. 

• ASPI Manager and SCSI Disk Driver for: 

NetWare 386 v3.0 :no driver available 
NetWare 386 v3.1 :AHA1520.DSK 
NetWare 386 v3.11 :AHA1520.DSK (patched with DSKPATCH.EXE) 

These drivers are fully certified and support all the available features of 
NetWare (e.g. disk duplexing, disk mirroring, removable media) 

The driver supports up to two host adapters for an AT (Max. of 
14 drives). 
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ASW-1240 Sample Screen 

:load aha1520 port=340 verbose=y 
Loading module AHA1520.DSK 

Auto-loading Module ASPITRAN.DSK 

AHA-152x/AIC-6260 ASPI Manager & SCSI Disk Driver For NetWare 386 
Version 1.1 
Copyright 1990 Adaptec, Inc. 

Registered Device(s) 

--------------------------------------------------~--------
SCSI ID 0 - LUN 0: 
SCSI ID 1 - LUN 0: 

I/O Port Address: 
Interrupt Level: 
OMA Channel: 
Host Adapter SCSI ID: 

CONNER CP3100 - 100 MB 
QUANTUM PlOSS 910-10-94X 

340-363 
11 
0 
7 

Initiate Sync Mode: Enabled 
Parity Checking: Enabled 
SCSI Disconnection: Enabled 
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ASW-1240 Hints 

1. The AHA-1520/1522 supports up to 16 Megabytes of RAM installed 
in the system for NetWare 286 and up to 4 Gigabytes of RAM installed 
for NetWare 386. 

2. A NetWare 386 v3.0 driver is not supplied, since Novell provides free 
upgrades from NetWare 386 v3.0 to NetWare 386 v3.1. 

3. NetWare 386 v3.1 and newer support the mounting and dismounting 
of removable media (the ASW-1240 fully supports these features). 
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ASW-1250 and ASW-1450 
SCO UNIX support for Adaptec 

Host Adapters 

e ASW-1250 supports the AHA-1510/1520/1522 
and AIC-6260 (non-bus master adapters) 

e ASW-1450 supports the AHA-154xC/1640/174xA 
(bus master adapters) 

e Designed to support SCO UNIX v3.2.2, an older 
version of SCO UNIX 

e SCO UNIX v3.2.4 includes the ASW-1250/1450; 
thus the ASW-1250/1450 is not needed and 
must not but used! 

~·~~~~~~~~~-__) 
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ASW-1450 Hints 

1. If the user accidentally installs the ASW-1450 with 
SCO UNIX v3.2.4 or newer, the system will not run 
properly. Correction instructions are available 
here. 

2. SCO UNIX v3.2.2 will support the AHA-154xC, 
1640, and 174xA (standard mode). Installing the 
ASW-1450 provides AHA-174xA enhanced mode 
support, as well as improved device driver support 
for the AHA-154xC and 1640 for maximum 
performance. 
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( Operating System Support ' 

DOS 5.0/6.0 
NetWare 3.11 
NetWare 4.0 
OS/2 2.1 
Windows NT 
SCO UNIX 3.2.4 
USL UNIX SVR 4.2 
UnixWare 1.0 
Solaris 2.1 
Interactive 3.0 

ASW-EZSCSI 
ASW-1240/1440 
Embedded 
Embedded 
Embedded 
Embedded 
Embedded 
Embedded 
Embedded 
Embedded 
Embedded Vines 4.X, 5.X 

~~~~~~~~~~~ 
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Third Party Solutions 
Data Backup Solutions: 

Central Point Software ......................•.••.....•... Beaverton, OR 
Cheyenne Software ........................................... Rosalyn, NY 
Conner Software Division ...........••....•.............. Lake Mary, FL 
Corel Corporation ............................................ Ottawa, Ontario, Canada 
Emeritus Technologies, Inc •.•.•.•....••..••.••..•.....• Fresno, CA 
Fortun et, Inc ..................................................... Salt Lake City, UT 
Gazelle Systems ................................................. Provo, UT 
HI-COMP America .................................••..•.... Fort Collins, CO 
Interface Data ••.•••••.••........••••....••..•.....•..••.....•... Woburn, MA 
Legato Systems, Inc .......................................... Palo Alto, CA 
Longshine Electronics Corporation ..•••..•..•.•... Taipei, Taiwan, R.O.C. 
Maynard Electronics ........................................ Lake Mary, FL 
Novastor .•••.........•..•..........•...•.......•..........••..••.... Westlake Village, CA 
Palindrome Corporation •....•........••.••.............. Naperville, IL 
PCX ••••...•................•............................•.....•....... S1111 Di~~(), CA 
Systems Enhancement Corporation .••............ Chesterfield, MO 
Sytron Corporation .......................................... Westboro, MA 
Tallgrass Technologies .......•..••.••.....................• Lenexa, KS 
Vitek Danmark ................••.............•..•.............. Hvalsoe, Denmark 
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(503) 690-8090 
(516) 484-5110 
( 407) 262-8000 
(613) 728-8200 
(209) 292-8888 
(801) 467-6887 
(801) 377-1288 
(303) 224-9700 
(617) 938-6333 
(415) 329-7880 
(886) 2-363-4958 
( 407) 263-3500 
(818)707-9900 
(708) 505-3300 
(619) 259-9797 
(314) 532-2855 
(508) 898-0100 
(913) 492-6002 

(45) 42-39-25-61~ 
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Third Party Solutions 
Fault Tolerance/Performance Solutions 

Software 
1776, lnc .•.•••.•.••••.•...••••.••.•••.•.••..•••.•.•••••••.••...••.....••...•.•••.• Los Angeles, CA 
Chantal Systems •...••••..•.•••....••.••.....•..••.•.•.••••..••••••.•••••...• San Diego, CA 
lntegra Technologies, Inc .............................................. Santa Clara, CA 
Media Integration ..•..•..••••••.•.••.•••..••••.•••.•••••.••..•.••..•••••.•. Soquel, CA 
Unitrol Data Protection Systems, Inc ••••••.•.••••••..••••...••• Vancouver, BC 
Veritas Software •.••.•...•••••••.•.••..•••••••••••••••••...•.••..•.•.•••••..• Santa Clara, CA 

Hardware 

1776, lnc •••.•...........••••.•.•....••.•.....••......••..•.........••••••••....... Los Angeles, CA 
Digi-Data •••••••..•..•.•.•.•.••..•.•..••••..•.•••.....•..•..........•.••.••..•.•• Jessup, MD 
Legacy Storage Systems, lnc ........................................ Hopkinton, MA 
Media Integration .•••....••.•••....••..•..••.••...••••.•...•.•....•.•••..•• Soquel, CA 
Pacific Micro Data, Inc ..••...•...••.....•.....................••..•.... Tustin, CA 

r"fJfl 
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(310) 215-1776 
(619) 621-2810 
(408) 980-1371 
(408) 475-9400 
(604) 681-3611 
( 408) 727-1222 

(310) 215-1776 
(301) 498-0200 
(508) 435-4700 
(408) 475-9400 
(714) 838-8900 

135 



Third Party Solutions 

Imaging Solutions 

Apple Computer, Inc ..................................................... Cupertino, CA (408) 996-1010 
Binary Image Pty Ltd .................................................... Australia 61-3-563-8699 
Cirrus Technology, Inc .................................................. Frederick, MD (301) 698-1900 
Courtland Group, Inc .................................................... Columbia, MD (410) 730-7668 
Danmar Systems, Inc ..................................................... Miami, FL (305) 388-4671 
Image-In, Inc .•..•••.•••.•••••••••••...•••••••••••••.••••...••••.••••...••.•••. Minneapolis, MN (612) 888-3633 
Interlinear Technology .................................................. Alameda, CA (510) 748-6850 
Laser Today International ............................................ Mountain View, CA (415) 961-3015 
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Third Party Solutions 

Multimedia Solutions 

Adaptec, lnc ....•..•....•.••.••••.••••••••.•••••.•..••.•••.••••.•.••••.•.•••.... Milpitas, CA ( 408) 945-8600 
Corel Corporation •.••••..••.......••..•.••••••.•••..•••••••••.••.••••••.••• Ottawa, Ontario (613) 728-8200 
Optical Media International ......................................... Los Gatos, CA (408) 376-3511 

Multiuser/Networking Solutions 

CBIS, Inc ......................................................................... Norcross, GA ( 404) 446-1332 
Meridian Data, lnc .......•••...••.••.......••••.••.•.••.•••••.....••..•..•. Scotts Valley, CA ( 408) 438-3100 
Online Computer Systems, Inc ..................................... Germantown, MD (301) 428-3700 

/'";Jfl 
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Third Party Solutions 
Peripheral Utilities 

Adaptec, Inc •.••••••••...•••••••••..•..•...•••••••...•..••••••••...•.••••..... Milpitas, CA 
Corel Corporation ................................................. Ottawa, Ontario 
Micro Design International, Inc ................................... Winter Park, FL 
Optical Software Solutions, Inc ..................................... Lafayette, CA 
Optisys, Inc ••.•..••••••••••.••••..••••••.••••••.•••••..••...•.••••••••••••••...• Phoenix, AZ 
Pegasus Disk Technologies ........................................... Walnut Creek, CA 
"-~"-IS ••••••••.•.•••••.•••..•...•••••..••••••••••••••••••.•••..•.••••••..•••••.•.•• Eden Prairie, Ml'l 

Operating Systems 
CBIS, Inc •.•••.•..••.••.•••...••.•••••...•....•••••••.•.•••••••.•••••.••••••....•• Norcross, GA 
IBM Corporation ........................................................... Boca Raton, FL 
Mark Williams Company .............................................. Northbrook, IL 
Microsoft Corporation .................................................. Redmond, WA 

( 408) 945-8600 
(613) 728-8200 
(407) 677-8333 
(510) 256-1066 
(602) 997-9699 
(510) 938-5340 
(612) 949-2388 

( 404) 446-1332 
( 407) 982-6408 
(708) 291-6700 
(206) 882-8080 

Novell, Inc •...•••.•..•••.•..•••••••••••.•.••.•••••••.••.••...•.••....••..•..••.•• Provo, UT(800) NETW ARE 
Sunsoft, Inc ..................................................................... Mountain View, CA ( 415) 336-3201 
The Santa Cruz Operation, Inc .................................... Santa Cruz, CA 
U11i\T~l ••.••...••..••.••.••..•••.•...••.••••.••••••..••...•.•••.....••..•.•.•......•• S11.11 J()S~, CA 

f.";Jfl 
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( 408) 729-2300 
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( Today we enjoy 100°/o Interchange ' 
among all our Host Adapters 

Since our original 1540 which used 16/32 translation, all of 

our Host Adapters use 64/32 translation (unless set 

otherwise). 

That means: All fixed and/or removable disks can be 'moved' 

between any of our host adapters and be readable/usable in 

exactly the same format. 

riJn 
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Why Is Translation Necessary? 

Application Program 

INT 21 file request uses logical blocks 

Operating 
System DOS converts logical block disk request 

~-imr+Rm--'0!11·~-~1111wwi~!?'il!'WVi~~~lff· to physical head, cyl, sector for Int 13 call 
DOS 

AHA BIOS code 
controls 15408 if 
SCSI disk request, 
or else passes it on. 

Int 13 code in System BIOS 
communicates with 

AHA BIOS 
redirects 
INT 13 

BIOS! 
"······-· ~- .... ! 

AHA-1540B 

Fixed 
Disk 

D: 

@adaptec 

SCSI bus 

>:·""''.'""f¥0~"/···:"<·><;-'!'1T.~<:< ···"7~ J·~./-'f <": ~t~i.. 

[ System ~ 'st~ndard' disk interface 
I ~ using cyl, head, sector 

----1 ... ~l~1~:~:X 3FOX AT (ISA) Bus 
hardware interface 

§:"0!%?c'li'.RY'7' i~,f'!l~=:~_wz_·(··t ,~ ~'-<'' • _,, ·\ '.: 

h. 

ST-506/412 or ESDI 

C: 
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A: 
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Our 64/32 Translation 
• The translation we use across all our products today is 64 heads and 32 

sectors per cylinder 

• Not related to the disk's actual physical geometry 

• We picked it because -- The math is easy. It's as good as any and has 
served us well 

• 1 Megabyte on each 'cylinder' 

(64 heads x 32 sectors x 512 bytes/sector] 

• Maximum# cylinders in DOS Int 13 call is 1024 ! 
So ... 64/32 yields max capacity of 1 GByte (If disk exceeds 1 GByte, works 
fine, but only 1 GByte is accessible.) 

64 tracks x 32 sectors x 512 bytes x 1024 cylinders = 1 G byte 
cylinder tracks sector disk disk 
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E.T. -- our new Extended 
Translation 

• Our Extended Translation uses 255 heads and 63 sectors 
Why? 

• Wanted to pick one alternative scheme to handle 
the highest capacity possible 

• Maximum sectors possible is 63 

• Maximum heads possible is 256. We chose 255 
Reduced max by 1 to avoid possible NetWare 

incompatibility. 

• ET allows access up to 8 G Bytes 

255 tracks x 63 sectors x 512 bytes x 1024 cylinders = 7.84 G bytes 

cylinder tracks 

~q]adaptec 

sector disk 
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or, 8.42 G bytes with 
1K 1000 bytes 
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DOS 
• DOS' Int 13 is the reason for the 1 GByte limit. 

• Int 13 calls access disk via cyl, head, sector. With 64/32, this 
limits access to 1 GByte. 

• If disk is greater than 1 GByte capacity, and if it will be used 
for DOS/Windows only, then --to access all of the disk ET 
must be enabled. 

• If a disk has 64/32 partition(s) on it, and, if the disk is over 1 
GByte, then --enabling ET can cause total loss of data. User 
is warned at boot time. 

• Future versions of DOS may no longer require a 'physical 
geometry' translation for SCSI drives. Even then, to support 
our current S/W and older DOS versions, the need for 
translation will last. 
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NetWare 

• NetWare 386 uses 64/32 and supports disks over 1 GByte. 

• NetWare tips: 

1) Do not enable ET for NetWare 

2) NetWare drivers do not need ET to access large disks 

3) NetWare drivers do not support ET. It is not clear if 
they ever will. 

4) NetWare 386 has no cyl limit; thus, no 1 GByte limit. 
A NetWare partition table max'es out at 1022 cylinders; 
Cyl #is not used. NetWare goes by total# of sectors field 
to determine partition size. 
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NetWare 

More NetWare tips: 

5) No need to coexist with large DOS partition. 
NetWare 3.11 server disk requires only a small DOS 
partition. 

6) Support of disks over 1 GByte in NetWare 2.2 is not 
supported. Most users of large disks install NetWare 
386, not NetWare 286 

7) Do not enable ET for NetWare 

Especially remember tips 1 and 7! 
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Unix 

• Unix uses 64/32 translation and supports HDDs over 1 
Gigabyte 

•Unix Tips: 

•Do not enable ET for large disks (the drivers are 
embedded within the Unix kernel itself) 

•Current SCO and ISC Unix versions support: 
•All Adaptec's AHAs 

• 6, 10 byte SCSI commands 

• HDDs over 1 Gigabyte 

•Remember: ET go home to Unix! 
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SCO Unix 

e SCO support: 

e SCO 3.2 v 4 supports disks over 1 GByte. 
Supports 10 byte SCSI commands; no cyl limit. 

e SCO Unix 3.2 v 2.0 is limited to 1 GByte disks.Only 
uses 6-byte SCSI READ, WRITE commands 
•Download patch from SCO BBS "EFS" for > 1 Gig 

support and 10-byte SCSI command support. 

e All versions use 64/32 translation. No plans or 
need to add ET. 
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SunSoft/ISC Unix 

e ISC v 3.0 supports disks over 1 GByte. 
•Upgrade from 2.2.1 is essentially free. 

• ECU problem with 1742A (Enhanced mode). Fix 
avail from SunSoft/ISC. Included in 3.0.1. 

e ISC Unix v 2.2.1supports10 byte SCSI commands, 
but it has bugs. So, only disks under 1 GByte are 
supported. 

e Solaris (Sun's SVR4) will support disks over 1 GByte 
(Intel platform). 

e All versions use 64/32 translation. No plans or need 
to add ET. 
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OS/2 v2.0 

e OS/2 is NOT currently limited to 1 Gig. HDDs. 

e OS/2 does support ET. 

e OS/2 supports both FAT (DOS) and HPFS 
partitions. 

e FAT partitions have same limitation as DOS. Must 
use ET to access over 1 GByte. 

e Boot partition must be 1024 cylinders or less. 
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More OS/2 Tips 
• HPFS partitions have no cyl limit, can exceed 1 GByte. Disk 

must be HPFS only in non-boot partition. 

• OS/2 2.0 needs to be updated to support ET for FAT 
partitions over 1 GByte since sharing of FAT and HPFS is 
common. 

• Current versions of OS/2: 

+OS/2 v2.0: 
.&AHA-1542B/GIG & AHA-1742A (Enh.) support> lGiG; need 

updated driver from BBS "NEWxxxx.ZIP" 

• OS/2 vl.3: 
.& All OS/2 vl.3 support LADDR but may not include it. May 

need ASW-1420/1220 • 

.& Some user can get full use of>l Gig HDDs with multiple 
partitions, but still limited to 1024 cyl/partition 
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eDOS: 

Summary by OS 

Need ET for disks over 1 GByte. 
ASPIDISK v3.1 needed for non­
BIOS controlled disks. 

e NetWare: Do not need ET! Do not use ET! 

e Unix: 

e OS/2: 

~SJadaptec 

Do not need ET! Do not use ET! 

ET supported today in v2.0. 
HPFS does not need ET, but 
needed for FAT. Need /GIG 
version for ISA and ET enabled 

for EISA cards. 
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e Evaluation Forms 
•Fill out completely, as time permits 

e Section K: Certificates 
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