












































































































































































































































































































































































































































































































































































































































































stty(l) 

2 

hupcl (-hupcl) 

hup (-hup) 

cstopb (-cstopb) 

cread (-cread) 

clocal (-clocal) 

loblk (-loblk) 

Input Modes 
ignbrk (-ignbrk) 

brkint (-brkint) 

ignpar (-ignpar) 

parmrk (-parmrk) 

inpck (-inpck) 

istrip (-istrip) 

inlcr (-inlcr) 

igncr (-igncr) 

icrnl (-icrnl) 

iuclc (-iuclc) 

ixon ( - ixon) 

ixany (-ixany) 

ixoff (-ixoff) 

stty(l) 

Hang up (do not hang up) modem con­
nection on last close. 

Same as hupcl (-hupcl). 

Use two (one) stop bits per character. 

Enable (disable) the receiver. 

Assume a line without (with) modem 
control. 

Block (do not block) output from a non­
current layer. 

Ignore (do not ignore) break on input. 

Signal (do not signal) INTR on break. 

Ignore (do not ignore) parity errors. 

Mark (do not mark) parity errors (see 
termio(7». 

Enable (disable) input parity checking. 

Strip (do not strip) input characters to 
seven bits. 

Map (do not map) NL to CR on input. 

Ignore (do not ignore) CR on input. 

Map (do not map) CR to NL on input. 

Map (do not map) uppercase alphabetics 
to lowercase on input. 

Enable (disable) START/STOP output 
control. Output is stopped by sending an 
ASCII DC3 and started by sending an 
ASCII DCI. 

Allow any character (only DCl) to restart 
output. 

Request that the system send (not send) 
START/STOP characters when the input 
queue is nearly empty/full. 
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Output Modes 
opost (-opost) 

oleue (-oleue) 

onler (-onler) 

oernl (-oernl) 

onoer (-onoer) 

onlret (-onlret) 

of ill (-Of ill) 

of del (-of del) 

erO erl er2 er3 

nlO nll 

stty(l) 

Post-process output (do not post-process 
output; ignore all other output modes). 

Map (do not map) lowercase alphabetics 
to uppercase on output. 

Map (do not map) NL to CR-NL on out­
put. 

Map (do not map) CR to NL on output. 

Do not (do) output a CR at column zero. 

On the terminal, NL performs (does not 
perform) the CR function. 

Use fill characters (use timing) for de­
lays. 

Fill characters are DELs (NULs). 

Select style of delay for returns (see 
termio(7». 

Select style of delay for linefeeds (see 
termio(7». 

tabO tabl tab2 tab3 

bsO bsl 

ffO ffl 

vtO vtl 

Local Modes 
isig (-isig) 

ieanon (-ieanon) 

xease (-xease) 

February, 1990 
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Select style of delay for horizontal tabs 
(see termio(7». 

Select style of delay for backspaces (see 
termio(7». 

Select style of delay for form-feeds (see 
termio(7». 

Select style of delay for vertical tabs (see 
termio(7». 

Enable (disable) the checking of charac­
ters against the special control characters 
INTR, QUIT, and SWTCH. 

Enable (disable) canonical input (ERASE 
and KILL processing). 

Canonical (unprocessed) upper/lower­
case presentation. 
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echo (-echo) 

echoe (-echoe) 

echok (-echok) 

lfkc (-lfkc) 

echonl (-echonl) 

noflsh (-noflsh) 

stwrap (-stwrap) 

stflush(-stflush) 

Echo back (do not echo back) every char­
acter typed. 

Echo (do not echo) ERASE character as 
a backspace-space-backspace string. 

Note: This mode will erase the 
ERASEed character on many 
CRT terminals; however, it does 
not keep track of column position 
and, as a result, may be confusing 
on escaped characters, tabs, and 
backspaces. 

Echo (do not echo) NL after KILL char­
acter. 

Same as echok (-echok); obsolete. 

Echo (do not echo) NL. 

Disable (enable) flush after INTR, QUIT, 
orSWTCH. 

Disable (enable) truncation of lines 
longer than 79 characters on a synchro­
nous line. 

Enable (disable) flush on a synchronous 
line after every wri te(3). 

stappl (-stappl) Use application mode (use line mode) on 
a synchronous line. 

Control Assignments 
erase c 

kill c 

intr c 

quit c 

Set erase character to c (by default, set to 
DELETE in the NUX standard distribu­
tion). 

Set kill character to c (by default, set to 
CONlROL-U in the NUX standard distri­
bution). 

Set interrupt character to c (by default, 
set to CONlROL-C in the NUX standard 
distribution). 

Set quit character to c (by default, set to 
CONlROL-1 in the NUX standard distri-
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swtch c 

eof c 

eol c 

min c 

time c 

line i 

stty(l) 

bution). 

Set switch character to c (by default, set 
to CONTROL-' in the A/UX standard dis­
tribution). 

Set EOF character to c (by default, set to 
CONTROL-D in the NUX standard distri­
bution). 

Set EOL character to c (by default, set to 
CONfROL-' in the NUX standard distri­
bution). 

Set min character to c (min is used only 
with -icanon; (see termio(7». 

Set time character to c (t ime is used 
only with -icanon; (see termio(7». 

If c is preceded by a circumflex (~) ap­
propriately escaped from the shell, then 
the value used is the corresponding con­
trol character (for example, ~ d is a 
CONfROL-D, ~ ? is interpreted as 
DELETE, and ~ is interpreted as 
undefined). 

Set line discipline to i (0 ~ i < 127 ). 

BSD 4.2 Compatible Features 
susp c Set the suspend character to c. When 

typed, the suspend character sends 
SIGTSTP to the current process group. 

dsusp c When set and a program attempts to read 
terminal input, SIGTSTP is sent to the 
current process group. 

to stop (-t 0 5 t op) When set, background processes which 
write on the control tty will be stopped 
until brought into foreground by the 
shell. 

Combination Modes 
evenp or parity Enable parenb and cs7. 

oddp Enable parenb, cs 7, and parodd. 
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-parity, -evenp, or -oddp 
Disable parenb, and set es8. 

raw (-raw or cooked) 
Enable (disable) raw input and output (no 
ERASE, KILL, INTR. QUIT. SWTCH. 
EOT, or output post processing). 

nl (-nl) Unset (set) iernl and onler. In addi­
tion -nl unsets inler, igner, 
oernl, and onlret. 

lease (-lease) Set (unset) xease, iuele, and 01-
cue. 

LCASE (-LCASE) Same as lease (-lease). 

tabs (-tabs or tab3) 
Preserve (expand to spaces) tabs when 
printing. 

ek Reset ERASE and KILL characters back 
to normal DELETE and CONTROL-U. 

sane 

term 

Reset all modes to some reasonable 
values. 

Set all modes suitable for the terminal 
type term, where term is one of tty33, 
tty37, vtOS, tn300, ti 700, or tek. 

Hardware-specific Modes 
modem (-modem) Enable (disable) modem control for this 

device. Normally, this is only turned on 
for lines connected to modems. Such 
lines cannot be opened (see open(2» un­
less the device's data carrier detect line 
(DCD) is asserted by an external device 
such as a modem. Not all devices sup­
port this option; refer to the specific 
device's documentation for details. This 
option is on by default for / dev / modem 
and / dev / tty o. Since it uses the same 
signal line as dtrflow and emodem, 
these options cannot be used at the same 
time. 
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emodem (-emodem) Enable (disable) "European style" 
modem control. Similar to modem, as 
described previously. Refer to ter-
000(7) for further information. 

dtrflow (-dtrflow) 
hxctl (-hxctl) Enable hardware flow control for this 

device using the DCD line as input. This 
is normally used as a flow control with 
devices such as printers. Not all devices 
support this option; refer to the specific 
device's documentation for details. 
These options are on by default for 
/dev/printer and /dev/ttyl. 
Since they use the same signal line as 
modem and emodem, dtrflow cannot 
be used at the same time as those options. 
Note that dtrflow and hxctl are 
synonymous and cannot be used at the 
same time. 

flow (-flow) Enable hardware flow control using the 
request to send and clear to send lines 
(RTS/CTS) on a serial device. Not all 
devices support this option; refer to the 
specific device's documentation for de­
tails. Often it is preferable and easier to 
use XON/XOFF (ixon, ixoff and ix­
any) which is supported for all devices. 

The hardware-specific modes all apply to modem control; not all 
devices support all or any of them. If any of them are supported, 
then UIOCTTSTAT is supported. The default mode is 
UIOCNOMODEM/UIOCNOFLOW. All these are "remembered" 
when a device is closed and reopened again. 

FILES 
/bin/stty 

SEE ALSO 
tabs(I), ioctl(2), termio(7). 
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NAME 
sty 1 e - analyze surface characteristics of a document 

SYNOPSIS 
style [-ml] [-mm] [-a] [-e] [-1 nwn] [-r num] [-p] [-p] 
file ... 

DESCRIPTION 
style analyzes the surface characteristics of the writing style of 
a document. It reports on readability, sentence length and struc­
ture, word length and usage, verb type, and sentence openers. Be­
cause style runs deroff before looking at the text, formatting 
header files should be included as part of the input. The default 
macro package -ms may be overridden with the flag -mm, The 
flag -ml, which causes deroff to skip lists, should be used if the 
document contains many lists of nonsentences. The other flag op­
tions are used to locate sentences with certain characteristics. 

-a print all sentences with their length and readability index. 

-e print all sentences that begin with an expletive. 

-p print all sentences that contain a passive verb. 

-1 num 
print all sentences longer than num. 

-r num 
print all sentences whose readability index is greater than 
num. 

- P print parts of speech of the words in the document. 

FILES 
/usr/ucb/style 
/usr/lib/stylel 
/usr/lib/style2 
/usr/lib/style3 

SEE ALSO 
deroff(l), diction(l), spell(l). 

BUGS 

1 

Use of nonstandard formatting macros may cause incorrect sen­
tence breaks. 
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NAME 
s u - substitute user ID 

SYNOPSIS 
su [-] [name[arg ... ]] 

DESCRIPTION 
s u allows a user to become another user without logging off. The 
default user name is root (that is, superuser). 

To use su, the appropriate password must be supplied (unless one 
is already root). If the password is correct, su will execute a 
new shell with the real and effective user ID set to that of the 
specified user. The new shell will be the optional program named 
in the shell field of the specified user's password file entry (see 
passwd(4», or /bin/ sh if none is specified (see sh(I». To re­
store normal user ID privileges, type an EOF (CONIROL-D) to the 
new shell. 

Any additional arguments given on the command line are passed 
to the program invoked as the shell. When using programs like 
sh(1), an arg of the form -c string executes string via the shell 
and an argument of - r will give the user a restricted shell. 

The following statements are true only if the optional program 
named in the shell field of the specified user's password file entry 
is like sh(I). If the first argument to su is a -, the environment 
will be changed to what would be expected if the user actually 
logged in as the specified user. This is done by invoking the pro­
gram used as the shell with an argO value whose first character is 
-, thus causing the system's profile (I etc/profile) and then 
the specified user's profile (. profile in the new HOME directo­
ry) to be executed. Otherwise, the environment is passed along 
with the possible exception of $PATH, which is set to 
/bin: /etc: /usr/bin: /usr/etc for root. Note that if 
the optional program used as the shell is /bin/ sh, the user's 
. profile can check argO for -sh or -su to determine if it was 
invoked by login(1) or su(1), respectively. If the user's pro­
gram is other than /bin/ sh, then the program is invoked with an 
argO of -program by both login(l) and su(I). 

All attempts to become another user using su are logged in the 
log file /usr / adm/ sulog. 
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EXAMPLES 
The command 

su trip 

would cause the system to prompt for trip's password; if the 
password is typed in correctly, trip's identity is substituted. 

To become user bin while retaining the previously exported en­
vironment, execute 

su bin 

To become user bin but change the environment to what would 
be expected if bin had originally logged in, execute 

su - bin 

To execute command with the temporary environment and permis­
sion of user bin, type 

su - bin -e "command args" 

FILES 
/bin/su 
/ete/passwd 
fete/profile 
$HOME.profile 
/usr/adm/sulog 

SEE ALSO 

2 

esh(l), env(l), ksh(l), login(l), sh(1), passwd(4), pro­
file(4), environ(5). 
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NAME 
subj - generate a list of subjects from a document 

SYNOPSIS 
subj file ... 

DESCRIPTION 
sub j searches files for subjects that might be appropriate in a 
subject-page index and prints the list of subjects on the standard 
output. The document should contain formatting commands (from 
nroff, troff, and rom among others) to make the best use of 
subj. 

FILES 
/usr/bin/subj 

SEE ALSO 
rom(1), ndx(1), troff(l). 

WARNINGS 
sub j selects sequences of capitalized words as subjects except 
the first word in each sentence. Thus, if a sentence begins with a 
proper noun, the capitalization rule will not select this word as a 
subject. On the other hand, since each sentence is expected to be­
gin on a newline, the first word of a sentence that begins in the 
middle of a line may be erroneously selected. 

The output of sub j may not be appropriate for your needs and 
should be edited accordingly. 

BUGS 
subj also selects as subjects modifier-noun sequences from the 
abstract, headings, and topic sentences (the first sentence in each 
paragraph), and occasionally a word is incorrectly categorized as a 
noun or adjective. 
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NAME 
sum - calculate a checksum 

SYNOPSIS 
sum [-r] file ... 

DESCRIPTION 
sum calculates and displays a 16-bit checksum for the named file, 
and also displays the number of blocks in the file. It is typically 
used to look for bad spots, or to validate a file communicated over 
some transmission line. The flag option - r causes an alternate al­
gorithm to be used in computing the checksum. 

EXAMPLES 
sum filea 

produces the checksum and the block count of filea. 

FILES 
/bin/sum 

SEE ALSO 
sumdir(1), wc(I). 

DIAGNOSTICS 
Read error is indistinguishable from end-of-file on most dev­
ices; check the block count. 
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NAME 
s umdi r - sum and count characters in the files in the given 
directories 

SYNOPSIS 
sumdir [directories] 

DESCRIPTION 
sumdir provides a recursive checksum of all files in the specified 
directory. It calculates and prints a 16-bit checksum for the 
named file, and also prints the number of characters in the file. It is 
typically used to look for bad spots on the file system, or to vali­
date a file transmitted over some transmission line. The output 
from this program differs from the output from the s um(1) pro­
gram in that sumdir prints the number of characters rather than 
the number of blocks in the file. 

EXAMPLES 
sumdir man1 

produces the checksum and the character count of the files in the 
directory man 1. 

FILES 
/usr/bin/sumdir 

SEE ALSO 
sum(1). 
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NAME 
sync - update the superblock 

SYNOPSIS 
sync 

DESCRIPTION 
sync executes the sync system primitive. If the system is to be 
stopped, sync must be called to insure file system integrity. It 
will flush all previously unwritten system buffers out to disk, thus 
assuring that all file modifications up to that point will be saved. 
See sync(2) for details. 

EXAMPLES 
sync 

should be typed to flush all internal disk buffers, before bringing 
down the system. 

FILES 
/bin/sync 

SEE ALSO 
shutdown(lM), sync(2). 
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NAME 
sys1ine - display system status on status line of a terminal 

SYNOPSIS 
sys1ine [-b] [-c] [-d] [-e] [-h] [-D] [-i] [-1] [-m] [-p] 
[-q] [-r] [-s] [-j] [-H remote] [+N] 

DESCRIPTION 
sys1ine runs in the background and periodically displays sys­
tem status information on the status line of the terminal. Not all 
terminals contain a status line. Those that do include the h 19, 
cl08, aaa, vt100, tvi925/tvi950 and Freedom 100. 

Note: The Macintosh IT does not have a status line. 

If no flags are given, sys1ine displays the time of day, the 
current load average, the change in load average in the last 5 
minutes, the number of users (followed by u), the number of runn­
able process (followed by r) the number of suspended processes 
(followed by s), and the users who have logged on and off since 
the last status report. Finally, if new mail has arrived, a summary 
of it is printed. If there is unread mail in your mailbox, an asterisk 
will appear after the display of the number of users. The display 
is normally in reverse video (if your terminal supports this in the 
status line) and is right-justified to reduce distraction. Every fifth 
display is done in normal video to give the screen a chance to rest. 

If you have a file named. who in your home directory, then the 
contents of that file is printed first. One common use of this 
feature is to alias chdir, pushd, and popd to place the current direc­
tory stack in - / . who after it changes the new directory. 

The following flag options may be used on the command line: 

-b Beep once every half hour and twice every hour, 
just like those obnoxious watches you keep hear­
ing. 

-c Clear the status line for 5 seconds before each 
redisplay. 

-d 

-D 

-e 
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Debug mode - print status line data in 
human-readable format 

Print out the current day/date before the time. 

Print out only the information. Do not print out the 
control commands necessary to put the information 
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-H remote 

-h 

-1 

-m 

-p 

-r 

+N 

-q 

-i 

-s 

-j 

on the bottom line. This flag option is useful for 
putting the output of sysline onto the mode line 
of an emac s window. 

Print the load average on the remote host remote. If 
the host is down, or is not sending out rwhod 
packets, then the down time is printed instead. 

Print out the host machine's name after the time. 

Don't print the names of people who log in and out. 

Don't check for mail. 

Don't report the number of process which are runn­
able and suspended. 

Don't display in reverse video. 

Update the status line every N seconds. The de­
fault is 60 seconds. 

Don't print out diagnostic messages if something 
goes wrong when starting up. 

Print out the process ID of the sysline process 
onto standard output upon startup. With this infor-
mation you can send the alarm signal to the s y s -
line process to cause it to update immediately. 
sysline writes to the standard error, so you can 
redirect the standard output into a file to catch the 
process id. 

Print "short" form of line by left-justifying. iff es­
capes are not allowed in the status line. Some ter­
minals (the tvi's and Freedom 100's, for example) 
do not allow cursor movement (or other "intelli­
gent" operations) in the status line. For these ter­
minals, sysline normally uses blanks to cause 
right-justification. This flag option will disable the 
adding of the blanks. 

Force the sysline output to be left-justified even on 
terminals capable of cursor movement on the status 
line. 

If you have a file. syslinelock in your home directory, then 
sysline will not update its statistics and write on your screen, it 
will just go to sleep for a minute. This is useful if you want to dis-
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able sysline momentarily. Note that it may take a few seconds 
from the time the lock file is created until you are guaranteed that 
sysline will not write on the screen. 

FILES 
/usr/ucb/sysline 
/etc/utmp 

/dev/kmem 
/usr/spool/rwho/whod.* 

${HOME}/.who 

${HOME}/.syslinelock 

SEE ALSO 
ps(l), pstat(1). 

BUGS 

names of people who are 
logged in 
contains process table 
who/uptime informa­
tion for remote hosts 
information to print on 
bottom line 
when it exists, sysline 
will not print 

If you interrupt the display, you may find your cursor missing or 
stuck on the status line. The best thing to do is to reset the termi­
nal. 
If there is too much for one line, the excess is thrown away. 
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NAME 
systemfolder - create a personal System Folder 

SYNOPSIS 
systemfolder [ -f ] 

DESCRIPTION 
systemfolder allows a user to create a personal Macintosh® 
System Folder in his or her home directory. If a personal System 
Folder already exists, it is updated with any files in the global Sys­
tem Folder that are not present in the personal Folder. 

FLAG OPTIONS 
systemfolder interprets one flag option, the force option. 

-f By default, the System file is not updated if it already exists 
in the personal System Folder. If this option is used, this 
forces the update of the System file. 

FILES 

1 

$HOME/System Folder 
/mac/sys/System Folder/* 
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NAME 
tabs - set tabs on a terminal 

SYNOPSIS 
tabs [tabspee] [+m[n]] [-Ttype] 

DESCRIPTION 
tabs sets the tab stops on the user's terminal according to the tab 
specification tabspee, after clearing any previous settings. The 
user must have remotely-settable hardware tabs. 

Users of TermiNet terminals should be aware that they behave dif­
ferently from most other terminals for some tab settings. The first 
number in a list of tab settings becomes the left margin on a Ter­
miNet terminal. Thus, any list of tab numbers whose first element 
is other than 1 causes a margin to be left on a TermiNet, but not 
on other terminals. A tab list beginning with 1 causes the same ef­
fect regardless of terminal type. It is possible to set a left margin 
on some other terminals, although in a different way (see below). 

If no tabspee is given, the default value is -8, i.e., UNIX "stan­
dard" tabs. The lowest column number is 1. Note that for tabs, 
column 1 always refers to the left-most column on a terminal, 
even one whose column markers begin at 0, e.g., the DASI 300, 
DASI 300s, and DASI 450. 

tabs pee may be any of the following: 

-a 1,10,16,36,72 
Assembler, IBM® S/370, first format 

-a2 1,10,16,40,72 
Assembler, IBM S/370, second format 

-c 1,8,12,16,20,55 
COBOL, normal format 

-c2 1,6,10,14,49 
COBOL, compact format (columns 1-6 omitted). Using 
this code, the first typed character corresponds to card 
column 7, one space gets you to column 8, and a tab 
reaches column 12. Files using this tab setup should in­
clude a format specification as follows: 

<:t-c2 m6 s66 d:> 

February, 1990 
Revision C 

1 



tabs(l) tabs(l) 

(see --file flag option). 

-c3 1,6,10,14,18,22,26,30,34,38,42,46,50,54,58,62,67 
COBOL compact format (columns 1-6 omitted), with 
more tabs than -c2. This is the recommended format for 
COBOL. The appropriate format specification is: 

<:t-c3 m6 s66 d:> 

(see --file flag option). 

-f 1,7,11,15,19,23 
FORTRAN 

-p 1,5,9,13,17,21,25,29,33,37,41,45,49,53,57,61 
PL/I 

-s 1,10,55 
SNOBOL 

-u 1,12,20,44 
UNIVAC 1100 Assembler 

-n A repetitive specification requests tabs at columns 1 +n, 
1+2*n, etc. Note that such a setting leaves a left margin 
of n columns on TermiNet terminals only. Of particular 
importance is the value -8: this represents the UNIX 
"standard" tab setting, and is the most likely tab setting 
to be found at a terminal. It is required for use with the 
nroff -h flag option for high-speed output. Another 
special case is the value -0, implying no tabs at all. 

nl,n2, ... 
The arbitrary format permits the user to type any chosen 
set of numbers, separated by commas, in ascending order. 
Up to 40 numbers are allowed. If any number (except 
the first one) is preceded by a plus sign, it is taken as an 
increment to be added to the previous value. Thus, the 
tab lists 1, 10, 20 , 30 and 1, 10 , + 1 0 , + 10 are con­
sidered identical. 

--file If the name of a file is given, tabs reads the first line of 
the file, searching for a format specification. If it finds 
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one there, it sets the tab stops according to it, otherwise it 
sets them as -8. This type of specification may be used 
to make sure that a tabbed file is printed with correct tab 
settings, and would be used with the pr(l) command: 

tabs --file; prfile 

Any of the following may be used also; if a given flag occurs more 
than once, the last value given takes effect: 

-Ttype tabs usually needs to know the type of tenninal in order 
to set tabs and always needs to know the type to set mar­
gins. type is a name listed in term(5). If no -T flag is 
supplied, tabs searches for the $TERM value in the en­
vironment (see environ(5)). If no type can be found, 
tabs tries a sequence that will work for many terminals. 

+m[n] The margin argument may be used for some terminals. It 
causes all tabs to be moved over n columns by making 
column n+l the left margin. If +m is given without a 
value of n, the value assumed is 10. For a TermiNet, the 
first value in the tab list should be 1, or the margin will 
move even further to the right. The nonnal (left-most) 
margin on most terminals is obtained by +mO. The mar­
gin for most tenninals is reset only when the +m flag is 
given explicitly. 

Tab and margin setting is performed via the standard output. 

EXAMPLES 
tabs -c 

will send commands to the terminal to set the tabs for COBOL 
format remotely. 

tabs 6,12,18 

will set tabs in columns 6, 12 and 18. 

tabs -10 

will set tabs in columns 11,21,31,41,51,61, and 71. 

DIAGNOSTICS 
illegal tabs 

illegal increment 
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unknown tab code 

can't open 

file indirection 

when a predefined code cannot be 
found, where predefined codes in­
clude: 
-a -a2 -c -c2 -c3 -f -p -s-u 
if --file option is used, and file 
can't be opened. 
if --file option is used and the 
specification in that file points to yet 
another file. Indirection of this fonn 
is not permitted. 

FILES 
/usr/bin/tabs 

SEE ALSO 
nroff(l), pr(l), tset(l), term(4), environ(5). 

BUGS 

4 

There is no consistency among different terminals regarding ways 
of clearing tabs and setting the left margin. 
It is generally impossible to change the left margin usefully 
without also setting tabs. 
tabs clears only 20 tabs (on terminals requiring a long se­
quence), but is willing to set 64. 
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NAME 
tail- deliver the last part of a file 

SYNOPSIS 
tail [±[number][lbc[f]]] [file] 

DESCRIPTION 
tail copies the named file to the standard output beginning at a 
designated place. If no file is named, the standard input is used. 

Copying begins at distance +number from the beginning, or 
-number from the end of the input (if number is null, the value 10 
is assumed). number is counted in units of lines, blocks, or char­
acters, according to the appended option 1, b, or c. When no un­
its are specified, counting is by lines. 

With the -f ("follow") flag option, if the input file is not a pipe, 
the program will not terminate after the line of the input file has 
been copied, but will enter an endless loop, wherein it sleeps for a 
second and then attempts to read and copy further records from 
the input file. Thus it may be used to monitor the growth of a file 
that is being written by some other process. You must interrupt 
tail to escape this loop. 

EXAMPLES 
tail -f jack 

will print the last ten lines of the file jack, followed by any lines 
that are appended to jack between the time tail is initiated and 
interrupted. 

tail -15cf jack 

will print the last 15 characters of the file jack, followed by any 
lines that are appended to jack between the time tail is initiat­
ed and interrupted. 

FILES 
/bin/tail 

SEE ALSO 
cat(I), dd(1), head(I), more(I), pg(1). 

BUGS 
tails relative to the end of the file are treasured up in a buffer, 
and thus are limited in length. Various kinds of anomalous 
behavior may happen with character special files. 
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NAME 
talk - talk to another user 

SYNOPSIS 
talk person [ttyname] 

DESCRIPTION 

1 

talk is a visual communication program that copies lines from 
your terminal to that of another user. 

If you wish to talk to someone on your own machine, then person 
is just the person's login name. If you wish to talk to a user on 
another host connected via Ethernet to a local network running B­
NET software, then person is of the form 

host! user or 
host. user or 
host: user or 
user@host 

If you want to talk to a user who is logged in more than once, the 
tty name argument may be used to indicate the appropriate termi­
nal name. 

When first called, it sends the message 

Message from TalkDaemon@hismachine 
talk: connection requested by your name@your machine. 
talk: respond with: talk your name@yourmachine 

to the user to whom you wish to talk. At this point, the recipient 
of the message should reply by typing 

talk yourname@your machine 

It doesn't matter from which machine the recipient replies, as long 
as his login name is the same. Once communication is esta­
blished, the two parties may type simultaneously, with their output 
appearing in separate windows. Typing CONTROL-L will cause 
the screen to be reprinted, while your erase and kill characters will 
work in talk as normal. To exit, just type your interrupt charac­
ter; talk then moves the cursor to the bottom of the screen and 
restores the terminal. 

Permission to talk may be denied or granted by use of the mesg 
command. At the invocation of talk, talking is allowed. Certain 
commands, in particular nroff(l) and pr(1), disallow messages 
in order to prevent messy output. 

February, 1990 
RevisionC 



talk(IN) talk(IN) 

FILES 
/usr/bin/talk 
fete/hosts 
/ete/utrnp 

SEE ALSO 

to find the recipient's machine 
to find the recipient's tty 

rnail(I), rnesg(1), who(I), wri te(1). 
"Using B-NET" in A/UX Communications User's Guide. 
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NAME 
tar - copy files to or from a tar archive 

SYNOPSIS 
tar [key] ffile ... ] 

DESCRIPTION 

1 

tar saves and restores files within an archive, which frequently is 
magnetic tape media or floppy disks. Its actions are controlled by 
the key argument The key is a string of characters containing a 
maximum of one function letter and possibly one or more function 
modifiers. 

Other arguments to the command are files (or directory names) 
specifying which files are to be dumped or restored. In all cases, 
appearance of a directory name refers to the files and (recursively) 
subdirectories of that directory. tar does not follow symbolic 
links. 

The function portion of the key is specified by one of the follow­
ing letters: 

r The named files are written on the end of the tape. This 
may not work on all media. It requires the ability to 
"seek". The c function implies this function. 

x The named files are extracted from the tape. If a named 
file matches a directory whose contents had been written 
onto the tape, this directory is (recursively) extracted. If 
a named file on tape does not exist on the system, the file 
is created with the same mode as the one on tape, except 
that the set-user-ID and set-group-ID bits are not set un­
less you are superuser. If the files exist, their modes are 
not changed except for the bits described above. The 
owner, group, and modification time are restored (if pos­
sible). If no files argument is given, the entire content of 
the tape is extracted. Note that if several files with the 
same name are on the tape, the last one overwrites all 
earlier ones. 

t 

u 

The names of all the files on the tape are listed. 

The named files are added to the tape if they are not al­
ready there or have been modified since last written on 
that tape. 
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c 

tar(1) 

Create a new tape; writing begins at the beginning of the 
tape, instead of after the last file. This command implies 
the r function. 

The following characters may be used in addition to the letter that 
selects the desired function. 

ns Where n is a tape drive number (0, ... , 7), and s is the 
density (1 - low (800 bpi), m - medium (1600 bpi), or h -
high (6250 bpi)). This modifier selects the drive on 
which the tape is mounted. The default is Om. 

i Causes tar to ignore symbolic links. 

v Nonnally, tar does its work silently. The v (verbose) 
flag option causes it to type the name of each file it treats, 
preceded by the function letter. With the t function, v 
gives, in addition to the name, information about the tape 
entries. 

w Causes tar to print the action to be taken, followed by 
the name of the file, and then to wait for the user's 
confinnation. If a word beginning with y is given, the 
action is performed. Any other input means' 'no" . 

f Causes tar to use the next argument as the name of the 
archive instead of / dev /mt / Om. If the name of the file 
is -, tar writes to the standard output or reads from the 

- standard input, whichever is appropriate. Thus, tar may 
be used as the head or tail of a pipeline. tar may also 
be used to move hierarchies with the command: 

cd fromdir; tar cf - . I (cd todir; tar xf -) 

b Causes tar to use the next argument as the blocking fac­
tor for tape records. The default is I, the maximum is 20. 
This flag option should only be used with raw magnetic 
tape archives (see f). The block size is detennined au­
tomatically when reading tapes (key letters x and t). 

1 Tells tar to complain if it cannot resolve all of the links 
to the files being dumped. If 1 is not specified, no error 
messages are printed. 

m Tells tar not to restore the modification times. The 
modification time of the file will be the time of extrac­
tion. 
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o Causes extracted files to take on the user and group 
identifier of the user running the program rather than 
those on the tape. 

If more than one flag is used that requires an argument, the argu­
ments must be supplied in the same order that the flags were 
specified. 

This version of tar is capable of writing more than one tape or 
disk. The user will be prompted to change media when necessary. 
The next two flag options are used for tapes; the last is for disks. 

d Causes tar to use the next argument as the tape's density. 
The default density is 1600 bpi. 

s Causes tar to use the next argument as the tape's length in 
feet. The default length is 2300 feet. 

B Causes tar to use the next argument as the number of 
512-byte blocks on the disk. 

EXAMPLES 
cd fromdir; tar cf - . I (cd todir; tar xf -) 

will copy directories from one directory tree (fromdir) to anoth­
er (todir). 

FILES 
/usr/bin/tar 
/dev/rmt/* 
/dev/mt/* 
/tmp/tar* 
/bin/mkdir 
/bin/pwd 

build directories during recovery 
get working directory name 

SEE ALSO 
ar(1), cpio(I), dd(l), tp(1), dump. bsd(lM), tar(4). 

DIAGNOSTICS 
Complaints about bad key characters and tape read/write errors. 
Complaints that enough memory is not available to hold the link 
tables. 

BUGS 

3 

There is no way to ask for the nth occurrence of a file. 
Tape errors are handled ungracefully. 
The u flag option can be slow. 
The b flag option should not be used with archives that are going 
to be updated. The current magnetic tape driver cannot backspace 
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raw magnetic tape. If the archive is on a disk file, the b flag op­
tion should not be used at all, because updating an archive stored 
on disk can destroy it. 
The current limit on filename length is 100 characters. 
Empty directories are skipped when creating a tar archive. 
Note that tar eOrn is not the same as tar ernO. 
tar is unable to archive special devices. 
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NAME 
tbl - format tables for nroff or troff 

SYNOPSIS 
tbl [-TX] [file . .. ] 

DESCRIPTION 

1 

tbl is a preprocessor that formats tables for nroff or troff. 
The input files are copied to the standard output, except for lines 
between . T S and . TE command lines, which are assumed to 
describe tables and are reformatted by tbl. (The. TS and . TE 
command lines are not altered by tbl) . 

• T S is followed by global options. The available global options 
are: 

center 
expand 

center the table (default is left adjust); 
make the table as wide as the current line 
length; 

box enclose the table in a box; 
doublebox enclose the table in a double box; 
allbox 
tab (x) 

enclose each item of the table in a box; 
use the character x instead of a tab to 
separate items in a line of input data. 

The global options, if any, are terminated with a semicolon (; ). 

Next come lines describing the format of each line of the table. 
Each such format line describes one line of the actual table, except 
that the last format line (which must end with a period) describes 
all remaining lines of the table. Each column of each line of the 
table is described by a single keyletter, optionally followed by 
specifiers that determine the font and point size of the correspond­
ing item, that indicate where vertical bars are to appear between 
columns, that determine column width, intercolumn spacing, etc. 
The available keyletters are: 

c center item within the column; 
r right adjust item within the column; 
1 left adjust item within the column; 
n numerically adjust item in the column: units positions 

of numbers are aligned vertically; 
s span previous item on the left into this column; 
a center longest line in this column and then left adjust all 

other lines in this column with respect to that centered 
line; 
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A span down previous entry in this column; 
replace this entry with a horizontal line; 
replace this entry with a double horizontal line. 

tbl(1) 

The characters B and I stand for the bold and italic fonts, respec­
tively; the character I indicates a vertical line between columns. 

The format lines are followed by lines containing the actual data 
for the table, followed finally by . TE. Within such data lines, 
data items are normally separated by tab characters. 

If a data line consists of only or =, a single or double line, 
respectively, is drawn across the table at that point; if a single item 
in a data line consists of only or =, then that item is replaced by 
a single or double line. -

Full details of all these and other features of tbl are given in the 
reference manual cited below. 

The -TX flag option forces tbl to use only full vertical line mo­
tions, making the output more suitable for devices that cannot gen­
erate partial vertical line motions (for example, line printers). 

If no file names are given as arguments (or if - is specified as the 
last argument), tbl reads the standard input, so it may be used as 
a filter. When it is used with eqn(l) or neqn, tbl should come 
first to minimize the volume of data passed through pipes. 

EXAMPLES 
In the following input, CONTROL-I (A I) represents a tab (which 
should be typed as a genuine tab: 

.TS 
center box 
cB s s 
cI cI s 
cI I cI s 
1 Inn . 
Household I Population 

Town A I Households 
A I Number A I Size 

Bedminster A I789 A I3.26 
Bernards Twp. AI3087 AI3.74 
Bernardsville A I20l8 AI3.30 
Bound Brook AI 3425 AI 3. 04 
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Bridgewater~I7897~I3.81 

Far Hills~I240~I3.19 
.TE 

yields: 

Household Population 

Town 
Households 

FILES 
/bin/tbl 

SEE ALSO 

Bedminster 
Bernards Twp. 
Bernardsville 
Bound Brook 
Bridgewater 
Far Hills 

Number Size 
789 3.26 

3087 3.74 
2018 3.30 
3425 3.04 
7897 3.81 
240 3.19 

tbl(1) 

eqn(I), mm(I), mvt(1), nroff(1), troff(1), mm(5), ms(5), 
mv(5). 
"tbl Reference" in A/UX Text Processing Tools. 

BUGS 
See BUGS under nroff(l). 
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NAME 
t c - interpret troff output for use at a vintage display device 

SYNOPSIS 
tc [-t] [-0 list] [-a n] [-e] (file] ... 

DESCRIPTION 
tc interprets its input (standard input default) as output from 
troff(I). The standard output of tc is intended for a TEK­
TRONIX 4015 (a 4014 terminal with ASCII and APL character 
sets). The various typeface sizes are mapped into the 4014's four 
sizes; the entire troff character set is drawn with the 4014's 
character generator, by using overstruck combinations where 
necessary, producing an altogether displeasing effect. 

Typical usage is 

t ro f f troif-options file I t c 

At the end of each page, tc waits for a newline (empty line) from 
the keyboard before continuing to the next page. In this wait state, 
the following commands are recognized. 

! cmd Send cmd to the shell. 

e Invert the state of the screen erase. 

n Print page n (previously printed). 

-n Skip backward n pages. 

oUst Set -0 list to list. 

p Print current page again. 

an Set the aspect ratio to n. 

? Print list of available options. 

The flag options are 

-t Do not wait between pages (for directing output into a 
file). 

-0 list Print only the pages enumerated in list. The list consists 
of pages and page ranges (for example, 5-17) separated 
by commas. The range n- goes from n to the end; the 
range -n goes from the beginning to and including page 
n. 

-a n Set the aspect ratio to n; default is 1.5. 
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-e Do not erase before each page. 

FILES 
/usr/bin/tc 

SEE ALSO 
4014(1), nroff(I), tplot(IG), troff(I). 

BUGS 
Font distinctions are lost. 

te(1) 

t c needs a -w flag option to wait for input to arrive. 
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NAME 
t eb - block data to 8K for t e output 

SYNOPSIS 
command-line I t eb > / dev / rmt / t ex 

DESCRIPTION 
t eb reads standard input and writes standard output in a blocking 
format suitable for the Apple SC 40 Tape Backup. The output of 
t eb is always blocked at 8K to satisfy the blocking requirements 
of the tape cartridge drive. The last output block is zero-filled as 
necessary. 

If the output of t eb is sent through another pipe before being 
directed to the tape cartridge drive, the tape-specific blocking of 
data t eb will be lost. 

The following example illustrates how to create a tar archive on 
cartridge tape. Substituting the SCSI ID of your tape cartridge 
drive for x, enter 

tar evf - . I teb >/dev/rmt/tex 

To create an archive that will be larger than one tape, use the size 
(8) flag option for tar. This flag option allows you to specify the 
capacity of the tape cartridge in terms of 512-byte blocks. This 
may be computed using a conversion factor of 2048 blocks per 
MB. 

To read from an archive written with tar and teb, use dd(1) and 
specify an 8K blocking size. Better performance results from the 
use of a larger input buffer size, as long as it is a multiple of 8K: 

dd if=/dev/rmt/tex ibs=20x8K Itar xvf -

SEE ALSO 
dd(1), tar(1), tc(7). 
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NAME 
tee - pipe fitting 

SYNOPSIS 
tee [-i] [-a] [file] ... 

DESCRIPTION 
tee transcribes the standard input to the standard output and 
makes copies in the files. The -i flag option ignores interrupts; 
the -a flag option causes the output to be appended to the files 
rather than overwriting them. 

EXAMPLES 
make I tee x 

will cause the output of the make program to be recorded on file 
x as well as printed on standard output. 

FILES 
/bin/tee 
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NAME 
telnet - user interface to the TELNET protocol 

SYNOPSIS 
telnet [host [port]] 

DESCRIPTION 
telnet is used to communicate with another host using the TEL­
NET protocol. If telnet is invoked without arguments, it enters 
command mode, indicated by its prompt ("telnet>"). In this 
mode, it accepts and executes the commands listed below. If it is 
invoked with arguments, it performs an open command (see 
below) with those arguments. 

Once a connection has been opened, telnet enters an input 
mode. The input mode entered will be either "character at a 
time" or "line by line" depending on what the remote system 
supports. 

In "character at a time" mode, most text typed is immediately 
sent to the remote host for processing. 

In "line by line" mode, all text is echoed locally, and (normally) 
only completed lines are sent to the remote host. The "local echo 
character" (initially ""'E") may be used to turn off and on the lo­
cal echo (this would mostly be used to enter passwords without 
the password being echoed). 

In either mode, if the localchars toggle is TRUE (the default in 
line mode; see below), the user's quit, interrupt, and flush charac­
ters are trapped locally, and sent as TELNET protocol sequences 
to the remote side. There are options (see toggle autojiush and 
toggle autosynch below) which cause this action to flush subse­
quent output to the terminal (until the remote host acknowledges 
the TELNET sequence) and flush previous terminal input (in the 
case of quit and interrupt). 

While connected to a remote host, telnet command mode may 
be entered by typing the tel net "escape character" (initially 
" '" ] "). When in command mode, the normal terminal editing 
conventions are available. 

COMMANDS 
The following commands are available. Only enough of each 
command to uniquely identify it need be typed (this is also true for 
arguments to the mode, set, toggle, and display com­
mands). 
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2 

open host [port] 
Open a connection to the named Iwst. If no port number is 
specified, tel net will attempt to contact a TELNET server 
at the default port. The host specification may be either a 
host name (see hosts(4» or an Internet address specified in 
the "dot notation" (see inet(3N). 

close 
Close a lELNET session and return to command mode. 

quit 
Close any open lELNET session and exit telnet. An end 
of file (in command mode) will also close a session and exit. 

z Suspend telnet. This command only works when the user 
is using the csh(1). 

mode type 
type is either line (for "line by line" mode) or character (for 
"character at a time" mode). The remote host is asked for 
permission to go into the requested mode. If the remote host 
is capable of entering that mode, the requested mode will be 
entered. 

status 
Show the current status of telnet. This includes the peer 
one is connected to, as well as the current mode. 

display [argument ... ] 
Displays all, or some, of the set and toggle values (see 
below). 

? [command] 
Get help. With no arguments, telnet prints a help sum­
mary. If a command is specified, telnet will print the help 
information for just that command. 

send arguments 
Sends one or more special character sequences to the remote 
host. The following are the arguments which may be 
specified (more than one argument may be specified at a 
time): 

escape 
Sends the current telnet escape character (initially 
" ... ] "). 
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synch 
Sends the TELNET SYNCH sequence. This sequence 
causes the remote system to discard all previously typed 
(but not yet read) input This sequence is sent as TCP 
urgent data (and may not work if the remote system is a 
4.2 BSD system; if it doesn't work, a lowercase "r" 
may be echoed on the terminal). 

brk Sends the TELNET BRK (Break) sequence, which may 
have significance to the remote system. 

ip Sends the TELNET IP (Interrupt Process) sequence, 
which should cause the remote system to abort the 
currently running process. 

ao Sends the TELNET AO (Abort Output) sequence, which 
should cause the remote system to flush all output from 
the remote system to the user's terminal. 

ayt Sends the TELNET AYT (Are You There) sequence, to 
which the remote system mayor may not choose to 
respond. 

ec Sends the TELNET EC (Erase Character) sequence, 
which should cause the remote system to erase the last 
character entered. 

el Sends the TELNET EL (Erase Line) sequence, which 
should cause the remote system to erase the line current­
ly being entered. 

ga Sends the TELNET GA (Go Ahead) sequence, which 
likely has no significance to the remote system. 

nop Sends the TELNET NOP (No OPeration) sequence. 

? Prints out help information for the send command. 

set argument value 
Set anyone of a number of telnet variables to a specific 
value. The special value "off' turns off the function associ­
ated with the variable. The values of variables may be inter­
rogated with the display command. The variables which 
may be specified are: 

echo 
This is the value (initially "A E' ') which, when in "line 
by line" mode, toggles between doing local echoing of 
entered characters (for normal processing), and 
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suppressing echoing of entered characters (for entering, 
say, a password). 

escape 
This is the telnet escape character (initially " ... [") 
which causes entry into telnet command mode (when 
connected to a remote system). 

interrupt 
If telnet is in localchars mode (see toggle local­
chars below) and the interrupt character is typed, a 
TELNET IP sequence (see send ip above) is sent to the 
remote host. The initial value for the interrupt character 
is taken to be the terminal's interrupt character. 

quit If telnet is in localchars mode (see toggle local­
chars below) and the quit character is typed, a TELNET 
BRK sequence (see send brk above) is sent to the re­
mote host The initial value for the quit character is tak­
en to be the terminal's quit character. 

jlushoutput 
If telnet is in localchars mode (see toggle local­
chars below) and the jlushoutput character is typed, a 
TELNET AO sequence (see send ao above) is sent to 
the remote host. The initial value for the flush character 
is taken to be the terminal's flush character. 

erase 
If telnet is in loca/chars mode (see toggle loca/­
chars below), and if telnet is operating in "character 
at a time" mode, then when this character is typed, a 
TELNET EC sequence (see send ec above) is sent to 
the remote system. The initial value for the erase char­
acter is taken to be the terminal's erase character. 

kill If telnet is in loca/chars mode (see toggle loca/­
chars below), and if te/net is operating in "character at 
a time" mode, then when this character is typed, a TEL­
NET EL sequence (see send e/ above) is sent to the re­
mote system. The initial value for the kill character is 
taken to be the terminal's kill character. 

eo! If telnet is operating in "line by line" mode, entering 
this character as the first character on a line will cause 
this character to be sent to the remote system. The ini-
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tial value of the EOF character is taken to be the 
terminal's EOF character. 

toggle arguments ... 
Toggle (between lRUE and FALSE) various flags that con­
trol how tel net responds to events. More than one argu­
ment may be specified. The state of these flags may be inter­
rogated with the display command. Valid arguments are: 

loealehars 
If this is TRUE, then the flush, interrupt, quit, erase, and 
kill characters (see set above) are recognized locally, 
and transformed into (hopefully) appropriate TELNET 
control sequences (respectively ao, ip, brk, ee, and el; 
see send above). The initial value for this toggle is 
TRUE in "line by line" mode, and FALSE in "charac­
ter at a time" mode. 

autofiush 
If autofiush and local chars are both TRUE, then when 
the ao, interrupt or quit characters are recognized (and 
transformed into TELNET sequences; see set above 
for details), telnet refuses to display any data on the 
user's terminal until the remote system acknowledges 
(via a TELNET Timing Mark option) that it has pro­
cessed those TELNET sequences. The initial value for 
this toggle is TRUE if the terminal user had not done an 
stty noflsh, otherwise FALSE (see stty (1» • 

autosyneh 
If autosyneh and loealehars are both TRUE, then when 
either the interrupt or quit characters is typed (see set 
above for descriptions of the interrupt and quit charac­
ters), the resulting TELNET sequence sent is followed 
by the TELNET SYNCH sequence. This procedure 
should cause the remote system to begin throwing away 
all previously typed input until both of the TELNET se­
quences have been read and acted upon. The initial 
value of this toggle is FALSE. 

ermod 
Toggle carriage return mode. When this mode is en­
abled, most carriage return characters received from the 
remote host will be mapped into a carriage return fol­
lowed by a linefeed. This mode does not affect those 
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characters typed by the user, only those received from 
the remote host. This mode is not very useful unless the 
remote host only sends carriage return, but never 
linefeed. The initial value for this toggle is FALSE. 

debug 
Toggles socket level debugging (useful only to the su­
peruser). The initial value for this toggle is FALSE. 

options 
Toggles the display of some internal telnet protocol 
processing (having to do with TELNET options). The 
initial value for this toggle is FALSE. 

netdata 
Toggles the display of all network data (in hexadecimal 
format). The initial value for this toggle is FALSE. 

? Displays the legal toggle commands. 

FILES 
/usr/bin/telnet 

SEE ALSO 
cu(I), ftp(IN), rlogin(lN), tip(IC), uucp(IC), 
telnetd(1M). 

BUGS 

6 

There is no adequate way for dealing with flow control. 

On some remote systems, echo has to be turned off manually 
when in "line by line" mode. 

There is enough settable state to justify a . telnetrc file. 

No capability for a . telnetrc file is provided. 

In "line by line" mode, the terminal's EOF character is only 
recognized (and sent to the remote system) when it is the first 
character on a line. 
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NAME 
test - condition evaluation command 

SYNOPSIS 
test [expr] 

DESCRIPTION 
test evaluates the expression expr and, if its value is true, re­
turns a zero (true) exit status; otherwise, a nonzero (false) exit 
status is returned. t est also returns a nonzero exit status if there 
are no arguments. The superuser is always granted execute per­
mission even though execute permission is meaningful only for 
directories and regular files and exec requires that at least one 
execute mode bit be set for a regular file to be executable. The 
following primitives are used to construct expr. 

-r file True if file exists and is readable. 

-w file 

-x file 

-ffile 

-dfile 

-cfile 

-bfile 

-pfile 

-ufile 

-gfile 

-kfile 

True if file exists and is writable. 

True if file exists and is executable. 

True if file exists and is a regular file. 

True if file exists and is a directory. 

True if file exists and is a character device file. 

True if file exists and is a block device file. 

True if file exists and is a named pipe (FIFO). 

True iffile exists and its set-user-ID bit is set 

True iffile exists and its set-group-ID bit is set. 

True if file exists and its sticky bit is set 

-s file True if file exists and has a size greater than zero. 

-t [Ii/des] True if the open file whose file descriptor number is 
fildes (1 by default) is associated with a terminal dev­
ice. 

-z sl True if the length of string sl is zero. 

-n sl True if the length of string sl is nonzero. 

sl = s2 True if strings sl and s2 are identical. 

sl ! = s2 True if strings sl and s2 are not identical. 

sl True if sl is not the null string. 
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nl -eq n2 
True if the integers nl and n2 are algebraically equal. 
Any of the comparisons -ne, -gt, -ge, -It, and 
-Ie may be used in place of -eq. 

These primaries may be combined with the following operators: 

-a 

-0 

(expr) 

Unary negation operator. 

Binary AND operator. 

Binary OR operator (-a has higher precedence than 
-0). 

Parentheses for grouping. 

Notice that all the operators and flags are separate arguments to 
test. Notice also that parentheses are meaningful to the shell 
and, therefore, must be escaped. 

EXAMPLES 
test is typically used in shell scripts (sh(I)), as in the following 
example, which prints the message "foo is a directory" 
if it is found to be one when test is run. 

if test -d foo 
then 

echo "foo is a directory" 
fi 

SEE ALSO 

2 

find(I), ksh(I), sh(I). 
"Bourne Shell Reference" and "Korn Shell Reference" in A/UX 
User Interface. 
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NAME 
TextEdi tor - mouse-based text editor 

SYNOPSIS 
TextEdi tor [filename] 

DESCRIPTION 
TextEdi tor is a mouse-based editor for use with both Macin­
tosh® and NUX® files of type TEXT. It runs with NUX 2.0 and 
later systems. TextEdi tor provides an alternative to the vi 
and ed text editors for those who prefer to work with the mouse 
and pull-down menus instead of with keyboard commands. 

You can invoke TextEditor by double-clicking its icon, by 
double-clicking the icon of a Macintosh or NUX text file while 
TextEdi tor is the default editor, or by entering launch 
TextEdi tor in the NUX command line. For information about 
making TextEdi tor the default editor, see AIUX Essentials. 

If you double-click a file icon or specify a filename when invoking 
TextEdi tor from the command line, the text of that file appears 
in the first window displayed; otherwise, the first window is emp­
ty. TextEdi tor lets you open several windows at once, each 
displaying text from a different file; however, you can work in 
only one window at a time. The window in which you are work­
ing is called the active window. 

You can scroll and page the text in the active window by using the 
scroll bar that runs along its right side, as described in AIUX 
Essentials. 

Files created or touched by TextEdi tor are saved as text-only 
files of type TEXT. They may contain tab and newline characters 
but no other formatting information. This file structure is compa­
tible with other applications that create text-only files; for exam­
ple, TextEdi tor can process MacWrite® files saved with the 
Text Only option. 

The tab setting, font setting, selection, window settings, auto­
indent state, invisible character state, and markers applicable to a 
file are saved with the file in its resource fork. This resource fork 
appears as a file named %filename in the NUX directory that con­
tains the primary file. You can tell TextEdi tor not to save this 
resource file by clicking the "Save Text Only" radio button in the 
dialog that appears when you select any of the following items 
from the File menu: New, Close, Save as ... , and Save a Copy. 
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MOUSE-BASED EDITING 
In TextEditor, the procedure for inserting text entered from 
the keyboard is simple. Move the mouse so that you position the 
I-beam pointer on the screen at any place in the text inside the text 
window and then click (press and release) the mouse button. 
When you click, a blinking vertical bar appears at the pointer posi­
tion to mark the current text insertion point. Characters you enter 
from the keyboard always appear at this insertion point. At any 
time you can move the pointer to a new place in the text and click 
to establish a new insertion point. 

Caution: Except for tab and newline, TextEditor ignores 
zero-width (control) characters generated by the keyboard. If you 
need to enter such a character into a document, generate it in the 
Key Caps desk accessory (accessible under the Apple® menu) 
and use Copy and Paste menu items in the Edit menu to transfer it 
to the document. 

The general procedure for using TextEdi tor to edit or other­
wise modify existing text comprises two steps: first you select the 
text to be changed and then you choose the operation you want to 
perform on the selection. 

If you select text and immediately enter one or more characters 
from the keyboard, instead of choosing a menu item, TextEdi­
tor deletes the selected text and inserts the text entered from the 
keyboard in its place. 

In many cases, TextEdi tor lets you undo an operation if you 
make a mistake. Just choose Undo from the Edit menu immedi­
ately after the faulty operation. 

The next section "Text Selection" tells you how to select the text 
to be edited; "Menu Commands" lists the operations you can per­
form. 

TEXT SELECTION 

2 

There are several ways you can select a section of existing text for 
a TextEditor editing operation. 

Double-clicking 
When you position the pointer on a word and press the mouse but­
ton twice in rapid succession, TextEdi tor selects that word. 
This is called double-clicking. In this selection mode, TextEdi­
tor recognizes two character domains. One domain contains the 
uppercase and lowercase letters, the ten numerals, and the under-
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score character; the other domain contains all other characters, in­
cluding punctuation, space, and newline. If you double-click a 
character from the letter domain, TextEditor selects text in 
both directions from that character to the first character belonging 
to the punctuation domain. If you double-click on a punctuation 
character, except for one of the enclosing characters described 
below, it selects just that character. 

Triple-Clicking 
When you place the cursor anywhere within a line of text and 
click the mouse button three times in rapid succession, TextEd­
ito r selects the entire line. This is called "triple-clicking." 

Dragging 
When you move the pointer over text from one place to another 
while pressing and holding down the mouse button, TextEdi­
tor selects all the text the pointer passes over until you release 
the mouse button. This is called dragging. By dragging, you can 
select any amount of text from a single character to an entire do­
cument. When you attempt to move the pointer above or below 
the text currently showing, TextEdi tor automatically scrolls 
the window to show more text. 

Shift Selection 
When you move the pointer to a place other than the current inser­
tion point and then click while holding down SHIFT, TextEdi­
tor selects all the text between the insertion point and the pointer 
position, even when they are on different pages of the document 
and the insertion point is not showing. 

Marker Selection 
"Mark Menu" in the later section, "Menu Commands" describes 
how you can create names for selections of text. To select a piece 
of text you have previously named, you just choose its name from 
the Mark menu. 

Enclosed Text Selection 
When you double-click one of the following pairs of polarized en­
closing characters, TextEdi tor selects all text between it and 
the matching character. These characters are: 

( ) [ ] { } 

This method of selecting text works both backward and forward. 
For example, if you click a right bracket, TextEdi tor searches 
backward for the first preceding left bracket. It also correctly 
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parses nested structures that use the same enclosing characters. 

When you double-click the first occurrence of one of the follow­
ing pairs of nonpolarized enclosing characters, TextEdi tor 
selects all text between it and the next occurrence of the same 
character forward in the text. These characters are: 

" " 
, , , , / / \ \ 

When making a selection from both polarized and nonpolarized 
enclosing characters, TextEdi tor ignores all characters except 
the correct match and searches to the beginning or end of the do­
cument. The resulting selection does not include the enclosing 
characters themselves. If TextEdi tor does not find a match, it 
selects only the character originally clicked. 

MENU ITEMS 

4 

TextEdi tor displays menus titled File, Edit, Find, Mark, and 
Window in the menu bar at the top of the screen, plus the Apple 
menu at the far left. To choose a menu item, position the pointer 
on a menu title, press the mouse button, and move the mouse 
downward while holding down the mouse button. Release the 
button when the pointer has highlighted the desired item. Menu 
actions operate only on the active (frontmost or topmost) window. 

Many menu actions can be invoked from the keyboard by holding 
down COMMAND (not CONTROL) and typing a character. The 
character required is shown beside the Command-key symbol in 
the menu display. Such Command-key equivalents may be en­
tered as lowercase; you don't need to hold down SHIff as well. 

The following sections describe the actions performed by the vari­
ous TextEditor menu items. 

Apple Menu 
At the far left of the menu bar, the Apple symbol is the title of a 
menu that contains the About TextEditor menu item. Choosing 
that menu item displays a dialog box that gives version informa­
tion. 

File Menu 
The menu items in the File menu let you create, retrieve, and save 
files, print text, and quit TextEdi tor. The File Menu contains 
the following menu items: 

New... Create a new empty file of type TEXT. This 
menu item first displays a dialog box that lets 
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Open ... 

Close 
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you enter a filename and select a directory to 
contain the document. When you click the 
Drive button in this dialog box, TextEdi tor 
searches for a different hard disk or floppy disk. 
When you click the New button, it creates the 
file and opens it in a new, active TextEdi tor 
window. The Command-key equivalent for the 
New menu item is COMMAND-N. 

The New... dialog also contains radio buttons 
that let you specify whether the resulting file 
will be saved with its formatting information or 
as text only. 

Open an existing text file from disk. This menu 
action first displays a hierarchical list of all files 
of type TEXT that are available in your im­
mediate system. To open a file, double-click its 
name, or select its name and then click the 
Open button. When you open a file for the first 
time, TextEdi tor places the insertion point 
at the beginning of the text. When you open 
the file subsequently, it appears in the last state 
in which TextEdi tor saved it; the previous 
selection or insertion point is preserved (if you 
have saved formatting information) unless the 
file has been modified by other software. To 
open a non modifiable copy of a file, click the 
Read-Only box. If the file you specify is al­
ready open in TextEditor, its window is 
made active. The Command-key equivalent for 
the Open menu item is COMMAND-O. 

Close the active window and remove it from 
view. You can recall the window later by using 
the Window menu. This menu action does not 
save the window contents to disk. The 
Command-key equivalent for the Close menu 
item is COMMAND-W. 

If you have not previously saved the file, this 
menu action displays a dialog that lets you 
specify whether the file being closed will be 
saved, and if it is saved whether it is with for­
matting information or as text only. 
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Save Save the contents of the active window to disk 
in the file that was originally opened, without 
closing the window. This menu item is grayed 
if the contents of the file have not been changed 
since the last Save action. The Command-key 
equivalent for the Save menu item is 
COMMAND-S. 

Save As... Save the contents of the active window to disk 
into a different file than the one originally 
opened, and start to edit the new file. The ori­
ginal file is closed with its original name but 
without any new changes being saved to it. 
This menu action displays a dialog box that lets 
you enter the new filename and specify its 
directory location, as well as radio buttons that 
let you specify whether or not formatting infor­
mation is saved. The active window then 
shows the name and contents of the new file 
and subsequent Save actions save the contents 
of the window to it 

Save a Copy... Act the same as Save As, but continue editing 
the original file under the original name. 

Revert to Saved Discard all changes to the contents of the active 
window since it was last saved. This menu 
item is grayed if the contents of the file have 
not been changed since the last Save action. 

Page Setup Display a dialog box that lets you set the paper 
size, orientation, and reduction or enlargement 
for subsequent printing actions. 

Print Window Print text from the active window. If part of the 
text is currently selected, TextEdi tor prints 
only the selection; otherwise, it prints the entire 
document in the window. Use the Chooser 
desk accessory, available in the Apple menu, to 
specify which printer to use. Use the Page Set­
up menu item, just described, to specify paper 
size, orientation, and scale. 

Quit Exit TextEditor and return to the Finder. If 
there are unsaved changes to any files, Text­
Editor gives you a chance to save them. The 
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Edit Menu 

TextEditor(l) 

Command-key equivalent for the Quit menu 
item is COMMAND-Q. 

The items in the Edit menu help you move text around and per­
form certain global fonnatting actions. 

Undo 

Cut 

Copy 

Paste 

Clear 

Select All 

Reverse the most recent text change. If you choose 
Undo a second time, the change is reinstated. This 
menu action does not affect changes to the resource 
fork, such as font or tab settings. The Command­
key equivalent for the Undo menu item is 
COMMAND-Z. 

Copy the currently selected text in the active win­
dow to the Clipboard and then delete it from the 
window. The Command-key equivalent for the Cut 
menu item is COMMAND-X. 

Copy the currently selected text in the active win­
dow to the Clipboard without deleting it from the 
window. The Command-key equivalent for the 
Copy menu item is COMMAND-C. 

Replace the currently selected text in the active 
window with the contents of the Clipboard. If 
there is no current selection, Paste inserts the con­
tents of the clipboard at the current insertion point. 
The Command-key equivalent for the Paste menu 
item is COMMAND-V. 

Delete the currently selected text from the active 
window. The key equivalent for the Clear menu 
item is DELETE. 

Select the entire document that is in the active win­
dow. The Command-key equivalent for the Select 
All menu item is COMMAND-A. 

Show Clipboard 
Display a new, active TextEditor window that 
displays the contents of the Clipboard, if any. 

Format... Display a dialog box that lets you set typography 
and indentation for the entire document that is in 
the active window. 
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Scrolling list (fields) in the Format dialog box let 
you select a type font and size for the active win­
dow by clicking items in the lists. 

The Auto Indent check box in the Format dialog 
box toggles auto-indenting on and off, with the X­
mark indicating it is on. When auto-indenting is 
on, pressing RETURN aligns text to the left margin 
of the previous line. You can override auto­
indenting for any single line, aligning it to the far 
left margin, by holding down OPTION while you 
press RETURN. 

The Show Invisibles check box in the Format dia­
log box toggles invisible character display on and 
off, with the X-mark indicating it is on. When it is 
on, all characters in the document are displayed, in­
cluding those normally invisible. Tabs are shown 
as triangles, spaces as diamonds, new lines as logi­
cal negation characters (rotated L's), and all other 
normally invisible characters as upside-down ques­
tion marks. 

The Tabs text box in the Format dialog box lets you 
enter the number of spaces signified by each tab 
character in the active window. 

Align Align the left margin of all the currently selected 
text in the active window to the top line of the 
selection. 

Shift Left Move the currently selected text in the active win­
dow one tab distance to the left, preserving indenta­
tion within the selection. The Command-key 
equivalent for the Shift Left menu item is 
COMMAND-{ . If you also hold down SHIFT, the 
movement becomes one space instead of one tab. 

Shift Right Perform the same action as Shift Left, but move the 
selection to the right. The Command-key 
equivalent for the Shift Right menu item is 
COMMAND-}. 
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Find Menu 
The menu items in the Find menu help you find and replace text in 
the active window. 

All search actions start by displaying a dialog box that lets you 
specify the following options by clicking an option so the check 
box is checked: 

Literal Find the exact string you entered, wherever 
it may appear, even if it is part of another 
string. 

Entire Word Find the string you entered only if it consti­
tutes an entire word. The determination of 
word boundaries is the same as with 
double-clicking, described earlier in "Text 
Selection. " The Entire Word and Literal 
options are mutually exclusive. 

Case Sensitive Find the string you entered only if the up­
percase and lowercase status of all letters in 
the found string is the same. 

Search Backward Search from the current selection or inser­
tion point toward the beginning of the docu­
ment. You can temporarily reverse the 
direction of searching, either from forward 
to backward or from backward to forward, 
by holding down SmFf when you start a 
search operation. 

Wrap-around Search Search forward to the end of the document, 
then start searching again from the begin­
ning to the current selection or insertion 
point. If Search Backwards is also selected, 
Wrap-around Search does the same in the 
reverse direction. 

The default values for searching are Literal on, Entire Word off, 
Case Sensitive off, Search Backwards off, and Wrap-around 
Search off. Whenever a search fails, TextEdi tor tells you by 
sounding a beep. 

The Find menu contains the following menu items: 

Find... Find the next occurrence of the string you 
specify in the text box. TextEdi tor 
scrolls the active window to that part of the 
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10 

Find Same 

Find Selection 

Display Selection 

Replace ... 

Replace Same 

Mark Menu 

document and selects the text it has found. 
The Command-key equivalent for the Find 
menu item is COMMAND-F. 

Repeat the most recent Find operation. The 
Command-key equivalent for the Find 
Same menu item is COMMAND-G. 

Find the next occurrence of the currently 
selected text. The Command-key 
equivalent for the Find Selection menu item 
is COMMAND-H. 

Scroll the active window to show the 
currently selected text. 

Find the next occurrence of the string you 
specify in a text box and replace it with 
another string that you also specify. The 
Command-key equivalent for the Replace 
menu item is COMMAND-R. 

Repeat the latest Replace operation. The 
Command-key equivalent for the Replace 
Same menu item is COMMAND-T. 

The menu items in the Mark menu help you navigate long docu­
ments. They let you associate labels with pieces of text so you 
can find them easily later. They also make it easy to select large 
pieces of text, as explained earlier in "Text Selection." 

The upper part of the Mark menu, above the horizontal line, con­
tains the menu items Mark and Unmark; the lower part contains a 
list of all mark labels you have created for the currently active 
window. The Mark and Unmark menu items do the following: 

Mark... Display a dialog box that lets you attach a label to a 
text position. If you previously selected a piece of 
text, the label applies to the whole selection; if not, it 
applies to the current position of the insertion point. 
If you try to create a label using a name that is already 
taken, TextEdi tor displays a dialog box that lets 
you either replace the old marker or choose a new 
name. The Command-key equivalent for the Mark 
menu item is COMMAND-M. 
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Unmark... Display a dialog box that lets you remove unwanted 
markers. The Unmark dialog box shows you a scrol­
ling list of all current markers. You can select one or 
more of them, by clicking or dragging, and then click 
the Delete button. If you decide you don't want to 
delete a marker, click the Cancel button. 

When you choose one of the label items in the lower part of the 
menu, TextEdi tor scrolls the active window to the marked text 
and either selects it (if you originally marked a selection) or places 
the insertion point at the marked position. 

Window Menu 
The menu items in the Window menu help you arrange and recall 
TextEditor windows. The upper part of the Window menu, 
above the horizontal line, contains the menu items Tile Windows 
and Stack Windows; the lower part contains a list of the full path­
names of all windows currently displayed in TextEdi tor. 

The Tile Windows and Stack Windows menu items, in the top part 
of the Window menu, do the following: 

Tile Windows Arrange the currently open windows vertically, 
so that at least part of the contents of each one 
is visible. 

Stack Windows Arrange the currently open windows in a diago­
nally staggered overlapping pattern, with the 
currently active window in front. The active 
window is the only one whose contents are visi­
ble. 

When you choose one of the items in the lower window list, 
TextEdi tor makes it the active window. The names of 
currently displayed windows are listed in the order they were ori­
ginally displayed. In addition, they are marked as follows: 

Check mark The currently active window 

Round bullet The window that was active just before the current­
ly active window, and hence is second to the front 

Underline 
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FILES 
/usr/toolboxbin/TextEditor 
/usr/toolboxbin/%TextEditor 

SEE ALSO 
vi(l), ed(l). 

TextEditor(l) 

See MPW 3.0 Reference for a description of a similarly construct­
ed mouse-based text editor. 
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NAME 
t f t P - trivial file transfer program 

SYNOPSIS 
tftp [host] 

DESCRIPTION 
tftp is the user interface to the Internet TFfP (Trivial File 
Transfer Protocol), which allows users to transfer files to and from 
a remote machine. The remote host may be specified on the com­
mand line, in which case tftp uses host as the default host for 
future transfers (see the connect command below). 

COMMANDS 
Once tftp is running, it issues the prompt tftp> and recog­
nizes the following commands: 

connect host-name [port] 
Set the host (and optionally port) for transfers. Note that the 
TFIP protocol, unlike the FfP protocol, does not maintain 
connections betweeen transfers; thus, the connect com­
mand does not actually create a connection, but merely 
remembers what host is to be used for transfers. You do not 
have to use the connect command; the remote host can be 
specified as part of the get or put commands. 

mode transfer-mode 
Set the mode for transfers; transfer-mode may be one of 
ascii or binary. The default is ascii. 

put file 
pu t localfile remotefile 
pu t filel file2 ... fileN remote-directory 

Put a file or set of files to the specified remote file or directo­
ry. The destination can be in one of two fonus: a filename 
on the remote host, if the host has already been specified, or a 
string of the form host :filename to specify both a host and 
filename at the same time. If the latter form is used, the host­
name specified becomes the default for future transfers. If 
the remote-directory form is used, the remote host is assumed 
to be a UNIX machine. 

get filename 
get remote name localname 
get filel file2 ... fileN 

Get a file or set of files from the specified sources. source 
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can be in one of two forms: a filename on the remote host, if 
the host has already been specified, or a string of the form to 
specify both a host and filename at the same time. If the 
latter form is used, the last hostname specified becomes the 
default for future transfers. 

quit 
Exit tftp. An end of file also exits. 

verbose 
Toggle verbose mode. 

trace 
Toggle packet tracing. 

status 
Show current status. 

rexmt retransmission-timeout 
Set the per-packet retransmission timeout, in seconds. 

time ou t total-transmission-timeout 
Set the total transmission timeout, in seconds. 

ascii 
Shorthand for "mode ascii" 

binary 
Shorthand for "mode binary" 

? [command-name ... ] 
Print help information. 

FILES 
/usr/bin/tftp 

BUGS 

2 

Because there is no user-login or validation within the TFfP pro­
tocol, the remote site will probably have some sort of file-access 
restrictions in place. The exact methods are specific to each site 
and therefore difficult to document here. 
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NAME 
time - time a command 

SYNOPSIS 
time command 

DESCRIPTION 
time executes the command; afterward, time prints the elapsed 
time during the command, the time spent in the system, and the 
time spent in execution of the command. Times are reported in 
seconds. 

The times are printed on the standard error output. 

EXAMPLES 
time nroff -mm filea 

will, in sh, perform the formatting and report the time at the end 
of the file, e.g.: 

real 22.0 
user 8.6 
sys 6.4 

In csh, where time is a built-in command, the time report might 
be: 

8.9u 7.0s 0:29 54% 

which reports, respectively, the user time, system time, real time, 
and percentage of real time that the CPU was active, which is the 
sum of the user and system times divided by the real elapsed time. 

FILES 
/bin/time 

SEE ALSO 
csh(l), timex(1), times(2). 
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NAME 
timex - time a command; report process data and system 
activity 

SYNOPSIS 
timex [-0] [-p[fhkmrt]] [-s] command 

DESCRIPTION 
timex sends the given command to the shell for execution; 
timex then reports (in seconds) the elapsed time, user time, and 
system time spent in execution. Optionally, timex may list or 
summarize process accounting data for the command and all its 
children, or report total system activity during the execution inter­
val. 

The output of timex is written on the standard error output. 

FLAG OPTIONS 
The flag options interpreted by timex are: 

-p List process accounting records for command and all its chil­
dren. Suboptions f, h, k, m, r, and t modify the data items 
reported, as defined in acctcom(1M). timex always re­
ports the number of blocks read or written and the number of 
characters transferred. 

-0 Report the total number of blocks read or written and total 
characters transferred by command and all its children. 

-s Report total system activity (not just that due to command) 
that occurred during the execution interval of command. 
timex reports all the data items listed in sar(l). 

EXAMPLES 
timex ps -el 

runs the ps command (with the correct flag options), then pro­
duces statistics concerning the command and system activity dur­
ing the command to the standard error output. 

FILES 
/usr/bin/timex 
/usr/lib/sa/timex 

SEE ALSO 
acctcom(lM), sar(l), time(l). 
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WARNINGS 
Process records associated with command are selected from the 
accounting file / u s r / adm/ pa cc t by inference, since process 
genealogy is not available. Background processes having the 
same user ID, terminal ID, and execution time window will be in­
cluded spuriously. 
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NAME 
tip - connect to a remote system 

SYNOPSIS 
tip [-v] [-speed] system-name 

tip [-v] [-speed] phone-number 

DESCRIPTION 

1 

tip establishes a full-duplex connection to another machine, giv­
ing the appearance of being logged in directly on the remote CPU. 
You must have a login (or equivalent) on the machine to which 
you wish to connect. 

Typed characters are normally transmitted directly to the remote 
machine (which does the echoing as well). A tilde (-) appearing 
as the first character of a line is an escape signal; the following are 
recognized. 

-c[name] 

- I 

-p from [to] 

-t from [to] 

Drop the connection and exit (you may still be 
logged in on the remote machine). You may 
also use -CONTROL-D as a synonym for - .. 

Change directory to name (no argument implies 
change to your home directory). 

Escape to a shell (exiting the shell will return 
you to tip). 

Copy file from local to remote. tip prompts 
for the name of a local file to transmit. 

Copy file from remote to local. tip prompts 
first for the name of the file to be sent, then for 
a command to be executed on the remote 
machine. 

Send a file to a remote UNIX host. The put 
command causes the remote UNIX system to 
run the command string cat>' to' , while tip 
sends it the from file. If the to file isn't 
specified, the from filename is used. This com­
mand is actually a UNIX -specific version of the 
-> command. 

Take a file from a remote UNIX host. As in the 
put command, the to file defaults to the from 
filename if the to file isn't specified. The re­
mote host executes the command string 
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s 

-CONfROL-Z 

tip(lC) 

cat ' from' ; echo CON1ROL-A 

to send the file to tip. 

Pipe the output from a remote command to a lo­
cal UNIX process. tip will prompt the user 
for both the remote command and the local 
command. The command string sent to the lo­
cal UNIX system is processed by the shell. 
Note that the eofread variable should be set 
to the appropriate value before this escape is 
used. 

Send an interrupt signal to the remote system. 
For systems that do not support the necessary 
ioetl call, the break is simulated by a se­
quence of line speed changes and delete charac­
ters. 

Set a variable (see the discussion later in this 
section). 

Stop tip (available only with job control). 

Get a summary of the tilde escapes 

tip uses the file / ete/ remote to find how to reach a particular 
system and to find out how it should operate while talking to the 
system. Each system has a default baud with which to establish a 
connection. If this value is not suitable, the baud to be used may 
be specified on the command line, for example, tip - 300 mds. 
If the baud rate is specified as 300 baud but no system name is 
supplied, then tip assumes that a host with the name tip300 
exists in the fete/remote file. Similarly, if no speed is 
specified but a telephone number is provided, then tip looks for a 
host with the name tipO. Refer to remote(4) for a full descrip­
tion. 

When tip establishes a connection, it sends out a connection 
message to the remote system; the default value, if any , is defined 
in fete/remote. 

tip also uses fete/dialup to determine which modem escape 
sequences to use; refer to remote(4) and dial up(4) for details. 

When tip prompts for an argument (for example, during setup of 
a file transfer), the line typed may be edited with the standard 
erase and kill characters. A null line in response to a prompt or an 
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interrupt will abort the dialogue and return to the remote machine. 

tip guards against multiple users connecting to a remote system 
by opening modems and terminal lines with exclusive access, and 
by honoring the locking protocol used by uucp(IC). 

During file transfers, tip provides a running count of the number 
of lines transferred. When using the - > and - < commands, the 
eofread and eofwri te variables are used to recognize end­
of-file when reading, and specify end-of-file when writing (see 
"Variables" later in this section). File transfers normally depend 
on ixon/ixoff mode for flow control (see stty(I». If the re­
mote system does not support ixon/ixoff mode, echocheck 
may be set to indicate that tip should synchronize with the re­
mote system on the echo of each transmitted character. 

When tip must dial a telephone number to connect to a system, it 
will print various messages indicating its actions. tip supports 
the DEC DN-ll and Racal-Vadic 831 auto-call-units; the DEC 
DF02 and DF03, Ventel 212+, Racal-Vadic 3451, Bizcomp 1031 
and 1032 integral call unit/modems, and Apple modems. 

VARIABLES 

3 

tip maintains a set of variables that control its operation. Some 
of these variables are read-only to normal users (root is allowed 
to change anything of interest). Variables may be displayed and 
set through the s escape. The syntax for variables is patterned 
after vi(1) and mailx(l). Supplying all as an argument to the 
set command displays all variables readable by the user. Alterna­
tively, the user may request display of a particular variable by at­
taching a ? to the end. For example, escape? displays the 
current escape character. 

Variables are numeric, string, character, or boolean values. 
Boolean variables are set merely by specifying their names; they 
may be reset by prefixing a ! to the name. Other variable types 
are set by concatenating an = and the value. The entire assign­
ment must not have any blanks in it. A single set command may 
be used to interrogate, as well as set, a number of variables. Vari­
ables may be initialized at run time by placing set commands 
(without the - s prefix in the file . tiprc in the user's home 
directory). The -v flag option causes tip to display the sets as 
they are made. Certain common variables have abbreviations. 
Following is a list of common variables, with a description of each 
one, an abbreviation, and a default value (when applicable). The 
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data type of each variable is listed in parentheses. 

baudrate (num) The baud at which the connection was es­
tablished; abbreviated ba. 

beautify (boo!) Discard unprintable characters when a 
session is being scripted; abbreviated be. 

dial timeout (num) When dialing a telephone number, the 
time (in seconds) needed for a connection to be 
established; abbreviated di a 1. 

echocheck (bool) Synchronize with the remote host during 
file transfer by waiting for the echo of the last 
character to be transmitted; default is false. 

eofcmd (str) The string sent to indicate the end of re­
mote command output (usually a prompt string) 
during a - I pipe. 

eofread (str) The set of characters which signify an 
end-of-transmission during a - < file transfer 
command; abbreviated eofr. 

eofwri te (str) The string sent to indicate end-of­
transmission during a - > file transfer command; 
abbreviated eofw. 

eol (str) The set of characters which indicate an 
end-of-line. tip will recognize escape charac­
ters only after an end-of-line. 

escape (char) The command prefix (escape) character; 
abbreviated es; default value is tilde (-). 

exceptions (str) The set of characters which should not be 
discarded due to the beautification switch; ab­
breviated ex; default value is \ t \ n \ f \ b. 

force (char) The character used to force literal data 
transmission; abbreviated fa; default value is 
CONTROL-Po 

framesize (num) The amount of data (in bytes) to buffer 
between file system writes when receiving files; 
abbreviated fro 

halfduplex (bool) Connection is half-duplex; abbreviated 
hdx. Default is false. 
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host (str) The name of the host connected to; abbre­
viated ho. 

localecho (boof) Echo input locally; abbreviated leo De­
fault is false. 

log (str) The name of the file in which to log tran­
saction activity reports. default value is 
/usr/adm/aculog. 

prompt (char) The character which indicates an end-of­
line on the remote host; abbreviated pr; default 
value is \ n. This value is used to synchronize 
during data transfers. The count of lines 
transferred during a file transfer command is 
based on receipt of this character. 

raise (boof) Uppercase mapping mode; abbreviated 
ra; default value is false. When this mode is 
enabled, all lowercase letters will be mapped to 
uppercase by tip for transmission to the remote 
machine. 

raisechar (char) The input character used to toggle upper­
case mapping mode; abbreviated rc; default 
value is CONTROL-@. 

record (str) The name of the file in which a session 
script is recorded; abbreviated rec; default 
value is tip. record. 

script (boof) Session scripting mode; abbreviated sc; 
default is false. When script is true, 
tip will record everything transmitted by the 
remote machine in the script record file specified 
in record. If the beautify switch is on, 
only printable ASCII characters will be included 
in the script file (those characters between 040 
and 0177). The variable exceptions is used 
to indicate characters which are an exception to 
the normal beautification rules. 

tabexpand (boof) Expand tabs to spaces during file 
transfers; abbreviated tab; default value is 
false. Each tab is expanded to 8 spaces. 

verbose (boof) Verbose mode; abbreviated verb; de­
fault is true. When verbose mode is enabled, 
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SHELL 

HOME 

FILES 
/usr/ueb/tip 
fete/dialup 
fete/remote 
fete/phones 

$ {REMOTE} 
${PHONES} 

tip(lC) 

tip prints messages while dialing, shows the 
current number of lines transferred during a file 
transfer operation, and more. 

(str) The name of the shell to use for the -! 
command; default value is /bin/ sh or taken 
from the environment 

(str) The home directory to use for the - e com­
mand; default value is taken from the environ­
ment 

modem escape sequences 
global system descriptions 
global telephone number data 
base 

-/.tipre 
/usr/spool/uuep/LCK* 

private system descriptions 
private telephone numbers 
initialization file 
lock file to avoid conflicts with 
uuep 

SEE ALSO 
eu(lC), ftp(1N), telnet(1N), uuep(1C), dialup(4), re­
mote(4), phones(4). 
"Using eu" in A/UX Communications User's Guide. 

BUGS 
The full set of variables is undocumented and probably should be 
pared down. 
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NAME 
touch - update access and modification times of a file 

SYNOPSIS 
touch [-a] [-c] [-m] [mmddhhmm [yy]]file ... 

DESCRIPTION 
touch causes the access and modification times of each argu­
ment to be updated. The file name is created if it does not exist. 
If no time is specified (see date(1)) the current time is used. The 
-a and -m flag options cause touch to update only the access or 
modification times respectively (default is -am). The -c flag op­
tion silently prevents touch from creating the file if it did not 
previously exist. 

The return code from touch is the number of files for which the 
times could not be successfully modified (including files that did 
not exist and were not created). 

EXAMPLES 
touch filea fileb 

sets the "date last modified" of the two files to the current date. 

FILES 
Ibin/touch 

SEE ALSO 
date(I), utime(2). 

BUGS 

1 

You can't touch a numeric filename without preceding that 
filename with the date or with a non-numeric filename on the com­
mand line. For example, 

touch 100 

will not work, however 

touch 0723093584 100 

or 

touch file1 100 

will work. 
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NAME 
tp - copy files to or from a tp archive 

SYNOPSIS 
tp [key] [name ... ] 

DESCRIPTION 
tp saves and restores files within an archive, which frequently 
takes the form of magnetic tape media. Its actions are controlled 
by the key argument The key is a string of characters containing 
at most one function letter and possibly one or more function 
modifiers. Other arguments to the command are file or directory 
names specifying which files are to be dumped, restored, or listed. 
In all cases, appearance of a directory name refers to the files and 
(recursively) subdirectories of that directory. 

t p is useful for importing tapes made on older systems. 

The function portion of the key is specified by one of the follow­
ing letters: 

r The named files are written on the tape. If files with 
the same names already exist, they are replaced. 
"Same" is determined by string comparison, so 
. abc can never be the same as I us r I sbe I abc 
even if Ius r I sbe is the current directory. If no file 
argument is given, . is the default. 

u Updates the tape. u is like r, but a file is replaced 
only if its modification date is later than the date 
stored on the tape; that is to say, if it has changed 
since it was dumped. u is the default command if 
none is given. 

d Deletes the named files from the tape. At least one 
name argument must be given. This function is not 
permitted on magnetic tapes. 

x Extracts the named files from the tape to the file sys­
tem. The owner and mode are restored. If no file ar­
gument is given, the entire contents of the tape are ex­
tracted. 

t Lists the names of the specified files. If no file argu­
ment is given, the entire contents of the tape is listed. 
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The following characters may be used in addition to the letter 
which selects the function desired. 

m Specifies magnetic tape as opposed to DEC tape. 

0, ... , 7 
This modifier selects the drive on which the tape is mount­
ed. For DECtape, x is default; for magnetic tape 0 is the 
default. 

v Normally tp does its work silently. The v (verbose) flag 
option causes it to type the name of each file it treats pre­
ceded by the function letter. With the t function, v gives 
more information about the tape entries than just the name. 

c Means a fresh dump is being created; the tape directory is 
cleared before beginning. Usable only with rand u. This 
flag option is assumed with magnetic tape since it is impos­
sible to selectively overwrite magnetic tape. 

i Errors reading and writing the tape are noted, but no action 
is taken. Normally, errors cause a return to the command 
level. 

f Use the first named file, rather than a tape, as the archive. 
This flag option is known to work only with x. 

w Causes t p to pause before treating each file, type the indi­
cative letter and the file name (as with v) and await the 
user's response. Response y means "yes", so the file is 
treated. Null response means "no", and the file does not 
take part in whatever is being done. Response x means 
"exit"; the tp command terminates immediately. In the x 
function, files previously asked about have been extracted 
already. With r, u, and d, no change has been made to the 
tape. 

EXAMPLES 
tp x filel 

extracts filel from a tp formatted magnetic tape mounted on 
drive O. 

FILES 

2 

/bin/tp 
/dev/tap? 
/dev/mt? 
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SEE ALSO 
ar(I), cpio(1), tar(1), dump. bsd(1M). 

DIAGNOSTICS 
Several; the nonobvious one is Phase error, which means the 
file changed after it was selected for dumping but before it was 
dumped. 

BUGS 
A single file with several links to it is treated like several files. 

Binary-coded control information makes magnetic tapes written 
by tp difficult to carry to other machines; tar(1) avoids the 
problem. 

t p does not copy zero-length files to tape. 
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NAME 
tplot - interpret plotter instructions for use at a vintage display 
device 

SYNOPSIS 
tplot [-Tterminal [-e raster]] 

DESCRIPTION 
These commands read plotting instructions (see plot(4» from 
the standard input and in general produce, on the standard output, 
plotting instructions suitable for a particular terminal. If no termi­
nal is specified, the environment parameter $ TERM (see en­
viron(5» is used. Known terminals are: 

300 DASI 300. 
300S DASI 300s. 
450 DASI 450. 
4014 Tektronix 4014. 
ver Versatec DI200A. This version of plot places a scan­

converted image in /usr/tmp/raster$$ and sends the 
result directly to the plotter device, rather than to the stan­
dard output. The -e flag option causes a previously scan­
converted file raster to be sent to the plotter. 

EXAMPLES 
tplot -T4014 graph. out 

will use the encoded information in graph. out to plot a graph 
on a Tektronix 4014-type terminal. 

FILES 
/bin/tplot 
/usr/lib/t300 
/usr/lib/t300s 
/usr/lib/t450 
/usr/lib/t4014 
/usr/lib/vplot 
/usr/tmp/raster$$ 

SEE ALSO 
plot(3X), plot(4), term(4). 
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NAME 
tput - query terminfo database 

SYNOPSIS 
tput [-Ttype] capname 

DESCRIPTION 
tput uses the terminfo(4) database to make terminal­
dependent capabilities and information available to the shell. 
tput generates a string if the attribute J(eapability name) is of 
type string, or an integer if the attribute is of type integer. If the 
attribute is of type boolean, tput simply sets the exit code (0 for 
TRUE, 1 for FALSE), and generates no output. 

-Ttype indicates the type of terminal. Normally this flag is 
unnecessary, as the default is taken from the en­
vironment variable $ TERM. 

capname indicates the attribute from the terminfo data­
base. See terminfo(4). 

EXAMPLES 
tput clear 

Echo clear-screen sequence for the current terminal. 

tput eols 

Print the number of columns for the current terminal. 

tput -T450 eols 

Print the number of columns for the 450 terminal. 

bold='tput smso' 

Set shell variable bold to standout mode sequence for current ter­
minal. This might be followed by a prompt: 

echo "${bold}Please type in your name: \e" 

tput he 

Set exit code to indicate if current terminal is a hardcopy terminal. 

FILES 
/usr/bin/tput 

/usr/lib/terminfo/?/* 

/usr/inelude/term.h 
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/usr/include/curses.h 

DIAGNOSTICS 
t pu t prints error messages and returns the following error codes 
on error: 

-1 

-2 

-3 

Usage error. 

Bad terminal type. 

Bad capname. 

In addition, if a capname is requested for a terminal that has no 
value for that capname (for example, tput -T450 lines),-1 
is printed. 

SEE ALSO 
stty(1), terminfo(4). 
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NAME 
t r - translate characters 

SYNOPSIS 
tr [-c] [-d] [-s] [string1 [string2]] 

DESCRIPTION 
tr copies the standard input to the standard output with substitu­
tion or deletion of selected characters. Input characters found in 
string 1 are mapped into the corresponding characters of string2. 
For the substitution to work correctly, string2 must have at least as 
many characters as string1; excess characters in either string are 
ignored by tr. Similarly, when using the -c option, string1 must 
have at least as many characters as the complement of string1. 
Any combination of the flag options -cds may be used. 

-c Complements the set of characters in string1 with respect 
to the universe of characters whose ASCII codes are 001 
through 377 octal. 

-d Deletes all input characters in string1. 

-s Squeezes all strings of repeated output characters in 
string2 into single characters. 

The following abbreviation conventions may be used to introduce 
ranges of characters or repeated characters into the strings. 

[a-z] Stands for the string of characters whose ASCII codes run 
from character a to character z, inclusive. 

[a*n] Stands for n repetitions of a. If the first digit of n is 0, n is 
considered octal; otherwise, n is taken to be decimal. A 
zero or missing n is taken to be huge; this facility is useful 
for padding string2. 

The escape character \ may be used, as in the shell, to remove 
special meaning from any character in a string. In addition, \ fol­
lowed by 1, 2, or 3 octal digits stands for the character whose 
ASCII code is given by those digits. 

EXAMPLES 
tr -cs "[A-Z] [a-z]" "[\012*]" <file1 >file2 

creates a list of all the words in f i 1 e 1, one per line in f i 1 e 2 , 
where a word is taken to be a maximal string of alphabetics. (The 
strings are quoted to protect the special characters from interpreta­
tion by the shell; 012 is the ASCII code for newline.) This was 
accomplished via the following translations: t r substitutes the 
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newline character for all the alphabetics in filel, reconstitutes 
the alphabetics with the -c flag option, squeezes the newlines to 
one per occurrence with the -s flag option, and directs the output 
to file2. 

FILES 
/usr/bin/tr 

SEE ALSO 
dd(I), ed(l), sh(I), ascii(5), 
"Other Text Processing Tools" in AIUX Text Processing Tools. 

BUGS 

2 

Won't handle ASCII NUL in string1 or string2; always deletes 
NUL from input. 
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NAME 
t ro f f - text formatting and typesetting 

SYNOPSIS 
troff [-olist] [-nN] [-sN] [-mnarne] [-raN] [-i] [-q] [-a] 
[-Tdest] ffile . .. ] 

DESCRIPTION 
troff formats text in the named files for printing on a photo­
typesetter. It is the new "device-independent" version of 
troff. 

If no file argument is present, the standard input is read. An argu­
ment consisting of a single minus (-) is taken to be a filename 
corresponding to the standard input. The flag options, which may 
appear in any order so long as they appear before the files, are 

-0 list Print only pages whose page numbers appear in the 
comma-separated list of numbers and ranges. A range 
N-M means pages N through M; an initial -N means 
from the beginning to page N; and a final N- means 
from N to the end. (See BUGS, later in this section.) 

-nN Number the first generated page N. 

-sN Generate output to encourage typesetter to stop every 
N pages, produce a trailer to allow changing cassettes, 
and resume when the typesetter's start button is 
pressed. 

-mnarne Insert the macro file /usr / lib/trnac/trnac. name 
at the beginning of the inputfiles. 

-raN Set register a (one character name) to N. 

-i Read standard input after the input files are exhausted. 

-q Invoke the simultaneous input-output mode of the . rd 
request. 

-a Send a printable ASCII approximation of the results to 
the standard output. 

-Tdest Prepare output for device dest, which may be a laser 
printer or a typesetter. For POSTSCRIPT output destined 
for an Apple LaserWriter, use -Tpsc, and pipe the 
output to the POSTSCRIPT filter psdi tel). 
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Writer II printer, use the flag -Tiw and pipe the output 
to daiw(I). Other output devices may be available. 

EXAMPLES 
troff -04,8-10 -mabc file1 file2 

requests formatting of pages 4, 8, 9, and 10 of a document con­
tained in the files named file1 and file2 and invokes the mac­
ro package abc. 

FILES 
/bin/troff 
/usr/lib/suftab 
/tmp/ta$# 
/tmp/trtmp* 
/usr/lib/tmac/tmac.* 

/usr/lib/macros/* 
/usr/lib/font/dev*/* 

suffix hyphenation tables 
temporary file 
temporary file 
standard macro files and 
pointers 
standard macro files 
font width tables 

SEE ALSO 
checknr(I), cw(I), daps(l), daiw(I), deroff(l), eqn(I), 
grap(I), mrnt(l), nroff(l), otroff(l), pic(I), psdi t(l), 
tbl(I), tc(l), mrn(5), ms(5), mv(5). 
"nroff/troff Reference Manual" and "Introduction to 
troff and mrn" in A/UX Text Processing Tools. 

BUGS 

2 

The. tl request may not be used before the first break-producing 
request in the input to troff. 

troff recognizes only Eastern Standard Time; as a result, 
depending on the time of the year and on your local time zone, the 
date that t ro f f generates may be off by one day from your idea 
of what the date is. 

When troff is used with the -olist flag option inside a pipeline 
(for example, with one or more of cw(l), eqn(l), and tbl(l», it 
may cause a harmless broken pipe diagnostic if the last page 
of the document is not specified in list. 
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NAME 
true, false - provide truth values 

SYNOPSIS 
true 

false 

DESCRIPTION 
true does nothing, returning an exit status of zero. false does 
nothing, returning a nonzero exit status. They are typically used 
in input to sh(l) and/or ksh(l). 

EXAMPLES 
while true 
do 

command 
done 

FILES 
/bin/true 
/bin/false 

SEE ALSO 
ksh(l), sh(l). 

DIAGNOSTICS 
true has exit status zero, false has exit status nonzero. 
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NAME 
tset, reset - set or reset the terminal to a sensible state 

SYNOPSIS 
tset [-] [-a type] [-A] [-d type] [-eel [-Ee] [-ke] [-r] 
[-m port] [-p type] [-Q] [-r] [-s] [-S] 

reset 

DESCRIPTION 

1 

tset causes terminal-dependent processing, such as setting erase 
and kill characters, setting or resetting delays, and so on. It first 
determines the type of terminal involved, names for which are 
specified by the / et e / te rme a p data base, and then does neces­
sary initializations and mode settings. In the case where no argu­
ment types are specified, tset simply reads the terminal type out 
of the environment variable TERM and reinitializes the terminal. 
The rest of this manual page concerns itself with type initializa­
tion, typically done once at login, and flag options used at initiali­
zation time to determine the terminal type and set up terminal 
modes. 

When used in a startup script . profile (for sh(l) users) or 
.login (for esh(1) users), it is desirable to give information 
about the types of terminals usually used when connecting to the 
computer through a modem. These ports are initially identified as 
being dialup, plugboard, or arpanet, and so on. To speci­
fy which terminal type is usually used on these ports, -m (map) is 
followed by the appropriate port type identifier, an optional baud 
specification, and the terminal type to be used if the mapping con­
ditions are satisfied. If more than one mapping is specified, the 
first applicable mapping prevails. A missing type identifier 
matches all identifiers. 

Bauds are specified as with stty(1), and are compared with the 
speed of the diagnostic output (which is almost always the control 
terminal). The baud test may be any combination of: >, =, <, @, 

and !; @ is a synonym for = and ! inverts the sense of the test. To 
avoid problems with metacharacters, it is best to place the entire 
argument to -m (map) within' , characters; users of esh(1) must 
also put a \ before any ! used here. 

Thus, 

tset -m 'dialup>300:adm3a' -m dialup:dw2 \ 
-m 'plugboard:?adm3a' 
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causes the terminal type to be set to an adm3 a if the port in use is 
a dialup at a speed greater than 300 baud; to a dw2 if the port is a 
dialup at a speed of 300 baud or less. 

Note: The above command can be entered on one line by 
omitting the backslash character. 

If the type above begins with a question mark, you are asked if 
you really want that type. A null response means to use that type; 
otherwise, another type can be entered which will be used instead. 
Therefore, in this case, you will be queried on a plugboard port as 
to whether you are using an adm3a. For other ports the port type 
will be taken from the /etc/ttytype file or a final, default 
type flag option may be given on the command line, not preceded 
by a -m. 

It is often desirable to return the terminal type, as specified by the 
-m flag options, and information about the terminal to a shell's en­
vironment. This can be done using the - s flag option; using the 
Bourne shell, sh(I), 

eval 'tset -s options... ' 

or using the C shell, csh(1). 

tset -s options ... > tset$$ 
source tset$$ 
rm tset$$ 

These commands cause tset to generate as output a sequence of 
shell commands which place the variables TERM and TERMCAP in 
the environment; see env i ron(5). 

Once it knows the terminal type, tset engages in terminal mode 
setting. This normally involves sending an initialization sequence 
to the terminal and setting the single character erase (and optional­
ly the line-kill (full line erase» characters. tset reports these 
settings by printing the diagnostic messages Kill set to c 
and Erase set to c on the standard error output, unless the 
-Q flag option is specified. 

On terminals that can backspace but not overstrike (such as a 
CRT), and when the erase character is the default erase character 
(41= on standard systems), the erase character is changed to a 
CONTROL-H (backspace). 
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Other flag options are 

-A Prompts the user for the terminal type 

-ec Set the erase character to be the named character c on all 
terminals, the default being the backspace character on the 
terminal, usually CONTROL-H. 

- kc Similar to -e, but for the line kill character, rather than the 
erase character; c defaults to CONTROL-X (for purely his­
torical reasons); CONTROL-U is the preferred setting. No 
kill processing is done if - k is not specified. 

- I Suppresses outputting terminal initialization strings. 

-Q Suppresses printing the Erase set to and Kill set 
to messages. 

-s Outputs the strings to be assigned to TERM and TERMCAP 
in the environment, rather than commands for a shell. 

For compatibility with earlier versions of tset, a number of flags 
are accepted whose use is discouraged: 

-d type Equivalent to -m dial up: type. 

-p type Equivalent to -m plugboard: type. 

-a type 

-Ec 

-r 

Equivalent to -m arpanet : type. 

Sets the erase character to c only if the terminal can 
backspace. 

Prints the terminal type on the standard output. 

Prints the terminal type on the diagnostic output. 

reset sets the terminal to cooked mode, turns off cbreak and 
raw modes, turns on nl, and restores special undefined characters 
to their default values. 

This is most useful after a program dies, leaving a terminal in a 
funny state; you have to type newline reset newline to get it to 
work, since RETURN (CONTROL-M) may not be recognized in this 
state; often none of the input will be echoed. 

It is a good idea to follow reset with tset. 

EXAMPLES 

3 

A typical .login file for a csh user that invokes tset would 
be: 

set noglob 
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set term = ('tset -e -s -r -d\?h19') 
setenv TERM "$term[l]" 
setenv TERMCAP "$term[2]" 
unset term noglob 

This .login sets the environment variables TERM and 
TERMCAP for the user's current terminal according to the file 
/ et c / t t yt ype. If the terminal line is a dialup line, the user is 
prompted for the proper terminal type. 

reset 

returns the user's terminal to a usable state after being accidentally 
set by an interrupted process. 

FILES 
/bin/tset 
/bin/reset 
/etc/ttytype 
/etc/termcap 

SEE ALSO 
csh(I), sh(I), stty(I), termcap(4), ttytype(4), en­
viron(5). 

BUGS 
Should be merged with st ty(I). 

reset doesn't set tabs properly; it can't intuitively read personal 
choices for interrupt and line kill characters, so it leaves these set 
to the local system standards. 

It could be well argued that the shell should be responsible for in­
suring that the terminal remains in a sane state; this would elim­
inate the need for this program. 
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NAME 
t sort - topological sort 

SYNOPSIS 
tsort [file] 

DESCRIPTION 
tsort produces on the standard output a totally ordered list of 
items consistent with a partial ordering of items mentioned in the 
input file. If no file is specified, the standard input is understood. 

The input consists of pairs of items (nonempty strings) separated 
by blanks. Pairs of different items indicate ordering. Pairs of 
identical items indicate presence, but not ordering. 

EXAMPLES 
ar cr library 'lorder *.0 I tsort' 

intends to build a new library from existing . a files. 

FILES 
/usr/bin/tsart 

SEE ALSO 
larder(I), sart(1), sortbib(I). 

DIAGNOSTICS 
Odd data: there is an odd number of fields in the input file. 

BUGS 

1 

Uses a quadratic algorithm; not worth fixing for the typical use of 
ordering a library archive file. 
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NAME 
tty - get the terminal's name 

SYNOPSIS 
tty [-1] [-s] 

DESCRIPTION 
tty prints the path name of the user's terminal. The -1 flag op­
tion prints the synchronous line number to which the user's termi­
nal is connected, if it is on an active synchronous line. The-s 
flag option inhibits printing of the terminal's path name, allowing 
one to test just the exit code. 

EXAMPLES 
tty 

produces /dev/tty7 if user is on tty7. 

EXIT CODES 
2 if invalid options were specified, 
o if standard input is a terminal, 
1 otherwise. 

DIAGNOSTICS 
"not on an active synchronous line" if the stan­
dard input is not a synchronous terminal and -1 is specified. 
"not a tty" if the standard input is not a terminal and -s is 
not specified. 

FILES 
/bin/tty 

SEE ALSO 
t tyname(3C). 
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See machid(l) 
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NAME 
ucbdiff - differential file and directory comparator 

SYNOPSIS 
ucbdiff [-1] [-r] [-s] [-Sname] [-cefhn] [-biwt] dirl 
dir2 
ucbdiff [-cefhn] [-biwt].filel.file2 
ucbdiff [-Dstring] [-biw].filel.file2 

DESCRIPTION 

1 

ucbdiff is used by the rcs(l) Revision Control System. If 
both arguments are directories, ucbdi f f sorts the contents of the 
directories by name and then runs the regular file diff algorithm 
(described later in this section) on text files which are different. 
Binary files which differ, common subdirectories, and files which 
appear in only one directory are listed. Options, when comparing 
directories, are: 

-1 Long output format; each set of text file differences is piped 
through pr(l) to paginate the output; other differences are 
remembered and summarized after all text file differences are 
reported. 

-r Causes application of ucbdiff recursively to common sub­
directories encountered. 

- s Causes ucbdi f f to report files which are the same and are 
otherwise not mentioned. 

-Sname 
Starts a directory ucbdiff in the middle, beginning with 
the file name. 

When run on regular files and when comparing text files which 
differ during directory comparison, ucbdi f f tells what lines 
must be changed in the files to bring them into agreement. Except 
in rare circumstances, ucbdiff finds the smallest sufficient set 
of file differences. If neither filel nor file2 is a directory, then ei­
ther may be given as -, in which case the standard input is used. 
Iffilel is a directory, then a file in that directory whose filename is 
the same as the filename of file2 is used (and vice versa). 

There are several options for output format; the default output for­
mat contains lines of these forms 

nl a n3, n4 
nl,n2 dn3 
nl , n2 c n3 , n4 
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These lines resemble ed commands to convert filel into file2. The 
numbers after the letters pertain to file2. In fact, by exchanging a 
for d and reading backward, one may ascertain how to equally 
convertfile2 into filel. As in ed, identical pairs (where nl=n2 or 
n3=n4) are abbreviated as a single number. 

Following each of these lines are all the lines affected in the first 
file flagged by <, then all the lines that are affected in the second 
file flagged by >. 
Except for -b, -w, -i, or -t (which may be given with any of 
the others), the following options are mutually exclusive. 

-e Produces a script of a, c, and d commands for the edi­
tor ed, which will recreate file2 from filel. In connec­
tion with -e, the following shell program may help 
maintain multiple versions of a file. Only an ancestral 
file ($1) and a chain of version-to-version ed scripts 
($2, $3, ... ) made by ucbdiff need be on hand. A 
"latest version" appears on the standard output. 

(shifticat $*iecho 'l,$p') led - $1 

Extra commands are added to the output when compar­
ing directories with -e, so that the result is a sh(1) 
script for converting text files common to the two 
directories from their state in dir 1 to their state in dir2. 

-f Produces a script similar to that of -e, but in the oppo­
site order and not useful with ed. 

-n Produces a script similar to that of -e, but in the oppo­
site order and with a count of changed lines on each in­
sert or delete command. This is the form used by 
rcsdiff(1). 

-c Produces a ucbdiff with lines of context. The de­
fault is to present 3 lines of context; this may be 
changed, for example to 10, by -clO. With -c, the 
output format is modified slightly. The output begins 
with an identification of the files involved and their 
creation dates; then each change is separated by a line 
with a dozen *' s. The lines removed from filel are 
marked with a -; those added to file2 are marked +. 
Lines which are changed from one file to the other are 
marked in both files with with a !. 

February, 1990 2 
Revision C 



ucbdiff(l) ucbdiff(l) 

Changes that are separated by fewer than the number of lines in 
the current context are grouped together on output (This is a 
change from the previous ucbdiff -c but the resulting output 
is usually much easier to interpret) 

- h Does a fast, half-hearted job. It works only when 
changed stretches are short and well separated, but will 
work on files of unlimited length. 

-Dstring Causes ucbdiff to create a merged version of filel 
and file2 on the standard output with C preprocessor 
controls included, so that a compilation of the result 
without defining string is equivalent to compiling filel , 
while defining string will yield file2. 

-b Causes trailing blanks (spaces and tabs) to be ignored 
and other strings of blanks to compare equal. 

-w Similar to -b but causes whitespace (blanks and tabs) 
to be totally ignored. For example, the following two 
lines will compare equal. 

if ( a == b ) 
if (a==b) 

-i Ignores the case of letters. For example, A will com­
pare equal to a. 

-t Will expand tabs in output lines. Normal or -c output 
adds character(s) to the front of each line, which may 
alter the indentation of the original source lines and 
make the output listing difficult to interpret. This op­
tion will preserve the original source's indentation. 

FILES 
/usr/ucb/ucbdiff 
/tmp/d????? 
/usr/lib/ucbdiffhfor-h 
/bin/ diff for directory comparisons 
/bin/pr 

SEE ALSO 

3 

cc(l), cmp(l), comm(l), diff(l), ed(l), rcs(l), 
ucbdiff3(1). 
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DIAGNOSTICS 
Exit status is 0 for no differences, 1 for some, 2 for trouble. 

BUGS 
Editing scripts produced under the -e or -f option are naive 
about creating lines consisting of a single period (.). 

When comparing directories with the - b, -W, or - i options 
specified, ucbdiff first compares the files like cmp and then de­
cides to run the ucbdiff algorithm if they are not equal. This 
may cause a small amount of spurious output if the files then turn 
out to be identical because the only differences are insignificant 
blank string or case differences. 
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NAME 
ucbdiff3 - 3-way differential file comparison 

SYNOPSIS 
ucbdiff3 [-exEX3] filel file2 file3 

DESCRIPTION 

1 

ucbdiff3 is used by the rcs(l) Revision Control System. 
u cbdi f f 3 compares three versions of a file and publishes 
disagreeing ranges of text flagged with these codes. 

====1 

====2 

====3 

all three files differ 

filel is different 

file2 is different 

file3 is different 

The type of change suffered in converting a given range of a given 
file to some other is indicated in one of two ways. 

f: nl a Text is to be appended after line number nl in 
file/, where/= 1,2, or 3. 

/: nl, n2c Text is to be changed in the range line nl to 
line n2. If nl = n2, the range may be abbrevi-
ated to nl. 

The original contents of the range follows immediately after a c 
indication. When the contents of two files are identical, the con­
tents of the lower-numbered file is suppressed. 

Under the -e option, ucbdi f f 3 publishes a script for the editor 
ed that will incorporate into filel all changes between file2 and 
file3, (the changes that would normally be flagged ==== and 
====3). Option -x (-3) produces a script to incorporate only 
changes flagged ==== (====3). The following command will 
apply the resulting script tofilel. 

(cat script; echo 'l,$p') I ed - filel 

The - E and -x are similar to -e and -x, respectively, but treat 
overlapping changes (changes that would be flagged with ==== in 
the normal listing) differently. The overlapping lines from both 
files will be inserted by the edit script, bracketed by < < < < < < and 
»»» lines. 
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For example, suppose lines 7-8 are changed in both fl and f2. 
Applying the edit script generated by the command 

ucbdiff3 -E fl f2 f3 

to f 1 results in the file: 

lines 1-6 oj fl 
«««< fl 
lines 7-8 oj fl 

lines 7-8 oj f 3 
»»»> f3 
rest oJfl 

The -E option is used by ReS merge(1) to insure that overlap­
ping changes in the merged files are preserved and brought to 
someone's attention. 

FILES 
/usr/ucb/ucbdiff3 
/tmp/d3????? 
/usr/lib/ucbdiff3 

SEE ALSO 
diff(l), diff3(1), rcs(I), ucbdiff(I). 

BUGS 
Text lines that consist of a single period (.) will defeat -e. 
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NAME 
ul - filter special underlining sequences imbedded in text for use 
at a display device 

SYNOPSIS 
ul [-t terminal] [name ... ] 

DESCRIPTION 
ul reads the named files (or standard input if none are given) and 
translates occurrences of underscores to the sequence which indi­
cates underlining. If -t is present, terminal is used as the termi­
nal kind. Otherwise, first the environment is searched, and if 
necessary, /usr/lib/terminfo is read to determine the ap­
propriate sequences for underlining. If none of the fields us, ue, 
or uc are present, and if so and se are present, standout mode is 
used to indicate underlining. If the terminal can overstrike, or 
handles underlining automatically, ul behaves like cat(1). If the 
terminal cannot underline, underlining is ignored. 

EXAMPLES 
ul filel 

displays filel on the terminal with underlined portions of the 
file either underlined, or in reverse video when this flag option is 
supported for the terminal. 

FILES 
/usr/bin/ul 
/bin/cat 
/usr/lib/terminfo 

SEE ALSO 
colcrt(1), man(1), nroff(1). 

BUGS 

1 

nroff usually outputs a series of backspaces and underlines in­
termixed with the text to indicate underlining. No attempt is made 
to optimize the backward motion. 
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NAME 
uname - display identification information about the current 
system 

SYNOPSIS 
uname [-a] [-m] [-n] [-r] [-5] [-v] 

DESCRIPTION 
uname displays the system name of the current system on the 
standard output file. It is mainly useful to determine which system 
one is using. The flag options cause selected information returned 
by uname(2) to be displayed: 

-5 display the system name (default). 

-n display the nodename (the nodename may be a name that the 
system is known by to a communications network). 

-r display the operating system release. 

-v display the operating system version. 

-m display the machine hardware name. 

-a display all the above information. 

EXAMPLES 
uname 

on NUX would display on the screen 

A/UX 

FILES 
/bin/uname 

SEE ALSO 
uname(2). 
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NAME 
unget - undo a previous get of an sees file 

SYNOPSIS 
unget [-n] [-rSID] [-s]file ... 

DESCRIPTION 
unget undoes the effect of a get -e done prior to creating the 
intended new delta. If a directory is named, unget behaves as 
though each file in the directory were specified as a named file, 
except that non-SeeS files and unreadable files are silently ig­
nored. If a name of - is given, the standard input is read with 
each line being taken as the name of an sees file to be processed. 

Keyletter arguments apply independently to each named file. 

-rSID Uniquely identifies which delta is no longer intend­
ed. (This would have been specified by get as the 
"new delta") The use of this keyletter is necessary 
only if two or more outstanding gets for editing on 
the same sees file were done by the same person 
(login name). A diagnostic results if the specified 
SID is ambiguous, or if it is necessary and omitted 
on the command line. 

-s Suppresses the printout, on the standard output, of 
the intended delta's SID. 

-n Causes the retention of the gotten file which would 
normally be removed from the current directory. 

EXAMPLES 
% unget s.test1.e 
1.2 

undoes version 1.2 of test1 . e set up for editing by an earlier 
get -e. 

FILES 
/usr/bin/unget 

SEE ALSO 
admin(1), ede(1), eomb(1), del ta(1), get(l), help(1), 
prs(1), rmdel(1), saet(1), sees(1), secsdiff(1), 
val(1), what(1), seesfile(4). 
"sees Reference" in AIUX Programming Languages and Tools, 
Volume 2. 
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DIAGNOSTICS 
Use help(l) for explanations. 

2 

unget(l) 
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NAME 
uniq - report repeated lines in a file 

SYNOPSIS 
uniq [-u] [-d] [-c] [+n] [-n] [input [output]] 

DESCRIPTION 
uniq reads the input file comparing adjacent lines. In the normal 
case, the second and succeeding copies of repeated lines are re­
moved; the remainder is written on the output file. input and out­
put should always be different Note that repeated lines must be 
adjacent in order to be found; see sort(1). If the -u flag option 
is used, just the lines that are not repeated in the original file are 
output. The -d flag option specifies that one copy of just the re­
peated lines is to be written. The normal mode output is the union 
of the -u and -d mode outputs. 

The -c flag option supersedes -u and -d and generates an output 
report in default style but with each line preceded by a count of 
the number of times it occurred. 

The n arguments specify skipping an initial portion of each line in 
the comparison: 

-n The first n fields together with any blanks before each are ig­
nored. A field is defined as a string of nonspace, nontab char­
acters separated by tabs and spaces from its neighbors. 

+n The first n characters are ignored. Fields are skipped before 
characters. 

EXAMPLES 
uniq filel 

prints contents of f i 1 e 1 with adjacent identical lines removed. 

FILES 
/usr/bin/uniq 

SEE ALSO 
comm(1), diff(I), sart(1). 
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NAME 
uni t s - conversion program 

SYNOPSIS 
units 

DESCRIPTION 
uni t s converts quantities expressed in various standard scales to 
their equivalents in other scales. It works interactively (see the 
examples). 

A quantity is specified as a multiplicative combination of units op­
tionally preceded by a numeric multiplier. Powers are indicated 
by suffixed positive integers, division by the usual sign (see the 
second example). 

uni t s only does multiplicative scale changes; thus it can convert 
Kelvin to Rankine, but not Celsius to Fahrenheit. Most familiar 
units, abbreviations, and metric prefixes are recognized, together 
with a generous leavening of exotica and a few constants of nature 
including: 

pi 
c 
e 
g 
force 
mole 
water 
au 

ratio of circumference to diameter, 
speed of light 
charge on an electron 
acceleration of gravity 
same as g 
Avogadro's number 
pressure head per unit height of water 
astronomical unit 

pound is not recognized as a unit of mass; lb is. Compound 
names are run together, (for example, light year). British units 
that differ from their U.S. counterparts are prefixed with br, thus: 
brgallon. For a complete list of units, type 

cat /usr/lib/unittab 

EXAMPLES 
You have: inch 
You want: em 

* 2.540000e+OO 
/ 3.937008e-Ol 

You have: 15 lbs force/in2 
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You want: a tm 

FILES 

* 1.02068ge+OO 
/ 9.79729ge-Ol 

/usr/bin/units 
/usr/lib/unittab 
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NAME 
u pda t e r - update files between two machines 

SYNOPSIS 
updater [key] local remote ... 

DESCRIPTION 
updater updates files between two machines. 

One of the following key letters must be included: 

t Take files from the remote machine, updating the local 
machine. 

p Put files from the local machine onto the remote machine, up­
dating the remote machine. 

d List the difference between files on the local and remote 
machines. 

The following key letters are optional: 

u Update a file only if it exists on both machines; this is the de-
fault condition. 

r Replace a file if it did not exist on the destination machine. 

local refers to the local directory name. 

remote refers to the remote directory names. Only one remote 
name can be specified if the p (put) key is specified. 

ALGORITHM 
Open / dev / tty 0 to the remote machine. 

stty the local port and send a stty command to the remote 
machine to condition both ends of the connection. 

Send a 

cd remote ; sumdir. I sort +2 > /tmp/rXXXXX 

to remote machine for each remote system; 

cd local ; sumdir. I sort > /tmp/LXXXXX 

for local machine. 

Wait for remote to complete. 

Take / tmp / rXXXXX. 
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Do a comparison between the local and the union of the remotes: 

exists on remote only: 

If both the t and r keys are specified, take the file; oth­
erwise list the file. 

exists on local only: 

If both p and r keys are specified, put the file; other­
wise list the file. 

exist on both but different: 

If t key is specified, take the file. 

If p key is specified, put the file. 

If d key is specified, list the file. 

same: 

nothing 

EXAMPLES 
updater d ... 

uses /dev/ttyO to communicate with a remote machine and 
compares directories on the remote and local systems. 

FILES 
/usr/bin/updater 
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NAME 
uptime - show how long system has been up 

SYNOPSIS 
uptime 

DESCRIPTION 
uptime prints the current time, the length of time the system has 
been up, the number of users currently logged into the system, and 
the average number of jobs in the run queue over the last 1, 5, and 
15 minutes. It is, essentially, the first line of a w(1) command. 

FILES 
/usr/ucb/uptime 
/dev/kmem 
/etc/utmp 

SEE ALSO 
ps(I), ruptime(IN), w(1). 
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NAME 
users - compact list of users who are on the system 

SYNOPSIS 
users [file] 

DESCRIPTION 
users lists the login names of the users currently on the system 
in a compact, one-line format. users takes the file from which it 
reads user information an optional argument; the default is 
/etc/utmp. 

FILES 
/usr/ucb/users 
/etc/utmp 

SEE ALSO 
finger(1), w(1), who(1). 
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NAME 
uucp, uu1og, uuname - UNIX® system to UNIX system 
copy 

SYNOPSIS 
[-c] [-C] [-d] [-esys] [-£] [-j] [-rq/ile] [-nuser] [-r] source­
files destination-file 

uu10g [-ssys] [-uuser] 

uuname [-1] [-v] 

DESCRIPTION 
uucp 
uucp copies files named by the source-file arguments to the 
destination-file argument. A filename may be a pathname on your 
system, or may have the form 

system-name! pathname 

where system-name is taken from a list of system names that 
uucp knows about. In addition, system-name may be a list of 
names such as 

system-name! system-name! . . . ! system-name! pathname 

in which case an attempt is made to send the file via the specified 
route and only to a destination in the directory PUBDIR (see 
below). Care should be taken to ensure that intermediate nodes in 
the route are willing to forward information. 

The shell metacharacters ?, *, and [ ... ] appearing in pathname 
are expanded on the appropriate system. 

Pathnames may be any of the following: 

a full pathname 

a pathname preceded by 
-user where user is a login name on the specified system 
and is replaced by that user's login directory 

a pathname preceded by 
-fuser where user is a login name on the specified sys­
tem and is replaced by that user's directory under PUB­
D I R, where P UBD I R is the public directory on the re­
mote system to which all uucp users have access and at 
which they enter 
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anything else if 
uucp prefixes it with the current directory 

If the result is an erroneous pathname for the remote system, the 
copy fails. If the destination-file is a directory, the last part of the 
source-file name is used. 

If a simple -user destination is inaccessible to uucp, data is 
copied to a spool directory, and the user is notified by mail(l). 

uucp preserves execute permissions across the transmission and 
gives 0666 read and write permissions. See chmod(2). 

The following flag options are interpreted by uucp: 

-d Make all necessary directories for the file copy (default). 

-f Do not make intermediate directories for the file copy. 

-c Use the source file when copying out rather than copying 
the file to the spool directory (default). 

-c Copy the source file to the spool directory. 

-rrftle Report the status of the transfer in file. If file is omitted, 
send mail to the requester when the copy is completed. 

-nuser Notify user on the remote system that a file was sent. 

-esys Send the uucp command to system sys to be executed 
there. 

Note: This will be successful only if the remote 
machine allows uucp to be executed by 
/usr/lib/uucp/uuxqt. 

-g Assign a priority, or grade, to the uucp request, so 
uucico can later process requests of selected grades 
only. 

-r Queue the job, but do not start the file-transfer process. 
By default, a file-transfer process is started each time 
uucp is evoked. 

-j Control the writing of the uucp job number to standard 
output (see below). 

uucp associates a job number with each request. This job 
number can be used by uustat to obtain the status of the job or 
terminate the job. 
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The environment variable JOBNO and the -j flag option are used 
to control the listing of the uucp job number on standard output. 
If the environment variable JOBNO is undefined or set to OFF, the 
job number is not listed (default). If uucp is then invoked with 
the -j flag option, the job number is listed. If the environment 
variable JOBNO is set to ON and is exported, a job number is writ­
ten to standard output each time uucp is invoked. In this case, the 
-j flag option suppresses the output of the job number. 

uulog 
uulog queries a summary log of uucp and uux(1C) transactions 
in the file /usr / spool /uucp/LOGFILE. 

The following flag options cause uulog to print logging informa­
tion: 

-ssys Print information about work involving system sys. If sys 
is not specified, then logging information for all systems 
is printed. 

-uuser Print information about work done for the specified user. 
If user is not specified, then logging information for all 
users is printed. 

uuname 
uuname lists the uucp names of known systems. The -1 flag 
option returns the local system name. The -v flag option prints 
additional information about each system. A description is printed 
for each system that has a line of information in 
/usr / lib/uucp/ADMIN. The format of ADMIN is: 

sysname TAB description TAB 

EXAMPLES 
uucp file! ucbvax! /usr/spool/uucppublic/file2 

sends filel from the local machine via the uucp network to the 
ucbvax machine, where it is saved as the file 
/usr/spool/uucppublic/file2. 

FILES 
/usr/bin/uucp 
/usr/bin/uulog 
/usr/bin/uuname 
/usr/lib/uudemon.day 
/usr/lib/uudemon.hour 
/usr/lib/uudemon.week 
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/usr/spool/uucp 
/usr/spool/uucppublic 

/usr/lib/uucp/* 

Spool directory 
Public directory (PUBDIR) for 
receiving and sending 
Other data and program files 

NOTES 
To send files that begin with a dot, for example, . profile, the 
files must be qualified with the dot. For example, . prof*, 
. profile, . profil? are correct, whereas *prof*, ?pro­
f i 1 e are incorrect. 

uucp does not generate a job number for a strictly local transac­
tion. 

SEE ALSO 
ftp(lN), mail(l), telnet(lN), tip(lC), uux(lC), 
chgnod(lM), chmod(2), 

"Using UUCP," in theA/UX Communications User's Guide. 

WARNINGS 
The domain of remotely accessible files may (and for obvious 
security reasons, usually should) be severely restricted. Very like­
ly, you will not be able to fetch files by pathname, so ask a respon­
sible person on the remote system to send them to you. For the 
same reasons, you will probably not be able to send files to arbi­
trary pathnames. As distributed, the remotely accessible files are 
those whose names begin /usr / spool/uucppublic 
(equivalent to -nuucp or just - ). 

BUGS 

4 

All files received by uucp are owned by uucp. 

The -m flag option only works when sending files or receiving a 
single file. Receiving multiple files specified by the special shell 
characters ?, *, and [ ... ] does not activate the -m flag option. 

The -m flag option does not work if all transactions are local or if 
uucp is executed remotely via the -e flag option. 

The -n flag option functions only when the source and destination 
are not on the same system. 

Only the first six characters of system-name are significant. Any 
excess characters are ignored. 
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NAME 
uuencode, uudecode - encode/decode a binary file for 
transmission via mail 

SYNOPSIS 
uuencode [source] remotedest 

uudecode [file] 

DESCRIPTION 
uuencode and uudecode are used to send a binary file via 
uucp (or other) mail. This combination may be used over in­
direct mail links even when uusend(lC) is not available. 

uuencode takes the named source file (default standard input) 
and produces an encoded version on the standard output. The en­
coding uses only printing ASCII characters, and includes the 
mode of the file and the remotedest for recreation on the remote 
system. 

uudecode reads an encoded file, strips off any leading and trail­
ing lines added by mailers, and recreates the original file with the 
specified mode and name. 

The intent is that all mail to the user decode should be filtered 
through the uudecode program. This way the file is created au­
tomatically without human intervention. This is possible on the 
uucp network either by using sendmail or by making rmail a 
link to mailx instead of mail. In each case, an alias must be 
created in a master file to get the automatic invocation of 
uudecode. 

If these facilities are not available, the file may be sent to a user on 
the remote machine who can uudecode it manually. 

The encode file has an ordinary text form and may be edited by 
any text editor to change the mode or remote name. 

FILES 
/usr/ucb/uudecode 
/usr/ucb/uuencode 

SEE ALSO 
mail(l), uucp(lC), uusend(1C), uux(lC). 
"Using UUCP" in A/UK Communications User's Guide. 
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BUGS 
The file is expanded by 35% (3 bytes become 4 plus control infor­
mation) causing it to take longer to transmit. 

The user on the remote system who is invoking uudecode (often 
uucp) must have write permission on the specified file. 
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NAME 
uusend - send a file to a remote host 

SYNOPSIS 
uusend [-mmode] sourcefile sysl ! sys2 ! ... ! remotefile 

DESCRIPTION 
uusend sends a file to a given location on a remote system. The 
system need not be directly connected to the local system, but a 
chain of uucp(1C) links needs to connect the two systems. 

If the -m flag option is specified, the mode of the file on the re­
mote end will be taken from the octal number given. Otherwise, 
the mode of the input file will be used. 

The sourcefile can be -, meaning to use the standard input. Both 
of these flag options are primarily intended for internal use of 
uusend. 

The remotefile can include the -userid syntax. 

DIAGNOSTICS 
If anything goes wrong any further away than the first system 
down the line, you will never hear about it. 

FILES 
/usr/ucb/uusend 

SEE ALSO 
uucp(IC), uuencode(1), uux(1C). 
"Using UUCP" in AIUX Communications User's Guide. 

BUGS 
This command shouldn't exist, since uucp should handle it. 

All systems along the line must have the uusend command avail­
able and allow remote execution of it. 

Some uucp systems have a bug where binary files cannot be the 
input to a u ux command. If this bug exists in any system along 
the line, the file will show up severely munged. 
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NAME 
uustat - uucp status inquiry and job control 

SYNOPSIS 
uustat [-chour] [-jjobn] [-kjobn] [-mmch] [-MInch] [-ohour] 
[-0] [-q] [-rjobn] [-ssys] [-uuser] [-yhour] 

DESCRIPTION 

1 

uustat will display the status of, or cancel, previously specified 
uucp commands, or provide general status on uucp connections 
to other systems. The following flag options are recognized: 

-jjobn Report the status of the uucp request jobn. If all is 
used for jobn, the status of all uucp requests is reported. 
An argument must be supplied; otherwise the usage 
message will be printed and the request will fail. 

-kjobn Kill the uucp request whose job number is jobn. The 
killed uucp request must belong to the person issuing 
the uustat command unless one is the superuser. 

-rjobn Rejuvenate jobn. That is, jobn is touched so that its 
modification time is set to the current time. This 
prevents uuclean from deleting the job until the jobs 
modification time reaches the limit imposed by uu­
clean. 

-chour Remove the status entries which are older than hour 
hours. This administrative option can only be initiated 
by the user uucp or the superuser. 

-uuser Report the status of all uucp requests issued by user. 
-ssys Report the status of all uucp requests which communi-

cate with remote system sys. 
-ohour Report the status of all uucp requests which are older 

than hour hours. 
-yhour Report the status of all uucp requests which are 

younger than hour hours. 
-mmch Report the status of accessibility of machine mch. If 

mch is specified as all, then the status of all machines 
known to the local uucp are provided. 

-MInch This is the same as the -m option except that two times 
are printed. The time that the last status was obtained 
and the time that the last successful transfer to that sys­
tem occurred. 

-0 Report the uucp status using the octal status codes list­
ed below. If this option is not specified, the verbose 
description is printed with each uucp request. 
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-q List the number of jobs and other control files queued 
for each machine and the time of the oldest and young­
est file queued for each machine. If a lock file exists for 
that system, its date of creation is listed. 

When no options are given, uustat outputs the status of all 
uucp requests issued by the current user. Note that only one of 
the flag options -j, -m, -k, -C, -r, can be used with the rest of 
the other options. 

For example, the command: 

uustat -uhdc -smhtsa -y72 

will print the status of all uucp requests that were issued by user 
hdc to communicate with system mhtsa within the last 72 hours. 
The meanings of the job request status are: 

job-number user remote-system command-time status-time 
status 

where the status may be either an octal number or a verbose 
description. The octal code corresponds to the following descrip­
tion: 

OCTAL 
000001 

000002 

000004 

000010 
000020 

000040 
000100 
000200 

000400 
001000 
002000 
004000 
010000 
020000 
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STATUS 
the copy failed, but the reason cannot 
be determined 
permission to access local file is 
denied 
permission to access remote file is 
denied 
bad uucp command is generated 
remote system cannot create tem­
porary file 
cannot copy to remote directory 
cannot copy to local directory 
local system cannot create temporary 
file 
cannot execute uucp 
copy (partially) succeeded 
copy finished, job deleted 
job is queued 
job killed (incomplete) 
job killed (complete) 
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The meanings of the machine accessibility status are: 

system-name time status 

where time is the latest status time and status is a self-explanatory 
description of the machine status. 

FILES 
/usr/bin/uustat 
/usr/spool/uucp 
/usr/lib/uucp/L stat 
/usr/lib/uucp/R=stat 

SEE ALSO 
uucp(IC). 

spool directory 
system status file 
request status file 

"The UUCP System" in A/UX Local System Administration. 
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NAME 
uuto, uupick - public UNIX-to-UNIX system file copy 

SYNOPSIS 
uuto [-m] [-p] source-files destination 
uupick [-ssystem] 

DESCRIPTION 
uuto sends source-files to destination. uuto uses the uucp(IC) 
facility to send files, while it allows the local system to control the 
file access. A source-file name is a path name on your machine. 
Destination has the form: 

system! user 

where system is taken from a list of system names that uucp 
knows about (see uuname). logname is the login name of some­
one on the specified system. 

Two flag options are available: 

-p Copy the source file into the spool directory be­
fore transmission. 

-m Send mail to the sender when the copy is com-
plete. 

The files (or sub-trees if directories are specified) are sent to PUB­
DIR on system, where PUBDIR is a public directory defined in the 
uucp source. Specifically the files are sent to 

PUBDIR/ receive/user /mysystem/files. 

The destined recipient is notified by mail(l) of the arrival of 
files. 

uupick accepts or rejects the files transmitted to the user. 
Specifically, uupick searches PUBDIR for files destined for the 
user. For each entry (file or directory) found, the following mes­
sage is printed on the standard output: 

from-system: [file file-name] [dir dirname] ? 

uupick then reads a line from the standard input to determine the 
disposition of the file: 

newline 

d 

m [dir] 
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Go on to next entry. 

Delete the entry. 

Move the entry to named directory 
dir (current directory is default). 
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a [dir] 

p 

q 

EOT (CoNfROL-D) 

! command 

Same as m except moving all the 
files sent from system. 

Print the content of the file. 

Stop. 

Sameasq. 

Escape to the shell to do command. 

* Print a command summary. 

uupick invoked with the -ssystem option will only search the 
PUBDIR for files sent from system. 

EXAMPLES 
uuto -p file! file2 file3 ucbvax!kalash 

would send the three files to "kalash" on "ucbvax" 

uupick [executed by user kalash] 

would tell him what has arrived and from where. 

NOTES 
In order to send any files, they must be readable by others; see In 
order to send any files, they must be readable by others; see 
chmod(I). chmod(I). In order to send files that begin with a dot 
(for example, . profile) the file must be qualified with a dot. 
For example: . profile, . prof*, . profil? are correct; 
whereas *prof*, ?profile are incorrect. 

FILES 
/usr/bin/uupick 
/usr/bin/uuto 
PUBDIR=/usr/spool/uucppublic 

SEE ALSO 

2 

chmod(I), mail(I), uucp(IC), uustat(IC), uux(1C), 
uuclean(IM). 
"Using UUCP" in AIUX Communications User's Guide. 
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NAME 
uux - UNIX-to-UNIX system command execution 

SYNOPSIS 
uux [-] [-ggrade] [-j] [-1] [-rrifile] [-n] [-p] [-r] [-xleve/] 
[-z] command-string 

DESCRIPTION 
u ux will gather zero or more files from various systems, execute a 
command on a specified system, and then send standard output to 
a file on a specified system. Note that for security reasons, many 
installations will limit the list of commands executable on behalf 
of an incoming request from uux. Many sites will permit little 
more than the receipt of mail (see mai1(l)) via uux. 

The command-string is made up of one or more arguments that 
look like a shell command line, except that the command and 
filenames may be prefixed by system-name!. A null system-name 
is interpreted as the local system. 

Filenames may be one of the following: 

(1) A full pathname. 

(2) A pathname preceded by - xxx where xxx is a login name on 
the specified system and is replaced by that user's login 
directory. 

(3) Anything else is prefixed by the current directory. 

Any special shell characters such as <>; I should be quoted either 
by quoting the entire command-string, or quoting the special char­
acters as individual arguments. 

uux will attempt to get all files to the execution system. For files 
which are output files, the filename must be escaped by using 
parentheses. 

u ux will notify you if the requested command on the remote sys­
tem was disallowed. The response comes by remote mail from the 
remote machine. Executable commands are listed in 
/usr/1ib/uucp/L. cmds on the remote system. The format 
of the L . cmds file is 

cmd, machine} , machine2, ... 

If no machines are specified, then any machine can execute cmd. 
If machines are specified, only the listed machines can execute 
cmd. If the desired command is not listed in L. cmds, then no 
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machine can execute that command. 

Redirection of standard input and output is usually restricted to 
files in PUBDIR. Directories into which redirection is allowed 
must be specified in /usr/1ib/uucp/USERFILE by the sys­
tem administrator. See "Using UUCP" in AIUX Communications 
User's Guide. 

The following flag options are interpreted by uux. 

The standard input to u ux is made the standard input to the 
command-string. 

-ggrade 
Sets transmit priority to the level grade. The argument 
grade is a single letter or number. Lower ASCII-sequence 
characters will cause the job to be transmitted earlier dur­
ing a particular conversation. 

- j Controls writing of the uucp job number to standard out­
put. 

-1 Tries to make a link from the original file to the spool 
directory. If the link cannot be made, then copy the file. 

-rrifile Reports the status of the transfer in file. If file is omitted, 
send mail to the requester when the copy is completed. 

-n Sends no notification to user. 

-p Takes the input for the command-string from a pipe; the 
same as-. 

-r Queues the job, but does not start the file transfer. 

-xlevel 
Produces debugging output on the standard output. The 
level is a number between 0 and 9; higher numbers give 
more information than lower numbers. 

- z Notifies the user if the command succeeds. 

uux associates a job number with each request. This job number 
can be used by uustat to obtain status or terminate the job. 

The environment variable JOBNO and the - j flag option are used 
to control the listing of the u ux job number on standard output. If 
the environment variable JOBNO is undefined or set to OFF, the 
job number will not be listed (default). If uucp is then invoked 
with the - j flag option, the job number will be listed. If the en­
vironment variable JOBNO is set to ON and is exported, a job 
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number will be written to standard output each time uux is in­
voked. In this case, the - j flag option will suppress output of the 
job number. 

EXAMPLES 
uux !diff usg!/usr/dan/fl pwba!/a4/dan/fl > !fl.diff 

will get the fl files from the usg and pwba machines, execute a 
di f f command, and put the results in fl. di f f in the local 
directory. 

uux a!uucp b!/usr/file \(c!/usr/file\) 

will send a uucp command to system a to get /usr / file from 
system b and send it to system c. 

FILES 
/usr/bin/uux 
/usr/lib/uucp/L.sys 

/usr/lib/uucp/L.cmds 

list of system names and when 
to call them 
list of commands for u uxqt 
to execute 

/usr / lib/uucp/L-devices list of device codes and speeds 
/usr/lib/uucp/L-dialcodes 

list of phone num bers in 
L.sys 

/usr/lib/uucp/SYSTEMNAME 
name of this system 

/usr / lib/uucp/USERFILE list of users and required path­

/usr/lib/uucp/uucico 

/usr/lib/uucp/uuclean 

/usr/lib/uucp/uuxqt 

/usr/spool/uucp 
/usr/spool/uucppublic 

SEE ALSO 

name prefixes 
copy in, copy out program; 
called by uucp 
spool directory cleanup pro­
gram; called by uucp 
command execution program; 
called by uucp 
spool directory 
public directory (PUBD I R) 

uucp(IC), mail(I), uuclean(lM). 
"Using UUCP" in A/UK Communications User's Guide. 
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BUGS 

4 

Only the first command of a shell pipeline may have a system­
name!. All other commands are executed on the system of the 
first command. 
The use of the shell metacharacter * will probably not do what 
you want it to do. The shell tokens «and» are not implement­
ed. 
Only the first six characters of the system-name are significant; ex­
cess characters are ignored. 
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NAME 
val- validate sees file 

SYNOPSIS 
val -
val [-mname] [-rSID] [-3] [-ytype] file . .. 

DESCRIPTION 
val detennines if the specified file is an sees file meeting the 
characteristics specified by the optional argument list. Arguments 
to val may appear in any order. The arguments consist of 
key letter arguments, which begin with a -, and named files. 

val has a special argument, -, which causes reading of the stan­
dard input until an end-of-file condition is detected. Each line 
read is independently processed as if it were a command line argu­
ment list. 

val generates diagnostic messages on the standard output for 
each command line and file processed, and also returns a single 
8-bit code upon exit as described below. 

The key letter arguments are defined as follows. The effects of 
any keyletter argument apply independently to each named file on 
the command line. 

-3 The presence of this argument silences the diag­
nostic message nonnally generated on the standard 
output for any error that is detected while process­
ing each named file on a given command line. 

-rSID The argument value SID (SeeS IDentification 
String) is an sees delta number. A check is made 
to determine if the SID is ambiguous (e.g., -rl is 
ambiguous because it physically does not exist but 
implies 1.1, 1.2, etc., which may exist) or invalid 
(e.g., -rl . 0 or -rl . 1 . 0 are invalid because nei­
ther case can exist as a valid delta number). If the 
SID is valid and not ambiguous, a check is made to 
determine if it actually exists. 

-mname The argument value name is compared with the 
sees %M% keyword infile. 

-ytype The argument value type is compared with the 
sees %Y% keyword infile. 
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The 8-bit code returned by val is a disjunction of the possible er­
rors, i.e., can be interpreted as a bit string where (moving from left 
to right) set bits are interpreted as follows: 

bit 0 = missing file argument; 
bit 1 = unknown or duplicate key letter argument; 
bit 2 = corrupted sees file; 
bit 3 = cannot open file or file not sees; 
bit 4 = SID is invalid or ambiguous; 
bit 5 = SID does not exist; 
bit 6 = % Y %, -y mismatch; 
bit 7 = %M%, -m mismatch; 

Note that val can process two or more files on a given command 
line and in tum can process multiple command lines (when read­
ing the standard input). In these cases an aggregate code is re­
turned - a logical OR of the codes generated for each command 
line and file processed. 

EXAMPLES 
val -
-yc -mabc s.abc 
-mxyz -ypll s.xyz 

first checks if file s . abc has a value c for its type flag and value 
abc for the module name flag. Once processing of the first file is 
completed, val then processes the remaining files (in this case 
s . xy z) to determine if they meet the characteristics specified by 
the key letter arguments associated with them. 

FILES 
/usr/bin/val 

SEE ALSO 
admin(1), cdc(1), comb(1), del ta(1), get(I), help(I), 
prs(I), rmdel(I), sact(I), sccs(1), sccsdiff(1), 
unget(I), what(1), sccsfile(4). 
"sees Reference" inA/UX Programming Languages and Tools, 
Volume 2. 

DIAGNOSTICS 
Use help(1) for explanations. 

BUGS 

2 

val can process up to 50 files on a single command line. Any 
number above 50 will produce a core dump. 
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NAME 
ve - version control 

SYNOPSIS 
ve [-a] [-echar] [-s] [-t] [keyword=value] ... 

DESCRIPTION 

1 

The ve command copies lines from the standard input to the stan­
dard output under control of its arguments and control statements 
encountered in the standard input. In the process of performing 
the copy operation, user declared keywords may be replaced by 
their string value when they appear in plain text and/or control 
statements. 

The copying of lines from the standard input to the standard out­
put is conditional, based on tests (in control statements) of key­
word values specified in control statements or as ve command ar­
guments. 

A control statement is a single line beginning with a control char­
acter, (unless the -t keyletter is used, in which case, all characters 
up to and including the first tab are ignored , and what follows be­
gins the Gontrol statement (see below». The default control char­
acter is colon (:). This can be changed by the -e keyletter (see 
below). Input lines beginning with a backslash (\) followed by a 
control character are not control lines and are copied to the stan­
dard output with the backslash removed. Lines beginning with a 
backslash followed by a noncontrol character are copied in their 
entirety. 

A keyword is composed of 9 or less alphanumerics; the first must 
be alphabetic. A value is any ASCII string that can be created 
with ed(I); a numeric value is an unsigned string of digits. Key­
word values may not contain blanks or tabs. 

Replacement of keywords by values is done whenever a keyword 
surrounded by control characters is encountered on a version con­
trol statement. The -a key letter (see below) forces replacement 
of keywords in all lines of text. An un interpreted control charac­
ter may be included in a value by preceding it with \. If a literal \ 
is desired, then it too must be preceded by \. 

Keyletter Arguments 
-a Forces replacement of keywords surrounded by con­

trol characters with their assigned value in all text 
lines and not just in ve statements. 
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-t 

ve(l) 

All characters from the beginning of a line up to and 
including the first tab character are ignored for the 
purpose of detecting a control statement. If one is 
found, all characters up to and including the tabs are 
discarded. 

-echar Specifies a control character to be used in place of : . 

-s Silences warning messages (not error) that are nor-
mally printed on the diagnostic output. 

Version Control Statements 
: del keyword [, ... , keyword] 

Used to declare keywords. All keywords must be declared. 

: asg keyword=value 
Used to assign values to keywords. An asg statement over­
rides the assignment for the corresponding keyword on the 
ve command line and all previous asg's for that keyword. 
Keywords declared, but not assigned values have null values. 

: if condition 

:end 
Used to skip lines of the standard input. If the condition is 
true all lines between the if statement and the matching end 
statement are copied to the standard output. If the condition 
is false, all intervening lines are discarded, including control 
statements. Note that intervening if statements and match­
ing end statements are recognized solely for the purpose of 
maintaining the proper if-end matching. 

The syntax of a condition is: 

<cond> 
<or> 
<and> 
<exp> 

[ "not" ] <or> 
<and> I <and> "I" <or> 
<exp> I <exp> "&" <and> 
" (" <or> ")" I <value> <op> 

<value> 
<op> ""= "=" I "!=" I "<" I ">" 
<value> :: = <arbitrary ASCII string> I <numeric 

string> 

The available operators and their meanings are: 

equal 
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! = not equal 
& and 
I or 
> greater than 
< less than 
( used for logical groupings 
not may only occur immediately after the if, 

and when present, inverts the value of the en­
tire condition 

The> and < operate only on unsigned integer values (e.g., : 
012 > 12 is false). All other operators take strings as ar­
guments (e.g.,: 012 ! = 12 is true). The precedence of 
the operators (from highest to lowest) is: 

& 

I 

!= > < 
all of equal precedence 

Parentheses may be used to alter the order of precedence. 

Values must be separated from operators or parentheses by 
at least one blank or tab. 

: : text 

:on 

Used for keyword replacement on lines that are copied to the 
standard output. The two leading control characters are re­
moved, and keywords surrounded by control characters in 
text are replaced by their value before the line is copied to 
the output file. This action is independent of the -a 
keyletter. 

:off 
Turn on or off keyword replacement on all lines. 

: ctl char 
Change the control character to char. 

: msg message 
Prints the given message on the diagnostic output. 

: err message 
Prints the given message followed by: 

ERROR: err statement on line ... (915) 
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on the diagnostic output. vc halts execution, and returns an exit 
code of I. 

EXAMPLES 
If you have a file named note containing: 

:dcl NAME,PLACE 
:NAME:, 
Just a note to remind you that we have a meeting 
scheduled Monday morning at :PLACE:. 

the command 

vc -a NAME=Joe PLACE=University < note 

will produce 
Joe, 
Just a note to remind you that we have a meeting 
scheduled Monday morning at the University. 

FILES 
/usr/bin/vc 

SEE ALSO 
admin(I), cdc(I), comb(1), del ta(1), ed(1), get(I), 
help(1), rmdel(1), prs(I), sact(I), sccs(l), sccsdiff(I), 
unget(I), val(I), what(I), sccsfile(4). 
"sees Reference" in AIUX Programming Languages and Tools, 
Volume 2. 

DIAGNOSTICS 
Use help(l) for explanations. 

EXIT CODES 
O-normal 
1- any error 
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See vi(l) 

vedit(l) 
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NAME 
version - reports version number of files 

SYNOPSIS 
version name ... 

DESCRIPTION 
version takes a list of files and reports the version number. If 
the file is not a binary ~ it reports: 

not a binary 

If no version number is associated with the file~ it reports: 

No version header 

version also reports the object file format of the file~ i.e.~ either 

Coff object file format 

or 

Old a.out object file format. 

version is useful for determining which version of the current 
program you are running. 

EXAMPLES 
The command 

version /bin/version 

prints the version number of the version program. 

FILES 
/bin/version 

SEE ALSO 
strings(1)~ what(l). 
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NAME 
vi, view, vedi t - screen-oriented (visual) display editor 

SYNOPSIS 
vi [+command] [-1] [-r [file]] [-R] [-t tag] [-wn] [-x] 
name ... 

view [+command] [-1] [-r [file]] [-R] [-t tag] [-wn] [-x] 
name ... 

vedi t [+command] [-1] [-r [file]] [-R] [-t tag] [-wn] [-x] 
name ... 

DESCRIPTION 
vi (visual) is a display-oriented text editor based on an underlying 
line editor ex(l}. It is possible to use the command mode of ex 
from within viand vice versa. 

When using vi, changes you make to the file are reflected by 
what you see on your terminal screen. The position of the cursor 
on the screen indicates the position within the file. 

FLAG OPTIONS 

1 

The following flag options are interpreted by vi. 

-1 LISP mode; indents appropriately for lisp 
code, the (), { }, [[, and ] ] commands in vi 
and open are modified to have meaning for lisp. 

-r[file] 

-R 

-t tag 

-wn 

-x 

+ command 

Recover file after an editor or system crash. If 
file is not specified, a list of all saved files will 
be printed. 

Read only mode; the readonly flag is set, 
preventing accidental overwriting of the file. 

Edits the file containing the tag and position the 
editor at its definition. 

Sets the default window size to n. This is use­
ful when using the editor over a slow speed 
line. 

Encryption mode; a key is prompted for allow­
ing creation or editing of an encrypted file. 
This encryption scheme is not secure. 

The specified ex command is interpreted be­
fore editing begins. 
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The name argument indicates files to be edited. 

The view invocation is the same as vi except that the readon-
1 y flag is set 

The vedi t invocation is intended for beginners. The repo rt 
flag is set to 1, and the showmode and novice flags are set. 
These defaults make it easier to initially learn the editor. 

VI MODES 
Command 
Normal and initial mode. Other modes return to command mode 
upon completion. EsCAPE is used to cancel a partial command. 

Input 
Entered by a i A I 0 0 c C s S R. Text may then be 
entered. Input mode is normally terminated with Esc character, 
or abnormally with interrupt 

Last line 
Reading input for :, /, ? or !; terminate with RETURN to exe­
cute, interrupt to cancel. 

COMMAND SUMMARY 
Sample Commands 
~.J,I~ 
h j k 1 
i text EsCAPE 
cwnew ESCAPE 
easEsCAPE 
x 
dw 
dd 
3dd 
u 
zz 
:q!RETURN 
/ text RETURN 
CONTROL-V, CONTROL-D 
: ex-cmdRETURN 

arrow keys move the cursor 
same as arrow keys 
insert text 
change word to new 
pluralize word 
delete a character 
delete a word 
delete a line 
... 3 lines 
undo previous change 
exit vi, saving changes 
quit, discarding changes 
search for text 
scroll up or down 
any ex or ed command 

Counts Before vi Commands 
Numbers may be typed as a prefix to some commands. They are 
interpreted in one of these ways: 
line/column number z G 
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scroll amount 
repeat effect 

CONIROL-D CONIROL-U 
most of the rest 

Interrupting, Canceling 
ESCAPE 
interrupt 

end insert or incomplete cmd 
your interrupt 
reprints screen CONIROL-L 

CONIROL-R reprint screen if CONIROL-L is ~ key 

File Manipulation 
: w RETURN write back changes 
: qRETURN quit 
: q ! RETURN quit, discard changes 
: enameRETURN edit file name 
: e ! RETURN reedit, discard changes 
: e+nameRETURN edit, starting at end 
: e +n RETURN edit starting at line n 
: e#RETURN edit alternate file 
: wnameRETURN write file name 
: w ! name RETURN overwrite file name 
: shRETuRN run shell, then return 
: ! cmdRETURN run cmd, then return 
: nRETURN edit next file in arglist 
: nargsRETURN specify new arglist 
CONTROL-G show current file and line 
: t atagRETURN tag file entry tag 
~] : ta, following word is tag 

In general, any ex or ed command (such as substitute or global) 
may be typed, preceded by a colon and followed by a RETURN. 

Positioning Within File 
CONTROL-F 
CONIROL-B 
CONTROL-D 
CONTROL-U 
G 
/pat 
?pat 
n 

forward screen 
backward screen 
scroll down half screen 
scroll up half screen 
go to specified line (end default) 
next line matching pat 
prev line matching pat 
repeat last / or ? 
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N 
/pat/+n 
?pat?-n 
] ] 
[ [ 
( 

) 

{ 
} 
% 

Adjusting the Screen 
CONTROL-L 
CONTROL-R 
zRETURN 
z-RETURN 
z .RETURN 
/pat / z-RETURN 
zn.RETURN 
CONTROL-E 
CONTROL-Y 

Marking and Returning , , 
, , 
mx 
'x 
'x 

Line Positioning 
H 
L 
M 

+ 

RETURN 
J.. or j 
i or k 
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reverse last / or ? 
nth line after pat 
nth line before pat 
next section/function 
previous section/function 
beginning of sentence 
end of sentence 
beginning of paragraph 
end of paragraph 
find matching ( ) {or} 

clear and redraw 
retype, eliminate @ lines 
redraw, current at window top 
... at bottom 
... at center 
pat line at bottom 
use n line window 
scroll window down I line 
scroll window up 1 line 

move cursor to previous context 
... at first nonwhite in line 
mark current position with letter x 
move cursor to mark x 
... at first nonwhite in line 

top line on screen 
last line on screen 
middle line on screen 
next line, at first nonwhite 
previous line, at first non-white 
return, same as + 
next line, same column 
previous line, same column 
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Character Positioning 

o 
$ 
h or ~ 
1 or ~ 
CON1ROL-H 
space 
fx 
Fx 
tx 
Tx 

% 

first nonwhite 
beginning of line 
end of line 
forward 
backward 
sameas~ 

same as ~ 
find x forward 
f backward 
up to x forward 
back up tox 
repeat last f F t or T 
inverse of ; 
to specified column 
find matching ( { ) or } 

VVords,Sentences,Paragraphs 
w word forward 
b back word 
e end of word 
) to next sentence 
} to next paragraph 
( back sentence 
{ back paragraph 
W blank delimited word 
B backw 
E to end ofw 

Commands for LISP Mode 
) 
} 
( 
{ 

Corrections During Insert 
CON1ROL-H 
CON1ROL-VV 

Forward s-expression 
... but do not stop at atoms 
Back s-expression 
... but do not stop at atoms 

erase last character 
erase last word 

erase your erase, same as CON1ROL-H 
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kill 
\ 
EsCAPE 
interrupt 
CONTROL-D 
iCONTROL-D 
OCONTROL-D 
CONTROL-V 

Insert and Replace 
a 
i 
A 
I 
o 
o 
rx 
Rtext EsCAPE 

Operators 

vi(l) 

your kill, erase input this line 
quotes CONTROL-H, your erase and kill 
ends insertion, back to command 
your interrupt, tenninates insert 
backtab over autoindent 
kill autoindent, save for next 
... but at margin next also 
quote nonprinting character 

append after cursor 
insert before cursor 
append at end of line 
insert before first nonblank 
open line below 
open line above 
replace single character with x 
replace characters 

Operators are followed by a cursor motion, and affect all text that 
would have been moved over. For example, since w moves over a 
word, dw deletes the word that would be moved over. Double the 
operator, for example, dd to affect whole lines. 

d 
c 
y 
< 
> 

Miscellaneous Operations 
C 
D 

s 
S 
J 
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delete 
change 
yank lines to buffer 
left shift 
right shift 
filter through command 
indent for uSP 

change rest of line (c $) 
delete rest of line (d$) 
substitute chars (c 1) 
substitute lines (c c) 
join lines 
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x 
X 
Y 

Yank and Put 

delete characters (dl) 
... before cursor (dh) 
yank lines (yy) 

put inserts the text most recently deleted or yanked. If a buffer is 
named, however, the text in that buffer is put instead. 

p 
p 

"xp 
"xy 
"xd 

Undo, Redo, Retrieve 
u 
U 

"dp 

put back text after cursor 
put text before cursor 
put text from buffer x 
yank text to buffer x 
delete text into buffer x 

undo last change 
restore current line 
repeat last change 
retrieve dth last delete 

FILES 
/usr/bin/vi 
/usr/bin/view 
/usr/bin/vedit 

SEE ALSO 
ex(l). 
"Using vi" in the A/UX Text Editing Tools. 

BUGS 

7 

Software tabs using CONTROL-T work immediately after the au­
toindent only. 

Left and right shifts on intelligent terminals do not make use of in­
sert and delete character operations in the terminal. 
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NAME 
w - who is on and what they are doing? 

SYNOPSIS 
w [-h] [-u] [-s] [-1] [user] 

DESCRIPTION 
w prints a summary of the current activity on the system, including 
what each user is doing. The heading line shows the current time 
of day, how long the system has been up, the number of users 
logged into the system, and the load averages. The load average 
numbers give the number of jobs in the run queue averaged over 
1,5 and 15 minutes. 

The fields output are: the users login name, the name of the tty the 
user is on, the time of day the user logged on, the number of 
minutes since the user last typed anything, the CPU time used by 
all processes and their children on that terminal, the CPU time 
used by the currently active processes, the name and arguments of 
the current process. 

The - h flag option suppresses the heading. The -u flag option 
suppresses everything but the heading, as in uptime(1). The-s 
flag option asks for a short form of output. In the short form, the 
tty is abbreviated, the login time and CPU times are left off, as are 
the arguments to commands. -1 gives the long output, which is 
the default. 

If a user name is included, the output will be restricted to that 
user. 

FILES 
/usr/ucb/w 
/etc/utmp 
/dev/kmem 

SEE ALSO 
who(l), finger(l), ps(1), uptime(l), users(1), utmp(1). 

BUGS 

I 

The notion of the current process is muddy. The current algo­
rithm selects the highest numbered process on the terminal that is 
not ignoring interrupts, or, if there is none, the highest numbered 
process on the terminal. This fails, for example, in critical sec­
tions of programs like the shell and editor, or when faulty pro­
grams running in the background fork and fail to ignore interrupts. 
(In cases where no process can be found, w prints -.) 
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The CPU time is only an estimate, in particular, if someone leaves 
a background process running after logging out, the person 
currently on that terminal is cha rged with the time. 

Background processes are not shown, even though they account 
for much of the load on the system. 

Sometimes processes, typically those in the background, are print­
ed with null or garbaged arguments. In these cases, the name of 
the command is printed in parentheses. 

w does not know about the new conventions for detection of back­
ground jobs. It will sometimes find a background job instead of 
the right one. 
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NAME 
we - word count 

SYNOPSIS 
we [-e] [-1] [-w] [name ... ] 

DESCRIIYfION 
we counts lines, words and characters in the named files, or in the 
standard input if no names appear. It also keeps a total count for 
all named files. A word is a maximal string of characters delimit­
ed by spaces, tabs, or newlines. 

The flag options 1, w, and e may be used in any combination to 
specify that a subset of lines, words, and characters are to be re­
ported. The default is -lwe. 

When names are specified on the command line, they will be 
printed along with the counts. 

EXAMPLES 
we filea fileb filee 

reports the number of lines, words, and characters in each of the 
files, as well as the totals. 

FILES 
/bin/we 

SEE ALSO 
sum(l), sumdir(l). 
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NAME 
wha t - identify sees files 

SYNOPSIS 
what [-s] file ... 

DESCRIPTION 
what searches the given files for all occurrences of the pattern 
that get (1) substitutes for % Z % (this is @ (=If) at this printing) and 
prints out what follows until the first ", >, newline, \, or null 
character. For example, if the C program in file f . c contains 

char ident [] = "@ (=If) identification information" ; 

and f. c is compiled to yield f. a and a. out, then the command 

what f.c f.o a.out 

will print 

f.c: 

f.o: 

a.out: 

ide ntification information 

identification information 

ide ntification information 

wha t is intended to be used in conjunction with the sees com­
mand get(l), which inserts identifying information automatical­
ly, but it can also be used where the information is inserted manu­
ally. Only one flag option exists: 

-s Quit after finding the first occurrence of 
pattern in each file. 

EXAMPLES 
If testl . c has the following string: 

char v[] = "@(=If)l testl.c 2"; 

typing 

what testl.c 

would print the following: 

testl.c: 
1 testl.c 2 

FILES 
/usr/bin/what 
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SEE ALSO 
adrnin(1), cdc(1), comb(1), del ta(I), get(I), help(I), 
prs(I), rmdel(1), sact(I), sccs(1), sccsdiff(I), 
unget(1), val(1), sccsfile(4). 
"sees Reference" in A/UX Programming Languages and Tools, 
Volume 2. 

DIAGNOSTICS 
Exit status is 0 if any matches are found, otherwise 1. Use 
help(l) for explanations. 

BUGS 

2 

It is possible that an unintended occurrence of the pattern @ (*) 
could be found just by chance, but this causes no harm in nearly 
all cases. 
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NAME 
whatis - display a brief description for the named manual page 
entry 

SYNOPSIS 
whatis command ... 

DESCRIPTION 
whatis looks up a given command and gives the header line 
from the manual section. You may then run the man(1) command 
to get more information. If the line starts with 

name (section) 

you may type 

man section name 

to get the documentation for it. For instance, if you type 

whatis ed 

you will see 

ed, red (1) - text editor 

This tells you that the section for ed is 1. To see the manual entry 
for ed, you may then type 

man 1 ed 

and the entire entry will be printed. 

FILES 
/usr/ucb/whatis 
/usr/lib/whatis 

SEE ALSO 
apropos(l), man(I), whereis(I), which(I). 
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NAME 
whereis - locate source, binary, and online help file for a 
command 

SYNOPSIS 
whereis [-b] [-m] [-s] [-u] [-B dir [-f]] [-M dir [-f]] [­
S dir [-f]] name ... 

DESCRIPTION 
w he re is locates source/binary and manual sections for specified 
files. The supplied names are first stripped of leading pathname 
components and standard extensions for source files and manual 
entries, for example, . e and . 1m. Prefixes of s. resulting from 
use of source code control are also dealt with. whereis then at­
tempts to locate the desired program in a list of standard places. If 
any of the -b, -s, or -rn flags are given, then whereis searches 
only for binaries, sources, or manual sections respectively (or any 
two thereof). The -u flag may be used to search for unusual en­
tries. A file is said to be unusual if it does not have one entry of 
each requested type. Thus whereis -m -u * asks for those 
files in the current directory which have no documentation. 

Finally, the -B, -M, and -s flags may be used to change or other­
wise limit the places where whereis searches. The -f file flag 
is used to tenninate the last such directory list and signal the start 
of file names. 

EXAMPLES 
The following finds all the files in I us r Ibin which are not do­
cumented in lusr Iman/man1 with source in lusr I srel emd: 

cd /usr/ucb 
whereis -u -M /usr/man/manl -S /usr/src/cmd -f * 

FILES 
lusr/bin/whereis 
lusrlsre/* 
lusr/eatman/man/* 
Ibin 
Ilib 
lete 
lusr/bin 
lusr/lib 
lusr/ete 
lusr/ueb 
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SEE ALSO 
whatis(l), which(l). 

BUGS 
Since the program uses chdir(2) to run faster, pathnames given 
with the -M, -S, and -B must be full; that is, they must begin with 
a /. 
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NAME 
which - display the directory path to a file by interpreting 
PATH and alias settings 

SYNOPSIS 
which [name ... ] 

DESCRIPTION 
w hi ch takes a list of names and looks for the files which would 
be executed had these names been given as commands. Each ar­
gument is expanded if it is aliased, and is searched for along the 
user's path. Both aliases and paths are taken from the user's 
. cshrc file. 

Note: which(l) Operates only with csh(l). 

FILES 
/usr/ucb/which 
- / . cshrc source of aliases and path values 

SEE ALSO 
whereis(l), which(l). 

DIAGNOSTICS 

1 

A diagnostic is given for names which are aliased to more than a 
single word, or if an executable file with the argument name was 
not found in the path. 
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NAME 
who - who is on the system? 

SYNOPSIS 
who [-a] [-b] [-d] [-H] [-1] [-p] [-q] [-r] [-5] [-t] [-T] [-u] 
[file] 

who am i 

who am I 

DESCRIPTION 
who can list the user's name, termina1line, login time, elapsed 
time since activity occurred on the line, and the process ID of the 
command interpreter (shell) for each current A/UX system user. 
It examines the /etc/utmp file to obtain its information. Iffile 
is given, that file is examined. Usually, file will be /etc/wtmp, 
which contains a history of all the logins since the file was last 
created. 

who with am i or am I added on identifies the invoking user. 

Except for the default -5 flag option, the general format for output 
entries is: 

name[ state] line time activity pid [ comment] [ exit] 

With flag options, who can list logins, logoffs, reboots, and 
changes to the system clock, as well as other processes spawned 
by the ini t process. These flag options are: 

-a This flag option processes / et c / u tmp or the named file with 
all options turned on. 

-b This flag option indicates the time and date of the last reboot. 

-d This flag option displays all processes that have expired and 
not been respawned by ini t. 

-H This flag option will print column headings above the regular 
output. 

-1 This flag option lists only those lines on which the system is 
waiting for someone to login. The name field is LOG I N in 
such cases. Other fields are the same as for user entries ex­
cept that the state field does not exist. 

-p This flag option lists any non-get t y process which is 
currently active and has been previously spawned by ini t. 
The name field is the name of the program executed by ini t 
as found in /etc/inittab. The state, line, and activity 
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fields have no meaning. The comment field shows the id field 
of the line from /etc/inittab that spawned this process. 
See ini t tab(4). The exit field appears for dead processes 
and contains the termination and exit values (as returned by 
wai t(2)), of the dead process. This can be useful in deter­
mining why a process terminated. 

-q This is a quick who, displaying only the names and the 
number of users currently logged on. When this flag option is 
used, all other flag options are ignored. 

-r This flag option indicates the current run-level of the ini t 
process. 

-s This flag option is the default and lists only the name, line, 
time, and remote host (if any) fields. 

-t This flag option indicates the last change to the system clock 
(via the date(1) command) by root. See su(l). 

-T This flag option is the same as the -u flag option, except that 
the state of the terminal line is printed. The state describes 
whether someone else can write to that terminal. A + appears 
if the terminal is writable by anyone; a - appears if it is not. 
root can write to all lines having a + or a - in the state field. 
If a bad line is encountered, a ? is printed. 

-u This flag option lists only those users who are currently 
logged in. The name is the user's login name. The line is the 
name of the line as found in the directory / dev. The time is 
the time that the user logged in. The activity is the number of 
hours and minutes since activity last occurred on that particu­
lar line. A dot ( . ) indicates that the terminal has seen activity 
in the last minute and is therefore "current". If more than 
twenty-four hours have elapsed or the line has not been used 
since boot time, the entry is marked old. This field is useful 
when trying to determine whether a person is working at the 
terminal or not. The pid is the process ID of the user's shell. 
The comment is the comment field associated with this line as 
found in /etc/inittab (see inittab(4)). This can con­
tain information about where the terminal is located, the tele­
phone number of the dataset, type of terminal if hard-wired, 
etc. 
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EXAMPLES 
who am i 

reports the name under which you are currently logged in. 

FILES 
Ibin/who 
letc/utmp 
letc/wtmp 
letc/inittab 

SEE ALSO 
date(I), login(I), mesg(l), ps(I), su(I), users(I), w(I), 
whoami(I), ini t(IM), wai t(2), ini t tab(4), utmp(4). 
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NAME 
whoami - print effective current user ID 

SYNOPSIS 
whoami 

DESCRIPTION 
whoami prints who you are. It works even if you are logged in as 
superuser, while who am i does not since it uses / etc/utmp. 

FILES 
/usr/bin/whoami 
/etc/passwd 

SEE ALSO 
id(l), who(l). 

1 

Name data base 
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NAME 
w r i t e - write to another user 

SYNOPSIS 
wri te user [line] 

DESCRIPTION 
wri te copies lines from your terminal to that of another user. 
When first called, it sends the message: 

Message fromyourname (tty??) [date] ... 

to the person you want to talk to. When it has successfully com­
pleted the connection, it also sends two bells to your own terminal 
to indicate that what you are typing is being sent. 

The recipient of the message should write back at this point. 
Communication continues until an end of file is read from the ter­
minal or an interrupt is sent, or the recipient has executed "mesg 
n". At that point write writes EaT on the other terminal and 
exits. 

If you want to write to a user who is logged in more than once, the 
line argument can be used to indicate which line or terminal to 
send to (e.g., tty 00); otherwise, the first writable instance of the 
user found in / et c / u tmp is assumed and the following message 
posted: 

u~r is logged on more than one place. 
You are connected to "terminal". 
Other locations are: 
terminal 

Permission to write may be denied or granted by use of the 
mesg(l) command. Writing to others is normally allowed by de­
fault. Certain commands, in particular nroff(l) and pr(l) disal­
low messages in order to prevent interference with their output. 
However, if the user has superuser permissions, messages can be 
forced onto a write-inhibited terminal. 

If the character ! is found at the beginning of a line, w r it e calls 
the shell to execute the rest of the line as a command. 

The following protocol is suggested for using write: when you 
first wri te to another user, wait for them to wri te back before 
starting to send. Each person should end a message with a distinc­
tive signal (i.e., (0) for' 'over' ') so that the other person knows 
when to reply. The signal (00) (for "over and out") is suggest-

February, 1990 
Revision C 

1 



write(l) write(1) 

ed when conversation is to be terminated. 

EXAMPLES 
write judy tty7 

writes to user "judy" on terminal 7, unless messages have been 
refused with mesg(I). 

FILES 
/bin/write 
/etc/utmp 
/bin/sh 

SEE ALSO 
mail(I), mesg(I), nroff(I), pr(I), sh(I), talk(IN), 
who(I), wall(IM). 

DIAGNOSTICS 

2 

user is not logged in if the person you are trying to 
w r i t e to is not logged in. 

Permission denied if the person you are trying to 
wri te to denies that permission 
(with mesg). 

Warning: cannot respond, set mesg -y 
if your terminal is set to mesg n 
and the recipient cannot respond 
to you. 

Can no longer write to user 
if the recipient has denied per­
mission (mesg n) after you had 
started writing. 
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NAME 
xargs - construct argument list and execute command 

SYNOPSIS 
xargs [flags] [command [initial-arguments]] 

DESCRIPTION 
xargs combines the fixed initial-arguments with arguments read 
from standard input to execute the specified command one or more 
times. The number of arguments read for each command invoca­
tion and the manner in which they are combined are determined 
by the flags specified. 

command, which may be a shell file, is searched for, using one's 
$PATH. If command is omitted, /bin/ echo is used. 

Arguments read in from standard input are defined to be contigu­
ous strings of characters delimited by one or more blanks, tabs, or 
new lines; empty lines are always discarded. Blanks and tabs may 
be embedded as part of an argument if escaped or quoted. Char­
acters enclosed in quotes (single or double) are taken literally, and 
the delimiting quotes are removed. Outside of quoted strings, a 
backslash (\) will escape the next character. 

Each argument list is constructed starting with the initial­
arguments, followed by some number of arguments read from 
standard input (Exception: see - i flag option). Flag options - i, 
-1, and -n determine how arguments are selected for each com­
mand invocation. When none of these flag options are coded, the 
initial-arguments are followed by arguments read continuously 
from standard input until an internal buffer is full, and then com­
mand is executed with the accumulated arguments. This process 
is repeated until there are no more arguments. When there are flag 
option conflicts (for example, -1 versus -n), the last flag option 
has precedence. Flag option values are: 

-lnumber command is executed for each nonempty number 
lines of arguments from standard input. The last in­
vocation of command will be with fewer lines of ar­
guments if fewer than number remain. A line is con­
sidered to end with the first newline unless the last 
character of the line is a blank or a tab; a trailing 
blank/tab signals continuation through the next 
nonempty line. If number is omitted, 1 is assumed. 
Flag option -x is forced. 
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- ireplstr Insert mode: command is executed for each line 
from standard input, taking the entire line as a single 
argument, inserting it in initial-arguments for each 
occurrence of replstr. A maximum of 5 arguments in 
initial-arguments may each contain one or more in­
stances of replstr. Blanks and tabs at the beginning 
of each line are thrown away. Constructed argu­
ments may not grow larger than 255 characters, and 
flag option -x is also forced. {} is assumed for 
replstr if not specified. 

-nnumber Execute command using as many standard input ar­
guments as possible, up to number arguments max­
imum. Fewer arguments will be used if their total 
size is greater than size characters, and for the last in­
vocation if there are fewer than number arguments 
remaining. If flag option -x is also coded, each 
number arguments must fit in the size limitation, else 
xargs terminates execution. 

-t Trace mode: The command and each constructed ar­
gument list are echoed to file descriptor 2 just prior to 
their execution. 

-p Prompt mode: The user is asked whether to execute 
command at each invocation. Trace mode (-t) is 
turned on to print the command instance to be exe­
cuted, followed by a ?.. prompt. A reply of y (op­
tionally followed by anything) will execute the com­
mand; anything else, including just a carriage return, 
skips that particular invocation of command. 

-x Causes xargs to terminate if any argument list 
would be greater than size characters; -x is forced by 
the flag options - i and -1. When none of the flag 
options -i, -1, or -n are coded, the total length of 
all arguments must be within the size limit. 

-ssize The maximum total size of each argument list is set 
to size characters; size must be a positive integer less 
than or equal to 470. If - s is not coded, 470 is taken 
as the default. Note that the character count for size 
includes one extra character for each argument and 
the count of characters in the command name. 
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-eeofstr eofstr is taken as the logical end-of-file string. Un­
derbar U is assumed for the logical EOF string if -e 
is not coded. The value -e with no eofstr coded 
turns off the logical EOF string capability (underbar 
is taken literally). xargs reads standard input until 
either end-of-file or the logical EOF string is encoun­
tered. 

xargs will terminate if either: 

it cannot execute command 

command returns a -1 exit status. 

When command is a shell program, it should explicitly exit (see 
sh(1» with an appropriate value to avoid accidentally returning 
with -1 . 

EXAMPLES 
Is $1 I xargs -i -t mv $1/{} $2/{} 

will move all files from directory $1 to directory $ 2, and echo 
each move command just before doing it. 

(logname; date; echo $0 $*) I xargs »log 

will combine the output of the parenthesized commands onto one 
line, which is then echoed to the end of file 1 og. 

Is I xargs -p -1 ar r arch 
Is I xargs -p -1 I xargs ar r arch 

causes the user to be asked which files in the current directory are 
to be archived and archives them into arch one at a time in the 
first instance, or as in the second instance, many at a time. 

echo $* I xargs -n2 diff 

will execute diff(1) with successive pairs of arguments original­
ly typed as shell arguments. 

FILES 
/usr/bin/xargs 

SEE ALSO 
csh(1), ksh(1), sh(l). 

February,1990 
Revision C 

3 



xstr(l) xstr(l) 

NAME 
xstr - extract strings from C programs to implement shared 
strings 

SYNOPSIS 
xstr [-] [-c] [file] 

DESCRIPTION 

1 

xstr maintains a file strings into which strings in component 
parts of a large program are hashed. These strings are replaced 
with references to this common area. This serves to implement 
shared constant strings, most useful if they are also read-only. 

The command 

xstr -c name 

will extract the strings from the C source in name, replacing string 
references by expressions of the form (&xstr[numberD for some 
number. An appropriate declaration of xstr is prefixed to the 
file. The resulting C text is placed in the file x. c, to then be com­
piled. The strings from this file are placed in the strings data base 
if they are not there already. Repeated strings and strings which 
are suffices of existing strings do not cause changes to the data 
base. 

After all components of a large program have been compiled a file 
xs. c declaring the common xstr space can be created by a 
command of the form 

xstr 

This xs. c file should then be compiled and loaded with the rest 
of the program. If possible, the array can be made read-only 
(shared) saving space and swap overhead. 

x s t r can also be used on a single file. A command 

xstr name 

creates files x . c and xs . c as before, without using or affecting 
any strings file in the same directory. 

It may be useful to run xstr after the C preprocessor if any mac­
ro definitions yield strings or if there is conditional code which 
contains strings which may not, in fact, be needed. xstr reads 
from its standard input when the argument - is given. An ap­
propriate command sequence for running x s t r after the C 
preprocessor is: 
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cc -E name.c I xstr -c -
cc -c x.c 
mv x. 0 name. 0 

xstr does not touch the file strings unless new items are added, 
thus make can avoid remaking xs. 0 unless truly necessary. 

FILES 
/usr/bin/xstr 
strings 
x.c 
xs.c 
/tmp/xs* 

SEE ALSO 

Data base of strings 
Massaged C source 
C source for definition of array xstr 
Temp file when "xstr name" doesn't 
touch strings 

mkstr(1), strings(I). 

BUGS 
If a string is a suffix of another string in the data base, but the 
shorter string is seen first by xstr both strings will be placed in 
the data base, when just placing the longer one there will do. 
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NAME 
yacc - yet another compiler-compiler 

SYNOPSIS 
yacc [-d] [-1] [-t] [-v] grammar 

DESCRIPTION 

1 

yacc converts a context-free grammar into a set of tables for a 
simple automaton which executes an 1r(l) parsing algorithm. 
The grammar may be ambiguous; specified precedence rules are 
used to break ambiguities. 

The output file, y . tab. c, must be compiled by the C compiler to 
produce a program yyparse. This program must be loaded with 
the lexical analyzer program, yy1ex, as well as main and yyer­
ror, an error handling routine. These routines must be supplied 
by the user; 1ex(l) is useful for creating lexical analyzers usable 
by yacc. 

If the -v flag is given, the file y. output is prepared, which con­
tains a description of the parsing tables and a report on conflicts 
generated by ambiguities in the grammar. 

If the -d
r 
flag is used, the file y. tab. h is generated with the 

#define statements that associate the yacc-assigned "to­
ken codes" with the user-declared "token names" This allows 
source files other than y . tab. c to access the token codes. 

If the -1 flag is given, the code produced in y. tab. c will not 
contain any #line constructs. This should only be used after the 
grammar and the associated actions are fully debugged. 

Runtime debugging code is always generated in y . tab. c under 
conditional compilation control. By default, this code is not in­
cluded when y. tab. c is compiled. However, when yacc's -t 
flag option is used, this debugging code will be compiled by de­
fault. Independent of whether the -t flag option was used, the 
runtime debugging code is under the control of YYDEBUG, a pre­
processor symbol. If YYDEBUG has a nonzero value, then the de­
bugging code is included. If its value is zero, then the code will 
not be included. The size and execution time of a program pro­
duced without the runtime debugging code will be smaller and 
slightly faster. 
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EXAMPLES 
yacc filel.y 

invokes yacc to process file filel. yin yacc-format. 

FILES 
/bin/yacc 
y.output 
y.tab.c 
y.tab.h 
yacc. tmp,yacc. debug,yacc. acts (temporary files) 
/usr/lib/yaccpar 

SEE ALSO 
lex(1), malloc(3X). 
"yacc Refrence" in AIUX Programming Languages and Tools, 
Volume 2. 

DIAGNOSTICS 
The number of reduce-reduce and shift-reduce conflicts is report­
ed on the standard error output; a more detailed report is found in 
the y. output file. Similarly, if some rules are not reachable 
from the start symbol, this is also reported. 

BUGS 
Because file names are fixed, at most one yacc process can be ac­
tive in a given directory at a time. 
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NAME 
ye s - generate y entries in response to requests for input 

SYNOPSIS 
ye s [expletive] 

DESCRIPTION 
yes repeatedly outputs "y" or if expletive is given, that is output 
repeatedly. A multiple word expletive must be enclosed in quotes. 
Termination is by the interrupt character (by default, CONTROL-C 
in the NUX standard distribution). 

FILES 
/usr/ucb/yes 
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NAME 
ypca t -list the contents of the named yP map 

SYNOPSIS 
ypcat [-k] [-t] [-d domainname] mname 

ypcat -x 

DESCRIPTION 
ypcat lists the contents of the yellow pages (YP) map specified 
by mname, which may be either a mapname or a map "nick­
name." Since ypcat uses the yP network services, no yP 

server is specified. 

Suppose you want to look at the system password file. Each 
machine has a file /etc/passwd, containing only a small 
amount of information. The network-wide password database is 
served by the YP, and holds information in a map named 
passwd. byname. whose abbreviated name is passwd. Thus. 
to see the system passwords, you type: 

ypcat passwd 

Here is a list of abbreviated mapnames, full mapnames, and 
corresponding system files: 

passwd pwd.nm /etc/passwd 
group grp.nm /etc/group 
hosts hst.ad /etc/hosts 
networks ntw.ad /etc/networks 
services svc.nm /etc/services 
protocols ptc.nr /etc/protocols 
netgroup netg /etc/netgroup 

Note: This implementation uses shorter abbreviated names 
than other implementations due to an 8 character filename 
limitation. 

Refer to ypfiles(4) and ypserv(lM) for an overview of the 
yellow pages. 

FLAG OPTIONS 
The following flag options are interpreted by ypcat: 

-k Display the keys for those maps in which the values are null 
or the key is not part of the value. (None of the maps derived 
from files that have an ASCII version in / etc fall into this 
class.) 
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-t Inhibit translation of mname to mapname. For example, yp­
cat -t passwd will fail because there is no map named 
passwd, whereas ypcat passwd will be translated to 
ypcat passwd.byname. 

-d Specify a domain other that the default domain. The default 
domain is returned by domainname. 

-x Display the map nickname table. This lists the nicknames 
(mnames) the command knows of, and indicates the map­
name associated with each nickname. 

FILES 
/usr/bin/ypcat 

SEE ALSO 

2 

domainname(1), ypmatch(l), ypserv(lM), ypfiles(4). 
"Installing the Yellow Pages" in AIUX Network System Adminis­
tration. 
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NAME 
. ypma t ch -list the value of keys in a yP map 

SYNOPSIS 
ypmatch [-ddomain] [-k] [-t] key ... mname 

ypmatch -x 

DESCRIPTION 
ypma t ch lists the values associated with one or more keys from 
the yellow pages (YP) map (database) specified by a mname, 
which may be either a mapname or a map nickname. 

Multiple keys can be specified; the same map will be searched for 
all . The keys must be exact values insofar as capitalization and 
length are concerned. No pattern matching is available. If a key 
is not matched, a diagnostic message is produced. 

FLAG OPTIONS 
The following flag options are interpreted by ypmatch: 

-d Specify a domain other than the default domain. 

-k Before displaying the value of a key, display the key it-
self, followed by a colon (:). This is useful only if the 
keys are not duplicated in the values, or you've specified 
so many keys that the output could be confusing. 

-t Inhibit translation of nickname to mapname. For exam­
ple, 

ypmatch -t zippy passwd 

will fail because there is no map named passwd, while 

ypmatch zippy passwd 

will be translated to 

ypmatch zippy passwd.byname 

-x Display the map nickname table. This lists the nick­
names (mnames) the command knows of, and indicates 
the mapname associated with each nickname. 

FILES 
/usr/bin/ypmatch 
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SEE ALSO 
ypcat(l), ypfiles(4). 
AIUX Network System Administration. 

2 

ypmatch(l) 
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NAME 
yppasswd- change login password in yellow pages 

SYNOPSIS 
yppasswd [name] 

DESCRIPTION 
yppasswd changes (or installs) a password associated with the 
user name (your own name by default) in the yellow pages. The 
yellow pages password may be different from the one on your 
own machine. 

yppasswd prompts for the old yellow pages password and then 
for the new one. The caller must supply both. The new password 
must be typed twice, to forestall mistakes. 

New passwords must be at least four characters long if they use a 
sufficiently rich alphabet and at least six characters long if mono­
case. These rules are relaxed if you are insistent enough. 

Only the owner of the name or the superuser may change a pass­
word; in either case you must prove you know the old password. 

FILES 
/usr/bin/yppasswd 

SEE ALSO 
passwd(l), yppasswdd(lM), ypfiles(4). 
A/UX Network System Administration. 

BUGS 
The update protocol passes all the information to the server in one 
rpc call, without ever looking at it. Thus, if you type in your old 
password incorrectly, you will not be notified until after you have 
entered and verified your new password. 
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NAME 
ypwhich - which host is the yP server or map master? 

SYNOPSIS 
ypwhich [-d[domain]] [-VI] [hostname] 

ypwhich [-d[domain]] [-V2] [hostname] 

ypwhich [-t mapname] [-d domain] -ro [mname] 

ypwhich -x 

DESCRIPTION 
ypwhich tells which yP server supplies yellow pages services to 
a yP client, or which is the master for a map. If invoked without 
arguments, it gives the yP server for the local machine. If host­
name is specified, that machine is queried to find out which YP 
master it is using. 

Refer to ypfiles(4) and ypserv(lM) for an overview of the 
yellow pages. 

FLAG OPTIONS 

1 

The following flag options are interpreted by ypwhich: 

-d [domain] Use domain instead of the default domain. 

-VI 

-V2 

-t mapname 

-m [mname] 

Which server is serving version 1 yP protocol­
speaking client processes? 

Which server is serving version 2 yP protocol 
client processes? 

If neither version is specified, ypwhich at­
tempts attempts to locate the server that supplies 
the (current) version 2 services. If there is no 
version 2 server currently bound, ypwhich 
then attempts to locate the server supplying the 
version 1 services. Since yP servers and yP 

clients are both backward compatible, the user 
need seldom be concerned about which version 
is currently in use. 

Inhibit nickname translation; useful if there is a 
mapname identical to a nickname. 

Find the master YP server for a map. No host­
name can be specified with -ro. mname can be a 
mapname, or a nickname for a map. 
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-x 

ypwhich(l) 

Display the map nickname table. This lists the 
nicknames (mnames) the command knows of, 
and indicates the mapname associated with each 
nickname. 

FILES 
/usr/bin/ypwhich 

SEE ALSO 
rpcinfo(lM), ypset(lM), ypserv(1M), ypfiles(4). 
AIUX Network System Administration. 
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See compress(l) 
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NAME 
intro - introduction to games 

DESCRIPTION 
This section describes the recreational and educational programs 
found in the directory /usr/games. 
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NAME 
aliens - alien invaders attack the earth 

SYNOPSIS 
/usr/games/aliens 

DESCRIPTION 
This is an NUX version of Space Invaders. The program is pretty 
much self-documenting. 

FILES 
/usr/games/aliens 
/usr/games/alienslog 

BUGS 
The program is a CPU hog. It needs to be rewritten. It doesn't do 
well on terminals that run slower than 9600 baud. 
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NAME 
ari thrnetic - provide drill in number facts 

SYNOPSIS 
/usr/garnes/arithrnetic [+-x/] [range] 

DESCRIPTION 
ari thrnetic types out simple arithmetic problems, and waits 
for an answer to be typed in. If the answer is correct, it types back 
Right!, and a new problem. If the answer is wrong, it replies 
Wha t ?, and waits for another answer. Every twenty problems, it 
publishes statistics on correctness and the time required to answer. 

To quit the program, type an interrupt. 

The first optional argument determines the kind of problem to be 
generated; +, -, x, and / respectively cause addition, subtraction, 
multiplication, and division problems to be generated. One or 
more characters can be given; if more than one is given, the dif­
ferent types of problems will be mixed in random order; default is 
+-. 
range is a decimal number; all addends, subtrahends, differences, 
multiplicands, divisors, and quotients will be less than or equal to 
the value of range. Default range is 10. 

At the start, all numbers less than or equal to range are equally 
likely to appear. If the respondent makes a mistake, the numbers 
in the problem which was missed become more likely to reappear. 

As a matter of educational philosophy, the program will not give 
correct answers, since the learner should, in principle, be able to 
calculate them. Thus the program is intended to provide drill for 
someone just past the first learning stage, not to teach number 
facts de novo. For almost all users, the relevant statistic should be 
time per problem, not percent correct. 

FILES 
/usr/garnes/arithmetic 
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NAME 
autorobots - escape from the automatic robots 

SYNOPSIS 
/usr/games/autorobots 

DESCRIPTION 
The object of the game autorobots is to move around inside of 
the box on the screen without getting eaten by the robots chasing 
you and without running into any robots or junk heaps. The 
robots move continuously. 

If a robot runs into another robot or junk heap while chasing you, 
they crash and leave a junk heap. 

You start out with 10 robots worth 10 points each. If you defeat 
all of them, you get 20 robots worth 20 points each. Then 30, and 
so forth, until you get eaten! 

The game keeps track of the top ten scores and prints them at the 
end of the game. 

The valid commands are described on the screen. 

FILES 
/usr/games/autorobots 
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NAME 
back - the game of backgammon 

SYNOPSIS 
/usr/games/back 

DESCRIPTION 
back is a program which provides a partner for the game of back­
gammon. It is designed to play at three different levels of skill, 
one of which you must select. In addition to selecting the 
opponent's level, you may also indicate that you would like to roll 
your own dice during your turns (for the superstitious players). 
You will also be given the opportunity to move first. The practice 
of each player rolling one die for the first move is not incorporat­
ed. 

The points are numbered 1-24, with 1 being white's extreme inner 
table,24 being brown's inner table, 0 being the bar for removed 
white pieces and 25 the bar for brown. For details on how moves 
are expressed, type y when back asks Instructions? at the 
beginning of the game. When back first asks Move?, type ? to 
see a list of move options other than entering your numerical 
move. 

When the game is finished, back will ask you if you want post­
mortem statistics. If you respond with y, back will attempt to ap­
pend to or create a file. backlog in your home directory. 

FILES 
/usr/games/back 
/usr/games/lib/backrules 
$HOME/.backlog 

BUGS 
The only level really worth playing is expert, and it only plays 
the forward game. 

Doubling is not implemented. 
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NAME 
bed - simulate a punched card corresponding to a text argument 

SYNOPSIS 
/usr/games/bcd text 

DESCRIPTION 
bed converts the literal text into a form familiar to old-timers. 

This program works best on hard copy terminals. 

FILES 
/usr/games/bcd 
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NAME 
b j - the game of black jack 

SYNOPSIS 
/usr/games/bj 

DESCRIPTION 
b j is a serious attempt at simulating the dealer in the game of 
black jack (or twenty-one) as might be found in Reno. The fol­
lowing rules apply: 

The bet is $2 every hand. 

A player natural (black jack) pays $3. A dealer natural 
loses $2. Both dealer and player naturals is a push (no mo­
neyexchange). 

If the dealer has an ace up, the player is allowed to make an 
insurance bet against the chance of a dealer natural. If this 
bet is not taken, play resumes as normal. If the bet is taken, it 
is a side bet where the player wins $2 if the dealer has a natur­
al and loses $1 if the dealer does not. 

If the player is dealt two cards of the same value, he is allowed 
to double. He is allowed to play two hands, each with one 
of these cards. (The bet is doubled also; $2 on each hand.) 

If a dealt hand has a total of ten or eleven, the player may 
doubledown. He may double the bet ($2 to $4) and receive 
exactly one more card on that hand. 

Under normal play, the player may hit (draw a card) as long 
as his total is not over twenty-one. If the player bus t s (goes 
over twenty-one), the dealer wins the bet. 

When the player stands (decides not to hit), the dealer hits 
until he attains a total of seventeen or more. If the dealer 
busts, the player wins the bet. 

If both player and dealer stand, the one with the largest total 
wins. A tie is a push. 

The machine deals and keeps score. The following questions will 
be asked at appropriate times. Each question is answered by y 
followed by a newline for yes, or just newline for no. 

? 
Insurance? 
Double down? 
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Every time the deck is shuffled, the dealer so states and the ac­
tion (total bet) and standing (total won or lost) is printed. To 
exit, hit the interrupt key and the action and standing will be print­
ed. 

FILES 
/usr/games/bj 
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NAME 
chase - try to escape the killer robots 

SYNOPSIS 
/usr / games/ chase [nrobots] [nfences] 

DESCRIPTION 
The object of the game chase is to move around inside of the 
box on the screen without getting eaten by the robots chasing you 
and without running into anything. 

If a robot runs into another robot while chasing you, they crash 
and leave a junk heap. If a robot runs into a fence, it is destroyed. 

If you can survive until all the robots are destroyed, you have 
won! 

If you do not specify either nrobots or nfences, chase will prompt 
you for them. 

The valid commands are described on the screen. 

FILES 
/usr/games/chase 
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NAME 
craps - the game of craps 

SYNOPSIS 
/usr/games/craps 

DESCRIPTION 

1 

craps is a form of the game of craps that is played in Las Vegas. 
The program simulates the roiler, while the user (the player) 
places bets. The player may choose, at any time, to bet with the 
roller or with the House. A bet of a negative amount is taken as a 
bet with the House, any other bet is a bet with the roller. 

The player starts off with a bankroll of $2,000. 

The program prompts with: 

bet? 

The bet can be all or part of the player's bankroll. Any bet over 
the total bankroll is rejected and the program prompts with bet? 
until a proper bet is made. 

Once the bet is accepted, the roller throws the dice. The following 
rules apply (the player wins or loses depending on whether the bet 
is placed with the roller or with the House; the odds are even). 
The first roll is the roll immediately following a bet: 

1. On the first roll: 

7 or 11 wins for the roller; 
2,3, or 12 wins for the House; 
any other number is the point, roll again (Rule 2 ap­
plies). 

2. On subsequent rolls: 

point roller wins; 
7 House wins; 
any other number roll again. 

If a player loses the entire bankroll, the House will offer to lend 
the player an additional $2,000. The program will prompt: 

marker? 

A ye s (or y) consummates the loan. Any other reply terminates 
the game. 
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If a player owes the House money, the House reminds the player, 
before a bet is placed, how many markers are outstanding. 

If, at any time, the bankroll of a player who has outstanding mark­
ers exceeds $2,000, the House asks: 

Repay marker? 

A reply of ye s (or y) indicates the player's willingness to repay 
the loan. If only 1 marker is outstanding, it is immediately repaid. 
However, if more than 1 marker are outstanding, the House asks: 

How many? 

markers the player would like to repay. If an invalid number is 
entered (or just a carriage return), an appropriate message is print­
ed and the program will prompt with How many? until a valid 
number is entered. 

If a player accumulates 10 markers (a total of $20,000 borrowed 
from the House), the program informs the player of the situation 
and exits. 

Should the bankroll of a player who has outstanding markers 
exceed $50,000, the total amount of money borrowed will be" au­
tomatically repaid to the House. 

Any player who accumulates $100,000 or more breaks the bank. 
The program then prompts: 

New game? 

to give the House a chance to win back its money. 

Any reply other than yes is considered to be a no (except in the 
case of bet? or How many?). To exit, send an interrupt. The 
program will indicate whether the player won, lost, or broke even. 

MISCELLANEOUS 
The random number generator for the die numbers uses the 
seconds from the time of day. Depending on system usage, these 
numbers, at times, may seem strange but occurrences of this type 
in a real dice situation are not uncommon. 

FILES 
/usr/games/craps 
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NAME 
cribbage - the card game cribbage 

SYNOPSIS 
/usr/games/cribbage [-r] [-e] [-q] name ... 

DESCRIPTION 

1 

cribbage plays the card game cribbage, with the program play­
ing one hand and the user the other. The program will initially ask 
the user if the rules of the game are needed; if so, it will print out 
the appropriate section from According to Hoyle with more(I). 

cribbage options include: 

-e When the player makes a mistake scoring his hand or crib, 
provide an explanation of the correct score. (This is especial­
ly useful for beginning players.) 

-q Print a shorter form of all messages; this is only recommended 
for users who have played the game without specifying this 
option. 

- r Instead of asking the player to cut the deck, the program will 
randomly cut the deck. 

cribbage first asks the player whether he wishes to playa short 
game ("once around," to 61) or a long game ("twice around," to 
121). A response of s will result in a short game, any other 
response will playa long game. 

At the start of the first game, the program asks the player to cut the 
deck to determine who gets the first crib. The user should respond 
with a number between 0 and 51, indicating how many cards 
down the deck is to be cut. The player who cuts the lower ranked 
card gets the first crib. If more than one game is played, the loser 
of the previous game gets the first crib in the current game. 

For each hand, the program first prints the player's hand, whose 
crib it is, and then asks the player to discard two cards into the 
crib. The cards are prompted for one per line, and are typed as ex­
plained below. 

After discarding, the program cuts the deck (if it is the player's 
crib) or asks the player to cut the deck (if it's its crib); in the later 
case, the appropriate response is a number from 0 to 39 indicating 
how far down the remaining 40 cards are to be cut. 
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Mter cutting the deck, play starts with the nondealer (the person 
who doesn't have the crib) leading the first card. Play continues, 
as per cribbage, until all cards are exhausted. The program keeps 
track of the scoring of all points and the total of the cards on the 
table. 

Mter play, the hands are scored. The program requests the player 
to score his hand (and the crib, if it is his) by printing out the ap­
propriate cards (and the cut card enclosed in brackets). Play con­
tinues until one player reaches the game limit (61 or 121). 

A carriage return when a numeric input is expected is equivalent 
to typing the lowest legal value; when cutting the deck this is 
equivalent to choosing the top card. 

Cards are specified as rank followed by suit. The ranks may be 
specified as one of: a, 2, 3, 4, 5, 6, 7, 8, 9, t, j, q, and k, or al­
ternatively, one of: ace, two, three, four, five, six, 
seven, eight, nine, ten, jack, queen, and king. Suits 
may be specified as: s, h, d, and c, or alternatively as: spades, 
hearts, diamonds, and clubs. A card may be specified as: 
<rank> <suit>, or: <rank> of <suit>. If the single letter rank and 
suit designations are used, the space separating the suit and rank 
may be left out. Also, if only one card of the desired rank is play­
able, typing the rank is sufficient. For example, if your hand was 
"2H, 4D, SC, 6H, JC, KD" and it was desired to discard the King 
of Diamonds, any of the following could be typed: 

k 
king 
kd 
k d 
k of d 
king d 
king of d 
k diamonds 
k of diamonds 
king diamonds 
king of diamonds 

FILES 
/usr/games/cribbage 
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See ttt(6) 

1 

cubic(6) 
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NAME 
fish - play "Go Fish" 

SYNOPSIS 
/usr/games/fish 

DESCRIPTION 

fish(6) 

fish plays the game of "Go Fish," a childrens' card game. The 
object is to accumulate "books" of 4 cards with the same face 
value. The players alternate turns; each tum begins with one 
player selecting a card from his hand and asking the other player 
for all cards of that face value. If the other player has one or more 
cards of that face value in his hand, he gives them to the first 
player, and the first player makes another request. Eventually, the 
first player asks for a card which is not in the second player's 
hand: the second player replies GO FI SH !. The first player then 
draws a card from the "pool" of undealt cards. If this is the card 
he had last requested, he draws again. When a book is made, ei­
ther through drawing or requesting, the cards are laid down and no 
further action takes place with that face value. 

To play the computer, simply make guesses by typing a, 2, 3, 4, 
5,6,7,8,9,10, j, q, or k when asked. Pressing RETURN gives 
you information about the size of my hand and the pool, and tells 
you about my books. Saying p as a first guess puts you into 
"pro" level; the default is pretty dumb. 

FILES 
/usr/games/fish 
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NAME 
fort une - print a random, hopefully interesting, adage 

SYNOPSIS 
/usr/games/fortune 

DESCRIPTION 
fortune prints out a random adage. 

FILES 

1 

/usr/games/fortune 
/usr/games/lib/fortunes 
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NAME 
hangman - guess the word 

SYNOPSIS 
/usr/games/hangman[arg] 

DESCRIPTION 

hangman(6) 

hangman chooses a word at least seven letters long from a dic­
tionary. The user is to guess letters one at a time. 

The optional argument arg names an alternate dictionary. 

FILES 
/usr/games/hangman 
/usr/lib/w2006 

BUGS 
Hyphenated compounds are run together. 
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NAME 
1 i f e - play the game of life 

SYNOPSIS 
/usr/games/life [-r] 

DESCRIPTION 

1 

life is a pattern-generating game set up for interactive use on a 
video terminal. The way it operates is: You use a series of com­
mands to set up a pattern on the screen and then let it generate 
further patterns from that pattern. 

The algorithm used is this: For each square in the matrix, look at 
it and its eight adjacent neighbors. If the present square is unoc­
cupied and exactly three of its neighboring squares are occupied, 
then that square will be occupied in the next pattern. If the present 
square is occupied and two or three of its neighboring squares are 
occupied, then that square will be occupied in the next pattern. 
Otherwise, the present square will not be occupied in the next pat­
tern. 

The edges of the screen are normally treated as an unoccupied 
void. If you specify the - r option on the command line, the 
screen is treated as a torus; that is, the top and bottom lines and the 
left and right columns are considered adjacent. 

The pattern generation number and the number of occupied 
squares are displayed in the lower left comer of the screen. 

Following is a list of commands available to the user. In these 
descriptions, m and n may be replaced by any numbers. 

m, na Add a block of elements. The first number specifies 
the horizontal width and the second number specifies 
the vertical height. If a number is not specified, the 
default is 1. 

nc 

m,nd 

nf 

Step through the next n patterns. If no number is 
specified, step forever. The operation can be can­
celled by typing an interrupt. 

Delete a block of elements. The first number 
specifies the horizontal width and the second number 
specifies the vertical height. If a number is not 
specified, the default is 1. 

Generate a little flier at the present location. The 
number (modulo 8) determines the direction. 
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m,ng 

nh 

nj 

nk 

nl 

nn 

p 

q 

m,ny 

c 
nF 

nH 

nJ 

life(6) 

Move to absolute screen location. The first number 
specifies the horizontal location and the second 
number specifies the vertical location. If a number is 
not specified, the default is O. 

Move left n steps. If no number is specified, the de­
fault is 1. 

Move down n steps. The default is 1. 

Move up n steps. The default is 1. 

Move right n steps. The default is 1. 

Step through the next n patterns. If no number is 
specified, generate the next pattern. The operation 
can be cancelled by typing an interrupt. 

Put the last yanked or deleted block at the present lo­
cation. 

Quit. 

Yank a block of elements. The first number specifies 
the horizontal width and the second number specifies 
the vertical height. If a number is not specified, the 
default is 1. 

Clear the pattern. 

Generate a big flier at the present location. The 
number (modulo 8) determines the direction. 

Move to the left margin. 

Move to the bottom margin. 

nK Move to the top margin. 

nL Move to the right margin. 

nCONTROL-H 
Move left n steps. If no number is specified, the de­
fault is 1. 

nCONTROL-] 
Move down n steps. The default is 1. 

nCONTROL-K 
Move up n steps. The default is 1. 

nCONTROL-L 
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CONTROL-R 

life(6) 

Redraw the screen. This is used for those occasions 
when the terminal screws up. 

Repeat the last add (a) or delete (d) operation. 

Repeat the last move (h, j, k, 1) operation. 

FILES 
/usr/games/life 

BUGS 
The following features are planned but not implemented. 

m,nS 

R 

m 

e 

i 

3 

Save the selected area in a file. 

Restore from a file. 

Generate a macro command. 

Shell escape. 

Edit a file. 

Input commands from a file. 
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NAME 
mastermind - play the game of Mastennind 

SYNOPSIS 
/usr/games/mastermind 

DESCRIPTION 
mastermind plays the board game Mastennind. 

The playing field is a number of slots, in which a number of 
colored pegs can be placed. The object of the game is to guess a 
hidden sequence of colored pegs. Each guess consists of a possi­
ble sequence of colored pegs. The guesser's opponent then 
answers with two numbers: the number of pegs in the guess that 
exactly match the corresponding pegs in the configuration, and the 
number of pegs in the guess that match in color but not in position. 
Play continues until the sequence is guessed correctly. Then 
players change positions and the program will try to guess your 
hidden sequence. 

The guesser's opponent gets one point for each guess made. You 
have a chance to decide before starting how many slots and how 
many colors you want to use. Any time it is your turn to enter a 
guess, you can review the board by typing review instead of 
your guess. 

FILES 
/usr/games/mastermind 
/usr/games/mrnhow 
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NAME 
rna ze - generate a maze 

SYNOPSIS 
/usr/games/maze 

DESCRIPTION 
maze asks a few questions and then prints a maze. 

FILES 
/usr/games/maze 

BUGS 

maze(6) 

Some mazes (especially small ones) have no solutions. 
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NAME 
moo - guessing game 

SYNOPSIS 
/usr/games/moo 

DESCRIPTION 

moo(6) 

moo is a guessing game imported from England. The computer 
picks a number consisting of four distinct decimal digits. The 
player guesses four distinct digits being scored on each guess. A 
cow is a correct digit in an incorrect position. A bull is a 
correct digit in a correct position. The game continues until the 
player guesses the number (a score of four bulls). 

FILES 
/usr/games/moo 
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NAME 
n umbe r - convert Arabic numerals to English 

SYNOPSIS 
/usr/games/number 

DESCRIPTION 
number copies the standard input to the standard output, chang­
ing each decimal number to a fully spelled out version. 

FILES 
/usr/games/number 
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NAME 
qui z - test your knowledge 

SYNOPSIS 
/usr/games/quiz [-ifile] [-t] [category1 category2] 

DESCRIPTION 
qui z gives associative knowledge tests on various subjects. It 
asks items chosen from category1 and expects answers from 
category2, or vice versa. If no categories are specified, qui z 
gives instructions and lists the available categories. 

qui z tells a correct answer whenever you type a bare newline. 
At the end of input, upon interrupt, or when questions run out, 
qui z reports a score and terminates. 

The -t flag specifies tutorial mode, where missed questions 
are repeated later, and material is gradually introduced as you 
learn. 

The - i flag causes the named file to be substituted for the default 
index file. The lines of these files have the syntax: 

line = category newline I category: line 
category= alternate I category I alternate 
al ternate= empty I alternate primary 
primary= character I [category [ I option 
option = {category} 

The first category on each line of an index file names an informa­
tion file. The remaining categories specify the order and contents 
of the data in each line of the information file. Information files 
have the same syntax. Backslash \ is used as with sh(l) to quote 
syntactically significant characters or to insert transparent new­
lines into a line. When either a question or its answer is empty, 
qui z will refrain from asking it. 

FILES 
/usr/games/quiz 
/usr/games/lib/quiz/index 
/usr/games/lib/quiz/* 

BUGS 
The construct 

a I ab 

doesn't work in an information file. Use a {b}. 

February, 1990 
Revision C 

1 



rain(6) rain(6) 

NAME 
rain - animated raindrops display 

SYNOPSIS 
/usr/games/rain 

DESCRIPTION 
The display of rain is modeled after the V AXNMS program of 
the same name. The terminal has to be set for 9600 baud to obtain 
the proper effect 

As with all programs that use termcap, the TERM environment 
variable must be set (and exported) to the type of the terminal be­
ing used. 

FILES 
/usr/games/rain 
/etc/termcap 
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NAME 
robots - escape from the robots 

SYNOPSIS 
/usr/games/robots 

DESCRIPTION 
The object of the game robot s is to move around inside of the 
box on the screen without getting eaten by the robots chasing you 
and without running into anything. 

If a robot runs into another robot while chasing you, they crash 
and leave a junk heap. 

You start out with 10 robots worth 10 points each. If you defeat 
all of them, you get 20 robots worth 20 points each. Then 30, etc. 
Until you get eaten! 

The game keeps track of the top ten scores and prints them at the 
end of the game. 

The valid commands are described on the screen. 

FILES 
/usr/games/robots 
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NAME 
trek - trekkie game 

SYNOPSIS 
/usr / games/trek [[-a]file] 

DESCRIPTION 
trek is a game of space glory and war. Below is a summary of 
commands. For complete documentation, see Trek by Eric All­
man. 

If a filename is given, a log of the game is written onto that file. If 
the -a flag is given before the filename, that file is appended to, 
not truncated. 

The game will ask you what length game you would like. Valid 
responses are short, medium, and long. You may also type­
restart which restarts a previously saved game. You will then 
be prompted for the skill, to which you must respond novice, 
fair, good, expert, commodore, or impossible. You 
should normally start out with a novice and work up. 

In general, throughout the game, if you forget what is appropriate 
the game will tell you what it expects if you just type in a question 
mark. 

COMMAND SUMMARY 

1 

abandon 
cloak up/down 
computer request; ... 
destruct 
help 
lrscan 
phasers automatic amount 
phasers manual amtl course1 spread1 ... 
torpedo course [yes] angle/no 
r am course distance 
shell 
srscan [yes/no] 
status 
undock 
warp warp_factor 

capture 

damages 
dock 
impulse course distance 
move course distance 

rest time 
shields up/down 

terminate yes/no 
visual course 
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FILES 
/usr/games/trek 
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NAME 
ttt, cubic - tic-tac-toe 

SYNOPSIS 
/usr/games/ttt 

/usr/games/cubic 

DESCRIPTION 
t t t is the X and 0 game popular in the first grade. This is a 
learning program that never makes the same mistake twice. 

Although it learns. it learns slowly. It must lose nearly 80 games 
to completely know the game. 

cubic plays three-dimensional tic-tac-toe on a 4x4x4 board. 
Moves are specified as a sequence of three coordinate numbers in 
the range 1-4. 

FILES 

1 

/usr/games/ttt 
/usr/games/ttt.k 
/usr/games/cubic 
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NAME 
twinkle - twinkle stars on the screen 

SYNOPSIS 
/usr/games/twinkle [-] [+] [s save]] [density1 [density2]] 

DESCRIPTION 
twinkle causes a specified density of "stars" to twinkle on the 
screen. 

FLAG OPTIONS 
The following flag options are available; 

Print out the present screen density (the percentage of the 
screen that will be filled with stars) in the lower-left comer of 
the screen. This number changes as stars go on and off. 

+ Do not "randomize" before starting. The screen starts out 
completely blank and stars are added, bit by bit. In this case, 
the density rises beyond the specified density, then falls to the 
required percentage. 

s Save binary density on file save, in case you want to see the 
density curve that a particular density specification produced 
during the life of the show. 

density 
If density is not specified, density is .5 (50% of the screen is 
filled with stars). 
If only densityl is given, density is lIdensityl 
If both densityl and density2 are given, density is the resul­
tant of densityl/(densityl +density2). 

EXAMPLES 
The command 

twinkle -+ 2 6 

would start from a blank screen and twinkle stars to a final density 
of 2/8, or 25%. The densities would be shown in the lower-left 
corner, as a three-place decimal. 

FILES 
/usr/games/twinkle 

February, 1990 
Revision C 

1 



worm(6) worm(6) 

NAME 
worm - play the growing worm game 

SYNOPSIS 
/usr/games/worm [size] 

DESCRIPTION 
In worm, you are a little worm, your body is the os on the screen, 
and your head is the @, You move with the keys h, j, k, and 1 
keys. If you don't press any keys, you continue in the direction 
you last moved. The uppercase H, J, K, and L keys move you as 
if you had pressed several (9 for HL and 5 for JK) of the 
corresponding lowercase key (unless you run into a digit, then it 
stops). 

On the screen you will see a digit; if your worm eats the digit, it 
will grow longer. The actual amount by which the worm will 
grow longer depends upon which digit was eaten. The object of 
the game is to see how long you can make the worm grow. 

The game ends when the worm runs into either the sides of the 
screen or itself. The current score (how much the worm has 
grown) is kept in the upper left comer of the screen. 

The optional argument, if present, is the initial length of the worm. 

FILES 
/usr/games/worm 

BUGS 

1 

If the initial length of the worm is set to less than one or more than 
75, various strange things happen. 
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NAME 
worms - animate worms on a display terminal 

SYNOPSIS 
/usr/games/worms [-field] [-length n] [-number n] 
[ -trail] 

DESCRIPTION 
-field makes a field for the worm(s) to eat; -trail causes 
each worm to leave a trail behind it The rest is easily understood. 

FILES 
/usr/games/worms 
/etc/termcap 

DIAGNOSTICS 
Invalid length 

Value not in range 2 <= length <= 1024 

Invalid number of worms 
Value not in range 1 <= number <= 40 

TERM: parameter not set 
The TERM environment variable is not defined. To fix things, 
run the commands 

TERM=terminal-type 
export TERM 

Unknown terminal type 
The terminal type (as determined from the TERM environ­
ment variable) is not defined in / etc/termcap. 

Terminal not capable of cursor motion 
The terminal is incapable of running this program. 

Out of memory 
This should never happen. 

BUGS 
The lower right character position will not be properly updated on 
a terminal that wraps at the right margin. 

Terminal initialization is not performed. 
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NAME 
wump - the game of hunt-the-wumpus 

SYNOPSIS 
/usr/games/wump 

DESCRIPTION 
wump plays the game of "Hunt the Wumpus". A Wumpus is a 
creature that lives in a cave with several rooms connected by tun­
nels. You wander among the rooms, trying to shoot the Wumpus 
with an arrow, meanwhile avoiding being eaten by the Wumpus 
and falling into Bottomless Pits. There are also Super Bats which 
are likely to pick you up and drop you in some random room. 

The program asks various questions which you answer one per 
line; it will give a more detailed description if you want 

This program is based on one described in People's Computer 
Company, 2, 2 (November 1973). 

FILES 
/usr/games/wump 

BUGS 
It will never replace Adventure. 
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THE APPLE PUBUSHING SYSTEM 

This Apple manual was written, edited, and composed 
on a desktop publishing system using Apple 
Macintosh ® computers and troff running on A!UX. 
Proof and fmal pages were created on Apple 
LaserWriter~ printers. POSTSCRIPT~, the page­
description language for the LaserWriter, was 
developed by Adobe Systems Incorporated. 

Text type and display type are Times and Helvetica. 
Bullets are ITC Zapf Dingbats~. Some elements, such 
as program listings, are set in Apple Courier. 
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