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Note: Another way to invoke MacsBug is to define an 'FKEY' resource containing the 
two instructions needed-Debugger ($A9FF) and RTS ($4E75). 

To see the application screen again, press the tilde key(-) or the escape key (esc). To 
return to the MacsBug display, press any character key. 

If you have multiple screens, MacsBug uses the "Welcome to Macintosh" screen by 
default. You'll probably want your application on the larger screen and MacsBug on the 
smaller screen. To select a different screen for the MacsBug display, press the Option key 
while clicking on the Monitor icon from the Control Panel and then drag the Macintosh icon 
to the desired screen. 

At the bottom of the MacsBug display is the command line, indicated by a flashing bar 
cursor. MacsBug accepts the standard editing keys (Delete, Left Arrow, Right Arrow), as 
well as several special functions: 

Command-Left Arrow 
Command-Rlght Arrow 
Command-Delete 
Command-V 

Move cursor left one word. 
Move cursor right one word. 
Delete the word to the left of the cursor. 
Restore previous command line(s) for editing. 

Multiple commands, separated by semicolons, can be entered on the command line. To 
execute the command(s) on the command line, press Return or Enter. Pressing Return 
without entering a command repeats the last command. 

The Return key can be also used as a toggle to pause and resume the execution of a 
command. To cancel the execution of a command, press any other key. (Note, however, 
that execution cannot then be resumed.) 

Thorough on-line help information that includes the syntax of all commands can be 
displayed with the HELP command. 

The largest area of the screen is the output region. MacsBug output falls into three 
categories, indicated by three levels of indentation: 

• The reason for the break. MacsBug tells which 68000 exception, Macintosh system 
error, or user-specified break caused MacsBug to be invoked. 

• Messages. For each command you enter, MacsBug gives a message either confirming 
execution or explaining a failure. 

• Command output. 

Output scrolls up (and eventually off) the screen as new commands are executed. The 
LOO command lets you save all MacsBug output, to either a file or an Image Writer® 
printer. 

Immediately above the command line is the PC (program counter) region; it shows the 
address of the next insauction to be executed, along with the disassembly of that 
instruction. In the case of a fatal error, it shows the last instruction executed (in other 
words, the instruction that caused the crash). 
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The area on the left side of the screen, known as the status region, displays information 
about the system. At the top is the address contained in the stack pointer (register A 7). /,~., 
followed by the bytes at the top of the stack. The number of bytes displayed varies with 
the screen size and the format of the display. The SHOW command lets you specify the 
display in word, long word, and ASCII format; it also lets you specify another area of 
memory for display. 

Below the stack data is the name of the current heap; by default it's the application heap. 
You can change the current heap with the HX (Heap Exchange) command. The HZ (Heap 
Zones) command tells you all known heap zones, and works with Multifinder. 

The rest of the status region shows the contents of the CPU registers. Several commands 
give additional register information. The TF (Total Floating-Point) and TM (Total M~tU) 
commands show the contents of the floating-point and MMU registers respectively. The 
'ID (Total Display) command displays the CPU registers in the output region. Since the 
CPU registers are constantly updated and displayed in the status region, the 1D command 
is useful for remembering register values between commands. 

There are several ways to leave MacsBug. The simplest way is with the G (Go) command; 
program execution resumes at the current program counter. If MacsBug was invoked due 
to an unexpected C1T0r condition, it may not be possible to resume program execution. 
Depending on the severity of the error condition, it may be necessary to relaunch the 
application (EA command), relaunch the shell (ES command), restan the system (RS 
command), or reboot the machine (RB command). 

Specifying things 
Most of the MacsBug operations-setting breakpoints, displaying memory. disassembling 
code-need an actual address to work with. To make life easier, MacsRug provides a 
number of different alternatives to specifying hard addresses. 

Whenever possible, MacsBug accepts and returns symbols in place of addresses. 
Procedure names are the most common example of this. Most compilers for the Macintosh 
have the option of embedding character names after the code generated for each procedure 
or function. (Compiler writers will want to sec Appendix G for details on procedure name 
definition.) If you've used this option, you can specify a procedure name and offset 
whenever MacsBug wants an address. Conversely, MacsBug returns addresses as offsets 
from procedures whenever it can. For instance, if the instruction shown in the PC is pan 
of a valid procedure, the PC window gives the name and offset of that instruction. 

Several commands work specifically with .symbols. The WH (Where) command provides 
mapping between symbols and addresses. When given an address or a symbol name, 
MacsBug gives you the other item. You can display a list of all procedures known to 
MacsBug with the SD (Symbol Display) command. You can also use the SD command to 
display a list of ttap names. You can disassemble any of your application's procedures 

. ·I 
/ 

with the IR command. ~- ) 
,r ~-.. .. 
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To translate a symbol name into an address, MacsBug must search the current heap. Since 
this search process can be slow, MacsBug provides the SX (Symbol Exchange) command 
for disabling the use of symbol names. 

Note: Advanced programmers may find themselves dealing with multiple files (ccxie 
segments, for instance) having the same symbol names. The RN (Resource Number) 
command lets you restrict symbol matching to a file with a given reference number. 

MacsBug also allows the creation of macros. Macros are simple text string substitutions, 
and can be- used to create command name aliases, reference global variables, and name 
common expressions. Macros arc expanded before the command line is executed, and can 
thus contain anything you can type in a command line. 

You can create macros on the fly with the MC command, or include them in a resource file. 
(Sec the MC command for details.) The MCD command lists the macros known to 
MacsBug, and the MCC command clears one or all macros. 

How did I get here? 
When your program crashes unexpectedly, you'll stan with several clues. MacsBug tells 
you what 68000 exception or system error ID caused the crash. The PC area gives you the 
instruction that caused the crash. The location of the instruction, whether in ROM or at an 
offset from a procedure, is also given. You can examine the ccxie immediately preceding 
the crash by using the IP command. 

One approach is to examine the stack for the procedure call history. If your program uses 
the LINK A6 procedure prolog, the SC6 command returns the calling history. If it 
doesn't, or if you arc in a pan of the ROM that doesn't use A6 links, you'll need to use the 
SC7 command. This command finds possible return addresses on the stack. You can use 
these addresses to examine the stack yourself. You can also use the addresses in other 
MacsBug commands .. Be aware, though, that the SC7 command will almost cenainly 
include old or invalid values (in other words, addresses not in the current calling chain), 
since local stack variables can change the stack top without changing the contents. 

Another way to find out where a program has been is by recording the A-trap calls it 
makes, using the ATR (A-Trap Record) command. When recording has been turned on, 
MacsBug records all trap calls in a circular buffer. When the buffer is full, the oldest calls 
will be overwritten by new calls. You can define the size of the buffer and thereby the 
number of traps recorded. (See the A TR command for details.) You may want to consider 
always enabling trap recording; the performance cost isn't very great. To see the 
information recorded, use the ATP (A-Trap Playback) command. 

In the same way that trap recording lets you build a trap history in a buffer, the A TT 
command lets you direct that history to the screen or to a log file. Tracing to the screen is 
useful if you have two screens. MacsBug can take over one screen and display the history 
as your program executes on the other screen. In cases where the program crashes so 
badly that MacsBug cannot be invoked, you'll still have a trap history available. 
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Enabling logging with the LOG command and tracing to a file is useful if you want to 
record a large number of calls and can't afford to dedicate the memory for the trap 
recording buffer. Another benefit of log files is that you can use your editor to help 
examine the data. 

Controlling program execution -
MacsBug provides a set of commands that let you control and watch the execution of your 
program. Two commands let you execute insttuctions one at a time. The S (Step) 
command executes a single 68000 insttuction, stops at the next instruction, and returns to 
MacsBug. The contents of the program counter-in other words, the next instruction to be 
executed-are disassembled and displayed. You can also step through a specified number 
of instructions, or until a condition is met (for instance, when a register contains a 
particular value). 

When the S command reaches a subroutine or an A-trap call, it steps right in. Particularly 
with ROM routines, which are often very long and typically not of interest, you'll probably 
want to use the SO (Step Over) command instead. The SO command works exactly like 
the S command except that it treats A-trap calls and subroutines as a single instruction, 
stopping at the first insttuction after the A-trap or subroutine returns. (With traps having 
the auto-pop bit set, MacsBug returns to the address on the top of the stack at the time of 
the trap call.) 

While stepping through code, MacsBug decodes conditional statements (DBcc, Bee, and 
Sec instructions) to detennine whether branches will be taken or will fall through. This 
information is shown to the right of the PC information. 

If you've stepped into a procedure with the S command and want to get out, you can use 
the MR (Magic Return) to move to the end of the procedure. The MR command needs to 
know where the return address is; for this reason, it's a good idea to use the LINK A6 
prolog for your procedures. 

If you 're stepping through your program and find you want to move past some code, you 
can use the GT (Go Till) command to resume execution until a specified address is reached. 

Stopping at a particular place 
Once you've narrowed down the location of a bug, you may want MacsBug to stop when a 
particular point in your program is reached. There are several ways of doing this. 

The ATB (A-Trap Break) command lets you specify a break when A-traps are encountered. 
You can specify individual traps or a range of traps, as well as conditions that must be met. 
For instance, you could specify a break when the HFSDispatch trap is encountered and the 
value of register DO is 6 (which is the routine selector for the DirCreate routine). You can ,,,.- ... 1 
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also specify commands to be executed once MacsBug has been invoked, making life a little 
easier. 

Another way to stop program execution is to set a breakpoint at a specified address, using 
the BR command The address can be given as an actual address, or as an offset from a 
procedure name. This infonnation will have been found by disassembling or stepping 
through your code. The BR command also lets you specify commands to be executed 
when the breakpoint is reached. You can specify multiple breakpoints; MacsBug stores 
this infonnation in a table, which you can see at any time with the BRD command. 
Breakpoincs remain set until you clear them with the BRC command. 

The BR command can be useful in working with A-traps as well as with your own code. 
With some ROM routines, the actUal trap is often preceded by glue code that sets up the 
parameters. Whereas the A TB command stops right before the trap is made, the BR 
command can be used to stop at the point where your program calls the routine, letting you 
examine what goes on with the glue code. 

An advantage of using breakpoints Is that they don't require changes to your source code, 
and can be used after the application has been built. However, breakpoints cannot be set in 
a procedure until the segment containing that procedure is loaded and the address 
determined. One way around this problem is to specify a break from within your 
procedure by using the traps Debugger ($A9FF) and DebugStr ($ABFF). Debugger is a 
system trap that invokes MacsBug and displays the message "User break at <addr>." 
DebugStr additionally lets you supply a custom message for display, as well as MacsBug · 
commands for execution. (For a description of how to declare and use these traps, see 
Appendix D.) 

The DX (Debugger Exchange) command lets you disable breaks from the Debugger and 
DebugStr traps without having to go in and remove them from your program. 

Watching for memory to chan~e 
Several commands let you determine when and where a particular area of memory is being 
changed. One common problem is when a program inadvenently changes the contents of a 
memory location. You can detect when a range of memory changes by using the SS (Step 
Spy) command. This command checksums a given range and then executes instructions 
one at a time until the checksum changes. The SS command can slow down a program 
considerably, so MacsBug treats a long word as a special case and optimizes for speed. If 
you suspect a certain range of memory is being altered, you usually don't need to check the 
whole range but can check just a long word within the range. If you must check a long 
range, you'll probably want to use a hardware emulator. (You can also use the SS 
command as a way of slowing down cenain routines, those that draw to the screen, for 
instance, so you can actually watch how they work.) 

A variation on the SS command, the ATSS (A-Trap Step Spy) command lets you 
checksum a memory range before specified A-traps are executed. 
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The CS (Checksum) command lets you monitor whether a range of memory has changed. 
The first time you execute the CS command, you specify a range and MacsBug computes a 
checksum. Subsequent CS commands compute the checksum and compare it with the 
previous value. · 

Displaying and setting memory 
The DB. OW, DL, and DP commands display respectively a byte, word, long word, and 
page (128 bytes) of memory. With the DM (Display Memory) command, you can specify 
a number of bytes to be displayed. Often you'll want to look at the contents of a data 
structure consisting of fields of various different sizes. The DM command lets you specify 
templates for displaying memory in a structured fonnat. 

The TMP command lists the names of all templates known to MacsBug. See the 
description of this command for instructions on defining your own templates. 

The SB, SW, and SL commands let you set bytes, words, and long words in memory. 
The SM command lets you assign values of varying size; the size of the assignment is 
determined by the value. 

Checking the heap 
Several commands let you examine and monitor heap zones. The HD (Heap Dump) 
command displays information aoout all blocks in the current heap, as well as a summary 
of the heap allocation. If you want only the summary information, you can use the HT 
(Heap Totals) command. 

One of the more common bugs is dereferencing a handle to a block that has moved, 
potentially corrupting the heap. Two commands are useful in detecting this problem. The 
HC (Heap Check) command checks the cWTent heap and reports any errors. If the problem 
is reproducible, the A TiiC (A-Trap Heap Check) command can be used to check the heap 
before ttap calls. 

Exercising your program 
It's possible to simulate a worst-case memory situation to exercise your application. The 
HS (Heap Scramble) command moves all relocatable blocks whenever they might be 
moved, in other words, whenever the NewPtr, NewHandle, ReallocHandle, SetPtrSize, or 
SetHa.ndleSize ttaps are called. (With SetPtrSize and SetHandleSize, the heap is scrambled 
only if the block size is being increased.) 
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The DSC command rums on the Extended Discipline™ utility. This program examines 
parameters before A-traps arc called and checks results after the calls complete. If 
Extended Discipline detects an error, MacsBug is invoked. (See the Extended Discipline 
manual for details.) · 

The dot address 
MacsBug provides a way of saving and specifying addresses between successive 
commands; it's so useful that it deserves a separate section. 

MacsBug maintains a variable, known as "dot," that contains the last address of interest 
from cenain commands. The"." character refers to this address and can be used in any 
command that expects an address. The commands that set the "dot address" are ones that 
are often followed by another command using the same address. 

Dot is used primarily as a shonhand notation between one command and the next. For 
instance, you might type WH name to find a particular procedure. The WH command sets 
dot to the address returned, letting you then type IL . to disassemble code, or BR . to set a 
breakpoint at the start of the procedure. 

Dot can also be used as a placeholder. For instance, the DM command displays memory 
starting from a specified address and sets dot to that address. You can resume execution, 
reenter MacsBug later, and type DM . to display the same memory. This technique is 
useful for watching for an area of memory to change. 

The commands that set dot are as follows: 

• The commands for displaying memory-OM, DP, DB, OW, and DL-all set dot to the 
address of the first byte displayed. 

• The commands for setting memory-SM, SB, SW, and SL-set dot to the.address of 
the first byte changed. These commands also set the last command to the DM 
command. This means that after setting memory you can simply press Return to 
display the memory just set 

• The WH command sets dot to the address of the procedure or trap located. 

• The F command sets dot to the first byte of the string that was found. 

• The a, IP, and ID commands set dot to the address of the first instruction 
disassembled. 

• The dot address is also used in connection with heap commands. Any command that 
scans the heap-HD, HC, and SD, for instance-can receive a heap error. If the error 
concerns a particular block (as opposed to the entire heap), MacsBug sets dot to the 
address of the block header. Typing DM • will display the block in question. MacsB ug 
also scans resource maps while examining resource blocks in the heap. Resource map 
errors set dot to the address of the bad map. 
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Command syntax 
MacsBug commands have the following format: 

COMMAND required parameters [optional parameters] 

Parameters can be numbers, text literals, symbols, or expressions combining these 
elements. MacsBug provides full command line evaluation, so any parameter can be 
entered as an expression. The general form of an expression is: 

valuel [operator value2] 

Parentheses can be used to control the order of evaluation. Expressions always evaluate to 
a 32-bit value unless . w or . s follows the specified value (in which case the word or byte is 
sign-extended to 32 bits). Expressions can evaluate to either a numeric or a Boolean value 
depending on the operators used. The operation of cenain commands varies depending on 
the type of expression. For instance, the BR command will break after n times if the given 
expression is numeric, or when a cenain condition is met if the expression is Boolean. 

Values 

Depending on the command, there arc a variety of different ways to specify values: 

registers All 68000-family registers use their Motorola names. MMU 64-bit registers 
and floating-point registers are not allowed in expressions. 

numbers Numbers arc hexadecimal by default, but can be preceded by the''$" 
character in the case of conflicts with registers An and Dn. Numbers are 
decimal if preceded by the"#'' character. The unary operators "+" and"-" 
can precede any number, but must appear before the "#'' or"$" characters. 

symbols Symbols arc found by searching the heap, and evaluate to an address. (See 
Appendix G for details on procedure name definition.) Partial name 
matching is supponed. If you enter so My, for instance, all symbols that 
stan with "My" arc shown. 

traps A-traps arc specified by trap number in the range AOOO to ABFF or by trap 
name. Trap names can be preceded by the "t" character (Option-n in the 
case of conflicts with symbol names. 

strings Strings are sequences of characters surrounded by single (')or double (") 
quotation marks. There is no padding to word or long word boundaries; 
each character in the string is 1 byte. 
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The"." character specifies the dot address; see Chapter 2 for a detailed 
discussion on using this character. 

The":" character indicates the address of the stan of the procedure shown in 
the program counter window. This character is not valid if no procedure 
name exists for PC. 

Operators 

These are the operators allowed in expressions, in order of precedence: 

( ) Grouping 
@ (prefix) " (postfix) Address indirection 
' NOT Bitwise or Boolean NOT 
* Multiplication 
I MOD Division 
+ Addition 

Subtraction 
= -- Equal 
<> 

,_ Not equal .-
< Less than 
<= Less than or equal 
> Greater than 
>= Greater than or equal 
& AND Bitwise or Boolean AND 
I OR Bitwise or Boolean OR 
XOR Bitwise or Boolean XOR 

Note: @addr is the same as addr". Addr". B or addr". w fetch only a byte or word 
from addr, the value is then sign-extended to 32 bits. 

Command descriptions 
This section contains descriptions of all MacsBug commands, arranged alphabetically. For 
each command, the parameters are given and the operation of the command discussed. 
Where appropriate, examples arc provided. A list of the entire set of commapds can be 
found in Append.ix A. 
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Syntax 

Description 

Examples 

ATB - A· Trap Break 

ATB[AJ [trap [trap]) [n I exptj [';cmdsl 

The A TB command sets a breakpoint at the specified A-trap(s). Traps can 
be specified by either ttap number or trap name. Appending the letter A to 
the A TB command tells MacsBug to break only when the given trap is 
called from the application heap. (Note that this means the current 
application heap at the time the ATB command was entered.) Specifying 
two traps indicates a range of traps; MacsBug breaks at every trap 
encountered within this range. If no traps are specified, a default range of 
AOOO through ABFF is used. 

If n is specified. MacsBug breaks only after a given trap has been 
encountered n times. If expr is specified, MacsBug breaks only when a 
given trap has been enrountercd and expr is TRUE. If neither n nor expr 
is given, MacsBug breaks each time the trap is encountered. You can also 
supply one or more commands to be executed once the break conditions 
are satisfied~ each command must be preceded by a semicolon and 
enclosed in quotation marks. 

You can set multiple trap breaks with different break conditions or 
commands. MacsBug checks the table until an entry satisfies the break 
conditions. The break commands for this entry are executed. Later 
entries in the table (that also satisfy the break conditions) are ignored. 

Be aware that MacsBug stores the infonnation for breakpoints, step 
commands, and A-ttap commands in a single table. New entries are 
entered at the end of the table. It's possible to receive the error message 
"Entry will not fit in the table" while entering an A TB command if step 
commands, BR commands, and other A-trap commands have already 
filled this table. 

ATB !break on all traps) 
ATB GetNextEvent !break on GetNextEvent trap) 
ATB ACCO AOlO !break on traps Open throuqh Allocate l 
ATB HFSDispatch 00.W • 6 !break on HFSDispatch when reqister ::0•6 <:lirC:-eate1 \ 
ATB SizeWindow ';OM <SP+6) A WindowRecord' {break on SizeWindow, t:'len cis?:ay ? 

{ from the contents of the :o~g word 
{ 6 bytes above the stack pointer 1 
{ usinq the WindowRecorc templa:e) 

For a display of the trap table after having set these actions, see the Am command. 

See also ATC, AID 
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Syntax 

Description 

Example 

ATC - A-Trap Clear 

ATC [trap [trap]] 

The ATC command clears all actions on the specified traps; in other 
words, it cancels the A TB, A TI, A TiiC, and ATSS commands. Traps 
can be specified by either trap number or trap name. Specifying two traps 
indicates a range of traps; MacsBug cancels actions for all traps within this 
range. If no traps are specified, all trap actions for all traps are cleared. 

The A TC command comes in handy when you want to set an action for 
most, but not all, of the traps in a particular range. For instance, you may 
think you want to break at all toolbox traps but soon find that you can do 
without a break at every call to GetNextEvent. One way around this is to 
set two ranges around GetNextEvent with the A TB command. An easier 
way is to set the action on the whole range and use the A TC command to 
exclude the GetNextEvent trap. Be aware, however, that MacsBug 
accomplishes this by doing the diny work for you, itself setting two new 
ranges around GetNextEvent. This means that, even though you are 
ostensibly clearing a trap action, you are actually creating an additional 
entry in the A-trap table, and could conceivably receive the error message 
"Entry will not flt in the table." 

Assume the trap table (displayed by using the A TD command) looks like this: 

A-Trap act ions from Sy st.em or Applicat.ion 
Trap Range Act.ion Cur/Max or Expression Commands 
ACCO A8FF Break 00000000 I 00000001 

After you enter the command: 

ATC Get.Next.Event. 

the trap table looks like this: 

A-Trap act.ions from Syst.em or Application 
Trap Range Act.ion Cur/Max or Expression Commands 
AOOO A96F Break 00000000 I 00000001 
A971 ABFF Break 00000000 I 00000001 

See also ATB, AID, ATHC, ATSS, ATT 
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Syntax 

Description 

Example 

ATD - A· Trap Display 

ATD 

The A 1D command displays the A-trap table(s), which list all acti9ns set 
with the ATB, ATI, ATiiC, and ATSS commands. Two A-trap tables 
may be displayed, depending on which actions have been set. One table 
lists all actions restricted to the application heap (using the A parameter), 
and another lists actions that apply to either the system heap or the 
application heap. 

Both tables have the same fonnat. The trap range for the action is shown 
in the first column and the type of action is shown in the second column: 
If a number of iterations (n) was specified with the action, it's shown in 
the third column, preceded by the actual number of iterations so far. If a 
logical expression was entered instead, it's shown in the third column. 
The fourth column shows any cormnands that were specified for 
execution upon breaking into MacsBug. 

In this example, the following trap breaks were set previously with the ATB command: 

ATB 
ATB GetNextEvent 
A!B AOOO AOlO 
ATB HFSDispnch DO .W • 6 
A:'B SizeWinclow ';OM (SP+6) • WinclowRecorcl' 

The trap table displayed by the A 1D command is given below. Note that traps are 
represented by trap number; you can detennine the corresponding trap name by using the 
WHcommand. . 

ATD 
A-Trap actions from 

Trap Range Action 
ACCO ABFF Break 

A970 Break 
AOOO AOlO Break 

A06o ·area.It 
A9lD Break 

System or Application 
Cur/Max or Expression 
00000000 I 00000001 
00000000 I 00000001 
00000000 I 00000001 
oo.w • 6 
00000000 I 00000001 

See also ATB, ATC, ATHC, ATSS, ATI, WH 
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Syntax 

Description 

See also 

:( 

(l 

ATHC - A-Trop Heep Check 

ATHC[A] [trap [trap]] [n I exp~ 

The A THC command checks the consistency of the heap before executing 
the specified A-trap(s). If the heap is found to have been corrupted. 
MacsBug is invoked and an eITor is displayed; see the HC command for a 
list of possible eITors. 

Traps can be specified by either trap number or trap name. Appending 
the letter A to the ATHC command tells MacsBug to check only when the 
given trap is called from the application heap. (Note that this means the 
cUITCnt application heap at the time the A THC command was entered.) 
Specifying two traps indicates a range of traps; MacsBug checks for every 
trap encountered within this range. If no traps are specified, a default 
range of AOOO through ABFF is used. 

If n is specified, MacsBug checks only after a given trap has been 
encountered n times. If expr is specified, MacsBug checks only when a 
given trap has been encountered and expr is TRUE. If neither n nor expr 
is given, MacsBug checks each time the trap is encountered. 

ATC,AID,HC 
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ATP- A· Trap Playback 

Syntax ATP 

Description The ATP command plays back the information saved while trap recording 
is on. (For details on trap recording, see the ATR command.) This 
information includes the trap name and the contents of the program 
counter (PC). For operating-system traps. the value of registers AO and 
DO are shown, as well as the 8 bytes pointed to by register AO. For 
toolbox traps, ATP shows the value of register A 7 and the 8 bytes to 
which it points. 

Example 

In the example below, SetPon is the most-recently executed trap. 

ATP 
Trap calls in tl'.e order in which they occurred 

AOJO OSEveni:Avail 
PC • 004C7 34 6 
AO • 0048'71F8 COJA 1F34 2000 0048 DO • OOOOFFFF 

A970 Gel:NextEveni: 
PC • 004C2BCA 
A7 • CC48724C 0048 7290 FFFF 0020 

AOJO OSEventAvail 
PC • 004C'7346 
AO • 004871DC 004C 1684 004D OlJC DO • ocooocoo 

AOJl Gei:OSEvent 
PC • OC4C'7334 
AO - C048'7290 0000 0000 oocc COCA DO • OOCOOOOC 

A9B4 System~ask 

PC • CC4C28CC 
A7 • 004871FO oooc FFFF 0048 '7290 

A874 GetPori: 
?C - 40815150 
A'7 • C04 8'71C4 0048 '71C8 0048 '7290 

A924 Tront Window 
PC - 40815154 
A7 • 0048'71C4 0000 0000 003A 1D40 

A8'73 Sei:Port 
PC • 408l51A£ 
A'7 • 00487lC8 003A 1040 0040 OlJC 

See also A1R 
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Syntax 

Description 

See also 

ATR- A· Trap Record 

ATR[A] [ON I OFF] 

The A TR command turns trap recording on and off; if no parameter is 
passed, the command toggles between modes. Trap recording saves 
information about then most recently executed traps. By default, 
MacsBug records the last eight traps. You can, however, specify any 
number by using the resource type 'mx.br' with a resource ID of 100. The 
format of this resource is simply an Integer. Since the craps are saved in a 
circular buffer, space is the only penalty for recording more than eight 
traps; time is not a factor. 

Appending the letter A to the A TR command tells MacsBug to record 
information only for traps called from the application heap. (Note that this 
means the current application heap at the time the A TR command was 
entered.) 

The information saved, which can be displayed with the ATP co_mmand, 
includes the trap name and the contents of the program counter (PC). For 
operating-system traps, the value of registers AO and DO are saved, as 
well as the eight bytes pointed to by register AO. For toolbox craps, A TR 
saves the value of regisrer A 7 and the 8 bytes to which it points. 

ATP 

Finol draft 23 



Syntax 

Description 

see also 
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ATSS - A· Trap Step Spy 

ATSS[A] [trap [trapfl [n I expf1, addr1[addr2J 

The ATSS command calculates the checksum for the given memory range 
before executing the specified A-trap(s). If the checksum value changes, 
MacsBug is invoked. If addr2 is omitted, ATSS waits for the long word 
at addrl to change. The ATSS command is optimized for speed with a 
long word; longer checksum ranges can be slow .. 

Traps can be specified by either trap number or trap name. Appending 
the letter A to the ATSS command tells MacsBug to check only when the 
given trap is called from the application heap. (Note that this means the 
cWTCnt application heap at the time the ATSS command was entered.) 
Specifying two traps indicates a range of traps; MacsBug checks for every 
trap encountered within this range. If no traps are specified, a default 
range of AOOO through ABFF is used. 

If n is specified, MacsBug checks only after a given trap has been 
encountered n times. If apr is specified, MacsBug checks only when a 
given trap has been encountered and expr is TRUE. If neither n nor expr 
is given, MacsBug checks each time the trap is encountered. 

ATC,ATD, SS 
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· ATT - A-Trap Trace 

Syntax 

Description 

Example 

A:: Hi.deCursor 
Hi.deCursor 

See also 

ATTlA][trap [trap]] [n I expf1 

The A TT command displays information about the execution of the 
specified A-trap(s). Traps can be specified by either trap number or trap 
name. Appending the letter A to the A TT command tells MacsBug to 
display information only when the given trap is called from the application 
heap. (Note that this means the current application heap at the time the 
A TT command was entered) Specifying two traps indicates a range of 
traps; MacsBug displays information for every trap encountered within 
this range. If no traps are specified, a default range of AOOO through 
ABFF is used. 

If n is specified, MacsBug displays information only after a given trap has 
been encountered n times. If expr is specified, MacsB ug displays 
information only when a given trap has been encountered and expr is 
TRUE. If neither n nor expr is given, MacsBug displays information 
each time the trap is encountered. 

PC • OOOOA6F8 DO • 00570070 A7 • C04A622G 

ATC,ATD 
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Syntax 

Description 

Examples 

BR - Breakpoint 

BR addr[n I exPf1 [';cmds1 

The BR command sets a breakpoint at the specified address. If n is 
specified, MacsBug breaks only after addr has been reached n rimes. If 
expr is specified, MacsBug breaks only when addr has been reached and 
expr is TRUE. If neither n nor expr is given, MacsBug breaks each rime 
addr is reached. You can also supply one or more commands to be 
executed once the break conditions are satisfied; each command must be 
preceded by a semicolon. 

Entering BR without any parameters displays the breakpoint table, a list of 
all breakpoints in the order in which they were set; sec the description of 
the BRD command for details. 

Warning: Setting a breakpoint at a ROM address will cause execution to 
be slow since MacsBug must trace through each instruction until the 
breakpoint address is reached. 

Warning: You should be sure that the given address contains an 
instruction. MacsBug implements breakpoints by placing a TRAP n· 
instruction in the word at a.ddr. If addr points to the middle of an 
instruction, the substituted TRAP tr instruction will be treated as pan of 
the instruction, possibly causing an error. 

Be aware that MacsBug stores the infonnati.on for breakpoints, step 
commands, and A-trap commands in a single table. New entries are 
entered at the end of the table. It's possible to receive the error message 
"Entry will not fit in the table" while entering a BR command if step 
commands, A-trap commands, and other BR commands have already 
filled this table. 

If you set a breakpoint in a relocatable block, MacsBug stores the 
breakpoint as a handle to the breakpoint address. This means that if the 
block moves, the breakpoint is updated automatically. 

BR TestProc+lO {break when TestProc+lO is reached) 
BR Test:Proc+20 3 {break when Test:Proc+20 is reached 3 times·) 
BR Test:Proc+30 00 • l {break when TestProc+30 is reached and register DO•:) 
BR TestProc+40 AO <> 0 ';OM AO 40' {break when TestProc+40 is reached and I 

{ register AO is not equal to O; then disp:ay ~ 

{ memory at adaress in AO for 40 bytes; 

For a display of the breakpoint table with these breakpoints set, sec the BRD command. 

See also BRC, BRO 
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Description 

See also 

(J 

BRC - Breokpoint Cleor 

SAC [addrJ 

The BRC command clears the specified breakpoint; if no parameters are 
specified, all breakpoints are cleared. 

BR, BRD 
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Syntax 

Description 

Example 

BRD 

BRO - Breakpoint Display 

BRO 

The BRD command displays the breakpoint table, a list of all bre~points 
in the order in which they were set 

If the BR command that set a breakpoint specified a break only after 
reaching the address n times, n is shown in the third column, preceded by 
the number of times the address has been reached so far. If an expression 
was entered instead, it's shown in the third column. The founh column 
shows any commands that were specified for execution upon breaking 
into MacsBug. 

Note: MacsBug implements the GT command by setting a temporary 
breakpoint. If you enter MacsBug by some other means and execute the 
BRD command, this breakpoint remains set and you'll see an entry for it 
in the breakpoint table. 

In the example below, the following breakpoints were set with the BR 
command: 
BR '!'estProc+lO 
BR TestProc+20 3 
BR TestProc+30 DO • l 
BR TestProc+40 AO <> 0 ':DM AO 40' 

Breakpoint table 
Address Module name 
004635£0 TestPrcc+lO 
004635FO TestPrcc+20 
00463600 TestProc+JO 
00463610 TestPrcc+40 

Cur/Max or Expression Commands 
00000000 I 00000001 
00000000 I 00000003 

DO • 1 
AO <> 0 ;DM AO 40 

See also BR, BRC 
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Description 

CS - Checksum 

CS [addrt [addr2]] 

The CS command computes a checksum for the memory range from 
addrl through addr2 and saves the result If addr2 is omitted, it 
checksums the long word at addr 1. 

Subsequent CS commands without parameters recompute the checksum 
and compare it with the previous value. If no address range has been 
previously specified, entering CS without parameters will return the error 
message "Address range must be entered before comparisons." 
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Syntax 

Description 

Example 

JB 0 
{Return} 

DB - Display Byte 

DB [addfi 

The DB command displays the byte at the specified address. If addr is 
omitted, DB displays the byte at the dot address. Pressing Return 
displays the next byte. The dot address is always set to the address of the 
byte displayed. 

Byte at OOCOOOOO • S40 
Byte at 00000001 • S81 

64 64 '@' 

129 -:..27 '•' 

See also DL, OM, DP, DW 
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Syntax 

Description 

Example 

!JH 4E56 0000 

- --------·-----------

DH - Disassemble Hexadecimal 

DH expr ... 

The DH command disassembles the given expressions as a sequence of 
16-bit opcodes. This conunand is useful in converting hexadecimal 
values to assembler mnemonics. 

::lisassembli:iq hex value 
00308AB6 LINK A6, tsOOOO ' ~ ::s 6 
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Syntax 

Description 

Example 

DL 0 
!Return> 

DL - Display Long 

DL [addtj 

The DL command displays the long word at the specified address .. If addr 
is omitted, DL displays the long word at the dot address. Pressing Return 
displays the next long word. The dot address is always set to the address 
of the long word displayed 

Lonq at occcoooo • 540810000 
!:..onq at 00000004 • S40802Al4 

1082195968 
:..os2H1204 

1082195968 
::.082141204 

See also DB, OM, DP, OW 
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Syntax 

Description 

Examples 

JM 0 

OM - Display Memory 

OM [addr[n I templatelbasic type]] 

The DM command displays memory starting from the specified address 
and continuing for n bytes. If n is omitted, 16 bytes are displayed. If 
both addr and narc omitted, DM displays 16 bytes beginning at the dot 
address. Pressing Return displays the next 16 bytes. The dot address is 
always set to the address of the first byte displayed 

Instead of specifying a number of bytes, you can specify the name of a 
template or one of the basic types used in creating a template. See the 
TMP command for details. 

Displaying rr.emory ~rom 0 
COOOCOCO 4081 OOCO 4080 2Al4 004F 6306 4080 20FC @• .. @••• •Oc•:!• • 

Note that the "•"character represents nonprintable characters. In the next example, 
windowList is a macro defining a low memory global variable, and WindowRecord is a 
template. 

DM windowList~ WindowRecord 

::Ji splaying WindowRecord at 003AOB14 
003AOB24 portRect 0000 0000 0183 027A 
003AOB2C visRgn 003A3E88 
CC3AOB30 clipRgn 003A4570 
003AOB80 windowKind 0045 
003AOBB2 visible TRUE 
CC3AOBB3 hi:ited TRUE 
003AOBB4 goAwayFlag TRUE 
OC3AOB85 sparer lag TRUE 
OC3AOBB6 strucRgn 003A4584 
003AOBBA contRgn 003"4598 
003AOBBE updateRgn OOJA45AC 
003AOB92 windowOetProc 20832A5C 
003AOB96 dataHandle 003A6154 
003AOB9A titleHandle HO:Examples 
003AOB9E titleWidth 0052 
OOJAOBAO controlList 003A4610 
003AOBA4 next Window 003A05E8 
003AOBAB windowPic NIL 
003AOBAC ref Con 003A07EO 

See also DB, DL, DP, DW 
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Syntax 

Description 

Example 

~p 0 

Displayinq 
00000000 
00000010 
00000020 
00000030 
00000040 
00000050 
00000060 
00000070 

See also 

34 

DP - Display Page 

DP [addf1 

The DP command displays a page, or 128 bytes, of memory, starting 
from the specified address. If addr is omitted, DP displays bytes 
beginning at the dot address. Pressing Return displays the next 128 
bytes. The dot address is always set to the address of the first byte 
displayed. 

memory from 0 
4081 0000 4080 2Al4 004F 6306 4080 20FC @.•••3••••Cc•!• . 
4080 20FE 4080 2100 4080 2102 4080 2104 i!• •@•!•@•:•@•!• 

4080 2106 4080 2108 4080 64BA 4080 210C {!• ! •(!• ! •{!•d·~· ! • 

4080 210E 4080 210E 4080 210E 4080 210E @•!•(!•!·~·!·3•!• 

4080 210E 4080 210E 4080 210E 4080 210E (!•!·~·!·@·~·3•!• 

4080 2lOE 4080 210E 4080 2l0E 4080 210E @•!•(!•!•(!•!•'!•!• 

4080 210E 0000 8010 4080 622E 4080 622E (!•!••···~·b.3•b. 

4080 6000 4080 612C 0040 0456 0040 0456 @•'•:!•a, •M•V•M•V 

DB, DL, OM, DW 

:·. ·-
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Syntax 

Description 

DSC - Extended Discipline 

DSC [ON I OFF] 

The DSC command rums the Extended Discipline utility on and off; if no 
parameter is passed, the command acts as a toggle. This utility examines 
parameters before traps are called and checks results after the calls 
complete. If Extended Discipline detects an error, MacsBug is invoked. 
See the Extended Discipline manual for more details. 
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OV - Display Version 

Syntax DV 

Description The DV command displays the version number of MacsBug currently in 
use. · 

Example 

:;v 
~acsB;;g version 6.0 
Copyright Apple Computer, !nc. 19Bl-l988 
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Syntax 

Description 

Example 

DW 0 
(Ret~rn) 

OW - Display Word 

DW[add~ 

The DW command displays the word at the specified address. If addr is 
omitted. DW displays the word at the dot address. Pressing Return 
displays the next word. The dot address is always set to the address of 
the word displayed. 

Word at COCOOOOO = S4081 
Word at OOCCCC02 s $COCO 

16513 
0 

:6513 
0 

'@. ' 
f • e I 

See also DB, DL, DM, DP 
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38 

DX-DebuggerExchange 

DX(ON I OFF] 

By default, two traps, Debugger ($A9FF) and DebugStr ($ABFF), let 
you enter MacsBug from within your program. The DX command lets 
you turn these "user breaks" on and off; without parameters, it acts as a 
toggle. 

Note: Even when user breaks are disabled, messages specified by 
DebugStr will still be displayed; commands associated with DebugStr, 
however, are ignored. Also, the DX command does not affect 
breakpoints, exceptions, or other A-traps. 

Final draft 
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See also-
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EA - Exit to Application 

EA 

The EA command attempts to launch the current application again. The 
current application heap is freed and reallocated. 

ES 

:· .... 
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Syntax 

Description 

ES - Exit to Shell 

ES 

The ES command allows you to exit from the current application .. It 
executes the ExitToShell trap, which launches the current shell (typically 
the Finder). 

Note: The ES command may not work with applications that override 
system traps. ExitToShell initializes the application heap, usually 
destroying any system patches located there. 

See also EA 

40 Final drott 
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Syntax 

Description 

Example 

F - Find 

F addr n ex pr I 'string 

The F command searches the range addr to addr+n-1 for the specified 
pattern. When passing a string, be aware that case is significant. If expr 
is given, the width of the pattern is the smallest unit (byte, word, or long 
word) that will contain the value. Pressing Return repeats the search for 
the next n bytes. The F command sets the dot address to the first byte of 
the pattern found. 

In the example below, the soing isn't found the first time. Pressing 
Return repeats the command and finds it. The dot address is set to 2E 1. 

F 0 2 O O ' F i!l de r • 
{Return} 

Searching fer 'Finder• from OOCOCCOO to OOOOOlFF 
Not fcu::d 

Sea::ci:i:".g !o:: 'Fir.der' !::om 00000200 to 000003FF 
OOOC02~l 4669 6E64 6572 2020 2020 2020 2020 2000 Finder 
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Description 

See also 
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G-Go 

G [addt1 

The G command is used to leave MacsBug and resume program 
execution. This command is most frequently used without an address to 
resume execution where you left off; in other words, at the current 
program counter. If addr is given, execution resumes at that address. 

Command-G is provided as a shortcut. Note that any commands sitting in 
the command line are _ignored. 

GT,MR 
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Description 

See also 

GT- Go Till 

GT addr 

The GT command sets a breakpoint at addr and resumes execution until 
the program counter reaches that address. 

Warning: Setting a breakpoint at a ROM address will cause execution to 
be slow since MacsBug must trace through each instruction until the 
breakpoint address is reached. 

Note: MacsBug implements the GT command by setting a temporary 
breakpoint. If you enter MacsBug by some other means, this breakpoint 
remains set (In fact, you can see an entry for it in the breakpoint table if 
you enter the BRD command.) Executing the G command will resume 
execution until the breakpoint is reached or another exception occurs. 

MacsBug 6.0 comes with a predefined macro 'GTO' that expands to 
•GT : +' . This macro is useful for executing code until an offset in the 
current procedure. For instance, typing GTO 22 expands to GT : +22, 
with the colon expanding to the current procedure name. 

G,MR 
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Description 

· See also 
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HC - Heap Check 

HC 

The HC command checks the consistency of the current heap and reports 
any errors. Heap integrity cannot be checked rigorously but is examined 
for cenain telltale signs of corruption. The possible error conditions are 
given below. 

Note that all the heap commands check the heap as they execute; if a heap 
error is detected, they cancel the operation and retlJ!ll the same error 
message that the HC command would return. 

"Zone pointer is bad": The zone pointer for the current heap (SysZone, 
ApplZone, or user address) must be even and in RAM. In addition, the 
bkLim field of the header must be even and in RAM, and must point after 
the header. 

"Free master pointer list is bad": Free master pointers in the heap are 
chained together, staning with the hFstFree field in the zone header and 
tenninatcd by a Nil.. pointer. 

"Bl.kLim docs not agree with heap length": Walking through the heap 
block by block must terminate at the stan of the trailer block, as defined 
by the blkLim field of the zone header. 

"Block length is bad": The block header address plus the block length 
must be less than or equal to the trailer block address. Also, the trailer 
block must be a fixed length. 

"Nonrclocatable block: Pointer to zone is bad": Block headers of 
nonrclocatable blocks must contain a pointer to the zone header. 

"Relative handle is bad": The relative handle in the header of a relocatable 
block must point to a master pointer. 

"Master pointer docs not point at a block": The master pointer for a 
relocatable block must point at a block in the heap. 

"Free bytes in heap do not match zone header": The zcbFree field in the 
zone header must match the total size of all the free blocks in the heap. 

ATiiC,HD 
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Description 

HD - Heap Display 

HO [qualifietJ 

The HD command displays information about blocks in the current heap. 
The following qualifiers can be specified: 

F: 
N: 
R: 
L: 
P: 
RS: 
TYPE: 

Free blocks 
Non.relocatable blocks 
Relocatable blocks 
Locked blocks 
Purgeable blocks 
Resource blocks 
Resource blocks of this type only 

If no qualifier is specified, information about all blocks is displayed. If 
you specify F, N, or R, MacsBug checks the tag byte of the block headers 
for blocks with the appropriate bit set. If you specify L, P, or RS, 
MacsBug checks the master pointers for blocks with the lock, purge, or 
resource bits set. (For more details, see the Memory Manager chapter of 
Inside Macintosh.) 

You can also request information about resource blocks of a particular 
resource type only (for instance, 'CODE', 'CRSR', and so on) simply by 
specifying the type. It's not necessary to quote the resource type, unless 
you want MacsBug to distinguish between uppercase and lowercase 
characters. 

If no blocks of a specified type are found, the HD command returns the 
message "No blocks of this type found." 

An example of the heap display is provided below. 
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For each block. the first column (Start) of the display gives the start of 
the data in the block, and the second column (Lengt:h) gives the length of 
the block, not including the header. Blocks that cannot be moved 
(nonrelocatable or locked) arc indicated by a "•" character before the stan 
address. 

The third column (Tag) indicates the status of the block as free (F), 
nonrelocatable (N), or relocatable (R). For relocatable blocks, the founh 
column contains the master pointer, while the fifth and sixth columns 
indicate whether the block is locked (L) or purgeable (P). 

For resource blocks. the resource type, resource ID, file reference number 
and resource name (if specified) are shown. 

A summary of the heap is displayed when all heap blocks have been 
processed. The totals are the same regardless of whether or not a qualifier 

. was specified. (Note that to display only the summary information, you 
can use the HT command.) 

Example 

H:J 

;)isplaying t~e Application 
Start Lenqtn 

•0046321C 00000100 
•00463324 00000004 
•00463330 00000070 

C04633A8 00000008 
00463388 00000058 
004634:8 00000078 
00463498 00000018 
00463488 00000004 
004634C4 00001518 

Free 
Nonrelocatable 
Relocatable 

Locked 

Tag 
N 
R 
R 
F 
R 
R 

R 
R 
F 

Purgeable and not locked 
Heap size 

See also HC 
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neap 
Ms tr pfr Lock 

00463318 L 
0046330C L 

00463310 
00463314 

00463308 
00463304 

Total blocks 
00000002 
00000001 
00000006 
00000002 

00000001 
00000009 

Purqe Type 

CODE. 

p CODE 

Total size 
00001530 
00000108 
00000188 
0000007C 
00000020 
000017CO 
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Syntax 

Description 

HELP- Help 

HELP [cmi I section] 

The HELP command displays inf onnation about the given command or 
section. If no parameter is passed, a list of section headings is displayed. 
Pressing Return displays each section in tum. 

Note: The HELP information is contained in a resource of type 'mxbh' 
that's approximately lOK in size. If space is especially tight, you can 
remove this resource, thereby disabling the HELP command. Do not ever 
modify the resource, however, since the HELP command expects the 
information in a particular format 

Examples 

HELP 

?.eturn sho'A's sections sequential:O.y. "HELi? name" sho'A's tl'.at sect:..cn. 
Editir.g 
Expressions 
Values 
Cperators 
Flow cont::c:.. 
B::eai<points 
A-traps 
::lisassembly 
Heaps 
Symbols 
Sea ck 
Memory 
Registers 
Macros 
Miscellaneous 

HE!..P Stack 

Stack 
SC6 (addrJ 

SC7 

Show the callinq chain based on A6 links. If no addr then the 
chain starts with with A6. If addr then the chain starts at addr. 

Show possible return addresses on the stack. A return address is 
an even address that points after a JSR, BSR or A-trap. 

HELP SD 

SD [tJ[nameJ 
Display all symbols in the current heap that partially match name. 
If 't' then display all trap names that partially mat ch name. : f 
no name then display all symbols or traps. 
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Description 

See also 
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HS - Heap Scramble 

HS [add~ 

The HS command toggles heap scrambling on or off. When heap 
scrambling is on, all relocatable blocks in the heap will be moved (if 
possible) whenever the following traps are encountered: NewPtr, 
NewHandle, ReallocHandle, SetPtrSize, or SetHandleSize. With 
SetPtrSize and SetHandleSize, the heap is scrambled only if the block size 
is being increased. 

The only blocks not moved are single blocks between two stationary 
blocks. The heap is checked before scrambling; if it has been corrupted, 
MacsBug breaks and reports the error. (See the HC command for a list of 
possible errors.) Heap scrambling is automatically turned off when a bad 
heap is detected. 

You can specify the address of the heap to be scrambled; if you don't, the 
address contained in the global variable ApplZone (the beginning of the 
application heap) is used. 

HC 
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HT - Heap Totals 

Syntax HT 

Description For the current heap, the HT command displays the total number of each 
type of block, the heap size, and the free space in the heap. 

Example 

HT 

Ji.splaying t!':e Application heap 
Total blocks Total size 

Free 00000002 00001088 
Non relocatable 00000001 OOOOOlCS 
Relocatable 

Locked 
Purgeable ar.d not locked 

Heap size 

See also HD 

00000007 
00000003 

00000001 
OOOOCCOA 

00000600 
OCC004::J4 
CC000028 
OOCC17CO 



Syntax 

Description 

See also 

50 

HX - Heap Exchange 

HX [addtl 

The HX command sets the current heap for the other heap commands. 
The address of a heap zone can be specified by addr. If no parameter is 
specified, the HX conunand cycles between the application heap, the 
system heap, and any other heap specified by a previous HX command. 

Note: The name (or address) of the current heap is shown in the status 
region of the MacsBug display. 

HC,HD,Hr,HZ 
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Description 

See also 

( 

(' 

HZ - Heap Zones 

HZ 

In a system running Multi.Finder, there will be an application heap for 
each application. The HZ command displays the addresses of all known 
heap zones. It identifies heaps by doing a heap check on each block in the 
MultiFinder heap; if the block passes, it's assumed to be a heap. The HZ 
command will not display heap zones stored on the stack or in the system 
heap, nor will it find heap zones that don't start at the beginning of a heap 
block. 

HC,HD,HT,HX 
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. Description 

See also 

52 

ID - Disassemble One Line 

ID [sett~ 

The ID command disassembles one line, staning at the specified address . 
If addr is omitted, the program counter is used. Pressing Return 
disassembles the next line. The dot address is set to the address specified. 

Il.., IP, IR 
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Syntax 

Description 

Example 

:L 

IL - Disassemble From Address 

IL [addr [n]] 

The IL command disassembles n lines, staning at the specified address. 
If addr is omitted, the program counter is used. If n is omitted. half a 
screen of code is displayed. Pressing Return disassembles the next n 
lines (if n was specified initially) or the next half screen (if n was 
omitted). The dot address is always set to the address specified. 

The procedure name and offsets are given in the first column, followed by 
the actual addresses. A"•" character after the address indicates that a 
breakpoint is set at that instruction. The next r.vo fields contain the 
opcode and operand; a"*" character before the opcode indicates the 
current PC. 

The comment field(;) gives the target of a JMP, JSR, or BSR instruction 
or the trap number of a trap. The last field shows the actual hexadecimal 
words of the instruction; if there are too many words, an ellipsis ( ... )is 
shown. Note that this last field is shown only on larger displays, but can 
be always be seen by sending the output to a file or printer with the u:x:J 
command. 

Jisassembl.i.ng from 00308A96 
~ain 

+OCOC :c308A96 •JSR 
+0010 00308A9A JSR 
+0014 00308A9E . JSR 
+0018 C0308AA2 RTS 
+OOlA OC308AA4 UNLI< 
+OOlC 00308AA6 RTS 

0030BAB4 DC.W 
RTinit -

+0000 0030BAB6 LINK 
+0004 00308ABA MOVEM.L 
+0008 00308ABE MOVE.L 
+OOOC 00308AC2 JSR 
+0010 0030BAC6 MCVEA.L 
+0014 00308ACA MOVE.L 
+0018 00308ACE MOVEQ 
+OOlA 00308ADO MOVEA.L 

0316 
+0020 00308AD6 TST.L 
+0022 0030BADB BEQ.S 
+0024 OOJOBADA MCVEA.L 

0316 
+002A 00308AEO MOVEQ 
+002C 0030BAE2 AND.L 

See also ID, IP, IR 

PRCCATLEVELl+OOOC 
•+$0312 
"+$0314 

A6 

soooo 

A6,tSOOOO 
D3/D6/D7/A3/A4,-(A7) 
S0018(A6) ,06 
S002A(A5) 
-SOOAA<A5),A0 
$0008 <A6), (AO) 
#SOl.DO 
#$00000316,AO 

(AO) 
RTinit+OOSA 

1$00000316,AO 

#$01,Dl 
<AO), Dl 
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CC308A6A 
CCJCBDAC 
C::JCS:'.:32 

' ... 

I 4A90 
CC308Bl0 6736 

I - ... .., _ 
'VI"" 

... "'I ...... 

"' --
I C290 
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Syntax 

Description 

Example 

:? 

IP - Disassemble Around Address 

IP [addtj 

The IP command displays half a screen of disassembled code, centered 
around the instruction specified by addr. Pressing Return disassembles 
the next half screen. If addr is omitted, the program counter is used. The 
dot address is set to the first address displayed. 

The procedure name and offsets are given in the first column. followed by 
the actual addresses. A"•" character after the address indicates that a 
breakpoint is set at that instruction. The next two fields contain the 
opcode and operand; a"*" character before the opcode indicates the 
current PC. 

The comment field(;) gives the target of a JMP, JSR. or BSR instruction 
or the trap number of a trap. The last field shows the actual hexadecimal 
words of the instruction; if there are too many words, an ellipsis( ... ) is 
shown. Note that this last field is shown only on larger displays, but can 
be always be seen by sending the output to a file or printer with the LOO 
command. 

Disassembling from 00308A7C 
No procedure name 

00308A7C ADDQ.W 
00308A7E oc.w 
00308A80 oc.w 
00308A82 MOVE.W 
00308A84 oc.w 
00308A88 oc.w 

Main 
+OCCO 00308A8A LINK 
+0004 00308ABE MOVEA.L 
+0006 0030BA90 JSR 
+COCA 0030BA94 _Debuc;c;er 
+OOOC 0030BA96 •JSR 
+0010 0030BA9A JSR 
+0014 0030BA9E • JSR 
+0018 0030BAA2 RTS 
+OOlA 0030BAA4 ONLK 
+OOlC 0030BAA6 RTS 

00308AB4 oc.w 
itTinit - •0000 0030BAB6 LINK 

+0004 0030BABA MOVEM.L 

See also ID, IL, IR 
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1$2,A4 
54556 
S454C 
00,-<AOl 
SOOOO, S4EBA 
S02FE 

A6, UOOOO 
(A7)+,A6 
•+S02FB 

PROCATLEVELl+OOOO 
•+$0312 
•+$0314 

A6 

$0000 

A6,UOOOO 
D3/06/D7/A3/A4,-(A7) 

Flnol droft 

???? 
???? 

???? 

; 00308::>88 
; A9FF 

00308A6A 
003080AC 
00308082 

... ' 

=. • - .-..,...,.,._ 
4556 

I 454C 
I 

~ .. ,..,,..., 
~ ....... v 

c ............ 
vvv 

:2F!: 

4E56 
I 2--·---t 

4E:3A 
A~F'? 

4EEA 
I 4ESA 

4E9A 
I 4E75 
I 4:-•:-

4Ei5 
I '"'""""'\ ""'""'""'""' 

I 4E56 
4 8E7 

) 

/ 

.;:.::.; 

""": ': 

= = - • 
:J:: 
::;3 :2 
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Syntax 

Descrlptlo_!" 

Example 

IR : 

IR - Disassemble Until End of Procedure 

IR [add1 

The IR command disassembles code beginning from the instruction 
specified by addr, if no address is given, the program counter is used. 
This command assumes that the specified instruction is pan of a 
procedure. Code is disassembled until the end of the procedure. The dot 
address is set to the address specified. 

The procedure name and offsets are given in the first column, followed by 
the actual addresses. A"•" character after the address indicates that a 
breakpoint is set at that instruction. The next r.vo fields contain the 
opcode and operand; a"*" character before the opcode indicates the 
current PC. 

The comment field(;) gives the target of a JM.P, JSR, or BSR instruction 
or the trap number of a trap. The last field shows the actual hexadecimal 
words of the instruction; if there are too many words, an ellipsis ( ... ) is 
shown. Note that this last field is shown only on larger displays, but can 
be always be seen by sending the output to a file or printer with the LOG 
command. · 

Disassembling from 
Main 

+0000 00308A8A LINK A6, #$0000 4::::56 
+0004 00308A8E MOVEA.L (A7) +, A6 I 2·:: F 
+0006 00308A90 JSR •+$02F8 ; coJce:es .;:;:3A 
+COCA 00308A94 _Debugger ; A9FF ,;:;:: 
+OOOC 00308A96 •JSR PROCATLEVELl+OOOO C03C8A6A .;::3;., 
+0010 00308A9A JSR •+$0312 003C8DAC 4 ::::::;;:.. 
•00~4 00308A9E . JSR •+$0314 ; co3ce:a2 ... -::i .. 

.., ~-t\ 

+0018 00308AA2 RTS 4 :' - ~ 

+OOlA 00308AA4 ONLK A6 : 4 C'; :' 

+OOlC 00308AA6 RTS 4::::7: 

See also ID, IL, IP 
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Syntax 

Description 

LOG - ·Log to a printer or file 

LOG [pathname I printer] 

The LOG command sends MacsBug output to a text file specified by 
pat~ or to an ImageWriter printer via the serial pon. MacsBug 
follows the hierarchical file system conventions; if you don't specify a 
pathname, it assumes the current directory. If the specified file doesn't 
already exist, it's created as an MPW text file, which can be opened from 
word processing applications as well as from MPW. If the specified file 
already exists and is of type "Text", LOG appends MacsBug output to 
what's already there. To tum logging off, simply type LOG without 
parameters. 

Note: The LOG command docs not work with the LaserWriter® driver, 
so you can't send MacsBug output directly to a LaserWriter. You c~n. of 
course, send the output to a file and then print it on a LaserWriter. 

Warning: MacsBug, by design, uses as little of the system as possible; 
the LOG ~mmand violates this design criterion. Logging may not work 
depending on the state of the file system during your debugging session. 
Also, logging enables interrupts briefly while executing its low-level calls. 
If your program depends on interrupts being completely disabled, you · ··) 
should not use the LOG command. ,../ 

Warning: If you log to a file while MPW is running, or while an 
application is ruMing under MultiFinder, be aware that the log file will be 
closed when you leave MPW or quit the application. 

Final draft 
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Syntax 

Description 

Examples 

MC- Macro 

MC name 'expt I expr 

The MC command creates a macro with the given name that expands to 
'expr' or to the current value of expr. If expr is not quoted, it is evaluated 
and convened to a string before being entered. 

Macros are expanded before the command line is executed; thus they can 
contain anything you can type in a command line. You can use macros to 
create command name aliases, reference global variables, and name 
common expressions. 

Warning: MacsBug expands all macros on the command line before 
interpreting any commands. You cannot define a macro and then 
reference it on the same line since the reference will be undefined at the 
time the macro is expanded. 

MacsBug lets you define your own set of macros as resources of type 
'mxbm' to be loaded at boot time. MacsBug reserves resource IDs 100 
and 101 for its standard macros, which include macros for several 
hundred common global variables. The file Macros.r, included on the 
MacsBug disk, can be used as a model for building your own 'mxbm' 
resources. 

Two macro names have been predefined by MacsBug for customizing the 
debugging environment. If there are certain commands you want 
executed the first time MacsBug is .entered (such as SHOW, SWAP, 
LOG, SX, HX, and DX), define them as a macro called Fi.rstTime in an 
'mxbm' resource. (Remember that multiple commands must be separated 
by semicolons.) When MacsBug is first invoked, it loads the specified 
commands into the command line and executes them. This lets you 
configure MacsBug using your preferred settings. A second macro, 
called EveryTime, can be defined in a resource file or on the fly with the 
MC command. The commands specified by this macro will be executed 
each time, except the first time, MacsBug is invoked. 

MacsBug treats commands defined by macros just like commands that 
you enter explicitly. If you create an EveryTime macro, be aware that the 
last command executed by that macro is set as the default command; this 
command will be repeated if you press Return. 

MC Frame 'A6•10' 

This example gets the current value of register A6 each time the Frame macro is expanded, 
and adds 10 to it. 
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MC Save C:irrer.tAS 

This example remembers the current value of this global variable. You could change it :ind 
then restore it by typing: · 

SL Curre:ltAS Save 

See also . MCC, MCD 
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Syntax 

Description 

See also 

MCC - Macro Clear 

MCC [name) 

The MCC command clears the macro with the given name. If no name is 
specified, all macros are cleared. 

MC,MCD 
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Syntax 

Description 

Example 

MCD Cur 
Macro Table 

!-Jame 
CurActivate 
C;;rApName 
CurApRefNum 
CurDeact:.ve 
C~rDi:Stcre 

C~:-JTCf!set 

=~:-!-1ap 

C;;rPaqeOption 
CurPitch 
CurrentAS 
CurStackBase 

See also 

MCD - Macro Display 

MCD [name] 

The MCD corrunand lists those macros that match the given name. If no 
name is specified, all macros are listed, including both predefined macros 
loaded from resource files and macros defined during the current 
debugging session. MacsBug provides partial name matching, returning 
all macros that begin with the specified name. If you enter MC:> ci.::::. for 
instance, all names that start with "Cur" are shown. 

Expar.sion 
A64 
910 
900 
A68 
3 98 
934 
ASA 
936 
280 
904 
908 

MC,MCC 

Final draft 

/ 
) 



Syntax 

Oesertption 

Examples 

MR - Magic Return 

MR [offset I add1 

If you've stepped into a procedure and want to get out, you can use the 
MR command. It sets a temporary breakpoint at the first instruction after 
the call to the current procedure by replacing the return address on the 
stack with a MacsBug address. When the procedure returns, MacsBug 
gets control. It then performs an RTS in trace mode, breaking at the 
instruction after the call. 

If no parameter is specified, the return address is assumed to be on the top 
of the stack. If specified, the parameter is interpreted relative either to 
register A 7 or A6. If the parameter is less than the contents of A6, 
MacsBug assumes that it's an offset from register A 7. If the parameter is · 
equal to register A6, it's assumed to be a frame pointer for the current 
procedure. H rhe parameter is greater than register A6, it's interpreted as 
an offset for a procedure higher on the stack. 

If the specified address is not in the range between A 7 and CurStackBase, 
the error message "This address is not a stack address" is returned. Also, 
MacsBug checks that the specified address is in. fact a valid return 
address, in other words, that it immediately follows a JSR, BSR, or A­
trap instruction. If this is not the case, the error message "The address on 
the stack is not a return address" is returned. 

If you are at the first instruction in a procedure, simply typing MR will break when the 
procedure is done. 

If you are past the LINK A6 instruction, MR A6 will break when the procedure is done. 
With nested procedures, MR A6" will break when the procedure that called the procedure 
you are in is done. 

See also G,GT 
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RB - Reboot 

Syntax RB 

Description The RB command unmounts the boot volume and reboots the system. 

See also EA, ES, RS 

. ·. ~ 

) 
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Syntax 

Oescriptic:i 

( 

Registers 

registerName [• I :-expr) 

Entering a register name displays the register's value. Values can be 
assigned to registers by using either the"=" or the":='' operator. 

MacsBug uses the Motorola names for all registers; a list of these names is 
given below. 

68000 Registers 

Dn Data Register n 
An Address Register n 
PC Program Counter 
SR Status Register 
SP Stack Pointer 
SSP Supervisor Stack Pointer 

68020 Registers 

ISP 
MSP 
VBR 
SFC 
DFC 
CACR 
CAAR 

Interrupt Stack Pointer 
Master Stack Pointer 
Vector Base Register 
Source Function Code Register 
Destination Function Code Register 
Cache Control Register 
Cache Address Register 

68030/68851 Registers 

CRP CPU Root Pointer 
S RP Supervisor Root Pointer 
TC Translation Control Register 
PSR PMMU Status Register 

68881 Registers 

FPn 
FPCR 
FPSR 
FPIAR 

Floating-Point Data Register n 
Floating-Point Control Register 
Floating-Point Status Register 
Floating-Point Instruction Address Register 



Syntax 

Description 

See also 

RN - Set Reference Number 

RN [expf1 

The RN command lets you restrict symbol references to the file whose 
reference number is specified by expr. The reference number can be 
found with either the HD or SD commands. If no expression is specified, 
the reference number of the current resource file, contained in the global 
variable CurMap, is used. 

The RN command is useful when you're dealing with multiple files with 
the same symbol names. When you 're working with MPW tools, for 
instance, there may be multiple code segments with the same name. Once 
you've specified a reference number with the RN command, subsequent 
symbol references arc restricted to the file with a matching ref ere nee 
number. 

Specifying 0 for expr restores the default situation where all symbols 
match. 

SD,SX 
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Syntax 

Description 

See also 

RS - Restart 

RS 

The RS command restarts the system as if the Restart menu item had been 
selected from the Finder. 

EA, ES, RB 
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Syntax 

Description 

. S- Step 

S [n I exprj 

The S command steps through the next n instructions or until the specified 
expression is TRUE. If neither parameter is specified, the S command 
simply steps through the next instruction. In contrast to the SO 
command, the S command 'Will actually trace into the ROM when a trap is 
encountered. 

An S command entered with a specified range or number of instructions 
(for instances 10) might encounter a breakpoint while executing. If this 
happens, the break into MacsBug terminates the S command. 

Command-Sis provided as a shortcut Note that any commands sitting in 
the command line are ignored. 

Warning: Stepping through cenain MMU instructions can cause 
MacsBug to hang. If you 're doing MMU programming, be aware that 
MacsBug executes many instruction while executing an S command and 
expects a valid memory mapping. 

See also SO 
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Syntax 

Description 

Example 

SB - Set Byte 

SB addr(exprl 'stt ... ) 

The SB command assigns values to bytes, starting at addr. Expressions 
are evaluated to 32-bit values, and the low-order byte is used. Strings of 
any length (limited only by the length of the command line) can also be 
specified; the characters are placed in successive bytes. The dot address is 
set to the address of the fU'St byte set. 

In addition to setting the dot address, the SB command sets DM as the 
default command; pressing Return after having executed an SB command 
will display the memory just set 

SB 0 1 222 33333 
iReturnJ 

lo!e:nory set starting at 00000000 
00000000 0122 3300 0000 0000 0000 0000 0000 0000 • "3• •••••••••••• 

See also SL, SW 
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Syntax 

DescrlptlQD 

Example 

SC6 - Stack Crawl (A6) 

SC& [addtj 

The SC6 command displays the stack frame and address of the current 
procedure and all procedures above it in the calling order. 

The SC6 and SC7 commands must have a range of memory to constrain 
the search for frames or return addresses. They assume that register A 7 is 
even and points to the top of the stack, and that the global variable 
CurStackBase points to the bottom of the stack. If any of these conditions 
is not met, the following error message is returned: "Damaged stack: A 7 
must be even and<= CurStackBase." · 

The SC6 command also assumes that register A6 or the parameter is the 
address of a frame on the stack and that it points within the range between 
register A 7 and CurStackBase. If these conditions aren't met, the error 
message "A6 does not point to a stack frame" is returned. 

Note: For historical reasons, SC is provided as an alias for the SC6 
command. 

In this example, 4CEDE4 was the value of A6 at the time ProcAtLcvell called ProcAtLevel2. 
4CEDDC was the value of A6 at the time ProcAtLcvel2 called ProcAtLevel3. The current 
value of A6 defines the stack frame for ProcAtLevel3. 

SC6 

ca:1;.nq chain usinq A6 links 
A6 Frame Caller 

<main> 00041FAA MAINPROC+OOOC 
004CEOE4 00041F82 PROCATLEVEL1+0004 
004CEOOC 00041F66 PROCATLEVEL2+0004 

See also SC7 
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Syntax 

Description 

Example 

SC7 

SC7 - Stack Crawl (A7) 

SC7 

The SC7 command displays a possible calling chain with the stack 
addresses that contain each caller's return address. A return address must 
be even and a valid RAM or ROM address, and it must point immediately 
after a JSR, BSR, or A-trap instruction. 

The SC7 command will almost certainly include old or invalid values (in 
other words, addresses not in the cWTent calling chain), since local stack 
variables can change the stack top without changing the contents. You 
can use the frame and return addresses to examine the stack yourself; you 
can also use the addresses in other MacsBug conunands. 

The SC6 and SC7 commands must have a range of memory to constrain 
the search for frames or return addresses. They assume that register A 7 is 
even and points to the top of the stack. and that the global variable 
CurStack.Base points to the bottom of the stack. If any of these conditions 
is not met, the following error message is returned: "Damaged stack: A 7 
must be even and<= CurStack.Base." 

The first column shows possible return addresses. The second column 
shows the addresses of possible A6 frame values. 

A frame address can be used as a parameter to SC6 to tell it where the A6 
links Stan. For instance, typing sc6 4CEDD4 will show the same calling 
chain as in the SC6 example. This is useful while debugging routines that 
don't use the standard A6 frame conventions. 

SC7 shows a superset of the calling chain. SC6 can then be used to show 
the true calling chain at the point where SC7 finds the first valid frame. 

Return addresses on the stack 
Caller Stack Addr Frame Addr 

004CEDEC 
004CEDE8 
004CEDEO 004CEDDC 
004CEDD8 004CEDD4 

See also SC6 

4080D5CC Chain+Ol4E 
00041FAA MAINPROC+OOOC 
00041F82 PROCATLEVEL1+0004 
00041F66 PROCATLEVEL2+0004 
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SD - Symbol Display 

Syntax SO [t) [name] 

Description The SD command displays a list of trap names or symbols in the current 
heap. MacsBug provides partial name matching, returning traps and 
symbols that begin with the specified name. If you enter so Sys, for 
instance, all names that stan with "Sys" are shown. Depending on the 
parameters supplied, the following information is displayed: 

Examples 

SO r Sys 

Command 
SD name 
SDtname 
SD 
sot 

Displaying trap 
Trap Address 
A090 OCOCD2DO 
A9B2 004D02iE 
A9B3 004D02i6 
A9B4 0040028£ 
A9B5 408151BA 
MC2 004D026E 
A9C8 40805DCA 
A9C9 004D045E 

names 
Name 
Sys Environs 
SystemEvent 
SystemClick 
SystemTask 
SystemHenu 
Sys Edit 
SysBeep 
SysError 

SD Sys 

Displaying syl!IDols from the 
Type ID File Address 
CODE 0003 0236 00394808 
CODE 0004 0236 0039C688 
CODE 0004 0236 0039Ci48 
CODE 0004 0236 0039C856 
CODE 0004 0236 0039CFAC 
CODE 0004 0236 0039E90C 
CODE 0006 0236 003Cll3A 
CODE 0002 0236 00479886 

See also RN, SX 
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Effect 
Shows all symbols that partially match name 
Shows all traps that partially match name 
Shows all symbols 
Shows all traps 

Application heap 
Proc name 
SysMessage 
S"!SGROWZONE 
sysLaunch 
sysRun 
sysSignal 
sys Term 
sysSuspend 
sysinit 
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Syntax 

Description 

Examples 

SHOW 'A6 .. 8' 

SHOW-Show 

SHOW acttr I 'addl [L I W I A) 

By default, MacsBug displays the stack pointer at the top of the starus 
region, as well as the bytes starting at that address. The address is 
evaluated each time the display is updated. The number of bytes 
displayed varies with the screen size and the format of the display. The 
SHOW command lets you specify the display in word, long word, and 
ASCII format, by passing W, L, or A respectively. 

The SHOW command also lets you specify another area of memory for 
display. When addr is quoted, the specified address is evaluated each 
time the display is updated. If addr is not quoted, the address is evaluated 
once and the resulting address is always shown. 

To restore the default display, enter SHOW •SP• L. 

This example shows the stack above the previous A6 value and return address; for routines 
using L!NK A6, this will be the routine parameters. 

SHOW curApName A 

This example will always show the data at the address defined by the macro curApName. 
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Syntax 

Description 

£xample 

SL - Set Long 

SL addr(exprl 'stf ... ) 

The SL command assigns values to long wordS, staning at addr. 
Expressions are evaluated to 32-bit values. Strings of any length (limited 
only by the length of the command line) can also be specified; the 
characters are placed in successive bytes. The dot address is set to the 
address of the first long word set. 

In addition to setting the dot address, the SL command sets DM as the 
default command; pressing Return after having executed the SL command 
will display the memory just set. 

s:. 0 1 222 33333 
~Ret:.:rn} 

Memory set starting at 00000000 
00000000 0000 0001 0000 0222 0003 3333 0000 0000 •••••••"••33• ... 

SL 0 12 'Test' 
{Return} 

!".emery set starting at 00000000 
COOOOOOO 0000 0012 5465 i3i4 0000 0000 0000 COCO ••••Test ..... ••• 

See also SB,SW 
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Syntax 

Description 

SM - Set Memory 

SM addr (ex pr I 'stl' ... ) 

The SM command assigns values to memory staning at addr. The size of 
each assignment is determined by the value. Specific assignment sizes 
can be set by using the SB, SW, and SL commands. 

In addition to setting the dot address, the SM command sets DM as the 
default command; pressing Return after having executed the SM command 
will display the memory just seL 

Examples 

SM 0 1 222 33333 
(Return} 

Memory set starting at 00000000 
00000000 0102 2200 0333 3300 0000 0000 0000 0000 ••"••33··· .. •• .. 

SM 0 4 'Test' 
(Return} 

Memory set starting at 00000000 
00000000 0454 6573 7400 0000 0000 0000 0000 0000 •Test"• .. "" .. 

See also SB, SL, SW 
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Syntax 

Description 

SO [n I exprJ 

The SO command steps through the next n instructions or until the 
specified expression is TRUE. If neither parameter is specified, the SO 
command simply steps through the next instruction. In contrast to the S 
command, SO steps over traps, JSRs, and BSRs, treating them as a 
single instruction. 

When stepping over a toolbox trap with the auto-pop bit set, MacsBug 
correctly returns to the address on the top of the stack at the time of the 
trap call (instead of to the address immediately after the trap). 

An SO command entered with a specified range or number of instructions 
(for instance so 10) might encounter a breakpoint or some other 
exception while executing. Hthis happens, the break into MacsBug 
tenninatcs the SO command. The SO command cannot be tenninated if a 
trap, JSR, or BSR is being stepped over. In this case, MacsBug displays 
a warning and prevents the user from entering another step command until 
this one is completed. 

Note: For historical reasons, T (for Trace) is provided as an alias for the 
SO command In addition, Command-T is provided as a shoncut; note 
that any commands sitting in the command line are ignored. 

Warning: Stepping through cenain MMU instructions can cause 
MacsBug to hang. If you're doing MMU programming, be aware that 
MacsBug executes many instructions while executing an SO command 
and expects a valid memory mapping. 

See also S 
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Syntax 

Oescriptie:i 

Example 

SS - Step Spy 

SS addr1(addr2J 

The SS command is a variation on the S command that lets you keep track 
of a particular area of memory. For the range between addr 1 and addr2, 
the SS command calculates a checksum before executing the next 
instruction. If the checksum value changes, MacsBug is invoked. If 
addr2 is omitted, SS waits for the long word at addrl to change. 

The SS command is terminated on the next entry into MacsBug. 

The SS command is optimized for speed with a long word; with longer 
checksum ranges, it can be slow. Programmers needing to watch large 
ranges may want to use a hardware emulator. 

You can also use the SS command as a way of slowing down certain 
routines, those that draw to the screen, for instance, so you can actually 
watch how they work. 

This example specifies a range that will not change and can be used to watch drawing to 
screen. 

See also CS 



Syntax 

Description 

Example 

SW - s·et Word 

SW acifr(exprl 'stt ... ) 

The SW command assigns values to words starting at addr. Expressions 
arc evaluated to 32-bit values, and the low-order word is used. Strings of 
any length (limited only by the length of the command line) can also be 
specified; the characters arc placed in successive bytes. The dot address is 
set to the address of the first word set. 

In addition to setting the dot address, the SW command sets DM as the 
default command; pressing Return after having executed the SW 
command will display the memory just set. 

SW 0 1 222 33333 
(Return) 

Memory set starting at 00000000 
00000000 0001 0222 3333 0000 0000 0000 0000 0000 ... "33• ••••••••• 

SW 0 12 'Test' 
{Return! 

Memory set starting at 00000000 
00000000 0012 5465 7374 0000 0000 0000 0000 0000 ••Test•••••••••• 

See also SB,SL 

. :· ··- . 
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Syntax 

Description 

<'. 

SWAP - Swap Frequency 

SWAP 

The SW AP command controls the frequency of display swapping 
between MacsBug and the application, depending on whether the system 
is configured for a single screen or for multiple screens. 

For single screens, the SW AP command toggles between drawing step 
and A-trap trace infonnation to the MacsBug display without swapping 
the screen, and drawing the information and swapping each time. 

For multiple screens, the SW AP command toggles between having the 
MacsBug screen always visible, and having the MacsBug screen visible 
only at break. 

With multiple screens, MacsBug uses the "Welcome to Macintosh" screen 
by default You'll probably want your application on the larger screen 
and MacsBug on the smaller screen. To select a different screen for the 
MacsBug display, press the Option key while clicking on the Monitor icon 
from the Control Panel and then drag the Macintosh icon to the desired 
screen. 
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Syntax 

Description 

See also 

78 

SX - Symbol Exchange 

SX[ON I OFF] 

The SX cormnand toggles between allowing and not allowing symbol 
names in place of addresses. By default, symbol names can be used 
anywhere an address is used as a command line parameter. MacsBug 
ttanslates this name into an address by searching the current heap for a 
matching procedure name. MacsBug also displays disassembled code as 
offsets relative to a procedure. Since this search process can be slow, 
MacsBug provides a way to disable it. 

IL, RN, SD 
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TO - Toto~ Oisploy 

Syntax TD 

Description The ID command displays all CPU registers in the command region. 
Since most 68000 registers are constantly displayed in the status region, 
this command is useful for remembering the register values between 
commands. 

To display the 68030 MMU registers, use the TM' command. 

Examples 

7D {on a Macintosh Plus} 
68000 Registers 

JO . ooooocoo AO - E0025470 USP - FFFFFFFF 
Dl - OOOCOOC6 Al . OOOCC7B2 SSP - OOOCC6CA 
J2 = FFFFCC40 A2 . OOOCC7B2 
D3 - ocooocco A3 - OOOCC7B2 
J4 = COOOCGOO A4 = OOC213B2 
JS ,. ocoococo AS = OOOCDS94 
J6 -o:occooo A6 - OOOCC6E4 PC = EOC2547E 
~-. - ,..,,..,,..,,..,,.., ............ Ai -OOOCC6CA SR - Smxnzvc ::-.t 0 ~· l.IUVUV'1o11,,;V 

~~ {en a Macintosh II) ·" 
6802 0 Registers 

DO - 00000000 AO - E0017EA8 USP - D72BSFFA 
Dl . 00000006 Al - 00487290 MSP - 234B30CD 
02 = FFFF280C A2 - 00487290 ISP - 004871C6 
!) 3 . ocooocco A3 - 00487290 VER -00000000 
~4 - 0048FFFF A4 . 00487202 CACR - 00000001 SFC = 7 
:JS . coooocco AS - 004D013C CAAR - 08281E55 ore a 7 
i)6 - OC4D013C A6 - 00487106 PC -E0017EB6 
J7 a 00000000 A7 - 004871C6 SR - SmXnzvc Int . 0 

See also TF,TM 
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Syntax 

Description 

Example 

TF - Total Floating-Point 

TF 

The TF command displays all 68881 registers. (These registers are not 
shown in the status region.) 

TF {on a machine with a 68881) 
68881 Registers 

FPO - 7FFF FFFFFFFF FFFFFFFF NAN (255) 
FPl - 7FFF FFFFFFFF FFFFFFFF NAN (255) 
F?2 - 7FFF FFFFFFFF FFFFFFFF NAN!255) 
FP3 - 7FFF FFFFFFFF FFFFFFFF NAN (255) 
FP4 = 71:'1:'1:' FFFFFFFF FFFFFFFF NAN (255) 
FPS - 7FFF FFFFFFFF FFFFFFFF NAN(255l 
FP6 - 7FFF FFFFFFFF FFFFFFFF NAN(255l 
FP7 - 7FFF FFFFFFFF FFFFFFFF NAN(255) 

EE MC cc CT ES AE 
F?CR - 00 00 F?SR - co cc 00 00 FP!AR -occcocoo 

See also TD,TM 
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( TM - Total MMU 

Syntax TM 

Description The™ command displays the M.MU registers common to the 68851 and 
68030. (These registers are not shown in the status region.) 

Example 

':'M {on a machine with a 68851) 
~.MU Registers 

CRP • 7FFF020240800050 
SRP • 7FSSD27300000100 

See also TD,lF 

TC • 80F84500 
PSR • 2216 

.. ·-. 

Flnol draft 81 



Syntax 

Description 

82 

TMP - _Templates 

TMP [name] 

The TMP command lists every template whose name matches the 
specified name. If no name is specified. all loaded templates are displayed 
by name. MacsBug provides partial name matching, retwning all 
templates that begin with the specified name. If you enter TMP My, for 
instance, all names that stan with "My" are shown. 

MacsBug lets you define your own templates as resources of type 'mxwt' 
to be loaded at boot time. MacsBug reserves resource ID 100 for its 
standard templates. There are two ways of creating your own 'mxwt' 
resources. You can use the file Templates.r, included on the MacsBug 
disk, as a model for building a resource with MPW (and the Rez tool). 
You can also use ResEdit; a file called ResEdit Templates contains 
ResEdit templates for creating 'mxwt' resources. 

Note: The 'mxbt' resource type is also supponed. It's preferable to use 
the 'mxwt' type, however, since it can be created with either MPW or 
ResEdit and allows more template fields than the 'mxbt' type. 

Templates are composed of fields. Each field consists of a name, a type, 
and a count The basic types are: 

Byte 
Word 
Long 
SignedByte 
SignedWord 
Signedl.ong 
UnsignedByte 
U nsigncdWord 
Unsignedl.ong 
Boolean 
pString 
cString 

Display in hexadecimal 
Display in hexadecimal 
Display in hexadecimal 
Display in decimal 
Display in decimal 
Display in decimal 
Display in decimal 
Display in decimal 
Display in decimal 
Display byte as TRUE (nonzero) or FALSE (0) 
Display a Pascal string 
Display a C string (zero-terminated) 

For all of the basic types except pString, the count indicates the number of 
· items of that type to display. For instance, a type of Word with a count of 
4 can be used to display a Rectangle on one line. With pStrings, the count 
indicates the maximum string size and is used to compute the next field 
address. If the string is only as long as the actual number of characters, 
specify 0 for count and MacsBug will use the length byte to determine the 
end of the string. 
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The basic types listed above can also be used individually with the D~t 
command. Several additional field types are used only in templates: 

Text 

Skip 
Align 
Handle 

AType 

MType 

Display a text string for count bytes. (Resource types. for 
instance, can be shown with the Text type and a count of 4.) 
Skips over the next count bytes without displaying. 
Aligns to a word boundary (used after C or Pascal strings). 
Dereferences and display in hex. This type is used to show 
the address of a data structure, rather than its contents. 
Dereferences a pointer and displays using the specified basic 
type or template. The display is indented 2 spaces. 
Dereferences a handle and displays using the specified basic 
type or template. The display is indented 2 spaces. 

If a template named Temp contains a field type of "Temp or "" Terr.p, 
MacsBug assumes the field is a link to another data structure of the same 
type. For instance, the WindowRecord template (provided in 
Templates.r) uses a field type of AWindowRecord to dereference the 
pointer contained in the nextWindow field of the window Record. 
Pressing Return displays the next window in the window list. 

Linked lists are zero-terminated. If a template contains than one field 
specifying a link, MacsBug uses the last field found. 
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Syntax 

Description 

Example 

\<WH 

WH-Where 

WH [aa:tr I trap) 

The WH command returns infonnation about the location of a given trap. 
symbol, or address. If no parameter is specified, the program counter is 
used. Given an address that's in ROM, WH looks for the trap nearest to 
and before that address, and returns the trap name as well as an offset 
from the start of the trap. If the address is in the system heap or 
application heap, WH returns the symbol (name and offset). 

MacsBug will also attempt to map a given address to low memory global 
names. It does this by trying to conven macro values into numbers. If 
the.value is a legal number and matches the given address, the macro 
name is returned. 

If a trap name or number is specified, the WH command returns the trap 
name, the trap number, and the address of the trap. If a symbol name is 
specified, WH returns the address. 

The WH command sets the dot address; thus WH name followed by IL • 
will disassemble the code at name. 

In the example below, typing WH gets infonnation about the PC. It is in 
the procedure MainProc at offset OOOC. The heap block where this 
procedure was found is also shown. (See the HD command for details.) 

Address OOOE7036 is in the Application heap at MainProc+OOOC 
I: is in this heap block: 

Start Lenqth Taq Mstr Ptr Lock Purqe Type ID File 
• 000£7CCB 00000300 R OOOE7CAC L CODE 0001 0236 
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Appendix A 

Command Summary 
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Flow Control 
G-Go 
GT-Go Till 
S-Step 
SO - Step Over 
SS-Step Spy 
MR- Magic Return 

Breakpoints 
BR - Breakpoint 
BRC - Breakpoint Oear 
BRO - Breakpoint Display 

A-Traps 
. ATB-A-TrapBreak 

A IT -A-Trap Trace 
A 1llC - A-Trap Heap Check 
ATSS-A-Trap Step Spy 
ATC- A-Trap Clear 
A ID-A-Trap Display 
A TR-A-Trap Record 
ATP - A-Trap Playback 
DSC-. Extended Discipline 

Disassembly Commands 
n.. - Disassemble From Address 
IP - Disassemble Around Address 
ID - Disassemble One Line 
IR-Disassemble Until End of Procedure 
DH - Disassemble Hexadecimal 

Heap Commands 
HX - Heap Exchange 
HZ - Heap Z.One 
HD- Heap Display 
HT - Heap Totals 
HC- Heap Cleek 
HS - Heap Scramble 

Symbol Commands 
RN - Resource Number 
SD - Symbol Display 
SX - Symbol Exchange 
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Stack Commands 
SC6 - Stack Crawl (A6) 
SC7 - Stack Crawl (A 7) 

Memory Commands 
OM - Display Memory 
TMP - Display all loaded templates 
DP - Display Page 
DB - Display Byte 
OW - Display Word 
DL - Display Long 
SM- Set Memory 
SB-SetByte 
SW-Set Word 
SL-Set Long 

Register Commands 
ID - Total Display 
1F-Total Floating-Point 
Thi-Total MMU 

Macro Commands 
MC- Macro Create 
MCC - Macro Oear 
MCD - Macro Display 

Miscellaneous Commands 
RB-Reboot 
RS-Restart 
ES- Exit to Shell 
EA- Exit to Application 
WH-Where 
F-Find 
CS - Checksum 
LOG - LOG (output to file or printer) 
SHOW - Show (memory in the sidebar) 
DV - Display Version 
DX - Debugger Exchange 
HELP- Display list of MacsBug commands 
SW AP- Swap (screen display) 
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Appendix B 

Error Messages 
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This appendix lists most of the error messages MacsBug can return. 

"Unable to access that address" 
"Addresses must be even"· 

Any command that takes an address parameter can get one of these errors. The first is a 
68000 bus error exception, and the second is an address error exception. 

''Value expected" 
Some commands will supply default parameters when no parameter is specified. This 
error can be returned by commands that require cenain parameters. 

"Unrecognized symbol" 
Any command that takes a symbol as parameter can receive this error if a valid symbol 
name could not be found in the heap and the name is not a valid trap name. 

~ "Divide by zero eITOr" 
This error is remmed when an expression attempts to divide a number by zero. 

"Count must be greater than zero" 
Any command that takes a count (BR, ATB) requires it to be greater than 0. 

"Entry will not fit in the table" 
MacsBug stores infonnation about breakpoints, step commands, and A-trap commands 
in a single table. Note that it's possible to receive this message while entering one type 
of action for the first time (a breakpoint for instance), since other types of actions may 
have already filled this table. 

"Damaged stack: A7 must be even and<= CurStackBase" 
The stack commands (SC6, SC7) must have a memory range to constrain the search for 
frames or return addresses. They assume that register A 7 is even and points to the top 
of the stack, and that the global variable CurStackBase points to the bottom of the stack. 

"A6 does not point to a stack frame" 
The SC6 command assumes tliat register A6. or the parameter if specified, is the address 
of the first frame on the stack. It must point within the range specified by register A 7 
and CurStackBase. 

"This address is not a stack address" 
The MR command can optionally take a parameter specifying where on the stack the 
return address for the CUI?Cnt procedure is located. This address must be even and 
within the range specified by register A 7 and CurStackBase. 

"The address on the stack is not a return address" 

90 

The MR command must know where the return address for the current procedure is 
located on the stack, since it replaces this address with an internal MacsBug address. 
MacsBug checks that the address it replaces is in fact a return address. A return address 
is defined as an address immediately following a JSR, BSR, or A-trap instruction. (All 
fonns of JSR and BSR are recognized.) · 
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"Floating-point not allowed in expressions" 
"64-bit registers not allowed in expressions" 

All expressions arc evaluated as unsigned 32-bit values; floating-point registers and 
some MMU registers cannot be evaluated in this context. 

"No blocks of this type found" 
The HD command was instructed to display only blocks of a specific kind and none 
were found. 

"Address range must be entered before comparisons" 
The CS command remembers a range of memory to checksum; subsequent CS 
commands compute the checksum and compare it against the previous value. If no 
address range has been previously specified, entering CS without parameters will return 
this message. 

"Low address must be less than or equal to high address" 
The CS command requires an ordered address range. 

"MMU not installed" 
The Th1 command functions only if the system has a 68851 or 68030 installed. This 
error also occurs if you tty to display or set an individual MMU register. 

"68881 not installed" 
The TF command functions only if the system has a 68881 installed. This error also 
occurs if you try to display or set an individual floating-point register. 

"Macro expansion exceeds maximum command line length" 
Macros are expanded in the command line buffer. This is a fixed-length buffer 
determined by the width of the command line on the current display. 

"The template contains an unrecognized basic type" 
The field of the template currently being displayed is not a valid basic type; see the 
description of the TMP command for a list of all possible types. 

"Templates cannot expand more than 8 levels" 
Template definitions can themselves contain template definitions, and so on. Expansion 
is limited to eight levels. Since it's unlikely that a structure would contain this many 
levels, this message may indicate a template definition that contains a recursive path. 

"PC is not inside a procedure" 
The ":"character can be used to represent the address of the start of the procedure 
displayed in the program counter window. If you enter":" and no symbol information 
can be found for the program counter, this error message will be displayed. 

"Z.One pointer is bad" 
The zone pointer for the current heap (SysZone, ApplZone, or user address) must be 
even and in RAM. In addition, the bkLim field of the header must be even and in RAM, 
and must point after the header. 
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"Free master pointer list is bad" 
Free master pointers in the heap are chained together, staning with the hFstFree field in 
the zone header and terminated by a NIL pointer. 

"BlkLim does not agree with heap length" 
Walking through the heap block by block must terminate at the stan of the trailer block, 
as defined by the blkLi.m field of the zone header. 

"Block length is bad" 
The block header address plus the block length must be less than or equal to the trailer 
block address. Also, the trailer block must be a fixed length. 

"Nonrelocatable block: Pointer to zone is bad" 
Block headers of nonrelocatable blocks must contain a pointer to the zone header. 

"Relative handle is bad" 
The relative handle in the header of a relocatable block must point to a master pointer. 

"Master pointer does not point at a block" 
The master pointer for a relocatable block must point at a block in the heap. 

"Free bytes in heap do not match zone header" 
The zcbFree field in the zone header must match the total size of all the free blocks in the 
heap. 

"Syntax error" 

92 

This is a "catch all" error message; it's used in cases where the error is obvious given the 
context of the command. Possibilities include: 

• An expression contains a value, an operator, but no second value. 
• A nested expression does not have matching parentheses. 
• An address qualifier other than . s, . w, or . L has been given. 
• An illegal character is in the command line. 
• The ATSS command does not include an address range. 
• The format para.meter for the SHOW command is other than L, W, or A. 
• The F command does not have the correct number of parameters. 
• The value being assigned to a floating-point register is illegal. 
• A toggle command has been passed a parameter other than ON and OFF. 
• The HD command qualifier is not valid 
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MacsBug Internals 
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MacsBug uses as little of the system as possible. In addition, when MacsBug gets control. 
it effectively halts the processor by disabling interrupts. This appendix gives details on the 
MacsBug implementation. 

Beginning with the 128K ROM, suppon for debuggers is provided. When a system error 
or 68000 exception occurs, the ROM code examines the global variable MacJmp to see if a 
debugger is installed. The high-order byte of MacJmp is used to contain the following 
infonnation·: 

Meaning 
Set if debugger is running. 

Bit 
7 
6 
5 
4 

Set if debugger can handle system errors. 
Set if debugger is installed. 
Set if debugger can suppon the Extended Discipline utility. 

If a debugger is installed, the tegister set is saved in the global variable SEVars, and a call 
is made to the address in the low-order 3 bytes of MacJmp. When the debugger returns, 
the tegister set is restored and execution returns at the address in the program counter. 

While active, MacsBug installs a bus error handler to catch any illegal memory references. 
MacsBug docs not install an address error handler since it can check if addresses are even 
before accessing them. 

MacsBug itself forces two kinds of exceptions. The first is used in setting breakpoints. 
MacsBug replaces the first word in an instruction with a TRAP #F instruction; when the 
program reaches this point, an exception is generated. The second is used in tracing 
instruction execution while single-stepping. MacsBug forces an exception by setting the 
Trace bit of the status register before executing an instruction. 

MacsBug installs its own trace exception handler whenever: 

• At least one ROM breakpoint is set. 
• A breakpoint was set at the PC when execution resumed. The instruction must be 

executed before the breakpoint can be reinstalled. 
• A step command is in progress. 
• A step spy command is in progress. 

The SO command steps over JSR and BSR instructions by executing the call with the Trace 
bit set, replacing the return address with an address inside MacsBug and then proceeding 
normally. Stepping over a trap call is done by copying the trap instruction into MacsBug 
and proceeding from that point. 

MacsBug installs its own A-trap exception handler whenever: 

• An A-trap command is active. 
• The Extended Discipline utility is enabled. 
• Heap scrambling is enabled. 
• It steps into a trap call. 

Since interrupts are turned off, MacsBug gets keys by polling for a keyboard interrupt and 
then calling the interrupt routine at Lvl1DT+8. MacsBug fields the event by temporarily 
installing its own PostEvent handler. 
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MacsBug assumes the display on a Macintosh Plus or SE is at address $3FA700, 
accomodating external monitors that change ScmBase. MacsBug always appears on the · 
internal display. 

On a Macintosh Il, MacsBug uses the first item in the gDevList as its display. The device 
must suppon 1-bit mode, and the display is limited to 640 by 480 to conserve memory. 

While swapping the user and MacsBug displays on multi-bit displays, MacsBug calls 
SetMode Cllld SetEnaies (using the Control trap) to set a bit depth of l, and a 
black-and-white color table. 
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Appendix D 

Debugger and DebugStr 
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This appendix shows how to declare and use the Debugger and DebugStr macros on a per 
language basis. 

Assembly language 

Declaration 
_Oebuqqer OP WO RO 
_~ebuqStr OP WORD 

Example calls 

_Oebuqqer 

STRING PASCAL 

$A9FF 
SABFF 

PEA t 'Entered main loop' 

_OebuqStr 

Pascal 

Declaration 

predefined in the file ToolTraps.a 
not predefined - define yourself 

enters MacsBuq and displays user brea.< messa::;e 

Asm directive to make sure to push a 
Pascal str inq 

push address of strinq on stack 

enters MacsBuq and displays message 

{Defined in OSintf.p <MPW version 2.0) or Types.p <MPW 3.0)) 

PROCEDURE Debuqqer; INLINE $A9FF; 
PROCEDURE OebuqStr(str: str255); INLINE $ABFF; 

Example calls 

Debuqqer; {enters MacsBuq and displays user b::eak ~.es sage: 

DebuqStr <'Entered main loop• I : !Enters MacsBuq and displays messaqe l 

MPW C 

Declaration 

/•Defined in Strinc;s.h IMPW version 2.01 or Types.h IMPW 3.0)•/ 
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•inc:luae <str·inqs.h> I" Required !or c:2pstr() "/ 

( pasc:al void Debuqger ( l extern CxA9FF: 
pasc:al void DebuqStr(aStri:-.ql c:nar. "aStri:'1g; extern CxABFF; 

Example calls 

"'ebuqqer(l; /"enters Mac:sBuq and displays· user b::eai< ::-essa:;e• ,' 

::lebuqStr C"-\pEntered main loop"): 
/"enters Mac:sBuq and displays :nessaqe• / 
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Appendix E 

MacsBug 6.0 Highlights 
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For those already familiar with MacsBug, this appendix summarizes the differences 
between MacsBug version 5.5 and MacsBug 6.0. 

Flow control 
In MacsBug 5.5, the T command stepped through code, stepping over A-traps. ~facsBug 
6.0 steps over BSR and JSR instructions as well. The T command has been renamed SO 
(Step Over) to more clearly indicate its function; Tis, however, still supponed as an alias. 
In addition, Command-T is provided as a shoncut. 

The ST command, which traced through instructions until reaching a specifie.d address, has 
been removed. The GT command now performs this function. When passed an address in 

,.,. RAM, a breakpoint is set; when passed an address in ROM, GT traces through each 
instruction until the given address is reached. 

Breakpoints 
The BRO command displays the breakpoint table. Although using the BR command 
without parameters will still display the table, the BRO command was added to distinguish 
between the two operations of setting and displaying breakpoints. 

The CL command, while still supponed as an alias, has been replaced by the BRC 
command for mnemonic consistency with the BRO command. 

A-traps 
The A-trap commands have undergone the most modification in version 6.0. Several 
commands have been added, the existing commands have all been renamed for 
consistency, and the parameters and operation of cenain commands have changed. 

The names all begin with AT ( for A-trap), followed by additional letters indicating the 
action, where B =Break, T = Trace, R =Record, P =Playback. HC =Heap Check, and 
SS= Step Spy. Appending the letter A to the A TB. A TiiC, A TI, ATSS. and A TR 
commands restricts the command's action to ttaps in the application heap. Note that this 
means the CUlTCnt application heap at the time the trap command was entered 
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The old A-trap commands and the new commands that replace them are as follows: 

Old command 
AB 
BA 
AT 
AA 
AH ... 
AS ... 
AR 
... 
AX 
... 
• ... 

New command. 
ATB 
ATBA 
ATI 
ATIA 
ATifC 
A1HCA 
ATSS 
ATSSA 
ATR 
ATRA 
ATC 
AID 
ATP 
DSC 

The parameters for the A TB, A TiiC, A TT, and ATSS commands have changed. The trap 
ranges remain the same, except that MacsBug 6.0 adds suppon for multiple discontinuous 
ranges. The address range parameters have been replaced by a conditional expression. For 
instance, you can now enter ATB HFSDispatch co. W•6 to specify a break at the File 
Manager trap HFSDispatch only when the low-order word of register DO (which contains 
the routine selector) has the value 6 (meaning DirCreate). Conditional breaks allow more 
flexibility, while still allowing the specification of an address range (for instance, 
< addrl <•PC> AND (PC<•addr2 >. In the same way, the DO parameters have been 
removed, since the value of a register can be checked with an expression as well. 

The old AX command cleared all A-trap actions; the new ATC command lets you clear one 
or all A-trap actions. 

The DSC command lets you turn the Extended Discipline utility on and off; this utility 
{soon to be available from APDA) examines the parameters passed to, and the results of, 
traps executed · 

Disassembly 
Two new commands let you selectively disassemble code. The IP command disassembles 
half a page of code, centered around a specified address. The IR command is provided for 
disassembling code until the end of a routine. Given an address, the IR command 
disassembles until it reaches the end of the module. 

When disassembling code, MacsBug 6.0 displays negative register offsets as signed 
numbers. For instance, SFFF8(A5) is now -$0008(A5). Thus, to display this word with 
the DM command, you would now type OM AS-8 instead of OM <FFFB+AS. 

Note: With this new display, the primary use for the"<" character as a sign extension 
operator is gone. Since this usage of the symbol also conflicted with its usage as a "less 
than" operator in expressions, it is no longer accepted for sign extension. 
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Disassembled trap names now decode the Sys, Immed, and AutoPop bits. 

Heaps 
The HS command has been improved. In MacsBug 5.5, this command called the 
CompactMem routine to scramble the heap. MacsBug 6.0 uses a custom scrambling 
routine. The only blocks not moved by this command are single, relocatable blocks 
between two stationary blocks. 

The HZ command displays all heap zones~ this command is useful when you 're running 
under Multi.Finder. The HZ command will not find heaps created on stacks or in the 
system heap. 

Symbols 
The RN command lets you specify a file refexence number in order to limit the search for 
symbols to a particular resource file. This command is especially useful when debugging 
MPW tools. 

Stack 
The SC command has been renamed SC6 to differentiate it from the new SC7 command. 
SC is still supponed as an alias for SC6. 

The SC7 command shows all possible return addresses on the stack, with their frames. 

Memory 
The DW~ DL. and DP commands display respectively a word, long word, and page ( 128 
bytes) of memory. The SW and SL commands let you set words and long words in 
memory. 

The TMP command displays the names of all templates currently loaded. Sec the 
description of the TMP command in Chapter 3 for details on creating templates. 
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Registers 
In MacsBug 5.5, the address and data registers were referred to as RAn and RDn, and the 
floating-point conttol registers were specified by FI, FC, and FS. MacsBug 6.0 uses the 
Motorola names for all registers. For instance, data register 3 is now specified as D3 
(instead of RD3) and the floating-point conttol register is specified as FPCR (instead of 
FC). A list of Motorola register names is given in Chapter 3 under "Registers." 

Note: The use of An and Dn for registers presents a conflict when you want to specify the 
hexadecimal numbers AO through A 7 and DO through 07; in such cases, express· the 
number explicitly as SAn or $Dn. (Since registers are used much more frequently than 
these 16 hexadecimal numbers, the designers opted for this tradcoff.) 

The contents of the CPU registers are always displayed in the status region of the MacsBug 
6.0 display. The 1D command, which displays the CPU registers in the command region, 
remains useful for comparing register contents between commands. ·Tue 68881 registers, 
not shown in the status region, can still be displayed with the 1F command The new TM 
command displays the contents of the MMU registers common to the 68851 and 68030. 

Macros 
Macros arc a new feature of MacsBug 6.0. Macros are simple text string substitutions. 
They're expanded before the command line is executed, and can thus contain anything you 
can type in a command line. You can use macros to create command name aliases, 
reference global variables, and name common expressions. 

Macros can be created on the fly with the MC command or they can be included in a 
resource of type 'mxbm' that's loaded at boot time. MacsBug reserves resource IDs 100 
and 101 for its standard macros, which include macros for several hundred common global 
variables. The file Macros.r, included on the MacsBug disk, can be used as a model for 
building your own 'mxbm' resources. 

Two macro names have been predefined by MacsBug for customizing the debugging 
environment. If there arc ccnain commands you want executed the first time MacsBug is 
entered (such as SHOW, SW AP, LOO, SX, HX, and DX), define them as a macro called 
FustTune in an 'mxbm' resource. (Remember that multiple commands must be separated 
by semicolons.) When MacsBug is first invoked, it loads the specified commands into the 
command line and executes them. This lets you configure MacsBug using your preferred 
settings. A second macro, called EveryTime, can be defined in a resource file or on the fly 
with the MC command The commands specified by this macro will be executed each time 
MacsBug is invoked 
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The MCD command displays a table listing all macros defined, including both those loaded 
at boot time and those defined with the MC command. The MCC command clears one or · 
all macros. 

Miscellaneous 
Warning: In the past, a popular way to generate an exception was to add a line such as 

DC.W SFECE ; generate a line 1111 exception 

at the point in your program where you wanted MacsBug to get control. (Any value SFOOO 
through $FFFF could have been used) This method should no longer be used, as these 
instructions have been resctvcd by Motorola for use in their coprocessor interface for the 
68020 microprocessor. 

Command-G. S, and Tare provided as shoncuts for executing the G, s. and SO 
commands respectively. 

The F command now takes different parameters. The search range is specified by a starting 
address and the number of bytes to be searched. (An ending address can no longer be 
used.) In addition, a mask is no longer specified. The F command can be repeated for the 
next n bytes by simply pressing Return. 

The CV command, used to evaluate expressions, has been removed. MacsBug 6.0 
evaluates anything on a command line that does not stan with a command name. 

The HELP command provides infonnation on MacsBug commands. You can specify a 
single command or a group of commands, or simply browse through the entire HELP file. 

The LOG command lets you send MacsBug output to a file or to an Image Writer printer via 
the serial pon. 

Using the RS command has the same effect as selecting the Restart item from the Finder. 

The SHOW command displays a specified area of memory in the status region of the 
MacsBug display. 

The SW AP command lets you control the frequency of display swapping between 
MacsBug and the current application, depending on whether the system is configured for a 
single screen or for multiple screens. 

MacsBug 6.0 adds the symbol""'" as a postfix indirection operator. 

The TP command has been replaced by a macro named thePon; this macro is defined as DM 
ASAA WindowRecord. 

As an overview, a table showing the old commands that have been replaced, as well as the 
new commands, is given below. 

106 Final draft 



Old command New command or functionality 

M 
AB 
AH 
AR 
AS 
AT 
AX 
BA 
CL 
CV 
SC 
T 
ST 
TP 
? 

ATIA 
ATB 
A'IHC 
A1R 
ATSS 
ATI 
ATC 
ATBA 
BRC 
command line expression evaluation 
SC6 
so 
GT 
thePort macro 
HELP 

AID 
A1HCA 
ATP 
A1RA 
ATSSA 
BRD 
DL 
DP 
DW 
DSC 
IP 
IR 
HZ 
LOO 
MC 
MCC 
MCD 
RN 
RS 
SC7 

SHOW 
SWAP 
SL 
SW 
1M 
TMP 

Display A-trap table 
A-trap heap check (application heap) 
Playback A-traps 
A-trap record (application heap) 
A-trap step spy (application heap) 
Display breakpoint table 
Display long word 
Display 128 bytes 
Display word 
Toggle Discipline utility 
Disassemble half-page centered around address 
Disassemble until routine ends 
List heaps 
Send output to file or Image Writer 
Define macro 
Oear macro(s) 
Display macros 
Resource file number filter for symbols 
Res tan 
Give procedure's possible calling chain and 
return addresses 
Display address in sidebar 
Toggle screen display 
Set long word 
Set word 
Display 68851 or 68030 MMU registers 
List templates 
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Appendix F 

Did You Know ... ? 
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This appendix contains tips, shoncuts, and interesting facts about MacsBug. Did you 
know that. .. 

• Holding down the Control key forces a break into MacsBug immediately after it's 
loaded. This feature works only on Macintosh computers equipped with the Apple 
Desktop Bus™ (ADB) inteiface; the Control key was chosen since it's found only on 
ADB machines. On machines without ADB, the keyboard is loaded after MacsBug, so 
it make~ no sense to break into MacsBug. 

• The DebugStr routine with an argument of •; HC; G' is a useful way to determine where 
in your program the heap may become corTUpted. The HC command performs a heap 
check; if the heap is corrupted, MacsBug stops and repons the error. If the heap is in 
order, the G command is executed and program execution resumes. Sprinkling such 
calls to DebugStr throughout your program lets you hone in on memory culprits. 

• A related technique is to use the A TIIC command, which checks the heap prior to each 
trap call. Using this technique means that you don't need to modify your program, but 
it does have the disadvantage that you can't choose the frequency and location of the 
checks. 

• In the same way that passing •: HC: G • with DebugStr checks the heap, passing 
';CS;G' checksums a block of memory. If the block has changed, MacsBug takes 
over; otherwise program execution continues. Remember that the range must be set up 
with an initial CS command before subsequent CS commands can compare the 
checksum. 

• You can create a custom A-trap trace by executing the ATB command with an 
associated action. For instance, you can specify the commands •;TD: G' for execution 
upon break. Whereas the A IT command shows only select registers, this action 
displays all registers. You could further customize the trace by displaying memory 
based on the content of particular registers. 
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Procedure Definition 
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Whenever possible, MacsBug accepts and returns address as procedure names and offsets. 
Names are found by scanning relocatable heap blocks for valid procedure definitions. A 
procedure definition in the simplest case consists of a return instruction followed by the 
procedure's name. 

A procedure is defined as: 

[LINKA6] 
Procedure code 
RTS or JMP(AO) or RID 
procedure name 
procedure constants 

The LINK A6 instruction is optional~ if missing, the stan of the procedure is assumed to be 
immediately after the preceding procedure, or at the stan of the heap block. 

The procedure name can be a fixed length of 8 or 16 bytes, or of variable length. Valid 
characters for procedure names are "a"-"z", "A"-"Z", "0"-"9", "_", "%",".",and space. 
The space character is allowed only to pad fixed-length names to the maximum length. 

With fixed-length fonnat, the first byte is in the range $20 through $7F. The high-order bit 
may or may not be set The high-order bit of the second byte is set for 16-character names, 
clear for 8-character names. Fixed-length 16-character names are used in object Pascal to 
show class.method names instead of procedure names. The method name is contained in 
the first 8 bytes and the class name is in the second 8 bytes. MacsBug swaps the order and 
insens the period before displaying the name. 

With variable-length format, the first byte is in the range $80 to $9F. Snipping the high­
order bit produces a length in the range $00 through $IF. If the length is 0, the next byte 
contains the actual length, in the range $01 through $FF. Data after the name starts on a 
word boundary. Compilers can place a procedure's constant data immediately after the 
procedure in memory. The first word after the name specifies how many bytes of constant 
data are present. If there are no constants, a length of 0 must be given. 

Examples of valid assembly-language procedure definitions are given below. 

; Variable lenqth name with no constant data. 

Procl PROC 

; Fixed 

Proc2 

112 

LINK A6, 10 
ONLK A6 
RTS 
DC.B $8C, 'VariableName' 
oc.w $0000 
ENDP 

a-character name. 

PROC 
LINK A6, to 
ONLK A6 
RTS 
DC.B SBO + 'F', 'ixed 
ENOP 
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; Fixed 16-character name. 

P::-oc3 PRCC 
LINK A6, #0 
UNLK A6 
RTS 

DC.B sao + 'M', sac + 'e', 'thod Class 
ENDP 
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Cast of Characters 

• 

@ 

& 

character 53, 54 
dot address 13, 17 
operator 17 
operator 17 
operator 17 
operator 17 

( ) operator 17 
character 53, 54 
operator 17 
operator 17 
operator 17 
operator 17 
operator 17 
operator 17 

+ 

I 
< 
<• operator 17 
<> operator 17 

> 

operator 17, 65 
operator 65 
operator 17 
operator 17 

>• operator 17 
operator 17 

A 

A-trap call 9, 10 
address indirection 17 
addresses 8 
AND 17 
application heap 8, 20, 48, SO 
ApplZone 48 
ATB (A-Trap Break) command 10, 

18 
ATC (A-Trap Oear) command 19 
ATD (A-Trap Display) command 20 
ATHC (A-Trap Heap Clleck) 

command 12, 21 
ATP (A-Trap Playback) command 

9, 22 
ATR (A-Trap Record) command 9, 

23 
ATSS (A-Trap Step Spy) command 

11, 24 
AIT (A-Trap Trace) command 9, 

25 

·index 

B 

BlkLim 4-t 
blocks 45 

DY (Di.splay Version) command 36 
OW (Di.splay Word) command 12, 3i 
DX (Debugger Exchange ) 

block length 44 
boot time 6 
BR (Breakpoint) command 11, 16, E 

26 

command 11, 38 

branches 10 EA (Exit to Application) command 
BRC (Breakpoint Clear) command 8, 39 

11, 27 editing keys 7 
BRO (Breakpoint Display) command ellip.sis ... 54, 55 

11, 28 ES (Exit to Shell) command 8, 40 
breakpoint 11, 26 expressions 16 

Extended Disciplineno utility 12, 35 

c 

C language 2 
calling hi.story 9, 68, 69 
ca.se:upper and lower vii 
checksum 11, 29, 75 
code segments 9 
command line 7 
command syncax 16 
conditional statements 10 
corrupting the heap 12, 44 
CPU registers 8 
cs (Checksum) command 12, 29 
CurMap64 

D 

F 

F (Find) command 13, 41 
fatal system errors 3, 7 
Finderno 6 
FKEY resource 7 
floating-point register 8 
free blocks 45 
free bytes in heap 44 
free master pointer 44 

G (Go) command 8, 42 
GetNextEvent 19 
glue code 11 

DB (Display Byte) command 12, 30 GT (Go Till) command 10, 28, 43 
Debugger ($A9FF) 7, 11 
DebugStr (SABFF) 11 
dereferencing a handle 12 
DH (Display Hexadecimal) 

command 31 
H 

DirC.reate routine 10 HC (Heap Check) command 12, 44 
displaying memory 12, 13 HD (Heap Display) command 12, 
DL (Display Long) command 12, 32 45 
OM (Di.splay Memory) command l2, heap 8, 12 

13, 33 heap error 13, 44 
dot addre.s.s 13, 17 heap scrambling 12, 48 
DP (Display Page) command 12, 34 HELP (Help) command 47 
DSC <Extended Discipline) help information 7 

command 12, 35 HFSDispatch trap 10 

Index (Flnol droft) 115 



(. high-level language 2 m.xwt re.source 82 s 
HS (Heap Scramble) command 12, m.xbr re.source 23 

48 
S (Step) command 10, 66 HT (Heap Totals) command 12, 49 
SB (Set Byte) command 12, 67 HX (Heap Exchange) command 8, 

N SC6 (Stack Crawl (A6)) command 9, 50 
68 HZ (Heap Zones) command 8, 51 

SC7 command 9 
NewHandle 12 SO (Symbol Display) command 8, 
NewPtr 12 70 

I~ 
NMI exception 6 SetHandleSize 12 
nonrelocatable block 44, 45 SetPtrSize 12 
NOT 17 setting memory 13 

ID (Disassemble One notation convention vi SHOW (Show) command 8, 71 
Line)command 13, 52 numbers 16 shutdown 6 

IL (Disassemble From Address) 64K ROMs 2 
command 13, 53 68000 exception 3, 9 

Inside Macintosh, vi 
0 SL (Set Long) command 12, 72 

interrupt switch 3, 6 SM (Set Memory) command 12, 73 
IP (Disassemble Around 

operators 17 
SO (Step Over) command 10, 74 

Address)command 9, 13, 54 SS (Step Spy) command 11, 75 
IR (Disassemble lintil End of OR 17 stack 9 

Procedure) command 8, 55 order of precedence 17 stack pointer 8 
output region 7 status region 8 

step 10 
L strings 16 

p SW (Set Word) command 12, 76 
SW AP (Swap Frequency) command 

LaserWriterQ!D driver 56 
parameters 16 77 

leaving MacsBug 8 SX (Symbol Exchange) command ) Ll~K A6 procedure prolog 9 · Pascal 2 9, 78 
( locked blocks 45 pausing execution 7 Symbolic Application Debugging 

LOG (Log to a printer on file) PC (program counter) region 7, 9 Environment (SAOETM) 2 
command 10, 56 postfix 17 symbols 8, 16 

log files 10 prefix 17 System Error Handler 3 procedure names 8 system error 10 9 purgeable blocks 45 system heap 20 
M system software 2 

system startup 6 

Macintosh Programmer's Workshop R 

CMPWTM>3 
Macintosh XL 2 RB (Reboot) command 8, 62 T 
macros 9 ReallocHandle 12 
Macros.r 57 reboot 8 TD CTota.I Display) command 8, 79 
MacsBug in.stalled message 6 register 16, 63 templates 12 
master pointer 44 register A7 8 TF CTocal Floating-Point) 8 
MC (Maao) command 9, 57 relative handle 44 TM CTotal MMU) command 8, 79, 81 
MC68851 Memory Management Unit relaunch 8 TMP CTemplate) c~mand 12, 82 

CMMl1) 2 relocatable blocks 45 trailer block 44 
MC68881 noating·point coprocessor ResEdit 3, 82 trap history 9 2 resource blocks 45 trap names 8 
MCC (Maao Clear) command 9, 59 resource map error 13 traps 16 
MCD (Maao Display) command 9, restart 8 

60 resuming execution 7 
memory changes 11 return addresses 9 
MMU register 8, 74 RN (Resource Number) command u 
MOD17 9 . -
Motorola 68000 2 RN-Set Reference Number unexpected error condition 8 
MPW Pa.seal 56, 64, 82 command 64 User break at <addr> 11 ) MR (Magic Return) command 10, 61 RS (Restart) command 8, 65 

( MultiFinder 2, 8, 56 RTS CS4E75) 7 ,, 

multiple files 9, 64 
multiple saeens 7 
mxbm resource 57 
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v 

Values 16 

w 

WH (Where) command 8, 13, 84 

x 

XOR 17 

z 

zcbFree field 44 
zone pointer 44 
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