
















































































































































































































































































































d. Use the TX-1000 TAPE TRANSPORT EXERCISER to write all ones 
on all channels. Refer to the TAPE TRANSPORT EXERCISER manual 
(P IN 9580062) for equipment intercOlmect and set up instructions. 

e. After recording all ones on all channels, rewind the tape to the BOT 
marker. 

f. Connect oscilloscope to TP104. 

g. Run the tape forward in the read mode. 

h. Adjust potentiometer R112 until the analog signal displayed on the 
oscilloscope is 6 volts peak to peak. (Refer to figure 5-8). 

i. Repeat step h for all channels using TPX04 and potentiometers RX12 
X is 2 through 9. 

5-39 Read Head Skew Measurement and Adjustment 

The read head skew measurement and adjustment procedures should only be 
required when the read head has been replaced. The adjustment of read skew is accom­
plished mechanically by shimming one of the head guides. The shims are 0.0005 inches 
thick and correct for 37.5 microinches of skew. The maximum allowed shims under 
anyone guide is four. Only one of the guides should be shimmed on the same headplate 
assembly. The shims can be mounted by removing the guide and placing the shim on 
the screw that mounts the guide, then reassembling the guide on the headplate assembly. 
Perform the following measurement and adjustment steps. 
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a. Apply power to the tape unit. 

b. Load the IBM Master Skew Tape on the tape unit. Press and release 
the LOAD control twice (once on tape units equipped to automatically 
position the tape at the BOT marker) to tension the tape, and to advance 
the tape to the BOT marker. 

c. Using a dual trace oscilloscope, connect channel A to TP607 and 
channel B to TP707. 

d. Using the maintenance switch SW1, run the tape forward. Observe the 
time displacement between the two signals displayed on the oscilloscope 
(see figure 5-6). Calculate the amount of displacement (refer to table 5-4). 

If the displacement is less than 100 microinches, no shimming is required. 
If the displacement is greater than 100 microinches and TP707 is the 
leading signal, the guide on the capstan side of the head assembly should 
be shimmed. Otherwise shim the other guide. The number of shims 
required can be calculated as follows: 

NUMBER OF SHIMS 0= (TAPE SPEED) X (TIME DISPLACEMENT) 
37.5 X 10-6 

e. After the guide has been shimmed, verify that the displacement is less 
then 100 microinches. 
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Figure 5- 8. Amplifier Waveform (TP104) 

5-40 Flux Gate Adjustment 

T 
6VOLTS 

The flux gate adjustment is necessary to minimize the crosstalk between the read 
and write heads. Perform the following steps to accomplish the flux gate adjustments. 

a. Apply power to the tape unit. 

b. Load a reel of tape on the unit. Press and release the LOAD control 
twice (once on units equipped to automatically position the tape at the 
BOT marker) to tension the tape, and to advance the tape to the BOT 
marker. 

c. Remove the tape from the capstan so that the only signal present at the 
output of the read amplifier is crosstalk from the write head. 

d. Use the TX-lOOO TAPE TRANSPORT EXERCISER to write all ones on 
all channels. Refer to the TAPE TRANSPORT EXERCISER manual 
(p /N9580062) for equipment interconnect and set up instructions. 

-e. Connect oscilloscope channel A to TP604 and channel B to TP704. 

f. The amplitude of the signal displayed on the oscilloscope should be less 
than 0.5 volts. 

g. If the signal amplitude is greater than the allowed limit, remove the 
head covers. Loosen the two screws securing the flux gate (see figure 
5-1) and adjust the flux gate until the voltage is within limits. Be 
careful that the flux gate does not touch the tape. 
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5-41 Staircase Skew Measurement 

A quick check of all read/write adjustments can be made by observing the wave­
form at TP5 (figure 5-9). Set up the TX-I000 TAPE TRANSPORT EXERCISER (Part 
No. 00295) to write all ones on all channels. The length of time from each step to the 
last is the total amount of skew displacement. If the Read/Write skew is greater than 
150 microinches (see table 5-4) and cannot be brought within the limits by shimming 
the fixed head guides the tape path adjustment (paragraph 5-45) should be performed. 

5-42 Threshold Measurement 

The correct threshold voltages are necessary to correctly read data from tape. 
To measure the threshold voltages, perform the following steps. 
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a. Apply power to the tape unit. 

b. Load a reel of tape on the tape unit. Press and release the LOAD control 
twice (once on units equipped to automatically position the tape at the 
BOT marker) to tension the tape and to advance the tape to the BOT marker. 

c. Verify that Read Threshold a and Read Threshold 2 are inactive. 

d. Set the tape unit off line. Connect oscilloscope to test point TP4. The 
voltage should be approximately 0.7 volts. 
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Figure 5-9. Staircase Waveform (TP5) 



e. Set the tape unit on line. Activate Read Threshold 2. The voltage 
should be approximately 0.3 volts. 

f. For dual-gap data boards, use the TX-1000 to write data. Single-gap 
version, activate Read Threshold 1. The voltage should be approxi­
mately 1.3 volts. 

5-43 MECHANICAL CHECKOUT AND ALIGNMENT 

The following paragraphs present checkout and alignment procedures for the 
mechanical components of the Models 2730 and 2740 Magnetic Tape Units. Refer to 
figures 4-2, 4-3, 5-1 and 5-3 for various mechanical views of the tape units. 

5-44 Tension Arm Limit Switches 

There are two limit switches associated with the supply tension arm assembly. 
These switches are located on mounting plates attached to the bearing housings and 
are shown in figure 5-3 with the tension arm in the LOAD position. When either limit 
switch is replaced, both limit switches in that set should be checked for the proper posi­
tioning and operation. Perform the following steps to ensure the proper positioning and 
operation of the limit switches. 

a. Apply power to the tape unit. 

b. Remove the tape head assembly dust cover. Place a dark piece of 
paper over the reflective block in front of the BOT IEOT sensor. 

c. Momentarily press the load switch. This should bring the tension arms 
to their stops. 

d. Remove power from the tape unit and the paper from the tape head 
assembly. 

e. Monitor the switch contacts of lower limit switch. The contacts should 
be open when the tension arm is resting against the backstop (unload 
position). 

f. Manually rotate the tension arm slowly toward the center of the arm 
swing. Switch contact closure should occur one-half inch before the 
outer mark on the overlay is reached. If the switch contact closure 
is out of tolerance, perform the adjustment procedure steps h through 
j. 

g. Repeat steps e and f for tlle remaining limit switch. 

h. Slightly loosen the bracket containing the misaligned limit switch. 

i. Position the limit switch so that closure occurs when the tension arm is 
one-half inch from the outer mark on the overlay. 
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j. Tighten the relevant bracket retaining screws. 

5-45 Tape Path Alignment Measurement 

Load a tape on the tape unit and perform the following steps. 

a. Using the maintenance switch SW1, run the tape forward and reverse. 

b. Check at all of the guides for tape curling or warping at the edges while 
tape is moving. If it is, perform the Tape Path Adjustment (paragraph 
5-46) • 

NOTE 

The tape used for this check must be 
in new condition. 

c. Check that the tape stays in the center of the capstan as the tape is 
run forward and reverse. If it doesn It perform the Tape Path Adjust­
ment (paragraph 5-46). 

d. Remove the tape guide caps from the fixed tape guides on the headplate 
assembly. 

e. Press the spring loaded tape guides washers to the headplate. Secure 
to this position. 

f. U sing the Maintenance switch SW1, run the tape forward and reverse. 

g. Verify that the tape position across the fixed tape guides is even with 
or below the top surface of the guide by 15 mils. If the tape is outside 
these limits, either above or below, perform the Tape Path Adjustment. 

h. Replace tape guide caps on the guides. Release the spring loaded washer. 

i. Perform the StaricaseSkew Measurement (paragraph 5-32 or 5-41). 

5-46 Tape Path Adjustment 

Alignment of the tape path components is accomplished by using Alignment 
Tool Part No. 00243 or 9810017-01. The tape path components consist of the headplate, 
the tape guide rollers (supply and take-up), the supply and take-up hub, and the capstan. 
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CAUTION 

Both alignment tools are precision 
made and must be handled with care 
to avoid damage. 



5-47 Vacuum Machine Fixed Tape Guide (Headplate) Adjustment 

The alignment of the fixed tape guides on headplate assembly should only be 
required when a tape guide is replaced. The adjustment is accomplished by using 
Alignment Tool (PiN 9810017-01) to check the tape guide height and by shimming the 
headplate assembly to bring the tape guide height into adjustment. 

a. Remove power from the tape unit and remove the head covers. 

b. Gently remove the tape unit overlay from the tape unit, taking care 
not to damage any of the components mounted on the headplate assembly. 
The tape unit overlay is secured to the tape unit by either tape coated 
with adhesive material on both sides, or by Velcro. For both methods 
the overlay should be peeled away from the tape unit with caution. 

c. Remove the fixed tape guide caps and the vacuum column door. 

d. Place the flat edge of the alignment tool across the top edge of the 
vacuum column so that the tool edge extends across the top of the 
fixed guide. Refer to figures 5-10( A) and 5-11. Hold tool firmly in 
place. 

e. Measure the distance between the edge of the tool and the top of the 
fixed guide with a feeler gauge. Refer to. figure 5-11. The fixed tape 
guide should be .003 to .0035 inches below the flat edge of the align­
ment tool. 

f. If necessary, insert or remove shims on the headplate assembly spacer 
nearest the fixed tape guide being adjusted until the correct measure­
ment (0.003 to 0.0035) is obtained. 

g. Replace the tape guide cap and the vacuum column window. Refer to 
paragraph 5-73 for vacuum column window replacement. 

5-48 Tension Arm Machine Tape Guide Roller Adjustment 

The following tape guide roller adjustment procedure applies to both the supply 
and take-up tape guide roller assemblies. 

a. Remove tape and reels from the tape unit. 

b. Remove power from the tape unit. 

c. Remove the head covers and the caps from the fixed guides. 

d. The tape unit overlay is secured to the unit either Vecro or tape 
coated with adhesive material on both sides. Gently remove the 
overlay, taking care not to damage any components mounted on the 
headplate assembly. 

e. Mount the alignment tool (Part No. 00243) as shown in figure 5-12. 
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f. Position the alignment tool against each guide roller, one at a time. 

g. 

h. 

i. 

j. 

In each case, the alignment tool should be centered between tne flanges 
of the guide roller. If not centered, a guide roller height adjustment is 
necessary. 

To adjust the height of the guide roller, loosen the set-screw securing 
the guide roller assembly. 

Center the guide roller flanges on the alignment tool. 

When height is established, tighten the guide roller set-screw. 

When installing the tape unit overlay, the original tape must be replaced 
with tape coated on both sides with adhesive material ( pIN 33700001-2). 

5-49 Vacuum Machine Tape Guide Roller Adjustment 

The following tape guide roller adjustment procedure applies to both the supply 
and take-up guide roller assemblies. Refer to figure 5-10( B) and 5-13 for alignment 
tool positioning. 

a. Remove tape and reels from the tape unit. 

b. Remove the power from the tape unit. 
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Figure 5-11. Vacuum Machine Fixed Tape Guide Alignment Tool Positioning 
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Figure 5-12. Tape Guide Alignment Tool Tension 



c. The tape unit overlay is secured to the unit either by tape coated with 
adhesive material on both sides, or by Velcro. Gently remove the 
overlay, taking care not to damage any components mounted on the 
headplate assembly. 

d. Position the alignment tool against each guide roller, one at a time. 
In each case, the alignment tool should line up as illustrated in figure 
5-13. The .0015 edge of the tool is for height and the. 0375 edge is for 
offset. 

e. To adjust the height of the guide roller, loosen the set screw securing 
the guide roller assembly and move the guide roller up or down as 
necessary. 

f. When height is established, tighten the guide roller set-screw. 

g. For offset adjustment, loosen the roller block and position the tape 
guide roller assembly as necessary, then retighten the roller block. 

h. When reinstalling the tape unit overlay, the original tape must be 
replaced with tape coated on both sides with adhesive material. For 
Velcro method, position overlay and press around edges and center of 
overlay to engage Velcro. 
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Figure 5-13. Tape Guide Roller Alignment Tool Positioning 
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5-50 Tension Arm Machine Reel Hub Height Adjustment 

The following reel height adjustment procedure applies to both the supply and 
take-up reels. 

a. Mount empty reels on the reel hubs. 

b. Remove power from the tape unit. 

c. Remove the head covers and the caps from the fixed guides. 

d. Using the screws supplied with the Alignment Tool, mount the align­
ment tool on the fixed guides as shown in figure 5-12. 

e. Position the alignment tool between the reel edges. The vertical edge 
of the alignment tool and the edges of the reel should not touch as the 
reel is rotated. 

f. If the edges of the reel and the alignment tool touch, loosen the hub 
retaining screws. The hub retaining screw is accessible through the 
hole in the bearing housing casting at the rear of the tape unit (figure 4-2). 

g. Position the reel hub assembly so that the vertical edge of the alignment 
tool is centerd in the reel as the reel is rotated. 

h. Tighten the hub retaining screws. 

5-51 Vacuum Machine Reel Hub Height Adjustment 

The following reel hub height adjustment procedure applies to both the supply 
and the take-up reel hubs. 
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a. Remove the reels on the reel hubs. 

b. Remove power from the tape unit. 

c. Remove the vacuum column door by removing the hinge screws. 

d. Position the alignment tool against the reel hub edge as shown in 
figure 5-10(C). The L-shaped edge of the alignment tool and the 
edges of the reel hub should just touch as the reel hub is rotated. 

e. If the reel hub and the alignment tool do not touch, loosen the hub 
retaining screw. See figure 4-3. 

f. Position the reel hub assembly so that the L-shaped edge of the align­
ment tool just touches the reel hub edge as the reel hub is rotated. 

g. Tighten the hub retaining screw. 



5-52 Tension Arm Machine Capstan Height Adjustment 

a. Remove power from the tape unit. 

b. Remove the head covers and the caps on the fixed guides. 

c. The tape unit overlay is secured to the tape unit by tape coated with 
adhesive material on both sides. Gently remove the overlay, taking 
care not to damage any components mounted on the headp1ate assembly. 

d. Mount alignment tool (P IN 00243) as shown in fi'gure 5-12. 

e. Position the alignment tool against the capstan. The center of the 
capstan should be in the center of the tool. 

f. To adjust the height of the capstan, loosen the set-screw securing the 
capstan to the capstan motor shaft. 

g. Position the capstan so that the center of the capstan and the alignment 
tool are centered. 

h. Tighten set-screw. 

5-53 Vacuum Machine Capstan Height Adjustment 

a. Remove power from the tape unit. 

b. The tape unit overlay is secured to the unit either by tape coated with 
adhesive material on both sides or by Velcro. Gently remove the 
overlay, taking care not to damage any components mounted on the 
headp1ate assembly. 

c. Remove the three screws from the entry guide and remove the entry 
guide. 

d. Figure 5-10(D) shows how to position the alignment tooo1. Position 
the alignment tool over the vacuum column and against the capstan. 
The capstan' should be flush against the 0.0215 inch edge of the align­
ment tool. 

e. To adjust the height of the capstan, loosen the set-screw securing 
the capstan to the capstan motor shaft. 

f. Position the capstan so that the capstan and the alignment tool edge 
touch. 

g. Tighten set-screw. 

h. When replacing tape unit overlay, original tape must be replaced with 
tape coated with adhesive material on both sides. For Velcro method, 
pssition overlay and apply pressure around edges and center to engage 
Velcro. 
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5-54 Reel Servo Belt Tension Adjustment 

The following reel servo belt tension adjustment procedures applies to both 
the supply and the take-up reel assemblies. The reel servo belt tension can be adjusted 
as follows~ 

a. Remove power from tape unit. 

b. Loosen the three screws that secure tha motor mounting plate to the 
deck stand-offs. (See figure 4-2. ) 

5-55 Vacuum Motor Belt Tension Adjustment 

For Model 2740 tape units with serial numbers preceding Serial No. V0576XXXXX 
adjust the vacuum motor belt tension as follows: 
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a. Remove power from the tape unit. 

b. Loosen the four screws that secure the vacuum motor to the vacuum 
motor plate assembly. 

c. Position the vacuum motor assembly until there is 1/4-inch deflection 
in the vacuum motor belt with a I-pound force applied. Do not over­
tighten belt. 

d. Tighten the four screws that secure the vacuum motor to the vacuum 
motor plate assembly. 

For Model 2740 tape units with serial numbers after SeriaI'No. V0576XXXXX 
adjust the vacuum motor belt tension using one of the two following meth~ds: 

a. Remove power from the tape unit. 

b. Loosen the four screws that secure the vacuum motor to the vacuum 
motor plate assembly. 

c. Position the vacuum motor assembly until there is liS-inch deflection 
in the vacuum motor belt with a I-pound force applied. Do not over­
tighten the belt. 

d. Tighten the four screws that secure the vacuum motor to the vacuum 
motor plate assembly. 

Alternate method: 

a. Remove power from the tape unit. 

b. Loosen the four screws that secure the vacuum motor to the vacuum 
motor plate assembly. 

c. Using a Gates 5M tension gauge (table 5-3) position the vacuum motor 
for 10-12 pounds of belt tension. 



d. When installing a new belt, run the tape unit for approximately 1/2-hour 
and remeasure belt tension. Readjust if necessary. 

5-56 Tape Tension Adjustment (Tension Arm Unit) 

Tape tension is controlled by the spring attached to each of the tension arms. 
The tension is adjusted by means of the spring anchor. Figure 5-14 shows the measure­
ment and adjustment of the tape tension. A 3-foot length of tape with loops at each end is 
used: tape is mounted as shown. A I-pound force gauge is used to measure the tape tension. 
care must be taken to zero the scale in the correct orientation of the gauge and to pull on 
the tape in the direction it would be going on the reel. The spring anchor is adjusted until 
the tension is 8 ± 1/2 ounces with the arm in the center of its operating region. 

5-57 Write Lockout Assembly Adjustment 

Remove power from tape unit and perform the following steps to adjust the write 
lockout assembly. 

a. Install a reel without a write enable ring on the supply reel hub. Check 
that the write lockout plunger (figure 4-2) is centered in the write pro­
tect ring groove and doesn't rub on the bottom of the groove. 

b. If the plunger is not centered in the groove, loosen the two write lock­
out mounting screws. 

c. If the plunger rubs on the bottom of the groove, loosen the plunger's 
locking nut and rotate the plunger screw until it just clears the bottom 
of the groove. 

d. Install a reel with a write enable ring on the supply reel hub and check 
to see if the write lockout microswitch closes. 

e. If the microswitch doesn't close, loosen the locking nut, rotate to 
lengthen the plunger until the microswitch just closes. Tighten the 
locking nut. 

f. Apply power to the tape unit. The plunger should be pulled away from 
the reel and not rub against the reel, when the LOAD control is pressed 
and released and the tape is tensioned. 

5-58 Retract Motor Limit Switch Adjustment 

Remove power from the tape unit and perform the following steps to adjust 
the retract motor switch. 

a. Loosen the bolt which fastens the moh>r shaft to the motor connecting 
arm. (See figUre 4-2.) 

b. Turn the connecting arm until the connecting rods are perpendicular, and 
the supply retract arm is next to the arm-up microswitch. 

c. Loosen the arm-up microswitch mounting screw and position the assembly 
such that the microswitch closes in the center of the retract arm's end. 
Tighten the mounting screw. 
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d. Turn the motor connecting arm until the connecting rods are per­
pendicular and the take-up retract arm is next to the arm-down microswitch 
microswitch. 

e. Loosen the arm-down mounting screw and position the assembly 
such that the microswitch closes in the center of the retract arm's 
end. Tighten the mounting screw. 

f. Tighten the motor shaft bolt. 

5-59 TROUBLESHOOTING 

Troubleshooting of the Models 2730 and 2740 Magnetic Tape Units requires a 
thorough knowledge of the contents of Chapter 4. Before performing any detailed 
troubleshooting, the preliminary checks contained in the following paragraph should be 
performed. If the problem is not corrected by performing the preliminary checks, refer 
to the paragraphs on system level troubleshooting and to the troubleshooting charts. Note 
that the troubleshooting procedures do not include checking individual components such as 
switches, capacitors, resistors, etc. Checking of such components is to be done by con­
ventional voltage and resistance tests, with the aid of the schematic and assembly diagrams 
in- the attached drawing package. 

5-60 PRELIMINARY CHECKS 

Preliminary checks are performed to ascertain that the equipment is connected 
properly and that the proper operating voltages are present. 

a. Verify that all cables and connectors are in good condition and that 
connections are made correctly. 

b. Verify that the five fuses on the rear panel are not burned out, and 
that they a re of the specified rating (figure 2 -7). 

c. Inspect for evidence of broken wires, loose connectors, and overheated 
components. 

5-61 SYSTEM LEVEL TROUBLESHOOTING 

An initial check should always be the power supply circuits. Specifically, 
the 5V regulator supplies should be checked to ensure correct output voltage. Also, 
eliminate the possibility of external equipment causing the malfunction. If the mal­
function is a control function or if all channels of data are affected, ensure that all 
inputs to the tape unit (control and data) are correct. 

If a fault is associated with all channels, check the control circuits that provide 
control signals to the data processing operation. Check for the presence of the control 
signals at the Dpta Board and verify _ correct logic levels and timing. If a specific signal 
is missing, conventional signal tracing techniques may be used to lead to the defective 
circuit. 

This method should be used to locate problems associated with either read or 
write data functions. If the problem is associated with only one channel, compare a 
signal level of a good channel to those of a defective one (all data channels are identical). 
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If a control problem exists, determine what control function is defective and 
troubleshoot the appropriate control circuit. Check the suspected circuit for defective 
logic levels. Also, verify that timing relationships of the signal developed in the 
suspected circuits are correct when compared to signals developed indipendent of the 
suspected circuit. 

5-62 TROUBLESHOOTIN G CHARTS 

The system troubleshooting charts in table 5-6 are provided to aid the mainten­
ance tenchnician in isolating malfunctions in the tape unit. The troubleshooting charts 
provide typical symptoms of malfunctions along with probable causes, possible remedies 
and references to procedures within the manual which may aid the maintenance technician 
in isolating a fault circuit. These tables should be used in conjunction with the assembly 
and schematic diagrams in the attached drawing package. 

5-63 COMPONENT REPLACEMENT 

The following paragraphs provide procedures for replacing various components 
within the Models 2730 and 2740 Magnetic Tape Units. Before attempting any of the 
maintenance, technician should refer to the mechanical assembly illustrations in figures 
4-2, 4-3, 5-1, 5-3, and to the various illustrations and drawings in the attached drawing 
package. 

5-64 LIMIT SWITCH REPLACEMENT PROCEDURE 

a. Disconnect the power leads from the limit switch (figure 5-3) and 
note terminal connection of power leads. 

b. Remove the two mounting screws that attach the mounting bracker to 
the retract arm motor assembly. 

c. Remove the two screws that attach the limit switch to its plate and 
remove the switch. 

d. Attach the new limit switch to the plate, using the two mounting screws 
removed in step c. 

e. Attach the limit switch bracket to the retract arm motor assembly 
using the two screws removed in stop b. 

f. A ttach the power leads to the limit switch. Perform the limit switch 
adjustment procedure shown in paragraph 5-44 or 5-58. 

5-65 TAPE GUIDE ROLLER REPLACEMENT 

5-40 

a. Remove the clip-ring and washer securing the tape guide roller to the 
tape guide shaft. 

b. Remove the tape guide roller and bearing assembly. 



TABLE 5-6 TROUBLESHOOTING CHART 

SYMPTOM PROBABLE CAUSE REMEDY REFERENCE 

Does not start to load. EOT and BOT not working Check operation and adjust para. 4-34, 5 ... 9 
properly or reflective post dirty 
or out of adjustment. the BOT and EOT amplifiers. fig. 5-1 

LOAD or RESET switch de- Check operation of switches. para. 4-18, 4-28 
fective. Replace as necessary. 

Retract Motor Limit Arm-up Check operation of switch and para. 4-19, 5- 58 
switch or flip-flop defective. flip-flop. Adjust as necessary. 

Logic Problem, LDA flip- Repair Tape Control Board para. 4-17 
flop is not set. 

Load operation does not K3 Relay or Driver defective. Check to see if K3 contacts para. 4-18 
move tape into column or close. Replace. 
move the tension arms 
properly. Load reel motor driver de- Check to see if 17 volts is para. 4-18 

fective. at J7 -3 when Q4 turns on and 
the reel motors turn. 

Interlock switches defective. Check operation of switches. para. 4-18, 5-44 
Adjust or replace. 

Load operation moves Interlock switches do not close. Check operation of switches. para. 4-18, 5-44 
tension arm or moves Adjust or replace. 
tape into vacuum column, 
but tension is not made. Kl relay or driver defective. Check to see if Kl contacts para. 4-18 

close. Replace. 

Retract Motor Limit Arm-up Check operation of the switch para. 4-19, 5- 58 
switch or flip-flop defective. and its flip-flop. Adjust. 

Osc and Sync Det. malfunction. Loop a length of tape in the col- para. 4-22, 5-24 
umns (figure 5-4). Press the 
load switch to turn on the vac-
uum motor. Check operation of 
the OSC and sync detectors. Re-
place. 



TABLE 5-6 TROUBLESHOOTING CHART (Continued) 

SYMPTOM PROBABLE CAUSE REMEDY REFERENCE 

Photo Resistor/Shutter Assembly Check the operation of the para. 4-23, 5-18 
not operative. assembly. Adjust. 

Reel Servo Amplifiers mal- Check operation of servo para. 4-21, 5-21, 
function. amplifiers. Adjust. 5-23 

Retract Motor doesn't move EOT /BOT amplifiers not Check operation and adjust para. 4-34, 5-9 
tension arms to load posi- working properly or reflective theEOT and BOT Ampli- fig. 5-1 
tion when tape path is post dirty or out of adjustment. fiers. 
clear. 

Defective arm down switch. Check operation of the switch para. 4-19, 5-55 
and adjust it if necessary . 

K3 relay or driver defective. Check to see if K3 contacts para. 4-18 
close. Replace. 

When the capstan moves Photo Resistor/Shutter assem- Check operation of the assem- para. 4-23, 5-18 
tape, the interlock switches bly not operative. bly. Adjust. 
open. 

Osc and Sync Det. malfunction. Loop a length of tape in the col- para. 4-22, 5-24 
umns (figure 5-4). Press the 
LOAD switch to turn on the 
vacuum motor. Check the oper-
ation of the OSC and Sync De-
tectors. Replace. 

Capstan speed or ramp Remove tape from around cap- para. 4-25, 5-12, 
not correct. stan. Check capstan speed and 5-17 

ramp at TP12. 

Reel Servo is out of adjustment. Adjust Reel Servo. para. 4-21, 5-21, 
5-23 



TABLE 5-6 TROUBLESHOOTING CHART (Continued) 

SYMPTOM PROBABLE CAUSE REMEDY REFERENCE 

Tape moves past BOT Dull BOT tab. Replace BOT tab. 
marker during LOAD or 
REWThTD. BOT amplifier malfunction. Check operation and adjust para. 4-34, 5-9 

the BOT amplifier. 

Logic problem, LDB flip-flop Repair tape control board. para. 4-18, 4-33 
is not reset or RWDB is not set. 

Tape unit doesn't respond Tape unit not online or selected. Check that the correct select para. 4-29,4-30 
to For/Rev commands but line is asserted. Check on-
to manual switch. line switch and flip-flop. Re-

pair if necessary. 

Select, SFC or SRC cable or Check outputs of receivers para. 4-31 
receiver defective. for correct levels. Repair. 

Doesn't respond to manual Defective BOT and EOT sensor Check operation and adjust para. 4-34, 5-9 
For/Rev. or amplifier. amplifier. 

Tape unit is not ready. Check inputs to gate U36-8 para. 4-17 
to determine which one is 
not high. 

Tape unit is online. Check and replace online para. 4-29 
flip-flop. 

Kl Relay contacts 10/9 do not Check if TP14 and J1-1 are para. 4-18 
make. at the same voltage. Replace. 

Component failure in For/Rev Check the operation of the com- para. 4-26, 4-28, 
Ramp Gen. or Capstan Amp. ponents in the ramp gen. and 4-31, 5-12, 5-17 

amplifier. 
t.~~""''' -~-

Manual switch defective. Check MFWD and MREV sig- para. 4-31 
nals. 



TABLE 5-6 TROUBLESHOOTING CHART (Continued) 

SYMPTOM PROBABLE CAUSE REMEDY REFERENCE 

mterlock switches are K2 Relay or driver not Check that the contacts of K2 para. 4-18, 4-33 
opened during rewind. working properly. close. Replace. 

The high gain is not switched During a rewind operation, para. 4-24 
on in the reel servos. check that each pair of volt-

ages: TP26 and cathode of 
CR6004, and TP29 and cat-
hode of CR7004 are at the 
same voltage. Replace de-
fective component if necessary. 

Reel Servos are not adjusted Check and adjust the reel para. 4-21, 5-21, 
or working properly. servos. 5-23 

Rewind speed or ramps are Adjust the rewind speed and para. 4-27, 5-16 
not correct. check the ramp times. 

Logic problem asserting a Check that TP33 is zero during para. 4-26, 4-30 
forward command during re- rewind. Repair. 
wind operation. 

Responds to Forward No write power to data board Check write lockout microswitch para. 4-32, 4-36, 
command but doesn't write. or write current is not en- is closed and TP3 for PE or TP2 4-39, 4-42, 
Reads a good tape correctly. abled. for NRZI Data Boards is at +5 5- 57 

volts and collector of Q3 is at 
-5 volts. Repair. 

Interface cable or receiver Check write data, data ready, para. 4-39, 
malfunction. LRC strobe and SWRT receiver 4-42 

outputs for proper levels. Repair. 

Write head connector not pro- Check that head connector is 
perly plugged into J1. securely into J1. 



TABLE 5-6 TROUBLESHOOTING CHART (Continued) 

SYMPTOM PROBABLE CAUSE REMEDY REFERENCE 

Data is incorrectly The tape is bad. Replace the tape. 
written but a good tape 
can be read. Intermittant connection with Check that the write lockout para. 4- 36, 5- 57 

write power. solenoid is energized and 
microswitch is solidly closed. 
Adjust or replace. 

Incorrect Data format. Check pre-delays, post-delays Table 3-6 
and Data Format. 

Write deskew needs adjustment. Adjust the write deskew. para. 4-39, 5-29 

Component in write electronics Check operation of write para. 4-39, 4-42, 
defective. channels and repair if necess- 5-32, 5-41 

ary. 

A correctly written tape Flux gate improperly adjusted. Adjust flux gate. para. 5-33, 5-40 
can not be read while being 
written. 

A good tape cannot be Tape path needs cleaning. Clean the head, guides, and para. 5-3 
correctly read. tape cleaner. 

Read electronics need adjust- Adjust the read amplifiers para. 4-40, 4-43, 
mente and read strobe. 5-26, 5-35, 5-38 

Read head connector not pro- Check that head connector 
per ly plugged into J2. is securely into J2. 

Interface cable or receiver Check the outputs of the 
malfunction. read data cable drivers 

for proper levels. 



TABLE 5-6 TROUBLESHOOTING CHART (Continued) 

SYMPTOM PROBABLE CAUSE REMEDY REFERENCE 

PE Data Board component fail- Check the envelope detector para. 4-43 
ure in envelope detector circuit. delays. Replace. 

Component failure in threshold Check threshold voltage para. 4-40, 4-44, 
circuit. (PE: TP4, NRZI: TPll) 5-36, 5-42 

Repair. 

No select, motion or high Check that the signals are para. 4-30)4-31 
density signals on data board. present on the Data Board. 4-35 

Repair. 

Component failure in the read Check operation of read para. 4-40, 4-43 
channels. channels and repair if 

necessary. 

For single gap head, faulty Check if any head driver is para. 4-39, 4-42 
write head driver. causing current to flow in 

the head. Repair. 



c. Install the new tape guide roller and bearing assembly. 

d. Secure the new tape guide roller to the tape guide shaft with the clip­
ring and washer removed in step a. 

e. Check the tape guide height as shown in figures 5-10 or 5-12. 

f. If the alignment is not correct, perform the tape guide roller adjust­
ment procedures detailed in paragraphs 5-49 or 5-50. 

5-66 REEL SERVO MOTOR REPLACEMENT PROCEDURE 

a. Disconnect the power leads from the reel servo motor (figure 4-2) 
and note terminal connnection of power leads. 

b. Remove the three screws that secure the motor mounting plate. 
Use these screws to attach the new motor to the motor mounting plate. 
Insta 11 pulley on new motor shaft. 

c. Remove the screws attaching the motor to the motor mounting plate. 
Use these screws to attach the new motor to the motor mounting plate. 
Insta 11 pulley on new motor shaft. 

d. Use the screws removed in step b to secure the motor mounting plate 
to the deck stand-offs. 

e. Perform the Reel Servo Belt Tension Adjustment (paragraph 5-54). 

f. Connect power leads to the reel servo motor. 

5-67 CAPSTAN MOTOR REPLACEMENT 

a. Disconnect the power leads from the capstan motor (figure 4-2). 

b. Remove the head covers. 

c. Gently remove the tape unit overlay ( secured with double adhesive 
. tape, etc.), taking care not to damage any components mounted on 
the headplate assembly. 

d. Loosen the set-screw securing the capstan to the capstan motor shaft 
and remove the capstan. 

e. Remove the screws attaching the capstan motor to the tape unit base­
plate. Note location of shims so that new motor can be shimmed in 
same manner. Reinstall screws and shims in same manner when 
installing the new capstan motor to the tape unit baseplate. 

f. Secure the capstan to the capstan motor shaft. Perform capstan 
height adjustment, paragraph 5-52 or 5-53. 
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g. Install the tape unit overlay. The original tape must be replaced with 
tape coated with adhesive material on both sides (Part No. 33700001-01). 

h. Install the head covers. 

i. Connect power leads to the capstan motor. 

5-68 REEL SERVO BELT REPLACEMENT 

a. Loosen the three screws that secure the motor mounting plate to the deck 
stand- offs (figure 4- 2). 

b. Remove old reel servo belt. 

c. Install new reel servo belt. Ensure that the belt teeth are seated correctly 
in the pulley teeth. 

d. Perform the Reel Servo Belt Tension Adjustment (paragraph 5-54). 

5-69 VACUUM MOTOR BELT REPLACEMENT PROCEDURE 

a. Loosen the four screws that secure the vacuum motor to the vacuum motor 
motor plate assembly. 

b. Remove the old vacuum motor belt. 

c. Install the new vacuum motor belt. 

d. The vacuum blower pulley has four positions for mounting the vacuum 
motor belt (figure 2-7). Starting with the pOSition of smallest diameter: 
this position is for 60 Hz operation for sea level to 5, 000 feet: the next 
pOSition is for 60 Hz operation from 5,000 to 10,000 feet; the next position 
is for 50 Hz operation from sea level, and the final position is for 50 Hz 
operation from 5,000 to 10,000 feet. 

e. Align pulley such that belt is same distance (±0.020 inches) from plate 
assembly at both blower pulley and motor pulley. 

f. Perform the Vacuum Motor Belt Tension Adjustment (paragraph 5-55). 

5-70 HEAD REPLACEMENT PROCEDURE 

The head may require replacement for one of two reasons: internal fault in 
the head or cable, or wear. The first reason can be established by reading a master 
tape; the second can be verified by measuring the depth of the wear on the head crown. 

a. Remove the head covers. 

b. Disconnect the tape head connectors (figure 5-1). 

c. Remove the two screws which attach the head to the head plate assembly. 

d. Ease the head cable through the hole in the deck. 
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e. Route the new head cable through the deck hole. 

f. Using the two screws removed in step c, attach the new head to the head 
plate assembly. 

g. Connect the tape head connector. 

h. Perform the NRZI or Phase Encoded Data Electronics Adjustment 
Procedure, paragraph 5-25 or 5-37, respectively. 

i. Install the head covers. 

5-,71 VACUUM COLUMN REPLACEMENT PROCEDURE 

a. Remove power from the tape unit. 

b. Remove the head covers. 

c. Gently remove the tape unit overlay, taking care not to damage any 
components mounted on the head plate assembly. 

d. Remove the screws attaching column entry block and remove the block. 

e. Remove the six screws attaching the vacuum column assembly to the 
baseplate. 

f. Carefully lift the vacuum column assembly from the tape unit baseplate 
and disconnect the vacuum hoses and signal plug. 

g. Connect the vacuum hoses and signal plug to the new vacuum column 
assembly. 

h. Using the six screws removed in step e, attach the new vacuum column 
assembly to the tape unit baseplate. Using the screws removed in step d, 
attach the vacuum entry block. 

i. Perform the Tape Path Alignment Measurement (paragraph 5-45). 

j. Perform the Vacuum Column Electrical Adjustment (paragraph 5-23).' 

k. Replace the tape unit overlay. The original tape must be replaced with 
tape coated with adhesive material on both sides (Part No. 33700001-2). 

1. Replace the head covers. 

5-72 TRANSDUCER REPLACEMENT PROCEDURE 
a. Perform the Vacuum Column Replacement Procedure, steps a through f. 

b. Remove the ten screws securing the transducer to the vacuum column 
assembly. 

c. Gently lift the transducer from the vacuum column assembly. 
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d. Disconnect signal leads from the transducer, noting the terminal connec­
tion of the wires. 

e. Disconnect the vacuum hoses from the transducer. Rem ove the transducer. 

f. Solder the signal leads and connect the hoses to the new transducer. 

CAUTION 

When connecting signal leads to 
the transducer take precautions 
not to melt or damage the plastic 
body of the sensor. 

g. Using the screws removed in step b, attach the new transducer to the 
vacuum column assembly. Do not tighten screws. 

h. Connect a 24-inch H20 vacuum source to transducers through a V /2 
tube, and then finger tighten screws at term inal end of transducer 
that is being replaced. Tighten remaining screws, in order, working 
toward opposite end of transducer. Continue to gradually tighten screws 
in the above sequence. Do not exceed 4 inch-lb. of torque. 

i. Disconnect vacuum source from transducers. 

j. Perform the Vacuum Column Replacement Procedure, steps g through 1. 

5-73 VACUUM CHAMBER WI NDOW REPLACEMENT PROCEDURE 

5-50 

a. Remove the four screws that attach the vacuum chamber window hinges 
to the vacuum chamber and remove the old window. 

b. Attach the new window to the vacuum chamber using the mounting 
hardward removed in step a. Do not tighten the four attaching screws. 

c. Position the window until it is mounted squarely on the vacuum chamber 
and turn on the tape unit. The vacuum should hold the window firmly 
in place. 

CAUTION 

To prevent possible vacuum leaks, make 
certain that the window is held flush 
against the vacuum chamber while 
tightening the hinge screws. 

d. Tighten the hinge screws. 

e. Verify the vacuum chamber window latch hold window closed. If 
necessary, reposition the window latch by removing the tape unit 
overlay, loosening the two latch screws, repositioning the latch unit 
overlay. The original tape holding the overlay must be replaced with tape 
coated with adhesive on both sides (PiN 33700001-02). 



Chapter 6 

DRAWINGS AND PARTS LIST 

6-1 INTRODUCTION 

This chapter contains parts location views and replaceable parts list. tables for 
the Model 2730 and Model 2740 Magnetic Tape Units. Figures 6-1 and 6-2 show parts 
location for the Model 2730, and figures 6-3 and 6-4 show parts location for Model 2740. 
Figure 6-5 shows the parts location for the headplate assembly used on both models of 
the tape unit. Tables 6-1 through 6- 6 list replaceable parts for both models of the tape 
unit. Tables 6-1 and 6-2 list replaceable parts unique to the Model 2730 and Model 2740, 
respectiyely. Tables 6-3 through 6-6 list replaceable parts applicable to both models 
to the tape units. Numerical callouts on figures 6-1 through 6-5 are keyed to the item 
numbers in Tables 6-1 through 6-6. 

The drawings applicable to the tape unit with which this operation and maintenance 
manual has been shipped are contained in an attached drawing package. The drawings 
consist of PWBA and schematic drawings for all electronic components in the tape unit, 
and various wiring and interconnection diagrams applicable to the tape unit. The followirg 
list shows all of the drawings for the Model 2730 and Model 2740 Magnetic Tape Units 
which may be contained in an attached drawing package. Only the drawings applicable 
to a specific model and configuration of that unit will be included in a drawing package. 
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DRAWING TITLE 

Tape Control Board PWBA 

Tape Control Board Schematic Diagram 

PE Data Board PWBA 

PE Data Board PWBA Schematic Diagram 

NRZI Data Board PWBA (Single Data Card Unit) 

NRZI Data Board Schematic Diagram (Single Data Card Unit) 

NRZI Data Board PWBA (Dual Data Card Unit) 

NRZI Data Board Schematic Diagram (Dual Data Card Unit) 

NRZI Data Board PWBA (Three Data Card, Quad Density Unit) 

NR ZI Data Board Schematic Diagram (Three Data Card, Quad Density Unit) 

System Interconnect Diagram (Single Data Card Unit (Model 2730) 

System Interconnect Diagram (Single Data Card Unit) (Model 2740) 

System Interconnect Diagram (Two Data Card Unit) 

System Interconnect Diagram (Three Data Card Unit) 

System Interconnect Diagram (No Data Card Unit) 

Power Supply Wiring Diagram (Model 2730) 

Power Supply Wiring Diagram (Model 2730) 

Power Supply Wiring Diagram (Model 2740) 

Power Supply Wiring Diagram (Model 2730, No Data Card) 

Power Supply Heat Sink Assembly 

Power Supply Schematic Diagram (Model 2730, with Data Card) 

Power Supply Schematic Diagram (Model 2730, No Data Card) 

Power Supply Schematic Diagram (Model 2740) 

Retract Arm Motor Wiring Diagram 

Vacuum Chamber Wiring Diagram 

Blower Motor Wiring Diagram (Single Triac) 

Single Triac Cable Assembly 

Single Triac PWBA 

Transport Assembly Wiring Diagram (Dual Triac) 

Dual Triac Cable Assembly 

Dual Triac PWBA 

Dual Triac Schem atic Diagram 
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DRAWING No. 

9040119 

9940119 

9040121 

9940121 

9040116 

9940116 

9040087 

9940087 

9040093 

9940093 

9930018 

9930038 

9930024 

9930041 

9930040 

9930014 

9930013 

9930030 

9930039 

9020046 

9910031 

9910037 

9910035 

9930012 

9930016 

9930031 

9060130 

9040130 

9930037 

9060146 

9040132 

9940132 
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Figure 6-1. Model 2730 Parts Location, Front View 
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Figure 6-2. Model 2730. Parts Location, Rear View 
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Figure 6-3 . Model 2740. Parts Location, Front View 
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Figure 6-4. Model 2740. Parts Location, Rear View 
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Figure 6-5. Head Plate Assembly (9020049-01) Parts Location 
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TABLE 6-1. MODEL 2730 REPLACEABLE PARTS LIST 

FIGURE PART 
REF DESCRIPTION NUMBER 

1 Retract Arm Motor Assembly 902-0044-01 
2 Retract Motor 951-0022-01 
3 Resistor, 200 ohm, 10 watt 04680201-0;L 
4 Photo Sensor Assembly 902- 0045- 01 
5 Photocell 04609752-01 
6 Lamp 11110004-01 
7 Tape Roller Assembly (Long) 902-0039-01 
8 Tension Arm Spring 921-0337-01 

TABLE 6-2. MODEL 2740 REPLACEABLE PARTS LIST 

FIGURE 
DESCRIPTION 

PART 
REF NUMBER 

9 Blower Motor 9510019-01 
10 Blower Motor Pulley 9210272-01 
11 Blower Motor Belt 3200001-02 
12 Blower 50000089- 01 
13 Capacitor, 6uF, 320V (Single) 01574066-1 
14 Triac Cable Assembly (Single) 906-0130-01 
15 Triac PWBA 904-0130-01 
16 Triac (MAC 10-4) 05500104-01 
17 Cable Assembly, Transformer, Single Triac 906-0129-01 
18 Cover Single Triac Cable Assembly, 921-0524 
19 Dual Triac Cable Assembly 9060146-01 
20 Dual Triac PWBA 9040132-02 
21 Triac (S C250E3) 05500250- 01 
22 Triac (SC260E3) 0550260-01 
23 Cable Assembly, Relay Dual Triac 9060171-01 
24 Cover, Dual Triac Cable Assembly 9210578-01 
25 Switch (S2) 08600004-01 
26 Vacuum Chamber Assembly 9020050-01 
27 Vacuum Chamber Window 926-0044-01 
28 Hinge 921-0349-01 
29 Latch 926-0081-01 
30 Vacuum Switch 08700001-01 
31 Tape Position Sensor (supply) 902-0038-01 
32 Tape Position Sensor (take-up) 902-0038-02 
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TABLE 6-3. TAPE CONTROL AND DATA ELECTRONICS REPLACEABLE PARTS LIST 

UTILIZATION 
FIGURE DESCRIPTION Control NRZI PE PART 

REF Board Board Board NUMBER 

33 PE Data PWBA X 9040121-XX * 
34 NRZI Data PWBA, Single Data 

Card Machine X 9040116-XX * 
35 NRZI Data PWBA, Dual Data 

Card Machine X 9040087-XX * 
36 NRZI Data PWBA, Three Data 

Card Machine (Quad Density) X 9040093-XX * 
37 Control PWBA X 9040119-XX 
38 IC, LM339 X X 03000339-01 
39 IC, SN 72709 X 03052709-01 
40 IC, SN 72741 X 03052741-01 

41 IC, SN 15836 X X X 03100936-01 
42 IC, SN 151805 X 03101805-01 

43 IC, SN 7400 X :x- X 03207400- 01 
44 IC, SN 7401 X 03207401-01 
45 IC, SN 7404 X X 03207404-01 
46 Ie, SN 7405 X 03207405-01 
47 IC, SN 7408 X 03207408-01 
48 IC, SN 7410 X X X 03207410-01 
49 IC, SN 74Hll X 03207411-01 
50 IC, SN 7420 X 03207420-01 
51 IC, SN 7430 X 03207430- 01 
52 IC, SN 7438 X X X 03207438-01 
53 IC, SN 74107 X X X 03204107-01 
54 IC, SN 74123 X 03204123-01 
55 IC, SN75451 X 03155451-01 

56 Transistor, 2.N3053 X 05703053-01 
57 Transister, 2N3904 X X X 05103904-01 
58 Transistor, 2N3906 X X X 05203906-01 
59 Transistor, 2N5321 X X 05705321-01 
60 Transistor, 2N5323 X X 05705823-01 
61 Transistor 2N5639 X 05305639-01 

62 Diode, 1N914B X X X 02100914-03 
63 Diode, 1N4003 X X 02104003-01 
64 Diode, 1N4735 X X 02204735-01 
65 Diode, iN4740 X 02204740-01 

* Indicate Machine Model Number and Tape Speed when ordering. 
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FIGURE 
REF 

66 

67 

68 

69 

TABLE 6-3. TAPE CONTROL AND DATA ELECTRONICS 
REPLACEABLE PARTS LIST (continued) 

UTILIZATION 

Control NRZI PE PART 
DESCRIPTION NUMBER Board Board Board 

SCR 40654 X 
I 

05500654-01 

Toggle SWitch X 08100003-01 

Relay (K1 & K2) X 414450 42-01 

Relay Retainer X 50000088-01 

TABLE 6-4. TAPE UNIT CONTROL SWITCHES REPLACEABLE PARTS LIST 
~ ~. 

FIGURE PART 
REF DESCRIPTION NUMBER 

70 Power Switch 926-0049-01 
71 Address Switch 08200004-01 

Momentary Switches 
72 Online 08300016- 02 
73 Rewind 08300016-03 
74 Load 08300016-04 
75 Reset 08300016-05 
76 File Protect Indicator 11520001-01 
77 Write Enable Indicator 11520001-02 

Alternate Action SWitch 
78 HI DEN 08300018-01 
79 1600 BPI 08300018-02 
80 9 Track 08300018-03 
81 Lamp 11130001-01 
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FIGURE 
REF 

82 
83 
84 
85 
86 
87 
88 
89 
90 
91 

FIGURE 
REF 

92 
93 
94 
95 

96 
97 

98 

99 
100 
101 

102 
103 
104 
105 
106 

107 

TABLE 6-5. POWER SUPPLY REPLACEABLE PARTS LIST 

DESCRIPTION 

Transformer 
Capacitor, 38,000 uF, 25V (C3, C4) 
Capacitor, 71,OOOuF. 25V (C5, C6) 
Capacitor, 10,000 uF, 25V 
Diode (CR2, CR3) 
Diode Bridge (CR1) 
Filter (FL1)* 
Fuse, 5Amp (F4, F5) 
Fuse, 10 Amp (F2, F3) 
Power Fuse (CF1), 3 Amp, Slo Blo(2730)/220VAC) 

2.5 Amp, Slo BIo (2730/220VAC) (UL) 
5 Amp Slo Blo (2730/115VAC, 2740/ 220VAC) 
e Amp Slo Blo (2740/220VAC) (UL) 

10 Amp, Slo Blo (2740/115VAC) 
10 Amp, Slo Blo (2740/115VAC) (UL) 

*Hot used on Power Supplies 
9020030-02 and -04 (Model 2730) 

PART 
NUMBER 

9510042-01 
01518389-01 
01518719-02 
01538109-01 
02400831-01 
02509622-01 
05000001-01 
09230001-01 
09240001-01 
09220000- 01 
09220002-01 
09230002- 01 
09230004- 01 
09240002- 01 
09240003-01 

TABLE 6-6. MISCELLANEOUS REPLACEABLE PARTS LIST 

DESCRIPTION PART 
NUMBER 

Reel Motor 951-0018-01 
Reel Motor Belt 32000002-01 
Capstan Motor (Electrocraft) 951-0016-01 

Capstan 921-0264-02 

Capstan Motor (PMI) 951-0017-01 
Capstan 921-0264-01 

Speed Disc 
12.5 and 25 IPS 921-0378-04 
37.5 IPS 921-0378-02 
45 IPS 921-0378-03 

Tape Roller Assembly (Short) 902-0030-02 
Reel Retainer Assembly 902-0035-01 

Ruhber Ring 926-0070-01 

Reel 50000065-01 
Relay (K3) 41445042-01 
Write Lockout Assembly 902-0031-01 

Solenoid 951-0029-01 
ReSistor, WW 200hm, 5W 04670200-01 

Miniature Switch (with Roller) 08500003-01 
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TABLE 6-6. MISCELANEOUS REPLACEABLE PARTS LIST (continued) 

FIGURE DESCRIPTION PART 
REFERENCE NUMBER 

108 Connector (26-pin) 07120007-01 
109 Head: 

7- Track, Dual Gap 9510010-01 
7-Track, Single Gap 9510025-01 
9- Track, Dual Gap 9510026-01 
9- Track, Single Gap 9510027-01 
7-Track/9-Track, Dual Gap 9510037-01 

110 Head Cover, Short 9260055-01 
111 Head Cover, Long 9260056-01 
112 Fixed Tape Guide 9210306-01 
113 Washer, Tape Guide 9210068-01 
114 Spring, Tape Guide 9210069-01 
115 Cap, Tape Guide 9260030-01 
116 Head Shield Assembly 9020032-01 
117 EOT/BOT Assembly 9060063-01 
118 Reflective Post 921035-01 
119 Body, Tape 921-277-01 
120 Blade, Tape Cleaner 9210279-01 

121 Power Transistor 2N3055 05703055-01 
(Mounted on Heat Sink) 

122 Power Transistor 2N6058 05706058-01 
(Mounted on Heat Sink) 

123 Power Transistor 2N6051 05706051-01 
(Mounted on Heat Sink) 

124 Tape, Foam Closed Cell 33800008-01 
125 Tape, Foam Double Coated, 1/8-inch 33700001-01 
126 Tape, Foam Double Coated, 1/4-inch 33700001-02 

127 Shim. 001 inch thickness 9210250-92 
128 Shim. 0005 inch thickness 9210250-02 
129 Shim. 003 inch thickness 9210348-01 
130 Shim.005 inch thickness 9210246-01 

-
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