


Operating Features 

The IBM 1401 Data Processing System is equipped with 
operating features that give complete operator control 
for setting up and checking machine operation. 

Console Keys, Lights and Switches 

POWER ON. Controls the main power supply for the 
entire system. Pressing it causes POWER ON key to 
light. 

POWER OFF. Turns off the main power supply. 

FIGURE 35. CONSOLE 
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START. This key (Figure 35) is used to initate or re­
sume machine operation after a stop: manual, pro­
grammed or automatic. Similar keys are found on 
each of the other units in the system. Operation 
of this key is conditioned by the setting of the 
mode switch. 

a. During a normal run mode, the system can 
be started by pressing the start key on any of the 
units. 

b. During a single cycle process mode, any of 
the start keys can cause the system to advance 
through the program, except on an input-output 



execution cycle. The start key at the input-output 
unit must be pressed for this operation. 

c. To restart following an error indication, the 
check reset key must be pressed prior to the op­
eration of the start key. 

d. Following a card jam or misfeed in either the 
reader or the punch, the cards in the associated 
feed must be run out by means of the non-process­
runout key for that feed, and its hopper must be 
reloaded before the start key is pressed. 

STAR TRESE T. This switch is used to reset the system 
(except for the data in storage) so that the op­
erator can restart the operation. 

STOP. This is a lighted key, and is used to stop process­
ing in the system. It is not effective until the in­
struction being executed is completed. Similar stop 
keys (without lights) are provided on each of the 
other units within the system. 

EMERGENCY OFF. This is a pull switch, located on the 
console. In an emergency, pulling this switch dis-, 
connects all the power to the entire system. This 
switch should be manually reset by a customer en­
gineer before power is restored to the system. 

CHECK RESET. An error detected by the checking cir­
cuits causes this key to light. It must be pressed 
following a 1401 Processing Unit error, and the 
system is restarted by pressing the start key. 

Checking Lights 

Four lights are provided at the top of the console panel, 
representing the Processing Unit, Reader, Punch, and 
Printer. When the machine is operating normally, these 
lights appear as white areas with black lettering. When 
the machine stops, requiring operator attendance at one 
of the four units, the appropriate lJlght glows red, indi­
cating an error. The light is extinguished when proper 
action is performed by the operator. 

STORAGE. The storage light is red when an error at the 
input to storage is detected by a parity check. 

B-LIGHT. The B-light comes on when a B register 
parity check error occurs. The lights underneath 
display the BCD coding check-bit status, and the 
word mark status of the character in the B register. 

A-LIGHT. The A-light comes on when an A register 
parity check error occurs. The lights below indi­
cate the coded character, check-bit status, and 
word mark status of the character in the A register. 

Logic Block Lights 

O-FLO. Lights when an overflow condition exists. 

B ~ A. Is on when an unequal-compare condition exists 
after a compare instruction. Additional lights are 
provided for high-low-equal compare when this 
0ptional feature is included in the system. 

BIT DISPLAY. Shows the bit configuration of the sum of 
the characters being processed in an arithmetic 
operation. 

Register Lights 

OP REGISTER. The Op light is red when an incorrect 
operation code exists in the OP register, or if the 
code is incorrectly interpreted. The lights below 
indicate the coded character and the check-bit 
status of the character in the OP register. 

INSTRUCTION LENGTH LIGHTS. Indicate the number of 
characters in the instruction. 

STORAGE-ADDRESS LIGHT. Red when an address register 
parity check occurs. The lights below, displaying 
the address, can be checked for the error condi­
tion. 

STORAGE ADDRESS DISPLAY. A group of storage address 
lights display the storage address (in binary-coded­
decimal form) contained in the address register 
indicated by one of three key-lights: 

I ADDRESS REGISTER. Glows when the I address is in 
the storage address display. 

A ADDRESS REGISTER. Glows when the A address is in 
the display. 

B AnDRESS REGISTER. Glows when the B address is 
displayed. 

Stopping the machine and holding down one of 
these keys causes the contents of the associated 
register to be displayed in the storage-address 
lights. 

I/O Check Stop Switch 

When in the ON position (up), the machine stops at 
completion of an I/O operation if an error occurs dur­
ing that operation. In the OFF position (down), the 
machine does not stop if it detects a hole count check 
in the Card Reader or Card Punch, a validity for the 
Card Reader, or a Print Check. With the switch in the 
OFF position, error detection must be accomplished by 
programming. 
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Manual Address Switches 

The four dial switches labeled Manual A ddress are 
used to select the address to be entered in the storage­
address register. These work in conjunction with the 
address register key-lights and the storage-address 
display lights. 

For example, set the contents of the A address 
register to 1200. 

1. Set the mode switch to ALTER. 

2. Set the manual address switches to 1200. 

3. Press the A address register key. 

4. Press the start key. 

The storage-display lights then show the bit configur­
ations for this address (1200). 

The manual address switches are also used to select 
a storage location for a display or alteration, without 
disturbing the contents of the address registers. 

Sense Switches 

Seven sense switches can be included in the 1401 
Processing Unit. The manual toggle switches that con­
trol them are located on the console. Switch A is used 
to control last card operations by making the TEST 

AND BRANCH SENSE SWITCH ON instruction effective only 
when the last card in the reader has passed the second 
reading brushes. Switch A is standard in all systems 
except Model D. Six additional sense switches (B, C, 
D, E, F, and G) are optional features. 

The B (I) d TEST AND BRANCH SENSE SWITCH ON 

instruction can be used to interrogate the setting of the 
switch specified by the d-character, at any time during 
processing, and causes a branch to the (I) address if 
the switch is ON. 

Mode Switch 

The nine modes of machine operation are selected by 
the Mode Switch: 

1. RUN. When the mode switch is set to RUN, the 
system is under control of the stored program. 

2. I/EX (INSTRUCTION/EXECUTION). When the mode 
switch is set to I/EX, the first time the start key is 
pressed, the machine reads one complete instruc­
tion from storage and stops. This is called the 
instruction phase. 
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The next time the start key is pressed, the 
machine executes that instruction. This is called 
the execution phase. 

Subsequent pressing of the start key results in 
alternate instruction and execution phases. 

3. SINGLE-CYCLE PROCESS. Each time the start key is 
pressed, one .012 millisecond storage cycle is taken 
when the machine is in the single-cycle process 
mode. Console indicating lights display the con­
tents of the OP, I Address, A Address, B Address, 
A and B registers, and the logic unit. (See Figure 
25 and Figure 26.) 

4. SINGLE CYCLE-NON PROCESS. This is similar to the 
single-cycle-process mode, except that no data 
enters storage from the A register or the logic unit. 
Data always enters storage from the B register 
only. This mode permits observing the results of 
arithmetic operations, one character at a time, in 
the logic display, without destroying the original 
B field data. 

5. CHARACTER DISPLAY. When the machine is operating 
in this mode, the start key is pressed to cause the 
character at the address selected by the manual­
address switches to be displayed in the B register. 

6. STORAGE PRINT OUT. This mode of operation permits 
any 100-character block of storage to bt! printed. 
The hundreds and thousands manual address 
switches are used to select the desired block of 
storage. 

Example: 12xx is set in the manual address 
switches and the start key is pressed. The 100 
characters in the selected block 1201-1300 are 
printed automatically in print positions 1 through 
100. Another automatic print cycle causes the 
word marks for that block to be indicated by 
printing 1 's in their corresponding print positions 
on the second line. This feature is used to great 
advantage in program testing, because the contents 
of a block in core storage is printed and can be 
easily examined by the programmer. Thus, this 
feature serves to increase both proces.sing and 
programming efficiency. 

7. ALTER. The operator can manually change the con­
tents of any address register or storage location if 
the mode switch is set to ALTER. For example, to 
change the contents of address registers: 

set the manual address switches at the desired 
location; 

press the appropriate address register key-light; 
press the START key; 
the selected address register is set with the new 

address. 

To change the contents of a storage location: 
set the manual address switches to the desired 

location; 



select the bit-structure of the character to be 
entered, by setting the eight BIT-switches 
located on the auxiliary console; 

press the ENTER key (also on the auxiliary 
console) . 

8. STORAGE SCAN. When the mode switch is set to 
STORAGE SCAN, pressing the start key causes the 
1401 to start reading out of storage beginning at 
the address set in the manual-,address switches. If 
an error condition is detected that had been pre­
viously set by an input-output device the machine 
stops, and the check light with the corresponding 
unit is turned on; and the location of the card 
column or print PO'sition in error is shown in the 
storage address display unit. The B-register con­
tains the storage position in which the error was 
detected, the actual 10catiO'n in storage can be cor­
rected by using the BIT-switches and ENTER key as 
described under the ALTER mode. 

After the error condition is corrected, the MODE 
switch is again set to STORAGE SCAN and the START 
key is pressed to cause a read out O'f storage start­
ing from the address set in the manual address 
switches. This mode is used as a service aid to' 
insure that all positions of storage are correct. 

9. ADDRESS STOP. When the mode switch is set to AD­
DRESS STOP, pressing the start: key starts the pro­
gram and the machine stops at the address selected 
by the manual address switches. 

Auxiliary Console 

The auxiliary console panel (Figure 36) is located below 
the main console of the 1401 processing unit. Its pur­
pose is to provide additional operator control of the 
system. 

Keys Lights and Switches on the t~uxiliary Console 

BIT SWITCHES. Eight bit switches are used to alter char­
acters in storage. These switches are used in con­
junction with the alter mode as explained in the 
mode switch description. 

PRINTER 

RUN 

READ l INTERLOCK 

PROCESS 
CHECK STOP 

I/O CHECK 
RESET 

cQ?) 

CHECK 

PRINTER 
DISPLAY 

PUNCH 
INTERLOCK 

FIGURE 36. AUXILIARY CONSOLE 

ENTER. This key is used to enter the characters selected 
by the BIT-SWITCHES into storage, when the mode 
switch is set to ALTER. 

PROCESS CHECK STOP SWITCH. This is normally ON to 
cause the machine to stop automatically when a 
process check occurs. If the switch is in the OFF 
position, the machine does not stop on error con­
ditions, except for op register and address register 
checks, and input-output checks. 

I/O CHECK RESET SWITCH. This switch resets error con­
ditions sensed on the read punch unit and permits 
the start key to be effective. It is primarily used by 
Customer Engineering. 

READ INTERLOCK. When this light is on the reader is 
in a ready condition, when it is off the reader is 
interlocked until the print operation is completed. 

PUNCH INTERLOCK. When this light is on the punch is 
in a ready condition, when it is off the punch is 
interlocked until the print operation is completed. 

PRINTER DISPLAY. This light is on when a print opera­
tion is being executed. 

RUN. When this light is on the printer is in a ready con­
dition, when it is off the printer is interlocked until 
the print operation is completed. 
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IBM 1402 Card Read Punch 
Operating Keys, Lights, 
and Switches 

ST AR T. Causes the machine to start, and feed two cards 
into the read feed. If the punch switch is ON, two 
cards are also fed into the punch unit (Figure 37). 

STOP. Used to stop the system. If a program step is in 
process, it is completed before the stop occurs. 

NON-PROCESS RUNOUT READ. Pressed to clear the read 
feed. The last two cards in the normal stacker have 
not been processed. 

NON-PROCESS RUNOUT PUNCH. Causes the punch feed 
to be cleared of cards. The last two cards in the 
normal stacker have not been processed. 

LOAD. Used to start loading instruction cards. Pressing 
the load key causes the read feed to operate until 
a card has passed the second read station. The 
I Address Register is reset to 001, and a word 
mark is set in address 001. All other word marks 
in addresses 002 through 080 are removed. 

When the card is read at second read, the pro­
gram starts and executes the instruction that is 
punched in the first columns of the card. 

Continued operation is completely under con­
trol of any program in that card or succeeding 
cards, as conditioned by the first instruction in the 
first card. When the PUNCH SWITCH is ON, pres­
sing the load key also causes the punch feed to 
operate until a card reaches the punch station. 

CHECK RESET. Must be pressed to reset any error indi­
cation by a punch, read, or validity check, before 
the start key can become effective. 

PUNCH SWITCH. Controls the punch section of the ma­
chine. When this switch is OFF the punch is in­
operative. When it is ON, the machine runs auto­
matically if all the interlock circuits in the punch 
side are satisfied. 

POWER ON LIGHT. When power is supplied to the read­
punch unit, the power on light is ON. 

PUNCH 
OFF 

PUNCH 
ON 

NOH.PROl 
RUN OUT 

PUNCH FUSE 
CHECK 

CHIPS 

PUNCH 
STOP STACKER 

CHECK 
RESET 

READER STOP. A condition (empty hopper, feed failure, 
or a card jam) causes the machine to stop and the 
reader stop light to come on. 

PUNCH STOP. A condition (empty hopper, feed failure, 
or a card jam) causes the machine to stop and the 
punch stop light to come on. 

VALIDITY. This light is ON if an invalid character is 
detected during a read operation. 

READ CHECK. This light comes on if a hole count error 
is detected during card reading. If the count from 
the first and second reading brushes for a given 
card do not agree, an error is indicated by the 
read check light. 

PUNCH CHECK. This light is ON if a hole count error is 
detected in the punch unit. If the hole counts are 
unequal, an error is indicated by the punch check 
light. 

STACKER. If any of the five stackers becomes full, the 
machine stops, and this light signals the operator. 

FUSE. When a fuse in the Card Read Punch burns out, 
this light signals the condition. 

IBM 1403 Printer Operating Keys, 
Lights and Switches 

Printer Controls (Figure 38) 

ST AR T. Starts the machine. 

STOP. Stops the machine at completion of the instruc­
tion in process. 

END OF FORM. This light shows an end-of -form indi­
cation and the machine stops. 

FORMS CHECK. This light indicates paper feed trouble 
in the forms tractor or the carriage stop has been 
used. This light must be cleared by the check reset 
key before the print start is effective. 

CARRIAGE STOP. Pressing this button permits immediate 
stopping of the carriage operation and turns on 
the Forms Check light. 

POWER READER 
CHECK 

TRANSPORT EJ8 READER 
VALIDITY STOP 

NON.PIlOt 
RUN OUT 

READER 
OFF 

READER 
ON 

FIGURE 37. 1402 CARD READ PUNCH KEYS, LIGHTS & SWITCHES 
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READY. This light comes on when the printer is in con­
dition to print, and all error detecting devices are 
reset. 

PRINT CHECK. This light indicates a print error. 
SYNC CHECK. This light comes on to show that the 

chain was not in synchronism, at aU times, with the 
compare counter for the printer. The timing is 
automatically corrected. The light is extinguished 
by pressing check reset key. 

Carriage Controls (Figure 38) 

RESTORE KEY. Causes the carriage to position at Chan­
nel 1 (home position). If the carriage feed clutch 
is disengaged, the form does not move. If it is 
engaged, the form moves in synchronization with 
the control tape. 

SP ACE KEY. Causes the form to advance one space each 
time it is pressed. 

SINGLE CYCLE KEY. Initiates the operation of the printer 
for one print cycle on each pressing of the key. 

Manual Control (Figure 39) 

FEED CLUTCH. Controls the carriage-tape drive and 
form-feeding mechanism. If it is set to neutral, 
automatic form-feeding can not take place. It is 
also used to select six- or eight-lines-to-the-inch 
spacing. 

FEED KNOB. Used to position the form vertically, and 
can be used only when the feed clutch is dis­
engaged. 

VERNIER KNOB (vertical). Used for fine spacing ad­
justment of forms at the print line. Carriage tape is 
not affected by this knob. 

FIGURE 38. 1403 PRINTER KEYS, LIGHTS & SWITCHES 

FIGURE 39. PRINTER MANUAL CONTROLS 

HORIZONT AL ADJUSTMENT. The printing mechanism is 
positioned, horizontal1y, by using this device. 

VERNIER KNOB (horizontal). Turn this knob to obtain 
fine horizontal positioning. 

FORM THICKNESS CONTROL. Sets the proper clearance 
between the hammer and the chain to obtain opti­
mum printing quality on multipart forms. 

PRINT UNIT RE LEASE LEVER. Permits access to form 
transport area (Figure 40). 

FIGURE 40. PRINT UNIT RELEASE LEVER 
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IBM 1401 Magnetic Tape System 

The IBM 1401 Data Processing System can be expanded 
to meet individual requirements in many areas of data 
processing. A 1401 System can be tailored to individual 
needs because it can consist of varying numbers and 
types of units (Figures 41, 42, and 43). 

The Tape System can be used alone as a complete 
data processing system, or as auxiliary equipment for 
intermediate and large-scale systems. It provides eco­
nomical off-line tape editing and printing. 

As many as six magnetic tape units can be connected 
to the IBM 1401 Data Processing System, providing 

FIGURE 41. 1401 TAPE SYSTEM, MODEL C 
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low-cost, full-scale, punched card, and magnetic tape 
input and output operations. 

The logic, arithmetic, editing, and tape instructions 
of the Tape System can be used to perform the primary 
functions: 

Magnetic tape to printer 
Punched cards to magnetic tape 
Magnetic tape to punched cards 
Punched cards to printer 
Tape Sorting-Merging 



FIGURE 42. 1401 TAPE SYSTEM, MODEL D 

Model C-1401 Processing Unit Model D-1401 Processing Unit 
with 1400 Character Core Storage with 1400 Character Core Storage 

COMPONENTS Model 1 Card Read Punch Model 2 Printer 
AVAILABLE: 

Model 2 Printer 729 Model II or IV Tape Units 

729 Model II or IV Tape Units 

STANDARD Expand(:d Print Edit Expanded Print Edit 
FEATURES: Read Punch Release Additional Print Control 

Sense Switches Sense Switches 
Additional Print Control Dual Speed Carriage Control 
Dual Sp1eed Carriage Control 

OPTIONAL 2,000 or 4,000 Character Core Storage 2,000 or 4,000 Character Core Storage 
FEATURES: Multiply Divide High Low Equal Compare 

High Low Equal Comp.are Print Storage 
Column Binary 
Print Storage 

FIGURE 43 . TAPE SYSTEM COMPONENTS 
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Data Flow 

Data can be entered into the 1401 systems by means of 
punched cards, magnetic tape, or both. Information is 
read into the system, rearranged, calculated and edited 
by the stored program. Output can be in the form of 
punched cards, magnetic tape, or printed reports. Mode] 
D is not equipped with a card read-punch (Figure 44). 

All data passes through 1401 core storage, where a 
series of validity checks insure accuracy and reliability. 

1401 
Processing 

1 
1 
I 
I 
I L __________ J 

Model Conly 

FIGURE 44. DATA FLOW SCHEMATIC 1401 TAPE 

SYSTEM 

Codes 

Magnetic Tape 

An important feature in economical processing of busi­
ness data is compact storage. A magnetic tape reel (1 OY2 
inches in diameter) contains 2400 feet - sufficient tape 
to record as many as 14,000,000 characters. Tape reels 
can be easily stored or transported from one in stallation 
to another. In addition, magnetic tape records have 
gained wide acceptance as legal documents. 

Magnetic Tape Characteristics 

The magnetic tape recording code used with the IBM 

1401, is the same binary-coded-decimal code used with 
other IBM Data Processing Systems. This compatability 
permits interchanging tapes between installations that 
employ different IBM systems. The tape itself is a rib­
bon, ~-inch wide, coated with a magnetic oxide rna 
terial. 

Data is recorded in a seven-bit code, in seven parallel 
channels along the tape. Tape characters and their cor­
responding codes are shown in Figure 45. 

Records are separated from each other by approxi­
mately % inch of blank (unrecorded) tape, called an 
inter-record gap. 

Each tape character is composed of an even number 
of magnetic bits. A check bit (labeled C in Figure 46) 
is written if the number of bits in the other six positions 
is odd. An even-parity check on each character insures 
accuracy for tape-read and tape-write operations. 

In addition to this vertical parity check, a horizontal 
check (HC in Figure 46) is made on each record. The 
bits in each horizontal row are automatically counted 
when the record is written, and a bit (similar in func­
tion to the vertical check bit) is written at the end of 
each odd-count row. The vertical combination of these 
horizontal-check bits makes up the horizontal-check 

0123456789ABCDEFGHI JKlMNOPQRSTUVWXYZ&.~-$¥/ 
C II • • III • • • • • II • • • • • • • • • • II II II II II }Check 

}zone 
B II II II • • II II II II II . II • II • • • • 
A II • • • • • • • • . II II II • • • II • II • • II II II • II II . 

tNumed,"1 
8 II • II II • II II II II II II II II 

4 II • II III II II II II II II • II II • • • II • • • • • • • " 
2 • • • • II • • • II • • • II • II II II 

II II II • • II II II II II 
., 

-- _ L •• _ .. ...... -. I .~ L._ ....... - - c .. ... -'--- _ .. 

FIGURE 45. MAGNETIC TAPE 'I-BIT CODINU 
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C 

B 

A 
8 
4 
2 

Checking 

A47KS25J3 · .. . 
· . . 
· . 
. . . . . .. . 

· . ... 

U 
J: 

· 
· · · 

( 

IRG \ 

FIGURE 46. VERTICAL AND HORIZONTAL CHECK 

character. Thus, the coding of this character can change 
from record to record. When the tape is read, the same 
automatic count is made, but now each row in the 
complete record should have an even number of bits, or 
an error exists. The horizontal-check character is used 
for checking only, and is never read into 1401 core 
storage. 

Odd bit redundancy tapes can be processed by the 
1401. 

Density, characters per inch 

Tape Speed, inches per second 

Inter-record gap size, inches 

Start/Stop Time, Read/Write 
operation; milliseconds 

Character Rate, characters per second 

729-11 

200 or 556 

75 

3/4 

10.8 

15,000 or 41,667 

Tape Units 

Two models of the IBM 729 Magnetic Tape Unit (Model 
II and Model IV) are available for use with the IBM 

1401. The Tape System can accommodate as many as 
six 729 tape units, which are attached to the Tape 
Adapter. All the units used with one 1401 system 
must be of the same model, and must use the same 
tape density. 

The significant operating characteristics of the 729 
II and IV tape units are outlined in Figure 47. Higher 
density tapes provide significant storage advantage in 
that fewer reels are required for a given volume of data. 

FIGURE 47. OPERATING CHARACTERISTICS OF IBM 729 TAPE UNITS 
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Tape Checking 

The 729 tape units achieve increased reliability 
through two new features: the two .. gap head, and 
dual-level sensing. The first of these, the two-gap 
head, makes it possible to verify automatically the 
validity of recorded information at the time it is written. 
The relative position of the read and write gaps 
(Figure 48) is such that a character recorded by the 
write gap passes the corresponding read gap approxi­
mately four milliseconds later. Thus, as each character 
of a record is written, it is read and a parity check 
applied. 

FIGURE 48. READ & WRITE GAPS ON A TWO-GAP HEAD 

If an error is detected, the stored program receives 
a signal, and corrective action can be taken. With the 
two-gap head, a parity check is detected when the 
character is written. 

The ability of the two-gap head to read tape in both 
reading and writing operations makes it possible to 
check these operations by dual-level sensing. The read 
head reads the tape at two levels of pulse strength, high 
and low. 

Ther~ is a 7-position high register and a 7-position 
low register (one position for each channel). These 
registers accept the pulses from the tape at a high 
sensitivity level and low sensitivity level, respectively, 
as each character is read. The registers function in a 
slightly different manner for reading than for writing. 

In a tape-read operation, the high sensitivity level 
register is checked for even parity. If there is an odd 
number of bits, the contents of the low sensitivity level 
register is sent to the read-write register. 

The contents of the read-write register is sent to core 
storage. If a validity check is detected at the read-write 
register a validity check indicator is set. This indicator 
can be interrogated by use of the "L" modifier of the 
TEST AND BRANCH instruction. 

Thus a bit that results in a weak signal, but is valid, 
can be ~ead from tape. If the character is still invalid, 
a validity check signal is given. 

In checking tape-write operations, the unit becomes 
harder to satisfy by automatically making the high reg­
ister less sensitive than for tape-read. (It still has a 
higher sensitivity level than the low register, however.) 
Each tape character written is read back, and must be 
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Signal 
Level 

Good Signal 

Weak Signals 
or unwanted noise 

FIGURE 49. RELA TIVE SENSITIVITY FOR DUAL LEVEL 

SENSING 

valid in both registers. The contents of the low register 
are validity checked, and then are matched, bit for bit, 
with the contents of the high register. 

If the validity check in the low register detects an odd 
number of bits, or if the bit-by-bit match between reg­
isters is unequal, a validity check signal is given. 

Figure 49 shows the sensitivity levels, and the rela­
tive strength of pulses that are acceptable or not accept­
able in read and in write conditions. Note that high 
sensitivity means that an impulse of comparatively low 
strength (voltage difference) is acceptable. Low sensi­
tivity means that signals below a certain level or 
strength are not detected. 

If a tape error is suspected, the tape unit (through 
programming) can be back-spaced and the record re­
read. If the error persists, the operator can intervene, 
or the program can branch to an error routine. 

Dust or damage to the magnetic tape is the most 
frequent cause of errors detected during write opera­
tions. Since such imperfections are usually isolated, the 
1401 has been provided with a command that causes 
the tape to space forward approximately 8 inches when 
the next write operation is initiated, in order to skip the 
defective section. As the tape is passed, this short length 
is erased so that extraneous data are not sensed when 
the tape is read. After the skip is completed" the tape-
write operation continues. . . 

Another feature for file protection is a plastIC nng 
(Figure 50) that fits into a groove in the tape reel. The 
tape can be read with or without this file protection ring 
in place, but no writing can be done without it. 

The file protection ring should be removed from a 
tape reel when writing is completed, thus protecting 
tape records from any accidental writing. 

Tape Instructions 

OP - The operation code 
(A) - % xx always appears in the (A) portion of a 
1401 regular tape instruction. 



FIGURE 50. FILE PROTECTION DEVICE ON TAPE REEL 

The "%" sign signals that a tape unit is to be selected. 
The second character can be varied to specify a par­
ticular type of operation. The third digit specifies the 
particular tape unit involved. 

EXAMPLE: % U 1 selects tape unit 
(B) - is the location in 1401 core storage of the high­
order position of a tape record. 

d-The actual operation is represented in this posi­
tion. 

M (A) (8) d MOVE MAGNETIC TAPE 

This instruction starts the tape unit specified by the 
(A) address. Word marks are not afIected by a move 
instruction. Then the d-portion of the instruction is 
interpreted. 

TAPE READ (R). A tape-read operation is terminated 
when an inter-record-gap is sensed. A group mark 
(code CBA 84231) is inserted in 1401 core storage 
to indicate the end of a tape record. 

EXAMPLE: M(% U2) (419)R. Read the record from 
tape unit 2 to 1401 core storage in a TAPE READ op­
eration. The high-order tape-record character is moved 
to location 419, the next character is moved to location 
420, etc., until transmission is stopped by an inter­
record-gap in the tape record, or a group mark in 1401 
core storage. 

TAPE WRITE (W). Transmission of data from 1401 
core storage to a tape is stopped when a group 
mark is sensed. The (B) address is the high-order 
position of the record (in core storage) that is to 
be written on tape. 

EXAMPLE: M(%U3) (525)W. In a tape-write op­
eration, transfers the contents of core storage to tape 
unit 3, starting at location 525 and ending at the first 
group mark sensed. 

L (A) (8) d LOAD MAGNETIC TAPE 

The load instructions are basically the same as move 
instructions. Where the (A) address specifies the tape 
unit, (B) is the 1401 core storage address of the high­
order position of the tape record, and the d··character 
is R for tape-read, and W for tape-write. 

However, the L operation code affects word mark 
identification in core storage: 

TAPE WRITE. A word mark associated with any posi­
tion in storage causes a word-separator character 
(A 841) to be written automatically on tape, one 
character ahead of that which contained the wocd 
mark. Thus, word marks are translated to word­
separator characters for tape storage. 

~------------------------------------------

EXAMPLE: 

1401 Core Storage 
Locations A B C 

1401 Core Storage 
Code C82 41W 4 

1 401 Meaning 0 5 4 

Tape Positions A B C D 

Tape Code 82 A841 41 C4 

TAPE READ. Word-separator characters are translated 
to word marks in tape-read operations. A word­
separator character read from tape causes a word 
mark to be associated with the next tape charac­
ter, when it is transferred to 1401 core storage. 

EXAMPLE: 

Tape Positions A B C D 
Tape Code 82 A841 41 C4 

140 1 Core Storage 
Locations A B C 

1401 Meaning 0 5 4 

1401 Core Storage 
Code C82 41W 4 

Load instructions must be used when word marks 
are needed for identification in tape storage. If tape is 
written by a LOAD instruction, it must be read back by a 
LOAD instruction for proper translation betwee~n the tape 
and 1401 core storage. 
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U(A)d UNIT CONTROL 

This instruction is used to control other tape opera­
tions as specified by the d-character function: 

d character operq!Jf!n 
Backspace Tape 
Erase Forward 
Write Tape Mark 
Rewind Tape 

-~------ -.. ~ 

B 
E 
M 
R 

The (A) address specifies the tape unit selected. 

U(A)B BACKSPACE TAPE 

This instruction causes the specified tape unit to 
backspace over one tape record. The backspace opera­
stops when an inter-record-gap is sensed. 

EXAMPLE: !:-Z (% U4) B-Tape unit 4 backspaces 
until an IRG is sensed. 

U(A)E ERASE FORWARD 

This operation causes the specified tape unit to space 
forward, and erase approximately 8 inches of tape, to 
bypass the defective tape areas. The skip does not 
actually occur until the next tape-write operation is 
given. 

EXAMPLE: U( % U2)E-Tape unit 2 erases approxi­
mately 8 inches of tape when the next M (% U2) (B) 
W; or L (% U2 ) (B) W (tape-write) instruction is 
ordered. 

U(A)M WRITE TAPE MARK 

A special tape character (8421) is recorded fol1ow­
ing the last record on a tape, to indicate an end-o/-reel 
condition. When the tape mark character is read back 
from a tape, the end-of-reel indicator is turned on. This 
signals the 1401 program that the end of the utilized 
tape has been reached. 

EXAMPLE: !:-Z(% U 1)M. A tape mark is inserted after 
the last tape record that was written on tape 1. 

U(A)R REWIND TAPE 

This instruction is usually given subsequent to an 
end-of-reel condition, and causes the selected tape unit 
to rewind its tape. When the operation is initiated, the 
unit specified is effectively disconnected from the sys­
tem. Rewind time is approximately 1.2 minutes per 
2,400-foot reel for the 729 11, and .9 minutes for the 
729 IV. The next instruction following a REWIND TAPE 
instruction is normally a STOP, so that the operator can 
replace the reel, and restore the tape unit to a ready 
status at the completion of the rewind operation. 

EXAMPLE: U(%U3)R. The tape in tape unit 3 
begins to rewind. 
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Tape Test Instructions 

B (I) D TEST AND BRANCH 

An instruction for testing tape conditions is pro­
vided. The d-character specifies the type of test, and the 
(I) portion is the location of the next stored-program 
instruction if the test is successful. If the tested condi­
tion is not present the program continues in normal 
sequence. The "K'} and "L" modifiers reset the condi­
tion tested. 

d-character 

K 
L 

condition 

End-of-reel 
Tape error 

B (I) K END-OF-REEL INDICATOR TEST 

When a tape mark is read by the 1401, or the reflec­
tive spot sensed during a write operation, the end-of­
reel indicator is turned on. This instruction tests the 
indicator and branches to location (I) if it is ON. If it 
is OFF, the program continues normally. 

EXAMPLE: B( 496) K. If there is an EOR condition, 
the program b~anches to core-storage location 496. If 
no EOR condition exists, the program continues in 
sequence. 

B (I) L TAPE TRANSMISSION ERROR TEST 

Whenever an error occurs in transmission between a 
tape unit and the 1401 during a tape-read or write op­
eration, an error indicator is turned on in the 1401, 
and a tape-error light on the console glows red. The 
B (I) L instruction tests the error indicator, and branches 
to the location specified in the (I) address if it is ON. If 
no tape error occurred, the program continues in se­
quence. 

EXAM P LE: B (521 ) L. The 1401 program branches to 
location 521 if a tape error has occurred. If there was 
no error in transmission, the normal program sequence 
is uninterrupted. 

TESTING CONDITIONS 

The end-of-reel and tape transmission error tests must 
be made immediately following a tape-read or write 
operation to insure correct operation. A tape operation 
on any tape unit resets the error indicator. The EOR 
indicator cannot be tested if another tape unit is se­
lected. 

Tape Sorting 

The high-low-equal compare feature provides speed and 
flexibility in tape-sorting operations. A control number 
in storage can be used to determine the sequence of 
records that have been read from tape. 



FIGURE 51. CONSOLE KEYS, LIGHTS AND SWITCHES 
FOR TAPE SYSTEM 

B (I) d TEST HIGH LOW OR EQUAL COMPARE 

The B (I) d instruction tests the result of the previous 
compare operation and branches to the location of the 
next instruction if the condition is satisfied: 

d-character 

/ 
s 
T 
U 

condltion 
Unequal (B is not equal to A) 
Equal (B is equal to A) 
B is lower than A 
B is higher than A 

EXAMPLE: 
~(495) (596) 

~(797)U 

Compare the data at storage loca­
tion 596 to the control number at 
495. 

If the data at 596 is higher than 
the control number at 495, branch 
to location 797 for the next instruc­
tion. 

Console Keys, Lights and Switches 

TAPE SELECT. This rotary switch is set to the normal 
position (N) during automatic operation. The 
switch can be set to the number (1-6) that corre­
sponds to any of the attached tape units, when 
manual operation is desired (Figure 51 ). 

BACKSPACE. This key works in conjunction with the 
tape-select switch. When the switch is set to a 
specific tape unit, pressing this key causes the tape 
in the selected unit to back space over one group 
of records, until an inter-record gap is sensed. 

TAPE. This light glows red if a tape error occurs during 
a read or write operation. It is turned off auto­
matically when the error indicator is reset by a 
subsequent tape operation. 

TAPE LOAD. When this key is pressed, tape unit 1 is 
automatically selected and tape data starts loading 
at address 001 and continues until an inter-record­
gap is sensed. 

A AND B AUXILIARY REGISTERS. Pressing either the A or 
the B Auxiliary Register key displays the contents 
of the particular register. The auxiliary registers 
are part of the multiply-divide optional feature. 
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CDlumn Binary Device (OptiDnal) 

This feature provides compatibility of input-output 
information between the IBM 1401 Data Processing 
System and IBM Scientific Data Processing Systems such 
as the IBM 704, IBM 709, and IBM 7090.-

With this feature, cards, and magnetic tapes which 
are binary coded, can be processed by the 1401, mak­
ing use of its operational functions such as reading, 
writing and logic operations. 

The reading of column binary cards is controlled by 
modified feed instructions. The IBM 1401 operation 
codes for this feature are: 

lC READ COLUMN BINARY 

1 (1) C READ COLUMN BINARY AND BRANCH 
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The READ COLUMN BINARY operation code 1 C 
cannot be combined with any other code. 

The card reader takes a feed cycle and reads 
the information into storage as a normal feed cycle. 
However, instead of taking only 80 storage cycles 
during each read scan, the reading requires 160 
storage cycles for column binary coding. 

During the reading of column binary informa­
tion two different areas of storage are used. The 
read cycle is executed in two parts to permit using 
the two areas of storage. The card cycle time 9 
through 4 uses the normal feed addresses 001 
through 080 and new area addresses 501 through 
580. The other portion of the card cycle time 3 
through 12 uses addresses 001 through 080 and 
401 through 480. 

A validity check on this operation is not per­
formed because all the characters are considered 

valid. At the completion of this instruction, a BCD 
coded image of the card is stored in addresses 001 
through 080. The portion of the card that contains 
column binary information appears as hash in the 
corresponding addresses 001 through 080, and the 
portion of the card that contained alphameric 
characters is stored in BCD code in storage ad­
dresses 001 through 080. Storage address 401-480 
and 501-580 contains the true coded card image. 
In these areas all alphameric characters appear as 
hash and all column binary information appears 
as illustrated in the following example: 

BCD 

C 
B 

Punches in Card Column 

Storage A 
12 
11 
o 
1 
2 
3 

Address 40 I 8 
4 
2 
1 

C 
B 

Storage A 
Address 50 I 8 

4 
2 
1 

4 
5 
6 
7 
8 
9 

The punching of column binary cards is con­
trolled by modified punch instructions. The IBM 

1401 operation codes for this feature are: 

4C 

4 (1) C 

PUNCH COLUMN BINARY 

PUNCH COLUMN BINARY AND 

BRANCH 



The punch instructions require controls similar 
to the read instructions. The storage addresses 401 
through 480 are punched in the 12 through 3 
positions of the card in columns 1 through 80. The 
storage addresses 501 through 580 are punched 
in the positions 4 through 9 in the card in columns 
1 through 80. Because storage positions 001-080 
are scanned for a columnar count check, 160 stor­
age cycles are required for each scan. 

To write the column binary information on 
tapes in the correct order, the data located in 
addresses 401-480 and 501-580 must be arranged 
in the following sequence: 

Addresses 401, 501, 402, 502, 403, 503-
472, 572. 
To arrange this information in the proper order a 
modified MOVE instruction is used with the stipu­
lation that a word mark must be located in the 
high-order position of storage, in the 400 area. 
This area contains the column binary information. 

M (A) (B) A MOVE AND UNSCRAMBLE COLUMN 

BINARY 

This code provides for moving and arranging 
data into the correct order and locations for tape 
output. The address at (B) cart be any valid ad­
dress. The (A) address is normally 572 or 580, 
depending on whether the ~~ard has 72 or 80 
columns of binary information. 

At the completion of this instruction, the infor­
mation is arranged in the proper binary order for 
writing on tape. 

When binary information is read into the 1401 
from tape, it must be put into a coded card image. 
The modified MOVE instruction to do this is: 

M(A) (B)B MOVE AND SC:RAMBLE COLUMN 

BINARY 

This code moves and arranges information read 
in from a tape unit, into coded-card image (binary 
form). The (A) address can be any valid address, 

the (B) address is normally 572 or 580 depending 
on the number of columns being processed. 

A word mark must be located in the high-order 
position of the B field, normally 401, to end the 
operation. A word mark in the A field can also 
end the operation after the following B cycle. At 
the completion of this instruction, the information 
is in the coded card image form in addresses 401-
480 and 501-580. 

The column binary information must be put on 
magnetic tape with an odd redundancy mode. This 
operation is accomplished by using a modified tape 
instruction: 

M(%B1) (B)W WRITE TAPE BINARY 

Causes magnetic tapes to be written in binary 
form. 

M (%B1) (B)R READ TAPE BINARY 

Causes magnetic tapes, written in binary form, 
to be read into the 1401 system. 

The only difference between this type of instruc­
tion and the basic read and write magnetic tape 
instructions is the B character located in the third 
position of the instruction. This B character causes 
the 1401 to read or write tape in an odd redun­
dancy mode. 

W (I) (B) d BIT TEST 

The digit (d) can be any character or combina­
tion of bits that can exist in a character position in 
the 1401. If the single character at address (B) 
contains a bit that matches a bit in the (d) char­
acter the program branches to address (I). Other­
wise the next instruction follows in sequence. 
Example: Address (B) contains G (A, B, 1, 2, 
and 4 bits) and digit (d) contains 9 (8 and 1 bits), 
a branch occurs because the 1 bits match. 

This instruction can be chained so that a pro­
gram branch takes place if anyone of a number 
of characters contains the bits tested for: 
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Program Loading Routine 

This is a procedure for loading information into the 
IBM 1401 Data Processing System. It is not the only 
method that can be used, but it is typical of methods 
used by programmers. 

This loading procedure pre-supposes use of an in­
struction card format as shown on the chart in Figure 
52. 

The rules to be followed in preparing each of the 
6 types of instruction cards used for loading are: 

RULE 1. 

Card formats must follow those shown in the storage­
layout chart. The first three cards are used to set word 
marks necessary for succeeding operations. 

CARD 1. Does not need a word mark for location 001. 
The load key automatically sets the program to this 
location. No word mark is necessary for location 
008 for the first card. The 1401 recognizes the 
end of a SET WORD MARK instruction when it has 
placed seven characters into the program registers. 
The card sets word marks in locations 008 and 
012, initiates the reading of card 2, and branches 
to location 00 1. 

CARD 2. Sets two word marks for locations 060 and 067, 
initiates the reading of card 3 and branches to 
location 001. 

CARD 3. Sets two word marks, for locations 074 and 
078. It causes card 4 to be read, and branches to 
location 060 for the next instruction. 

INSTRUCTION CARD. A standard load card. The infor­
mation contained in card columns 1-4, 8-11 and 
60-80 is constant, and should be pre-punched. 
The data punched in card columns 5-7 identifies 
the location of the instruction (high-order posi­
tion). The instruction to be loaded is punched 
starting in card-column 12, and may continue 
through card-column 19. 

CONST ANT LOAD CARD. The length of the constant can 
vary from 1 character to 48 characters. The con­
stant load card is a ftandard card and may be 
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prepunched. The location (XXX) of variable data 
(units position) is in columns 5 -7. The constant 
to be loaded is in card columns 12-59, and the 
number of characters (YYY) to be loaded is in 
columns 2-4. 

NOTE: The information to be prepuncbed differs 
from that prepunched in the instruction load cards. 

TRAILER CARD. Used to clear input area and to branch 
to the first program step. 

RULE 2. 

Pressing the LOAD key on the reader causes an instruc­
tion card to feed, places the contents of the card into 
locations 001 through 080, and automatically starts 
execution of the load program at location 001. This 
eliminates the need for manual setting of console dials 
in preparation for loading. 

DATA 

LOCATION 
W RD MARK 

DATA 

LEADER CARD , I 

o 5 10 ·-T~r'15r~ i r I '60' iii 6~ 75' I I I 80 

• ' " !,!, .l_l---L....-L L __ L...L.~L"L1- i._ L .LJ 1 

',060 1067 11001 , 
LOCATION 0 5 ··1"Cr+'-"'1S -,-,-,---cx20 Iii 160' iii '65i~~TI'8O' 

W RDMARK. ..-~ 

DATA 

LOCATION 
W RD MARK 

DATA 

DATA 

LOCATION 
W RD MARK 

CLEAR AND BRANCH CARD 

FIGURE 52. INSTRUCTION CARD STORAGE FORMAT 



IBt.11401 PROGRAM CHART 

Program: Clear Storage 

Programmer: Card 1 of 2 

Instruction 
Step Inst, 0 
No. Addre.. pl-"""A/~I ~~6 ~ d 

Remarks 

001 • 008 013 Set Word Marks 'in Read Area 

Date: 

fORM X 2~·6~37·0 
PRINTED IN U.S.A 

Effective No. 
of Characters 

Inst. Data Total 

~r~_N~O=OO~~O~4-________________ ~+-+-~ 

~~, 020 027 

020 031 035 ++ ________________ _+_+--

027 039 

031 043 

035 050 

039 054 

043 058 OB 

050 077 

I--~~ 1 001 

IBt.11401 PROGRAM CHART 

Read and Branch 

fOAMK24.,U37·0 
PRINTfO IN I}.S.A, 

Program: __ --'C=le""'ar'-"S=tor""as'-".o ______________ _ 

Programmer: 

Step Inst. bO..-"ln=.tr=uc=tio~n---l 
No. Addr ... Pf..-.c-A/~I-'-~B ~d 

001 C 038 079 

Card 2 of 2 

Remarks 

Check for Clear Address 

Date: 

Effective No. 
of Characters 

Inst. Dato Total 

t---i"_0"-'-08~Bt----=-0:3.:..5_t_---t"/+-=Of'-'-09'-!..9--------------I_- _ 

013 L 073 116 Load Instructions into Pc:::h.~..:A~re~a ---1-4--+---1 
Define Instructions in Puneb. 

I--
020 '-.~ ~---
027 105 Area 

031 B 101 Branch to Punch Area 

035 I T99 Clear Block of Storage 

039 036 Modify Clear Instruction 

043 A 076 038 To Next Lowest Century 

050 It 036 Block 

--

~ 

r--

--
--

f--

---

--
--

--
--

~ 

--
--

--

--
t---i"-=°-F~~--~1~B=ra=nc~ht=o=Co=~=ar=e--------_t__+_~--- ---­054 B 001 

058 I 099 

062 1 

063 OQL ----
067 I 001 116 

074 100 

077 099 

-1---- 1--.--1--­

Cl~ar from 099 to 000 

Read Card 

~~~Word Mark in 001 

Clear Punch Area 

r-~t-----------~ -I-' __ ~--++.:::ma=ch:::.:ln=e.-=a-=z..::fo::.:r th:::.:.:....::2:::..K a~nC1::..:a",-n:...:1 fo:::.r--l-+_+---l 

the 4K model. 

FIGURE 53. CLEAR ROUTINE 

Clear Storage Routine 

This is a procedure that can be used to prepare core 
storage to accept program and data information. This 
is not the only clearing routine that can be used; others 
are left to individual creativity of the programmer. 

The following two-card program can be used to clear 
storage of all characters and word marks. The charac­
ter in column 36 of card 2 is variable according to the 
number of storage positions available: 

T for 1400 positions, 
Z for 2000 positions, and an 
I for 4000 positions. 

Multiplication and Division Subroutines 

These are subroutines for mUltiplication and division 
operations, discussed here to illustrate programming 
methods and to aid programming for machines not 
equipped with the multiply-divide! optional feature. 
These are not the only methods of performing these 
operations-they are typical methods. 

Multiplication 

This multiply sub-routine occupies the 900 block of 
storage, and provides for a maximum of a 9-digit multi­
plier, II-digit multiplicand, and a 20-digit product. 

A multiplier area is provided in storage positions 
901-909, and the product area is assigned in storage 
positions 910-929. The multiplicand can be located 
anywhere. 

Any program that uses this sub-routine must include 
a step that moves the multiplier address to location 937 
(XXX) and the multiplicand address to location 952 
(YYY). 

At the completion of the multiply sub-routine the 
program instruction step 12 can use a branch to the 
main program or stop. 

The routine starts in storage position 930. The 
product is found in 929 for a 9-digit multiplier, 928 for 
8-digit, 927 for 7-digit, 926 for 6-digit, etc. 
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r--------------------------

IB~ 1401 PROGRAM CHART 

Progrcm:~ Subro"!!!!!!L. __ 

M!L_ A YIT_ ~ 

_J!llli. __ 1l 98L 909 

_~~=!__ B ..Jl4!_ 

_ .1m _J!.ga_ 

No 0 add roultlp!IQll,lld to pI:"duct 

_ Reduce~!Ig'J>Ll 

Date: 

I 
Effect;ve No_ 

of Characters I 
In:_IDo,o[To,ol 

!7!jj 
J 8! : i 

:tl 1 .Jl~1_~ V 987_ 

1l __ j.98Z _ ------------------- ----+---'+ --t--~ 

! I 

1 Test for_word_ tll.!I<l.n 90~ 

l!lLwlrrd mark--rlght shift _ 

h.lQ. zero _~§L. 

986 

987 

_9H _ 

XXJ{ 

YYY 

FIGURE 54. MULTIPLY SCBROUTINE 

Shift 
Right 

Branch 
Unconditional 

to Zero Test 

Clear 
Product 

Area 

Load 
Multiplier 

Test for 
Zero 909 

T est for 
Word Mark 

909 

Move Product 
to 

Output Area 

Read and 
Print 

FlGURE 55. MULTIPLY FLOW CHART 

56 

Add M'cand 
to Product 

Reduce 
Multiplier 

b 1 

Branch 
Unconditional 

to Zero Test 

11 
I 

I 

Find number of 
significant digits 

in Divisor 

Add One to 
Quotient 

FIGURE 56. 

Yes 

Yes 

Add One to 
Address and 

Add Div~.sor 
back to 
Dividend 

Adjust Addresses 
one position to 

the Right 

DIVIDE FLOW CHART 

Division 

The 
l. 

2. 
3. 

restrictions placed on this subroutine are: 
The dividend and quotient fields must be of equal 
length. 
All fields must be positive. 
The divisor cannot contain more than nine non-
significant zeros. 

4. All fields must be located completely below address 
999. 

5. The remainder is left in the dividend field. 



IBM 1401 PROGRAM CHART FORM X 24-6437-0 

PRINTED IN U.S.A. 

Instruction 
Step Inst 0 
No. Addr P A/I B d 

Program: DIVIDE S~J""B,---,-,R-",O~U,-,T--,-,I N~=E __________________ _ 

Programmer:===:======--========-,=D'..':a'.'.'te,,;:===== __ =_==; 

W
ffective No. 

of Characters 
lost. Data T ~t;;I 

Remarks 

_____ 516 f~1---5O~_~ __ ~?tore address of wor~marko~d_iv_i_so ___ r __________ ---jl___----t----+--------l 

r---~~- _B f---642 YYY 0 Branch if divisor digit equa!_s_"O __ " ________________ _ --- ---1-------

- - ----- ----- ---~-+----------------------------------- ------ ----- f-------

---------------
Find significant digits in divisor 

-----------------------------------~--I-------f---
531 S 512 515 

___ 538 A _~!~ __ ~ _+-_______________________________ ~ ____ ---f--------

545 A 5~15+_~5~05~+-~M~oo~i~~~ad~dl---r~es~s--------------------_____ _+_-_+_-~ 

552 S 513 502 WWW and XXX 
-- ---- -t-----------------------------+--+--+--i 

_._~ ~ l.!~ _ _=_50c_5+__+__-----------------------------------~---i_____--1---_ 

1---- -- - ----1---------- -- 1---------- ----------------- -- - -------------------------------I----t--+----l 

566 M 502 628 
- ------1---------1------- f--- -------------------------------------+----/---+---1 

573 I"J 502 635 ---- .--.C.-_ ---

580 M 502 684 Set modified addresses into divide routine 
"--~.----------------~I___-_r----

587 M 502 691 

594 M 502 740 - --",------"--------

601 M 505 643 
--I---- -----------------

608 M 511 62= ----------------------t---I-------

615 M 511 681 Set divisor addr~~~ ______________ ---

622 S ZZZ www Subtract divisor from dividend Data for Division Subroutine 

629 V 678 WWW K 

637 A 513 XXX 

644 B 622 

--

Branch if negativc~ 

Add one to Quotient 

Repeat 
----_._-----------_ .. _-

Location of 
Data Word 

499 
502 

Data Word 
blank 
WWW 

Description of Data 
Constant 
Address of word mark position 

of dividend 
648 A 513 529 Add one to YYY clddress 

-- -------------------------- 505 XXX Address of word mark position 
655 A 513 512 Increase ~ounter_I?2'_()~ ___________ of quotient 
662 C 512 515 Test for divisor eCluals 0 508 YYY Address of word mark position 

------------

____ ~ B 523 ___ I. _Branch If unequal ______________ _ 
of divisor 

511 ZZZ Divisor address 
_~~4- _ 1--746+___ Store--cannot divide by zero -- 512 blank Counter for # of zeros in 

678 A ZZZ WWW Add divisor back to dividend _______ c ____ _ -- divisor 
Remove zone bits ____________ _ 513 1 Constant 685 Y 499 WWW -- -- ---r--------- --- ---

515 Lq Length of quotient Moolfy address by_ on_e _____________ ---1 

~-------------------------------------------------~ 

692 A 513 628 
-- ---1-------

699 A 513 635 
-j----j-+-----------------

~ ___ ~7-0--64_A~5-13~6-4~3~1----------------------------------+--+_-r---i 
713 A 513 684 Modify address by one 

---- -------- -- ----- ----- -- -- -----------------------~---+----+---j 

___ ~~_~~_134--6-941~-------------------------------------------+--+--~~~ 

---------- ---------------+--+----+---1 
727 A 513 740 

----- ----

734 V 746 WWW 1 Divide complete if word mark exi.::..:st..:s _____________ I--_-f-_ _I_--I 

--I-----t---1I--------iI--------jr-+--------------------------------------i---+----f---i 

742 T 622 Continue dividing 

__ !~ _ f-- _____ l __ ~-l--D-iv--i-de--c-om-p'-l-e-te-------------------+---i_____-t-----t 

---1___--I--4-----i---4--+----------------------------------~--I---+--~ 

FIGURE 57. DIVIDE SUB-ROUTINE 
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CHARACTER CARD CODE BCD CODE 

I C B A 8 4 2 1 

BLANK No Punches X . 12-3-8 X X X X X 

[J 12-4-8 X X X X X 

(Undefined Soecial Character) 12-5-8 >:c X X X X X 

(t I. -' r~ lit: -' Soecial Character) 12-6-8 >:c X X X X X 

(GrOLJD Mark-SDecial Character) (Note 1) 12-7-8 X X X X X X X 

& 12 X X X 

$ 11-3-8 X X X X X 

):c 11-4-8 X X X 

(Undefined Soecial Character) 11-5-8 >:c X X X X X 

(Undefined Special Character) 11-6-8 >:c X X X X X 

A (Mode Chanoe (Delta) Special) 11-7-8 X X X X X 

- 11 X 

/ 0-1 X X X 

I 0-3-8 X X X X X 

% 0-4-8 X X X 

(Word Separator-Special Char.) 0-5-8 >:c X X X X X 

(Undefined Special Character) 0-6-8 ::c X X X X X 

Tape Segment Mark-Special Char. 0-7-8 X X X X .X 

1401 Generated Special Character (Note 2) X 

# 3-8 'X X X 

@ 4-8 X X X 

(Undefined Special Character) 5-8 ~:c X X X 

(Undefined Soecial Character) 6-8 ~:c X X X 

(T ape Mark-Special Char.) 7-8 X X X X X 
+ 
0 12-0 X X X X X 

A 12-1 X X X 

B 12-2 X X X 

C 12-3 X X X X X 

D 12-4 X X X 

E 12-5 X X X X X 

F 12-6 X X X X X 

G 12-7 X X X X X 

H 12-8 X X X 

FIGURE 58. 1401 CHARACTER CODE CHART IN COLLATING SEQUENCE 
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CHARACTER CARD CODE BCD CODE 

I 12-9 X X X X 
-
0 11-0 X X X 

J 11-1 X X 

K 11-2 X X X 

L 11-3 X X 

M 11-4 X X X 

N 11- 5 X X 

0 '11-6 X X X 

P '11-7 X X X X 

Q 11-8 X X X 

R 11-9 X X 

Re cord Mark :f= or + 0-2-8 X X X 

5 0-2 X X X 

T 0-3 X X 

U 0-4 X X X 

V 0-5 X X 

W 0-6 X X X 

X 0-7 X X X X 

Y 0-8 X X X 

.Z 0-9 X X 

0 0 X X X 

1 1 

2 \ 2 X 

3 3 X X 

4 4 X 

5 5 X X 

6 6 X X X 

7 7 X X 

8 8 X 

9 9 X X 

* Coding not valid for reading or punching card codes but can be used in tape operations. 
The 1401 has theabil ity tOI read MLP card codes. The 1401 ignores the 8-9 punches when they 
appear in the same column. The 1401 does not punch out MLP card codes. 
Note 1. In the 705, this is punched as (12-5-8). 
Note 2. The A bit coding must be program generated in the 1401 (it cannot be read in from a 

card); however, it can be punched in a card, and punches as a 110 11 (zero zone). 

(FIGURE 58. CONTINUED) 
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X 

X 

X 
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IBM 1401 Data Processing System Timing 

Card Systems 

The following definitions are used in specifying the 
1401 timings: 

LI -Number of characters in an instruction 
LA -Number of characters in the A field 
LB -Number of characters in the B field 
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Ly -Number of characters back to right-most "0" 
in control field 

READ 
PRINT 
PRINT READ 
PUNCH 

Name 

READ PUNCH 
PRINT PUNCH 
PRINT READ PUNCH 
READ RELEASE 
PUNCH RELEASE 
NO OPERATION 
STOP 
STACKER SELECT 
UNCONDITIONAL BRANCH 
TEST AND BRANCH 
TEST CHARACTER 
ZONE AND WORD MARK TEST 
BIT TEST 
SET WORD MARK 
CLEAR WORD MARK 
MOVE DIGIT 
MOVE ZONE 
COMPARE 
LOAD 
MOVE 

RESET ADD 

RESET SUBTRACT 
ADD (no recomplement) 
SUBTRACT (no recomplement) 
ADD AND RECOMPLEMENT 
SUBTRACT AND RECOMPLEMENT 
MOVE AND ZERO SUPPRESS 
CLEAR 
EDIT 
FORMS CONTROL 

OP Code 

1 
2 
3 
4 
5 
6 
7 
8 
9 
N 

K 

B 

B 

B 

V 

W 

n 
D 

Y 

C 

L 

M 

+ 
o 

o 
A 

S 

A 

S 

Z 

/ 
E 

F 

Lx -Number of characters to be cleared 
Lw-Number of characters in the A field or the 

number of characters in the B field, which­
ever is shorter 

This list contains the formulas to be used in calcu­
lating the time required to execute an instruction, in 
milliseconds. 

Formula 

Require .0115 [LI+ 1] milliseconds plus 
the timings as shown in (Figure 59). 

.0115 [LI+1] 

" 
" 
" 
" 

.0115 [LI+2] 

" 
" 
" 
" 

.0115 ILI+3] 

" 
.OJ 15 [LI+l+LA+LB] 
.0115 rLI+1+2LA] 
.0115 ILI+l+2Lw] 

.0115 [LI+1 +LA+LB] 

" 

" 
.0115 ILI+3+LA+4(LB)] 

" 
.0115 [LI+ 1 +3LA] 
.0115 ILI+ I+Lx] 
.0115 ILI+ 1 +LA+LB+Ly] 
.0115 ILI+ 1] + remaining form-move­
ment time if carriage is moving when 
this instruction is given. The form­
movement time is determined by the 
number of spaces the form moves. Allow 
20 ms. for the first space, plus 5 ms. 
for each additional space. 



Timing Chart 

The main purpose of the timing charts (Figure 59) 
is to illustrate the processing time available during 
printing, reading, and punching. Knowledge of the exe­
cution time for the individual operation codes is neces­
sary before these charts can be used effectively. 

Card Read 

The Read Start Time is the time devoted to accelerat­
ing the card reader and positioning the card for reading. 
The 44 milliseconds is the time required to read the 
card. During these 44 milliseconds, no processing takes 
place. The remaining 10 milliseconds is the time de­
voted to processing. To maintain 800 cards/minute, 
another read instruction would be required during this 
time. If the process time exceeds the 10 milliseconds 
allotted, the reader will then function at a rate of 400 
cards/minute. 

CARD READI N G 

Printing 

When the operation code 2 is given, the information in 
the print output area is directed to the printing mech­
anism. This consumes 84 milliseconds. The remaining 
16 milliseconds is devoted to processing time. If the 
actual processing time exceeds the 16 milliseconds al­
lotted, the basic print cycle is extended by the amount 
of the excess process involved. For example, if five ad­
ditional milliseconds of processing were required (21 
milliseconds total), the basic print cycle will now be 
105 milliseconds. Converting this to lines per minute 
means that the machine is now printing at a rate of 571 
lines per minute. 

Card Punching 

The start time is the time devoted to accelerating the 
card punch and positioning the card for punching. The 
actual time taken for punching a card is 180.5 milli­
seconds. No processing takes place during this time. 
The remaining 22.5 milliseconds can be utilized as 
processing time. 

BOO CARDS PER MINUTE (Assume that operation code "1" was given during previous cycle) 

/:; 21 ms __ lIr ... I ..... .-___________ 
75

_

m

_

s

_ 44 ms -------~.lIIoIli-oICll--lO ms~ 
Read Start Time Card Reading Processing 

The Read Start Time may be ulled as Process Time 
if the "Read Release" Option is employed. 

CARD PRI NTI NG 

Time 

600 LINES PER MINUTE (A~.sume that operation code "2" was given during previous cycle) 

~: ... ----------- 84 ms _____ lO_o_m_s ___ . _____ ~ ........ , .... ~- 16 ms ___ :~ 
Printing Processing 

,. 20ms ---....... 
Form Movement 

CARD PUNCHI NG 
(Assume that operation code "4" was given during previous cycle) 

'------~ .. ~II-oII .... ~ 2~5~ 
250 CARDS PER MI NUTE 

I: 240 ms 

.... 1Il---- 37 ms --l ....... I .... r----------- 180.5 ms 

Punch Start Time Punching 

The Punch Start Time may be used as Process Time if the 
"Punch Release" Option is employed. 

FIGURE 59. 1401 TIMINGS 

Processing 
Time 
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Magnetic Tape 

UNIT CONTROL U .0115 [Ll+1] + tape movement time 

1. Time for tap~ instructions is .108 milliseconds. 
2. Tape operations (times expressed in milliseconds) 

TAPE READ, WRITE 
729 Model II: 10.8 + CN ms. 
729 Model IV: 7.3 + CN ms. 

REWIND 
729 Model II: 1.2 minutes/reel 
729 Model IV: .9 minutes/reel 

ERASE FORWARD (add to subsequent write time) * 
729 Model II: 108 ms. 
729 Model IV: 72 ms. 

*leaves about 8" between records 

1401 Operation Codes 

Op Codej Function 

1 Read 

2 Print 

3 Print-Read 

4 Punch 

5 Read-Punch 

6 Print-Punch 

7 Print-Read-Punch 

8 Read-Release (optional) 

9 Punch Release (optional) 

A Add 

B Branch 

C Compare 
D Move Digit 

E Edit 

F Forms Control 

K Stacker Select 

L Load 
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BACKSPACE (after read) 
729 Model II: 46.4 + CN ms. 
729 Model IV: 32.6 + CN ms. 

BACKSP ACE (after write) 
729 Model II: add 7.5 ms. to above 
729 Model IV: add 5.0 ms. to above 

NOTE: 

C = Character rate, time in milliseconds per 
character. 

N = Total number of characters traversed 

Op Codes 

M 

N 

S 

U 

V 

W 

Y 

Z 
@ 

% 
+ 
0 

0 

• 
11 
/ 

for 729 II at 200 cpi. = .067 ms. 

at 556 cpi. = .024 ms. 

for 729 IV at 200 cpi. = .044 ms. 

at 556 cpi. = .016 ms. 

Function 

Move 

No Operation 

Subtract 

Unit Control (optional) 

Zone and Word Mark Test 

Bit Test (optional) 

Move Zone 

Move-Zero Suppress 

Multiply (optional) 

Divide (optional) 

Reset Add 

Reset Subtract 

Stop 

Clear Word Mark 

Clear 

Set Word Mark 



A-Address Register Light _____________________________ 39 
A and B Auxiliary Registers _________________________ 51 
ADD _______________________________ . __________________ _ 

Addressing _______________________________________ _ 
Add-to-Storage Logic ______________________________ _ 

25 
20 

8 
Address Registers __________________________________ 21 
Address Stop ________________________________________ 41 
Advanced Design __________________________________ 10 
A-Light _____________________________________________ 39 
Alter ______________________________________________ 40 

Arithmetic 
Arithmetic Operation _________________________________ _ 
Arithmetic Operation Codes ________________________ _ 
Asterisk Protection _________________________________ _ 

9 
25 
25 
36 

Auxiliary Console __________________________________ 41 

B # A ____________________ . _____ ~ _________________ 39 
Backspace Key __________________________ . __________ 51 
Backspace Tape ______________________________________ 50 
B-Address Register Light ____________________________ 39 
B-Light _____________________________________________ 39 
Binary Coded Decimal ______________________________ 9 
Bit ___________ .____________________________ _______________ 7 
Bit Display Light __________________________________ 39 
Bit Switches __________________________________________ 41 
Bit Test __________________________________________ 53 

Carriage Controls __________________________________ 43 
Carriage Stop ___________________________________________ 42 
Chaining Instructions _______________________________ 21 
Character Code Charts ______________________________ 59 
Character Display ___________________________________ 40 
Checking ___________________________ .___________ 9, 18 
Checking Lights ___________________________________________ 39 
Check Reset __________________________________ 39, 41, 42 
Clear _______________________________________________ 32 
Clear and Branch __________________________________ 32 
Clear Storage Routine ___________________________________ 55 
Clear VVord ~ark __________________________________ 31 
Coded Addresses in Storage ___________________________ 13 
Column Binary Device _____________________________ 52 
Compare _________________________________________________ 32 
Console Keys, Lights and Switches ___________________ 38 
Console Keys, Lights and Switches for Tape System _____ 51 
Control Characters of Editing ____________________ 34, 35 
Constant Load Card _________________ . _______________ 54 

Data Flow ____________________________________ 16, 46 
Decimal Control _____________________________________ 37 
Divide _________________________________ . _______________ 26 
Division Sub-Routine ________________________________ 57 

Edit __________________________________________________ 33 
Editing _____________________________ ___________ 9, 33 
Emergency OFF __________________________________________ 39 
End of Form ______________________________________ 42 
End of Reel Indicator Test ____________________________ 50 
Enter _________________________________ . _________________ 41 
Erase Forward ___________________________________ 50 
Expanded Print Edit __________________ . _________________ 36 

Index 

Feed Clutch _____________________________________ 43 
Feed Knob _______________________________________________ 43 
File Feed ____________________________________________ 13 
Floating Dollar Sign _______________________________ 36 
Forms Control ___________________________________________ 31 
Forms Control and Branch _____________________________ 31 
Forms Check ______________________________________ 42 

Fuse _________________________________________________ 42 

Hole Count _______________________________________ 9 
Horizontal Adjustment _________________________________ 43 

I-Address Register Light _____________________________ 39 
IBM Card Systems __________________________________ 11 
IBM 1401 Tape System __________________________________ 44 

IBM 1402 Card Read Punch Operating Keys, 
Lights and Switches ______________________________ 42 

IBM 1402 Card-Read Punch _________________________ 13 
IBM 1403 Printer ________________________________________ 14 

IBM 1403 Printer-Keys, Lights and Switches ___________ 43 
IIEX _______________________________________________ 40 
I/O Check Reset Switch _____________________________ 41 
110 Check Stop Switch _____________________________ 39 
Input/Output Codes ____________________________________ 23 
Input/Output Operations ____________________________ 23 
Input/Output Storage Assignments _____________________ 20 
Instruction Card ___________________________________ 54 
Instruction Format __________________________________ 19 

Language _______________________________________________ 8 
Load ______________________________________________ 30, 42 
Loading Instructions _______________________________ 22 
Load ~agnetic Tape _______________________________________ 49 
Logic _____________________________________________ 9 

Logic Block Light ____________________________ 39 
Logic Operation Codes ______________________________ 28 
Logic Operations _________________________________________ 28 

~agnetic Core Storage _____________________________ 7 
~agnetic Storage _____________________________________ 8 
~agnetic Tape _____________________________________ 46 
~agnetic Tape Characteristics _______________________ 46 
~agnetic Tape Units _____________________________________ 47 
~anual Address Switches ___________________________ 40 
~anual Carriage Control ____________________________ 43 
~iscellaneous Operation Codes ______________________ 31 
~ode Switch _________________________________________ 40 
~ove _________________ _ _____________________________ 29 
~ove and Load ____________________________________ 29 

~ove and Scramble Column Binary __________________ 53 
~ove and Unscramble Column Binary ________________ 53 
~ove and Zero Suppress _______________________________ 30 
~ove Digit _. ___________________________________________ 30 
~ove-~agnetic Tape _______________________________ 49 
~ove Zone ____________________________________________ 30 
~ultiplication Sub-Routine ___________________________ 55 
~ultiply ___________________________________________ 26 

No-Bit _________________________________________________ 7 
No Operation ______________________________________ 32 
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Non-Process Runout Punch _____________________________ 42 Set Word Mark __________________________________________ 30 
Non-Process Runout Read _______________________________ 42 Sign Control Left ___________________________________ 36 

Single Cycle Key _______________________________________ 43 
Parity -_______________ _________________________________ 9 Single Cycle Non-Process _____________________________ 40 
Parity Check ______________________________________ 18 Solid State Circuitry _____________________________________ 9 
Physical Features ____________________________________ 12 Space Key --___________________________________________ 43 
Polarity ________________________________________________ 7 Stacker ____________________________________ 14, 15, 42 
Power Off -------______________________________________ 38 Stacker Select --______________________________________ 31 
Power On ----_________________________________________ 38 Stacker Select and Branch ___________________________ 32 
Power On Light ____________________________________ 42 Start ----_____________________________________________ 42 
Print __________________________________________________ 23 Stan Key --_______________________________________ 38 
Print and Branch ___________________________________ 23 Start Reset Key ____________________________________ 39 
Print and Punch ______________________________________ 24 Stop ____________________________________________ 32, 39, 42 
Print Check _____________________________________________ 43 Stop and Branch ___________________________________ 32 
Print Controls __________________________________________ 42 Storage Address Display ____________________________ 39 
Print, Read, Punch, Branch ___________________________ 24 Storage Address Lights _________________________________ 39 
Print, Punch, and Branch _____________________________ 24 Storage Cycle ______________________________________ 21 
Print, Read, and Branch ______________________________ 23, 24 Storage Light __________________________________________ 39 
Print and Read ____________________________________ 23 Storage Print Out __________________________________ 40 
Print Storage ___________________________________________ 15 Storage Scan _________________________________________ 41 
Print Unit Release Lever _____________________________ 43 Stored Program Concept ______________________________ 6 
Print Word Marks and Branch _________________________ 23 Stored Programming _____________________________ 7, 19 
Printer Display _________________________________________ 41 Subtract ____________________________________________ 26 
Printing Method _______________________________________ 16 Sync Check-Printer ______________________________________ 43 
Process Check Stop _________________________________ 41 
Program ______________________________________________ 6 Tape Instructions __________________________________ 48 
Program Loading Routine ____________________________ 54 Tape Load - __________________________________________ 51 
Punch ____________________________________________ 24 Tape Read - ___________________________________________ 49 
Punch and Branch ___________________________________ 24 Tape Select ___________________________________________ 51 
Punch Check ______________________________________ 42 Tape Sorting ______________________________________ 50 
Punch Column Binary ____________________________________ 52 Tape Transmission Error Test _____________________________ 50 
Punch Display ______________________________________ 41 Tape Write _ _____________ ____________________ _____ 49 
Punch Interlock ________________________________________ 41 Test and Branch _______________________________ 28, 50 
Punch Release _____________________________________ 24 Test Character and Branch ___________________________ 28 
Punch Stop ________________________________________ 42 Testing Condition _____________________________________ 50 
Punch Switch ______________________________________ 42 Test for Zone or Word Mark and Branch ______________ 29 

Test High Low or Equal Compare ________________________ 51 
Read ____________________________________________________ 23 Timings ______________________________________ 60, 61, 62 
Read and Branch ___________________________________ 23 Trailer Card ________________________________________ 54 
Read and Punch _____________________________________ 24 
Read Check ____________________________________________ 42 Unconditional Branch ____________________________________ 28 
Read Column Binary _______________________________ 52 Unit Control ___________________________________________ 50 

Read Column Binary and Branch _____________________ 52 
Read Release _______________________________________ 24 Validity ______________________________________ ____ 9, 42 
Read Tape Binary ___________________________________ 53 Validity Check ____________________________________ 18 
Reader Stop ________________________________________ 42 Variable Length Instructions __________________________ 19 
Ready __________________________________________________ 43 Variable Word Length ______________________________ 13 
Reading Stations ____________________________________ 13 Vernier Knob (Horizontal) __________________________ 43 
Reset Add ___________________________________________ 26 Vernier Knob (Vertical) _________________________________ 43 
Reset Subtract _____________________________________ 26 
Restore Key ______________________________________________ 43 Word Marks ______________________________________ 18 
Rewind Tape ____________________________________ ____ 50 Words ____________________________________________________ 13 

Rules of Editing _________________________________ 34, 35 Write Tape Binary _________________________________ 53 
Run ___________________________________________ 40, 41 Write Tape Mark ____________________________________ 50 

Sense Switches _______________________________________ 40 Zero Suppres~on ___________________________________ 34 
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