






































































Figure 15. IBM Fabric Ribbon Cartridge 

Figure 16. Ribbon Identification 
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Figure 17. Removing Ribbon Cartridge 
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To Install New Cartridge 

Whenever you wish to switch ribbon colors or change 
to a new ribbon, the IBM ribbon cartridge makes 
ribbon changes quick, easy, and clean. First, cen­
ter the carrier and then turn off the motor. Lift 
the front cover. Keep the paper bail against the 
platen. 
l. Make sure ribbon-change lever is at far right 

(see Figure 21). 
2. 

3. 

4. 

5. 

6. 
7. 

Pull out several inches of ribbon and position 
the cartridge in front of the ribbon lifts. Slide 
the ribbon through the right ribbon lift, 
Figure 18. 
Slide the exposed ribbon down between the card 
holder and element, and then through the left 
ribbon lift, Figure 19. 
Then place the cartridge on the two ribbon 
spindles and press down evenly and firmly, 
Figure 20. 
Move the ribbon-change lever back to the left 
(Figure 21). 
This will lower the ribbon into typing position. 
To rewind excess ribbon, turn either spindle 
in the direction of the arrow. Close cover, 
turn on motor, and continue typing. 

TYPEWRITER PLATEN 

If you type stencils, frequent cleaning of the platen is 
recommended. Platen cleaners are available from 

Figure 18. Slide Ribbon Through Right Ribbon Lift 



Figure 19. Slide Ribbon Down Between Card Holder 
and Element and Through Left Ribbon Lift 

stationery suppliers. Use this liquid sparingly and 
apply with a soft cloth. 

... 
Figure 20. Place Cartridge on Two Ribbon Spindles 

Figure 21. Positioning Ribbon Change Lever 

To Remove the Platen: 

Turn the motor off. l. 
2. Pull paper-release lever and paper bail forward 

(Figure 22) . 
3. Lift the cover. 
4. Press the right and the left platen-release 

levers (Figure 22). 
5. Lift the platen from typewriter. 

To Replace the Platen: 

1. Hold the platen with the ratchet end to the right. 
2. Place the groove of the platen in the right 

platen latch. 
3. Press down on both platen knobs. The platen 

will snap into place. 

To Sweep the Erasure Dustpan 

l. 
2. 
3. 
4. 

Tab the carrier to the far right. 
Turn the motor off. 
Lift the cover . 
With the pencil-shaped dual-purpose brush, 
sweep lightly toward the left side of the type­
writer (Figure 22). 

NOTE: Do not allow your brush to interfere with the tapes 

located above the dustpan. 
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Figure 22. Platen Removed from Typewriter 
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TYPING GUIDES FOR YOUR IBM 2740/2741 TERMINAL TYPEWRITER 

1. Be sure the electric cord is plugged all the way 
into the outlet and that there is a flow of elec­
tricity. 

2. Set Local/Communicate switch to Local position. 
3. Press On portion of Motor Control switch. 
4. If print element does not print, make certain 

ribbon-position lever is not in the stencil 
position, and that multiple-copy control lever 
is pulled toward you. 

5. If carrier will not move: 
o Turn motor off for a few seconds, then on. 
o With switch on, press Margin Release key 

or Tab key. 

FOR YOUR TYPING EASE 

Posture 

1. Upper arms sloped slightly forward (Figure 
23). 

2. Forearms on same slope as keyboard. 
3. Back erect, supported by backrest. 
4. Feet flat on the floor. 

Typing Touch 

When you start typing, begin slowly. Keep your 
fingertips close to the keys in a natural, curved 
position. Tap the keys squarely in the center, using 
a quick, resilient touch, and relax finger pressure 
the instant you contact the keys. Practice this with 
familiar words or sentences. 

TYPING TIPS (LOCAL MODE ONLy) 

Addressing Envelopes 

Before removing the typewritten letter, drop the 
envelope between the letter and platen. When you 
remove the letter, the envelope will come to the 
typing position. 

Typing Cards and Labels 

Make a horizontal pleat-fold across the center of a 
sheet of bond paper. Insert the sheet around the 
platen and line up the edge of the pleat with the edge 

of the line scale. Place the card or label in the 
pleat, roll back, and type. 

Figure 23. Correct Posture when Typing 

Variable Line Spacing 

When the spacing of printed forms does not cor­
respond to typewriter line spacing, the platen may 
be removed and reversed so that it rolls freely for 
manual positioning. 

Corrections on Bound Copies 

Manuscripts stapled across the top can be corrected 
without removing staples. Insert a sheet of paper 
into the typewriter. When the paper is an inch or 
so above the card holder, place the page of bound 
material to be corrected between this sheet and the 
platen. Roll the page backward and make the 
correction. 

Crowding and Spreading Characters 

Backspace until the black line of the clear-view card 
holder is directly over the character preceding the 
point where you wish to squeeze in. or spread the 
letter. Reach under the cover and with slight 
pressure hold the carrier position post (located at 
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right rear corner of ribbon cartridge) and press the 
Space bar. You will then be able to guide the car­
rier to the half-space position and type in the char­
acter. 

Vertical and Horizontal Lines 

Place pen, pencil, or ball-point pen in the notch of 
the clear-view card holder. Vertical lines may be 
drawn by rolling the platen manually or using the 
Index key. Horizontal lines can be drawn by using 
the Space bar or Backspace key. The paper bail 
also provides a horizontal ruling edge. 

The Rush Message 

To type a rush telegram when you have a transpript 
in the typewriter, roll the transcript backward until 
one inch or so remains in front of the platen. Place 
a telegram blank against the paper table and behind 
each carbon. Add carbons if necessary. Advance 
the material to typing position on the telegram and 
type the message. Then roll the material backward 
and remove the telegraph blanks and extra carbons. 
Reposition the transcript and continue to type. 

Visible Margin Reset 

The new visible margin scale and visible margin 
stops are located directly above the keyboard on the 
front of your IBM Selectric typewriter (see Figure 3). 
The red arrow, called the typing-position indicator, 
locates the exact position of the carrier. These 
featUres contribute such simpliCity to margin reset­
ting that the operation will be but a pause in your 
typing. To reset right or left margin, simply press 
in on the appropriate margin stop and glide it to the 
correct reading on the margin scale. You may occa­
sionally have to move the typing-position indicator 
(connected to the carrier) first, since the stops will 
not slide past it. 

Centering 

Position the paper in the typewriter so that its ex­
treme left edge is at "0" on the margin scale. Space 
the clear-view card holder to the right edge of the 
paper and note the reading on the scale. Dividing 
this number by 2 determines the center of the page. 

1. Move the carrier to the center point of the paper 
and set a tab stop. 

2. From this center point, backspace one space for 
each two spaces to be typed. Disregard single 
spaces left over in the count. You may prefer 
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to clear all other tab stops before setting the 
stop you will use as your centering guide. 

TAB STOPS IN FORMS TYPING 

The unique tab action of the IBM Selectric typewriter 
enables you to type forms and all multitab jobs fast­
er and more conveniently. 

To speed forms typing, first set your margins. 
Next, set tabs at the points on the form where data 
is to be inserted most frequently. Also set a tab a 
few spaces to the left of your right margin to prevent 

. unnecessary tab action through it. The tab stops 
will save you time by allowing you to move the car­
rier to frequently used points quickly. 

To type information on the form where there is no 
tab set, tab to the nearest tab stop, then use the 
Space bar or Backspace key to reach the desired lo­
cation. The typamatic action of the Index key (2740 
only) is a fast way to line space vertically to any 
point along the form. 

TYPING IN C ORREC TIONS 

When making corrections, you may locate the hori­
zontal position of the print element by using either 
the black line on the clear-view card holder or the 
red arrow on the margin scale. If you use the card 
holder as your indicator, position the black line at 
the point on the paper at which you want to insert the 
new character. Then Simply return to the line of 
type and insert the correction. 

Crowding Letters 

Example: 
Send the ordr today. 
Send the order today. 

To crowd the "e" into "ordr, " erase the final "r." 
Backspace until the black line on the card holder is 
over the space formerly occupied by the final "r. " 
Place the palm of the right hand on the top of the 
front cover. Reach under the cover and press left 
against the carrier-position post (located at the right 
rear corner of ribbon cartridge) with your finger 
until the black line is moved back one-half space. 
Hold the carrier in this position and type the "e. " 
Repeat the procedure for the "r. " 

Spreading Letters 

Example: 
He will send it. 
He can send it. 



To replace "will" with "can, " first erase "will. " 
Type the "c" in place of the "w" and type "n" in 
place of the final "1. " 

Position the black line on the card holder over 
the position occupied by the first "1." Place the 
palm of the right hand on the top of the front cover. 
Reach under the cover and press left against the 
carrier-position post with your finger until the black 
line of the card holder is directly between the "i" 
and "1." Type" a. " 

Release the carrier and continue to type. 

Two Methods of Spacing Letters 

Example: 
He could go. 
He c a n go. 

He could go. 
He can go. 
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The IBM 2740 Communications Terminal Model 2 is 
a buffered version of the IBM 2740 Communications 
Terminal. The IBM 2740 Model 2 enables key input 
from the typewriter keyboard to be printed, stored 
in a buffer, visually verified, and subsequently trans­
mitted to an IBM System/3 60. The basic buffer in 
the IBM 2740 Model 2 can accommodate up to 120 
characters (248 and 440 characters are available 
as special features), and is capable of reading out 
without destroying its contents. Station control is a 
standard function in the basic IBM 2740 Model 2 
terminal, and the line-control signals presently 
be ing used by IBM 2740 terminals remain unchanged 
for the Model 2. 

IBM 2740 COMMUNICATIONS TERMINAL MODEL 2 

KEYS, LIGHTS, AND SWITCHES (Figures 24 and 25) 

Only the additional keys, lights, and switches, or 
those keys, lights, and switches whose functions are 
altered in the Model 2, are described. 

The ® EOB key and © EOT key have been re­
moved from the IBM 2740 Model 2 keyboard since 
those signals are provided automatically; however, 
the @ EOB signal is provided only if the Record 
Checking special feature is installed. 

Enter Key (Additional Key). The Enter key, when 
operated, enables keyboar"d-initiated data to enter 

'.- <,c ~> 
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Figure 24. IBM 2740 Model 2 Operator Controls (Right Side of Keyboard) 
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Figure 25. IBM 2740 Model 2 Operator Controls 
(Left Side of Keyboard) 

the buffer in either local or communicate mode. 
Pressing the Enter key turns on the Enter light, re­
sets the buffer to the first position of storage, unlocl 
the keyboard, and places the terminal in enter statu~ 
If the terminal is polled or addressed while in enter­
status, a ® negative-response signal is sent to the 
CPU. The Attention light and audible alarm also 
turn on when the terminal is addressed. 

Bid Key. The Bid key 1s used to initiate the trans ­
mission of data when the terminal is in communicate 
mode. Pressing the Bid key turns the Bid light on 
and causes the contents of the buffer to be trans­
mitted when the terminal is polled by the CPU. The 
bid operation will not occur if the Reset light is on. 
The Bid key operates only when the terminal is in 
enter status or after a © EOT is received in re­
sponse to a ® EOB signal. The key is operated 
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after the © EOT is received when it is desirable to 
retransmit a message. 

After the operator has completed keying a mes­
sage, made any corrections, and pressed the Bid key, 
the terminal shifts to lower case and a ® EOB or 
© EOT is entered in the buffer in the position fol­
lowing the last keyed character. The ® is entered 
only if the Record Checking special feature is in­
stalled. When the terminal is polled by the CPU, the 
contents of the buffer (starting with the first position 
of storage and ending with the EOB or EOT character) 
is transmitted. The contents of the buffer will not be 
printed during transmission, since printing occurred 
as the buffer was loaded. When operating in local 
mode, each operation of the Bid key causes the con­
tents of the buffer to print out. 

Reset Key. When operating in enter status and 
communicate mode, pressing the Reset key resets 
the buffet to its first storage position and shifts the 
terminal to standby status. If the Reset light is 
turned on because (1) the terminal received a nega­
tive response to an EOB signal, (2) an error was 
entered into the buffer while in enter status, or (3) 
an error was read from the buffer in a buffer­
printout operation, operating the Reset key turns 
the light off (see "Error-Recovery Procedure" 
charts). 

Indicator Lights 

Enter Light (Additional Light). The Enter light turns 
on wh~never the Enter key is operated and remains 
on until the Bid key is operated. When on, the Enter 
light indicates that information entered at the key­
board is being loaded into the buffer. The light will 
blink and the audible alarm will sound when each of 
the last eight characters is entered into the buffer, 
warning the operator that the buffer is nearly filled 
(120, 248, or 440 positions). 

Reset Light. When on, the Reset light indicates 
the terminal has received an error, or received an 
EOT response to an EOB character. If the terminal 
receives an error in text and the Buffered Receive 
feature is not installed, a dash (-) is printed and the 
Reset light turns on. The Reset light is turned 
off, in this case, by the Reset key, or, if the 
Buffered Receive feature is installed, when an EOB 
or EOT is received . 

If the terminal receives an EOT in response to an 
EOB character, the Reset light turns on, the audi­
ble alarm sounds, and the keyboard locks. In this 
case, the Reset light is turned off by the Reset 
key. 



The Reset light also turns on if an error charac­
ter is loaded into the buffer when the terminal is in 
enter-local or enter-communicate status. The key­
board will lock and the bid function (while in 
communicate mode) will be suspended. Operating 
the Reset key turns the Reset light off, restores 
the buffer, and terminates the enter operation. 

If an error is detected during a buffer-printout 
operation, the Reset light turns on and the key­
board locks; however, the printout will be completed. 
Operating the Reset key turns the Reset light off 
and restores the buffer. This light being on also 
indicates that the buffer capacity has been exceeded 
when receiving data from the line and the Buffered 
Receive feature is installed. 

Attn (Attention) Light. The Attention light turns on 
and the audible alarm sounds momentarily if the ter­
minal is addressed while in enter, local, or buffer­
print status condition, or if the terminal typewriter 
is without paper. The Attention light turns off when 
the condition that caused the light to turn on is cor­
rected. 

Platen Split Light (SpeCial Feature). The Platen 
Split light is on whenever the platen is in a split con­
dition. See "Split Friction-Feed Platen" in the 
"Special Features" section of this manual. 

IBM 2740 MODEL 2 TERMINAL OPERATION 

Local Mode 

When operating in local mode, the information typed 
at the keyboard can also enter the buffer, if so 
desired, provided the Enter key is operated prior to 
typing. Pressing the Bid key after typing is com­
pleted causes the contents of the buffer to be printed. 
The information stored in the buffer can also be 
transmitted at a later time by switching the terminal 
to communicate mode and pressing the Bid key. In 
normal local-mode operation, no indicator lights are 
on; in local-enter mode, the Enter light is on. If a 
terminal is addressed..m: polled while operating in 
local mode, a negative response is sent to the CPU. 
The Attention light and audible alarm are also turned 
on to alert the operator when the terminal is 
addressed. 

Communicate Mode 

When operating in communicate mode, pressing the 
Enter key unlocks the keyboard, turns the Enter 
light on, turns the Standby light off, and enables the 
information typed at the keyboard to enter the buffer. 

The Enter light blinks and the audible alarm sounds 
as each of the last eight character positions of the 
buffer is filled, to warn the operator that the buffer 
is nearly filled. The keyboard locks when the capac­
ity of the buffer (120, 248, or 440 characters) is 
exceeded. After the message has been typed (or the 
buffer has been filled), operating the Bid key turns 
the Enter light off and the Bid light on. The message 
stored in the buffer is transmitted and the Transmit 
light turns on after the Bid key is operated and the 
terminal is polled by the CPU. If the terminal is 
addressed after the Bid key is operated, the terminal 
responds automatically with a negative response and 
turns on the Attention light and audible alarm. An 
EOT signal is included automatically at the .end of 
message transmission if the terminal does not have 
the Record Checking special feature installed. If the 
terminal is equipped with the Record Checking special 
feature, an EOB signal is transmitted instead of the 
EOT Signal. The EOT signal is transmitted auto­
matically after a positive response is received from 
the CPU. 

If the CPU responds to checking with a @ (pOSi­
tive answer, inquiry), the terminal shifts automatic­
ally to receive status (Receive light on) in order to 
receive the incoming mess"age. A negative response 
to checking from the CPU causes the terminal to shift 
back to transmit status (Transmit light on) and re­
transmit the contents of the buffer automatically. If 
no response to checking is received from the CPU, 
the CPU will time out and send an EOT to the termi­
nal, which clears the line. An EOT response from 
the CPU will shift the terminal to standby status and 
tu.rn on the Reset and Standby lights. You can re­
transmit the message by pressing the Reset key 
and then the Bid key. The message will be trans­
mitted automatically when your terminal is polled. 
The EOT response from the CPU is received only 
after a predetermined number of retransmissions 
have been unsuccessful. The number of retransmis­
sions is specified by the CPU program. 

When operating in communicate mode, the type­
writer keyboard is locked under the following condi­
tions: 

e If terminal is in communicate mode, but not in 
enter status. 

• When a buffer VRC error is detected. 

• When a buffer overflow occurs. 

o During a carrier-return or tab operation. 

• If terminal is in standby status. 
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To return the carrier to the left margin, when 
the keyboard is locked because of one of the 
conditions just listed, shift to local mode, and 
press the Reset key and Return key. 

SPECIAL FEATURES 

Buffered Receive 

This feature permits the IBM 2740 Model 2 terminal 
to receive data into the buffer from the communi­
cations line. 

Operation 

The printout of the buffer takes place after the, mes­
sage (EOT signal) is received, thereby reducing the 
time that the transmission line is in use. The Re­
ceive light is on and the keyboard is locked during 
the buffer-printout operation. The terminal switches 
from a receive status to a standby status after the 
buffer printout has been completed. Idle characters 
are not required after function codes (CR, Tab, and 
Index), as the Buffered Receive feature will stop to 
allow the function to be completed before continuing 
the printout. This reduces the number of characters 
to be transmitted. The length of transmission cannot 
exceed the capacity of the buffer (120, 248, or 440 
positions). If a buffer overtlow occurs, the Reset 
light and audible alarm turn on, and the terminal 
responds with an EOT signal (see "Error- Recovery 
Procedures") • 

Header Control 

This feature allocates up to 28 positions of the buffer 
for the storage of repetitive header information. 
Starting with position 1, increments of four positions 
(up to a maximum of 28) can be specified at the time 
of ordering. 

Operation 

With the Header switch in the OFF position, data 
typed at the keyboard can be entered into the header 
area of the buffer (Enter key operated). This data is 
available every time the buffer reads out to the line. 
Changes in data in the header area of the buffer must 
be made by retyping the entire area. Once header 
data has been entered, turning the Header switch to 
the ON position allows subsequent data entered to 
automatically start at the end of the header area of the 
buffer. Transmission will be from the beginning 
of the header area to the end of information stored in 
the buffer. All positions of the header area must be 
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filled with characters and/or spaces. If the terminal 
power is turned off, the buffer information will be 
lost. Data keyed into the buffer (including .the 
header area) can be printed out for verification by 
entering the data while in local-enter mode (with the 
Header switch in the OFF position) and pressing the 
Bid key after all data has been entered. If the 
Buffered Receive feature is installed, the positions 
used for header control are not available to receive 
data from the line when the Header switch is set to 
the ON position. 

The Edit feature simplifies the method of cor:r:ect­
ing typing errors entered into the buffer; however, 
the backspace-retype and Reset-retype methods of 
correction (described under "TYPing Error Correc­
tion .Procedure") may still be used. The Edit 
feature is controlled by the following keys: 

e Line Return Key. This key is operative only when 
the terminal is in the enter-local or enter­
communicate mode. Pressing the Line Return key 
immediately following the operation of the Line 
Type key or keyboard operation causes the buffer 
to back up and erase all characters up to and 
including the first character of the present line. 

e Line Type Key. This key is opeorative only in 
enter-local or enter-communicate mode. Operating 
this key immediately after the buffer is restored 
to position 1 by operating the Enter key causes the 
buffer to print out to, and perform, the next 
carrier return stored in the buffer. The Line Type 
key becomes inoperative after typing a character 
or reaching the character where the Enter key was 
operated. 

o Enter Key. Pressing this key while in the enter 
mode causes the buffer address to be reset to the 
first position and the terminal to remain in enter 
mode. 

Operation 

If an error occurred in the present line of typing, 
the correction procedure is as follows; 

1. Press CR/LF key (moves print element to left 
margin and next line). 

2. Press Line Return key to back up the buffer to 
the beginning of the line. 

3. Rekey the entire line. 



If the error is not in the present line of typing, 
the correction procedure is as follows: 

1. Press CR/LF key (moves print element to left 
margin and next line). 

2. Press Enter key (restores buffer to position 1). 
This is the second operation of the Enter key 
since this key was operated before typing was 
started. 

3. Press Line Type key, and advance the buffer 
line-by-line until the end of the line to be cor­
rected is reached. 

4. Press Line Return key. 
5. Retype the line in error and all succeeding lines 

of the message . 

The stored information can be verified by switch­
ing to local mode and pressing the Bid key or by 
repeating the Line Type key operation. This causes 
the contents of the buffer to be printed. If the mes­
sage is correct, switch to communicate mode and 
press the Bid key; transmission will occur when the 
terminal is polled. 

Document Insertion 

The Document Insertion feature provides a means of 
inserting ledger cards in front of the typewriter 
platen without using the platen knobs (see Figure 26) 

Operation 

To insert the ledger card, push down on the Release 
button (Figure 26, Part A), and simultaneously pull 
the post toward the front of the terminal (Part B). 
When the feature is tilted forward, the feed rolls are 
open and the card can be inserted (Part C). A pres­
sure arm pushes the card against the left card guide 
while the feed rolls are open. 

After the card is inserted, the feature can be 
moved toward the rear of the machine. This action 
requires very little effort as the device is spring 
loaded . The card can still be moved at this time, 
and can now be positioned for printing by aligning 
the desired print-line number (printed on the right 
side of the card) between the two lines of the Line­
Position Indicator located on the right side of the 
plastic guide (Part D). The feature is locked in posi­
tion by again pushing down on the Release button. 
The spring-loaded mechanism returns the feature to 
its home position, and the card is held securely in 
place and is ready to receive the printed data. The 
card is removed by repeating the Release button and 
tilt-forward action. An interlock locks the keyboard 
if the feature is not in home position. 

Figure 26. Document Insertion Feature 

Split Friction-Feed Platen 

A Split Friction-Feed Platen is available to further 
enhance the forms-handling capability of the IBM 
2740 Model 2 terminal (provided the Document 
Insertion feature is installed). 

Operation 

The two sections of the platen may be manually 
disengaged by pulling out on the left platen knob. The 
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two sections will remain disengaged until the left 
platen knob is manually pushed in. When the platen 
is split (disengaged), only the right-hand portion will 
be indexed by the Index key, the CPU, or the platen 
knobs. When the platen is not split (engaged), both 
sections are indexed, in the normal manner. The 
platen is split so that 5 1/2 inches of the printing line 
is available onthe'left-hand portion. The print posi­
tion that prints directly on the split in the platen 
should nbt be used, since it may not be legible. 

The Platen Split indicator light, located to the left 
of the keyboard, is on whenever the platen is in the 
split condition. The keyboard will lock if the Docu­
ment Insertion feature is used while the platen is 
split. The keyboard will unlock when the platen is 
restored to normal. 

Record Checking 

The Record Checking feature is comprised of two 
parts--VRC (Vertical Redundancy Check), and LRC 
(Longitudinal Redundancy Check). 

Each character transmitted by the 2740 Model 2 
must contain an odd number of bits. As each char­
acter is generated at the keyboard, an additional bit 
(c-bit) is inserted into all even-bit characters. The 
parity checking (VRC) of each transmitted character 
is performed by the receiving terminal. Any re­
ceived error will be printed as a dash character (if 
Buffered Receive feature is not installed) or will 
cause a dash to be stored in the buffer (if the Buffered 
Receive feature is installed), and the Reset light 
turns on. A longitudinal redundancy check (LRC) is 
made at the receiving terminal follOWing the receipt 
of the EOB and LRC character from the transmitting 
terminal. The transmitting terminal then waits for 
a response from the receiving terminal. 

Operation 

Transmitting Terminal. After the operator has com­
pleted keying a message, made any necessary cor­
reetions, and pressed the Bid key, the terminal is 
shifted to lower case and an EOB code is entered in 
the buffer automatically. The contents of the buffer, 
starting with the first position of storage and ending 
with the EOB character, will be transmitted when the 
terminal is polled. If the CPU acknowledgment indi­
cated an error condition (negative response), the 
terminal will retransmit the message automatically. 
Retransmission of the message will continue until a 
positive response (Q? or @) is received, or until an 
EOT code is received by the transmitting terminal. 
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An EOT code indicates that the CPU has not received 
the message correctly and wishes to terminate the 
transmjssion. The transmitting terminal shifts to 
standby status with the Reset and standby lights on 
and the keyboard locked to indicate to the operator 
that the message was in error. The rejected mes­
sage may be transmitted ag_ain, without rekeying, by 
preSSing the Reset key and then the Bid key, and 
waiting for the terminaf to be polled by the CPU. 

If the CPU receives the message correctly, it will 
respond with either a Q? or @. If a Q? response is 
received, the terminal automatically sends an EOT 
code and shifts to standby status. If a @ response is 
received, the terminal shifts to receive status auto­
matically and awaits the inquiry message to be trans­
mitted by the CPU. If any character other than ©, 
@' or Q? is received in response to an EOB, it is 
treated as a negative response ® and the message 
is retransmitted. 

Receiving Terminal. After the message is received, 
the receiving terminal compares its accumulated LRC 
character with the one received from the transmitting 
terminal. The accumulated LRC character is trans­
mitted after the EOB character. If the two LRC char­
acters do not compare or a VRC error occurred prev­
iously, a negative response ® is sent to the trans­
mitting terminal. If the Buffered Receive feature is 
installed, no printing would occur until the message 
is received correctly. If a VRC error occurs in text 
and the Buffered Receive feature is not installed, a 
dash (-) is prili.ted in place of the error character. 

TYPING ERROR CORRECTION PROCEDURE 
(IBM 2740 Model 2) 

If an error is made when typing the message and the 
operator wishes to correct the contents of the buffer, 
she may backspace to the error, strike over the 
error, and then rekey all the characters that were 
backspaced over. The backspace character is not 
stored but will cause the print element and buffer­
storage address to back up one position each time 
the Backspace key is operated, until the left margin 
of the form is reached. The operator may start 
rekeying at the beginning of the buffer by first press­
ing the Reset key and then operating the Enter key. 
When error correction involves typewriter functions 
such as tab, carrier return, index, or case shift, the 
recommended procedure is to Reset and re-enter 
the entire message. 



ERROR-RECOVERY PROCEDURES (mM 2740 
Model 2) 

The charts in Tables 1 through 7 summarize the 
various error conditions that could arise during the 
following operations. The charts also indicate the 
line responses (if any), the indicator(s) turned on, 
and the procedure for recovery. 

1. Receive Operation--without Record Checking 
2. Receive Operation--with Record Checking 
3. Transmit Operation--Buffer to Communications 

Line 
4. Enter Status--Local or Communicate Mode 
5. Buffer Printout--Local Mode 
6. Terminal Addressed by CPU 
7. Terminal Polled by CPU 

Table 1. Receive Operation--without Record Checking Feature 

Buffered Terminal 
Type of Error Receive Indicator Response Recovery 

Parity error Reset light on, char-

(buffer). Yes acter mayor may not be 
printed, and alarm sounds. Press Reset key and send 

None message to request retrans-
Incorrect case. Yes Print hyphen. mission. 

Buffer overflow. Yes Reset light on. 

Lose fO.rms while With or Receive light turns off Insert forms and send mes-
receiving from line. Without and Standby light fails to None sage to request retransmis-

turn on. sion. 

Lose forms while Standby light fails to 
printing out from Yes turn on after message None Same as preceding condition. 
buffer. is printed out. 

Incorrect case. No Print hyphen. Press Reset key and send 
None message to request retrans~ 

Overflow printer. No Characters omitted. mission. 
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Table 2. Receive Operation--with Record Checking Feature 

Buffered Terminal 
Type of Error Receive Indicator Response Recovery 

Parity error. Reset light on until 
response is sent and 

No stop bit. Yes alarm sounds. ® CPU retransmits message. 
Insert hyphen in buffer. 

LRC error. 

Pa,rity error. 
Reset light on until 

No stop bit. No response is sent. ® CPU retransmits message. 
Print hyphen. 

LRC error. 

Lose forms while With or Receive light turns off and None (CPU Insert forms. 
recei ving data from Without Standby light fails to turn times out) CPU retransmits message. 
line. on. 

Lose forms while Standby light fails to turn Insert forms and send mes-
printing out from Yes on after message has None sage to request retransmis-
buffer. printed out. sion. 

Buffer overflow. Yes Reset light on. © Post error message to user. 

Overflow printer. No Reset light on. © Post error message to user. 
Print hyphen. 

Buffer parity error Reset light on. Press Reset key and 
while printing out Yes Print hyphen. None request retransmission. 
message. Alarm sounds. 

Incorrect case Reset light on. 
(detect during print- Yes Print hyphen. None Same as preceding condition. 
out). 

Incorrect case. No Reset light on. © Post error message to user. 
Print hyphen. 

Buffer error. Yes Reset light on. ® CPU retransmits message. 
Alarm sounds. 
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Table 3. Transmit Operation--Buffer to Communications Line 

Record Response 
Type of Error Checking Indicator from CPU Recovery 

Press Local switc~, then 
Buffer VRC error. Yes Reset light on. @or@ Reset key. Switch back to 

Alarm sounds. communicate mode and rekey 
message. 

Press Local Rwitch, then 
Reset light on. Reset key. Switch back to 

Buffer VRC error. No Alarm sounds. NOlle communicate mode and rekey 
message. Post system error 
to user. 

None. @ Automatic retransmission of 
message. 

Alarm sounds. © or Press Reset key, press Bid 
No error detected in Yes Reset light on and garbled key, and wait to be polled. 
2740. Receive light off. answerback 

Reset light on and Press Local switch, then 
Receive light on. No response Reset key, and switch back 

to communicate mode. 

Table 4. Enter Status--Local or Communicate Mode 

Type of Error Indicator Recovery 

Reset light on. Press Reset key, press Enter key, and 

Buffer parity error. Keyboard locked. rekey message. 
Alarm sounds. 

Alarm sounds eight char-
Buffer overflow. acters before end of buf- Message can be sent as is, or press Reset 

fer, and keyboard locks and Enter keys to reload message. 
at end of buffer. 

Lose forms while entering data. None. Load forms if hard copy is desired. 

Enter light fails to turn 
No forms. on when Enter key is Load forms. 

pressed. 
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Table 5. Buffer Printout--Local Mode 

Type of Error Indicator 

Reset light on and 
Buffer parity error. keyboard locked. 

Alarm sounds. 

Incorrect case. Print hyphen. 

Table 6. Terminal Addressed by CPU 

Terminal Status 

1. No forms. 
2. Not in commun-

icate mode. 
3. Bid key operated. 
4. Enter mode. 
5. Buffer printout. 

No power on ter­
minal or data set. 
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Indicator 

Attention light on and 
alarm sounds •. 

None. 

Terminal 
Response 

® 

None (CPU 
times out) 

Recovery 

Press Reset key, press Enter key, and 
rekey message. 

Same as preceding condition. 

Recovery 

Press Heset key to reset Attention light and 
wait to be addressed again. 

1. Load forms. 
2. Press Communicate switch. 
3. Wait to be polled or go to local mode and 

press Reset key. 
4. Complete entry and wait to be polled; or 

abort enter mode by switching to local 
mode, pressing Reset key, and switching 
back to communicate mode, and wait to 
be readdressed. 

System should readdress terminal. After two 
retries should post the error condition to user 

Turn terminal power on. System should 
readdress terminal. After two retries should 
post the error condition to user. 



Table 7. Terminal Polled by CPU 

Terminal Response 
Terminal Status to Poll Recovery 

Press Communicate switch, press Bid key, 
Enter or buffer print. ® and wait to be polled. Normal condition. 

System should continue polling. 

Press Enter key and key message. 
Press Communicate switch. 

Not in communicate mode. ® Press Bid key and wait to be polled. 
Normal condition. System should continue 
polling. 

Press Communicate switch. 
Bid key not operated. ® Press Bid key if message has been entered. 

Normal condition. System should continue 
polling. 

Turn power on. 
No power on terminal or data set. None System should repoll twice. After second 

retry, post- condition to user. 
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DIAL-UP AND DISCONNECT PROCEDURES FOR THE IBM 2740 MODEL 1 EQUIPPED 
WITH THE AUTOMATIC DISCONNECT FEATURE (World Trade Only) 

USING THE IBM 3976 MODEM MODEL 2 

DIAL-UP CONNECTION PROCEDURES (HAND 
SHAKING) 

A dial-up connection can be established by answering 
a.. call either manually or automatically. 

NOTE: The 3976 contains three lighted pushbuttons (Data, 
Answer, and Tel). 

Manual Answering Procedure 

54 

Station 1 

• Lift handset and 
dial. 

• High-pitched tone 
is heard (indi­
cates line con­
nection has been 
established) . 

• Press Data button 
--3976 (Data light 
turns on). 

• Hang up handset 
and wait for Dial 
Connect light 
(2740) to turn on. 

• Press Bid key 
(must be within 
15 seconds after 
Dial Connect light 
turns on). 

• Key data. 

Station 2 

• Phone rings. 

• Press Data but­
ton--3976 (Data 
light turns on). 

• Press Answer but­
ton--3976 (Answer 
light turns on). 

Auto-Answering Procedure 

Station 1 

• Lift handset and 
dial. 

• High -pitched tone 
is heard (indi­
cates line con­
nection has been 
established) . 

• Press Data button 
--3976 (Data light 
turns on). 

• Hang up handset 
and wait for Dial 
Connect light to turn 
on. 

• Press Bid key 
(must be within 
15 seconds after 
Dial Connect light 
turns on). 

• Key data. 

Station 2 

• Answer light turns 
on--3976. 

• Data light turns on 
--3976. 

• Phone rings. 

AUTO-DISCONNECT PROCEDURE 

Once a connection is established, automatic dis­
connection of the line is caused by: 

l':l"o bid within 15 seconds after a connection is 
established; 

No character sent within a 15-second period; 
No character received within a 15-second period; 

or 
No bid within 15 seconds after EOT. 



Manual disconnect can be initiated by either terminal 
operator (by pressing the Dial Disconnect key). 

When automatic disconnect occurs, it causes: 

The Transmit and Receive lights to turn on; 
The Dial Connect light to turn off; 
The alarm to ring; and 
The Data light (3976) to turn off. 

NOTES: 

1. The alarm rings only momentarily, but the lights remain 

as described until: 

The EaT key is pressed (this turns off the Transmit and 

Receive lights); or 

A new connection is established--without the EaT key 

being actuated (this also turns off the Transmit and 

Receive lights). 
2. Normally, the disconnection procedure is initiated by 

the sending terminal. If, however, the operator at the 

receiving terminal initiates the disconnection procedure 

by pressing the Dial Disconnect key, the Dial Connect 
light at the sending terminal turns off, and, after 15 sec­

onds, the sending terminal disconnects and its Transmit 

and Receive lights turn on. 
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