


















































































































































































































































































































































































































































































































































































































































































































































How to Perform Media Management 

Getting Ready to Perform Media Management 
Before you start, you will need the following: 

• At least one fixed disk drive 

• A copy of the 3174 Subsystem Control Unit Utility and Control diskettes on a 
fixed disk. These diskettes must be at or greater than microcode level A4.0 or 
54.0. 

If you need to perform a copy to the fixed disk, see Chapter 15, "How to Copy 
Files." 

An Overview of Media Management 
The Media Management procedure provides you with a tool for managing the data 
on your fixed disk(s). It allows you to select or deselect subdirectories (each subdi­
rectory holds the contents of a 3174 diskette) that are used for the different IMLs 
from a fixed disk. For example, the Control subdirectory would be used for an IML, 
and the Utility subdirectory would be used for an ALT 1 IML. 

Media Management eliminates the need for diskette insertion and swapping, 
thereby allowing you to more efficiently manage your 3174 Subsystem Control Unit. 
In addition, subdirectories can be deleted from the fixed disk by performing this 
procedure. 

Only certain 3174 diskettes can be copied onto a fixed disk drive and only one of 
each diskette type can reside on the fixed disk at a time. For example, two Utility 
diskettes cannot be copied to the fixed disk. The second copy will overwrite the 
first copy. The diskettes that can be copied to the fixed disk include: 

3174 Utility (UTL) diskette 
3174 Control (CTL) diskette 
3174 Limited Function Utility (LFU) diskette 
3174 Library (LIB) diskette 
3174 Down Stream Load (DSL) diskette 

Notes: 

1. The Utility and Control diskettes must be at or greater than microcode level 
A4.0 or 54.0. 

2. The DSL diskette can contain microcode for up to four of the following: 3290, 
3179-G, 3192-G, 3193, and 3174 feature 3020 - AEA. 

Warning: When both the Utility and the Limited Function Utility diskettes are 
copied to the fixed disk, the system will IML from the one most recently copied. 
For example, if you copy the Limited Function Utility diskette to the fixed disk first 
and then copy the Utility diskette to the fixed disk, the Utility disk is used for the 
IML. This can be overridden by performing the procedure under "IML Source 
Selection/Deselection Procedure" on page 18-6. 
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How to Perform Media Management 

Media Management Options 

18-4 

The Media Management procedure provides you with two main options: 
Select/Deselect IML Source and Delete Subdirectory. These options allow you to 
indicate which subdirectory or subdirectories you wish to be IMLed or deleted. 

What happens next depends on the option you select from the Media Management 
Menu (Figure 18-1). 

Figure 18-1. Media Management Menu 

Selecting option 1, "Select/Deselect IML Source," presents the IML Source 
Selection panel. (See Figure 18-5 on page 18-7.) Selecting option 2, "Delete 
Subdirectory," presents the Subdirectory Deletion panel. (See Figure 18-8 on 
page 18-10.) 



PF Keys 

How to Perform Media Management 

You call up a specific function of the customizing program by pressing a PF key. 
One or both of these PF keys may appear on the panels during the Media Manage­
ment procedure. A PF key is operational only if it appears on the panel you are 
using. 

Figure 18-2. Media Management PF Keys. 

PF3 PF3 (Quit) quits the procedure and erases all responses entered that have 
not been processed by pressing PF12. When the IML Source Selection or 
the Subdirectory Deletion panel is on the screen, pressing PF3 returns you 
to the Media Management Menu panel. Pressing PF3 on the Media Man­
agement Menu panel returns you to the Master Menu. 

PF12 PF12 (Process) processes the options specified during this procedure. If 
you are using a Data Entry, Data Entry Keypunch, or non-QWERTY key­
board without PF12, use PA2. 

Note: Keyboards with PF13 through 24 are mapped into PF1 through 12. 
For example, PF13 is PF1 and PF15 is PF3. 

Now you are ready to perform one of the following Media Management Proce­
dures. If you want to: 

,elect or Deselect the IML Source, turn to page 18-6 and begin the procedure. 

Delete Subdirectories, turn to page 18-9 and begin the procedure. 
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How to Perform Media Management 

IML Source Selection/Deselection Procedure 
The following sequence of steps should be used to select the IML source. 

Step 1. Select 'Media Management' on the Master Menu 
1-1: Display the Master Menu. (See Chapter 12, "How to Display the Master 
Menu," for instructions.) 

1-2: Type 8 after Select = = = > 

1-3: Press ENTER. 

Step 2. Select Option 
The Media Management Menu appears on your screen (see Figure 18-3). 

Figure 18-3. Media Management Menu displayed 

2-1: Type 1 after Select = = = > 

2-2: Press ENTER. 
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How to Perform Media Management 

Step 3. Verify Drives 
The prompt shown in Figure 18-4 appears on your screen. 

Select drive = = = > is defaulted to the first available fixed disk drive installed. A 
message prompts you to verify the default drive selection. 

Available drives: 3 4 Select Drive ===> 3 

Figure 18-4. The Media Management Disk Drive Assignment Panel 

3-1: If you do not want to use the default drive selection, type the number of the 
fixed disk drive that you want to use after Select drive = = = > . 

3-2: Press ENTER. 

Step 4. Select/Deselect the IML Source 
The IML Source Selection panel appears on your screen (see Figure 18-5) along 
with the selectable subdirectories on the drive you specified. 

Figure 18-5. IML Source Selection Panel 
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How to Perform Media Management 

What's Next? 

18-8 

4-1: Type a 1 (Select) in the space provided before each subdirectory you want 
used during an IML. 

Note: Only one Utility subdirectory can be selected at a time. 

4-2: Type a 2 (Deselect) in the space provided before each subdirectory you do 
not want used during an IML. 

Note: Only one Utility subdirectory can be deselected at a time. 

4-3: Press ENTER. 

• If the responses are valid, a message indicates that all responses are correct 
and you will be prompted to press PF12. 

• If a response is invalid, the response is highlighted. A four-digit status code 
and message displayed on the message line explain why the response is 
invalid. (See 3174 Status Codes, GA27-3832, for a description of the status 
codes.) 

1. Correct the highlighted response. 

2. Press ENTER. The status code changes to explain any other invalid 
responses. 

3. Continue correcting responses until none are highlighted. A message indi­
cates that all responses are correct after the ENTER key is pressed. 

4-4: Press PF12 to process. 

The responses are saved and the selected subdirectory names appear under the 
Subdirectory Selection Name section on the right side of your screen. A series of 
eight periods will appear in the subdirectory name fields not selected for IML. 

You Can: 

• Change your selections. 
• Press PF3 to return to the Media Management Menu and select an option. 
• Press PF3 twice to return to the Master Menu. See the "3174 Quick-Reference 

Guide for Customizing" to locate the information for the procedure you have 
chosen or to determine the next procedure to perform. 



How to Perform Media Management 

Subdirectory Deletion Procedure 
The following sequence of steps should be used to delete unwanted or bad subdi­
rectories from a fixed disk drive. 

Step 1. Select "Media Management" on the Master Menu 
1-1: Display the Master Menu. (See Chapter 12, "How to Display the Master 
Menu," for directions.) 

1-2: Type 8 after Select = = = > 

1-3: Press the ENTER. 

Step 2. Select Option 
The Media Management Menu appears on your screen (see Figure 18-6). 

Figure 18-6. Media Management Menu 

2-1: Type 2 after Select= = = > 

2-2: Press ENTER. 
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How to Perform Media Management 

Step 3. Verify Drives 
The prompt shown in Figure 18-7 appears on your screen. 

Select drive = = = > is defaulted to the first available fixed disk drive installed. A 
message prompts you to verify the default drive selection. 

Available drives: 3 4 Select drive ===> 3 

Figure 18-7. The Media Management Disk Drive Assignment Panel 

3-1: If you do not want to use the default drive selection, type the fixed disk drive 
number that you want to use after Select drive = = = >. 

3-2: Press ENTER. 

Step 4. Delete Subdirectories 

18-10 

The Subdirectory Deletion panel appears on your screen (see Figure 18-8) listing 
the subdi rectories on the drive you specified. 

Figure 18-8. Subdirectory Deletion Panel 



What's Next? 

4-1: Type an X in the space provided before each subdirectory name you want 
deleted from the fixed disk. 

4-2: Press ENTER. 

A message displaying the number of subdirectories to be deleted and a request for 
you to press ENTER appear on the message line near the bottom of your screen. 
Verify that these are the subdirectories you want deleted. 

4-3: Press ENTER. 

The subdirectories you marked with an X are deleted and replaced with a series of 
eight periods. A message will appear on the message line near the bottom of your 
screen informing you that the deletion is complete. 

You Can: 

• Delete more subdirectories. 
• Press PF3 to return to the Media Management Menu and select an option. 
• Press PF3 twice to return to the Master Menu. See the "3174 Quick-Reference 

Guide for Customizing" to locate the information for the procedure you have 
chosen or to determine the next procedure to perform. 
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Chapter 19. How to Identify Customizing Keyboards 

Getting Ready to Identify the Customizing Keyboard ................ 19-3 
When Do You Need to Identify the Customizing Keyboard? ............ 19-3 
Identify the Customizing Keyboard Procedure ..................... 19-4 

PF Keys ............... . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 19-4 
Step 1. Select 'Identify Customizing Keyboard' on the Master Menu .... 19-4 
Step 2. Select the Keyboard Type ........................... 19-5 
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How to Identify Keyboards 

Getting Ready to Identify the Customizing Keyboard 
Before you start, you need to see Chapter 1, "For First-Time Users" for a list of 
display stations that can be used as customizing display stations attached to port 
26-00 of the 3174 Subsystem Control Unit. 

When Do You Need to Identify the Customizing Keyboard? 
You need to identify the customizing keyboard when you first customize with a 
Utility disk and when you recustomize with a Utility disk. 

When you first customize with a Utility disk: If the keyboard of the display station 
being used for customizing is in one of these languages, you must identify it before 
you begin any other customizing procedure: 

• Austrian/German • Italian 
• Belgian • Japanese English 
• French, AZERTY • Japanese Katakana:. 

The default is a QWERTY keyboard layout, which is available in many languages. 
On a QWERTY layout, the first six characters on the left side of the top row of 
alphabetic characters are Q-W-E-R-T-Y. The same naming scheme is also used for 
other types of layouts, for example, the AZERTY layout. 

If your keyboard has the default layout, you do not need to select this procedure. 

After you complete the Identify Customizing Keyboard procedure, the customizing 
keyboard you specify will be supported on that Utility disk for all the other custom­
izing procedures. 

When you recustomize with a Utility disk: If you want to change keyboards, or if 
you do not know what keyboard was used when the Utility disk was previously cus­
tomized, select the Identify Customizing Keyboard procedure. On the Customizing 
Keyboard panel, the keyboard layout that is currently identified on the Utility disk 
will be highlighted and the cursor will be next to it. If you want, you can select a 
different type of keyboard layout. 

Now you are ready to identify the keyboard. Turn to page 19-4 to begin the 
procedure. 
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Identify the Customizing Keyboard Procedure 

PF Keys 

The following sequence of steps should be used to identify the customizing key­
board. 

You call up a specific function of the customizing program by pressing a PF key. 

These two PF keys appear on the panel you use during the Identify Customizing 
Keyboard procedure: 

PF3 PF3 (Quit) erases the response you just entered. It takes you out of the 
procedure and displays the Master Menu on your screen. Either the 
default response or the keyboard layout you selected when you previously 
customized the disk will be in effect. 

PF12 Pressed at the end of the procedure, PF12 (Done) saves the response you 
entered on the panel. Then the Master Menu appears on your screen. If 
the keyboard you are using does not have a PF12 key, use PA2. 

Step 1. Select 'Identify Customizing Keyboard' on the Master Menu 

19-4 

1-1: Display the Master Menu. (See Chapter 12, "How to Display the Master 
Menu" for directions.) 

1-2: Type K after Select = = = > 

1-3: Press ENTER on the keyboard. 



Step 2. Select the Keyboard Type 
The Customize Keyboard panel (Figure 19-1) appears on your screen. 

Figure 19-1. Identify Customizing Keyboard Panel 

The cursor is in front of the current keyboard choice, which is highlighted. If no 
other keyboard type has been specified, the cursor is in front of QWERTY, the 
default selection. 

2-1: Position the cursor in front of the selection. 

2-2: Press the ENTER key. Your selection is highlighted on the screen. 

2-3: Press PF12 to save your input and to return to the Master Menu. 

Notes: 

1. If your keyboard does not have a PF11 and PF12 key, use PA1 for PF11 and PA2 
for PF12. 

2. Austrian/German (QWERTZ) Data Entry keyboards use A TIN as PF9 and 
CURSR SEL as PF10. 

Now that the customizing keyboard has been identified, you can select any custom­
izing procedure on the Master Menu. See the "3174 Quick-Reference Guide for 
Customizing" to locate the information for the procedure you have chosen or to 
determine the next procedure to perform. 
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Part 4. Worksheets 

Chapter 20. Configuration Worksheets 
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Permission to Copy ----------------------, 

You are hereby authorized to copy the worksheets in this chapter. Make as 
many copies of these worksheets as you need to plan for customizing. Save 
the blank original for later planning. 
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Worksheet 1 

Worksheet 1-Host Attachment 

Date: _______ _ Model: ________ _ 
Serial: _______ _ Location: ________ _ 

Customized by: _______ _ Telephone: ________ _ 

Chapter 3 of the 3174 Customizing Guide contains the planning information needed. 

188 -I I I I 
x x x 

181 -0 
x 

099: Product Assistance Data 
100: 3174 Model Designation 
101: Host Attachment 

____ MODEL/ATTACH ___ _ 
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Worksheet 2 

Worksheet 2-BSC 
Chapter 3 of the 3174 Customizing Guide contains the planning information needed. 

Bse 

184 - OJ 188 -I I I I I 1 1 I 
X X 0 0 0 0 0 0 0 

121 - OJ 123 -0 
0 1 0 

132 - D D D 0 136 -0 0 D 0 
0 0 0 0 0 0 0 

141 - 0 165 - 0 
A 

173 - I I I I I I 1 1 I 175 -I I I I I I 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 

317 - D 318 - 0 
0 0 

104: Control Unit Address 
108: Unique Machine Identifier 
110: Multiple Logical Terminals (ML T) Configuration Level 
116: Individual Port Assignment 

0 

I 

121: Keyboard Language and Character Set I/O Interface Code 
123: Country Extended Code Page Support 
125: Miscellaneous Feature Options 
127: Response Time Monitor (RTM) Definition 
132: Alternate Keyboard Selection 
136: Modifiable Keyboards: Standard Layouts 
137: Modifiable Keyboard: Modified Layouts 
138: Modifiable Keypad: Standard Layouts 
141: Magnetic Character Set 
165: Compressed Program Symbols 
166: Attribute Select Keyboard 
168: Additional Extension-Mode Key Definition 
173: Distributed Function Terminal (OFT) Options 
175: Distributed Function Terminal (OFT) Password 

118 -0 
0 

125 -I 1 
0 

137 - 0 

0 

166 - 0 
A 

176 - 0 

0 

348 -0 
0 

176: SSC Enhanced Communication Option: Distributed Function Terminals 
178: 7232 Dual Control Unit Terminal Multiplexer SWitching 
317: Telecommunication Facilities (SSC and SDLC) 
318: Full- or Half-Speed Transmission (SSC and SDLC) 
340: RTS Control Options (SSC and SDLC) 

20-4 

I I I I I I 
0 0 0 0 0 0 

0 0 0 

0 0 0 

116-0 

0 

I 127- 0 D 
0 0 0 

138-0 

0 

168- D 
0 

178- 0 
0 



Worksheet 3-X.2S 
Chapter 3 of the 3174 Customizing Guide contains the planning information needed. 

X.25 

184 - rn 188 -I I I I I I I I 118 -0 
x x 0 0 0 0 0 0 0 e 

121 - rn 123 -0 125 -I I I I I I I I 
0 1 0 e e e e 0 0 e 

132- 0 0 0 0 136 -0 0 0 0 137-0000 

0 0 0 0 0 0 0 

141 - 0 165 - 0 
A 

173 - 1 I I I I I I I I 175 -I I I I I I 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 

213 - D 215 -I I I I I I 
o e e e 0 

104: Control Unit Address 
108: Unique Machine Identifier 
110: Multiple Logical Terminals (ML T) Configuration Level 
116: Individual Port Assignment 

0 

I 

121: Keyboard Language and Character Set I/O Interface Code 
123: Country Extended Code Page Support 
125: Miscellaneous Feature Options 
127: Response Time Monitor (RTM) Definition 
132: Alternate Keyboard Selection 
136: Modifiable Keyboards: Standard Layouts 
137: Modifiable Keyboard: Modified Layouts 
138: Modifiable Keypad: Standard Layouts 
141: Magnetic Character Set 
165: Compressed Program Symbols 
166: Attribute Select Keyboard 
168: Additional Extension-Mode Key Definition 
173: Distributed Function Terminal (OFT) Options 
175: Distributed Function Terminal (OFT) Password 
178: 7232 Dual Control Unit Terminal Multiplexer Switching 

166 - 0 
A 

178 - 0 
e 

228 - 0 
o 

e 

213: Between Bracket Printer Sharing (SDLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
215: Physical Unit Identification (SDLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
220: Alert Function (SDLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
365: X.21 Switched Host DTE Connection (Models 2R, 52R, and 82R) 

I 
e 

Worksheet 3 

116-0 

e 

127- 0 
e 

138-0 
e 

168- 0 
e 

365- D 
o 

D 
e 
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Worksheet 4 

Worksheet 4-SDLC 
Chapter 3 of the 3174 Customizing Guide contains the planning information needed. 

194 - ITJ 195 -ITJ 
X x 0 0 

121 - ITJ 123 -0 
0 1 0 

132- D D D D 136 -0 0 D 
0 0 0 0 0 0 0 

141 - D 165 - 0 

A 

173 - I I I I I I 175 -I I I I I I 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 

213 - D 215 -I I I I I I 
0 0 0 0 0 

319 - D 313 -0 

0 0 

365 - 0 379 -0 
0 0 

104: Control Unit Address 
105: Upper Limit Address 
108: Unique Machine Identifier 
110: Multiple Logical Terminals (ML T) Configuration Level 
116: Individual Port Assignment 

SOLe 

D 
0 

I 

121: Keyboard Language and Character Set I/O Interface Code 
123: Country Extended Code Page Support 
125: Miscellaneous Feature Options 
127: Response Time Monitor (RTM) Definition 
132: Alternate Keyboard Selection 
136: Modifiable Keyboards: Standard Layouts 
137: Modifiable Keyboard: Modified Layouts 
138: Modifiable Keypad: Standard Layouts 
141: Magnetic Character Set 
165: Compressed Program Symbols 
166: Attribute Select Keyboard 
168: Additional Extension-Mode Key Definition 
173: Distributed Function Terminal (OFT) Options 
175: Distributed Function Terminal (OFT) Password 
178: 7232 Dual Control Unit Terminal Multiplexer SWitching 

198 -I I I I I I I I 
000 0 000 

125 -I 1 I I I I I I 
0000000 0 

137-0000 

o 

166 - 0 
A 

178 - D 
o 

229 - 0 
o 

317 -0 
o 

o o o 

318 -0 

o 

213: Between Bracket Printer Sharing (SOLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
215: Physical Unit Identification (SOLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
220: Alert Function (SDLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
310: Connect-Oata-Set-to-Line Operation 
313: NRZ or NRZI Encoding 
317: Telecommunication Facilities (BSC and SOLC) 
318: Full- or Half Speed Transmission (BSC and SDLC) 
340: RTS Control Options (BSC and SDLC) 
365: X.21 Switched Host DTE Connection (Models 2R, 52R, and 82R) 
370: Maximum Inbound I-Frame Size 
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119 - 0 116 -0 
0 

127- 0 
0 

138- 0 
0 

168- 0 
o 

349- 0 
o 

0 

0 
0 



Worksheet 5-X.21 Switched 
Chapter 3 of the 3174 Customizing Guide contains the planning information needed. 

X.21 Switched 
194 - CD 198 -I I I I I I I I 119-0 

X X 0 0 0 0 0 0 0 0 

121 - CD 123 -0 125 -I I I I I I I I 
0 1 0 0 0 0 0 0 0 0 

132 - D D 0 D 136 -0 0 0 0 137 - 0 0 0 0 
0 0 0 0 0 0 0 

141 - D 165 - 0 
A 

173 - 1 1 I I I I I I 1 175 -I 1 1 1 I I 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 

213 - 0 215 -I I I I I I 
0 0 0 0 0 

369 - CD 361 -CD 
0 0 0 

367 - 0 368 -I 
0 

104: Control Unit Address 
108: Unique Machine Identifier 
110: Multiple Logical Terminals (ML T) Configuration Level 
116: Individual Port Assignment 

0 

1 

121: Keyboard Language and Character Set I/O Interface Code 
123: Country Extended Code Page Support 
125: Miscellaneous Feature Options 
127: Response Time Monitor (RTM) 'Definition 
132: Alternate Keyboard Selection 
136: Modifiable Keyboards: Standard Layouts 
137: Modifiable Keyboard: Modified Layouts 
138: Modifiable Keypad: Standard Layouts 
141: Magnetic Character Set 
165: Compressed Program Symbols 
166: Attribute Select Keyboard 
168: Additional Extension-Mode Key Definition 
173: Distributed Function Terminal (OFT) Options 
175: Distributed Function Terminal (OFT) Password 
178: 7232 Dual Control Unit Terminal Multiplexer Switching 

0 0 0 0 

166 -0 
A 

178 - 0 
0 

229 - 0 
0 

362 -I I I I I I I 
0 0 0 0 0 0 0 

I 1 

213: Between Bracket Printer Sharing (SDLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
215: Physical Unit Identification (SDLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
220: Alert Function (SOLe, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
360: X.21 Switched Retry 
361: X.21 Switched Retry Timing 
362: X.21 Switched Options 
367: X.21 Switched Short-Hold Mode 
368: X.21 Switched Short-Hold Mode Dial Number 
370: Maximum Inbound I-Frame Size 

I 

Worksheet 5 

116-0 

0 

I 127 -0 0 
0 0 0 

138 -0 
0 

168 -0 
0 

I 
0 

379 -0 
0 
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Worksheet 6 

Worksheet 6-Local (Non-SNA) 
Chapter 3 of the 3174 Customizing Guide contains the planning information needed. 

Local (Non-SNA) 

184 - CD 195 -CD 188 -I I I I 
X X X x e e e 

121 - CD 123 -0 125 -I I I I 
e 1 e 0 0 0 

132 - 0 0 D 0 136-0 D 0 0 137-0 0 
e 13 e e 13 13 e e 13 e 

141 - D 165 -0 166 - 0 
A e A 

173 - I I I I I I I I I 175 -I I I I I I I 178 - 0 
13 13 13 13 13 13 13 e e e e e 13 13 13 

222 - 0 224 -0 225 - 0 
e 2 4 

104: Control Unit Address 
105: Upper Limit Address (Non-SNA or the Token-Ring Network 3270 Gateway Feature) 
108: Unique Machine Identifier 
110: Multiple Logical Terminals (ML T) Configuration Level 
116: Individual Port Assignment 
121: Keyboard Language and Character Set 1/0 Interface Code 
123: Country Extended Code Page Support 
125: Miscellaneous Feature Options 
127: Response Time Monitor (RTM) Definition 
132: Alternate Keyboard Selection 
136: Modifiable Keyboards: Standard Layouts 
137: Modifiable Keyboard: Modified Layouts 
138: Modifiable Keypad: Standard Layouts 
141: Magnetic Character Set 
165: Compressed Program Symbols 
166: Attribute Select Keyboard 
168: Additional Extension-Mode Key Definition 
173: Distributed Function Terminal (OFT) Options 
175: Distributed Function Terminal (OFT) Password 
178: 7232 Dual Control Unit Terminal Multiplexer Switching 
222: Support of Command Retry 
224: Mode qf Data Transfer 
225: Channel Burst Size 
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I I I I 
e 13 e e 

I I I I 
e 0 0 e e 

0 D 
e 13 

119 -0 116-0 

13 13 

127 -0 0 
13 0 

138-0 

13 

168-0 

13 



Worksheet 7-Local (SNA) 
Chapter 3 of the 3174 Customizing Guide contains the planning information needed. 

Local 

184 - OJ 185 -[JJ 
X X o 0 

121 - OJ 123 -0 
o 1 0 

132 - D D D D 136 -0 0 0 0 
0 0 0 0 0 0 0 0 

141 - D 165 - D 
A 0 

173 - I I I I I I I I I 175 - I I I I I I I 
o 0 0 0 0 000 000 000 

213 - D 215 -I I I I I I 
o 0 000 

222 - 0 
o 

223 -OJ 
1 0 

104: Control Unit Address 
105: Upper Limit Address 
108: Unique Machine Identifier 
110: Multiple Logical Terminals (MLT) Configuration Level 
116: Individual Port Assignment 
121: Keyboard Language and Character Set 110 Interface Code 
123: Country Extended Code Page Support 
125: Miscellaneous Feature Options 
127: Response Time Monitor (RTM) Definition 
132: Alternate Keyboard Selection 
136: Modifiable Keyboards: Standard Layouts 
137: Modifiable Keyboard: Modified Layouts 
138: Modifiable Keypad: Standard Layouts 
141: Magnetic Character Set 
165: Compressed Program Symbols 
166: Attribute Select Keyboard 
168: Additional Extension-Mode Key Definition 
173: Distributed Function Terminal (OFT) Options 
175: Distributed Function Terminal (OFT) Password 
178: 7232 Dual Control Unit Terminal Multiplexer Switching 

(SNA) 

188 -I I I I I I I I 
o 0 0 0 0 0 0 

125 -I I I I I I I I 
o 0 0 0 0 0 0 0 

137-0 D 0 0 
0 0 0 0 

166 -0 
A 

178 - 0 
0 

228 - 0 
0 

224 -0 
2 

213: Between Bracket Printer Sharing (SDLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
215: Physical Unit Identification (SDLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
220: Alert Function (SDLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
222: Support of Command Retry 
223: Attention Delay Value 
224: Mode of Data Transfer 
225: Channel Burst Size 

Worksheet 7 

118-0 

0 

127- D 
0 

138 - D 
0 

168- D 
0 

225- D 
4 

116 -0 

0 

D 
0 
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Worksheet 8 

Worksheet 8-Token-Ring Network 
Chapter 3 of the 3174 Customizing Guide contains the planning information needed. 

____ Token-Ri ng Network ___ _ 

196 - 1 1 1 I II I I I 1/ I I I 1197 -I I I I II I I I II I I I I 198 -I I I I I I I I 
xxxx xxxx xxxx xxxx xxxx xxxx o 0 0 0 0 0 0 

119-0 

o 

121 - IT] 
o 1 

116 -0 
o 

123 -0 
o 

125 -I 
0 
I I I 

0 0 

132 -0 0 D D 136 -0 0 0 0 137 -0 D 
o 

141 -0 
A 

o o o 

173 -I 1 I I 1 1 I I I 
o 0 0 0 0 0 0 0 

213 -0 

389 -I I I I I 

165 -0 
o 

o o 

175 -I I I I I I I 
o 0 0 0 0 0 

215 -I 1 1 1 I I 
o 0 0 0 0 

381 -0 

o 0 0 

166 -0 
A 

178 -0 
0 

229 -0 
0 

382 -I I I 
~ 042 0 5 2 

106: Token-Ring Network Address ofthe 3174 (Token-Ring Network) 
107: Token-Ring Network Address of the Gateway (Token-Ring Network) 
108: Unique Machine Identifier 
110: Multiple Logical Terminals (ML T) Configuration level 
116: Individual Port Assignment 
121: Keyboard Language and Character Set 1/0 Interface Code 
123: Country Extended Code Page Support 
125: Miscellaneous Feature Options 
127: Response Time Monitor (RTM) Definition 
132: Alternate Keyboard Selection 
136: Modifiable Keyboards: Standard Layouts 
137: Modifiable Keyboard: Modified Layouts 
138: Modifiable Keypad: Standard Layouts 
141: Magnetic Character Set 
165: qompressed Program Symbols 
166: Attribute Select Keyboard 
168: Additional Extension-Mode Key Definition 
173: Distributed Function Terminal (OFT) Options 
175: Distributed Function Terminal (OFT) Password 
178: 7232 Dual Control Unit Terminal Multiplexer Switching 
213: Between Bracket Printer Sharing (SDLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
215: Physical Unit Identification (SOLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
220: Alert Function (SDLC, X.25, X.21 Switched, Local SNA, Token-Ring Network) 
380: Maximum Receive I-Frame Size (Token-Ring Network) 
381: Token-Ring Network Maximum In 
382: Maximum Transmission I-Frame Size (Token-Ring Network) 
383: Token-Ring Network Maximum Out 
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I 

I I I I 
0 0 0 0 

0 0 
0 0 

I 
1 

1127 -0 0 
0 0 0 

138 -0 
0 

168 -0 
0 

383 -0 
2 



Worksheet 9-Token-Ring Gateway 
Chapter 9 of the 3174 Customizing Guide contains the planning information needed. 

____ Token-Ri ng Gateway ___ _ 

988 -I I I I II I I I 1\ I I I I 
xxx x xxx x xxx x 

900: Token-Ring Network Address for the Gateway 
905: Ring Error Monitor (REM) 
908: Link Subsystem Name 

985 -0 988 -I I I I I I I 
IBM LAN 

Worksheet 9 
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Worksheet 10 

Worksheet 10-Ring Address Assignment 
Chapter 9 of the 3174 Customizing Guide contains the planning information needed. 

940: Ring Address Assignment 
S@ Ring@ SAP@ T I S@ Ring@ SAP@ T 
ITJ I ITJ I o 4 0 

ITJ ITJD I ITJ ITJD 
o 4 0 o 4 0 

ITJ ITJD I ITJ ITJD 
o 4 0 

I mo ITJ ITJD ITJ rnc] o 4 0 
ITJ ITJ ITJD o 4 0 rno ITJ ITJD ITJ o 4 0 rno ITJ ITJD ITJ o 4 0 mD ITJ ITJD ITJ 

o 4 0 o 4 0 

ITJ ITJD ITJ ITJD 
ITJ rno ITJ mo 
ITJ mo ITJ rno 
ITJ rn[j ITJ rno 
ITJ toc] ITJ too 
ITJ rno ITJ too 
ITJ too ITJ mo 
ITJ too ITJ too 
ITJ rno ITJ too 

o 4 0 o 4 0 
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Worksheet 11 

Worksheet 11-Ring Transmission Definition 
Chapter 9 of the 3174 Customizing Guide contains the planning information needed. 

__ 941: Ring Transmission De,finition __ 

S@ Ring@ SAP@ F W S@ Ri ng@ 
rn ~---'--I L..-.L......I---...a..-....a L..-.L......I---'--I CD 

SAP@ F W 

o 4 

rn rn 0 0 rn ~-'--' I...--L.~ ~-'--' rn 0 0 
rn moo rn moo 
rn [Doo rn moo 
rn [DOD rn moo 
rn [DOD rn moo 
rn [Doo rn [DoD 
rn moo rn [Doo 
rn [DOD rn [DoD 
rn [DOD rn [DoD 
rn [Doo rn [Doo 
rn [Doo rn [DoD 
rn toDD rn [DOD 
rn tooo rn [DOD 
rn tooo rn [DOD 
rn tooo rn [DOD 
rn [Doo rn [Doo 

o 4 0 4 
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Worksheet 12 

Worksheet 12-117: Port Assignment 
Chapter 4 of the 3174 Customizing Guide contains the planning information needed. 

LTl 
C@ HIS P 

26-00 -

26-02 -

26-04 - -
26-06 -

26-08 -

26-10 -

26-12 -
26-14 -

26-16 -

26-18 -
26-20 -

26-22 

26-24 - -
26-26 - -
26-28 -

26-30 _ 

21-00 -
21-02 _ 

21-04 

21-06 

22-00 _ 

22-02 __ 

22-04 - -
22-06 _ -
23-00 _ -
23-02 _ -
23-04 - -
23-06 __ 

20-14 

----117: Port Assignment ____ _ 

LT2 LT3 LT4 LT5 
Sl S2 S3 S4 C@ 

26-01 

26-03 

26-05 

26-07 

26-09 

26 11 

26-13 

26-15 

26-17 

26-19 

26-21 

26-23 

26-25 

26-27 

26-29 

26-31 

21-01 

21-03 

21-05 

21-07 

22-01 

22-03 

22-05 

22-07 

23-01 

23-03 

23-05 

23-07 

LTl 
HIS P 

LT2 LT3 LT4 LT5 
Sl S2 S3 S4 



Worksheet 13 

Worksheet 13-128: RTM 

Planner: Chapter 5 of the 3174 Customizing Guide contains the planning information needed. 

Circle the name that indicates the response you want to specify. If you circle Version A or Version B, write 
your responses on the panel. 

Default Values 

Version A 

128: RTM Definition 

81 D D D 
00 01 0 

820 D 0 
00 02 0 

830 D D 
00 05 0 

84 D D 0 
00 10 0 

Version B 

128: RTM Definition 

FI-00000000 

81 D D 0 
00 01 0 

820 0 D 
00 02 0 

830 D 0 
00 05 0 

84 D D 0 
00 10 0 
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Worksheet 14 

Worksheet 14-X.2S Options 
Chapter 6 of the 3174 Customizing Guide contains the planning information needed. 

332: X.25 Options 

499 - IT] 481 - 0 492 -I I I I I 493 -0 
0 0 4 X X X X 

499 - I I I I I I I I I 429 - I I I I I I I I 421 -I 1 I 1 I I I I I 
1 0 1 0 0 1 0 0 00000000 00000000 

423 - 1 I I I I 

439 - D 

434 - D 

I 1 I I 

431 - D 
o 

435 - IT] 
o 2 

424 -I 1 I I I I I I 

432 - IT] 
o 2 

433 -0 
2 

449 - D 441 - IT] 442 -I ..... ....1.-"""-"'---' 

9 

459 - I I I I I 451 - IT] 452 -II--J--J---'--J--J--J--J-~ 
x x x x 

400: Network Type 
401: Circuit Type 
402: Logical Channel Identifier 
403: Logical Link Control 
409: X.25 Keyboard Support Options 
420: Incoming Call Options 
421: OutgOing Call Options 
423: Host DTE Add ress (HNAD) 
424: 3174 DTE Address 
430: Negotiated Packet Size (NPKT) 
431: Packet Sequence Numbering 
432: Negotiated Window Size (NWND) 
433: K-Maximum Out 
434: Nonstandard Default Packet Size (DPKT) 
435: Nonstandard Default Window Size (DWND) 
440: Throughput Class Negotiation (TCLS) 
441: Closed User Group (CUG) 
442: Recognized Private Operating Agency (RPOA) 
450: Link Level Transmit Timeout 
451: Number of Retries 
452: Connection Identifier Password (CID) 

20-16 

X X 



Worksheet 15 

Worksheet 15-Printer Authorization Matrix (PAM) 
Chapter 10 of the 3174 Customizing Guide contains the planning information needed. 

Entry 

Entry 

PAM Definition 
Printer 
Port 

Mode 

TA Display Port 

26 

0 1 
01234 56789 01234 56789 

Class 
7 8 
01234 56789 012345 

AEA Display Port 

26 21 22 23 

2 3 0 0 0 
01234 56789 01 01234567 01234567 01234567 

· ....... · ....... · ....... 
· ....... · ....... · ....... 
· ....... · ....... · ....... 
· ....... · ....... · ....... 
· ....... · ....... · ....... 
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Worksheet 16 

Worksheet 16-3270 Attachment Diagram 
Chapter 8 of the 3174 Customizing Guide contains the planning information needed. 

Station Set Station Set 

Terminal 
Adapter 
HG-26 

26-88 
26-81 
26-82 
26-83 
26-84 
26-85 
26-86 
26-87 
26-88 
26-89 
26-18 
26-11 
26-12 
26-13 
26-14 
26-15 
26-16 
26-17 
26-18 
26-19 
26-28 
26-21 
26-22 
26-23 
26-24 
26-25 
26-26 
26-27 
26-28 
26-29 
26-38 
26-31 

20-18 

Note: 
For 3270 Stations 
Port Type = Coax = 1 

Port Set Station Set 
Name Name 

Name Number 
IBM Host = = 1 
ASCII Host = = 

ASCII Host = = 

ASCII Host = = 

ASCII Host = = 

ASCII Host = = 
ASCII Host = = 

ASCII Host = = 
ASCI I Host = = 

Default Destinations 
LTI LT2 LT3 LT4 LTS 

3270 
Display = 3D 
Printer = 3P 

Station 
Type 



Worksheet 17-ASCII Attachment Diagram 
Chapter 8 of the 3174 Customizing Guide contains the planning information needed. 

Switched 
Direct 
Non-
switched 

Port 
Type 

AEA HG-21 
21-00 
21-01 
21-02 
21-03 
21-04 
21-05 
21-06 
21-07 

AEA HG-22 
22-00 
22-01 
22-02 
22-03 
22-04 
22-05 
22-06 
22-07 

AEA HG-23 
23-00 
23-01 
23-02 
23-03 
23-04 
23-05 
23-06 
23-07 

* Station Type Table 
ASCII Host AH 
ASCII Printer AP 
ADDS Viewpoint A-2 A2 
ADDS Viewpoint 78 A7 
Esprit Hazeltine 1500 = E1 
Esprit 78 E7 

= 2 
= 3 
= 4 

* Hayes *= 1 
Micom = 2 
IBM = 3 
Other = 4 

Modem Port 
Type Name 

FTTERM (Color) 
FTTERM (Monochrome) 
Hewlett Packard 2621 
IBM 3101 
IBM 3161/3163 
IBM 3164 

Set 

FC 
FM 
H2 
I1 
13 
14 

Station Set 
Name 

IBM Host = 

ASCII Host = 
ASCII Host = 
ASCII Host = 
ASCII Host = 
ASCII Host = 
ASCII Host = 

ASCII Host = 

Station Set 
Name 

Lear Siegler ADM 11/12 
Lear Siegler ADM 3A/5 
Lear Siegler 1178 
ANSI 3.64 Terminal 

I 

L1 
L3 
L7 
Sl 

Worksheet 17 

Station Set 
Number 

= 1 
= 

= 
= 
= 
= 
= 

= 

= 

Default 
Destination 

Televideo 912 
Televideo 970 
DEC VT100 
DEC VT241 
DEC VT52 

See 
Station 
Type 
Table 
below 

Station 
Type 

T1 
T7 
VI 
V2 
V5 

*Trademark acknowledgements can be found in Chapter 8 of the 3174 Subsystem Control Unit Customizing Guide, GA23-0214. 
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Worksheet 18 

Worksheet 18-AEA Configure 
Chapter 8 of the 3174 Customizing Guide contains the planning information needed. 

799 - D 
o 

700: Configure the AEA Feature 

AEA Configure 

701: Password for ASCII Displays on Switched Lines 
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Worksheet 19 

Worksheet 19-AEA Port Set 
Chapter 8 of the 3174 Customizing Guide contains the planning information needed. 

____ AEA Port Set ____ _ 

Name Session Limit Port Type Modem Type 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

20-21 



Worksheet 20 

Worksheet 20-AEA Port to Port Set Map 
Chapter 8 of the 3174 Customizing Guide contains the planning information needed. 

_______ AEA Port to Port Set Map ______ _ 

TA (HG = 26) 0 1 2 3 4 5 6 7 

(0-7) 

(8-15) 

(16-23) 

(24-31) 

0 1 2 3 4 5 6 7 

AEA 1 (HG = 21): 

AEA 2 (HG = 22): 

AEA 3 (HG = 23): 

20-22 



Worksheet 21 

Worksheet 21-AEA Station Set 
Chapter 8 of the 3174 Customizing Guide contains the planning information needed. 

-721 -

725 - D 

731 - D 

741 - I I I I 
0 0 0 

-----AEA Station Set-----

732 - D 

742 - I I I I 
015 

733 - 0 
o 

743 - D 

722 - OJ 

734 -0 735 -0 
o 

736 - D 737 - D 

751 - D 752 - ------------------------------------------------------

761 - D 762 - 0 763 -0 

771 - D 772 - 0 773 - 0 

781 - D 782 - D 
o 

783 - I I I I 
0 

721: Station Set Name 
722: Station Type 
723: Port Set Name 
725: Host Connection Menu Option 
731: Flow Control Type 
732: XON/XOFF Transmission Resumption Trigger 
733: Line Speed 
734: Line Speed (Host Upper Limit) 
735: Parity 
736: Stop Bits 
737: Maximum Modem Line Speed 
741: Switched Disconnect Timeout 
742: Inactivity Timeout 
743: Prompt for Universal/Specific Keyboard Map 
751: Terminal Type Supported by the ASCII Host 
752: ASCII Host Phone Number 
761: Auto XON/XOFF 
762: Wraparound Option 
763: New Line Option 
764: Margin Bell 
771: Automatic Line Feed for Cursor Control 

066 

772: Carriage Return/Carriage Return - Line Feed Selection 
773: Automatic New Line for Cursor Control 
774: Scrolling 
775: Line Turnaround Character 
781: Attached Printer Prompt 
782: Use of Form Feed 
783: Page Length 

764 -0 

774 - 0 775 - 0 
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Worksheet 22 

Worksheet 22-AEA Default Destination 
Chapter 8 of the 3174 Customizing Guide contains the planning information needed. 

20-24 

----_ AEA Default Destination ____ _ 

Station 
Set 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 

Station Set 
Name 

Session 
Limit 

Session 

LTl LT2 LT3 LT4 LT5 



Worksheet 23 

Worksheet 23-Multiple Logical Terminals 
Chapter 3 of the 3174 Customizing Guide contains the planning information needed. 

MLT 
Control Unit Session 7232? EAB? Storage 
Port Number Device Typel Screen Size Limit Yes/No Yes/No Required 

26-00 

26-01 

26-02 

26-03 

26-04 

26-05 

26-06 

26-07 

26-08 

26-09 

26-10 

26-11 

26-12 

26-13 

26-14 

26-15 

26-16 

26-17 

26-18 

26-19 

26-20 

26-21 

26-22 

26-23 

26-24 

26-25 

26-26 

26-27 

26-28 

26-29 

26-30 

26-31 

Total ML T Storage Required: 
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Worksheet 24 

Worksheet 24-Common SNA 
Chapter 7 of the 3174 Customizing Guide contains the planning information needed. 

599 -0 
o 

500: CSCM Unique 
501: Network ID (NETID) 
502: Logical Unit Name (LUNAME) 

20-26 

Common SNA 
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Keyboard Layout Worksheet 1 

Non-Katakana Converged Keyboards 
Chapter 11 of the 3174 Customizing Guide contains the planning information needed. 

Language: Keyboard 10: Modify Field: Keyboard Type: Keypad Type: 

ABCD 

(circle one) 

o 1 = New Layout o 1 = Typewriter o 0 = National Language Numeric 

o 2 = Update o 1 = Data Entry o 2 = Data Entry 

03= APL o 2 = Program Function (PF) 

III 111111111 

From Key 1/0 Interface 

Keyboard, Shift, and Function Groups Shift Character Code Character Shift 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0,1,2- Keyboard Group 

o = The change made is on a Converged Typewriter, Converged Data Entry, or Enhanced Typewriter keyboard. 
= The change made applies only to the APL key functions on a Converged APL keyboard. 

To Key 

Character 

2 = The change made applies to both the typewriter and APL functions of the keys involved on a Converged APL keyboard. 

3, 4 - Shift Group 

3 = Full-key change (includes alternate, upper, and lower shifts). 
4 = Single-shift change. 

5, 6, 7, 8 - Function Group 

5 = The I/O interface code character has been copied to the To key. 
6 = The two key functions have been exchanged. 
7 = The function has been copied to the other key. 
8 = The key function has been deleted. 
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Keyboard Layout Worksheet 2 

Katakana Converged Keyboards 
Chapter 11 of the 3174 Customizing Guide contains the planning information needed. 

Language: Keyboard 10: Modify Field: Keyboard Type: Keypad Type: 

ABCD 

(circle one) 

o 1 = New Layout o 1 = Typewriter o 0 = National Language Numeric 

o 2 = Update o 1 = Data Entry o 2 = Data Entry 

03= APL o 2 = Program Function (PF) 

1111111111111 

-

From Key 1/0 Interface 

Keyboard, Shift, and Function Groups Shift Character Code Character Shift 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0,1,2- Keyboard Group 

o = The change made is on a Converged Typewriter, Converged Data Entry, or Enhanced Typewriter keyboard. 
= The change made applies only to the APL key functions on a Converged APL keyboard. 

To Key 

Character 

2 = The change made applies to both the typewriter and APL functions of the keys involved on a Converged APL keyboard. 

3, 4 - Shift Group 

3 = Full-key change (includes alternate, upper, and lower shifts). 
4 = Single-shift change. 

5,6,7,8- Function Group 

5 = The 110 interface code character has been copied to the To key. 
6 = The two key functions have been exchanged. 
7 = The function has been copied to the other key. 
8 = The key function has been deleted. 
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Keyboard Layout Worksheet 3 

Enhanced Keyboard (U.S.) 
Chapter 11 of the 3174 Customizing Guide contains the planning information needed. 

Language: Keyboard 10: Modify Field: Keyboard Type: Keypad Type: 

ABCD 

(circle one) 

o 1 = New Layout ~ 4 = Typewriter o 0 = National Language Numeric 

o 2 = Update o 1 = Data Entry 

o 2 = Program Function (PF) 

D 1111111111111111111 

EEB 

From Key 1/0 Interface 

Keyboard, Shift, and Function Groups Shift Character Code Character Shift 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0,1,2 - Keyboard Group 

o = The change made is on a Converged Typewriter, Converged Data Entry, or Enhanced Typewriter keyboard. 
1 = The change made applies only to the APL key functions on a Converged APL keyboard. 

To Key 

Character 

2 = The change made applies to both the typewriter and APL functions of the keys involved on a Converged APL keyboard. 

3, 4 - Shift Group 

3 = Full-key change (includes alternate, upper, and lower shifts). 
4 = Single-shift change. 

5, 6, 7, 8 - Function Group 

5 = The 1/0 interface code character has been copied to the To key. 
6 = The two key functions have been exchanged. 
7 = The function has been copied to the other key. 
8 = The key function has been deleted. 
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Keyboard Layout Worksheet 4 

Enhanced Keyboard (World Trade) 
Chapter 11 of the 3174 Customizing Guide contains the planning information needed. 

Language: Keyboard 10: Modify Field: Keypad Type: 

ABeD 
(circle one) 

D 1 = New Layout 

D 2 = Update 

Keyboard Type: 

~ 4 = Typewriter D 0 = National Language Numeric 

D 1 = Data Entry 

D 2 = Program Function (PF) 

D IIIII1III1II1111111 

tIE 

From Key 1/0 Interface 

Keyboard, Shift, and Function Groups Shift Character Code Character Shift 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0 1 2 3 4 5 6 7 8 

0, 1, 2 - Keyboard Group 

o = The change made is on a Converged Typewriter, Converged Data Entry, or Enhanced Typewriter keyboard. 
1 = The change made applies only to the APL key functions on a Converged APL keyboard. 

To Key 

Character 

2 = The change made applies to both the typewriter and APL functions of the keys involved on a Converged APL keyboard. 

3, 4 - Shift Group 

3 = Full-key change (includes alternate, upper, and lower shifts). 
4 = Single-shift change. 

5,6,7,8- Function Group 

5 = The I/O interface code character has been copied to the To key. 
6 = The two key functions have been exchanged. 
7 = The function has been copied to the other key. 
8 = The key function has been deleted. 
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Keyboard Layout Worksheet 5 

Enhanced Keyboard (Katakana) 
Chapter 11 of the 3174 Customizing Guide contains the planning information needed. 

Language: Keyboard ID: Modify Field: Keypad Type: 

ABCD 

(circle one) 

o 1 = New Layout 

Keyboard Type: 

~ 4 = Typewriter o 0 = National Language Numeric 

o 2 = Update o 1 = Data Entry 

D 2 = Program Function (PF) 

D 11I111111I1111I1111 

tm 

From Key 1/0 Interface 

Keyboard, Shift, and Function Groups Shift Character Code Character Shift 

0 1 2 3 4 5 6 7 a 
0 1 2 3 4 5 6 7 a 
0 1 2 3 4 5 6 7 a 
0 1 2 3 4 5 6 7 a 
0 1 2 3 4 5 6 7 a 
0 1 2 3 4 5 6 7 a 
0 1 2 3 4 5 6 7 a 
0 1 2 3 4 5 6 7 a 
0 1 2 3 4 5 6 7 a 

0, 1, 2 - Keyboard Group 

o = The change made is on a Converged Typewriter, Converged Data Entry, or Enhanced Typewriter keyboard. 
1 = The change made applies only to the APL key functions on a Converged APL keyboard. 

To Key 

Character 

2 = The change made applies to both the typewriter and APL functions of the keys involved on a Converged APL keyboard. 

3, 4 - Shift Group 

3 = Full-key change (includes alternate, upper, and lower shifts). 
4 = Single-shift change. 

S, 6, 7, 8 - Function Group 

5 = The 110 interface code character has been copied to the To key. 
6 = The two key functions have been exchanged. 
7 = The function has been copied to the other key. 
a = The key function has been deleted. 
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Configuration Questions Summary 

Date: ______________ __ Host: ____ __ 
Model: ______ _ Circuit: ____ __ 
Serial: _________ __ Line Speed: ____ __ 

099 

100 

101 

104 

105 

106 

107 

108 

110 

116 

121 

123 

125 

127 

132 

136 
137 

138 

141 

165 

166 

168 
173 

175 

176 

178 

213 
215 

220 

222 

223 

224 

225 

310 

313 

317 

318 

340 

360 

361 

362 

365 

367 

368 

370 

380 

381 

382 

383 

400 

401 

402 

403 

409 

420 

421 
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Product Assistance Data 

3174 Model Designation 

Host Attachment 

Control Unit Address 

Upper Address Limit (Non-SNA or the Token­
Ring Network 3270 Gateway Feature) 
Token-Ring Network Address of the 3174 (Token­
Ring Network) 
Token-Ring Network Address of the Gateway 
(Token-Ring Network) 
Unique Machine Identifier 

Multiple Logical Terminals (ML T) Configuration 
Level 
Individual Port Assignment 

Language/Character/l/O 

Country Extended Code Page Support 

Miscellaneous Feature Options 

RTM Definition 

Alternate Keyboard Selection 

Standard Modifiable Keyboard Layouts 

Modified Modifiable Keyboard Layouts 

Standard Modifiable Keypad Layouts 

Magnetic Character Set 

Decompression 

Attribute Select Keyboard 

Additional Extension-Mode Key Definition 

3290 Options 

3290 Password 

BSC Enhanced Communication Option 

7232 Dual Control Unit Terminal Multiplexer 
Switching 
Between Bracket Printer Sharing 

Physical Unit Identification 

Alert Function 

Support of Command Retry 

Attention Delay Value 

Mode of Data transfer 

Channel Burst Size 

Connect-Data-Set-to-Line Operation 

NRZ/NRZI Encoding 

Switched Network Backup 

Full- or Half-Speed Tr!'lnsmission 

RTS Control Options 

X.21 Switched Retry 

X.21 Switched Retry Timing 

X.21 Switched Options 

X.21 Switched DTE Connection 

X.21 Switched Short-Hold Mode 

X.21 Switched Short-Hold Mode Dial Number 

Maximum Inbound I-Frame Size 

Maximum Receive I-Frame Size 

Token-Ring Network Maximum In 

Maximum Transmission I-Frame Size 

Token-Ring Network Maximum Out 

Network Type 

Circuit Type 

Logical Channel 10 

Logical Link Control 

X.25 Keyboard Support Options 

Incoming Call Options 

Outgoing Call Options 

Address: ____________ _ 

Location: ____________ _ 

Application Program: __________ _ 

423 

424 

430 

431 

432 

433 

434 

435 

440 

441 

442 

450 

451 

452 

500 

501 

502 

700 

701 

721 

722 

723 

725 

731 

732 

733 

734 

735 

736 

737 

741 

742 

743 

751 

752 

761 

762 

763 

764 

771 

772 

773 

774 

775 

781 

782 
783 

900 

905 

908 

940 

941 

Host DTE Address 

3174 DTE Address 

Negotiated Packet Size 

Packet Sequence Numbering 

Negotiated Window Size 

K-Maximum Out 

Default Packet Size 

Default Window Size 

Throughput Class Negotiation 

Closed Window Group 

RPOA Number 

Link Level Transmit Timeout 

Number of Retries 

CID Password 

CSCM Unique 

Network 10 

Logical Unit Name 

Configure the AEA Feature 

Password for ASCII 

Station Set Name 

Station Type 

Port Set Name 

Host Connection Menu Option 

Flow Control Type 

XON/XOFF Transmission Resumption Trigger 

Line Speed 

Line Speed (ASCII Host Upper Limit) 

Parity 

Stop Bits 

Maximum Modem Line Speed 

Switched Disconnect Timeout 

Inactivity Timeout 

Prompt for Universal/Specific Keyboard Map 

Data Stream Supported by the ASCII Host 

ASCII Host Phone Number 

Auto XON/XOFF 

Wraparound Option 

New Line Option 

Margin Bell 

Automatic Line Feed for Cursor Control 

Carriage Return/Carriage Return Line Feed 
Selection 
Automatic New Line for Cursor Control 

Scrolling 

Line Turnaround Character 

Attached Printer Prompt 

Use of Form Feed 
Page Length 

Token-Ring Network Address for the Gateway 

Ring Error Monitor (REM) 

Link Subsystem Name 

Ring Address Assignment 

Ring Transmission Definition 
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Interutility Checking 

An Overview of Interutility Checking 

PF Keys 

During Interutility Checking, you will need the following: 

• The completed configuration worksheets. 
• The Status Codes in 3174 Status Codes, GA27-3832. 

The interutility checking function, displays the errors that occur because of con­
flicting responses between the customizing procedures. It informs the customizer 
of any errors or added procedures that need to be performed for the Microcode 
Upgrade, Customize Control Disk, and Central Site Customizing procedures. 

For information on the panels displayed and the method used to correct the interu­
tility errors for each of these procedures see the following: 

• "Correcting Microcode Upgrade Errors" on page A-5 
• "Correcting Customize Control Disk Errors" on page A-7 
• For interutility checking of the Central Site Customizing procedure, see the 

Central Site Customizing User's Guide, GA23-0342. 

The PF keys for the interutility checking program differ slightly from the PF keys 
used for the Microcode Upgrade and the Customize Control Disk procedures. 

Some or all of these PF keys may appear on panels during the interutility checking 
program: 

PF7 Pressed during the interutility checking program while the Microcode 
Upgrade procedure is performed, PF7 (Back) returns the display to the 
Microcode Upgrade panel, from which the upgrade may be continued or 
ended. 

Pressed during the interutility checking program while the Customize 
Control Disk procedure is performed, this key returns the display to the 
Customize Control Disk Menu. 

PF10 PF10 (Page Back) pages back to the previous interutility checking panel. 

PF11 PF11 (Page Forward) pages forward to the next i nteruti Iity checki ng panel. 

PF12 Pressed during the interutility checking program while the Customize 
Control Disk procedure is being performed, PF12 (File) files the custom­
izing responses to the Control disk. 

Note: Keyboards with PF13 through 24 are mapped into PF1 through PF12. 
For example, PF13 is PF1 and PF15 is PF3. 
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Interutility Checking 

Panel Informational Areas 

Release level of 
the utility disk -----' 

Error messages ---

Indicates operational 
errors made during 
interutility checking 

Each of the panels for the interutility checking programs has areas that provide 
information: instructions, operational information, and error information. See 
Figure A-1 for a description of these panel areas. 

Panel 

The number 
of the error 

Total 
number 

PFkeys------------~ 

Figure A-1. The Interutility Checking Panel Information Areas 
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Interutility Checking 

Correcting Microcode Upgrade Errors 
After processing of the "Old" disk has started, the interutility checking panel 
(Figure A-2) may appear with one or more messages displayed if errors occurred 
or if additional procedures need to be performed. Figure A-1 on page A-4 shows 
the different informational areas found on the interutility checking panels. 

Figure A-2. Microcode Upgrade Errors Panel 
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Interutility Checking 

Step 1. Print a Local Copy of Each Interutility Checking Panel 
The errors discovered during the microcode upgrade and informational messages 
are displayed on the Interutility checking panels. It may be useful to print a local 
copy of these panels. 

Note: Only non-ASCII printers can be used for the local copy at customization 
time. 

1-1: Turn on a printer attached to the control unit. 

1-2: Press the PRINT key. 

1-3: Press the PF11 key to display the next panel and repeat step 1-2 until all the 
Interutility checking panels have been printed. 

Step 2. Complete the Microcode Upgrade 

A-6 

2-1: Press PF7. The Microcode Upgrade panel is displayed. 

2-2: If you are using a diskette drive, insert the "New" (or To) diskette into the 
drive and press ENTER. (A message is displayed when the upgrade is complete.) 

If you are using a fixed disk drive, press ENTER. (A message is displayed when 
the upgrade is complete.) 

2-3: Referring to the local copy of the interutility checking panel, correct the errors 
and perform any additional procedures on the New disk. 



Interutllity Checking 

Correcting Customize Control Disk Errors 
When either PF9 or PF12 is pressed from the Customize the Control Disk Menu, the 
interutility checking panel (Figure A-3) may appear if errors were made during 
customizing. Figure A-1 on page A-4 shows the different informational area' 
found on the interutility checking panels. 

Figure A-3. Customizing Errors Panel 

The errors listed may involve one or more procedures. For each procedure, 
perform the following steps to correct the errors. 

Note: If you file the errors on the Control disk, certain control unit functions may 
not work the way that you intend them to. 

Step 1. Print a Local Copy of Each Interutility Checking Panel 
All of the errors discovered during Customizing are displayed on the Interutility 
checking panels. It may be useful to print a local copy of these panels. 

Note: Only non-ASCII printers can be used for the local copy at customization 
time. 

1-1: Turn on a printer attached to the control unit. 

1-2: Press the PRINT key. 

1-3: Press the PF11 key to display the next panel, and repeat step 1-2 until all the 
Interutility checking panels have been printed. 
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Step 2. Return to the Customizing Procedure That Contains Errors 
2-1: Press PF7. The Customize the Control Disk Menu is displayed. 

2-2: Select the proper procedure from the menu and press ENTER. 

2-3: Referring to the local copy of the interutility checking panel, correct the 
invalid responses and press ENTER. The interutility checking errors indicate the 
invalid response(s). 

2-4: If there are more panels in the procedure, press PF11 to advance to the next 
panel and correct any invalid responses. Press ENTER. (A message indicates 
whether the changed responses are valid.) 

2-5: When all the errors have been corrected on the panels, press PF12 to file the 
responses. You will be returned to the Customize the Control Disk Menu. (You 
may want to press PF9 at this time, to ensure that your responses are valid.) 

2-6: Perform steps 2-1 through 2-5 for each procedure listed on the local copy of 
the interutility checking panel. 

Step 3. Press PF12 (Done) to File the Responses 

A-a 

If you have corrected all interutility checking errors, pressing PF12 will file the 
responses on the Control disk. If the interutility checking panel appears again, 
errors have been detected. Return to Step 1, or file the responses by pressing 
PF12 again. (You may want to file responses now and recustomize later to correct 
the errors.) 
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Keyboards and Keypads 

Alternate Base Keyboard Selection (Question 132) 
Your response to question 132 specifies the alternate keyboard layouts that you 
want configured. Keyboards 8K0808 and 8K0932 are mutually exclusive. If you 
select Keyboard 8K0808 or 8K0932, all standard Base Typewriter keyboards are 
replaced. If the 3174 control unit is customized for RPQ 8K0808 keyboards, 3270 
terminal emulation will not work for ASCII display stations. If you select Keyboard 
8K1158, all standard Base APL keyboards are replaced. See Figure B-1 through 
Figure B-4. The following Keyboards are applicable to models 3178, 3278,3279, or 
devices that emulate these terminals. 

Figure B-1. Base Keyboard 8K0808 

Figure B-2. Base Keyboard 8K0932 (Model C-4) 

~ 
~ 

Figure B-3. Base Keyboard 8K1038 (Model C-3) 

PF22 PF23 PF24 
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Keyboards and Keypads 

Figure B-4. Base Keyboard 8K1158 

8-4 



Keyboards and Keypads 

Modifiable Keyboards: Standard Layouts (Question 136) 
Most keyboards are modifiable in native mode (see your terminal user's guide). If 
you do not want to modify the keyboard layout, during customization you can, 
select one of the standard layouts instead. There are four standard layouts: Con­
verged Typewriter, Converged Data Entry (U.S. English only), Converged APL, and 
Enhanced Typewriter. Figures 8-5 through 8-8 are examples of these layouts. 

Figure 8-5. Converged Typewriter Layout 

,------,11 [B[B[BI 
~~~~~~~~.J=::::::;: ll§!I01lfJl 

~ 

Figure 8-6. Converged Data Entry Layout 
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Keyboards and Keypads 

Figure 8-7. Converged APL Layout 

rr:::n 
EJ 

[EJ[[]I[)[lU[[][[)I[][U[lJllllrLJltJ[lJll-'--ll 
~EJfLJIEJltJ[tJltJrntJl[][[Jw II 

Figure 8-8. Enhanced Typewriter Keyboard Layout 
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Keyboards and Keypads 

Modifiable Keypads: Standard Layouts (Question 138) 
This question applies only to unmodified Converged or Enhanced keyboards in 
native mode (see your terminal user's guide). If the keyboard is being operated in 
emulation mode, this question does not apply for these display stations. 

You can select from three standard keypad layouts (shown in Figure B-9): 
National Language Numeric, Data Entry, or Program Function. 

National Language Numeric Data Entry 

tJ[:][EJJE] 
WJ7 [[g Igl B~ ~ PF5 ~ L.:J 

PFl PF18 

W~[[gbJJ 
~~WBEnter 
1[0 l][dD 

PF Keys 

Figure 8-9. Standard Keypad Layouts. The period and comma key tops switch positions on the keypad for some 
countries. 
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Attribute Select Keyboards (Question 166) 
Your response to configuration question 166 specifies whether any of these key­
boards is being used: Attribute Select Typewriter, Attribute Select Typewriter/APL, 
or Typewriter Overlay. (See Figure 8-10 through Figure 8-12.) 

Idont root ~ ~ ~ 

Red 

Pink 

Green 

Yellow 

Blue 

Turquoise 

White 

Figure 8-10. The Attribute Select Typewriter 8ase Keyboard, Feature 4651 (U.S. English is shown as an example) 

Red 

Pink 

Green 

Yellow 

Blue 

Turquoise 

White 

Figure 8-11. The Attribute Select Typewriter/APL 8ase Keyboard, Feature 4652 (U.S. English is shown as an 
example) 

Red 

Pink 

Green 

Yellow 

Blue 

Turquoise 

White 

Figure 8-12. The Typewriter Overlay 8ase Keyboard, Feature 4640 (U.S. English is shown as an example) 
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Limited Function Utility Disk 

Appendix C. Limited Function Utility Disk 

The Limited Function Utility Disk is used in networks that are under central site 
control. It is shipped with all of the control units that are ordered using specify 
code 9005 (called an Inhibit Microcode Shipment). It limits the options that can be 
performed and prevents the unauthorized reconfiguration of a control unit in the 
network. In a network that uses the Limited Function Utility Disk, all the control 
units are configured by the Central Site Control Unit. 

Specify code 9005 would not be used in the order for the Central Site Control Unit, 
because that control unit will need the Utility and Control disk to perform all of the 
functions. Instead, the Central Site Control Unit can be ordered using specify code 
9006, which is called Central Site Diskette Distribution Aid. 

If you do have the Limited Function Utility disk, the Master Menu will look like the 
one shown in Figure C-1. 

Figure C-1. The Limited Function Utility Master Menu 

From it, any of the following can be performed: 

• Diagnostics 

• Copy Files 
• Encrypt/Decrypt Master Key 
• Identify Customizing Keyboard. 
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With the exception of the Copy option and the option numbers, the procedures are 
performed in the same way as they would be if you chose them from the Utility Disk 
Master Menu. The difference that you see when you perform the Copy option is on 
the Copy Menu. See Figure C-2. 

Figure C-2. Limited Function Utility Copy Menu after Option Selection 

You are limited to the Full Copy option. However, you will still use the procedure 
discussed in Chapter 15, "How to Copy Files" to perform this option. 



List of Abbreviations 

A 

ACF/TCAM. Advanced Communications Function for 
the Telecommunications Access Method 

ACF/VTAM. Advanced Communications Function for 
the Virtual Telecommunications Access Method 

AEA. Asynchronous Emulation Adapter. 

AID. Attention identifier. 

All. Alternate. 

ANSI. American National Standards Institute. 

APA. All pOints addressable. 

APL. A Programming Language. 

ASCII. American National Standard Code for Informa­
tion Interchange. 

ATTN. Attention. 

B 
bps. Bits per second. 

BSC. Binary synchronous communication. 

c 
caD. Cause and diagnostic (codes). 

CC. Control check, Chain Command (flag). 

CCC. Copy control character. 

CCITT. International Telegraph and Telephone 
Consultative Committee. 

CD. (1) Compact disk. (2) Change direction. 

CECP. Country extended code page. 

CID. Connection identifier. 

CMS. Conversational monitor system. 

cncl. Cancel. 

coax. Coaxial (cable). 

comm. Communication. 

Abbreviations 

CR. Carriage Return. 

CSCM. Central Site Change Management. 

CSCU. Central Site Change Utility. 

CSL. Central Site Library 

CTL. Control. 

CTS. Clear to Send. 

CU. Control unit. 

CUG. Closed user group. 

CUT. Control unit terminal. 

D 

DCE. Data-circuit-terminating equipment. 

DEL. The delete character. 

OFT. (1) Distributed function terminal. (2) DiagnostiC 
function test. 

DISC. Disconnect. 

OM. (1) Disconnect mode. (2) Distribution Manager. 

OPKT. Default packet size. 

Oak. Diskette. 

DSL. (1) Downstream load. (2) Data set label. 

OSR. Data set ready. 

OTE. Data terminal equipment. 

OTR. Data terminal ready. 

OWND. Default window size. 

dup,OUP. Duplicate. 

E 
EAB. Extended Attribute Buffer. 

EAU. Erase All Unprotected. 

EB. End bracket. 
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Abbreviations 

EBCDIC. Extended binary-coded decimal interchange 
code. 

EC. Engineering change. 

EM. End of message. 

EOT. End-of-transmission character. 

ETX. End of Text. 

F 
FCC. Federal Communications Commission. 

FF. Forms feed. 

FM. (1) Frequency modulation. (2) Function manage­
ment. (3) Field mark. 

H 
hex. Hexadecimal. 

HNAD. Host network (OTE) address. 

I 

ID. Identification, identifier. 

Ident. Identification. 

IML. Initial microcode load. 

INS. Insert. 

1/0. Input/output. 

K 

K. 1024. 

KB. Kilobyte; 1024 bytes. 

L 
LFU. Limited Function Utility 

LIB. Library 

LlC. Last in chain. 

LT. Logical terminal. 

LU. Logical unit. 

X-2 

M 
MAP. Maintenance analysis procedure. 

MB. Megabyte; 1 048 576 bytes. 

MB. Optical fiber mounting bracket. 

MIS. Multiple interactive sessions. 

MLT. Multiple logical terminals. 

modem. Modulator-demodulator. 

N 
NCP. Network Control Program. 

NPKT. Negotiated packet size. 

NRZ. Nonreturn to zero. 

NRZI. Nonreturn to zero inverted. 

NSCU. Network Site Control Unit. 

NUM. Numeric. 

NWND. Negotiated window size. 

o 
OIA. Operator information area. 

p 

PA. (1) Program access. (2) Program attention. 

PAM. Printer authorization matrix. 

PC. Personal Computer. 

PF. Program function. 

PIU. Path information unit. 

PLU. Primary logical unit. 

PS. Programmed symbols. 

PSH. Physical services header. 

PSS. (1) Programmable Store System. (2) Pro­
grammed symbol set. 

PU. Physical unit 

PUID. Physical unit identification. 



PVC. Permanent virtual circuit. 

Q 

QLLC. Qualified logical link control. 

R 
RH. Request/response header. 

ROS. Read-only storage. 

RPOA. Recognized private operating agency. 

RPQ. Request for price quotation. 

RTM. Response Time Monitor. 

RTS. Request to send. 

RU. Request/response unit. 

s 
SAP. Service access point. 

SCS. SNA character string. 

SDLC. Synchronous Data Link Control. 

SNA. Systems Network Architecture. 

SNBU. Switched network backup. 

Abbreviations 

SP. (1) Space. (2) Specific Poll. 

SSCP. System services control pOint. 

SVC. Switched virtual circuit. 

SYSGEN. System generation. 

T 

TA. Terminal adapter. 

TCLS. Throughput class negotiation. 

TH. Transmission header. 

TP. Teleprocessing. 

u 
UKPSS. United Kingdom Packet Switched Service. 

U.S. United States. 

v 
VTAM. Virtual Telecommunications Access Method. 

w 
WACK. Wait before transmit. 

WCC. Write control character. 
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Glossary 

This glossary includes terms and definitions from the 
IBM Dictionary of Computing: Information Processing, 
Personal Computing, Telecommunications, Office 
Systems, IBM-specific Terms, SC20-1699. 

The terms in this glossary are defined here as they 
apply to the 3270 Information Display System. 

A 
access method. A technique for moving data between 
main storage and input/output devices. 

acknowledgment. The transmission, by a receiver, of 
acknowledge characters as an affirmative response to 
a sender. 

active. Able to communicate on the network. An 
adapter is active if it is able to pass tokens on the 
network. 

active logical terminal (LT). In ML T, the currently dis­
played logical terminal. Synonymous with foreground 
logical terminal. Contrast with background logical ter­
minal. 

adapter. A general term for a device that provides 
some transitional function between two or more 
devices. 

address. (1) A value that identifies a register, a partic­
ular part of storage, a data source, or a data sink. The 
value is represented by one or more characters. 
(2) To refer to a device or an item of data by its 
address. (3) In word processing, the location, identi­
fied by an address code, of a specific section of the 
recording medium or storage. (4) The location in the 
storage of a computer where data is stored. (5) In data 
communication, the unique code assigned to each 
device or work station connected to a network. 

AEA port. A communication connector on the Asyn­
chronous Emulation Adapter (AEA). 

AEA port set. (1) One or more 3174 ports that support 
individual AEA station sets; they must have the same 
port (connection) type and modem type, but different 
station types. (2) One or more 3174 station sets that 
have different station types, but the same port type, 
modem type, and number of default destinations. 

AEA station. A 3270 or ASCII display station, printer, 
or host that communicates through the Asynchronous 
Emulation Adapter. 

AEA station set. (1) One or more AEA stations that 
have the same attributes, for example, line speed and 

Glossary 

parity. (2) One or more AEA stations that share the 
same characteristics of station type, port type, modem 
type, and default destination. 

alert. (1) In the IBM Token-Ring Network Manager, a 
notification appearing on the bottom line of any panel to 
indicate an interruption or a potential interruption in the 
flow of data around the ring. (2) In NetView, a notifica­
tion about a high-priority event that warrants imme­
diate attention. This data-base record is generated for 
certain event types that are defined by user­
constructed filters. 

alternate cursor. (1) An image reversal of each dot in 
the character cell at the cursor position. (2) A cursor 
other than the one displayed on the display surface at 
power on time. 

alternate 1 initial microcode load (All 1 IML). The 
action of loading the Utility microcode. 

American National Standard Code for Information Inter­
change (ASCII). A standard code, using a coded char­
acter set consisting of 7-bit coded characters (8 bits 
including parity check), used for information inter­
change among data processing systems, data commu­
nication systems, and associated equipment. The 
ASCII set consists of control characters and graphic 
characters. 

application. The use to which an information proc­
essing system is put, for example, a payroll applica­
tion, an airline reservation application, or a network 
application. 

application program. (1) A program written for or by a 
user that applies to the user's work, such as a program 
that does inventory control or payroll. (2) A program 
used to connect and communicate with stations in a 
network, enabling users to perform application-oriented 
activities. 

ASCII emulation. The ability of a 3270 display station 
or printer to communicate with an ASCII host using the 
DEC VT100 or IBM 3101 data stream. 

asynchronous. (1) Without regular time relationship; 
unexpected or unpredictable with respect to the exe­
cution of program instructions. (2) In asynchronous 
data transmissions, data characters may be sent or 
received at any time; no modem clocking is used to 
establish bit timing. 

Asynchronous Emulation Adapter (AEA). In the 3174 
Subsystem Control Unit, an adapter that enables an 
ASCII terminal to communicate with a 3270 host using 
the 3270 data stream, an ASCII terminal to communi­
cate with an ASCII host through the 3174, and a 3270 
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Glossary 

terminal to communicate with an ASCII host using the 
DEC VT100 data stream or the IBM 3101 data stream. 

attach. To connect a device logically to a 3174 
adapter, so that it can communicate over the network. 

attachment feature. The circuitry by which a cable 
from a local terminal or a modem for a remote terminal 
is attached to a 3792 Auxiliary Control Unit or a 3791 
Controller. 

attention (ATTN). An occurrence external to an opera­
tion that could cause an interruption of the operation. 

attention identifier (AID). (1) A code in the inbound 
3270 data stream that identifies the source or type of 
data that follows. (2) A character in a data stream indi­
cating that the user has pressed a key, such as Enter, 
that requests an action by the system. 

attention key. A function key on terminals that, when 
pressed, causes an I/O interruption in the processing 
unit. 

attribute. (1) A characteristic. (2) A terminal display 
language or transformation definition language (TDL) 
keyword that specifies a particular quality for the TDL 
object with which it is associated. 

attribute select keyboard. A keyboard that enables the 
operator, when permitted by the program, to change 
the character attributes of the keyed-in character. 

audible alarm. (1) An alarm that is sounded when 
deSignated events occur that require operator attention 
or intervention before system operation can continue. 
(2) A special feature that sounds a short, audible tone 
automatically when a character is entered from the 
keyboard into the next-to-Iast character position on the 
screen. The tone can also be sounded under program 
control. 

autobaud. In the 3174 AEA feature, the process of 
determining the line speed and parity settings of a con­
necting display station from a specific sequence of 
characters (CR. CR) entered from the keyboard. ASCII 
hosts may also support automatic speed and parity 
detection, but the character sequence they require may 
differ. 

B 
backbone. In a multiple-ring local area network, a 
high-speed link to which the rings are connected by 
means of bridges. A backbone may be configured as a 
bus or as a ring. 

background logical terminal (L T). In ML T, any logical 
terminal that is not currently displayed. Contrast with 
active logical terminal (LT). 

X-6 

binary synchronous communications (BSC). Data 
transmission in which character synchronism is con­
trolled by timing signals generated at the sending and 
receiving stations. 

blink. An extended highlighting attribute value (for 
emphasis) of a field or character. 

bracket. In SNA, one or more chains of request units 
(RUs) and their responses, which are exchanged 
between two LU-LU half-sessions and represent a 
transaction between them. A bracket must be com­
pleted before another bracket can be started. Exam­
ples of brackets are data base inquiries/replies, update 
transactions, and remote job entry output sequences to 
work stations. 

bridge. (1) A functional unit that connects two local 
area networks (LANs) that use the same logical link, 
control (LLC) procedure but may use different medium 
access control (MAC) procedures. (2) See also back­
bone and gateway. 

Note: A bridge connects networks or systems of the 
same or similar architectures, whereas a 
gateway connects networks or systems of dif­
ferent architectures. 

buffer. (1) A routine or storage used to compensate 
for a difference in rate of flow of data, or time of occur­
rence of events, when transferring data from one 
device to another. (2) An isolating circuit used to 
prevent a driven circuit from influencing the driving 
circuit. (3) To allocate and schedule the use of buffers. 
(4) A portion of storage used to hold input or output 
temporarily. 

burst. (1) In data communication, a sequence of 
signals counted as one unit in accordance with some 
specific criterion or measure. (2) To separate 
continuous-form paper into discrete sheets. 

bus. A type of network topology where the network 
consists of a bidirectional communication path with 
defined end points. 

c 
card. In the 3174 Subsystem Control Unit, a unit of 
electronic circuitry contained in a plastic casing (or 
cassette) and providing the control unit with a special­
ized function, for example, a Terminal Adapter or an 
Encrypt/Decrypt Adapter. 

Central site change management (CSCM). A function 
of the 3174 microcode that tracks the microcode for 
each control unit in a network and, in conjunction with 
NetView DM, electronically distributes and retrieves 
microcode changes for each control unit. 



central site customizing. The process of tailoring 
control unit microcode for each control unit in a 
network, at the central site. 

central site library. One or more Library disks that 
contain customizing data and label information for the 
control units in a network. 

channel-attached. Pertaining to attachment of devices 
directly by data channels (I/O channels) to a computer. 
Synonym for local. Contrast with telecommunication­
attached. 

channel-to-channel adapter. A hardware device that 
can be used to connect two channels on the same com­
puting system or on different systems. 

character position. A location on the screen at which 
one character can be displayed; also, an addressed 
location in the buffer at which one character can be 
stored. 

character set. (1) A defined collection of characters. 
(2) A group of characters used for a specific reason, 
for example, the set of characters a printer can print. 
(3) The collection of graphic characters required to 
support a specific language. 

Clear to Send (ClS) flow control. A procedure for a 
communicating device to Signal its readiness to receive 
data by raising the CTS lead on an EIA 2320 interface. 

closed path (or network). A network in which all the 
cable paths and wiring closets are directly or indirectly 
connected. 

cluster. A station that consists of a control unit (a 
cluster controller) and the terminals attached to it. 

cluster controller. A device that can control the 
input/output operations of more than one device con­
nected to it. A cluster controller may be controlled by a 
program stored and executed in the unit, for example, 
the IBM 3601 Finance Communication Controller. Or, it 
may be entirely controlled by hardware, for example, 
the IBM 3272 Control Unit. See also cluster and cluster 
controller node. Synonymous with cluster control unit. 

cluster controller node. A peripheral node that can 
control a variety of devices. See also host node, NCP 
node, and terminal node. 

cluster control unit. Synonym for cluster controller. 

code page. An assignment of graphic characters and 
control function meanings to all code points. 

command. An instruction that directs a control unit or 
device to perform an operation or a set of operations. 

Glossary 

command retry. A channel and control unit procedure 
that causes a command to be retried without requiring 
an I/O interruption. 

communication adapter. (1) A circuit card with associ­
ated software that enables a processor, controller, or 
other device to be connected to a network. (2) See EIA 
communication adapter, V.35 communication adaptsr, 
and X.21 communication adapter. 

communication controller. (1) A device that directs 
the transmission of data over the data links of a 
network; its operation may be controlled by a program 
processed in a processor to which the controller is con­
nected or by a program executed within the device. 
(2) A type of communication control unit whose oper­
ations are controlled by one or more programs stored 
and executed in the unit. It manages the details of line 
control and the routing of data through a network. 
(3) See also cluster controller, communication con­
trol/er node, and transmission control unit. 

communication controller node. A subarea node that 
does not contain a system services control point 
(SSCP). 

communication control unit. A communication device 
that controls transmission of data over lines in a 
network. 

configuration. The arrangement of a computer system 
or network as defined by the nature, number, and chief 
characteristics of its functional units. More specifically, 
the term configuration may refer to a hardware config­
uration or a software configuration. See also system 
configuration. 

Connection Menu. A menu on the screen of a display 
station attached to the 3174 Subsystem Control Unit, 
from which a user can select an available host. 

control character. (1) A character whose occurrence 
in a particular context specifies a control function. 
(2) A character used to specify that a control unit is to 
perform a particular operation. 

Control (Cll) disk. A customized diskette or fixed disk 
containing the microcode that describes a particular 
control unit's attached terminals, and its method of 
attachment to the host. 

Control (Cll) diskette. A customized diskette con­
taining the microcode that describes a particular 
control unit's attached terminals, and its method of 
attachment to the host. 

controller. A unit that controls input/output operations 
for one or more devices. 

control unit. A general term for any device that pro­
vides common functions for other devices or mech­
anisms. The 3174 is an example of a control unit. 
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control unit terminal (CUT). A terminal that relies on 
the 3174 to interpret the data stream. Examples are the 
3178, 3179, 3278 Model 2, and 3279 Model S2A. 

control unit terminal (CUT) mode. A host-interactive 
mode that enables an IBM 3270 Personal Computer 
customized in this mode to run only one session emu­
lating a 3178, 3179, 3278 Model 2, or 3279 Model S2A. 

conversion. (1) In programming languages, the trans­
formation between values that represent the same data 
item but belong to different data types. Information 
may be lost as a result of conversion because accuracy 
of data representation varies among different data 
types. (2) The process of changing from one method of 
data processing to another or from one data processing 
system to another. (3) The process of changing from 
one form of representation to another, for example, to 
change from decimal representation to binary repre­
sentation. 

copy control character (CCC). A character used in 
conjunction with the Copy command to specify the type 
of data to be copied. 

copy operation. An operation that copies the contents 
of the buffer from one terminal to another terminal 
attached to the same control unit. 

country extended code page (CECP). A function of the 
3174 microcode that provides for a code page con­
taining additional code pOints beyond those available 
with Table 5A code pages. CECP is supported by a uni­
versal character set, Character Set 697, which contains 
190 characters. 

create. In 3174 central site customizing, to create a 
library member for a network control unit, and store the 
customizing data for that library member on a Library 
diskette. 

cursor. (1) A movable, visible mark used to indicate 
the position at which the next operation will occur on a 
display surface. (2) A unique symbol that identifies a 
character position in a screen display, usually the char­
acter position at which the next character to be entered 
from the keyboard will be displayed. 

customization. Procedures that tailor the control unit 
microcode to fit the various types of display stations 
and printers and the method of host attachment that a 
particular control unit will handle. 

customizing display station. A display station used to 
perform the cLJ~tQrTlizing procedures; this display 
station-mu-st be attached to port 26-00 of the control 
unit. Only these display stations can be used for cus­
tomizing: a 3178, a 3179 Model 1 operating in native or 
3279-emulation mode, a 3180 operating in native or 
3278-emulation mode, a 3191, a 3192, a 3194 operating 
in control unit terminal (CUT) mode, a 3270 Personal 
COiiiputSi with 3276;3279 emuiation, operating in CUT 
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mode, a 3278 (except Model 1), a 3279, a 5550 family 
operating in CUT mode, a 6150 RT Personal Computer, 
and a 6151 RT Personal Computer. 

customizing keyboard. A keyboard used to type in the 
customizing responses; this keyboard must be a Type­
writer, Data Entry, APL (with APL off), or Text (with Text 
off) keyboard with a QWERTY layout. On a QWERTY 
layout, the first six characters on the left side of the top 
row of alphabetic characters are Q, W, E, R, T, Y. 

D 

data circuit-terminating equipment (DCE). In a data 
station, the equipment that provides the signal conver­
sion and coding between the data terminal equipment 
(DTE) and the line. 

Notes: 

1. The DCE may be separate equipment or an integral 
part of the DTE or of the intermediate equipment. 

2. A DCE may perform other functions that are usually 
performed at the network end of the line. 

Data Entry keyboard. A keyboard layout designed for 
data entry applications. 

data link. Any physical link, such as a wire or a tele­
phone circuit, that connects one or more devices or 
communication controllers. 

data processing (DP). The systematic performance of 
operations upon data; for example, handling, merging, 
sorting, computing. 

data stream. (1) All data transmitted through a data 
channel in a single read or write operation. (2) A con­
tinuous stream of data elements being transmitted, or 
intended for transmission, in character or binary-digit 
form, using a defined format. See also data stream 
format. 

data stream format. In SNA, the format of the data ele­
ments (end-user data) in the request unit (RU). See 
also 3270 data stream and SNA character string (SCS). 

data terminal equipment (DTE). That part of a data 
station that serves as a data source, data sink, or both. 

Data Terminal Ready (DTR) flow control. A procedure 
for a communicating device to signal its readiness to 
receive data by raising the DTR lead on an EIA 2320 
interface. 

data transfer. The movement, or copying, of data from 
one location and the storage of the data at another 
location. 

decrypt. To convert encrypted data into clear data. 
Contrast with encrypt. 



default destination. A destination for display stations 
and printers that is defined in customization. 

default response. A response supplied by the custom­
izing program if a different response is not specified 
during customization. 

device. A mechanical, electrical, or electronic 
contrivance with a specific purpose. 

disk. A direct-access data storage medium, which may 
be either flexible (diskette) or hard (fixed disk). 

dlskeHe. A flexible magnetic disk enclosed in a protec­
tive container. 

dlskeHe drive. The mechanism used to seek, read, 
and write data on diskettes. 

display field. (1) An area in the display buffer that 
contains a set of characters that can be manipulated or 
operated upon as a unit. (2) A group of consecutive 
characters (in the buffer) that starts with an attribute 
character (defining the characteristics of the field) and 
contains one or more alphanumeric characters. The 
field continues to, but does not include, the next attri­
bute character. 

display frame. (1) In computer graphics, an area in 
storage in which a display image can be recorded. 
(2) In computer micrographics, an area on a microform 
in which a display image can be recorded. 

display station. An input/output device containing a 
display screen and an attached keyboard that allows a 
user to send information to or receive information from 
the system. 

distributed function terminal (DFT). A programmable 
terminal that can perform operations previously per­
formed by the control unit. These terminals can inter­
pret the 3270 data stream themselves. Examples are 
the IBM 3270 Personal Computer and the 3290 Informa­
tion Panel. 

distributed function terminal (DFT) mode. A host­
interactive mode that enables an IBM 3270 Information 
Display System customized in this mode to run as 
many as four host sessions. The sessions can emulate 
a 3178,3179,3278 Model 2, or 3279 Model S2A. 

downstream. (1) In the direction of data flow or 
toward the destination of transmission. (2) From the 
processor toward an attached unit or end user. 
(3) Contrast with upstream. 

downstream load (DSL). The capability of a distributed 
function terminal to receive its control program from 
the control unit to which it is attached. A diskette con­
taining the terminal's control program is loaded into 
the control unit. 

Glossary 

drop. In the IBM Cabling System, a cable that runs 
from a faceplate to the distribution panel in a wiring 
closet. 

duplex. Pertaining to communication in which data 
can be sent and received at the same time. Synony­
mous with full duplex. 

E 

EIA communication adapter. A communication adapter 
conforming to EIA standards that can combine and 
send information on two lines at speeds up to 19.2 
kbps. 

emulate. (1) To imitate one system with another, pri­
marily by hardware, so that the imitating system 
accepts the same data, executes the same computer 
programs, and achieves the same results as the imi­
tated computer system. 

emulation. (1) The imitation of all or part of one 
system by another, primarily by hardware, so that the 
imitating system accepts the same data, executes the 
same programs, and achieves the same results as the 
imitated computer system. (2) The use of program­
ming techniques and special machine features to 
permit a computing system to execute programs 
written for another system. (3) Imitation; for example, 
imitation of a computer or device. (4) See terminal 
emulation. (5) Contrast with simulation. 

encrypt. To scramble data or convert it, before trans­
mission, to a secret code that masks the meaning of the 
data to any unauthorized recipient. Contrast with 
decrypt. 

Erase All Unprotected (EAU) command. A 3270 data 
stream command that erases all unprotected fields and 
inserts nulls. 

event. (1) An occurrence or happening. (2) An occur­
rence of significance to a task; for example the com­
pletion of an asynchronous operation, such as an 
input/output operation. 

extended binary-coded decimal interchange code 
(EBCDIC). A coded character set of 256 eight-bit char­
acters. 

extended highlighting, (1) A function that provides 
blink, reverse video, and underscore for emphasizing 
fields or characters on devices supporting extended 
field attributes and character attributes. (2) An attri­
bute type in the extended field attribute and character 
attribute. (3) An attribute passed between session 
partners in the Start Field Extended, Modify Field, and 
Set Attribute orders. 
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F 

fault domain. In IBM Token-Ring Network problem 
determination, the portion of a ring that is involved with 
an indicated error. 

field. See display field. 

file. A named set of records stored or processed as a 
unit. 

fixed disk. A rigid magnetic disk used in a fixed disk 
drive. 

fixed disk drive. A disk storage device that reads and 
writes on rigid magnetic disks. 

flag. (1) An indicator or parameter that shows the 
setting of a switch. (2) Any of various types of indica­
tors used for identification, for example, a wordmark. 
(3) A character that Signals the occurrence of some 
condition, such as the end of a word. (4) Deprecated 
term for mark. 

flow control. (1) In data communication, control of the 
data transfer rate. (2) In SNA, the process of managing 
the rate at which data traffic passes between compo­
nents of the network. The purpose of flow control is to 
optimize the rate of flow of message units with 
minimum congestion in the network, that is, neither to 
overflow the buffers at the receiver or at intermediate 
routing nodes nor to leave the receiver waiting for 
more message units. (3) The methods used to control 
the flow of information across a network. 

foreground logical terminal (L T). Synonym for active 
logical terminal (L T). 

frame. (1) The portion of a tape, on a line perpendic­
ular to the reference edge, on which binary characters 
can be written or read simultaneously. Synonymous 
with tape row. (2) A housing for machine elements. 
(3) The hardware support structure, covers, and all 
electrical parts mounted therein that are packaged as 
one entity for shipping. (4) A formatted display. See 
display frame. 

from diskette. The diskette that provides the data to be 
transferred. 

from drive. The drive that provides the data to be 
transferred. 

full duplex. Synonym for duplex. 
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G 
gateway. (1) A functional unit that connects two com­
puter networks of different network architectures. 

Note: A gateway connects networks or systems of dif-
ferent architectures. A bridge interconnects net­
works or systems with the same or similar 
architectures. 

generate. In 3174 central site customizing, to write a 
Control diskette containing the customizing data for a 
particular control unit. Also, to print a mailing address 
label and a diskette label for a particular control unit. 

get. In 3174 central site customizing, to select the type 
of data you want, and its source, and store it in working 
copy. 

H 
half-duplex. In data communication, pertaining to 
transmission in only one direction at a time. Contrast 
with duplex. 

hexadecimal. (1) Pertaining to a selection, choice, or 
condition that has 16 possible values or states. 
(2) Pertaining to a fixed-radix numeration system, with 
radix of 16. (3) Pertaining to a numbering system with 
base of 16; valid numbers use the digits 0 through 9 
and characters A through F, where A represents 10 and 
F represents 15. 

hexadecimal number. The 1-byte hexadecimal equiv­
alent of an EBCDIC character. 

host access method. The access method that controls 
communication with a domain. 

host attachment. A mode of SNA communication in 
which the processor acts as a secondary SNA device. 

host interface. Interface between a network and the 
host com puter. 

host logical unit (LU). An SNA logical unit (LU) located 
in a host processor, for example, an ACF/VTAM appli­
cation program. 

host node. (1) A node at which a host processor is 
located. (2) In SNA, a subarea node that contains a 
system services control point (SSCP); for example, a 
System/370 computer with OS/VS2 and ACF/TCAM. 

host system. (1) A data processing system used to 
prepare programs and operating environments for use 
on another computer or controller. (2) The data proc­
essing system to which a network is connected and 
with which the system can communicate. (3) The con­
trolling or highest-level system in a data commu!'"!l-



cation configuration; for example, a System/38 is the 
host system for the work stations connected to it. 

initial microcode load (IML). The action of loading the 
operational microcode. 

input/output (I/O). (1) Pertaining to a device whose 
parts can perform an input process and an output 
process at the same time. (2) Pertaining to a func­
tional unit or channel involved in an input process, 
output process, or both, concurrently or not, and to the 
data involved in such a process. (3) Pertaining to 
input, output, or both. 

interface. (1) A shared boundary between two func­
tional units, defined by functional characteristics, 
common physical interconnection characteristics, 
signal characteristics, and other characteristics as 
appropriate. (2) A shared boundary. An interface may 
be a hardware component to link two devices or a 
portion of storage or registers accessed by two or more 
computer programs. (3) Hardware, software, or both, 
that links systems, programs, or devices. 

K 
keyboard definition. A customizing procedure for 
defining a maximum of four modified keyboard layouts 
for modifiable keyboards only. Most characters, 
symbols, and functions can be relocated, duplicated, or 
deleted from almost any keyboard position. 

L 
leased line. Synonym for nons witched line. 

Library (LIB) disk. A diskette or fixed disk that con­
tains customizing data for some or all of the control 
units in a network. 

library member. A file located on a Library diskette 
that contains customizing information for a control unit 
in a network. 

Limited Function Utility (LFU) diskette. Contains the 
microcode to run only a limited number of utilities. 
These are: Diagnostics, Copy Files, Encrypt/Decrypt 
Master Key, and Identify Customizing Keyboard. It is 
used mainly in networks that are under central site 
control. 

line speed. (1) The rate at which data is transmitted 
from one point to another over a telecommunication 
line. (2) The number of binary digits that can be sent 
over a telecommunication line in 1 second, expressed 
in bits per second (bps). 

Glossary 

link. The logical connection between nodes including 
the end-to-end link control procedures. 

local. Pertaining to a device accessed directly without 
use of a telecommunication line. Synonym for channe/­
attached. Contrast with remote. 

location. With reference to a 3174, a place within the 
3174 chassis where a particular card or adapter is 
inserted. 

logical terminal (LT). In ML T, one of five sessions 
available to share one display station. 

logical unit (LU). In SNA, a port through which an end 
user accesses the SNA network in order to communi­
cate with another end user and through which the end 
user accesses the functions provided by system ser­
vices control points (SSCPs). An LU can support at 
least two sessions, one with an SSCP and one with 
another LU, and may be capable of supporting many 
sessions with other logical units. 

M 
main storage. Program-addressable storage from 
which instructions and other data can be loaded 
directly into registers for subsequent processing. 

maintenance analysis procedure (MAP). A mainte­
nance document that gives an IBM service represen­
tative a step-by-step procedure for tracing a symptom 
to the cause of a failure. 

mark. A symbol or symbols that indicate the beginning 
or the end of a field, a word, an item of data or a set of 
data such as a file, record, or block. 

memory. Program-addressable storage from which 
instructions and other data can be loaded directly into 
registers for subsequent execution or processing. Syn­
onymous with main storage. 

microcode. (1) One or more microinstructions. (2) A 
code, representing the instructions of an instruction 
set, that is implemented in a part of storage that is not 
program-addressable. (3) To design, write, and also to 
test one or more microinstructions. 

microcode upgrade diskette. An upgraded version of a 
Control diskette that includes new function, such as the 
ability to handle a new type of display station. 

modem (modulator/demodulator). A device that con­
verts digital data from a computer to an analog signal 
that can be transmitted on a telecommunication line, 
and converts the analog signal received to data for the 
computer. 

multiple logical terminal (MLT). In the 3174, a function 
that provides a CUT-attached, fixed-function display 
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station with the ability to interact with as many as five 
host sessions. Each session is processed as though it 
were a separate display station. 

N 

native mode. A 3179 or 3180 operational mode that 
uses the full capabilities of those models' display and 
keyboard. 

NetView. A comprehensive network management 
product that is the basis for central control of both 
systems for network operations. It supersedes NCCF, 
NPDA, NLDM, and NPM. 

network. (1) An arrangement of nodes and connecting 
branches. Connections are made between data 
stations. (2) A configuration of data processing 
devices and software connected for information inter­
change. 

Network Site Control Unit. Any SNA-configured control 
unit in a network that is also configured to support 
central site change management. 

nonswitched line. (1) A connection between systems 
or devices that does not have to be made by dialing. 
Contrast with switched line. (2) A telecommunication 
line on which connections do not have to be estab­
lished by dialing. Synonymous with leased line. 

o 
open. (1) To make an adapter ready for use. (2) A 
break in an electrical circuit. 

operator information area (OIA). The area below the 
line near the bottom of the display area where graphics 
and alphanumeric characters are displayed to define 
the status of the terminal or the system to the operator. 

original equipment manufacturer (OEM). A manufac­
turer of equipment that may be marketed by another 
manufacturer. 

p 

parallel. (1) Pertaining to a process in which all 
events occur within the same interval of time, each 
handled by a separate but similar functional unit; for 
example, the parallel transmission of the bits of a com­
puter word along the lines of an internal bus. (2) Per­
taining to concurrent or simultaneous operation of two 
or more devices or to concurrent performance of two or 
more activities in a single device. (3) Pertaining to 
concurrent or simultaneous occurrence of two or more 
related activities in multiple devices or channels. 
(4) Pertaining to the simultaneity of two or more proc­
esses. (5) Pertaining to the simultaneous processing 
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of the individual parts of a whole, such as the bits of a 
character and the characters of a word, using separate 
facilities for the various parts. (6) Contrast with serial. 

parameter. (1) A variable that is given a constant 
value for a specified application and that may denote 
the application. (2) An item in a menu for which the 
user specifies a value or for which the system provides 
a value when the menu is interpreted. (3) Data passed 
between programs or procedures. 

parity. (1) A transmission error-checking scheme in 
which an extra bit is added to some unit of data, usually 
a byte, in order to make the total number of one bits 
even or odd. For the AEA feature, odd, even, mark, 
space, or no-parity coding is supported. No-parity 
means that no parity bit is sent or expected. Mark and 
space mean that the parity position is always set to one 
or zero, respectively, and that received parity is not 
checked. (2) The state of being either even-numbered 
or odd-numbered. 

path. In a network, a route between any two nodes. 

physical unit (PU). In SNA, the component that 
manages and monitors the resources (such as attached 
links and adjacent link stations) of a node, as requested 
by an SSCP through an SSCP-SSCP session. 

polling. (1) On a multipoint connection or a point-to­
pOint connection, the process whereby data stations 
are invited one at a time to transmit. (2) Interrogation 
of devices for such purposes as to avoid contention, to 
determine operational status, or to determine read­
iness to send or receive data. 

port. (1) An access point for data entry or exit. (2) A 
connector on a device to which cables for other devices 
such as display stations and printers are attached. 

primary logical unit (PLU). In SNA, the logical unit (LU) 
that contains the primary half-session for a particular 
LU-LU session. Contrast with secondary logical unit. 

printer authorization matrix. A matrix stored in the 
control unit that establishes printer assignment and 
classification. 

program access (PA) key. On a display device key­
board, a key that produces a call to a program that per­
forms display operations. See also program function 
(PF) key. 

program attention key. On a display device keyboard, 
a key that produces an interruption to solicit program 
action. See also program access (PA) key and 
program function (PF) key. 

program function (PF) key. On a display device key­
board, a key that passes a signal to a program to call 
for a particular display operation. See also program 
access (PAj key. 



programmable symbols (PS). Customer-defined 
symbols. There are a maximum of 190 symbols in a 
programmed symbol set. 

programmed symbol set (PSS). A set of fonts that can 
be system-defined or defined by the user and to which 
a code can be assigned. 

programmed symbols (PS). In the 3270 Information 
Display System, an optional feature that stores up to six 
user-definable, program-Ioadable character sets of 190 
characters each in terminal read/write storage for 
display or printing by the terminal. 

protocol. (1) A set of semantic and syntactic rules that 
determine the behavior of functional units in achieving 
communication. (2) In SNA, the meanings of and the 
sequencing rules for requests and responses used for 
managing the network, transferring data, and synchro­
nizing the states of network components. 

put. In 3174 central site customizing, to store data 
from the working copy into a library member. 

R 
remote. Pertaining to a system, program, or device 
that is accessed through a telecommunication line. 

request for price quotation (RPQ). An alteration or 
addition to the functional capabilities that the control 
unit provides. 

response field. On a display device, a specified area 
on the display space where the user can enter, modify, 
or erase response data. 

Response Time Monitor (RTM). A network manage­
ment tool that measures and records the transaction 
times of inbound host attention (AID) operations from 
display stations that communicate with the host. 

ring interface adapter. A device that assumes the 
basic data transmission functions of node, such as 
frame recognition, address decoding, error checking, 
buffering of frames, fault detection, and, in Token-Ring 
Networks, token generation. 

ring network. A network configuration where a series 
of attaching devices are connected by unidirectional 
transmission links to form a closed path. 

s 
secondary logical unit (SLU). In SNA, the logical unit 
(LU) that contains the secondary half-session for a par­
ticular LU-LU session. Contrast with primary logical 
unit. 

segment. A section of cable between components or 

Glossary 

devices on the network. A segment may consist of a 
single patch cable, multiple patch cables connected, or 
a combination of building cable and patch cables con­
nected. 

serial. (1) Pertaining to a process in which all events 
occur one after the other; for example, serial trans­
mission of the bits of a character according to V24 
CCITT protocol. (2) Pertaining to the sequential or con­
secutive occurrence of two or more related activities in 
a single device or channel. (3) Pertaining to the 
sequential processing of the individual parts of a 
whole, such as the bits of a character or the characters 
of a word, using the same facilities for successive 
parts. (4) Contrast with parallel. 

service access point. A logical point made available 
by an adapter where information can be received and 
transmitted. A single SAP can have many links termi­
nating in it. 

session. (1) In network architecture, an association of 
facilities necessary for establishing, maintaining, and 
releasing connections for communication between 
stations. (2) In MLT, synonymous with logical terminal 
(L T). (3) In SNA, a logical connection between two 
network addressable units that can be activated, tai­
lored to provide various protocols, and deactivated as 
requested. 

session limit. In 3174, the total number of logical ter­
minals or defined AEA default destinations for an AEA 
port set. 

simulate. (1) To represent certain features of the 
behavior of a physical or abstract system by the 
behavior of another system; for example, to represent a 
physical phenomenon by means of operations per­
formed by a computer or to represent the operations of 
a computer by those of another computer. (2) To 
imitate one system with another, primarily by software, 
so that the imitating system accepts the same data, 
executes the same computer programs, and achieves 
the same results as the imitated system. (3) Contrast 
with emulate. 

simulation. (1) The representation of selected charac­
teristics of the behavior of one physical or abstract 
system by another system. In a digital computer 
system, simulation is done by software; for example, 
(a) the representation of physical phenomena by means 
of operations performed by a computer system, and (b) 
the representation of operations of a computer system 
by those of another computer system. (2) Contrast 
with emulation. 

SNA character string (SCS). A character string com­
posed of EBCDIC controls, optionally intermixed with 
end-user data, that is carried within a request/response 
unit. 
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sort. In 3174 central site customizing, to arrange a list 
of library members according to date, name, or micro­
code level. 

staging adapter. (1) An addition to a System/370 
Model 158 or 168 Integrated Storage Control (ISC) 
feature that enables the integrated storage control to 
operate in a 3850 Mass Storage System. (2) An IBM 
3850 Model 3 Storage Control, which is a 3830 Model 2 
Storage Control that has been modified to operate in a 
3850 Mass Storage System. 

station. (1) An input or output point of a system that 
uses telecommunication facilities; for example, one or 
more systems, computers, terminals, devices, and 
associated programs at a particular location that can 
send or receive data over a telecommunication line. 
(2) A location in a device at which an operation is per­
formed, for example, a read station. (3) In SNA, a link 
station. 

stop bit. Synonym for stop signal. 

stop signal. In start-stop transmission, a signal at the 
end of a character that prepares the receiving device 
for reception of a subsequent character. Synonymous 
with stop bit. 

storage. A unit into which recorded text can be 
entered, in which it can be retained and processed, and 
from which it can be retrieved. See also memory. 

structured field. A data stream format that permits 
variable-length data and controls to be parsed into its 
components without having to scan every byte. 

subsystem. A secondary or subordinate system, or 
programming support, usually capable of operating 
independently of or asynchronously with a controlling 
system. The 3174 and its attached terminals are an 
example of a subsystem. 

switched line. A telecommunication line in which the 
connection is established by dialing. Contrast with 
nonswitched line. 

synchronous. (1) Pertaining to two or more processes 
that depend on the occurrences of a specific event, 
such as common timing signal. (2) Occurring with a 
regular or predictable time relationship. 

Synchronous Data Link Control (SOLC). A discipline 
conforming to subsets of the Advance Data Communi­
cation Control Procedures (ADCCP) of the American 
National Standards Institute (ANSI) and High-level Data 
Link Control (HDLC) of the International Organization 
for Standardization, for managing synchronous, code­
transparent, serial-by-bit information transfer over a 
link connection. Transmission exchanges may be 
duplex or half-duplex over switched or nonswitched 
links. The configuration of the link connection may be 
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poi nt-to-poi nt, multipoint, or loop. See also binary syn­
chronous communication (aSe). 

system configuration. A process that specifies the 
devices and programs that form a particular data proc­
essing system. 

system services control point (SSCP). In SNA, the 
focal point within an SNA network for managing the 
configuration, coordinating network operator and 
problem determination requests, and providing direc­
tory support and other session services for end users 
of the network. Multiple SSCPs, cooperating as peers, 
can divide the network into domains of control, with 
each SSCP having a hierarchical control relationship to 
the physical units and logical units within its domain. 

Systems Network Architecture (SNA). The description 
of the logical structure, formats, protocols, and opera­
tional sequences for transmitting information units 
through, and controlling the configuration and opera­
tion of, networks. 

T 

telecommunication-attached. Pertaining to the attach­
ment of devices by teleprocessing lines to a host 
processor. Synonym for remote. Contrast with 
channel-attached. 

telecommunication control unit. See communication 
control unit. 

terminal. In data communication, a display station or 
printer capable of sending or receiving information. 

terminal adapter (TA). An adapter that provides 
control for a maximum of 32 terminals; each BNC con­
nector (four in all) on the terminal adapter can control 
either one terminal that is directly attached or as many 
as eight terminals that are attached through a terminal 
multiplexer adapter (located in the 3174) or a 3299 Ter­
minal Multiplexer (located outside the 3174). 

terminal emulation. The capability of a microcom­
puter, personal computer, 3270 CUT mode display 
station, 3270 printer, ASCII display station, or ASCII 
printer to operate as if it were a particular type of ter­
minal linked to a processing unit and to access data. 

terminal multiplexer. A device, such as the 3299 Ter­
minal Multiplexer, for interleaving the signals for many 
devices onto a single coaxial cable. 

terminal multiplexer adapter (TMA). This adapter is 
connected to the terminal adapter in the 3174 and pro­
vides control for a maximum of eight terminals. 

terminal node. (1) In a hierarchical data base, a node 
that has no subordinate records or segments. (2) In 
SNA pioducts, a peripherai node that is not user-



programmable and has less processing capability than 
a cluster controller node. Examples are nodes con­
sisting of the IBM 3277 Data Station, 3767 Communi­
cation Terminal, 3614 Consumer Transaction Facility, 
and 3624 Consumer Transaction Facility. 

to diskette. The diskette that receives the transferred 
data. 

to drive. The drive that receives the transferred data. 

token. In a local area network, the symbol of authority 
passed among data stations to indicate the station tem­
porarily in control of the transmission medium. 

Note: A token is a particular message or bit pattern 
that signifies permission to transmit. 

Token-Ring Network. (1) A ring network that allows 
unidirectional data transmission between data stations 
by a token-passing procedure over one transmission 
medium so that the transmitted data returns to the 
transmitting station. (2) A network that uses a ring 
topology, in which tokens are passed in a circuit from 
node to node. A node that is ready to send can capture 
the token and insert data for transmission. 

transmission control unit (TCU). A communication 
control unit whose operations are controlled solely by 
programmed instructions from the computing system to 
which the unit is attached. No program is stored or 
executed in the unit, for example, the IBM 2702 and 
2703 Transmission Controls. Contrast with communi­
cation controller. Synonymous with telecommunication 
control unit. 

transmitter. See universal receiver-transmitter. 

Type. In the 3174 Subsystem Control Unit, the identi­
fying number of a card. For example, 9150 is the type 
number of the terminal adapter in the 3174. 

u 
universal receiver-transmitter. A circuit used in asyn­
chronous, synchronous, orsynchronous/asynchronous 
data communication applications to provide all the nec­
essary logic to recover data in a serial-in parallel-out 
fashion and to transmit data in a parallel-in serial-out 
fashion. It is usually duplex; that is, it can transmit and 
receive simultaneously with the option to handle 
various data word lengths. 

update. In 3174 central site customizing, to tailor a 
library member's customizing data, in working copy, 
and put it back to the library diskette. 

upgrade. In 3174 central site customizing, to select a 
library member and upgrade its data to the microcode 
level of the Central Site Customizing Procedure 
diskette. 

Glossary 

upstream. (1) In the direction opposite to data flow or 
toward the source of transmission. (2) Toward the 
processor from an attached unit or end user. (3) Con­
trast with downstream. 

Utility (UTL) disk. A diskette or fixed disk that contains 
the microcode necessary to run various utilities, for 
example, to copy portions of a diskette for a backup 
diskette. 

Utility (UTL) diskette. A diskette that contains the 
microcode necessary to run various utilities, for 
example, to copy portions of a diskette for a backup 
diskette. 

v 
V.3S communication adapter. A communication 
adapter that can combine and send information on one 
line at speeds up to 64 kbps, and conforms to the CCITT 
V.35 standard. 

w 
workstation. An input/output device that allows trans­
mission of data or reception of data as needed to 
perform a job. 

wraparound. The continuation of an operation (for 
example, a read operation or a cursor movement oper­
ation) from the last character position in a buffer to the 
first character position in the buffer. 

write. To make a permanent or transient recording of 
data in a storage device or on a data medium. 

write control character (WCC). A character used in 
conjunction with a Write command to specify that a par­
ticular operation, or combination of operations, is to be 
performed at a display station or printer. 

x 
X.21. In data communication, a recommendation of the 
International Telegraph and Telephone Consultative 
Committee (CCITT) that defines the interface between 
data terminal equipment and public data networks for 
digital leases and circuit switched synchronous ser­
vices. 

X.21 communication adapter. A communication 
adapter that can combine and send information on one 
line at speeds up to 64 kbps, and that conforms to 
CCITT X.21 standards. 

X.2S. In data communication, a recommendation of the 
CCITT that defines the interface between data terminal 
equipment and packet switching networks. 
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3270 data stream. (1) The commands, control codes, 
orders, attributes, and data or structured fields for 3270 
devices, that are transmitted inbound to an application 
program or outbound to a terminal. (2) Data being 
transferred from or to an allocated primary or tertiary 
device, or to the host system, as a continuous stream of 
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data and 3270 Information Display System control ele­
ments in character form. 

3270 emulation. The use of a program that allows a 
device or system such as a personal computer or a 
System/38 to operate in conjunction with a host system 
as if it were a 3270-series display station or control 
unit. 
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station type questions, list of 8-31 
storage considerations 8-5 
storage requirements 3-7 
terminal type menu 8-3 
terminology 8-3 
3270 Attachment Diagram worksheet 20-18 
3270 terminal emulation 8-4 

attached printer prompt (781) 8-42 
attachment diagram 

ASC", filling out 8-14 
numbering 8-25 
3270, filling out 8-8 

attachment, host (101) 3-11 
attention delay value (223) 3-36 
attribute select keyboard (166) 3-29, B-8 
Austrian/German, language code 3-21 
auto XON/XOFF (761) 8-40 
automatic assignment of ports 4-3 
automatic form feed 3-31 
automatic line feed for cursor control (771) 8-41 
automatic new line for cursor control (773) 8-42 
AZERTY keyboard layout 19-3 

B 
background alarm 3-24 
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Menu options 

AEA Configure 1-12 
Configure 1-11 
Define PAM (printer authorization matrix) 1-11 
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Modify Keyboards 1-12 

Menu, description of 1-11 
option, description of 1-8 

customizing 
Control disk 1-6, 13-3 
correcting invalid responses 13-4 
Customize Control Disk Menu options 1-11 
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entering responses 13-3 
introduction to 1-1 
Master Menu options 1-8 
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planning 3-3 
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printing a local copy 13-3 
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things needed before 13-5 
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customizing display stations 1-7 
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customizing keyboard 

default keyboard 19-3 
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selecting 19-4 
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which ones to identify 19-3 

customizing, warning 13-8, 13-25, 13-30, 13-39, 13-55, 
13-66 

CUT port assignment considerations 4-5 
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D 
Danish, language code 3-21 
Data Entry keyboard, response for 3-26 
data entry keypad, response for 3-28 
data loss, warning 13-8 
data management 18-3 
data security 17-3 
data stream 

DECVT100, questions 8-40 
IBM 3101 questions 8-41 

data stream supported by the ASCII host (751) 8-38 
data transfer delay, X.21 (365) 3-42 
data transfer modes 3-35 
data transfer (224) 3-36 
data, saving for 

AEA Configure 13-65 
configuration 13-24 
customizing 13-67 
Merge RPQs 13-39 
Modify Keyboard 13-55 
PAM 13-30 

DCE supported for 
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Decrypt 
description of 17-3 
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default IML, warning 15-5, 18-3 
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Defi ne the PAM 

completing 13-30 
descri ption of 13-26 
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PF keys 13-26 
procedure 13-26 
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deleting subdirectories 18-9 

procedure 18-9 
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Keyboard Changes Chart 11-8 
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Modify Keyboard Master panel 13-43 
deselect IML source 18-4 
deselecting an IML source 

procedure 18-6 
designation, model (100) 3-10 
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determining problems 

error correction 
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Microcode Upgrade A-5 

interutility checking A-3 
panel informational areas A-4 
utility checking panel A-4 
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OFT 

See distributed function terminal 
Diagnostics, description of 1-9 
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dial key 3-42 
dial screen display 6-7 
direct calls, DCE 3-42 
direct key 3-42 
DISC key, X.25 6-6 
disconnect key 3-41 
disconnect timeout, switched (741) 8-37 
disconnect/local mode operation 6-7 
diskette 

IMUng from 12-5 
inserting 12-6 
Merge DSL 14-6 
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management of 2-6 
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disks 
Control 1-5 
DSL (downstream load) 1-5 
Encrypt/Decrypt 1-6 
how to customize 1-6 
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LFU (limited function utility) 1-5 
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Utility 1-5 
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displaying the Master Menu 12-3 

menu panel 12-3 
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overview 12-3 
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options (173) 3-30 
port assignment considerations 4-5 
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for copy 15-4 
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Copy 15-13 
Customize Control Disk 13-7 
Encrypt/Decrypt 17-6, 17-7 
Media Management 18-7, 18-10 
Merge RPQs 13-36, 13-37 
Microcode Upgrade 16-8 

DSL Merge 
after Microcode Upgrade 16-3 
description of 14-3 
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panel 14-4 
PF keys 14-5 
procedu re 14-5 
select Merge/Delete 14-8 
selecting 14-5 
using a diskette 14-6 
using a fixed disk 14-6 
when to 14-3 

DSL (downstream load) disk 
copying 15-7 
description of 1-5 

DTE (data terminal equipment) 
host address 6-8, 6-10 
3174 address 6-9,6-10 

dual-function clear key 3-23 
DWND (default window size) 6-12 

E 
EBCDIC (World Trade), language code 3-21 
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Hayes 8-39 
IBM 8-39 
Micom 8-39 

emulation 
ASCII terminal 8-4 
asynchronous considerations 8-5 
asynchronous overview 8-6 
asynchronous planning 8-1 
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filling out AEA worksheets 8-27 
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numbering AEA attachment diagrams 8-25 
3270 attachment diagram, filling out 8-8 
3270 terminal 8-4 

enable local copy format controls 3-31 
encoding. NRZ or NRZI (313) 3-37 
Encrypt/Decrypt 

adapter 17-3 
before the MKV is entered 17-4 
control unit 10 (CIO) 17-4 
description of 1-9, 17-3 
diskette description 1-6 
feature 17-3 
filling in the panel 17-9 
inserting the security key 17-8 
master key value (MKV) 17-3 
options 17-4 
PF keys 17-5 
procedure 17-5 
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enter, initialize, change master key value 17-8 
test Encrypt/Decrypt feature 17-15 
verify master key value 17-13 

security key 17-3 
selecting 17-5 
Utility panel 17-4 
verification pattern (VP) 17-3 
verify drives 17-6, 17-7 
warning 17 -8, 17-15 

English (U.K.), language code 3-21 
English (U.S.) ASCII, language code 3-21 
English (U.S.) EBCDIC, language code 3-21 
Enhanced Typewriter keyboard 

Katakana worksheet 20-31 
response for 3-26 
U.S. worksheet 20-29 
World Trade worksheet 20-30 
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AEA Configure panel 18-59 
AEA Default Destination panel 13-64 
AEA Port Set panel 13-60 

X-23 



Index 

entering customizing responses (continued) 
AEA Port to Port Set Map panel 13-61 
AEA Station Set panel(s) 13-62 
Common SNA panel 13-18 
Encrypt/Decrypt panel 17-9 
Host panel 13-14 
in general 13-3 
Model/Attach panel 13-13 
PAM panel(s) 13-29 
Token-Ring Network Gateway panels 13-15 
117: Port Assignment panel 13-19 
128: RTM panel 13-21 
332: X.25 Options panel 13-23 

entering the Encrypt/Decrypt master key value 17-8 
erasure of customized data, warning 13-24, 13-65 
error correction A-3 
error monitor, ring (905) 9-3 
extended code page support 3-22 
extension key, X.21 switched 3-41 
extension mode key for PCs 3-29 

F 
facilities, nonswitched 3-38 
facilities, telecommunication (317) 3-38 
facility 

negotiated packet size 6-8, 6-9 
negotiated window size 6-8, 6-9 
reverse-charge 6-8, 6-9 

field description 
Modify Keyboard Master panel 13-43 
Printer Authorization Matrix Definition panel 10-4 
RTM panel 5-8 
X.25 Options panel 6-4 
117: Port Assignment Panel 4-7 
940: Ring Address Assignment panel 9-4 

field intensity 3-31 
file transfer aid 3-24 
filling out 

AEA configure worksheet 8-27 
AEA default destination worksheet 8-43 
AEA port set worksheet 8-27 
AEA port to port set map worksheet 8-28 
AEA station set worksheet 8-30 
AEA worksheets 8-27 
ASCII Attachment Diagram 8-14 
Common SNA worksheet 7-4 
Keyboard Changes Chart 11-5 
keyboard worksheets 11-4 
MLT worksheet 3-18 
Printer Authorization Matrix worksheet 10-8 
token-ring gateway worksheets 9-3 
117: port assignment worksheet (116= 1) 4-9 
117: port assignment worksheet (116=2) 4-10 
128: RTM worksheet 5-11 
3270 Attachment Diagram 8-8 
332: X.25 Options worksheet 6-5 
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Finnish, language code 3-21 
fixed disk 

copying from 15-5 
copying to 15-4 
deleting subdirectories 18-9 
deselecting an IML source from 18-6 
IMUng from 12-5 
Merge DSL 14-6 
selecting a subdirectory to copy 15-13 
selecting an IML source from 18-6 
subdirectories 18-3 
what can be copied 15-4 

flow control type (731) 8-33 
flow of panels, Configure 13-9 
form feed 

local copy 3-31 
use of (782) 8-43 

form feed, local copy 3-31 
French AZERTY, language code 3-21 
Fu" Copy 15-7 

selecting 15-12 
full- or half-speed transmission (318) 3-39 
function group 11-6 
function, alert (220) 3-34 

G 
Gateway, add ress for 9-3 
general restrictions, keyboard 11-9 
General Telephone and Electronics (GTE) 6-5 
Greek, language code 3-21 
group 
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function 11-6 
keyboard 11-6 
shift 11-6 

half-duplex SNBU operation 3-38 
hexadecimal polling address 3-12 
high speed data transfer 3-36 
HNAD (host network (DTE) address) 6-10 
Host Attachment worksheet 20-3 
host attachment (101) 3-11 
host configuration, CSCM 7-3 
host connection menu option (725) 8-33 
host copy operations 10-3 
host DTE address 6-8 
host DTE address (423) 6-10 
Host panel 

entering responses 13-14 
host services, warning 12-7, 12-10 
hot key, personal computers (168) 3-29 

I-frame size 
maximum inbound (370) 3-43 



I-frame size (continued) 
maximum receive (380) 3-44 
maximum transmission (382) 3-45 
transmit (941) 9-5 

IBM 3101 data stream, questions 8-41 
771 automatic line feed for cursor control 8-41 
772 carriage return/carriage return - line feed 

selection 8-42 
773 automatic new line for cursor control 8-42 
774 scrolling 8-42 
775 line turnaround character 8-42 

Icelandic, language code 3-21 
identification, physical unit (215) 3-33 
identifier, connection 6-8,6-9 
identifier, logical channel (402) 6-5 
identifier, machine (108) 3-16 
Identifier, RPQ 13-32 
Identify Customizing Keyboard 

default keyboard 19-3 
description of 1-10 
panel 19-5 
PF keys 19-4 
procedure 19-4 
selecting 19-4 
when to 19-3 
which ones to 19-3 

IDs, keyboard 3-27 
ID, network (501) 7-5 
IML (initial microcode load) 

deselecting a source 18-3 
selecting a source 18-3 
source deselection procedure 18-6 
source selection procedure 18-6 

IML (initial microcode load), ALT 1 12-3 
from a diskette 12-5 
from a fixed disk 12-5 
inserting diskettes 12-6 
model 1 L 12-10 
overview 12-3 
remote models 12-7 

IML, warning 12-7, 12-10 
IMS/VS 3-32 
inactivity timeout (742) 8-37 
individual port assignment (116) 3-20 
initialize the Encrypt/Decrypt master key value 17-8 
inserting diskettes 12-6 
inserting the Encrypt/Decrypt security key 17-8 
intensity 

3290 3-31 
International, language code 3-21 
interutility checking 

Customize Control Disk A-7 
description of A-3 
Microcode Upgrade A-5 
panel A-4 

field description A-4 
panel informational areas A-4 
PF keys 

customize control disk A-3 

interutility checking (continued) 
PF keys (continued) 

microcode upgrade A-3 
introduction to customizing 1-1 
invalid responses, correcting 13-4 
Italian, language code 3-21 
I/O interface codes supported 11-17 

J 
Japanese (English), language code 3-21 
Japanese (Katakana), language code 3-21 

K 
K-maximum out (433) 6-11 
Katakana Keyboard worksheet 20-28 
key 

copying 11-15 
direct and dial 3-42 
disconnect 3-41 
extension, X.21 switched 3-41 
function nomenclature 11-18 
local communicate 3-41 
X.25 6-7 
X.25 DISC 6-6 
X.25 LOCAL and COMM 6-7 

key function nomenclature 11-18 
keyboard 
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additional extension mode key definition (168) 3-29 
alternate selection (132) 3-25 
APL 3-26 
Attribute Select (166) 3-29 
character set for 3-20 
Data Entry 3-26 
Enhanced Typewriter 3-26 
group 11-6 
identifying for customizing 19-1 
IDs 3-27 
languages for 3-20 
languages supported 3-21,11-17 
selection, modifiable layouts (137) 3-27 
selection, standard layouts (136) 3-26 
types of 3-26 
Typewriter 3-26 
X.21 switched options (362) 3-41 

Keyboard Changes Chart 
column description 11-8 

keyboard layouts 
alternate B-3 
APL B-6 
AZERTY 19-3 
Data Entry B-5 
Enhanced Typewriter B-6 
QWERTY 19-3 
Typewriter B-5 
Typewriter Base (4651) B-8 
Typewriter Overlay Base (4640) B-8 
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keyboard layouts (continued) 
Typewriter/ APL 8ase (4652) 8-8 
8K0808 8-3 
8K0932 (model C-4) 8-3 
8K1038 (model C-3) 8-3 
8K1158 8-4 

keyboard modification planning 11-1 
APL restrictions 11-11 
completing the worksheets 11-4 
copying from one key to another 11-15 
customizing questions to answer 11-11 
deleting key functions 11-14 
description of 11-3 
general restrictions 11-9 
key function nomenclature 11-18 
Keyboard Changes Chart, completing 11-5 
keyboards supported 11-17 
languages supported 11-17 
local function restrictions 11-10 
nomenclature presentation restrictions 11-11 
planning to modify 11-1 
procedure for planning 11-4 
sample Keyboard Changes Chart 11-8 
setting up terminal keyboards 11-12 
two-language modification 11-12 
two-language modification, examples of 11-13 
types of worksheets 11-4 

keyboards layouts 
attribute select (166) 8-8 

keyboards, base 
8K0808 3-25 
8K0932 3-25 
8K1038 3-25 
8K1158 3-25 

keyboards, customizing 
default keyboard 19-3 
identifyi ng 19-4 
panel for identifying 19-5 
selecting 19-4 
when to identify 19-3 
which ones to identify 19-3 

Keyboards, Modify 
after Microcode Upgrade 16-3 
checking results 13-54 
completing 13-55 
copying 15-10 
copying I/O interface 13-50 
copying key function 13-52 
deleting key function 13-53 
description of 13-40 
exchanging key function 13-51 
exiting the procedure 13-54 
keyboard panel 1 13-47 
keyboard panel 2 13-47 
keyboard panel 3 13-48 
Master panel 13-43 
modify the Master panel 13-43 
PF keys 13-41 
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Keyboards, Modify (continued) 
procedure 13-41 
selecting 13-42 
selecting mode row entries 13-48 
steps for defining 13-41 

keypad 
data entry 3-28 
national language numeric 3-28 
program function 3-28 
selection, standard layouts (138) 3-28 

keypad layouts 
National Language Numeric, Data Entry, Program 

Function 8-7 
keystroking, deferred 3-24 
keys, PF 
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AEA Configure 13-56 
Configure 13-10 
Copy 15-11 
Customize Control Disk 13-5 
Encrypt/Decrypt 17-5 
Identify Customizing Keyboard 19-4 
interutility checking A-3 
Media Management 18-5 
Merge DSL 14-5 
Merge RPQs 13-34 
Microcode Upgrade 16-6 
Modify Keyboards 13-41 
PAM 13-26 

languages supported 3-21,11-17 
language, keyboard (121) 3-20 
layout 

AZERTY keyboard 19-3 
QWERTY keyboard 19-3 

layouts, modified, modifiable keyboards (137) 3-27 
layouts, standard, modifiable keypads (138) 3-28 
layout, standard, modifiable keyboards (136) 3-26 
length, page (783) 8-43 
levels 

configuration 15-6, 16-4 
maintenance 15-6, 16-4 
microcode 15-6, 16-4 
release 15-6, 16-4 
suffix 15-6, 16-4 

Library disk, copying 15-7 
Limited Function Utility Disk 

Copy panel C-2 
copying 15-7 
description of 1-5, C-1 
menu panel C-1 
option on C-1 
used for C-1 

line feed selection, carriage return/carriage return 
(772) 8-42 

line speed (733) 8-35 



line speed, ASCII host upper limit (734) 8-35 
line speed, maximum modem (737) 8-36 
line turnaround character (775) 8-42 
link level transmit timeout (450) 6-13 
link subsystem name (908) 9-4 
local copy 

for record-keeping 2-3 
format controls 3-31 
requesting 2-4 
with automatic form feed after 3-31 
with automatic form feed before 3-31 

local copy operations 10-3 
local copy, printing when customizing 13-3 
local function restrictions, keyboard 11-10 
LOCAL key, X.25 6-7 
local mode, printer 10-5 
local non-SNA 3-11 
local SNA 3-11 
Local (Non-SNA) worksheet 20-8 
Local (SNA) worksheet 20-9 
local, communicate key 3-41 
LOCATE com mand 13-29 
logical channel identifier (402) 6-5 
logical link control (402) 6-6 
logical unit name (LUNAME) (502) 7-5 
loss of customized data, warning 13-8, 13-25, 13-30, 

13-39, 13-55, 13-66 
loss of master key value, warning 17-8 

M 
machine, unique identifier (108) 3-16 
magnetic character set (141) 3-28 
maintenance level 15-6, 16-4 
making multiple copies 15-16 
management of customization data 2-6 
management of diskettes 2-6 
management, central site 7-3 
margin bell (764) 8-41 
master key value (MKV) 17-3 
master key value, warning 17-8 
Master Menu 

description of 1-8 
displaying 12-1 
displaying, model1L 12-10 
displaying, remote models 12-7 
overview of displaying 12-3 
panel 12-3 
selecting options 12-9, 12-13 
using a diskette to display 12-5 
using a fixed disk to display 12-5 

Master Menu options 
Central Site Customizing 1-9 
Copy Files 1-8 
Customize the Control Disk 1-8 
Diagnostics 1-9 
Encrypt/Decrypt 1-9 
Identify Customizing Keyboard 1-10 

Master Menu options (continued) 
Media Management 1-9 
Merge DSL Code 1-8 
Microcode Upgrade 1-9 

maximum 
inbound I-frame size (370) 3-43 
modem line speed (737) 8-36 
receive I-frame size (380) 3-44 
Token-Ring Network in (381) 3-44 
Token-Ring Network out (383) 3-45 
transmission I-frame size (382) 3-45 

maximum out 9-5 
measurement of response time 5-9 
Media Management 

deleting subdirectories 18-4, 18-9 
description of 1-9, 18-3 
deselecting the IML source 18-4,18-6 
IML Source Selection panel 18-7 
options 18-4 
PF keys 18-5 
selecting 18-6, 18-9 
selecting the IML source 18-4, 18-6 
subdirectories 18-3 
verify drives 18-7, 18-10 
warning 18-3 

memory requirements 
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asynchronous emulation adapter (AEA) 3-7,8-5 
central site change management (CSCM) 3-7 
multiple logical terminals (MLT) 3-7 
token-ring 3270 gateway 3-7 

menu 
connection, AEA 8-3 
Customize Control Disk 13-8 
Master 13-6 
terminal type, AEA 8-3 

menu options, description of 
Customize Control Disk 1-11 
Master Menu 1-8 

menu option, host connection (725) 8-33 
menu option, selecting 

AEA Configure 13-58 
Configure 13-12 
Copy 15-11 
Customize Control Disk 13-6 
Define the PAM 13-28 
Encrypt/Decrypt 17-5 
from Customize Control Disk Menu 13-8 
Identify Customizing Keyboard 19-4 
Media Management 18-6, 18-9 
Merge DSL 14-5 
Merge RPQs 13-35 
Microcode Upgrade 16-6 
Modify Keyboards 13-42 

Merge DSL 
after Microcode Upgrade 16-3 
description of 14-3 
multiple merges 14-9 
option description 1-8 

X-27 



Index 

Merge DSL (continued) 
panel 14-4 
PF keys 14-5 
procedure 14-5 
select Merge/Delete 14-8 
selecting 14-5 
using a diskette 14-6 
using a fixed disk 14-6 
when to 14-3 

Merge RPQs 
after Microcode Upgrade 16-3 
completing 13-39 
copying RPQs 15-10 
descri ption of 1-12, 13-31 
merge panel 13-33 
PF keys 13-34 
procedure 13-34 
RPQ Identifier 13-32 
RPQ Parameter List 13-32 
selecting 13-35 
selecting Include, Omit, or Delete 13-37 
selecting Merge 13-38 
Utility panel 13-31 
verify drives 13-36, 13-37 

methods of record-keeping 2-3 
using a printer 2-3 
using diskettes 2-5 
using worksheets 2-5 

microcode 
Control 1-5 
DSL (downstream load) 1-5 
Encrypt/Decrypt 1-6 
kinds of 1-5 
LFU (limited function utility) 1-5 
RPQ (request for price quotation) 1-5 
Utility 1-5 

microcode level 
determining 15-6, 16-4 
releases 1-6 

Microcode Upgrade 
description of 1-9, 16-3 
error correction procedure A-5 
errors panel A-5 
interutility checking A-5 
interutility checking, PF keys A-3 
multiple times 16-9 
New heading 16-5 
Old heading 16-5 
PF keys 16-6 
planning 16-3 
procedure 16-6 
procedures performed after 16-3 
selecting 16-6 
Upgrade panel 16-5 
verify drives 16-8 

miscellaneous feature options (125) 3-22 
background alarm 3-24 
clicker option 3-23 
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deferred keystroking (remote SNA) 3-24 
dual-function clear key 3-23 
file transfer aid 3-24 
PS load altered screen 3-23 
unsupported control code translate 3-23 

MLT (multiple logical terminals) 3-17 
completing the worksheet 3-18 
configuration level (110) 3-17 
considerations with AEA 8-5 
description of 3-17 
determining the level of 3-18 
related considerations 3-19 
storage requirements 3-7 
warning 3-18 
worksheet 20-25 

mode of data transfer (224) 3-36 
model designation (100) 3-10 
model1L 

displaying the Master Menu 12-10 
models, diagram of 

1 L, 1 R, 2R, and 3R 12-4 
51R, 52R, and 53R 12-4 
81 Rand 82R 12-5 

Model/Attach panel 
entering responses 13-13 

modem 
Hayes embedded character substitution 8-39 
IBM embedded character substitution 8-39 
Micom embedded character substitution 8-39 
translated character 8-40 
translated character string 8-40 

modes, data transfer 3-35 
modifiable keyboard 

modified layouts (137) 3-27 
standard layouts (136) 3-26 

modifiable keyboards, standard layouts (136) 
diagram of B-5 

modifiable keypads, standard layouts (138) 
diagram of B-7 

modifiable keypads: standard layouts (138) 3-28 
modification 

examples of two-language 11-13 
two-language 11-12 

modified layouts, modifiable keyboards (137) 3-27 
Modify and Copy 15-8 

defining the modified responses 15-15 
selecting 15-12 

Modify and Copy panel 15-15 
Modify Keyboard Master panel 13-43 

description of fields 13-43 
Modify Keyboards 11-1, 13-55 

after Microcode Upgrade 16-3 
APL restrictions 11-11 
checking results 13-54 
completing 13-55 
completing the worksheets 11-4 
copying 15-10 



Modify Keyboards (continued) 
copying from one key to another 11-15 
copying I/O interface 13-50 
copying key function 13-52 
customizing questions to answer 11-11 
deleting key function 13-53 
deleting key functions 11-14 
description of 1-12, 11-3, 13-40 
exchanging key function 13-51 
exiting the procedure 13-54 
general restrictions 11-9 
I/O interface codes supported 11-17 
key function nomenclature 11-18 
Keyboard Changes Chart, completing 11-5 
keyboard panel 1 13-47 
keyboard panel 2 13-47 
keyboard panel 3 13-48 
languages supported 11-17 
local function restrictions 11-10 
Master panel 13-43 
modify the Master panel 13-43 
modifying panels 13-46 
nomenclature presentation restrictions 11-11 
PF keys 13-41 
planning 11-1 
planning procedure 11-4 
procedure 13-41 
sample Keyboard Changes Chart 11-8 
selecting 13-42 
selecting mode row entries 13-48 
setting up terminal keyboards 11-12 
steps for defining 13-41 
two-language modification 11-12 
two-language modification, examples of 11-13 
types of worksheets 11-4 
warning 13-42,13-46, 13-55 

Modulo 8 and 128 6-11 
monitor, ring error (905) 9-3 
multiple upgrades of microcode 16-9 

N 
national language numeric keypad, response for 3-28 
negotiated packet size facility 6-8,6-9 
negotiated packet size (430) 6-10 
negotiated window size facility 6-8,6-9 
negotiated window size (432) 6-11 
negotiated, throughput class 6-8 
Netherlands, language code 3-21 
network diskettes, management of 2-6 
network ID, NETID (501) 7-5 
Network Site Control Unit 7-4 
network subscription 6-3 
network type (400) 6-5 
networks, switched 3-38 
New Belgian, language code 3-21 
new line option (763) 8-41 

New Swiss French, language code 3-21 
New Swiss German, language code 3-21 
nomenclature presentation restrictions, 

keyboard 11-11 
nomenclature, key function 11-18 
Non-Katakana Keyboard worksheet 20-27 
nonreturn to zero inverted (NRZI) 3-37 
nonreturn to zero (NRZ) 3-37 
nonstandard default packet size (434) 6-11 
nonstandard default window size (435) 6-12 
nonswitched facilities 3-38 
normal data transfer 3-36 
Norwegian, language code 3-21 
NPKT (negotiated packet size) 6-10 
NRZ or NRZI encoding (313) 3-37 
NRZ (nonreturn to zero) 3-37 
NRZI (nonreturn to zero inverted) 3-37 
number of retries (451) 6-14 
numbering attachment diagrams 8-25 
numbering, packet sequence (431) 6-11 
NWND (negotiated window size) 6-11 

o 
OIA 

See operator information area 
operation 

disconnectllocal mode, X.25 6-7 
operation, connect-data-set-to-line (310) 3-37 
operation, half-duplex SNBU 3-38 
operator information area (OIA) 2-3 
operator-generated alert 3-34 
option 

clicker 3-23 
distributed function terminals 3-30 
field intensity 3-31 
incoming call (420) 6-7 
miscellaneous feature (125) 3-22 
new line (763) 8-41 
outgoing call (421) 6-9 
RTS control response (340) 3-39 
wraparound (762) 8-40 
X.21 switched (362) 3-41 
X.25 keyboard support (409) 6-6 
X.25 (3320 3-39 
X.25 (332) 6-3 

option selection 
AEA Configure 13-58 
Configure 13-12 
Copy 15-11 
Customize Control Disk 13-6 
Define the PAM 13-28 
Encrypt/Decrypt 17-5 
from Customize Control Disk Menu 13-8 
Identify Customizing Keyboard 19-4 
Media Management 18-6, 18-9 
Merge DSL 14-5 
Merge RPQs 13-35 

Index 
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option selection (continued) 
Microcode Upgrade 16-6 
Modify Keyboards 13-42 

order of copy, warning 15-5 
overview 

p 

AEA Configure 13-56 
Asynchronous Emulation Adapter (AEA) 8-6 
Central Site Change Management 7-3 
Configure 13-9 
Copy 15-3 
Customize Control Disk 13-3 
displaying the Master Menu 12-3 
Encrypt/Decrypt 17-3 
Limited Function Utility Disk C-1 
Media Management 18-3 
Merge DSL Code 14-3 
Merge RPQs 13-31 
Microcode Upgrade 16-3 
Modify Keyboards 11-3, 13-40 
port assignment 4-3 
printer authorization matrix 10-3 
Printer Authorization Matrix (PAM) 13-26 
Response Time Monitor (RTM) 5-3 
X.25 6-3 

packet sequence numbering (431) 6-11 
packet size facility, negotiated 6-8, 6-9 
packet size, negotiated (430) 6-10 
page length (783) 8-43 
PAM 

See Printer Authorization Matrix (PAM) 
PAM worksheet, completing 10-8 
PAM, copying 15-9 

selecting 15-12 
panel 

Master Menu 12-3 
panels 

AEA Configure 13-59 
AEA Configure Complete panel 13-65 
AEA Default Destination 13-64 
AEA Port Set 8-29, 13-60 
AEA Port to Port Set Map 8-29, 13-61 
AEA Station Set 13-62 
Common SNA 7-4,13-18 
Configure Complete 13-24 
Copy Menu panel 15-3,15-12 
Customize Control Disk Menu 1-11, 13-8 
customizing 1-13 
Customizing Errors A-7 
Customizing Keyboard Type 19-5 
description of 1-13 
DSL Merge 14-4 
Encrypt/Decrypt Utility 17-4 
flow of during Configure 13-9 
Host 13-14 
IML Source Selection 18-7 
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panels (continued) 
interutility checking A-4 
LFU Copy C-2 
Master Menu 1-8, 13-6 

Limited Function Utility Disk C-1 
Media Management Menu 18-4 
menu panel 18-4 
Microcode Upgrade 16-5 
Microcode Upgrade Errors A-5 
Model/Attach 13-13 
Modify and Copy 15-15 
Modify Keyboard Master 13-43 
PAM Definition 13-29 
Printer Authorization Matrix Definition 10-4 
RPQ Merge 13-33 
RPQ Utility 13-31 
sample 1-13 
Subdirectory Selection 15-5 
Token-Ring Gateway 13-15 
Typewriter Keyboard Panel 1 13-47 
Typewriter Keyboard Panel 2 13-47 
Typewriter Keyboard Panel 3 13-48 
X.25 Options 3-39 
117: Port Assignment 3-20,4-7,13-19 
118: port address 3-20,4-11 
128: RTM 3-25,5-3, 5-7 

version A 5-7, 13-21 
version B 5-8, 13-22 

332: X.25 Options 6-4, 13-23 
940: Ring Address Assignment 13-16 
941: Ring Transmission Definition 13-17 

Parameter List, RPQ 13-32 
parity (735) 8-36 
password 

connection identifier 6-14 
for ASCII display stations 8-27 
3179G 3-32 
3290 3-32 

Patch (es), copy 15-10 
selecting 15-12 

pattern diskette 3-4 
PA3 key, warning 11-4, 13-42 
permanent request-to-send 3-39 
personal computers, additional extension-mode key 

definition (168) 3-29 
PF (program function) keys 

AEA Configure 13-56 
Configure procedure 13-10 
Copy 15-11 
Customizing Control Disk 13-5 
Encrypt/Decrypt 17-5 
Identify Customizing Keyboard 19-4 
interutility checking 

customize control disk A-3 
microcode upgrade A-3 

Media Management 18-5 
Merge DSL 14-5 
Merge RPQs 13-34 



PF (program function) keys (continued) 
Microcode Upgrade 16-6 
Modify Keyboards 13-41 
PAM 13-26 

PF3 key, warning 13-24, 13-65 
phone number, ASCII host (752) 8-38 
physical service header (PSH) 6-6 
physical unit identification (215) 3-33 
planning 

AEA 8-1 
AEA tasks 8-6 
Central Site Change Management 7-1 
configuration 3-2 
for port assignment 4-1 
for 3174 1-4 
Modify Keyboards 11-1 
parts of the process 3-3 
Printer Authorization Matrix (PAM) 10-1 
reason for 3-3 
reconfigure 3-46 
Response Time Monitor (RTM) 5-1 
steps for configuring 3-5 
steps for storage 3-7 
Token-Ring Network 3270 Gateway 9-1 
X.25 6-1 

polling address 3-12 
port address panel (118) 4-11 
port address (118) 3-20 
port assignment 

AEA considerations 4-5 
assigning host addresses per port 4-4 
automatic assignment 4-3 
changing port assignments 4-12 
completing the worksheet (116 = 1) 4-9 
completing the worksheet (116 = 2) 4-10 
CUT devices using ML T function 4-5 
defining host addresses per port 4-4 
description of 4-3 
DFT considerations 4-5 
panel field description 4-7 
planning for 4-1 
restriction on using port 26-00 4-6 
117: port assignment panel 4-6 
118: port address table 4-11 

Port Assignment panel (117) 4-7 
Port Assignment worksheet 20-14 
Port Assignment (117) 3-20 
port assignment, individual (116) 

ASCII, DFT, 7232 devices 3-20 
port set name (723) 8-33 
Port Set panel, AEA 8-29 
port set, AEA 8-4 
Port to Port Set Map panel, AEA 8-29 
Portuguese, language code 3-21 
Printer Authorization Matrix (PAM) 10-1 

completing 13-30 
completing the worksheet 10-8 
copying 15-9 
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Printer Authorization Matrix (PAM) (continued) 
Definition panel, fields 10-4 

class 10-6 
display port 10-6 
entry 10-4 
mode 10-5 
printer port 10-5 

description of 10-3, 13-26 
LOCATE command 13-29 
panels, entering responses 13-29 
PF keys 13-26 
planning 10-1 
procedure 13-26 
sample PAM 10-7 
selecting 13-28 
worksheet 20-17 

printer, for record-keeping 2-3 
printing a local copy 13-3 
private operating agency, recognized (442) 6-13 
problem determination 

error correction 
Customize Control Disk A-7 
Microcode Upgrade A-5 

interutility checking A-3 
panel informational areas A-4 
utility checking panel A-4 

procedure 8-14 
AEA Configure 13-56 
ASCII attachment diagram, filling out 8-14 
configuration planning 3-5 
Configure 13-10 
Copy 15-11 
Customize Control Disk 13-6 
Define the PAM 13-26 
deleting subdirectories 18-9 
deselecting the IML source 18-6 
diskette management 2-6 
displaying the Master Menu, model 1L 12-10 
displaying the Master Menu, remote models 12-7 
Encrypt/Decrypt 17-5 
error correction 

Customize Control Disk A-7 
Microcode Upgrade A-5 

filling out AEA worksheets 8-27 
filling out common SNA worksheet 7-4 
filling out MLT worksheet 3-18 
filling out PAM worksheet 10-8 
fi II i ng out RTM worksheet 5-11 
filling out X.25 Options worksheet 6-5 
filling out 3270 attachment diagram 8-8 
filling out, 117: port assignment worksheet 

(116= 1) 4-9 
filling out, 117: port assignment worksheet 

(116=2) 4-10 
Identify Customizing Keyboard 19-4 
inserting diskettes 12-6 
Keyboard Changes Chart, completing 11-5 
keyboard worksheets, completing 11-4 
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procedure (continued) 
management of customization data 2-6 
Media Management 18-6, 18-9 
Merge DSL 14-5 
Microcode Upgrade 16-6 
Modify Keyboards 13-41 
numbering AEA attachment diagrams 8-25 
reconfiguring 13-10 
RPQ Merge 13-34 
selecting the IML source 18-6 
storage planning 3-7 

process 
configuration planning 3-5 
storage planning 3-7 

product assistance data (099) 3-10 
program function keypad, response for 3-28 
program symbols, compressed (165) 3-29 
prompt for attached printer (781) 8-42 
prompt for universal/specific keyboard map (743) 8-38 
protecting data 17-3 
PS load altered screen 3-23 
PSH (physical service header) 6-6 
PSTN (public switched telephone network) 3-38 
purpose of record-keeping 2-3 

Q 
qualified logical link (QLLC) 6-6 
questions for 

AEA station type 8-31 
DECVT1 00 data stream 8-40 
IBM 3101 data stream 8-41 

QWERTY keyboard layout 19-3 

R 
radio frequency iii 

warning iii 
receive window size 3-44 
receive window size and transmit window size, 

relationship 
receive window size, recommended setting 9-6 
recognized private operating agency (442) 6-13 
reconfigure, planning 3-46 
reconfiguring 

AEA 13-56 
Control disk 13-9 
procedure 13-10 
the PAM 13-26 

record-keeping 
methods of 2-3 
purpose of 2-3 
using a printer 2-3 
using diskettes 2-5 
using worksheets 2-5 

release level 15-6, 16-4 
release levels, microcode 1-6 
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remote models 
displaying the Master Menu 12-7 

request-to-send control options (340) 3-39 
requesting a local copy 2-4 
response time measurement 5-9 
Response Time Monitor (RTM) 

boundaries and interface (128) 3-25 
changing specifications 5-12 
completing the worksheet 5-11 
defining 5-3 
definition (127) 3-24 
description of 5-3 
description of fields on panel 5-8 
first-digit response 5-4 
planning for 5-1 
sample boundaries 5-9 
second-digit response 5-5 
specifying boundaries, RTM 5-7 
128 panel 5-3 

responses, correcting 13-4 
responses, entering 

AEA Configure panel 13-59 
AEA Default Destination panel 13-64 
AEA Port Set panel 13-60 
AEA Port to Port Set Map panel 13-61 
AEA Station Set panel(s) 13-62 
Common SNA panel 13-18 
Encrypt/Decrypt panel 17-9 
Host panel 13-14 
in general 13-3 
Model/Attach panel 13-13 
PAM panel(s) 13-29 
Token-Ring Network Gateway panels 13-15 
117: Port Assignment panel 13-19 
128: RTM panel 13-21 
332: X.25 Options panel 13-23 

restrictions for modifying keyboards 11-9 
APL 11-11 
general 11-9 
local functions 11-10 
nomenclature presentation 11-11 

restrictions, copy 15-4 
restrictions, using port 26-00 4-6 
retries, number of (451) 6-14 
retry 

X.21 switched timing (361) 3-40 
X.21 switched (360) 3-40 

retry, command (222) 3-34 
reverse-charge facility 6-8,6-9 
Ring Address Assignment panel, (940) 

field description 9-4 
Ring Address Assignment worksheet 20-12 
ring address aSSignment (940) 9-4 
ring error monitor (905) 9-3 
Ring Transmission Definition worksheet 20-13 
ring transmission definition (941) 9-5 
ROECE, language code 3-21 



RPOA (recognized private operating agency) 6-13 
RPQ Identifier 13-32 
RPQ Merge 

after Microcode Upgrade 16-3 
completing 13-39 
copying RPQs 15-10 
description of 13-31 
merge panel 13-33 
PF keys 13-34 
procedure 13-34 
RPQ Identifier 13-32 
RPQ Parameter List 13-32 
selecting 13-35 
selecting Include, Omit, or Delete 13-37 
selecting Merge 13-38 
Utility panel 13-31 
verify drives 13-36, 13-37 

RPQ Merge, copying 15-10 
selecting 15-12 

RPQ Parameter List 13-32 
RPQ (request for price quotation) diskette 

description of 1-5 
RPQs, warning 13-39 
RTM 

See Response Time Monitor 

s 
safety iii 

warning III 

sample Keyboard Changes Chart 11-8 
sample panel, customizing 1-13 
saving 

AEA configure data 13-65 
configuration data 13-24 
customizing data 13-67 
Merge RPQ data 13-39 
Modify Keyboard data 13-55 
PAM data 13-30 

screen, PS load altered 3-23 
scrolling (774) 8-42 
SDLC worksheet 20-6 
SDLC (Synchronous Data Link Control) 3-11 
security 17-3 

connection identifier password 6-14 
DFT password 3-32 
password for ASCII display stations 8-27 

security keylock, warning 17-15 
security key, warning 17-8 
select IML source 18-4 
select option 

AEA Configure 13-58 
Configure 13-12 
Copy 15-11 
Customize Control Disk 13-6 
Define the PAM 13-28 
Encrypt/Decrypt 17-5 
from Customize Control Disk Menu 13-8 

select option (continued) 
Identify Customizing Keyboard 19-4 
Media Management 18-6, 18-9 
Merge DSL 14-5 
Merge RPQs 13-35 
Microcode Upgrade 16-6 
Modify Keyboards 13-42 

selecting an IML source 
procedure 18-6 

selection, alternate base keyboard (132) 3-25 
selection, alternate keyboard (132) 

layouts of 8-3 
setting up terminal keyboards 11-12 
shared copy operations 10-3 
shared mode, printer 10-5 
sharing, between bracket (213) 3-33 
shift group 11-6 
short-hold mode dial number, X.21 switched 

(368) 3-43 
short-hold mode, X.21 switched (367) 3-43 
SNA panel, common 7-4 
SNA (systems network architecture) 5-3 
SN8U (switched network backup) 3-38 
Spanish-speaking, language code 3-21 
Spanish, language code 3-21 
specification change, RTM 5-12 
specification, RTM boundaries and interface 

(128) 3-25 
specifying keyboard language, warning 11-5 
speed, ASCII host upper limit (734) 8-35 
speed, line (733) 8-35 

Index 

standard layouts, modifiable keyboards (136) 3-26 
diagram of 8-5 

standard layouts, modifiable keypads (138) 
diagram of 8-7 

station set name (721) 8-32 
station set, AEA 8-4 
station type 

ASCII 8-32 
3270 8-32 

station type questions 
list of 8-31 

station type (722) 8-32 
station, AEA 8-4 
stop bits (736) 8-36 
storage requirements 3-7 

asynchronous emulation adapter (AEA) 3-7,8-5 
central site change management (CSCM) 3-7 
multiple logical terminals (MLT) 3-7 
token-ring 3270 gateway 3-7 

subdirectories 
deleting 18-4, 18-9 
deselecting 18-4 
IMLing from 18-4 
on a fixed disk 18-3 
selecting 18-4 

subdirectories on a fixed disk 15-4 
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subdirectory 
selecting for copy 15-13 

Subdirectory Selection panel 15-5 
subscription, network 6-3 
subsystem name, link (908) 9-4 
suffix level 15-6, 16-4 
support 

I/O interface codes 3-21, 11-17 
keyboards 3-21, 11-17 
languages 3-21,11-17 
123 country extended code page (CECP) 3-22 

Swedish, language code 3-21 
switched disconnect timeout (741) 8-37 
switched networks 3-38 
switching, 7232 dual control unit multiplexer 

(178) 3-33 
symbols, compressed program (165) 3-29 
system mode, printer 10-5 

T 
TCLS (throughput class negotiation) 6-12 
telecommunication facilities (317) 3-38 
TELENET 6-5 
terminal emulation 

ASCII 8-4 
3270 8-4 

terminal equipment address 6-10 
terminal keyboards 

setting up 11-12 
terminal options, DFT 3-30 
terminal type menu, AEA 8-3 
terminals, aSSigning to ports 4-6 
terminology, AEA 8-3 
test the Encrypt/Decrypt feature 17-15 
Thai, language code 3-21 
throughput class 6-10 
throughput class negotiation 6-8 
throughput class negotiation (440) 6-12 
time measurement, response 5-9 
timeout, inactivity (742) 8-37 
timeout, switched disconnect (741) 8-37 
Token-Ring Network 3-11 

address of the gateway (107) 3-16 
address of the 3174 (106) 3-15 
maximum in (381) 3-44 
maximum out (383) 3-45 
worksheet 20-10 
3174 address warning 3-15 

Token-Ring Network Gateway questions 9-3 
900 address for the Gateway 9-3 
905 ring error monitor 9-3 
908 link subsystem name 9-4 
940 ring address assignment 9-4 
941 ring transmission definition 9-5 

Token-Ring Network 3270 Gateway 9-1 
completing the worksheets 9-3 
entering responses on the panels 13-15 
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Token-Ring Network 3270 Gateway (continued) 
planning 9-1 
storage requirements 3-7 
worksheet 20-11 

transfer delay, X.21 data (365) 3-42 
transfer of RPQs, warning 13-39 
transfer, data mode (224) 3-36 
translated character string 8-40 
translated modem character 8-40 
translate, unsupported control code 3-23 
transmission 

full- or half-speed 3-39 
maximum I-frame size (382) 3-45 
resumption trigger, XON/XOFF (732) 8-34 

transmit I-frame size 9-5 
transmit timeout, link level (450) 6-13 
transmit window size 3-44,9-5 
transmit window size and receive window size, 

relationship 
transmit window size, recommended setting 9-6 
Turkish, language code 3-21 
turnaround character, line (775) 8-42 
two-language modification 11-12 

examples of 11-13 
type of flow control (731) 8-33 
Typewriter 8ase keyboard, layout 8-8 
Typewriter Keyboard Panel 1 13-47 
Typewriter Keyboard Panel 2 13-47 
Typewriter Keyboard Panel 3 13-48 
Typewriter keyboard, response for 3-26 
Typewriter Overlay 8ase keyboard, layout 8-8 
Typewriter/APL 8ase keyboard, layout 8-8 

u 
unique characters 

APL2, warning 13-46 
CECP, warning 13-46 

unique characters, warning 
APL2 11-5 
CECP 11-5 

unique machine identifier (108) 3-16 
unit name, logical (502) 7-5 
universal address 9-4 
universal/specific keyboard map, prompt for 

(743) 8-38 
unlabeled PA3 key, warning 11-4, 13-42 
unsupported control code translate 3-23 
update panel before allowing buffer change 3-32 
upgrading microcode 

description of 16-3 
error correction procedure A-5 
errors panel A-5 
interutility checking A-5 
interutility checking, PF keys A-3 
multiple times 16-9 
New heading 16-5 
Old heading 16-5 



upgrading microcode (continued) 
PF keys 16-6 
planning 16-3 
procedure 16-6 
procedures performed after 16-3 
selecting option for 16-6 
Upgrade panel 16-5 
verifying drives 16-8 

upper limit address (105) 3-14 
use of form feed (782) 8-43 
user group, closed (441) 6-13 
Utility disk 

copying 15-7 
Customize Control Disk Menu 1-11 
description of 1-5 
Master Menu 1-8 

Utility disk options 

V 

AEA Configure 1-12 
Central Site Customizing 1-9 
Configure 1-11 
Copy Files 1-8 
Customize the Control Disk 1-8 
Define PAM (printer authorization matrix) 1-11 
Diagnostics 1-9 
Encrypt/Decrypt 1-9 
Identify Customizing Keyboard 1-10 
Media Management 1-9 
Merge DSL Code 1-8 
Merge RPQs 1-12 
Microcode Upgrade 1-9 
Modify Keyboards 1-12 

verification pattern (VP) 17-3 
verify drives 

Copy 15-13 
Customize Control Disk 13-7 
Encrypt/Decrypt 17-6, 17-7 
Media Management 18-7, 18-10 
Merge RPQs 13-36, 13-37 

verify the Encrypt/Decrypt master key value 17-13 
version A of the 128: RTM panel 5-7 
version a of the 128: RTM panel 5-8 

W 
WACK (wait before transmit positive 

acknowledgment) 3-32 
warning 

AEA Configure 13-65 
APL2 11-5, 13-46 
CECP 11-5, 13-46 
Configure complete 13-24,13-25,13-30,13-39, 

13-55, 13-65, 13-66 
configure procedure 13-24 
Converged Typewriter keyboard 13-42 
copy 15-5 

Index 

warning (continued) 
Customize Control Disk 13-8,13-25, 13-30, 13-39, 

13-55, 13-66 
default IML 18-3 
during Alt 1 IML 12-7, 12-10 
Encrypt/Decrypt 17-8,17-15 
loss of the master key value 17-8 
Media Management 18-3 
Modifying Keyboards 13-46 
PA3 key 11-4,13-42 
radio frequency iii 
safety iii 
security keylock 17-15 
specifying keyboard language 11-5 
unique characters 13-46 
106 Token-Ring network address of the 3174 3-15 
110 MLT configuration level 3-18 
123 country extended code page 3-22 
3270 host sessions 3-18 

window size facility, negotiated 6-8,6-9 
window size, negotiated (432) 6-11 
window size, nonstandard default (435) 6-12 
window size, transmit 9-5 
worksheets 

AEA Configure 20-20 
AEA Default Destination 20-24 
AEA Port Set 20-21 
AEA Port to Port Set Map 20-22 
AEA Station Set 20-23 
ASCII Attachment Diagram 20-19 
asc 20-4 
Common SNA 20-26 
Configuration Questions Summary 20-32 
configuration, description of 2-5 
Enhanced Typewriter Keyboard (Katakana) 20-31 
Enhanced Typewriter Keyboard (U.S.) 20-29 
Enhanced Typewriter Keyboard (World 

Trade) 20-30 
for record-keeping 2-5 
Host Attachment 20-3 
Katakana Keyboard 20-28 
Local (Non-SNA) 20-8 
Local (SNA) 20-9 
Multiple Logical Terminals 20-25 
Non-Katakana Keyboard 20-27 
Port Assignment 20-14 
Printer Authorization Matrix 20-17 
Ring Address Assignment 20-12 
Ring Transmission Definition 20-13 
SOLe 20-6 
Token-Ring Gateway 20-11 
Token-Ring Network 20-10 
X.21 Switched 20-7 
X.25 20-5 
X.25 Options 20-16 
128: Response Time Monitor 20-15 
3270 Attachment Diagram 20-18 
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wraparound option (762) 8-40 

X 
XON/XOFF transmission resumption trigger (732) 8-34 
XON/XOFF, auto (761) 8-40 
X.21 

data transfer delay (365) 3-42 
response for host attachment 3-11 

X.21 switched 
options (362) 3-41 

DCE supported for address calls 3-42 
DCE supported for direct calls 3-42 
disconnect key 3-41 
extension key 3-41 
local, communicate key 3-41 

retry timing (361) 3-40 
retry (360) 3-40 
short-hold mode dial number (368) 3-43 
short-hold mode (367) 3-43 
worksheet 20-7 

X.25 
changing options 6-15 
completing worksheet 6-5 
description of 6-3 
DISC key 6-6 
keys 6-7 
LOCAL and COMM keys 6-7 
network subscription 6-3 
Options panel, field description 6-4 
Options worksheet 20-16 
options (332) 3-39, 6-3 
planning for 6-1 
response for host attachment 3-11 
worksheet 20-5 

X.25 configuration questions 6-5 
400 network type 6-5 
401 circuit type 6-5 
402 logical channel identifier 6-5 
402 logical link control 6-6 
409 X.25 keyboard support options 6-6 
420 incoming call options 6-7 
421 outgoing call options 6-9 
423 host DTE address 6-10 
4243174 DTE address 6-10 
430 negotiated packet size 6-10 
431 packet sequence numbering 6-11 
432 negotiated window size 6-11 
433 K-maximum out 6-11 
434 nonstandard default packet size 6-11 
435 nonstandard default window size 6-12 
440 throughput class negotiation 6-12 
441 closed user group 6-13 
442 recognized private operating agency 6-13 
450 link level transmit timeout 6-13 
451 number of retries 6-14 
452 connection identifier password 6-14 

X-36 

X.25 incoming call options (420) 6-7 
connection identifier 6-8 
host DTE address 6-8 
negotiated packet size facility 6-8 
negotiated window size facility 6-8 
reverse-charge facility 6-8 
throughput class negotiation 6-8 

X.25 keyboard support options (409) 6-6 
dial screen display 6-7 
disconnect/local mode operation 6-7 
X.25 DISC key 6-6 
X.25 keys 6-7 
X.25 LOCAL and COMM keys 6-7 

X.25 outgoing call options (421) 6-9 
connection identifier 6-9 
negotiated packet size facility 6-9 
negotiated window size facility 6-9 
reverse-charge facility 6-9 
throughput class 6-10 
3174 DTE address 6-9 

y 
Yugoslavic, language code 3-21 

Numerics 
106 Token-Ring network address of the 3174, 

warning 3-15 
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