
































































































































































































































































































































































































































































































































































Online Test Summary 

Test 12: Asynchronous Emulation Adapter Tests 

Test 12 provides a test facility for terminals, ports, and smart modems attached to an Asynchronous Emu­
lation Adapter (AEA). It also provides a status summary for all ports of the three Asynchronous Emulation 
Adapter HGs, and allows line errors to be reset for an individual Asynchronous Emulation Adapter port or 
for all ports of a specific Asynchronous Emulation Adapter HG. When Test 12 is selected, the menu shown 
in Figure A-17 is displayed. Perform the following procedure at any 3278 or similar display station, or at an 
ASCII display station: 

1. Press and hold ALT; press TEST. 

2. Key in /12 

3. Press ENTER; the Asynchronous Emulation Adapter Tests Menu is displayed. 

Option 

1 
2 
3 
3,n 

Note: 

__ Asynchronous Emulation Adapter Tests __ 

Description 

AEA port test menu 
Display status summary 
Reset line errors on all AEA HGs 
Reset line errors on HG n (n=21-23) 

- Option 1 exits from 3174 TEST mode 

To go directly to other tests, enter: /Test,option 
Select option; press ENTER -> 

PF: 3=Quit 12=Test menu 

Note: On terminals with Data Entry keyboards attached, PA2 is displayed instead of PA12. 

Figure A-17. Test 12 Menu 

Option 1 displays the Asynchronous Emulation Adapter (AEA) port test menu, from which you can select a 
specific terminal, port, or smart modem to test. See Figure A-18 on page A-23 for an example of the test 
menu. 

Option 2 displays the status summary for the ASCII terminals on all 3 ASCII HGs. See Figure A-20 on 
page A-25 for an example of the status summary panel. 

Option 3 resets the line errors on all the ASCII HGs installed. 

Option 3,n resets the line errors for the specific HG n. 
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___ Asynchronous Emulation Adapter Port Tests __ _ 

Option 

1,PN,HG 
2,PN,HG 
3,PN,HG 
3,PN,HG,WXYYZZ 

Description 

Connect to smart modem 
AEA port wrap 
Transmit data (default settings) 
Transmit data (override settings) 

PN=Port Number (0-7) HG=Hardware Group (21-23) 
WXYYZZ=Override port and station descriptor values 

NOTES: 
- Use MENU REQUEST key sequence to return to this menu 

when above options are selected 
- Opti on 2 requi res a wrap pl ug on requested port 
- Use TEST REQUEST key sequence to return to 3174 TEST mode 

Select option; press ENTER > 

PF: 3=Quit 12=Disconnect 

Note: On terminals with Data Entry keyboards attached, PA2 is displayed instead of PA12. 

Figure A-18. Asynchronous Emulation Adapter Port Tests Menu 

Options 1 through 3 are described in the following text: 

• Option 1: Provides a facility to access and test a smart modem through its Asynchronous Emulation 
Adapter port, provided that port is not presently in session. Access and manipulation of the modem, 
using that modem's command syntax, enables the following: 

Modem Customization and Test 

This function provides access to internal diagnostic and customization procedures built into certain 
smart modems. There are two reasons why this function is important: 

1. By running diagnostics internal to the modem, you will be able to isolate a problem in the asyn­
chronous communication equipment on a specific port, provided proper operation of the Asyn­
chronous Emulation Adapter port has already been verified. 

2. By customizing the modem to certain specifications, you can ensure proper operation or verify 
whether the modem has been customized correctly for normal operation. 

Modem Dial-Out Function 

This function enables you to test the dial-out capability of the modem. By providing a number to 
the modem of a phone close-by or of an actual ASCII dial-in port, you can verify proper operation 
of the modem. 

• Option 2: Provides access to an Asynchronous Emulation Adapter port not presently in session. This 
access allows you to perform a wrap test on the Asynchronous Emulation Adapter port. 

Note: The Asynchronous Emulation Adapter wrap plug (PN 61X4602) must be installed on the port 
connector before you invoke the wrap test. 

If a modem cable is attached to the port being tested, by installing a wrap plug at the modem end of that 
cable you can also test the cable. 
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Online Test Summary 

• Option 3: Provides a means of verifying an ASCII terminal's ability to transmit and receive data cor­
rectly. From the invoking terminal, you can send data through the Asynchronous Emulation Adapter 
port connector to a terminal not presently in session. This test will verify the data path and the opera­
tion of the terminal receiving the data. 

Example of Option 3,PN,HG Test: 

1. At any ASCII terminal, terminate the customer application or 
session (if active) and return to the Connection Menu. 

2. For most ASCII terminals, hold down Esc and press T to enter test mode. 
(For those terminals that do not accept Esc and T for test mode, 
refer to the 3174 Terminal User's Reference for Expanded 
Functions, GA23-0332.) 

3. At the 3174 Test Menu, select Option 12 (Asynchronous Emulation Adapter Tests). 

4. At the Asynchronous Emulation Adapter Tests Menu, select Option 1 (AEA Port Test Menu). 

5. At the AEA Port Test Menu, key in 3,PN,HG where: 
PN = Port Number (0-7) of the device being tested 
HG = Hardware Group (21, 22, or 23) 
of the device being tested. 

6. Press Carriage Return. 

7. The control unit responds with a READY message. 

8. Perform steps a and b only if the device being tested is 
attached to a switched port with a smart modem. 
If the port is nonswitched, go to 9. 

a. Key in ATD9"XXX-XXXX where: 
ATD (uppercase characters) must be keyed 
in while the shift key is held 
9" is the access code (optional) and 2-second pauses 
XXX-XXXX is the phone number of the smart modem attached to the device 
being tested. 

b. Press Carriage Return. 
The control unit responds with a CONNECT message. 

9. Key in a test message or any string of characters. 
The message or characters will not appear on your terminal. 

10. Press Carriage Return. 
The data will appear on the device being tested. 

11. You can then enter a test message at the device being tested 
and send it back to the invoking terminal by keying in the test 
message and pressing Carriage Return. 

12. To return to the Asynchronous Emulation Adapter Tests Menu, 
press ESC, hold down CTRL, and press H. 

The override settings, indicated by WXYYZZ on the test menu, are parameters used by the control unit 
to communicate with ASCII devices. These parameters are entered during customization, and this test 
allows you to change them temporarily without changing the actual customization. 

Note: If you enter override settings, you may also need to change the parameters on the ASCII device(s) 
you are testing. 

Figure A-19 shows the values for WXYYZZ. 
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W = Line Speed X=Parlty YY = Flow Control ZZ.= Stop Bits 

o = Auto baud/parity o = Auto 00 = None 00 = One stop bit 
1 = 300 bps 1 = Mark 10 = eTS 01 = Two stop bits 
2 = 600 bps 2 = Space 20 = DTR 
3 = 1200 bps 3 = Even 80 = XON/XOFF 
4 = 2400 bps 4 = Odd 
5 = 4800 bps 7 = None 
6 = 9600 bps 
7 = 19200 bps 

Figure A-19. WXYYZZ Override Settings 

Figure A-20 shows the status of the Asynchronous Emulation Adapter(s) and all devices attached to it. This 
panel is displayed by selecting Option 2 from the Asynchronous Emulation Adapter Tests Menu. 

Port 
Address 8 

d 
1 

1 

s 
1 

HG 21 
234 

d d 1 
1 8 1 

5 6 7 

s 1 
x 8 -

Attach 
Status 
Station 
Line 
Host/term 
LU 

v v v P h ? h 

3 
+ 

d = direct 
1 = non-switched 
s = switched 

A 3 
+ 

3 

1 = on 
8 = off 

* 

- = disabled 

Status Summary __ 

HG 22 
8 1 234 567 

(Disabled) 

v = video display 
p = printer 
h = host 

3 = 3278 
A = ASCII 

x = unconfigured 
+ = in session 

? = unknown 

To go directly to other tests. enter: /Test.Option 
Select test; press ENTER ===> 

PF: 3=Quit 12=Test menu 

Note: On terminals with Data Entry keyboards attached, PA2 is displayed instead of PA12. 

Figure A-20. Test 12 Status Summary Panel 

The lines displayed are explained below: 

HG 23 
8 1 2 3 4 5 6 7 

(Not present) 

= 8 errors 
= 1-58 
= 51-188 

* = > 188 

• Port Address: Indicates the terminal port number (0-7) for HG 21, 22, or 23. 

• Attach: Indicates how the terminal is attached to the Asynchronous Emulation Adapter port. 

Blank 
d 
s 

= No attachment type (port unconfigured). 
= Direct attachment. 
= Switched attachment. 
= Leased line attachment. 
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• Status: Indicates the state of the terminal at the time the status summary was requested. 

Disabled 
Not present 
o 

x 

= This Asynchronous Emulation Adapter is in the disabled state. 
= This Asynchronous Emulation Adapter is not installed in the control unit. 
= The terminal on that specific port is powered off (no current connection). 
= The terminal on that specific port is powered on (connection present). 
= The port is not configured. 
= The terminal or specific port is in a disabled state 

(no connections possible, unusable). 

• Station: Indicates the type of terminal to which that specific port is connected. 

Blank = No station type (port unconfigured). 
? = Unknown station type (no station connected yet). 
v = Video display station 
p = Printer station 
h = Host station 

• Line: Indicates the number of parity, framing, and overrun errors that have been recorded on that par-
ticular port. 

= No errors recorded. 
= I-50 errors recorded. 
= 51-100 errors recorded. 

* = Over 100 errors recorded. 

• Host/term: Indicates the type of host with which the terminal is presently communicating. 

When STATION type is "v" (video) or "p" (printer) and the Host/term line is: 

Blank 
Blank 
3 
A 

= No current host connection (if STATUS = 0 or -). 
= On Connection Menu (if STATUS = 1). 
= Connection to 3270 host. 
= Connection to ASCII host. 

When STATION type is "h" (host) and the Host/term line is: 

Blank = No terminal is currently connected to this host port. 
(If STATUS = 1, the attached terminal is either on the Connection Menu 

or awaiting the next connection). 
(If STATUS = 0, the attached terminal has either powered off or connected 

to another host destination). 
3 = A 3270 terminal is connected to this host. 
A = An ASCII terminal is connected to this host. 

• LV: Indicates whether or not the SNA session is bound and active. 

Blank = Session is not bound. 
+ = Session is bound (on at least one logical terminal). 
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3174 Connection Overview 

The model and features available will determine which of the adapters can be installed on each control unit. 

3174 Adapter Hardware Group Numbers 

Each adapter in the control unit is identified by a name and Hardware Group (HG) number. It is important 
that you can identify which HG number is assigned to a particular adapter. This number is used when online 
tests are run. In addition, you may be asked to give the port number (PN) on the adapter. 

3270 Terminal Adapter (T A) 

Terminal MUltiplexer Adapter (TMA) 

ASCII Adapter(s) 

Token-Ring Adapters 

IBM/3270 Host Communications (CA) Adapter 

IBM/3270 Host Local Channel Adapter (LCA) 

Terminal Adapter (HG = 26) 

HG = 26 

HG = 26 

HG = 21, 22, or 23 

HG = 31 

HG = 11 

HG = 16 

The 3270 Terminal Adapter (HG = 26) is used to connect nine 3270 type terminals directly, or up to 16 termi­
nals via two Terminal Multiplexers, to the control unit. Every control unit has this adapter. The terminal 
connectors (ports) on this adapter can attach coaxial cable, the IBM Cabling System, or telephone wiring. 
For information on cabling, cable connectors, jacks, and supported terminals, see "How to Disconnect and 
Connect Cables" on page B-21. 

ASCII Adapter (HG = 21, 22, or 23) 

The ASCII Adapter (HG=21, 22, or 23) is used to connect eight ASCII terminals and ASCII hosts (in any 
combination) to the control unit. The communication connectors (ports) on this adapter can attach more 
than one cable: 

• To directly connected ASCII terminals or hosts 
• To nonswitched modems and dedicated lines between modems 
• To switched modems allowing access to the telephone network. 

For information on cabling, cable connectors, jacks, communication links, and supported terminals, see 
"How to Disconnect and Connect Cables" on page B-21. 

Token-Ring Adapter (HG = 31) 

The Token-Ring Adapter (HG=31) is used to connect the IBM 8228 Multi-Station Access Unit, which, in 
turn, is connected to the Token-Ring. The adapter has one connector (port) and supports only one con­
nection between the control unit and the 8228 Multi-Station Access Unit. 
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3174 Connection Overview 

Establishing Communication 

To begin an applications session between a terminal and a host, an initial communication takes place between 
the terminal and the control unit. This is begun by turning on the 3174 control unit and completing a 
normal IML (loading the operational microcode and configuration data into the control unit working 
storage). 

Completion of a normal IML starts a polling sequence at the 3270 Terminal Adapter ports to see if a ter­
minal is connected and turned on, and, if so, communication is established with the control unit. 

Only one communication path is shown for clarity. 

3174 Control Unit 

Adapter -~------~-
13270 I I - I Terminal 

HG xx I 

I 

--------~--------~ I Initial Communications I 
I Established I I _________________ J 

B-3 



3174 Connection Overview 

The IBM host initiates the communication between the host and the control unit. Once this communication is 
established, the host is ready to accept data from the devices (3270 terminals and printers, ASCII terminals, 
printers and hosts, and Token-Ring stations) connected to their respective control unit adapters. 

Only one communication path is shown, for clarity. 

3174 Control Unit 

I-~it~,c;;m~~~~~~;-l 
I Established I I ________ , ________ J 

I 
I 

Host t-__ ." __ -H"~I_o_S._t-:A~~~~ ___ J 
System - HG xx 

Once communication has been established, the operational microcode in the control unit provides the path, 
operational control, and protocol conversion between the terminal and the host system, according to 
customization parameters set by the customer. 

Only one communication path is shown, for clarity. 

3174 Control Unit 

3270 Terminal 13270 I Adapter 1------- I"" -I Terminal 
HG 26 

1. r---------f-, 
I Customized I 
I Path I, 
!_--------.... .. 

IBM/3270 r 
IBM/ 

Host Adapter I ________________ J 

3270 -
Host 

HG 11 
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Configurations 

Depending on the control unit model and the adapters installed, the control unit can be customized for a 
variety of configurations. The following are examples of how the 3174 Models 5IR, 52R, and 53R can be 
customized: 

1. A 3270 terminal can communicate with the IBM host in Models 5IR and 52R. 

3174 Control Unit 

3270 Terminal I 3270 
Adapter 1-------- -I Terminal 

HG 26 

.! r----------f-, 
I Customized I I Path 1 I 
• _________ .. ...J .. 

IBM/3270 r 
IBM/ 

Host Adapter I ___________ J 

3270 HG 11 
Host 

I 

2. A 3270 terminal can communicate with the IBM host and ASCII hosts in Models 5IR and 52R with the 
ASCII feature installed. 

3174 Control Unit 

3270 Terminal 
Adapter 

HG 26 

13270 
I-~------""-~-+------II Terminal 

! 
__ ...... _J 
I r--------I-------, I Customized I • ----{-'--I 

I Paths 1--.- or I I 
I .----t~1 I 
1 ______ -----______ 1 I I 

I , 
I I 
I I 

IBM/3270 , I 
~~~6 1--__ ._---H-H-o.-S~~~~--------~-J 'II 
Host HG 11 I 

ASCII 
Host 

I 
I 
I 

ASCII I 
Adapter , 

1----..... 1------1-1-.----...... ---------.__---. 
'----' HG21 

I 
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3. An ASCII terminal can communicate with the IBM host in Models 5IR and 52R. 

3174 Control Unit 

- IBM/3270 
IBM/ Host Adapter 
3270 ..... ------~-----

HG 11 , Host 
-

r---------t, 
1 Custom ized I I Path , ._---------' ... 

T 

ASCII 
1 / , 

Adapter 1 I ASCII I 1 ___ - ........ - I Terminal 
HG 21 

4. An ASCII terminal can communicate with one or more ASCII hosts in Models 5IR and 52R. 

3174 Control Unit 

IBM/3270 
IBM/ Host Adapter 
3270 ........ ----
Host HG 11 ! 

, 
, r-------------, 
' ....... -1---. Customized 1 I or .... -, Paths I , ...... -r--·' , 
, L _____ ~------J , , 

ASCII I , 
Adapter l , 

ASCII 
, I ASCII I ...... ---- ._---.... 

I Terminal 
Host HG 21 
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5. A Token-Ring station can communicate with the the IBM host in the Model 5IR. 

3174 Control Unit Model 51 R 

IBM ___ 
Host 

3270 Terminal 
Adapter 

HG 26 
I~----~-+-+---"'---II 3270 I 
I - I Terminal J 
I 
.! r--------"l-' 

I Customized I 
I Path . I 
.---------4--' 

I 

IBM I 
Host Adapter l 
----------T-~---

HG 11 1 
"!" r---------I.-, 

I Custom ized I I 
I Path I 
.---------1.--' 

T 
Token-Ring 
Adapter 

I IBM 8228 

HG 31 
L-... --------.... --.-f-I---I-.- -, 

I 
I 

"-- I -

Upstream 
(Gateway) 

r----I_S_~--~-r~t.-~_S_~~.-~~I--.r, 
S 

S 

S 
L-

3174 Control Unit Model 53R 

Token-Ring 
Adapter r ... ------~H-----J 

HG 31 I 
r--------.. -I Customized I 
I Path I 
I __________ J 

! 

Token-Ring 
Stations S 

S 1--.... -----' 

-

Downstream 
(NCU) 

3270 Terminal 
Adapter ~------""---t+--I--_-II 3270 

I Terminal I HG 26 
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Asynchronous Emulation Adapter Feature 

The conventional 3270 subsystem environment consists of 3270 displays and printers communicating through 
the 3174 with a host system running a 3270 application program. See Figure B-l. 

3174 Control Unit 3270 
Displays 

IBM Host 
System 

3270 
Printers 

Figure B-1. 3270 Communication 

This feature expands the connection and control capability of the 3174 to include communication with hosts, 
displays and printers that use the American National Standard Code for Information Interchange (ASCII) 
communication protocol, and hosts that use the International Organization for Standardization (ISO 646) 
National Language Support communication protocol. These hosts, displays, and printers are here referred to 
as ASCII hosts, displays, and printers. See Figure B-2. 

3270 
3174 Control Unit Displays 

IBM Host 
System 

3270 
Printers 

ASCII 
Hosts 

ASCII 
Displays 

ASCII 
Printers 

Figure B-2. ASCII Communication 
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Asynchronous Emulation Adapter Communication 

The AEA feature allows communication between: 

• 3270 displays and/or printers to ASCII hosts (see Figure B-3) 

• ASCII displays and/or printers to IBM hosts (see Figure B-4) 

• ASCII displays and/or printers to ASCII hosts (see Figure B-5 on page B-I0). 

3174 Control Unit 
3270 

IBM Host , ,~- Displays 
System ; 

, 
; 

; 
I 

I 
I 

I 
I 3270 I 

I Printers I 
I 

; 
; , 

ASCII ------------
,-

Hosts 

ASCII 
Displays 

ASCII 
Printers 

Figure B-3. 3270 Terminal Communicating with an ASCII Host 

3174 Control Unit 
3270 

IBM Host Displays 
System --- ... ... ... 

\ 
\ 
1 
1 
I 
I 3270 I 
I Printers I 
I 
I 
1 
I 
I 
I 

ASCII 
, , 

Hosts 
\ 
\ 
\ 

\ 
\ , , , 

' ... 
" ASCII '" ---------

Displays 

ASCII 
Printers 

Figure B-4. ASCII Terminal Communicating with an IBM Host 
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3174 Control Unit 
3270 

IBM Host Displays 
System 

3270 
Printers 

ASCII 
Hosts . . '. ' . . . -. ". ~~ 

ASCII ~, 

~~-------_ .. 
Displays 

ASCII 
Printers 

Figure B-5. ASCII Terminal Communicating with an ASCII Host 
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Asynchronous Emulation Adapter (AEA) Hardware 

Each Asynchronous Emulation Adapter and its associated cables and port connectors provide the capability 
to connect eight ASCII hosts, displays, or printers in any combination. Each adapter is identified by a 
hardware group (RG) number, and each port is identified by a port number. 

3174 Models lL, lR, and 2R support the installation of up to three AEA cards, and, when three adapters are 
installed, allow the connection of up to 24 ASCII hosts, displays, and printers. 

Models 51Rand 52R support the installation of one AEA card and the connection of up to eight ASCII 
hosts, displays, or printers. See Figure B-6. 

Models 1 L, 1 R, and 2R 

Control Unit 

ASCII 
Adapter 

HG = 21 

ASCII 
Adapter 

HG = 22 

ASCII 
Adapter 

HG = 23 

• 
• • • • 
• • • 

• 
• 
• • • • 
• • 

• 
• 
• • • • • • 
I 

Port 
Number 

00 
01 
02 
03 
04 
05 
06 
07 

00 
01 
02 
03 
04 
05 
06 
07 

00 
01 
02 
03 
04 
05 
06 
07 

Figure B-6. Asynchronous Emulation Adapter Hardware 

Models 51 Rand 52R 

Control Unit Port 
Number 

• 00 
ASCII • 01 
Adapter • 02 

• 03 
HG = 21 • 04 

• 05 
• 06 
• 07 
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In addition to the adapter card(s), the feature also includes an internal cable between each adapter card and 
an I/O panel. The I/O panel has eight 25-pin D-shell port connectors. The port connectors are numbered 0 
through 7 and provide the method of connecting the communication link cables. See Figure B-7. 

Control Unit 

Internal 
Cables 

I/O 
Panel PN 

.. 00 
ASCII ... 01 Adapter ... 02 .. 03 
HG = 21 .. 04 .. 05 

06 

- 07 

Figure B-7. ABA I/O Panel 
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Communication Links and Associated Hardware 

Three types of links are available: 

• A direct cable from the ABA to the host, display, or printer 
• A nonswitched link consisting of dedicated modems and customer-owned leased telephone lines 
• A switched link consisting of programmable or intelligent modems (also called smart modems) with 

access to the public dial telephone network. 

See Figure B-S. 

3174 
Control 
Unit 

ASCII 
Adapter 

Direct Cable 

In-house or leased telephone line 

HI""-M-od-e-m-'I I""I-M-od-e-m-'H 

Public Telphone Network ----. 

Figure B-S. Communication Equipment 

ASCII 
Hosts 
Displays 
Printers 

ASCII 
Hosts 
Displays 
Printers 

L..-____ -' 

ASCII 
Hosts 
Displays 
Printers 
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Physical and Logical Paths 

The physical path between the control unit and various hosts, displays, and printers is determined by the 
equipment installed as explained in the hardware section. Once this hardware is installed, the physical path 
will generally remain the same. 

The logical path is determined by customizing. This is accomplished by either selecting a default host or 
presenting a Connection Menu, from which the host is chosen by the display user. The ability to customize 
the logical path makes it easier to change terminal user access to more than one host, particularly when 
adding new host access. See Figure B-9. 

3174 Control Unit 

I ~ Physical Path 
Logical path 

I 
IBM I 

Adapter I ~ I Host I 
J I Connection I Default I 

Menu Destination 

I 1 Customizing I 
Physical Path 

Display 
AdaQter or 

I Printer 

Figure 8-9. Physical and Logical Paths 
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Logical Path 

Printers must be assigned to a host default destination. The host may be either the IBM host or an ASCII 
host. See Figure B-IO. 

IBM 
Host 

ASCII 
Host 

-----I Adapter 

Adapter 

Figure B-10. Printer Logical Path 

3174 Control Unit 

Customizing 

Adapter Printer 

Display users may be assigned the Connection Menu or a default host. If assigned to a default host, then the 
path is the same as the one for printers. See Figure B-Il. 

3174 Control Unit 
.-------------------------
: Customizing 
I 
I 

p..;..;=~ ... : 
I 
I 
I 
I 1-------:,...._ ..... _--, 

I 
I 
I 

:....,;,;~;.;;...~ ...... 
I 
I 
I 

: Or 
~--------------- ---------------

Ada ter 

Figure B-11. Display Logical Path 

Display 
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Connection Menu 

The Connection Menu lists all the host connections that can be accessed by the display users. Hosts are 
identified at customizing time. See Figure B-12. 

CONNECTION MENU 

Enter a number (NUM) or name on the Command Line, then press Enter 

NUM NAME STATUS 
1 IBM HOST STATION 
2 ASCII HOST STATION 
3 ASCII HOST STATION 
4 ASCII HOST STATION 
5 
6 
7 
8 
9 
10 
11 
12 
13 
14 

PF1=HELP 3=END 
PF7=BACK 3=FWD 

==== TO: 

Figure B-12. Connection Menu 

NUM NAME STATUS 
15 
16 
17 
18 

19 
20 
21 
22 
23 
24 
25 
26 
27 
28 

During customizing, two options are available when the Connection Menu is presented for selection. 

1. The terminal user may be presented the Connection Menu, but is allowed to select only the default host 
assigned. See Figure B-13. 

3174 Control Unit 

:------------------------j 
, I 

: Customizing : 

I_------~~~'~ ! I- Adapter I 

I 
I 
I , , , , , 
I 
I 
I 
I 
I 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

I I 
I I 

~------------------ ______ I 

Figure B-13. Connection Menu Option 1 
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2. The terminal user may be presented the Connection Menu and be allowed to select anyone of the hosts 
from the list. See Figure B-14. 

3174 Control Unit 

----------------------. IBM Adapter 
, 

Host Customizing 
, , , , , , , , , , 

ASCII Adapter .. 
Host ,- I , , , , 
ASCII i~ Connection 

Host Menu , , , 
---------, ,--, 

ASCII t~ ______ J I Adapter I 
Display I Host 

Figure B-14. Connection Menu Option 2 
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Customizing 

In customizing the ABA feature, you will be asked to define the physical equipment path, the connection 
type, and the operational characteristics of the equipment installed. You will also define the logical path as 
described previously. Once you have identified the physical and logical paths, you will be asked to summa­
rize the information into sets for entry on the ABA customizing panels. 

Stations and Sets 

The term station is used in the customizing procedures to differentiate between the conventional 3270 opera­
tion and the additional access provided by the ABA feature. A station may be an IBM or ASCII host, an 
IBM or ASCII display, or an IBM or ASCII printer. 

Many of the stations will have the same characteristics. Because of this commonality between stations, pro­
visions have been made for entering station information as a station set, thus eliminating the need to enter 
the same information multiple times. See Figure B-15. 

3174 Control Unit 

Station Set 

I IBM Host I 
Station 1 Adapter I 

Adapter Station Set 

I 3270 Display Station I 

I 3270 Display Station I 

I 3270 Display Station I 

Figure B-15. Host Set and Terminal Set 
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Port Type and Port Sets 

The port type is used to identify the physical connection to the 3270 terminal adapter and ASCII adapter(s). 
The 3270 terminal adapter ports accept the conventional coaxial type cables used to connect 3270 type termi­
nals. The ABA ports accept the cables used to connect direct, nonswitched, and switched communication 
links. 

Many of the port types (coaxial, direct, nonswitched, switched) will be the same for a given station set. Pro­
visions have been made to group these ports into port sets. See Figure B-16. 

3174 Control Unit 

Port Sets 
Adapter 

PN Port Type 

0 Switched 

1 Switched 

2 Switched 

3 Switched 

4 Switched 

I 
Multiple Element 
Port Set 

7 Nonswitched 

Single Element 
Port Set 

Figure B-16. Port Sets 
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Port sets may be used by more than one display station set, provided the station types of the station sets are 
different. Different station types are required because the control unit cannot identify which station set to 
connect if both station sets have the same station type and port type. See Figure B-17. 

3174 Control Unit 

Port Set 

Adapter 

PN Port Type 

4 Switched 

5 Switched 

6 Switched 

Figure B-17. Connected Terminal and Port Sets 
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How to Disconnect and Connect Cables 

The following diagrams illustrate how to connect cables to, and disconnect cables from, different subsystem 
components. In the problem determination procedures, you are asked to check cable connections in addition 
to connecting and disconnecting cables. It is important that you know how to disconnect and connect cables 
correctly. 

Terminal Cable Connectors 

To disconnect a cable from a terminal (3278 
shown), grip the cable by the knurled connector 
ring, and turn the cable connector counterclock­
wise. 

To connect a cable to a terminal (3278 shown), 
grip the cable by the knurled connector ring, push 
the cable connector over the connector on the ter­
minal, and turn the cable connector clockwise. 
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Modular Telephone Plug Connectors 

To disconnect a cable from a telephone plug 
(6-pin modular telephone plug shown here), grip 
the cable by the connector, thumb on top and 
forefinger on the tab underneath, squeeze the tab 
upward, and pull to disconnect. 

To connect a cable from a telephone plug (6-pin 
modular telephone plug shown here), grip the 
cable by the connector, thumb on top and fore­
finger on the tab underneath, and push to insert 
and connect. 

Terminal Adapter Connectors 

Shown here are the ports on the Terminal 
Adapter. 

Use the same kind of motion as described above 
to disconnect and connect cables at the control 
unit or at a terminal multiplexer. 
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BNC and OPC Connectors 

Equipment jacks are the connecting devices on the 3174, 3299, and 3270-type terminals to which cables are 
connected. Cable connectors are the devices at the end of the cable that attach to the equipment jacks. 

The 3174 jacks are Dual-Purpose Connector (DPC) jacks that accept either the BNC connectors on coaxial 
cables or the DPC connectors used for the IBM Cabling System. Older 3270 products, such as the 3299 
Terminal Multiplexer Modell, use a BNC jack and accept only the standard BNC connectors that are used 
with coaxial cabling or with ROLM's Coax-to-Twisted-Pair Balun. 

BNC and DPC connectors are shown in Figure B-18. The DPC and BNC jacks look very similar. However, 
the DPC jack has an additional conductor in the center of the jack. The DPC connector on the cable has an 
insulator tube that extends about 3/16 of an inch beyond the body of the connector. Because of the differ­
ences between the BNC and DPC jack and connector, a DPC connector cannot be connected to a BNC 
equipment jack, such as the type of jack used on a 3299 Terminal Multiplexer Model 1. However, a BNC 
connector can be connected to a DPC jack. 

Note: To isolate connection problems correctly, you must make sure that, when you exchange cables, the 
connectors on the new cable are the same type as the connectors on the old cable. 

BNC OPC 

Figure B-18. BNC and DPC connectors 
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Cables, Plugs, and Accessories 

3174 Cables, Plugs, and Accessories 

DPC-T3 Connector 

This connector is found on the IBM 3270 DPC-T3 
(DPC to Type 3 Direct Attachment Accessory 
Cable) and is used to connect 3174 control units, 
3299 Terminal Multiplexer Models 2 and 3, and 
new terminals directly to telephone wiring. 

DPC Connector 

This connector is found on the IBM Cabling 
System accessories. It is used to connect the 3174 
control units, 3299 Terminal Multiplexer Models 2 
and 3, and terminals to the IBM Cabling System. 

BNC Connector 

This connector is found on coaxial wiring and the 
IBM/ROLM 3270 Coax-to-Twisted-Pair Adapter. 
It is used to connect control units, terminal 
multiplexers, and terminals directly to coaxial 
cable. The IBM/ROLM 3270 Coax-to-Twisted­
Pair Adapter allows you to connect control units, 
terminal multiplexers, aDd terminals, normally 
connected to coaxial cable, to telephone wiring. 

BNC Jack 

The BNC jack accepts only the BNC connector. 
Note that the BNC jack is shorter than the DPC 
jack. 

6-pin Modular Telephone Plug 

This connector is found on telephone wiring, the 
IBM/ROLM Coax to Twisted Pair accessory, and 
the IBM DPC-T3 accessory. It is used to connect 
directly to telephone wiring and to the terminal 
connectors on the 3299 Terminal Multiplexer 
Model 3. 

Connectivity 

The DPC T3, DPC, and BNC connectors will all 
connect and lock on the DPC jacks found on the 
3174 control units, the 3299 Model 2, the 3299 
Model 3 input jack, and most new terminals. 

B-24 

[1[63 

t=::==========9 

[1[9 

BNC Jack 

( 



DPC to IBM Cabling System Accessory (8'): 
6339073 

Consists of a DPC connector, 8 feet of IBM 
Cabling System media, and IBM Cabling 
System Data Connector. 

Used for attaching 3174 control units, 3299 
Terminal Multiplexer Models 2 and 3, and 
new devices to the IBM Cabling System. 

Documentation: IBM Cabling System 
Catalog, G570-2040. 

DPC to IBM Cabling System Accessory (30'): 
6339074 

Consists of a DPC connector, 30 feet of IBM 
Cabling System media, and IBM Cabling 
System Data Connector. 

Used for attaching 3174 control units, 3299 
Terminal Multiplexer Models 2 and 3, and 
new devices to the IBM Cabling System . 

. Documentation: IBM Cabling System 
Catalog, G570-2040. 

Double DPC-to-IBM Cabling System Accessory 
(8'): 6339075 

Consists of two cables terminating in one 
IBM Cabling System Data Connector. Each 
cable has a DPC connector and IBM Cabling 
System media, and terminates in one IBM 
Cabling System Data Connector. 

Used for attaching 3174 control units, 3299 
Terminal Multiplexer Models 2 and 3, and 
new devices to the IBM Cabling System. 

Documentation: IBM Cabling System 
Catalog, G570-2040. 

IBM Cabling System Single Coaxial Cableless 
Balun: 6339082 

Consists of an adapter with one coaxial jack 
and one IBM Cabling System Data Con­
nector without cabling between. 

Used for attaching 3278-like (Category A) 
terminals to the IBM Cabling System. 

Note: Functionally the same as part number 
8642546 (red) without cabling. 

Documentation: IBM Cabling System 
Catalog, G570-2040. 

IBM Cabling 
System Data 
Connector 
6339073 

IBM Cabling 
System Data 
Connector 
6339074 

IBM Cabling 
System Data 
Connector 
6339075 

BNC 
Jack 

Cables, Plugs, and Accessories 

DPC Connector 

DPC Connector 

DPC Connectors 

IBM Cabling System 
Data Connector 
6339082 
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Cables, Plugs, and Accessories 

IBM Cabling System Single Coaxial Cableless 
Balun: 6339083 

Consists of an adapter with two coaxial jacks 
and one IBM Cabling System Data Con­
nector without cabling between. 

Used for attaching 3278-like (Category A) 
terminals to the IBM Cabling System. 

Note: Functionally the same as part number 
8642546 (red) without cabling. BNC 

Documentation: IBM Cabling System 
Catalog, G570-2040. 

IBM Cabling System Coaxial YeUow Balun 
Assembly: 8642544 

Consists of a BNC connector, a coaxial cable, 
a yellow balun, IBM Cabling System media, 
and IBM Cabling System Data Connector. 

Used for attaching 3277-like (Category A) 
terminals to the IBM Cabling System. 

Documentation: IBM Cabling System 
Catalog, G570-2040. 
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IBM Cabling System Coaxial Red Balun Assembly: 
8642546 

Consists of a BNC connector, a coaxial cable, 
a red balun, IBM Cabling System media, and 
IBM Cabling System Data Connector. 

Used for attaching 3278-like (Category A) 
terminals to the IBM Cabling System. 

Documentation: IBM Cabling System 
Catalog, G570-2040. 

IBM/ROLM 3270 Coax-to -Twisted-Pair Adapter: 
61X4584 

Note: IBM Specified Type 3 

Consists of a BNC connector, a coaxial cable, 
a balun, a telephone twisted-pair, and a 6-pin 
modular telephone plug. 

Used for attaching devices with BNC jacks to 
telephone wiring. 

Documentation: 'IBM/ROLM 3270 Coax-to­
Twisted-Pair Adapter' Planning and Installa­
tion Guide, GA27-3722. 

Cables, Plugs, and Accessories 

BNC Connector 

BNC Connector 

6-Pin Modular Plug 

Coax-to-Twisted Pair 
Connector 61 X4584 
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Cables, Plugs, and Accessories 

IBM 3270 DPC-T3 Direct Attachment Accessory 
Cable: 83X9758 

Consists of a DPC-T3 connector, 15 feet of 
telephone twisted-pair, and a 6-pin modular 
telephone plug. 

Used for attaching 3174 control units, 3299 
Terminal Multiplexer Models 2 and 3, and 
new devices to the telephone twisted-pair 
wiring. 

Documentation: IBM DPC-T3 Supplement to 
the 3174 Subsystem Control Unit Site Plan­
ning, 0126-0215. 

"""'=====~ 6-Pin Modular Plug 

Token-Ring Adapter Wrap Plug: 

Used for testing the 3174 Token-Ring 
Adapter port. 

25-Pin D-SheU Connector with a Test/Operate 
switch: 6423153 

DPC-T3 Direct 
Connector 
83X9758 

1-
mnr 

Token-Ring Adapter Wrap Plug 6165899 

~;,";:.!,sh.1I m~I><::r::::=:1 ===========:::II~><I ===~ ig! 
25-Pin D-Shell Connector with a Test/Operate 
switch: 6168155 
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mM Cabling System Data Connector/25-Pin 
D-Shell Connector: 6165837 

25-pin D-Shell 
Con ector 

ASCII Adapter Wrap Plug: 61X4602 

Used for testing the 3174 ASCII Adapter 
ports. 

V.35 Cable Wrap Plug: 61X4603 

Used for testing the following early-production 
interface cables with one Test/Operate switch: 

6423157 6423325 6423327 
6423158 6423326 6423328 

V.35 Wrap Plug: 6423419 

Used for testing the Type 1 Communications 
Adapter and the following interface cables: 

6423153 6423157 6423325 6423327 
6423158 6423326 6423328 

Cables, Plugs, and Accessories 

I BM Cabling System 
Data Connector 
6165837 
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Cables, Plugs, and Accessories 

V.2t Wrap Plug: 6423420 

Used for testing the Type 2 Communications 
Adapter. 
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List of Abbreviations 

A 

A. (1) Ampere. (2) Angstrom. (3) Attention. 

ac. Alternating current. 

AEA. Asynchronous Emulation Adapter. 

AID. Attention identifier. 

Alt. Alternate. 

A/N. Alphanumeric. 

ANSI. American National Standards Institute. 

APA. All points addressable. 

APL. A programming language. 

ARC. Adapter return code. 

ASCII. American National Standard Code for 
Information Interchange. 

ASYNC. Asynchronous. 

ATTN. Attention. 

avg. average. 

A WG. American Wire Gauge. 

B 
B. Busy. 

BIOS. Basic Input/Output System. 

BIU. Basic information unit. 

bps. Bits per second. 

BSC. Binary synchronous communication. 

Btu. British thermal unit. 

BTU. Basic transmission unit. 

Abbreviations 

c 
C. Celsius. 

CAe. Common adapter code. 

CAW. Channel address word. 

Ce. Control check, Chain Command (flag). 

CCC. Copy control character. 

CCITT. International Telegraph and Telephone 
Consultative Committee. 

CCW. Channel command word. 

CD. (I) Compact disk. (2) Change direction. 

CEo (1) Customer Engineer. (2) Correctable error. 
(3) Channel-end. 

CECP. Country extended code page. 

dm. Cubic feet per minute. 

char. Character. 

CID. Connection identifier. 

cm. Centimeter. 

cmnd. Command. 

CMS. Conversational monitor system. 

cncl. Cancel. 

CNM. Communication network management. 

coax. Coaxial (cable). 

comm. Communication. 

cont. Continuous. 

cpi. Characters per inch. 

cps. Characters per second. 

CR. Command Reject. 

CRC. Cyclic redundancy check. 

CRT. Cathode-ray tube. 

CRV. Cryptography Verification. 

X-I 



Abbreviations 

CSU. Customer setup. 

CSW. Channel status word. 

ctr. Counter. 

CTS. Clear to Send. 

CU. Control unit. 

CUE. Control Unit End. 

CUT. Control unit terminal. 

D 
D. Display. 

DAP. Destination address field prime (local address of 
SLU). 

dB. Decibel. 

DB. (1) Data base. (2) Device Busy. 

dBa. Adjusted decibels. 

DBCS. Double-byte character set. 

dBm. Decibels based on I milliwatt. 

DC. (1) Data communication. (2) Direct current. 

DCC. Disconnect command chaining. 

DCE. Data-circuit-terminating equipment. 

DDS. (1) Data description specifications. (2) Digital 
data service. 

DE. Device-end. 

dec. Decimal. 

DEL. The delete character. 

DEMF. Display Exception Monitoring Facility. 

dey. Device. 

DFT. (1) Distributed function terminal. (2) Diagnostic 
function test. 

DGM. Data Grade Media. 

DISC. Disconnect. 

DLE. Data link escape. 

DM. Disconnect mode. 

X-2 

DOS. Disk Operating System. 

DP. (I) Data processing. (2) Distribution panel. 

DPC. Dual-purpose connector. 

DPKT. Default packet size. 

DR. Definite response. 

DSL. (1) Downstream load. (2) Data set label. 

DSR. Data set ready. 

DTE. Data terminal equipment. 

dup, DUP. Duplicate. 

DWND. Default window size. 

E 
EAB. Extended Attribute Buffer. 

EAS. Extended Area Service. 

EAU. Erase All Unprotected. 

EB. End bracket. 

EBCDIC. Extended binary-coded decimal interchange 
code. 

EC. Engineering change. 

ECC. Error-checking and correction. 

ECMA. European Computer Manufacturer's Associ­
ation. 

ECSA. Extended Character Set Adapter. 

EFI. Expedited flow indicator. 

EIA. Electronic Industries Association. 

EM. End of message. 

ENP. Enable Presentation. 

ENQ. Enquiry. 

EOF. End of file. 

EOI. End of Inquiry. 

EOR. End of Record. 

EOT. End-of-transmission (character). 

EPO. Emergency Power Off. 



EPSN. Extended packet sequence numbering. 

ERI. Exception response indicator. 

ERP. Error recovery procedures. 

ETB. End-of-transmission-block (character). 

ETX. End of Text. 

EUA. Erase Unprotected to Address. 

E/W. Erase/Write. 

EX. Exception (response). 

F 
F. Fahrenheit. 

FCC. Federal Communications Commission. 

FCS. Frame checking sequence. 

FERS. Facility Error Recognition System. 

FF. Forms feed. 

FID. Format identifier. 

FIE. Function interpret error. 

FM. (1) Frequency modulation. (2) Function manage­
ment. (3) Field mark. 

FMD. (1) Function management data. (2) Field macro 
diagram. 

FMH. Function management header. 

FRMR. Frame reject response. 

ft. Foot (or feet). 

G 

GDDM. Graphical Data Display Manager. 

GFI. General format identifier. 

GP. General Poll. 

H 
h. Coaxial cable type for indoor installation. 

H. Height. 

HDLC. High-level data link control. 

Abbreviations 

hex. Hexadecimal. 

HNAD. Host network (DTE) address. 

HPCA. High-performance communication adapter. 

HT. Horizontal Tab. 

Hz. Hertz. 

I. Information (format). 

IC. Insert Cursor. 

ID. Identification, identifier. 

IEEE. Institute of Electrical and Electronic Engineers. 

IML. Initial microcode load. 

in. inch (or inches). 

1/0. Input/output. 

10PT. Incoming call option. 

lOS. Input/Output Supervisor. 

IPDS. Intelligent Printer Data Stream. 

IR. Intervention Required. 

IRS. Interrecord-separator character. 

ITB. End of intermediate transmission block. 

K 
k. 1000. 

K. 1024. 

KANA. Katakana. 

Kb. Kilobyte; 1024 bytes. 

kbd. Keyboard. 

keal/hr. Kilocalories per hour. 

kg. Kilogram. 

kV A. Kilovolt ampere. 

X-3 



Abbreviations 

L 

I. Coaxial cable type for indoor or outdoor installa­
tions. 

LAN. Local area network. 

LAPB. Link access procedure balanced. 

lb. Pound. 

LC. Logical channel. 

LCID. Logical channel identifier. 

LED. Light-emitting diode. 

LF. Line feed. 

LIC. Last in chain. 

LLC. Logical link control. 

LNA. Logical network address. 

LPDA. Link problem determination aid. 

LRC. Longitudinal redundancy check. 

LSF. Load Structured Field. 

LT. Logical terminal. 

LU. Logical unit. 

lumens/m. Lumens per square meter. 

LU/SSCP. Logical unit/system services control point. 

M 
m. Meter (or meters). 

MAC. (1) Medium access control. (2) Message 
authentication code. 

MAP. Maintenance analysis procedure. 

max. Maximum. 

mb. Millibyte; 1024 bytes. Deprecated term for Kb. 

Mb. Megabyte; I 048 576 bytes. 

MB. Optical fiber mounting bracket. 

Mbit. Megabit. 

MDT. Modified data tag. 

MES. Miscellaneous Equipment Specification. 
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MGN. Multiground neutral. 

MHS. Magnetic hand scanner. 

min. Minimum, minute. 

MIS. Multiple interactive sessions. 

MLT. Multiple logical terminals. 

mm. Millimeter (or millimeters). 

modem. Modulator-demodulator. 

MPF. Mapping field. 

MPP. Maximum presentation position. 

MSR. Magnetic stripe reader. 

MVS. Multiple virtual storage. 

N 
NA or N/A. Not applicable. 

NAK. Negative acknowledge. 

NAUN. Nearest active upstream neighbor. 

NCP. Network Control Program. 

NEC. National Electrical Code. 

NEMA. National Electrical Manufacturer's Associ­
ation. 

NEMF. Network Error Management Facility. 

NETBIOS. Network Basic Input/Output System. 

NIA. Network Interface Adapter. 

NMVT. Network Management Vector Transport. 

No. Number. 

NOLLC. No logical link control. 

NOP. No operation. 

NPKT. Negotiated packet size. 

NRZ. Nonreturn to zero. 

NRZI. Nonreturn to zero inverted. 

NTT. Nippon Telephone and Telegraph. 

NUL. Null. 



NUM. Numeric. 

NWND. Negotiated window size. 

o 
OAF'. Origin address field prime. 

OCIR. Operator Identification Card Reader. 

OCR. Optical character recognition. 

OEM. Original equipment manufacturer. 

OFP. Optical fiber patch cable. 

OFRPrR. IBM 8219 Optical Fiber Repeater. 

OIA. Operator information area. 

OOPr. Outgoing call option. 

p 

PA. (1) Program access. (2) Program attention. 

PAC. Program authorized credentials. 

PAM. Printer authorization matrix. 

PBX. Private branch exchange. 

PC. Personal Computer. 

PCKT. Packet. 

PEL. Picture element. 

pF. Picofarad. 

PF. Program function. 

PI. Pacing indicator. 

PIC. Problem isolation chart. 

PID. Product-set ID. 

PIU. Path information unit. 

PLU. Primary logical unit. 

PN. Port Number. 

PIN. Part Number. 

POST. Power-On Self Test. 

PRID. Procedure-related identifier. 

Abbreviations 

PS. Programmed symbols. 

PSDN. Packet switched data network. 

PSH. Physical services header. 

PSI. Primary to secondary indicator. 

PSS. (1) Programmable Store System. (2) Pro­
grammed symbol set. 

PSWD. Password. 

Pr. Program Tab. 

PTf. Postal Telephone and Telegraph Administration. 

PU. Physical unit. 

PUID. Physical unit identification. 

PVC. Permanent virtual circuit. 

Q 

QFRMR. Qualified frame reject response. 

QLLC. Qualified logical link control. 

QRI. Queued response indicator. 

QSM. Qualified set mode. 

R 
RA. Repeat to Address. 

RAM. Random access memory. 

RD. Read Buffer. 

RBM. Read Buffer Modified. 

Rd Mod. Read Modified. 

RDL. Remote Data Link. 

REA. Rural Electrification Administration. 

RECFMS. Record Formatted Maintenance Statistics. 

REQMS. Request Maintenance Statistics. 

RFI. Radio-frequency interference. 

RH. Request/response header. 

RI. Ring Indicate. 

RM. Read Modified. 
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Abbreviations 

rms. Root-mean-square. 

RNR. Request not ready, receive not ready. 

RO. Ring Out. 

ROM. Read-only memory. 

ROS. Read-only storage. 

RPOA. Recognized private operating agency. 

RPQ. Request for price quotation. 

RP-W. Read Partition-Query. 

R/R. Request/response. 

RR. Request ready, receive ready. 

RSP. Response. 

RTM. Response Time Monitor. 

RTS. Request to send. 

RU. Request/response unit. 

RVI. Reverse interrupt. 

s 
SA. Selection addressing. 

SABM. Set Asynchronous Balance Mode (command). 

SABME. Set Asynchronous Balance Mode Extended 
(command). 

SAP. Service access point. 

SARM. Set Asynchronous Response Mode. 

SBA. Set Buffer Address. 

SC. Status code. 

SCR. Silicone-controlled rectifier. 

SCS. SNA character string. 

SDLC. Synchronous Data Link Control. 

sec. Second. 

SF. (1) Special feature. (2) Specify feature. (3) Start 
field. 

SFAP. Structured Field and Attribute Processing. 
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SFE. Start Field Extended. 

SHF. Set Horizontal Format. 

SI. Suppress Index. 

SIOF. Start I/O Fast Release. 

SLU. Secondary logical unit. 

SM. Status modifier. 

SMS. Switching Management System. 

SNA. Systems Network Architecture. 

SNBU. Switched network backup. 

SNF. Sequence number field. 

SNRM. Set Normal Response Mode. 

SOEMI. Serial Original Equipment Manufacturer 
Interface. 

SOH. Start-of-heading character. 

SOR. Start of record. 

SP. (1) Space. (2) Specific Poll. 

SPD. Selector pen detect. 

SPF. System Productivity Facility. 

SRM. Set Reply Mode. 

SIS. Status and sense. 

SS. Surge suppressor. 

SSCP. System services control point. 

SSR. Secure string record. 

STX. Start of text. 

SUB. Substitute. 

SVc. Switched virtual circuit. 

SVF. Set Vertical Format. 

sw. Switch. 

SYN. Synchronous idle. 

SYSGEN. System generation. 

SYSREQ. System request. 



T 
TA. Terminal adapter. 

TAF. Target address field. 

Te. Transmission check. 

TCLS. Throughput class negotiation. 

TCU. Transmission control unit. 

TH. Transmission header. 

TMA. Terminal multiplexer adapter. 

TP. Teleprocessing. 

TS. Transmission services. 

TTD. Temporary text delay. 

u 
UA. Unnumbered acknowledgment. 

Ue. Unit check. 

UCW. Unit control word. 

UE. Unit exception. 

UKPSS. United Kingdom Packet Switched Service. 

UL. Underwriters Laboratory. 

Abbreviations 

u.s. United States. 

US. Unit separator (character). 

v 
V. Volt. 

VFC. Vertical forms control. 

VT AM. Virtual Telecommunications Access Method. 

w 
WACK. Wait before transmit. 

WCe. Write control character. 

WE. Western Electric. 

WNDO. Window. 

WSF. Write Structured Field. 

WT. World Trade. 

x 
XGA. Extended Graphics Adapter. 

X-off. Transmitter off. 

X-on. Transmitter on. 
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Glossary 

This glossary includes terms and definitions from the 
IBM Dictionary of Computing: Information Processing, 
Personal Computing, Telecommunications, Of/ice 
Systems, IBM-specific Terms, SC20-1699. 

The terms in this glossary are defined here as they apply 
to the 3270 Information Display System. 

A 

access control byte. The byte following the start delim­
iter in a token or frame. It is used to control access to 
the ring. 

access method. A technique for moving data between 
main storage and input/output devices. 

access priority. The maximum priority that a token can 
have for the adapter to use it for transmission. 

access procedure. The procedure or protocol used to 
gain access to a shared resource. In a local area 
network, the shared resource is the medium. The 
medium access procedures specified by the IEEE 802 
standard are CSMA/CD token, bus, and ring. 

access unit. In an IBM Token-Ring Network, a wiring 
concentrator. See multistation access unit. 

acknowledgment. The transmission, by a receiver, of 
acknowledge characters as an affirmative response to a 
sender. 

active. Able to communicate on the network. An 
adapter is active if it is able to pass tokens on the 
network. 

active logical terminal (L T). In ML T, the active L T is 
the currently displayed logical terminal. Synonymous 
with foreground logical terminal. Contrast with back­
ground logical terminal. 

active monitor. A function in a single adapter on a ring 
network that initiates the transmission of tokens and 
provides token error recovery facilities. Any active 
adapter on the ring has the ability to provide the active 
monitor function if the current active monitor fails. 

adapter. (1) A mechanism for attaching parts, for 
example, parts having different diameters. (2) See 
channel-to-channel adapter, communication adapter, ring 
interface adapter, staging adapter. (3) See also attach­
ment feature. 

Glossary 

Adapter Support Interface. The software used to 
operate IBM Token-Ring Network Adapters in an IBM 
Personal Computer and to provide a common interface 
to application programs. 

address. (1) A value that identifies a register, a partic­
ular part of storage, a data source, or a data sink. The 
value is represented by one or more characters. (2) To 
refer to a device or an item of data by its address. 
(3) In word processing, the location, identified by an 
address code, of a specific section of the recording 
medium or storage. (4) The location in the storage of a 
computer where data is stored. (5) In data communi­
cation, the unique code assigned to each device or work 
station connected to a network. 

AEA port. A communication connector on the Asyn­
chronous Emulation Adapter (AEA). 

AEA port set. One or more 3174 ports that support 
individual AEA station sets; they must have the same 
port (connection) type and modem type, but different 
station types. 

AEA station. A 3270 or ASCII display station, printer, 
or host that communicates through the Asynchronous 
Emulation Adapter. 

AEA station set. One or more AEA stations that have 
the same attributes, for example, line speed and parity. 

alert. (1) In the IBM Token-Ring Network Manager, a 
notification appearing on the bottom line of any panel 
to indicate an interruption or a potential interruption in 
the flow of data around the ring. (2) In the NetView· 
program, a notification about a high-priority event that 
warrants immediate attention. This data-base record is 
generated for certain event types that are defined by 
user-constructed filters. 

alphanumeric field. A field that may contain any alpha­
betic, numeric, or special characters. 

alternate 1 initial microcode load (Alt 1 IML). The 
action of loading the utility microcode. 

alternate character set. A character set, located in the 
terminal, from which characters are obtained for display 
and printing by using the graphic escape character in the 
data stream. 

alternate cursor. An image reversal of each dot in the 
character cell at the cursor position. 

• NetView is a trademark of the International Business Machines Corporation. 
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ambient. Environment. 

American National Standard Code for Information Inter­
change (ASCU). A standard code, using a coded char­
acter set consisting of 7-bit coded characters (8 bits 
including parity check), used for information inter­
change among data processing systems, data communi­
cation systems, and associated equipment. The ASCII 
set consists of control characters and graphic characters. 

appendage. An application program routine provided to 
assist in handling a specific occurrence. 

application. The use to which an information processing 
system is put, for example, a payroll application, an 
airline reservation application, a network application. 

application program. (1) A program written for or by a 
user that applies to the user's work, such as a program 
that does inventory control or payroll. (2) A program 
used to connect and communicate with stations in a 
network, enabling users to perform application-oriented 
activities. 

ASCII emulation. The ability of a 3270 display station 
or printer to communicate with an ASCII host. 

ASCII pass-through. The transmission of unmodified 
data between ASCII display stations or printers and an 
ASCII host (NCP). 

ASCII pass-through mode. For an ASCII device 
attached to a 3174, a mode of operation in which the 
device communicates with an ASCII host (NCP). 

asynchronous. Without regular time relationship; unex­
pected or unpredictable with respect to the execution of 
program instructions. 

Asynchronous Emulation Adapter (AEA). In the 3174 
Subsystem Control Unit, an adapter that enables an 
ASCII terminal to communicate with a 3270 host, an 
ASCII terminal to communicate with an ASCII host 
through the 3174, and a 3270 terminal to communicate 
with an ASCII host. 

attach. To connect a device logically to a ring network 
so that it can communicate over the network. 

attaching device. Any device that is physically con­
nected to a network and can communicate over the 
network. 

attachment feature. The circuitry by which a cable from 
a local terminal or a modem for a remote terminal is 
attached to a 3792 Auxiliary Control Unit or a 3791 
Controller. 

attention (ATTN). An occurrence external to an opera­
tion that could cause an interruption of the operation. 

x-to 

attention field. In the 3270 Information Display 
System, a detectable field in which the designator char­
acter is a null, a space, or an ampersand. 

attention identifier (AID). (1) A code in the inbound 
3270 data stream that identifies the source or type of 
data that follows. (2) A character in a data stream indi­
cating that the user has pressed a key, such as Enter, 
that requests an action by the system. 

attention interruption. An I/O interruption caused by a 
terminal user's pressing an attention key, or its equiv­
alent. 

attention key. A function key on terminals that, when 
pressed, causes an 1/0 interruption in the processing 
unit. 

attenuation. A decrease in magnitude of current, 
voltage, or power of a signal in transmission between 
points. It may be expressed in decibels or nepers. 

attribute. (1) A property or characteristic of one or 
more entities, for example, color, weight, sex. (2) A 
terminal display language or transformation definition 
language (TDL) keyword that specifies a particular 
quality for the TDL object with which it is associated. 

attribute select keyboard. A keyboard that enables the 
operator, when permitted by the program, to change the 
character attributes of the keyed-in character. 

audible alarm. An alarm that is sounded when desig­
nated events occur that require operator attention or 
intervention before system operation can continue. 

auto-answer. See automatic answering. 

auto-call. See automatic calling. 

automatic answering. (1) Answering in which the called 
data terminal equipment (DTE) automatically responds 
to the calling signal. 

Note: The call may be established whether or not the 
called DTE is attended. 

(2) A machine feature that permits a station to respond 
without operator action to a call it receives over a 
switched line. See also manual answering. Contrast 
with automatic calling. 

automatic calling. (1) Calling in which the elements of 
the selection signal are entered into the data network 
contiguously at the full data signaling rate. 

Note: The selection signal is generated by the data ter­
minal equipment. A limit may be imposed by the 
design criteria of the network to prevent more 
than a permitted number of unsuccessful call 
attempts to the same address within a specified 
period. 



(2) A machine feature that permits a station to initiate a 
connection with another station over a switched line 
without operator action. (3) Synonymous with 
auto-call. See also manual calling. Contrast with auto­
matic answering. 

automatic poUing (auto-poll). (1) A hardware feature of 
a telecommunications unit that processes a polling list, 
polling the terminals in order and handling negative 
responses to polling without interrupting the processing 
unit. At the end of the list, polling is automatically 
begun again at the beginning of the list. Synonymous 
with auto-poll. (2) See also polling. 

automatic skip (auto-skip). After entry of a character 
into the last character position of an unprotected display 
field, automatic repositioning of the cursor from a pro­
tected and numeric field to the first character position 
of the next unprotected display field. 

auto-poll. See automatic polling. 

auto removal. Removing a device from the data-passing 
activity without human intervention. This action is 
accomplished by the adapter. 

auto-skip. See automatic skip. 

B 
background logical terminal (LT). In MLT, the back­
ground L T is any L T that is not currently displayed. 
Contrast with active logical terminal (LT). 

backup path. An alternative path for signal flow 
through access units and their main ring path cabling. 
The backup path allows recovery of the operational 
portion of the network while problem determination 
procedures are being performed. 

balun. A transformer for connecting balanced (for 
instance, twisted-pair) cables to unbalanced (for 
instance, coaxial) cable by matching the electrical char­
acteristics of the cables. 

bandwidth. The difference, expressed in Hertz, between 
the highest and the lowest frequencies of a range of fre­
quencies. 

base color. The capability of displaying or printing all 
characters in a field, in one of four colors, on a color 
terminal by use of combinations of the field protection 
and the field intensify bits of the field attribute. 

beacon. Synonym for beacon message. 

beacon frame. Synonym for beacon message. 

Glossary 

beacon message. A frame or message repeatedly trans­
mitted by a station on detection of a line break or 
outage. Transmission of beacon messages stops when 
the fault is bypassed or eliminated. Synonymous with 
beacon and beacon frame. 

binary synchronous communication (BSC). Data trans­
mission in which character synchronism is controlled by 
timing signals generated at the sending and receiving 
stations. 

blink. An extended highlighting attribute value (for 
emphasis) of a field or character. 

buffer. (1) A routine or storage used to compensate for 
a difference in rate of flow of data, or time of occur­
rence of events, when transferring data from one device 
to another. (2) An isolating circuit used to prevent a 
driven circuit from influencing the driving circuit. 
(3) To allocate and schedule the use of buffers. (4) A 
portion of storage used to hold input or output tempo­
rarily. 

buffer address. The address of a location in the buffer 
at which one character can be stored. 

buffer storage. (1) A storage device that is used to 
compensate for differences in the rate of flow of data 
between components of a data processing system, or for 
the time of occurrence of events in the components. 
(2) In word processing, a temporary storage in which 
text is held for processing or communication. 

burst. (1) In data communication, a sequence of signals 
counted as one unit in accordance with some specific 
criterion or measure. (2) To separate continuous-form 
paper into discrete sheets. 

bus. A type of network topology where the network 
consists of a bidirectional communication path with 
defined end points. 

bypass. To eliminate an attaching device or an access 
unit from a ring network by allowing the data to flow in 
a path around it. 

c 
card. With relation to the 3174, a unit of electronic cir­
cuitry contained in a plastic casing (or cassette) and pro­
viding the control unit with a specialized function, for 
example, a Terminal Adapter or an Encrypt/Decrypt 
Adapter. 

category A terminals. Terminals that can be attached to 
the 3174 Subsystem Control Unit and to type A 
adapters in the 3274 Control Unit. For example, the 
3278 and 3279 display stations, the 3287 Models 1, lC, 
2, and 2C, the 3262 Models 3 and 13, and the 3289 
Models 1 and 2 printers. 
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category B terminals. Terminals that can be attached to 
type B adapters in the 3274 Control Unit, for example, 
the 3277 Display Station and the 3284, 3286, 3287 -
Models 1 and 2, and 3288 printers. 

central site customizing. The process of tailoring control 
unit microcode for each control unit in a network, at the 
central site. 

central site library. One or more Library diskettes that 
contain customizing data and label information for the 
control units in a network. 

change-screen key. In MLT, a key or sequence of keys 
on a display station keyboard used to establish sessions, 
one at a time, with up to five different hosts. 

channel-attached. Pertaining to attachment of devices 
directly by data channels (I/O channels) to a computer. 
Synonym for local. Contrast with telecommunication­
attached. 

channel command. An instruction that directs a data 
channel, control unit, or device to perform an operation 
or set of operations. 

channel-to-channel adapter. A hardware device that can 
be used to connect two channels on the same computing 
system or on different systems. 

character attribute. The properties of a character with 
respect to its color, highlighting, and character set. See 
also extended field attribute. 

character buffer. The read/write storage used by a par­
tition for storing character or graphic data for display 
or printing on a terminal. 

character mode. A mode in which input is treated as 
alphanumeric data, rather than graphic data. 

character position. A location on the screen at which 
one character can be displayed; also, an addressed 
location in the buffer at which one character can be 
stored. 

character set. (1) A defined collection of characters in a 
loadable or nonloadable set selected by means of a local 
character set identifier. (2) An attribute type in the 
extended field and character attributes. (3) An attribute 
passed between session partners in the Start Field 
Extended, Modify Field, and Set Attribute orders. 

closed path (or network). A network in which all the 
cable paths and wiring closets are directly or indirectly 
connected. 

cluster. A station that consists of a control unit (a 
cluster controller) and the terminals attached to it. 

cluster control unit. Synonym for cluster controller. 
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cluster controller. A device that can control the 
input/output operations of more than one device con­
nected to it. A cluster controller may be controlled by a 
program stored and executed in the unit; for example, 
the IBM 3601 Finance Communication. Controller. Or, 
it may be entirely controlled by hardware, for example, 
the IBM 3272 Control Unit. See also cluster and cluster 
controller node. Synonymous with cluster control unit. 

cluster controller node. A peripheral node that can 
control a variety of devices. See also host node and ter­
minal node. 

coaxial cable. A cable consisting of one conductor, 
usually a small copper tube or wire, within and insulated 
from another conductor of larger diameter, usually 
copper tubing or copper braid. 

command. An instruction that directs a control unit or 
device to perform an operation or a set of operations. 

command retry. A channel and control unit procedure 
that causes a command to be retried without requiring 
an I/O interruption. 

communication adapter. (1) A circuit card with associ­
ated software that enables a processor, controller, or 
other device to be connected to a network. (2) See 
V.35 communication adapter and X21 communication 
adapter. 

communication control unit. A communication device 
that controls transmission of data over lines in a 
network. 

communication controller. (1) A device that directs the 
transmission of data over the data links of a network; 
its operation may be controlled by a program processed 
in a processor to which the controller is connected or by 
a program executed within the device. (2) A type of 
communication control unit whose operations are con­
trolled by one or more programs stored and executed in 
the unit. It manages the details of line control and the 
routing of data through a network. (3) See also cluster 
controller, communication controller node, and trans­
mission control unit. 

communication controller node. A subarea node that 
does not contain a system services control point (SSCP). 

communication management host. In ACF/TCAM, the 
host in a communication management configuration that 
performs all network-control functions in the network 
except control of locally attached stations of data hosts. 

completion code. The final return code provided by the 
adapter as a result of an issued command. 

component. (1) Hardware or software that is part of a 
functional unit. (2) A functional part of an operating 
system, for example, the scheduler or supervisor. (3) In 
systems with VSAM, a named, cataloged collection of 



stored records, such as the data component or index 
component of a key-sequenced file or alternate index. 
(4) In System/38 graphics, the representation of a data 
group on a chart. (5) See terminal component and solid 
state component. 

configuration. (1) The arrangement of a computer 
system or network as defined by the nature, number, 
and chief characteristics of its functional units. More 
specifically, the term corifiguration may refer to a hard­
ware configuration or a software configuration. (2) See 
also system corifiguration .. 

connecting blocks. Fixtures used to terminate telephone 
wires in a wiring closet. 

Connection Menu. A menu on the screen of a display 
station attached to the 3174 Subsystem Control Unit, 
from which a user can select an available host. 

connector. (1) A flowchart symbol that represents a 
break in a flowline and indicates where the flowline is 
continued. (2) A means of establishing electrical flow. 

control block. In the IBM Token-Ring Network, a spe­
cifically formatted block of information provided from 
the application program to the Adapter Support Inter­
face to request an operation. 

control character. A character used in conjunction with 
a Write command to specify that a control unit is to 
perform a particular operation. 

control codes. The hexadecimal values hex 00 through 
hex 3F, and hex FF in the 3270 data stream. 

Control diskette. A customized diskette containing the 
microcode that describes a particular control unit's 
attached terminals, and its method of attachment to the 
host. The customized diskette is mailed to the control 
unit for which it was generated. 

control fU!lction. Synonym for control operation. 

control operation. (1) An action that affects the 
recording, processing, transmission, or interpretation of 
data; for example, starting or stopping a process, car­
riage return, font change, rewind, and end of trans­
mission. (2) Synonymous with control function. 

control unit. A general term for any device that pro­
vides common functions for other devices or mech­
anisms. The 3174 is an example of a control unit. 

control unit terminal (CUT). A terminal that relies on 
the 3174 to interpret the data stream. Examples are the 
3178,3179,3278, and 3279. 

Glossary 

control unit terminal (CUT) mode. A host-interactive 
mode that enables an IBM 3270 Personal Computer cus­
tomized in this mode to run only one session emulating 
a 3178, 3179, 3278 Model 2, or 3279 Model S2A. 

controller. A unit that controls input/output operations 
for one or more devices. 

conventional 3270. A locally attached 3270 terminal or 
a remotely attached 3270 terminal that uses the BSC 
line discipline. 

conversion. (1) In programming languages, the transfor­
mation between values that represent the same data 
item but belong to different data types. Information 
may be lost as a result of conversion because accuracy 
of data representation varies among different data types. 
(2) The process of changing from one method of data 
processing to another or from one data processing 
system to another. (3) The process of changing from 
one form of representation to another, for example, to 
change from decimal representation to binary represen­
tation. 

copy control character (CCC). A character used in con­
junction with the Copy command to specify the type of 
data to be copied. 

copy operation. An operation that copies the contents 
of the buffer from one display station or printer to 
another display station or printer attached to the same 
control unit. 

cursor. A unique symbol that identifies a character 
position in a screen display, usually the character posi­
tion at which the next character to be entered from the 
keyboard will be displayed. 

customization. Procedures that tailor the control unit 
microcode to fit the various types of display stations 
and printers and the method of host attachment that a 
particular control unit will handle. 

customizing display station. A display station used to 
perform the customizing procedures; this display station 
must be attached to port 26-00 of the control unit. 
Only these display stations can be used for customizing: 
a 3278, a 3279, a 3178 operating in 3278-emulation 
mode, a 3179 operating in 3279-emulation mode, or an 
IBM 3270 Personal Computer operating in control unit 
terminal (CUT) mode. 

customizing keyboard. A keyboard used to type in the 
customizing responses; this keyboard must be a Type­
writer, Data Entry, APL (with APL off), or Text (with 
Text off) keyboard with a QWERTY layout. On a 
QWERTY layout, the first six characters on the left side 
of the top row of alphabetic characters are Q, W, E, R, 
T, Y. 
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cyclic redundancy check. A system of error checking 
performed at both the sending station and the receiving 
station after a block check character sequence has been 
accumulated. 

D 
Data Entry keyboard. A keyboard layout designed for 
data entry applications. 

data host. In an ACF ITCAM communication manage­
ment configuration, a host that is dedicated to proc­
essing applications and does not control network 
resources, except for its locally attached devices. See 
also communication management host. 

data link. Any physical link, such as a wire or a tele­
phone circuit, that connects one or more devices or 
communication controllers. 

data processing (DP). The systematic performance of 
operations upon data; for example, handling, merging, 
sorting, computing. 

data station. See station. 

data stream. (1) All data transmitted through a data 
channel in a single read or write operation. (2) A con­
tinuous stream of data elements being transmitted, or 
intended for transmission, in character or binary-digit 
form, using a defined format. See also data stream 
format. 

data stream format. In SNA, the format of the data ele­
ments (end-user data) in the request unit (RU). See also 
3270 data stream and SNA character string (SCS). 

data terminal equipment (DTE). That part of a data 
station that serves as a data source, data sink, or both. 

data transfer. The movement, or copying, of data from 
one location and the storage of the data at another 
location. 

data transfer mode. Synonym for data transfer phase. 

data transfer phase. (1) The phase of a data call during 
which data signals can be transferred between data ter­
minal equipments (DTEs) connected by the network. 
(2) Synonymous with data transfer mode. 

decode. (1) To convert data by reversing the effect of 
some previous encoding. (2) To interpret a code. 
(3) Contrast with encode. 

default destination. A destination for display stations 
and printers that is defined in customization. 
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default response. A response supplied by the custom­
izing program if a different response is not specified 
during customization. 

delimiter. A bit pattern that defines the limits of a 
frame or token on a ring network. 

device. A mechanical, electrical, or electronic 
contrivance with a specific purpose. 

diagnostics diskette. A diskette used by computer users 
and service personnel to diagnose hardware problems. 

direct access storage. (1) A storage device that provides 
direct access to data. (2) See also immediate access 
storage and random access memory. 

direct call facility. A facility that permits calling 
without requiring the user to provide address selection 
signals; the network interprets the 'call request' signal as 
an instruction to establish a connection to one or more 
predetermined data stations. 

Note: This facility may permit call setup faster than 
usual. No special priority is implied over other 
users of the network establishing a connection. 
The designated addresses are assigned for an 
agreed period of time. 

display field. A group of consecutive characters (in the 
buffer) that starts with an attribute character (defining 
the characteristics of the field) and contains one or more 
alphanumeric characters. The field continues to, but 
does not include, the next attribute character. 

display frame. (1) In computer graphics, an area in 
storage in which a display image can be recorded. 
(2) In computer micrographics, an area on a microform 
in which a display image can be recorded. 

distributed function terminal (DFf). A programmable 
terminal that can perform operations previously per­
formed by the control unit. These terminals can inter­
pret the 3270 data stream themselves. Examples are the 
IBM 3270 Personal Computer and the 3290 Information 
Panel. 

distributed function terminal (DFf) mode. A host­
interactive mode that enables an IBM 3270 Information 
Display System customized in this mode to run as many 
as four host sessions. The sessions can emulate a 3178, 
3179,3278 Model 2, or 3279 Model S2A. 

distribution panel. A wiring board that provides Ii patch 
panel function and mounts in a rack. 

dot. One point in a printer or display block matrix. 

downstream. (1) In the direction of data flow or toward 
the destination of transmission. (2) From the processor 
toward an attached unit or end user. (3) Contrast with 
upstream. 



downstream load (DSL). The capability of a distributed 
function terminal to receive its control program from 
the control unit to which it is attached. A diskette con­
taining the terminal's control program is loaded into the 
control unit. 

drop. In the IBM Cabling System, a cable that runs 
from a faceplate to the distribution panel in a wiring 
closet. 

Note: When the IBM Cabling System is used with the 
IBM Token-Ring Network, a drop may form 
part of a lobe. Cables between wiring closets are 
not classified as drops. 

duplex. In data communication, pertaining to a simul­
taneous two-way independent transmission. 

E 

emulate. (I)To imitate one system with another, prima­
rily by hardware, so that the imitating system accepts 
the same data, executes the same computer programs, 
and achieves the same results as the imitated computer 
system. (2) Contrast with simulate. 

emulation. (1) The imitation of all or part of one system 
by another, primarily by hardware, so that the imitating 
system accepts the same data, executes the same pro­
grams, and achieves the same results as the imitated 
computer system. (2) The use of programming tech­
niques and special machine features to permit a com­
puting system to execute programs written for another 
system. (3) Imitation, for example, imitation of a com­
puter or device. (4) See terminal emulation. (5) Contrast 
with simulation. 

encode. (1) To convert data by the use of a code or a 
coded character set in such a manner that reconversion 
to the original form is possible. Encode is sometimes 
loosely used when complete reconversion is not possible. 
(2) Contrast with decode. 

equipment rack. A metal stand for mounting compo­
nents. 

event. (1) An occurrence or happening. (2) An occur­
rence of significance to a task; for example, the com­
pletion of an asynchronous operation, such as an 
input/output operation. 

extended attribute buffer. The buffer in which the 
extended field attribute for the 3270 kanji display field 
is stored. 

extended binary-coded decimal interchange code 
(EBCDIC). A coded 'Character set of 256 eight-bit char­
acters. 
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extended color. (1) A capability that allows color termi­
nals to display or print fields or characters in colors 
using extended field and character attributes. (2) An 
attribute type in the extended field attribute and char­
acter attribute. 

extended field attribute. Additional field definition to 
the field attribute that controls defining additional prop­
erties such as color, highlighting, character set, and field 
validation. The extended field attribute is altered by 
information passed in the Start Field Extended and 
Modify Field orders. 

extended highlighting. (1) A function that provides 
blink, reverse video, and underscore for emphasizing 
fields or characters on devices supporting extended field 
attributes and character attributes. (2) An attribute 
type in the extended field attribute and character attri­
bute. (3) An attribute passed between session partners 
in the Start Field Extended, Modify Field, and Set 
Attribute orders. 

F 

faceplate. A plate for connecting data and voice con­
nectors to a cabling system. It may be wall-mounted or 
surface-mounted. 

field. See display field. 

field attribute. A control character stored in the char­
acter buffer in the first character position of a field. 
For those devices supporting the 3270 data stream, a 
field attribute defines protected/unprotected, 
alphanumeric/numeric, detectable/nondetectable, 
display/nondisplay, intensity, and modified data tag 
(MDT). 

file adapter. In the 3174, an adapter that provides 
input/output support for external storage devices, such 
as a diskette drive. 

flag. (1) An indicator or parameter that shows the 
setting of a switch. (2) Any of various types of indica­
tors used for identification, for example, a wordmark. 
(3) A character that signals the occurrence of some con­
dition, such as the end of a word. 

flow control. (1) In data communication, control of the 
data transfer rate. (2) In SNA, the process of managing 
the rate at which data traffic passes between compo­
nents of the network. The purpose of flow control is to 
optimize the rate of flow of message units with 
minimum congestion in the network, that is, neither to 
overflow the buffers at the receiver or at intermediate 
routing nodes nor to leave the receiver waiting for more 
message units. (3) The methods used to control the 
flow of information across a network. 

foreground logical terminal (LT). Synonym for active 
logical terminal (LT). 
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formatted diskette. A diskette that can be used by the 
computer to store data. 

formatted display. A screen display in which a display 
field (or fields) has been defined as a result of storing at 
least one attribute character in the display buffer. 

frame. (1) The portion of a tape, on a line perpendic­
ular to the reference edge, on which binary characters 
can be written or read simultaneously. (2) A housing 
for machine elements. (3) The hardware support struc­
ture, covers, and all electrical parts mounted therein 
that are packaged as one entity for shipping. (4) A for­
matted display. See display frame. 

from diskette. The diskette that provides the data to be 
transferred. 

from drive. The drive that provides the data to be trans­
ferred. 

G 

gateway. A functional unit that connects two computer 
networks of different network architectures. 

gateway node. A node that is an interface between net­
works. 

general polling. (1) An input technique for remote 3270 
devices in which special invitation characters are sent to 
a device control unit instructing that control unit to 
begin transmission from all devices ready to enter data. 
(2) See also polling and specific polling. 

generate. In 3174 central site customizing, to write a 
Control diskette containing the customizing data for a 
particular control unit. Also, to print a mailing address 
label and a diskette label for a particular control unit. 

get. In 3174 central site customizing, to select the type 
of data you want, and its source, and store it in working 
copy. 

H 
hard error. An error condition on a network that 
requires that the network be reconfigured or that the 
source of the error be removed before the ring can 
resume reliable operation. Contrast with soft error. 

hertz (Hz). A unit of frequency equal to 1 cycle per 
second. 

hexadecimal. (1) Pertaining to a selection, choice, or 
condition that has 16 possible values or states. (2) Per­
taining to a fixed-radix numeration system, with radix 
of 16. (3) Pertaining to a numbering system with base 
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of 16; valid numbers use the digits 0 through 9 and 
characters A through F, where A represents 10 and F 
represents 15. 

hexadecimal number. The I-byte hexadecimal equivalent 
of an EBCDIC character. 

host. (1) See communication management host and data 
host. (2) See also host access method, host application 
program, host computer, host interface, host logical unit 
(LU), host mode, host node, host processor, and host 
system. 

host access method. The access method that controls 
communication with a domain. 

host application program. An application program proc­
essed in the host computer. 

host attachment. A mode of SNA communication in 
which the processor acts as a secondary SNA device. 

host computer. (1) In a computer network, a computer 
that provides end users with services such as computa­
tion and data bases and that usually performs network 
control functions. (2) The primary or controlling com­
puter in a multiple-computer installation. (3) A com­
puter used to prepare programs for use on another 
computer or on another data processing system; for 
example, a computer used to compile link edit, or test 
programs to be used on another system. (4) Synonym 
for host processor. 

host interface. Interface between a network and the 
host computer. 

host logical unit (LU). An SNA logical unit (LU) 
located in a host processor, for example, an 
ACF jVT AM application program. 

host mode. The operating mode of an HASP main 
processor communicating with an HASP work station. 

host node. (1) A node at which a host processor is 
located. (2) In SNA, a subarea node that contains a 
system services control point (SSCP); for example, a 
Systemj370 computer with OSjVS2 and ACFjTCAM. 

host processor. (1) A processor that controls all or part 
of a user application network. (2) In a network, the 
processing unit in which resides the access method for 
the network. (3) In an SNA network, the processing 
unit that contains a system services control point 
(SSCP). (4) A processing unit that executes the access 
method for attached communication controllers. 
(5) The processing unit required to create and maintain 
PSS. (6) Synonymous with host computer. 

host system. (1) A data processing system used to 
prepare programs and operating environments for use 
on another computer or controller. (2) The data proc­
essing system to which a network is connected and with 



which the system can communicate. (3) The controlling 
or highest-level system in a data communication config­
uration; for example, a System/38 is the host system for 
the work stations connected to it. 

I 
IBM Cabling System. A permanently installed wiring 
system that eliminates the need to rewire when terminals 
are moved from one location to another within an office 
complex. It allows transmission of data at very high 
speeds and is the foundation for installing a local area 
network. 

idles. Signals sent along a ring network when neither 
frames nor tokens are being transmitted. 

immediate access storage. A storage device whose 
access time is negligible in comparison with other oper­
ating times. 

initial microcode load (lML). The action of loading the 
operational microcode. 

input device. A device in a data processing system by 
which data may be entered into the system. 

input mode. A mode in which records can be read from 
a file. 

input/output (I/O). (1) Pertaining to a device whose 
parts can perform an input process and an output 
process at the same time. (2) Pertaining to a functional 
unit or channel involved in an input process, output 
process, or both, concurrently or not, and to the data 
involved in such a process. 

Note: The phrase input/output may be used in place of 
input/output data, input/output signals, and 
input/output process when such a usage is clear in 
context. 

(3) Pertaining to input, output, or both. 

intensified display. An attribute of a display field; 
causes data in that field to be displayed at a brighter 
level than other data displayed on the screen. 

interface. (1) A shared boundary between two func­
tional units, defined by functional characteristics, 
common physical interconnection characteristics, signal 
characteristics, and other characteristics as appropriate. 
(2) A shared boundary. An interface may be a hard­
ware component to link two devices or a portion of 
storage or registers accessed by two or more computer 
programs. (3) Hardware, software, or both, that links 
systems, programs, or devices. 

intermediate telephone closet. A room containing con­
nection points for telephone wiring, located between the 
main telephone closet and work areas. 
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J 

jack. A connecting device to which a wire or wires of a 
circuit may be attached and that is arranged for 
insertion of a plug. 

K 
keyboard definition. A customizing procedure for 
defining a maximum of four modified keyboard layouts 
for modifiable keyboards only. Most characters, 
symbols, and functions can be relocated, duplicated, or 
deleted from almost any keyboard position. 

keyboard mapping. A table that defines which keyboard 
sequences are equivalent to functions on another key­
board. 

L 
layer. One of the seven layers of the Open Systems 
Interconnection reference model. 

leased line. Synonym for nonswitched line. 

Library diskette. A diskette that contains customizing 
data for some or all of the cQntrol units in a network. 

light pen. A light-sensitive pick device that is used by 
pointing it at the display surface. 

line control characters. Characters that regulate the 
transmission of data over a line; for example, delimiting 
messages, checking for transmission errors, and indi­
cating whether a station has data to send or is ready to 
receive data. 

line speed. (I) The rate at which data is transmitted 
from one point to another over a telecommunication 
line. (2) The number of binary digits that can be sent 
over a telecommunication line in I second, expressed in 
bits per second (bps). 

link. The logical connection between nodes, including 
the end-to-end link control procedures. 

link-attached. Pertaining to the attachment of devices to 
a central computer through a communication control 
unit. Contrast with channel-attached. Deprecated term 
for telecommunications-attached. 

link connection. All physical components and protocol 
machines that lie between the communicating link 
stations of a link. The link connection may include a 
switched or nonswitched physical data circuit, a local 
area network, or an X.25 virtual circuit. 

link station. (1) A specific place in a service access 
point that enables an adapter to communicate with 
another adapter. (2) A protocol machine in a node that 

X-17 



Glossary 

manages the elements of procedure required for the 
exchange of data traffic with another communicating 
link station. 

lobe. In the IBM Token-Ring Network, the section of 
cable that attaches a device to an access unit. The cable 
may consist of several segments. 

lobe bypass. (1) The capability of a lobe attaching unit 
to disconnect a lobe and its attached data station from a 
ring network for replacement, relocation, or repair 
without disrupting network operation. (2) In a star/ring 
network configuration, removal of a wiring concentrator 
and an attached lobe from the network when a fault is 
detected or when an attached lobe must be disconnected 
for servicing. 

lobe logic. The portion of the circuitry within an access 
unit that is associated with a single lobe receptacle on 
the access unit. 

lobe receptacle. In the IBM Token-Ring Network, an 
outlet on an access unit for connecting a lobe. 

local. (l) In programming languages, pertaining to the 
relationship between a language object and a block such 
that the language object has a scope contained in that 
block. (2) Pertaining to that which is defined and used 
only in one subdivision of a computer program. 
(3) Pertaining to a device accessed directly without use 
of a telecommunication line. (4) Synonymous with 
channel-attached. (5) Contrast with remote. 

local area network (LAN). A data network located on 
the user's premises in which serial transmission is used 
for direct data communication among data stations. 

Notes: 

1. Communication within a local area network is not 
subject to external regulation; however, communi­
cation across the LAN boundary may be subject to 
some form of regulation. 

2. A local area network does not use store and 
forward techniques. 

location. With reference to a 3174, a place within the 
3174 chassis where a particular card or adapter is 
inserted. 

logical terminal (LT). In MLT, one of five sessions 
available to share one display station. 

logical unit (LU). In SNA, a port through which an end 
user accesses the SNA network in order to communicate 
with another end user and through which the end user 
accesses the functions provided by system services 
control points (SSCPs). An LU can support at least two 
sessions, one with an SSCP and one with another LU, 

X-IS 

and may be capable of supporting many sessions with 
other logical units. See also network addressable unit, 
physical unit, primary logical unit, secondary logical unit, 
and system services control point. 

loop. A closed unidirectional signal path connecting 
input/output devices to a network. 

M 
main ring path. The part of the ring made up of access 
units and the cables connecting them. 

main storage. Program-addressable storage from which 
instructions and other data can be loaded directly into 
registers for subsequent processing. 

main telephone closet. A room where telephone cables 
enter a building and are connected to building telephone 
wiring. 

maintenance analysis procedure (MAP). A maintenance 
document that gives an IBM service representative a 
step-by-step procedure for tracing a symptom to the 
cause of a failure. 

manual answering. (1) Answering in which a call is 
established only if the called user signals a readiness to 
receive the call by means of a manual operation. 
(2) Operator actions to prepare a station to receive a 
call on a switched line. Contrast with automatic 
answering. 

manual calling. (1) Calling that permits the entry of 
selection signals from a calling data station at an unde­
fined character rate. (2) Operator actions to place a 
call over a switched line. Contrast with automatic 
calling. 

Note: The characters may be generated at the data ter­
minal equipment or at the data circuit­
terminating equipment. 

Master Control diskette. A diskette that contains the 
base microcode, any necessary patches, RPQs, and mod­
ified keyboard tables. 

memory. (1) Program-addressable storage from which 
instructions and other data can be loaded directly into 
registers for subsequent execution or processing. 
(2) Synonymous with main storage. 

microcode. (1) One or more microinstructions. (2) A 
code, representing the instructions of an instruction set, 
that is implemented in a part of storage that is not 
program-addressable. (3) To design, write, and also to 
test one or more microinstructions. 



Note: The term microcode represents microinstructions 
used in a product as an alternative to hard-wired 
circuitry to implement functions of a processor or 
other system component. The term micropro­
gram means a dynamic arrangement of one or 
more groups of microinstructions for execution to 
perform a certain function. 

microcode upgrade diskette. An upgraded version of a 
Control diskette that includes new function, such as the 
ability to handle a new type of display station. 

modem (modulator/demodulator). A device that converts 
digital data from a computer to an analog signal that 
can be transmitted on a telecommunication line, and 
converts the analog signal received to data for the com­
puter. 

Modify Field (MF) order. An order that allows specified 
field attributes to be modified. 

multiple logical terminal device. A CUT display station 
attached to the control unit that has been customized to 
support more than one session; the display station using 
this function may be attached to the 3174 only through 
a terminal adapter. 

multiple logical terminal port. A control unit port that 
has been customized to support multiple sessions. 

multiple logical terminals (MLT). In the 3174, a func­
tion that provides a CUT-attached fixed-function 
display station with the ability to interact with as many 
as five host sessions. Each session is processed as 
though it were a separate display station. 

multistation access unit. In the IBM Token-Ring 
Network, a wiring concentrator that can connect up to 
eight lobes to a ring. 

N 

native mode. A 3179 or 3180 operational mode that 
uses the full capabilities of those models' display and 
keyboard. 

nearest active upstream neighbor (NAUN). In the IBM 
Token-Ring Network, that station sending data directly 
to a given station on the ring. 

NetView™ program. A comprehensive network manage­
ment program that is the basis for central control of 
both systems for network operations. It supersedes 
NCCF, NPDA, NLDM, and NPM. 

network. (1) An arrangement of nodes and connecting 
branches. Connections are made between data stations. 
(2) A configuration of data processing devices and soft­
ware connected for information interchange. 

Glossary 

network addressable unit (NAU). In SNA, a logical unit, 
a physical unit, or a system services control point. The 
NAU is the origin or the destination of information 
transmitted by the path control network. See also 
logical unit, physical unit, and system services control 
point (SSCP). 

network administrator. A person who manages the use 
and maintenance of a network. 

network application program. A program used to 
connect and communicate with adapters on a network, 
enabling users to perform application-oriented activities 
and to run other application programs. 

network control program node. In SNA products, a 
subarea node that contains an ACF/NCP program but 
not a system services control point (SSCP). 

Network Terminal Option (NTO). An IBM licensed 
program that extends the capabilities of the ACF /NCP 
to support a select group of non-SNA devices. 

node. An end point of a link or a junction common to 
two or more links in a network. 

nonswitched line. (1) A connection between systems or 
devices that does not have to be made by dialing. Con­
trast with switched line. (2) A telecommunication line 
on which connections do not have to be established by 
dialing. Synonymous with leased line. 

o 
observer terminaL In problem determination for the 
IBM Token-Ring Network, the device used to run the 
Ring Diagnostic or a network application program that 
is capable of providing ring status information. 

office. See work area. 

offline test. A diagnostic test or data collection program 
that must be run when the 3174 and its connected termi­
nals are not in normal operation. 

ohm. The practical meter-kilogram-second unit of elec­
tric resistance equal to the resistance of a circuit in 
which a potential difference of 1 volt produces a current 
of 1 ampere. 

online test. A diagnostic test or data collection program 
that is run without interrupting the normal operation of 
the 3174 and its associated terminals. 

open. (1) To make an adapter ready for use. (2) A 
break in an electrical circuit. 

operational diskette. See working diskette. 
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operator information area (OIA). The area below the 
line near the bottom of the display area where graphics 
and alphanumeric characters are displayed to define the 
status of the terminal or the system to the operator. 

optical fiber. A single, separate optical transmission 
element comprising a core and a cladding. 

optical fiber cable. One or more optical fibers with 
strengthening material and a protective cover. 

optical fiber connector. Hardware installed on optical 
fiber cable ends to provide physical and optical cable 
attachment to a transmitter, a receiver, or a communi­
cation patch panel. 

original equipment manufacturer (OEM). A manufac­
turer of equipment that may be marketed by another 
manufacturer. 

output device. A device in a data processing system by 
which data may be received from the system. 

p 

pacing. (I) A technique by which a receiving station 
controls the rate of transmission of a sending station to 
prevent overrun. (2) In SNA, a technique by which a 
receiving component controls the rate of transmission of 
a sending component to prevent overrun or congestion. 

parallel. (1) Pertaining to a process in which all events 
occur within the same interval of time, each handled by 
a separate but similar functional unit; for example, the 
parallel transmission of the bits of a computer word 
along the lines of an internal bus. (2) Pertaining to 
concurrent or simultaneous operation of two or more 
devices or to concurrent performance of two or more 
activities in a single device. (3) Pertaining to concur­
rent or simultaneous occurrence of two or more related 
activities in multiple devices or channels. (4) Pertaining 
to the simultaneity of two or more processes. (5) Per­
taining to the simultaneous processing of the individual 
parts of a whole, such as the bits of a character and the 
characters of a word, using separate facilities for the 
various parts. (6) Contrast with serial. 

parameter. (I) A variable that is given a constant value 
for a specified application and that may denote the 
application. (2) An item in a menu for which the user 
specifies a value or for which the system provides a 
value when the menu is interpreted. (3) Data passed 
between programs or procedures. 

passive wiring concentrator. A wiring concentrator that 
does not require a power source. See wiring 
concentrator. 

patch cable. In the IBM Cabling System and the IBM 
Token-Ring Network, a length of type 6 cable with data 
connectors on both ends. 
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path. In a network, a route between any two nodes. 

physical unit (PU). In SNA, the component that 
manages and monitors the resources (such as attached 
links and adjacent link stations) of a node, as requested 
by an SSCP through an SSCP-SSCP session. 

plenum cable. A cable that is VL-listed as having ade­
quate fire resistance and low smoke-producing charac­
teristics for installation without conduit in ducts, 
plenums, and other spaces used for environmental air, 
as permitted by NEC Articles 725-2(b) and 800-3(d). 

point-to-point connection. A connection established 
between two data stations for data transmission. The 
connection may include switching facilities. 

polling. (I) On a multipoint connection or a point-to­
point connection, the process whereby data stations are 
invited one at a time to transmit. (2) Interrogation of 
devices for such purposes as to avoid contention, to 
determine operational status, or to determine readiness 
to send or receive data. 

port. (1) An access point for data entry or exit. (2) A 
connector on a device to which cables for other devices 
such as display stations and printers are attached. 

Power-On Self-Test (POST). A series of diagnostic 
tests that are run each time the computer's power is 
turned on. 

Prepare to Read (PTR) command. A command for a 
local 3274 Model ID that allows the terminal to know 
the next program action. 

primary logical unit (PLU). In SNA, the logical unit 
(LV) that contains the primary half-session for a partic­
ular LV-LV session. Contrast with secondary logical 
unit. 

primary session. In ML T, the primary session is the 
first session defined on a port. 

printer authorization matrix (PAM). A matrix stored in 
the control unit that establishes printer assignment and 
classification. 

private branch exchange (PBX). A private telephone 
exchange, automatic or manual, that provides for the 
transmission of calls to and from the public telephone 
network. 

problem isolation chart (PIC). A diagnostic procedure 
for finding problems with a personal computer or its 
options. 

program access (PA) key. On a display device key­
board, a key that produces a call to a program that per­
forms display operations. See also program function 
(PF) key. 



program attention key. On a display device keyboard, a 
key that produces an interruption to solicit program 
action. See also program access (P A) key and program 
function (PF) key. 

program function (PF) key. On a display device key­
board, a key that passes a signal to a program to call 
for a particular display operation. See also program 
access (PA) key. Ifa Read Modified command is 
issued in response to the program function key inter­
ruption, the attention identifier (AID) and all display 
fields in which the modified data tags are set are trans­
ferred to the program. 

protected field. (l) In word processing, preset data or 
an area that cannot be changed or overridden by an 
operator without altering the program. (2) On a display 
device, a display field in which a user cannot enter, 
modify, or erase data. (3) Contrast with unprotected 
field. 

protocol. (1) A set of semantic and syntactic rules that 
determines the behavior of functional units in achieving 
communication. (2) In SNA, the meanings of and the 
sequencing rules for requests and responses used for 
managing the network, transferring data, and synchro­
nizing the states of network components. 

protocol handler. Programming in an adapter that 
encodes and decodes the protocol used to format signals 
sent along a network. 

put. In 3174 central site customizing, to store data from 
the working copy into a library member. 

Q 

R 

rack inventory chart. A chart indicating the location of 
the components installed in the rack. 

random access memory (RAM). (1) A storage device 
into which data is entered and from which data is 
retrieved in a nonsequential manner. (2) See also direct 
access storage. 

read-only memory (ROM). A computer's storage area 
whose contents cannot be modified. 

Receive receptacle. On the IBM 8219 Optical Fiber 
Repeater, the receptacle that receives the signal in the 
main ring. 

receptacle. See lobe receptacle. 

register. (1) A storage device having a specified storage 
capacity such as a bit, byte, or computer word, and 
usually intended for a special purpose. (2) On a calcu­
lator, a storage device in which specific data is stored. 
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(3) In DPCX, a field capable of containing 10 digits, a 
sign, and a decimal point, that can be used by a 
program for arithmetic calculations and for program 
control. (4) On a document-copying machine, accu­
rately to position the image of the original on the copy 
material. 

remote. Pertaining to a system, program, or device that 
is accessed through a telecommunication line. Contrast 
with local. 

repeater. In a ring network, a device that amplifies or 
regenerates data signals in order to extend the distance 
between attaching devices. 

request for price quotation (RPQ). An alteration or 
addition to the functional capabilities that the control 
unit provides. 

response field. On a display device, a specified area on 
the display space where the user can enter, modify, or 
erase response data. 

Response Time Monitor (RTM). A network manage­
ment tool that measures and records the transaction 
times of inbound host attention (AID) operations from 
display stations that communicate with the host. 

return code. A hexadecimal value provided by the 
adapter to indicate the result of an action. 

ring (network). A network configuration where a series 
of attaching devices are connected by unidirectional 
transmission links to form a closed path. 

Ring Diagnostic. In the IBM Token-Ring Network, a 
program to be run in an IBM Personal Computer that 
provides the user with information regarding the per­
formance of the ring. 

ring error limit. In the Ring Diagnostic, the point at 
which the number of soft errors can make ring opera­
tion unreliable. 

ring in. In the IBM Token-Ring Network, the receive 
or input receptacle on an access unit. Contrast with 
ring out. 

ring interface adapter. A device that assumes the basic 
data transmission functions of node, such as frame 
recognition, address decoding, error checking, buffering 
of frames, fault detection, and, in Token-Ring Net­
works, token generation. 

ring out. In the IBM Token-Ring Network, the 
transmit or output receptacle. Contrast with ring in. 

ring sequence. The order in which devices are attached 
on a ring network. 

ring status. The condition of the ring. 
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routing. (1) The assignment of the path by which a 
message will reach its destination. (2) In SNA, the for­
warding of a message unit along a particular path 
through a network, as determined by parameters carried 
in the message unit, such as the destination network 
address in a transmission header. 

s 
secondary logical unit (SLU). In SNA, the logical unit 
(LV) that contains the secondary half-session for a par­
ticular LV-LV session. Contrast with primary logical 
unit. 

segment. A section of cable between components or 
devices on the network. A segment may consist of a 
single patch cable, multiple patch cables connected, or a 
combination of building cable and patch cables con­
nected. 

selector pen. (1) A pen-like instrument that can be 
attached to a display station. When a program using 
full-screen processing is assigned to the display station, 
the pen can be used to select items on the screen or to 
generate an attention. (2) Synonym for light pen. 

serial. (1) Pertaining to a process in which all events 
occur one after the other; for example, serial trans­
mission of the bits of a character according to V24 
CCITT protocol. (2) Pertaining to the sequential or 
consecutive occurrence of two or more related activities 
in a single device or channel. (3) Pertaining to the 
sequential processing of the individual parts of a whole, 
such as the bits of a character or the characters of a 
word, using the same facilities for successive parts. 
(4) Contrast with parallel. 

server. On a local area network, a data station that pro­
vides facilities to other data stations, for example, a file 
server, a print server, a mail server. 

service access point. A logical point made available by 
an adapter where information can be received and trans­
mitted. A single SAP can have many links terminating 
in it. 

service clearance. Minimum space required to allow 
working room for the machine operator and/or the cus­
tomer engineer for servicing the unit. 

session. (1) In MLT, synonymous with LT. (2) In 
SNA, a logical connection between two network 
addressable units that can be activated, tailored to 
provide various protocols, and deactivated as requested. 

session limit. In 3174, the total number of logical termi­
naIs or defined AEA default destinations for an AEA 
port set. 

shared RAM. Random access storage on the adapter 
that is shared by the IBM Pc. 
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simulate. (1) To represent certain features of the 
behavior of a physical or abstract system by the 
behavior of another system; for example, to represent a 
physical phenomenon by means of operations performed 
by a computer or to represent the operations of a com­
puter by those of another computer. (2) To imitate one 
system with another, primarily by software, so that the 
imitating system accepts the same data, executes the 
same computer programs, and achieves the same results 
as the imitated system. (3) Contrast with emulate. 

simulation. (1) The representation of selected character­
istics of the behavior of one physical or abstract system 
by another system. In a digital computer system, simu­
lation is done by software; for example, (a) the represen­
tation of physical phenomena by means of operations 
performed by a computer system, and (b) the represen­
tation of operations of a computer system by those of 
another computer system. (2) Contrast with emulation. 

SNA character string (SCS). A character string com­
posed of EBCDIC controls, optionally intermixed with 
end-user data, that is carried within a request/response 
unit. 

soft error. An intermittent error on a network that 
requires retransmission. Contrast with hard error. 

Note: A soft error by itself does not affect overall reli-
ability of the network, but reliability may be 
affected if the number of soft errors reaches the 
ring error limit. 

soUd-state component. A component whose operation 
depends on control of electric or magnetic phenomena 
in solids, for example, a transistor, crystal diode, ferrite 
core. 

sort. In 3174 central site customizing, to arrange a list 
of library members according to date, name, or micro­
code level. 

specific polling. (1) A polling technique that sends invi­
tation characters to a device to find out whether the 
device is ready to enter data. (2) See also general 
polling and polling. 

staging adapter. (1) An addition to a System/370 
Model 158 or ·168 Integrated Storage Control (ISC) 
feature that enables the integrated storage control to 
operate in a 3850 Mass Storage System. (2) An IBM 
3850 Model 3 Storage Control, which is a 3830 Model 2 
Storage Control that has been modified to operate in a 
3850 Mass Storage System. 

star. A wiring arrangement in which an individual cable 
runs from each work area to a concentration point. 

start deUmiter. The first byte of a token or frame. It 
consists of a special recognizable bit arrangement. 



Start Field (SF) order. An order that indicates a speci­
fied location that contains an attribute byte and not a 
text character. 

Start Field Extended (SFE) order. An order that gener­
ates an extended field attribute in the EAB and at the 
current buffer location. 

station. (1) An input or output point of a system that 
uses telecommunication facilities; for example, one or 
more systems, computers, terminals, devices, and associ­
ated programs at a particular location that can send or 
receive data over a telecommunication line. (2) A 
location in a device at which an operation is performed, 
for example, a read station. (3) In SNA, a link station. 

stop bit. Synonym for stop signal. 

stop signal. (1) In start-stop transmission, a signal at 
the end of a character that prepares the receiving device 
for reception of a subsequent character. (2) Synony­
mous with stop bit. 

storage. (1) A unit into which recorded text can be 
entered, in which it can be retained and processed, and 
from which it can be retrieved. (2) See also memory. 

Note: The terms storage and memory are sometimes 
used loosely as synonyms. In a more precise and 
useful sense, the term memory pertains to the 
part of storage in which instructions are executed 
(main storage or execution space) and excludes 
auxiliary storage devices such as disks, diskettes, 
mass storage devices, and magnetic tape. The 
term memory is used primarily in microcomputers 
and calculators, whereas the term main storage is 
used primarily in large and intermediate systems. 

structured field. A data stream format that permits 
variable-length data and controls to be parsed into its 
components without having to scan every byte. 

subsystem. A secondary or subordinate system, or pro­
gramming support, usually capable of operating inde­
pendently of or asynchronously with a controlling 
system. The 3174 and its attached terminals are 
referred to as a subsystem. 

switched line. A telecommunication line in which the 
connection is established by dialing. Contrast with non­
switched line. 

synchronous. (I) Pertaining to two or more processes 
that depend on the occurrences of a specific event, such 
as common timing signal. (2) Occurring with a regular 
or predictable time relationship. 

Synchronous Data Link Control (SDLC). A discipline 
conforming to subsets of the Advance Data Communi­
cation Control Procedures (ADCCP) of the American 
National Standards Institute (ANSI) and High-level 
Data Link Control (HDLC) of the International Organ-
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ization for Standardization, for managing synchronous, 
code-transparent, serial-by-bit information transfer over 
a link connection. Transmission exchanges may be 
duplex or half-duplex over switched or nonswitched 
links. The configuration of the link connection may be 
point-to-point, multipoint, or loop. See also binary syn­
chronous communication (BSC). 

system configuration. A process that specifies the 
devices and programs that form a particular data proc­
essing system. 

system services control point (SSCP). In SN A, the focal 
point within an SNA network for managing the config­
uration, coordinating network operator and problem 
determination requests, and providing directory support 
and other session services for end users of the network. 
Multiple SSCPs, cooperating as peers, can divide the 
network into domains of control, with each SSCP 
having a hierarchical control relationship to the physical 
units and logical units within its domain. 

Systems Network Architecture (SNA). The description 
of the logical structure, formats, protocols, and opera­
tional sequences for transmitting information units 
through, and controlling the configuration and opera­
tion of, networks. 

Note: The layered structure of SNA allows the ultimate 
origins and destinations of information, that is, 
the end users, to be independent of and unaf­
fected by the specific SNA network services and 
facilities used for information exchange. 

T 

telecommunications-attached. Pertaining to the direct 
attachment of devices by channels to a host processor. 
Synonym for remote. Contrast with channel-attached. 

telecommunication control unit. See communication 
control unit. 

telecommunication network. In a telecommunication 
system, the combination of all terminals and other tele­
communication devices and the lines that connect them. 

terminal. (1) A point in a system or communication 
network at which data can either enter or leave. 

terminal adapter (TA). An adapter that provides control 
for a maximum of 32 terminals; each BNe connector 
(four in all) on the terminal adapter can control either 
one terminal that is directly attached or as many as 
eight terminals that are attached through a terminal 
multiplexer adapter (located in the 3174) or a 3299 Ter­
minal Multiplexer (located outside the 3174). 

' ... 
terminal component. A separately addressable part of a 
terminal that performs an input or output function, such 
as the display component of a keyboard-display device 
or a printer component of a keyboard-printer device. 
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terminal emulation. The capability of a microcomputer 
or personal computer to operate as if it were a partic­
ular type of terminal linked to a processing unit and to 
access data. 

terminal-initiated logon. A logon request that originates 
from the terminal. 

terminal multiplexer. A device, such as the 3299 Ter­
minal Multiplexer, for interleaving the signals for many 
devices onto a single coaxial cable. 

terminal multiplexer adapter (TMA). This adapter is 
connected to the terminal adapter in the 3174 and pro­
vides control for a maximum of eight terminals. 

terminal node. (I) In a hierarchical data base, a node 
that has no subordinate records or segments. (2) In 
SNA products, a peripheral node that is not user­
programmable and has less processing capability than a 
cluster controller node. Examples are nodes consisting 
of the IBM 3277 Data Station, 3767 Communication 
Terminal, 3614 Consumer Transaction Facility, and 
3624 Consumer Transaction Facility. 

terminal port. (1) In a network, the functional unit of a 
node through which data can enter or leave the 
network. (2) The part of a processor that is dedicated 
to a single data channel for the purpose of receiving 
data from or transferring data to one or more external 
or remote devices. 

terminating room. See wiring closet. 

time-out. (1) An event that occurs at the end of a pre­
determined period of time that began at the occurrence 
of another specified event. (2) A time interval allotted 
for certain operations to occur; for example, response to 
polling or addressing before system operation is inter­
rupted and must be restarted. (3) A terminal feature 
that logs off a user if an entry is not made within a 
specified period of time. 

Note: Time-out can be prevented by an appropriate 
signal. 

to diskette. The diskette that receives the transferred 
data. 

to drive. The drive that receives the transferred data. 

token. In a local area network, the symbol of authority 
passed among data stations to indicate the station tem­
porarily in control of the transmission medium. 

Note: A token is a particular message or bit pattern 
that signifies permission to transmit. 

token monitor. Synonym for active monitor. 

Token-Ring Network. (1) A ring network that allows 
unidirectional data transmission between data stations 
bya token-passing procedure over one transmission 

X-24 

medium so that the transmitted data returns to the 
transmitting station. (2) A network that uses a ring 
topology, in which tokens are passed in a circuit from 
node to node. A node that is ready to send can capture 
the token and insert data for transmission. 

translate table. A table that defines the translation of 
ASCII to EBCDIC and EBCDIC to ASCII and that 
allows the use of special characters and nonstandard 
codes. 

transmission control unit (TCU). A communication 
control unit whose operations are controlled solely by 
programmed instructions from the computing system to 
which the unit is attached. No program is stored or 
executed in the unit, for example, the IBM 2702 and 
2703 Transmission Controls. Contrast with communi­
cation controller. Synonymous with telecommunication 
control unit. 

Transmit receptacle. On the IBM 8219 Optical Fiber 
Repeater, the receptacle that transmits the signal in the 
main ring. 

twinaxial cable. A shielded cable with two conductors 
inside a larger conductor. The conductors are insulated 
from the larger conductor and from one another. 

TYPE. The type number of the card; for example, 9150 
is the type number of the Terminal Adapter in the 3174. 

type-l communication adapter. The 3174 adapter that 
supports communication between the 3174 (and its ter­
minals) and a host over telecommunication links using 
any of these interfaces: (I) RS-232CjV.24 and V.35 for 
SNA/SDLC, (2) BSC, and (3) X.25. The user selects 
the appropriate interface. 

type-2 communication adapter. The 3174 adapter that 
supports communication between the 3174 (and its ter­
minals) and a host over telecommunication links using 
either the X.21 interface for SNA/SDLC or the X.25 
interface. The user selects the interface. 

u 
unformatted display. A screen display in which no attri­
bute character (and, therefore, no display field) has been 
defined. 

unprotected field. A displayed field in which a user can 
enter, modify, or delete data. Contrast with protected 
field. 

update. In 3174 central site customizing, to tailor a 
library member's customizing data, in working copy, 
and put it back to the library diskette. 

upgrade. In 3174 central site customizing, to select a 
library member and upgrade its data to the microcode 
level of the Central Site Customizing Procedure diskette. 



upstream. (1) In the direction opposite to data flow or 
toward the source of transmission. (2) Toward the 
processor from an attached unit or end user. (3) Con­
trast with downstream. 

Utility diskette. A diskette that contains the microcode 
necessary to run various customizing utilities, for 
example, to copy portions of a diskette for a backup 
diskette. 

v 
V.35 communication adapter. A communication adapter 
that can combine and send information on one line at 
speeds up to 64 kbps, and conforms to the CCITT V.35 
standard. 

vertical drop distance. The vertical distance from the 
faceplate to the raceway, which is in either the ceiling or 
the floor. 

w 
wide area network (WAN). A network that provides 
communication services to a geographic area larger than 
that served by a local area network. 

wire fault. An error condition caused by a break in the 
wires or a short between the wires (or shield) in a 
segment of cable. 

wiring closet. A room that contains one or more equip­
ment racks and distribution panels that are used to 
connect cables. 

wiring concentrator. In a star/ring network, a lobe 
concentrator that allows attaching devices to gain access 
to the ring at a central point, such as a wiring closet or 
an open work area. See also lobe and lobe bypass. 

Note: In the event of a fault in a cable or at a station 
on the lobe, the wiring concentrator can bypass 
the fault by disconnecting the lobe from the rest 
of the ring. Wiring concentrators also simplify 
reconfiguration and network maintenance. 

work area. An area in which terminals (such as display 
stations, keyboards, and printers) are located. Access 
units may also be located in work areas. 

work station. An input/output device that allows trans­
mission of data or reception of data as needed to 
perform a job. 

working copy (WC). In 3174 central site customizing, a 
set of customizing data and label data held in main 
storage, which is tailored to reflect a network control 
unit's attached terminals, its method of host attachment, 
and other pertinent information. 
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working diskette. A computer diskette to which files are 
copied from an original diskette for use in everyday 
operation. 

wrap test. A test that checks attachment or control unit 
circuitry without checking the mechanism itself by 
returning the output of the mechanism as input. For 
example, when unrecoverable communication adapter or 
machine errors occur, a wrap test can transmit a specific 
character pattern to or through the modem in a loop 
and then compare the character pattern received with 
the pattern transmitted. 

wraparound. The continuation of an operation (for 
example, a read operation or a cursor movement opera­
tion) from the last character position in a buffer to the 
first character position in the buffer. 

write. To make a permanent or transient recording of 
data in a storage device or on a data medium. 

x 
X.21. In data communication, a recommendation of the 
International Telegraph and Telephone Consultative 
Committee (CCITT) that defines the interface between 
data terminal equipment and public data networks for 
digital leases and circuit switched synchronous services. 

X.21 communication adapter. A communication adapter 
that can combine and send information on one line at 
speeds up to 64 kbps, and that conforms to CCITT 
X.21 standards. 

X.25. In data communication, a recommendation of the 
CCITT that defines the interface between data terminal 
equipment and packet switching networks. 

y 

z 
3 
3270 data stream. Data being transferred from or to an 
allocated primary or tertiary device, or to the host 
system, as a continuous stream of data and 3270 Infor­
mation Display System control elements in character 
form. 

3270 emulation. The use of a program that allows a 
device or system such as a personal computer or a 
System/38 to operate in conjunction with a host system 
as if it were a 3270-series display station or control unit. 
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A 
ac indicator 2-4 
ac power indicator 2-5, 3-9 
accessories, cables, and plugs B-24 
accessory cable, direct DPC-T3 attachment B-28 
adapter connections fail, ASCII 3-57 
adapter connectors, terminal B-22 
adapter hardware group numbers B-2 
adapter not respond to incoming call, ASCII 3-75 
adapter not respond to rotary call, ASCII 3-79 
adapter test 3-110 
adapter test, Token-Ring 3-114 
adapter wrap plug, ASCII B-29 
adapter wrap plug, Token-Ring B-28 
adapter, ASCII B-2 
adapter, coax-to-twisted pair B-27 
adapter, terminal B-2 
adapter, Token-Ring B-2 
address, directly connected 2-12 
address, indirectly connected 2-12 
address, terminal port 2-12 
advance pushbutton 2-7 
AEA (asynchronous emulation adapter) 1-5 
AEA adapter worksheet 8A 3-50, 3-84 
AEA diskette 2-13 
all connections to ASCII adapter fail 3-57 
all host connections to ASCII adapter fail 3-91 
all terminals failing 3-19 
all terminals on TMA failing 3-21 
all terminals on 3299 fail 3-23 
Alt 1 IML tests 3-110 
alt 1 pushbutton 2-7 
Alt 2 IML tests 3-108 
alt 2 pushbutton 2-7 
ASCII adapter (HG=21, 22, or 23) B-2 
ASCII adapter connections fail 3-57 
ASCII adapter host connections fail, all 3-91 
ASCII adapter not respond to incoming call 3-75 
ASCII adapter not respond to rotary call 3-79 
ASCII adapter wrap plug B-29 
ASCII host communication links 3-87 
ASCII host connection problem 3-5, 3-83 
ASCII host connection to 3174 3-86 
ASCII host fails, direct 3-93 
ASCII host fails, nonswitched 3-97 
ASCII host fails, switched 3-102 
ASCII host symptom 3-90 
ASCII terminal communication links 3-53 
ASCII terminal connection problem 3-4 
ASCII terminal fails, direct 3-59 
ASCII terminal fails, nonswitched 3-64 
ASCII terminal fails, switched 3-71 

ASCII terminal problems 3-49 
ASCII terminal symptom 3-56 
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asynchronous emulation adapter (AEA) 1-5, B-ll 
Asynchronous Emulation Adapter - Test 12 A-22 
asynchronous emulation adapter feature B-8 

B 
balun, coaxial cableless B-25 
balun, coaxial red B-27 
balun, coaxial yellow B-26 
battery replacement, encrypt/decrypt Adapter 2-24 
BNC connector B-23, B-24 
BNC jack B-24 

C 
cable connectors 

BNC B-23 
disconnecting and connecting B-21 
DPC B-23 

cable connectors, terminal B-21 
cable problems 3-13, 3-49, 3-83 
cable test 3-110 
cable test, Token-Ring 3-114 
cable wrap plug, V.35 B-29 
cable, direct DPC-T3 attachment accessory B-28 
cable, sequence and control 2-5 
cable, token-ring adapter 2-8 
cableless coaxial balun B-25 
cables 2-8, B-1 

coaxial 2-8 
communication 2-8 
power 2-8 
Token-Ring 2-8 

cables, plugs, and accessories B-24 
cabling worksheet 3-14, 3-16, 3-52, 3-84, 3-86 
channel interface switch 2-7, 5-5 
chart, ASCII host symptom/action 3-90 
chart, ASCII terminal symptom/action 3-56 
chart, status code 4-4 
chart, symptom/decision 3-4 
chart, 3270 terminal symptom/action 3-18 
check condition indicator 2-6, 3-3, 3-10 
check status code 3-3 
check 3174 power 3-7 
check, online terminal - test 0 A-4 
checking control unit power 3-7 
clear pushbutton 2-7 
coax-to-twisted pair adapter B-27 
coaxial cable 2-8 
coaxial cableless balun B-25 
coaxial red balun B-27 
coaxial yellow balun B-26 
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collect information 3-13 
collect physical-connection information 3-16 
collect problem information 3-16,3-49,3-83 
communication adapter and cable test 3-110 
communication cable 2-8 
communication links hardware B-13 
communication links, ASCII host 3-87 
communication links, ASCII terminal 3-53 
communications, asynchronous emulation adapter B-9 
configuration menu - test 2 A-7 
configurations B-5 
connect cables, how to B-21 
connection menu B-16 
connection overview, 3174 B-2 
connection problem, ASCII host 3-5, 3-83 
connection problem, ASCII terminal 3-4, 3-49 
connection problem, local IBM host 3-5 
connection problem, remote IBM host 3-5 
connection problem, token-ring 3·6 
connection problem, 3270 3-4, 3-13 
connection problems 3-83 
connection problems, terminal or host 3-3 
connection to 3174, ASCII host 3·86 
connection to 3174, host 3,86 
connection, remote host 3-43 
connections B-1 
connections to ASCII adapter fail 3-57 
connectivity B-24 
connector, BNC B-24 
connector, DPC B-24 
connector, DPC· T3 B-24 
connector, sequence and control 2-5 
connector, 25-pin D-shell B-28 
connectors 2-8 

coaxial 2-8 
communication 2-8 
power 2·8 
Token-Ring 2-8 

connectors, modular telephone plug B-22 
connectors, terminal cable B-21 
control cable 2-5 
control diskette 2·13 
control diskette, setup 5-6 
control unit models, 3174 1·2 
control unit omine, relocation 5·8, 5-20 
control unit power check 3-7 
control unit problem determination 3-1 
control unit relocation 1-7, 5-8, 5-20 
control unit setup 1-7, 5-1, 5-12 
control unit, force omine 3-11 
customer extended problem determination guide 1-6 
customer setup and relocation instructions 5·1 
customizing 2-22, B-18 
customizing guide 1-6 
customizing menu - test 2 A-7 

configuration questions A-7 
hardware configuration A· 7 
printer authorization matrix A-7 
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D 
D·shell connector B-28 
D-shell data connector/25-pin B-29 
data connector/25-pin D·shell B-29 
data transfer indicator 2-6 
dc power indicator 2·4, 2-20, 3-7 
description, diskette 2-13 
description, status codes 4-2 
description, 3174 1-4 
determine host connection to 3174 3-86 
determine terminal connection to 3174 3-52 
direct ASCII host fails 3·93 
direct ASCII terminal fails 3-59 
direct DPC-T3 attachment accessory cable B-28 
direct line link 3-54, 3-88 
directly connected address 2-12 
directly connected terminal fails 3-38 
disconnect cables, how to B-21 
diskette description 2-13 
diskette drive 2-13 
diskette, ABA 2-13 
diskette, control 2·13 
diskette, DSL 2-13 
diskette, encrypt/decrypt 2-13 
diskette, insert and remove 2-15 
diskette, installing 5-17 
diskette, RPQ 2-13 
diskette, setup control 5·6 
diskette, setup utility 5-6 
diskette, shipping and receiving 2-16 
diskette, storage 2-16 
diskette, utility 2-7, 2-13 
diskettes 1-9 

drives 2-13 
handling 2-14 
inserting and removing 2-15 
long-term storage 2-16 
shipping and receiving 2-16 

diskeites, handling 2-14 
display master menu 2-22 
display online logs menu - test 1 A·5 
display online status summary - test 3 A-9 
display online test menu A·3 
double DPC-to-IBM cabling B-25 
DPC connector B-23, B-24 
DPC-to-IBM cabling B-25 
DPC-T3 connector B-24 
DPC-T3 direct attachment accessory cable B-28 
drive, diskette 2-13 
DSL diskette 2-13 



E 
EIA communication cable and connector 3-110 
encrypt/decrypt battery, replacing 2-24 
encrypt/decrypt diskette 2-13 
entering online test mode A-2 
establishing communications B-3 
exiting online test mode A-2 
extended PD guide 1-6 

F 
feature, asynchronous emulation adapter B-S 
feature, gateway 1-5 
features,3174 1-4 
force control unit offiine 3-11 

G 
gateway feature 1-5 
gateway host status summary A-19 
green dc power indicator 2-20, 3-7 
group numbers, 3174 adapter hardware B-2 

H 
handling diskettes 2-14 
hardware configuration table A-S 
hardware group numbers, 3174 adapter B-2 
hardware, communication links B-13 
help desk 1-7 
host communication links, ASCII 3-S7 
host connection fails, remote 3-43 
host connection problem, ASCII 3-5, 3-S3 
host connection problem, IBM local 3-5 
host connection problem, IBM remote 3-5 
host connection problems 3-3 
host connection to 3174 3-S6 
host connections to ASCII adapter fail, all 3-91 
host fails, ASCII direct 3-93 
host fails, ASCII nonswitched 3-97 
host fails, ASCII switched 3-102 
host symptom, ASCII 3-90 
how to disconnect and connect cables B-21 
how to display status 4-2 

chart 4-4 

IBM host connection problem, local 3-5 
IBM host connection problem, remote 3-5 
IBMjROLM 3270 coax-to-twisted pair adapter B-27 
IML (initial microcode load) 2-4 
IML procedure 2-17 
IML pushbutton 2-6 
IML tests, Alt 1 3-11 0 
IML tests, Alt 2 3-IOS 
IML 3174 2-17 
IML, power control 2-18 

indicator, ac 2-4 
indicator, ac power 3-9 
indicator, check condition 3-3, 3-10 
indicator, dc power 2-20,3-7 
indicator,offiine 2-19,2-21,3-11 
indicators 2-6 
indicators, 3174 2-2 
indirectly connected address 2-12 
information collection 3-13 
initial microcode load (IML) 2-4 
initial symptom/action table 3-3 
insert diskette 2-15 
installing diskette 5-17 
instructions, setup and relocation 5-1 

J 
jack, BNC B-24 
jacks B-23 

K 
keypad 2-7 

L 
link status summary A-18 

com/res ind A-18 
link address A-18 
primary/secondary A-IS 
rec i-frames A-18 
receive errors A-IS 
trans i-frames A-18 
transmit errors A-18 
tl expired A-18 

links, ASCII host communication 3-87 
links, ASCII terminal 3-53 
links, communication hardware B-13 
local IBM host connection problem 3-5 
local power control switch 3-11 
logical path B-15 
logs menu - test 1 A-5 

M 
maintenance information manual 1-6 
master menu, display 2-22 
menu, connection B-16 
menu, online test A-3 
menu, 3174 test A-3 
model descriptions, 3174 1-4 
models lL, lR, 2R, 3R 1-4 
models 51R, 52R, 53R 1-4 
models 81 R, 82R 1-4 
modular telephone plug connectors B-22 
modular telephone plug, 6-pin B-24 
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N 
nonswitched ASCII host fails 3-97 
nonswitched ASCII terminal fails 3-64 
nonswitched line link 3-54, 3-88 
numbers, 3174 adapter hardware group B-2 

o 
obtain physical-connection information 3-16 
obtain problem information 3-16 
offiine control unit, relocation 5-8, 5-20 
offiine indicator 2-19, 2-21, 3-11 
offiine problems 2-21 
offiine tests 1-11, 3-108 
offiine, force control unit 3-11 
one direct ASCII host fails 3-93 
one direct ASCII terminal fails 3-59 
one nonswitched ASCII host fails 3-97 
one nonswitched ASCII terminal fails 3-64 
one switched ASCII host fails 3-102 
one switched ASCII terminal fails 3" 71 
one terminal on TMA fails 3-29 
one terminal on 3299 fails 3-34 
online configuration menu - test 2 A-7 
online log reset - test 4 A-12 
online logs menu - test 1 A-5 
online port test - test 10 A-20 

TMAj3299 port tests A-21 
online status summary - test 3 A-9 
online terminal check - test 0 A-4 
online test menu A-3 
online test 12 Asynchronous Emulation Adapter A-22 
online tests I-II, A-2 

configuration menu A-7 
display logs' A-5 
online Token-Ring test A-15 
port tests A-20 
reset online log A-12 
status summary A-9 
terminal check A-4 
test menu A-3 
vital online data A-I3 

online Token-Ring test - test 9 A-15 
online vital data - test 5 A-I3 
online 3174 2-17 
operational 3174 2-17 
operations with diskettes 1-9 
operations, test 3-108 

continue 3-108 
free 3-108 

operator panel 2-6 
operator panel not working 3-3 
operator panel problem 3-10 
overview, 3174 connection B-2 
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p 
panel not working 3-3 
panel, operator 2-6 
panels, 3174 2-2 
physical and logical paths B-14 
physical-connection information 3-16 
plug connectors, modular telephone B-22 
plug, ASCII adapter wrap B-29 
plug, Token-Ring adapter wrap B-28 
plug, V.21 wrap B-30 
plug, V.35 cable wrap B-29 
plug, V.35 wrap B-29 
plug, 6-pin modular telephone B-24 
plugs, cables, and accessories B-24 
port address, terminal 2-12 
port numbers 2-8 
port online test - test 10 A-20 
port sets B-19 
port test panel A-20 
port type B-19 
ports 2-8_ 
power 2-4 

ac indicator 2-4 
dc indicator 2-4 
panel 2-4 
switch 2-4 

power cable 2-8 
power check, 3174 3-7 
power control IML 2-18 
Power Control switch 2-5, 2-18, 5-5 

Local 2-5 
Remote 2-5 

power control switch, local 3-11 
power cord 3-9 
power indicator, ac 3-9 
power indicator, dc 2-4, 2-20, 3-7 
power switch 2-4, 3-11, 5-5 
problem determination guide 
problem determination, 3174 
problem information, collect 
problem solving I-II 

1-6 
3-1 
3-49, 3-83 

problem, ASCII host connection 3-5, 3-83 
problem, ASCII terminal connection 3-4, 3-49 
problem, local IBM host connection 3-5 
problem, operator panel 3-10 
problem, remote IBM host connection 3-5 
problem, token-ring connection 3-6 
problem, 3270 connection 3-4, 3-13 
procedures 

all connections to ASCII adapter fail 3-57 
all terminals failing 3-19 
all terminals on TMA fail 3-21 
all terminals on 3299 fail 3-23 
ASCII adapter not respond to incoming call 3-75 
ASCII adapter not respond to rotary call 3-79 
directly connected terminal fails 3-38 
one direct ASCII terminal fail 3-59 
one nonswitched ASCII terminal fails 3-64 
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one switched ASCII terminal fails 3-71 
one terminal on TMA fails 3-29 
one terminal on 3299 fails 3-34 
remote host connection fails 3-43 

pushbutton, advance 2-7 
pushbutton, alt 1 2-7 
pushbutton, alt 2 2-7 
pushbutton, clear 2-7 
pushbutton, IML 2-6 

R 
re-IML 2-17 
receiving diskettes 2-16 
red coaxial balun B-27 
relocate control unit 5-8, 5-20 
relocation, control unit offline 5-8, 5-20 
relocation, Token-Ring cable 5-9 
relocation, 3174 1-7 
remote host connection fails 3-43 
remote IBM host connection problem 3-5 
remove diskette 2-15 
reset online log - test 4 A-12 
RPQ diskette 2-13 
RTM log A-5 

S 
sample cabling worksheet 3-14 
select ASCII terminal symptom 3-56 
select 3270 terminal symptom 3-18 
sequence cable 2-5 
set up control unit 5-1,5-12 
sets B-18 
setup control diskette 5-6 
setup utility diskette 5-6 
setup,3174 1-7 
shipping diskettes 2-16 
single coaxial cableless balun B-25 
stations B-18 
status code chart 4-4 
status code description 4-2 
status code, check 3-3 
status codes 1-9 
status codes, Token-Ring A-16 
status indicators 2-6 
status summary A-9 
status summary, gateway host A-19 
status summary, Token-Ring adapter A-17 
status test, Token-Ring A-16 
storage of diskettes 2-16 
subsystem connection diagram 3-16, 3-52, 3-86 
subsystem control unit models, 3174 1-2 
switch, channel interface 2-7, 5-5 
switch, local power control 3-11 
switch, power 2-4, 3-11, 5-5 
switch, power control 2-18, 5-5 

switched ASCII host fails 3-102 
switched ASCII terminal fails 3-71 
switched line link 3-54, 3-88 
switches,3174 2-2 
symptom undefined 3-3 
symptom/action chart, ASCII host 3-90 
symptom/action chart, ASCII terminal 3-56 
symptom/action chart, 3270 terminal 3-18 
symptom/action table 3-3 
symptom/decision chart 3-4 
symptom, ASCII host 3-90 
symptom, ASCII terminal 3-56 
symptom, 3270 terminal 3-18 

T 
table, symptom/action 3-3 
take 3174 offline 2-21 

problems 2-21 
telephone plug connectors B-22 
telephone plug, 6-pin modular B-24 
telephone rotary link 3-54, 3-88 
terminal adapter (HG = 26) B-2 
terminal adapter connectors B-22 
Terminal Adapter port test (online) A-20 
terminal cable connectors B-21 
terminal check - test 0 A-4 
terminal communication links, ASCII 3-53 
terminal connection problem, ASCII 3-4 
terminal connection problem, 3270 3-4 
terminal connection problems 3-3,3-13 
terminal connection to 3174 3-52 
terminal connectors and cables 2-8 
terminal fails, ASCII direct 3-59 
terminal fails, ASCII nonswitched 3-64 
terminal fails, ASCII switched 3-71 
terminal fails, directly connected 3-38 
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IBM 3174 Subsystem Control Unit 
Models 1 L, 1 R, 2R, and 3R 
User's Guide 

Order No. GA23-0337-1 

User's 
Comment 
Form 

Your comments will help us improve the quality of this manual. If you answer a question by checking a 
No r;j, please explain. 

Did you find that the information was: 

Useful 
Accurate 
Complete 
Easy to Find 
Easy to Read 

Brief explanation 

Yes 
o 
o 
o 
o 
o 

No 
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Easy to Understand 
Well-Written 
Well-Illustrated 
Well-Organized 
Flexible (fit your system) 

Yes 
o 
o 
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o 
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No 
o 
o 
o 
o 
o 

If you had a problem with a procedure, please include the following information with your comments: 

Procedure Number ________ Page Number ______ _ 

What was the problem and how did you solve it? 

S CD How could the problem be eliminated and, in general, how could the manual be improved? 
u ~ 
1/1 
CD CD 
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C CD --CIlQ. 

CD -o 
z 

We appreciate your comments. They will be sent to the author for review and for whatever action is deemed appropriate. 
IBM may use or distribute whatever information you supply in any way it believes appropriate without incurring any 
obligation to you. You may, of course, continue to use the information you supply. No postage is necessary if mailed 
in the U.S.A. (Elsewhere, an IBM office or representative will be happy to forward your comments.) 

If you wish a reply, complete the following (please print): 

Your Name Company Name Division -------------------- ----------------- -------------
Address Department Telephone ---------------------- -------------------- ---------City State Zip Code ------------------------ ------------------------ -----------
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