


















































































































































































































































































































































































































































































































































































































































































































































































































































































Installation 

The switch settings are described below: 

High: This serial passing of the incoming selection signal ('select out') enables the 3174 to be logically 
connected to the channel before low-priority controllers. 
Low: This serial passing of the outgoing signal ('select in') enables the 3174 to be logically connected to 
the channel after high-priority controllers. 
Bypass: The selection signal is not allowed to logically select the 3174. This is used when the channel 
adapter or channel driver/receiver cards are removed. 
Illegal: Do not use this setting. Host problems will occur. 

Driver/ �/�7�J�P�-�"�-�"�"�~�0�.�J�.�l�'� �~� :=> Priority Switches 

Detail B 

Detail A 

Figure 4-1. Priority Switches 

Controller Channel Priority 

Controller priorities on the channel interface are determined by the order of attachment to the channel tag 
signals 'select out' and 'select in.' These signals form a loop from the channel through each controller and 
back. Setting the switches to "high priority" attaches the controller selection circuitry to 'Select Out.' 
Setting the switches to "low priority" attaches the controller selection circuitry to 'Select In.' Setting the 
switches to "bypass" disconnects the controller selection circuitry from the channel. If the 3174 is used to 
drive a host system console, it is recommended that the controller be given the highest priority on the 
channel. Consult the account systems engineer if you are in doubt about the proper setting of the switches 
for your particular channel configuration. 

UCW Settings 

The recommended UCW settings for shared or nonshared mode of operation are as follows: 

• Shared = Yes (Configuration question 101 =4) 

• Shared = No (Configuration question 101 = 5). 

See Table 4-2 on page 4-4 or Table 4-3 on page 4-4 to select the proper UCW setting that applies to the 
host system and 370 mode being used. 

Chapter 4. Installation 4-3 



Installation 

Table 4-2. UCW Settings (370 Mode) 

Controller Channel UCW Setting 

3174 1 Land 11 L Byte or Block Nonshared 
SNA (Single Address) 

3174 1L and 11L Byte or Block Shared 
Non-SNA(Multiple 
Address) 

3174 1L and 11L Byte or Block Shared 
with Token-Ring 
Gateway Feature 

Table 4-3. UCW Settings (370 XA Mode) 

Controller Channel UCW Setting 

31741L and 11L Byte or Block Nonshared 
SNA (Single Address) IOCP (Shared = N) 

3174 1 Land 11 L Byte Shared (IOCP = N) 
Non-SNA(Multiple Block Shared (IOCP = YB) 
Address) 

31741L and 11L Byte Nonshared (IOCP = N) 
with Token-Ring Block Shared (IOCP = VB) 
Gateway Feature 
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Connecting Bus/Tag Channel Cables 

To allow easier access to the area of the controller where the bus and tag cables are routed, a swing gate 
has been provided. See Figure 4-2. Remove the thumbscrew and pull the swing gate out. For the location 
of the bus/tag tailgate assembly, see Figure 4-3 on page 4-6. 

Note: When a 3174 is being installed on a raised floor, place the left side of the controller to the right of the 
cutout in the floor. This provides easier access to route the bus and tag channel cables through the 
controller cable access area. 

Depending on the channel configuration, use one of the following figures to connect the bus/tag channel 
cables: 

• Figure 4-4 on page 4-7 for installing a 3174 on end-of-channel 

• Figure 4-5 on page 4-8 for replacing an existing 3274 

• Figure 4-6 on page 4-9 for installing a 3174 on other than end-of-channel. 

Thumbscrew ---..j,j,O:::: 

Swing Gate -----'-

Figure 4-2. Channel Cable Access Area 
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Bus/Tag 
Cable or 
Terminator 
Plugging 
Locations: 

Tag Out 

Tag In 

Bus In 

Driver 
Receiver 
Card __ 

\uSlTag Assembly 

Figure 4-3. Bus/Tag Tailgate Assembly 

Upper (Priority Switch) 

Lower (Priority Switch) 

Detail A 

Light Gray 

I 

Dark Gray 

Bus/Tag Receptacle 
Color Code 
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Bus Out 

Tag In 

Bus In 



Host Channel Existing Existing Control 
Processor Cables Unit 1 

Bus and 
Tao Out 

i i 

Existing Control 
Unit 2 

/ 
Existing Cables 

New Control 
Unit 3 

/ 

Installation 

New Bus and Tag Cables 

Note: The same cable connector colors should never be connected together. For example: the light-gray cable ends 
go to the dark-gray receptacles in the control unit; the dark-gray cable ends go to the light-gray receptacles 
in the control unit. 

Figure 4-4. Adding a 3174 on End-of-Channel 

Warning: Ensure that the processor/channel state will permit removal of the block with no adverse effect 
before you remove any terminator block from an existing controller. 

See Figure 4-3 on page 4-6 for Bus/Tag I/O tailgate locations. 

1. Connect new Bus and Tag cable ends A to 3174 Bus and Tag In receptacles 1 

2. Remove terminator blocks C from existing controller Bus and Tag out receptacles 2 if installed. 

3. Connect new Bus and Tag cable ends B to existing controller Bus and Tag Out receptacles 2. 

4. Connect terminator blocks C to 3174 Bus and Tag Out receptacles 3. 
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From 
Processor 

EXisting Control 
Unit 1 

Bus and 
Tag Out 
Bus and 
Tag In 

3274 Control 
UnittoBe 
Replaced 2 

2 
Bus and 
Tag Out 
Bus and 
Taaln 1 

A. 

Control 
Unit to Be 
Installed at 2 

4 
Bus and 
Tag Out 
Bus and 
Tag In 3 

Figure 4-5. Replacing an Existing 3274 on a Channel Interface 

Existing Control 
Unit 3 

Warning: Ensure that the processor/channel state will permit removal of the cables before you remove 
any Bus and Tag cables from an existing controller. 

See Figure 4-3 on page 4-6 for Bus/Tag I/O tailgate locations. 

1. Remove existing Bus and Tag cable ends A from 3274 Bus and Tag In receptacles 1. 

2. Remove existing Bus and Tag cable ends B from 3274 Bus and tag Out receptacles 2. 

3. Move the 3274 away from the opening in the raised floor, and position the 3174 near enough to the 
opening to connect the cables in the following steps. 

4. Connect existing Bus and Tag cable ends A to the 3174 Bus and Tag In receptacles 3. 

5. Connect existing Bus and Tag cable ends B to the 3174 Bus and Tag Out receptacles 4. 

Note: Bus and Tag Out and Bus and Tag In receptacles may vary from controller to controller. 
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Existing Control Existing Control Existing Control 
Unit 1 Unit 2 Unit 3 

1 
Bus and 

I~~ 
Bus and I L :"\ Bus and 

Tag Out Tag Out .~ Tag Out 
Bus and Bus and 

:111 
Bus and 

~ 
Tag In Tag In Tag In 

I 
J 

" ~ 

\ .. EXlstmg Cables 
Note: Bus and Tag Out and Bus and Tag In receptacle locations may vary from control unit to control unit. 

Existing Control 
Unit 1 

1 

From Processor 

New 
Control Unit 

2 

Existing Control 
Unit 2 

Bus and 
Tag Out 
Bus and 
Tag In 

New Bus and Tag Cables 

Figure 4-6. Adding a 3174 not on the End-of-Channel 

Existing Control 
Unit 3 

Bus and 
Tag Out 
Bus and 
Tag In 

Installation 

Warning: Ensure that the processorlchannel state will permit removal of the cables before you remove 
any Bus and Tag cables from an existing controller. 

See Figure 4-3 on page 4-6 for BuslTag 1/0 tailgate locations. 

1. Remove existing Bus and Tag cable ends A from existing controller 1 Bus and Tag Out receptacles 1. 

2. Connect new Bus and Tag cable ends B to existing controller 1 Bus and Tag Out receptacles 1. 

3. Connect new Bus and Tag cable ends C to 3174 Bus and Tag In receptacles 2. 

4. Connect existing Bus and Tag cable ends 0 to 3174 Bus and Tag Out receptacles 3. 
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Connecting the Power Control and Sequence Cable 

The power control and sequence cable plugs into the bottom of the power supply adjacent to the power 
cord plug. See Figure 4-7. 

Power Cable 

Power 

=B1LJ 
Power Control 

~ 

Control Unit 
Power Supply 

Sequence and 
Control Cable 

Figure 4-7. Power Sequence and Control Cable 
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Channel Attachment Information 

Table 4-4 is a matrix of the customizing parameters and host systems for which the 3174 Models 1 Land 
11L are supported. The customizing parameters are described in Chapter 3 of the 3174 Customizing Guide, 
GA23-0214. The matrix applies to SNA and non-SNA attachments. 

Table 4-4. Host-Channel Customizing Parameters 

Controller Upper Limit 
Address Address Command Retry Mode of Data Transfer Channel Burst 

Host System and Question Question Question Question Size Question 
Channel Type 104 105 222 224 225 

4341 Byte Multiplexer Note 1 Note 1 Yes. High-Speed Transfer 32 
Note 2 Note 3 4 

4341 Block Multiplexer Note 1 Note 1 Yes High Speed Transfer NA 
Note 2 Note 3 Note 4 

4361 Byte Multiplexer Note 1 Note 1 Yes High-Speed Transfer 32 
Note 2 Note 3 Note 4 

4361 Block Multiplexer Note 1 Note 1 Yes High-Speed Transfer NA 
Note 2 Note 3 Note 4 

4381 Byte Multiplexer Note 1 Note 1 Yes High-Speed Transfer 32 
Note 2 Note 3 Note 4 

4381 Block Multiplexer Note 1 Note 1 Yes High-Speed Transfer NA 
Note 2 Note 3 Note 4 

308X Byte Multiplexer Note 1 Note 1 Yes High-Speed Transfer 32 
Note 2 Note 3 Note 4 

308X Block Multiplexer Note 1 Note 1 Yes High-Speed Transfer NA 
Note 2 Note 3 Note 4 

3090 Byte Multiplexer Note 1 Note 1 Yes High-Speed Transfer 32 
Note 2 Note 3 Note 4 

3090 Block Multiplexer Note 1 Note 1 Yes High-Speed Transfer NA 
Note 2 Note 3 Note 4 

9370 Block Multiplexer Note 1 Note 1 Yes High-Speed Transfer NA 
Note 2 Note 3 Note 4 

Notes: 

1. Controller Address 
In SNA mode (configuration question number 101 = 5). a single address is specified during 
configuration. The individual device addresses are contained in the SNA data stream. 

In non-SNA mode (configuration question number 101 = 4), multiple addresses are assigned in a 
contiguous range, to a maximum of 32. If a device address is configured but no device is physically 
connected to the 3174 port, then the 3174 microcode identifies to the channel adapter card that the 
device is unavailable. If the channel attempts an operation to the unavailable device, the controller 
returns unit-check status and intervention-required sense. 

2. Command Retry 
If command retry is enabled, the 3174 initiates a retry request for all Bus Out parity checks detected 
during write data transfer sequences. 

3. Data Transfer Modes 
The channel adapter in the 3174 can transfer data in two different modes: 

• Data Chained Interlocked (DCI) 
• High-Speed Transfer (HST). 
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No requirements exist for special channel cabling, plugging, or physical installation setup as a result of 
choosing one data transfer mode over another. 

• DCI - Interlocked single tag 
• HST - Interlocked double tag 

High-Speed Transfer is more likely to achieve the 1.25-megabyte data transfer rate than DCI. 

4. Channel Burst Size 
The 3174 transfers data in an interlocked mode at a rate of 1.25 megabytes, or 0.8 microsecond per 
byte. the channel burst size default value for the 3174 is 32. The consequences of specifying larger 
burst sizes can be determined only by calculating the critical wait times of other control units and 
devices attached to the same byte multiplexer channel. Exceeding the wait times of the other devices 
may cause them to overrun and/or otherwise degrade their performance. Consult with the account 
systems engineer if you suspect the burst size is not set correctly. 

The burst size selected for operation on a block multiplexer channel does not affect the data transfer 
rate because a block channel forces burst mode. 
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Chapter 5. Safety Inspection Guide 

Introduction .............................................................. 5-2 
Preparation .............................................................. 5-2 
General Checklist Guidelines .................................................. 5-2 
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Safety Inspection Guide 

Introduction 

This chapter is a guide to inspecting 3174 Establishment Controller Models 1 L, 1 R, 2R, 3R, 11 L, 11 R, 12R, 
and 13R for potentially unsafe conditions. It provides a list of preparatory items, a checklist of inspection 
items, and an illustration of safety labels. 

Preparation 

• Completion of Electrical Safety Training Course for IBM Customer Engineers is required (Self-Study 
Course 77170, or FIS II Course 70702, or the current level of each). 

• Machine power should be off and electrical power removed from the machine before you begin the 
checklist. 

• The following should be available for reference: 

Copies of CEMs (ECAs and SAs) for this machine type 
3174 Site Planning, GA23-0213 
Electrical Safety for IBM Customer Engineers, S229-8124. 

Note: Although completeness and accuracy are the goals of this guide, not all machine configurations (for 
example, special features, RPQs) are covered. If you encounter a machine with RPQs or features 
not described in this guide, use the installation instructions for the RPQ or feature for additional 
information. Otherwise, use this guide and good judgment to obtain a safe machine. 

General Checklist Guidelines 

The intent of this inspection guide is to help you identify potentially unsafe conditions on machines being 
inspected. Each machine, at the time of its manufacture, had required safety items installed to protect the 
owners/operators and service personnel from injury. This checklist covers only those items. Good 
judgment should be used to identify potential safety conditions not covered by this inspection guide. 

Complete the following checklist before bringing power up on the machine. If any apparent unsafe 
conditions are present, a determination must be made on how serious the hazard could be and whether to 
continue without first correcting the problem. 

Consider these conditions and the safety hazards they present: 

• Electrical, especially primary power - for example, a frame where electrical potential is above ground 
potential can cause serious or fatal electrical shock. 

• Explosive - for example, a damaged CRT face or bulging capacitors can result in serious injury. 

• Use of chemicals, cleaning solutions, or solvents other than those specified by IBM. 
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Checklist 

Checks 
D Check that machine power is off and the mainline power cord is disconnected 

before you start this procedure. 
D Check that the front cover hinge pins are installed securely. 
D Check that the power cord is not frayed or damaged. 
D Check that the power cord strain relief is tight. Locate the power 

cord entry under the power supply. See Figure 5-1 on page 5-4. 

D 

D 

D 
D 

Inside the machine 
Check for any non-IBM alterations. If there are any, has "R009, Non-IBM 
Alteration/Attachment Survey" been completed? 
Check for broken or loose parts or assemblies. 
Check all retaining screws, such as: 
Those that secure the logic board to the frame housing. See Figure 5-1 on page 5-4. 
Those that secure the power supply and logic cards. See Figure 5-1 on page 5-4. 

Check for Machine Labels 
D Verify that labels are installed as indicated in Figure 5-1 on page 5-4. 
D Verify that the voltage label matches the voltage stamp on the front of the power supply. 

Power Plug Ground Check 
With a CE meter set to the RX1 range, check continuity between the ground 
pin on the power plug and the machine frame. 

D The reading should be 0 ohms. 

D 
D 
D 

D 
D 
D 

EPO Power Check, Models 1L and 11L Only 
Install the power plug in the power receptacle. 
Set the operator panel rotary switch to offline. 
Verify that the machine powers on and then turn off power. 

Test Verification 
Run either of the following tests: 
Test All 81 (CSU). See "Alt 1 IML Procedures" on page 1-53. 
Test 82. See "Alt 2 IML Procedures (Test 82)" on page 1-56. 
Investigate any failure before releaSing the machine for customer use. 
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)45Kg (100Ib) 

Mllnuf'actu-ed by 

i::i'!e 
e Registered Trademark of 

lEN CorporatIon Internatlonlll El.Jslness 
MachInes Cor;>oratlon 
lEN Cllnada Ltd. 
RegIstered User 

Manufactu-ed by 

a ::i'!e e RegIstered Trademark of 
lEN Corporation InternatIonal !iJslness 

MachInes CorporatIon 
lEN Canada Ltd. 
Registered User 

Figure 5-1. 3174 Safety Label Locations 

ThIs newly manufacttred 
machIne mau contllln 
used parts equlvlllent to 
new In perfcrmllnce at 
tIme ofmllnuf'llctll't!. 

This newly manufactu-ed 
machine may contllin 
used parts equlvlllent to 
new In performance lit 
tIme of mllnuf'llcture . 

HAZARDOUS AREA 

TRAINED SERVICE 
PERSONNEL ONLY 

ThIs equIpment cOl"f'\:ll1es wIth the requIrements In 
Part 15 of FCC Rules for II Class A computIng 
devIce. OperatIon of thIs equIpment In II resldentllli 
..... ell rTI8IJ cllUSe unacceptable Interference to radio 
lind TV reception requiring the operator to take what-
ever steps are necesSl!l"\j to correct the Interference. 

ThIs equIpment complies with the requirements In 
Part 15 of FCC Rules for II Class A computIng 
devIce. Operation of thIs equfpment In II resldentllli 
..... ea rTI8IJ cllUSe unacceptable Interference to radio 
lind TV reception requIring the operator to take what-
ever steps are neces9III"U to correct the Interference. 

~e 
LIsted 
E.D.P.Equlp. 
167G 

~e 
LIsted 
E.D.P.Equlp. 
167G 

VOLTAGE STAMP 
(10QV OR 200V) 

~ TYPE 
leVA 0.6 

CertIfied only 911 
toC.E. Code Hz 60 
Certlfleen A4.6 
vertu du V 120 
C.C.E seulement 

~ TYPE 
kVAO.6 

CertifIed only 911 
toC.E. Code Hz 60 
Certlfle en A2.4 
vertu du V 208/240 
C.C.E seulement 

To obtain the part numbers for the labels installed in the controller, see pages 6-2 through 6-5 in the parts 
catalog. 
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How To Use This Parts Catalog 
• SIMILAR ASSEMBLIES: If two assemblies 
contain a majority of identical parts, they are 
broken down on the same list. Common parts are 
shown by one index number. Parts peculiar to one 
or the other of the assemblies are listed separately 
and identified by description. 

• AR: (As Required) in the Units column indicates 
that the quantity is not the same for all machines. 

• NP: (Non-Procurable) in the Units column indi­
cates that the part is non-procurable and that the 
individual parts or the next higher assembly 
should be ordered. 

• NR: (Not Recommended) in the Units column 
indicates that the part is procurable but not recom­
mended for field replacement, and that the next 
higher assembly should be ordered. 

• R: (Restricted) in the Units column indicates 
that the part has a restricted availability. 

Assembly n: EXAMPLE ASSEMBLY 
Asm- Part 
Index Number Units Description 

n- 1 CoverAsm.Rea~Red 

• INDENTURE: The indenture is marked by a 
series of dots located before the parts description. 
The indenture indicates the relationship of a part 
to the next higher assembly. For example: 

Indenture Relationship of Parts 

(No dot) MAIN ASSEMBLY 

(One dot) • Detail parts of a main assembly 

(One dot) • Subassembly of the main 
assembly 

(Two dot) •• Detai I part of a one-dot 
subassembly 

(Two dot) •• Subassembly of a one-dot 
subassembly 

(Three dot) ••• Detail part of a two-dot 
subassembly 

- 1 Cover Asm.Rear-White 
For Next Higher Assembly,See 1-2 

-1 5373637 1 • Seal,Top 
-2 5356429 2 • Clip,Retaining 
-3 1847630 R • Finger Stock Asm 
-4 1847602 NR • • Channel,Finger Stock 
-5 5373639 AR • Seal, Bottom 
-6 5356429 2 • Clip,Retaining 
-7 NP • Cover, Rear, Without Paint 
-8 416629 2 • Screw,Panel 
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Assemblies 
Cabi net Assem bly ........................................................ 6-18 
Cable Assemblies With Component Parts ....................................... 6-20 
Final Assembly- 3174 Models 1L,1R,2R,3R,11L,11R,12R and 13R ........................ 6-6 
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Visual Index I.Final Assembly- 3174 Models 
1 L,1 R,2R,3R,11 L, 11 R,12R and 13R 

Page 6-18 

Cabinet Assembly 
. / Assembly 2 

Final Assembly- 3174 
Models 1L, 1R, 2R, 3R, 11L, 11R, 12R and 13R 
Assembly 1 
Page 6-6 
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Assembly 1: Final Assembly- 3174 Models 1L,1R,2R,3R,11L,11R,12R and 13R 
...... 1 

............ ..,; I 
............ I 7 7A 

............ I 
..,; ..-§lI!Iii~~ 

...... 

............ ..,; ...... ..,; 

............ 

16 ENCRYPT/DECRYPT FEATUR 

10C 

VIEW • 

...... 
..,; .................. 

.................. ..,;...... 7 -IfIIfe:oleb.&--tf11J.1t1 
..,; 

8 

12 

13 24 

15 
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Asm- Part 
Index Number Units Description 

1- NP Final Assembly- 3174 
-1 4804706 1 • Nameplate-Model 1 L 
-1 6168732 1 • Nameplate-Model 1 R 
-1 6168734 1 • Nameplate-Model 2R 
-1 6168736 1 • Nameplate-Model 3R 
-1 26F0020 1 • Nameplate-Model 11 L 
-1 26F0021 1 • Nameplate-Model 11 R 
-1 26F0022 1 • Nameplate-Model 12R 
-1 26F0023 1 • Nameplate-Model 13R 
-2 1359009 1 • Label,Export-Netherlands 
-3 4804718 1 • Label,Write In 
-4 66X2552 1 • Spring 
-5 4804690 1 • Bus/Tag Assembly Used on Models 

1L and 11L 
-6 4420424 4 • Screw,Thd Forming,Hex Wshr HD, 16 Long 

Used on Models 1 Land 11 L 
-6A 56X4700 1 • Plate-SN/Date Code 
-7 61X4546 1 • Diskette Drive,First-1.2 Meg 
-7 25F8398 1 • Diskette Drive,First-2.4 Meg 
-7 61X4546 1 • Diskette Drive,Second-1.2 Meg(Optional) 
-7 25F8398 1 • Diskette Drive,Second-2.4 Meg 

(Optional) 
-7A 8575400 1 • Fixed Disk Assembly 
-8 66X2601 1 • Bezel,Blank 
-9 66X2602 1 • Bezel,Blank-Second Diskette 
-10 6168391 1 • Label,Voltage- 100V-USA/Canada 

Used on Models 1 L, 1 R,2R, and 3R 
-10 6168392 1 • Label,Voltage- 200V-USA/Canada 

Used on Model 1 L 
-10 6168393 1 • Label,Voltage- 100V-AFE(South America) 
-10 6168394 1 • Label,Voltage- 200V-AFE(South America) 
-10 6168395 1 • Label,Voltage- 100V-EMEA 
-10 6168396 1 • Label,Voltage- 200V-EMEA 
-10 6168397 1 • Label,Voltage- 100V-AFE(Far East) 
-10 6168398 1 • Label,Voltage- 200V.:·AFE(Far East) 
-10A 5267920 1 • Label,Plug In Only-English,UK/English, 

Belgium,Finnish,Swedish,Swiss,Dutch, 
Danish, and Norwegian 

-10A 5267921 1 • Label,Plug In Only-Canadian j 

-10A 5267922 1 • Label,Plug In Only-French 
-10A 5267923 1 • Label,Plug In Only-German 
-10A 5267924 1 • Label,Plug In Only-Spanish 
-10A 5267925 1 • Label,Plug In Only-Italian 
-10A 5267926 1 • Label,Plug In Only-Portuguese 
-10A 5267927 1 • Label,Plug In Only-Japanese 
-10B 73X3979 1 • Label,BNC-UK Only 
-10C 66X2399 1 • Label,Test Location 
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Asm- Part 
Index Number Units Description 

1-11 4804663 1 • Label,Danger 400V 
-12 1743549 1 • Label,Hazard Area-UK/EngJish,French, 

Spanish,German,ltalian, and Swiss 
-12 5718466 1 • Label,Hazard Area-English 
-12 6815183 1 • Label,Hazard Area-Portuguese 
-12 8326797 1 • Label,Hazard Area-Japanese 
-12 5685244 1 • Label,Hazard Area-Belgium 
-12 1743548 1 • Label,Hazard Area-C~nadian/English 
-12 8326801 1 • Label,Hazard Area-Finnish 
-12 4423212 1 • Label,Hazard Area-Norwegian 
-12 8551904 1 • Label,Hazard Area-Swedish 
-12 5685244 1 • Label,Hazard Area-Dutch 
-12 2677406 1 • Label,Hazard Area-Danish 
-12A 83X9765 1 • Label,Safety-Swedish Only 

Note: Order Label Separate by Countries 
-13 4804390 1 • Overlay,Power-English 

Used on Models 1 Land 11 L 
-13 4804392 1 • OverlaY,Power-French 

Used on Models 1 Land 11 L 
-13 4804398 1 • Overlay,Power-Spanish 

Used on Models 1 Land 11 L 
-13 4804400 1 • Overlay,Power-German 

Used on Models 1 Land 11 L 
-13 4804402 1 • Overlay,Power-Portuguese 

Used on Models 1 Land 11 L 
-13 4804406 1 • Overlay,Power-Japanese 

Used on Models 1 Land 11 L 
-13 4804408 1 • Overlay,Power-ltalian 

Used on Models 1 Land 11 L 
-13 4804391 1 • OverlaY,Power-English,French,Spanish, 

German,Portuguese, and Italian 
Used on all Models Except 1 Land 11 L 

-13 4804407 1 • Overl ay, Power-Japanese 
Used on all Models Except 1 Land 11 L 
Note: Order Power Overlay Separate 
by Countries 
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Assembly 1: (continued) 
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Asm- Part 
Index Number Units Description 

1-14 6133658 1 • Overlay,Ops Panel-English 
Used on Models 1 Land 11 L 

-14 6133660 1 • Overlay,Ops Panel-French 
Used on Models 1 Land 11 L 

-14 6133663 1 • Overlay,Ops Panel-Spanish 
Used on Models 1 Land 11 L 

-14 6133666 1 • Overlay,Ops Panel-German 
Used on Models 1 Land 11 L 

-14 6133669 1 • Overlay,Ops Panel-Portuguese 
Used on Models 1 Land 11 L 

-14 6133672 1 • Overlay,Ops Panel-Japanese 
Used on Models 1 Land 11 L 

-14 6133675 1 • Overlay,Ops Panel-Italian 
Used on Models 1 Land 11 L 

-14 6133659 1 • Overlay,Ops Panel-English 
Used on all Models Except 1 Land 11 L 

-14 6133661 1 • Overlay,Ops Panel-French 
Used on all Models Except 1 Land 11 L 

-14 6133664 1 • Overlay,Ops Panel-Spanish 
Used on all Models Except 1 Land 11 L 

-14 6133667 1 • Overlay,Ops Panel-German 
Used on all Models Except 1 Land 11 L 

-14 6133670 1 • Overlay,Ops Panel-Portuguese 
Used on all Models Except 1 Land 11 L 

-14 6133673 1 • Overlay,Ops Panel-Japanese 
Used on all Models Except 1 Land 11 L 

-14 6133676 1 • Overlay,Ops Panel-Italian 
Used on all Models Except 1 Land 11 L 
Note: Order Ops Panel Overlays 
Separate by Countries 
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Assembly 1: (continued) 
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Asm- Part 
Index Number Units Description 

1-14A 26F0045 1 • Label,Drive 10 
-15 25F8382 1 • Power Unit, 100V Used on Models 

1L and 11L 
-15 25F8383 1 • Power Unit, 200V Used on Models 

1L and 11L 
-15 25F8384 1 • Power Unit, 100V-USA/Canada 

Used on all Models Except 1 Land 11 L 
-15 25F8385 1 • Power Unit, 200V-WT Only 

Used on all Models Except 1 Land 11 L 
-16 4804675 1 • Ops Panel Asm,Used on Models 

1L and 11L 
-16 4804680 1 • Ops Panel Asm 

Used on all Models Except 1 Land 11 L 
-18 61X4516 1 • Crypto,Asm,Used on Models 1 Rand 2R Only 
-18A 1743456 1 • • Battery Asm,Encrypt/Decrypt Feature 
-18B 6423222 2 • Thumbscrew 
-19 6168424 1 • Cover,Logic Gate 
-20 66X2436 1 • Thumbscrew,First Diskette Drive 
-21 66X2436 1 • Thumbscrew,Second Diskette Drive 
-21A 6128621 2 • Thumbscrew 
-21B 5267973 2 • Clip,Retaining 
-22 56X4794 2 • Retainer,Spring 
-23 4804648 2 • Thumbscrew,M6 
-24 6168799 2 • Tie,Cable-Releasable 
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Assembly 1 : (continued) 
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Asm- Part 
Index Number Units Description 

1-25 1621812 7 • Screw,Thd Form Hex Wshr HO-M4 X 8 Long 
-26 6128625 1 • Gate Asm,File/Ops 
-27 56X4692 8 • Screw,Hex Wshr HO-Plastite 
-28 4804721 1 • Holder 
-29 7362385 1 • Screw,Thd Form Hex Wshr-M4 X .7 X 8 Long 
-30 4804635 1 • Label,Oomestic-Model 1 Land 11 L Only 
-31 NP • Operator Panel Adapter Card 
-31A 4804668 2 • Thumbscrew,M4 X 10.2 
-32 4804684 1 • Guide,Raii 
-33 4804630 1 • Rail Asm 
-34 5718286 1 • • Jumper Asm, 6.25 Long 
-35 56X4691 8 • Screw,Hex Wsher HO-Plastite 

Old Style Mounting 
-35A 1622403 2 • Nut,Hex-M4 X 7 FI W X 3.2 Thk 

New Style Mounting 
-358 1622318 2 • Washer,Lck Spring- 4.1 10 X 7.500 X .9T 

New Style Mounting 
-35C 1622304 2 • Washer,Flat- 4.3 10 X 9 00 X .8 Thk 

New Style Mounting 
-350 1622306 2 • Washer,Flat- 6.610 X 12.500 X 1.6 Thk 

New Style Mounting 
-35E 1621366 2 • Screw,Hex Cap HO-M4 X 40 Long 

New Style Mounting 
-35F 1622318 2 • Washer,Lck Spring- 4.1 10 X 7.500 X .9T 

New Style Mounting 
-36 56X4724 1 • 8racket,Angle Support 
-37 4796653 2 • Screw,Metric-Hex Wshr HO-M4 X 6 Long 
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Assembly 1: (continued) 
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~ y 

Asm-
Index 

1-38 
-38 
-40 
-41 
-42 
-43 
-43 
-

-44 
-46 

-47 
-49 
-49 
-49 
-49 
-49 
-49 
-49 
-49 
-50 
-51 
-52 
-52A 
-52A 
-52A 
-53 
-53A 
-53A 
-53B 
-54 
-55 

-56 

Part 
Number Units 

4804665 2 
25F7206 2 
5267973 2 
6128621 1 
811825 1 

56X4738 1 
25F8427 1 
83X9846 1 

1622687 6 
4804669 1 

1624770 14 
4804706 1 
6168732 1 
6168734 1 
6168736 1 
26F0020 1 
26F0021 1 
26F0022 1 
26F0023 1 
6168746 1 

855284 1 
855285 1 

73X3979 1 
83X9764 1 
5953429 1 
56X4793 3 
39F7839 AR 
39F7837 AR 
4804401 

i 

1 
56X4791 6 

1 

4804710 1 

Description 

• Plenum Asm-Models 1 L, 1 R, 2R and 3R 
• Plenum Asm-Models 11 L, 11 R, 12R and 13R 
• Clip, Retaining-Old Style Fans Only 
• Thumbscrew-Old Style Fans Only 
• Label, Write-i n 
• Frame/Bd Asm,Models 1 L, 1 R,2R and 3R 
• Frame/Bd Asm,Models 11L,11R,12R and 13R 
• Logic Board Kit-Contains Indexes 

42, 43 and 44 For Models 
1 L, 1 R,2R and 3R 

• Screw 

• • Cable Asm 
For Component Parts,See Asm 3 

• • Screw 

• Nameplate-Model 1 L 
• Nameplate-Model 1 R 
• Nameplate-Model 2R 
• Nameplate-Model3R 
• Nameplate-Model 11 L 
• Nameplate-Model 11 R 
• Nameplate-Model 12R 
• Nameplate-Model 13R 
• Label,Weight 
• Plate,Mfg Export 
• Plate,UK Import 
• Label,BNC-UK Only 
• Label,PTT German 
• Label,PTT Australian 
• Panel Asm,Blank 
• 1/0 Panel,Asynchronous Emulation-DaM 
• 1/0 Panel,Asynchronous Emulation-WT 

• Jumper Asm 
• Thumbscrew 
• Attachment Cord 

For Cord Part Nos.,See Asm 3 

• Cabinet Assembly 
For Detail Breakdown,See Asm 2 
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Assembly 2: Cabinet Assembly 
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Asm- Part 
Index Number Units Description 

2- 4804710 Ref Cabinet Assembly 
For Next Higher Asm,See 1-56 

-1 4804713 1 • Cover,Front 
-2 4804717 1 • Pushbutton Asm 
-3 4796653 2 • Screw, Metric-Hex Wshr HO-M4 X 6 Long 
-4 56X4693 1 • Cover,Oocument 
-5 66X2680 4 • Screw, Captive 
-6 66X2618 1 • Label,TMA Location(Channel) 
-6 66X2619 1 • Label,TMA Location(TP) 
-7 4804722 2 • Pin,Hinge 
-8 4804716 1 • Hinge 
-9 1622687 4 • Screw,Hex Wshr HO-Thd Roll 16mm Long 
-10 4804719 2 • Hinge,Front Cover 
-11 1622685 4 • Screw,Hex Wshr HO-Thd Roll 10mm Long 
-12 4804409 1 • Support,Cabinet 
-13 4457486 1 • Screw,Shoulder-M5 X 11 mm Long 
-14 4804403 1 • Screw,Knurled HO Bolt-M5 X 93mm Long 
-15 56X4733 1 • Bracket,Base Support 
-16 1624769 2 • Screw,Hex Wshr HO-Thd Roll 
-17 1622318 2 • Washer,Lck Spring- 4.1 10 X 7.5 00 X .9T 
-17A 1622304 2 • Washer, Flat- 4.3 10 X 9 00 X .8 Thk 
-18 4804480 1 • Plate, Base 
-18A 1622687 4 • Screw 
-19 4804483 1 • Bracket,Striker Plate 
-20 7362385 2 • Screw,Thd Form Hex Wshr-M4 X .7 X 8 Long 
-21 61X4548 1 • Bracket,Left Support Bar 
-22 1622685 4 • Screw, Hex Wshr HO-Thd Roll 10mm Long 
-23 1621832 4 • Screw,Thd Form Hex Wshr HO-M4 X 5 Long 
-24 61X4549 1 • Bracket,Right 
-25 61X4547 1 • Bracket,Cabinet 
-26 2622689 2 • Screw,Hex Wshr HO-Thd Roll 25mm Long 
-27 4804714 1 • Cover, Rear 
-28 1622683 10 • Screw,Hex Wshr HO-Thd Roll 16mm Long 
-29 4804712 1 • Cover,Cabinet Base 
-30 1622687 3 • Screw,Hex Wshr HO-Thd Roll 16mm Long 
-31 1622686 4 • Screw,Hex Wshr HO-Thd Roll 12mm Long 
-32 4804711 1 • Cabinet 
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Assembly 3: Cable Assemblies With Component Parts 

A,B C,D,F,G E,H J 

K L M N 

P Q R S,T 

~ ~~ 
U,V ~ V1 RECEPTACLE 

RECEPTACLE 2 3,3A 
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Asm- Part 
Index Number Units Description 

3-A 1838573 1 Attachment Cord,Pwr(10A/250V) 
4.3m Unshielded-AFE/USA/EMEA 
For Molded Plug,See Figure A 

-8 1838576 1 Attachment Cord,Pwr(10A/250V) 
1.8m Unshielded-USA 
For Molded Plug,See Figure 8 

-C 1838584 1 Attachment Cord,Pwr(10A/125V) 
4.3m Unshielded-USA(Hospital Shield) 
For Molded Plug,See Figure C 

-0 1838587 1 Attachment Cord,Pwr(10A/125V) 
1.8m Unshielded-USA(Hospital Shield) 
For Molded Plug,See Figure 0 

-E 6952290 1 Attachment Cord,Pwr(10A/250V) 
4.3m Unshielded-AFE/USA 
For Molded Plug,See Figure E 

-F 6952299 1 Attachment Cord,Pwr(10A/125V) 
4.3m Unshielded-AFE/USA/EMEA 
For Molded Plug,See Figure F 

-G 6952301 1 Attachment Cord,Pwr(10A/125V) 
1.8m Unshielded-USA 
For Molded Plug,See Figure G 

-H 6952310 1 Attachment Cord,Pwr(6A/250V) 
4.3m Unshielded-AFE/USA 
For Molded Plug,See Figure H 

-J 6952319 1 Attachment Cord,Pwr(6A/250V) 
4.3m Unshielded-AFE/USA/EMEA 
For Molded Plug,See Figure J 

-K 6952328 1 Attachment Cord,Pwr(6A/250V) 
4.3m Unshielded-Oenmark/EMEA 
For Molded Plug,See Figure K 

-L 6952337 1 Attachment Cord,Pwr(10A/125V) 
4.3m Unshielded-Japanl AFE/USA 
For Molded Plug,See Figure L 

-M 6952346 1 Attachment Cord,Pwr(6A/250V) 
4.3m Unshielded-AFE/USA/EMEA 
For Molded Plug,See Figure M 

-N 6952355 1 Attachment Cord, Pwr(6A/250V) 
4.3m Unshielded-AFE/USA 
For Molded Plug,See Figure N 

-P 6952364 1 Attachment Cord,Pwr(6A/250V) 
4.3m Unshielded-EMEA 
For Molded Plug,See Figure P 

-Q 6952373 1 Attachment Cord,Pwr(6A/250V) 
4.3m Unshielded-AFE/USA/EMEA 
For Molded Plug,See Figure Q 

-R 6952382 1 Attachment Cord,Pwr(6A/250V) 
4.3m Unshielded-lsraellEMEA 
For Molded Plug,See Figu're R 
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Assembly 3: (continued) 
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Asm- Part 
Index Number Units Description 

3-S 7842122 1 Attachment Cord,Pwr(10A/250V) 
Twist Lock, 1.8m Unshielded-USA 
For Molded Plug,See Figure S 

-T 7842124 1 Attachment Cord,Pwr(10A/125V) 
Twist Lock, 4.3m Unshielded-USA 
For Molded Plug,See Figure T 

-U 7842140 1 Attachment Cord,Pwr(10A/125V) 
Twist Lock, 1.8m Unshielded-USA 
For Molded Plug,See Figure U 

-v 7842142 1 Attachment Cord,Pwr(10A/125V) 
Twist Lock, 4.3m Unshielded-
USA/Can ad a/N i carag u a 
For Molded Plug,See Figure V 

-V1 6168689 1 Attachment Cord,Pwr 4.3mm Long 
Unshielded-WT Only 
For Molded Plug,See Figure V1 

-V1 6168690 1 Attachment Cord,Pwr 1.8mm Long 
Unshielded-WT Only 
For Molded Plug,See Figure V1 

-W 4804669 1 Cable Asm-Fan 
For Component Part,See Indexes 
1,2,3, and 3A 

-W 4804698 1 Jumper Asm,Coax-TA to TMA 
-x 6168155 1 Cable Asm-External,X.21 - 6m 
-x 6168156 1 Cable Asm-External,X.21 - 12m 
-y 39F7858 1 Cable Asm-External,EIA- 6m 
-y 6423154 1 Cable Asm-External,EIA- 12m 
-z 25F8490 1 Cable Asm-External,V.35 - 6m-USA/WT 
-z 6423327 1 Cable Asm-External,V.35 - 12m-USA/WT 
-AA 25F8491 1 Cable Asm-External,V.35 - 6m-France 

and Switzerland 
-AA 6423328 1 Cable Asm-External,V.35 - 12m-France 

and Switzerland 
-BB 6165837 1 Cable Asm-External,Token Ring Network 4 Mbps 
-BB 25F8508 1 Cable Asm-External,Token Ring Network 4/16 Mbps 
-1 1847524 AR • Plug, 2 Ckt Universal 
-2 1847528 AR • Plug, 4 Ckt Universal 
-3 1847521 AR • Terminal,Pin- 20-14 AWG .760 Long 
-3A 1847523 AR • Terminal,Pin- 20-14 AWG .780 Long 

I 
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Part Number Index 

Part Asm-
Number Index Page 

811825 
855284 
855285 

1359009 
1621366 
1621812 
1621832 
1622304 

1622306 
1622318 

1622403 
1622683 
1622685 

1622686 
1622687 

1624769 
1624770 
1743456 
1743548 
1743549 
1838573 
1838576 
1838584 
1838587 
1847521 
1847523 
1847524 
1847528 
25F7206 
25F8382 
25F8383 
25F8384 
25F8385 
25F8398 

25F8427 
25F8490 
25F8491 
25F8508 
26F0020 

26F0021 

26F0022 

26F0023 

26F0045 

1 - 42 6-17 
1 - 51 6-17 
1-52 6-17 
1 - 2 6-7 
1-35E 6-15 
1 - 25 6-15 
2-23 6-19 
1- 35C 6-15 
2-17A 6-19 
1-350 6-15 
1- 358 6-15 
1 - 35F 6-15 
2-17 6-19 
1- 35A 6-15 
2-28 6-19 
2 -11 6-19 
2 - 22 6-19 
2 -31 6-19 
1-44 6-17 
2 -9 6-19 
2 -18A 6-19 
2 -30 6-19 
2 -16 6-19 
1-47 6-17 
1-18A 6-13 
1-12 6-9 
1 -12 6-9 
3-A 6-21 
3-8 6-21 
3-C 6-21 
3-D 6-21 
3-3 6-23 
3-3A 6-23 
3-1 6-23 
3- 2 6-23 
1- 38 6-17 
1-15 6-13 
1-15 6-13 
1-15 6-13 
1-15 6-13 
1-7 6-7 
1-7 6-7 
1- 43 6-17 
3-Z 6-23 
3-AA 6-23 
3- 88 6-23 
1 -1 6-7 
1- 49 6-17 
1-1 6-7 
1-49 6-17 
1-1 6-7 
1- 49 6-17 
1-1 6-7 
1-49 6-17 
1-14A 6-13 

Part Asm-'-
Number Index Page 

2622689 
2677406 
39F7837 
39F7839 
39F7858 
4420424 
4423212 
4457486 
4796653 

4804390 
4804391 
4804392 
4804398 
4804400 
4804401 
4804402 
4804403 
4804406 
4804407 
4804408 
4804409 
4804480 
4804483 
4804630 
4804635 
4804648 
4804663 
4804665 
4804668 
4804669 

4804675 
4804680 
4804684 
4804690 
4804698 
4804706 

4804710 

4804711 
4804712 
4804713 
4804714 
4804716 
4804717 
4804718 
4804719 
4804721 
4804722 
5267920 
5267921 
5267922 
5267923 

2- 26 6-19 
1 -12 6-9 
1 - 53A 6-17 
1 - 53A 6-17 
3-Y 6-23 
1- 6 6-7 
1-12 6-9 
2-13 6-19 
1-37 6-15 
2- 3 6-19 
1-13 6-9 
1-13 6-9 
1-13 6-9 
1-13 6-9 
1-13 6-9 
1 - 538 6-17 
1-13 6-9 
2-146-19 
1 -13 6-9 
1 -13 6-9 
1 -13 6-9 
2 -12 6-19 
2 -18 6-19 
2 -19 6-19 
1 - 33 6-15 
1 - 30 6-15 
1 -'- 23 6-13 
1 -11 6-9 
1 - 38 6-17 
1 - 31A 6-15 
1 - 46 6-17 
3-W 6-23 
1 -16 6-13 
1-16 6-13 
1- 32 6-15 
1- 5 6-7 
3-W 6-23 
1-1 6-7 
1-49 6-17 
1- 56 6-17 
2- 6-19 
2- 32 6-19 
2- 29 6-19 
2 -1 6-19 
2- 27 6-19 
2- 8 6-19 
2- 2 6-19 
1- 3 6-7 
2-10 6-19 
1-28 6-15 
2-7 6-19 
1-10A 6-7 
1-10A 6-7 
1-10A 6-7 
1-10A 6-7 

Part Asm-
Number Index Page 

5267924 
5267925 
5267926 
5267927 
5267973 

56X4691 
56X4692 
56X4693 
56X4700 
56X4724 
56X4733 
56X4738 
56X4791 
56X4793 
56X4794 
5685244 

5718286 
5718466 
5953429 
61X4516 
61X4546 

61X4547 
61X4548 
61X4549 
6128621 

6128625 
6133658 
6133659 
6133660 
6133661 
6133663 
6133664 
6133666 
6133667 
6133669 
6133670 
6133672 
6133673 
6133675 
6133676 
6165837 
6168155 
6168156 
6168391 
6168392 
6168393 
6168394 
6168395 
6168396 
6168397 
6168398 

1 -10A 6-7 
1-10A 6-7 
1-10A 6-7 
1-10A 6-7 
1 - 21 8 6-13 
1- 40 6-17 
1 - 35 6-15 
1 - 27 6-15 
2 -4 6-19 
1-6A 6-7 
1 - 36 6-15 
2 -15 6-19 
1 - 43 6-17 
1-54 6-17 
1- 53 6-17 
1 - 22 6-13 
1 -12 6-9 
1-12 6-9 
1- 34 6-15 
1 -12 6-9 
1- 52A 6-17 
1 -18 6-13 
1-7 6-7 
1-7 6-7 
2- 25 6-19 
2 - 21 6-19 
2 - 24 6-19 
1- 21A 6-13 
1 - 41 6-17 
1- 26 6-15 
1 -14 6-11 
1-14 6-11 
1 -14 6-11 
1 -14 6-11 
1-146-11 
1 -14 6-11 
1 -14 6-11 
1 -14 6-11 
1 -14 6-11 
1-146-11 
1 -14 6-11 
1 -14 6-11 
1 -14 6-11 
1 -14 6-11 
3- 88 6-23 
3-X 6-23 
3-X 6-23 
1-10 6-7 
1 -10 6-7 
1 -10 6-7 
1 -10 6-7 
1-10 6-7 
1 -10 6-7 
1-10 6-7 
1-10 6-7 

Part Asm-
Number Index Page 

6168424 
6168689 
6168690 
6168732 

6168734 

6168736 

6168746 
6168799 
6423154 
6423222 
6423327 
6423328 
66X2399 
66X2436 

66X2552 
66X2601 
66X2602 
66X2618 
66X2619 
66X2680 
6815183 
6952290 
6952299 
6952301 
6952310 
6952319 
6952328 
6952337 
6952346 
6952355 
6952364 
6952373 
6952382 
73X3979 

7362385 

7842122 
7842124 
7842140 
7842142 
83X9764 
83X9765 
83X9846 
8326797 
8326801 
8551904 
8575400 

1-19 6-13 
3- V1 6-23 
3-V1 6-23 
1-1 6-7 
1- 49 6-17 
1-1 6-7 
1- 49 6-17 
1-1 6-7 
1-49 6-17 
1- 50 6-17 
1- 24 6-13 
3-Y 6-23 
1-188 6-13 
3-Z 6-23 
3- AA 6-23 
1-10C 6-7 
1 - 20 6-13 
1 - 21 6-13 
1-4 6-7 
1- 8 6-7 
1-9 6-7 
2-6 6-19 
2-6 6-19 
2 - 5 6-19 
1-12 6-9 
3-E 6-21 
3-F 6-21 
3-G 6-21 
3-H 6-21 
3-J 6-21 
3- K 6-21 
3-L 6-21 
3-M 6-21 
3-N 6-21 
3-P 6-21 
3-Q 6-21 
3- R 6-21 
1-108 6-7 
1- 52A 6-17 
1- 29 6-15 
2- 20 6-19 
3-8 6-23 
3-T 6-23 
3- U 6-23 
3-V 6-23 
1- 52A 6-17 
1-12A 6-9 
1- 6-17 
1 -12 6-9 
1-12 6-9 
1-12 6-9 
1-7A 6-7 

Part Number Index 6-25 
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IBM Cabling System 

The IBM Cabling System allows customers to interconnect devices within a single building or a group of 
buildings located close together. This cabling system uses a star wiring arrangement, which means that 
individual cables run from a concentration point to each user's work area. Figure B-1 shows an example of 
a typical cabling system installation. 

Note: This appendix is not intended to give full details on the IBM Cabling System. It is here as an aid in 
problem determination for the 3174 Establishment Controller. For further details, see the IBM 
Cabling System Planning and Installation Guide, GA27-3361. 

IBM 3299 
Terminal 
Multiplexer 

Terminal 

Terminal 

Power Cord 

Figure A-1. IBM Cabling System 

Coaxial 
Cable to 
a 3174 
Subsystem 
Control 
Unit 

Rack 
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IBM Cabling System 

3299 Terminal Multiplexer Reference Information 

This section contains information about 3299 Terminal Multiplexers Models 1, 2, and 3 and IBM Cabling 
System (ICS) cables that can be used with the 3299. This information is not intended to provide all the 
details about 3299s and the IBM Cabling System. It is here as an aid in problem determination for the 3174 
Establishment Controller. 

The 3299 Terminal Multiplexer attaches to port 0 on the 3174 terminal adapter. The input signals from the 
terminal adapter contain addressing to select one of eight possible 3299 output driver/receiver ports. The 
distance 3299s are located from the controller depends on the cable media being used and whether the 
particular 3299 requires a balun. See Table A-1. 

3299 Model 1 

The 3299 Terminal Multiplexer Model 1 is packaged in a single box that contains circuitry to multiplex the 
data streams of eight terminals onto a single coaxial or twisted-pair cable from the 3174. It also increases 
the distance that terminals can be located from the 3174 as shown in Table A-1. 

3299 Model 2 

The 3299 Model 2 is a modified version of the 3299 Model 1. It provides the capability of being attached to 
the IBM Cabling System directly either with coaxial cable or IBM data grade twisted-pair cables. 
Telephone twisted-pair cables can also be used, although they require an IBM/ROLM balun. A wrap test 
can be performed on the 3299 Model 2 that is attached to a 3174. The microcode to drive this test is in the 
3174. 

3299 Model 3 

The 3299 Model 3 is identical in function to the 3299 Model 2. The primary difference is that it connects 
directly to the telephone twisted-pair. The eight output ports on the Model 3 are RJ11 type connectors 
which accept only telephone twisted-pair (TTP). The connection to the 3174 is through coaxial cable or 
through the IBM Cabling System using a dual purpose connector (OPC). This connector accepts either a 
BNC style connector or an IBM Cabling System connector. A wrap test can be performed on the. 3299 
Model 3 that is attached to a 3174. The microcode to drive this test resides in the 3174. 

Note: Only IBM Cabling System type 3 specified cable is supported from the 3299 Model 3 to a terminal. 
Flat telephone wire and stubs (wires that are not terminated) are not supported. 

Table A-1. 3299 Attached Terminal Cable Lengths 

Cable Media Baluns Maximum Distance from 3299 

Coaxial Cable None 1525 Meters (5000 Feet) 
required 

IBM Cabling System Type 1 or 2 Cable 0 1525 Meters (5000 Feet) 

IBM Cabling System Type 1 or 2 Cable 1 1000 Meters (3280 Feet) 

IBM Cabling System Type 1 or 2 Cable 2 610 Meters (2000 Feet) 

IBM Cabling System Type 3 Cable 1 274 Meters (900 Feet) 

IBM Cabling System Type 3 Cable 2 30-274 Meters (100-900 Feet) 

Note: Terminals with the dual-purpose connector (OPC) have the driver/receiver circuitry that does not 
require the use of baluns. The OPC connector on these terminals accepts coaxial cable and IBM 
Cabling System Type 1 and Type 2 cables. A balun is an impedance matching device that is 
required when cabling media other than coaxial cable is used to attach terminals such as 3278s to 

Appendix A. IBM Cabling System A-3 



IBM Cabling System 

the controller. The balun matches the impedance of the cable being used to the impedance of the 
3278 driver/receiver circuitry. 

3299 Model Interchangeability 

The 3299 is a service exchange center product. Fault isolation and resolution are customer 
responsibilities. To improve availability it is recommended to the customer that a minimum number of 
spare 3299s should be purchased, depending on the number of 3299s installed. When a customer is 
exchanging 3299s during problem determination the {ollowing rules should be followed: 

• A 3299 Model 1 can be replaced with a Model 1 or a Model 2 

• A 3299 Model 2 can be replaced only with a Model 2. 

Note: If coaxial cable is the only cable media being used to connect the terminals to the 3299, then a 
3299 Model 2 can be replaced with a Model 1. 

• A 3299 Model 3 can be replaced only with a Model 3. 

3299 Cabling 

Figure A-2 on page A-5 shows the possible subsystem cabling for the 3299 Models 1, 2, and 3 with the 
different type of cabling media that is supported with and without baluns. 
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Device Signal Cable Media Connectors 

With the availability of different types of cable media and cable media connectors, it is important to identify 
which type of connector is being used. 

Older 3270 products, such as Model 1 3299s use a standard BNC jack and accept only standard BNC 
connectors that are used with coaxial cabling or the coax to twisted-pair balun. New 3270 products, such 
as the 3174, and some new display products, use the dual-purpose connector (Ope) jack, which is designed 
to accept both the coaxial BNC connector and the dual-purpose connector. 

The products that use the OPC connector have two sets of cable media matching circuitry to support the 
attachment of coaxial cable or IBM Cabling System cable media. The connector on the cable mechanically 
connects the proper impedance matching circuit elements to the product OPC jack. 

The BNC and OPC jacks are not easily distinguished; however, there are slight differences. The inner 
center conductor insulator on the OPC jack has an additional conductor located in the center. The OPC 
cable connector is identified by an insulator tube that extends approximately Smm (3/16 of an inch) beyond 
the body of the connector. See Figure A-3. 

Because of this insulator the OPC connector cannot be connected to a BNC jack. However, a BNC 
connector can be connected to a OPC jack. 

When swapping device cables, it is very important to swap a cable only with another cable that has an 
identical connector on the end of the cable. 

BNC 

OPC 

Figure A-3. BNC and DPC Connectors. 
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X.25 Feature 

X.2S Feature 

The Type 1 Communication Adapter and Type 1 Concurrent Communication Adapterin the 3174 
Establishment Controller enables the 3174 to communicate with host systems through an X.25 network. 
IBM-defined SNA protocols are used. The SNA protocols used by the 3174 are identical with existing 3274 
SNA attachments. They are not detailed here. These SNA protocols are described in the 3174 Functional 
Description, GA23-0218 and X.25 Operations, GA23-0214. 

The International Telegraph and Telephone Consultative Committee (CCITT) recommendation is that X.25 
define an interface between customer data terminal equipment (DTE) and data circuit-terminating 
equipment (DCE) to attach DTEs to Packet Switched Data Networks (PSDNs). 

The definition includes: 

Physical Level The mechanical, electrical, functional, and procedural characteristics to activate, 
maintain, and deactivate physical communication links between DTEs and DCEs. 

Link Level The link access procedure for interchange of data across communication links between 
DTEs and DCEs. 

Packet Level The packet formats and logical protocols for the exchange of control information and 
user data between DTEs and DCEs. 

To use the X.25 function, the 3174 must have a 3278, 3279, or similar display station attached. 

X.2S Elements 

Physical Level 

• X.21 leased circuit 
• X.21 bis (V.24 or V.35) leased circuit 

• CCITT 
• Transmission is (NRZ) non-return to zero with clocking externally supplied 

• Up to 64Kbps 

Link Level 

• Link Access Procedure Balanced (LAPB) 
• Modulo 8 Link Level Sequence Numbering 

Packet Level 

• Single virtual circuit (switched or permanent) 
• Modulo 8 or 128 packet-level sequence numbering 
• Data packet sizes of 64, 128, 256, or 512 bytes 
• Packet window sizes of 1 to 7 for modulo 8 
• Packet window sizes of 1 to 11 for modulo 128 

Logical Link Control 

One of the following: 

• Qualified Logical Link Control (QLLC) 
• Physical Services Header (PSH). 
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X.2S Feature 

Timers 

The timer values listed in Table 8-1 are supplied. These values are derived from the type 1 
communication adapter timers and have an accuracy of the stated values plus or minus 20%. 

Table 8-1. X.25 Timer Values 

Timer Value (In Seconds) 5NN 

Receive timeout 30 53220 

Packet ti meout 200 53221 

Transmit failure (write 36 501 04 
timeout) 

Open timeout 25.6 50602 

Tp(T1 )/Np(N2) Customer-specified values 
(configuration responses 450 
and 451) 

X.25 Network 

This section describes X.25 virtual circuits and logical channels. 

Virtual Circuits 

A permanent virtual circuit (PVC) may be thought of as a point-to-point SDLC leased line. A switched 
virtual circuit (SVC) may be thought of as a point-to-point switched line. 

Logical Channels 

Each virtual circuit is assigned a logical channel group number (0-15) and a logical channel number 
(1 - 255) by the Packet Switched Data Network (PSDN). These two numbers make up the logical channel 
identifier (LCID). This LCID may be entered while 3174 is being configured. 

The following logical-channel types may exist: 

Permanent channel - Used for a PVC dedicated to data transfer between a 3174 and a specific host DTE. 

Outgoing channel - Used for an SVC where only the 3174 can initiate a call. 

Incoming channel - Used for an SVC where only a remote DTE can initiate a cal/. 

Two-Way channel - Used for an SVC where either the 3174 or the remote DTE can initiate a call. 

Packet Types 

The following X.25 packet types are supported by the 3174. The cause and diagnostic codes mentioned in 
the descriptions are defined later in this appendix. 
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X.2S Feature 

Call Request (SVC) 

The Call Request packet is transmitted by the 3174 when an X.25 dial operation is performed by the 
operator. This packet contains the called number and optional information which matches the user's 
subscription. The optional information is based on the options selected while configuring or operator input. 

Incoming Call (SVC) 

The Incoming Call packet is received by the 3174 as a result of a remote DTE transmitting a Call Request 
Packet. The 3174 examines the data in the packet (based on options selected during configuration) to 
ensure that it conforms to the information configured or as specified by the display operator through a dial 
operation. 

Call Accepted (SVC) 

The Call Accepted packet is sent by the 3174 after an Incoming Call packet has been received that 
conforms to the network facilities specified. 

Call Connected (SVC) 

The Call Connected packet is received by the 3174 as confirmation that the remote DTE has accepted the 
3174's Call Request. The circuit is now in the data-ready state, and SNA protocols may begin. 

Clear Request (SVC) 

The Clear Request packet is sent by the 3174 as a result of an X.25 disconnect operation by the operator or 
the network (normal circuit termination), or as a result of certain errors detected by the 31740r the 
network. Cause and diagnostic codes are included. If caused by a 3174-detected error, the codes are 
logged and displayed by the operator. 

Clear Indication (SVC) 

The Clear Indication packet is received by the 3174 as a result of a normal clearing sequence, or as a result 
of problems detected by the network or the remote DTE. The circuit is stopped, a Clear Confirmation 
packet is sent, and nonzero cause and diagnostic codes are logged and displayed to the operator. 

Clear Confirmation (SVC) 

The Clear Confirmation Packet is sent by the 3174 to acknowledge the receipt of a Clear Indication packet 
or may be received by the 3174 in a network response to Clear Request packet. . 

Reset Request (PVC) 

The Reset Request packet is sent when the 3174 detects certain X.25 errors. Cause and Diagnostic codes 
are included and logged. The 3174 then attempts to reopen the circuit. The Reset Request packet is not 
sent during normal PVC operation wherein the 3174 remains connected to the circuitllink until powered off. 
A Reset Request packet is sent as part of a LOCAL key operation when the circuit is connected, or upon 
detection of certain X.25 network error conditions. The SNA layers mustbe reactivated through a aSM 
(SNRM), ACTPU, ACTLU sequence. 
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Reset Indication (PVC/SVC) 

The Reset Indication packet is received by the 3174 as a result of problems detected by the network or the 
remote DTE. The circuit is stopped, and the error condition is logged with cause and diagnostic codes. 
The SNA layers must be reactivated through a aSM (SNRM), ACTPU, ACTLU sequence. 

Reset Confirmation (PVC/SVC) 

The Reset Confirmation packet is transmitted by the 3174 to acknowledge receipt of a Reset Indication 
packet, or the Reset Confirmation packet may be received by the 3174 in confirmation of a Reset Indication 
packet. 

Restart Request (PVC/SVC) 

The Restart Request packet is sent when the 3274 is closing the link due to detecting certain X.25 errors or 
when a LOCAL key has been accepted. The Restart Request packet is also sent when an open-Ii nk 
operation is performed. Open-link operations are performed when: 

• An 3174 IML is performed 
• Local mode has been entered and the COMM key is pressed 
• The link has been closed because of an error condition. 

In this event, the 3174 immediately attempts to open the link. Cause and diagnostic codes are included and 
logged. When the open-link operation occurs because of error conditions, the codes and the 
Communication Reminder indicator are displayed. 

Restart Indication (PVC/SVC) 

When the Restart Indication packet is received, the 3174 responds with a Restart Confirmation packet, shuts 
down the link, notifies the operator by displaying an indicator with cause and diagnostic codes, and logs 
the error. 

Restart Confirmation (PVC/SVC) 

When the 3174 has sent a Restart Request packet as a result of attempting to initialize packet level 
operation, receipt of a Restart Confirmation packet signals the completion of initialization. The 3174 sends 
a Restart Confirmation packet whenever a Restart Indication packet is received from the DTE. 

Data (PVC/SVC) 

The Data packet is used to transmit and receive data once a circuit has been established. 

Receiver Not Ready (PVC/SVC) 

When the 3174 receives a Receiver Not Ready packet, the 3174 stops transmission until a Receiver Ready 
is received. The 3174 does not send a Receiver Not Ready packet. 

Receiver Ready (PVC/SVC) 

The Receiver Ready packet is sent by the 3174 in response to any packet that is received unless an 
outgoing data packet is ready for transmission. Receipt of a Receiver Ready packet indicates that 
transmission by the 3174 may continue. 
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X.2S Feature 

Diagnostic (PVC/SVC) 

The Diagnostic packet contains diagnostic information and is received when a reset, clear, or restart packet 
is not appropriate. The cause and diagnostic information is logged, and no further action is taken. 

Switched Virtual Circuit (SVC) 

The X.25 SVC capability of the 3174 Establishment Controller permits the operator of an attached 3178, 
3278,3279, or similar display station to connect the 3174 and its attached terminals to a remote host system 
through an X.25 packet switched network. Note that this capability is not supported on distributed function 
terminals, such as the 3290 Information Panel. 

The functions necessary to connect the 3174 to the remote host are invoked by operator actions at the 
keyboard (and incoming calls). The status of the 3174 with respect to the network is conveyed to the 
operator with indicators in the operator information area of the display screen. 

To support X.25 SVC functions, additional key functions and indicators are provided at the display. These 
key functions are a subset of the X.21 Switched feature. The indicators (symbols in the operator 
information area) are the same as those used in the X.21 Switched feature except that the indicators 
containing call progress signals in the X.21 feature are redefined and expanded to contain cause and 
diagnostic codes. 

Note: Operator information area indicators are defined in the problem determination guide for your 
display station. 

) Key Functions 

• Extension Key • DIAL key 
• LOCAL key • DISC (disconnect) key 
• LOAD MATRIX key • COMM (communication) key 

The device attached to port 0 normally has access to the full complement of X.25 Switched function keys. 
The LOAD MATRIX key function is assigned to port 0 only. The other keys may optionally be assigned to all 
ports, or certain keys may be deleted, depending on how the 3174 was configured. 

See Figure 8-2 on page 8-12 for details. 

Indicators 

The following indicators are displayed in the Reminder Area of the operator information area of the display 
screen: 

• Call Ready • Dial In (dialing terminal) 
• Outgoing Call in progress • Dial In (other terminals, same controller) 
• Incoming Call in progress • Disconnect in progress 

• Local (Z 599) • X.25 Communication Reminder 

The following indicator is displayed in the Do Not Enter area: 

• Operator Communication Check. 

The following indicator is displayed in the Readiness and System Connection area: 

• In Use (N). 
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The following indicator is displayed in the Shifts and Modes area: 

• Extension Mode. 

X.2S States 

• Call Ready - Circuit is in the disconnected state. It is possible to attempt a connection. 
• Local- Link and circuit are disconnected. It is impossible to perform a connecting operation. 
• In-Use - Circuit is connected and ready for data. 
• Incoming Call or Outgoing Call - Connection operation is in progress. 
• Disconnection in progress - Disconnection operation is in progress. 
• Error - Error states are displayed by the Machine Check and Communication Check indicators. 

Normal Operating Procedure 

All the X.25 SVC operations are performed using the display station keyboard, screen, and the operation 
information area of the screen. The indicators that are displayed in the operator information area are 
defined in the attached display station problem determination guide. 

Note: Because there are not enough key positions to execute each X.25 Switched operation by a single 
keystroke, a key called the Extension key is defined. To execute any of the X.25 function keys (and 
the LOAD MATRIX key), the sequence is: 

1. Press and hold the ALT key. 
2. Press the Extension key( > ). 
3. Release the AL T and Extension keys. 
4. Press the desired X.25 function key. 

Except for this section, pressing the AL T and Extension keys is not mentioned in this manual. Thus, 
"press the DIAL key" means press the AL T and Extension keys and press the DIAL key. 

When the X.25 function is used, the LOAD MATRIX KEY function is moved from position 38 to position 15. 

The X.25 function keys and positions are: 

• DIAL key (position 4) 
• LOCAL key (position 5) 
• COMM (Communication) key (position 6) 
• DISC (Disconnect) key (position 8) 
• LOAD MATRIX KEY (Load Host Print Matrix; port 0 only) (position 15). 

Key layout is defined later in this appendix. 

Indicators to show X.25 states are displayed in the Reminder area of the operator information area. The 
Input Inhibited indicator (X) is displayed per normal 3174 function. The In Use indicator (N) is displayed in 
location 7 of the Readiness and System Connection Area. 

X.25 state indicators disappear while a Communication Check Reminder indicator is displayed. 

The Operator Communication Check indicator has a higher priority than the Communication Check 
indicator and a lower priority than the Machine Check indicator. 
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Call Ready (SVC only) 

• After power is on and the link is operational, the Call Ready indicator is displayed. 
• The DIAL key, LOCAL key, or an Incoming Call is accepted when the Call Ready indicator is displayed. 

When the DIAL key is pressed in call-ready state, the Dial indicator replaces the Call Ready indicator. The 
DIAL key initiates keyboard reset and clear functions simultaneously. The reset function restores the 
keyboard, repositions the cursor to home, returns to the base character set, and restores all input-inhibit 
conditions except: 

• Wait 
• Device busy 
• Device very busy 
• Device not functional 
• Security key. 

If the keyboard is not reset, the DIAL key performs no function, and extension mode is exited. 

The dial screen is displayed. (See "Dial Mode Screen" on page 8-19 for a definition of the dial screen.) 
The appropriate information is entered by the operator. 

After the information is keyed in, the ENTER key is pressed. If the data is successfully validated by the 
3174, the data entered by the operator is stored, a Call Request packet is assembled and transmitted by the 
3174, and the Outgoing Call in Progress indicator replaces the dial indicator. 

If the ENTER key has not been pressed, or if the entered data was not valid, the information stored by the 
Il, last successful DIAL/ENTER key operation may be retrieved by pressing the DIAL key again. When dial 
) mode has been entered by a display station, an attempted entry of dial mode at any other display station is 

inhibited and the Operator Communication Check indicator is displayed. 

When in dial mode, the DISC key on other terminals operates normally. 

Dial mode operations are shown in Figure 8-1 on page 8-10. 

Pressing the CLEAR key while in dial mode causes the input fields on the screen to be restored from the 
previously stored values. Once there is no connection with a host application, no AID-generating 

~ operation is attempted. 

When the online test 0 (/0) is directed to a terminal in dial mode, the dial mode is reset, the call-ready 
mode is set, the terminal enters test mode, and the test is executed. 
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.~ 

Action Taken 

DIAL key 

LOCAL key 

COMM key 

DISC key 

TEST key 

ENTER key 

CLEAR key 

PA,PF, 
ATTN, 
SYS REO keys 

Symbol 

-z-#? 

~599 

-z-#? 

TEST 

-II-z.. (if ok) 

)( * # ? or -II-z.. 
(if not ok) 

---z- #? 

Dialing Terminal 

Accepted. Display Dial 
screen with saved parameters 

Accepted. (See Note.) 

Ignored. 

Accepted. (See Note.) 

Accepted. Abort Dial In. 

Validate input. If OK, 
accept ENTER key, update 
parameters, initiate out­
going call. (See Note.) 

Accepted. Restore Dial-In. 

Rejected. 

Note: This indicator is broadcast to all powered terminals. 

Figure 8-1. Controller/Terminal Responses in Dial-In State 

Data Ready 

Symbol 

)( * -z-or ---z-# # 

)( * ---z-or ---z-# # 

---z-## 

TEST or -Z-# # 

)(-f or ---z-# # 

---z-## 

Other Terminals 

Rejected. 

Rejected. 

Ignored. 

Accepted. 
(See Note) 

Accepted. 

Rejected. 

Accepted. 
Clear screen. 

Rejected. 

When the circuit is connected, the Incoming Call or Outgoing Call in Progress indicator is reset and the In 
Use indicator is displayed in the operator information area. 

Disconnection (SVC) 

The DISC key is pressed whenever the operator wants to disconnect the circuit. If there are SNA sessions 
active (bound), the 3174 may have been configured so that the first disconnect sequence results in the 
display of the Operator Communication Check indicator. This serves as a reminder that there are sessions 
active. 

If the DISC key sequence is reinitiated with no intervening RESET key action, the 3174 initiates a 
disconnection from the circuit by sending the appropriate Clear Request packet. If the RESET key is used 
to reset the input-inhibited condition, the entire sequence is reset and the next DISC key operation is also 
inhibited. DISC keys pressed when no sessions are active initiate an immediate disconnection. 

A configuration option is provided that allows the DISC key to immediately initiate a disconnection 
regardless of the status of the LU sessions. 

Also, any Clear Indication packet received by the 3174 initiates a circuit disconnection and causes the 3174 
to send a Clear Confirmation packet. The cause and diagnostic codes from the Clear Indication packet are 
displayed in the operator information area. 

The disconnect-in-progress state is entered when the DISC key operation is accepted, when a QDISC 
packet is received, or when the station is closed because of detected SNA-Ievel errors. 

The Call Ready indicator replaces the Disconnect in Progress indicator when the line is successfully 
disconnected. If not in dial mode, the screen is unchanged. If in dial mode, the dialing terminal's screen is 
cleared and disconnect-in-progress state is entered. Sessions are reset if they exist, and all 
session-related indicators, including Online, Ownership, System, and Wait are reset. 
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The In Use indicator is turned off when disconnection is completed. A new Call Request packet is required 
to reestablish the connection. 

Cause and Diagnostic Indicators 

Cause and Diagnostic indicators are displayed in the operator information area to aid in user problem 
determination for abnormal disconnection. They are displayed with the Call Ready indicator when cause 
and/or diagnostic codes are received by or transmitted from the 3174 because of an error condition. They 
are not displayed when the 3174 operator causes a normal disconnect through the DISC key function. 
Cause and diagnostic codes are also displayed with the X.25 Communication Reminder indicator and 
indicate the cause and diagnostic codes from a Restart/Reset/Clear packet transmitted or received from 
the 3174. 

Note: These codes are CCITT-recommended and IBM-architected. However, these codes may not apply, 
nor be common, to all networks. 

Incoming Call 

Incoming Call Request packets are accepted in call-ready state, and the Incoming Call in Progress 
indicator is displayed. This indicator is reset when the circuit is connected. 

Local Mode 

In local mode, incoming calls and all outgoing requests are rejected. The 3174 is disconnected from the 
link. 

The LOCAL key is accepted in the call-ready state and the Local Mode indicator is displayed on all the 
display station screens. 

The COMM key is pressed to reset local mode. The call-ready state is entered, and the link is initialized. 

Exceptional Case Handling 

The operator should take action as follows: 

1. Call Ready indicator with C&D codes or X.25 Communication Reminder 

For a dial request, this indicator means the request has failed with the network reason specified by the 
C&D codes. In all cases, the operator should consult the appropriate manual for a recommended 
recovery action for each C&D code. 

2. Communication Reminder indicator while in X.25 SVC mode: 

An operator can retry the call, if appropriate, and can determine the state of the connection by the In 
Use indicator. If the In Use indicator is not displayed, the COMM key can be used to reset the 
Communication Reminder indicator. The X.25 keys that are allowed in a particular X.25 state (that is, 
do not result in display of the Operator Communication Check indicator) reset the Communication 
Reminder indicator. If the error persists, the problem determination manual procedures identified by 
the particular status code should be followed. See the 3174 Status Codes manual. 

3. Machine Check. 

This means an error was detected in the 3174 subsystem. The same action as for the base 3174 should be 
followed. 

No unique machine-check numbers are generated. 
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X.25 SVC States and Key Operation 

This section defines how to treat a key when it is pressed in X.25 SVC-specific states. Figure 8-2 on 
page 8-12 summarizes these key operations. 

In this section, keys other than the following are called "Other" keys: 

• DIAL, LOCAL, DISC, and COMM keys 
• AID keys (The ATTN key is treated in the same way as the AID keys in this section.) 

• TEST key 
• SYS REQ key (The SYS REQ key is treated as in the base machine.) 

Operation 

ENTER Key Pressed 
Status DIAL Key Pressed (Dial In complete) DISC Key Pressed 

Call Ready Accepted. 
1 

Accepted. Ignored. 
-z- • ?or-Z- # # -+z. -z-

Call Ready Accepted. Accepted. Accepted. 
2 

with C&D Codes --z- # ? or-Z-. # -+z. -z-

Outgoing Call Rejected. Rejected. Accepted. 

in Process )C :!: -z- -+z. ~:!: -z--+z. -z-

Incoming Call Rejected. Rejected. Accepted. 
in Process )C :!:-z-'" )C :!: -z- 4--oz. -z-
Data Ready Rejected. Rejected. Accepted. 

)C:!:-z- )C:!:-z- -z-

Disconnect Rejected. Rejected. Ignored. 
in Process )C :!: -z- -z- )C :!: -z- -z- -z-- ..... ".-~.,.. ...... 

Local Rejected. Rejected. Rejected. 

)C :!: -z-~ 599 )C :!: -z- ~ 599 )C:!: -z-~ 599 
----.-..."---'------~. 

X.25 Rejected. Rejected. Rercted. 
Cornmun ication )C ;J: -z-~ XCCDD )C :!: -z-~ XCCDD )C -z-~ XCCDD 
Heminder 
1 
2See Figure (;-2 for indicators displayed by Dialing terminal and Other terminals. 

Reset cause and diagnostic (C&D) codes. 

Figure 8-2 (Part 1 of 3). Key Operations during X.25 States 
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Operation 

Status LOCAL Key Pressed AID Key Pressed COM M Key Pressed 

Call Ready Accepted. Rejected. Ignored. 

~-f -z-

Call Ready Accepted. Rejected. Accepted. 4 

with CaD Codes M-f -z-

Outgoing Call Refcted. Rejected. Ignored. 
in Process M -z--+z. ~-f -z-

Incoming Call Rejected. Rejected. Ignored. 
in Process M '-:-z....+-z. K-f -z.... 
Data Ready Rejected. Same as base machine. Ignored. 

M'-:-z.... M-f 
Disconnect Rejected. Rejected. Ignored. 
in Process M'-:-z....-z.... M-f -z.... 
Local Ignored. Rejected. Accepted. 

~ 599 M-f ~599 ~ 506 

X.25 Accepted. Rejected. Rejected. 
Communication ~ 599 M-f ~XCCDD M'-: -z-~ XCCDD 
Reminder 
3 
4Reset Operator Communication Check indicator 
Reset C&D codes. 

Figure B-2 (Part 2 of 3). Key Operations during X.25 States 
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Operation 

Extension SYS REO 
Key TEST Key PA Key PF Key ATTN Key Key DATA Key LOCAL Key CLEAR Key 

Status Pressed Pressed Pressed Pressed Pressed Pressed Pressed Pressed Pressed 

Print 10 Abort Abort Abort Abort Abort Abort Not Aborted Not Aborted Abort 
Print 10. Print 10. Print 10. Print 10. Print 10. Print 10. Data Key = Print 10. 

~ TEST M?+ M?+ M-f 
Numeric: M1+ Accepted. Printer Status Accepted. 
c-cl_ 
Alpha: 
Printer Status 
c-c ALPHA_ 

Dead-key Abort Abort See Note See Note a,e,i,o,u See Note 
operation Dead key. Dead key. Accepted. 
in process Not a,e,i,o,u 

~ TEST Mf+? Mf+? Accepted. Accepted. Mf+? Accepted. Mf+? 
See Note 

X.25 Accepted. Enter Test M-f 
Communication mode. ~ Reminder 

~ TEST 
XCCDD 

Accepted. Mf--z- Accepted. 

~ = Extension 

See Figure C-2 for Indicators displayed by Dialing terminal and Other terminals. 

Note: Accent symbols shown (') may be any valid accent symbols, for example, I , .11 

Operation 

DATA Keys, 
Extension PA,PF,ATTN LOCAL Key, 
Key TEST Key or SYS REO or CLEAR Key 

Status Pressed Pressed Key Pressed Pressed 

Extension Exit Exit Exit Exit 
Extension Extension Extension Extension 
mode. mode. mode. mode. 

)(?;f; )(?'-: M ? ;f; 
Dial Accepted. Abort Rejected.5 Accepted~ 

Dialln.5 M-f .. TEST --:L-. ? or--:L- •• --:L- .? or --:L- •• 
Test Exit Test Accepted. 

M-f TEST 
mode. )(-f TEST TEST 

~ = Extension 
See Figure C-2 for indicators displayed-by Dialing terminal and Other terminals. 

Figure 8-2 (Part 3 of 3). Key Operations during X.25 States 

8-14 3174 Models 1L, 1R, 2R, 3R, 11L; 11R, 12R, and 13R Maintenance Information 



X.2S Feature 

Indicators 

Call Ready 

While the Call Ready indicator is displayed: 

• DIAL, LOCAL, TEST, and "Other" keys are accepted. 
• DISC and COMM keys are ignored. 
• AID keys are rejected with 'X - l' indicator. 

If the C&D codes are displayed with the Call Ready indicator: 

DISC and COMM keys clear the C&D codes, and all the "Other" keys are treated in the same way as 
above. 

Dial In 

While the Dial In indicator is displayed: 

At Dial-Originating Station: 

• DIAL, LOCAL, DISC, TEST,* ENTER, and "Other" keys are accepted. 
• COMM key is ignored. 
• Aid keys (except ENTER and CLEAR) are rejected with 'X - l' indicator. 

*TEST key aborts the dial-in mode. 

At Other Stations 

• DIAL and LOCAL keys are rejected with Operator Communication Check Indicator. 
• DISC key is ignored. 
• COMM key is ignored. 
• TEST key and "Other" keys are accepted. 
• AID keys are rejected with 'X -' indicator. 

Outgoing Call in Progress 

While Outgoing Call in Progress indicator is displayed: 

• DISC, TEST, and "Other" keys are accepted. 
• DIAL AND LOCAL keys are rejected with Operator Communication Check indicator. 
• COMM key is ignored. 
• AID keys are rejected with 'X -1' indicator. 

Incoming Call in Progress 

While Incoming Call in Progress indicator is displayed: 

• DISC, TEST, and "Other" keys are accepted. 
• DIAL and LOCAL keys are rejected with Operator Communication Check indicator. 
• COMM key is ignored. 
• AID keys are rejected with 'X - l' indicator. 
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Data Ready (In Use) 

The In Use indicator is displayed in location 7. No indicator is displayed in the Reminder area when the 
virtual circuit connection with the X.25 network has been established. 

• AID, TEST, DISC, and "Other" keys are accepted. 
• DISC and COMM keys are ignored. 
• DIAL and LOCAL keys are rejected with Operator Communication Check indicator. 
• AID keys are rejected with 'X - l' indicator. 

Disconnect in Progress 

While the Disconnect in Progress indicator is displayed: 

• TEST and "Other" keys are accepted. 
• DISC and COMM keys are ignored. 
• DIAL and LOCAL keys are rejected with Operator Communication Check indicator. 
• AID keys are rejected with 'X-1' indicator. 

Local 

The Communication Reminder indicator with the number of '599' is displayed in local mode and: 

• COMM, TEST, and "Other" are accepted. 
• LOCAL key is ignored. 
• DISC and DIAL keys are rejected with Operator Communication Check indicator. 
• AID keys are rejected with 'X -1' indicator. 

X.2S Communication Reminder Indicator 

The X.25 Communication Reminder indicator is displayed when the link is closed because of the 
transmission or receipt of a restart packet. In SVC applications, it is replaced with the Call Ready indicator 
with C&D codes when the link has been successfully opened. While the Communication Reminder 
indicator is displayed, all X.25 keys, except LOCAL, are rejected with the Operator Communication Check 
indicator displayed. The LOCAL key puts the 3174 in local mode. 

In PVC connections, the indicator is displayed until the circuit is successfully reopened. 
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Extension Key 

Extension Mode 

Extension mode is defined to create additional key functions for X.25 Switched operation on the keyboards 
of 3178, 3278, 3279, and other compatible attached display stations. 

1. Extension mode is entered at any time, except during test mode, a machine check, or a no-security-key 
condition, by pressing the Extension key. 

2. '>' is displayed in the Shifts and Modes area of the operator information area while in extension mode. 

3. Pressing the Extension key while in extension mode resets extension mode. 

4. The RESET key operates normally in extension mode but does not reset extension mode. 

5. The AL T key is treated as a NOP (ignored). 

6. While in extension mode at an authorized display station, if any X.25 key other than LOAD MATRIX, 
AL T, or RESET is pressed, the Retry indicator is displayed and extension mode is reset. 

7. When online test 0 (10) is directed to a terminal in extension mode, extension mode is reset, the 
terminal enters test mode, and the test is executed. 

8. When extension mode is exited, the shift indicators are restored to the state they were in before the 
Extension key was pressed. 

9. Pressing the Extension key is ignored when the terminal is attached to a 3174 port that is not 
configured to support the Extension key function. 

~ j Figure 8-3 summarizes extension mode. 
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Dial and 
Device Busy, 
Device Very Busy, 
or Device Not 
Functional 

-

Extension key 

RESET key, 
ALT key 
(normal 
function) 

I Dial Mode 

>C ? + Any state except: )C 

• No security key 
• Test mode - • Machine check 

Extension key 
(Screen is not cleared. 
Reset keyboard status.) 

f 

, 
Extension mode --

1- I 
J Dial 

and Not Device Busy, 
X.25 function keys 

and Not Device Very Busy, 
and Not Device Not 
Functional 

• 

X.25 function 

'Indicate '~ in the shift status field of the operator information area. 

Figure 8-3. Extension Mode Definition 

? + 
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Extension Key and X.2S Function Keys 

Figure 8-4 defines key positions for the Extension key and the X.25 function keys. 

Note: These key functions are available on attached 3278s, 3279s, and similar display stations. They are 
not available on distributed function terminals, such as a 3290 Information Panel. 

1 2 3 

19 20 21 

('> 

" 
37 38 39 

--
~ 

55 56 57 

See 
Note 1 

4 
--

PF1 

5 
--

PF2 

22 23 

40 

58 59 

72 

6 
--

PF3 

24 

41 42 

60 

~ Label (decal) on keyface identifies Extension key. 

Notes: 

7 

PF4 

See 
Note 2 

B 
8 

--
PF5 

25 26 

43 I 

61 68 

I 
74 

See 
Note 3 

.~ LOAD 
MATRIX 

15 16 

PF12 

33 34 

51 52 

69 

75 76 

17 

35 

53 

70 

1. Each of these labels (decals) is applied by the customer to the display station keyboard. The labels are applied as 
shown next to the key that assumes the corresponding X.25 function following the pressing of the Extension key. 

2. The DISC key is separated from the other keys by at least one key space to prevent its being pressed in error. 

3. The LOAD MATRIX key function ;s available only at a display station attached to port 0 of the control unit. 

Figure 8-4. Extension Key and X.25 Function Keys 

Dial Mode Screen 

18 

36 

54 

71 

Figure 8-5 shows the layout of the display screen when dial mode is entered. The screen displays the dial 
number and the other facility control fields set to the defaults as selected during configuration (or as 
overridden by the operator with a previous dial operation). 

Any values that require change c,an be updated by the operator. When the screen contains the correct 
values, the ENTER key is pressed to initiate appropriate action by the 3174. 

A config~ration option is provided either to display HNAD only or to display all fields shown below on the 
dial screen. The default is to display HNAD only. 

The cursor is initially positioned in the first character location of the HNAD input field. 
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HNAD @123 123 789 @ 

CID @A1500000@ 
NPKT @1@ 
NWND @O7@ 
RPOA @1898@ 
CUG @32@ 
QLLC @1@ 
TCLS @9@ 
DPKT @1@ 
DWND @O2@ 
OOPT @OOOOOOOO@ 
10PT @OOOOOOOO@ 
I/O @O@ 

Figure 8-5. Dial Mode Screen 

Where: @ @ delineates an entry field, the rest of the screen is protected. Entry is validated. If the number 
or value is invalid, Input Inhibited and Wrong number indicators are displayed and the cursor is positioned 
in the first character location of the invalid field. 

The input fields shown in Figure 8-5 are defined as follows: 

HNAD 

• This 15-character field contains the host network (DTE) address. 
• The initial value of this field is set during the configuration procedure (question 423). 

Note: A configuration option is provided to inhibit display of the following fields. If this configuration 
option is used, the dial mode screen will contain only the HNAD field. Display HNAD field only is the 
default for the configuration option. 

CID 

• This field contains the CID (connection identifier or network password). 
• Input is validated to be 0 - 9, A - F, blank, or nulls. 
• For security, this is a nondisplay field. 
• The value of this field may be preset during the configuration procedure (question 452). 

NPKT 

• This field contains the packet size to be negotiated toward. 
• The value of this field is preset during the configuration procedure (question 430). 

NWND 

• This field contains the window size to be negotiated toward. 
• The value of this field is preset during the configuration procedure (question 432). 
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RPOA 

• This field contains the recognized private operating agency (RPOA) facility ID and is used to select the 
intermediate network that is to be used between two public networks. 

• RPOA may be preset during the configuration procedure (question 442). 

CUG 

• This field allows the closed user group (CUG) facility to be included in an outgoing Call Request packet. 
• CUG may be preset during the configuration procedure (question 441). 

QLLC 

• This field defines whether QLLC (Qualified Logical Link Control) or PSH (Physical Service Header) 
logical link control protocols are used. QLLC is to be used by all "new" IBM products with integrated 
X.25 support. PSH support will allow the 3174 to communicate with "old" X.25 equipment, namely, the 
equipment attaching to the network through the Network Interface Adapter (NIA) box. 

0= PSH 
1 = QLLC 

• Logical link control may be preset during the configuration procedure (question 403). 

TCLS 

• This field defines the Throughput Class value which the 3174 is to use in throughput class negotiation. 
• TCLS may be preset during the configuration procedure (question 440). 

DPKT 

• This field contains the default packet size. 
• The value of this field is preset during the configuration procedure (question 434). 

DWND 

• This field contains the default window size. 
• The value of this field is preset during the configuration procedure (question 435). 

OOPT 

• This field allows the operator to override the outgoing call options selected during the configuration 
procedure (question 421). 

• If the circuit type (question 401) specified during configuration is incoming call only, this field is not 
displayed. 

10PT 

• This field allows the operator to override the incoming call options (question 420) specified during the 
configuration procedure. 

• If the circuit type (question 401) specified during configuration is outgoing call only, this field is not 
displayed. 

110 

• If the circuit type (question 401) specified during configuration was a two-way call, this input field 
allows the operator to indicate whether the information on the dial screen should be used (when the 
ENTER key is pressed) to: 

1. Initiate an outgoing call (value = 0), or 
2. Only store the (changed) values either to allow an incoming call or as future reference for an 

outgoing call (value = 1). 
• If the circuit type (question 401) specified during configuration is incoming call only or outgoing call 

only, this field is not displayed. 

Appendix B. X.25 Feature 8-21 



X.2S Feature 

Permanent Virtual Circuit (PVC) 

PVC Indicators 

An additional indicator is required to convey the network or 3174-supplied cause and diagnostic codes that 
accompany reset or restart packets. These codes provide the reason for the link's being closed. This 
indicator is called the X.25 Communication Reminder. When a PVC circuit has been connected, the In Use 
indicator is displayed in the operator information area. 

Note: The operator information area cause codes and diagnostic codes are described under "X.25 Cause 
and Diagnostic Codes" on page 8-24. 

PVC Keys 

Only two of the keys defined earlier in this app,endix, "X.25 SVC States" and "Key Operations," are 
provided for PVC connections. They are the LOCAL and COMM keys. Optionally, the function of these keys 
maybe deleted from the 3174 through configuration. 

LOCAL Key 

The LOCAL key allows a display operator to disconnect the 3174 from the X.25 link. When the LOCAL key is 
pressed, the 3174 determines whether any SNA sessions are active. The 3174 may have been configured 
so that, if there are no sessions active, the 3174 wi" immediately initiate a close-link sequence. If there are 
SNA sessions active, the Operator Communication Check and Input Inhibited indicators are displayed. If 
the LOCAL key is pressed a second time without the RESET key being depressed, the close-link sequence 
is initiated. If the RESET key is pressed to restore the keyboard, two consecutive LOCAL key sequences 
are required. A configuration option is provided that allows the first pressing of the LOCAL key to always 
perform the close-link sequence. The initiation of a close-link sequence displays the Local indicator. 

COMM Key 

Pressing the COMM key when in local mode causes the 3174 to display status code 506 (may only be 
displayed for a split second and not be seen by the operator) and it tries to reopen the link and circuit. 
When not in local mode, the COMM key is ignored. 
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Summary of States and Indicators 

Primary Virtual Circuit 

Figure 8-6 provides a summary of PVC states and indicators. 

IML 

• 
Adopter 
Closed 

(States Transitions) 

(A) 

None 

Indicators 

Adopter 
Open 

.. - (8) 

CRI506-01 

Link 
Open 

(C) 

CRI506-01 

Circuit 
Open 

.. - (D) SNRM 

SNA 
SNRMd 

.. 
CRI505-01 -

CRI 
X25CRI 

- I 
- MCI 331-01 

.. 

331-02 
331-03 

X25CRI XCCDD 

MCI331-0', 02, 03, 381-20 

Communication Reminder indicator (nnn) 
X.25 Communication Reminder indicator 

Figure 8-6. PVC States and Indicators 

-- (E) 

X25CRI XCCDD or CRI nnn 

MCI 
SNRM 

(F) 

CRI nnn or 
CRI 599-01 

(G) 

Machine Check indicator 
Set Normal Response Mode 

X.2S Feature 
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Switched Virtual Circuit 

Figure 8-7 provides a summary of SVC states and indicators. 

lML 

• 
Adapter 
Closed 

(States Transitions) 

(A) 

None 

Indicators 

Adapter 
Open 

.. -

.... 

(8) 

CRI506-01 

Link 
Open 

(Cl 

Call Ready 

Circuit 
Open 

-- (0) SNRM 

SNA 
SNRMd 

.. 
CR1505-01 -

CRl 
X25CRl 
MCl 

... -

--

MCl 331-01 
331-02 
331-03 -- X25CRl XCCDD 

or CRl 599-01 

MCl 331-01, 02, 03,381-20 

= Communication Reminder indicator (nnn) 
= X. 25 Communication Reminder indicator 
= Machine Check indicator 

Figure 8-7. SVC States and Indicators 

CE) -- Call Ready (XCCDDl or CRl nnn 

(Fl 

or CRl nnn 

(G) 

Call Ready = Call Ready indicator with C&D codes (XCCDDl when 
C&D codes are not 0 

SNRM = Set Normal Response Mode 

X.2S Cause and Diagnostic Codes 

This section defines the following X.25 cause and diagnostic codes. 

Note: Networks may use their own values for the cause and diagnostic codes. The ones shown in the 
figures in this section are taken from the November 1980 CCITT recommendation for X.25 networks. 

Cause Codes 

Clear Indication Packet 

Table 8-2 lists the cause codes received from data circuit-terminating equipment (DCE) for a Clear 
Indication packet. 
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Table B-2. Cause Codes Received from OCE (Clear Packet) 

Hex 
Code Meaning 

00 OTE-originated l 

01 Number busy 

03 Invalid facility request 

05 Network congestion 

09 Out of order 

11 Remote procedure error 

13 Local procedure error 

15 RPOA out of order 

19 Reverse-charging acceptance not subscribed 

21 Incompatible destination 

29 Fast-select acceptance not subscribed 

OB Access barred 

00 Not obtainable 

1 When the cause code is X'OO', the diagnostic code field has been passed through the network from the 
remote DTE's original Clear Request. The diagnostic code is then as listed in Table 8-6 on page 8-27, 
provided the remote DTE is an IBM (SNA) DTE. 

Reset Indication Packet 

Table 8-3 lists the cause codes received from data circuit-terminating equipment (DeE) for a Reset 
Indication packet. 

Table B-3. Cause Codes Received from OCE (Reset Packet) 

Hex 
Code Meaning 

00 OTE-ori g i nated 

01 Out of order l 

03 Remote procedure error 

05 Local procedure error 

07 Network congestion 

09 Remote OTE operational 2 

11 Incompatible destination 

OF Network operational2 

1 When the cause code is X'OO', the diagnostic code field has been passed through the network from the 
remote DTE's original Clear Request, Reset Request, or Restart Request Packet. The diagnostic code is 
then as listed in Table 8-6 on page 8-27, provided the remote DTE is an IBM (SNA) DTE. 

2 Applicable to permanent virtual circuits only. 

Appendix B. X.25 Feature 8-25 



X.25 Feature 

Restart Indication Packet 

Table 8-4 lists the cause codes received from data circuit-terminating equipment(DCE) for a Restart 
Indication packet. 

Table 8..:4; Cause Codes Received from a DCE (Restart Packet) 

Hex 
Code Meaning 

01 Local procedure error 

03 Network Congestion 

07 Network operational 

Diagnostic Code Modifiers 

Table 8-5 lists the diagnostic code modifiers. 

Table 8-5. Diagnostic Code Modifiers 

Hex 
Code Meaning 

00 No additional information provided. See diagnostic code. 

01 Calling DTE address is expected, but none is included. 

02 Calling DTE address does not match configured value. 

03 Facilities other than RPOA are included when configuring indicates that 
none is expected. 

04 Reserved. 

05 * Packet facility is included but is not configured. 

06 Incoming CUG does not match configured value. 

07 Call requests reverse charging, but the function is not configured. 

08 Call requests reverse charging not requested, but the function is not 
configured. 

09 * Call included window size facility, but the window size facility is not 
configured. 

10 CID is to be validated, but none is included in the Call Request packet. 

11 CID is included but does not match the configured value. 

12 Protocol ID is not included. 

13 Protocol ID is incorrect. 
\ 

14 CUG facility is configured but is not included in the Call Request packet. 

15 Throughput class facility is configured but not included. 

16 Reserved. 

17 Reverse-charge facility is configured but not included. 

* Configured = Either configured value or value entered from the Dial screen. 
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Diagnostic Codes from DCE 

Table 8-6 lists the diagnostic code fields received from data circuit-terminating equipment (DeE). 

Table B-6. Diagnostic Code Fields Received from DCE 

Hex Code Meaning 

00 No additional information 

01 Invalid P(S) 

02 Invalid P(R) 

10 Packet type invalid - general 

For state: 
11 R1 
12 R2 
13 R3 
14 P1 
15 P2 
16 P3 
17 P4 
18 P5 
19 P6 
1A P7 
1B 01 
1C 02 
10 03 

20 Packet not allowed - general 

21 Unidentifiable 
22 Call on one-way logical channel 
23 Invalid packet type on PVC 
24 Packet on unassigned logical channel 
25 Reject not subscribed to 
26 Packet too short 
27 Packet too long 
28 Invalid GFI 
29 Restart with nonzero GFI 
2A Packet type incompatible with facility 
2B Unauthorized interrupt confirmation 
2C Unauthorized interrupt 

30 Timer expired - general 

31 Incoming call 
32 Clear indication 
33 Reset indication 
34 Restart indication 

40 Call setup problem - general 

41 Facility code not allowed 
42 Facility parameter not allowed 
43 Invalid called - address 
44 Invalid calling - address 

50 Call clearing problem - general 

) 51 Nonzero address lengths field 
52 Nonzero facility lengths field 
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Diagnostic Codes from OlE 

Table 8-7 lists the diagnostic code fields generated by IBM (SNA) data terminal equipment (OTE). 

Table B-7 (Page 1 of 2). Diagnostic Code Fields Generated by IBM 
(SNA) DTE 

Hex Code Meaning 

00 Normal initialization or termination 

OC Invalid LLC type 

10 Invalid Packet type - general 

For state: 
11 R1 
12 R2 
13 R3 
14 P1 
15 P2 
16 P3 
17 P4 
18 P5 
19 P6 
1A P7 
1B 01 
1C 02 
10 03 

20 DCE timer expired - general 

21 Incoming call 
22 Clear indication 
23 Reset indication 
24 Restart indication 

30 DTE timer expired - general 

31 Call request 
32 Clear request 
33 Reset request 
34 Restart request 

50 QLLC error - general 

51 Undefined C-field 
52 Unexpected C-field 
53 Missing I-field 
54 Undefined I-field 
55 I-field too long 
56 QFRMR received 
57 Invalid QLLC header 
58 Data received in non-data state 
59 Timeout condition 

60 PSH error - general 

61 Sequence error 
62 PS header too short 
63 PSH format invalid 
64 Command undefined 
65 Invalid PSH protocol 
66 Data received in non-data state 
69 Timeout condition 

AO Packet not allowed 
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Table B-7 (Page 2 of 2). Diagnostic Code Fields Generated by IBM 
(SNA) DTE 

Hex Code 

A1 
A2 
A3 
A4 
AS 
A6 
A7 
A8 
A9 
AA 
AB 
AC 
AD 
AE 

C1 
C2 
C3 
C4 
CS 

DO 

D1 
D2 

EO 

E1 
E2 
E3 
E4 
ES 
E6 
E7 
E8 
E9 
EA 
EB 
EC 

Fa 

Meaning 

Invalid M-bit packet sequence 
Invalid packet type received 
Invalid packet on PVC 
Unassigned logical channel number 
Diagnostic packet received 
Packet too short 
Packet too long 
Invalid GFI 
Not identifiable 
Not supported 
Invalid P(S) 
Invalid P(R) 
Invalid D bit received 
Invalid Q bit received 

317 4 - specific codes (see Note) 

Termination pending 
Channel inoperative 
Unauthorized interrupt confirmation 
Unauthorized interrupt request 
PVC resource not available 

Resources - general 

Buffers depleted 
PIU too long 

Local procedure error - general 

Packet received with LC not equal to a 
Restart or Diagnostic packet received with LC not equal 
to a 
Incoming call received on wrong LC 
Facility not subscribed 
Invalid packet for LC equal to a 
Facility parameters not supported 
Facility not supported 
Unexpected calling DTE 
Invalid D bit received 
Reset indication on virtual call 
Invalid protocol identifier 
Connection identifier mismatch 

Remote procedure error-general 

Note: The 3174 uses this list of diagnostic codes regardless of the type of circuit. 
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The Type 2 Communication Adapter and Type 2 Concurrent Communication Adapter in the 3174 
Establishment Controller enables the 3174 to be attached to a OCE that operates as specified in CCITT 
Recommendation X.21 at speeds of 2400, 4800, 9600, 48 000, and 64 OOObps. 

To use the X.21 Switched feature, the 3174 must have either a 3278,3279, or similar display station 
attached. 

X.21 Functional Description 

The 3174 supports the following X.21 functions: 

• SOLC microcode to support X.21 Switched protocol 
• Data link control, which is an interface to the SOLC microcode 
• X.21 Switched adapter (Type 2 Communication Adapter). 

The data link control issues function requests to the microcode and handles completion codes from the 
microcode. Figure C-1 on page C-3 outlines the data link control function. 
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Figure C-1. Data Link Control Function 

X.21 Switched Microcode Function 

Function Requests 

1. OPEN for outgoi ng call. 

,By this request, the HPCA and the X.21 hardware are reset and enabled. After passing through the 
ready state, they proceed with the outgoing call establishment. 

The microcode signals the X.21 hardware to enter the call-request state and awaits the reception of an 
lAS pi us (+) character from the network. 

When the request contains selection signals, the microcode/X.21 hardware sends two lAS sync 
characters and the selection signals (including 'dial digits') that were set up by the data link control in 
the selection signal buffer. 

The X.21 hardware monitors the network interface; if 'call progress' signals and/or called line 
identification are received, they are passed on to the microcode. After translation, the microcode will 
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pass the first 'call progress' signal (normally two digits) or line 10 to the data link control's buffer and 
posts an intermediate completion status. 

When the microcode detects that the network is ready for data, the microcode will enter the 
data-transfer phase after housekeeping and preparing the X.21 hardware and microcode to receive the 
first SDLC frame. The data link control is notified that the Open is completed. 

The process is similar when outgoing call is direct. A direct call by the data link control identifies a 
direct call by specifying no dial digits. When the lAS plus (+) character is received, signifying select 
from the network, the microcode enters the DTE waiting state for the reception of 'call progress' 
signals, called line identification (the indication that the network is ready for data). 

2. OPEN for incoming call. 

When the data link control issues the X.21 Open function request for an incoming call, the action of the 
microcode/X.21 hardware differs slightly from that for an outgoing call. 

• The microcode/X.21 hardware determines that the network is ready, then enters the ready state to 
wait for an interrupt from the X.21 hardware signifying activity on the network. 

• Receipt of one lAS BEL character identifies the incoming call state. The microcode posts an 
intermediate completion statusllAS (BEL RCVD), and when it regains control, prompts the X.21 
hardware to turn on the control lead that signifies the call-accepted state. 

• The microcode now waits for an interrupt to indicate either that the calling line identification has 
been received or that the network is ready for data. If line identification is received, the microcode 
moves it to the data link control's buffer, and the completion status is passed on in the same way 
as for an outgoing call. 

When the ready-for-data condition is detected, the data-transfer phase is entered after the microcode 
completes appropriate housekeeping and prepares the X.21 hardware for the first SDLC frame. A 
normal completion to the Open function request is posted by the microcode. 

3. Open for monitoring 

The microcode checks the X.21 interface periodically. If the DCE's status coincides with the condition 
specified by the data link control, that is, DCE ready or DCE not ready, the microcode reports normal 
completion. 

4. Close 

If the clearing sequence is already completed, the microcode merely executes the final housekeeping 
requirements; otherwise, the microcode starts a clearing sequence. When the clearing sequence ends 
properly, and no comparator error is indicated by the X.21 hardware, a normal completion is posted. 
When the clearing sequence does not end properly within its time limit, or if a comparator error exists, 
appropriate error status is posted. The HPCA and the X.21 hardware are always reset prior to posting 
any completion code to the Close FA. The microcode/X.21 hardware will be in the controlled-not-ready 
state when this FR ends. 

5. HALT 

The data link control aborts an Open function request by issuing a HALT request. The microcode 
executes a clearing sequence to the network. 

Call Collision 

A call-collision condition can exist when a call request is made to the network at the same time the network 
is making an incoming call. The network will resolve the collision in favor of the call request. 

Note: The X.21 recommendation does not permit deliberate call collisions; that is, the DTE entering the 
call-request state after becoming aware of the incoming-call state. 
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Therefore, the data link control avoids deliberate situations by issuing the proper sequence of 
function requests, for example, by issuing a HALT request to the Open for Incoming request before 
issuing the Open for Outgoing request. 

Call Progress (CP) Signals 

The only time the microcode is affected by a particular 'call progress' (CP) signal is if the first digit of a 
received CP signal is an IA5 0, 2, or 6. 

The IA5 0 identifies the call-wait class (terminal called or waiting connection). The action of the microcode 
upon detecting the (IA5 0) is to initiate a 60-second timeout, instead of the 2-second timeout, while waiting 
for the network to become ready for data. Upon detecting the IA5 2 or 6 (short-term condition when 
clearing), the microcode prepares for the retry by initiating a clearing sequence. CP signals already 
received will be moved to the data link control's buffer. 

When reacting to an IA5 '0' CP, the microcode will post the intermediate completion status, indicating that 
CP signals are available in the buffer. When reacting to the IA5 '2' or '6' CP, the retry intermediate status is 
posted, indicating the retry is due to receipt of a retry type CP signal. 

Data Link Control Function 

Call Ready 

The Call Ready indicator is displayed in the operator information area of the 3278 or 3279, and the use of 
either the DIAL key or the LOCAL key is accepted, as is an incoming call. 

This state is the X.21 ready state and is entered by the Open for Incoming request to the microcode under 
the following conditions: 

1. Immediately after the 3174 is powered on by the uncontrolled-not-ready state. 

2. When the COMM key is pressed while operating in the local mode. 

3. When the dial-in mode is ended by the DISC key. 

4. After the line is disconnected normally by the DISC key on the DISC command. 

5. When the Open OutgOing request is rejected by CP signals. 

6. After the line is disconnected by an error, or after the X.21 open request is completed erroneously, 
except if condition 7 exists. (The Call Ready indicator is overridden by the communication error 
reminder. This reminder can be reset by the COMM key, and the Call Ready indicator will appear.) 

7. If the DCE is not ready, the communication error reminder is displayed, and the Open Monitor request 
is issued. When this request is completed, the Call Ready indicator is displayed in the operator 
information area. 

Incoming Call in Progress 

When an incoming call comes to the 3174 while in the X.21 ready state, the microcode returns the 
intermediate completion code with 'BEL RCVD'. The data link control displays the Incoming Call in 
Progress indicator and returns control to the microcode. When the Ready for Data is sent from the DCE, 
the microcode returns a normal-completion code. The data link control turns off the Incoming Call in 
Progress indicator, turns on the In Use indicator, and prepares for normal data exchange. 

"Appendix C. X.21 Feature C-5 



X.21 Feature 

Dialing 

When the DIAL key is pressed in the call-ready state, the data link control issues the HALT request to the 
microcode to inhibit an incoming call, clears the screen, and puts the cursor at the home position. The 
Wait indicator is displayed until the HALT request is completed. Then the Dial In indicator is displayed. 

The operator enters dial digits, or any facility request allowed by the network, and presses the ENTER key. 

The data link control issues an Open-for-Outgoing request to the microcode with parameters that include 
selection signals entered by the operator and displays the Outgoing Call in Progress indicator. 

Direct Call 

When the DIRECT key is pressed in the call-ready state, the data link control issues the HALT request and 
the Open-for-Outgoing request with no selection signal and displays the Outgoing Call in Progress 
indicator. 

Outgoing Call in Progress 

The microcode processes the Open-for-Outgoing request, as described under "X.21 Switched Microcode 
Function" on page C-3, and returns a normal completion code to the data link control when the X.21 'ready 
for data' signal is sent from the DCE. The data link control turns off the Outgoing Call in Progress indicator, 
turns on the In Use indicator, and prepares for normal data exchange. 

Local Mode 

When the LOCAL key is pressed in the call-ready state, the data link control issues the HALT request and 
displays the Local Mode indicator. 

The local mode is the X.21 controlled-not-ready state and inhibits incoming and outgoing calls. 

When the COMM key is pressed in local mode, the data link control issues an Open for Incoming request to 
the microcode and displays the Call Ready indicator. 

Disconnection 

When the DISC key is pressed in the ready-for-data state or outgoinglincoming call-in-progress state, the 
data link control issues a CLOSE request in the ready-for-data state, or issues a HALT request in the 
outgoing/incoming call in progress state to the microcode, and displays the Disconnect in Progress 
indicator. When the close completion code is returned from the microcode, the data link control turns off 
the In Use indicator, issues an Open for Incoming request to the microcode, enters the call ready state, and 
displays the Call Ready indicator. When the halt-completion code is returned, the data link control issues 
an Open for Incoming request to the microcode, enters the call-ready state, and displays the Call-Ready 
indicator. 

The line is also disconnected automatically by a timeout condition or by the SDLC DISC command. 
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Status and Key Operation 
Figure C-2 and Figure C-3 on page C-8 show how keys are treated when pressed in the X.21 Switched 
states and when in the dial-in mode. 

Operation 

Status DIAL Key DIRECT Key DISC Key LOCAL Key COMM Key AID Key 
Pressed Pressed Pressed Pressed Pressed Pressed 

Call Ready Accept Accept Ignore Ac~ept Ignore 

+.z.. 

Call Ready with Accept Accept" Accept" Accept Accept" 
Call Progress Signal +.z.. 

Outgoing Call In M:t-:-z- Accept M ;t-:-z- Ignore 
Process +.z.. ---+-z- ---+-z-

Outgoing Call In M;t-:-z- Accept M:t~ Ignore 
Process with Call 
Progress Signal +.z.. ---+-z- ---+-z-

Incoming Call In M:t-:-z-
Process 

Accept M:t~ Ignore 

+-z- +-z- +-z.. +-z.. +-z.. 

Data Ready M:t-:-z- M;t-z... Accept M:t~ Ignore Same as 
the base 
machine 

Disconnect In M;t~ M;t-z... Ignore M;t-z... Ignore 
Process 

-;z.... 

Local M:t-:-z- M:t~ M:t--z..... Ignore Accept 

" Reset Call Progress Signals 

Note: In each box under "Operation," the upper row 
shows an indicator from column 8 and the lower row 
shows an indicator from column 20. 

Figure C-2. Key Operation (During X.21 Switched States) 
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Key Pressed Reaction 

Dial-Originating 
Terminal Other Terminal 

DIAL 

DIRECT 

LOCAL 

COMM 

DISC 

AID 

CLEAR 

TEST 

ENTER 

Clear Screen 

-z- #? 

~ 599 

Ignore 

-z- #? 

)C-f 
-z-#? 

Clear Screen 

-z-#? 

Test 

Abort Dial 

* Clear only the dial-in area 

Ignore 

-z-# # 

)C-f 
-z-# # 

Clear Screen 

-z-# # 

Test 

-z-# # 

)C-f 
-z-# # 

Note: In each box under "Reaction," the upper row shows an indicator 
from column 8 and the lower row shows an indicator from column 20. 

Figure C-3. Key Operation in Dial-In Mode 
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Call Progress Signal Code 

The 'call progress' (CP) signal is sent by the network to advise a calling terminal/host about the progress of 
a call or about the circumstances that have prevented a connection from being established. It is 
transmitted by the network after receiving end-of-dialing and is not repeated. The 'call progress' codes and 
meanings are shown in Table C-1. 

Note: The meaning of the codes is different in each country. Ask a specialist for details about code 
meanings. 

Table C-1. Call Progress Signal Code 

CPS Code CPS Meaning 

00 Wait 
01 Terminal called 
02 Redirected call 
03 Connect when free 
20 Number busy 
21 Busy 
22 Procedure error 
23 Selection signal transmission error 
41 Access barred 
42 Changed number 
43 Not obtainable 
44 Out of order 
45 Controlled not ready 
46 Uncontrolled not ready 
47 DCE power off 
48 Invalid facility request 
49 Network fault in local loop 
51 Call information service 
52 Incompatible user class of service 
61 Network congestion 
71 Long-term network congestion . 
72 RPOA out of order 
81 Registration/cancellation confirmed. 
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X.21 Error Completion Modifier Bits 

Table C-2 shows the meanings of the error completion modifier bits for an X.21 communication failure. 

Table C-2. X.21 Error Completion Modifier Bits 

Byte Bit Description 

81 a Reserved. 

1 Reserved. 

2 The T1 (3-second) timer expired, 
indicating that the microcode did not 
receive the "proceed to select" state in 
response to signaling a call request. 

3 The T2 (20-second) timer has expired, 
indicating that on an outgoing call, 
neither a call progress signal or ready 
for data is detected after the selection 
signals are sent. 

4 The TS or T6 (2-second) timer has 
expired, indicating that the OTE did not 
detect the OCE ready state in response 
to a OTE clear request or OTE clear 
confirmation. 

S The T3A (2-second) timer has expired, 
indicating that ready for data is not 
detected after call progress signals are 
received and the calling OTE has not 
been told to wait 60 seconds. The T3B 
(60-second) timer has expired after a 
call progress signal was received, 
telling the calling OTE to wait 60 seconds 
for the" ready for data state" to be 
signaled (manual answer). 

6 The T4 timer (2-seconds) has occurred 
during an incoming call when "ready for 
data" is not detected after the microcode 
has signaled call accepted. 

7 Reserved. 
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List of Abbreviations 

A 

A. (1) Ampere. (2) Attention. 

AC. Alternating current. 

ACK. Acknowledge. 

ACTlU. Activate Logical Unit. 

ACTPU. Activate Physical Unit. 

AEA. Asynchronous Emulation Adapter. 

AID. Attention identifier. 

All. Alternate. 

APl. A Programming Language. 

ASCII. American National Standard Code for 
Information Interchange. 

ATTN. Attention. 

B 
B. Busy. 

BIU. Basic information unit. 

bps. Bits per second. 

BSC. Binary synchronous communication. 

c 
C. Celsius. 

CBtD. Cause and diagnostiC (codes). 

CAW. Channel address word. 

CC. Control check, Chain Command (flag). 

CCITT. International Telegraph and Telephone 
Consultative Committee. . 

CD. Change direction. 

CEo (1) IBM Customer Engineer. (2) Correctable 
error. (3) Channel-end. 

CECP. Country extended code page. 

CEM. Customer Engineering Memorandum. 

char. Character. 

CHIO. Channel Input output. 

CID. Connection Identifier. 

coax. Coaxial (cable). 

comm. Communication. 

conI. Continuous. 

cps. Characters per second. 

CR. (1) Command Reject. (2) Carriage return. 

CRT. Cathode-ray tube. 

CSCM. Central Site Change Management. 

CSCU. Central Site Change Utility. 

CSU. Customer setup. 

CTl. Control. 

ctr. Counter. 

CTS. Clear to Send. 

CU. Control unit. 

CUG. Closed user group. 

CUT. Control unit terminal. 

o 
D. Display. 

DAA. Data-access arrangement. 

OAF'. Destination address field prime (local address 
of SLU). . 

dBa. Adjusted decibels. 

DC. Direct current. 

DCC. Disconnect command chaining. 

DCE. Data-circuit-terminating eqUipment. 

DE. Device-end. 
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dec. Decimal. 

DES. Data Encryption Standard. 

dev. Device. 

OFT. (1) Distributed function terminal. (2) Diagnostic 
function test. 

DISC. Disconnect. 

OM. (1) Disconnect mode. (2) Distribution Manager 

DOS. Disk Operating System. 

DPC. Dual-purpose connector. 

DPKT. Default packet size. 

DPPX. Distributed Processing Programming 
Executive. 

Dsk. Diskette. 

DSL. (1) Downstream load. (2) Data set label. 

DSR. Data set ready. 

DTE. Data terminal equipment. 

DTR. Data terminal ready. 

DWND. Default window size. 

E 
EB. End bracket. 

EBCDIC. Extended binary-coded decimal interchange 
code. 

EC. Engineering change. 

ECC. Error-checking and correction. 

ECMA. European Computer Manufacturers' 
Association. 

EIA. Electronic Industries Association. 

EPO. Emergency Power Off. 

ERP. Error recovery procedures. 

ESD. Electrostatic discharge. 

ESC. Escape. 

F 

F. Fahrenheit. 

FCC. Federal Communications Commission. 

FCS. Frame checking sequence. 

FF. Forms feed. 

FM. Frequency modulation. 

FMD. (1) Function management data. (2) Field macro 
diagram. 

FP. Faceplate. 

FRMR. Frar'!le reject response. 

FRU. Field-replaceable unit. 

G 

GFI. General format identifier. 

H 
hex. Hexadecimal. 

HNAD. Host network (DTE) address. 

HPCA. High-performance communication adapter. 

I. Information (format). 

10. Identification, identifier. 

IEEE. Institute of Electrical and Electronic Engineers. 

IML. Initial microcode load. 

in. Inch (or inches). 

indo Indicator. 

1/0. Input/output. 

10PT. Incoming call option. 

IR. Intervention Required. 
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K 
k. 1000. 

K. 1024. 

KB. Kilobyte; 1024 bytes. 

L 
LAPB. Link access procedure balanced. 

LC. Logical channel. 

LCID. Logical channel identifier. 

LED. Light-emitting diode. 

LFU. Limited Function Utility 

LLC. Logical link control. 

LT. Logicalterminal. 

LU. Logical unit. 

M 
m. Meter (or meters). 

MAC. (1) Medium access control. (2) Message 
authentication code. 

MAP. Maintenance analysis procedure. 

max. Maximum. 

MB. Megabyte; 1 048576 bytes. 

Mbps. Megabits per second. 

MDT. Modified data tag. 

ML T. Multiple logical terminals. 

mm. Millimeter (or millimeters). 

MMI~. Memory-mapped input output. 

modem. Modulator-demodulator. 

MSR. Magnetic stripe reader. 

MVS. Multiple virtual storage. 

N 
NCP. Network Control Program. 

NIA. Network Interface Adapter. 

NMVT. Network Management Vector Transport. 

No. Number. 

NOP. No operation. 

NPKT. Negotiated packet size. 

NRZ. Nonreturn to zero. 

NTT. Nippon Telephone and Telegraph. 

NUM. Numeric. 

NWND. Negotiated window size. 

o 
OOPT. Outgoing call option. 

p 

PA. (1) Program access. (2) Program attention. 

PAM. Printer authorization matrix. 

PBX. Private branch exchange. 

pc. Personal Computer. 

pF. Picofarad. 

PF. Program function. 

PIO. Programmable input output. 

PIU. Path information unit. 

POST. Power-On Self Test. 

PS. Programmed symbols. 

PSDN. Packet switched data network. 

PSH. Physical services header. 

PT. Program Tab. 

PU. Physical unit 

PUID. Physical unit identification. 

pvc. Permanent virtual circuit. 
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Q 

QFRMR. Qualified frame reject response. 

QLLC. Qualified logical link control. 

QSM. Qualified set mode. 

R 
RAM. Random access memory. 

rei. Relative. 

Req. Request. 

RNR. Request not ready, receive not ready. 

ROS. Read-only storage. 

RPOA. Recognized private operating agency. 

RPQ. Request for price quotation. 

RR. Request ready, receive ready. 

RTM. Response Time Monitor. 

RTS. Request to send. 

RU. Request/response unit. 

s 
S. Sequenced (format), side. 

SABME. Set Asynchronous Balance Mode Extended 
(command). 

SAP. Service access point. 

SBA. Set Buffer Address. 

SC. Status code. 

SCS. SNA character string. 

SDLC. Synchronous Data Link Control. 

SNA. Systems Network Architecture. 

SNRM. Set Normal Response Mode. 

SOEM.. Serial Original Equipment Manufacturer 
Interface. 

SSCP. System services control point. 

SVC. Switched virtual circuit. 

SYSGEN. System generation. 

T 

TA. Terminal adapter. 

TCLS. Throughput class negotiation. 

TMA. Terminal multiplexer adapter. 

TP. Teleprocessing. 

TSR. Transistor switching regulator. 

u 
U. Unprotected. 

UA. Unnumbered acknowledgment. 

UCW. Unit control word. 

u.S. United States. 

v 
V. Volt. 

Vac. Volts alternating current. 

VTAM. Virtual Telecommunications Access Method. 

w 
WCC. Write control character. 

WSF. Write Structured Field. 

WT. World Trade. 
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Glossary 

This glossary includes terms and definitions from the 
IBM Dictionary of Computing: Information Processing, 
Personal Computing, Telecommunications, Office 
Systems, IBM-specific Terms, SC20-1699. 

The terms in this glossary are defined here as they 
apply to the 3270 Information Display System. 

A 
access procedure. In a local area network (LAN), the 
procedure or protocol that is used to gain access to the 
transmission medium. . 

Note: The medium access procedures specified by the 
IEEE 802 standard are CSMA/CD token, bus, and 
ring. 

access unit. In an IBM Token-Ring Network, a wiring 
concentrator. See multistation access unit. 

acknowledgment. The transmission, by a receiver, of 
acknowledge characters as an affi rmative response to 
a sender. 

active. Able to communicate on the network. An 
adapter is active if it is able to pass tokens on the 
network. 

active logical terminal (ll). In MLT, the currently 
displayed logical terminal. Synonymous with 
foreground logical terminal. Contrast with background 
logical terminal. 

active monitor. A function in a single adapter on a ring 
network that initiates the transmission of tokens and 
provides token error recovery facilities. Any active 
adapter on the ring has the ability to provide the active 
monitor function if the current active monitor fails. 

adapter~ A general term for a device that provides 
some transitional function between two or more 
devices. 

address. (1) A value that identifies a register, a 
particular part of storage, a data source, or a data sink. 
The value is represented by one or more characters. 
(2) To refer to a device or an item of data by its 
address. (3) In word processing, the location, 
identified by an address code, of a specific section of 
the recording medium or storage. (4) The location in 
the storage of a computer where data is stored. (5) In 
data communication, the unique code aSSigned to each 
device or work station connected to a network. 

AEA port. A communication connector on the 
Asynchronous Emulation Adapter (AEA). 

alert. (1) In the IBM Token-Ring Network Manager, a 
notification appearing on the bottom line of any panel to 
indicate an interruption or a potential interruption in the 
flow of data around the ring. (2) In NetView, a 
notification about a high-priority event that warrants 
immediate attention. This data-base record is 
generated for certain event types that are defined by 
user-constructed filters. 

alternate 1 initial microcode load (A It 1 IMl). The 
action of loading the Utility microcode. 

American National Standard Code for Information 
Interchange (ASCII). A standard code, using a coded 
character set consisting of 7-bit coded characters (8 
bits including parity check), used for information 
interchange among data processing systems, data 
communication systems, and associated equipment. 
The ASCII set consists of control characters and 
graphic characters. 

application. The use to which an information 
processing system is put, for example, a payroll 
application, an airline reservation application, or a 
network application. 

application program. (1) A program written for or by a 
user that applies to the user's work, such as a program 
that does inventory control or payroll. (2) A program 
used to connect and communicate with stations in a 
network, enabling users to perform application-oriented 
activities. 

ASCII emulation. The ability of a 3270 display station 
or printer to communicate with an ASCII host using the 
DEC VT100 or IBM 3101 data stream. 

asynchronous. (1) Without regular time relationship; 
unexpected or unpredictable with respect to the 
execution of program instructions. (2) In asynchronous 
data transmissions, data characters may be sent or 
received at any time; no modem clocking is used to 
establish bit timing. 

Asynchronous Emulation Adapter (AEA). In the 3174 
Establishment Controller, an adapter that enables an 
ASCII terminal to communicate with a 3270 host using 
the 3270 data stream, an ASCII terminal to 
communicate with an ASCII host through the 3174, and 
a 3270 terminal to communicate with an ASCII host 
using the DEC VT100 data stream or the IBM 3101 data 
stream. 

attach. To connect a device logically to a 3174 
adapter, so that it can communicate over the network. 

Glossary X-S 



attaching device. Any device that is physically 
connected to a network and can communicate over the 
network. 

attachment feature. The circuitry by which a cable 
from a local terminal or a modem for a remote terminal 
is attached to a 3792 Auxiliary Control Unit or a 3791 
Controller. 

attention (ATTN). An occurrence external to an 
operation that could cause an interruption of the 
operation. 

attention identifier (AID). (1) A code in the inbound 
3270 data stream that identifies the source or type of 
data that follows. (2) A character in a data stream 
indicating that the user has pressed a key, such as 
Enter, that requests an action by the system. 

attribute. (1) A characteristic. (2) A terminal display 
language or transformation definition language (TDL) 
keyword that specifies a particular quality for the TDL 
object with which it is associated. 

attribute select keyboard. A keyboard that enables the 
operator, when permitted by the program, to change 
the character attributes of the keyed-in character. 

audible alarm. (1) An alarm that is sounded when 
designated events occur that require operator attention 
or intervention before system operation can continue. 
(2) A special feature that sounds a short, audible tone 
automatically when a character is entered from the 
keyboard into the next-to-Iast character position on the 
screen. The tone can also be sounded under program 
control. 

auto-answer. See automatic answering. 

auto-call. See automatic calling. 

automatic answering. (1) Answering in which the 
called data terminal equipment (PTE) automatically 
responds to the calling signal. 

Note: The call may be established whether or not the 
called DTE is attended. 

(2) A machine feature that permits a station to respond 
without operator action to a call it receives over a 
switched line. See also manual answering. Contrast 
with automatic calling. 

automatic calling. (1) Calling in which the elements of 
the selection signal are entered into the <;tata network 
contiguously at the full data signaling rate. (2) A 
machine feature that permits a station to initiate a 
connection with another station over a switched line 
without operator action. (3) Synonymous with 
auto-call. See also manual calling. Contrast with 
automatic answering. 

B 

backbone. In a multiple-ring local area network, a 
high-speed link to which the rings are connected by 
means of bridges. A backbone may be configured as a 
bus or as a ring. 

background logical terminal (LT). In ML T, any logical 
terminal that is not currently displayed. Contrast with 
active logical terminal (LT). 

balun. A transformer for connecting balanced (for 
instance, twisted-pair) cables to unbalanced (for 
instance, coaxial) cable by matching the electrical 
characteristics of the cables. 

base color. The capability of displaying or printing all 
characters in a field, in one of four colors, on a color 
terminal by use of combinations of the field protection 
and the field intenSify bits of the field attribute. 

beacon. Synonym for beacon message. 

beacon frame. Synonym for beacon message. 

beacon message. A frame or message repeatedly 
transmitted by a station on detection of a line break or 
outage. Transmission of beacon messages stops when 
the fault is bypassed or eliminated. Synonymous with 
beacon and beacon frame. 

binary synchronous communications (BSC). Data 
transmission in which character synchronism is 
controlled by timing signals generated at the sending 
and receiving stations. 

blink. An extended highlighting attribute value (for 
emphasis) of a field or character. 

bracket. In SNA, one or more chains of request units 
(RUs) and their responses, which are exchanged 
between two LU-LU half-sessions and represent a 
transaction between them. A bracket must be 
completed before another bracket can be started. 
Examples of brackets are data base inquiries/replies, 
update transactions, and remote job entry output 
sequences to work stations. 

bridge. (1) A functional unit that connects two local 
area networks (LANs) that use the same logical link 
control (LLC) procedure but may use different medium 
access control (MAC) procedures. (2) See also 
backbone and gateway. 

Note: A bridge connects networks or systems of the 
same or similar architectures, whereas a 
gateway connects networks or systems of 
different architectures. 

buffer. (1) A routine or storage used to compensate 
for a difference in rate of flow of data, or time of 
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occurrence of events, when transferring data from one 
device to another. (2) An isolating circuit used to 
prevent a driven circuit from influencing the driving 
circuit. (3) To allocate and schedule the use of buffers. 
(4) A portion of storage used to hold input or output 
temporarily. 

buffer address. The address of a location in the buffer. 

burst. (1) In data communication, a sequence of 
signals counted as one unit in accordance with some 
specific criterion or measure. (2) To separate 
continuous-form paper into discrete sheets. 

bus. A type of network topology where the network 
consists of a bidirectional communication path with 
defined end points. 

bypass. To eliminate an attaching device or an access 
unit from a ring network by allowing the data to flow in 
a path around it. 

c 
card. In the 3174 Establishment Controller, a unit of 
electronic circuitry contained in a plastic casing (or 
cassette) and providing the controller with a 
specialized function, for example, a Terminal Adapter 
or an Encrypt/Decrypt Adapter. 

Central site change management (CSCM). A function 
of the 3174 microcode that tracks the microcode for 
each controller in a network and, in conjunction with 
NetView OM, electronically distributes and retrieves 
microcode changes for each controller. 

central site customizing. The process of tailoring 
control unit microcode for each controller in a network, 
at the central site. 

central site library. One or more Library disks that 
contain customizing data and label information for the 
controllers in a network. 

channel-attached. Pertaining to attachment of devices 
directly by data channels (I/O channels) to a computer. 
Synonym for local. Contrast with 
telecommunication-attached. 

channel-to-channel adapter. A hardware device that 
can be used to connect two channels on the same 
computing system or on different systems. 

character set. (1) A defined collection of characters. 
(2) A group of characters used for a specific reason, 
for example, the set of characters a printer can print. 
(3) The collection of graphic characters required to 
support a specific language. 

Clear to Send (CTS) flow control. A procedure for a 
communicating device to signal its readiness to receive 
data by raising the CTS lead on an EIA 2320 interface. 

cluster. A station that consists of a control unit (a 
cluster controller) and the terminals attached to it. 

cluster controller. A device that can control the 
input/output operations of more than one device 
connected to it. A cluster controller may be controlled 
by a program stored and executed in the unit, for 
example, the IBM 3601 Finance Communication 
Controller. Or, it may be entirely controlled by 
hardware, for example, the IBM 3272 Control Unit. See 
also cluster and cluster controller node. Synonymous 
with cluster control unit. 

cluster controller node. A peripheral node that can 
control a variety of devices. See also host node, 
Network Control Program (NCP) node, and terminal 
node. 

cluster control unit. Synonym for cluster controller. 

coaxial cable. A cable conSisting of one conductor, 
usually a small copper tube or wire, within and 
insulated from another conductor of larger diameter, 
usually copper tubing or copper braid. 

code violation. In differential Manchester code 
encoding, a bit that does not have a state transition at 
the mid-bit point. See differential Manchester code. 

command. An instruction that directs a control unit or 
device to perform an operation or a set of operations. 

command retry. A channel and control unit procedure 
that causes a command to be retried without requiring 
an I/O interruption. 

communication adapter. (1) A circuit card with 
associated software that enables a processor, 
controller, or other device to be connected to a 
network. (2) See EIA communication adapter, V.35 
communication adapter, and X.21 communication 
adapter. 

communication controller. (1) A device that directs 
the transmission of data over the data links of a 
network; its operation may be controlled by a program 
processed in a processor to which the controller is 
connected or by a program executed within the device. 
(2) A type of communication control unit whose 
operations are controlled by one or more programs 
stored and executed in the unit. It manages the details 
of line control and the routing of data through a 
network. (3) See also cluster controller, 
communication controller node, and transmission 
control unit. 
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communication controller node. A subarea node that 
does not contain a system services control point 
(SSCP). 

communication control unit. A communication device 
that controls transmission of data over lines in a 
network. 

completion code. The final return code provided by 
the adapter as a result of an issued command. 

component. (1) Hardware or software that is part of a 
functional unit. (2) A functional part of an operating 
system, for example, the scheduler or supervisor. 
(3) In systems with VSAM, a named, cataloged 
collection of stored records, such as the data 
component or index component of a key-sequenced file 
or alternate index. (4) In System/38 graphics, the 
representation of a data group on a chart. (5) See 
terminal component and solid state component. 

configuration. The arrangement of a computer system 
or network as defined by the nature, number, and chief 
characteristics of its functional units. More specifically, 
the term configuration may refer to a hardware 
configuration or a software configuration. See also 
system configuration. 

Connection Menu. A menu on the screen of a display 
station attached to the 3174 Establishment Controller, 
from which a user can select an available host. 

connector. A means of establishing electrical flow. 

control block. In the IBM Token-Ring Network, a 
specifically formatted block of information provided 
from the application program to the Adapter Support 
Interface to request an operation. 

control character. (1) A character whose occurrence 
in a particular context specifies a control function. 
(2) A character used to specify that a control unit is to 
perform a particular operation. 

Control (CTL) disk. A customized diskette or fixed disk 
containing the microcode that describes a particular 
controller's attached terminals, and its method of 
attachment to the host. 

Control (CTL) diskette. A customized diskette 
containing the microcode that describes a particular 
controller's attached terminals, and its method of 
attachment to the host. 

control function. Synonym for control operation. 

controller. A unit that controls input/output operations 
for one or more devices. 

control operation. An action that affects the recording, 
processing, transmission, or interpretation of data; for 

example, starting or stopping a process, carriage 
return, font change, rewind, and end of transmission. 
Synonymous with control function. 

control unit. A general term for any device that 
provides common functions for other devices or 
mechanisms. Synonym for controller. 

control unit terminal (CUT). A terminal that relies on 
the 3174 to interpret the data stream. Examples are the 
3178,3179,3278 Model 2, and 3279 Model S2A. 

control unit terminal (CUT) mode. A host-interactive 
mode that enables an IBM 3270 Personal Computer 
customized in this mode to run only one session 
emulating a 3178,3179,3278 Model 2, or 3279 Model 
S2A. 

conversion. (1) In programming languages, the 
transformation between values that represent the same 
data item but belong to different data types. 
Information may be lost as a result of conversion 
because accuracy of data representation varies among 
different data types. (2) The process of changing from 
one method of data processing to another or from one 
data processing system to another. (3) The process of 
changing from one form of representation to another, 
for example, to change from decimal representation to 
binary representation. 

country extended code page (CECP). A function of the 
3174 microcode that provides for a code page 
containing additional code pOints beyond those 
available with Table 5A code pages. CECP is 
supported by a universal character set, Character Set 
697, which contains 190 characters. 

create. In 3174 central site customizing, to create a 
library member for a network controller, and store the 
customizing data for that library member on a Library 
diskette. 

cursor. (1) A movable, visible mark used to indicate 
the position at which the next operation will occur on a 
display surface. (2) A unique symbol that identifies a 
character position in a screen display, usually the 
character position at which the next character to be 
entered from the keyboard will be displayed. 

customization. Procedures that tailor the control unit 
microcode to fit the various types of display stations 
and printers and the method of host attachment that a 
particular control unit will handle. 

customizing keyboard. A keyboard used to type in the 
customizing responses; this keyboard must be a 
Typewriter, Data Entry, APL (with APL off), or Text (with 
Text off) keyboard with a aWERTY layout. (On a 
QWERTY layout, the first six characters on the left side 
of the top row of alphabetic characters are a, W, E, R, 
T, Y.) 
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D 

data circuit-terminating equipment (DeE). In a data 
station, the equipment that provides the signal 
conversion and coding between the data terminal 
equipment (DTE) and the line. 

Notes: 

1. The DCE may be separate equipment or an integral 
part of the DTE or of the intermediate equipment. 

2. A DCE may perform other functions that are usually 
performed at the network end of the line. 

Data Entry keyboard. A keyboard layout designed for 
data entry applications. 

data link. Any physical link, such as a wire or a 
telephone circuit, that connects one or more devices or 
communication controllers. 

data stream. (1) All data transmitted through a data 
channel in a single read or write operation. (2) A 
continuous stream of data elements being transmitted, 
or intended for transmission, in character or 
binary-digit form, using a defined format. See also data 
stream format. 

data stream format. In SNA, the format of the data 
elements (end-user data) in the request unit (RU). See 
also 3270 data stream and SNA character string (SCS). 

data terminal equipment (OTE). That part of a data 
station that serves as a data source, data sink, or both. 

Data Terminal Ready (OTR) flow control. A procedure 
for a communicating device to signal its readiness to 
receive data by raising the DTR lead on an EIA 232D 
interface. 

data transfer. The movement, or copying, of data from 
one location and the storage of the data at another 
location. 

data transfer mode. Synonym for data transfer phase. 

data transfer phase. (1) The phase of a data call 
during which data Signals can be transferred between 
data terminal equipment (DTEs) connected by the 
network. (2) Synonymous with data transfer mode. 

decode. (1) To convert data by reversing the effect of 
some previous encoding. (2) To interpret a code. 
Contrast with encode. 

decrypt. To convert encrypted data into clear data. 
Contrast with encrypt. 

default destination. A destination for display stations 
and printers that is defined in customization. 

delimiter. A bit pattern that defines the limits of a 
frame or token on a ring network. 

destination. Any point or location, such as a node, 
station, or a particular terminal, to which information is 
to be sent. 

device. A mechanical, electrical, or electronic 
contrivance with a specific purpose. 

differential Manchester code. A data-encoding method 
used by the IBM Token-Ring Network. In this method, a 
bit has the value of binary 0 if there is a state transition 
(polarity change) at the beginning of the bit boundary. 
The bit has the value of binary 1 if there is no 
transition. In a properly encoded bit, there must 
always be a transition at every midpoint position. If the 
transition is absent, a code violation results. Since 
only the presence or absence of the state transition 
(and not the actual polarity) determines a bit's value, 
this method of coding is polarity-independent. 

direct access storage. (1) A storage device that 
provides direct access to data. (2) See also immediate 
access storage and random access memory. 

disk. A direct-access data storage medium, which may 
be either flexible (diskette) or hard (fixed disk). 

diskette. A flexible magnetic disk enclosed in a 
protective container. 

diskette drive. The mechanism used to seek, read, 
and write data on diskettes. 

display field. (1) An area in the display buffer that 
contains a set of characters that can be manipulated or 
operated upon as a unit. (2) A group of consecutive 
characters (in the buffer) that starts with an attribute 
character (defining the characteristics of the field) and 
contains one or more alphanumeric characters. The 
field continues to, but does not include, the next 
attribute character. 

display frame. (1) In computer graphics, an area in 
storage in which a display image can be recorded. 
(2) In computer micrographics, an area on a microform 
in which a display image can be recorded. 

display station. An input/output device containing a 
display screen and an attached keyboard that allows a 
user to send information to or receive information from 
the system. 

distributed function terminal (OFT). A programmable 
terminal that can perform operations previously 
performed by the control unit. These terminals can 
interpret the 3270 data stream themselves. Examples 
are the IBM 3270 Personal Computer and the 3290 
Information Panel. 
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distributed function terminal (OFT) mode. A 
host-interactive mode that enables an IBM 3270 
Information Display System customized in this mode to 
run as many as four host sessions. The sessions can 
emulate a 3178, 3179, 3278 Model 2, or 3279 Model 
S2A. 

downstream. (1) In the direction of data flow or 
toward the destination of transmission. (2) From the 
processor toward an attached unit or end user. 
(3) Contrast with upstream. 

downstream load (OSL). The capability of a distributed 
function terminal to receive its control program from 
the control unit to which it is attached. A diskette 
containing the terminal's control program is loaded into 
the control unit. 

drop. In the IBM Cabling System, a cable that runs 
from a faceplate to the distribution panel in a wiring 
closet. 

duplex. Pertaining to communication in which data 
can be sent and received at the same time. 
Synonymous with full duplex. 

E 
EIA communication adapter. A communication adapter 
conforming to EIA standards that can combine and 
send information on two lines at speeds up to 19.2 
kbps. 

EIA 2320. An electrical interface defined by the 
Electronics Industries Association for establishing 
connections and controlling data flow between data 
terminal equipment and data communication 
equipment. The interface has been adapted to allow 
communication between DTEs. 

emulation. (1) The imitation of all or part of one 
system by another, primarily by hardware, so that the 
imitating system accepts the same data, executes the 
same programs, and achieves the same results as the 
imitated computer system. (2) The use of 
programming techniques and special machine features 
to permit a computing system to execute programs 
written for another system. (3) Imitation; for example, 
imitation of a computer or device. (4) See terminal 
emulation. (5) Contrast with simulation. 

encode. (1) To convert data by the use of a code or a 
coded character set in such a manner that 
reconversion to the original form is possible. Encode 
is sometimes loosely used when complete 
reconversion is not possible. Contrast with decode. 

encrypt. To scramble data or convert it, before 
transmission, to a secret code that masks the meaning 

of the data to any unauthorized recipient. Contrast with 
decrypt. 

event. (1) An occurrence or happening. (2) An 
occurrence of significance to a task; for example the 
completion of an asynchronous operation, such as an 
input/output operation. 

extended binary-coded decimal interchange code 
(EBCDIC). A coded character set of 256 eight-bit 
characters. 

extended field attribute. Additional field definition to 
the field attribute that controls defining additional 
properties; for example, color, highlighting, character 
set, and field validation. The extended field attribute is 
altered by information passed in the Start Field 
Extended and Modify Field orders. 

F 

field. See display field. 

field attribute. A control character stored in the 
character buffer in the first character position of a field. 
For those devices supporting the 3270 data stream, a 
field attribute defines protected/unprotected, 
alphanumeric/numeric, detectable/nondetectable, 
display/nondisplay, intensity, and modified data tag 
(MDT). 

file. A named set of records stored or processed as a 
unit. 

file adapter. In the 3174, an adapter that provides 
input/output support for external storage devices, such 
as a diskette drive. 

fixed disk. A rigid magnetic disk used in a fixed disk 
drive. 

fixed disk drive. A disk storage device that reads and 
writes on rigid magnetic disks. 

flag. (1) An indicator or parameter that shows the 
setting of a switch. (2) Any of various types of 
indicators used for identification, for example, a 
wordmark. (3) A character that signals the occurrence 
of some condition, such as the end of a word. 
(4) Deprecated term for mark. 

flow control. (1) In data communication, control of the 
data transfer rate. (2) In SNA, the process of managing 
the rate at which data traffic passes between 
components of the network. The purpose of flow 
control is to optimize the rate of flow of message units 
with minimum congestion in the network, that is, 
neither to overflow the buffers· at the receiver or at 
intermediate routing nodes nor to leave the receiver 
waiting for more message units. (3) The methods used 
to control the flow of information across a network. 
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foreground logical terminal (L T). Synonym for active 
logical terminal (L T). 

frame. (1) The portion of a tape, on a line 
perpendicular to the reference edge, on which binary 
characters can be written or read simultaneously. 
(2) A housing for machine elements. (3) The hardware 
support structure, covers, and all electrical parts 
mounted therein that are packaged as one entity for 
shipping. (4) A formatted display. See display frame. 

from diskette. The diskette that provides the data to be 
transferred. 

from drive. The drive that provides the data to be 
transferred. 

full duplex. Synonym for duplex. 

G 

gateway. (1) A functional unit that connects two 
computer networks of different network architectures. 

Note: A gateway connects networks or systems of 
different architectures. A bridge interconnects 
networks or systems with the same or similar 
architectures. 

get. In 3174 central site customizing, to select the type 
of data you want and store it in working copy. 

H 

half-duplex. In data communication, pertaining to 
transmission in only one direction at a time. Contrast 
with duplex. 

hard error. An error condition on a network that 
requires that the network be reconfigured or that the 
source of the error be removed before the ring can 
resume reliable operation. Contrast with soft error. 

hertz (Hz). A unit of frequency equal to 1 cycle per 
second. 

hexadecimal. (1) Pertaining to a selection, choice, or 
condition that has 16 possible values or states. 
(2) Pertaining to a fixed-radix numeration system, with 
radix of 16. (3) Pertaining to a numbering system with 
base of 16; valid numbers use the digits 0 through 9 
and characters A through F, where A represents 10 and 
F represents 15. 

host attachment. A mode of SNA communication in 
which the processor acts as a secondary SNA device. 

host computer. (1) In a computer network, a computer 
that provides end users with services such as 
computation and data bases and that usually performs 
network control functions. (2) The primary or 

controlling computer in a multiple-computer 
installation. (3) A computer used to prepare programs 
for use on another computer or on another data 
processing system; for example, a computer used to 
compile link edit, or test programs to be used on 
another system. (4) Synonym for host processor. 

host logical unit (LU). An SNA logical unit (LU) located 
in a host processor, for example, an ACF/VTAM 
application program. 

host node. (1) A node at which a host processor is 
located. (2) In SNA, a subarea node that contains a 
system services control pOint (SSCP); for example, a 
System/370 computer with OS/VS2 and ACFITCAM. 

host processor. (1) A processor that controls all or 
part of a user application network. (2) In a network, 
the processing unit in which resides the access method 
for the network. (3) In an SNA network, the processing 
unit that contains a system services control point 
(SSCP). (4) A processing unit that executes the access 
method for attached communication controllers. 
(5) The processing unit required to create and maintain 
PSS. (6) Synonymous with host computer. 

host system. (1) A data processing system used to 
prepare programs and operating environments for use 
on another computer or controller. (2) The data 
processing system to which a network is connected and 
with which the system can communicate. (3) The 
controlling or highest-level system in a data 
communication configuration; for example, a System/38 
is the host system for the work stations connected to it. 

IBM Cabling System. A permanently installed wiring 
system that eliminates the need to rewire when 
terminals are moved from one location to another 
within an office complex. It allows transmission of data 
at very high speeds and is the foundation for installing 
a local area network. 

immediate access storage. A storage device whose 
access time is negligible in comparison with other 
operating times. 

initial microcode load (IML). The action of loading the 
operational microcode. 

input/output (I/O). (1) Pertaining to a device whose 
parts can perform an input process and an output 
process at the same time. (2) Pertaining to a 
functional unit or channel involved in an input process, 
output process, or both, concurrently or not, and to the 
data involved in such a process. (3) Pertaining to 
input, output, or both. 

interface. (1) A shared boundary between two 
functional units, defined by functional characteristics, 
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common physical interconnection characteristics, 
signal characteristics, and other characteristics as 
appropriate. (2) A shared boundary. An interface may 
be a hardware component to link two devices or a 
portion of storage or registers accessed by two or more 
computer programs. (3) Hardware, software, or both, 
that links systems, programs, or devices. 

J 

jack. A connecting device to which a wire or wires of a 
circuit may be attached and that is arranged for 
insertion of a plug. 

L 

leased line. Synonym for nons witched line. 

light pen. A light-sensitive pick device that is used by 
pointing it at the display surface. 

Limited Function Utility (lFU) diskette. A diskette that 
contains the microcode to run only a limited number of 
utilities. These are: Diagnostics, Copy Files, 
Encrypt/Decrypt Master Key, and Identify Customizing 
Keyboard. The Limited Function Utility diskette is used 
mainly in networks that are under central site control. 

line speed. (1) The rate at which data is transmitted 
from one pOint to another over a telecommunication 
line. (2) The number of binary digits that can be sent 
over a telecommunication line in 1 second, expressed 
in bits per second (bps). 

link. The logical connection between nodes including 
the end-to-end link control procedures. 

link station. (1) A specific place in a service access 
point that enables an adapter to communicate with 
another adapter. (2) A protocol machine in a node that 
manages the elements of procedure required for the 
exchange of data traffic with another communicating 
link station. 

lobe. In the IBM TOken-Ring Network, the section of 
cable that attaches a device to an access unit. The 
cable may consist of several segments. 

lobe receptacle. In the IBM Token-Ring Network, an 
outlet on an access unit for connecting a lobe. 

local. Pertaining to a device accessed directly without 
use of a telecommunication line. Synonym for 
channel-attached. Contrast with remote. 

location. With reference to a 3174, a place within the 
3174 chassis where a particular card or adapter is 
inserted. 

logical terminal (IT). In MLT, one of five sessions 
available to share one display station. 

logical unit (lU). In SNA, a port through which an end 
user accesses the SNA network in order to 
communicate with another end user and through which 
the end user accesses the functions provided by 
system services control points (SSCPs). An LU can 
support at least two sessions, one with an SSCP and 
one with another LU, and may be capable of supporting 
many sessions with other logical units. 

loop. A closed unidirectional Signal path connecting 
input/output devices to a network. 

M 

main storage. Program-addressable storage from 
which instructions and other data can be loaded 
directly into registers for subsequent processing. 

maintenance analysis procedure (MAP). A 
maintenance document that gives an IBM service 
representative a step-by-step procedure for tracing a 
symptom to the cause of a failure. 

manual answering. (1) Answering in which a call is 
established only if the called user signals a readiness 
to receive the call by means of a manual operation. 
(2) Operator actions to prepare a station to receive a 
call on a switched I ine. Contrast with automatic 
answering. 

manual calling. (1) Calling that permits the entry of 
selection signals from a calling data station at an 
undefined character rate. (2) Operator actions to place 
a call over a switched line. Contrast with automatic 
calling. 

mark. A symbol or symbols that indicate the beginning 
or the end of a field, a word, an item of data or a set of 
data such as a file, record, or block. 

medium access control (MAC) procedure. In a local 
area network, the part of the protocol that governs 
access to the transmission medium independently of 
the physical characteristics of the medium, but taking 
into account the topological aspects of the network, in 
order to enable the exchange of data between data 
stations. 

Medium Access Control (MAC) frame. Frames that 
control the operation of the IBM Token-Ring Network 
and any ring station operations that affect the ring. 

memory. Program-addressable storage from which 
instructions and other data can be loaded directly into 
registers for subsequent execution or processing. 
Synonymous with main storage. 
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microcode. (1) One or more microinstructions. (2) A 
code, representing the instructions of an instruction 
set, that is implemented in a part of storage that is not 
program-addressable. (3) To design, write, and also to 
test one or more microinstructions. 

modem (modulator/demodulator). A device that 
converts digital data from a computer to an analog 
signal that can be transmitted on a telecommunication 
line, and converts the analog signal received to data for 
the computer. 

modified data tag (MDT). A bit in the attribute 
character of a display field that, when set, causes that 
field to be transferred to the channel during a 
read-modified operation. The modified data tag may be 
set by a keyboard input to the field, a selector-pen 
detection in the field, a card read-in operation, or 
program control. The modified data tag may be reset 
by a selector-pen detection in the field, program 
control, or ERASE INPUT key. 

multidrop (network). A network configuration in which 
there are one or more intermediate nodes on the path 
between a central node and an endpoint node. 

multiple logical terminal (MLT). In the 3174, a function 
that provides a CUT-attached, fixed-function display 
station with the ability to interactwith as many as five 
host sessions. Each session is processed as though it 
were a separate display station. 

multistation access unit. In the IBM Token-Ring 
Network, a wiring concentrator that can connect up to 
eight lobes to a ring. 

N 

native mode. A 3179 or 3180 operational mode that 
uses the full capabilities of those models' display and 
keyboard. 

NetView. A comprehensive network management 
product that is the basis for central control of both 
systems for network operations. It supersedes NCCF, 
NPOA, NLOM, and NPM. 

network. (1) An arrangement of nodes and connecting 
branches. Connections are made between data 
stations. (2) A configuration of data proceSSing 
devices and software connected for information 
interchange. 

network administrator. A person who manages the 
use and mai ntenance of a network. 

Network Control Program (NCP) node. In SNA 
products, a subarea node that contains an ACF/NCP 
program but not a system services control point 
(SSCP). 

node. An end point of a link or a junction common to 
two or more links in a network. 

nonswltched line. (1) A connection between systems 
or devices that does not have to be made by dialing. 
Contrast with switched line. (2) A telecommunication 
line on which connections do not have to be 
established by dialing. Synonymous with leased line. 

null modem. A device with two 25-pin O-shell 
connectors that attaches to the station end of a 
standard, straight-through, pin-for-pin EIA 2320 cable. 
The null modem does the crossing-over of the 
appropriate EIA 2320 leads required for the direct 
connection of a terminal or computer to an AEA port. 

o 
offline test. A diagnostic test or data collection 
program that must be run when the 3174 and its 
connected terminals are not in normal operation. 

online test. A diagnostic test or data collection 
program that is run without interrupting the normal 
operation of the 3174 and its associated terminals. 

open. (1) To make an adapter ready for use. (2) A 
break in an electrical circuit. 

operator information area (OIA). The area below the 
line near the bottom of the display area where graphics 
and alphanumeric characters are displayed to define 
the status of the terminal or the system to the operator. 

p 

pacing. (1) A technique by which a receiving station 
controls the rate of transmission of a sending station to 
prevent overrun. (2) In SNA, a technique by which a 
receiving component controls the rate of transmission 
of a sending component to prevent overrun or 
congestion. 

parallel. (1) Pertaining to a process in which all 
events occur within the same interval of time, each 
handled by a separate but similar functional unit; for 
example, the parallel transmission of the bits of a 
computer word along the lines of an internal bus. 
(2) Pertaining to concurrent or simultaneous operation 
of two or more devices or to concurrent performance of 
two or more activities in a single device. (3) Pertaining 
to concurrent or simultaneous occurrence of two or 
more related activities in multiple devices or channels. 
(4) Pertaining to the simultaneity of two or more 
processes. (5) Pertaining to the simultaneous 
processing of the individual parts of a whole, such as 
the bits of a character and the characters of a word, 
using separate facilities for the various parts. 
(6) Contrast with serial. 
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parameter. (1) A variable that is given a constant 
value for a specified application and that may denote 
the application. (2) An item in a menu for which the 
user specifies a value or for which the system provides 
a value when the menu is interpreted. (3) Data passed 
between programs or procedures. 

parity. (1) A transmission error-checking scheme in 
which an extra bit is added to some unit of data, usually 
a byte, in order to make the total number of one bits 
even or odd. For the AEA feature, odd, even, mark, 
space, or no-parity coding is supported. No-parity 
means that no parity bit is sent or expected. Mark and 
space mean that the parity position is always set to one 
or zero, respectively, and that received parity is not 
checked. (2) The state of being either even-numbered 
or odd-numbered. 

parity check. (1) A redundancy check by which a 
recalculated parity bit is compared with the pregiven 
parity bit. (2) A check that tests whether the number of 
ones (or zeros) in an array of binary digits is odd or 
even. 

path. In a network, a route between any two nodes. 

physical unit (PU). In SNA, the component that 
manages and monitors the resources (such as attached 
links and adjacent link stations) of a node, as requested 
by an SSCP through an SSCP-SSCP session. 

port. (1) An access point for data entry or exit. (2) A 
connector on a device to which cables for other devices 
such as display stations and printers are attached. 

Power-On Self-Test (POST). A series of diagnostic 
tests that are run each time the computer's power is 
turned on. 

printer authorization matrix (PAM). A matrix stored in 
the controller that establishes printer assignment and 
classification. 

private branch exchange (PBX). An automatic or 
manual private telephone exchange for transmission of 
calls to and from the public telephone network. 

program access (PA) key. On a display device 
keyboard, a key that produces a call to a program that 
performs display operations. See also program 
function (PF) key. 

program function (PF) key. On a display device 
keyboard, a key that passes a signal to a program to 
call for a particular display operation. See also 
program access (PA) key. 

programmable symbols (PS). Customer-defined 
symbols. There are a maximum of 190 symbols in a 
programmed symbol set. 

programmed symbols (PS). In the 3270 Information 
Display System, an optional feature that stores up to six 
user-definable, program-Ioadable character sets of 190 
characters each in terminal read/write storage for 
display or printing by the terminal. 

Program Tab (PT) order. An order that advances the 
current buffer address to the address of the first 
character location of the next unprotected field and 
resets the character attributes of all characters in the 
field that are replaced by nulls. 

protected field. (1) In word processing, preset data or 
an area that cannot be changed or overridden by an 
operator without altering the program. (2) On a display 
device, a display field in which a user cannot enter, 
mOdify, or erase data. Contrast with unprotected field. 

protocol. (1) A set of semantic and syntactic rules that 
determine the behavior of functional units in achieving 
communication. (2) In SNA, the meanings of and the 
sequencing rules for requests and responses used for 
managing the network, transferring data, and 
synchronizing the states of network components. 

protocol conversion. For the AEA feature, emulation of 
one device protocol by a device designed for a different 
protocol. 

protocol handler. Programming in an adapter that 
encodes and decodes the protocol used to format 
signals sent along a network. 

put. In 3174 central site customizing, to store data 
from the working copy into a library member. 

R 
random access memory (RAM). A storage device into 
which data is entered and from which data is retrieved 
in a nonsequential manner. See also direct access 
storage. 

receptacle. See lobe receptacle. 

register. A storage device having a specified storage 
capacity such as a bit, byte, or computer word, and 
usually intended for a special purpose. 

remote. Pertaining to a system, program, or device 
that is accessed through a telecommunication line. 

request for price quotation (RPQ). An alteration or 
addition to the functional capabilities that the controller 
provides. 

Response Time Monitor (RTM). A network 
management tool that measures and records the 
transaction times of inbound host attention (AID) 
operations from display stations that communicate with 
the host. 
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return code. (1) A code used to influence the 
execution of succeeding instructions. (2) A value 
returned to a program to indicate the results of an 
operation requested by that program. 

ring interface adapter. A device that assumes the 
basic data transmission functions of node, such as 
frame recognition, address decoding, error checking, 
buffering of frames, fault detection, and, in Token-Ring 
Networks, token generation. 

ring network. A network configuration where a series 
of attaching devices are connected by unidirectional 
transmission links to form a closed path. 

ring status. The condition of the ring. 

routing. (1) The assignment 'of the path by which a 
message will reach its destination. (2) In SNA, the 
forwarding of a message unit along a particular path 
through a network, as determined by parameters 
carried in the message unit, such as the destination 
network address in a transmission header. 

s 
segment. A section of cable between components or 
devices on the network. A segment may consist of a 
single patch cable, multiple patch cables connected, or 
a combination of building cable and patch cables 
connected. 

selector pen. A pen-like instrument that can be 
attached to a display station. When a program using 
full-screen processing is assigned to the display 
station, the pen can be used to select items on the 
screen or to generate an attention. Synonym for light 
pen. 

serial. (1) Pertaining to a process in which all events 
occur one after the other; for example, serial 
transmission of the bits of a character according to V24 
CCITT protocol. (2) Pertaining to the sequential or 
consecutive occurrence of two or more related 
activities in a single device or channel. (3) Pertaining 
to the sequential processing of the individual parts of a 
whole, such as the bits of a character or the characters 
of a word, using the same facilities for successive 
parts. (4) Contrast with parallel. 

service access point. A logical point made available 
by an adapter where information can be received and 
transmitted. A single SAP can have many links 
terminating in it. 

session. (1) In network architecture, an association of 
facilities necessary for establishing, maintaining, and 
releasing connections for communication between 
stations. (2) In ML T, synonymous with logical terminal 
(L T). (3) In SNA, a logical connection between two 

network addressable units that can be activated, 
tailored to provide various protocols, and deactivated 
as requested. 

Set Buffer Address (SBA) order. An order that sets the 
buffer address to a specified location. 

simulation. (1) The representation of selected 
characteristics of the behavior of one physical or 
abstract system by another system. In a digital 
computer system, simulation is done by software; for 
example, (a) the representation of physical phenomena 
by means of operations performed by a computer 
system, and (b) the representation of operations of a 
computer system by those of another computer system. 
(2) Contrast with emulation. 

SNA character string (SCS). A character string 
composed of EBCDIC controls, optionally intermixed 
with end-user data, that is carried within a 
request/response unit. 

soft error. An intermittent error on a network that 
requires retransmission. Contrast with hard error. 

Note: A soft error by itself does not affect overall 
reliability of the network, but reliability may be 
affected if the number of soft errors reaches the 
ring error limit. 

solid-state component. A component whose operation 
depends on control of electric or magnetic phenomena 
in solids, for example, a transistor, crystal diode, or 
ferrite core. 

staging adapter. (1) An addition to a System/370 
Model 158 or 168 Integrated Storage Control (ISC) 
feature that enables the integrated storage control to 
operate in a 3850 Mass Storage System. (2) An IBM 
3850 Model 3 Storage Control, which is a 3830 Model 2 
Storage Control that has been modified to operate in a 
3850 Mass Storage System. 

star. A wiring arrangement in which an individual 
cable runs from each work area to a concentration 
point. 

station. (1) An input or output pOint of a system that 
uses telecommunication facilities; for example, one or 
more systems, computers, terminals, devices, and 
associated programs at a particular location that can 
send or receive data over a telecommunication line. 
(2) A location in a device at which an operation is 
performed, for example, a read station. (3) In SNA, a 
link station. 

stop bit. Synonym for stop signal. 

stop signal. In start-stop transmission, a signal at the 
end of a character that prepares the receiving device 
for reception of a subsequent character. Synonymous 
with stop bit. 
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storage. A unit into which recorded text can be 
entered, in which it can be retained and processed, and 
from which it can be retrieved. See also memory. 

structured field. A data stream format that permits 
variable-length data and controls to be parsed into its 
components without having to scan every byte. 

subsystem. A secondary or subordinate system, or 
programming support, usually capable of operating 
independently of or asynchronously with a controlling 
system. The 3174 and its attached terminals are an 
example of a subsystem. 

switched line. A telecommunication line in which the 
connection is established by dialing. Contrast with 
nonswitched line. . 

synchronous. (1) Pertaining to two or more processes 
that depend on the occurrences of a specific event, 
such as common timing signal. (2) Occurring with a 
regular or predictable time relationship. 

Synchronous Data Link Control (SOLC). A discipline 
conforming to subsets of the Advance Data 
Communication Control Procedures (ADCCP) of the 
American National Standards Institute (ANSI) and 
High-level Data Link Control (HDLC) of the International 
Organization for Standardization, for managing 
synchronous, code-transparent, serial-by-bit 
information transfer over a link connection. 
Transmission exchanges may be duplex or half-duplex 
over switched or nonswitched links. The configuration 
of the link connection may be point-to-point, multipoint, 
or loop. See also binary synchronous communication 
(BSe). 

system configuration. A process that specifies the 
devices and programs that form a particular data 
processing system. 

system services control point (SSCP). In SNA, the 
focal point within an SNA network for managing the 
configuration, coordinating network operator and 
problem determination requests, and providing 
directory support and other session services for end 
users of the network. Multiple SSCPs, cooperating as 
peers, can divide the network into domains of control, 
with each SSCP having a hierarchical control 
relationship to the physical units and logical units 
within its domain. 

Systems Network Architecture (SNA). The description 
of the logical structure, formats, protocols, and 
operational sequences for transmitting information 
units through, and controlling the configuration and 
operation of, networks. 

T 

telecommunication-attached. Pertaining to the 
attachment of devices by teleprocessing lines to a host 
processor. Synonym for remote. Contrast with 
channel-attached. 

telecommunication control unit. See communication 
control unit. 

terminal. In data communication, a display station or 
printer capable of sending or receiving information. 

terminal adapter (TA). An adapter that provides 
control for a maximum of 32 terminals; each BNC 
connector (four in all) on the terminal adapter can 
control either one terminal that is directly attached or 
as many as eight terminals that are attached through a 
terminal multiplexer adapter (located in the 3174) or a 
3299 Terminal Multiplexer (located outside the 3174). 

terminal component. A separately addressable part of 
a terminal that performs an input or output function, 
such as the display component of a keyboard-display 
device or a printer component of a keyboard-printer 
device. 

terminal emulation. The capabi I ity of a 
microcomputer, personal computer, 3270 CUT mode 
display station, 3270 printer, ASCII display station, or 
ASCII printer to operate as if it were a particular type of 
terminal linked to a processing unit and to access data. 

terminal multiplexer. A device, such as the 3299 
Terminal Multiplexer, for interleaving the signals for 
many devices onto a single coaxial cable. 

terminal multiplexer adapter (TMA). This adapter is 
connected to the terminal adapter in the 3174 and 
provides control for a maximum of eight terminals. 

terminal node. (1) In a hierarchical data base, a node 
that has no subordinate records or segments. (2) In 
SNA products, a peripheral node that is not 
user-programmable and has less processing capability 
than a cluster controller node. Examples are nodes 
consisting of the IBM 3277 Data Station, 3767 
Communication Terminal, 3614 Consumer Transaction 
Facility, and 3624 Consumer Transaction Facility. 

terminal port. (1) In a network, the functional unit of a 
node through which data can enter or leave the 
network. (2) The part of a processor that is dedicated 
to a Single data channel for the purpose of receiving 
data from or transferring data to one or more external 
or remote devices. 

terminal type menu. A list of all the available names 
and terminal types for a given port. 
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time-out. (1) An event that occurs at the end of a 
predetermined period of time that began at the 
occurrence of another specified event. (2) A time 
interval allotted for certain operations to occur; for 
example, response to polling or addressing before 
system operation is interrupted and must be restarted. 
(3) A terminal feature that logs off a user if an entry is 
not made within a specified period of time. 

to diskette. The diskette that receives the transferred 
data. 

to drive. The drive that receives the transferred data. 

token. In a local area network, the symbol of authority 
passed among data stations to indicate the station 
temporarily in control of the transmission medium. 

Note: A token is a particular mes~age or bit pattern 
that signifies permission to transmit. 

Token-Ring Network. (1) A ring network that allows 
unidirectional data transmission between data stations 
by a token-passing procedure over one transmission 
medium so that the transmitted data returns to the 
transmitting station. (2) A network that uses a ring 
topology, in which tokens are passed in a circuit from 
node to node. A node that is ready to send can capture 
the token and insert data for transmission. 

transmission control unit (TCU). A communication 
control unit whose operations are controlled solely by 
programmed instructions from the computing system to 
which the unit is attached. No program is stored or 
executed in the unit, for example, the IBM 2702 and 
2703 Transmission Controls. Contrast with 
communication control/er. Synonymous with 
telecommunication control unit. 

type. In the 3174 Establishment Controller, the 
identifying number of a card. For example, 9150 is the 
type number of the terminal adapter in the 3174. 

type-1 communication adapter. The 3174 adapter that 
supports communication between the 3174 (and its 
terminals) and a host over telecommunication links 
using any of these interfaces: (a) EIA 232DIV.24 and 
V.35 for SNA/SDLC, (b) BSC, and (c) X.25. The user 
selects the appropriate interface. 

type-2 communication adapter. The 3174 adapter that 
supports communication between the 3174 (and its 
terminals) and a host over telecommunication links 
using either the X.21 interface for SNA/SDLC or the 
X.25 interface. The user selects the interface. 

u 
unprotected field. A displayed field in which a user 
can enter, modify, or delete data. Contrast with 
protected field. 

update. In 3174 central site customizing, to tailor a 
library member's customizing data, in working copy, 
and put it back to the library diskette. 

upgrade. In 3174 central site customizing, to select a 
library member and upgrade its data to the microcode 
level of the Central Site Customizing Procedure 
diskette. 

upstream. (1) In the direction opposite to data flow or 
toward the source of transmission. (2) Toward the 
processor from an attached unit or end user. 
(3) Contrast with downstream. 

Utility disk. A diskette or fixed disk that contains the 
microcode necessary to run various utilities, for 
example, to copy portions of a diskette for a backup 
diskette. 

Utility (UTL) diskette. A diskette that contains the 
microcode necessary to run various utilities, for 
example, to copy portions of a diskette for a backup 
diskette. 

v 
V.35 communication adapter. A communication 
adapter that can combine and send information on one 
line at speeds up to 64 kbps, and conforms to the CCITT 
V.35 standard. 

w 
wire fault. An error condition caused by a break in the 
wires or a short between the wires (or shield) in a 
segment of cable. 

work area. An area in which terminals (such as 
display stations, keyboards, and printers) are located. 
Access units may also be located in work areas. 

wrap test. A test that checks attachment or control unit 
circuitry without checking the mechanism itself by 
returning the output of the mechanism as input. For 
example, when unrecoverable communication adapter 
or machine errors occur, a wrap test can transmit a 
specific character pattern to or through the modem in a 
loop and then compare the character pattern received 
with the pattern transmitted. 

write. To make a permanent or transient recording of 
data in a storage device or on a data medium. 
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write control character (WCC). A character used in 
conjunction with a Write command to specify that a 
particular operation, or combination of operations, is to 
be performed at a display station or printer. 

Write Structured Field (WSF) command. A command 
used to transmit data in structured field format. 

x 
X.21 .. In data communication, a recommendation of the 
International Telegraph and Telephone Consultative 
Committee (CCITT) that defines the interface between 
data terminal equipment and public data networks for 
digital leases and circuit switched synchronous 
services. 

X.21 communication adapter. A communication 
adapter that can combine and send information on one 
line at speeds up to 64 kbps, and that conforms to 
CCITT X.21 standards. 

X.2S. In data communication, a recommendation of the 
CCITT that defines the interface between data terminal 
equipment and packet switching networks. 

3 

3270 data stream. (1) The commands, control codes, 
orders, attributes, and data or structured fields for 3270 
devices, that are transmitted inbound to an application 
program or outbound to a terminal. (2) Data being 
transferred from or to an allocated primary or tertiary 
device, or to the host system, as a continuous stream of 
data and 3270 Information Display System control 
elements in character form. 

3270 emulation. The use of a program that allows a 
device or system such as a personal computer or a 
System/38 to operate in conjunction with a host system 
as if it were a 3270-series display station or control 
unit. 
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alerts, operator-originated 2-220,2-281 
Alt 1 IML operations 

normal IML description 1-55 
normal IML procedure 1-55 
procedures 1-53 

Alt 1 pushbutton 1-31 
Alt 2 procedures 

Alt 2 IML description 1-56 
Alt 2 (Test 82) diskette procedure 1-56 
Alt 2 (Test 82) fixed disk procedure 1-57 

Alt 2 pushbutton 1-31 
Alternating Current (AC) 

SeeAC 
Asynchronous Emulation Adapter online tests 2-213, 

2-274 
asynchronous emulation adapter (AEA) 

ASCII devices 1-15 
bus interface 1-15 
communication links 1-42 
communications 1-39 
connection and control 1-38 
customizing port sets 1-46 
customizing station sets 1-46 
description 1-38 
device attachments 1-9 
direct cable 2-149 
direct cabling using a null modem 2-150 
external cables 2-147 
function number description (FN 01) 2-147 
hardware 1-40 
I/O panel and cable 3-12 
modem specifications and switch settings 2-292 
nonswitched modem cable 2-148 
port driver/receiver wrap test (FN 01) 2-147 
protocol conversion 1-15 
start/stop ports 1-15 
switched modem cable 2-148 

asynchronous emulation adapter (AEA) (continued) 
wrap plug 1-60 
wrap plug wiring 2-147,2-151 

asynchronous emulation adapter (AEA) feature 
communications 1-39 
connection menu 1-44 
customizing 1-46 
logical path 1-43 
physical path 1-43 

B 
base hardware 

configuration description 1-5 
3174 configurations 1-5 

bus/tag tailgate assembly removal/replacement 3-18 

c 
cable media connectors A-6 
Cabling System, IBM 

description A-2 
star wiring A-2 
3299 Model 1 A-3 
3299 Model 2 A-3 
3299 Model 3 A-3 

call accepted (SVC) (X.25) 8-5 
call connected (SVC) (X.25) 8-5 
call progress signal code (X.21) C-9 
call request (SVC) (X.25) 8-5 
card plugging 3-3 
CAUTION 

power cable 1-50 
removinglinserting FRUs 2-7 

central site change management 
central site library 1-32 
data types 1-33 
description 1-32 
microcode release 1-32 
NetView Distribution Manager 1-32 

Central Site Customizing 
central site library 1-32 
channel adapter 

channel driver/receiver wrap test 2-140 
description 1-15 
SNA modes 1-15 
support 1-15 

channel attachment 4-11 
channel driver/receiver wrap test 2-140 
channel interface driver/receiver card 1-15 
channel interface switch 1-31 
channel interface switch and indicator test (FN 

02) 2-146 
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channel wrap blocks 1-60 
Check Cond indicator 1-30 
checking the terminal ready (S, 4, or 6) 

condition 2-289 . 
clear confirmation (SVC) (X.25) 8-5 
clear indication (SVC) (X.25) 8-5 
Clear pushbutton 1-31 
clear request (SVC) (X.25) 8-5 
codes, status 

assignments 1-22 
display formats 1-20 
event log format 1-27 
examples 1-27 
general information 1-19 
hardware group numbers 1-17 
multiple, operator-panel presentation 1-22 
operator panel format 1-27 
qualifiers 1-25 
single, operator panel presentation 1-21 
terminal presentation 1-21 
0000 through 0150 1-22 
1000 through 1099 1-23 
13xx 1-23 
2xx 1-22 
2xxx 1-23 
3xx 1-22 
3xxx 1-23 
4xx 1-23 
4xxx 1-24 
5xx 1-23 
5xxx 1-24 
6xx and 7xx 1-23 
7xxx 1-24 
8xx 1-23 
8888 1-24 

color convergence 2-198,2-259 
COMM key (X.25) 8-22 
communication adapter 

description 1-14,1-16 
function number descriptions 2-135 
interface wrap test (FN 01) 2-135 
modem wrap test (FN 02) 2-135 
optional tests 2-134 
Type 1 8-3 
Type 1 driver static test (FN 07) 2-136 
Type 1 interface status test (FN 04) 2-135 
Type 1 (EIA/V.35) test 2-135 
Type 1 (HG 11) 1-14 
Type 2 C-2 
Type 2 HG 11 1-14 
Type 2 interface clock test (FN 05) 2-135 
Type 2 (X.21) test 2-135 
V.35 cable wrap test (one testloper switches) 2-136 
V.35 cable wrap test (three test/oper 

switches) 2-136 
communication adapter function number 

descriptions 2-135 

communication configurations 1-6 
compatibility, microcode support 3-8 
component locations 3-2 
composite error message description 2-312 
configuration menu test 2 2-175,2-235 
configurations 

base and feature hardware 1-5 
FRU descriptions and functions 1-14 
host communication 1-6 
terminal adapter attachment 1-7 
3174 additional features 1-5 
3174 attachment configuration examples 1-7 
3174 configurations 1-5 
3174 hardware 1-5 
3174 Models 1L and 11L additional features 1-5 

connecting bus/tag channel cables 4-5 
connecting the power control and sequence 

cable 4-10 
connection menu 1-44 
connectors A-6 
control blocks, display 2-186,2-247 
Control diskette 1-29 
controller channel priority 4-3 
convergence, color 2-198, 2-259 
copy files Utility 2-286 
customize the Control disk 2-285 
customizing 

D 

AEA feature 1-46 
channel attachment information 4-11 
port sets 1-46 
station sets 1-46 

data flow, 3174 1-10 
data link control function (X.21) 

call ready (X.21) C-5 
dialing (X.21) C-6 
direct call (X.21) C-6 
disconnection (X.21) C-6 
incoming call in progress (X.21) C-5 
local mode (X.21) C-6 
outgoing call in progress (X.21) C-6 

Data Transfer indicator 1-30 
data (PVC/SVC) (X.25) 8-6 
data, vital 2-183, 2-244 
DC 

indicator 1-48 
power supply description 1-48 
voltage chart 1-49 
voltage test points 1-48 

device signal cable media connectors A-6 
device status, 3270 2-177, 2-237 
diagnostic aids 

Asynchronous Emulation Adapter optional 
tests 2-147 

channel driverlreceiver wrap test 2-140 
channel interface switch and indicator test (FN 

02) 2-146 
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diagnostic aids (continued) 
communication adapter optional tests 2-134 
diagnostic (PVC/SVC) (X.25) 8-7 
diskette drive optional tests 2-125 
displaying test monitor functions (terminal 

control) 2-161 
hardware group basic tests 2-115,2-123 
hardware g roup optional tests 2-116 
hardware group test ails 2-114 
loading the Test Monitor from a fixed disk 2-120 
loading the Test Monitor from diskette 2-119 
offline tests 2-114 
operator panel test 2-133 
running hardware group basic tests 2-123 
running hardware group test ails 2-123 
terminal adapterlTMA optional tests 2-152 
test all 81 (CSU) 2-114 
test all 82 (Alt 2 IML) 2-115 
testall87 2-115 
test parameters 2-119 
test request format 2-117 
Token-Ring adapter tests 2-155 
wrap test analysis 2-142 

diagnostic aids configuration 8 2-223 
diagnostic code modifiers 8-26 
diagnostic code(s) 

codes from DCE 8,;,27 
codes from DTE 8-28 
modifiers 8-26 

diagnostic (PVC/SVC) (X.25) 8-7 
Diagnostics 2-286 
dial mode screen (X.25) 

CID (X.25) 8-20 
CUG (X.25) 8-21 
DPKT (X.25) 8-21 
DWND (X.25) 8-21 
HNAD default 8-19 
HNAD (X.25) 8-20 
10PT (X.25) 8-21 
I/O (X.25) 8-21 
NPKT (X.25) 8-20 
NWND (X.25) 8-20 
DOPT (X.25) 8-21 
QLLC (X.25) 8-21 
RPOA (X.25) 8-21 
screen layout 8-19 
TCLS (X.25) 8-21 

dial strings 2-292 
direct cable 2-149 
direct cabling using a null modem 2-150 
Direct Current (DC) , 

See DC 
disconnecting the bus and tag cable 2-288 
diskette drive{s) 

fixed 1-14 
media surface test (FN 02) 2-126 
motor power supply 1-48 
optional tests 2-125 

diskette drive(s) (continued) 
ready test 2-125 
removal/replacement 3-16 

diskette{s) 
characteristics 1-28 
Control diskette 1-29 
description 1-14 
drive(s) 1-14 
DSL diskette 1-29 
encrypt/decrypt diskette 1-29 
interfaces 1-14 
limited function utility diskette 1-29 
maximum RPQs 1-29 
RPQ diskette 1-29 
Utility diskette 1-29 
3174 dump diskette 1-30 

display control blocks 2-186,2-247 
display FRU ID table (FN 05) 2-162 
display hardware configuration (FN 04) 2-162 
display logs menu test 1 2-169,2-229 
display test log count/time IML drive (FN 07) 2-162 
display test log - IML drive (FN 02) 2-161 
display the Master Menu 2-284 
displaying the test log 2-159 
displaying the test monitor functions (terminal 

control) 2-161 
distributed function dump 2-222 
DSL diskette 1-29 
dump distributed function terminal 2-222 
dump failure, analyzing 2-306 
dump procedure 2-305 
dump, test D distributed function terminal 2-283 

E 
EIAIV.35 wrap plug 1-58 
emergency power off 1-52 
encrypt/decrypt adapter HG 46 1-16 
encrypt/decrypt diskette 1-29 
EncryptlDecrypt Utility 2-286 
Enter pushbutton 1-31 
environmental classifications 1-57 
envi ronmental restrictions 

acoustics 1-57 
gas 1-57 
humidity 1-57 
pollutants 1-57 
shock 1-57 
temperature 1-57 
temperature and relative humidity 1-57 
vibration 1-57 

error completion modifier bits (X.21) C-10 
error conditions 1-24 
event log 

alerts 1-17 
byte capacity 1-24 
description 1-24 
error conditions 1-24 
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event log (continued) 
event capacity 1-24 
example 1-24 
hardware group numbers 1-17 
log records 1-24 
microcode release 1-24 
resetting 1-24 
sample 1-25 
status code format 1-27 
status conditions 1-24 
troubleshooting problems 1-24 

Extension key (X.25) 

F 

additional key functions B-17 
extension mode B-17 
X.25 function keys (X.25) 8-19 

fan removal/replacement 3-19 
field replaceable unit identification (FRU 10) 1-19 
field replaceable unit (FRU) 

AEA(HG21,22,23) 1-15 
channel adapter HG 16 1-15 
channel interface driver/receiver card HG 16 1-15 
descriptions and functions 1-14 
diskette drives HG 01 or 02 1-14 
encrypt/decrypt adapter HG 46 1-16 
file/terminal adapter HG 01, 02, and 26 1-15 
fixed disk drive(s) (HG 03 and HG04) 1-14 
hardware configuration table 1-19 
hardware group number assignments 1-17 
operator panel HG 09 .1-14 
operator panel module 1-19 
problem determination 2-6 
processor card HG 87 1-16 
replacement strategy 2-6 
storage card (1 MB) HG 87 1-16 
storage card (2MB) HG 87 1-17 
storage card (512KB) HG 87 1-16 
terminal multiplexer adapter (HG 26) 1-15 
Token-Ring adapter HG 31 1-16 
type number assignments 1-18 
Type 1 communication adapter HG 11 1-14 
Type 2 communication adapter HG 11 1-14 

file/terminal adapter HG 01,02, and 26 1-15 
fixed disk CSU surface scan test (FN 51) 2-130 
fixed disk drive(s) 

CSU surface scan test (FN 51) 2-130 
defect fix test (FN 32) 2-128 
description 1-14 
display scan defect table (FN 34) 2-128 
full format test (FN 33) 2-128 
motor power supply 1-48 
optional tests 2-127 
removal replacement 3-17 
storage capacity 1-14 
surface scan test (FN 31) 2-127 

fixed disk surface scan test (FN 31) 2-127 
forcing the 3174 offline 

Aft 1 method 2-287 
power-down method 2-288 
warning 2-140 

FRU 
See field replaceable unit (FRU) 

function number descriptions, terminal adapter 2-153 
function push buttons 

Advance 1-31 
Alt 1 1-31 
Alt 2 1-31 
Clear 1-31 
description 1-31 
Enter 1-31 
IML 1-31 
operator panel 1-31 

functions, extended 2-198,2-259 

G 
general description 

AEA device attachments 1-9 
diskette drive(s) 1-14 
diskettes 1-28 
event log 1-24 
field replaceable unit identification (FRU 10) 1-19 
fixed disk drive(s) 1-14 
FRU descriptions and functions 1-14 
hardware group numbers 1-17 
non-SNA compatibility 1-5 
operator panel 1-14 
service strategy 1-4 
SNA compatibility 1-5 
status code assignments 1-22 
status codes 1-19 
Type 1 communication adapter HG 11 1-14 
Type 2 communication adapter 1-14 
3174 data flow 1-10 
3174 host communication configurations 1-6 
3174 Models 1Land 11L additional features 1-5 
3174 &estab, 1-10 

general information 
AEA device attachments 1-9 
Control diskette 1-29 
diskettes 1-28 
OSL diskette 1-29 
encrypt/decrypt diskette 1-29 
event log 1-24 
FRU descriptions and functions 1-14 
FRU type numbers 1-18 
general procedures 2-284 
hardware configurations 1-5 
hardware group numbers 1-17 
limited function utility diskette 1-29 
Models 1 Land 11 Lchannel-attached (local) 1-5 
Models 1 Rand 11 Rtelecommunication-attached 

(remote) (V.35/EIA) 1-5 
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general information (continued) 
Models 2R and 12Rtelecommunication-attached 

(remote) (X.21) 1-5 
Models 3R and 13RToken-Ring attached 1-5 
non-SNA compatibility 1-5 
operator panel 1-30 
RPQ diskette 1-29 
service strategy 1-4 
SNA compatibility 1-5 
status code assignments 1-22 
status codes 1-19 
Utility diskette 1-29 
3174 configurations 1-5 
3174 data flow 1-10 
3174 dump diskette 1-30 
3174 Establishment Controller 1-3 
3174 hardware configurations 1-5 
3174 host communication configurations 1-6 
3174 models 1-5 
3174 Models 1L and 11L additional features 1-5 

general procedures 

H 

adding a patch 2-298 
adding a Zap patch 2-302 
analyzing a 3174 dump failure 2-306 
checking the terminal ready (S, 4, or 6) 

condition 2-289 
determining the Token-Ring adapter 

addresses 2-156 
disconnecting the bus and tag cable 2-288 
forcing the 3174 Models 1 Land 11 L, Alt 1 

method 2-287 
forcing the 3174 Models 1L and 11L, power-down 

method 2-288 
installation 4-2 
performing the 3174 dump procedure 2-305 
placing the 3174 Models 1L and 11L online 2-287 
powering off the 3174 Models 1L and 11L 2-289 
powering on the 3174 Models 1L and 11L 2-289 
processing an existing patch 2-304 
removing the channel adapter driver/receiver 

card 2-288 
starting the patch procedure 2-296 
taking the 3174 Models 1L and 11L offline 2-287 
using the 3174 patch procedure 2-295 

hardware configuration 
additional features 1-5 
FRU descriptions and functions 1-14 
table 1-19 
3174 base hardware 1-5 

hardware group 
basic tests 2-115 
loop parameter 2-119 
optional tests 2-116 
test ails 2-114 
test parameters 2-119 

hardware group numbers 
assignments 1-17 
basic tests 2-115 
description 1-17 
optional tests 2-116 
test all 81 (CSU) 2-114 
test all 82 (ALT 2 IML) 2-115 
test all 87 2-115 
test request format 2-117 

Hayes Smart-Modem 1200 
configuration switch settings 2-294 
S Register settings 2-295 
setup 2-294 
specifications and switch settings 2-292 

HG03, fixed disk 1 1-14 
HG04, fixed disk 2 1-14 
host communications 

ASCII devices 1-15 
channel adapter 1-15 
channel interface 1-15 
EIA 2320 connector 1-15 

host system 
power control and sequencing 1-51 
remote power-off sequence 1-52 
remote power-on sequence 1-51 

how to display the master menu 2-284 
how to use the trace facility 2-210, 2-271 
humidity 

I 

limits 1-57 
range 1-57 

IBM Cabling System 
description A-2 
star Wiring A-2 
3299 Model 1 A-3 
3299 Model 2 A-3 
3299 Model 3 A-3 

IBM Token-Ring Network 
baseband system 1-36 
Gateway feature microcode 1-35 
interface 1-35 
operation 1-35 
problems 1-4 
SNA host processor 1-34 
3270 Gateway feature 1-34 

IBM 5821 and 5842 
configuration switch settings 2-293 
setup 2-293 
specifications and switch settings 2-292 
switch settings 2-293 

Identify Customizing Keyboard 2-286 
IML 

Alt 1 normal description 1-55 
Alt 1 normal procedure 1-55 
Alt 1 operations 1-53 
Alt 1 procedures 1-53 
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IML (continued) 
Alt 2 procedure 1-56 
Alt 2 (Test 82) diskette procedure. 1-56 
Alt 2 (Test 82) fixed disk procedure 1-57 
description 1-53 
hardware configuration table 1-19 
normal 1-53 

IML pushbutton 1-31 
incoming call (SVC) (X.25) 8-5 
indicators 

AC 1-48 
Check Cond indicator 1-30 
Data Transfer indicator 1-30 
DC 1-48 
description 1-30 
Offl i ne i nd icato r 1-30 
PVC 8-22 
Status indicators 1-30 
SVC 8-7 
SVC indicators 8-7 

indicators (X.25) 
call ready 8-15 
communication reminder 8-16 
data ready (in use) 8-16 
dial in 8-15 
disconnect in progress 8-16 
incoming call in progress 8-15 
local 8-16 
outgoing call in progress 8-15 
PVC 8-22 
SVC 8-7 

Initial Microcode Load (IML) 
See IML 

initial symptom chart 2-6 
inspection 

checking for unsafe conditions 5-2 
checklist 5-3 
general checklist guidelines 5-2 
preparation 5-2 
safety hazards 5-2 

installation 
connecting bus/tag channel cables 4-5 
connecting the power control and sequence 

cable 4-10 
controller channel priority 4-3 
customizing parameters 4-11 
description 4-2 
priority switches 4-2 
procedure 4-2 
UCW settings 4-3 

interrupt levels 3-7 

J 
Japan NTT 2-136 

K 
keypad 

L 

description 1-30 
operator panel 1-30 

lamp test, how to perform 2-284 
level, microcode support 3-8 
Limited Function Utility diskette 1-29 
LOCAL key (X.25) 8-22 
local power on 1-32 
Local/Remote Power Control rotary switch 1-31 
logic board removal/replacement 3-20 
logic cards removal/replacement 3-9 
logical channels (X.25) 8-4 
logical path, controller 1-43 
logs, reset 2-182,2-243 
loop 2-119,2-124 

M 
maintenance analysis procedures 

See MAPs (Maintenance AnalysiS Procedures) 
MAPs (Maintenance Analysis Procedures) 

MAP 0100 Check Cond Ind Is On 2-8 
MAP 0110 Operator Panel Isolation 2-10 
MAP 0120 Status Code Not Indicated or 

Known 2-12 
MAP 0200 Printer(s) Problem Entry 2-13 
MAP 0200 Terminal(s) Problem Entry 2-13 
MAP 0210 Terminal Adapter Card Isolation 2-15 
MAP 0220 Terminal Attachment Configuration 

Chart 2-17 
MAP 0230 TMA Card Isolation 2-18 
MAP 0240 3299 Model 2, 3 Isolation 2-23 
MAP 0250 3299 Model 1 Isolation 2-29 
MAP 0260 Printer(s) Isolation 2-33 
MAP 0260 Terminal(s) Isolation 2-33 
MAP 0300 Host Remote 3174 Isolation 2-35 
MAP 0400 PIO/CH-IO 8us and ROS Isolation 2-39 
MAP 0410 File Adapter PIO 8us Isolation 2-45 
MAP 0420 Active System Reset Isolation 2-47 
MAP 0430 File Adapter or Drive Failures 2-50 
MAP 0500 Storage 8us Failure 2-53 
MAP 0600 MMIO 8us Failure 2-54 
MAP 0610 Token-Ring Network 3174 Isolation 2-55 
MAP 0700 DC Power Indicator Is Off 2-58 
MAP 0710 Power Load Isolation 2-60 
MAP 0800 FRU 10 8us Isolation 2-65 
MAP 0900 Channel Problems 2-70 
MAP 0910 Online/Offline Channel Problem (Models 

1L and 11L) 2-71 
MAP 0920 Local Channel 3174 Isolation 2-74 
MAP 1000 ASCII Problem Entry 2-78 
MAP 1010 All ASCII Ports Are Failing 2-82 
MAP 1020 Direct Attached Port-Any Failure 2-84 
MAP 1030 Leased Line (non-switched) Port-Any 

Failure 2-91 
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MAPs (Maintenance Analysis Procedures) (continued) 
MAP 1040 Switched Line Port-Any Failure 2-98 
MAP 10503278 (or Equivalent) Terminal Failing to 

Communicate to an ASCII Host 2-112 
master menu 2-284 

master menu options 2-284 
Master Menu panel 2-284 
Media Management 2-286 
menu test online Config b 2-226 
menu, token-ring test 2-199,2-260 
Merge DSl code 2-286 
Micom 3012 and 3024 

configuration switch settings 2-295 
specifications and switch settings 2-292 
51 and S2 switch group 2-295 

Microcode level support 3-8 
microcode support compatibility 3-8 
Microcode Upgrade 2-286 
Models 1 land 11 l power controls 1-32 
Models 1R, 2R, 3R, 11R, 12R, and 13R power 

control 1-32 
modem 

direct cabling using a null modem 2-150 
specifications and switch setti ngs 2-292 
switched and nonswitched cable 2-148 

modem specifications and switch settings 2-292 
Multi-Host Support 1-37 
multiple operational status codes 1-20 
multiplexer port wrap (FN 02) 2-153 
multiplexer wrap all (FN 06) 2-154 

N 
normal operating procedure (X.25) 

call ready (X.25) 8-9 
cause and diagnostic indicators (X.25) 8-11 
data ready (X.25) 8-10 
description 8-8 
disconnection (X.25) 8-10 
exceptional case handling (X.25) 8-11 
incoming call (X.25) 8-11 
local mode (X.25) 8-11 
X.25 SVC states and key operation 8-1~ 

NTT Japan 2-136 

o 
Offline indicator 1-30 
offline test menu 2-166 
offline test status code presentation (terminal) 1-21 
offl i ne tests 

channel driver/receiver wrap test 2-140 
communication adapter optional tests 2-134 
diagnostic aids 2-114 
disk drive optional tests 2-127 
diskette drive media surface test 2-126 
diskette drive optional tests 2-125 

diskette drive ready test 2-125 

offline tests (continued) 
displaying the test log 2-159 
hardware group basic tests 2-115,2-123 
hardware group numbers 1-17 
hardware group optional tests 2-116 
hardware group test ails 2-114,2-123 
methods 2-120 
multiple-status code presentation (operator 

panel) 1-22 
operator panel test 2-133 
processor/storage tests 2-123 
setting and reading the timer 2-132 
single-status code presentation (operator 

panel) 1-21 
status code presentation 1-21 
status code presentation (terminal) 1-21 
terminal adapter/TMA optional tests 2-152 
terminal control test menus 2-120 
test all 81 (CSU) 2-114 
test all 82 (A It 2 IMl) 2-115 
test all 87 2-115 
test parameters 2-119 
test request format 2-117 
Token-Ring adapter tests 2-155 

OlT routines 2-310,2-313 
online tests config A5/S5 

test menu 2-166 
tests online, description 2-163 
test 0 terminal check 2-168 
test 1 display logs menu 2-169 
test 2 configuration menu 2-175 
test 3 3270 device status information 2-177 
test 4 reset logs and cable errors 2-182 
test 5 display vital data 2-183 
test 6 display control blocks 2-186 
test 7 color convergence 2-198 
test 8 extended functions and programmed 

symbols 2-198 
test 9 display the token-ring test menu 2-199 
test 10 port wrap tests 2-209 
test 11 trace control 2-210 
test 12 Asynchronous Emulation Adapter 

tests 2-213 
test A operator-originated alerts 2-220 
test 0 distributed function terminal dump 2-222 

online tests config 8 
online test menu 2-226 
tests online, description 2-223 
test 0 terminal check Config B 2-228 
test 1 display logs menu Config 8 2-229 
test 2 configuration menu Config 8 2-235 
test 3 3270 device status information Config 

B 2-237 
test 4 reset logs and cable errors Config 8 2-243 
test 5 display vital data Config 8 2-244 
test 6 display control blocks Config B 2-247 
test 7 color convergence Conflg B 2-259 
test 8 extended functions and programmed symbols 

Conflg B 2-259 
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online tests config 8 (continued) 
test 9 display the token-ring test menu Config 

8 2-260 
test 10 port wrap tests Config 8 2-270 
test 11 trace control Config 8 2-271 
test 12 Asynchronous Emulation Adapter tests 

Config 8 2-274 
test A operator-originated alerts Congig 8 2-281 
test D distributed function terminal dump Config 

8 2-283 
operational status code operator panel 

presentation 1-20 
operator panel 

adapter card removal/replacement 3-15 
Advance pushbutton 1-31 
Alt 1 pushbutton 1-31 
Alt 2 pushbutton 1-31 
Channel Interface switch 1-31 
Check Cond indicator 1-30 
Clearpushbutton 1-31 
Data Transfer indicator 1-30 
description 1-14, 1-30 
Enter pushbutton 1-31 
fixed disk location 1-14 
function pushbuttons 1-31 
IML pushbutton 1-31 
indicators 1-30 
interfaces 1-14 
keypad 1-30 
location 1-14 
multiple operational status codes 1-20 
multiple-status code presentation 1-22 
Offline indicator 1-30 
operational status code presentation 1-20 
removal/replacement 3-14 
running the operator panel test 2-133 
scan defect table output 2-129 
single operational status code 1-20 
single..:status code presentation 1-21 
starting offline tests 2-114 
status code format 1-27 
status codes 1-17 
Status indicators 1-30 

operator panel lamp test 2-284 

p 
packet types (X.25) 8-4 
patch, adding 2-298 
patch, starting the procedure 2-296 
PC patch 2-295 
performing the 3174 dump procedure 2-305 
permanent virtual circuit (PVC) (X.25) 

COMM key 8-22 
data (X.25) 8-6 
description 8-22 
diagnostic (PVC/SVC) 8-7 
indicators 8-22 

permanent virtual circuit (PVC) (X.25) (continued) 
LOCAL key 8-22 
PVC keys 8-22 . 
receiver not ready (X.25) 8-6 
receiver ready (X.25) 8-6 
reset confirmation (X.25) 8-6 
reset indication (X.25) 8-6 
reset request (X.25) 8-5 
restart confirmation (X.25) 8-6 
restart indication (X.25) 8-6 
restart request (X.25) 8-6 
summary of states and indicators 8-23 

physical path, controller 1-43 
placing the 3174 Models 1 Land 11 L online 2-287 
port sets, customizing 1-46 
port wrap function numbers 2-153 
port wrap tests 2-209, 2-270 
power control 

connecting the sequence cable 4-10 
local power on 1-32 
location 1-31 
Models 1L and 11L 1-32 
Models 1R, 2R, 3R, 11R, 12R, and 13R 1-32 
panels 1-32 
prime AC section 1-48 
remote power on 1-32 
sequence cable 1-51 

power supply 
AC indicator 1-48 
AC mainline disconnect 1-50 
AC power switch 1-31 
DC indicator 1-48 
description 1-48 
emergency power off 1-52 
high voltage 1-48 
low voltage 1-48 
problem determination 1-48 
removal/replacement 3-13 
voltage chart 1-49 

power switch, AC 1-31 
powering off the 3174 Models 1L and 11L 2-289 
powering on the 3174 Models 1L and 11L 2-289 
pri nter exerciser test (FN 07) 2-154 
priority switches 4-2 
problem determination 

See also MAPs (Maintenance Analysis Procedures) 
initial symptom chart 2-6 
matching the symptom 2-6 
power supply 1-48 
strategy 1-4 
wrap test analysis 2-142 

processing a patch 2-296 
processor card HG 87 1-16 
PVC 

See permanent virtual circuit (PVC) (X.25) 
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R 
reading the timer (FN 01) 2-132 
receiver not ready (PVC/SVC) (X.25) 8-6 
receiver ready (PVC/SVC) (X.25) 8-6 
release, microcode level support 3-8 
remote power on 1-31, 1-32 
removal/replacement 

AEA&. I/O panel and cable 3-12 
bus/tag tailgate assembly 3-18 
cards with extractor levers 3-9 
cards with thumbscrews 3-11 
diskette drive 3-16 
fan 3-19 
fixed disk drive 3-17 
logic board 3-20 
logic cards 3-9 
operator panel 3-14 
operator panel adapter card 3-15 
power supply 3-13 
procedures 3-9 

removing the channel adapter driver/receiver 
card 2-288 

repair 
general information 3-2 
strategy 1-4 

reset confirmation (PVC/SVC) (X.25) 8-6 
reset indication (PVC/SVC) (X.25) 8-6 
reset logs 2-182, 2-243 
reset request (PVC) (X.25) 8-5 
reset test log - IML Drive (FN 03) 2-161 
restart confirmation (PVC/SVC) (X.25) 8-6 
restart indication (PVC/SVC) 8-6 
restart request (PVC/SVC) (X.25) 8-6 
restrictions 

maximum AEAs 1-9 
maximum configuration 1-12 
Models 3R and 13R 1-12 
number of installed patches 2-295 

restrictions, environmental 
acoustics 1-57 
gas 1-57 
humidity 1-57 
pollutants 1-57 
shock 1-57 
temperature 1-57 
temperature and relative humidity 1-57 
vibration 1-57 

RPQ diskette 1-29 
running tests 

Asynchronous Emulation Adapter optional 
tests 2-147 

communication adapter optional tests 2-134 
diskette drive optional tests 2-125 
fixed disk drive optional tests 2-127 
hardware group basic tests 2-123 
hardware group test ails 2-123 
terminal adapter/TMA optional tests 2-152 

running tests (continued) 
the channel driver/receiver wrap test 2-140 
Token-Ring adapter tests 2-155 

S 
safety hazards 5-2 
service strategy 1-4 
setting the timer (FN 02) 2-132 
single operational status code 1-20 
special tools and tests 

AEA wrap plug 1-60 
availability 1-58 
channel wrap blocks 1-60 
description 1-58 
EIAIV.35 wrap plug 1-58 
Token-Ring adapter wrap plug 1-59 
V.35 cable wrap plug 1-59 
X.21 wrap plug 1-58 

station sets, customizing 1-46 
status and key operation (X.21) C-7 
status code assignments 

categories 1-22 
0000 through 0150 1-22 
1000 through 1099 1-23 
13xx 1-23 
2xx 1-22 
2xxx 1-23 
3xx 1-22 
3xxx 1-23 
4xx 1-23 
4xxx 1-24 
5xx 1-23 
5xxx 1-24 
6xx and 7xx 1-23 
7xxx 1-24 
8xx 1-23 
8888 1-24 

status codes 
assignments 1-22 
display formats 1-20 
event log format 1-27 
examples 1-27· 
general information 1-19 
hardware group numbers 1-17 
multiple, operator-panel presentation 1-22 
operator panel format 1-27 
qualifiers 1-25 
single, operator panel presentation 1-21 
terminal presentation 1-21 
0000 through 0150 1-22 
1000 through 1099 1-23 
13xx 1-23 
2xx 1-22 
2xxx 1-23 
3xx 1-22 
3xxx 1-23 
4xx 1-23 

Index X-27 



status codes (continued) 
4xxx 1-24 
5xx 1-23 
5xxx 1-24 
6xx and 7xx 1-23 
7xxx 1-24 
8xx 1-23 
8888 1-24 

status indicators 
Check Cond indicator 1-30 
Data Transfer indicator 1-30 
Offline indicator 1-30 
output media 1-30 
Status indicators 1-30 

stop on error 2-119,2-125 
storage card (1M8) HG 87 1-16 
storage card (2M8) HG 87 1-17 
storage card (512K8) HG 87 1-16 
summary of states and indicators (X.25) 8-23 
support, multi-host 1-37 
SVC 

See switched virtual circuit (SVC) 
switched and nonswitched modem cable 2-148 
switched virtual circuit (SVC) 

call accepted (X.25) 8-5 
call connected (X.25) 8-5 
call request (X.25) 8-5 
clear confirmation (X.25) 8-5 
clear indication (X.25) 8-5 
clear request (X.25) 8-5 
data (X.25) 8-6 
description 8-7 
diagnostic (PVC/SVC) 8-7 
incoming call (X.25) 8-5 
indicators 8-7 
key functions 8-7 
receiver not ready (X.25) 8-6 
receiver ready (X.25) 8-6 
reset confirmation (X.25) 8-6 
reset indication (X.25) 8-6 
restart confirmation (X.25) 8-6 
restart indication (X.25) 8-6 
restart request (X.25) 8-6 
summary of states and indicators 8-24 

symbols, programmed 2-198,2-259 

T 
taking the 3174 Models 1L and 11l offline 2-287 
temperature 

limits 1-57 
range 1-57 

terminal adapter 
attachment methods 1-7 
configurations 1-7 
multiplexer port wrap (FN 02) 2-153 
multiplexer wrap all (FN 06) 2-154 
port wrap (FN 01) 2-153 

terminal adapter (continued) 
printer exerciser test (FN 07) 2-154 
terminal exerciser test (FN 04) 2-153 
terminal path test (FN 03) 2-153 
wrap all (FN 05) 2-153 
3174 attachment configurations 1-7 

terminal adapter function number descriptions 2-153 
terminal control 2-119,2-125 
terminal control test menus 2-120 
terminal exerciser test (FN 04) 2-153 
terminal multiplexer adapter (HG 26) 1-15 
test all 81 (csu) 2-114 
test all 82 (Alt 2 IMl) 2-115 
test all 87 2-115 
test log 

display count/time (FN 06) 2-159 
display test log (FN 01) 2-159 
displaying 2-159 
function number descriptions 2-159 

test menu, token-ring 2-199,2-260 
Test Monitor 

loadi ng from a diskette 2-119 
loading from a fixed disk 2-120 
Utility microcode 2-119 

test monitor function number descriptions 2-161 
test monitor functions (terminal control), 

displaying 2-161 
test parameters 

loop 2-119,2-124 
request qualifiers 2-119 
stop on error 2-119,2-125 
terminal control 2-119,2-125 
test request format 2-117 

test request format 2-117 
test 0 terminal check 2-168 
test 87 2-115 
tests online 2-163 
tests online, config 8 2-223 
tests, port wrap 2-209, 2-270 
tests, running 

Asynchronous Emulation Adapter optional 
tests 2-147 

communication adapter optional tests 2-134 
diskette drive optional tests 2-125 
fixed disk drive optional tests 2-127 
hardware group basic tests 2-123 
hardware group test ails 2-123 
te_rminal adapter/TMA optional tests 2-152 
the channel driver/receiver wrap test 2-140 
Token-Ring adapter tests 2-155 

test, alerts 2-220, 2-281 
-test, dump 2-283 
test, lamp 2-284 
timers 8-4 
timer, setting and reading 2-132 
TMA card plugging 3-5 
Token-Ring adapter 

adapter wrap test (FN 02) 2-156 
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Token-Ring adapter (continued) 
add resses 1-36 
cable wrap test (FN 01) 2-156 
description 1-16 
display universal address (FN 10) 2-156 
function numbers 2-155 
locally administered address 2-156 
locally administered addresses 1-36 
operation 1-35 
optional tests 2-155 
replacement considerations 2-156 
universally administered address 2-156 
universally administered addresses 1-~6 

wrap plug 1-59 
Token-Ring adapter addressing 1-36 
Token-Ring Gateway feature 

additional storage 1-34 
description 1-34 
device addresses 1-34 
microcode 1-35 
subchannel addresses 1-34 

tools 1-58 
trace control 2-210,2-271 
trace facility 2-210, 2-271 
type number assignments, FRU 1-18 
type numbers 1-18 
Type 1 communication adapter HG 11 1-14 
Type 2 communication adapter HG 11 1-14 

u 
UCW setti ngs 4-3 
using the 3174 patch procedure 2-295 
Utility diskette 1-29 
Utility microcode 2-119 

V 
virtual circuits (X.25) 8-4 
vital data, display 2-183, 2-244 
voltage chart 1-49 
voltage test points, DC 1-48 
V.35 cable wrap plug 1-59 
V.35 cable wrap test (one testloper switch) 2-136 
V.35 cable wrap test (three testlo'per switches) 2-136 

W 
WARNING 

detaching the Token-Ring adapter 2-155 
Fixed Disk Full Format test 2-51 
power control and sequence cable 1-52 
power supply plug (J6) 2-58 
processor channel state 4-7, 
replacing the 1/0 board 2-63 
replacing the logic board 2-63 
swapping device cables 2-22 
switching off power 2-7 
taking the 3174 offline 2-140 

WARNING (continued) 
wrap test (HG 31) Function (02) 2-56 

X 
X.21 feature 

call collision C-4 
call progress signal code C-9 
call progress (CP) signals C-5 
description C-2 
error completion modifier bits C-10 
function requests C-3 
functional description C-2 
requ i rements C-2 
status and key operation C-7 
switched microcode function C-3 

X.21 wrap plug 1-58 
X.25 feature 

definition 8-3 
description 8-3 
dial mode screen 8-19 
link level 8-3 
logical link control 8-3 
packet level 8-3 
physical level 8-3 
requirements 8-3 
timer values 8-4 
timers 8-4 

X.25 network 
call accepted (SVC) 8-5 
call connected (SVC) 8-5 
call request (SVC) 8-5 
cause and diagnostic codes 8-24 
cause codes 8-24 
clear confirmation (SVC) 8-5 
clear indication (SVC) 8-5 
clear request (SVC) 8-5 
data (PVC/SVC) 8-6 
descriptiori 8-4 
diagnostic code modifiers 8-26 
diagnostic (PVC/SVC) 8-7 
incoming call (SVC) 8-5 
logical channels 8-4 
packet types 8-4 
receiver not r'eady (PVC/SVC) 8-6 
receiver ready (PVC/SVC) 8-6 
reset confirmation (PVC/SVC) 8-6 
reset indication (PVC/SVC) 8-6 
reset request (PVC) 8-5 
restart confirmation (PVC/SVC) 8-6 
restart indication (PVC/SVC) 8-6 
restart request (PVC/SVC) 8-6 
SVC operations 8-8 
virtual circuits 8-4 

X.25 states 8-8 
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Z 
Zap patch 2-295 
zap patch, adding 2-302 

Numerics 
3174 acoustics 1-57 
3174 configurations 

component locations 3-2 
configurations 1-5 
Models 1L and 11 Lchannel-attached (local) 1-5 
Models 1 Land 11 L 1 R telecommunication-attached 

(remote) (V.35/EIA) 1-5 
Models 2R and 12Rtelecommunication-attached 

(remote) (X.21) 1-5 
Models 3R and 13RToken-Ring attached 1-5 
terminal adapter attachment 1-7 

3174 Display Subsystem OLTs 2-308 
3174 dump diskette 1-30 
3174 Establishment Controller 

card plugging 3-3 
component locations 3-2 
fixed disk drive(s) 1-14 
general description 1-10 
general information 1-3 
hardware group numbers 1-17 
IBM Token-Ring Network 3270 Gateway 

feature 1-34 
maximum AEAs 1-9 
models 1-5 
non-SNA compatibility 1-5 
service strategy 1-4 
SNA compatibility 1-5 
Type 1 communication adapter B-3 
X.25 SVC capability B-7 

3174 FRU 
AEA (HG 21, 22, 23) 1-15 
channel adapter HG 16 1-15 
channel interface driver/receiver card HG 16 1-15 
descriptions and functions 1-14 
diskette drives HG 01 or 02 1-14 
encrypt/decrypt adapter HG 46 1-16 
file/terminal adapter HG 01, 02, and 26 1-15 
fixed disk drive(s) (HG 03 and HG 04) 1-14 
hardware configuration table 1-19 
hardware group number assignments 1-17 
operator panel HG 09 1-14 
operator panel module 1-19 
problem determination 2-6 
processor card HG 87 1-16 
replacement strategy 2-6 
storage card (1 MB) HG 87 1-16 
storage card (2MB) HG 87 1-17 
storage card (512KB) HG 87 1-16 
terminal multiplexer adapter (HG26) 1-15 
Token-Ring adapter HG 31 1-16 
type number assignments 1-18 

3174 FRU (continued) 
Type 1 communication adapter HG 11 1-14 
Type 2 communication adapter HG11 1-14 

3174 general description 
AEA device attachments 1-9 
base hardware 1-5 
data flow 1-10 

3174 hardware 
additional features 1-5 
AEA device attachments 1-9 
base configuration 1-5 
base hardware 1-5 
terminal adapter attachment 1-7 

3174 temperature and humidity limits 1-57 
3270 device status 2-177, 2-237 
3299 cabling A-4 
3299 interchangeability A-4 
3299 Terminal Multiplexer A-3 
87, storage test 2-115 
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3174 Establishment Controller 
Models 1 L, tR, 2R, 3R, 11 L, 11 R, 12R, and 13R 
Maintenance Information 
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