






























































3.1.7 Do you want to select the multinational character set? 

YES NO • • Go to step 3.1.8 Go to step 3.1.9. 

Note: The Multinational Character Set is a function of your host system. Do not select the 
multinational character set unless you consult your system operator. 

3.1.8 Press the Multinational Character Set (Cmd 22) key to alternately enable/disable the multinational 
character set. 

When an "M" appears to the right of the blinking diamond at the bottom of your display screen, the 
multinational character set is enabled. 

EXAMPLE 

o M 1 
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3.1.9 Press the SetUp key. 

The display station options are now set and will not be changed even if the display station power 
switch is set to off (0). 

Go to Section 4. Connecting to a Host System or a Controller. 
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3.1.10 Press and hold a Shift key, then press the SetUp key. 

A blinking diamond appears at the bottom of the display screen. 

EXAMPLE 

o 
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3.1.11 Press and hold a Shift key, then press the Set Address key (F24/F12) until the display station 
address (a number 0 through 6) you previously recorded on the front of your IBM 3196 Display 
Station Problem Solving Guide, GA18-2483, appears to the right of the blinking diamond at the 
bottom of your display screen. 

EXAMPLE 

o 

Note: If 9012 appears on the bottom of the display screen, repeat step 3.1.11 . 

3.1.12 Open the door on the right-front of the logic element and store the IBM3196 Display Station 
Problem Solving Guide, GA 18-2483, in the compartment. Then close the door. 
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3.1.13 Make sure that the keyboard 10 displayed to the right of the display station address (at the bottom 
of your display screen) is a 00. 

EXAMPLE 

o 00 ----. 
Keyboard ID 
Sample Only 

If the displayed 10 is 01 through 31, press and hold a Shift key, then press the Keyboard ID 
(F23/F11) key until a 00 appears beside the display station address. A 00 immediately follows the 
number 31 when the Keyboard 10 key is pressed.' 

3.1.14 Do you want to select the Multinational Character Set? 

YES NO • • Go to step 3.1.15. Go to step 3.1.16. 

Note: The Multinational Character Set is a function of your host system. Do not select the 
multinational character set unless you consult your system operator. 
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3.1.15 Press and hold a Shift key, then press the Multinational Character Set (F22/F10) key to alternately 
enable/disable the multinational character set. 

When an "M" appears to the right of the blinking diamond at the bottom of your display screen, the 
multinational character set is enabled. 

EXAMPLE 

o M 1 
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3.1.16 Press and hold a Shift key, then press the SetUp key. 

The display station options are now set and will not be changed even if the display station power 
switch is set to off (0) . 

Go to Section 4. Connecting to a Host System or a Controller. 
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Section 4. Connecting to a Host System or a Controller . 

4.1 BEFORE YOU CONNECT YOUR DISPLAY STATION TO A HOST SYSTEM OR A REMOTE 
WORKSTATION CONTROLLER, REVIEW YOUR FLOOR PLAN. 

SAFETY PRECAUTION 
Do not connect or disconnect cables during an electrical storm. You could be seriously injured. 

4.1.1 Do the following. 

1. Set the power switch to off (0) . 
~ 

.>' 

2. Disconnect the power cord from the power outlet. 
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4.1.2 Align the widest slot in the plug on the auto-termination unit cable with the key in socket on the 
rear of the logic element. Then push the plug into the socket and turn the retaining ring clockwise 
until tight. 

CAUTION 
Never connect the communications cable directly to your display station. Always 
connect the communications cable to the auto-termination unit. 

4.1.3 Locate the correct communications cable . This may be the cable from the host system, the 
workstation controller, or the previous workstation. 

4.1.4 Align the widest slot in the cable plug with the key in either socket of the auto-termination unit. 
Then push the plug into the socket and turn the retaining ring clockwise until tight. 
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4.1.5 Refer to your floor plan. Is there a workstation (display station or printer) on the cable 
immediately before your IBM 3196? 

HOST 
SYSTEM 

WORKSTATION IMMEDIATELY 
BEFORE YOUR DISPLAY 

STATION 

YOUR DISPLAY 
STATION 

L...-------------------Example Only -----------------' 

YES NO • • Go to step 4.1.6. Go to step 4.1.9. 

4.1.6 Connect the communications cable to the unused port on the workstation immediately before your 
IBM 3196. 

4.1.7 Does the workstation immediately before yours have a terminator switch? (See Appendix A for 
locations of terminator switches.) 

YES NO • • Go to step 4.1.8. Go to step 4.1 .9. 

Section 4. Connecting to a Host System or a Controller 37 



· 4.1.8 

4.1.9 

Make sure that the terminator switch on the workstation immediately before yours is set to 2. See 
Appendix A for the locations of the terminator switches. 

Will the communication cable (the cable that connects to the system or the remote workstation 
controller) be connected to a 5294 Control Unit? 

5294 CONTROL 
UNIT 

COMMUNICATION 
CABLE 

OTHER 
WORKSTATIONS 

YOUR DISPLAY 
STATION 

....... ______________ Example Only ______________ ~ 

YES • Go to step 4.1.14. 

NO • Make sure the 
communication cable is 
connected to the host 
system, then go to step 
4.1.10. 

4.1.10 Do the following. 

1. Connect the 3196 power cord to a grounded electrical outlet. 
2. Set the 3196 power switch to on (I). 
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4.1.11 

4.1.12 

Notify your host system operator that your display station is connected. 

Note: You cannot proceed to the next step until your host system operator has performed an 
initial program load (IPL) for the IBM System/36 or performed reconfiguration for the IBM 
System/38. 

Does a sign-on display (similar to one of the two shown below) appear? 

Enter password to sigo on: SIGN ON Optional-* 

User ID 

Password . .. 

User menu . ....• •• .• 

libra ry .. ' . . .. •. . .. 

Help-Assistance for 5190 on 

WI 

COPYRIGHT 1984 IBH Corporation. 

2/2 06/56 

Cursor 
System/38 System/36 

YES NO • • Go to step 4.1 .14. Go to step 4.1.13. 
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4.1.13 
1. Ask the person responsible for system operation to: 

a. Check that the system to which your display station is connected is 
operating and is able to recognize your display station. 

b. Check that your display station has the correct address. 

Note: Your display may be on a cable where multiple workstations are 
cabled together. If so, check that each workstation on your cable has the 
correct address. 

2. Set the power switch to off (0). Then make sure that the cables on your 
display station are connected to the correct sockets and are securely 
fastened . 

3. If there is a workstation on the cable immediately before your IBM 3196 and 
it has a terminator switch , make sure that the terminator switch is set to 2. 
(See Appendix A in this guide for the locations of the terminator switches.) 

4. Set the power switch to on (I) . 

5. Do the conditions in step 4.1.12 occur now? 

YES NO • • Go to step 4.1.14. Go to the IBM 3196 
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4.1.14 Refer to your floor plan . Do you have another workstation (display station or printer) to 
connect to this display station? 

YES NO • • Go to step 4.1.15. Go to step 4.1.17 . 

4.1.15 Set the 3196 power switch to off (0) and disconnect the 3196 power cord from the power 
outlet. 

4.1.16 Connect the second cable to the unused port of the auto-termination unit. The other end 
of this cable will connect to the next workstation on this cable. 

CAUTION 
When a second cable is attached to the auto-termination unit, your IBM 
3196 is automatically unterminated. Do not connect the second cable 
unless the other end is connected to another workstation. 

4.1.17 Connect the 3196 power cord to a grounded electrical outlet. 
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4.1.18 

42 

Setup is complete on this display station. If the communication cable will be connected 
to a 5294 Control Unit, go to the IBM 5294 Control Unit Setup Procedure, GA21-9369. 



Appendix A. Location of Terminator Switches 

The following illustrations show the location of the terminator switch on display stations. 

Note: Some display stations do not have a terminator switch . 

5251 (Models 1 and 11) 

---

5291 (Mode l 1) 

5291 (Model 2) 

5292 (Models 1 and 2) 
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The following illustrations show the location of the terminator switch on printers. 

5219 

~--!lei I 

5224 

----

5225 

~~ 

5256 
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IBM 3196 Display Station 

Setup Instructions 

Publication No. GA 18-2488-2 

READER'S 
COMMENT 
FORM 

This manual is part of a library that serves as a reference source for systems analysts, programmers, 
and operators of IBM systems. You may use this form to communicate your comments about this 
publication, its organization, or subject matter, with the understanding that IBM may use or 
distribute whatever information you supply in any way it believes appropriate without incurring any 
obligation to you . 

Note: Copies of I BM publications are not stocked at the location to which this form is addressed . 
Please direct any requests for copies of publications, or for assistance in using your IBM system, to 
your IBM representative or to the IBM branch office serving your locality. 

Possible topics for comment are : 

Clarity Accuracy Completeness Organization Coding Retrieval Legibility 

If you wish a reply, give your name, company, mailing address, and date: 

What is your occupation? 
------------------------------------------------

Number of latest Newsletter associated with this publication : 

Thank you for your cooperation . No postage stamp necessary if mailed in the U.S .A. (Elsewhere, 
an I BM office or representative will be happy to forward your comments or you may mail directly 
to the address in the Edition Notice on the back of the title page.) 
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