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6 Jt ERFR 
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ERFR indicates that an interface failure was detected. The CU logs a unique 2HH error 
(machine check) against the CU microcode before disconnecting the device Csea 
"Unrecoverable Errors" on page 100). 

The device places a value in DSSP as follows: 

Ha me DSSV DSSP Description DSSPZ DSSP3 

ERFR X'08' x•oo• CUAT Invalid/Unsupported n/a n/a 
ERFR x• 08 • X'Ol' CUFRV Invalid/Unsupported n/a n/a 
ERFR x•oa• X'02' CUFRP Invalid/Unsupported n/a n/a 
ERFR X'08' x• o:s• CUDP Invalid/Unsupported n/a n/a 
ERFR X' 08' X'O<t' CUSYH Synchronization Error n/a n/a 
ERFR X'08' X'05' Reserved 
ERFR X'08' X'06' Flag Error(s) in WDAT Data n/a n/a 
ERFR X'08' X'07-0F' Reserved 
ERFR X' 08' X'lO-FF' Device Specific Errors 

Figure 63. ERFR Parameters 

6.5 FRA 

Function Request Aborted CFRA> is used by the device as a mechanism to cope with contention 
situations. Generally, it is a means of canceling an asynchronous request because another 
event of greater significance has occurred. For example, the device generates an AEEP 
request but responds FRA to the PDAT or RDAT to service it, because the operator pressed 
the RESET key. 

Name DSSV DSSP Description DSSP2 DSSP3 

FRA X'OA' n/a Function Request Aborted n/a n/a 

Figure 64. FRA Parameters 

6.6 FCDEF 

When Slow Device option is supported by the controller Csee "Slow Device Support/Extended 
AEDV Status" on page 95), Function Complete Deferred CFCDEF> is valid for Hon-SHA 
attachments only. This completion status is used to report function complete with deferred 
status while providing availability of the TCA buffer for the processing of other Function 
Requests which are not directed toward the LT posting the FCDEF status. 

Ha me DSSV DSSP Description DSSP2 DSSP3 

FCDEF x•oc• x•oo• Display or Printer with n/a n/a 
Start Print Bit Hot Set 

FCDEF x• oc• X'Ol' Printer with Start Print n/a n/a 
Bit Set. 

figure FCDEF Parameters 

1. · FCDEF can only be returned if data associated with the Function Request indicated EOM. 
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2. FCDEF cannot be returned if chaining is in effect. For Non-SNA Local Channel, 
information concerning chaining is provided with the WDAT which carried the EOM data. 
For BSC, chaining information is not provided Ca limitation of the BSC host protocols; 
non-chaining scenarios must be ensured by convention between the host and the device 
if FCDEF is to be used). 

3. The DSSP associated with FCDEF must be set as follows: 

X'OO' Display, or Printer with Start Print Bit HOT set 

X'Ol' = Printer with Start Print Bit set (printer only) 

4. Once FCDEF has been returned, The device must post AESTAT, AEDVCOffline), or Power Off 
to insure proper synchronization with the host. 

5. FCDEF cannot be returned if an unacknowledged LT specific Asynchronous Request Ci.e .• 
an outstanding AEEP that has not been ACK'ed with PDAT> has been posted for that LT. 

6. LT specific Asynchronous Requests can not be posted if FCDEF has been returned for the 
LT afld if AESTAT or AEDVCOffline) have not been posted. 

If any of the above rules are violated, The device is disconnected by the control unit with 
a 240 Machine Check. 

Flows depicting the use of FCDEF are provided in "Non-SHA Slow Device Capability" on page 
103. 
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6.7 Valid Synchronous Status Responses 

CHOP 

wcus 
WDAT 

WDBD 

RDCOPY 

WLCC 

LOCK 

ROAT 

WCTL 

POAT 

CTCCS 

RDBD 

RPID 

FCDEF -----------~ 

FRA --------.. 

B~L 

BSL 

BSL 

BSL 

BSL 

•• L 

B.l 

BSL 

BSL 

BSL 

B.L 

BSL 

BSL 

BS. 

•• L 

BSL 

BSL 

BSL 

BSL 

BSL 

BSL 

BSL 

BSL 

v 

BSL 

B •• 

BSL BSL 

BSL BSL 

BSL 

BSL BSL 

BSL BSL 

v 

MB.l 

B : Bisync S : SHA 

....--- FCSECBUSYl 

r--- FCSECDEVICE ERROR> 

y 
01 

B.L 

y 
02 

B.L 

•• L 

B.L 

B.L 

l : HLCA 

I FCSECCOMMAHD REJECT) 

I FCSECIHTERV REQUIRED) 

r-- FCSECDATA CHK> 

I r FCSECOP CHK> 
v v v v 
03 04 05 06 <----CDSSP> 

B •• B.l B.l B.l 

B.L 

B.L 

• : <Valid only with Slow Device Support> 
For BSC, only valid after W, E/W, E/WA, EAU or WSF. 
For NLCA, valid from a device only if there is no command .chaining. 

Figure 66. Valid Synchronous Status Responses: Interface disconnection will result 
from ERFR, FCSECDEV ER~>. or any response not specifically permitted by 
this table. 
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7.0 Asynchronous Status Events 

Asynchronous Status Events are initiated by the device placing an event value in DAEV and 
any associated parameters in DAEP-DAEP4. and then posting a value of X'Ol' at DPASTAT. 
The device then indicates Status Available to the CU. 

Ha me 

AEER 
AEEP 
AEDBA 
AEEB 
AEDV 
AEFREE 
AEPID 
A ECO PY 
AECAH 
A ED BS 
AES TAT 

Hote5: 

DAEV Value 

X'20' 
X'22' 
X'24' 
X'26' 
x•za• 
X'ZA' 
X'ZC' 
X'ZE' 
X'30' 
X'32' 
X'34' 

1 
a 
1 

Description 

Asynchronous Error 
Inbound Event Pending 
Data Base Access Heeded 
End IR/Busy 
Device-CU local Status 
Release Printer 
Request Printer Assignment 
Copy Request 
Cancel Copy Request 
Request Data Base Store 
Asynchronous Response to Start Operation 

1 Invalid Asynchronous Status request when device is in the 
Interface Connected state. Results in disconnection of interface. 

2 Invalid Asynchronous Status request when device is in the 
Online-to-Host state. Results in disconnection of interface. 

Figure 67. DAEV Event Values 

7.1 AEER 

The device displays in DAEP2 internally detected machine and program checks as 6HH and 7HH 
numbers. respectively. The numbers 601-699 and 701-799 have been reserved for device use. 
These must be reported to· the CU as AEER status. In addition. the four high order bits 
of DAEP3 are used by the device for RAS purposes. This field is device/controller 
dependent. Bits 4 through 7 of DAEP3 must be zero. DAEP4 is treated as a device defined 
(and dependent> error qualifier. Any non-zero value in DAEP4 is stored by the control unit 
as the most recent error qualifier for potential FRU isolation. 

When the device is attached to an SHA controller. AEER status is used to generate Alerts 
for errors detected by the device. Alert is a Communications Network Management CCNM> 
function that flows on the SSCP-PU session. AEER status generates a Network Management 
Vector Transport <HMVT> formatted record for 6NN and 7NN errors only. Alert requires 
unique controller and host support. The logical Unit <LT) address must be identified for 
program checks since they are PLU-SLU session related. Therefore. DALTAD must contain a 
valid logical Unit address for 7NN errors. 
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DAEV DAEP 

X'20' X'Ol' 
X'20' X'02' 
X'20' x• 03' 
x•20• X' 04' 

Notes: 

3174/3274 Controller to Distributed Function Device 
Product·Attachment Information 

AEER Condition DAEP2 DAEP3 DAEP4 

Temporary Error (6) X'nn' B'xxxx 0000' Qualifier 
Permanent Error (6) X'nn' B'xxxx 0000' Qualifier 
Program Check (7) X'nn' B'xxxx 0000' Qualifier 
log Only x•oo• B'xxxx 0000' x. 00. 

DAL TAD 

X'FF' 
X'FF' 

LT 
X'FF' 

1. DAEP2. when used, contains the two low-order digits (packed 
decimal) of the error code 6HH or 7HH. The leading number 6 or 7 
is implied by the value in DAEP. 

2. The half-byte field xxxx is for Device dependent RAS purposes. 

3. Permanent Error CDAEP = X'02') disconnects the interface. 

4. The Qualifier is stored by the CU if non-zero. 

Figure 68. AEER Parameters 

7.2 AEEP 

July 1986 

Inbound Event Pending CAEEP> is raised when any inbound message is to be forwarded to the 
host. 

DAEV DAEP Status Request 

X'22' x•oo• Inbound Event Pending 

Figure 69. AEEP Parameters 

For Hon-SHA attachments: 

DAEP2 DAEP3 

x• oo • x• oo • 
DAEP4 

x•oo• 
DAL TAD 

LT 

AEEP is used for "AID" generating keys such as when the operator presses the ENTER key, 
and for WSF READ Partition operations. 

For SHA attachments: 

AEEP is typically used to generate inbound requests and responses to be transmitted to the 
host. 

If Enhanced Buffer Ma~age~ent is not supported 

AEEP MUST NOT be used to respond to SHA BIHD/UHBIHD requests. For this case, FCIR MUST 
be used (see "FCIR" on page 74). 

Devices should not post an AID to the CU if a Communications Check Reminder - WCUS(30), 
has been posted but not cleared with WCUSC31) - Ho Reminder. 

7.3 AEDBA 

Asynchronous Data Base Access CAEDBA> is used to IML (Initial Microcode load) a 
downstream-load device and to perform other Data Base requests. The CU is expected to 
access the IML data base by performing the request as indicated in the parameters 
associated with AEDBA. 
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If the data base access is unsuccessful, the CU issues WCUSC70) Disk Error, or WCUSC71> 
File Error, or WCUSC60) Disk Not Ready. A Disk Reminder may or may not have been previously 
issued. See "Down Stream Loading" on page 121 for specific error conditions. 

AEDBA asynchronous status can only be presented by the device Nhen it is in the 
Interface-Connected state Coffline from host>; otherwise, the controller will disconnect 
the device. 

DAEV 

X'24' 
X'24' 

Hote: 

DAEP 

X'xx' 
X'xx' 

DAEP2 

X'OO' 
X'80' 

AEDBA Request DAEP3 

Normal Read/Only Access X'yy' 
Read (write required) X'yy' 

DAEP4 

X' 00' 
X' 00' 

DAL TAD 

X'FF' 
X' FF' 

DAEP = X'xx' This value identifies the Data Base File. A 
subsequent WOBD results in the data transfer 
of the indicated data entity. 

DAEP2 = 0 ••. Normal access CRead only) transaction 

1... Read with requirement to Write (update> file on 
disk. Once initiated, the transaction must b~ 
completed. The CU puts a Read/Write Lock on the 
disk file to other devices until the transaction 
is completed • 

• 000 0000 Reserved bits Cl-7), must be zero. 

DAEP3 = X'yy' Diskette Type 

Figure 70. AEDBA Parameters 

7.4 AEEB CHon-SNA Only) 

AEEB is used to report END IR ·or END BUSY Cwhen Extended End Busy Support is present) if 
either IR or BUSY, respectively, had been previously reported on an FCSE completion or if 
IR is reported via an AESTAT asynchronous status event. AEEBCEnd Busy) is sent to clear 
FCSECBUSY> only if FCSECBUSY> was posted outside of an AEEP. 

This request is considered global (multi-Logical Terminals>. The device is responsible 
for determining which LTs owe the host Device End status. 

The parameters associated with AEEB are as follows: 
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DAEV 

X'26' 
X'26' 

Note: 

DAEP 

X'Ol' 
x• 02 • 

3174/3274 Controller to Distributed Function Device 
Product Attachment Information 

AEEB Status Request DAEP2 DAEP3 

END IR LT Bit Map x•oo• 
END BUSY LT Bit Map X'OO' 

DAEP4 

x•oo• 
X'OO' 

DAL TAD 

X'fF' 
X'FF' 

DAEP2 = LT Bit Map Indicates which on-line LTs owe 
the host a Device End based on 
either FCSECIR), AESTATCIR>, or 
FCSECBUSY) being returned. 
All zeros is invalid. 

figure 71. AEEB Parameters 

DAEP2 Bit 0 •••.••• 1 .••.••. 2 •••••.• 3 •..••.. 4 ...•... 5 .•••••• 6 •••••.• 7 
I I I I I I I I 

CULTAl CULTA2 CULTA3 CULTA4 CULTA5 0 0 0 

Figure 72. AEEB LT Bit-Map DAEP2 
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Host 

SELECT 

< 

< 

SELECT 
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Product Attachment Information 

Control Unit Device 

• 
• 
• 

> 

LOCK > 

< FCSECBUSY> 

Device Busy 

• 
• 
• 

<~ AEEBCEnd Busy) 

Device Busy Clear 

-----·--> 

LOCK > 

< FC 

• 
• 
• 

Page 83 

Figure 73. GENERALIZED FLOW: FCSECBUSY> AND AEEP NOT PENDING <Extended End Busy 
Support present) 

7.5 AEDV 

The Device-CU Local Status CAEDV) is sent to the CU to request that Logical Terminals be 
taken offline or put online to the host and to indicate Dump Complete. Parameter values 
indicate the functions to be performed: 

DAEV · DAEP AEDV Status Request DAEP2 DAEP3 DAEP4 DAL TAD 

X'28' X'Ol' AEDVCOnline) Bit Map (note) X'OO' X'FF' 
X'28' x•o2• AEDVCOffline) (note) x•oo• x•oo• X'FF' x t 2:$' X'03' AEDVCDump Complete) x•oo• X' 0 0' x•oo• X' FF' 

Note: For details of this parameter, s&e "AEDVCOnline)" on page 84 
or "AEDVCOffline)" on page 84. 

Figure 74. AEDV Parameters 
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This form of AEDV Asynchronous Status is used by the device to request that one or more 
of its logical Terminals be put online to the host. When a device requests online to a 
controller, DAEP2 contains an ordered bit map corresponding to CULTAl-5 which reflects the 
Logical Terminals that are requesting online status. CSee "Control Unit Initialization" 
on page 35.) 

DAEPZ Bit 0 •••••.• 1 ••••••. 2 •••..•• 3 .•.•••• 4 ••••••• 5 ••••••• 6 •••••.. 7 
I I I I I I I I 

CULTAl CULTAZ CULTA3 CULTA4 CULTA5 0 0 0 

Figure 75. AEDV On-Line LT Bit-Map DAEP2: Each bit set to "one" in the bit map 
represents a request to the controller to put that Logical Terminal 
online to the host. 

The controller must be capable of processing multiple logical Terminal power on requests 
in the same AEDV status. 

The device cannot request a logical Terminal to 
has .not been initialized with a valid address. 
a valid logical Terminal address which has not 
control unit as communication to a powered off 

be put online if the associated CUL TA field 
Any attempt by the host to communicate with 
requested online status is treated by the 
device. 

When Slow Device Support/Extended AEDV Status is active, AEDVCOnline) requires a second 
parameter CDAEP3) which contains an ordered bit map corresponding to DAEPZ indicating 
whether a Logical Terminal has display-like or printer-like characteristics. A bit in 
DAEP3 is checked by the controller if the corresponding bit in DAEPZ is set to "one" 
(requesting online status). The bit is ignored if the corresponding bit in DAEP2 is zero. 

DAEP3 Bit 0 ••••••• 1 ••••••• 2 ••..•.. 3 ••••••• 4 ••••••• 5 ••••••• 6 •..•.•• 7 
I I I I I I I I 
x x x x x 0 0 0 

where x equals: 

(---Reserved Bits---) 

0 = Display-like characteristics 
1 = Printer-like characteristics 

Figure 76. AEDVCOnline) LT Bit-Map DAEP3: Describes the type of terminal to be 
brought online. 

A device may not request a change from display to printer characteristics for a Logical 
Terminal without first requesting that the Logical Terminal be taken offline. 

DAEV DAEP CUSLVL (Support Level) DAEP2 DAEP3 DAEP4 DALTAD 

X'28' X'Ol' Bit F=O (Base Support) Bit Map X'OO' X'OO' X'FF' 
X'28' X'Ol! Bit F=l CSlow Device)* Bit Map Bit Map X'OO' X'FF' 

Figure 77. AEDVCOnline) Parameters 
* See "Slow Devica Support/Extended AEDV Status" on page 95. 

7.5.2 AEDVCOffline) 

This form of AEDV Asynchronous Status is used by the device to request that all of its 
online Logical Terminals be taken offline from the host. The DAEP2 parameter must equal 
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zero. At least one Logical Terminal must be online for this request to be valid. This 
is equivalent to the physical device being powered off to the host. 

When the controller supports the Slow Device option (see "Slow Device Support/Extended AEDV 
Status" on page 95), if DAEP2 is non-zero, it must contain an ordered bit map corresponding 
to CULTAl-5 reflecting the logical Terminals that are being taken offline: 

DAEP2 Bit 0 •..•••. 1 ••••••• 2 .••.•. -.3 •••.••• 4 ••••••• 5 ••••••• 6 •••••.• 7 
I I I I I I I I 

CULTAl CULTA2 CULTA3 CULTA4 CULTA5 0 0 0 
(---Reserved Bits---> 

figure 73. AEDV Off-Line LT Bit-Map DAEP2 

A bit set to "one" in the bit map represents a request to the controller to take the logical 
Terminal it represents offline from the host. It is equivalent to a power off to the host. 
The controller must be capable of processing multiple logical Terminal power off requests 
in the same AEDV status. 

The logical Terminals whose bits are zero in the above byte remain in an unchanged state. 
If they were online to the host, they remain cnline. If they were offline, they remain 
offline. It is a violation of the interface for a logical Terminal that is already offline 
to have its bit set in an AEDVCOffline> request. 

DAEV DAEP CUSLVL (Support Level) DAEP2 DAEP3 DAEP4 DAlTAD 

X'23' X'02' Bit F=O (Base Support> X'OO' X'OO' X'OO' X'ff' 
X'28' X'02' Bit F=l (Slow Device)* Bit Map X'OO' X'OO' X'FF' 

Figure 79. AEDVCOffline) Parameters 
* See "Slow Device Support/Extended AEDV Status" on page 95. 

7.5.3 AEDVCDump Complete) 

This form of AEDV Asynchronous Status is used by the device to indicate that it has 
completed the transmission of a dump to the controller. It is only valid when used to 
terminate a dump operation that was initiated by the controller via a Diagnostic Reset 
command. 

DAEV DAEP Asynchronous Request DAEP2 DAEP3 DAEP4 DAL TAD 

X'28' X'03' AEDVCDump Complete) x•oo• X'OO' x•oo• X'FF' 

Figure 80. AEDVCDump Complete) Parameters 

7.6 AEFREE CSNA only) 

AEFREE is a device request for printer release from local Copy Hold. This is allowed only 
when a printer previously held for local Copy is to be released withou~ requesting AECOPY 
(see "Printer Hold CSNA only)" on page 128 or "AECOPY" on page 86.) 

Printer Release (without AEFREE request) is forced by Activate logical Unit CACTLU>. 
Deactivate Logical Unit CDACTlU>, and UNBIND if the printer is in Hold state. 
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An out of sequence AEFREE is responded to with WCUSCSA> if local copy is not configured. 

DAEV DAEP AEFREE Status Request 

X'2A' X'OO' Release Local Copy Device 

Figure 81. AEFREE Parameters 

7.7 AEPID 

DAEP2 DAEP3 DAEP4 DALTAD 

x•oo• x•oo• x•oo• X'FF' 

AEPID is a device request for printer assignment Csee "Print ID Sequence" on page 1241. 
An out of sequence AEPID is responded to with WCUSCSA> if local copy is not configured. 

DAEV DAEP AEPID Status Request DAEP2 DAEP3 DAEP4 DALTAD 

X'2C' X'OO' Printer Assignment Request X'OO' X'OO' X'OO' X'FF' 

Figure 82. AEPID Parameters 

7.8 AECOPY 

AECOPY is a device request for Local Copy. The copy request is classified by the value 
of DAEP as to operator initiated and host initiated requests: 

DAEV DAEP Request for local copy 

X'2E' X'OO' Initiated by Operator 
X'2E' X'Ol' Host Initiated 

Figure 83. AECOPY Parameters 

DAEP2 DAEP3 DAEP4 DALTAD 

x•oo• x•oo• x•oo• X'FF' 
x•oo• x•oo• x•oo• x~FF' 

An out of sequence AECOPY is responded to with WCUSCSA> if local copy is not configured. 
CSee "COPY Sequence" on page 124.) 

7.9 AECAN 

AECAN is a device request to cancel a queued local c~py request. An out of sequence AECAN 
is responded to with WCUSC5A> if local copy is not configured. (See "Device Cancel" on 
page 137.) 

DAEV DAEP Asynchronous Request DAEP2 DAEP3 DAEP4 DALTAD 

X'30' X'OO' Cancel Queued Copy Request X'OO' X'OO' X'OO' X'FF' 

Figure 84. AECAM Parameters 
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A Data Base Store operation is requested by AEDBS. The one byte parameter DAEP specifies 
the file (item name) to be modified. The AEDBS asynchronous status can only be presented 
by the device when it is in the Interface-Connected State COffline from Host>; otherwise, 
the controller disconnects the device. An AEDBS is followed by a RDBD <Request for Data 
Base Data> from the CU. 

DAEV DAEP AEDBS Asynchronous Request DAEPZ DAEP3 DAEP4 DALTAD 

X'32' X'xx' Data Base Store Operation X'OO' X'OO' X'OO' X'FF' 

Note: DAEP xx = represents the file to be modified 

Figure 85. AEDBS Parameters 

7.11 AESTAT CHon-SHA Only> 

When the Slow Device option is supported by the controller, Asynchronous Response to Start 
Operation CAESTAT> is used to report asynchronous function complete. CSee "TCA Buffer 
format" on page 27.) 

The rules which apply to the use of AESTAT are as follows: 

1. AESTAT is only valid when the reporting LT (specified by the DALTAD> has previously 
posted FCDEF. 

2. The parameters associated with the AESTAT can indicate normal or abnormal completion 
as depicted in the following figure. 

DAEV 

X'34' 
X'34' 
X'34' 
X'34' 
X'34' 
X'34' 

Note: 

DAEP 

x•oo• 
x~o2• 
x• 03• 
X'04' 
X'05' 
X'06' 

Asynchronous Status 

Good Completion 
Device Error (6) 
Command Reject (6) 
Intervention Required 
Data Check (6) 
Operation Check (7) 

DAEP2 DAEP3 DAEP4 

X'OO' x•oo• X' 00' 
X'nn' B'xxxx 0000' X'OO' 
X'nn' B'xxxx 0 () 0 0' x•oo• 
x•oo• X' 00' X'OO' 
X'nn' B'xxxx 0000' x•oo• 
X'nn' B'xxxx 0000' x•oo• 

a. DAEP2, when non-zero, contains the two low-order digits 
(packed decimal) of the message number 6HH or 7HH. The 
leading number 6 or 7 is implied 6y the value in DAEP. 

DAL TAD 

LT 
LT 
LT 
LT 
LT 
LT 

b. The information provided for DAEP values X'02', X'03', X'05', and 
X'06' must follow the same guidelines as the corresponding values for 
FCSE {see "FCSE" on page 73). 

c. The half-byte field xxxx is used for device dependent RAS purposes. 

Figure 86. AESTAT parameters 

3. Restrictions on the use of each parameter value apply and must be followed. The figure 
below outlines the restrictions. 

Asynchronous Status Events ~7 



Page 88 
317,/3274 Controller to Distributed Function Device 

Product Attachment Information 

Configuration/ 
FCDEF response 

NLCA/FCDEFCOO) 

NLCA/FCDEFCOl> 

BSC/FCDEFCOO) 
No WACK support 

BSCIFCDEFC01> 
No WACK support 

BSCIFCDEFCOO) 
WACK support 

BSCIFCDEFCOU 
WACK support 

DAEP Value ~~~~~~~~ 
x•oo• X'02' X'03' X'04' X'05' X'06' 

x x x x x 
x x x x x 
x x x 

x x x x 

x x x x x x 

x x x x 

Key x = allowed 
- = not allowed 

Note: BSC indicates WACK or No WACK support. This is directly 
related to the HOST protocols to which the controller must adhere. 

Figure 87. AESTAT Restrictions 

July 1986 

If any of the above rules are violated, the device is disconnected by the control unit with 
a 240 Machine Check. 

Flows depicting the use of AESTAT are provided in section "Hon-SHA Slow Device Capabi Ii ty" 
on page 103. 
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8.0 Expedited Status Reguests 

The expedited status communication area of the TCA contains several contiguous fields. 
Expedited Status CES) provides a device timer interval interrupt to the control unit which 
measures elapsed time for a Start Operation (function request) in progress. ES requests 
also service the RTM (Response Time Monitor) start/stop timer function and can bQ used to 
determinQ if the CU is active. 

Expedited Status is initiated by the device setting the logical Terminal address in EXFlT, 
the Expedited Status function request in EXFRQ, any parameters in EXFPl-4 and then posting 
status available CX' 01') at EXFAK. The control unit responds to Expedited Status by 
writing any response parameters into EXFDl-4 and setting EXFAK to the value X'OO' 
(Acknowledge). The CU's acknowledgment is completed by a Read Terminal ID command. The 
CU must not issue a function request as part of the response to Expedited Status. 

EXFRQ Value Description 

Device Busy Timer 
Start RTM Timer 
Stop RTM Timer 

X'02' 
X'04' 
X'06' 
Other Values are Reserved 

Figure 88. ES Function Requests 

8.1 Device Busy Timing IntBrval 

Interval 

All function rQquests are timed by the controller for hung device detection. If the 
controller does not receive Expedited Status from the device within .75 seconds, the device 
is disconnected with a Machine Check 207 error code for device timing mode. The device 
must report busy status or synchronous completion status within this interval (see "Process 
Timings" on page 98). Device timing begins at receipt of the function request. EXFLT is 
set to X'FF' to indicate a physical device level function. 

In the idle state the device may use the Device Busy Timer Interval function request as a 
HO-OP to detect whether or not the control unit is active. See "CU Active" on page 97. 

8.2 Response Time Monitor 

The control unit Response Time Monitor is a mechanism whereby end-to-end user response time 
can be measured depending on a definition dictated by the controller customizing process 
or, in certain cases, an application in the host. Response times for each logical Terminal 
are measured and maintained in the controller. However, since ~ach device processes its 
own data stream, it must also implement some of the RTM function. 

Response time is measured on a Logical Terminal basis. Default parameters are established 
during the controller customizing process for all logical Terminals and may be updated 
through the host interface for each logical Terminal. Upon receipt of an AEDV(Online) 
request (assuming the controller supports RTM) the CU sends a ~lCUSUt2) for each active 
Logical Terminal. The WCUSC42) notifies the device whether the RTM interface is enabled 
or disabled (see "WCUSC42) - RTM Control" on page 51). WCUSC42) also notifies the device 
whether or not the operator is authori=ed to view the Last Transaction Time indicator. 
For those devices that support the controller RAS tests, this authority also pertains to 
the operator's ability to view the RTM logs for all devices on the cluster. 

Response time is defined as the time interval from the beginning of an Attention ID CAID) 
host operation (e.g., EHTER key) to receipt of a resulting data stream (processed by the 
device) that satisfies the RTM STOP definition. However, an abnormal condition could cause 
an ABORT of the RTM transaction timing. (An accurate description of the RTM STOP 
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definitions and ABORT conditions may be found in the RTM Final Functional Specification.) 
The CU Cor the host) provides the device with the appropriate RTM definition, the device 
notifies the CU when to START and STOP Cor ABORT) the RT~ transaction timing, and the CU 
passes the resulting time interval back to the device when appropriate. 

The device may initiate an RTM transaction via the Start RTI"I Timer Expedited Status request 
only when the RTM interface is enabled for that Logical Terminal. The proper (current) 
RTM definition is supplied by the CU in response to Star-t RTM Timer request. The RTM 
defi ni ti on remains in effect throughout the RTM transaction. The RTM transaction ends 
when: 

1. The appropriate STOP condition is met (detected by the device), 

2. An Abort condition is detected and reported by the device. 

3. An Abort condition is detected and reported by the CU, 

4. The logical Terminal disconnects. 

5. The device interface is disconnected (e.g., the device powers off) 

The device must not issue either a Start RTM Ti mer or Stop RTM Ti mer expedited status 
request if the controller has not sent a WCUSC42) indicating that RTM is supported on the 
controller. The improper issuance of a Start or Stop RTM Timer request by the device is 
interpreted by the controller as an interface error and results in the device being 
disconnected from the interface. 

8.2.1 Start RTM Timer CX'04') 

The Start RTM Timer expedited status request is associated with initiating an inbound host 
event C AID>. When an LT Cwhi ch is in the Online-to-Host state> begins an inbound operation 
Ce.g.,pressing an ENTER key or other AID operation) and that logical Terminal has RTM 
enabled as indicated by the controller. the device must indicate this start condition to 
the controller via a Start RTM Timer request CEXFRQ = X'04') with the logical Terminal 
address in EXFLT. 

The controller acknowledges the Start RTM Tlmer expedited status request with the following 
response parameters at EXFDl and EXFD2: 

EXFDl Value 

X'OO' 
X'Ol' 
X' 02' 
X'03' 

X'04-FF' 

EXFDZ Value 

X'OO' 
X' 01' 
X'02-FF' 

Description 

~TM Interface Disabled for this Logical Terminal 
Time to First Character 
Time to Keyboard Available 
Time to Change Direction/End Bracket (valid for 

SNA attachment only) 
Reserved values 

Description 

Last Transaction Time HOT Authorized 
last Transaction Time Authorized 
Reserved values 

Figure 89. Start RTM Timer Response Parameters 

The RTM transaction is considered active if the CU responds to Start RTM Timer request with 
a non-zero RTM definition. Conversely, the RTM transact'ion is considered not active or 
not started if the CU's response is EXFDl = X'OO' CRTM disabled). 

The device must not issue a Start RTM Tlmer request for a logical Terminal with an 
outstanding active RTM transaction. This is a violation of the RTM interface. 
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If the CU responds RTM Disabled to the Start RTM Timer request, the device must not issue 
either Start RTM Timer or Stop RTM Timer requests until notified that RTM is enabled via 
WCUSC42) Csee ttWCUSC42) - RTM Control" on page 51.) 

If the RTM hardware becomes non-functional, the controller reports this to the device via 
a WCUSCOl> 382 Machine Check. The device must not issue a Start RTM Timer request for any 
logical Terminal. If a Start RTM Timer request is received, the logical Terminal is 
notified that RTM is disabled. A subsequent Start RTM Timer request from that same Logical 
Terminal (with RTM disabled) violates this interface and may cause the CU to disconnect. 

8.2.2 Stop RTM Timer CX'06') 

When the device detects that an appropriate RTM Stop or Abort condition for an active RTM 
transaction has occurred, it notifies the CU with the Stop RTM Timer expedited status 
request X'06' in EXFRQ with the Logical Terminal address in EXFLT and one of the following 
values in EXFPl: 

EXFPl Value 

X' 00' 

X' 01' 

X'02-FF' 

Dascription 

Stop timar for this Logical Terminal and record 
time. 

Abort timer for this logical Terminal. Do not 
record the time in the RTM log. 

Reserved values 

Figure 90. Stop RTM Timer Request Parameters 

The controller acknowledges the Expedited Status by placing a 16 bit unsigned value in 
EXfDl/EXF02 which represents the last Transaction Time in 25 millisecond increments. In 
addition, the following is placed in EXFD3: 

EXFD3 Value 

x•oo• 
X' 01' . 

X' 02-FF' 

Dascription 

Valid last Transaction Tima 

Invalid Last Transaction Time (for example, Abort 
or RTM hardware problem in controller) 

Reserved vcilues 

Figure 91. Stop RTM Timer Response Parameters 

The RTM transaction ends Cor becomes non-active) with the CU's acknowledgment of the Stop 
RTM Timer request. 

. . 
The device must end each active RTM transaction with Stop RTM Timer expedited status (for 
the proper logical Terminal) unless the Logical Terminal is disconnected or the device is 
powered off. In this case, the controller terminates the outstanding RTM transactionCs>. 

The device is responsible for detecting and reporting all Abort conditions to the 
controller, except when the logical Terminal is disconnected or the RTM hardware becomes 
non-functional. 

The device must not request Stop RTM Timer expedited status unless an RTM transaction is 
active for that Logical Terminal. The device must only return one Stop RTM Timer request 
for each outstanding Start RTM Timer request, and must not issue multiple Start requests 
for a given logical Terminal. Any violation of this rule causes the controller to 
disconnect the interface. 
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Note: The last transaction time is included in the controller response regardless of 
whether or not the operator is authorized to view it. 

If the device is notified that the RTM hardware is non-functional Cvia WCUSCOl) 382 Machine 
Check), the RTM transaction is considered aborted by the CU. If the device issues a Stop 
RTM Tlmer request, the CU responds with an Invalid last Transaction Time (denoted by EXFD3 
= X'Ol'). 
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Examples of the RTM flow follow. 

Control Unit Device 

< AEDVCOnline) 

ACK > 
• • 

WCUSC42) > 
RTM enabled/L TT display enabled 

< FC 
• • 

< ES CSTART RTM> 

RTM DefinitiontLTT 
display enabled > 

• 
• 

WCUSC42) > 
RTM enabled/l TT display disabled 

< FC 
• 
• 

< ES CSTOP RTM> 

LAST TRANSACTION 
TIME Ctime valid) > 

Page 93 

Note: The last transaction time is not displayed by the device in this case, since 
the last notification was that LTT display was disabled. 

The Expedited Status request illustrated below, flows on a hi sher priority than the 
Synchronous.Status function request, WCUSC42). Therefore, the CU must respond to either 
the STOP or ABORT after the RTM interface is disabled in this mannEr. 

RTM Definition/LTT 
display enabled ~~~~~~~~~~~~~~~~~> 

WCUSC42) 
RTM di sabled 

l TT not val\ d 

• 
• 

• 
• 

ES CSTART RTM) 

FC 

ES CSTOP RTM, 
or ABORT> 
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9.0 Controller TCA Support level 

CUSLVL is set by the controller prior to WCUSClOl CU READY time to reflect the optional 
functions which it supports. Devices must not use optional features which are not 
supported by the CU because this may cause an interface synchroni .:at ion check and the 
device may be disconnected with a 240 Machine Check. For layout of CUSLVL bits. see Note 
4 following Figura 30 on page 28. 

9.1 Base TCA Support level 

CUSLVL is a 16 bit field that indicates whether an option is supported by the control unit. 
Each option is bit significant within the 16 bit field. Bits without assigned options are 
reserved and must= B'O'. A value of X'OOOO' in CUSLVL indicates that the controller does 
not support any options. Each bit in the field. designated as bit 0 - F. when set to B'l' 
indicates a particular option is supported as follows: 

9.2 Slow Device Suppor.ttExtended AEDV Status 

CUSLVL bit F indicates the controller supports Slow Device for non-SHA attachments. CSee 
"Hon-SHA Slow Device Capability" on page 103 for detailed description.) Also. with Slow 
Device active. the controller supports extended AEDV status as outlined in "AEDVCOnline)" 
on page 84 and "AEDVCOffline)" on page 84. 

9.3 Device Initiated UNBIND Support 

CUSLVL bit C indicates that the controller supports receipt of a device initiated UNBIND. 

9.4 Enhanced Buffer Management Support 

CUSLVL bit B indicates that the controller supports Enhanced TCA Buffer Management. 

This option provides a flag field associated with the LOCK function request (applicable 
to non-SHA attachments) indicating whether or not prepared inbound data Cto the host) in 
the TCA buffer has been overlaid by outbound data functions. 

9.5 AEEB Extension for End Busy Support 

CUSLVL bit A indicates that the controller supports synchronous status response of 
FCSECBUSY) to a LOCK request occurring outside of an AEEP sequence, e.g., to indicate a 
local function busy condition. etc. The device is subsequently required to crQate an 
AEEBCEND BUSY) asynchronous status event to inform the host that the Busy condition has 
ended. 

If AEEB End Busy is not active. the device must respond FCSECIR> to a LOCK request occurri~g 
outside of an AEEP sequence should a local function busy condition exist. 
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10.0 RAS Consjderations 

A portion of device control is involved with verification that the interface, the device, 
and the CU are functional. These considerations are discussed in the following sections. 

CU detected errors are conveyed to affected TCA devices via WCUS function request or the 
CUDSER. Device detected errors may be passed to the CU via AEER or FCSE. 

Error Codes fall into these categories: 

OHH & lHH Codes - Reserved 
2HH Error Codes - Device or Device Cluster Adapter Errors 

detected by the control unit 

3HH Error Codes - Controller Errors Detected by the Controller 

4HH Error Codes - Application Program Checks 
detected by the control unit 

SHH Error Codes - Communication line or Channel Errors 
detected by the control unit 

6HH Error Codes - TCA Device Detected Hardware/Microcode Err-ors 

7HH Error Codes - TCA Device Detected Data Stream or Application 
Program Checks 

8HH Error Codes - Reserved 

9HH Error Codes - Reserved 

Figure 92. Error Codes 

More information about these error codes may be found in the control unit and/or specific 
device specifications. 

10.1 CU Active 

While the CU is active, it periodically POlls the device. If the device detects an absence 
of polling or other line activity for a sustained period of time, it assumes the CU is 
inactive. 

A CU could be polling, but not otherwise functional. The device can detect this by 
periodically presenting Expedited Status. If the Expedited Status request is not 
acknowledged within 10 seconds, the CU is not functional. The device must not present 
Expedited Status for the purpose of soliciting a CU response more frequently than once 
every 30 seconds. 

10.2 Device Active 

If the device is idle and cannot honor any function requests, then it must not answer or 
acknowledge POLLs. The CU treats the device as powered off during this period of time, 
and may notify the host of the condition. The device must exit the powered off state by 
responding to POLL with the POR response. Power off/Power on transitions must not occur 
more frequently than once every 5 seconds. 

If the CU issues a function request to the device and the device does not report back with 
either FC or Expedited Status CSee "Device Busy Timing Interval" on page 89) within .75 
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seconds, the CU assumes the device is malfunctioning and terminates all further 
communication with the .device (except POLLing) until a POR is received. During the 
disconnect sequence, the controller attempts to write machine check status into CUDSER. 
Expedited Status maintains the active (busy) state while the Synchronous Status indicates 
Function Complete, X'04' at DSSV. 

10.3 Process Timings 

There are two types of timeout requirements for Controller/Device Communications: 

• Device Response Timing 

• Host Transaction Timing. 

Both types of timing are performed by the device and are reported to the controller via 
Expedited Status CES). 

EXTIME indicates which type of timing the device is to execute. The default state of this 
field. X'OO', indicates Device Response timing only. Host Transaction timing in addition 
to Device Response timing occurs only when EXTIME, is set to X'Ol'. 

Device Response timing mode requires the device to report Expedited Status - Device Busy 
every .375 to .75 seconds from the issuance of a synchronous function request until the 
device reports synchronous status for the corresponding function request. This requirement 
is independent of Hhether the device is online to or offline from the host and is apolicable 
for all function reguests. Control unit implementations may always enforce Device Timing 
mode or optionally couple such enforcement to the conservation of vital resources within 
the control unit. That is, Device Timing mode may be enforced only when critical controller 
resources (elements, which if restricted, result in the degradation of the controller's 
throughput capability) are retained by the device. Examples of such elements include: 
inbound/outbound host buffers, the host 1 ink, local printers, etc. When enforced, a 
minimuo of 8 ES Timer Interrupts must be accommodated by the control unit. Whether or not 
Device Timing mode is being enforced, devices are required to present ES Timer Interrupts 
at least every . 7 5 seconds during the execution of a synchronous function r'li!quest. It is 
recommended that all device implementations be structured such that synchronous status can 
be returned for all synchronous function requests in less than a second, independent of 
Device Response timing enforcement or speci fl c controller attachment. The ability to 
respond within the established controller 1 i mi ts may depend on the number of messages 
associated with a particular function request, the size of messages, and the number of 
functions supported. If the device times out, the interface is disconnected with a 207 
Machine Check (device response timing mode timeout). 

During Host Transaction timing, the device must report ES - Device Busy every .375 to .75 
seconds untll the Host Transaction timing field, EXTIME, is reset to X'OO'. independent 
of function requests and device states. The control unit initiates Host Transaction timing 
by setting the Host Transaction timing field, EXTIME, to X'Ol'. A device should check for 
a change in EXTIME on each START OP and RTID command. A maximum of 9 ES Timer Interrupts 
may be presented by the device. If the device times out, the interface is disconnected 
with a 243 Machine Check (host timing mode timeout) and appears powered off to the host. 
Host Transaction timing is not invoked in SHA attachment environments. 

The following figure depicts possible process timing situations where enforcement of Device 
Response Timing is dependent on the utilization of vital controller resource elements. 
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Host Transaction Device Response 
Timing Controller Device Timing 

Sync Request 
> 

J 
Hot Enforced 

ES CDev Busy) Critical Controller 
< Resources Hot 

Retained 
Sync Responsca 

<· 

Sync Request 
> 

J 
Enforced 

ES CDev Busy) Critical Controller 
< Resources Retained 

Sync Response 
Invoked < 

EX TIME = X' 01' ES CDev Busy) 
<--

Sync Rt!quest 
> Enforced 

ES CDev Busy) Critical Controller 
< Resources Retained 

ES <Dev Busy) 
< 

Sync Response 
< 

ES CDev Busy) 
< 

Sync Request 
> 

J 
Hot Enforced 

Deactivated ES CDev Busy) Critical Controller 
EXTIME = X' 00' < Resources Not 

Retained 
Sync Response 

< 

Figure 93. Example of Process Timing Scenarios 

10.4 Error Events 

Page 99 

The Device must report errors as asynchronous events. The frequency of reporting hardware 
errors must be 1 i mi ted to avoid overrunning the CU. If an error or error sequence is 
occurring repeatedly, it must not be reported on each occurrence unless manual intervention 
(such as an operator depressing a RESET key), a neN host transmission. or a delay of at 
least 1 second occurs.See "FCSE" on page 73 and "AEER" on page 79 for a description of the 
mechanism for r~porting such errors. 

10.4.l Error Event logging 

The Device must report each error to the control unit for maintenance statistics when the 
error occurs (under the constraints defined in the preceding paragraph)._ The CU maintains 
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report summary counters for host program errors, transient hardware errors. and permanent 
hardware errors regardless of whether or not the device is powered on. 

Devices are not required to report disk access errors C630, 632, 633, 635, or 636) to the 
controller. If they are sent by the device, the controller logs them but does not generate 
an Alert because these codes are either generated as the result of a 3HH code sent to the 
device from the controller or are considered a non-error condition such as "disk not ready" 
(see "Down Stream loading" on page 121). 

10.4.2 line Error Recovery 

A transmission error from the CU to the device is detected by the device hardware which 
must then ignore that transmission and inhibit the Transmission Turnaround/Auto Response 
CTT/AR). When the control unit does not get the TT/AR, it stops immediately and goes into 
error recovery state. 

If the error occurs on the transmission from the device to the CU CTT/AR) error on parity 
error), ~he CU stops and goes into error recovery state. 

10.4.2.1 Retry of Hon Start-Operation 

When a string of command and data transmissions fails, the control unit attempts recovery 
by retrying the operation. This is possible due to the design of the device adapter and 
control unit which prevents any invalid commands or data from being processed or stored 
into the device's memory. 

10.4.2.2 Retry of the Start-Operation 

The recovery from a transmission containing a Start Operation command is similar to the 
above but has several implications which must be understood. There are four different 
error states which are possible as the result of a Start Operation command failure. 

1. The Start Operation command was lost on the transmission from the CU to the device. 
In this case when the command is reissued by the CU, the device processes it no.rmally. 

2. The Start Operation command was received by the device but the TT/AR response was lost 
on the device to CU transmission. In this case the device is presented with an 
interrupt and the CU attempts recovery by resending the Start Operation command. 

a. The device may not yet have started to process the first Start Operation command. 
In this case the device must HO-OP the second Start Operation command and no 
problems arise. 

b. The device has started to process the fund:ion request specified by the Start 
Operation command but has not completed processing the request. The device-CU 
hand-shaking protocol allows the device to recognize the second Start Operation 
command as a duplicate and ignore it. 

c. The device has completed processing the function request, has posted the completion 
C synchronous) status, but the CU has not yet processed the completion status. 
Since the Synchronous Status has not been acknowledged by the CU, the device must 
also recognize and ignore the second Start Operation command. 

10.4.2.3 Unrecoverable Errors 

In the event that the CU receives invalid device status, the CU initiates the device 
disconnect action of posting a non-zero error code <the value of which is the machine check 
indicator to be displayed) at CUDSER and issuing a Start Operation command. The device 
must test CUDSER for a non-zero value with the receipt of each Start Operation command. 
Certain device errors cause device disconnect without the posting of a non-zero value at 
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CUDS ER. The device is only re-connected i.1hen it returns a POR response. 
synchronization states described below are not applicable. 

10.4.2.4 Detection of Synchronization Errors 

Page 101 

Retry and 

It is essential that the CU and the device be able to maintain synchronization over the 
line interface at all times. This interface is controlled via CU commands and by status 
bytes in the device buffer •. 

Every time a new function request is made, CUSYN must be toggled between X'Ol' and X'00'. 
The device must interpret the toggled value of CUSYN when a new function request is made. 
as the acknowledgement of the previous Synchronous Status. 

Command queue retry causes a Start Operation command to be issued multiple times, but CUSYH 
is not changed. This allows the device to ignore the additional Start Operation commandCs) 
if the first one was actu~lly received. 

If•CUSYH is toggled, but the dev)ce is still processing a function request when a second 
Start Operation command is issued, the device must report a fatal synchronization error 
to the CU with ERFR<IR>. The controller then puts the· device into the Interface 
Disconnected state. 

At power-on time. the device must set CUSYH to X'OO'. The device expects the first function 
request from the CU to set CUSYH to X'Ol'. The CU maintains the value of CUSYN to avoid 
reading it from the device buffer prior to each Start Operation command. 
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11.0 Hon-SH~ Slow Device Capabilit~ 

Note: In subsequent di scussi ens, the 3274 control unit supports the following subset 
implementations: 

a. NLCA Environments 

• FCDEFCOO) 

Display on Printer with Start Print Bit Hot Set 

• FCDEFCOU 

Printer with Start Print Bit Set 

b. BSC Environments 

• FCDEFCOU 

Printer with Start Print Bit Set 

The TCA interface is comprised of multiple functions, both LT and non-LT specific. The 
common vehicle for communicating with the device is the synchronous function request 
mechanism. As the architecture is currently d1°:flned, this mechanism is serial. The 
ability to process a synchronous request is dapendent on the device's ability to return 
synchronous status. For a particular class of devices, there could be an extended period 
of elapsed time between initiation of a synchronous event and its subsequent completion. 
Depending on the operating environment, such "slow" devices have the following impacts on 
the subsystem: 

1. Controller resources used to manage the LT and non-LT specific function could be 
severely restricted, thus reducing the controller's ability to process requests for 
the entire subsystem. 

2. The response time for other logical terminals within the same physical device could 
become intolerable. 

In such an environment, the optimum situation is to permit other logical terminals within 
the same physical device to communicate with the controller/host while the "slow" LT is 
still processing. Therefore. the "slow" LT must be able to relinquish TCA buffer ownership 
before the data has been totally processed. Thus the emergence of the slow-device 
capability. 

What follows are a set of major points and flew examples addressing the extent of support 
for slow devices. 

• The non-SHA slow device function is option~lly supported on the controller as indicated 
by CUSLVL Bit F being set to'l' during device initialization (see "TCA Buffer Formatn 
on page 27). 

• If a device can process and validate the data stream as fast as it can move it out of 
the TCA buffer, then the device should post Ft/FCSE completion status. If, however, 
the device can merely move the data out of the TCA buffer (and validate the data in 
certain BSC environments) within the timeout period permitted by the control unit but 
requires a substantial amount of additional time Cin excBss of the timeout period 
permitted by the control unit) to complete processing of the data stream, then the 
device should use the slow device support and post Function Complete/Status Deferred 
CFCDEF) completion status. Posting FCDEf status signifies that the TCA buffer is 
available, but the corresponding logical terminal is still busy until AESTAT is 
returned. This permits both the controller and the device to multiplex the processing 
of data for other logical terminals. 

• One of two specific types of FCDEF status, FCDEFCOO) and FCDEFCOl), may be posted by 
the slow device depending on the particular conditions at the device. This designation 
by the device is a necessary part of the slew device support. Specific status handling 
(control unit to host) differs for printers with the start print bit set 
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CFCDEFCDSSP=Ol)) as opposed to displays or printers with the start print bit not set 
CFCDEFCDSSP=OO)). 

• If the device is attached via BSC protocols, the requirement to validate the data 
before responding FCDEF is dependent on the type of FCDEF response X'OO' or X'Ol' and 
whether WACK is required by the device or not. The correlation table provided for 
AESTAT Csee "AESTAT CNon-SHA Only)" on page 87) indicates when the data can be 
validated. 

• For both attachments CHlCA and BSC), the use of FCDEF while chaining is active is not 
permitted. For NlCA devices, chaining is indicated by a parameter associated with the 
WDAT prior to the next WlCC which carries the chained command (see Figura 106 on page 
116). For BSC, host protocols do not provide the information required by the control 
unit to indicate to the device that a new command and data block has been chained to 
the message just processed. This must be insured, by convention, between the host and 
the attaching device. 

• If AESTAT<IR> is posted, AEEBCIR> must be used to clear the condition for the 
associated LT. 

• FCDEF and AEST AT are invalid for SN:\ attachments. SHA TC.A has no requirement to 
implement these codes si nee asynchronous status CAEEP) can ·adequately cover all 
asynchronous device requirements. 

HOST CONTROL UNIT DEVICE 

Select -------> 
LOCK 

<·------------------- FC CLOCK> 

Data ------> 

<-----

WDAT 
CEOM> 

WACK 

EOT -------> 
<----- STATUS 

CTCCS 

• 
CTCA Busy/Device Busy) 

• ----------------> • • 
• 

CTCA Avai !able) 
• 
• 

CCU Available) 
• 
• 

<-----------------
<LT Available) 

FC CWDATl 

FC CCTCCS) 

Note: (Normal Flow is presented her9 to provide a perspective and 
contrast with subsequent Slow Devic9 flows.) 

Figure 94. DFT Protocol CBSC): Enhanced CWACK) Host Support CDFT appears as 
Printer) 
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HOST CONTROL UNIT DEVICE 

Select -----·-> 
LOCK 

Data -----~> 

<~---- WACK 

WDAT 
CEOM) 

EOT -------> 
<---

Note: 

STATUS 

CTCCS 

------------·> 
FC CLOCK) 

• 
CTCA Busy/DevicQ Busy) 

• • 
------------·> 

• 
CTCA Available) 

• 
• 

CCU Available) 
• 
• 

CL T Available) 

> 

FC CWDA T> 

FC CCTCCS> 
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This diagram (representing normal flow) is presented here to provide a 
perspective and contrast with subsequent Slow Device flows for HlCA 
environments. 

Figure 95. DFT Protocol CBSC): Enhanced CWACK> Host Support 
CDFT appears as Display) 
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Product Attachment Information 

CONTROL UNIT DEVICE 

Select -----> 
LOCK 

. <•---------~~---- FC <LOCK) 

Data ------> 
WDAT 
CEOM) 

• 
CTCA Busy/Device Busy) 

• 

< FCDEFCOl) 
• (printer printing) 

<-------WACK CTCA Available/LT Busy) 

EOT -------> 

<----- STATUS 

CTCCS 

• 
• 
• 

CCU Available) 
• 
• 
• 

----~-----~----~----> 

<~~~--~--~~~--

CLT Available) 

Note: 

AESTAT+ .•• 
(Print Complete) 

FC <CTCCS) 

1. The data must be validated before FCDEFC01) is posted. 
2. For a similar scenario where WACK Support is HOT present. 

the data must be validated before FCDEFCOl) is posted. 

Figure 96. Slow Device Protocol CBSC): Enhanced CWACK) Host Support 
CDFT appears as printer with Start Print bit set> 
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HOST 

Select 

Data 

< 

EOT 

< 

Note: 

317413274 Controller to Distributed Function Devic9 
Product Attachment Information 

CONTROL UNIT DEVICE 

> 

LOCK > 

< FC CLOCK> 
• 

> CTCA Busy/OevicG Busy) 
• 

WACK • 
WDAT > 
CEOM> 

< FCDEFCOO> 
• 

CTCA Available/LT Busy) 
• 
• 

> CCU Available) 
• 

< AESTAT+ ••• 

STATUS 

CTCCS > 

< FC CCTCCS) 

CLT Available) 

1. The data does not have to be validated before FCDEFCOO) is posted. 
2. The Host must respond EOT to WACK. 

Figure 97. Slow Device Protocol CBSC>: Enhanced CWACK) Host Support 
CDFT appears as Display) 
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HOST 

Select 

3174/3274 Controller to Distributed Function Device 
Product Attachment Information 

CONTROL UNIT DEVICE 

-----> 
LOCK 

FC CLOCK) 
• 

Data ------> CTCA Busy/Device Busy) 
• 

WDAT ---~-~---------> 
CEOM> 

<.-~~~---------- FCDEFCOO) 
• 

CTCA Available/LT Busy) 
• 

EOT -------> CCU Available) 
• 

<-------------------~ AESTAT+ ..• 

<------- STATUS 

CTCCS ~--~~......,..-----------~> 

<~-~~---~--~· FC CCTCCS) 

CLT Available) 

Note: 

1. The data does not have to be validated before FCDEFCOO) is posted. 
2. The Host must respond EQT to WACK. 

Figure 98. Slow Device Protocol CBSC): Enhanced CWACKl Host Support 
(printer without Start Print Bit set) 
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HOST 

Select 

Data 

< 

EQT 
CWACK not 
by host) 

< 

Hote: 

3174/3274 Controller to Distributed Function Device 
Product Attachment Information 

CONTROt UNIT DEVICE 

> 

LOCK > 

< FC CLOCK> 
• 

> CTCA Busy/Device Busy) 
• 

WDAT > 
CEOM> 

< FCDEFCOll 
• 

WACK CTCA Available/LT Busy) 
• • • 

> CCU Available) 
supported • 

• • 
< AESTAT+ ..• 

(Print Complete) 
STATUS 

CTCCS > 

< FC CCTCCS) 

Cl T Available) 

The data must be val~dated before FCDEFCOl) is posted. 

Figure 99. Slow Device Protocol CBSC): Ho Enhanced CWACK> Host Support 
CDFT appears as printer with Start Print bit set) 
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HOST 

Data 

< 

EDT 

< 

Note: 

3174/3274 Controller to Distributed Function Davice 
Product Attachment Information 

CONTROL UNIT DEVICE 

> 

LOCK > 

< FC <LOCK> 
• 

> CTCA Busy/Device Busy) 
• 

WDAT > 
CEOM> 

< FCDEFCOO) 
• 

ACK CTCA Available/LT Busy) 
• 
• 

> CCU Avai !able) 
• 

< AES TAT+ ••• 

STATUS 

CTCCS > 

< FC CCTCCS) 

(l T Available) 

The data must be validated before FCDEFCOO) is posted. 

Figure 100. Slow Device Protocol CBSC): No Enhanced CWACK> Host Suppor~ 
CDFT appears as display) 
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HOST 

Select 

Data 

< 

EQT 

< 

Note: 

3174/3274 Controller to Distributed Function Device 
Product Attachment Information 

CONTROL UNIT DEVICE 

> 

LOCK > 

< FC CLOCK> 
• 

> CTCA Busy/Device Busy) 
• 

WDAT > 
CEOM> 

< FCDEFCOO) 
• 

WACK CTCA Ava i lable/l T Busy) 
• 
• 

> CCU Avai !able) 
• 

< AESTAT+ ••. 

STATUS 

CTCCS > 

< FC CCTCCS) 

Cl T Avai !able) 

The data must be validated before FCDEFCOO) is posted. 

Figure 101. Slow Device Protocol CBSC): No Enhanced CWACK) Host Support 
CDFT appears as printer without Start Print Bit set) 
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Product Attachment Information 

HOST COHTROL UHIT DEVICE 

Select > 
(for Printer) LOCK 

<-------------- FC CLOCK> 

Data -------> 
for printer 

WDAT 
CEOM) 

• 
CTCA Busy/Device Busy) 

• 
------------------> 
<----------------------- FCDEFCOl> 

<----~----- WACK 

EOT ---------> 
Select --------> 
(for display) LOCK 

• 
CTCA Available/LT Busy) 

• 
CCU Available) 

• • 
-----------------~----> • <---------------------- FC CLOCK> 

• 
Data ----------> 
for display 

CTCA Busy/Device Susy) 
• <------------------- AESTAT+ ••• 

(from Printer) <----------- WACK 

EOT 

WDAT 
CEOM) 

-------> 

-----------~--------> 

<--------------------• 
CTCA Available/LT Busy) 

• 
CCU Available> 

• 
< Status • 

<Di splay) 
CTCCS (Display) > 

FC CWDAT> 

< FC CCTCCS) 
< Status CDisplay Available) 

<Printer) 
CTCCS <Printer) > 

< FC CCTCCS> 
<Printer Available) 

Note: 

The point at which status information can be directed to the host 
for AESTAT completion is attachment protocol dependent. The OFT 
should make no assumptions concerning the order of status processing. 

Figure 102. Slow Device Protocol CSSC): Multiple logical Units 
<Display and Printer,_ Start Print Bit Set) 
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3174/3274 Controller to Distributed Function Devica 

Product Attachment Information 

HOST CONTROL UtlIT DEVICE 

Select > 
or Command 

LOCK 

FC CLOCK> 
• 

CTCA Busy/Device Busy) 
• 

WLCC > 

Data > 

<Channel is Free) 

< FC CWLCC) 
• 

< DIO CCU Available/LT Busy) 
CDevice In • 

Opgration) • 
WDAT > 
( EOM) 

< FC CWDAT> 
• 

< STATUS CTCA Available) 
• 

CTCCS > 

< FC CCTCCS> 

CLT Available) 

Note: 

Paga 113 

This diagram (representing normal flow) is presented here to provide a 
perspective and contrast with subsequent Slow Device flows for HLCA 
environments. 

Figure 103. OFT Protocol CHLCA) 
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HOST 

3174/3274 Controller to D(stributed Function Device 
Product Attachment Information 

CONTROL UNIT DEVICE 

Select > 
or Command 

LOCK 

• 
CTCA Busy/Device Busy) 

• 
WLCC 

Data -------> 
(Channel is Free) 

<.~---------------------- FC CWLCC) 
• 

< DID CCU Available) 
• 

WDATCEOM> > 

<-----

Note: 

STATUS 

CTCCS 

< FCDEFCOl) 
• 

CTCA Available/LT Busy) 
• 
• 

< AESTAT+ .•• 

---------------------> 
<--------------------- FC CCTCCS) 

CL T Available) 

The data does not have to be validated before FCDEFCOl> is posted. 

Figure 104. Slow Device Protocol CHLCA): Printer 
CDFT appears as printer with Start Print bit sat) 
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Product Attachment Information 

HOST CONTROL UNIT 

Select > 
or Command 

LOCK 

• 
CTCA Busy/Device Busy) 

WLCC 

Data ----> 
(Channel is Free) 

<----- DIO 

WDATCEOM) 

• 

• 
CCU Available) 

• 

• 

DEVICE 

FC CLOCK> 

FC CWLCC} 

FCDEFCOO> 

CTCA Available/LT Busy) 

<-----

Note: 

STATUS 

CTCCS 

• • 

> 

<----~----------~-------

CLT Available) 

AES TAT+ ..• 

FC CCTCCS} 

The data does not have to be validated before FCDEFCOO> is posted. 

Figure 105. Slow Device Protocol CHLCA): Display/Printer 
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CDFT appears as a display, or printer with Start Print bit not set) 
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HOST CONTROL UNIT DEVICE 

Select -----> 
LOCK 

FC CLOCK) 
• 

CTCA Busy/Device Busy) 
• 

WLCC > 

Data > 

WDAT 
CEOM-Chain IHD> 

<----- STATUS 

(Channel is Free) 

CTCCS 

Note: 

• 
CTCA Available) 

• 
CCU Available) 

• 
• 

Cl T Available) 

FC CWLCC> 

FCSE+Op Chack 

FC CCTCCS> 

1. Command chaining is invalid for a display or printar. The device 
must reject the datastream with an Qp Check. 

2. If the device were to respond FCDEF instead of FCSE, the control 
unit and the channel could be hung depending on the specific 
attachment protocols. 

Figure 106. Slow Device Protocol CNLCA): Chaining 
(Command Chaining to Display or Printer) 
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HOST CONTROL UNIT DEVICE ---
Select > 

or Command 
(for Printer) LOCK > 

< FC CLOCK) 
CTCA Busy/De\li CQ Busy) 

• 
WLCC > 

Data > 
for printer 

(Channel is Free) < FC CWLCC) 
< DIO <CU Available) 

• 
WDAT > 
<EOM) 

< FCDEFC 01) 
CTCA lwa i la bl e/ LT Busy) 

Select > • 
or Command • 

(for display) LOCK > 

< FC CLOCK> 
CTCA Busy/De\lice Busy) 

• 
WLCC > 

Data > 
for di splay 

(Channel is Free) < FC CWLCC) 
• <----- DID CCU Available) 
• 

AESTAT+ ... 
(from Printer) 

WDATCEOM) > 

<~----------~--------~ FC CWDAT) 
<---- Status CTCA A\lai lable) 

<Display) • 
CTCCS (Display) ~~~--~~~-> 

<--------~~~--~ FC CCTCCS) 
< Status (Display Available) 

(Printer) • 
CTCCS <Printer) > 

<---· FC CCTCCS) 
<Printer Available) 

Note: 

The point at which status information can be directed to the host 
for AESTAT completion is attachment protocol dependent. The DFT 
should make no assumptions concerning the order of status processing. 

Figure 107. Slow Device Protocol CNLCA): Multiple lTs 
<Display and Printer, Start Print Bit Set) 
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The following figure depicts a TCA printer Intervention Required condition which is 
detected after FCDEFCOl) is posted. 

HOST CONTROL UNIT DEVICE 

Select > 
or Command LOCK > 

< FC CLOCK> 
• 

CTCA Busy/DavicQ Busy) 
• 

WLCC > 

Data > 

(Channel is Free) 
< FC CWLCC) 

• 
< DID CCU Available) 

• 
WDAT > 
CEOM> 

< FCDEFC OU 
• • 

CTCA Available/LT Busy) 
• 

< AESTATCIR> 

< Status 

CTCCS > 

< FC CCTCCS> 
• 
• • 

< AEEB CIR Cleared) 

< Status CLT Available) 

Fii;ure 108. Printer IR Handling CNLCA> 
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The diagram below shows a TCA printer Intervention Required condition detected after 
FCDEFCOl) is posted. 

HOST CONTROL UHIT DEVICE 

Select > 

LOCK > 

< FC Cl OCK) 
• 

Data > CTCA Busy/Device Busy) 
• 

WDAT > 
CEOM> 

< FCDEFCOl> 
• 

< WACK CTCA Available/LT Busy) 
• 
• 
• 

EOT > CCU Available) 
• 
• 
• 

< AESTATCIR> 

< STATUS 

CTCCS > 

< FC (CTCCS) 
• 
• 
• 

< AEEB CIR Cleared) 

< Status CLT Avai labla) 

Figure 109. Printer IR Handling CBSC) 
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12.0 Data Base Operation~ 

Data BasQ operations ara initiated by the device with either AEDBA or AEDBS. These 
asynchronous QVents can only be initiated while the device is in the Interface-Connected 
state Coffline from host>;· otherwise, the controller disconnects the interface. Fila ID 
& Product ID QualifiQrs are used to control specific data base operations. ThQ CU accesses 
or stores data base information and communicates with the devicQ using WDBD, RDBD, CNOP. 
and WCUS function requests. 

12.l Down Stream loading 

All requests employed in down stream loading use a one byte file identifier. These DSl 
files represent microcode and data entities required by the device. The device load Disk 
must contain a disk directory with entries for each file (including shared tables in the 
control unit>. DSl files are normally accessed in ascending disk sequence to minimi:za 
control unit response time. Each file must begin and end on a record boundary. 

Requests which cannot be satisfied cause WCUS status to be written to the requesting 
device. The device posts the error according to Datastream Architec~ure protocols. 

Access errors may include the following: 

• Machine Checks: (See "WCUS(70) - Disk Error" on page 58.) 

Fatal Hardware Error 
Disk Media Initialization Error 
Unrecoverable Disk Overrun Error 
Attempt to Access a Not Ready Disk 
Wrong Disk Error 

• Disk Completion Errors: CSee "WCUSC71) - Fila Error" on page 58.) 

File Hot Found Error 
File Not Writeable Error 
File locked (Contention) Error 
Fila Overflow Error 
File Not Readable Error 
File Hot locked Error 

Data Base Operations 121 
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The devica is required to display tha following 6HH error numbers for disk access errors 
in the control unit. 

Devica WCUS 
Number Value 

630lE 7000 

631 7102 

632* 7004 

7006 

634 7108 

635* 700A 

636lE 710C 

637 710E 

638 7110 

639 7112 

640 7014 

Probable Cause: Result 

Fatal hardware error: disk adapter interface 
is disabled. 

Fila not found: possible device logic error. 

Disk media error - defective diskette: replace. 

Disk overrun - bad record: replace diskette. 

Attempted to write a non-writeable file: 
possible device logic error. 

Disk not ready: cover may bca open/no disk. 

Disk file locked (terminal contention): retry. 

Disk file overflow attempting to write too many 
records: possible device logic error. 

Disk f.ile not readable: protocol error. 

Disk file not locked (attempt to Write a file 
not locked): protocol error. 

Wrong disk in control unit: replace diskette 
and retry. 

Note: (lE) The device is not required to report 630, 632, 633, 635 or 636 errors 
to the control unit CAEER Status). If they are sent, the control unit may log 
them, but does not generate an ALERT either because the control unit already 
generated a 3NH alert (e.g., disk hardware error) or because the condition is not 
considered an error Ca.g., "disk not ready"). 

Figure 110. 6NH Disk Access Errors 
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13.0 local Copy 

This section describes tha int0rface to support a devic0 local copy capability, including 
printer assignment, host CSHA OHLY) or operator (Hon-SHA) initiated copy requQsts, data 
stream transfer, control unit events with status significant to tha d0vica, and a sat of 
usable protocols. 

13.1 Data Stream Interface to Subsystem Printers 

The device must generate a pass-thru SHA Character String (SCS) Data Stream using a set 
of device controls including Hew Lina CHL>. Carriaga Return CCR>. Form Feed CFF) .• Sli!t 
Horizontal Format CSHF), Set Vli!rtical Format CSVF>. Set Line Density CSLO), Horizontal Tab 
CHT>. Vertical Tab CVT), Set Attribute CSA) if the printer supports extended data stream 
functions. and Graphic Escape CGE> if the printer has APL ROS installed. The printer 
selected must support SCS. Device characteristics of the printer are given to tha device 
for evaluation. The devica must send only valid SCS characters and control codes to the 
printli!r. 

If the amount of data being copied exceeds the physical size of the print buffer, then 
multiple data transfers with intervening print operations must be performed in order to 
accommodate Uie large presrantation space. The printer remains allocated to the device 
until the copy has been completed. SCS chaining is used to emulate a logical unit of work. 
To the printer the request must appear as a host SCS print chain. The device may split 
orders (such as SA. GE) across segmented messages. 

Function Management Headers are not supported on this interface. 

For Multiple Logical Unit considerations only a single queued local copy request is allowed 
per devicQ. 

The controller sets First-In-Segment First-In-Chain CFISFIC) on First of Message <FOM> data 
in thQ message header and Last-In-Segment last-In-Chain CLISllC) on last of Message CLOM) 
data sent to the printer. 

13.2 Synchronous and Asynchronous Actions 

Synchronous Function Reguests used with Local Copy1 

wcus 
RDCOPY 
WCTL 
RPID 

Report CU Status 
Read Data Block 
Describe Printer 
Request Device ID 

("WCUS" on page 4G) 
C"RDCOPY" on page 60) 
("WCTL" on page 64) 
C"RPID" on page 69) 

Asynchronous Status use.,9 with local Copy: 

AEFREE 
AEPID 
AECOPY 
A EC AH 

Releas0 Held Printer 
Assignment Request 
local Copy Request 
Cancel Request 

("AEFREE CSHA only)" on 
C"AEPID" on page 86) 
("AECOPY" on page 86) 
("AECAH" on page 86) 

page 85) 
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At AEDVCOnline) time, the control unit issues a WCUS with the default printer assignment 
if the control unit has been configured for local copy and thQ Print Authorization Matrix 
CPAM) allows local copy from this port. 

13.4 Print ID Sequence 

ThQ device may request printer assignment by sending AEPID Asynchronous Status. Tha CU 
responds with an RPID, to which the devica must return FC. DSSP must contain either the 
current printer port address/class number or an indication that the matrix has been changed 
CX'FE'>. . 

These digits arQ checkad for numeric validity beforQ they are passed to tha control unit. 
Tha control unit responds with one of tha following: 

• WCUSC56) - Printer Assigned 

• WCUS(54) - Invalid Printer Humber 

• WCUS<SS) - Assignment Disallowed 

• FRA Function Request Aborted (Sequence is terminated) 

FRA is caused by: 

An RPID is received without a previous AEPID from the device 
or 

An AEPID Request is sent by the device at thQ same time that: 

1. a WOAT (outbound message) is issued. 
or 

2. a WCUSC56) CPAM change) is requested. 
or 

3. a LOCK request is received. 

An AEPID received during a copy that is currently printing causes the interface to the 
control unit to be disconnected. The device must not send AEPID during buffer transfer. 

13.5 COPY Sequence 

The device must check that the pressing of the PRINT key or the host requested write is 
allowed, i.e., the current host state allows the print request, and a copy request is not 
currently queued. CAECOPY while queued causes the interface to be disconnected.) 

The dQvice may sQnd Asynchronous Status, AECOPY, to the control unit. It is not necessary 
to SQnd thQ printer or class number as the CU already has this information. 

The CU responds WCUSCSl> If local Copy RQquest is queued, or with WCUS<SA) if Local Copy 
i~ not supported. 

Note: Some CU's may send a second WCUSC51). Devices must disregard this if it occurs. 

Following a WCUSCSl), if the printer is not available, the control unit returns additional 
status via WCUS indicating one of the following: 

WCUSC52) Clong Term Busy) 

WCUSC55) (Assignment Disallowed) 
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WCUSC53) (Printer Exception; either Intervention Required, or Equipment Check> 

When the printgr becomes available (or immediately if the printer is free), the function 
request WCTL is issued. The control unit has placed the printer characteri sti C5 in thca 
TCA buffer at thg address specified by the value in CUDP. Thg actual format of this data 
has bgen defined previously (see "liJCTL" on page 64). If the characteristics are 
acceptable, FC is returned. If the characteristics are unacceptable, ERFR or FRA is 
returngd (depending on the reason) and the copy request is terminated. 

If the device returned FC Status, the control unit issues an RDCOPY request. The device 
must place the copy data in the TCA buffer at the address specified by CUDP. CUFRP3/CUFRP4 
must contain the target length for the data. 

The entire buffer transfer may be accomplished with a series of RDCOPY function reque5ts. 
Printing starts after one full buffer of data is loaded into the printer. The smaller of 
the TCA and printer buffer is used to determine the actual amount of data that is printed 
at one time. The device is notified via WCUSC58) that printing has started. Following 
the entire transfer, the controller writes WCUSC59), Local Copy Request Dequeued. 

The print phase of tha copy sequence is terminated by the control unit returning ona of 
the following via WCUS: 

Printer exception WCUSC53) (failure dur;ng printing) 
or 

Print complete WCUSCSB> (good complation) 

13.5.1 Second Requast Processing 

During tha final segment pri ni: of the copy data, after tha previous request has been 
dequeued, a second request may be queued. The copy sequence operates as described above. 
unless tha printer fails while printing the last segment of the previous request. Second 
Request Abort processing is defined to ba the rejection of a subsequent copy request when 
the printer fails on the first request. The controller does not send any additional status 
to the device when this situation occurs. The request is simply dequeued. A race condition 
occurs when WCUSC53) CPrintar Exception) is sent at the same time that the second copy 
request CAECOPY> is issued. The controller services the copy request normally up to the 
point that WCTL is issued. At this point. the device sends FRA to the WCTL. thus ending 
the sequence. 

13.6 QUERY 

In order to provide local copy to advanced printers with variable pitch and potentially 
other functions which can affect the print format, the device is able to send Query requests 
to and receive Query replies from the assigned printer before generating a local copy data 
stream. New printers indicate support of the architecture for Query List in their Terminal 
ID CPCIA). This information is conveyed to the intelligent display by the Extended WCTL 
<Flag bit 2 = 8 1 1 1 ) request. Consistent with the local copy interface~ the display must 
n·ot pass any data stream to· the printer which would produce error status or unknown results. 

A local Save/Restore function is performed by the control unit to an advanced printer which 
supports Save/Restore Structured Field architecture. This operation is transparent to the 
device. except to point out that the device should not assume responsibility for initiating 
the function. This capability allows the device to change pitch and maximum presentation 
position without adversely affecting output formats set by a host application ~haring the 
printer. The control unit initiates a Save Structured Field to the printer at the beginning 
of the device local copy transaction and later initiatQs a Restora Structured Field at thQ 
conclusion of the transaction. 

In order to allow Query information to flow between the display and the printer, Function 
Managemant Headers and Structured Fields are supported as pass-thru data over the local 
copy interface. ~ 
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The local copy protocols are unchanged with printers which do not support Function 
Management Headers or in instances when the use of Query is unnecessary. The existing 
interface continues to be supported without modification. 

Initial printer characteristics are supplied to the device via a WCTl function request. 
This includes Printer ID CPCIA> and th4i current Alias Table. If the display requires 
dynamic format information from the printer the Extended WCTl CFlag bit 2 = B'l') function 
is requested. The Extended WCTL contains Query Reply data read directly from the printer. 
whereas. a Basa WCTl CFlag bit 2 = 8'0') conveys the information present in the printer 
PCIA area. The Query functi.on is handled as a conversational element of the Load Tr~nsfer 
phase. initiated by the first RDCOPY <Read Copy) request and completed in an Extended WCTl 
request. The load/Print Phase of local copy is initiatQd subsequent to the RDCOPY 
Query/Extended WCTL reply. 

Note: local copy always results in multiple transfers. WCUSCS8> and WCUSC59) status 
changes are not issued during RDCOPY Quary/WCTl processing. 

RDCOPY Query: 

The data stream constructed by the device must conform to architecture commencing with 
a Function Management HeadQr CFMH>. ThQ message must not exceed 256 bytes and must 
set First of Message/last of Message (bits 0 & 1) in the Device Buffer Control Flags 
(sea "TCA BuffQr Data Area" on page 31). 

Two new flags are defined: 

1. Function Management HeadQr present (local copy only), bit 8. 

2. Query Reply expQcted <local copy only), bit 9. 

The controller accepts a valid Query requQst on the first RDCOPY 
control flags having the value X'COCO' followed by the 
Header/Structured Field data. 

requQst with buffer 
Function Management 

The controller transfers the query massage to the printer and issues a start print. Upon 
completion. the controller transfers the Query Reply data from thQ printer fO the display 
and issues an Extended WCTl function request. The maximum amount of data ~ransfarred is 
512 bytes. Tha WCTL flag byte is set to X'EOOO' (first of Message, Last of Message, Query 
Reply). The display responds with FC. 

The control lar issues another RDCOPY to racai ve printable data. Normal copy sequences are 
resumed. 
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QUERY EXAMPLE 
(Details of device responses are omitted) 

Printer Control Unit Davi ca 

Paga 127 

PRINTER ASSIGNMENT 

LOAD TRANSFER 

PRINT 

(printing 
started) 

AECOPY Print Request 

(Printer 
Available) 

WCUSC51> request 
queued 

Base WCTL 

<.-------

RDCOPY --------~> 

<------- Query 

(Query 
Reply) 

(Normal 
Sequence) 

Extanded WCTL 

RDCOPY 

WCUSC58) Start Print 

<•----------

------------> 
----------> 
<----------

-----------> 

WCUSCSB> Print Complete---------> 

<------- Restore SF 

COPY DATA: Query 
CFMH Present/ 
Query Reply 

Extended) 

Copy Data 
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13.7 Device Canc9l Sequence 

July 19.86 

To cancel an operator initiated copy request that is queued. the device sends Asynchronous 
Status. AECAN. to the control unit. See "Device Cancel" on page 137. 

Th9 device may also cancel the copy sequence by returning an FRA response to the WCTL. 
See "Device Cancel/WCTL Race Condition" on page 137 ~or cancel race description. 

To cancel the copy sequence after the buffer transfer has started but before tha buffer 
transfer is complete. the device must respond to a RDCOPY request with. FC, NL and the LOM 
flag set to terminate the print. This is necessary as a full presentation space copy could 
potentially require a long time to print. 

AECAN must not be sent during a host initiated copy sequence. 
disconnects th9 intQrfacQ. 

13.8 Printer Hold CSNA only) 

If sent, the controller 

If a host copy request had been rajectQd (due to local copy), then when a printer which 
may be allocated to the device becomes avai labla. the control unit holds the printer 
(reject a; new begin bracket). If the printer" is 5till needed for host copy, a Host 
Initiated' Copy RQquest CAECOPYCOl)), is rQturned. If the device no longer needs the 
printer f~r host copy, it must send Asynchronous Status AEFREE. 

PRINTER RELEASE EXAMPLE 
(09tails of devicQ responses are omitted) 

Control Unit 

wcusc 51> 

WCUSC52) or WCUSC53,0l) 

(Printer becomes available) 
WCUSC57) CPrt Avail) 

WCUSC51> 

If printer is no longer needed by device: 

Device 

AECOPYCHost Initiated) 

AECOPYCHost Initiated) 

AEFREE 

AEFREE 

If the printer which ~s being held has a component failure, the device is notified with 
WCUSC57) Printer Available. The devicQ must notify the host. allowing a rtitransmission 
of the copy request. When the device retries the copy, it receives WCUSC53) - Printer 
Exception. 
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13.9 Printer Cleanup 

Paga 129 

If the device powers off during multiple data transfers, printar cleanup of New Lina CNL> 
is required. When the device fails, NL (with last of message sat) is sent to tha printer 
to prevent a subsequent print from overprinting the last printed line. If the printer fails 
with a temporary error such as data check, parameter error, or IR (non-power off), the NL 
sequence is sent by tha CU when required to preserve subsequent print integrity. 

13.10 Usable Copy Protocols 

A sat of diagrams depicting tha flow of certain local Copy sequences for the device ara 
shown below. These examples are not intended to be all-inclusive. 

13.10.1 Print ID 

To change tha printers authorized for copy, the device operator presses the PRINT ID key. 
The device is responsible for tracking its own current printer assignment state by making 
the proper request. 

This is how it is processed by the control unit 

Control Unit 

WCUSCXX,YY) 

xx 
CU STATUS 

WCUSC54) 
WCUSC55) 
WCUSC56) 

yy 
CUFRP2 

X'nn' 
X'nn' 
X'nn' 

nn 

mm 

= 
= 
= 
= 

Device 

AEPID 

FC (mm) 

COMPLETION STATUS 

Invalid Printer ID 
Local Copy Assignment Disallowed 
Printer Assigned CDSSP = Address) 

xx Printer port address or 
print class number 

'FF' No assi gmnent 

xx Printer port address or 
print class number 

'FE' Matrix changed but valid 
assignment possible 

local Copy 129 
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13.10.1.1 Print ID/Print Number Request Contention (Race Condition) 
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If an AEPID is sent to the control unit at the same time the control unit is sending a WDAT, 
LOCK, or WCUSC56) - Printer Assigned function request to the device, an FRA terminates the 
5gquence as follows: 

Control Unit 

WDAT, LOCK or WCUSC56) 

RPID 

<EXIT PRINT ID MODE> 

CThe device executes the WDAT, LOCK, or W~USC56> 
and returns FC.> 

Figure 111. Printer Race Condition 

13.10.2 Matrix Change 

The Print Authorization Matrix (PAM) is changed via host application combined with an 
operator keyboard request. As the result of a matrix change, the appropriate indicator 
is broadcast to all devices via WCUSC56). 

J.ICUS(56,nnl Printer Assignment Response 

Current assignment no longer valid 
Current assignment no longer valid 

but new assignment available 
Current assignment still valid 
Ho current assignment and a new one 

exists 

nn = 'FF' 
nn = 'FE' 

nn = Same nn Printer Assignment 
nn = Hew nn Printer Assignment 

Note: If the CU is not customized for cop~. there is no initial WCUS. 
must assume no assignment initially (at POR). 

Thus, the device 
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13.10.3 Copy Data > Print Buffer 
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A normal print sequence occurs when the PRINT key is pressed even though the copy data is 
greater than the printer buffer. 

Function Printer Control Unit 

PRINTER ASSIGNMENT 

LOAD TRANSFER 

PRINT 

<Printing 
Started) 

WCUSC51> 
<REQUEST QUEUED> 

<Printer 
Avai labl~1) 

(Data written 
to printer 

buffer) 

(Printer buffer 
full) 

(Print 
completed) 

WCTL 

RDCOPY Cl) 

<------" 

WCUS C58.YY> 

CONTINUATION OF LOAD TRANSFER 

PRINT 

(Data written to 
printer buffer) 

(Printer buffer 
full) 

Note: YY (see note in next figure) 

RDCOPY (2) 

Device 

AECOPY Print 
Request 

Copy Data 

Copy Data 

Figure 112. NORMAL PRINT SEQUENCE: (Data greater than print buffer si~0) 

local Copy 131 
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At this point the PRINT and LOAD TRANSFER phases are repeated until last-Of-Message is 
received from the device, as follows: 

Function Printer Control Unit 

CONTINUATION OF LOAD TRANSFER 

PRINT 

xx 
CUFRV CU FR Pl ----

02 58 
02 SB 
02 53 
02 53 
02 53 

RDCOPY Cn) 

(Data written to 
printer buffer) 

<END COPY DATA> 

(Printing started) • 
• 
• 

WCUS(59) 
CREQUEST DEQUEUED> • 

• 
<Print completed) • 

yy 
CUFRP2 

nn 
nn 
nn 
nn 
nn 

CCOPY COMPLETE> 

WCUS CXX.YY,ZZ> 
(Completion Status) 

zz 
CUFRP3 COMPLETION STATUS 

00 Printing Started 
00 Print Complete 
01 Printer Exception, 
02 Printer Exception, 
03. Printer Exception, 

Intervention 

COPY DATA 
CLOM) 

Required 
Equipment Check 
Data Check or Parameter 

nn = Printer port address or print class number 
CX'FF'= no assignment> 

Error 

Figure 113. NORMAL PRINT SEQUENCE (Continued): (Data greater than print buffer 
size) 
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13.10.4 Copy RQjection 

13.10.4.1 Prior To SQrvicQ 

Pagg 133 

If the local copy terminates duQ to somQ Qrror or suspension of processing, thg copy is 
rejected in thQ following mannar: 

Control Unit Devi cg 

WCUSC51) 
(Request Queued) 

~~~~~~~~~-> 

• 
• 

(Error/Suspension Encountered) 

WCUSCXX,YY,ZZ> 
(Completion Status) 

xx yy zz 

• 
• 

> 

AECOPY 

CUFR~ CUFRPl CUFRP2 CUFRP3 COMPLETION STATUS 

02 
02 
02 
02 
02 
02 
02 
02 

52 
53 
53 
55 
55 
55 
55 
55 

00 
nn 
nn 
nn 
nn 
nn 
nn 
nn 

00 
01 
02 
00 
00 
00 
00 
00 

lccal Copy long Term Busy (host initiated only) 
Printer Exception, Intervention Required 
Printer Exception, Equipment Check 
Unauthorized due to matrix change 
"TO" device not a printer 
Printer w/o SHA Character String 
Printer in System Moda 
No printer assigned 

nn = Printer port address or print class number 
(X'FF'= no assignment) 

Figure 114. COPY REJECTED, Printer UnavailablQ: (while request queued) 
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13.10.4.2 Long Term Busv 

Function Printer Control Unit Device 

PRINT KEY 

<Printer 
allocated 
to host) 

(Long Term 

<Printer 
freed up 
bv host> 

<Implied 
request 
queued) 

< A ECO PY 

WCUSCSl) -----------------> (REQUEST QUEUED> 

WCUSC52> -----------------> 
Busy) • 

• 
• 
• 

WCTL -----------------> 

CPRT OPERATIONAL - Refer to "Copy Data > Print Buffer" on page 131 
at RDCOPY or CPRT HOT FUHCTIOHAL - after data transfer started) 

yy zz 

----------------> WCUSC53,YY,ZZ> 
(Completion Status) 

CUFRV CUFRPl CUFRP2 CUFRP3 COMPLETION STATUS 

02 
02 

53 
53 

nn 
nn 

01 
02 

Printer Exception, Intervention Required 
Printer Exception. Equipment Check 

nn = Printer port address or print class number 
CX'FF'= no assignment) 

Figura 115. COPY REJECTED, Long Term Busy: <PRINT Kev Request only) 
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13.10.4.3 Immediata Rejection - Copy Unauthorized 

Copy rejaction can also occur for this sequence 

Control Unit Devi ca 

AECOPY 

~~-------------> WCUSCXX,YY,ZZ> 
(Completion Status) 

xx yy zz 
CUFRV CUFRPl CUFRP2 CUFRP3 COMPLETION STATUS 

00 local Copy not configured 

Paga 135 

02 
02 

5A 
53 nn 

00 
02 Printer Exception, Second Request Raca Condition 

nn = Printer port address or print class number 
CX'FF'= no assignment) 

Figura 116. COPY REJECTED, Unauthorized Request 
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13.10.4.4 Printer Error During Data Transfer 
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If an error on the printer is encountered during the load Transfer phase. no printing takes 
place in the sequence below: 

Control Unit Device 

WCUSC51) 
CREQUEST QUEUED> 

• 
--------> 

• 
(Printer available) 

wen 
RDCOPY 

<Data written to printer buffer) 
• 

--Printer error-- • 
Before printing started: 

------·~-----> 

(If other PRT avail, refer to 

AECOPY 

COPY DATA 

"Copy Data > Print Buffer" on page 131 at WCTL) 
Otherwise, and 

After printing started: 

WCUSC53,YY,ZZ> > 

YY zz 
CUFRV CUFRPl CUFRP2 CUFRP3 COMPLETION STATUS 

02 53 

02 53 

nn 01 Printer Exception, Intervention Requfred 
(Includes Power-Off) 

nn 02 Printer Exception, Equipment Check 

nn = Printer port address. or print class number 
CX'FF'= no assignment) 

Figure 117. COPY REJECTED, Error During Printing 
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13.10.S Device Cancel 
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•ECAH dequeues the request only if the request is queued but not actually being serviced. 

yy 

Control Unit 

< 

WCUS CS6,YY,OO> 
(Completion Status) 

CUFRV CUFRPl CUFRP2 CUFRP3 COMPLETION STATUS 

Device 

AECAH 

02 56 nn 00 Printer Assigned (Queued and not being serviced 
or not queued) 

nn = Printer port address or print class number 
CX'FF'= no assignment) 

Figure 118. COPY REJECTED, Device Cancel Sequence 

13.10.6 Device Cancel/WCTL Race Condition 

:fan asynchronous AECAH request is sent to the control unit by the device at the same time 
the control unit is sending a WCTL function request to the device after an operator 
initiated copy request has been queued, the following sequence occurs: 

Control Unit 'Device 

< AECOPY COO> 

WCUSC51> > 
(Request Queued) 

< AECAH 
• 
• 
• wen > 

< FRA 

WCUSC56,YY,00) > 
(Completion Status) 

yy 
CUFRV CUFRPl CUFRP2 CUFRP3 COMPLETION STATUS 

02 56 nn 00 Printer Assigned (Previous Printer assignment) 

nn = Printer port address or print class number 
CX'FF'= no assignment) 

Figure 119. COPY REJECTED, WCTL Race Condition 
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14.0 ATTACHMENT COHSIDERATIOHS 

A significant portion of thG interface is attachment dependent. 
those dependencies. 

14.1 SHA Attachment 

This section describes 

The CU handles all Physical Unit Services CPUS> and link connection status. The CU also 
processes Activate logical Unit <ACTLU> and Deactivate Logical Unit CDACTLU>. The Device 
is informed of the status of the link. Physical Unit. and logical Unit via the corresponding 
WCUS. Session status is monitored to allow CU termination of the session at device power 
off. · 

14.1.1 SHA ACTPU/DACTPU. ACTLU/DACTLU 

WCUS function requests for logical Unit/Physical Unit status are only sent once per status 
change, or when the device goes online to the host. 

14.1.2 SHA BIND 

The control unit detects Request/Response Units containing BIND commands. If a BIND is 
for a powered off Device. the control unit returns a negative response. If the device is 
powered on. the BIHD is transferred to the device. The CU checks the response to BIND 
requests to permit proper termination of the host session in the event of a device power 
off. If the response is positive, a BOUND state is set. If the response is negative. it 
is simply transferred inbound to the host. The device must reject BINDs in the BOUND state 
which carry a different Origin Address Field than expected. 

The following rules apply for BIND response processing: 

If Enhanced Buffer Management is HOT supported: 

Device must respond with FCIR. 

If Enhanced Buffer Management IS supported: 

Device should use AEEP. 

If Enhanced Buffer Management IS supported and the SHA response is longer than 64 
bytes: 

Device MUST use AEEP. 

14.1.3 SNA Outbound UNBIND 

The control unit detects Request/Response Units containing UNBIND commands. If an UNBIND 
is for a powered off device, the control unit returns a negative response to the host. 
If the device is powered on. the UNBIND is transferred to the device. The CU checks the 
response to UNBIND to enable proper termination of the host session in the event of a device 
power off~ If the response is positive, an UNBOUND state is set. If the response is 
negative. it is simply transferred inbound to the host. The device must reject an UNBIND 
request which has a different Origin Address Field than expected. 

The following rules apply for UNBIND response processing: 

If Enhanced Buffer Management is HOT supported: 
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Device must respond with FCIR. 

If Enhanced Buffer Management IS supported: 

Device should use AEEP. 

July 1986 

If Enhanced Buffer Management IS supported and if the SHA response is longer than 64 
bytes: 

Device MUST use AEEP. 

14.1.4 SHA Inbound UHBIHD 

With the proper controller support, the device may issue UNBIND requests to the host. The 
CU subsequently checks the host's response to such device initiated UHBIHD requests. If 
the response is positive, the controller assumes the session to be UHBOUHD. If the response 
is negative, the current session remains unchanged. 

14.1.S Device Power Off, TCA Disconnect, or Offline Status Change CAEDV) 

If a device power off, TCA disconnect, or offline status change occurs while the device 
is BOUND, UNBIND and NOTIFY Cif supported) are sent inbound to the host. The Origin Address 
Field/Destination Address Field combination saved at BIND time is used. 

Any subs9quent FMDATA, in-process chains, or segments sent by the host, are rejected. 

14.1.6 SHA Outbound Segmenting 

A segment is sent to the device with a single WDAT function request. The First of Message 
<FOM) and Last of Message <LOM> flags associated with the data area are not used with the 
WDAT. 

Segments sent to the device via WDAT are checked by the control unit for: 

1. Length is not less than 6, or 

not less than 9 if FISFIC 

2. Format ID = 2 CFID2 type) 

3. OAF = Device logical Unit Address 

Segments failing any of these tests are not sent to the device. 

14.1.7 SHA Inbound Segmenting 

Segment gather-i ng of the inbound data must be done by the device based on the segmenting 
information passed to it with the POAT or RDAT. The flags associated with the data area 
for these requests refer to a sing!~ RU as a message. 

The segments must be contiguous in storage on halfword boundaries each containing a length 
field and a flags field. The length must be the true length of the segment, i.e., the 
length of length field + flag field + headers + data. The length can be an odd number. 
The flags field must have the First of Message flag set in the first segment and the Last 
of Message flag set in the last. First of Message and Last of Message flags must be off 
in all other segments. 
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14.1.8 SNA Responses 
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The following high level sequence illustrates tha SNA Response Flow for devices when the 
Enhanced Buffer Management support is not present in tha control unit. 

HOST CONTROL UNIT 
DISTRIBUTED 

FUNCTION DEVICE 

Host Request 

WDAT 

FCIR 

ROAT 

FC 
Response s,rnt 
<•~~~~~~~~~~ 

Figure 120. SHA RESPONSE FLOW for Devices: (Enhanced Buffer Management not 
supported by CU) 

The following high level sequence illustrates the SHA Response Flow for devices if the 
response is longer than 64 bytes and Enhanced Buffer Management i 5 supported by the 
controller. 

DISTRIBUTED 
HOST COHTROL UNIT DEVICE 

Host Request 
> 

WDAT > 

< FC 

< AEEP 

POAT > 

< FC 
Rasponse Sent 

< 

Figure 121. SHA RESPONSE FLOW: (Enhanced Buffar Management supported by CU) 

14.2 BSC Attachment 

The CU handle5 Binary Synchronou5 Communication5 protocols including transparency, inbound 
blocking, specific POLL, general POLL, selaction. and lina control. Checkpoint/restorca 
is NOT supported. The device doas not receive a WDAT for a block of data until a valid 
BCC has been received by the CU. Howevar, tha data may be written to the TCA buffer a5 
it is received. The control unit issues a Start Operation only after the full block has 
been verified. 
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14.2.1 BSC Inbound Operation 
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The device sends AEEP status to the control unit as a result of either an operator Attention 
ID <AID) generating action (such as ENTER key or Test key) or by a host READ PARTITION 
Structured Field. 

The controller improves its thru-put by issuing a PDAT request prior to queueing the device 
on an inbound service list. The device prepares the appropriate inbound data for the PDAT 
function request. FC is returned when either all the data to be sent has been prepared 
or the TCA message size has been reached. 

When the controller is ready to send data to the host, it issues an RDAT to the device using 
the same parameters as it did with the PDAT. The device must recognize that the appropriate 
data has already been generated and immediately return FC to the controller. 

The message flags on the request indicate to the controller whether further RDATs are 
required. All subsequent ROAT requests from the controller require that the data stream 
be prepared synchronously by the device. CTCCS is issued to the device when either a last 
of message RDAT is processed or the host terminates the inbound event. 

The PDAT and ROAT parameters may be found in Figure 53 on page 66 and Figure 50 on page 
63. 

Control Unit Device Comments 

Request for inbound operation <.------ AEEP 

Prepare data request 
POAT ------> .. • 

Data ready in TCA buffer. <------ FC schedule host request to wait for POLL 

Read data after POLL 
ROAT ------> 

Immediate response from the device <------ FC 

Generate additional inbound data Cif required) 
ROAT ------> 

<------ FC 

CTCCS ------> 

< FC 

Data read. response delayed by 
the device processing time. 

Final ACKO/ACKl received from host 

Figure 122. BSC Inbound Sequence 

14.2.2 BSC Operator Reset 

If the operator aborts the inbound operation prior to POAT Cor ROAT), an FRA respon~e must 
be returned to the PDA T or ROAT request when it occurs. In this case, the controller aborts 
the inbound request. 
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14.2.3 BSC Transparency 
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When sending data inbound in transparency mode, the length of the data prepared must be 
one less than the maximum length specified in CUFRP3/CUFRP4 of the POAT function request. 
This is to allow for the insertion of a Data Link Escape COLE> character Cby the CU>. 

14.2.4 BSC Test Request Key 

If a Test Request key action is to be performed. the Test Request flag in the data header 
must be set and the appropriate inbound data placed in the buffer. The length of the 
inbound data prepared must be 2 bytes less than the maximum allowed Cone byte test request 
header + one for transparency). 

The CU generates the actual SOHX/STX header on the message to the host. 

14,2.5 BSC Inbound/Outbound Contention 

An inbound data request CAEEP> remains in a read pending state until ROAT is issued by the 
cu. 
If a LOCK request is issued to the same Logical T~rminal that has the inbound data pending, 
the read pending state must be reset by the device and the inbound data request CAEEP> must 
not be reschedulP.d. 

If a LOCK request to a different LT is issued, the read pending state must be preserved 
by the device. The device must reschedule AEEP for the original Logical Terminal after 
receiving Terminate Chained Command Sequence CCTCCS> to the outbound operation. 

If a Lock request is made after an operator AID action CAEEP> and before its recognition 
by the control unit CPDAT), the LOCK must be rejected by the device with FCSECBusy). The 
receipt of a completion status to the subsequent POAT (the CU's normal response to the 
AEEP>, indicates to the controller that the busy condition no longer exists. In this case, 
AEEBCEnd Busy) must not be posted by the device. 

14.2.6 BSC Outbound Processing 

An outbound message is defined (for Beginning/End of Message flags) as the data contained 
between STX, ESC and ETX/ETB. The amount of data which is transferred to the device at 
one time is limited by BSC Architecture. 

If a Read command is encountered, the device returns status FCIR and waits for an ROAT 
request. 

When selection is terminated, CTCCS is issued. 
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Control Unit 

WDAT -------:> 

<.------- FCIR 

ROAT -------> 

< FC 

Comments 

Indicate outbound data in TCA buffer 

Request for data CWOAT contained Read 
Command as part of data> 

Read data from buffer 

Datastream processed 

Figure 124~ BSC Outbound Sequence With WDAT Read Command 

14.3 HLCA Attachment 

July 1986 

The control unit processes the local channel protocols not requiring device interactions 
as well as those requiring an immediate response to enhance channel performance. The 
device is responsible for processing commands and data stream. 

14.3.1 HLCA Inbound Operation 

The device sends AEEP status to the controller as a result of either an operator AID 
generating action (such as EHTER or the Test key) or by a host READ Partition Structured 
Field. It is then the responsibility of the controller to set attention status on the 
channel. The device must wait for a READ type command from the host. 
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The CU improves its thru-put by issuing a POAT request prior to sending ATTH to the host. 
The device prepares the appropriate inbound data for the POAT request. FC is returned when 
either all the data to be sent has been prepared or the TCA message size has been reached. 

In certain circumstances, prepared data may be destroyed either by local operations or by 
outbound data processing which occurs during the period between POAT and host selection. 
If the Enhanced Buffer Management option is supported by the controller, the LOCK function 
request includes a parameter in CUFRPl indicating whether the prepared data is valid or 
must be reloaded into the TCA buffer (see "LOCK" on page 62). 

If the control unit does not ·support the Enhanced Buffer Management function, the device 
must assume any prepared data has been destroyed should a data oriented request other than 
a Read Modified be received. 

When the control unit receives a Read or Select Read type command for the device, the 
appropriate Read command is passed as parameter CUFRPl of the WLCC function request. If 
the command is Read Modified, a POAT request has previously been processed, and the 
prepared data has not been destroyed by an intervening operation. status FCIRCDA> is 
returned. The CU may then read the data from the TCA buffer without making an ROAT request. 
If. more data remains to be sent Cas indicated by the message flags)• the CU must issue ROAT 
requests which causes the datastream to be prepared synchronously. 

If the command is Read Buffer, or POAT has not been processed, or the prepared data has 
been destroyed by an intervening operation, status FCIRCREAD> is returned. The control unit 
should follow with ROAT function requests until all of the read data has been transmitted. 
The device sets the last of message flag in the header for the last block sent to the 
control unit. 

The controller may prematurely terminate a sequence prior to receipt of EOM by issuing a 
new WLCC (during command chaining) or by issuing CTCCS Cif command chaining is not active). 

Parameter CUFRP2 of the next WLCC or the CTCCS function request 1s set to X'Ol' if the host 
read operation was successful. 
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CONTROLLER 

POAT 

LOCK 

WLCCCRM> 

R)AT 

CTCCS 

3174/3~74 Controller to Distributed Function Device 
Product Attachment Information July 1986 

DEVICE 

AEEP 

FC 

FC 

FCIR 

FC 

FC 

Comments 

Request for inbound operation 

Prepare data request 

Data ready in TCA buffer. 
queue to host to send ATTN 

Lock request when select received 
CCUFRPl = X'Ol'. Prepared data is valid) 

Lock performed 

Send Read Modified command 

Device ready to send read data 
CData Avail, DSSP=X'Ol') 

Generate additional inbound data 

Data ready, response delayed by 
the device processing time. 

End Sequence 

OK 

Note: The CUFRPl parameter of the LOCK is valid only if the Enhanced Buffer 
Management option is supported by the control unit. 

Figure 125. Inbound Operation - Prepared Data Hot Destroyed: Data prepared in the 
TCA Buffer has not been destroyed by an intervening operatiQn. 
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HOST c.u. 

<·------
SELECT 
WRITE-----> 

ATTN 

< 

PDAT 

< 

LOCK 
CCUFRPl 

< 

WLCCCWRITE> 

< 

WDAT 

< 

CTCCS 

SELECT < 
RM > 

LOCK 
CCUFRPl 

< 

WLCCCRM> 

< 
CDS SP 

RDAf 

<·-------

DEVICE 

AEEP 

> 

FC 

> 
:: X'Ol'> 

FC 

> 

FC 

> 

· FC 

> 

FC 

> 
:: x•oo•> 

FC 

> 

FCIR 
:: X'00') 

> 

FC 

DATA SEHT 

CTCCS -------·-> 
<------ ---- FC 

Comments 

Request for inbound 
operation 

Prepare data request 

Data ready in TCA buffer; 
queue to host to send ATTN 

AID Generated 

Lock request; prepared 
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Note: The CUFRPl parameter of the LOCK is valid only if the Enhanced Buffer 
Management option is supported by the control unit. 

Figure 126. Prepared Inbound Data with Intervening Write 
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14.3.2 HtCA Operator Reset 

July 1986 

If the operator aborts the inbound operation prior to POAT. FRA status must be returned 
to the subsequent PDAT request. The control unit ignores receipt of the previous AEEP from 
this device and does not issue ATTH to the host. In this case, the control unit aborts 
the inbound request. 

14:3.3 HLCA Test Request Key 

For Test Request reads. the device builds the test request message, SOH%/STX, in the data 
area. The Test Request bit in the data header message flags is not set. 

14.3.4 HLCA Inbound/Outbound Contention 

If a lOo.K request is made after an operator AID action CAEEP> and before its recognition 
by the control unit CPDAT>, the LOCK must be rejected by the device with FCSE(Busy). The 
receipt of a completion status to the subsequent POAT Cthe CU's normal response to the 
AEEP>, indicates to the.controller that the busy condition no longer exists. In this case. 
AEEB<End Busy) must not be posted by the device. 

14.3.S HLCA Host Commands Other Than Read Modified 

If a Read request other than WlCCCRead Modified) is received, the device must invalidate 
the data already prepared and return FCIRCRead). When the Read Data for host request is 
received, the new data is generated as appropriate for the command. 

Receipt of a Write type command invalidates the prepared data, and the device returns FC. 

14.3.6 HLCA Outbound Processing 

An outbound message is defined (between Begin/End of Message flags) as the data associated 
with a Select or Command sequence. The amount of data which is transferred to the device 
at one time is limited by the channel architecture and control unit restrictions. All 
sequences are initiated with a LOCK request. The specific command is issued to the device 
via a separate request, WLCC. Data following the command is send by WDATs. Command 
chaining requ~res the device to process multiple WLCCs. When the sequence is completed, 
CTCCS is issued by the CU. 
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CONTROL UNIT 

LOCK 

WLCCCcommand) 

WDAT 

CTCCS 

Figure 127. 

< 

< 

< 

< 
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DEVICE Comments 

> lock request when select received 

FC lock performed 

> Send Write type command 

FC The device ready to accept data 

> Indicate outbound data in TCA buffer 

FC Datastream processed 

> End Sequenca 

FC OK 
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HLCA Outbound Processing 
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15.0 Communications Network Management CCNM) 

Response Time Monitor CRTM> and Alert are CHM functions that 
(controller) session to transmit data. In addition, RTM is 
attachments as a Subsystem only function (no host interface). 

15.1 Response Time Monitor 

use the SHA 
supported on 

SSCP-PU 
non-SHA 

The Response Time Monitor is a mechanism whereby end-to-end user response time can be 
measured depending on a definition dictated by the controller customizing process or, in 
certain cases, an application in the host. Response times for each logical terminal are 
measured and maintained in the controller. (See "Response Time Monitor" on page 89 for a 
more detailed definition and description of the RTM.) 

15.2 Alert Function CSHA Only) 

The Alert function is a mechanism whereby the controller can pass error conditions relating 
to problems within the subsystem to a host via the SHA SSCP-PU session. If supported by 
the controller, such errors are passed up to the host via the Network Management Vector 
Transport CHMVT) and do not require any additional support from the attached device. The 
Alert function does require HPDA programming support in the host that supports the 
controller. This CHM function is intended for enhanced customer network problem 
determination and management. 

In addition to those errors detected by the controller on behalf of attached devices, 
errors detected by distributed function devices are reported to the controller via AEER 
status reflecting a 6NH or 7NH error code (see "AEER" on page 79). These errors typically 
cause an alert record to be sent to the host. 

Note: Certain 6HH errors do not result in the generation of an alert record by the 
controller since they are the result of controller detected problems or are considered 
status rather than error conditions (see "Down Stream loading" on page 121). 

Communications Network Management CCNM> 151 
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Inbound Operation 142 
Inbound/Outbound Contention 143 
Operator Reset 142 
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Start Operation 100 
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Commands 
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POLL 18 
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RTID 20 
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LOAD ADDRESS COUHTER LOW 24 
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RESET 22 
START OPERATION 23 
WRITE DATA 24 
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CU to Device Transmission Line Sequence, 
ES 36 

CUDATA Message Header Format 31 
CULTAl-5 28, 30 
CUSLVL 28, 30 
CUSLVL Base Support 95 
CUSLVL Description 95 
CUSLVL Flags Defined 29 
CUSLVL Options 
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Extended AEDV 95 
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RDCOPY 60 
RPID 70 
RTM 

Start Responses 89 
Start Timer 90 
Stop Responses 91 
Stop Timer 91 

Synchronous 
Function Requests <Table) 71 
Status Responses (Table) 77 

WCTL 64 
wcus 

COl) - Machine Check 
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C03) - Program Check 
ClO> - CU READY 44 

43 
Check 
44 

43 
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Printer 
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