


































































and installation pol icies. The following checklist can 
serve as a guide to estimating average requirements and 
will cover factors tend ing to increase or decrease requi re­
ments from the average. 

Central ized Data Entry 

Batch Size: One diskette should normally be estimated 
for each separate batch which an operator keys in a day . 

I n some appl ications prompt customer service dictates 
that keyi ng be broken into many small batches; th is 
leads to increased diskette requirements. 

Machines Used to Verify: Machines that are steadily used 
for verifying do not require additional diskettes and 
should be excluded f rom the estimates. However, each 
3740 station can also be used for keying . If you antici­

pate that, due to the nature and scheduling of jobs, all 
or most st ations may be used for keying on some days 
of the month, diskettes should be provided to sup­
port those machines when they are used for keying 
rather than verifying. 

Retention Cycle: Normally you will retain the diskette 
after keying for at least one day prior to reuse, just as 

cards are retained until processing is assured. Diskettes 
are then used only every other day, which increases 
diskette life. Twice the daily diskette quantities will 
be needed to satisfy data retention requirements. 

Data Storage for Weekly Runs: In some cases, input for 
weekly computer runs arrives and is keyed daily but is 
retained in key entry until the weekly computer run . 
Therefore, batches will be accumulated on disk and stor­
ed at the 3740 stations. Such storage periods 
must be accounted for in your estimate. 

Peak Load: If monthly, quarterly, or annual peaks re­
sult in overtime and an increase in data keyed, diskette 
requirements will be affected. 

Local Source Department 

When machines are placed in local source departments 
such as payroll or accounts payable, requi rements can 
be estimated the way they are in centralized data entry. 
Reduction in diskette requirements because of .Iarger 
batches is partially offset by longer retention cycles 
caused by diskette 'float' in the interdepartment mail 

system. 
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Remote Source Department 

Uni ts in remote locations usually create larger batches 
on a diskette to facilitate data communications. 
Diskettes shoul d be retained at least one day to assure 
t hat good data has been received by the home office 
computer . Addit io nal spare diskettes should be main­
t ained at remote sites if it is difficult to obtain 

addi ti onal di skettes quickly. 

Example of Estimating Diskette Requirements 

The following example can be used for compari son with 

your own considerat ions : 

• I nstall at ion consists of twe lve 3740 stations 

• One four th of all machine time is used for key 
verifyi ng 

• Each ope rator keys four batches of data per day 

• Each batch of data is recorded on a separate diskette 

• The retention cycle is such that a diskette can be 
reused every third day 

To determ ine how many diskettes are needed, first 
calculate the number of stations used entirely for enter­

ing data. 

1. % of 12= 3 

2. 12-3= 9 

3. 9 X 4= 36 

4. 3 X 36= 108 

5. 1 X 12= 12 

6. 108+ 12= 120 

Although each station wil l 
be used for entering as well as 
for verifying data, the equi­
valent of three stations will 
be' dedicated entirely fo r 

verification purposes. 
This is the number of 
stations used entirely for 
ente ring data . 

The number of stations times 
the number of batches per day 
per operator equals the num­
ber of diskettes needed each 
day. 
Diskettes can be reused every 
third day; therefore , three days 
of diskettes are needed. 
It is recommended that each 
operator should have her own 
program diskette. 
The total number of diskettes 
needed is the sum of steps 4 

and 5. 



Summary 

• At least one diskette per machine should be allocated 
for storage of programs. 

• ,4n additional diskette may be desirEd for recording 
of daily production statistics. 

• Contingencies should be provided for if off-the-shelf 

delivery of purchased diskettes is nOl available 
locally. 

• Additional diskettes for control reco'ds may be need­
ed if 3747 features are used. 

KEY ENTRY PROGRAMS 

Job descriptions used for current card pJnch and verify 
~-

Verify 
Code Bypass 

--

Begin field codes N V 

A W 

J Y 

R X 

I Z 

B 

0 

U 

S 

K 

Continue field codes -

f.-----

End program code E 
f.-----

Feature begin field codes H 

C 

F 

G 

L 

M 

jobs can still be used as the basis for creating key entry 

programs for the 3741 and the 3742, 

The following is a sample key entry program fot a record 

to be keyed on a standard 3740 oata entry stCl!ioll: 

A .. ' . ' , .. , , , , . , , ..... N---~ -- - --- R---
O~----------N---------A . (' 

, .")-- E 

The 'A' denotes an alphabetic field, rhe N numeric, 

'R' a numeric right-adjust, '0' a numeric auto elup, 

'S' a numeric skip field, and 'E' end of progriHn, Dots 

and dashes are used to represent alphabetic arrd 11l1111elic 

field continuation charactP.rs respectively, FIJI a com 

plete list of program codes, see Figure 14. These codes 

are also printed on the backs of the 3740Joh Instruc 

tions, GX21-9186 (see Figure 15) which is used to con 

vey information to the operator, 

Shih 

Numeric 

Alpha 

Numeric 

Numeric 

Alpha 

Numeric 

Alpha 

Numeric 

Alpha 

Numeric 

Alpha 

Numeric 

Numeric 

Numeric 

Numeric 

Numeric 

Numeric 

-------

Function 

Manual fi elds 

Manual fi elds 

Right adjl 1St, blank fill 

1St, zero fill 

1St, blank fill 

R iQht adjl 

Right adjl 

Bypass 

Automati 

Automati 

Automati 

Automati 

cally duplicates 

cally duplicates 

cally skips 

cally skips 

Continue s field in numeric shifl 

Continue s field in alpha shift 

Marks enc i of program 
--"-

Self-checl <, modulus 10 

k, modulus 11 Self-chec 

Auto skip 

Auto skip 

Auto dup 

Auto dup 

, self-check, modllltis 10 

, self-check, modulus 11 

,self-check, modulus 10 

, self-check, modulus 11 

Any begin field character Field tota Is entry 
followed by 1, 2, or 3, 

B (bypass character) followed Field tota Is read out 
by 4, 5, 6, 7, 8, or g, I L..--_ 

Figure 14. Program COdE!S 
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Job Name 

Frequency 

0 Daily 0 Monthly 

0 Weekly 0 Quarterly 

0 Bi-weekly 0 Annually 

0 Semi·monthly o Other 

International Business Machines Corporation 

3740 Job Instructions 

GX21-9186 UM/050' 
Printed in U.S.A. 

'No. of sreets per pad may vary slightly. 

Page ___ of __ _ 

Date _____ _ 

Job No. Op. Code Program Level 0 Enter 

Record Length 0 Verify 

Due in Due out Estimated Volume Est. Time 

Time Date Time Date Hours Tenths 

, 

I 
Switch Settings-On: o Prog Num Shift Disposition of Disk 

Source Documents Used: Section I Job No. or Dept. Operation 

j 
RE!ceived From: Disposition of Documents 

IField Name Function Columns Remarks 

From Through 
r----

1. 

2. 

r---.-------
3. 

--
4. 

--
5. 

6. 

7. 

8. 

--
Total key strokes per record 

Figure 15. Job Instruction Sheet 
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Note: I BM recommends that all progl-ams be made the 

same length for each data set, regardless of actual re­

cord length, and that the longest actual record length 

be the length given to each program. 

There are two basic approaches to creating programs: 

The first approach is used in many of today's card 

punch installations, where each operatDr is responsible 

for making and maintaining her own program cards. 

However, for initial efficiency when installing 3740s, 
the second approach - creation of a master program 
diskette - is suggested. This approach involves 
having a supervisor, lead operator, or svstem engineer 
create all of the programs for every OpE!rator in the 
installation. One diskette can hold as many as 1898 
programs. A copy of the master program diskette 

is made for each operator, who then has her own pro­
gram diskette, as in the first approach; the only 

difference is that it was prepared centrally. Centrally 

prepared program diskettes can be maintained by 

changing existing programs or adding nEW ones to 

the master program diskette and makinfl copies for 

each operator. The effective date of thE' program dis­

kette can then be noted on the external label to in­

dicate whether the program diskette is tle latest 

Job Address 

I\lumber Track 

24 01 0 

24 01 0 

24 01 0 

25 D2 0 

25 02 0 

25 02 0 

21~ .J 02 0 

2G 03 0 

20 03 0 

26 03 0 

version. The master program diskette approach pro­

vides the advantage that the operator does not have to 

concern herself with making programs during her 

initial training period. 

With either method of program diskette preparation, 

the programs must be organized in some manner so that 

they can be located again. The simplest approach is to 

key the programs on the diskette in any desired sequence, 

keeping track of the addresses, then locating the re-
cord by searching for the record address (called Search 

on Record Address). (See Figure 16.) 

Programs can also be located by name. A header 
record then precedes each program and is located by 
searching for the name of the header record (this 
operation is called a Search on Content operation). 

If it is desirable to record programs on the same dis­

kette that is used to record and verify data, programs 
should be kept in a separate data set. For more infor­

mation about program preparation and location, 

see the 3741 and 3742 operator's guides and reference 

manuals listed in the Preface. 

Sector Name 

01 Accounts receivable (header) 

02 Accou nts receivable program 1 

03 Accounts receivable program 2 

01 Payroll (header) 

02 Payroll program 1 

03 Payroll program 2 

04 Payroll program 3 

01 Accounts payable (header) 

02 Accounts payable program 1 

03 Accounts payable program 2 

Note that header records are used in the example. Even though the programs 
are arranged so that they can be located by address, the inclusion of header 

records containing the names of each program is helpful in establishing that 

the right program has been found. 

Figur,e 16. Sample Program Address Sheet 
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DISKI:.rTE CONTROL 

Ti,e £I'I"e pilillilry factors in diskette control are diskette 

Idbelillfj. d,sl""lte librarv maintenance, and physical handl­

in~l Dt the diskette. 

External Labels 

r 11,,,,t' "re two kinus of diskette labels: external and in­

teillal (data set) labels. See Data Labeling on the Diskette, 
III rhis manual, for information about internal labels. 

I::deillal' labels are visible labels that are physically 

dttachf:cI to the diskette. Two kinds are useful. The 

f'lst tVPiO is the permanent diskette label, which 

contalrls infolillation such as diskette serial number and 

tile delle the diskette was received from the manufac­

turer. These pel"lllanent labels are affixed to the upper 

left CUI ner uf each diskette. It is recommended that a 

LJdl"f)oint pen be used to write information on these labels. 

The second type of external label is usually a paper label 

with adhesive IJacking. This label is for information such 

as Wllat datd is recorded on the diskette - (job name 

and IJUrl-dler), who keyed the data, whether the data is 

veri heel, wllether it has been converted for processing, 

and the date the jol) is being processed. I BM recommends 

thal tillS label be no larger than 2.0" by 5.5" (5.1 cm by 

14.0 Cln) and that it be affixed to the diskette just to the 

rigllt 01 the permanent IBM label. This label can be 

designed to fit your proced ures. 

Ilifurrnallllil should be written on the label while the 

diskett(, IS in the envelope to prevent damage and con­

tMnillaliori of the recording surface. The diskette 

envelope is designed with a slot which exposes this 

label tor dccess. When a new job is begun, the old label 

ilifurilldtioll should be crossed out -- not erased. 

bdsel particles could get inside the diskette permanent 

envelope alld interfere with its being read. 

III iJddili'llll to keeping the diskette clean, this process 

pJllvides dll audit trail. When the entire label is full, 

it should first be removed, then be replaced by a new 

label. (I! ne\f\llahel,; are simply pasted on top of the old 

labels, the lauel buildup can affect machine performance.) 

Dun't dfl i;( labels to the reverse side of the diskette and 

don't co"er airY of the holes in the diskette. Labels 

3\) 

should be replaced every six months; otherwise the 

adhesive may harden and make label removal difficult. 

Colored labels is a good way to convey information at a 

glance. Each installation can work out a system to in­

crease the security of certain classes of diskettes and 

reduce handling time and other requirements. Color 

coding for a hypothetical insurance installation could 

be: 

~ Red labels - Reserved for program storage; not to be 

used for data. 

• Green Labels - For general data use; available for 

data keying if the label shows that the previous job 

was dumped. 

• Blue Labels - Reserved for keying claims, which are 

65 percent of the installation workload. Keying pro­

gram is repeated on each disk (information in the 

index track tells the converter to bypass the program 

when dumping disk to tape). 

• Yellow Labels - Local or personal files not to be 

used for general data (operator or job statistics, lists 

of job charge numbers, ACL source and object programs, 

etc!. 

To avoid mismatching the diskette and envelope, no 

information should be written on the protective card­

board envelope. 

Diskette Library 

The second major factor in diskette control is the diskette 

library. Setting up and maintaining an effective diskette 

library is more than a matter of providing storage space; 

it is establishing procedures that are reliable and in­

tegrated with the operations of the totaf data process-

ing system. Diskette control should involve procedures 

that are simple and constant for all applications. 

Several possible I ibrary systems would satisfy these con­

ditions. One possible system, based on the use of four 

storage areas for diskettes passing through the data pro­

cessing cycle, is as follows. 

After a diskette is received from the manufacturer, it is 

given a serial number and an entry is made on a master 

diskette log sheet. (see Figure 17.) 



MASTER DISKETTE LOG SHEET 

Serial Date 
Number Comments Received 

I 

V 

"" ~ --- -- "\ Figure 17. Sample Master Diskette Log Sheet 

Job and History Card I 
The diskette is then p laced in the sctatch file containing 
all diskettes that are available for immediate use. The key 
entry operator. goes to the scratch file to se lect a diskette 
for use. A blank job card (see Figure 18) is inserted in 
the envelope of each scratch diskette. This card is used 
to show the status of the job as it progresses through the 
installation. Once the source data has been keyed, the 
job card is updated, showing such infomation as jo b 
number, job name, date, diskette seria l number, opera· 
tor's initials, and the number of records keyed. (If pro­
duction statistics are not used, the conversion table 
found in the 3741 and 3742 reference manuals can be 
used to obtaih an accurate record count.) 

Next the diskette, job card, and source documents are 
placed in a "to be verified" storage area. The verify 
operator verifies the data, updates her port ion of the 
job card, and places the diskette, etc, in a hold-for-con­
version storage area, where it remains unt il any other 
diskettes for the job are completed and are also placed 
in the hold area. After the diskettes have been convert­
ed to tape and the job card is updated, they are placed 
in a suspense file . They remain there until the com­
puter application using that data has been processed. 
The diskettes are then removed from the suspense fi le 
and placed in the scratch f ile to begin another cycle. 

~ The job card becomes a history card for that particular 
diskette and is filed by serial number. 

Job # 

Job Name 

Date 

Serial 

KP # Volume 

KV # Errors 

Tape 
Number 

Release 
OK 

Release 
Date 

Miscellaneous 

Figure 18. Sample Job Card 
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Cane and Storage of the Diskette 

The third factor in effective diskette control is the pro­

per physical handling of the diskette. It is important to 

establ ish pol icies to ensure proper handl ing. The 

following points should be considered: 

• Keep the diskette in the protective cardboard envelope 

provided when the diskette is not being used. The 

diskette should be placed in the envelope before 

writing on the adhesive label so that the label is 

visible through the cut-away front of the envelope. 

• Do not write on labels with an erasable writing instru­

ment. Use a ballpoint pen. 

• Handle the diskette by the label area to avoid touch­

ing the recordin~1 surface. Fingerprints on the surface 

may cause permanent diskette errors. 

• Carry the diskette in a file folder or carrier envelope. 

• Keep office utility magnets away from the diskette. 

If a diskette is physically damaged or if the recording 

surface becomes contaminated with foreign material, it 

should be replaced. Diskettes should be stored in the 

protective envelope in an upright position. They may 

be used in most environments that are neither wet nor 

dusty - environments that are relatively unaffected by 

climatic variables. If diskettes are mailed, they should 

be placed in a box or heavy cardboard mailer. Refer to the 

standard data interchange manual (see the Preface) for 

comprehensive information regarding diskette handling. 
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DOCUMENTATION 

An essential part ot installation planning is reviewing and 

updating records containing a vast amount of detail on the 

various aspects ot running an installation. Although many 

procedures may require no modification at all, some 

procedures may be modified to take advantage of a new 

capability or fealUre available through the 3740 system; 

also, any missing documentation must be created. 

To allow operators to focus their full attention on 

building speed and productivity on the new units rather 

than on filling In gaps in the documentation, documents 

containing special keying instructions should be revised 

to retlect 3740 terminology. For example, job steps for 

conecting errors during verification should be rewritten to 

include correction while verification is in process; references 

to terms such as verify punches, overpunching, header 

cards, etc., should be removed. 



Documentation for the 3741 Programmable Work Station 
depends on the programming for each application. It is 
the programmer's responsibility to provide documentation 
and training for the operator for each job. 

To aid the operator in running the job, a job run sheet and 

step-by-step instructions should be provided. The job run 
sheet should include: 

• Job name and number. 

• Name, location, and telephone number of the programmer. 

• Printer setup imtructions. 

• Diskette data set label specifications. 

• Instructions for starting the prograrr' .. 

• Instructions for ending the job. 

• Iinstructions for aborting or continuing the job if a 
system error is encountered. 

• A summary of special keys and functions. 

A sample job run sheet is shown in Figure 19. 

Step-by-step instructions shou Id be pro~ ided to supplement 
prompting messages to the operator. 

Documentation will be needed for the 3747 data converter 

operations. Procedures must be written to include such 
functions as: 

Job Setup 

• What function is to be performed in this run (that 
is, diskette-to-tape, tape-to-diskette, etc)? 

• Will a control diskette be required to perform this job? 

• Will a labeled or unlabeled tape be required? 

Error Recovery 

• What action should the operator take if an operational 
error occurs (job setup instructions specify a labeled 
tape but an unlabeled tape has been mounted; expira­
tion date on tape is greater than date keyed in at job 

setup time, etc)? 

• What action should the operator take if an unreadable/un­
writable record is found (should the record be skipped, 

the job terminated, etc)? 

End of Job 

• Should job statistics be taken? 

• What disposition of the diskettes and tape is required 
after the job is completed? 

The IBM 3747 Data Converter Run Sheet, GX21-9J85, 
(see Figure 20) can be used to document the necessary 

procedu res. 
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IBM 3741 Models 3 and 4 Job Run Sheet 

Items with a box [:=J are optional and can be ignored unless checked [5<;:-j 

Job Name ____________ _ 

Programmer __ . ______________ _ Location _________ . ___ Telephone . ____ _ 

Printer Setup 

Form Nu~Description 

Single ~9 Space 
Printer Alignment 

Starting Program 

2 @ 4 

Drive 1 Diskette ________ . ______ . ____ _ 

C=::JDrive 2 Diskette ______________ _ 

Program Identification I I I I I I I I I I I I I I I 

5 6 Part Form 

Program Identification: 1 Iwill be displayed when drive 1 is ready. 

::1 ====:::1 is written on the diskette. Press R"EC BKSP __ times until it is displayed. 

I I must be keyed. Pre~s FUNCT SEL lower and DELETE REC to clear the display, 

then key the program identification. 

After the program identification is displayed, press FUNCT SEL upper then E. 

Ending the Job 

------------------------_. 
Aborting the Job 

To continue after aborting 

Summary of Special Keys and Functions 

--------_. -------------

---------------_._--_ .... _--

._--_._--------------_ .. _-----_. __ .. _------.-------------. 

---------------------------_.--------

------_._---------_.-----

Fi'9ure 19. Sample Job Run Sheet 



Job Name _______ _ 

Operator'!; Name 

DESCRIPTION 

o Disk to tape 

o Tape to disk 

o BSC to tape 

o Tape to BSC 

Control di!;k number ____ _ 

DISK ID NUMBERS 

Tape file 1 

1. 

2. 

3. 

4. 

5. ___ 

JOB STATISTICS 

1. Disks read/written 

2. Tape file 

3. I nput records 

4. Records skipped* 

5. Ou tpu t records 

6 . Last disk record address 

International Business Machines Corporation 

3747 Data Converter Run Sheet 

GX21-9185 UM/050' 
Printed in U.S.A. 

~No of sheets per pad ITlay vary SliiJh!iy 

Job Number __ 

Date ____ _ 

o Labeled tape 10 number _________ _ 

o Unlabeled tape 10 number ________ _ 

Control record number ______ .. _______ _ 

Tape file 2 Tape file 3 

1. 1. 

2. 2. 

3. 3. 

4. 4. 

5. 5. 

File 1 File 2 File 3 

• Display and record all job statistics for any error conditions on the back of this sheet. 

Comments: .. ____________________________________________ _ 

Figure 20. Data Converter Run Sheet 
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SYSTEM PROGRAMMING CONSIDERATIONS 

A review of all computer programs may be required, de­

pending 0'1 the chanqe of input medium. if tape is re­

placil1q card decks, some software modifications will be 

necessary. I n general, the best approach to program 

modification is to begin with the largest volume jobs. 

Data from the 3740 to be used as input to a programming 

system can be in the form of 1/2" (1.3 cm) magnetic tape 

from the 3747, or It can be in the form of the diskette to 

be used as input via the 3540. No special tape program­

ming support is required to process the tape from the 3747_ 
The input from this tape will be unblocked and either 

labeled or unlabeled, depending on the option chosen. 
The 3540 has programming support especially suited for 

processing information created by the 3740 system. 

Replacing an existing data entry installation with tape input 

to the processing unit can involve the following: 

• JCL changes only 

• AppliCation program changes 

• No changes when replacing certain tape input 

The considerations discussed in this chapter refer to both 

OS and DOS unless otherwise noted. 

Card Replacement 

There are normally two modes of entering card data to a 

programming system: directly to a processing program 

or in stages through the SYSIN facility. The former mode 
may be simply a preprocessing program that provides a 

labeled tape for direct input to the main processing 

program. When a card-to-tape utility pools data and 
creates a tape file for input to the system, the 3747 can 

do the same job and thus save system time. The 3747 

can create an unlabeled or labeled tape for direct 

input to the application program. If a SYSIN file is 

used, the 3747 can create the SYSI N file on tape 

either by pooling JCL disks and data disks or by creat-

ing tape from disks on which JCL records have been 

keyed in with the data. The operator assigns the 

system reader to the tape instead of to a card reader. 

The SYSI N procedures assume that all records are 
80 characters long. 

If the job is being run in OS using a cataloged procedure, 

each new collection of data on the SYSI N tape must in­

clude a record of the ·Form: 

//procstepname_ddname DD DATA 
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Only JCL changes are required if the tape is input 

directly to a job (private volume concept) or if labels 

are added to the input file. These will be the most 

cornman changes in an installation. 

When only a change in medium is involved (that is, tape 

instead of card), the device assignment is all that needs 

to be changed. The DOS change is: 

From: //ASSGN SYSIPT,X'OOC' or 

ASSGN SYSIN,X'OOC' 

To: //ASSGN SYSIPT,X'181' or 

ASSGN SYSIN,x'181' 

This change assumes that the input is part of the 

SYSIN (SYSRDR/SYSIPT) file. 

In OS the change is: 

From: //DATA DD DATA 

To: //DATA DD UNIT=TAPE,DS NAME=DATA, 
LABEL=(,NL) 

These changes assume that the application program does 

not have device dependent code (such as stacker select) 

and is not using a card DTF or DCB control block. 

When the 3747 supplies a labeled input tape, the JCL 

changes include: 

• For DOS, add the statement: 

//TLBL. .. 

• For OS, change the existing statement to: 

//DATA DD ... ,LABEL=(,SL), ... 

If the application that is switching from card to tape in­
put uses device dependencies or takes advantage of some 
converter feature to eliminate effort on a system, pro­

gramming changes must be considered. Any device de­

pendent control blocks or instructions dealing exclu­

sively with cards must be changed to accept the tape 
medium; for example, the DOS control block DTFCD 

must be recoded to a DTFMT or DTFDI. The same is 

true of OS where the device type of the DCB must be 

changed from card to tape. Any instruction such as 
stacker select must be handled differently or eliminated. 



In DOS, if the input is currently assi~,ned to a programmer 
unit (for example, SYS001 - SYSnnn), a device depend­
ent control block is generally used and additional 

programming changes are required. When an application 
i:; modified in any way (for instance, if record types 

are combined to use the 128 charactEr records), pro-

gram changes are required. The chan1les range from 

simple control block and buffer size changes to partial 

or total rewrite of the application. I n OS, if these 
changes are size changes only, they may be made 

through the DCB parameters in the JCL statements. 

The converter capabilities can save time by 
eliminating pre-edit runs used to prodJce labeled tape. 
Since the converter can provide the la Jeled tape input, 
any simple pre-ed,it functions can be cJmbined with the 
main edit program and thus eliminate the need for the 

pre-ed i t run. 

A card deck of source statements to b,~ processed by a 
compiler is really a file to be updated. If this type of 
application is installed using a 3740, the source statements 
should be maintained on normal DAS[) source statement 

libraries. When a programmer submits changes to the 
source statements using a 3740, these changes will be sent 
to the source statement library, and the file may be updated 
by a utility program like IEBUPDTE. The updated source 
statements are then processed by the c Jmpiler as a subse­
quent step in the job. In other applications where the card 
input represents a type of master file, c similar procedural 
change is required to permit the system to do the updating. 

Tape Replacement 

When the 3740 supplies data that is to be entered into a 

system via a tape there are normally no changes to the 
JCL or programs required. The 3747 ccln build the in­
put tape in the same format as before the 3740 install­
ation. 

JCL changes may be required however, f, for example 
you are switching from seven-track to nine-track tape or 
frorn 800 bpi to 1600 bpi. In DOS, this change would 

be: 

From: //ASSGN SYS001,X'187,X'7:3' (seven-track 
tape drive) 

To: //AASGN SYS001,X'181,X'CO" (nine-track 
tape drive) 

In OS, this change would be: 

Frorn: !iDATA DO ... , UNIT=2400-1, ... 
(seven-track tape drive) 

To: //DATA DO .. " UNIT=2400, ... (nine, 
track tape drive) 

For changes needed to input a labeled tape instead of an 

unlabeled tape, see the example under Card Replacement 
in this section. 

Teleprocessing Programming Support 

Teleprocessing programming support will be provided for 
the 3741 Model 2 and 4, and the 3747 with BSCA by the 
following access methods and operating systems: 

System/370 

DOS/VS BTAM 
DOS/vS VTAM 
DOS/VS CICS 

OS/VS BTAM 
OS/VS TCAM 
OS/VS VTAM 
OS/VS CICS 

System/3 Disk Systems 

RPG II (3741 Model 2 and 4 only) 

IBM 3704/3705 

Emulation program (EP) 
Network control program (NCP) 

RPG II can be used with both LCA and BSCA. In System/3 
RPG II, the terminal designation is BSCA on the file descrip­
tion specification and blank in the remote device field of 
the telecommunications specifications. In BTAM and TCAM, 
the terminal designation is BSC1, BSC2, or BSC3, depending 
on whether nonswitched, switched, or multipoint facility 
is being used. In VTAM, the designation is 3740. 

The 3741 Model 2 and 4, and the 3747 with BSCA are 
transparent to the teleprocessing support that exists in 
System/360-370 DOS BT AM and System/360-370 OS BT AM 
and TCAM. The 3740 units with BSCA are transparent 
through the device classes of BSC1, BSC2, and BSC3 in the 

above access methods. 

Because of this capability, the following support is provided: 

System/360 - 370 

DOS BTAM 
OS BTAM 
OS TCAM 
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Communications with System/360 - 370 can be via an: 

• IBM 2701 Data Adapter Unit 

• I IBM 2703 Transmission Control Unit 

• 113M 3704 Communicqtions Controller 

• 113M 3705 Communications Controller 

In addition, communication with System/370 can take 

place via the Integrated Communications Adapter (ICA). 

More detailed information appropriate to the system 

and language support being used is found in the corres­
ponding SRLs as defined in the Teleprocessing Biblio­
graphy at the end of this manual. 

TELECOMMUNICATIONS FACILITIES CONSIDERA­
TlOI\lS 

The communications facilities can be common carrier 

switched telephone networks, common carrier nonswitched 
line services (channels), or equivalent nonswitched facili­
ties. Communications services must be arranged by the 

user. (Refer to the IBM Teleprocessing Systems Summary, 
GA24-3090, for further information.) 

The communications facilities used by 3740 BSCA must 

have appropriate modulation/demodulation capability. To 

provllde th is capabil ity, an external modem or integrated 

1200 bps modem is used to attach to the telephone lines. 
The BSC adapter is compatible with the IBM 3872 modem 

and integrated 1200 bps modems. The BSC adapter is 

compatible with the IBM 3976-3 modem for World Trade 

only. Bit rates available are 1200,2000, and 2400 bits 

per second (bps). A selectable 600 bps transmission rate 

is available except in Canada, the United States, and 

Japan. For additional information about communications 
facilities, see the Teleprocessing Bibliography at the end 

of the manual. 

Note: It is the user's responsibility to have the cable to 

the communication facility connected or disconnected 

from the CBS coupler (or equivalent) when the 1200 bps 

Integrated Modem, Switched with Autoanswer Feature 
(#5501) is implemented. 
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UNIT BACKUP CONSIDERATIONS 

A station outage affects at most only two stations. Con­

verter outage does not affect the stations as long as 

additional diskettes are available to continue accumu-

lation and storage of data until the converter is return-

ed to service. Converter outage impact on computer 
runs can be minimized by scheduling, but converter 

backup arrangements with other users having com-

patible configurations should also be considered. 

EDUCATION AND TRAINING 

An education program is required after the decision to 

install a 3740 system is made. Classes offered are out­

lined in schedules published by IBM. They consist of 

detailed training for persons who will perform the 

systems implementation as well as for those who will 

operate the stations or program in ACL. Arrangements for 

attending IBM courses may be made with the local IBM 
sales representatives. 

In addition to classroom instruction, 3740 self-study 
courses and other training materials are available for 

operator training. These are also useful to systems 
analysts and key entry supervisors as a structured 

approach to learning 3740 data entry operations. 

The following analysis of educational and training needs 

is not intended to be all-inclusive but to serve as a 

guide for specific planning according to speclfi" needs. 

System Analyst: Attendance at an installation planninlJ 
course is recommended. The role of the 3740 system 

analyst entails responsibility for the total systems effort, 
from the planning stages through the first sets of 

application conversion and paralleling activities. The 

installation planning course is intended to convey the 

characteristics of the IBM diskette recording medium, 

the functions of each individual machine, and how these 

machines interact as a system. Other topics cover the 
essential steps in any 3740 implementation, the key 

decisions in 3740 systems design, and the sources of 
information and assistance available to support instal­

lation activities. 



ACL Programmers: A 5-day training program in ACL is 

avai!able at the IBM Data Center. Th" program is intended 

to teach programmers !,CL and familarize them with the 

application capabilities of the 3741 P-ogrammable Work 

Sratioi1. it is assumed that the programmer has experiencr, 

Jr. at least one programming language, before attending the 

training program. 

Key Entry Supervisors and Operators: The 3740 Data 

Elltry System Featlll e Instruction Progrclm is available 

for trai nlng key entry supervisors and expel'ienceci 

operators. CustolllPl- Engineel-ing personnel have been 

trained to provide this jpstruction. The inter:t of the 

progrCJrrl is to enable operators of current key entry 
products to begin equivalent productioil operations 

immediately on the 3740 stiltions. instruction is in 

basic 3740 functions only, such as datil keying, verifying. 

program formats, CRT usage, etc. Operators requiring 

training on advanced machine functions or features 

such dS offline field totals, BSCA operation, and 3713 

printer or diskette copy functions should complete 

the Advanced Topics self-study course. 

lVIachine training schedules should be (,stablished as 

early as possible. It is suggested that SL pervisors and 

lead operators be tl-ained first. These people need a 

thorougn understandrng ot machine operations in 
order to revise key entry procedures as necessary, to 

set up initial jobs to be conl/erted, to answer operating 

questions, and to supervise operator training 

Installatilon conversion plans determine when each 

operator should be~lin training. If plans are such that 

one application at at time is to be convei-ted to 3740 

operation, the operators that normally !cey the re­

lated data should be trained tlrq. Once they have 

developed speed and accuracy with on-:he-job prac­

tice, the next application can be converted, additional 

operator:"; trained, a'ld the process repeated until all 

jobs have been converted and all operators tt-ained. In 

the event that all jobs are to be convertEd simliitaneolisly, 

it IS recommended that the more experil~nced operators 

be trained first, as training time normal! y vari8S with 

opel"ator skill (that is, the more skilled tle operator the 

less time needed for training). 

Self-Study Materials - 3740 station operator training is 

ilvailable also through two separate self-studv courses: a 

basic machine course and an advanced topics course. 

• Inexperienced operators -- It is recommended that the 

basic machine self-study course should be used when 

3740 stations are planned for Lise in other than the 

central keypunch room and the situation dictates 

that clerk typists be trained. Course duration will 

vary with each student but will normally require 

20 - 25 hours. 

• Experienced or inexperienced operators who require 

additional machine training - It is recommended that 

operators take the Advanced Topics self-study course. 

Course topics include 3740 station operations such 

as teleprocessing, using the printer diskette copy, and 

field totals. Course duration will vary, since students 

will complete only the sections they require, to 

operate with in their own 3740 system design. 

Data Converter Operators: As part of the instruction 

program mentioned previously under Key Entry 
Supervisors and Operators, instruction will be given to 

familiarize the data converter operator with basic 

machine operations, tape handling, and error recovery 

procedures. If one or more 3740 station operators will 

be required to operate a 3747, involvement of experienced 

computer room personnel in developing appl ication­

oriented training is recommended. Operation of this 

device must be closely tied to establlished tape handling 

and tape library conventions and job setup instructions 

as prepared by systems people in a s.pecific installation. 
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Physical Site Planning and Preparation 

Customers planning an IBM 3740 Data Entry System ins­

tallation should use this chapter as a guide to determine 

how they can best prepare their physical site for the arrival 

and installation of the system. Careful advance planning 

and 5,cheduling makes it possible for a customer to install 

his equipment with l'lttle or no interruption of the daily 

office routine. 

SPACE REQUIREMENTS 

Since the data entry areas may differ in room size, column 

spacing, location of electrical outlets, other equipment, and 

work areas, it may be advisable to prepare a floor plan of 

the area showing the location of all the equipment to be 
included. 

To help prepare the 'Floor plan, IBM provides a plastic tem­

plate (GX21-9155) of each of the 3740 system units. The 

templates are scaled so that 1/4 inch = 1 foot (1 mm = 48 mm) 

and show the floor space and working clearance for each unit. 
When room size permits, additional operator space is 

recommended. I n some cases, clearances shown on the 

template may be overlapped as long as the larger clearance 

is maintained. 

The 'Following items should be considered: 

• Work space 

• Storage space 

• Aisle space 

• Service clearance 

• Heat dissipation 

• Electrical outlets and communication facilities 

• Doorway sizes and loading facilities used in getting 

machines to their locations. 

40 

ENVIRONMENTAL CONSIDERATIONS 

Temperature and Humidity 

The temperature and humidity of a data entry area are 

influenced by many factors. These include heat produced 

by mechanical and electrical equipme'lt, amount of fresh 

air entering the area, personnel body heat, and heat 

introduced or dissipated thlough wi-dl" ceilings, and floors. 

As these factors change, varying amounts of heat and 

humidity may need to be introduced or dissipated to 

maintain an acceptable operating environment. 

Extremes in relative humidity, if maintained for long 

periods of time, may have an adverse affect on the overall 

operating efficiency of the installation and should be 

avoided whenever possible. High relative humidity may 

cause improper feeding and stacking of paper, as well as 

operator discomfort. Low relative hum idity aggravates 

problems associated with static electricity. Static charges, 

which are usually dissipated without any adverse effects, 

tend to build into significant charges when the humidity 

is low. High voltage static discharges from moving people, 

carts, furniture, paper, etc., can be objectionable to 

operating personnel and, in extreme cases, can interfere 

with the correct operation of electronic equipment. 

Tape and Diskette Storage 

Tapes and diskettes shoulcllJe stored in dust proof con­

tainers in a vertical position. They should never come in 

contact with magnetic material since field strengths greater 
than 50 oersteds can cause noise or a loss of information. 

Storage facilities shoulci be within the following limits: 

Tape Diskette 

Dry Bulb Temperature 40° to 90" F 50° to 125°F 

(4° to 32°C) (10
0 

to 51°C) 

Wet Bulb Temperature 800 r (2E>c C ) 85" F (29°C) 

(maximum) 

Relative Humidity 20 to 80',Yo 8 to 80% 

If stored outside the stated limits, tape and diskettes 

should be conditioned in the operating environment 

to ensure proper performance. Conditioning time 

for diskettes is at least five minutes; for tape, the 



conditioning time is the same as the length of time it was 

stored outside operating limits (maximum of 24 hours). 

Dlirt and Air Pollution 

The amount of contamination usually found in the air 

within a normal business environmen1 will not interfere 

with the operation of IBM equipmen1. However, take 

normal precautions to keep dust, dirt. and other foreign 

matter away from the machines. If tile system must be 

installed in an area having a high dust content or where 

there is an exposure to abrasive materials or corrosive 

gases, contact your I BM representative for advice and 

recommendations. 

LIGHTING 

Adequate illumination of a data entry area for operator 

and service personnel is important. T1e recommended 
I ight level is 50-55 foot-candles (538-~i92 lumens/m 2

) at a 
height of 30 inches (76 centimeters) above the floor. 

Direct sunlight on either the 3741 or 3742 is not 

recommended sinc'2 it would impair the readability of the 

CRT as well as the comfort of an ope'ator facing the 
light. 

FIR:E PROTECTION EQUIPMENT 

The machine room should be equipped with portable, 

carbon dioxide fire extinguishers of suitable size for 

quick, efficient use. These, of course, are subject to local 

building code and fire insurance requirements. A non­

wetting extinguishing agent for electriol equipment (Class 

C hazard) is recommended. 

ELECTRICAL REOUIREMENTS 

All reasonable efforts have been made in the machine 

desi!ln to ensure satisfactory operation with the normal 

power supplied by most power companies. 

Power should not be supplied from the same electrical 
circuit that supplies power to machines that may create 

electrical noise. Some machines having start-stop motor 
action can cause tra l'lsient electrical noi~;e signals. If 

there is a question of electrical noise affecting machine 
operation, consult your IBM representa1ive. 

Branch circuits should be protected by:ircuit breakers 
suitable for motor load application and should contain 
wiring that will handle the same load. 

Grounding 

Power cords supplied with each IBM unit have a green (or 

green with yellow trace) wire grounding conductor for 

equipment ground. The receptacles recommended provide 

for connection of this equipment !lrOund. Each customer­

supplied branch circuit must have an insulated wire 

conductor, equal to the size of the phase conductors, for 

grounding the equipment. All branch circuit grounding 

wires must be tied to a common ground point at the 

distribution panel. A single grounding wire should run 

from the distribution panel to service ground or suitable 

building ground. This is a noncurrent carrying ground, 

not a neutral. Conduit must not be used as the oniy 
grounding means. 

Convenience Outlets 

A suitable number of convenience outlets should be 
available in the area for use by building maintenance 

personnel, etc. The same general rules for electric power 

apply for the wiring of the convenience outlets. 

Power Supply 

Power is provided through a separate power cord, 8 feet 

(2.5 meters) long, connected to each machine (unless 

otherwise noted on the unit specification page). Plug 
types (or equivalent) shown on the unit specification 

page are supplied with the machine. Customer provides 
matching receptacle. 

On 50 Hertz machines, power cords are provided without 

plugs to accommodate installing a local standard plug. 

See Figure 21 for power cord specifications. 

The following electrical specifications apply (unless 

otherwise noted on the unit specification page): 

Voltage (single phase) 

Voltage Tolerance: 

Frequency Tolerance: 

50 Hertz 

110, 123.5 
200, 220, 235 
±10% 
± 1 /2 Hertz 

60 Hertz 

115,208,230 

±1O% 

±112 Hertz 

In Japan, the following specifications should be added to 

those I isted above: 

100 (50 Hertz) 

100,200 (60 Hertz) 
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Unit Specifications 

The specification sections of the manual contain individual 

pages of information about the basic system and the units 

used with the system. Standard symbols used on the 

specifications pages and physical planning templates are: 

42 

I I / 
I I / 
L-I"'/ 

- ()--

+ 
o 

Power cord exit (power cords are measured 

from power cord exit) 

Cover swings 

Gate swings 

Service area boundary 

Casters 

Leveling pads or glides 

Cable entry and exit in base of unit 

Non-raised floor cable exit 

Plug types (or equivalent) shown in unit specifications 

are supplied with the machine. The customer provides 

m2tch ing receptical lor equivalent) 

This manual uses the tollowing symbols to rienote manu· 

facturers of plugs, receptacles, and connectors: 

H =, Hubbell (Harvey Hubbell, Inc.) 

p & S = Pass and Seymour (Pass and Seymour, Inc.) 

R & S = Russell and Stoll (Midland-Ross Corp.) 

The following notes apply to unit specification pages: 

1. Power cord styles shown apply to 50 Hertz machines. 

Figure 21 shows 50 Hertz power cord specifications. 

,- -- ----- -- -r - ,----- - - ----------
i 50 Hz Cable II ~-- --- T"'~U~~%inal ---

I Power 00 ! ___ ~~ 

A2 0.510 1.0 1 I 3 I 0.081 I 0.2 

LA~J ":"°1'0 Lo_J .. ~. _Joo~J~-,- . i 
Figure 21. 50 Hertz Power Cord Specifications 

2. Plan view dimensions are shown in inches unless 
otherwise noted. A table at the back of the manual 
can be used for inch-centimeter conversion. 



129 CARD DATA RECORDER, MODEL 2 

Plan View Specifications 

Dimensions: 

Inches 
Centimeters 

Service Clearances: 

Inches 
Centimeters 

Width 
36 
91 

Front 
24 
61 

Depth Height 
29-1/2 38 
75 97 

Rear Right Left 
24 0 0 
61 0 0 

Weight: 2551b (120 kg) 

Heat Output/hr: 850 Btu (220kcal) 

Power Requirements: 

kVA 
Phases 

Plug (H and P & S) 
Connector (H and P & S) 
Receptacle (H and P & S) 
Power cord sty le 

Operating Environment: 
Temperature 
Relative humidity 
Maximum wet bulb 

Nonoperating Environment: 
Temperature 
Relative humidity 
Maximum wet bulb 

* Locking type. 

0.4 

115V 
5266,4720* 
5269, 4730* 
5262,4700* 
A2 

20S/230V 
5666, 4570* 
5669,"4580* 
5662, 4550* 
A2 

50° to 110° F (10° to 43°C) 
10% to 80% 
85°F (29°C) 

50° to 125°F (10° to 51 ° C) 
8% to 80% 
85°F (29°C) 
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3713 PRINTER 

Plan View 
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Specifications 

Dimensions: 

Inches 
Centimeters 

Service Clearances: 

Inches 
Centimeters 

Weight: 

Heat Output/hr: 

Airflow: 

Power Requirements:* 

kVA 

Operating Environment: 

Width · 
30 
76 

Front 
30 
76 

Depth 
24 
61 

Rear 
30 
76 

150 Ib (68 kg) 

260 Btu (66 kcal) 

Convection cooled 

0.2 

Right 
o 
o 

Temperature 50° to 110° F (10° to 43° C) 

Relative Humidity 8 to 80% 
Maximum Wet Bulb 85° F (29°C) 

Nonoperating Environment: 

Temperature 50° to 125° F (10° to 51 ° C) 

Relative Humidity 8 to 80% 
Maximum Wet Bulb 85° F (29° C) 

* Powered from 3741 

Height 

38 
97 

Left 
o 
o 



3715 PRINTER, MODELS 1 AND 2 

Plan View Specifications 

Dimensions: 

Width Depth Height 
Inches 23 13-1/4 34-1/2 
Centimeters 58 34 88 

Service Clearances: 
Front Rear Right* Left* 

Inches 30 30 6 6 
Centimeters 76 76 15 15 

Weight: 110 Ib (50 kg) 

Heat Output/hr: 300 Btu (75 kcal) 

Airflow/min: 30ft3 (1m3) 

Power Requirements :** 
kVA 0.1 

Operating Environment: 
Temperature 
Relative humidity 
Maximum wet bUlb 

Nonoperating Environment: 
Temperature 
Relative humidity 
Maximum wet bulb 

50° to 105°F (10° to 41°C) 
8% to 80% 
80°F (27°C) 

50° to 125°F (10° to 52°C) 
8% to 80% 
80°F (27°C) 

* Clearance required above 26" for access to platen knob. 

** Powered from 3741. 
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3717 PRINTER 

Plan View 
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Specifications 

Dimensions: 

Inches 
Centimeters 

Service Clearances: 

Inches 
Centimeters 

Weight: 

Heat Output/hr: 

Airflow: 

Power Requirements:* 
kVA 

Operating Environment: 
Temperature 
Relative humidity 
Maximum wet bulb 

Width 
30 
76 

Front 
30 
76 

Depth 
32 
81 

Rear 
30 
76 

2501b(113kg) 

960 Btu (240 kcaJ) 

o 

0.3 

Height 
38 
97 

Right 
o 
o 

Left 
o 
o 

50° to 105°F (10° to 41°C) 

8% to 80% 
80°F (27°C) 

Nonoperating Environment: 
50° to 125°F (10° to 52°C) 

8% to 80% 
Temperature 
Relative humidity 
Maximum wet bulb 

* Powered from 3741 

80°F (2/C) 

Note: Eight inch overhang 24 - 36 inches above the. floor. 



3741 DATA STATION MODELS 1 AND 2 
3741 PROGRAMMABLE WORK STATION MODELS 3 AN D 4 

Plan View 
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Specifications , 

Dimensions: 

Inches 
Centimeters 

Service Clearances: 

Inches 
Cent imeters 

Widt h 

42 
107 

Front 
30 
76 

Depth 

26-1/4 
67 

Rear 
24 
61 

Height 

34 
87 

Right 
o 
o 

Left 
18 
46 

Weight (M aximum): 240 Ib (1 09 kg) 

Heat Output/hr: 

A irflow/min: 

700 Btu (180 kcaO 

150 ft3 (4m3) 

Power Requirements: 
kVA 
Phases 

Plug (H and P & S) 
Connector (H and P & S) 
Receptacle (H and P & S) 
Power cord style 

Operating Environment: 
Temperature 
Relative humidity 
Maximum wet bulb 

Nonoperat ing Environment: 
Temperature 
Relative humidity 
Maximum wet bulb 

* Locking type 

0.3 
1 

115V 
5266,4720* 
5269,4730* 
5262,4700* 
A5 

208/230V 
5666,4570* 
5669,4580* 
5662,4550* 
A5 

60° to 90°F (16° to 32°C) 

8% to 80% 
73°F (23°C) 

50° to 110°F (10° to 43°C) 

8% to 80% 
80°F (27°C) 

Unit Specifications 47 



3742 DUAL DATA STATION 

Plan View 

48 

Specifications 

Dimensions: 

Inches 
Centimeters 

Service Clearances: 

Inches 
Centimeters 

Width 
65 

165 

Front 
30 
76 

Depth 
29-1/2 
75 

Rear 
30 
76 

Height 
33 
84 

Right 

* 
* 

Left 

* 
* 

Weight: 300 Ib (136 kg) 

Heat Output/hr: 

Airflow/min: 

730 Btu (185 kcall 

150 ft3 (4m3) 

Power Requirements: 
kVA 
Phases 

Plug (H and P & S) 
Connector (H and P & S) 
Receptacle (H and P & S) 

Power cord style 

Operating Environment: 
Temperature 
Relative humidity 
Maximum wet bulb 

Nonoperating Environment: 
Temperature 
Relative humidity 
Maximum wet bulb 

0.4 

115V 
5266,4720** 
5269,4730** 
5262, 4700** 
A5 

208/230V 
5666,4570** 
5669,4580** 
5662,4550** 
A5 

60° to 90°F (16° to 32°C) 
8% to 80% 
73°F (23°C) 

50° to 110°F (10° to 43°C) 

8% to 80% 
80°F (27°C) 

* 18 inches (46 centimeters) service clearance required on one 

side only, 

** Locking type 



3747 DATA CONVERTER 

Plan View 
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Specifications 

Dimensions: 

Inches 
Centimeters 

Service Cle!lrances: 

Inches 
Centimeters 

Width 
48 
122 

Front 
36 
91 

Depth 

29Y:. 
75 

-Rear 

36 
91 

Weight: 540 Ib (245 kg) 

Heat Output/hr: 

Airflow/min: 

2050,Btu (515 kcall 

230 ft3 (6m3) 

Power Requirements: 
kVA 
Phases 

Plug (H and P & S) 
Connector (H and P & S) 
Receptacle (H and P & S) 
Power cord style 

Operating Environment: 

115V 
'5266,4720* 
,5269,4730* 
5262,4700* 
A5 

Height 

38 
97 

Right 

30 
Left 

30 
76 76 

208/230V 
5666, FS 3720** 
5669, FS 3913** 
5662, FS 3743** 
A5 

Temperature 60° to 90° F (16° to 32° C) 
Relative Humidity 20 to 80% 
Maximum Wet Bulb 73~ 'F '(23° C) 

Nonoperating Environment: ' , 
" I 0 0 '· 0 0 

Temperature 50 to 110 ·F (10 to 43 C) 
Relative Humidity - 8 to 80% 
Maximum Wet Bulb 80° F (27° C) 

* Lpcking type 

**R and S locking type . 
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5496 DATA RECORDER MODEL 1 

Plan View 

50 

Specifications 

Dimensions: 
Width Depth Height 

Inches 42 24 37-1/2 

Centimeters 107 61 95 

Service Clearances: 
Front Rear Right* Left 

Inches 30 6 18 0 

Centimeters 76 15 46 0 

Weight: 250 Ib( 115kg) 

Heat Output/hr: 850 Btu (220 kcal) @ 60Hz 
1225 Btu (310 kca\l @50Hz 

Power Requirements: 
Voltage 
kVA 

Phases 
Plug (H and P & S) 
Connector (H and P & S) 

Receptacle (H and P & S) 

Power cord sty le 

Operating Environment: 
Temperature 
Relative humidity 
Maximum wet bulb 

Nonoperating Environment: 
Temperature 
Relative humidity 
Maximum wet bulb 

115±10% 
0.4 @60 Hz 
0.6@50Hz 

1 
5266 
5269 
5262 
A5 

50° to 110°F (10° to 43°C) 

8% to 80% 
85°F (29°C) 

50° to 125°F (10° to 51°C) 

8% to 80% 
85°F (29°C) 

* Clearance r equired above tab le top only . 

• 



/ 
3713/3715 

Printer 

Note 1 L-______ --J 

[
-

3741 

All Models 

Note 3 

Note 6 

/ 

[~0:~IS2 
and 4 

.------ Note 5 

a" 
5 

Note 4 

3717 

Printer 

129/5496 

Data Recorder 

System/3 
I/O Adapter 

Modem or 

System/3 LCA 

CBS 
Automatic 

Data 
Coupler 

Modem 

3740 System Cabling Information 

Notes: 

1. 

2. 

3. 

4. 

5. 

10 foot (3m) cable supplied with the printer. 

10 foot (3m) cable supplied with the 3717 expansion 

feature. 

25 foot (8m) cable supplied with data recorder 

attachment feature. 

20 foot (6m) cable supplied as standard with modem 
adapter. Attaches to communication facility with 
EIA RS 232 C connector. A 40-foot (12m) cable, 

SF 9021, may be specified with the order. 

20 foot (6m) cable from the 3741 Model 2 or 4 or 

the 3747 is provided as standard with the 1200 bps 

line adapter. On the 3747, a 40-foot (12m) cable, 

SF 9021, may be specified with the order. Termina­

tions provided are a WE-283 B plug (on nonswitched 

modem SF 5500) and noninsulated spade terminals 
(on switched modem SF 5501), which connect to a 

CBS automatic data coupler as shown below: 

Cable to CBS Data Coupler 

For cabling information, see System/3 Installation 
Manual, GA21-9084. 
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Inch To Centimeter Conversion Chart 
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I 

11.4 I 12.1 54 137.2 137.8 138.4 139.1 

13.3 
I 

14.0 14.6 55 139.7 140.3 141.0 141.6 
15.9 16.5 17.1 56 142.2 142.9 143.!) 144.1 

7 17.8 18.4 19.1 19.6 57 144.8 145.4 146.0 146.7 
:3 20.3 21.0 21.6 22.2 58 147.3 148.0 148.6 149.2 
9 22.9 23.5 24.1 24.8 59 149.9 150.5 151."1 151.8 

10 25.4 
11 27.9 
12 30.5 
13 33.0 
14 35.6 

1'5 38.1 
115 40.6 
17 43.2 
18 45.7 
19 48.3 

26.0 26.7 I 27.3 60 152.4 153.0 153.7 

I 
154.3 

28.6 29.2 

I 
29.8 61 154.9 155.6 156.2 156.8 

31.1 31.7 32.4 62 157.5 158.1 158.8 159.4 
33.7 34.3 

I 
34.9 63 160.0 160.7 161.:3 I 161.9 

36.2 36.8 37.5 64 162.6 163.2 163.8 

I 

164.5 

38.7 39.4 I 40.0 65 165.1 165.7 166.4 167.0 
41.3 41.9 42.5 66 167.6 168.3 168.9 169.5 
43.8 

\ 

44.4 45.1 67 170.2 170.8 171.4 172.1 
46.4 47.0 47.6 68 172.7 173.4 174.0 174.6 
48.9 49.5 50.2 69 175.3 175.9 176.!5 177.2 

210 50.8 
21 53.3 
22 55.9 
23 58.4 
24 61.0 

51.4 52.1 52.7 70 177.8 178.4 179.1 179.7 
54.0 54.6 55.2 71 180.3 181.0 181.6 I 182.2 
56.5 57.1 57.8 72 182.9 183.5 184.1 

I 

184.8 
59.1 59.7 60.3 73 185.4 186.1 186.7 187.3 
61.6 62.2 62.9 74 188.0 188.6 189.2 189.9 

25 63.5 
26 66.0 
27 68.6 

64.1 64.8 65.4 75 190.5 I 191.1 191.8 192.4 
66.7 67.3 67.9 76 193.0 193.7 194.3 194.9 
69.2 69.9 70.5 77 195.6 I 196.2 196.8 197.5 

28 71.1 
29 73.7 

71.8 72.4 73.0 78 198.1 198.8 199.4 

I 
200.0 

74.3 74.9 75.6 79 200.7 201.3 201.9 202.6 

30 76.2 76.8 77.5 78.1 80 203.2 203.8 204.5 205.1 
31 78.7 79.4 80.0 80.6 81 205.7 206.4 207.10 207.6 
32 81.3 81.9 82.6 83.2 82 208.3 208.9 209.15 210.2 
33 83.8 84.5 85.1 85.7 83 210.8 211.5 212.1 212.7 
34 86.4 87.0 87.6 88.3 84 213.4 214.0 214.15 214.3 

35 88.9 89.5 90.2 90.8 85 215.9 216.5 217.2 217.8 
36 91.4 92.1 92.7 93.3 86 218.4 219.1 219.7 220.3 
37 94.0 94.6 95.2 95.9 87 221.0 221.6 222.2 222.9 
38 96.5 97.1 97.8 98.4 88 223.5 224.2 224.8 225.4 
39 99.1 99.7 100.3 101.0 89 226.1 226.7 227.3 228.0 

40 101.6 102.2 102.9 103.5 90 228.6 229.2 229.9 230.5 
41 104.1 104.8 105.4 106.0 91 231.1 231.8 232.4 233.0 
42 106.7 107.3 108.0 108.6 92 233.7 234.3 235.0 235.6 
43 109.2 109.9 110.5 111.1 93 236.2 236.9 237.5 238.1 
44 111.8 112.4 113.0 113.7 94 238.8 239.4 240.0 240.7 

45 114.3 114.9 115.6 116.2 95 241.3 241.9 242.6 243.2 
46 116.8 117.5 118.1 118.7 96 243.8 244.5 255.1 255.7 

l' 119.4 
48 121.9 
49 124.5 

120.0 120.6 121.3 97 246.4 247.0 247.7 248.3 
122.6 123.2 123.8 98 248.9 249.6 250.2 250.8 
125.1 125.7 126.4 99 251.5 252.1 252.7 253.4 

100 254.0 
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address: Location on the diskette consisting of a track and 
sector number; types include: record, program, end of data. 

access method: Method of moving data between main 
storage and input/output devices. 

JlICL (application control language): Programming. 

alphanumerics: Machine processible characters, including 
both letters and digits. 

application: A specific type of job. 

auto answer mode: Machine feature that allows a trans­
mission control unit or a station to automatically respond 
to a call that it receives over a switched line. 

backup: Substitute to be used incase of emergency. 

batching: See data batching. 

begin field code: The first letter in a program field; defines 
type of field. 

bit: The smallest unit of information in a binary system. 
Eight bits make a byte (see byte). 

BSCA (binary sync:hronous communications adapter): 
Provides the ability to transmit data from one location to 
another. 

buffer: Machine data storage area. 

byte: A series of eight adjacent bits that are used to store 
alphanumeric information. 

channel-attached: Defines relationship to CPU. 

centralized/decentralized: See source, remote. 

communications: Telecommunications. 

con"figuration: Specific number and types of units related 
in a specific way to each other and to the CPU. 

Glossary 

control disk: Disk containing job specifications for con­

verter operation. 

CPU: Central processing unit; computer. 

CRT: Cathode ray tube; operator display screen on key 

entry stations. 

cursor: Character position underscore (-) on display screen. 

data batching: Splitting source data for a job into segments 

to expedite the job. 

data conversion: Process whereby 3747 writes data from a 

disk onto tape or vice versa. 

data recovery: Reconstruction of recorded data that cannot 

be read. 

data set: A complete and related group of records (payroll, 

accounts receivable, etc.). 

data set label: Data on index track of diskette that identi­
fies a data set recorded on that disk by name and location, 
and shows whether or not the data set has been verified. 

direct input: Method of providing data to a CPU. 

disk drive: The device that moves the disk past a read/ 

write mechanism. 

duplex/half-duplex: Duplex = data transmission in both 

directions at once. 

error recovery: Automatic or operator-initiated action to 

correct an error condition. 

field, data: Specific category of information in a record 

(name, social security number, etc.). 

field, program: Code specifying format for a given data 

field. 
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half-duplex: Data transmission in both directions but not 

at the same time. 

hard copy: Printed copy of machine output in visually 
readable form. 

headier record: Record containing identifying information 

for a group of records that follows 

ICA: Integrated communications adapter; provides for 

direct connection of a device with the CPU. 

inde)[ track: The first track on the diskette (track 00); 

used for data set labels. 

initialization: Process resulting in the diskette's original 
physical format. 

LCA: Local communications adapter; permits direct 

attachment of the 3741 Model 2 to System/3 when it is 
installed. 

library, diskette: Procedural system for controlling diskette 
use; typically involves the implementation of a filing system 

and control cards or forms. 

machine status: The state the machine is in if it is 1) ready 

to be operated, 2) not ready, or 3) in a wait state. 

manual fields: Any field involving operator action character­
by-character. 

mask statement: Information keyed when doing a search 

that the 3740 system uses to compare to information 
stored on the diskette. 

mode: Type of machine operation in which certain func­

tions can be selected and certain simple operations performed 

(Enter mode, Update mode, etc.). 

modem: A device that changes machine readable data into 

a form suitable for transmission over communications facil­
ities. 

nonswitched: A connection between a remote terminal and 

a computer that does not have to be established by dialing. 
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nontransparent text mode: See transparent text mode. 

offline: Type of operation in which data recording and 

machine handling of recorded data are separated by some 

form of operator intervention. 

online: Type of operation in which recorded data is 

operated on by the machine without intervening operator 

action. 

operating system: Software control I ing the execution of 

computer programs (OS, OSIVS, DOS, etc.). 

outage: Not in service. 

print format: Print line and column specifications. 

program disk: Disk containing key entry programs. 

program, key entry: A set of information stored in the 
machine to relieve the operator of certain actions. Programs 

can be used, for example, to place the machine in alpha or 

numeric shift, to automatically skip or duplicate fields, etc. 

program level: Program storage area in the machine. 

program shift code: Symbol representing a data field con­

taining either alphabetic (dots) or numeric (dashes) 

characters. 

record: One or more data fields that form a unit of infor­

mation meaningful to your operation; for example, payroll, 

accounts receivable, accounts payable records. A record 

can be no more than 128 characters. 

reinitialization: The process r)f altering the diskette's 

current track and sector format. 

remote location: Offsite. 

retention cycle: Length of time a job recorded on the 

diskette is retained before the diskette can be used to 

record other information. 

right-adjust field: Field in which characters are recorded at 

the right end of the field so that the position of the last 

rather than first character is fixed, regardless of the number 

of characters in the field; positions not occupied by charac­

ters may contain blanks or zeros. Examples of such fields 

are amount fields, count fields, etc. 



scratch diskette: A diskette that can be used to record data; 

a diskette that is no longer in a retention cycle. 

scratch file: Collection of scratch diskettes. 

s,ector: A section in a track on the disk for a record. 

source document: Material containing the data being keyed. 

sourcE~ location: Area generating a source document. 

suspense file: Collection of diskettes that have been con­

verted to tape and are being held for release by the CPU 
operator. 

switched: A communication line in which the connection 

between the computer and a remote station is established 
by dialing. 

synchronous: Occurring with a regular or predictable time 
relationship. 

tape labels: Records at the beginning or end of a tape that 
identify the information on that tape. 

telecommunications: Data transmission between a comput­

ing system and remotely located devices via a unit that 
performs the riC,Cessiiry format cO!lVersion and controls the 

rate of transmission. 

teleprocessing: Proces;,ing of riatalthat is r~ceiv"d from or 

sent to remote locations by way of telecommunication 

lines. 

terminal: A device capable of sending and receiving infor­

mation over a communication channel. 

throughput: Rate of production. 

track: The portion of a moving storage medium, such as a 

tape or diskette, that is accessible to a given reading head 

position. 

trailer record: A record that follows one or more records 

and contains data related to those I"ecords. 

transparent text mode: Type of operation permitting 

unrestricted coding of data. 

unit specifications: Information pertaining to physical 
machine characteristics such as size, power requirements, 

etc. 

Glossary 55 



Teleprocessing Biibliography 

Gen«!ral Information 

IBM Teleprocessing SRL Bibliography, GA24-3089 
IBM Teleprocessing System Summary, GA24-3090 

Bse Information 

Gem;ral Information Binary Synchronous Communications, 
GA27-3004 
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Programming Information 

3740 BTAM/TCAM Programmer's Guide, GC21-5071 

System/370 System Summary, GA22-7001 
System/360 Programming Systems Summary (BPS, BaS, 

TOS, DOS), GC24-3420 
OS/vS1 Planning and Users Guide, GC24-5090 
OS/VS2 Planning Guide, GC28-0667 
DOS/360 BTAM Reference Manual, GC30-5001 
IBM Systems - DOS/VS Version 4 Basic Telecommunica-

tions Access Method (BTAM), GC27'-6978 
as BTAM Reference Manual, GC30-2'004 
IBM Systems - OS/VS BTAM, GC27·6980 
IBM Systems - OS/MFTand OS/MVT TCAM Program­

mer's Guide, GC30-2024 
IBM Systems - OS/VS TCAM Programmer's Guide, 

GC30-2034 
Introduction to VTAM, GC27-6987 
VTAM Application Programmer's Reference Manual, 
GC27-6995 

DOS/VS VTAM Programmer's Guide, GC27-6957 
OS/VS1 VTAM Programmer's Guide, GC27-6996 
OS/VS2 Programming Library: VTAM, GC28-0688 



access methods 37 
accu mu lators 13 

ACL (see application control language) 
ACL translator 21 

adaPter, I/O 14 

adding records 11 
ad:lustable margin feature 14 
air pollution 41 

application control language 

application program changes 
(ACL) 21 

36, 37 
autoansvver 16, 19 

aut omatic error recovery 
auto record advance switch 

backup 38 

balancing (see field totals) 
batch control 26 

batch control total 13 

19 
9 

bib',liography, teleprocessing 56 

binary synchronous communications/binary synchronous 
communications adapter (BSCA) 16, 37 

blocking, reformatting 19 

bypass fields 10, 27 

cabling information 51 

card read/punch 

data recorders 13 
modes 13 

card replacement 
capacity, disk 
care, diskette 

36 
1, 2 
32 

centl-alized data entry 
codes 

program 27 
transmission 16 

4-6, 26 

colored labels (see labels) 
communications facilities/networks 
communications, multipoint 16 

configurations 7, 8 
contaminated drskettes 32 
content, search 12 

control (see batch control) 
control center 22 
control record 19 

conven ience outlets 41 

conversion data 

converter outage 
copy 12 
counters 

record 

keystroke 
12 

12 

19 

38 

verify correction keystroke 12 

38 

CPU 4-6 

CRT display 9 
current record buffer, formatted 14 
cursor 9 

damaged diskettes 32 

data conversion/data converter (see conversion data) 
data converter opf)ralOrs, education 38 
data entry programs (see programs, key entry) 
data recorder attachment 13 
data recorders 13,43, 50 

data recovery 24 

data set labels 24 

data stations 9, 10 

decentral ization/decentral ized department 
dirt 41 

disk errors/irregu lar ities 

disk/diskette 
capacity 1, 2 
copy 12 

24,32 

damaged or contaminated 32 

data set labels 24 

initialization 12, 24 
internal and external labels 
replacement 24 

requirements 25, 26 

storage 32, 40 

diskette description 2 
diskette normal surface wear 
diskette serial number 30, 31 

display screen 
documentation 
dual data station 
duplication fields 

education 

9 
32 

2 

10-11, 27 

24 

32 

data converter operators 38 
key en tr y opera tors 38 
supervisor 38 

systenr analyst 38 
electrical power 41 

electrical requ irements 41-50 
end of data 12, 24 

enterrng dat" 9 
enviro nrnp n t I env ironmental consideratio ns 

equipment 
ellvironment 41 

outage 38 
specifications 42-50 

expanded communications 16 

expanded communlcations/rnultipoint data 
link control 16 

expanded functions 19 

external labels, disk (see labels) 

4-6, 26 

40,41 
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features 17, 18 

field correct mode 11 

field totals 13 
fire protection equipment 41 

format control 

print 

program 

14 

27 

forms thickness 14 

functions 17, 18 

grounding 41 

header records 19, 29 

horizontal print control 14 

I/O adapter 14 

I BM diskette 1, 2 

IBM 3540 diskette input/output unit 

IBM 3713 printer 4, 14,44 

IBM 3715 printer 4,14.1,45 
IBM 3717 printer 5, 15,46 

IBM 3741 data station 2, 17 
IBM 3741 programmable work station 

IBM 3742 dual data station 

IBM 3747 data converter 

ICA 4-6 
index track 24 

initialization, disk 12, 24 
inserting records 11 

2, 17 

2, 19 

3, 20 

2,21 

installation guide (see preparing for the installation) 

installation procedural forms 26-31 

internal labels, disk (see labels, disk data set) 

JCL cards 36, 37 

JCL changes 36, 37 
job control/job scheduling 22,28 

job run sheet 34 
job specifications (see documentation) 

key entry operators, education 38 
key entry programs (see programs, key entry) 

keyboard, proof 1:3 

key lock 16 

keystroke counter 12 

58 

labe I ed ta pe 24 

labels 

colored 30 

disk data set 

external 

LCA 6 

library, disk 

lighting 41 

line code 41 

magnetic tape 

media 1, 2 

30 

30 

36 

24 

merging records 12 
model 17 

modems 38 
modes of operation 11 
multi data sets per disk 24 
multipoint communications 16 

networks 38 

offline field totals (see field totals) 

online field totals (see field totals) 

operating procedures (see system design considerations 

& installation planning in table of contents) 

operating systems 37 

operator guidance 9 

operator identification card reader 16 

operator interface 9 

operators 

data converter 19,38 

key entry 9 

operator training course 38 

outlets 41 

physical planning 40 

plan views 

129 43 

3713 44 

3715 45 

3717 46 
3741 47 
3742 48 
3747 49 

5496 50 

power supply 41 

preinstallation planning (see physical planning) 

preinstallation planning checklist 25 

preparing for the installation 25 

print continuation 14 
printer attachment 3, 14 
printer forms 15 

print format 

print modes 

14, 15 

14, 15 



production statistics 12 
pro£wam address 29 
pro£lram chaining -10 

prog,ram codes 

progwam control 

proglram disks 

27 
10, 27-29 

29 
prog:rams, key entry 8, 10, 27-29 
program layout 27-29 
programmable work station 2, 21 

programming changes 36, 37 
programming support 36, 37 

programming, system 36, 37 
prompting messages 9 

proof keyboard 13 

recoled address 11 
reCOl'd backspace 10, 11 
recol-d counter 12 
record insert 11 
recol-d length 12 
records, header (see header records) 

record, unreadable/unvvritable (see data recovery) 

record volume 1, 2' 

record, 128 character 12 
reformatting (see format control) 

reini tialization (see initialization) 

replacement, diskette 

reqUilrements, diskette 

reset 12 

24-26 
25, 26 

restrictions, expanded communications 

right-adjust fields 10, 27 
run sheets 35 

scheduling 22, 24, 25 
scratch diskettes 22'-23, 30 

search mask 12 
search on content '12 

search on end of data 12 
search on record address 11 

search sequential content 12 
second disk 12 
sector 12 

sector sequencing (see initialization) 

self-check 13 
sequential content, search 12 
single data sets per disk 24 
skip fields 10, 27 
source department 

space requ irements 

spare tracks 24 
specifications 

unit 42 
129 43 
3713 44 

3715 45 
3717 46 
3741 47 

3742 48 
3747 49 
5496 50 

4-6, 26 
40, 43-50 

16 

standard functions 17 

station outagle 38 
status line 9, 10 

storage 

disk 

tape 

32,40 
40 

storage, 4K additional 21 

supervisor, education 38 

supplies 25-35 
suspense file 23, 31 
synchronous clock 16 
SYSIN file 36, 37 

system analyst, education 38 
system co ncept 1-8 
system programming 36,37 

tape 
labeled 19, 24, 32-37 
replacement 37 

storage 40 
tape to disk 19 
tel ecom mu n i cat io ns/te lepra cessi ng 

teleprocessing bibliography 56 

temperatu re 40 
template 42 
terminal designation 37 
terminal identification 16 
terminology 32 
track 2,11,12,24,29 
trailer labels/records 24 

training 38 
translator, ACL 21 
transmission 4, 6, 13, 37-38 
transmission code 16 
transmitting selected fields 16 
transmitting selected record 16 

4, 6, 13, 37-38 

unreadable, unwritable record (see data recovery) 

unit specifications 42 
updating data 11 

verify correction keystroke counter 11 

verify option 19 
verify/verification 11 

vertical forms control 14 

wear, normal surface 

work flow 22, 23 

32 
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