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Removal and Replacement Procedures 

) Chapter 8. Removal and Replacement Procedures 

FRU Type Go To 

Logic Adapter FRUs "P/390 Card Removal and Replacement" on 

Note: Before replacing an adapter card, verify page 144 

that all current Licensed Internal Code (LlC) fixes "RS422 Adapter Removal and Replacement" on 
have been applied .. page 145 

"Differential SCSI Adapter Removal and 
Replacement" on page 146 

"Communication Adapters Removal and 
Replacement" on page 147 

"Channel Adapter Removal and Replacement" on 
page 149 

"SSA RAID Adapter Removal and Replacement" 
on page 150 

"Extender Card (SSA Loop) Removal and 
Replacement" on page 151 

Single Board Computer Subsystem FRUs "SBC Card Removal and Replacement" on 
page 152 

"CORaM Drive Removal and Replacement" on 
page 154 

"Diskette Drive Removal and Replacement" on 
page 154 

"4MM OAT Tape Drive Removal and 
Replacement" on page 154 

Power and Mechanical FRUs "DCA (Offline Converter Assembly) Removal and 
Replacement" on page 156 

"MDA/MSA (Motor Drive Assembly I Motor Scroll 
Assembly) Removal and Replacement" on 
page 158 

"IBF (Integrated Battery Feature) Removal and 
Replacement" on page 160 

"EPa (Emergency Power Off) Removal and 
Replacement" on page 161 

"Adapter liD Cage Assembly Removal and 
Replacement" on page 162 

"Midplane Removal and Replacement" on 
page 163 

DASD Subsystem FRUs "Disk Drive Assembly (HDA) Removal and 
Replacement" on page 164 
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· Removal and Replacement Procedures 

S/390 Integrated Server FRU Types 

All power FRUs are N+ 1. They will be concurrently replaceable. DASD devices are concurrently 
replaceable. EPa panel is concurrently replaceable using a special EPa bypass switch on each OCA. 
PCI devices are not concurrently replaceable. To replace a PCI device, the machine must be powered 
off using the EPa switch. 

Power FRUs repair is verified when the replacement FRU is activated and the corresponding Fault LED is 
no longer lit. Other FRU may require running the diagnostic or the system to IML without an error 
indicated to verify the fix. 

Type Function #/box Concurrent 

P/390 Card Processor Unit 1 No 

SBC Card Single Board Computer 1 No 

OCA Main Power Supply 2 Yes 

MDAlMSA Blower and Motor Drive 2 Yes 

IBF-P Battery Unit 2 Yes 

EPa Card Emergency Off switch, SCSI Bus terminator, 1 Yes 
10SP reset switch 

HDA DASD drive 16 Yes 

SSA Adapter SSA bus extender 1 No 

CORaM Compact Disk Drive 2 Yes 

4mmDAT tape drive Tape Drive 2 Yes 

Floppy Drive Diskette drive reader 1 Yes 

PCIIISA Adapters System and 1/0 functions 21 slots No 

PCI Assembly Cage for PCI cards 1 No 

Midplane Back plane connector board 1 No 

Keyboard Input 1 No 

Mouse Directional cursor movement 1 No 

Video Display Monitor 1 Yes 

Power Off Procedures 

Before powering down the system, make sure the S/390 operating system is shutdown. Also shutdown the 
OS/2 system be typing "shutdown" from an OS/2 window and answering all the prompts. DO NOT shut off 
power until you see the message indicating it is OK to do so. 

The primary means of powering off the system is to turn off the EPa switch. The EPa switch is located at 
the upper right of the front cover. The plastic slide window is lifted to expose the switch and the switch is 
placed in the off (down) position. 

• VERIFICATION OF POWER OFF 

When the machine is powered off, the display will lose all system information. LEDs on the media 
devices will become unlit and the fans inside of the machine will stop running. 

• IF THE MACHINE HAS NOT POWERED OFF AFTER THE ABOVE 
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Removal and Replacement Procedures 

Open the rear cover of the machine. Check the switches labelled UEPO BYPASS on both OCAs. 
They must BOTH be placed in the NORM position (down). 

• IF THE MACHINE HAS NOT POWERED OFF AFTER THE ABOVE 

Place the switches labelled PWR on BOTH OCAs in the SVC position. 

• IF THE MACHINE HAS NOT POWERED OFF AFTER THE ABOVE 

Open the front door of the machine. If IBFs are installed, place the circuit breaker of EACH installed 
ISF into the OFF (down) position. Then slide the line cord retention bracket on EACH OCA to the 
right and remove BOTH line cords by unplugging each from the OCAs. 
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Removal and Replacement Procedures 

Logic Adapter FRUs 

P/390 Card Removal and Replacement 

The P/390 card must be installed in PCI slot 12. Use the steps below as a general procedure for 
removing and replacing the P/390 card. 

Removing the P/390 card 

1 Turn OFF the S/390 Integrated Server power and disconnect the power cord. Verify that power is 
off. (See "Power Off Procedures" on page 142) 

2 Open both front and rear door of frame. 

3 Remove the left (viewed from the front of the machine) side cover by pulling the top of the side cover 
away from the machine until the posts on the cover are fully disengaged from the holes in the side. 
The adapter cards are accessed through the side opening. 

4 Locate PCI slot 12 to remove the P/390 card. 

5 Remove the card retention plate which is fastened to the right rear wall of the I/O Cage. 

6 Unscrew the fastener at the left card edge and unplug the card. Lift the adapter card from the 
system unit. 

Replacing the P/390 Card 

1 Hold the new P/390 adapter by the top and firmly press it into the PCI slot, while guiding the handle (f 
into the card support bracket. 

2 Tighten the fastener at left card edge. 

3 Reinstall the card retention plate. 

4 Plug all power cords into the electrical outlets. 

5 Align side cover with slots in bottom of frame and push top of cover into the frame until the posts are 
fully engaged. 

6 Turn ON the S/390 Integrated Server power. 

7 Run Diagnostics to Verify Installation. 
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Removal and Replacement Procedures 

RS422 Adapter Removal and Replacement 

The RS422 adapter must be installed in PCI slot 2 and contains several jumper straps for each port that 
must be set for proper operation. Use the steps below as a general procedure for removing and replacing 
the RS422 adapter. 

Removing the RS422 Adapter 

1 Turn OFF the S/390 Integrated Server power and disconnect the power cord. Verify that power is 
off. (See "Power Off Procedures" on page 142) 

2 Open both front and rear door of frame. 

3 Remove the left (viewed from the front of the machine) side cover by pulling the top of the side cover 
away from the machine until the posts on the cover are fully disengaged from the holes in the side. 
The adapter cards are accessed through the side opening. 

4 Locate the adapter card in PCI slot 2 and unplug any cables plugged to this card at the face of the 
I/O cage. 

5 Remove the card retention plate which is fastened to the right rear wall of the I/O Cage. 

6 Unscrew the fastener at the left card edge and unplug the card. 

7 Compare the jumper strap settings between the old RS422 card and the new one. Unless instructed 
differently, the jumpers on the new card should be set as described in section "RS422 Adapter" on 
page 33. 

) Replacing the RS422 Adapter 

1 Hold the new RS422 adapter by the top and firmly press it into the PCI slot, while guiding the handle 
into the card support bracket. 

2 Tighten the fastener at left card edge. 

3 Reinstall the card retention plate. 

4 Reconnect all cables previously removed from the system unit. 

) 5 Plug all power cords into the electrical outlets. 

) 

6 Align side cover with slots in bottom of frame and push top of cover into the frame until the posts are 
fully engaged. 

7 Turn ON the S/390 Integrated Server power. 

8 Run Diagnostics to Verify Installation. 
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Removal and Replacement Procedures 

Differential SCSI Adapter Removal and Replacement 

The SCSI adapter must be installed in PCI slot 1. Use the steps below as a general procedure for 
removing and replacing the SCSI adapter card. 

Removing the SCSI Adapter 

1 Turn OFF the S/390 Integrated Server power and disconnect the power cord. Verify that power is 
off. (See "Power Off Procedures" on page 142) 

2 Open both front and rear door of frame. 

3 Remove the left (viewed from the front of the machine) side cover by pulling the top of the side cover 
away from the machine until the posts on the cover are fully disengaged from the holes in the side. 
The adapter cards are accessed through the side opening. 

4 Locate the adapter card in PCI slot 1 and unplug any cables plugged to this card at the face of the 11, :' 

I/O cage. \l 
5 Remove the card retention plate which is fastened to the right rear wall of the I/O Cage. 

6 Unscrew the fastener at the left card edge and unplug the card. 

Replacing the SCSI Adapter 

1 Hold the new SCSI adapter by the top and firmly press it into the PCI slot, while guiding the handle 
into the card support bracket. 

2 Tighten the fastener at left card edge. 

3 Reinstall the card retention plate. 

4 Reconnect all cables previously removed from the system unit. 

5 Plug all power cords into the electrical outlets. 

6 Align side cover with slots in bottom of frame and push top of cover into the frame until the posts are 
fully engaged. 

7 Turn ON the S/390 Integrated Server power. 

S Run Diagnostics to Verify Installation. 

146 Service Guide 

4 'ti 

( 



Removal and Replacement Procedures 

Communication Adapters Removal and Replacement 

Use the steps below as a general procedure for removing and replacing the communication adapters. 

Removing the Communication Adapters 

1 Turn OFF the S/390 Integrated Server power and disconnect the power cord. Verify that power is 
off. (See "Power Off Procedures" on page 142) 

2 WAC and EtherJet only If there are any devices connected to these adapters set the power 
switches to Off and disconnect the cables. 

3 Open both front and rear door of frame. 

4 Remove the left (viewed from the front of the machine) side cover by pulling the top of the side cover 
away from the machine until the posts on the cover are fully disengaged from the holes in the side. 
The adapter cards are accessed through the side opening. 

5 Locate the adapter card to be removed and unplug any cables plugged to this card at the face of the 
I/O cage. 

6 Remove the card retention plate which is fastened to the right rear wall of the I/O Cage. 

7 Unscrew the fastener at the left card edge and unplug the card. Lift the adapter card from the 
system unit. 

Replacing the Communication Adapters 

1 Multiport Model 2 Adapter only For this adapter it is necessary to set the option switch SW1 (see 
"Setting the Option Switch SW1" on page 36) on the new card. 

2 WAC adapter only Make sure that the switches on the card are set properly. Set the switches to 
match the failing card you are replacing. The switch assembly contains seven switches (See "WAC 
Switch Settings" on page 42) that are used to set I/O address ranges and interrupt levels. Set the 
option switches to one of three settings, depending if this is a first, second, or third WAC card. 

3 WAC adapter and Multiport Model 2 Adapter only Reserve interrupts (IROs) or memory 
addresses or both for ISA adapters (See "BIOS Operation" on page 55). 

4 WAC adapter only If it is necessary to install the EIB card on the WAC adapter (See "Installing the 
EIB" on page 40). 

5 EtherJet adapter only See "Adapter Address" on page 31 for addressing information. 

6 Plug the new card and tighten the fastener at left card edge. 

7 Reinstall the card retention plate. 

8 WAC adapter only Install the EIB-specific cable to the correct link connector on the back of the 
WAC adapter card. 

9 Token Ring adapter only Only one data cable can be connected to the PCI Token-Ring Adapter at 
a time. 

10 After installing the adapter and before switching your 8/390 Integrated Server on connect the adapter 
cable to the connector on the adapter and to the network or to the connected devices. 

11 Plug all power cords into the electrical outlets. 
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Removal and Replacement Procedures 

12 Align side cover with slots in bottom of frame and push top of cover into the frame until the posts are 
fully engaged. 

13 Turn ON the S/390 Integrated Server power. 

14 Run Diagnostics to Verify Installation. 

148 Service Guide 

{I 



) 

Removal and Replacement Procedures 

Channel Adapter Removal and Replacement 

Use the steps below as a general procedure for removing and replacing your Parallel Channel Adapter or 
ESCON Channel Adapter. 

Removing the Channel Adapter 

1 Turn OFF the S/390 Integrated Server power and disconnect the power cord. Verify that power is 
off. (See "Power Off Procedures" on page 142) 

2 Open both front and rear door of frame. 

3 Remove the left (viewed from the front of the machine) side cover by pulling the top of the side cover 
away from the machine until the posts on the cover are fully disengaged from the holes in the side. 
The adapter cards are accessed through the side opening. 

4 Locate the adapter card to be removed and unplug any cables plugged to this card at the face of the 
) I/O cage. 

5 Remove the card retention plate which is fastened to the right rear wall of the I/O Cage. left card 
edge. 

6 Unscrew the fastener at the left card edge. 

7 Unplug the card. Lift the adapter card from the system unit. 

Replacing the Channel Adapter 

1 Plug the new card and tighten the fastener at left card edge. 

2 Reinstall the card retention plate. 

3 Reconnect all cables previously removed from the system unit. 

4 Plug all power cords into the electrical outlets. 

5 Align side cover with slots in bottom of frame and push top of cover into the frame until the posts are 
fully engaged. 

6 Turn ON the S/390 Integrated Server power. 

7 Run Diagnostics to Verify Installation. 
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Removal and Replacement Procedures 

SSA RAID Adapter Removal and Replacement 

The SSA RAID Adapter card must be installed in PCI slot 3. Use the steps below as a general procedure 
for removing and replacing the adapter card. 

Removing the SSA RAID Adapter 

1 Turn OFF the S/390 Integrated Server power and disconnect the power cord. Verify that power is 
off. (See "Power Off Procedures" on page 142) 

2 Open both front and rear door of frame. 

3 Remove the left (viewed from the front of the machine) side cover by pulling the top of the side cover 
away from the machine until the posts on the cover are fully disengaged from the holes in the side. 
The adapter cards are accessed through the side opening. 

4 Locate the adapter card in PCI slot 3 and unplug the link cables plugged into this card at the face of 
the 1/0 cage. 

Note: It is important to label every link cable 

5 Remove the card retention plate which is fastened to the right rear wall of the I/O Cage. 

6 Unscrew the fastener at the left card edge and unplug the card. Lift the adapter card from the 
system unit. 

Replacing the SSA RAID Adapter 

1 Plug the new card and tighten the fastener at left card edge. 

2 Reinstall the card retention plate. 

3 Reconnect the link cables previously removed from the adapter. 

4 Plug all power cords into the electrical outlets. 

5 Align side cover with slots in bottom of frame and push top of cover into the frame until the posts are 
fully engaged. 

6 Turn ON the S/390 Integrated Server power. 

7 Ensure that the CBIOS is enabled, it may come up disabled when a new card is installed. 
Instructions are given on the screen during boot up of the SSA adapter. For example 

IBM SSA CBIOS (C) vl.07 -- currently disabled 
Press TAB key to enable the CBIOS 

8 Check the level number displayed in the CBIOS message. It should be 6350 or higher. If it is not 
then contact the next level of support. For example 

IBM SSA CBIOS Extension (C) vl.07 6350 
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Removal and Replacement Procedures 

Extender Card (SSA Loop) Removal and Replacement 

There are 2 (max) SSA Extender cards located in the I/O cage. Extender cards are located in row 0 on 
the front of the cage directly over the HDAs. The minimum configuration contains 1 adapter card. These 
cards are oriented horizontally in the cage. 

Removing the Extender Card (SSA Loop) 

1 Turn OFF the S/390 Integrated Server power and disconnect the power cord. Verify that power is 
off. (See "Power Off Procedures" on page 142) 

2 Open the front of the frame. 

3 Locate the Extender Card to be replaced. 

4 Disconnect cables from front of card. Label if necessary. 

5 Loosen two captive fasteners on the front of the Extender Card. 

6 Pull the Extender Card from the slot. 

Replacing the Extender Card (SSA Loop) 

1 Carefully slide the card into slot until resistance is felt and plug to the backplane. 

2 Tighten fasteners on the front of the card. 

3 Reconnect the link cables previously removed from the extender card. 

) 4 Plug all power cords into the electrical outlets. 

5 Run Diagnostics to Verify Installation. 
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Removal and Replacement Procedures 

Single Board Computer Subsystem FRUs 

SBC Card Removal and Replacement 

The SBC card must be installed in slot 17 and 18. Use the steps below as a general procedure for 
removing and replacing the SBC card. 

Removing the SSC Card 

1 Turn OFF the S/390 Integrated Server power and disconnect the power cord. Verify that power is 
off. (See "Power Off Procedures" on page 142) 

2 Open both front and rear door of frame. 

3 Remove the left (viewed from the front of the machine) side cover by pulling the top of the side cover 
away from the machine until the posts on the cover are fully disengaged from the holes in the side. 4.\. 
The adapter cards are accessed through the side opening. \l1 

4 Locate the adapter card to be removed and unplug any cables plugged to this card at the face of the 
I/O cage and internal on the card. 

5 Remove the three cables which connect the SSC card to the BIOI board from the SSC. 

6 Locate the adapter card in PCI slots 17 and 18. 

7 Remove the card retention plate which is fastened to the right rear wall of the I/O Cage. 

8 Unscrew the fasteners at the left card edge and unplug the card. Lift the adapter card from the 
system unit. 

Replacing the SSC Card 

1 Make sure that the jumpers on the new card are set properly. Set the configuration jumpers (see 
"Configuration Jumpers" on page 54) and the CPU speed jumpers (see "CPU Speed Jumpers" on 
page 54) to the default values. 

2 Hold the new SBC adapter by the top and firmly press it into the PCI slot, while guiding the handle 
into the card support bracket. ( 

3 Tighten the fastener at left card edge. 

4 Reinstall the card retention plate. 

5 Reconnect the three cables which connect the SBC card to the BIOI board. 

6 Reconnect all cables previously removed from the system unit. 

7 Align side cover with slots in bottom of frame and push top of cover into the frame until the posts are 
fully engaged. 

8 Turn ON the S/390 Integrated Server power. 

9 Verify the BIOS version. The version number should be IBMLX003 or higher, if not contact the next 
level of support. For example 

BIOS Version IBMLX003 10/5/98 3:39:00 PM 

10 Verify the SIOS version settings, see "Default P/390 Settings for SBC BIOS Setup" on page 60 
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11 Run Diagnostics to Verify Installation. 
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) 
/ 
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Removal and Replacement Procedures 

CDROM Drive Removal and Replacement 

These devices are fragile. Handle them with care and keep them away from strong magnetic fields. 

Removing the CDROM Drive 

1 Locate the device to be replaced. 

2 Using torque tool PN 6422789, loosen two captive fasteners on the front of the device. Note that the 
fasteners are on the upper left and lower right corners of the device. 

3 Pull the device from the enclosure. Handle the device carefully. 

Replacing the CDROM Drive 

1 Replace by carefully sliding the device into slot until resistance is felt and plug to the backplane. 

2 Tighten fasteners on the front of the device using torque tool PN 6422789. 

Diskette Drive Removal and Replacement 

The Diskette Drive is located alongside the EPO card in the right front of the frame. These devices are 
fragile. Handle them with care and keep them away from strong magnetic fields. 

Removing the Diskette Drive: The Diskette Drive is located alongside the EPO card in the right 
front of the frame. 

1 Remove EPO bezel from the right front by loosening two M4 hex nuts and sliding bracket off. The 
screws must only be slightly loosened and should not be removed. 

2 Loosen the fasteners on the Diskette drive. IMPORTANT - These are the inner pair of fasteners. 
The outer pair of fasteners release the EPO card. 

3 Carefully pull the Diskette Drive assembly from the cage until the two cable connectors are visible. 
Unplug these cables. Do not unplug this cable from the EPO card assembly. 

Replacing the Diskette Drive 

1 Plug the cable connector and slide the Diskette Drive into the cage. The disc activity LED is up when 
the drive is oriented correctly. 

2 Tighten fasteners. 

3 Slide the EPO bezel onto the screws and tighten. 

4MM OAT Tape Drive Removal and Replacement 

These devices are fragile. Handle them with care and keep them away from strong magnetic fields. 

Removing the 4MM DAT Tape Drive 

1 Locate the device to be replaced. 

2 Using torque tool PN 6422789, loosen two captive fasteners on the front of the device. Note that the 4 
fasteners are on the upper left and lower right corners of the device. ~ 

3 Pull the device from the enclosure. Handle the device carefully. 
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Replacing the 4MM OAT Tape Drive 

) 1 Replace by carefully sliding the device into slot until resistance is felt and plug to the backplane. 

2 Tighten fasteners on the front of the device using torque tool PN 6422789. 
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Removal and Replacement Procedures 

Power and Mechanical FRUs 

OCA (Offline Converter Assembly) Removal and Replacement 

The OCAs are two in number and are plugged into the extreme left of the rear side of the System 390 
Integrated Server frame. 

Removing the OCA 

1 In order to avoid unexpected disruption during a concurrent repair, a concurrency check must be 
made to first determine that the redundancy of the system has enough function still intact so that the 
repair can be made. If the redundancy check fails for a given FRU, the machine must be taken off 
line in order to perform the service. 

Check on other OCA for: PWR OUT LED LIT, All Fault LEOs UNLIT. 

2 Locate the OCA to be removed. The OCA FAULT LED will be lit. (or no LEDs will be lit) 

3 If there is an IBF connected to this OCA, set the breaker on the IBF to the Off down position. 

4 Set the switch labelled PWR to the SVC(up) position. 

S Slide line cord retention bracket to the right. This will free the appliance coupler and expose the 
lower OCA fastener. 

6 Unplug cables from OCA. (Be sure they are labelled) Line cord, fan cable, IBF cable (if installed), 
RS422 cable. 

7 Loosen upper and lower fasteners using PN 6422789 torque tool alternating between fasteners. 
Slide unit out of the slot. 

Replacing the eCA 

1 Ensure that the switch labelled PWR on the new OCA is in the SVC position before installing it. 

2 Carefully slide the OCA into slot as far as it will go (the back edge of the top of the OCA 
approximately 0.25" from cage bracket). NOTE THAT IN NO CASE SHOULD THE UNIT BE 
SLAMMED OR PUSHED VIGOROUSLY AGAINST THE BACKPLANE AS THIS MAY DAMAGE THE 
CONNECTOR. 

3 Hold the UPPER PART of the OCA against the backplane and using torque tool PN 6422789, start 
the UPPER fastener into mating hole in cage bracket (2 turns). 

4 Start lower fastener (2 turns). 

S Fully tighten upper then lower fastener (alternately between). 

6 Go back to top fastener and ensure it is fully torqued. 

7 Plug all cables to the OCA insuring correspondence of plug locations and cable labelling. 

8 Ensure that the switch labelled UEPO BYPASS is in the NORM position. 

9 If there is an IBF connected to this OCA, set the circuit breaker on the ISF to the On position. 

10 Slide the line cord retention bracket to the left as far as it will go so it covers the appliance coupler 
and lower DCA fastener. 

11 Set the switch labelled PWR to the NORM position. 
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Removal and Replacement Procedures 

) 
12 Press the button labelled PWR RESET. 
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Removal and Replacement Procedures 

MDAlMSA (Motor Drive Assembly I Motor Scroll Assembly) R.emoval 
and Replacement 

The MSAs are two in number and located in the lower rear of the S/390 Integrated Server frame. The 
MOAs are mounted on the face of each MSA and are separately removable without removing the MSA. 

Removing the MDA 

1 In order to avoid unexpected disruption during a concurrent repair, a concurrency check must be 
made to first determine that the redundancy of the system has enough function still intact so that the 
repair can be made. If the redundancy check fails for a given FRU, the machine must be taken off 
line in order to perform the service. 

Verify that the other DCA is working correctly by verifying the PWR OUT LED is on and all 
FAULT LEDs are off. 

2 Se sure that you are working with the MDA which corresponds to the AMD FL T LED on the DCA. 
The left OCA corresponds to the left MOA, etc. The MOA LED mayor may not be lit. 

3 If there is an ISF connected to the OCA with the AMO FL T LED on, set the breaker on the ISF to the 
OFF(down) position. 

Set the switch labelled PWR on the DCA with the AMD FLT LED on to the SVC(up) position. 

4 Verify that all cables are labelled for plug location and then unplug cables from MDA. 

5 Loosen captive fasteners on the MDA and unplug MDA from the face of MSA. 

Replacing the MDA 

1 Plug MDA onto face of MSA, aligning two metal clips on the face of the MSA with the slots in the 
MDA. Push gently to seat blind mate connector 

2 Plug all cables to the MDA insuring correspondence of plug locations and cable labelling. 

3 Reset the ISF breaker to the on position if required. 

4 Set the switch labelled PWR on the OCA back to the NORM position. 

S Press the button labelled PWR RESET on the OCA. 

Removing the MSA 

1 In order to avoid unexpected disruption during a concurrent repair, a concurrency check must be 
made to first determine that the redundancy of the system has enough function still intact so that the 
repair can be made. If the redundancy check fails for a given FRU, the machine must be taken off 
line in order to perform the service. 

Verify that the other DCA is working correctly by verifying the PWR OUT LED is on and all 
FAULT LEOs are off. 

2 Remove MDA from face of MSA (See MDA procedure above). 

3 Loosen upper and lower captive fasteners on the MSA and slide MSA from enclosure opening. The 
System 390 Integrated Server MSA contains an 8.5" diameter blower. Upper and lower spring 
loaded internal doors will close automatically when the MSA is removed preventing loss of air flow 
while MSA is out of enclosure. ( 
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Replacing the MSA 

) - 1 Position MSA in front of opening. 

) 

) 

2 Slide MSA into enclosure opening and tighten upper and lower fasteners. 

3 Replace MDA onto face of MSA (See MDA procedure above.) 
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Removal and Replacement Procedures 

IBF (Integrated Battery Feature) Removal and Replacement 

Removing the IBF 

1 In order to avoid unexpected disruption during a concurrent repair, a concurrency check must be 
made to first determine that the redundancy of the system has enough function still intact so that the 
repair can be made. If the redundancy check fails for a given FRU, the machine must be taken off 
line in order to perform the service. 

No check required for IBF replacement 

2 Locate the ISF to be removed. The ISF fit LED will be lit on the corresponding OCA. OCA 1 (left) 
corresponds to ISF1 (top), and OCA2 corresponds to ISF2 (bottom). The LED on the ISF to be 
removed mayor may not be lit. 

3 Set the circuit breaker on the ISF to the Off position. 

4 Unplug the battery cable from the front of the ISF. 

S Loosen upper and lower fasteners using PN 6422789 torque tool and slide the unit out of the frame. 

Replacing the IBF 

1 Se sure that the breaker on the front of the replacement ISF is in the Off position. 

2 Slide the ISF into the frame and tighten the fasteners using torque tool PN 6444789. Note that the 
ISF must go into the frame with its circuit breaker above its center. 

3 Plug the battery cable into the ISF. 

4 Set the breaker on the front of the ISF to the On position. 

S Press the button labelled PWR RESET on the OCA. 
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Removal and Replacement Procedures 

EPO (Emergency Power Off) Removal and Replacement 

The EPO Card is located in the right front of the frame. It contains the emergency power off switch. 

Removing the EPO Card 

1 In order to avoid unexpected disruption during a concurrent repair, a concurrency check must be 
made to first determine that the redundancy of the system has enough function still intact so that the 
repair can be made. If the redundancy check fails for a given FRU, the machine must be taken off 
line in order to perform the service. 

Check either DCA for: PWR LED LIT, All Fault LEOs unlit on at least one OCA. 

Ensure that the SCSI media is: Not in use and are varied offline to the Operating System. 

2 Remove the Floppy Drive and set the drive aside. Handle the drive carefully. See the remove and 
replace procedure for this FRU. 

3 Place the UEPO Bypass switch located on each OCA into the service position (SVC). Note that this 
must be done on both OCAs. 

4 Unplug the Room EPO cable from the EPO Card if this cable is installed. 

5 Loosen the two fasteners at the top and bottom of the EPO Card and slide it out of the cage. 

Replacing the EPO Card 

1 Slide EPO Card into cage and plug it to the backplane. Tighten the two fasteners. 

2 Install the Diskette Drive. See the instructions for this FRU. 

3 Plug the Room EPO cable if one is installed. The ROOM EPO switch must be in the ACTIVE 
position in order to be able to plug this cable. The switch is spring loaded and is moved by pulling up 
on the switch stem. 

4 If there is no Room EPO cable, the ROOM EPO switch MUST be set into the BYPASS position. 

5 Be sure that the EPO switch is in the on (up) position. 

6 Double check that both the following are true: 

• The Room EPO cable is plugged, or the ROOM EPO switch is in the BYPASS position 

• The EPO switch is on (up). 

7 Set the UEPO BYPASS switches on the face of BOTH OCAs to the NORM position. 
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Adapter 1/0 Cage Assembly Removal and Replacement 

The 1/0 Cage is located at the right rear of the frame. Use the steps below as a general procedure for 
removing and replacing your PCIIISA/BIDI 1/0 Cage assembly. See "Rear View Locations" on page 269 
for the location of the Adapter I/O cage. 

Removing the Adapter I/O Cage 

1 Turn OFF the S/390 Integrated Server power and disconnect the power cord. Verify that power is 
off. (See "Power Off Procedures" on page 142) 

2 Open both front and rear door of frame. 

3 Remove the left (viewed from the front of the machine) side cover by pulling the top of the side cover 
away from the machine until the posts on the cover are fully disengaged from the holes in the side. 

4 Unplug all cable from the face of the I/O cage. Label if necessary to restore to original positions. 

5 Unplug all the PCI cards. See the procedure for removing PCI cards in order to do this. Label the 
cards if necessary to restore to original positions. 

sac Card only The three cables connected between the SBC card (Slot 18) and the BIOI board 
must be retained to use with the replacement cage. 

6 Loosen completely the upper right fastener and then the lower right fastener. 

7 Loosen the left fasteners, alternating several turns between the upper and lower fasteners until both 
are completely loosened. 

S Slide the cage out of the frame. 

Replacing the Adapter 110 Cage 

1 Replace the cage assembly by sliding the cage into the frame and plug it into the backplane. 

2 Tighten upper and lower left hand fasteners using PN 6422789 torque tool alternating between 
fasteners. 

3 Tighten the right hand fasteners. 

4 Reinstall all PCI cards. 

sac Card only Reconnect the three cables between the sse card (Slot 18) and the BIOI board. 

5 Reconnect all cables previously removed from the system unit. 

6 Plug all power cords into the electrical outlets. 

7 Turn ON the S/390 Integrated Server power. 

S Run lJiagnostics to Verify Installation. 
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Removal and Replacement Procedures 

Midplane Removal and Replacement 

The Mid Plane Board is attached to the mid plane board stiffener inside the frame. See "Top View 
Locations" on page 265 for the location of the Mid Plane Board. 

Removing the Mid Plane Board 

1 Turn OFF the S/390 Integrated Server power and disconnect the power cord. Verify that power is 
off. (See "Power Off Procedures" on page 142) 

2 Unfasten rear side FRUs (OCAs, I/O cage, PU book if installed), unplug and draw away from the 
frame about "1" inch for each FRU. Do not remove these FRUs. 

3 ALL OF THE REMAINING REMOVAL STEPS ARE PERFORMED AT THE FRONT OF THE 
FRAME. 

4 Remove front door from the frame. 

5 Remove EPO bracket from the right front by loosening two 5.5 mm socket hex nuts and sliding 
bracket off. The screws must only be slightly loosened and should not be removed. 

6 Unplug and remove all FRUs from the front side of the machine (all HDAs, all media, Floppy disk, 
Epo card, SSA Extender cards). Label if necessary to insure reinstall to correct locations. 

7 Remove any slot covers from unused HDA and media slots. Set aside. 

S Remove upper plenum bracket by loosening five 5.5 mm socket hexhead screws. Set aside. 

9 Remove lower plenum bracket by loosening seven 5.5 mm socket hexhead screws. Set aside. 

10 The HDAIMedia cage must be removed. Remove the twelve Bmm socket hexhead screws located on 
bridge lances. Slide the cage out of the frame. The board is now fully exposed. 

11 Remove four Bmm socket hex screws which fasten the board to the mid plane stiffener. Remove the 
board from the frame. 

Replacing the Mid Plane Board 

1 Insert the board into the frame and mount to the locator pins on the mid plane stiffener. Be sure the 
HDA connectors are facing out. Secure with the four Bmm socket hex heads. 

2 Slide cage into the frame locating the cage on the same locator pins as above. Secure with twelve 
5.5 mm socket hex head screws. 

3 Reinstall the upper and lower plenum plates. 

4 Reinstall all front side FRUs. Be the EPO switch is in the Off position. Reinstall all slot covers. At this 
time, the rear side slots will all contain FRUs or will have a slot cover. 

5 Slide the EPO bracket onto the screws and tighten. 

6 Reinstall the rear side FRUs. Be sure that the UEPO BYPASS switch on the front of each OCA is in 
the NORM position. 

7 Reinstall the front door. 

S Turn ON the S/390 Integrated Server power. 
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DASD Subsystem FRUs 

Disk Drive Assembly (HDA) Removal and Replacement 

There are 16 (max) HDAs plugged into the front side of the machine. The minimum configuration contains 
3 installed HDAs. HDA slots are located in rows 1-4 and columns 0-3, in the front side of the S/390 
Integrated Server. 

DISK DRIVE MODULES ARE FRAGILE. HANDLE THEM WITH CARE AND KEEP THEM WELL AWAY 
FROM STRONG MAGNETIC FIELDS. ANY SLOTS WITH NO DISK DRIVE MODULE INSTALLED MUST 
BE COVERED WITH AN AIR FLOW IMPEDANCE PLATE. 

Removing Array Disk Assembly (HDA) 

1 Start the SSA Configurator and Service Aids Utility by: 

• If the OS/2 system is running, start the SSA Configurator and Service Aids Utility by selecting the 
icon that was generated when the software was installed, or by opening an OS/2 session and 
typing the following: 

C: 
CD !ISSA 
ISSACFG 

• If the OS/2 system is not running, run the stand-alone OS/2 SSA Configuration Utility (ISSACFG) 
contained on the two OS/2 Utility diskettes. 

2 The Main menu will display. 

• Select SSA ADAPTER LIST 

• Select ADAPTER 

3 From the Main menu, select System Resources. 

4 Select the array from which you want to remove a disk drive. 

S Select View Members. 

6 Select the disk drive that you want to remove, and use the Identify function to find the disk drive. To 1-
start the Identify function, press F9 (FlashOn); the Check light flashes on the selected disk drive. To ~ 
end the Identify function, press F10 (FlashOff). 

7 Press F7 (Exchange Members). 

8 Select Blank Reserved. The selected disk drive has now been removed from the array, and 
replaced by a blank virtual disk). 

9 Locate the HDA to be replaced. 

10 Using torque tool PN 6422789, loosen two captive fasteners on the front of the HDA. Note that the 
fasteners are on the upper left and lower right corners of the HDA. 

11 Pull the HDA from the enclosure using the handle on the face of the HDA. Handle the drive carefully. 
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Replacing the Array Disk Assembly (HDA) 

1 Carefully slide the HDA into slot until resistance is felt and plug to the backplane. 

2 Tighten fasteners on the front of the HDA using torque tool PN 6422789. 

3 Convert the New Disk Drive to a Free Resource. 

4 Press Esc until the Main Menu displays. 

5 A list of new disk drives displays. Put the cursor against the name for the new drive and press 
Delete. Its name disappears from the list. That disk drive is now in the free state. 

6 Add the New Disk Drive to the Array 

7 Press Esc until the Main Menu displays. 

8 From the Main menu, select System Resources. 

9 Select the array. 

10 Select View Members. 

11 Select the disk drive that you are going to exchange; for example, the hot spare disk drive that was 
originally exchanged with the rejected disk drive. 

12 Press F7 (Exchange Members). 

13 A list of candidate disk drives is displayed. 

14 Select the disk drive that you want to become the new member of the array. 
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Chapter 9. Power 

DANGER 

Service of any subassemblies under power outside of their machine frame mounts is 
strictly prohibited. 

Problem Area Reference Section 

Power Status Indicator Information "System Power Status Window" on page 169 

Power Failure Map "Power Failures" on page 172 

Overcurrent Isolation Map "Over Current Isolation" on page 190 

OCA Information "Diagram of the OCA" on page 203 

MDAlMSA Information "Diagram of the MDA" on page 204 

ISF Information "Diagram of the ISF" on page 205 

EPO Information "Diagram of the EPO Card" on page 207 

Power and Cooling Requirements "Power and Cooling Requirements" on page 210 

Specifications "Specifications" on page 212 

FRU Removal and Replacement Procedures Chapter 8, "Removal and Replacement 
Procedures" on page 141 
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1 ST Level Diagram of the Power Sub-System 
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Midplane 
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or 
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Figure 35. Diagram of Power Sub-System 

General Power Terminology 

FRU Types 

ISF Integrated Battery Feature 

EPO 

OCA 

Emergency Power Off 

Offline Converter Assembly 

MDA Motor Drive Assembly 

MSA Motor Scroll Assembly 

PCI 
Board 

PCI Slot 

RS422 
Adapters 

--OCA1-J4 
--OCA2-J4 

For the System 390 Integrated Server FRU Types see "S/390 Integrated Server 
FRU Types" on page 142 
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System Power Status Window 
The System Power Status Window displays problem status for the System 390 
Integrated Server power system on the system display console. 

Figure 36. Power Status Indicator 

Figure 37. Power Norm/Fault Icon 

Opening the System Power Status Window 
The System Power Status window opens: 

• Automatically when a power fault is detected. 

• When the window icon is clicked. 

Note: This icon is always present on an active display console, independent 
of the state of the System Power Status window (open, closed or minimized) 
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Note: The window icon goes from BLUE to YELLOW when a fault is detected 
and remains yellow until the fault is cleared. 

SERVICE MODE: 

Enter SERVICE MODE by clicking SERVICE MODE located on the TOOL BAR of 
the System Power Status Window. then clicking ENTER SERVICE MODE 
PASSWORD (PE MODE). SERVICE MODE must be active to use UTILITIES. 

When SERVICE MODE is active, the POWERITHERMAL SERVICE console is 
opened. The only service use of this menu bar is to exit the System Power Status 
program (EXIT). This is specifically instructed in certain cases when executing a 
service map. 

UTILITIES: 

*ACDL window opens the ACDL window which permits an Auto Code Down Load 
to be run on demand. 

*CLEAR WINDOW LOG clears all messages. 

*SUSPEND POLLING and RESUME POLLING functions used during service 
maps. 

Display Information 
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The window contains a 'console display' for each OCA and a message area: 

1. OCA Console Display for each OCA 

• Status of communication between OCA and SSC (IOSP) 

GOOD (green) 
BAD (amber) 

• Status of the UEPO BYPASS switch 

BYPASSED (UP shaded amber) 
NORMAL (DOWN shaded green) 

• Status of FAULT LEDs. These are images of the state of the FLT LEDs on 
the OCA front panels 

No fault - Blank 
Fault condition set - Amber 

• Status of the PWR OUT LED 

No power from this OCA on a level - Blank 
Normal power - Green 

• Status of OCA to OCA communications 

GOOD (green) 
BAD (amber) 

Note: This fault does not open the window. 

2. Message Area 

If ...... '.' . 
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Message text is posted in the lower half of the window which indicates the type 
and detail of each fault detected. Note time and date is included which each 
message. OCA-N is the OCA reporting the fault. 

Message Texts: 

OCA-N: PWR FL T Output voltage level missing or disabled. Service .is 
required. . 

OCA-N: OCA FL T Defective OCA. Service is required. 

OCA-N: LOAD FL T Overcurrent detected at OCA output;OCA outputs disabled. 
Service is required. 

OCA-N: OT FL T Overtemperature condition detected;OCA outputs disabled. 
Service is required. 

OCA-N: AMD FL T Fault detected at fan connected to this OCA. Service is 
required. 

OCA-N: IBF FL T Fault detected at battery unit connected to this OCA. Service 
is required. 

OCA-N: SBC-OCA COM port is closed. Service is required. 

OCA-N: SBC-OCA COM port is busy. Service is required. 

OCA-N: SBC-OCA communication error (OCA timeout). Service is required. 

OCA-N: SBC-OCA communication error (RS-422 transmit error). Service is 
required. 

OCA-N: SBC-OCA communication error (LiC error). Service is required. 

Example of a complete message. 
<11Aug1998@11:44:37:160> OCA-N: OCA COM port is closed. Service 

is required. 
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Power Failures 

1 

This is the starting point for analyzing a system power failure. The symptoms are: 

• A failure detected in one of the system power functions. 
• No system power 
• System not operating 
• No display function 

This problem can be caused by: 

• Missing customer power. 
• Defective customer Room EPO circuit. 
• Insufficient or missing air flow. 
• Switches are in the wrong position. 
• Any defective Off' Line Converter (OCA). 
• Any defective Air Moving Device (AMD). 
• Any missing, unplugged or defective power cable. 
• Any defective Integrated Battery Feature (IBF) unit. 
• A load fault on any OCA output level. 
• Any defective printed circuit board. 
• Defective EPO card assembly 
• Defective IOSP or RS422 card. 
• Defective Display or display cable. 

Note the following instructions which apply to this procedure: 

1. When instructed to exchange FRUs as A OR B OR C, exchange the FRUs one 
at a time in the order given. 

2. When instructed to exchange FRUs A AND BAND C, exchange all the FRUs 
at one time. 

3. To exchange a FRU, see the Removal/Replacement Procedure for that FRU 
contained Chapter 8, "Removal and Replacement Procedures" on page 141. 

4. To verify a repair, press the button labelled PWR RESET on the OCA and wait 
2 minutes. The repair is verified if after 2 minutes all OCA fault (FL T) indicators 
are off and PWR IN and PWR OUT are on. 

5. If the fault is not cleared and you were directed to exchange the FRUs one at a 
time, restore the last FRU exchanged before going to the next FRU in the list. 

6. If the FRU list is exhausted and the fault is not cleared, call for assistance. 

DANGER 

Service of any subassemblies under power outside of their machine 
frame mounts is strictly prohibited. 

Is the system display inactive? 

YES NO 

Inactive indicates blank screen or missing system 
information. 

~ 

Go to step 25. 
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Does the system display have power? 

NO YES 

l Go to step 5. 

3 

Check the following: 

• The display is plugged in and display power is 
turned on. 

• The outlet used for the display has power. 

Are all of the above correct? 

YES NO 

l Correct any problems found. 

When complete, go to step 59. 

4 

Exchange the following FRU: 

~) • Displayunit 

) 
y 

When complete, go to step 59. 

5 

Check the display cable for damage and ensure it 
is plugged correctly at both ends. 

Is the display cable plugged correctly? 

YES NO 

l Correct any problems found. 

When complete, go to step 59. 

6 

Press the RESET sec button on the EPO card 
assembly and wait 30 seconds. 

Is the display still blank or missing system 
information? 

YES NO 

l 
Continue at step 59. 

Power Failures 

Check the power on indicator for the display. 

If outlet power is missing, notify the customer. 

The display cable plugs into connector P15 on the 
IOSP card (Slot18). 
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7 

Is the amber display power indicator on? 

YES NO 

8 

~ Exchange the following FRU: 

• Display unit 

• IOSP card (Slot 18) 

When complete, go to step 59 to verify the 
repair. 

Check the following: 

• The AC line cords are not damaged and are 
plugged into the OCAs. 

• The Emergency Power Off (EPO) switch is in 
the On (up) position. 

• The switches labelled PWR are in the NORM 
position on both OCAs. 

• The switches labelled UEPO BYPASS are in 
the NORM position on both OCAs. 

Are all of the above conditions correct? 

YES NO 

~ Correct any problem found. 

When complete, go to step 59. 

9 

Check the PWR IN indicator for both OCAs 

Does either DCA have this indicator on? 

YES NO 

~ Customer power is missing and must be 
checked. 

End of procedure 

10 

Check the PWR OUT indicator for both OCAs 

Does either of the OCAs have this indicator on? 

YES NO 

~ Go to step 14. 
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For FRU exchange procedures, refer to Chapter 8, 
"Removal and Replacement Procedures" on 
page 141. 

Notify the customer that correct power must be 
provided. 
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• Open the side cover to get access to the PCI 
cards. 

• Check the 5 power indicators on the PCI 
backplane. The indicators are in a vertical line 
in the upper center of the board. 

Note: The indicators may be blocked by the 
PCI adapter cards. 

Can you see all 5 power indicators? 

YES NO 

~ Do the following: 

12 

• Set the EPO switch to Off. 

• Remove the PCI cards in slots 1 to 5. 

• Set the EPO switch to On and wait 2 
minutes. 

Continue on step 12. 

Are all 5 power indicators on? 

YES NO 

~ Exchange the following FRUs: 

• PCI cage. 

• - OR-

• Midplane board. 

When complete, continue on step 59. 

Power Failures 

To access the PCI adapter cards: 

• Open both front and rear door of frame. 

• Remove the left (viewed from the front of the 
machine) side cover by pulling the top of the 
side cover away from the machine until the 
posts on the cover are fully disengaged from 
the holes in the side. The adapter cards are 
accessed through the side opening. 

To remove the PCI cards, refer to the 
removal/replacement procedures for the adapter 
type you are removing. (Refer to Chapter 8, 
"Removal and Replacement Procedures" on 
page 141.). 

For removal replacement instructions, refer to: 

• "Adapter I/O Cage Assembly Removal and 
Replacement" on page 162 

• - OR-

• "Midplane Removal and Replacement" on 
page 163 

To verify the repair, press PWR RESET on the 
OCA. Correct operation is indicated by the 
following indicators for both OCAs: 

• PWR IN on 
• PWR OUT on 
• All others off 
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13 

Exchange the following FRUs: 

• Display cable 

• - OR-

• IOSP card (slot 18 in the PCI cage) 

• - OR -

• Display unit 

• - OR -

• PCI Cage 

When complete, continue on step 59. 

14 

Check the amber fault (FL T) indicators for both 
OCAs 

Does either OCA have a fault indicator on? 

NO YES 

~ Go to step 20. 

15 

Check the EPO card assembly. 

Is the Room EPO cable plugged into the connector 
on this card? 

NO YES 

~ Go to step 18. 

16 

Is the red plunger switch set to Bypass (toward the 
connector)? 

YES NO 

~ Set the switch to Bypass as follows: 

• Pull out the red knob and hold it out. 

• Move the switch down and release the 
knob. 

Continue on step 59. 
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For exchange instructions, refer to Chapter 8, 
"Removal and Replacement Procedures" on 
page 141. 

To verify the repair, press PWR RESET on the 
OCA. Correct operation is indicated by the 
following indicators for both OCAs: 

• PWR IN on 
• PWR OUT on 
• All others off 

The fault indicators are: 

• OCA FLT 
• LOAD FLT 
• OT FLT 
• AMD FLT 
• ISF FLT 



17 

Exchange the following FRUs: 

• EPO card assembly 

• -OR-

• Midplane board 

• -OR-

• Both OCAs 

When complete, go to step 59 to verify the repair. 

18 

• Unplug the room EPO cable from the EPO 
card. 

• Put the red switch in the Bypass position. 
(Pull up on the knob and hold it, then move the 
switch down toward the connector.) 

• Wait at least 2 minutes. 

Is power restored (the Power Out indicator on) and 
the machine booting up? 

NO YES 

! Have the customer repair the room EPO. 

End of procedure 

19 

Exchange the following FRUs: 

• EPO card assembly 

• -OR-

• Midplane board 

• -OR-

• Both OCAs 

When complete, go to step 59 to verify the repair. 

20 

Check the LOAD FL T indicator for both OCAs 

Does either OCA have this indicator on? 

NO YES 

! There is a short circuit which must be 
isolated. Go to "Over Current Isolation" on 
page 190. 

Power Failures 

For FRU exchange procedures, refer to Chapter 8, 
"Removal and Replacement Procedures" on page 
141 

To verify the repair, press PWR RESET on the 
OCA. Correct operation is indicated by the 
following indicators for both OCAs: 

• PWR IN on 
• PWR OUT on 
• All others off 

For FRU exchange procedures, refer to Chapter 8, 
"Removal and Replacement Procedures" on page 
141 

To verify the repair, press PWR RESET on the 
OCA. Correct operation is indicated by the 
following indicators for both OCAs: 

• PWR IN on 
• PWR OUT on 
• All others off 

For a description of the indicators, refer to "OCA 
LED Descriptions" on page 203. 
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21 

Check the OT FL T indicator for both OCAs. 

Do both OCAs have this indicator on? 

YES NO 

~ Go to step 24. 

22 

Check the air inlets to the OCAs and around the 
system to ensure that air flow is not blocked. 

Is the air flow blocked? 

NO YES 

~ Correct the problem, When complete, go to 
step 59. 

23 

A high temperature in the room caused the system 
to prevent damage by shutting down. 

Notify the customer of the problem. When the 
problem is resolved, continue on step 59. 

24 

For any OCA with the OCA FL T indicator on, 
exchange the following: 

• OCA 

When complete, continue on step 59. 

25 

Is the System Power Status window displayed (on 
the system display)? 

YES NO 

l Open the System Power Status window by 
double-clicking on the icon. 

When the System Power Status window 
displays, continue on step 26. 
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For exchange procedures, refer to "OCA (Offline 
Converter Assembly) Removal and Replacement" 
on page 156. 
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26 

On the System Power Status window: 

• Select Service Mode from the menu bar. 

• Select Enter Service Mode Password from 
the pull-down. 

• Type PEMODE and press Enter 

Check the System Power Status window for the 
state of SSC-DCA communications for both OCAs. 

Is SBC-OCA COMM set to BAD for either OCA? 

YES NO 

~ 

Continue on step 45. 

27 

Check the System Power Status window for the 
state of SSC-DCA communications for both OCAs. 

Is SBC-OCA COMM set to BAD for one OCA and 
to GOOD for the other OCA? 

NO YES 

~ 

Continue on step 32. 

28 

Check Y -cable between the OCAs and the RS422 
card where it plugs into the front of the PCI Cage 
(Slot 2). 

Is the cable plugged at both ends and without 
damage? 

YES NO 

~ Correct the problem by plugging or 
exchanging the cable. When complete, 
continue on step 59. 

Power Failures 

This procedure sets service mode on and displays 
the Powerrrhermal Service Console on the system 
display. 
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29 

Do the following: 

• Select Exit on the Powerffhermal Service 
Console window. 

• Select Quit System Power Status 

• Wait 15 seconds. 

• Open an OS/2 window. 

• On the command line type: cd/P390, then 
press Enter. 

• On the command line type: awsadpup, then 
press Enter. 

• Wait 1 minute. 

Does the System Power Status icon go yellow and 
the System Power Status window open? 

YES NO 

~ You corrected a software error by restarting 
the power status program. 

End of procedure 

30 

Do the following: 

• Press the SSC Reset button on the EPO card 
assembly. 

• Wait for OS/2 to boot. 

• After the System Power Status icon displays, 
wait one minute. 

Does the System Power Status icon go yellow and 
the System Power Status window open? 

YES NO 

~ You corrected a software problem by 
restarting the power status program. 

End of procedure 
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This procedure restarts the power status program. 

This procedure does a system power-on reset. 
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Exchange the following FRUs one at a time: 

• RS422 card (Slot 2) 

• - OR-

• IOSP card (Slot 18) 

• - OR-

• PCI cage 

When complete, go to step 59. 

32 

In the lower part of the System Power Status 
window, check the last message posted for the 
OCA which has bad communications to the IOSP 
card. 

Does the message say SBC-OCA 
communications error (OCA timeout)? 

YES NO 

l Go back to step 29. 

33 

For the OCA indicating SSC-OCA communication 
as SAD, check the indicator labelled OCA FLT. 

Is the indicator off? 

YES NO 

l Exchange the following FRU: 

• OCA 

When complete, continue on step 59. 

Power Failures 

For FRU exchange procedures, refer to Chapter 8, 
"Removal and Replacement Procedures" on 
page 141. 

To verify the repair, press PWR RESET on the 
OCA. Correct operation is indicated by the 
following indicators for both OCAs: 

• PWR IN on 
• PWR OUT on 
• All others off 

For exchange instructions, refer to "OCA (Offline 
Converter Assembly) Removal and Replacement" 
on page 156. 

The indicator is on the OCA front panel. 
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34 

For the OCA indicating SSC-OCA communication 
as BAD, check the following: 

• The AC line cord is plugged into the OCA and 
has no sign of damage. 

• The SSC-OCA communication cable is plugged 
at J4 of the OCA and has no sign of damage. 

• The switch labelled PWR is set to the NORM 
position. 

• The switch labelled EPO BYPASS is set to the 
NORM position. 

Are a" of the conditions true? 

YES NO 

i Correct any problems found. 

When complete, go to step 59. 

35 

For the OCA indicating SBC-OCA communication 
as SAD, check the indicator labelled PWR IN. 

Is the indicator on? 

NO YES 

i Go to step 40. 

36 

Customer power to the OCA is missing. Check the 
customer's circuit breaker (see Note). 

Can the circuit breaker be reset without tripping? 

YES NO 

i For the OCA with the fault, exchange the 
following FRUs: 

• OCA 

• -OR-

• Line cord 

When complete, go to step 59. 
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Note: If the customer circuit breaker is tripped: 

The IBM system must be on a· dedicated 
circuit to avoid potential problems. If other 
equipment is connected it may have a fault 
or the total current required is greater than 
the circuit breaker rating. 

Have any other equipment removed before 
the circuit breaker is reset. 

For FRU exchange procedures, refer to Chapter 8, 
"Removal and Replacement Procedures" on 
page 141. 

To verify the repair, press PWR RESET on the 
OCA. Correct operation is indicated by the 
following indicators for both OCAs: 

• PWR IN on 
• PWR OUT on 
• All others off 



) 
37 

Check the indicators labelled PWR IN and PWR 
OUT on the OCA. 

Are both of the indicators on? 

YES NO 

~ Exchange the following: 

• OCA 

When complete, go to step 59. 

38 

Was any other equipment removed before the 
breaker was reset? 

YES NO 

~ Exchange the following: 

• OCA 

When complete, go to step 59. 

39 

The problem was due to the other equipment 
sharing the circuit. 

End of procedure 

40 

Check the PWR OUT indicator for the OCA 
showing SBC-OCA communications as BAD. 

Is this indicator on? 

YES NO 

~ Go to step 43. 

Power Failures 

For exchange instructions, refer to "OCA (Offline 
Converter Assembly) Removal and Replacement" 
on page 156. 

For exchange instructions, refer to "OCA (Offline 
Converter Assembly) Removal and Replacement" 
on page 156. 

For a description of the indicators, refer to "OCA 
LED Descriptions" on page 203. 
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41 

• On the System Power Status window select 
Utilities. 

• Select Suspend Polling and wait one minute. 

• Swap the cables plugged to the J4 connectors 
between OCA-1 and OCA-2. 

• Select Resume Polling and wait one minute. 

Did the communication problem move to the other 
OCA? 

YES NO 

~ Exchange the following: 

• OCA 

When complete, go to step 59. 

42 

Exchange the following FRUs: 

• SSC-OCA communications Y -cable. 

• -OR-

• RS422 card (Slot 2) 

• -OR-

• 10SP card (Slot 18) 

• - OR-

• PCI cage 

When complete, go to step 59. 

43 

Check the circuit breaker on the ISF connected to 
this OCA. 

Is this circuit breaker tripped? 

YES NO 

~ Exchange the following: 

• OCA 

• -OR-

• EPO card assembly 

• - OR -

• Midplane board 

When complete, go to step 59. 
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For exchange instructior)s, refer to "OCA (Offline 
Converter Assembly) Removal and Replacement" 
on page 156. 

For exchange instructions, refer to Chapter 8, 
"Removal and Replacement Procedures" on 
page 141. 

To verify the repair, press PWR RESET on the 
OCA. Correct operation is indicated by the 
following indicators for both OCAs: 

• PWR IN on 
• PWR OUT on 
• All others off 

For exchange instructions, refer to Chapter 8, 
"Removal and Replacement Procedures" on 
page 141. 

To verify the repair, press PWR RESET on the 
OCA. Correct operation is indicated by the 
following indicators for both OCAs: 

• PWR IN on 
• PWR OUT on 
• All others off 

( 



44 

Exchange the following: 

• OCA and ISF and ISF cable 

When complete, go to step 59. 

45 

On the System Power Status window check the 
image for the UEPO BYPASS switch for DCA-1 
and OCA-2. 

Does the switch icon display NORM (Green) for 
both OCAs? 

YES NO 

~ For any DCA which shows the UEPD 
Bypass switch in the SVC (amber) position, 
go to the front panel of the DCA and set this 
switch to the NORM position. 

When complete, go to step 59. 

46 

On the System Power Status window, check the 
image of the OCA FLT indicator for each DCA. 

Is this indicator off for both DCAs? 

YES NO 

~ For any DCA with the OCA FL T image on, 
exchange the following: 

• DCA 

When complete, go to step 59. 

47 

On the System Power Status window, check the 
image of the AMD FLT indicator for each DCA. 

Is this indicator off for both DCAs? 

NO YES 

~ Go to step 50. 

Power Failures 

For exchange instructions, refer to Chapter 8, 
"Removal and Replacement Procedures" on 
page 141. 

Note: For the rest of this procedure the term 
"image" refers to the value of the indicator 
displayed in the System Power Status window. 

For a description of the indicators, refer to "QCA 
LED Descriptions" on page 203. 

For a description of the indicators, refer to "QCA 
LED Descriptions" on page 203. 
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48 

For any DCA with the image of the AMD FL T 
indicator on, check the cable connecting the OCA 
with the AM D. 

Is this cable plugged at both ends and without 
damage? 

YES NO 

~ Correct the problem by plugging or 
exchanging the cable. When complete, go to 
step 59. 

49 

For the OCA with the AMD FL T indicator image 
on, exchange the following: 

• MDA 

• - OR-

• MSA 

• - OR­

• DCA 

• -DR-

• MDA cable 

When complete, go to step 59. 

50 

On the System Power Status window, check the 
image of the IBF FL T indicator for each OCA. 

Is this indicator off for both OCAs? 

NO YES 

l Go to step 55. 

51 

For any DCA with the image of the IBF FL T 
indicator on, check the cable connecting the DCA 
with the ISF. 

Is this cable plugged at both ends and without 
damage? 

YES NO 

Correct the problem by plugging or 
exchanging the cable. When complete, go to 
step 59. 
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For a description of the indicators, refer to "OCA 
LED Descriptions" on page 203. 

For FRU exchange procedures, refer to Chapter 8, 
"Removal and Replacement Procedures" on 
page 141. 

To verify the repair, press PWR RESET on the 
OCA. Correct operation is indicated by the 
following indicators for both DCAs: 

• PWR IN on 
• PWR OUT on 
• All others off 

For a description of the indicators, refer to "DCA 
LED Descriptions" on page 203. 

For a description of the indicators, refer to "DCA 
LED Descriptions" on page 203. 
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For any OCA with the image of the IBF FLT 
indicator on, check the circuit breaker on the IBF 
associated with the OCA. 

Is the circuit breaker tripped? 

YES NO 

l For the OCA with the IBF FLT on, exchange 
the following: 

• IBF 

• -OR-

• OCA 

• - OR-

• IBF cable 

When complete, go to step 59. 

53 

Set the circuit breaker to the On position and wait 
10 seconds. 

Did the circuit breaker trip? 

YES NO 

l Go to step 59. 

54 

Exchange the following: 

• ISF 

When complete, go to step 59. 

55 

On the System Power Status window, check the 
image of the LOAD FLT indicator for each OCA. 

Is this indicator off for both OCAs? 

YES NO 

l There is a short circuit that must be isolated. 
Go to "Over Current Isolation" on page 190. 

Power Failures 

For FRU exchange procedures, refer to Chapter 8, 
"Removal and Replacement Procedures" on 
page 141. 

To verify the repair, press PWR RESET on the 
OCA .. Correct operation is indicated by the 
following indicators for both OCAs: 

• PWR IN on 
• PWR OUT on 
• All others off 

For exchange instructions, refer to "IBF (Integrated 
Battery Feature) Removal and Replacement" on 
page 160. 

For a description of the indicators, refer to "OCA 
LED Descriptions" on page 203. 
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56 

Dn the System Power Status window, check the 
image of the OT FL T indicator for each DCA. 

Is this indicator off for both DCAs? 

NO YES 

~ Go to step 59. 

57 

For any DCA with the image of the OT FL T 
indicator on, check the cooling air flow to the DCA. 

Is the air flow to the DCA obstructed? 

NO YES 

~ Correct the problem by clearing the 
obstruction. When complete, go to step 59. 

58 

For the DCA with the OT FL T indication. 
exchange the following: 

• DCA 

When complete, go to step 59. 
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For a description of the indicators, refer to "DCA 
LED Descriptions" on page 203. 

For a description of the indicators, refer to "DCA 
LED Descriptions" on page 203. 



59 Checkout procedure 

This step is the final checkout procedure after you 
exchange FRUs or correct a fault condition. 

To verify the repair: 

• Press PWR RESET on any OCA with 
indicators NOT in the following condition: 

PWR IN on 
- PWR OUT on 
- All others off 

• Wait two minutes and check for the following 
correct condition of the indicators: 

PWR IN on 
- PWR OUT on 
- All others off 

If the indicators are not correct, go back to the 
beginning of this procedure. (See Note). 

If the indicators are correct, do the following: 

• Ensure that all parts you removed have been 
replaced and all cables you removed are now 
plugged correctly. 

• On the System Power Status window, select 
Service Mode then select Exit Service Mode. 

• The call is complete. 

End of procedure 

Power Failures 

Note: If you go through this procedure more than 
two times without resolving the problem, call for 
assistance. 
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Over Current Isolation 

Over Current Isolation 

You are here because: 

• An overcurrent condition has occurred on an output of one or both OCAs. 

• You have been directed here by another Map (Map120). 

This problem can be caused by any of the following: 

• Any defective Off Line Converter (OCA). 
• Any defective logic card. 
• Any defective media device. 
• Any defective logic board. 
• Defective EPO Card Assembly. 
• Any defective cable connecting the SBC card to the bidi Board. 
• Defective cable connecting Floppy Drive to EPO Card Assembly. 

DANGER 

Service of any subassemblies under power outside of their machine frame mounts is 
strictly prohibited. 

1 

Check the indicators labelled LOAD FL T on both 
OCAs 

Are the LOAD FL T indicators ON for BOTH OCAs? 

NO YES 

~ 

Go to step 4. 

2 

On the OCA with the LOAD FL T off: 

• Check the green indicator labelled PWR OUT. 

Is the PWR OUT indicator on? 

YES NO 

t 
For the OCA with the LOAD FL T indicator 
OFF, exchange the following FRU: 

• OCA 

When complete, continue on step 37. 
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For exchange procedures, see "OCA (Offline 
Converter Assembly) Removal and Replacement" 
on page 156. 
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3 

For the OCA that has the LOAD FL T indicator ON, 
exchange the following FRU: 

• OCA 

When complete, continue on step 37. 

4 

• Set the EPO switch on the front of the machine 
to the off (down) position. Wait 10 seconds. 

• Set the EPO switch back to the on position. 
Wait 2 minutes. 

Did the OCA indicators labelled LOAD FL T go ON 
again? 

YES NO 

5 

l 
A short circuit has cleared and is no longer 
present on the machine. A defective FRU 
may indicate a logic fault. Wait for the 
display panel to boot and check for errors. 
Otherwise, call for assistance. 

End of procedure 

• Unfasten the PCI cage from the frame and 
back the cage out about 7.5 mm (3 in.). Do not 
unplug completely or remove any cables at this 
point. 

• Push the button labelled PWR RESET on 
BOTH OCAs 

• Wait 2 minutes. 

Is the fault cleared (LOAD FL T indicator OFF for 
both OCAs)? 

YES NO 

l 
Continue on step 18. 

Over Current Isolation 

For exchange procedures, see "OCA (Offline 
Converter Assembly) Removal and Replacement" 
on page 156. 

For cage removal procedure, refer to "Adapter 110 
Cage Assembly Removal and Replacement" on 
page 162. 
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Over Current Isolation 

6 

The fault is in the PCI cage and must be isolated. 

• Set the EPO switch to Off. 

• Reinstall the PCI cage. 

Continue on step 7. 

7 

• Start at uppermost card of the cards in the 
working set (see Note) which are still plugged 
and work down. 

• Unplug half of the cards still plugged in the 
working set. If the number of cards is odd, 
unplug the next integer number up. (E.G. if the 
number in the working set is 21, unplug 11 
cards. If the number in the working set is 1, 
unplug 1 card) 

• Set the EPO switch to On and wait 2 minutes. 

Continue on step 8. 

8 

Did the error occur again (LOAD FL T indicators for 
the OCAs go On)? 

NO YES 

~ 

Continue on step 15. 

9 

The cards (or card) you just unplugged has the 
defect. 

Note: This group of cards is the new working set. 

Did the last group of cards you unplugged consist 
of MORE THAN ONE card? 

YES NO 

~ 

The last PCI card you unplugged is the 
defective FRU. 

Exchange the following FRU: 

• the PCI card 

Continue at step 37. 

192 Service Guide 

For cage replacement procedure, refer to "Adapter 
I/O Cage Assembly Removal and Replacement" on 
page 162. 

For card removal/replacement procedures, refer to 
Chapter 8, "Removal and Replacement 
Procedures" on page 141 and locate the 
procedure for the card type you are working with. 

Note: THE WORKING SET OF CARDS IS 
DEFINED AS THE CARDS WHICH CAN 
CONTAIN THE FAULT. THE INITIAL 
WORKING SET IS COMPOSED OF ALL 
THE CARDS IN THE PCI CAGE. 

THE WORKING SET WILL CHANGE AS 
CARDS ARE UNPLUGGED AND 
PLUGGED DURING THIS ISOLATION. 

For card removal/replacement procedures, refer to 
Chapter 8, "Removal and Replacement 
Procedures" on page 141 and locate the 
procedure for the card type you are working with. 



10 

• Set the EPO switch to Off. 

• Start at uppermost card in the working set and 
work down. 

• Plug half of the cards in the working set which 
are still unplugged. If the number of cards is 
odd, plug the next higher number. (Example: if 
the number in the working set is 11, then plug 
6 cards. If the number in the working set is 1, 
plug 1 card) 

• Set the EPO switch to On and wait 2 minutes. 

Does the error occur again (LOAD FL T indicators 
for the OCAs go on)? 

NO YES 

~ 

Go to step 13. 

11 

Is the number of cards left unplugged in the 
working set equal to 1? 

YES NO 

~ 

Go back to step 10. 

12 

The single PCI card left in the working set which is 
still unplugged is the defective FRU. 

Exchange the following FRU: 

• the PCI card 

Continue on step 37. 

Over Current Isolation 

For card removal/replacement procedures, refer to 
Chapter 8, "Removal and Replacement 
Procedures" on page 141 and locate the 
procedure for the card type you are working with. 

For card removal/replacement procedures, refer to 
Chapter 8, "Removal and Replacement 
Procedures" on page 141 and locate the 
procedure for the card type you are working with. 
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13 

The group of cards you just plugged contains 
the defective FRU. 

NOTE: THIS GROUP OF CARDS IS THE NEW 
WORKING SET. 

Is the number of cards you just plugged in greater 
than one? 

NO YES 

~ 

Go back to step 7. 

14 

The last PCI card that you plugged in is the 
defective FRU. 

Exchange the following FRU: 

• the PCI card 

When complete, continue at step 37. 

15 

Have all the cards in the last defined Working Set 
been unplugged? 

YES NO 

! 

16 

Set the EPa switch to Off and go back to 
step 7. 

• Unplug the three cables from the Sidi board 
which plug into the SSC card (slot 17). 

• Push the button labelled PWR RESET on 
BOTH OCAs 

• Wait 2 minutes. 

Is the fault cleared (LOAD FL T indicator on both 
OCAs off)? 

YES NO 

! 
Exchange the following FRU: 

• the PCI cage 

Continue at step·37. 
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For card removal/replacement procedures, refer to 
Chapter 8, "Removal and Replacement 
Procedures" on page 141 and locate the 
procedure for the card type you are working with. 



17 

Exchange the following FRUs: 

• the three cables just unplugged. 

Continue at step 37. 

18 

• Set the EPO switch to Off. 

• Plug the PCI cage back in and fasten 

• Unplug OCA1 and draw the OCA away from 
the cage approximately 7.5 mm (3 in.). Do not 
unplug any cables from the OCA at this point. 
(See the removal procedure for the OCA). 

• EPO ON the machine and wait 2 minutes. 

I s the LOAD FL T indicator for OCA2 on? 

YES NO 

~ 

19 

The OCA that you unplugged is the 
defective FRU. 

Exchange the following FRU: 

• OCA1 

Continue at step 37. 

• Set the EPO switch to Off. 

• Plug OCA 1 back in and fasten 

• Unplug OCA2 and draw the OCA away from 
the cage approximately 7.5 mm (3 in.). Do not 
unplug any cables from the OCA at this point. 

• Set the EPO switch to On and wait 2 minutes. 

Is the LOAD FLT indicator for OCA1 on? 

YES NO 

~ 

The OCA that you unplugged is the 
defective FRU. 

Exchange the following FRU: 

• OCA2 

Continue at step 37. 

Over Current Isolation 

For cage instructions, refer to "Adapter I/O Cage 
Assembly Removal and Replacement" on 
page 162. 

For OCA instructions, refer to "OCA (Offline 
Converter Assembly) Removal and Replacement" 
on page 156. 

For OCA instructions, refer to "OCA (Offline 
Converter Assembly) Removal and Replacement" 
on page 156. 
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20 

• Set the EPO switch to Off. 

• Plug OCA2 back in and fasten. 

Does this machine contain a Processor/Memory 
Book next to OCA2? 

YES NO 

~ 

Continue at step 23. 

21 

• Unplug PU book and draw it away from the 
cage approximately 7.5 mm (3 in.). Do not 
unplug any cables from the PU book at this 
time. 

• Set the EPO switch to On and wait 2 minutes. 

Are the LOAD FL T indicators for the OCAs on? 

YES NO 

~ 

22 

Exchange the following FRU: 

• PU/Memory Book 

Continue at step 37. 

• Set the EPO switch to Off. 

• Plug the PU/MEMORY Book back in and 
fasten. 

Continue at step 23. 
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For OCA instructions, refer to "OCA (Offline 
Converter Assembly) Removal and Replacement" 
on page 156. 
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• Unplug the leftmost SSA extender card not yet 
checked. These cards are located in Row 0 on 
the front side. Pull out approximately 7.5 mm 
(3 in.). Do not unplug any cables from the 
SSA card at this time. 

• Set the EPO switch to On and wait 2 minutes. 

Are the LOAD FL T indicators for the OCAs on? 

YES NO 

~ 

24 

The SSA card that you unplugged is the 
defective FRU. 

Exchange the following FRU: 

• SSA Extender card 

Continue at step 37. 

• Set the EPO switch to Off. 

• Plug the SSA card back in and fasten. 

Are there any more SSA Extender Cards (Adapter 
Cards) to check? 

NO YES 

~ 

Go back to step 23. 

25 

• Unplug lowest CDROM drive not yet checked 
(these devices are located in column 5 on the 
front side) and draw it away from the cage 
approximately 7.5 mm (3 in.). 

• Set the EPO to On and wait 2 minutes. 

Are the LOAD FL T indicators for the OCAs on? 

YES NO 

~ The CDROM Drive that you unplugged is 
the defective FRU. 

Exchange the following FRU: 

• CDROM drive 

Continue at step 37. 

Over Current Isolation 

For instructions, refer to "Extender Card (SSA 
Loop) Removal and Replacement" on page 151. 

For instructions, refer to "Extender Card (SSA 
Loop) Removal and Replacement" on page 151. 

For instructions, refer to "CDROM Drive Removal 
and Replacement" on page 154. 
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26 

• Set the EPa switch to Off. 

• Plug the CDROM drive back in and fasten 

Are there any more CORaM Drives to check? 

NO YES 

~ 

Go back to step 25. 

27 

• Unplug lowest Tape Drive not yet checked 
(these devices are located in column 4 on the 
front side) and draw it away from the cage 
approximately 7.5 mm (3 in.). (See the removal 
procedure for this device). 

• Set the EPa switch to On and wait 2 minutes .. 

Are the LOAD FL T indicators for the OCAs on? 

YES NO 

28 

The Tape Drive that you unplugged is the 
defective FRU. 

Exchange the following FRU: 

• Tape Drive 

Continue at step 37. 

• Set the EPa switch to Off. 

• Plug the tape drive back in and fasten. 

Are there any more tape drives to check? 

NO YES 

.t 
Go back to step 27. 
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For instructions, refer to "CORaM Drive Removal 
and Replacement" on page 154. 

For instructions, refer to "4MM OAT Tape Drive 
Removal and Replacement" on page 154. 

For instructions, refer to "4MM OAT Tape Drive 
Removal and Replacement" on page 154. 
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• Unplug the floppy drive and remove it from the 
E PO card assembly. 

• Set the EPO switch to On and wait 2 minutes. 

Are the LOAD FL T indicators for the OCAs on? 

YES NO 

~ 

30 

Exchange the following FRU: 

• Floppy Drive. 

Continue at step 37. 

• Set the EPO switch to Off. 

• Unplug all HDDs from the leftmost column of 
HDDs not yet checked. (This will start at 
column 0, hard drive group 0). Pull them from 
the cage approximately 7.5 mm (3 in.). (See 
the removal procedure for this device). 

Note: THE COLUMN OF DASDs 
UNPLUGGED IS THE CURRENT COLUMN 

• Set the EPO switch to On and wait 2 minutes. 

Are the LOAD FL T indicators for the OCAs on? 

NO YES 

~ 

Continue at step 33. 

31 

• Plug in the uppermost HDD still unplugged in 
the CURRENT COLUMN 

• Wait 30 seconds. 

Are the LOAD FL T indicators for the OCAs on? 

YES NO 

~ 

Repeat this step until the LOAD FL T 
indicator comes on to identify the failing 
HDD. 

Over Current Isolation 

For instructions, refer to "Diskette Drive Removal 
and Replacement" on page 154. 

For instructions, refer to "Disk Drive Assembly 
(HDA) Removal and Replacement" on page 164. 

For instructions, refer to "Disk Drive Assembly 
(HDA) Removal and Replacement" on page 164. 
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32 

The HOD that you just plugged is the defective 
FRU. 

Exchange the following FRU: 

• HOD 

Continue at step 37. 

33 

Have all columns of HODs been checked? 

YES NO 

l 
Go back to step 30. 

34 

• Place the switches labelled UEPO BYPASS on 
BOTH OCAs to the SVC position. 

• Unplug the EPO card and draw it away 
approximately 7.5 mm (3 in.). The switch 
bracket must be removed to do this. See the 
removal procedure for the EPO card. 

• Push the button labelled PWR RESET on 
BOTH OCAs 

• Wait 2 minutes. 

Are the LOAD FL T indicators for the OCAs on? 

NO YES 

l 
Exchange the following FRU: 

• Midplane Board 

Continue at step 37. 
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For instructions, refer to "Disk Drive Assembly 
(HDA) Removal and Replacement" on page 164. 

For the EPO assembly, refer to "EPO (Emergency 
Power Off) Removal and Replacement" on 
page 161. 

For the midplane assembly, refer to "Midplane 
Removal and Replacement" on page 163. 
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• Place the switches labelled UEPO BYPASS on 
BOTH OCAs to the NORM position. 

• Remove the flex cable that connects the 
Floppy drive to the EPO card from the EPO 
card. 

• Plug the EPO card in. Do not replace the EPO 
switch bracket at this time. 

• Set the EPO switch to On. 

• Wait 2 minutes. 

Are the LOAD FL T indicators for the OCAs on? 

YES NO 

i 

36 

Exchange the following FRU: 

• Flex Cable just removed from EPO card 
assembly. 

Continue at step 37. 

Exchange the following FRU: 

• E PO Card Assembly 

Continue at step 37. 

Over Current Isolation 

For the EPO assembly, refer to "EPO (Emergency 
Power Off) Removal and Replacement" on 
page 161. 

For the EPO assembly, refer to "EPO (Emergency 
Power Off) Removal and Replacement" on 
page 161. 
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37 

This step is the final checkout procedure. You have 
replaced parts or corrected a fault condition. Do the 
following: 

• Set the EPO switch to Off. 

• Any FRUs that were left unplugged or parts left 
removed during this isolation must be 
re-installed before proceeding. 

• The switches labelled PWR and UEPO 
BYPASS must BOTH be in the NORM position 
on BOTH OCAs. 

• Set the EPO switch to On and wait 2 minutes. 

The indicators on both OCAs must be as follows: 
'PWR IN' and PWR OUT are on, all others are off. 

• If the indicators are not correct, you have a 
different power problem, go to "Power Failures" 
on page 172. 

• If the indicators are correct: procedure is 
complete 
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Offline Converter Assembly 

Diagram of the OCA 

LEOs 
Figure 38. DCA diagram front view 

OCA Location 

The OCAs are two in number and are plugged into the extreme left of the rear side of the System 390 
Integrated Server frame. 

OCA LED Descriptions 

The OCA has 7 indicators 

• PWR IN (GREEN)- indicating AC voltage present 

• PWR OUT (GREEN)- indicates that all voltages are sensed and all levels enables. 

• OCA FL T (ORANG E)- OCA fault sensed on OCA. 

• LOAD FL T (ORANGE)- OC present on any level. 

• OT FL T (ORANGE)~ Any thermostat over temperature sensed on OCA. 

• AMD FL T (ORANG E)- Any AMD fault sensed either on the MDA or the OCA. 

• ISF FL T (ORANGE)- Any battery fault. 

OCA Switch Descriptions 

The OCA has 3 switches. 

• PWR Switch (Slide) 
SVC position turns off the OCA. It also turns off the voltage to the MDA and opens the ISF contactor 

to those FRUs connected to that OCA. 

NORM position turns on the OCA and activates MDA voltage and the ISF contactor. 

• UEPO BYPASS Switch (Slide) , 
fll be disabled with the PWR sWitch 

SVC position disables the front panel EPO. T~e aCA can s I I nt of the EPa card assembly. 
placed in SVC mode. The SVC position permits concurrent rep aceme 

fon EPa is enabled. 
NORM position is the position for normal system opera I . 

• PWR RESET Switch (Pushbutton) , 'II I fa It .' th aCA code to reset. ThiS WI C ear u 
Momentary actuation by pushing t~e switch In Will cause ethe fault light when the fault is still present. 
lights when the cause of the fault IS removed or regenerate 
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Motor Drive Assembly 

Diagram of the MDA 

Figure 39. MDA diagram 

General Thermal FRU Terminology 
Air Moving Enclosure (AME) The sheet metal housing containing the blowers, recirculation flaps,ducts, 

etc. 

Air Moving Device (AMD) The combination of the Motor Scroll Assembly and Motor Drive Assembly (See 
below). It slides as a unit into a slot in the AME. 

Motor Scroll Assembly (MSA) A sheet metal housing containing blower impeller and motor. The MSA is 
a FRU. 

Motor Drive Assembly (MDA) A sheet metal assembly containing the motor drive circuits. It mounts on 
the face of the MSA. The MDA is a FRU. 

MSAlMDA Locations 

The MSAs are two in number and located in the AME in the lower rear of the System 390 Integrated 
Server frame. The MDAs are mounted on the face of each MSA and are separately removable without 
removing the MSA. 

MDAlMSA LED Descriptions 

The MDA has one LED. 

• PWR (GREEN) indicates 400V present on the MDA input. 
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Integrated Battery Feature 

Diagram of the IBF 
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Figure 40. Front diagram of the IBF 

Internal Battery Feature (IBF) 

The IBF feature is capable of delivering 5kw of power. The IBF enables between 3 and 20 minutes of full 
power holdup. Hold up time is configuration dependent. The IBF is self-testing and is integrated into the 
machine diagnostics. 

IBF Locations 

The IBFs are located in the front side of the System 390 Integrated Server frame to the left of the HDD 
array. There is space for two units. and there can be 0, 1 or 2 units installed. If 1 unit is installed, it will be 
the top unit (IBF1). The bottom unit is IBF2. 

IBF LED Description 

The IBF has one LED. 

• BATTERY ENBLD (GREEN) indicates that the IBF contact has been actuated. 
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Integrated Battery Feature 

IBF Switch Descriptions 

The ISF has one switch. 

• Circuit Breaker 

Disconnects the battery voltage from the cable connector on the ISF unit. 

206 Service Guide 



Emergency Power Off 

Diagram of the EPO Card 

00 

Figure 41. Front Diagram of the EPO Card 

Machine Emergency Power Off (EPO) 

There is an emergency power off switch on the front of the frame. When activated, the system EPO switch 
will immediately disconnect utility and battery power from the machine functional unit. Utility power is 
confined to the machine power compartment. All volatile data will be lost. 

Computer Room Emergency Power Off (EPO): When the internal battery backup feature is 
installed and the room EPO is activated the batteries will engage and the computer will continue to run. It 
is possible to attach the computer room EPO system to the machine EPO. When this is done, activating 
the room EPO will disconnect all power from the line cords and internal battery backup unit. In this event, 
all volatile data will be lost. 

To incorporate the ISF into the room Emergency Power Off systems (EPO) a cable must be made to 
connect to the front of the system EPO panel. The following diagram illustrates how this connection is 
made. 
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Emergency Power Off 

Switch with 

Locking Actuator 

Connect Room 

UEPO cable here 

Figure 42. View of the System EPO Panel 

This figure illustrates the front of the machine EPO panel with the connector for the room EPO cable. 
Notice the switch actuator. Once moved to make the cable connection possible the room EPO cable must 
be installed for the machine to power on. 
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Emergency Power Off 

AMP Part Number -- 770019-1 

Contact Number 

Room UEPO Switch Schematic 

Figure 43. Customer-Supplied EPO Cable Wiring Diagram 

In this figure an AMP connector 350779-1 is needed to connect to the system EPO panel. For room EPa 
cables using wire sizes #20 AWG to #24 AWG use AMP pins part number 770010-4. 

EPO Card Location 

The EPa Card is located in the right front of the frame. It contains the emergency power off switch. 

EPO LED Descriptions 

The EPa Card has 2 LEOs 

• 5V STBY (GREEN) indicates the presence of standby voltage. 

• DEVICE ACTIVITY (YELLOW) indicates activity to the SEEPROM. May blink when frame needs 
service. 

EPO Switch Description: The EPO Card has 3 switches. 

• Main Switch (Rocker) 

Removes power from all FRUs if placed in the off (down) position when the UEPO BYPASS switches 
on both OCAs are in the NORM position. 

• ROOM EPO BYPASS Switch (Rocker with pull out interlock) 

ACTIVE position is used when a room EPO cable is installed. This cable ties the machine EPO into 
the room EPO. The cable can be plugged only if the switch is in the ACTIVE position. 

BYPASS position must be used when there is no room EPO cable installed. 

• RESET 10SP Switch (Pushbutton) 

Momentary actuation by pushing the switch down resets the 1/0 and Service Processor. 
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Power and Cooling 

Power and Cooling Requirements 

The S/390 Integrated Server Model B01 requires a total of 4 customer power feeds: 

1. Two identical (redundant) feeds for the processor frame enclosure 
2. One feed for the display 
3. One feed for customer supplied service outlets 

All four customer power feeds require standard 100V to 130V or 200V to 240V, SO/60Hz single-phase 
power. 

Power Enclosure Power Connection 

The S/390 Integrated Server Model B01 operates from two fully redundant line cords. The power load is 
shared equally between the two cords under normal operating conditions. These redundant line cords 
allow the computer to survive the loss of customer power to either line cord. If power is interrupted to one 
of the line cords, the other cord will pick-up the entire load and the computer will continue to operate. 
Therefore each line cord must be wired to support the entire power load of the computer. 

The power supplies use active resistive load synthesis. Harmonic distortion of the current waveform is 
small enough that it need not be considered in planning the installation. The power factor is close to unity. 

Power and Cooling Specifications: The following tables provide input and heat output for the 
8/390 Integrated Server Model B01 models. 

Figure 44. Power Supply Ranges and Tolerances 

Feature Supply Type 
Nominal Voltage Range 

Frequency Range (Hz) 
(V) 

Model 801 
two redundant 

100-240 50-60 
single-phase line cords 

Figure 45. Nominal Power and Cooling Specifications 

Total Total Total 

Feature 
Nominal Nominal Nominal Total Air Total Air 

Model Code 
Line Cords Input Heat Heat Flow Flow (efm) 

Power Output Output (m3/min) 
(kVA) {kW} (kBTUlhr) 

801 2 0.9-1.32 0.8 - 2.0 2.7 - 6.8 14.1 500 

Customer Circuit breaker (CB): It is recommended that a 15 Amp time delayed CB be used for 
both system power feeds. This does not imply "Motor Start Characteristics". Should a fault occur within 
the IBM equipment, the system CB will open and not the customer CB. This will improve problem 
determination in the event of a malfunction. 

Line Physical Protection: In US installations the line cord must meet National Electric Code (NEC) 
requirements. When line cords are run on the surface of the floor, they must be protected against 
physical damage (See NEC 645-5). For other countries, local codes apply. 
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Feature Code Country Length Plug Fig. Rating PIN 

2550 US/Can 110V 1800mml5.9ft 4 13N125V 31L7061 

2551 US/Can 110V 4300mm/14.1 ft 4 13N125V 31L7062 

2552 US/Can 220V 1800mm/5.9ft 5 13N125V 31L7064 

2553 US/Can 220V 4300mm/14.1 ft 5 13N125V 31L7065 

2554 US/Can 110V 1800mm/5.9ft Twist-Lock 13N125V 31L7067 

2555 US/Can 110V 4300mm/14.1 ft Twist-Lock 13N125V 31L7068 

2556 US/Can 220V 1800mml5.9ft Twist-Lock 13N125V 31L7070 

2557 US/Can 220V 4300mm/14.1 ft Twist-Lock 13N125V 31L7071 

2558 China 4300mm/14.1 ft 62 6N250V 31L7072 

2559 Europe 4300mm/14.1 ft 18 10N250V 31L7073 

2560 Denmark 4300mm/14.1 ft 19 10N250V 31L7074 

2561 Australia 4300mm/14.1 ft 6 10N250V 31L7075 

2562 South Africa 4300mm/14.1 ft 22 10N250V 31L7076 

2563 United Kingdom 4300mm/14. 1 ft 23 10N250V 31L7077 

2564 Japan 4300mm/14. 1 ft 59 15N125V 31L7078 

2565 Switzerland 4300mm/14. 1 ft 24 10N250V 31L7079 

2566 Italy 4300mm/14.1 ft 25 10N250V 31L7080 

2567 Israel 4300mm/14.1 ft 32 10N250V 31L7081 

Note: 

1. The machine connector is alEC 320, C13 In-Line .... 

2. each MFI has a qty. of (2) Power Cords .... 

Grounding Specifications: Every three-phase circuit must contain three phase conductors and an 
insulated eqUipment-grounding conductor. Every single-phase branch circuit must contain two phase 
conductors and an insulated equipment-grounding conductor. 

For 208 V ac through 240 V ac installations in the United States, the equipment-grounding conductor must 
be identical in size, insulation material, and gauge to the branch circuit phase conductors, except that it 
must be green with or without one or more yellow stripes on the insulation. For installations outside the 
United States, the size of the grounding conductor must be in accordance with local codes. 

Conduit must not be used as the only grounding means. However, any conduit or cable shield must be 
connected at both ends in such a way that it is included in the grounding path in parallel with the 
grounding conductor it contains. Most electrical codes require that branch circuit wiring be located in 
metallic conduit or be made from shielded cable, if located under a raised floor. Even when not required 
by local regulations, some form of shield around the branch circuit wiring is strongly recommended as a 
means of reducing coupling of high-frequency electrical noise into Signal and control cables. 

See Chapter 5 of IBM General Information Manual: Installation Manual-Physical Planning, GC22-7072, for 
additional recommendations and requirements for equipment grounding. 
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Specifications 

Shipping Specifications 

Figure 46. Frame Shipping Specifications 

Packaging 
Width Depth Height Weight Width Depth Height Weight 

(mm) (mm) (mm) (kg) (in) (in) (in) (Ib) 

Machine 521 1,016 800 235 ,. 20.5 40 31 516 ,. 

Packaged Machine 660 1,067 1,346 251 ,. 26 42 53 553 ,. 

* Weight is maximum. 

Service Clear~nce and Weight Distribution 

Under typical conditions, seNice clearances of adjacent products may be overlapped but weight (j 
distribution areas should not be overlapped. If weight distribution clearances are overlapped, the customer 
should obtain the seNices of a qualified consultant or structural engineer to determine floor I.oading. 

Using the following table, the customer can estimate the average floor loading with a load shedding 
distance from 457 mm (18 in.) to 914 mm (36 in.). When an 8/390 Integrated 8eNer Model 801 is stored 
with frames unassembled and no spaces between frames, the floor load rating should be at least 1000 
kg/m2 (200 Ib/ft2). 

Figure 47. Table - Weight Distribution and Floor Loading 

Load shedding 
distance from 
edge of frame 457 mm 533 mm 610 mm 686 mm 762 mm 838 mm 914 mm 
(dimension "a") 1 (18 in.) (21 in.) (24 in.) (27 in.) (30 in.) (33 in.) (36 in.) 
in Kglsq m 
(Lbs/sq ft) 

Average floor 
183 173 166 160 153 151 147 

loading Kglsq m 
(37.5) (35.5) (33.9) (32.7) (31.7) (30.9) (30.2) 

(Lbs/sq ft) 

Note: 

1. The load shedding distance from the edge of the frame is represented as dimension "a" on the following 
figure. 

• All measurements are taken from the outside edge of the machine frame (without covers). 

• Service clearances may be overlapped, but weight distribution areas must not overlap weight distribution 
areas of adjacent units. 

• The dimensions are required for correct weight distribution and servicing. If the dimensions are altered, or 
clearances are overlapped, the customer should obtain the services of a qualified consultant or structural 
engineer to determine floor loading. 

• If the review of the floor loading does not require a weight distribution area as shown, the following minimum 
service clearances must be observed: Front dimension is 762 mm (30 in.). Back dimension is 762 mm (30 
in.) and side dimension is 762 mm (30 in.), as shown in figure. 

frame=box rules=yes rotate=O dwidth=100 split=yes. 
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Figure 48. Table - Machine Area and Service Clearance 

Machine Area (M2) 1 Machine Area (ft2) 1 

0.6 6.0 

Note: 

1. Machine area includes installed covers. 

Service Clearance Area 
(M2) 2 

3.4 

Specifications. 

Service Clearance Area 
(ft2) 2 

35.8 

2. Service clearance area must be free of all obstacles. Units must be placed in a way that all service areas are 
accessible. The weight distribution clearance area extending beyond the service clearance area, such as the area 
at the outside corners of the units, may contain support walls and columns. 

------------1 
Airflow 

Media and EPa Switch 
762mm 

(30 in) 

This Side 

1092mm 
(43 in) 

Cable 
Entry/Exit Area 

\r: 508mm 
~ 20in 

762mm 
t----Fr-o-nt-'-..........-'--..:i+-'--+-- (30 in) ---

Top 
View 

Figure 49. Weight Distribution and Service Clearance 

Environmental Specifications 

Unless otherwise noted on individual specification pages, the following environmental specifications, based 
on an altitude from sea level to 2134 meters (7000 feet), apply: 

Environment Operating Nonoperating 

Temperature 10°C-40°C (SO°F-104°F) 10°G-S2°C (SO°F-12S0F) 

Rei Humidity 8%-80% 8%-80% 

Max Wet Bulb 27°C (80°F) (Class C) 27°C (80°F) 
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Acoustical Noise Emission Levels 

Figure 50. Declared Acoustical Noise Emission Values for Typical Customer Configurations 

LWAd LpAm <LpA>m 

Functional Unit Idling Idling Idling 
Operating (B) 

(B) 
Operating (dB) 

(dB) 
Operating (dB) 

(dB) 

Standard 
Configuration 6.6 6.5 N/A N/A 49 49 
(16DASD) 

Note: 

LWAd The declared (upper limit) sound power level for a random sample of machines. 

LpAm The mean value of the A-weighted sound pressure levels at the operator position (if any) for a random sample 
of machines. 

<LpA>m The mean value of the A-weighted sound pressure levels at the one-meter (bystander) positions for a random 
sample of machines. 

N/A Not applicable (no operator position). 

B,dB Abbreviations for be Is and decibels, respectively. 

All measurements made in accordance with ISO 7779, and reported in conformance with ISO 9296. 
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Chapter 10. Service Procedures 

Service Procedures Problem/Action List 

Problem Area Reported Go To 

P/390 Logs Go to "P/390 Error Logs" on page 218 

P/390 I/O Traces Go to u P/390 I/O Trace (AWSTRACE.LST)" on 
page 219 

P/390 Snap Shot Dump Go to "Snap Shot Dump" on page 217 

Sending Traces and Logs Go to "Sending traces and logs to IBM service 
(SENDLOG.CMD)" on page 222 

Integrated Server FTP site Go to "System 390 Integrated Server FTP Site" 
on page 223 

FixPack and Patch Apply Go to "Change Management Tools" on page 
223 

Creating Diagnostic Diskettes Go to "Creating Diagnostic Diskettes" on page 
230 

Configuration Backup Procedures Go to "Configuration Save/Restore Procedures" 
on page 231 

Internet Connection via Modem Go to "Setting up an Internet Connection via 
Modem" on page 224 

Install 10SP Software Go to "Installing S/390 Integrated Server 
Software" on page 232 
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You access the P/390 from the OS/2 desktop by double-clicking on the P/390 folder. The P/390 Icon 
View window appears: 

A.·.,.: .•.... ;:.·.::;;;. ·IPL P 1390 
~i 

.Jil.," .. J V End P/390 

P 1390 Configuration 

P 1390 Manual Operations 

~ P/390 1/0 Trace 

P 1390 Snap Shot Dump 

Figure 51. PI390 Icon View Window 

P/390 1/0 Trace 
Use this selection to view the contents of the I/O trace buffer and create an I/O trace file. 

The information contained in the I/O trace file is created for use by experienced S/390 
system programmers and personnel in the P/390 Support Center. Because the trace 
table wraps and irrelevant data could overlay the beginning of the true problem, it is 
important to limit the scope of the I/O trace. See "P/390 I/O Trace (AWSTRACE.LST)" on 
page 219 for information about how to set up an I/O trace. Q~ 

P/390 Snap Shot Dump 
Use this selection to create a dump file. 

The P/390 Snap Shot Dump facility creates a dump of the P/390 I/O subsystem, including 
control blocks and device manager data. This information is created for use by personnel 
in the P/390 Support Center during problem determination. Use this selection only when 
directed to do so by P/390 Support Center personnel. 

P/390 Send Maintenance Logs to IBM 
Use this selection when instructed by IBM Support Center to send logs and traces to IBM 
via the internet for problem analysis. 
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Collecting 110 Traces and Logs 

Traces and logs will be collected automatically when a P/390 component abnormally terminates (SYS3173 
or SYS3175) or they can be manually collected via the Snap Shot Dump icon in the P/390 folder. You 
might want to manually collect a trace in order to debug a I/O subsystem problem that does not result in 
an abend. 

The AWSABEND component is called to collect data when a P/390 component abends. Not all errors are 
intercepted by AWSABEND, but it is called on many SYS3175 or SYS3173 abends. It cannot handle 
"black screen" traps -- for example, a trap D in a device driver. AWSABEND is called automatically, it 
should not be invoked directly from the command line or from an icon. 

AWSABEND automates some of this data collection so that when something goes wrong, IBM will be 
more likely to have the data required to determine the problem. It reduces the chance that the customer 
will have to reproduce the problem because some of the data was lost and not available to IBM service. 
AWSABEND cannot trap all the errors, so manual data collection still may be required in some cases. 

The file AWSABEND.LST is created at IPL time. Components that have specific trace or debug files that 
should be collected during an abend can add the name and paths of the files to be collected to this file. 
At a minimum, the file contains "customer.dat" which identifies the customer name and contact. 
AWSSNAP and AWSTRCSP also add their names to the file when they are invoked and/or stopped. 

Summary of operation (AWSABEND.CMD) 

During IPL, the AWSERROR routine sets up a thread to watch for an abend. During component 
initialization, DMINIT sets up an exit list which OS/2 runs when a component terminates. During 
termination, the exit list checks to see if it was abnormally terminated, and if so, it clears the semaphore 
on which AWSERROR abend-watch thread was waiting. 

Abend-watch invokes the AWSABEND.CMD program. This program, does the data collection. Currently, it 
takes these actions: 

1. Stops trace spooling. 

2. Takes a snap dump. 

3. Collects ICE traces. 

4. Uses AWSSRAM2 to collect all the data pointed to by AWSABEND.LST into a AWSSNAPx.RAM file 

5. Renames/erases Process dumps. (PDUMPs). 

6. Exit and allows the abend-watch thread to resume execution. 

Snap Shot Dump 

Selecting the Snap Shot Dump icon from the P/390 icon folder not only performs a snap dump of the I/O 
subsystem, it also collects the same traces and logs as AWSABEND (based on the items specified in 
AWSABEND.LST). A pop-up message box will tell you the name of the file that was created. It is of the 
form AWSSNAPn.RAM. This file can be sent to IBM via the internet by the SENDLOG command (See 
"Sending traces and logs to IBM service (SENDLOG.CMD)" on page 222) 

This function should be used under the direction of support personnel for problem determination. Not all 
problems result in abends, for instance poor I/O performance. You may be asked by the next level of 
support to turn on tracing for certain I/O devices. When the I/O event of interest occurs, click on the Snap 
Shot Dump icon to capture the I/O trace information. 
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P/390 Error Logs 

P/390 provides several logs that can be useful if you experience problems during installation and 
configuration. 

• C:\P390\AWSERROR.LOG 
• C:\OS2POPUP .LOG 

The following logs are for the 3172 SDLC Gateway and 3172 LAN Gateway only. 
• C:\lBMCOM\LANTRAN.LOG 
• C:\P390\AWS3172.LOG 
• C:\P390\AWS3172.ERR 

AWSERROR.LOG 

This is where all 10SP error messages with prefix "AWS" are logged. There is one message per line. 
The format is: 

<mm/dd/yy hh:mm:ss> AWSzzznnnx Error message text ... 

This message format is thoroughly described in the on-line message help file. AWSERROR.LOG is 
cumulative over time and is never erased. 

P/390 messages are logged in AWSERROR.LOG in the P390 subdirectory. The messages have a time 
and date stamp so you can see a history of messages. Portions of the file or the complete file can be 
deleted to eliminate unneeded entries. See online message help file C:\P390\P390MSG.INF for message 
descriptions and actions. Use the OS/2 VIEW command to view this command. 

POPUPLOG.OS2 

This is where OS/2 abend error messages are logged. Each message takes up multiple lines in the file 
and are separated from subsequent messages by a row of dashes. The format is: 

hh:mm:ss mm-dd-yy, Type of Abend, Process ID, Taskid 
Name of Abending Module (if known) 
Register Information (multiple lines) 

POPUPLOG.OS2 is cumulative over time and is never erased. 

LANTRAN.LOG 

This is where MPTS (LAN adapter support program) puts initialization messages and error messages. 
There is one message per line. This file gets created anew every time OS/2 is booted, and so only 
contains the history from the most recent OS/2 boot. 

This file is a record of the initialization process as executed by CONFIG.SYS. It is located in the IBMCOM 
subdirectory. The information in this file relates to: 

• Starting each adapter device driver including all messages generated during initialization 

- Loading the driver, version loaded, and related information 
- Opening an adapter, and whether it was successful or unsuccessful 
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- Data rate used 
- Addresses 

• Loading the communication protocols 

- Success or failure 
- Version loaded 

• Binding the protocols to the adapters 

- Which protocols are bound to which adapter 
- When and if connectivity is established 

AWS3172.LOG 

Service Procedures 

This log records the initialization messages of the SNA Communications Managers. It resides in the 
C:\P390 subdirectory. The information in this log describes: 

• Starting the LAN3172 and WAN3172 managers and all of the messages generated during initialization; 
for example, listings of all: 

- LAN adapters found 
- Subchannels claimed 

• Messages related to the dynamic tracing status. These reflect changes in the tracing status requested 
through the Status Monitor. 

AWS3172.ERR 

This file is a record for error messages. It resides in the C:\P390 subdirectory. The information in this file 
describes: 

• The error condition detected during operation 
• Any unusual status changes in any local or remote link stations 

P/390 110 Trace (AWSTRACE.LST) 

The P/390 liD trace is a powerful tool for finding problems in the device manager and channel code. This 
facility provides two ways to set up and limit the scope of the trace: 

• Editing the CHAN.TRC file-must set up before IPL. You must select the ICON lEnd P/3901 to be able 
to change the CHAN.TRC settings. Then re-IPL to activate. 

• Using the device debug facility in P/390 MANUAL OPERATIONS-can set up for individual addresses 
while running 

The trace entries are stored in a wrap-around buffer large enough to hold 2044 entries. If you use the 
trace spooling facility, you are limited only by your available disk space. It is important to limit the scope 
of the trace, because the trace table wraps and irrelevant data could overlay data relevant to the true 
problem. 

Setting up 1/0 Tracing by editing the CHAN.TRC File 

liD trace data is primarily controlled by editing the file "CHAN.TRC" in the C:\P390 subdirectory. You can 
edit this file using TEDIT. List the device addresses to be traced, followed by the word "ENDn. 

To edit the CHAN.TRC file, first stop the P/390 by double-clicking on the End P/390 icon. Then use 
TEDIT to edit the file. CHAN.TRC is located in the C:\P390 subdirectory from which the P/390 is IPLed. 
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After you have saved the file, click on the IPL P/390 icon and re-IPL the P/390 to put the changes into 
effect. 

The CHAN.TRC file lists the devices to be traced. The following example of CHAN.TRC starts the trace 
for three devices: 

200 201 202 END 

Note: The word END in uppercase is required and must be at the end of the line. 

If only END is specified in the CHAN.TRC file, only some startup trace entries and the most severe errors 
are traced. To specify a trace for a specific device, add its address to CHAN.TRC. For example, to set up 
a trace on the device at address 580, make your CHAN.TRC file look like this: 

580 END 

You can also specify multiple address and wild cards. The following example sets up a trace for the 
device at address 300 and any devices at addresses beginning with 2: 

300 2XX END 

The following example traces every address and the kernel: 

XXX KRN END 

Modifying defaults for P/390 Trace Spooling 

In addition to specifying the data to trace, in some cases you may need to override the defaults controlling 
how big the trace files can grow and the priority of the tracing routine AWSTRCSP. These options can be 
placed on the second line of CHAN.TRC. Current defaults are /S=256 /8=4. Refer to "P/390 Trace 
Spooling (AWSTRSP.nnn)" on page 221 for an explanation of the options. 

Specifying Options "for I/O Trace 

There are several stop options that you can specify for a device address a~d one option that can be used 
to an adapter trace of AWSICE devices. You specify these options using suffixes. The ability to specify 
stop options is useful when the trace might be overlayed by more activity, or if it needs to be examined to 
determine if the error has occurred. The following table shows how to use the SIE I/O trace options: 

Use this to specify ... 
option ... 

S Stop on any instruction for this device. 

I Stop on an interrupt for this device. 

E Stop on error interrupt for this device. (Error interrupts are defined as any status but ATTN, 
CE, DE, or PCI.) 

P S/390 Parallel or ESCON Channel adapter trace of AWSICE devices 

You can specify up to three of these four conditions on any device address. (You cannot specify both I 
and E, since I includes E). 

The following example causes the P/390 to stop just after an SID is issued to the device at address 580, 
or whenever the device at address 581 tries to present an interrupt. 

580S 5811 END 

To restart the processor after it stops, click on START from the P/390 MANUAL OPERATIONS session. 
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To display a trace, click on the P/390 110 Trace icon. The program behind the icon is AWSTRACE.EXE. 
It displays and decodes the trace. The trace decode file is CHANTR.SCR. 

To write the trace to disk, click on FILE from the 1/0 TRACE menu. The trace is written to 
AWSTRACE.LST in the C:\P390 subdirectory. Copy and rename this file before doing another trace; 
otherwise, the new file overlays it. The trace is written to disk in ASCII, and should be uploaded that way 
(unlike the snap dumps, which are in binary, and should be uploaded in binary). 

Using the Device Debug Facility 

The Device Debug facility allows you to specify I/O trace options dynamically. This is useful if you want to 
change either the devices to be traced or the stop options for a device. 

To set up an I/O trace, click on Control from the P/390 MANUAL OPERATIONS menu bar. Then click 
on DEVICE DEBUG and specify the address of the device you want to trace. Click the desired trace 
options (at least check 'Trace I/O Operations") and "ENTER" to activate. 

For large trace reqUirements activate the P/390 Trace Spooling (AWSTRSP.nnn) option. (SEE BELOW) 

Kernel Trace 

The kernel trace is a lower level trace that is not device specific. It traces low level interaction between 
the P/390 and the channel. Because kernel trace is not device specific, it should not normally be used. 
Once you've determined the area of the problem and have taken a few traces, it may be useful to take a 
kernel trace to look for some refinement on the error, but often the useful data in the kernel trace is 
overwhelmed by data from other devices. 

To turn the kernel trace on or off, click on Control from the P/390 MANUAL OPERATIONS main menu. 
If the kernel trace is currently ON, then the menu item reads STOP KERNEL TRACE indicating that if you 
select it, the kernel trace is turned off. If the menu item reads START KERNAL TRACE, then when you 
select it the kernel trace is turned on. 

P/390 Trace Spooling (AWSTRSP.nnn) 

This is the P/390 trace spooling facility. It consists of a device driver (AWSPOSDD.SYS) and a spooling 
application (AWSTRCSP.EXE). It will write the P/390 trace data to a file as it is created, thereby allowing 
a much greater "trace memory" than previously available. 

Syntax 

AWSTRCSP </S=nnnnnnnn> 
</B=bbb> 
</PL> 
</PN> 
</PH> 

Optional Parameters 

/S=nnnnnnnn Limit output file to nnnnnnnn (decimal) 4K blocks. Two output files, AWSTRCSP.001 
and AWSTRCSP.002 will be created, with maximum size of nnnnnnnn 4K blocks. In 
absence of this parameter, a single file, AWSTRCSP.DMP, will be created which will 
indefinitely grow in size. 
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/B=bbb 

/PL 

/PN 

/PH 

Use bbb (decimal) 64K segments as an intermediate buffer. bbb can range from 1 to 
128 (64K to 8MB). 

Run at "low" priority. 

Run at "normal" priority. 

Run at "high" priority. 

If no parameters are specified, the defaults are /8=1 /PN. 

Sending traces and logs to IBM service (SENDLOG.CMD) 

SENDLOG is a utility to transmit the logs and traces to IBM. It assumes the machine has an active 
internet connection so it can FTP the trace to IBM. 

You will be prompted for a problem number. Enter the problem number or PMH number that was assigned 
by the support group requesting the log data. ~ 

Traces and logs are sent to IBM via FTP over the Internet. The SENDLOG command, issued either from 
an OS/2 window or from the icon "Send Maintenance Logs to IBM" in the P/390 folder is used to transmit 
this data. It will list the files currently waiting to be transmitted, and prompt you for a problem number, 
problem description, etc .. It will also list previously transmitted files and allow you to resend or delete 
them. 

For SENDLOG to be successful, you must have established an Internet connection. This can be either a 
permanent LAN connection, or a dial-up SLIP connection established before invoking SENDLOG. If 
SENDLOG cannot connect to IBM, it will exit and you will need to establish the Internet connection before 
proceeding. 

Summary of Operation (SENDLOG.CMD) 

The SENDLOG command prepares a captured trace/log file for transmission to IBM. It prompts the user 
for description of the problem (which is then saved in DESCRIBE.LOG) and the IBM problem number. 
This description is appended to the AWSSNAPn.RAM file by AWSSRAM2.EXE. The trace/log file is then 
renamed to prob_num.RAM. 

SENDLOG uses the TCP/JP FTP command to establish a File Transfer Protocol connection between the ~ 
10SP and the FTP site P390.IBM.COM. 

It automatically logs in as user ANONYMOUS and passes the e-mail address found in 
C:\CUSTOMER.DAT as the password (this helps IBM Engineering to identify the origin of the uploaded 
trace/log file). 

The files that are usually uploaded to the FTP site are from the C:\P390 subdirectory with a file extension 
of RAM. These contain multiple files that were packed by AWSABEND or AWSSNAP. 

The files are uploaded in BINARY into the \INCOMING subdirectory of the FTP site using the FTP PUT 
subcommand. These files are automatically processed by the P/390 server that runs the FTP site and are 
removed from INCOMING after processing. 

If the PUT completes successfully, then the trace/log file is renamed to prob_num.SNT, denoting that it 
has been sent. ~~ 

Be sure to inform the person requesting the traces that they have been sent. 

222 Service Guide 



Service Procedures 

System 390 Integrated Server FTP Site 

IBM has two FTP sites based on the P/390. One is on the Internet (accessible to customers and IBM 
Business Partners) and the other is on the IBM Intranet (accessible to IBM CEs and IBM internals). 

The Internet FTP site is: 

ftp://P390.IBM.COM 

The IBM Intranet FTP site is: 

ftp:I/S390IS.POK.IBM.COM 

Read the README.HTM file or README.TXT file for instructions and a description of what is currently 
available on this site. As of this printing, the subdirectories include: 

• INCOMING - to put your traces into 

• DOC - HTM browsable and PostScript printable information on System 390 Integrated Server 

• System 390 Integrated Server 

- S390IS/SFIXPACK - the latest System 390 Integrated Server fixpacks 
- S390IS/STEST - temporary workarounds or debugging versions (don't download unless instructed 

by IBM). 

Change Management Tools 

This is the procedure to follow to download and apply 10SP fixpacks or patches. 

Download Fixpacks 
Fixpacks and patches are available as ZIP files from either the Internet or IBM Intranet FTP sites Iiste9 
above. 

1. Verify with the customer that the S/390 Integrated Server is connected to the Internet. If it isn't the 
S/390 Integrated Server can be connected to the IBM Intranet by a modem (if a modem and phone 
line are available) using the procedure "Setting up an Internet Connection via Modem" on page 224. 

2. Open an OS/2 window. 

3. Create a temp directory to download the fixpacks to by entering MD FIXES. 

Note: This may fail if the directory already exists, this not an error. 

4. Switch to the directory where the fixpacks are to be downloaded to by entering CD FIXES. 

5. Establish a FTP connection to the P390 FTP site by entering FTP P390.lBM.COM or if connected to 
the IBM Intranet enter FTP S390IS.POK.lBM.COM. 

6. Enter anonymous when prompted for a name. 

7. Enter your internet address or your lastname followed by @IBMCE for the password. For example 
enter my_name@ibmce. 

8. At the FTP> prompt enter bin to transfer files in binary mode. 
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9. At the FTP> prompt enter CD S39015 to switch to the System 390 Integrated Server subdirectory. 

10. At the FTP> prompt enter CD SFIXPACK to switch to the fixpack subdirectory. 

11. At the FTP> prompt enter dir to list the available fixpacks. Note the filename of the fixpack you want 
to download. 

12. At the FTP> prompt enter get filename to download the required fixpack. 

13. Repeat the previous step to download any additional fixpacks. 

14. At the FTP> prompt enter quit to end the FTP session. 

Unpacking Fixpacks 

Fixpacks are shipped (downloaded) as zip files, and need to be unpacked (unzipped) before they can be 
installed. 

1. Open an OS/2 window. 

2. Enter CD FIXES to switch to the subdirectory where the fixpacks were downloaded. 

3. Enter dir *.zip to list the downloaded fixpacks. 

4. Enter PKUNZIP2 filename.zip -d -0 to unpack the fixpack. 

Installing Fixpacks 

Application of service cannot be concurrent with normal operations. The customer must quiesce and 
shutdown his S/390 operating system, and the you must shutdown the P/390 I/O subsystem by clicking on 
"END P/390". 

Follow the instructions in the readme file to run the 5390FIX command that handles both the installation 
and removal (regression) of fixes. Instructions on the screen or in the readme file will inform you about 
any other actions which may be required to make the fix take effect, e.g. rebooting OS/2. 

When a fix pack or patch is applied, an entry is made into INSTALl.LOG. An entry is also made if a fix is 
regressed. INSTALl.LOG can be viewed with the OS/2 command TEDIT C:\P390\INSTALL.LOG. 

Setting up an Internet Connection via Modem 

The S/390 Integrated Server needs a connection to the Internet in order to upload traces and logs, and to 
download 10SP fixes and patches. Usually, this is a LAN connection (Token-Ring or Ethernet) via TCP/IP. 
If LAN attachment to the Internet is not possible, then an alternative is modem attachment to the IBM 
Intranet. 

This procedure describes how to configure the IBM Global Network Dialer (supplied with the 10SP 
software) to establish an Internet connection using the IBM 7858-336 modem. This is the modem that has 
been tested with the S/390 Integrated Server. Other modems may work just as well, but only external 
modems are supported. 

These are the steps that must be followed: 

1. Double click with the left mouse button on the IBM Global Network Dialer icon on the OS/2 desktop. 

~hoen"~:~t~n~~~otebook" should appear, if not then the dialer has already been configured. Goto step (" 

2. From the Identity page, update the default identity profile. 
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Identity 

Phone 

~ervice 

'--________ 11-111 ~ I Bemove I Modem 

Iimeouts 
IBM Global Network 10------------, 

aehavior 

Account I L-ca_n_d ___ ---l A.!!tostart 

User 10 leb21195 Up!lates 

Logging 

Tracing 

~LlP 

erogram 

~ession 

• enter your Advantis Account name in the Account: entry field. 
• enter your Advantis Userid in the User 10 entry field. 

3. Press the Phone tab to display the current location page. 
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How I dial from this location-----------------------. 

To access an outside line, first dial: GiJ for local D for long distance. 

Checking the Call waiting disables the local and long-distance 
prefix fields. 

o This location has c:all ~aiting. To disable it dial: 

The phone system atthis location uses {!)Tone 

lal 
Pulse Q Manual 

Help II .... __ O_K _.,,11 Cancel 

• enter your area code in the area code field. 
• enter the country name by selecting your country from the pull down tab on the Country I am in 

drop down list. 
• if required enter the number to access an outside line or long distance line in the access an 

fi ... ·~.· 
\l 

outside line entry fields. f.! 
• select the type of phone service (tone, pulse etc) by pressing the corresponding radio button. \! 
• press the OK push button. 
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4. From the Select a phone number to call panel 

Protocol 

t!l ~L1P 

®tPp 

Select the closest phone number to minimize your phone charges. 

Number List Date: 1996-05.19 

Country List Date: 1996-03.30 
~------------------------~ 

Country IUnited States 1:1 

State INewYork I~I 
914-334-2601 Kingston 

City 315-793-2921 New Hartford 
212-624-2401 New York 
716-625-7301 Pendleton 

716-246-4001 Rochester 
716-354-3921 Staten Island 
914-7.59-7261 Sterling Forest 
315-446-1101 Syracuse 
315-793-2921 Utica 
315-766-3261 Watertown r.m 
~91~4~-4~67~-7~2~61~W~h=ite~P~la~in~s ____________ ~~ 

Phone numberto be dialed 1914-431-1261 Poughkeepsie 

Number of times to re-try I lit:] 

QK II gancel II Help I I Add to custom phone list.. 

Service Procedures 

• Select the country you are currently at by selecting the country from the pull down tab on the 
Country drop down list. 

• Select the province or state you are in by selecting the province or state from the pull down tab on 
the State drop down list. 

• Select the closest city possible from the City selection box. 
• press the SLIP radio button in the protocol section. 
• press the OK push button. 

5. press the Service tab to display the service settings page. 

• press the SecurelP (Intranet) radio button. 
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6. Press the Modem tab to display the modem settings page. 

Il:iJI;11UlQ{lllt: - Illl;~jDlf:lf;-li'O lo..'"'f;-li~I.· '1---1, .J ~:ID 

~ 
~ 

m 
Identity 

:::.~ 

~ Phone 

~ List Da.te: 1995-0106 
1.;3 Manufacturer S.ervice 

~.~ IIBM I~I [J Ignore Dia.l Tone 
:Modem :.:::::::::::'1 ~ DDisabieATZ 

"3 Modem Type 
3 119200 7657 I~I [JlgnoreDTR Iimeouts 

-1'3 
[ierhongup i=? 

I 
Elehavior 

>-3 [Port Speed 

I 
I 

':;; _I 192ool~ Alltostart 

~ 
I I Up!1ates :l; [Serial port 

I 

Test Modem ... 

Irl Logging ~ ICOM1 

I I .. :~ 6utoDetect Modem ... 
Tracing :? [Speaker volume 

I I I .. ~ I highliJ Details/Customize ... ~LlP 
-~ 
~ e.rogram 

11 I I I !::!ndo Help 
~ession 

~ 
.. ~ ~ 

:1 

• select IBM from the Manufacture drop down list, or select the manufact(Jre of the modem you are 
using. 

• select 19200 7857 from the Modem Type drop down list, or select the modem type of the modem 
you are using. 

• select COM1 from the Serial Port drop down list. 
• select high for the speaker volume. 
• press the Test Modem push button to test the modem settings. 

- Press the Test Setup push button to run the modem test. 

Note -------------------------------------------------------------, 

If the modem test fails, the modem is not setup correctly, defective, or the wrong modem 
type was selected on the previous panel. 

- Press the Close to return 

7. Close the IBM Global Dialer settings notebook by double-clicking the upper left hand corner. 

8. Open an OS/2 window and type TEDIT C:\MPTN\ETC\RESOLV2 

( 

( 

• Add nameserver 9.14.1.30 to the resolv2 file, just after the line containing the domain name and ~ .. '.< ... I 
before any other nameserver entries. ~ 

• press PF4 to save and leave the editor. 
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9. Start the IBM Global Network TCP/IP Dialer by double clicking on the icon. 

Network Options Settings 

o B/s 

I Click on the "Check" to connect. 0:00 

Note: To verify which Advantis userid will be used press the yellow settings icon, and update the 
use rid as required. 

• Click on the green check icon to start the connection. 

• Enter your Advantis password in the password entry field. 

• Press the OK push button. 
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Creating Diagnostic Diskettes 

All diagnostic programs for the S/390 Integrated Server are contained on the System/390 Integrated 
Server Install CD that is shipped with each system. A directory on the CD called \AWSDIAG is the top 
level directory for all diagnostics programs and instructions. Each adapter or system component that has 
a diagnostic will have a subdirectory under \AWSDIAG named by the FRU part number, e.g. 
\AWSDIAG\30L6829 contains Token Ring adapter diagnostics. 

AWSDIAG.PAC contains the names (part numbers) of all the diagnostics that are shipped with the 
System/390 Integrated Server Install CD. To view this file enter TEDIT d:\AWSDIAG\AWSDIAG.PAC. 

Note: d: is the drive letter of the CD-ROM drive. 

Diredory Name 

* /AWSDIAG/41H8901:= M PCI Token Ring Adapter 
PCITR $10 * 
41H8900 DSKBIN * OB2B 9/21/98 17:25:04 

* /AWS IAG/21L3563 = SBC (Single Board Computer) 
SBCDIAG DSKBIN * 9612 9/24/98 16:29:36 SBC Diag 
31L7462 8A83 9/24/98 14:39:12 SBC SCSI, Diag 

Diskette Image File Name 

Figure 52. AWSDIAG.PAC 

Procedures 

Diagnostics ar~. shipped as diskette image files and must be restored to blank 1.44MB diskettes using the 
LOADDSKF utility. 

1. Determine the filename and directory of the diskette to be created. 

TEDIT d:\AWSDIAG\A WSDIAG.PAC 

2. Create the diskette using the LOADDSKF command as follows: 

d:\AWSDIAG\LOADDSKF d:\AWSDIAG\dirname\filename DSK . IF h . . a. were. 
• d: is the driver letter of the CD-ROM 

• ~irname is the directory name containing the diskette image (follows' the \AWSDIAG\ in the pack 
file). . 

• filename is the name of th~ diskette image file (name just before the DSKBIN in the pac file). Each 
DSKBIN represents one diskette. 

• a: is the drive letter of the diskette drive. 
• IF forces the diskette to be reformatted. 

To create the SBC Diagnostic diskette the command would be: 

d:\AWSDIAG\LOADDSKF d:\AWSDIAG\31L7421\SBCDIAG.DSK a: IF 

3. Label the diskette with the diagnostic name that is on it. 
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Configuration Save/Restore Procedures 

CFGSR saves or restores parts of the OS/2 configuration to diskette. The purpose is to restore the 
configuration when OS/2 needs to be re-installed because of a disk failure that affects the "C" drive, or 
when a new software level is installed that requires OS/2 to be reinstalled from CD. 

When to use CFGSR: 

1. After a new install to save the configuration. (A blank diskette is included for saving the configuration.) 

2. After changing the OS/2 configuration (e.g. installing new hardware, changing 3270 session defaults, 
changing TCP/IP addresses, etc.) 

3. Before changing the hard-disk configuration if that would require OS/2 to be re-installed 

4. After re-installing OS/2 to restore the previous configuration. 

CFGSR only saves data from the "C" drive. Saving and restoring data on other drives is a customer 
responsibility. 

CFGSR does not save the desktop configuration (folders, etc.) or business partner add-ons (like printers). 
It does save such items as: 

• CONFIG.SYS 
• PC 3270 customization 
• TCP/IP customization such as IP addresses, etc. 

Configuration Save/Restore Steps 

Save Configuration data 

1. To ensure a good backup, you should shutdown OS/2 and reboot the system before proceeding. 

2. Open an OS/2 window. 

3. Insert a blank formatted 1.44MB diskette into the diskette drive. , 

4. Type CFGSR SAVE . 
. . b k plete remove the diskette and set the write 5. When you see the message, Configuration ac up com 

protect tab to the open position. 

Restore Configuration data 

1. Open an OS/2 window. 

2. Insert the configuration backup diskette in the diskette drive. 

3. Type CFGSR RESTORE . 
. . t the system so the restored files are active. 

4. After restoring a configuration, be sure and reboo 

Notes: 
. .' e an exsisting files will be overlayed. 

1. A confirmation message Will be displayed befor Y . h en on a save or 
. . I files cannot be found. ThiS can app 

2. Error messages may displayed If some optlona 

on a restore. 
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Method 

The data was put on the diskette by using the COpy command or the AW88RAM2 command and was 
restored with COpy or with LOADRAM2. If a saved diskette was damaged, you might be able to retrieve 
and restore parts of the configuration by using these commands. 

Installing S/390 Integrated Server Software 

The 10SP Software is made up of the OS/2 operating system, S/390 code and device drivers, and is 
installed on the C: drive which resides on the SSA DASD. To install the software the 88A dasd must be 
configured and arrays built and made available to OS/2. 

Note ----------------------------------------------------------------, 

The most up-to-date version of these instructions is always contained on the latest 8/390 Integrated 
Server Install CD as file README.CDI. 

Depending on what your current configuration is and what activity you plan on dOing you will be required 
to follow different parts of this procedure. 

• New Integrated Server with blank disks 

This also applies if you want to start totally from scratch, thereby destroying any data that is contained 
on the SSA drives. For example, A system may come from IBM manufacturing with a single RAID-5 
array of three SSA drives. Since no customization has been done yet, the array can be safely deleted 
and recreated using the full set of drives that the customer has purchased. 

1. "Booting the OS/2 Utility diskettes" on page 233 

2. "Configuring the SSA RAID-5 DASD" on page 233 

3. "Rebooting OS/2 and enabling CBIOS" on page 235 

4. "Partitioning the DASD with FDISK" on page 235 

5. "Installing IOSP Software" on page 236 

6. "Booting OS/2 from SSA and formatting HPFS partitions" on page 237 

• Integrated Server with customer configuration and data 

If you are expanding a system with additional drives and need to keep the data that is on the current 
SSA array, then you should follow ONLY these steps to configure an additional RAID 5 array. 

Note that you should not dedicate more than one hot spare disk per machine· a single hot spare disk 
can be shared between multiple arrays. ' 

First you must back up the current customer configuration. 

1. "Configuration Save/Restore Procedures" on page 231 

-- 2. "Configuring the SSA RAID-5 DASD" on page 233 

__ 3. "Installing IOSP Software" on page 236 

• Install of a code upgrade only on Integrated Server with customer configuration and data 

First you must back up the current customer configuration. 

1. "Configuration Save/Restore Procedures" on page 231 

-- 2. "Configuring the SSA RAID-5 DASD" on page 233 
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_ 3. "Installing 10SP Software" on page 236 

Booting the OS/2 Utility diskettes 
1. Locate the two S/390 Integrated Server OS/2 Utility diskettes. These are provided \';ith the 

System/390 Integrated Server Install CD. If you have misplaced these diskettes. or they tl;1Ve bern 
damaged, please read the instructions contained in the README.COI that is in the root dlr(?ctory of 
the CD. These instructions will tell you how to create new diskettes on another PC system USIr1C] 

OS/2, DOS, or WINDOWS. . 

2. Insert the first diskette in the floppy diskette drive of the S/390 Integrated Server. 

3. Turn on the system power (or press the reset switch, if the system is already powered up). 

4. Insert the CD into the CD-ROM drive. 

5. A blue OS/2 screen will appear instructing you to remove the first diskette, insert the second cJiskc:ttc: 

and press ENTER. 

You will see an OS/2 WARP logo screen and then several messages as ttw diskettc?s continlJe: to 

boot. Ignore any error messages for now. 

6. When you see the OS/2 command prompt [A:\] remove the second diskette and reinsert IIw fir~)t 
diskette. This diskette contains all the OS/2 commands you will be using. 

Configuring the SSA RAID-5 DASD 
1. Type ISSACFG and press ENTER. This will start the SSA Configuration program. 

If the diskette in the A: drive is write-protected, then an error message will be displaynd. Slide tlw 
write tab on the diskette to the enabled position and then respond, "Retry command or Opcr<ltlon". 

If the system cannot find the SSA adaptor, the SSA configurator will show an error 1ll(;SS;lq() i1lld 
terminate: You must then fix the problem and reboot before you can proceed. Check to sec if: 

• The SSA adapter card is completely seated in the PCI bus socket. 

• All of the SSA cables are firmly plugged. 

2. From the Main Menu, select SSA ADAPTER LIST. 

In the SSA configuration steps, select will always mean, "Move the cursor up or dovm to hl~lhli~lht Ow 

selection, and then press ENTER. 

The SSA Adapter List will show the adapter 10 in a form similar to this: 

ennnnnnn Busx - Slaty (11) 

3. Press ENTER. 
The SSA Adapter menu is now displayed with the adapter 10 at the top. All olller SS;\ conflquratloll 

steps will be performed by selecting items from this menu. 

4. Select NEW DISKS. 

If the List of New Disks contains all the disks, then skip to step 5. 

If the disks you are configuring were previously used, you may nO.t see any disks Ils!r:cl: Ifl~;lt,(\cl thr· 

Ust of New Disks will say No resources. If so, then do the followlI1g: 

• Press ESC to return to the SSA adapter menu. 

• Select FREE RESOURCES. 

If all the disks are shown in the List of Free Resources, then skip to step 9. 

If the disks are not in this list, then 
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• Press ESC to return to the SSA adapter menu. 

• Select SYSTEM RESOURCES. 

If there is anything listed here, then it is probably an active, online RAID-5 array. Make sure any 
customer data present in the array has been backed up before deleting this array. 

To delete an array: 

• Highlight the array line in this list and press DEL. 

• Press ENTER to answer YES, you want to detach this. 

• Press ESC to return to the previous menu. 

• Select RAID 5 Arrays. 

• Highlight the array line in this list and press DEL. 

• Press ENTER to answer YES, you want to detach this. 

• Press ESC to return to the previous menu. 

• Skip to step 6. 

5. Delete all disks from the List of New Disks one by one, using the DEL key. 

6. Press ESC to return to the previous menu. 

7. Select FREE RESOURCES. 

All of the disks deleted in the above step should now be listed. These are now free disks that can be 
placed into an array. 

8. Press ESC to return to the previous menu. 

9. Select RAID 5 ARRAYS There should be nothing listed. 

• Press INSERT to create the array. Enter the Filter Attributes for the RAID 5 Array 

• Give the array a name (e.g. ARRAY1) 

• Change HOT SPARE to 0 if the array contains three disks. If you have more disks and want to 
dedicate a drive to be a hot spare, then leave it set to 1. 

• Change REBUILD PRIORITY to 100%. 

• Press ENTER twice. 

10. Under the MEMBERS window, there should be no members. 

• Press INSERT to bring up the list of possible candidates. 

• Select a member with the up/down arrows, then press ENTER. 

• Press INSERT for the next, then ENTER, etc. until all members have been added. In almost all 
cases, you will add all of the disks to the array (all candidates). 

11. Press ESC to continue. 

12. Press ENTER to answer YES to start the re-build process. 

This will happen in the background as long as the system is powered up. You can power down at any 
time and it will start where it left off. You go to the next steps as well without waiting for the re-build to 
complete. (The percentage will not change unless you leave this screen and then come back again). 

13. Press ESC three times to get back to the Main Menu. 

14. Select SYSTEM RESOURCES. 

15. Press INSERT 
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16. Select the RAID 5 array just created. 

17. When asked for Disk number(hex}==> take the default by pressing ENTER to to activate and bring the 
array just created to an ONLINE status. 

For previously used disks you may be asked to confirm the. initialization of a suspected MBR. If so, 
select YES. 

18. Press ESC to return to the SSA Adapter menu. 

19. If you are configuring a disk as a hot spare, then do the following: 

• Select HOT-SPARE RESOURCES. 

The List of Hot-spare Resources should say No resources. 

• Press INSERT. 

• When asked to specify block size, accept the default size. 

• A list of Candidates for Hot-spare will appear. Select a disk from the list. 

• The List of Hot-spare Resources should now show the selected hot spare disk as ONLINE. 

20. Press ESC four times to exit the configurator. 

21. Press ENTER to answer YES to exit. 

This ends the array configuration. You can continue immediately with the rest of the OS/2 installation. 

Rebooting OS/2 and enabling CBIOS 
1. Reboot the machine by pressing CTRL-ALT-DEL (or press the reset switch). Diskette 1 should 

already be in drive A: 

Note: IMPORTANT information follows in the next step! 

2. At this reboot, the SSA CBIOS on the adaptor MAY be DISABLED. It must be ENABLED. Watch the 
screen for that message. When it appears press TAB right away to enable the CBIOS for SSA. 

If you miss this, then you must reboot again to enable the SSA CBIOS. 

3. When you are prompted, remove the first diskette, insert the second diskette and press ENTER. 

4. When you see the OS/2 command prompt [A:\] remove the second diskette and reinsert the first 
diskette. 

Partitioning the DASD with FDISK 
1. Type FDISK and press ENTER. This will start the OS/2 disk partitioning program. The partitions that 

you create will depend on how many SSA drives are installed (three to sixteen). 

At the top of the screen there will be only one physical disk shown (Disk 1) because RAID-5 combines 
all the individual SSA drives into a single array that appears to OS/2 as a single logical drive of 36 to 
255 GB. 

In the body of the screen initially look like this: 

Partition Information 
Name Status Access FS Type MBytes 

None :Pri/Log FreeSpace nnnnnnn 

2. Make sure the FreeSpace line is highlighted. Use the TAB key to move the black bar between the top 
of the screen and the body, and the arrow keys to move the bar. 

3. Press ENTER to get the OPTIONS menu. 
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4. Type c. to Create a partition 

5. For Size of Partition, enter 2000 and press ENTER. 

6. Select Primary partition type. 

7. For Location of Partition, select Create at Start of FreeSpace. A C: partition will be created and the 
rest of the array will be listed as FreeSpace. 

8. Highlight the new FreeSpace line and press ENTER. 

9. Type c to create partition. 

10. Enter 512 for the size of partition and press ENTER. 

11. Select Extended Logical Drive. 

12. For Location of Partition, select Create at Start of FreeSpace. A 0: partition will be created and the 
rest of the array will be listed as FreeSpace. 

13. Highlight the new FreeSpace line and press ENTER 

14. Type c to create partition 

15. Enter 60000 for the size of partition and press ENTER. WARNING do not enter a number greater than 
60000. OS/2 is not able to format a partition greater than 60 GB. You will be dividing the rest of the 
FreeSpace up into multiple partitions, each equal to 60000 or less. 

16. Select Extended Logical Drive for this and the rest of the partitions. 

17. For Location of Partition, select Create at Start of FreeSpace. A E: partition will be created and the 
rest of the array will be listed as FreeSpace. 

18. Repeat steps 13 to 15 for all remaining disk space. The last partition may be smaller than 60000 MB. 

==> Please make a note of the last partition letter! 

The screen may look something like this when you are done: 

Partition Information 
Name Status Access 

Startable C: Primary 
none D: Logical 
none E: Logical 
none F: Logical 

19. Press F3 key twice to save and end. 

You will see the message: 

Drive Letter Changed 
Press Ctrl-Alt-Del 

Installing IOSP Software 

FS Type MBytes 

unformatted 2000 
unformatted 512 
unformatted 60000 
unformatted 32232 

The 10SP Software is made up of the OS/2 operating system, S/390 code and device drivers, and is 
installed on the C: drive. The 0: drive is used for dump collection and swapper space. The C: and 0: 
drives must be formatted before the 10SP code is loaded. 

Note ------------------------------------------------------------------~ 

If this is not an new install (customer configuration data already exists) make sure the configuration 
data has been backed. See "Configuration Save/Restore Steps" on page 231. 
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1. Boot from the OS/2 utility diskettes, see "Booting the OS/2 Utility diskettes" on page 233. 

) Note: Remember to reinsert diskette 1 when the command prompt appears. 

) 

) 

2. Type DIR A: IP C: to determine the current volume label of the C: drive. 

3. Type FORMAT C: 

• When prompted for the current Volume Label, type the volume label determined above. 
• When prompted for the new Volume Label, type 539015 C. 

4. Type FORMAT D: 

• When prompted for the current Volume Label, type 5ADUMP. 
• When prompted for the new Volume Label, type 5ADUMP. 

Note: Only format C: and 0: at this time - no other drives. 

5. Determine what drive letter is aSSigned to the CD-ROM drive. 

It should be one higher in the alphabet than the last partition you FDISKed above. 
Let's say you think it is G:. Type DIR G: to see the files on the System/390 Integrated Server 
Install CD You should see files like BACKUP.001, CONTROL.001, etc. 

6. To install 10SP Software to the C: drive, enter: INSTALL G: (G: is the CD ROM drive letter). 

7. When prompted to insert the "Backup Diskette 1" (that's the CD), just press ENTER. 

This will install the entire 10SP system plus put an OS/2 boot record on drive C:. 

8. You will see a message saying the system has been transferred. Then additional files will be copied 
into the C:\P390 subdirectory. 

This step is completed when the [A:\] OS/2 prompt is displayed. 

9. Remove the diskette and CD disc and reboot the system by pressing CTRL-ALT-DEL (or press the 
reset switch). 

10. After OS/2 starts you will be prompted if this is a New Install or to Restore saved customer 
configuration. 

• If a new install select option 1 and enter customer name and location. 
• If restoring a saved configuration select option 2 and follow instructions on screen. 
• After restoring a configuration, be sure and reboot the system so the restored files are active. 

) Booting OS/2 from SSA and formatting HPFS partitions 
1. When the OS/2 desktop appears, select an OS/2 command window from the LaunchPad (the vertical 

rectangle of icons at the left edge of the screen) by pointing at the lowest icon and clicking once with 
the left mouse button. 

2. Format the E: partition by typing: FORMAT E: Ifs:hpfs. 

3. Repeat for the rest of the partitions up to the last drive letter you noted above. 

You are now ready to load the S/390 Operating System (OS/390, VM/ESA, or VSE/ESA) onto E: 
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ALC.EXE OS/2 Utility 

) Chapter 11. OS/2 Utilities 

) 

) 

) 

) 

The S/390 Integrated Server provides several OS/2 utility programs as part of the software. These are 
located in the \P390 subdirectory. You can use these when you are writing your own device manager or if 
you want to accomplish a task without using one of the System 390 Integrated Server interactive 
interfaces. These utilities are: 

Information on 
OS/2 Utility Use to ... page ... 

ALC.EXE Allocate and initialize files as FBA DASD 239 

AWSCFG.CMD Invoke the P/390 Configurator 240 

AWSEND.CMD Stops the P/390 if it is running 241 

AWSMOUNT.EXE Change the DASD or the tape configuration dynamically 241 

AWSPROF.EXE Record the location of DEVMAP in the OS2.1NI file 242 

AWSSTART.EXE Start P/390 device managers 242 

AWSSTAT.EXE Display or change the status of the I/O subsystem 243 

CKDALC.EXE Allocate files as CKD DASD 244 

DEV2NAME.CMD Create an ASCII file from a DEVMAP file 244 

ICEDEV.EXE Standalone scan of the Parallel or ESCON channels for devices 246 

ICEINIT.CMD Initializes and loads the Parallel or ESCON channel adapters 246 

ICEMAP.EXE Displays the devices claimed by AWSICE and their settings 246 

ICETRACE.CMD Gets an internal Parallel or ESCON trace dump 246 

IPL.CMD Start P/390 1/0 subsystem if it is not running 246 

RDEVMAP.CMD Reconfigure a DEVMAP 247 

SENDLOG.CMD Transmits Logs and Traces to IBM via the internet for problem 248 
analysis 

ALC.EXE OS/2 Utility 

ALC allocates and initializes files for use by the P/390 as FBA DASD. ALC can also display information 
about an existing volume, and it can change a volume label. ALC can be used to allocate files such as 
paging, spooling, or TDISK as part of an installation process, instead of using the interactive process with 
the P/390 Configurator. 

The ability to change a volume label is useful when you are moving volumes between systems or 
reconfiguring a system. It is especially useful when the volume must have a specific name, such as VM 
CP-owned volumes, which may require you to change the CP configuration if the name changed. 

See "CKDALC.EXE OS/2 Utility" on page 244 for a utility to allocate count-key-data DASD files. 

Syntax 

ALC filename /Ssize /Vvolume /Ttype /Z /R /C /Q /ESA 
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AWSCFG.CMD OS/2 Utility 

Required Parameters 

filename Fully qualified OS/2 file name 

/Ssize (decimal) Usable file size in bytes (K, M) or blocks (8) allowed-where K=1024 bytes, 
M=1,048,576 bytes, 8=512 bytes 

Nvolume A DASD volume label (6 characters) 

Optional Parameters 

fTtype Space allocation type (either PERM, TDSK, PAGE, TEMP, PARM, SPOL, DRCT, VSE). 
PERM is the default. For a list of valid allocation types on each mode (370 or ESA), 
enter ALC ? 

/Z (no operands) Write zeroes to file. 

/R (no operands) Read (display) file attributes. 

/C (no operands) Change DASD volume name. 

/Q (no operands) Quiet-no messages displayed. 

/ESA Must be specified when the files will be used with VM/ESA Release 1.2.1 or higher. 
The default is 370. 

Examples 
ALC d:\VMESA\PAGING.302 /vPAGING /s10M /tPAGE /ESA 
ALC d:\VMESA\SYSRES.300 /R 

AWSCFG.CMD OS/2 Utility 

AWSCFG is the program behind the P/390 I/O Configuration icon. It invokes the P/390 Configurator 
(AWSCNF.EXE) after checking parameters and supplying defaults. 

Syntax 

AWSCFG [devmap] [S=0/1/2/3] [L=nn] 
[devmap /NEW] 

Optional Parameters 

devmap 

S 

L=nn 

/NEW 
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If the DEVMAP location is not specified, the current DEVMAP (as kept by AWSPROF) 
is used. If a DEVMAP is specified, it becomes the new current DEVMAP and is used 
the next time the P/390 is IPLed. 

Causes the P/390 Configurator to skip either zero (0), the first (1), or the first two (2) or 
the first (3) frames and go directly to the password, MAIN menu, or UPDATE SYSTEM 
DEVICES menu. Zero is the default. 

Specifies the number of lines in the OS/2 window for the Configurator menus. The 
default and minimum number of lines is 27. The maximum number of lines is 95. For 
larger values, scroll bars appear on the right side of the screen. To avoid this and to 
see all the lines at one time, set a different font size for the OS/2 window. 

A DEVMAP comes with the preconfigured operating system (for example, 
DEVMAp.1VM, DEVMAP.VSE, and DEVMAP.MVS). If you do not have one and need 
to create a DEVMAP, use the /NEW option. This makes a DEVMAP containing a 

() 
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AWSMOUNT.EXE OS/2 Utility 

single 3278 device at address 200. Use the P/390 Configurator to add additional 
devices. 

AWSEND.CMD OS/2 Utility 

AWSEND checks the P/390 1/0 subsystem. If it is running, AWSEND stops it. 

Syntax 

AWSEND [ASK/NOASK/KILL] 

Optional Parameters: AWSEND is used to terminate the operating system being run by the P/390. 
It is called by the END P/390 icon on the P/390 Main Menu. 

ASK 

NOASK 

KILL 

Prompt for confirmation before terminating 

Do not prompt for confirmation before terminating 

Do not try to shutdown the operating system 

AWSMOUNT.EXE OS/2 Utility 

AWSMOUNT supports the AWSOMA, AWSFBA, and AWSTAPE device managers. AWSMOUNT 
changes the P/390 DASD configuration while the P/390 is running. The effect on the P/390 is the same 
as if an operator physically removed one volume and put in a new one. Just as in a mainframe system, 
this change must be coordinated with the operating system. In general, you should vary the device 
address offline before using AWSMOUNT to change the assignment. 

AWSMOUNT can also be used to change a volume address from RIW to RIO (or vice versa). 
AWSMOUNT does not change the actual PC attributes, but it does make the volume appear RIO to the 
P/390. The device manager rejects any write requests. 

) AWSMOUNT can also be used to query the status of a designated device. 

) 

Syntax 

I AWSMOUNT dev_addr file_name [options] 

Required Parameter 

A three-character hexadecimal device address. 

Optional Parameters 

10 

IR 

A fully qualified OS/2 file name (optional). 

Old file is replaced (file name required). 

Make allocated file read-only (file name optional). 
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AWSSTART.EXE OS/2 Utility 

IW 

/0 

/D 

? 

Make allocated file read/write (file name optional). 

Ouery file allocated to dev _addr (file name not used). 

Demount file allocated to dev_addr (file name not used). 

Display help text. 

Additional options for emulated tape devices: 

/REW Rewind - reposition the file to the beginning of the tape. 

/RUN Rewind unload - close and disassociate file from dev_addr. 

/C Create a file, if necessary 

Example 
AWSMOUNT 300 /q 

Device allocated to D:\VMESA\SYSRES.300 (r/w) 

AWSPROF.EXE OS/2 Utility 

AWSPROF records the location of DEVMAP in the OS2.INI file. If you have multiple DEVMAPs, you need 
to issue AWSPROF to deactivate one and activate another. (The AWSCFG.CMD file uses AWSPROF to 
determine the default DEVMAP to edit, and IPL uses it to determine which DEVMAP to use during IPL.) 

Syntax 

AWSPROF drive:\path\devmap.lvm 
[lQ /e] 

Required Parameters 

devmap 

/0 

/C 

? 

The DEVMAP location should be fully qualified with the drive and path included in the 
specification as well as the file name. 

Ouery current profile values 

Clear current profile values 

Display help text 

AWSSTART.EXE OS/2 Utility 

AWSSTART is used to start P/390 device managers. It is called from IPL.CMD. 

Syntax 

AWSSTART manager.EXE NlplT managerparms 

Optional Parameters 

manager The name of the P/390 device manager, for example, AWSTFA, AWS3274 
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AWSSTAT.EXE OS/2 Utility 

N Start with a null session. Most device managers are started with a null session. An 
exception is AWS3215, which starts with a Presentation Manager session. AWSSAO is 
another exception. 

P Start with a Presentation Manager session. 

T Start with a text session. 

managerparms See the online help (*.OOC) for each of the device managers. 

AWSSTAT.EXE OS/2 Utility 

AWSSTAT displays or changes the status of the P/390 liD subsystem. Three of the main uses for 
AWSSTAT are to stop an individual device manager that is malfunctioning, to list the device managers 
that are currently started, or to cancel the whole liD subsystem. 

Syntax 

AWSSTAT manager_name /0 /e /W /Ttimeout /D /L /K 

Optional Parameters 

manager_name Name of the manager to be stopped. 

IQ Query the status of the P/390 

IC Force clear of all "manager waiting" semaphores. 

IW Wait for all managers to initialize (wait forever). 

ITtimeout Wait for all managers to initialize but give up after timeout seconds. 

10 Display managers that are still being initialized. 

IL List all active managers. 

IK Cancel all active managers and the P/390 liD subsystem. This is the same as 
selecting the End P/390 icon. 

Example 
AWSSTAT AWSTFA 

stops the Transparent File Access (TFA) manager. 

Return Codes: Return codes for the query (Q) option are as follows: 

o The P/390 liD subsystem is running. 
1 The P/390 adapter card is not installed or the wrong device driver is installed. 
2 The 7437 is not powered-on. 
3 The P/390 device driver is not in CONFIG.SYS. 
4 The P/390 liD subsystem is not running. 
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DEV2NAME.CMD OS/2 Utility 

CKDALC.EXE OS/2 Utility 

CKDALC allocates and initializes files for use by the P/390 as CKD DASD. CKDALC can also display 
information about an existing volume, and it can change a volume label. CKDALC can be used to allocate 
files such as paging, spooling, or TDISK as part of an installation process, instead of using the interactive 
process with the P/390 Configurator. 

Notice that all CKDALC volumes require an extra step to format and allocate them using the ICKDSF 
facility. 

Syntax 

CKDALC filename /Ssize /Vvolume /Ddevice /Z /R /C /Q 

Required Parameters 

filename Fully qualified OS/2 file name 

Ssize (decimal) File size in cylinders (3380 cylinders=737,280 bytes, 3375 cylinders=430,080 bytes) 

Vvolume A DASD volume label (6 characters) 

Ddevice Device type is 3375 or 3380 (default) 

Optional Parameters 

IZ (no operands) Write zeroes to file. 

IR (no operands) Read (display) file attributes. 

IC (no operands) Change DASD volume name. 

IQ (no operands) Quiet-no messages displayed. 

You can allocate a PAGING volume as a 3380 CKD device. 

Example 

CKDALC d:\VMESA\PAGING.302 /vPAGING /s200 /d3380 

DEV2NAME.CMD OS/2 Utility 

Use DEV2NAME to create an ASCII file from a DEVMAP file suitable for reading or processing by a 
subsequent REXX program. The output file has the same name and path as the input file, but with the 
extension .NME. 

There are many uses for DEV2NAME. For example: 

• To quickly compare two DEVMAPs to look for differences. 

• To write a REXX program to read the DEVMAP.NME, read the 3088 definitions, and automatically 
generate the RSCS and PVM control files. . 

The following is a sample of some of the output of DEV2NAME: 
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DEV2NAME.CMD OS/2 Utility 

:nick.ENVl :ipl.0300 :gmt.0000 :cpuid.001970 :cache.00 :font. 

:nick.ENV2 :node.CRB 

:nick.0100 :dmgr.AWS3880 :dtype.0671 :ctype.3880 :label.USER01 :ro.NO 
:parm.E:\VM\MAINT.191 

:nick.0101 :dmgr.AWS3880 :dtype.3370 :ctype.3880 :label.USER02 :ro.NO 
:parm.E:\VM\OPERATOR.191 

:nick.0440 :dmgr.LAN3088 :dtype.3088 :ctype.3088 
:parm.CHUCK.NET 

:nick.0441 :dmgr.LAN3088 :dtype.3088 :ctype.3088 
:parm.CHUCK.PVM 

Explanation of Tags 

nick 

dmgr 

dtype 

ctype 

label 

RO 

parm 

exclude 

node 

IPL 

gmt 

cpuid 

cache 

font 

loadparm 

sysmode 

xstore 

Syntax 

If the value is a valid hexadecimal string, the entry is a device address. Otherwise, it 
is a special record like ENV1 or EN\{2 that describes some other non-device-specific 
characteristic. 

Device manager type. 

Device type. 

Control unit type. 

Appears only on DASD volumes. This is the label the P/390 Configurator last saw on 
the volume. (It is possible a CP or CMS program, or the ALC utility, was used to 
change the volume label since the DEVMAP file was last saved.) 

Does the P/390 Configurator have the volume marked read-only? 

The parameter/filename field. 

If the value YES appears for the exclude parameter, the record is excluded from 
DEVMAP. That is, if the tag doesn't appear, the record is not excluded. 

The Local Area Network NetlD from DEVMAP. 

The default IPL address from DEVMAP. 

The GMT offset. 

The CPU ID from DEVMAP. 

The cache size. 

The font for 3215 sessions. 

The system IPL PARM 

The P/390 IML mode: 370 or ESA 

Expanded store size 

Chapter 11. OS/2 Utilities 245 



IPL.CMD OS/2 Utility 

DEV2NAME devmap_filespec 

Required Parameters 

devmap_filespec The name of the input DEVMAP file. 

AWSICE OS/2 Utilities 

You can get help on these commands by specifying? after the name of the command at the OS/2 
prompt. 

ICEOEV 

ICEINIT 

ICEMAP 

ICETRACE 

Example 
iceinit ? 

Standalone scan of the channel for devices 

Initializes and loads the ARTIC960 and S/390 Parallel Channel adapters 

Displays the devices claimed by AWSICE and their settings 

Gets an internal S/390 Parallel Channel card trace dump 

IPL.CMD OS/2 Utility 

IPL checks the P/390 I/O subsystem, and if it is not running, starts it. After the channel and devices have 
been initialized, the command IPLs the P/390. The WARM and CKPT options work only in VM/ESA. 

Syntax 

IPL [ipladdr] [CLEARINOCLEARINOIPL] [WARMICKPTINOAUTO] 

[/MAP devmap] [/MODE mode] [/PARM loadparm] 

[/NOCLKGET] [/NOCLKSET] [/NOCLKCLR] 

Optional Parameters: All the options on the IPL command can be specified on the UPDATE 
SYSTEM ENVIRONMENT (F4) menu of the P/390 Configurator. If they are not specified on the IPL 
command, the P/390 Configurator defaul~s prevail, that is, the options contained in the active DEVMAP. 

ipladdr The device address to be IPLed. This is a three- or four-digit hexadecimal address. 

ipltype The type of IPL. 
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CLEAR Clear storage before IPUng. 

NOCLEAR Do not clear storage before IPUng. This is the default. 

NOIPL Start the I/O subsystem, but do not IPL. NOIPL is useful if you want to 
start the channel subsystem and do some testing from the P/390 Manual 
Operations session, or try to recover from a system crash without IPUng 
the operating system. 
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RDEVMAP .CMD OS/2 Utility 

The following options are used to start VM and can be used only with VM/ESA:4 

WARM Only try to warm-start the VM system. 

CKPT Try a warm start, but try a CKPT if warm fails. This is the default. 

Note: For VM/ESA (ESA Feature), WARM and CKPT options are 
identical. 

NOAUTO Do not automatically answer VM questions during IPL. 

IMAP devmap This option issues the AWSPROF command to switch to this DEVMAP before starting 
the P/390 I/O subsystem. This option has no effect if the P/390 I/O subsystem is 
already running. First stop the P/390 I/O subsystem by selecting the END P/390 icon. 
Then issue the IPL command. 

IMODE mode The architectural mode, either 370 or ESA. 

IPARM loadparm The load parameter specifies a 1- to 8-character load parameter. If fewer than eight 
characters are specified, the load parameter is left-justified and padded with blanks. 
The load parameter can be retrieved by the operating system during its IPL sequence. 
Its use is determined by the operating system, such as indicating the nucleus to be 
loaded during the IPL sequence. 

INOCLKGET This parameter stops the OS/2 clock from being read and leaves the S/390 clock as 
UNSET. This parameter is useful for testing year 2000 solutions. 

INOCLKSET This parameter specifies that the S/390 TOD clock is set, it should not write to the 
OS/2. This parameter is useful for testing year 2000 solutions. 

INOCLKCLR This parameter specifies that the S/390 TOD clock will not reset on a CLEAR-RESET. 
This parameter is useful for testing year 2000 solutions. 

Example 

IPL 300 CLEAR /MAP D:\VMESA\DEVMAP.IVM /MODE ESA /PARM 0200 

This command IPLs device 300 (as defined in the specified DEVMAP) in ESA/390 mode and passes the 
IPL console address 0200 to VM. Specifying the /PARM option to VM/ESA causes the VM/ESA Stand 
Alone Loader (SALlPL) screen to be displayed and it allows you to specify which CP nucleus file you want 
to IPL. 

RDEVMAP.CMD OS/2 Utility 

RDEVMAP reconfigures a DEVMAP. It is used during installation of the Starter System, but can also be 
used when reconfiguring a system. Instead of using the P/390 Configurator to change DASD volume 
locations interactively, you can use RDEVMAP to make mass changes to the volumes. 

• For VM/ESA (370 Feature), the operator console must be defined as a 3215 to use these options. If these options are 
specified, they automatically answer NO to the TOO clock question and then answer the WARM, CKPT, FORCE, COLD message 
as either WARM or CKPT. 

• For VM/ESA (ESA Feature), the operator console must be a TCP/IP attached 3270 to use these options. If these options are 
specified, they automatically press ENTER for the TOO clock question and also press ENTER for the WARM, FORCE, COLD 
message (which implies "warm"). If a FORCE start is necessary, then one will be performed unless the NOAUTO option was 
specified. 
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SENDLOG.CMD OS/2 Utility 

Syntax 

RDEVMAP [c:\path\DEVMAP.lvm] [ D=d ] n ] 
[ D=d:\old\ n:\new\ ] 

Optional Parameters 

devmap 

D=d n 

If the DEVMAP location is not specified, the current DEVMAP (as kept by 
AWSPROF) is used. If a DEVMAP is specified, that DEVMAP is modified and made 
the current DEVMAP. The old DEVMAP file is saved as: 

c:\path\devmap.2VM 

Used during installation to globally change the drive letter of all DASD devices and 
DMKRIO.ASM, USER.DIR, and DEVMAP.1VM in DEVMAP. 

Used to change only drive letter d to drive letter n every time it occurs. Use this form 
if you have, for example, added a hard disk and need to change all the 
subdirectories on a given drive. 

D=d:\old\ n:\new\ If two paths are specified, a selective replacement occurs: 

d:\old 

n:\new 

the drive and path to be searched for and changed. 

the drive and path that replaces d: \01 d\ 

SENDLOG.CMD OS/2 Utility 

Use the SENDLOG.CMD utility to collect and transmit logs and traces to IBM via the Internet for problem 
analysis. 

Syntax 

SENDLOG (ICON) 

Optional Parameters 

ICON This parameter is used for the "Send Maintenance Logs to IBM II icon in the P/390 
folder to cause the utility to pause when completed so the messages can be read. 
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Parts Catalog 

~ Chapter 12. Parts Catalog 

FRU Name Option PN FRU PN Sub PN Sub PN 

Logic FRUs 

P390E 256M 11J4299 

PCA Card (ARTIC960) 31L7086 

ECA Card (ARTIC960) 31L7087 

SSA Adapter Card 09L5526 

Differential SCSI Adapter 31L7462 

SBC Card 31L7421 31 L7711 31L7968 

RS422 Adapter 21L3561 31L7703 

Communication Adapter FRUs 

Etherjet PCI Adapter 08L2549 86H2423 08L2550 34L0801 

PCI Token Ring Adapter 34L0601 41H8874 30L6829 31L3521 

WAC ISA Adapter Board (RS232) 33G8469 33G8454 

EIA RS 2320 Conn & Cable 33G8469 33G8455 

WAC ISA Adapter Board (V.35) 33G8470 33G8454 

V.35 Conn & Cable 33G8470 33G8456 

WAC ISA Adapter Board (V.21) 33G8471 33G8454 

EIA X.21 Conn & Cable 33G8471 33G8457 

CCITI V.24/V.28 EIB Accessory 33G8461 33G8455 

CCITI V.35 EIB Accessory 33G8462 33G8456 

CCITI X.21 EIB Accessory 33G8463 33G8457. 

MultiPort Model2 ISA Adapter 33F8791 33F8967 

1 MB Memory for MultiPort Model2 33F8791 53F2662 

Artic Portmaster 8 Port RS-232 cable 33F2610 53F2612 

8 Port RS-232-C EIB for MultiPort Mod2 33F2610 91F7974 

Cable FRUs 

PCA Busrrag 08J5933 

RS422 Cable 21L3794 

UPIC Cable 21L3558 

UPIC Cable 21L3559 

SBC/BIDI (Floppy) 31L7662 

SBC/BIDI (SCSI) 31L7663 

SSA 1.4 meter 21L3797 

SSA.2 meter 31 L7092 

2.98 Signal 31L7665 

DCA to IBF 21L3870 

Video Extender Cable 33G9688 
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FRU Name 

Keyboard 

Mouse 

Monitor 6557-43N 19' 

Monitor 6557 -43S 19' 

Monitor 6557-43N 21' 

Monitor 6557-43S 21' 

Torque Tool 

Parallel Wrap Block for cable 

Parallel Wrap Block for card 

Code Group 

Clean 4mm OAT Cart. 

Parallel Terminator 

Parallel Terminator 

Token Ring D-shell connector wrap 

Ethernet RJ45 wrap plug 

Token-Ring RJ45 wrap plug 
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FRU PN 

01K1260 

12J3615 

60H9963 

60H9965 

60H9967 

60H9969 

6422789 

5547283 

6473024 

31L7659 

21F8763 

2282675 

2282676 

6165899 

00G2380 

08J5792 

Sub PN Sub PN 
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12J3617 

31L7980 () 
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Parts Catalog 

Assembly 1: Covers 
Assembly view, front and side 

4 
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Parts Catalog 

Asm- Part 
Index Number Units Description 

1- 1 Covers 
-1 31L7642 1 • OAT Decorative Cover Plate 

Use 1624764, screw 
-2 21L3847 1 • CORaM Decorative Cover Plate 

Use 1624764, screw 
-3 11J4643 1 • Label Blank (TYPE/MODEL AND SIN) 
-4 31L7693 1 • Frame Assembly 
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Assembly 2: Cage Assembly 
Cage Assembly , Front and side 
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Parts Catalog 

Asm- Part 
Index Number Units Description 

2-1 60H1108 1 Midplane Board Assembly 
Use 4236316, (4) screws 
Use 1622347, (4) lock washers 

-2 31L7463 1 Label Set Reference 
-3 31L7638 1 Plate 

Use 1624764, (5) screws 
-4 31L7463 1 Label Set Reference 
-5 31L7632 1 Hazardous Energy Label 
-6 21L3843 1 Information Plate 
-7 31L7463 1 Label Set 
-8 31L7463 1 Label Set Reference 
-9 31L7640 1 Cage Assembly 

Use 5462882, (12) screws 
-10 44H2792 2 Battery 
-11 31L7702 1 BCIO (Taiwan only) Label 
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Assembly 3: I/O Assembly 
Assembly view, side and front 
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Parts Catalog 

Asm- Part 
Index Number Units Description 

3-1 31L7723 1 SSA Extender Card 
-2 47H0216 1 Dummy Extender Cover 

Use 1624764, (2) screws 
-3 21L3816 1 Cable 
-4 31L7709 1 EPa Card 
-5 31L7643 1 Floppy Drive Assembly 
-6 31L7625 1 Switch Bezel Assembly 

Use 1624764, (2) screws 
-7 21L3515 1 CORaM Dummy Cover 
-8 21L3498 1 CORaM Assembly 

Use 1624764, (2) screws 
-9 21L3502 1 OAT Assembly 
-10 21L3856 1 HOD Jumper ASMPASS 
-11 21L3335 1 18.2GB SSA HOD 
-12 11J3570 1 HOD Dummy Cover 

Use 1624764, (2) screws 

() 
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Assembly 4: PCI Cage Assembly 
Assembly view, side and rear 
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Parts Catalog 

Asm- Part 
Index Number Units Description 

4-1 31L7632 2 Hazardous Energy Label 
The 02G7521 Laser Label is part of this Label 

-2 31L7641 2 Label Set Reference 
(AMD 0 LEFT), (AMD 1 RIGHT) 

-3 21L3781 17 1-16 Filler Reference 
92F1294 (1-16 screw reference) 

-4 21L3783 17 0-31 ISA Filler Reference 
92F1294 (0-31 screw reference) 

-5 31L7991 1 I/O Cage Assembly 

() 

() 
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Assembly 5: Power Assemblies 
Assembly view t side and rear 
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Parts Catalog 

Asm- Part 
Index Number Units Description 

5-1 21L3790 2 Keying Plate 
Use 21 F9002, (4) screws 

-2 31L7637 1 PMI Airflow Bracket 
Use 1624764, (2) screws 

-3 31L7030 2 MSA (Blower) 
-4 31L7627 2 MDA 
-5 31L7661 2 OCA 

) 
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Overview 

Chapter 13. Overview 

Description 

"""".,...----- ......... '" ....... 
" " S/390 Microprocessor 

II Complex (P/390) \ 
I \ 
I • P/390 LlC \ 
I \ 
, • S/390 Operating System , 
\ S/390 Applications I 
\ I 
\ (Memory: 256MB) I 
\ I 

."".,. ....... -----........ / ,# ....... / 
)< I/O and Service , 

/ Processor (IOSP) , 
I ' 

I • OS/2 \ 
I eNetwork Personal \ 
I Communications \ 
I • OS/2 Device Drivers I 
\ • P/390 I/O Subsystem / 
\ Communications Buffer I 
\ Shared Memory Windows I 

" (Memory: 128 MB) / 
" / " /' 

....... _---_ ...... '" 
Figure 53. S/390 Integrated Server 

The System 390 Integrated Server is a S/390 processor capable of taking advantage of the full range of 
the ESA architecture. It is capable of attaching to ESCON or Parallel S/390 devices natively through 
adapters or it can emulate S/390 devices including DASD, tape, communication and display controllers. 

The IBM S/390 Integrated Server includes the P/390 adapter (generally referred to in this document as the 
P/390) which provides a CMOS processor and 256MB of S/390 memory which provides S/390 
functionality. All supported OS/390, VM, and VSE operating systems as well as S/390 applications run on 
the IBM S/390 Integrated Server. The IBM S/390 Integrated Server makes use of an I/O and Service 
Processor providing an environment for running device managers and emulating S/390 I/O. 

The System 390 Integrated Server is a made up of two key processing components. An Enhanced S/390 
Microprocessor (P/390 complex) provides the S/390 ESA instruction set and runs the VM/ESA, VSE/ESA, 
and OS/390 operating systems unmodified. Most S/390 applications run unmodified on the System 390 
Integrated Server. The second component is an I/O and Service Processor (IOSP) utilizing a 
high-performance Pentium "processor. This 10SP provides an execution environment for the programs 
which provide the S/390 I/O emulation. 
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Hardware 

Here are some of the highlights of the System 390 Integrated Server: 

• Enhanced S/390 Microprocessor (P/390) 

- Enhanced S/390 Microprocessor with 256MB ECC standard S/390 memory 

- Can use 10SP memory to emulate S/390 expanded storage. 

• SBC with an on board high performance Intel Pentium II processor -L 1 cache is 32KB and L2 cache 
is 512KB, memory of 128MB. 

• Internal Serial Storage Architecture (SSA) RAID-5 DASD controller 

• Sixteen hot-swap DASD bays 

• Fifteen available expansion slots: Twelve Peripheral Component Interconnect (PCI) I/O slots and three 
Industry Standard (ISA) slots 

• AGP On Board Video with 2MB memory 

• Integrated 10/1 OOMbps PCI Ethernet controller 

• Two high-speed serial ports and one parallel port 

• Enhanced 101-keyboard 

• IBM PS/2™ mouse 

• 1.44MB diskette drive 

• CD-ROM drive 

• 4mm ODS/3 digital audio tape (OAT). 

• Flexible disk configuration 

• N+ 1 Power Redundancy 

Software 

All currently marketed VM/ESA, VSE/ESA, and OS/390 operating systems and their associated S/390 
products are available for the System 390 Integrated Server. 

For all System/390 software orders, the distribution is on currently supported media, including the 4mm 
OAT tape media (digital audio tape) cartridge for most current products. (Base VM/ESA is available today 
on OMA CD-ROM media.) 

As part of the S/390 software order, the customer can request the appropriate preconfigured CD-ROM. 
The preconfigured CD-ROMs contain S/390 system images that provide a "load and go" system. Included 
on the CD-ROMs are I/O device maps to help the customer get started and a set of unique tools to take 
advantage of the dual operating system environment. The preconfigured CD-ROM consists of the base 
operating system and one or more utility programs. 

Internet access will be required for service and support, therefore an additional LAN adapter card or 
modem will be necessary. The internet connection itself can be provided by an Internet Service Provider 
(ISP). 
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Overview 

Top View Locations 
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Figure 54. Top locations of the System 390 Integrated Server 
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Front View 

Figure 55. Front View of the System 390 Integrated Server 
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Overview 

Front View Locations 
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Rear View 

I I 
1 0 ( )@I 

0 0 . . . . . ,......, 

~ ,.---- 01 I c=:J 0 0 0 0
0 

0 01 I c=:J 
0 0 01 c=:J 

n I c=:J 

H 
HI C::=J 
HI c=:J 

0 0 HI c=:J 

OCA 1 I~ ~ o I c=:J 

~ 
=: I H 

01 c=:J 
r-- '0 "0 01 c=:J 

~ .. ~ ~ 
01 c=:J 
01 I c=:J 
01 I c=:J 

OCA2 - ;tJ it 01 I c=:J 
01 I c=:J 

l:ij ~ I H 
n I I c=:J 
01 I c=:J 

• ::E . - o I I c=:J 

I i n I I c=:J 
01 I c=:J 0 

H 
n I I c=:J 

-
Q_~ ~-J 0

0 
0 O( )@ . . . 

. 
AMDI 

'I;; ~= 0 

:~D~~ 
0 

? 0 0 -- ~ 0 ~ I-- ~ 
p md~ 

0 
'---~ ;: 0 - 'l 0 

e e A e 
o I I o I . 
{] (J 
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Rear View Locations 
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Side View 
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