




























































































































































































































































1. Position the Power switch on. 
2. U sing a meter lead, connect the pin of the failing 

light to the System Ground point. 

Note: Leave J3 connected to the Function board. Be 
careful when probing the connector not to probe the 
wrong pins. The connector locations do not match the 
actual appearance on the Front Panel. 

J3 Connector 
ISWll 

Pin Signal o 

12 Ground 

6 Paper 
5 Wheel 
4 Ribbon 
3 Online 
2 Ready 

DID THE FAILING LIGHT TURN ON? 

YES Replace the Function board. 

NO Replace the Front Panel. 

3-2000-2 



Options PIC 

Entry conditions: This PIC isolates failures in any 
optional paper handling feature that is installed. The 
Paper light should turn on only when an optional 
feature is installed and that optional feature is out of 
paper. 

If the Paper light turns on without an optional feature 
installed, refer to the "Light PIC" on page 3-2000-1. 

IS THE OPTIONAL PAPER HANDLER AN IBM 
PRINTER SHEETFEED? 

YES Go to the Sheetfeed Entry PIC, in the 
Sheetfeed HM&S, Form Number SY20-8580 
(Item 6373116). 

NO 

3-2100-1 



1. Position the Power switch off. 
2. Make sure the paper is properly loaded in the 

Pinwheel Forms Feeder. 
3. Press and hold the Paper Down button and 

position the Power switch on. The Printer 
Diagnostic Test is now running. 

o Ready 0 Online 0 Ribbon 0 Wheel fi Paper 

IS THE PAPER LIGHT ON WITH PAPER IN THE 
PINWHEEL FORMS FEEDER? 

YES Go to page 3-2100-6. 

NO 

3-2100-2 



Remove the paper from the Pinwheel Forms Feeder. 

o Ready 0 Online 0 Ribbon 0 Wheel 0 Paper 

IS THE PAPER LIGHT ON WITH NO PAPER IN 
THE PINWHEEL FORMS FEEDER? 

NO Go to 3-2100-5. 

YES 

3-2100-3 



1. Disconnect the Pinwheel cable. 
2. Check for continuity in the Pinwheel cable between 

pins 1 (GND) and 3 (ID*). 

Pin 14 

IS THERE CONTINUITY BETWEEN PINS 1 AND 
3? 

NO Replace the Pinwheel Forms Feeder. 

YES The Pinwheel Forms Feeder is working 
properly. Disconnect the Pinwheel Forms 
Feeder and go to the "Printer Entry PIC" on 
page 3-1000-1 to isolate any other failures. 

3-2100-4 



1. Make sure the Paper Sense Bail is all the way 
down and has no mechanical binds. 

2. Disconnect the Pinwheel cable. 
3. With no paper in the printer, check the continuity 

of the End-Of-Paper switch between pins 1 (GND) 
and 14 (EOFS*) of the Pinwheel Forms Feeder 
cable. 

Pin 14 

IS THERE CONTINUITY BETWEEN PINS 1 AND 
14 WITH NO PAPER IN THE PINWHEEL FORMS 
FEEDER? 

NO Replace the Pinwheel Forms Feeder. 

YES Go to the "Light PIC" on page 3-2000-1. 

3-2100-5 



1. Make sure the paper is properly loaded in the 
Pinwheel Forms Feeder. 

2. Disconnect the Pinwheel cable. 
3. Check for continuity in the Pinwheel cable between 

pins 1 (GND) and 14 (EOFS*). 

Pin 14 

IS THERE CONTINUITY BETWEEN PINS 1 AND 
14 WITH PAPER IN THE PINWHEEL FORMS 
FEEDER? 

NO Replace the Function Board. 

YES Replace the Pinwheel Forms Feeder. 

3-2100-6 



Paper Feed.Entry PIC 

1. Position the Power switch off. 
2. Remove any optional paper handling feature that is 

installed on the printer. 
3. Observe the Platen while running the Power-On 

Self Test. The Platen should rotate up and down a 
small amount. 

DID THE PLATEN MOVE AT ALL DURING THE 
POWER-ON SELF TEST? 

NO Go to page 3-2200-3. 

YES 

3-2200-1 



Pull the Paper Bail to the load position to activate the 
SAPI switch. 

Motor Shaft 

DOES THE PAPERFEED MOTOR SHAFT 
ATTEMPT TO ROTATE? 

NO Go to the "Semi-Automatic Paper Insertion 
(SAPI) PIC" on page 3-3100-1. 

YES 

3-2200-2 



1. Check the operation of the Paper Release lever. 
2. Inspect the Paper Release lever and cam for wear 

or damage. 

IS THE PAPER RELEASE LEVER OR CAM 
WORN OR DAMAGED? 

YES Replace the Paper Release lever and Cam. 

NO 

3-2200-3 



1. Press down on both ends of the platen. There 
should be no looseness in the bearings, and the 
platen should be securely latched in place. 

2. Push the Paper Feed Motor to the rear to 
disengage it from the gear train. 

3. Turn the Platen by hand to check for binds. 
4. Remove the Platen from the printer. 
5. Inspect the plastic latches at both ends for cracks, 

breaks, or other damage. The latches should rotate 
freely on the shaft. 

6. Inspect the Deflector; clean if necessary. 
7. Check the Deflector adjustment. 
8. Check the Feedroll assemblies for cracks or binds. 
9. Clean the Feedrolls. 

ARE ANY PARTS DAMAGED, BINDING, OR OUT 
OF ADJUSTMENT? 

YES Adjust, lubricate, or install new parts as 
needed. 

NO 

3-2200-4 



1. Inspect the Paperfeed Gears for wear. 
2. Rotate the Paperfeed Motor by hand. 

Paper Feed Gears 

DOES THE PAPERFEED MOTOR ROTATE 
FREELY? 

NO Replace the Paperfeed Motor. 

YES 

3-2200-5 



Make sure the Paper Feed Motor tension spring is 
attached correctly and is not damaged. 

Tension Spring 

IS THE PAPERFEED MOTOR TENSION SPRING 
PROPERLY INSTALLED AND IN GOOD 
CONDITION? 

NO Replace the Paperfeed Motor tension spring. 

YES 

3-2200-6 



1. Position the Power switch on. 
2. Pull the Paper Bail to the load position. 

DOES THE PAPERFEED MOTOR SHAFT 
ROTATE WITHOUT MAKING ANY NOISE? 

NO Go to the "Paper Feed Electrical PIC" on 
page 3-2300-1. 

YES 

3-2200-7 



The printer paper feed is now operational. 

IS THE OPTIONAL PAPER HANDLING DEVICE 
AN IBM SHEETFEED? 

YES Go to the Sheetfeed Entry PIC, in the 
Sheetfeed HM&S, Form Number SY20-8580 
(Item 6373116). 

Note: A defective Function Board may cause an 
apparent sheetfeed failure. If you have completed the 
Sheetfeed Option PICs, and the Sheetfeed is still 
inoperative, replace the Function board. 

NO Replace the Pinwheel Forms Feeder. 

3-2200-8 



Paper Feed Electrical PIC 

1. Position the Power switch off. 
2. Disconnect J3P from the Printer board. 
3. Set the meter on the Xl resistance scale. 
4. Carefully zero the meter. 
5. Make the following resistance checks at the J3P 

plug on the cable: 

Meter Connections Reading 
J3P-1 (ID) to J3P-5 (IBD) 5 to 10 ohms 

J3P-2 (IB) to J3P-5 (IBD) 5 to 10 ohms 

J3P-3 (IC) to J3P-6 (lAC) 5 to 10 ohms 

J3P-4 (IA) to J3P-6 (lAC) 5 to 10 ohms 

t:::J • ID t:::J 0 IB 0 
Ie 0 
IA t:::J 0 
lBD t:::J 0 
IAe t:::J 0 

t:::J • 
J3P 

WERE ALL THE MEASUREMENTS CORRECT? 

NO Replace the Paperfeed Motor. 

YES 

3-2300-1 



Make the following resistance checks: 

Meter Connections Reading 
J3P-l (ID) to motor housing Infinity 

J3P-2 (IB) to motor housing Infinity 

J3P-3 (IC) to motor housing Infinity 

J3P-4 (IA) to motor housing Infinity 

WERE ALL THE MEASUREMENTS CORRECT? 

NO Replace the Paperfeed Motor and the Printer 
board. 

YES 

3-2300-2 



1. Position the Power switch off. 
2. Disconnect J6P from the Printer board. 
3. Position the Power switch on. 
4. Measure the voltages at the J6P plug on the cable 

as indicated in the chart below. 

J6P Signal Voltage 

2 GND -

3 -5 -4.6 to -5.6 V dc 

7 GND -

8 +34 +34 to +46 V dc 

CJ 
VR CJ 0 GN CJ 0 -5 CJ 0 GN CJ 0 +5 CJ 0 +15 CJ 0 GND CJ 0 
+34 CJ 0 

CJ 

J6P 

ARE THE VOLTAGES CORRECT? 

YES Replace the Printer board. 

NO Replace the Power Supply board. 

3-2300-3 



3-2300-4 



Print Hammer Entry PIC 

1. Position the Power switch off. 
2. Move the Print Hammer toward the platen and 

back to rest. It should move freely with no binds. 
3. Examine the solenoid plunger: 

a. While holding the hammer back against its 
backstop, spin the solenoid plunger 
counterclockwise 8 turns. This should not 
loosen the mounting stud. 

b. Observe the solenoid while you move the 
hammer toward the platen and back to rest. 
The solenoid should move in and out, following 
the hammer action. 

4. Examine the plastic tip on the end of the solenoid 
plunger: 
a. Hold the Selection Plate away from the platen. 
b. Push the hammer toward the platen. 
c. Rotate the plunger and examine the plastic tip. 

It should not be cracked, broken, or missing. 

Plastic Tip 

DID YOU FIND A PROBLEM? 

YES Replace the Selection Plate assembly. 

NO 

3-2400-1 



Examine the Hammer Damper. It should not be torn, 
damaged, or missing. 

IS THE HAMMER DAMPER DEFECTIVE? 

YES Replace the Hammer Damper. 

NO 

3-2400-2 



Examine the Print Hammer: 

1. Make sure that the hammer tip is not loose, bent, 
or damaged. 

2. Make sure that the hammer is spring-loaded 
against the hammer backstop button. 

3. Make sure that the hammer backstop button is not 
nicked, worn, loose, or damaged. 

Hammer Tip 

(Rear View) 

Hammer 
Backstop 
Button 

DID YOU FIND A PROBLEM WITH THE PRINT 
HAMMER? 

YES Replace the Selection Plate assembly. 

NO Go to the "Print Hammer Electrical PIC" on 
page 3-2500-1. 

3-2400-3 



3-2400-4 



Print Hammer Electrical PIC 

1. Position the Power switch off. 
2. Disconnect J4P from the Printer board. 
3. Set the meter on the Xl scale. 
4. Carefully zero the meter. 
5. Measure the resistance of the Print Hammer as 

indicated in the chart. 

Meter Connections Reading 
J4P-1 (HMR1) to solenoid housing Infinity 

1 HMR1 
2 HMR2 
3 SA' 
4 SC 
5 SB' 
6 SA 
7 SC' 
8 SB 
9 LEDG 

10 LEDA 
11 FGND 

J4P 

12 LARE 
13 LCBR 
14 LBBL 
15 LDYE 
16 FARE 
17 FCBR 
18 FBBL 
19 FDYE 
20 SENG 
21 SENS 
22 SE+5 

IS THE MEASUREMENT CORRECT? 

NO Replace the Printer board and the Selection 
Plate assembly. 

YES 

3-2500-1 



Measure the resistance of the Print Hammer as 
indicated in the chart. 

Meter Connections 
J4P-l (HMR1) to J4P-2 (HMR2) 

1 HMR1 
2 HMR2 
3 SA+ 
4 SC 
5 SB+ 
6 SA 
7 SC+ 
8 SB 
9 LEDG 

10 LEDA 
11 FGND 

J4P 

12 LARE 
13 LCBR 
14 LBBL 
15 LDYE 
16 FARE 
17 FCBR 
18 FBBL 
19 FDYE 
20 SENG 
21 SENS 
22 SE+5 

Reading 
2 to 4 ohms 

IS THE MEASUREMENT CORRECT? 

NO Go to 3-2500-4. 

YES 

3-2500-2 



1. Position the Power switch off. 
2. Disconnect J6P from the Printer board. 
3. Position the Power switch on. 
4. Measure the voltages at the J6P plug on the cable 

as indicated in the chart below. 

J6P Signal Voltage 

2 GND -

3 -5 -4.6 to -5.6 V dc 

7 GND -

8 +34 + 34 to + 46 V dc 

t:::J 
VR t:::J 0 GN t:::J 0 -5 t:::J 0 GN t:::J 0 1-5 t:::J 0 1-15 t:::J 0 
GND t:::J 0 
+34 t:::J 0 

t:::J 

J6P 

ARE THE VOLTAGES CORRECT? 

YES Replace the Printer board. 

NO Replace the Power Supply board. 

3-2500-3 



1. Disconnect the Carrier cable from the Print 
Hammer Solenoid. 

2. Check for continuity in lines J4P-l (HMRl) and 
J4P-2 (HMR2) in the Carrier cable. 

r-----------J~ FGND 

HOMING LED 

SELECT] ON MOTOR D 6SB 
'5 sc· 
'+ SA 
3 SB+ o 2 SC o 1 SA. 

HAMMER SOLENOID 

1 HMRl DO 12 LARE 
2 HMR2 DO 13 LCBR 
3 SA+ DO 14 LBBL 
4 SC DO 15 LDYE 
5 SB+ DO 16 FARE 
6 SA DO 17 FCBR 
7 SC+ DO 18 FBBL 
8 SB DO 19 FDYE 
9 LEDG DO 20 SENG 

10 LEDA DO 21 SENS 
11 FGND DO 22 SE+5 

J4P 

2 HMR2 
1 HMRI 

IS THERE CONTINUITY IN THE CABLE? 

YES Replace the Selection Plate assembly. 

NO Replace the Carrier cable. 

3-2500-4 



Print Quality PIC 

Make sure the Platen is locked in place by pressing 
firmly on both ends of the Platen. 

IS THE LINE SPACING ERRATIC OR 
INCORRECT? 

YES Go to the "Paper Feed Entry PIC" on 
page 3-2200-1. 

NO 

3-2600-1 



1. Position the Power switch off. 
2. Inspect the Platen for contamination; clean as 

necessary. 
3. Inspect the Platen for wear; replace if necessary. 
4. Check the Cardholder adjustment to ensure it does 

not interfere with the printwheel or ribbon. See 
page 5-1. 

5. Check the Ribbon Plate adjustment. See page 5-4. 
6. Position the Power switch on. 
7. Insert a piece of paper in the printer lengthwise, 

left edge aligned with the zero mark on the Paper 
Table. 

S. Run the Printer Self Test. See page 2-6. 
a. Position the Power switch off. 
b. Press and hold the Stop button and position the 

Power switch on. The printer prints the 
following: 

0000000000 01279855 
anrmcsdhlfk,V-GUFBZHP) RLSNCTDEIAJO (M.Y,/W9K 
nrmcsdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3 
rmcsdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X 
mcsdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3Xl 
csdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X12 
sdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X120 
dhlfk,V-GUFBZHP) RLSNCTDEIAJO (M.Y,/W9K3X1205 
hlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X12054 
Ifk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X120546 
fk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X1205468 
k,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X12054687 

Note: The actual characters printed are 
determined by the typestyle of the printwheel 
installed in the printer. 

9. To stop the test, position the Power switch off. 

IS THE PRINT QUALITY PROBLEM 
CORRECTED? 

YES Go to the "Functional Check PIC" on 
page 3-1100-1. 

NO 

3-2600-2 



DO YOU HAVE A KNOWN GOOD PRINTWHEEL 
CARTRIDGE TO TRY? 

YES Go to 3-2600-5. 

NO 

3-2600-3 



1. Position the Power switch off. 
2. Remove the Printwheel Cartridge and check the 

following: 
• The correct holes are open. See page 7-4 for 

printwheel identification. 
• There are no broken or damaged petals. 
• The printwheel is free of binds. (To check for 

binds, push the printwheel toward the rear of 
the cartridge and rotate it.) 

Home Character ~ 

Homing Hole 
Impression Holes 

IS THE PRINTWHEEL CARTRIDGE GOOD? 

NO Have the customer purchase a new Printwheel 
Cartridge. 

YES Go to 3-2600-6 

3-2600-4 



1. Position the Power switch off. 
2. Remove the old Printwheel Cartridge. 
3. Install the known good Printwheel Cartridge. 
4. Run the Printer Self Test. 

IS THE PRINT QUALITY PROBLEM STILL 
THERE? 

NO Have the customer purchase a new Printwheel 
Cartridge. 

YES 

3-2600-5 



Compare the symptom to the following chart: 

Symptom Action 
Wrong characters, divided Go to the "Selection 
characters, or hammer Entry PIC" on 
marks page 3-2900-1. 

No print: 
. .. 

Go to the "Ribbon ImpreSSIOn ~s on 
the paper. Entry PIC" on 

page 3-2700-1. 

No print: 
. .. 

Go to the "Print ImpreSSIOn ~s 
not on the paper. Hammer Entry PIC" 

on page 3-2400-1. 

DID YOU GET ONE OF THESE SYMPTOMS? 

YES Perform the required action. 

NO 

3-2600-6 



1. Position the Power switch off. 
2. Check the Selection Plate return springs. 

Selection Plate 
Return Springs 

ARE THE SPRINGS BENT, STRETCHED, OR 
MISSING? 

YES Install new Selection Plate return springs. 

NO 

3-2600-7 



1. Position the Power switch on. 
2. Insert a piece of paper in the printer lengthwise, 

left edge aligned with the zero mark on the Paper 
Table. 

3. Run the Printer Self Test. See page 2-6. 
a. Position the Power switch off. 
b. Press and hold the Stop button and position the 

Power switch on. The printer prints the 
following: 

0000000000 01279855 
anrmcsdhlfk,V-GUFBZHP) RLSNCTDEIAJO (M.Y,/W9K 
nrmcsdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3 
rmcsdhlfk,V-GUFBZHP) RLSNCTDEIAJO (M.Y,/W9K3X 
mcsdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X1 
csdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X12 
sdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X120 
dhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X1205 
hlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X12054 
lfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X120546 
fk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X1205468 

Note: The actual characters printed are 
determined by the typestyle of the printwheel 
installed in the printer. 

4. To stop the test, position the Power switch off. 

ARE THE CHARACTERS CROWDED OR 
OVERLAPPING? 

YES Go to the "Transport Entry PIC" on 
page 3-3300-1. 

NO 

3-2600-8 



1. Position the Power switch off. 
2. Check the Even Top and Bottom printing 

adjustment. See page 5-3. 
3. Run the Printer Self Test. 

IS THE PRINT QUALITY PROBLEM 
CORRECTED? 

YES Go to the "Functional Check PIC" on 
page 3-1100-1. 

NO 

3-2600-9 



Run the Printer Self Test and observe the Ribbon 
Cartridge thumbwheel. 

Note: The thumbwheel motion can more easily be 
observed if the top of the thumbwheel is marked with a 
pen. 

Thumbwheel 

DID THE THUMBWHEEL ROTATE SMOOTHLY? 

NO Go to the "Ribbon Entry PIC" on page 3-2700-1. 

YES 

3-2600-10 



Run the Printer Self Test. 

ARE THE CHARACTERS LIGHT, OR DO THEY 
HAVE VOIDS? 

YES Go to the "Print Hammer Entry PIC" on 
page 3-2400-1. 

NO Go to the "Functional Check PIC" on 
page 3-1100-1. 

3-2600-11 



3-2600-12 



Ribbon Entry PIC 

1. Remove and inspect the Ribbon Cartridge. 
2. Advance the ribbon by hand. The ribbon should 

advance easily. 
3. Inspect the ribbon. 

• There should be no wrinkles, scratches, voids, 
or folds in the ribbon as it feeds from the supply 
side of the cartridge. 

• Except for the voids and dents caused by the 
printing process, the ribbon should be free of 
wrinkles and folds as it passes from the impact 
area into the take-up side of the ribbon. 

DID YOU FIND A PROBLEM? 

YES Have the customer purchase a new ribbon 
cartridge. 

NO 

3-2700-1 



Check the Ribbon Plate adjustment. See page 5-4. 

IS THE RIBBON PLATE IN ADJUSTMENT? 

NO Adjust the Ribbon Plate. 

YES 

3-2700-2 



Inspect the driver tooth in the bottom of the 
thumbwheel on the ribbon cartridge. 

Driver Tooth 

IS THE DRIVER TOOTH DAMAGED? 

YES Have the customer purchase a new ribbon 
cartridge. 

NO 

3-2700-3 



Inspect the ribbon cartridge latch. 

IS THE LATCH LOOSE, BROKEN, OR WORN? 

YES Replace the latch. 

NO 

3-2700-4 



Check the ribbon drive train: 

• There should be no binds in the gears, no loose or 
broken gears. 

• The motor should not be loose. 
• The back check mechanism should not be worn, 

loose, or broken. 

ARE ANY PARTS WORN, BROKEN, LOOSE, OR 
BINDING? 

YES Replace the Ribbon Plate. 

NO Go to the "Ribbon Electrical PIC" on 
page 3-2800-1. 

3-2700-5 



3-2700-6 



Ribbon Electrical PIC 

1. Position the Power switch on. 
2. Insert a piece of paper into the printer lengthwise 

in the printer, left edge aligned with the zero mark 
on the Paper Table. 

3. Position the Power switch off. 
4. Press and hold the Stop button and position the 

Power switch on. The Printer Self Test runs. 
5. Position the Power switch off. 

DID THE RIBBON FEED CORRECTLY? 

YES Go to the "Functional Check PIC" on 
page 3-1100-1. 

NO 

3-2800-1 



1. Position the Power switch off. 
2. Disconnect J4P from the Printer board. 
3. Set the meter on the Xl scale. 
4. Carefully zero the meter. 
5. Measure the resistance of the ribbon feed motor 

between the points indicated in the chart. 

Meter Connections Reading 
J4P-16 (FARE) to motor housing Infinity 
J4P-17 (FCBR) to motor housing Infinity 
J4P-18 (FBBL) to motor housing Infinity 
J4P-19 (FDYE) to motor housing Infinity 

Ribbon Feed Motor 
1 HMR1 
2 HMR2 
3 SA+ 
4 SC 
5 SB+ 
6 SA 
7 SC+ 
8 SB 
9 LEDG 

10 LEDA 
11 FGND 

J4P 

ARE THE MEASUREMENTS CORRECT? 

12 LARE 
13 LCBR 
14 LBBL 
15 LDYE 
16 FARE 
17 FCBR 
18 FBBL 
19 FDYE 
20 SENG 
21 SENS 
22 SE+5 

NO Replace the Printer board and the Ribbon Plate 
assembly. 

YES 

3-2800-2 



Measure the resistance of the Ribbon Feed Motor 
between the points indicated in the chart. 

Meter Connections Reading 
J4P-16 (FARE) to test connector 16 to 18 ohms 
J4P-17 (FCBR) to test connector 16 to 18 ohms 
J4P-18 (FBBL) to test connector 16 to 18 ohms 
J4P-19 (FDYE) to test connector 16 to 18 ohms 

Test Connector 

Ribbon Feed Motor 

ARE THE MEASUREMENTS CORRECT? 

NO Go to 3-2800-5. 

YES 

3-2800-3 



1. Position the Power switch off. 
2. Disconnect J6P from the Printer board. 
3. Position the Power switch on. 
4. Measure the voltages at the J6P plug on the cable 

as indicated in the chart below. 

J6P Signal Voltage 
2 GND -

3 -5 -4.6 to -5.6 V dc 

7 GND -

8 +34 +34 to +46 V dc 

CJ 
VR CJ 0 GN CJ 0 -5 CJ 0 GN CJ 0 +5 CJ 0 +15 CJ 0 
GND CJ 0 +34 CJ 0 

CJ 

J6P 

ARE THE VOLTAGES CORRECT? 

YES Replace the Printer board. 

NO Replace the Power Supply board. 

3-2800-4 



1. Disconnect the Ribbon Feed Motor from the 
Carrier cable. 

2. Check the continuity of the ribbon feed lines in the 
Carrier cable. 

3 SE+5 
2 SENS 

~----_./ I SENG 

1 HMR1 DO 12 lARE 
2 HMR2 DO 13 lCBR 
3 SA+ DO 14 lBBl 
4 SC DO 15 lDYE 
5 SB+ DO 16 FARE 
6 SA DO 17 FCBR 
7 SC+ DO 18 FBBl 
8 SB DO 19 FDYE 
9 lEDG DO 20 SENG 

10 lEDA DO 21 SENS 
11 FGND DO 22 SE+5 

J4P 

HOMING 
SENSOR 

RIBBON 
FEED 

IS THERE CONTINUITY IN THE CABLE? 

NO Replace the Carrier Cable. 

YES Replace the Ribbon Plate assembly. 

3-2800-5 



3-2800-6 



Selection Entry PIC 

1. Position the Power switch off. 
2. With the printwheel in place, spin the Selection 

Motor shaft. 

Selection 
Motor Shaft 

DOES THE SELECTION MOTOR SPIN FREELY 
AND QUIETLY? 

YES Go to 3-2900-3. 

NO 

3-2900-1 



1. Remove the Printwheel Cartridge from the printer. 
2. Spin the Selection Motor shaft. 

DOES THE SELECTION MOTOR SPIN FREELY 
AND QUIETLY? 

YES Have the customer purchase a new Printwheel 
Cartridge. 

NO 

3-2900-2 



Check to see if the motor is securely mounted. 

IS THE MOTOR LOOSE? 

YES Tighten the loose parts. 

NO 

3-2900-3 



Check the Selection Plate return springs. 

Springs 

ARE THE SPRINGS BENT, STRETCHED, OR 
MISSING? 

YES Install new Selection Plate return springs. 

NO 

3-2900-4 



1. Pivot the Selection Plate front and rear. It should 
move freely and be spring-loaded to the left. 

2. Examine the hub. It should not be loose, broken, 
or bent. 

DID YOU FIND A PROBLEM? 

YES Replace the Selection Plate assembly. 

NO 

3-2900-5 



Check the Print Hammer: 

1. Examine the hammer tip. It should not be loose, 
bent, or damaged. 

2. Check to see that the hammer is spring-loaded 
against the backstop button. 

3. Check to see that the hammer backstop button is 
not nicked, worn, loose, or damaged. 

Hammer Tip Backstop 

(Rear View) 

DID YOU FIND A PROBLEM WITH THE PRINT 
HAMMER? 

YES Replace the Selection Plate assembly. 

NO Go to the "Selection Electrical PIC" on 
page 3-3000-1. 

3-2900-6 



Selection Electrical PIC 

1. Position the Power switch off. 
2. Position the Power switch on. 

DID THE PRINTER COMPLETE A POR? 

YES Go to 3-3000-10. 

NO 

3-3000-1 



DO YOU HAVE A KNOWN GOOD PRINTWHEEL 
CARTRIDGE TO TRY? 

YES Go to 3-3000-4. 

NO 

3-3000-2 



1. Position the Power switch off. 
2. Remove the Printwheel Cartridge and check the 

following: 
• The correct holes are open. See page 7-4 for 

printwheel identification. 
• There are no broken or damaged petals. 
• The printwheel is free of binds. (To check for 

binds, push the printwheel toward the rear of 
the cartridge and rotate it.) 

Home Character 

, 
Impression Holes 

IS THE PRINTWHEEL CARTRIDGE GOOD? 

NO Have the customer purchase a new Printwheel 
Cartridge. 

YES Go to 3-3000-5. 

3-3000-3 



1. Remove the old Printwheel Cartridge. 
2. Install the known good Printwheel Cartridge. 
3. Run the Printer Self Test. 

DO YOU STILL HAVE A PROBLEM? 

NO Have the customer purchase a new Printwheel 
Cartridge. 

YES 

3-3000-4 



Check for binds in the selection motor. 

IS THE SELECTION MOTOR GOOD? 

NO Replace the Selection Plate assembly. 

YES 

3-3000-5 



1. Position the Power switch off. 
2. Disconnect J4P from the Printer board. 
3. Set the meter on the Xl scale. 
4. Carefully zero the meter. 
5. Measure the resistance of the selection motor 

between the points indicated on the chart. 

Meter Connections Reading 

J4P-4 (SC) to motor housing Infinity 
J4P-6 (SA) to motor housing Infinity 
J4P-8 (SB) to motor housing Infinity 

1 HMR1 DO 12 LARE 
2 HMR2 DO 13 LCBR 
3 SA+ DO 14 LBBL 
4 SC DO 15 LDYE 
5 SB+ DO 16 FARE 
6 SA DO 17 FCBR 
7 5C+ DO 18 FBBL 
8 5B DO 19 FDYE 
9 LEDG DO 20 5ENG 

10 LEDA DO 21 5EN5 
11 FGND DO 22 5E+5 

J4P 

ARE THE MEASUREMENTS CORRECT? 

NO Replace the Selection Motor Plate assembly and 
the Printer board. 

YES 

3-3000-6 



Measure the resistance of the Selection motor between 
the points indicated on the chart. 

Meter Connections Reading 
J4P-3 (SA +) to J4P-6 (SA) 4 to 6 ohms 
J4P-4 (SC) to J4P-7 (SC +) 4 to 6 ohms 
J4P-5 (SB + ) to J4P-8 (SB) 4 to 6 ohms 

ARE THE MEASUREMENTS CORRECT? 

NO Go to 3-3000-9. 

YES 

3-3000-7 



1. Position the Power switch off. 
2. Disconnect J6P from the Printer board. 
3. Position the Power switch on. 
4. Measure the voltages at the J6P plug on the cable 

as indicated in the chart below. 

J6P Signal Voltage 
2 GND -

3 -5 -4.6 to -5.6 V dc 

7 GND -
8 +34 + 34 to + 46 V dc 

t:J 
VR t:J 0 GN t:J 0 -5 t:J 0 GN t:J 0 +5 t:J 0 +1 t:J 0 GN t:J 0 +34 t:J 0 

t:J 

J6P 

ARE THE VOLTAGES CORRECT? 

YES Replace the Printer board. 

NO Replace the Power Supply board. 

3-3000-8 



1. Position the Power switch off. 
2. Check the continuity of all the selection lines in 

the Carrier cable. 

~==========~~ FGND 

HOMING LED 

SELECT! ON MOTOR []

6SB 
'5 SC+ 
4 SA 
3 5B+ o 2 5C o 1 5A+ 

HAMMER SOLENOID 

1 HMRI 
2 HMR2 
3 5A+ 
4 5C 
5 5B+ 
6 SA 
7 5C+ 
8 5B 
9 LEDG 

10 LEDA 
11 FGND 

J4P 

12 LARE 
13 LCBR 
14 LBBL 
15 LDYE 
16 FARE 
17 FCBR 
18 FBBL 
19 FDYE 
20 5ENG 
21 5EN5 
22 5E+5 

2 HMR2 
1 HMRl 

IS THERE CONTINUITY IN ALL THE LINES? 

NO Replace the Carrier cable. 

YES Replace the Selection Plate assembly. 

3-3000-9 



DO YOU HAVE A KNOWN GOOD PRINTWHEEL 
CARTRIDGE TO TRY? 

YES Go to 3-3000-12. 

NO 

3-3000-10 



1. Position the Power switch off. 
2. Remove the printwheel and check the following: 

• The correct holes are open. See page 7-4 for 
printwheel identification. 

• There are no broken or damaged petals. 
• The printwheel is free of binds. (To check for 

binds, push the printwheel toward the rear of 
the cartridge and rotate it.) 

Home Character 

Impression Holes 

IS THE PRINTWHEEL CARTRIDGE GOOD? 

NO Have the customer purchase a new Printwheel 
Cartridge. 

YES Go to 3-3000-13. 

3-3000-11 



1. Remove the old Printwheel Cartridge. 
2. Install the known good Printwheel Cartridge. 
3. Run the Printer Self Test. 

IS THE PROBLEM STILL THERE? 

NO Have the customer purchase a new Printwheel 
Cartridge. 

YES 

3-3000-12 



1. Position the Power switch off. 
2. Check for binds in the Selection motor. 

IS THE SELECTION MOTOR GOOD? 

NO Replace the Selection Plate assembly. 

YES 

3-3000-13 



1. Position the Power switch off. 
2. Position all the DIP switches off. 
3. Position the Power switch on. 
4. Insert a sheet of paper lengthwise in the printer, 

left edge aligned with the Paper Table. 
5. Position the Power switch off. 
6. Press and hold the Stop button and position the 

Power switch on. The Printer Self Test runs. 

0000000000 01279855 
anrmcsdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3XI2054687*$1' 
nrmcsdhlfk, V-GUFBZHP) RLSNCTDEIAJO .(M. Y , /W9K3X120 5468 7 * $ I • 
rmcsdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3XI2054687*$1, 
mcsdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X12054687*$I~ 
csdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3XI2054687*S#% 
sdhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3XI2054687*$#% 
dhlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X12054687*$#% 
hlfk,V-GUFBZHP)RLSNCTDEIAJO(M.Y./W9K3XI2054687*$I' 
Ifk,V-GUFBZHP)RLSNCTDEIAJO{M.Y./W9K3XI2054687*$#' 
fk,V-GUFBZHP)RLSNCTDEIAJO(M.Y,/W9K3X12054687*$' 

DO THE SWITCH SETTINGS PRINT OUT AS O'S? 

NO Replace the Function board. 

YES Go to "Functional Check PIC" on 
page 3-1100-1. 

3-3000-14 



Semi-Automatic Paper 
Insertion (SAPI) PIC 

Entry Conditions: The platen does not turn when the 
Paper Bail is pulled forward with the feature cable 
unplugged from the back of the machine. 

1. Position the Power switch off. 
2. Inspect the SAPI switch for damage. 
3. Make sure the spring is installed correctly and is 

not damaged. 

SAPI Switch 

IS THE SAPI SWITCH DAMAGED? 

YES Repair or replace the SAPI switch. 

NO 

3-3100-1 



1. Disconnect the SAPI cable from the SAPI switch. 
2. Position the Power switch on. 
3. Connect the wires of the SAPI cable together. 

DOES THE PLATEN ROTATE? 

YES Replace the SAPI switch. 

NO 

3-3100-2 



1. Disconnect J6 from the Function board. 
2. Using a meter lead, short the two pins of J6 

together on the Function board. 

ISW11 
o 

1 t+ 1 

O~~J4 
~ ~I :::::::::::::::::: I~ ~ J 5 

DOES THE PLATEN ROTATE? 

YES Replace the SAPI switch cable. 

NO 

3-3100-3 



1. Position the Power switch off. 
2. Disconneet J3 from the Function board. 
3. Position the Power switch on. 
4. Using a meter lead, short the two pins of J6 

together on the Function board. 

DOES THE PLATEN ROTATE? 

YES Replace the Front Panel Assembly. 

NO Replace the Function board. 

3-3100-4 



System Electronics PIC 

Check the following chart for your identical symptom. 

Symptom Action 
Multiple beeps, all lights Go to 3-3200-4. 
blinking. 

Multiple beeps; Ready, Online, Go to 3-3200-9. 
Wheel, and Paper lights 
blinking. 

Multiple beeps; Ready, Online, Go to 3-3200-1l. 
Ribbon, and Paper lights 
blinking. 

IS YOUR IDENTICAL SYMPTOM LISTED 
ABOVE? 

YES Perform the required action. 

NO 

3-3200-1 



1. Position the Power switch off. 
2. Disconnect J2 from the Function board. 
3. Position the Power switch on. 
4. Connect one end of a meter lead to the System 

Ground point; then momentarily connect the other 
end to plug J2-4 (BUS) on the cable. 

0 +5V 

0 
paR 

0 GND 

0 BUS 

0 
0 
0 

3~ 0 Cl 

0 Cl 3~ 

Cl 

J2 Plug 

DOES THE PRINTER POWER ON AND MOVE 
THE CARRIER TO THE LEFT FRAME? 

YES Replace the Function board. 

NO 

3-3200-2 



1. Position the Power switch off. 
2. Disconnect J5P from the Printer board. 
3. Check for continuity in the System cable. 

IS THERE CONTINUITY IN THE SYSTEM 
CABLE? 

NO Replace the System cable. 

YES Replace the Printer board. 

3-3200-3 



Entry Conditions: Multiple beeps and all lights 
blinking at power-on. 

DID THE PRINTWHEEL MOVE DURING 
POWER-ON? 

YES Go to 3-3200-7. 

NO 

3-3200-4 



Measure the voltages at the J6P plug on the Printer 
board. 

J6P Signal Voltage 
Blank - -

1 VRM Do not measure. 
2 GND o V de 
3 -5 -4.6 to -5.6 V de 
4 GND o V de 
5 +5 4.6 to 5.6 V de 
6 +15 13.2 to 15.6 V de 
7 GND o V de 
8 +34 27.2 to 46.9 V de 

Blank - -

ARE THE VOLTAGES CORRECT? 

YES Replace the Printer board. 

NO 

3-3200-5 



1. Position the Power switch off. 
2. Disconnect J6P from the Printer board. 
3. Position the Power switch on. 
4. Measure the voltages at the J6P plug on the cable. 

J6P Signal Voltage 
Blank - -

1 VRM Do not measure. 
2 GND o V dc 
3 -5 -4.6 to -5.6 V dc 
4 GND o V dc 
5 +5 4.6 to 5.6 V dc 
6 +15 13.2 to 15.6 V dc 
7 GND o V dc 
8 +34 27.2 to 46.9 V dc 

Blank - -

t:J 
Vi=( t:J 0 GN t:J 0 -5 t:J 0 GN t:J 0 +5 t:J 0 +15 t:J 0 GND t:J 0 +34 t:J 0 

t:J 

J6P 

ARE THE VOLTAGES CORRECT? 

YES Replace the Printer board. 

NO Replace the Power Supply board assembly. 
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1. Position the Power switch off. 
2. Disconnect J5P from the Printer board. 
3. Position the Power switch on. 
4. Measure the voltage at JIP-5 (BUS) on the Printer 

board. 

o 0 

o 0 0 
+34V GND +5V 

J3P 1 J4P J5P 
~oo .. o·1 

12 

o 

o 0 
~ ......... lJ 1 P ~ 

1 1J2P 

J6P 
looooooooj 

o 
SENS 

o 

IS THE VOLTAGE BETWEEN +3.5 AND 
+5.5 V de? 

NO Replace the Printer board. 

YES 

3-3200-7 



1. Position the Power switch off. 
2. Connect J5P to the Printer board. 
3. Disconnect J2 from the Function board. 
4. Position the Power switch on. 
5. Measure the voltage at JIP-5 (BUS) on the Printer 

board. 

ISWll 
o 

o 0 

o 0 0 
+34V GND +SV 

, ........ ~Jl P ~o 
1 ~2P 

J3P 1 Jt+P 
@-oo.o_1 

12 

o 

JSP 
~ 
1 

J6P 
#>00000001 

o 
SEN5 

IS THE VOLTAGE BETWEEN +3.5 AND 
+5.5 V de? 

NO Replace the System cable. 

YES Replace the Function board. 

3-3200-8 

o 



Entry Conditions: Multiple beeps; Ready, Online, 
Wheel, and Paper lights blinking. 

1. Position the Power switch off. 
2. Press and hold the Stop button. 
3. Position the Power switch on. The Printer Self 

Test runs. 

DO YOU STILL HAVE THE SAME ERROR? 

NO Go to the "Functional Check PIC" on 
page 3-1100-1. 

YES 

Note: This error could have been caused by the ac 
line voltage dropping below 84 V ac. 

3-3200-9 



1. Position the Power switch off. 
2. Disconnect J6P from the Printer board. 
3. Position the Power switch on. 
4. Measure the voltages at the J6P plug on the cable 

as indicated in the chart below. 

J6P Signal Voltage 

2 GND -

3 -5 -4.6 to -5.6 V dc 

7 GND -

8 +34 +34 to +46 V de 

I:J 
VR I:J 0 GN I:J 0 -5 I:J 0 GN I:J 0 

I:J 0 
I:J 0 
I:J 0 

+34 I:J 0 
I:J 

J6P 

ARE THE VOLTAGES CORRECT? 

YES Replace the Printer board. 

NO Replace the Power Supply board. 

3-3200-10 



Entry Conditions: Multiple beeps; Ready, Online, 
Ribbon, and Paper lights blinking. 

1. Position the Power switch off. 
2. Position the Power switch on. 

DO YOU STILL HAVE THE SAME ERROR? 

NO Go to the "Functional Check PIC" on 
page 3-1100-1. 

YES 

3-3200-11 



1. Position the Power switch off. 
2. Disconnect J6P from the Printer board. 
3. Position the Power switch on. 
4. Measure the voltages at the J6P plug on the cable 

as indicated in the chart below. 

J6P Signal Voltage 

2 GND -

3 -5 -4.6 to -5.6 V dc 

7 GND -

8 +34 +34 to +46 V dc 

tJ 
VR 0 GN 0 -5 

0 GN 0 +5 0 + 1 0 GN 0 
+34 tJ 0 

tJ 

J6P 

ARE THE VOLTAGES CORRECT? 

YES Replace the Printer board. 

NO Replace the Power Supply board. 

3-3200-12 



Transport Entry PIC 

1. Position the Power Switch off. 
2. Observe the Transport mechanism while moving 

the Carrier left and right by hand. 
3. Check the items in the chart. 

Check for: Action 
Worn or broken belt or Replace the belt. 
belt clamp. 

Binds or wear in the Replace the Transport. 
drive gear train or 
bearings. 

Binds or wear in the idler Replace the Transport. 
gear bearing. 

Binds or wear in the Replace the Carrier 
Carrier bearing. bearings. 

Missing or bent load Replace the Transport. 
sprmg. 

Loose idler stud. Replace the Transport. 

DID ANY OF THE ABOVE CHECKS LOCATE A 
PROBLEM? 

YES Perform the required action. 

NO 

3-3300-1 



Check the items in the chart. 

Check for: Action 
Loose Transport Motor Tighten screws. 
mounting screws. 

Binding Transport Replace the Transport 
Motor Shaft. Motor. 

Pitted or worn Replace the Transport 
Transport shaft. shaft and the Carrier 

bearings. 

Loose Transport shaft. Tighten the Transport 
shaft. If unable to, 
replace the Frame 
Assembly. 

No lubrication on Lubricate shaft. 
shaft. 

Loose or worn Carrier Replace the Carrier 
bearing. bearings. 

Improper belt tension Perform the Transport 
(See the "Transport Belt adjustment. 
Belt Adjustment" on 
page 5-5.) 

Bent bottom cover. Replace the bottom 
cover. 

DID ANY OF THE ABOVE CHECKS LOCATE A 
PROBLEM? 

YES Perform the required action. 

NO Go to the "Transport Electrical PIC" on 
page 3-3400-1. 

3-3300-2 



Transport Electrical PIC 

1. Position the Carrier to the center. 
2. Position the Power switch on. 
3. Press the Stop button. 
4. Press the Start button. 

DID THE TRANSPORT MOVE QUIETLY AND 
CORRECTLY? 

YES Go to the "Functional Check PIC" on 
page 3-1100-1. 

NO 

3-3400-1 



1. Position the Power switch off. 
2. Disconnect J2P from the Printer board. 
3. Set the meter on the Xl scale. 
4. Carefully zero the meter. 
5. Measure the resistances in the transport motor 

indicated in the chart below. 

Meter Connections . Reading 
J2P-2 (EC) to motor housing Infinity 
J2P-4 (EA) to motor housing Infinity 
J2P-6 (EB) to motor housing Infinity 

ARE THE MEASUREMENTS CORRECT? 

NO Replace the Transport Motor and the Printer 
board. 

YES 

3-3400-2 



Measure the resistance in the Transport motor 
between the points indicated in the chart below. 

Meter Connections Reading 

J2P-l (EA + ) to J2P-4 (EA) 4 to 6 ohms 
J2P-2 (EC) to J2P-5 (EC + ) 4 to 6 ohms 
J2P-3 (EB + ) to J2P-6 (EB) 4 to 6 ohms 

t::J • EA+ 0 
EC 0 

B+ 0 
A 0 

0 
0 

• 
J2P 

ARE THE MEASUREMENTS CORRECT? 

NO Go to 3-3400-5. 

YES 

3-3400-3 



1. Position the Power switch off. 
2. Disconnect J6P from the Printer board. 
3. Position the Power switch on. 
4. Measure the voltages at the J6P plug on the cable 

as indicated in the chart below. 

J6P Signal Voltage 
2 GND -

3 -5 -4.6 to -5.6 V de 

7 GND -

8 +34 +34 to +46 V dc 

Q 

Q 0 
Q 0 
Q 0 
Q 0 
Q 0 
Q 0 
Q 0 +34 Q 0 
Q 

J6P 

ARE THE VOLTAGES CORRECT? 

YES Replace the Printer board. 

NO Replace the Power Supply board. 

3-3400-4 



1. Disconnect the Transport cable from the motor. 
2. Check for continuity on all lines of the Transport 

cable. 

IS THERE CONTINUITY ON ALL LINES? 

YES Replace the Transport Motor. 

NO Replace the Transport Motor Cable. 

3-3400-5 
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INSTALLATIONS 
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U sing This Section 

The procedures are in alphabetical order. 
Each removal procedure is followed by an 
installation procedure, sometimes on the same 
page. When there is artwork to support a 
procedure, it appears on the left-hand page. 

Perform a functional check of the printer after 
completing an installation. 

Read the following section before handling 
electronic parts. 

4-3 



Handling ESD-Sensitive Parts 

4-4 

Many electronic products use parts that are 
known to be sensitive to electrostatic 
discharge (ESD). To prevent damage when you 
work with ESD-sensitive parts, observe the 
following instructions; do these in addition to 
all the usual precautions such as switching off 
power before removing logic cards. 

• Keep the ESD-sensitive part in its original 
shipping container (a special "ESD bag") 
until you are ready to install the part into 
the machine. 

• Make the least-possible movements with 
your body to prevent an increase of static 
electricity from clothing fibers, carpets, and 
furniture. 

• Put the ESD wrist strap on your wrist. 
Connect the wrist band to the system 
ground point. This discharges any static 
electricity in your body to the machine. 

• Hold the ESD-sensitive part by its edge 
connector shroud (cover); do not touch its 
pins. If you are removing a pluggable 
module, use the correct tool. 



• Do not place the ESD-sensitive part on the 
machine cover or on a metal table; if you 
need to put down the ESD-sensitive part for 
any reason, first put it into its special bag. 

Machine covers and metal tables are 
electrical grounds. They increase the risk 
of damage because they make a discharge 
path from your body through the 
ESD-sensitive part. (Large metal objects 
can be discharge paths without being 
grounded.) 

• Prevent ESD-sensitive parts from being 
accidentally touched by other personnel. 
Install machine covers when you are not 
working on the machine, and do' not put 
unprotected ESD-sensitive parts on a table. 

• If possible, keep all ESD-sensitive parts in a 
grounded metal cabinet (case). 

• Be extra careful in working with 
ESD-sensitive parts when cold-weather 
heating is used because low humidity 
increases static electricity. 
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Carrier Assembly Removal 

1. Disconnect the line cord and remove the 
covers. 

2. Roll the transport belt from its pulleys Il. 
Do not use tools to do this. 

3. Disconnect J4P from the printer board and 
J1 from the function board. 

4. Slide the carrier cable from under the tabs 
in the bottom cover Ii]. 

5. Slide the carrier cable from under the 
transport bracket II. 

6. Using a 1/4" open-end wrench on the right 
side of the carrier shaft Ii) , rotate the 
shaft about 1/8 turn top to rear to release 
it. 

7. Push the carrier shaft to the right far 
enough for it to clear the left side frame. 

8. Lift and pull the left end of the carrier 
shaft to the front; then pull the shaft and 
carrier to the left to clear the right side of 
the frame. 

9. Lift the carrier out of the printer. 
10. Pull the carrier shaft out of the right side 

of the carrier. 
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Carrier Assembly Installation 

1. Connect the carrier cable to the bottom of 
the carrier. See page 4-12. 

2. Place the left end of the carrier shaft (the 
end opposite the flats) into the right side of 
the carrier. 

3. Lower the carrier into the printer and 
install the right end of the carrier shaft 
into the right side frame. 

Note: Make sure the transport belt is not 
trapped below the carrier. 

4. Slide the left end of the carrier shaft into 
the left side frame. 

5. Using a 1/4" open-end wrench on the right 
side of the carrier shaft m, rotate it top to 
front a,bout l/B turn to lock it in place. 

6. Roll the transport belt onto its pulleys B. 
(Do not use tools to do this.) 

7. Slide the carrier cable under the transport 
bracket O. 

B. Slip the carrier cable under the tabs in the 
bottom cover iii. 

9. Connect J4P to the printer board and J1 to 
the function board. 

10. Install the covers. 

4-9 
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Carrier Cable Removal 

1. Remove the carrier. See page 4-7. 
2. Remove the cable clamp screw Il. 
3. Disconnect the: 

• Ribbon feed motor connector 
• Hammer solenoid connector 
• Homing LED connector 
• Homing sensor connector 
• Selection motor connector 
• End-of-ribbon connector. 

Note: The connector marked "L" is not used 
in this printer. 

Carrier Cable Installation 

1. Install the carrier cable clamp, the ground 
strap, and the mounting screw Il. 

2. Connect the: 
• Hammer solenoid connector 
• Homing LED connector 
• Homing sensor connector 
• Selection motor connector 
• Ribbon feed motor connector 
• End-of-ribbon connector. 

Note: The connector marked "L" is not used in 
this printer. 
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Cover Removal 

1. Disconnect the linecord from the printer. 
2. Move the carrier to the center of the 

printer. 
3. Pivot the carrier position indicator to the 

side. 
4. Push the tabs in with a screwdriver to 

release the cover B-
5. Lift the cover up_ 

Cover Installation 

1. Move the paper release lever and the power 
switch to the rear. 

2. Lower the cover onto the printer at an 
angle, with the front of the cover slightly 
lower than the rear. 

3. Lower the cover into position and latch the 
tabs B. 

4. Center the carrier position indicator. 
5. Connect the linecord. 
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Feed Roller Assembly Removal 

1. Disconnect the linecord and remove the 
covers. 

2. Remove the platen and deflector. 
3. Push down and rotate the feed roller 

assembly EI top to front until the lower 
ends of the assembly release from the 
transport bracket III. 

Note: Move the carrier left or right to aid in 
removal and installation of the feed roller 
assemblies. 

Feed Roller Assembly 
Installation 

1. Place the feed roller assembly on the paper 
release shaft and align the forks with the 
bearing guides. Position the deflector 
support m to the outside. 

2. Push the feed roller assembly down and 
pivot it top to rear until the lower ends of 
the assembly connect to the transport 
bracket III. 

3. Install the deflector and platen. 
4. Install the covers and connect the linecord. 
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First Writing Line Knock-Off 
Removal 

1. Disconnect the linecord and remOve the 
covers. 

2. Remove the toggle springs. 
3. Remove the paper bail assembly. See page 

4-28. 

Warning: Place a shop cloth over the paper 
bail retaining lugs while cutting off the paper 
bail arm lugs. 

4. Remove the first writing line knock-off 
bracket mounting screws. 

5. Slide the assembly off the paper bail 
mounting shaft. 

First Writing Line Knock-Off 
Installation 

4-16 

1. Install the first writing line knock-off 
bracket mounting screws but do not tighten 
them. 

2. Adjust the assembly up or down for 
minimum backlash with no binds between 
the gears. 

3. Tighten the mounting screws. 
4. Install a new paper bail assembly. 
5. Install the toggle springs. 
6. Install the covers and connect the linecord. 



Frame Assembly Removal 

1. Disconnect the linecord. 
2. Remove the: 

• Top cover, platen, deflector, and feed roller 
assemblies 

• Transport motor cable 
• Carrier (see page 4-7) 
• SAPI switch (see page 4-46). 

3. Disconnect J3P from the printer board. 
4. Release the front frame latches and lift the front of 

the frame and rest it on top of the frame latches. 
5. Release the rear frame latches and lift the frame 

out of the bottom cover. 
6. Remove the: 

• Transport assembly (see page 4-50) 
• Paperfeed motor assembly (see page 4-30) 
• Transport Motor mounting bracket (see page 

4-54). 

Frame Assembly Installation 

1. Install the: 
• Transport assembly 
• Paper feed motor assembly 
• Transport Motor mounting bracket. 

Note: Be careful not to pinch any of the wires 
under the frame .or in the latches. 

2. Lower the frame assembly into the printer, aligning 
the frame with the two rear latches, and snap into 
place. Then snap the two front latches into place. 

3. Install the: 
• SAPI switch 
• Carrier 
• Transport motor cable 
• Feed roller assemblies, deflector, and platen. 

4. Connect J3P to the printer board. 
5. Install the covers and connect the linecord. 
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Front Panel Removal 

1. Disconnect the linecord and remove the 
covers. 

2. Press the left and right front panel 
mounting latches inward and raise the 
front panel Il. 

3. Disconnect J3 from the function board. 
4. Slide the front panel cable out of the tabs 

in the bottom cover Ii] and work the cable 
out from under the frame assembly. 

Front Panel Installation 

1. Slide the front panel cable under the frame 
assembly and connect J3 to the function 
board. 

2. Insert the front panel cable into the tabs on 
the bottom cover Ii]. 

3. Snap the front panel into place. 
4. Install the covers and connect the linecord. 
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Function Board Removal 

Note: Read the ESD information on 4-3 before 
performing this removal. 

1. Position the power switch off. 
2. Disconnect the linecord and remove the 

covers. 
3. Disconnect the following from the function 

board: J1, J2, J3, and J6. 
4. Remove the screw Il that holds the 

function board mounting bracket to the 
bottom cover. 

5. Remove the screw m that holds the 
function board bracket to the printer board 
bracket. 

6. Facing the rear of the printer, rotate the 
left end of the function board up, while 
sliding it to the left, until the function 
board assembly is free. 

Function Board Installation 

1. Facing the rear of the printer, slide the 
locating tab on the function board bracket 
into the hook on the printer board bracket. 
Rotate and lower the function board 
assembly onto the bottom cover. 

2. Install the screw Il that holds the 
function board bracket onto the bottom 
cover. 

3. Install the screw m that holds the 
function board bracket to the printer board 
bracket. 

4. Connect the following to the function 
board: J1, J2, J3, and J6. 

5. Install the covers. 
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Fuse Removal 

1. Disconnect the linecord and remove the 
covers. 

2. Remove the 2 power switch mounting 
screws D. 

3. Lift the switch housing up and slide the 
switch tower from the base. 

4. Remove the fuse. 

Fuse Installation 

1. Install a new fuse. 
2. Slide the switch tower onto the base. 

Avoid pinching the wires. 
3. Mount the switch tower on its mounting 

posts and tighten the screws D. 
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Homing LED Removal 

1. Remove the carrier. See page 4-7. 
2. Disconnect the homing LED connector. 
3. Remove the homing LED cable retaining 

clips EI. 
4. Remove the homing LED mounting screw 

1iJ. 
5. Remove the homing LED. 

Homing LED Installation 

1. Install the homing LED mounting screw 
1iJ. 

2. Install the homing LED cable retaining 
clips EI. 

3. Connect the homing LED connector to the 
carrier cable. 

4. Install the carrier. 
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Paper Bail Assembly Removal 

1. Disconnect the linecord and remove the 
covers. 

2. Remove the toggle springs IJ from both 
arms. 

Warning: Place a shop cloth over the paper 
bail arm while performing the next step to 
prevent injury from flying plastic. 

3. Clip the retaining lugs m from both paper 
bail arms. 

4. Slide the paper bail arms off the mounting 
shaft and the paper bail shaft. 

Paper Bail Assembly 
Installation 

1. Slide the paper bail rollers onto the paper 
bail shaft. 

2. Slide the paper bail arms onto the 
mounting shaft and the paper bail shaft. 

3. Install the toggle springs IJ. 
4. Install the covers and connect the linecord. 
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Paperfeed Motor Assembly 
Removal 

1. Disconnect the linecord and remove the 
covers. 

2. Remove the platen. 
3. Remove the paperfeed motor tension spring 

B. 
4. Remove the 2 paperfeed motor mounting 

screws Ill. 
5. Disconnect the paperfeed motor (J3P) from 

the printer board. 
6. Position the power switch on. 
7. Move the paperfeed motor to the rear and 

lift it out of the printer. 

Paperfeed Motor Installation 

1. Place the paperfeed motor into the printer. 
2. Install the 2 paperfeed motor mounting 

screws Ill. 
3. Install the paperfeed motor tension spring 

B. 
4. Connect the paperfeed motor to the printer 

board. 
5. Install the platen. 
6. Install the covers. 
7. Position the power switch off. 
8. Connect the linecord. 
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Pinwheel Forms Feeder 
Removal 

1. Position the power switch off. 
2. Move the carrier to the center of the 

printer. 
3. Remove the paper from the pinwheel forms 

feeder. 
4. Disconnect the pinwheel forms feeder cable 

from the back of the printer. 
5. Pull the paper bail forward Il. 
6. Pull the two locking buttons III forward. 
7. Raise the pinwheel forms feeder D up and 

out of the printer. 

Pinwheel Forms Feeder 
Installation 

Note: For the initial installation, the paper 
table must be removed. 

1. Position the power switch off. 
2. Move the carrier to the center of the 

printer. 
3. Pull the paper bail Il forward. 
4. Pull the two locking buttons III forward. 
5. Lower the pinwheel forms feeder onto the 

printer until the slots iii rest on the 
platen shaft. 

6. Allow the pinwheel forms feeder to move to 
the rear until it contacts the cover of the 
printer. 

7. Press the two locking buttons III to lock 
the pinwheel forms feeder into place. 

8. Connect the pinwheel forms feeder cable to 
the back of the printer. 
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Power Supply Board Removal 

1. Remove the power supply from the printer. 
See page 4-35. 

2. Remove the mounting screws IJ. 
3. Spread the mounting brackets slightly and 

remove the board to the rear. 
4. Disconnect the ground strap. 
5. Disconnect the transformer plug J2. 

Power Supply Board 
Installation 

1. Connect the transformer plug J2. 
2. Connect the ground strap. 
3. Spread the mounting brackets slightly and 

install the board from the rear, ensuring 
that the board is correctly installed in the 
tabs at the top of the brackets. 

4. Install the mounting screws IJ. 
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Power Supply Removal 

1. Disconnect the linecord and remove the 
covers. 

2. Disconnect J6P from the printer board. 
3. Remove the 2 power switch mounting 

screws D. 
4. Remove the paperfeed motor wires from the 

clip on the power supply cover. 
5. Remove the left-front and right-rear power 

supply mounting screws iii. 
6. Lift the power supply straight up. 

Power Supply Installation 

1. Place the power supply into the printer. 
2. Connect J6P to the printer board. 
3. Install the 2 power switch mounting screws 

D. 
4. Install the left-front and right-rear power 

supply mounting screws iii. 
5. Install the covers and connect the linecord. 
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Power Switch Assembly 
Removal 

1. Disconnect the linecord and remove the 
covers. 

2. Remove the 2 mounting screws II. 
3. Lift the switch housing up. 
4. Remove the pin II from the switch handle 

by pinching the left end of the pin while 
pushing it to the right. 

5. Push the tabs II down and move the 
switch to the right until it is freed from the 
switch tower. 

6. Release the wires from the switch by 
inserting a meter lead iii into the openings 
at the bottom of the switch housing and 
pulling the wires out. 

Power Switch Installation 

1. Connect the four wires to the bottom of the 
switch. 

2. Slide the switch into its mounting until it 
snaps into place. 

3. Lower the switch assembly onto its 
mounting posts. 

4. Install the 2 mounting screws II. 
5. Install the covers and connect the linecord. 
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Printer Board Removal 

Note: Read the ESD information on page 4-3 
before performing this removal. 

1. Position the power switch off. 
2. Disconnect the linecord and remove the 

covers. 
3. Remove the function board. See page 4-21. 
4. Disconnect JIP, J2P, J3P, J4P, J5P, and 

J6P from the printer board. 
5. Remove the 2 printer board bracket 

mounting screws D. 
6. Remove the printer board assembly from 

the printer. 

Printer Board Installation 

1. Install the printer board assembly and the 2 
mounting screws D. 

2. Connect JIP, J2P, J3P, J4P, J5P, and J6P 
to the printer board. 

3. Install the function board assembly. 
4. Install the covers and connect the linecord. 
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Ribbon Plate Removal 

1. Disconnect the linecord. 
2. Remove the ribbon cartridge. 
3. Note the direction of the high point on the 

c-clip rJ; then remove it from the pivot 
shaft. 

4. Disconnect the ribbon feed motor connector 
1lJ. 

5. Remove the ribbon plate locking screw D, 
washer, and spacer. 

6. Slide the ribbon plate to the right and lift 
it out of its mounting slots on the carrier. 

Ribbon Plate Installation 

1. Using a little grease to hold the spacer in 
place, install it on the carrier over the 
mounting screw hole. 

2. Place the ribbon plate into its mounting 
slots in the carrier and slide it to the left, 
being careful not to dislodge the spacer. 

3. Install the ribbon plate locking screw D 
and washer. 

4. Install the c-clip rJ with the high point in 
the same direction as it was when it was 
removed. 

5. Connect the ribbon feed motor connector 
1lJ. 

6. Make the ribbon height adjustment. See 
5-4. 
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Selection Plate Assembly 
Removal 

1. Disconnect the linecord. 
2. Remove the printwheel and ribbon. 
3. Disconnect the springs IJ. 
4. Remove the carrier. 
5. Disconnect the hammer solenoid and selection 

motor connectors. 
6. Disconnect the homing sensor cable from the 

homing sensor. 
7. Remove the 2 selection plate eccentrics iii and D. 

Mark the position of the eccentrics. Also notice 
that the eccentric for the left side iii has the 
longest shoulder. 

8. Remove the selection plate through the bottom of 
the carrier. 

Selection Plate Assembly 
Installation 

Note: A replacement selection plate assembly contains 
a print hammer solenoid with 2 shims. You may 
remove 1 shim to adjust for light impression. Put the 
removed shim back on the solenoid if removing it 
causes partial lift-off. Do not remove shims from other 
than new replacement selection plate assemblies. 

1. Insert the selection plate through the bottom of the 
carrier. 

2. Install the 2 selection plate eccentrics iii and D, 
being careful to align the eccentrics with the mark 
made on the carrier in the removal procedure. 

3. Connect the homing sensor cable to the homing 
sensor. 

4. Connect the hammer solenoid and selection motor 
connectors. 

5. Install the carrier. 
6. Connect the springs IJ. 
7. Make the Even Top and Bottom adjustment. See 

page 5-3. 
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Semi-Automatic Paper 
Insertion (SAPI) Switch 
Removal 

1. Disconnect the line cord and remove the 
covers. 

2. Remove the spring D from the switch. 
3. Remove the switch mounting screw Ii]. 
4. Lift the switch up from the actuator and 

disconnect the wires. 

Semi-Automatic Paper 
Insertion (SAPI) Switch 
Installation 

1. Connect the switch wires. 
2. Place the switch onto the switch actuator. 
3. Position the wires to the left side of the 

actuator. 
4. Mount the switch to the left side frame so 

it is horizontal, and its mounting screw is 
bottomed in the slot. Install the screw Ii]. 

5. Connect the spring D. 
6. Install the covers. 
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Sheetfeed Removal 

1. Position the power switch off. 
2. Move the carrier to the center of the 

printer. 
3. Remove the paper tray IJ from the 

sheetfeed. 
4. Disconnect the features cable IlJ from the 

back of the printer. 
5. Pull the paper bail forward. 
6. Raise the sheetfeed up and out of the 

machine. 

Sheetfeed Installation 

Note: For initial installation, the paper table 
must be removed. 

1. Move the carrier to the center of the 
printer. 

2. Pull the paper bail forward. 
3. Lower the sheetfeed onto the printer until 

the slots 01 rest on the platen shaft. 
4. Connect the features cable IlJ to the back 

of the printer. 
5. Install the paper tray IJ into the 

sheetfeed. 
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Transport Assembly Removal 

1. Disconnect the linecord and remove the 
covers. 

2. Remove the transport motor IJ. (See page 
4-56.) 

3. Remove the carrier. (See page 4-7.) 
4. Remove the mounting screws Ill. To 

remove the left-hand mounting screws, it is 
necessary to loosen the First Writing Line 
Knock-Off mounting screws. 

5. Move the Paper Release Lever to the rear. 
6. Remove the 2 right-side transport motor 

bracket mounting screws Ii. 
7. Remove the idler pulley bracket screws 1iJ. 
8. Remove the idler pulley adjusting screw 

D. 
9. Move the transport assembly to the right 

and lift it out of the printer. 
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(Left Side View) 

(Right Side View) 
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Transport Assembly 
Installa tion 

1. Disconnect the linecord. 
2. Place the transport assembly into the 

printer. Install the 2 right side transport 
motor bracket mounting screws D and the 
transport assembly mounting screws m 
but do not tighten them. 

3. Install the transport assembly idler pulley 
bracket with its 2 screws IlJ but do not 
tighten them. 

4. Install the idler pulley adjusting screw D. 
5. Position the right end of the transport 

bracket iii in the side frame to meet the 
following conditions: 
a. Move the right end of the transport 

bracket down until the lugs on the right 
end bottom against the side frame. 

b. Move the right end of the transport 
bracket forward until both lugs touch 
the side frame. 

6. Tighten the transport assembly mounting 
screws m. 

7. Tighten the First Writing Line Knock-Off 
mounting screws. 

8. Install the carrier and perform the 
"Transport Belt Adjustment" on page 5-5. 

9. Install the transport motor fJ. (See page 
4-56.) 

10. Install the covers and connect the linecord. 
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Transport Motor Bracket 
Removal 

1. Remove the mounting screws Il. 
2. Remove the 2 motor bracket mounting 

screws Ill. 
3. Remove the transport bracket from the 

machine. 

Transport Motor Bracket 
Installation 

1. Position the right-hand end of the transport 
bracket in the side frame to meet 2 
conditions: 
• Down so the bottom lug touches the 

bottom of the hole in the side frame 
• Forward so the top and bottom lugs 

touch the front of the holes in the side 
frame. 

2. Tighten the 2 motor bracket mounting 
screws Ill. 

3. Install the mounting screws Il. 
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Transport Motor Removal 

1. Disconnect the linecord and remove the top 
cover. 

2. Remove the front control panel. 
3. Disconnect the transport motor cable. 
4. Roll the transport belt off the drive pulley. 

Do not use tools to do this. 
5. Release the frame assembly from the front 

frame latches. 
6. Lift and hold the front of the frame 

assembly so you can remove the transport 
motor bracket mounting screws IJ. 

7. Move the paper release lever to the rear. 
8. Remove the 2 right-side transport motor 

bracket mounting screws iii. 
9. Loosen, but do not remove, the left-hand 

printer board mounting screw. 
10. Remove the right-hand printer board 

mounting screw. 
11. Remove the right-hand function board 

mounting screw. 
12. Pivot the board assembly to the rear. 
13. Move the transport bracket assembly to the 

rear and lift it out of the printer. 
14. Remove the 3 transport motor mounting 

screws D. 
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Transport Motor Installation 

1. Install the 3 transport motor mounting 
screws D. 

2. Install the transport motor bracket 
assembly, sliding it in from the rear of the 
printer. 

3. Pivot the board assembly into the printer. 
4. Install the function board mounting screws. 
5. Install the printer board mounting screws. 
6. Install the 2 right-side screws iii, but do 

not tighten. 
7. Install the transport bracket screws. Hold 

the transport bracket down and to the 
front, and tighten the screws. See page 
4-53. 

8. Move the paper release lever to the front of 
the printer. 

9. Holding the front of the frame assembly up, 
install the transport motor bracket 
mounting screws B. 

10. Install the transport gear load spring. 
11. Latch the front frame latches. 
12. Roll the transport belt onto the drive 

pulley. Do not use tools to do this. 
13. Connect the transport cable. 
14. Install the front control panel. 
15. Install the cover. 
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ADJUSTMENTS 

Cardholder Adjustment 

Position the cardholder so it clears the lugs on the 
back of the carrier by 3.9-4.1 mm (.153-.161 in). 

3.94-4.1 mm 
(.153-.161 in) 

(Rear View) 

Deflector Adjustment 

Form the deflector lugs so they are 90° to the bottom 
of the deflector. 

• • 
Lugs 90° to 
Bottom of Deflector 

(Front View) 
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End-of-Ribbon Adjustment 

Position the end-of-ribbon sensor assembly 11 ±O.5 mm 
(0.43±O.2 in) from the platen. 

1. Loosen the mounting screw B slightly. 
2. Hold a scale parallel to the table top and in line 

with the top of the red line on the cardholder. 
3. Move the end-of-ribbon sensor assembly until it is 

11±O.5 mm (0.43±O.2 in) from the platen. 
4. Tighten the mounting screw. 

(Top View) 
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Even Top and Bottom Printing 
Adjustment 

1. Check the platen bushings for wear before you 
make this adjustment. 

2. Adjust the left and right selection plate eccentrics 
for even top and bottom printing. 

Even Color __ •• , 

{ 
(Right Side View) 
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Ribbon Plate Adjustment 

Adjust the ribbon plate so the underscore prints 
approximately 1.2 mm (.050 in) from the bottom edge of 
the ribbon. 

1. Loosen the ribbon plate locking screw IJ. 
2. Place a straight edge on the ribbon plate as shown. 

Move the ribbon plate until the bottom edge of the 
straight edge is 12.5±.5 mm (.049±.02 in) from the 
notch in the carrier. 

3. Tighten the locking screw. 
4. Run the Printer Self Test. Press and hold the Stop 

button and position the Power switch on. Allow 
the printer to print until an underscore has printed. 
Position the Power switch off. 

5. Measure the distance from the bottom edge of the 
ribbon to the bottom of the underscore. If the 
measurement is not 1.2 ±.3 mm (.050 ± .012 in), 
loosen the locking screw slightly and make a final 
adjustment. 

Straight Edge 

(Right Side View) 
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Transport Belt Adjustment 

1. Move the carrier all the way to the right. 
2. Loosen the idler pulley bracket mounting screws 

D. 
3. Slide the T-Bender on the top transport belt at the 

center of the belt. 
4. Rest the T-Bender on the carrier shaft. 
5. Hold the scale 90 degrees to the T-Bender. Put 2.6 

to 2.8 kg (5.75 to 6.25 lb) pressure on the T-Bender 
30 mm (1.18 in) from the center of the carrier shaft. 

6. Turn the adjusting screw 111 in or out so the 
bottom of the T-Bender touches the transport belt . 

• Bottom of T-Bender Touches 
Transport Belt 

T-Bender Approximately 
Centered on Transport Belt 

Bottom of T-Bender Touches 
Transport Belt 

(Left Side View) 
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PARTS CATALOG 

How to Use This Parts Catalog 

1. SIMILAR ASSEMBLIES: If two assemblies contain 
a majority of identical parts, they are broken down 
on the same list. Common parts are shown by one 
index number. Parts peculiar to one or the other of 
the assemblies are listed separately and identified 
by description. 

2. NO PN: When this indication appears in the part 
number column, it denotes a group of parts for 
which no assembly part number has been assigned 
and the detailed parts should be ordered separately. 

3. NP: This entry in the unit column indicates the 
part is non-procurable and the next higher 
assembly should be ordered. 

4. NR: This entry in the unit column denotes the part 
is procurable but not recommended for field 
replacement. The next higher assembly should be 
ordered. 

5. AR: As Required (AR) in the unit column 'denotes 
that the quantity is used as required. 

6. A circle around a Figure-Index number indicates a 
complete assembly. The assembly is broken down 
within the figure. 
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7. INDENTURE: The indenture is marked by a 
series of dots located before the part description. 
The indenture indicates the relationship of a part 
to next higher assemblies. For example: 

6-2 

Indenture 

(No Dot) 
(One Dot) 
(One Dot) 
(Two Dot) 
(Two Dot) 
(Three Dot) 

Relationship of Parts 

MAIN ASSEMBLY 
• Detail parts of a main assembly 
• Subassembly of the main assembly 
•• Detail part of a one-dot subassembly 
•• Subassembly of a one-dot subassembly 
••• Detail part of a two-dot subassembly 



FIGURE 

1 
2 
3 
4 
5 
6 
7 

PAGE 

Cover/Frame Assembly-Mach 010 ••••••••••••••••• 6-6 
Paper Fead Assembly-Mech 230(2 Sheets) •••••••• 6-8 
Electronics-Mech 300 ••••••••••••••••••••••••• 6-12 
Transport Assembly-Mach 520 •••••••••••••••••• 6-14 
Carrier Assembly-Mech 500 •••••••••••••••••••• 6-16 
Ribbon Assembly-Mach 510 ••••••••••••••••••••• 6-18 
Power Supply Assembly-Mech 600 ••••••••••••••• 6-20 
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Electronics-Mech 300 
Figure 3 
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Power Supply-Mech 600 
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Carrier Asm-Mech 500 
Figure 5 
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Figure 6 
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Paper Feed Asm-Mech 230 
Figure 2 
Pa e 6-8 
Transport Asm-Mech 520 
Figure 4 
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Cover/Frame Asm-Mech 010 
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Page 6-6 

1384499 
1384498 
1384497 
1384286 
7343045 

Retainer Parts Packet 
Screw Parts Packet 
Spring Parts Packet 
Combined Parts Packet 
Discontinuance Kit 
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-----------------------------------------
FIG- PART 

INDEX NUMBER UNITS DESCRIPTION 

1-1 1342151 1 Logo,Center Rear 
-2 134107B 1 Paper Table 
-3 1341062 1 Cover,Top And Center 

Also Order Ref. No. -1 And -18 
-4 1342140 1 • Door,Options Access 
-5 1337667 2 • Hinge,Cover,Replace Both Hinges 
-6 1384251 1 Frame Asm,Machine 

ALso Order 1384044 And 1384047 
-7 1279828 1 Label,ELectricaL Requirements 
-8 1279848 1 Label,FCC 
-9 1279833 1 Cove r, Bottom 

ALso Order Ref No. -7, -8 And -11 
-10 1337587 4 • Latch,Frame Replace All 4 
-11 1384017 1 Label,SeriaL Number 
-12 1279836 1 PaneL Asm,Front Cover 
-13 0117281 AR Nut 
-14 1342358 AR CoLLar 
-15 1342428 1 Guide,Hole Aligning 
-16 1342359 1 Plate, Right 
-16 1342372 1 PLate, Left 
-17 1287007 AR Bolt,5/8" 
-17 1287008 AR Bolt,3/4" 
-17 1287009 AR Bolt,1" 
-17 1287010 AR Bolt,1 1/4" 
-17 1287011 AR Bolt,1 1/2" 
-17 1287012 AR Bolt,1 314" 
-17 1287013 AR BoLt,2" 
-17 1287911 AR Bolt,2 1/4" 
-17 1287912 AR Bolt,2 1/2" 
-17 1287913 AR Bolt,2 3/4" 
-17 1287914 AR Bolt,3" 
-18 1384541 1 Logo,Top 
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FIG- PART 
INDEX NlI4BER 

2-1 13B4043 
-2 1337033 
-3 No PN 

-4 13B4145 

-5 13B4146 

-6 No PN 
-7 13B4411 
-B No PN 
-9 1339237 
-10 1384047 

-11 No PN 

-12 No PN 

-13 1337061 
-14 No PN 

-15 No PN 

-16 1317925 
-17 1384044 
-18 No PN 

-19 1337884 
-20 No PN 

-21 1339099 

-22 No PN 

-23 1384412 

-24 1623641 

UNITS DESCRIPTION 

1 Motor,Paper Feed 
1 • Gear,Paper Feed Intermediate 
1 • Retainer 

Part of Parts Packet 1384499 
1 Roller Asm,Paper Feed-Left 

Also Ordar Ref No. -5, -9, And -19 
1 Roller Asm,Paper Feed-Right 

Also Order Ref No. -4, -9 And -19 
NP Gear, Platen 
1 Platen 
2 • latch,Platen 
1 Deflector,Paper Feed 
1 Lever,Paper Release 

Also Contains Ref No. -11, -21 
1 Spring 

Part of Parts Packet 1384497 
1 Washer 

Part of Parts Packet 1384499 
1 Lever,SAPI 
1 Screw 

Part of Parts Packet 1384498 
NP Spring 

Part of Parts Packet 1384497 
1 Swi tch,SAPI 
1 Peper Bail Asm 

AR • Spring 
Part of Parts Packet 1384497 

1 Shaft,Paper Feed Cam 
AR Retainer 

Also Order Ref No. -10 
AR Screw 

Part of Parts Packet 1384499 
1 Spring 

Also Part of Parts Pack.et 1384498 
AR First Writing Line Knock Off 

Part of Parts Packet 1384497 
AR Screw 

Also Part of Parts Packet 1384286 
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Figure 2. Paperfeed Asm-Mech 230 (2 of 2) 
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FIG- PART 
INDEX NIJ4BER UNITS DESCRIPTION 

2-25 1341091 AR Form Feeder,Pin Wheel 
-26 1341086 2 • Paper Insertion Clip 
-27 1341112 1 • Belt,Drive 
-28 1341176 2 • Spring,Pin Wheel Cover 
-29 1341174 2 • Cover,Pin Wheel 
-30 1341138 1 • Switch and Cable 
-31 1341128 AR • Pad 
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Figure 3. Electronics-M ech 300 
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See Figure 5 

Figure 4. Transport Asm-Mech 520 
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---------- ---------< 
FIG- PART 

INlEX NIJ4BER UNITS DESCRIPTION 

4-1 1384082 1 Transport Asm 
-2 1384081 1 • Motor,Transport 
-3 1621170 AR • Screw 

Also Part of Parts Packet 1384498 
-4 No PN til • Spring, Transport Geer Load 
-5 No PN til • Bracket,Transport Motor 
-B No PN NP • Gea r, Transport 
-7 1623642 AR • Screw 

Also Part of Parts Packet 1384498 
-8 1621170 AR • Screw 

Also Part of Parts Packet 1384498 
-9 1337651 1 • Belt,Transport 
-10 No PN 1 • Screw 

Part of Parts Packet 1384286 
-11 No PN 1 • Retainer 

Part of Parts Packet 1384498 
-12 No PN NP • Pulley Asm 
-13 1339140 1 Bracket,Transport Mounting 
-14 1342485 1 Clip,Homing Sensor Flag Stop 
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Figure 5 • Carrier A am-Mech 500 
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FIG- PART 
nllEX NlMBER UNITS DESCRIPTION 

5-1 No PN 1 Carrier Asm 
-2 13B4061 1 • Selection Plate Asm 

Includes Ref -27 
Also Order Ref -21 

-3 No PN NP • • Solenoid,Print Hammer 
-4 No PN NP • • Sensor,Homing 
-5 No PN AR Retainer 

Part of Parts Packet 13B4499 
-6 No PN AR • • Screw 

Part of Parts Packet 13B449B 
-7 1337B01 1 • • Flag,Homing Sensor 
-B 765129 1 • • Spring, Homing Sensor Flag 
-9 1342462 1 • Card Holder 
-10 16211B7 2 • Screw 

Also Part of Parts Packet 13B449B 
-11 1622302 2 • Washer 

Also Part of Parts Packet 13B4499 
-12 No PN 1 • Spring 

Part of Parts Packet 13B4497 
-13 13B4062 1 • Frame,Carrier 
-14 133700B 1 • • Led,Homing 
-15 No PN 1 • • Screw 

Part of Parts Packet 13B449B 
-16 No PN 1 • • Retainer 

Part of Parts Packet 13B4499 
-17 1384085 1 · . Carrier,Bearing Asm 

Includes Raf -1B 
-1B 1622532 AR • • Screw 

Also Part of Parts Packet 138449B 
-19 13420B1 AR • • Clip,Homing Led 
-20 1337071 1 • Shaft,Carrier 
-21 13B4067 1 • Eccentric 81M 

Includes Ref -12, -22 and -24 
-22 No PN AR • • Screw 

Part of Parts Packet 1384498 
-23 1622532 AR • Screw 

Also Part of Parts Packet 138449B 
-24 No PN 1 • Spring 

Part of Parts Packet 13B4497 
-25 1317943 1 • Damper,Printer Hammer 
-26 1279846 1 Sensor,End of Ribbon 
-27 No PN 1 Screw 

Part of Parts Packet 138449B 
-2B No PN 1 Washer 

Part of Parts Packat 1384499 
-29 No PN NP Printwheel 
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Figure 6. Ribbon Assembly-Mech 510 

6-18 



FIG­
INDEX 

------------------------------
PART 

NIJ48ER UNITS DESCRIPTION 
_._-----------------

6-1 1384545 1 Plate,Ribbon Asm 
-2 No PN 1 • Retainer 

Part of Parts Packet 1384499 
-3 1339347 1 • Latch,Ribbon 
-4 No PN NP • Pawl,Backcheck 
-5 No PN NP • Spring,Backcheck 
-6 1621172 AR • Screw 

Also Part of Parts Packet 1384286 
-7 1622302 AR • Washer 

Also Part of Parts Packet 1384498 
-8 1151613 1 • Spacer 
-9 No PN NP Ribbon Cartridge 
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Figure 7. Power SuppLy AsmrMech 600 

----
FIG- PART 

I til EX NlJ4BER UNITS DESCRIPTION -------
7-1 1342033 1 Line Cord 
-2 1384285 1 Power SuppLy AssembLy 
-3 1384281 1 • On/Off Switch AssembLy 
-4 505077 1 • Fuse,Primary 
-5 1384284 1 • Board,Power SuppLy 
-6 No PN AR • Screw 

Part of Parts Packet 1384286 
-7 No PN AR • Screw 

Part of Parts Packet 1384286 
-8 No PN AR • Screw 

Part of Parts Packet 1384286 
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----.---------------------
PART FIG- PART FIG- PART FIG- PART FIG-

NlJoIBER INDEX NlJoIBER INDEX NlJoIBER INDEX NlJoIBER INDEX 

505077 7-4 1342151 1-1 
765129 5-8 1342160 3-13 

0117281 1-13 1342358 1-14 
1151613 6-8 1342359 1-16 
1279828 1-7 1342372 1-16 
1279833 1-9 1342428 1-15 
1279836 1-12 1342462 5-9 
1279841 3-17 1342485 4-14 
1279846 5-26 1384017 1-11 
1279848 1-8 1384043 2-1 
1279872 3-6 1384044 2-17 
1287007 1-17 1384047 2-10 
1287008 1-17 1384061 5-2 
1287009 1-17 1384062 5-13 
1287010 1-17 1384067 5-21 
1287011 1-17 1384081 4-2 
1287012 1-17 1384082 4-1 
1287013 1-17 1384085 5-17 
1287911 1-17 1384145 2-4 
1287912 1-17 1384146 2-5 
1287913 1-17 1384251 1-6 
1287914 1-17 1384281 7-3 
1317722 3-10 1384284 7-5 
1317925 2-18 1384285 7-2 
1317943 5-25 1384411 2-7 
1337008 5-14 1384412 2-23 
1337033 2-2 1384541 1-18 
1337081 2-13 1384543 3-16 
1337071 5-20 1384544 3-1 
1337587 1-10 1384545 8-1 
1337651 4-9 1384546 3-14 
1337687 1-5 1621170 4-3 
1337801 5-7 4-8 
1337884 2-19 1621172 6-8 
1339037 3-9 1621174 3-8 
1339099 2-21 1821187 5-10 
1339140 4-13 1622302 5-11 
1339237 2-9 6-7 
1339347 6-3 1822532 5-18 
1341014 3-5 5-23 
1341082 1-3 1623641 2-24 
1341078 1-2 1623642 4-7 
1341086 2-26 
1341091 2-25 
1341112 2-27 
1341128 2-31 
1341138 2-30 
1341174 2-29 
1341176 2-28 
1342033 7-1 
1342081 5-19 
1342140 1-4 
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LOCATIONS 

Printer Board 

Power Supply 

Power Switch 

Paper Feed 
Motor 

Carrier Cable 

Front Panel 

Function Board 

Paper Bail Lever 

Transport Motor 

Paper Release Lever 
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Printwheel Identification 

Printwheel Code Chart 

Hole Code 

1 2 3 4 Pitch Impression 
10 Light 

0 10 Medium 
0 10 Heavy 

0 0 12 Light 
0 0 0 12 Medium 

0 0 0 12 Heavy 

0 15 Light 
0 0 15 Medium 

0 0 15 Heavy 

0 PS Light 
0 0 PS Medium 

0 0 PS Heavy 

Home Character ~ 

Homing Hole 

Impression Holes 
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PREVENTIVE MAINTENANCE 
(PM) 

Lubrication Specifications 

CAUTION 
Because oil and grease affect rubber, special care 
should be taken to prevent lubricants from 
contacting the platen, feed rolls, paper bail rolls, 
rubber mounts, and drive belts. 

Cleaning fluids will damage the typewriter covers. 

Use the following numbers to order lubricants from 
IBM. 

Lubricant Number 

IBM #23 grease, 1/2 oz. PIN 1280441 

IBM #23 grease, 1 lb. PIN 1280442 

IBM #10 oil, 4 oz. PIN 1280443 

IBM #10 oil, 1 pt. PIN 1280444 

Do not lubricate the homing LED area, the printwheel, 
or the transport belt. 
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Carrier 

Area Lubricant 
Carrier rail wipers No. 10 oil 

Print hammer pivot pins No. 23 grease 

Print hammer solenoid rear No. 23 grease 
contact surface 

Ribbon drive gears and contact No. 23 grease 
surface with ribbon plate 

Paper Feed 

Area Lubricant 
Deflector brackets; transport No. 23 grease 
contact area 

Paperfeed motor gear; contact No. 23 grease 
surfaces with idler plate, mounting 
plate 

Paperfeed motor mounting studs No. 10 oil 

Paperfeed roller shaft pivot points No. 23 grease 

Paperfeed roller tension spring No. 23 grease 
contact surfaces 

Paperfeed shaft pivot points No. 23 grease 

Paper release bell crank pin No. 23 grease 

Paper release lever cam slot No. 23 grease 

8-2 



INDEX 

adjustments 5-1 
cardholder adjustment 5-1 
deflector adjustment 5-1 
end-of-ribbon 

adjustment 5-2 
even top and bottom 
printing adjustment 5-3 

ribbon plate 
adjustment 5-4 

transport belt 
adjustment 5-5 

beeper PIC 3-1300-1 
blown fuse PIC 3-1400-1 
button PIC 3-1500-1 

cardholder adjustment 5-1 
charts 

error light 3-1200-1 
problem isolation 3-2 

dead machine PIC 3-1600-1 
deflector adjustment 5-1 

electrical 
signal names 2-9 
switch settings 2-10 
system ground point 2-12 

end-of-ribbon adjustment 5-2 
end-of-ribbon PIC 3-1700-1 
error light chart 3-1200-1 
ESD-sensitive parts, 
handling 4-4 

even top and bottom printing 
adjustment 5-3 

first writing line knock-off 
PIC 3-1800-1 

functional check 3-1100-1 

handling ESD-sensitive 
parts 4-4 

homing sensor PIC 3-1900-1 

light PIC 3-2000-1 

options PIC 3-2100-1 
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paper feed electrical 
PIC 3-2300-1 

paper feed entry PIC 3-2200-1 
paper light 3-2100-1 
PICs 

beeper 3-1300-1 
blown fuse 3-1400-1· 
button 3-1500-1 
dead machine 3-1600-1 
end-of-ribbon 3-1700-1 
first writing line 
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options 3-2100-1 
paper feed 

electrical 3-2300-1 
paper feed entry 3-2200-1 
print hammer 

electrical 3-2500-1 
print hammer 
entry 3-2400-1 

print quality 3-2600-1 
printer entry 3-1000-1 
ribbon electrical 3-2800-1 
ribbon entry 3-2700-1 
selection 

electrical 3-3000-1 
selection entry 3-2900-1 
semi-automatic paper 

insertion 3-3100-1 
system electronics 3-3200-1 
transport 

electrical 3-3400-1 
transport entry 3-3300-1 

pinwheel forms feeder 3-2200-8 
print hammer electrical 

PIC 3-2500-1 
print hammer entry 

PIC 3-2400-1 

X-2 

print quality PIC 3-2600-1 
printer entry PIC 3-1000-1 
problem isolation charts 3-2 

removals and installations 4-7 
repair information 

adjustments 5-1 
removals and 

installations 4-7 
ribbon electrical PIC 3-2800-1 
ribbon entry PIC 3-2700-1 
ribbon plate adjustment 5-4 

selection electrical 
PI C 3-3000-1 

selection entry PIC 3-2900-1 
semi-automatic paper insertion 

PIC 3-3100-1 
sheetfeed option 3-2200-8 
system electronics 

PIC 3-3200-1 

tests 
PC diagnostic diskette 2-9 
power-on self 2-5 
printer diagnostic 2-8 
printer self 2-6 

transport belt adjustment 5-5 
transport electrical 

PIC 3-3400-1 
transport entry PIC 3-3300-1 



IBM Wheel printer E 5223 
Hardware Maintenance and Service 
Order Number S544-4079-0 

Reader's 
Comment 
Form 

You may use this form to communicate your comments 
about this publication, with the understanding that 
IBM may use or distribute whatever information you 
supply in any way it believes appropriate without 
incurring any obligation to you. 

1. Did you find the book well organized? 
Yes 0 No 0 

2. Was the content of the book accurate and 
complete? 
Yes 0 No 0 

3. Was the book easy to use? 
Yes 0 No 0 

4. What can we do to improve the book? 

5. What is your job title? 

Questions or comments about supplies, service, 
applications, and so on will slow response time 
considerably. Please refer those questions or 
comments to your point of purchase: IBM product 
center, Authorized IBM dealer, or IBM Direct. 

Note: Please direct all requests for copies of IBM 
publications to your point of purchase. Publications are 
not stocked at the location to which this form is 
addressed. 
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