




























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































register to packed decimal and stores the result in a 
double word. For example, assume: 
Register 1 contains 00 00 OF OF = 3855Io 
Register 13 contains 00 00 76 00 
PSW bit ·12 = 0 (EBCDIC mode) 

The format of the conversion instruction is: 
Machine Format 

OP CODE RI X2 B2 D2 

4E I 1 I 0 I D I OOB l 

Assembler Format 
OP CODE RID2X2 B2 

CVD 1,8(0,13) 

After the instruction is executed, location 7608-760F 
contain 00 00 00 00 00 03 85 5+. The plus sign gen­
erated is the standard EBCDIC plus sign, 11002• 

Shift Left Single (SLA) 

Because the sign bit remains unchanged during an SLA 

operation, this instruction performs an algebraic shift. 
For example, if the contents of register 2 are: 
00 7F OA 72 = 0000 0000 0111 11110000 1010 0111 00102 

the instruction: 
Machine Format 

OP CODE RI R3 B2 D2 

BB 2BolooBI 

Assembler Format 
OP CODE RID2 B2 

SLA 2,8(0) 

results in register 2 being shifted left 8 places so that 
its new contents are: 
7F OA 72 00 = 0111 111100001010 0111 0010 0000 00002 

If a left shift of 9 places had been specified, a signi­
ficant bit would have been shifted out of position 1, 
and a fixed-point overflow interruption might have 
occurred (unless PSW bit 36 equaled 0). 

Note that register 0 does not participate in the op­
eration and that the contents of the R3 field are ig­
nored. 

Shift Left Double (SLDA) 

The SHIFT LEFT DOUBLE instruction is similar to SHIFT 

LEFT SINGLE except that SLDA shifts the 63 bits (not in­
cluding the sign) of an even/odd register pair. The R1 
field of this instruction must be even. For example, if 
the contents of registers 2 and 3 are: 
00 7F OA 72 FE DC BA 98 = 
0000 0000 0111 1111 0000 1010 0111 0010 1111 1110 1101 

. 1100 1011 1010 1001 10002 

the instruction: 
Machine Format 

OP CODE Rl R3 B2 D2 

BF 2 M 0 I OIF I 

Assembler Format 
OP CODE Rl D2 B2 

SLDA 2,31 ( 0) 

results in registers 2 and 3 both being left-shifted 31 
places, so that their new contents are: 
7F 6E 5D 4C 00 00 00 00 = 
0111 1111 0110 1110 0101 1101 0100 1100 0000 0000 0000 

0000 0000 0000 0000 00002 

In this case, a significant bit is shifted out of position 
1, and a fixed-point overflow interruption occurs ( un­
less PSW bit 36 equals 0). 

514 

JUNE 1, 1971 

Store Multiple (STM) 
Assume that the contents of general registers 14, 15, 0, 
and 1 are to be stored in consecutive words starting 
with storage location 4050 and that: 
Register 14 contains 00 00 25 63 
Register 15 contains 00 01 27 36 
Register 0 contains 12 43 00 62 
Register 1 contains 73 26 12 57 
Register 6 contains 00 00 40 00 
The initial contents of locations 4050-405F are not significant 

The STORE MULTIPLE instruction allows the use of 
just one instruction to store the contents of the four 
registers when it is written as: 

Machine Format 
OP CODE RI R3 B2 D2 

Assembler Format 
OP CODE RI R3 D2 B2 

90 E I 1 I 6 I 050 I 
After the instruction is executed: 

Locations 4050-4053 contain 00 00 25 63 
Locations 4054-4057 contain 00 01 27 36 
Locations 4058-405B contain 12 43 00 62 
Locations 405C-405F contain 73 26 12 57 

Logical Operations 

Move (MVI, MVC) 

Move Immediate (MVI) 

STM 14,l,X'50'( 6) 

The MOVE IMMEDIATE instruction can place -one byte of 
information from the instruction stream into any des­
ignated location in storage. For example, if the in­
struction: 

Machine Format Assembler Format 
OP CODE 12 Bl Dl OP CODE Dl Bl 12 

92 I FA I 0 I 055 [ MVI 85(0),X'FA' 

is executed, bits· 8-15 of the instruction ( 1111 10102) 
are copied in storage location 8510• 

Move Characters (MVC) 

The Mvc instruction can be used to move a data field 
from one location in storage to another.· For example, 
assume that the following two fields are in storage: 

2M8 

Field 1 I Cl I C2 I C3 I C4 I C5 I C6 I C7 I CB I C9 I CA I CB I 
3840 3848. 

Field 2 I Fl I F2 I f3 I F4 I F5 I F6 I F7 I FB I F9 I 
Also assume: 

Register 1 contains 00 00 20 48 
Register 2 contains 00 00 38 40 

With the following instruction the first eight bytes 
of field 2 replace the first eight bytes of field 1: 
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Machine Format 
OP CODE L Bl Dl B2· D2 

D2 07 1 000 2 000 

Assembler Format 
OP CODE Dl L Bl D2 B!.l 

MVC O( 8,1),0(2) 

After the instruction is executed, field 1 becomes: 
2048 2052 

Field 1 I Fl I F2 I F3 I F4 I F5 I F6 I F7 I FB I C9 I CA I CB I 
Field 2 is unchanged. 
As indicated in the programming note in the MOVE 

instruction description, MVC can be used to propagate 
one character through a field by starting the first 
operand field one byte to the right of the second oper­
and field. For example, suppose that an area in storage 
starting with address 358 contains the following data: 

358 360 

I 00 I Fl I F2 I F3 I F4 I F5 I F6 I F7 I FB I 
With the following MVC instruction, the zeros . in 

location 358 can be propagated throughout the entire 
field ( assume that register 11 contains 00 00 03 58) : 

Machine Format 
OP CODE L Bl Dl B2 D2 

D2 07 B 001 B 000 . 

Assembler Format 
OP CODE Dl L Bl D2 B2 

MVC 1( 8,11),0(11) 

Because the Mvc handles one byte at a time, the 
above instruction essentially takes the byte at address 
358 and stores it at 359 ( 359 now contains 00), takes 
the byte at 359 and stores it at 35A, etc., until the 
entire field is filled with zeros. Note that an MVI in­
struction could have originally been used to place the 
byte of zeros in location 358. 

Norns: 
1. Although the field occupying locations 358-360 

contains nine bytes,. the length coded in the assembler 
format is equal to the number of moves (one less than 
the field length). 

2. The order of operands is important even though 
only one field is involved. 

Move Numerics (MVN) 

To illustrate the operation of the MOVE NUMERICS in­
struction, assume that the following two. fields are in 
storage: 

7000 7007 

Field 1 I Cl I C2 I C3 I C4 I C5 I C6 I C7 I CB I 

7041 7049 

m~21ro1n1n1~1~1~1n1n1n1 

Also assume: 
Register 14 contains 00 00 70 90 
Register 15 contains 00 00 70 40 

After the instruction: 
Machine Format 

OP CODE L Bl Dl B2 D2 

Dl 03 F 001 E 000 

Assembler Format 
OP CODE Dl L IH D2 B2 

MVN 1(4,15),0(14) 

is executed, field 2 becomes: 

7041 7049 

I Fl I F2 I F3 I F4 I F4 I F5 I F6 I F7 I F8 I 
The numeric portions of locations 7090-7093 have 

been stored in the numeric portions of locations 7041-
7044. The contents of locations 7090-7097 and 7045-
7049 are unchanged. 

Move Zones (MVZ) 

The MOVE ZONES instruction,. similar to MVC and MVN, 
can operate on overlapping or nonoverlapping fields. 
(See the examples for MVC and MVN.) When operating 
on nonoverlapping fields, MVZ works similar to the MVN 

instruction in the previous example, except that the 
MVZ moves the high-order four bits of each byte. To 
illustrate the use of MVZ with overlapping . fields, as­
sume that the following data field is in storage: 

800 805 

I Fl I C2 I F3 I C4 I F5 I C6 I 
Also assume that register 15 contains 00 00 08 00. 

The instruction: 
Machine Format 

OP CODE L Bl Dl B2 D2 

D3 04 F 001 F 000 

Assembler Format 
OP CODE Dl L Bl D2 B2 

MVZ 1( 5,15),0( 15) 

propagates the zone from the byte at address 800 
through the data field, so that the field becomes: 

800 805 

I Fl I F2 I F3 I F4 I F5 I F6 I 

Compare logical (CL, CLR, CLI, CLC) 

The COMPARE LOGICAL instructions differ from the alge­
braic compare instructions ( c, CR) in that all quanti­
ties are handled as if unsigned. 
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Compare Logical Registers (CLR) 

Assume that: 
Register I contains 00 00 00 01 
Register 2 contains FF FF FF FF 

Execution of the instruction: 
Machine Format 

OP CODE Rl R2 

15 I I 2 I 

Assembler Format 
OP CODE RlR2 

CLR 1,2 

sets the condition code to 1. A condition code of 1 in­
dicates that the first operand is lower than the second. 
However, if an algebraic compare instruction had been 
executed, the condition code would have been set to 2, 
indicating that the first operand is higher. During alge­
braic comparison, the contents of register 1 are inter­
preted as + 1 and the contents of register 2 as -1. 
During logical comparison, the leftmost· byte of reg­
ister 2 is compared with the leftmost byte of register l; 
each byte is interpreted as a binary number. In this 
case: 
Leftmost byte of register I: 0000 00002 = 010 
Leftmost byte of register 2: llll lllh = 25510 

If the two leftmost bytes are equal, the next two 
bytes will be compared, etc., until either an inequality 
is discovered or the contents of the registers are ex­
hausted. 

Compare Logical immediate (CLI) 

The cu instructio"n logically ·compares a byte from the 
instruction stream with a byte from storage. For ex­
ample, assume that: 
Register IO contains 00 00 17 00 
Storage location 1703 contains 7E 

Execution of the instruction: 
Machine Format 

OP CQDE 12 . Bl Dl 

95 I AF I A I 0031 

Assembler Format 
OP CODE Dl Bl 12 

CLI 3(10),X'AF' 

sets the condition code to 1, indicating that the first 
operand (th~ quantity in main storage) is lower than 
the second (immediate) operand. 

Compare Logical Characters (CLC) 

The COMP ARE LOGICAL CHARACTERS instruction can be 
used to perform the logical comparison of storage fields 
up to 256 bytes in length. For example, assume that 
the following two fields of data are in storage: 
Field 1 

1886 1891 

I DI I D6 I CB I D5 I E2 I D6 I D5 I 6B I Cl I 4B I C2 I 4B I 
Field 2 

1900 190B 

I DI I D6 I CB I D5 I E2 I D6 I D5 I 6B I GI I 4B I C3 I 4B I 
Also assume: 

Register 6 contains 00 00 IB BO 
Register 7 contains 00 00 19 00. 
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Execution of the instruction: 
Machine Format 

OP CODE L Bl Dl B2 D2 

D5 I OB I 6 I 006 I 7 I 000 I 
Assembler Format 

OP CODE Dl L Bl D2 B2 

CLC 6(12,6),0(7) 
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sets the condition code to 1, indicating that field 1 is 
lower than field 2. 

Because CLC compares bytes on an unsigned binary 
basis, the instruction can be used to collate fields com­
posed of characters from the EBCDIC code. For example, 
in EBCDIC, the above two data fields are: 
Field 1 JOHNSON,A.B. 
Field 2 JOHNSON,A.C. 

The condition code of 1 tells us that A. B. Johnson 
precedes A. C. Johnson, thus placing the names in the 
correct alphabetic order. 

AND (N, NR, NI, NC) 

When the Boolean operator AND is applied to two bits, 
the result is 1 when both bits are l; otherwise, the re­
sult is 0. When two bytes are AND' ed in System/360, 
each pair of bits is handled separately; there is .no con­
nection from one bit position to another. 

AND (NI) 

A frequent use of the AND instruction is to set a partic­
ular bit to zero. For example, assume that storage loca­
tion 4891 contains 0100 00112• To set the eighth (right­
most) bit of this byte to 0 without affecting the other 
bits, the following instruction can be used (assume 
that register 8 contains 00 00 4:8 90) : 

Machine Format Assembler Format 

OP CODE 12 Bl Dl OP CODE Dl Bl 12 

94 jFEIBD@ NI I(B),X'FE' 

When this instruction is executed, the byte in stor­
age is AND'ed with the immediate byte: 
Location 4B91: 0100 OOih 
Immediate byte: llll lll02 

Result: 0100 00102 

The resulting byte with bit seven set to 0 is stored in 
location 4891. The condition code is set to 1. 

OR (0, OR, 01, OC) 

When the Boolean operator OR is applied to two bits, 
the result is 1 when either bit is l; otherwise, the re­
sult is 0. When two bytes are on' ed in System/360, 
each pair of bits is handled separately; there is no 
connection from one bit position to another. 
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OR (01) 

.A frequent use of the OR instruction is to set a par­
ticular bit.to I. For example, assume that storage loca­
tion 4891 contains 0100 00102 • To set the eighth (right­
most) bit of this byte to 1 without affecting the other 
bits, the folJowing instruction can be used (assume 
that register 8 contains 00 00 48 90) : 

Machine Format 
OP CODE 12 Bl Dl 

96 I 01 I s I 0011 

Assembler Format 
OP CODE Dl Bl 12 

OI 1 ( 8 ),X'Ol' 

When this instruction is executed, the byte in stor­
age is oR'ed with the immediate byte: 
Location 4891: 0100 00102 
Immediate byte: 0000 00012 

Result: 0100 00112 

The resulting byte with bit seven set to 1 is stored in 
location 4891. The condition code is set to I. 

Exclusive OR (X, XR, XI, XC) 

When the Boolean operator exclusive OR is applied 
to two bits,. the result is 1 when one, and only one, of 
the two bits is l; otherwise, the result is 0. When two 
bytes are exclusive oR' ed in System/360, each pair of 
bits is handled separately; there is no connection from 
one bit position to another. 

Exclusive OR (XI) 

A frequent use of the EXCLUSIVE OR (XI) instruction is 
to invert a bit (change a 0 bit to a 1 or a 1 bit to a O). 
For example, assume that storage location 8082 con­
tains 0110 lOOh To set the leftmost bit to 1 and the 
rightmost bit to 0 without affecting any of the other 
bits, the following instruction can be used ( assume 
that register 9 contains 00 00 80 80) : 

Machine Format 
OP CODE 12 Bl Dl 

97 I 81 I 9 I 002 I 
Assembler Format 

OP CODE Dl Bl 12 

XI 2( 9 ),X'81' 

When the instruction is executed, the byte in stor~ge 
is exclusive oR'ed with the immediate byte: 
Location 8082: 0110 10012 
Immediate byte: 1000 00012 

Result: 1110 10002 

The resulting byte with the leftmost and rightmost bits 
inverted is stored in location 8082. The condition code 
is set to I. 

Exclusive OR (XC) 

The EXCLUSIVE OR ( xc) instruction can be used to ex­
change the contents of two areas in storage without 
the use of an intermediate storage area. For example, 
assume that two words. are in storage: 

358 35B 

word 1 I 00 I 00 I 17 I 90 I 

360 363 

Word 2 I 00 I 00 I 14 I 01 I 
Execution of the instruction (assume that register 7 

contains 00 00 03 58) : 
Machine Format 

OP CODE L Bl Dl 

m I 03 I 1 I ooo 
Assembler Format 

OP CODE Dl L Bl D2 B2 

xc 0(4,7),8(7) 

B2 D2 

7 I 0081 

exclusive oR' s word 1 with word 2 as follows: 
Word 1: 0000 0000 0000 0000 0001 01111001 00002 = 00 00 17 90 
Word 2: 0000 0000 0000 0000 0001 0100 0000 00012 = 000014 01 

Result: 0000 0000 0000 0000 0000 00111001 00012 = 00 00 03 91 

The result replaces the former contents of word I. 
Now, execution of the instruction: 

Machine Format 
OP CODE L Bl Dl B2 D2 

D7 I 03 I 7 I 008 7 I oool 
Assembler Format 

OP CODE Dl L Bl D2 B2 

xc 8(4,7),0(7) 

produces the following result: 
Word 1: 0000 0000 0000 0000 0000 00111001 00012 = 00 00 03 91 
Word 2: 0000 0000 0000 0000 0001 0100 0000 00012 = 00 00 14 01 

Result: 0000 0000 0000 0000 0001 01111001 00002 = 00 00 17 90 

The result of this operation replaces the former con­
tents of word 2. Word 2 now contains the ·original 
value of word I. 

Lastly, execution of the instruction: 
Machine Format 

OP CODE L Bl Dl 

D7 I 03 I 1 I ooo 
Assembler Format 

OP CODE Dl L Bl D2 B2 

xc .0(4,7),8(7) 

B2 D2 

7 I 0081 

produces the following result: 
Word 1: 0000 0000 0000 0000 0000 00111001 00012 = 00 00 03 91 
Word2: 0000 0000 0000 0000 00010111100100002 = 000017 90 

Result: 0000 0000 0000 0000 0001 0100 0000 00012 = 00 00 14 01 

The result of this operation replaces the former con­
tents of word I. Word 1 now contains the original 
value of word 2. 

NOTES: 

1. With the xc instruction, fields up to 256 bytes in 
length can be exchanged. 

2. With the XR instruction, the contents of two regis­
ters can be exchanged. 

3. Because the x instruction operates storage to reg­
ister only, an exchange cannot be made solely by the 
use of x. 
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4. A field exclusive OR' ed with itself is cleared to 
z~ros. 

Test Under Mask (TM) 

The TEST UNDER MASK instr...Iction examines specific bits 
within a byte and sets the condition code according 
to what it finds. For example, assume that: 
Storage location 9999 contains FB 
Register 9 contains 00 00 99 90 

Execution of the instruction: 
Machine Format 

OP CODE 12 B1 D1 

91 I C3 I 9 I 0091 

produces the following result: 
FB = 1111 10112 

Mask ( C3) = 1100 00112 

Result = llxx xxll 

Assembler Format 
OP CODE D1 B1 12 

TM 9(9),X'C3' 

The condition code is set to 3: all selected bits are 
ones. 

If location 9999 had contained B9, the result would 
have been: 

B9 = 1011 10012 
Mask ( C3) = 1100 00112 

Result = lOxx xxOl 

The condition code is set to 1: the selected bits are 
both zeros and ones. 

If location 9999 had contained 3C, the result would 
have been: 

3C::::: 001111002 
MAsk ( C3) = 1100 00112 

Result = OOxx xxOO 

The condition code is set to 0: all selected bits are 
zeros. 

NoTE: Storage location 9999 remains unchanged. 

Load Address (LA) 

The LOAD ADDRESS instruction provides a convenient 
way to place a non-negative number ~ 409510 in a reg­
ister without first defining the number as a constant 
and then using it as an operand. For example, assume 
that the number 204810 is to be placed in register 1. 
One instruction that will do this is: 

Machine Format 
OP CODE Rt X2 B2 D2 

41 I 1 I o I o I sool 
Assembler Format 

OP CODE R1. D2 X2B2 

LA 1,2048(0,0) 

As indicated in the programming note in the in­
struction description, the LOAD ADDRESS instruction can 
also be used to increment a register by an amount ~ 
409510 specified in the D2 field. For example, assume 
that register 5 contains 00 12 34 56. 

The instruction: . 
Machine Format 

OP CODE Rt X2 B2 D2 

41 5 0 5 I OOA 1 
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Assembler Format 
OP CODE Rt D2 X2B2 

LA 5,10( 0,5) 
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adds 10 (decimal) to the contents of register 5 as fol­
lows: 
Register 5 ( old) : 00 12 34 56 

D2: 00 00 00 OA 

Register 5 ( new) : 00 12 34 60 

Translate (TR) 

With the TRANSLATE instruction, System/360 can trans­
late data from any code to any other desired code, 
provided that each coded character consists of eight 
bits or fewer. In the following example EBCDIC is trans­
lated to usAScrr-s. The first step is to create a 256.;byte 
table in storage locations 1000-lOFF. This table con­
tains the characters of the code into which you are 
translating (the function bytes). The table must be 
in order, not by the binary values of the characters it 
c~ntains, but by the binary sequence of the characters 
of the original code (the argument bytes). For ex­
ample, note in the table below that the characters are 
in the normal EBCDIC collating sequence. 

Translate Table 

IOOF 

1000 
l--+--~---+--1f--+---+--+---if--+--t---+---+~t---t------t--1 

JOJO 

1020 

1030 
l---+--+--+--11--+--+---+--11--+--+---t--+~t---+----t---t 

1040 b + 
-
* 1050 .& 

1---+--+--+~l--+--+---+~l--+--+---+--+~t---+--r--t 

1060 -: 7 % 

I -
# @ = 1070 

---------1080 ab c def g hi 

1090 k m n o p q 

JOAO u v w x y z 

JOBO 

---------JOCO ABC DEF G HI 

---------!ODO KL MN OP QR 

JOEO --------s TUVWXYZ 

- ----
JOFO O J 2 3 4 5 6 7 B 9 

!OFF 

Notes: 

1. The overbars are used to indicate the USASCll-8 representations 
of the EBCDIC characters shown. 

2. If the character codes in the statement being translated occupy 
a range smaller than 00t6 through FF16, a table of less than 256 
bytes can be used. 

3. The symbol in location f040. represents the coding for a blank, 
which is the same in both EBCDIC and USASCll-8, 40ta. 
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Now, assume that starting at storage location 2100 
there is a sequence of 2010 EBCDIC characters to be 
translated to usAScn-8: 

Locations 2100-2113: JOHNbJONESb257bW.b95 

Also assume: 
Register 12 contains 00 00 21 00 
Register 15 contains 00 00 IO 00 

As the instruction: 
Machine Format 

OP CODE L Bl Dl B2 D2 

DC I 13 I c I 000 I F , . oool 
Assembler Fonnat 

OP CODE DI L Bl D2 B2 

TR 0(20,12),0(l5) 

is executed, the binary value of each argument byte is 
added to the starting address of the table, and the re­
sulting address is used to fetch a function byte: 
Table starting address: 1000 
First argument byte ( J): DI 

Address of function byte: lODl 

Because the table is arranged so that every EBCDIC 

character is replaced by the corresponding usASCII-8 
character, the result is: 
Locations 2100-2113: JOHNbJONESb257bW.95 

NoTE: To verify that this example is correct, find in 
Appendix F the hexadecimal values for the· remaining 
EBCDIC characters and add them to the starting address 
of the table ( 1000). The sums should be the ad­
dresses within the table of the corresponding usASCII-8 
characters. 

Translate and Test (TRT) 

The TRANSLATE AND TEST instruction is used to scan a 
data field (the argument bytes)· for characters with 
special meaning. To indicate which characters have 
special meaning, first se-t up a table similar to the one 
used for the TRANSLATE instruction. (See the preceding 
example. ) Once again the table must be in order by 
the binary sequence of the code of the argument bytes. 
This time, however, put zeros in the table to indicate 
characters without any special meaning and nonzero 
values to indicate characters with special meaning. 

This example deals with EBCDIC characters; the char­
acters with special meaning in the argument field are 
a selected- set of punctuation marks. The translate and 
test table that follows has been set up accordingly. 

Now, assume that starting at storage location 3000 
you have the following sequence of 3010 EBCDIC char­
acters: 

Locations 3000-301D: 
bbbbbUNPKbbbbbPROUT(9),WORD(5) 

Translate and Test Table 

2000 

2010 

_2020 

2030 

2<MO 

2050 

2060 

2070 

2080 

2090 

20AO 

2080 

20CO 

2000 

20EO 

20FO 

00 

00 
r--

00 

00 

00 

90 

80 

00 
r-

00 
r-

00 
r-

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

85 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 00 00 

00 00 

00 00 

00 00 

00 00 

00 00 

00 -00 

00 00 

00 00 

00 00 

00 00 

00 00 

00 00 

00 00 

00 00 

00 00 

00 00 

200F -

00 00 00 00 00 00 00 00 

00 00 00 00 00 00 00 00 

00 00 00 00 00 00 00 00 

00 00 00 00 00 00 00 00 

00 00 00 00 10 20- 25 00 

00 00 00 30 35 <la 45 00 

oO ' 00 00 50 55 00 00 00 

00 00 00 60 65 70 75 00 

00 00 00 00 00 00 00 00 

00 00 00 00 00 00 00 00 

00 00 00 00 00 00 00 00 

00 ~ 00 00 00 00 00 00 

00 00 00 00 00 00 00 00 

00 00 00 00 00 00 00 00 

00 00 00 00 00 00 -00 00 

00 00 00 00 00 00 00 00 

20FF 

Note: If the character codes in the statement being translated occupy 
a range smaller than 0016 through FF1e, a table le11 than 256 bytes 
can be used. · 

Also assume: 
Register I contains 00 00 30 00 
Register 2 contains 00 00 00 00 
Register 15 col)tains 00 00 20 00 

As the instruction: 
Machine Format 

OP CODE L Bl DI B2 D2 

I DD I m I I I oool FI@ 
Assembler Format 

OP CODE Dl L Bl D2 B2 

TRT 0(30,1),0(15) 

is executed, the value of the first argument byte, a 
blank, is added to the starting address of the table to 
produce the address of the function byte to be ex­
amined: 
Table starting address 2000 
First argument byte (blank) ·. 40 

Address of function bye 2040 

Because zeros were originally placed in storage loca­
tion 2040, no special action. occurs, and the operation 
continues with the second argument byte. The opera­
tion will thus continue until it reaches the symbol ( 
(left parenthesis) in location 3013. When this symbol 
is reached, its value is added_ to the starting address 
of the table, as usual: 
Table starting address 2000 
Argument byte (left parenthesis) 4D 

Address of function byte 204D 
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Because location 2040 contains a nonzero value, the 
following actions occur: 

1. The address of the argument byte, 003013, is 
placed in the low-order 24 bits of register 1. 

2. The function byte, 20, is placed in the low-order 
eight bits of register 2. 

3. The condition code is set to 1 (scan not com­
pleted). 

In general, TRANSLATE AND TEST is executed by use 
of an EXECUTE instruction, which supplies the length 
specification from a general register. In this way a 
complete statement scan can be performed with a 
single TRANSLATE AND TEST instruction repeated over 
and over by means of EXECUTE. In the example, after 
the first execution of TRT, register 1 contains the ad­
dress of the last argument byte translated. It is then 
a simple matter to subtract this address from the ad­
dress of the last argument byte ( 3010) to produce a 
length specification. This length minus one is placed 
in the register that is referenced as the R1 field of the 
EXECUTE instruction. (Because the length code in the 
machine format is one less than the total number of 
bytes in ·the field, one must be subtracted from the 
computed length. ) The branch address part of the 
EXECUTE instruction points to the TRANSLATE AND TEST 

instruction, which must now appear in the following 
format: 

Machine Format 
OP CODE L Bl Dl B2 D2 

DD I 00 . I 1 I 000 I F I 000 I 
Assembler Format 

OP CODE Dl LBl D2 B2 

TRT 0(0,1),0(15) 

· Now the entire argument field can be scanned, stop­
ping to examine those characters of special interest, 
without having to modify any of the instructions al­
ready written. After a stop is made to examine a char­
acter, only a new length and starting address need be 
computed before continuing the scan. 

Edit (ED) 

Because the decimal feature instructions operate only 
on packed decimal data, it is necessary to convert the 
data to the zoned format before a legible report can 
be printed. Moreover, if the report is to be useful to a 
great many people, certain punctuation marks, such as 
commas and decimal points, should be inserted in 
appropriate places. The highly flexible EDIT instruction 
performs these two functions in a single execution. 

This example shows step-by"'.step one way in which 
EDIT can be used. The field to be edited (the source) 
is four bytes long; it is edited against a pattern 13 
bytes long. The foJlowing symbols are used: 
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SYMBOL MEANING 

b ( hexadecimal 40) blank character 
( (hexadecimal 21) significance starter 
d ( hexadecimal 20 ) digit selector 

Assume that the source and pattern fields are: 

Source 
1200 1203 

I 02 I 57 I 42 I 6C I 
i 

Pattern 
1000 lOOC 

I 40 I 20 I 20 I 6B I 20 I 20 I 21 I 4B I 20 I 20 I 40 I C3 I D9 I -------------b d d d d ( d db CR 

Execution of the instruction (assume that register 12 
contains 00 00 10 00) : 

Machine Format 
OP CODE L Bl Dl B2 D2 

DE I oc I c I 000 I c I 200 I 
Assembler Format 

OP CODE Dl L Bl D2 B2 

ED . O( 13,12),X'200'( 12) 

alters the pattern as follows: 

SIGNIFICANCE 

INDICATOR 

PATTERN DIGIT before/after RULE 

b off/off leave( 1) 
d 0 off/off fill 
d 2 off/on (2) digit 

on/on leave 
d 5 on/on digit 
d 7 on/on digit 
( 4 on/on digit 

on/on leave 
d 2 on/on digit 
d 6+ on/off ( 3) digit 
b off/off fill 
c off/off fill 
R off/off fill 

Notes: 

LOCATION 1000-lOOC 
bdd,dd ( .ddbCR 
bbd,dd(.ddbCR 

bb2,dd ( .ddbCR 
same 
bb2,5d( .ddbCR 
bb2,57 ( .ddbCR 
bb2,57 4.ddbCR 
same 
bb2,57 4.2dbCR 
bb2,57 4.26bCR 
same 
bb2,57 4.26bbR 
bb2,57 4.26bbb 

1. This character becomes the fill character. 
2. First nonzero decimal source digit turns on significance 

indicator. 
3. Plus sign in the four low-order bits of the byte turns off 

significance indicator. 

Thus, after the instruction is executed: 

Source Unchanged 
Pattern 
1000 lOOC 

-------------b b 2 ' 5 '7 4 2 6 b b b 
Condition code = 2: result greater than zero. 

When printed, the pattern field, which now contains 
the result, appears as: 

2,574.26 
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If the number in the source field is changed to 
00 00 02 6D, a negative number, and the original pat­
tern is used, the edited result becomes: 

Pattern 
1000 lOOC 

I 40 I 40 I 40 I 40 I 40 I 40 I 40 I 4B I F2 I F6 I 40 I C3 I D9 I -------------b b b b b b b 2 6 bC R 
Condition code = 1; result less than zero 

The significance starter for,ees the significance indi­
cator to the on state and hence causes the decimal 
point to be left unchanged. Because the minus sign 
does not change the significance indicator,· the CR 

symbol is also preserved. 

Edit and Mark (EDMK) 

After an edit-and-mark operation, a symbol (such as 
a dollar sign) can be inserted at the appropriate posi­
tion in the edited result. Usually a currency symbol 
is inserted to the immediate left of the first significant 
digit in the amount; however, if a decimal point ap­
pears in an amount less than one, the currency symbol 
must be inserted to the immediate left of the decimal 
point. A typical operation would leave no blank be­
tween the currency symbol and the amount, thus pro­
tecting against one form of alteration when the result 
is printed on a check. . 

If significance is not forced by the significance 
starter, the edit-and-mark operation inserts into gen­
eral register 1 an address one more than the address 
at which a currency symbol would normally be in­
serted. After one is subtracted from the value in gen­
eral register 1 (for example, by using a BRANCH ON 

couNT instruction with R1 set to one and R2 set to 
zero), a MOVE instruction ( MVI) may be used to posi­
tion the symbol in main storage. 

Machine Format 
OP CODE 12 B1 D1 

92 I 5D I 1 I 100 I 

Assembler Format 
OP CODE D1 B1 12 

MVI 0(1 ),C'$' 

If significance is forced, general register 1 remains 
unchanged. Therefore, the address of the character 
following the significance starter should be placed in 
that register before the EDIT AND MARK instruction is 
performed. 

Decimal Arithmetic 

Add Decimal (AP) 

Assume that the signed, packed-decimal field at stor­
age locations 500-503 is to be added to the signed, 
packed-decimal field at locations 2000-2002. Also 
assume: 

Register 12 contains 00 00 20 00 
Register 13 contains 00 00 04 FD 
Storage locations 2000-2002 contain 38 46 OD (a neg number) 
Storage locations 500-503 contain 01 12 34 5C (a pas number) 

After the instruction: 

Machine Format 
OP CODE Ll L2 Bl Dl B2 D2 

FA I 2 I 3 I c I 000 I D I 003 

Assembler Format 
OP CODE Dl Ll Bl D2 L2 B2 

AP O( 3,12) ,3( 4,13) 

is executed, the storage locations 2000-2002 contain 
73 88 5C; the condition code is set to 2 to indicate that 
the sum is J?OSitive. Note that: 

1. Although the second operand field is larger than 
the first operand field, no overflow interruption occurs 
because the result can. be entirely contained within the 
first operand field. 

2. Because the two numbers had different signs, 
they were in effect subtracted. 

Zero and Add (ZAP) 

Assume that the signed, packed-decimal field at stor­
age locations 4500-4502 is to be moved to. locations 
4000-4004 with four leading zeros in the result field. 
Also assume: 

Register 9 contains 00 00 40 00 
Storage locations 4000-4004 contain 12 34 56 78 90, 
Storage locations 4500--:4502 contain 38 46 OD 

After the instruction: 

Machine Format 
OP CODE Ll L2 Bl Dl B2 D2 

F8 4 I 2 I 9 I . 000 I 9 I 500 

Assembler Format 
OP CODE Dl LlBl D2 L2B2 

ZAP 0( 5,9 ),X'500' ( 3,9) 

is executed, the storage locations 4000-4004 contain 
00 00 38 46 OD; the condition code is. set to 1 to indi­
cate a negative result. Note that because the first 
operand is not checked for vaiid sign and digit codes, 
it may contain any combination of hexadecimal digits. 

Compare Decimal (CP) 

Assume that the signed, pack~d-decimal contents of 
storage locations 700-703 are to be algebraically com­
pared with the signed, packed-decimal contents of lo­
cations 500-503. Also assume: 

Register 12 contains 00 00 06 00 
Register 13 contains 00 00 04 00 
Storage locations 700-703 contain 17 25 35 6D 
Storage locations 500-503 contain 06 72 14 2D 

After the instruction: 

Machine Format 
OP CODE Ll L2 Bl Dl B2 D2 

F9 3 3 C 100 D 100 
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Assembler Format 
OP CODE Dl LlBl D2 L2BZ 

CP X'lOO'( 4,12 ),X'lOO'( 4,13) 

is executed, the condition code is set to 1, indicating 
that the first operand (the contents of locations 700-
703) is lower than the second. 

Multiply Decimal (MP) 

Assume that the signed, packed-decimal field in stor­
age locations 1202-1204 (the multiplicand) is to be 
multiplied by the signed, packed-decimal field in lo­
cations 500-501 (the multiplier): 

1202 1204 

M ultipUcand I 38 I 46 I OD J 
500 501 

M ultipli~r I 32 I ID I 
Because there are a total of eight significant digits in 
the multiplier and multiplicand, a field at least five 
bytes in length must be reserved for the sjgned result. 
As indicated in the programming note for MULTIPLY 

DECIMAL, a ZERO AND ADD into a larger field can provide 
the required space. If it is assumed: 

Register 4 contains 00 00 12 00 
Register 6 contains 00 00 05 00 

then execution of the assembler instruction: 

ZAP X'l00'(5,4),2(3,4) 

sets up a new multiplicand in storage locations 1300-
1304: 

1300 1304 

Multiplicand (new) I 00 I 00 I 38 I 46 I OD I 
Now, after the instruction: 

Machine Format 
OP CODE Ll L2 Bl Dl B2 D2 

FC I 4 I I I 4 I 100 I 6 000 

Assembler Format 
OPCODE 

MP X'l00'(5,4),0(2,6) 

is executed, storage locations 1300-1304 contain the 
product: 01 23 45 66 OC. 

Divide Decimal (DP) 

Assume that the signed, packed-decimal field at stor­
age locations 2000-2004 (the dividend) is to be di­
vided by the signed, packed-decimal field at locations 
3000-3001 (the divisor). Also assume: 

Register 12 contains 00 00 20 00 
Register 13 contains 00 00 30 00 
Storage locations 2000-2004 contain 01 23 45 67 BC 
Storage locations 3000-3001 contain 32 ID 
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After the instruction: . 
Machine Format 

OP CODE Ll . L2 Bl Dl B2 D2 

FD I 4 I I I c I 000 I D I 000 I 
Assembl~r Format 

OP CODE Dl LlBl D2 L2B2 

DP O( 5,12 ),0( 2,13) 
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is executed, the dividend field is entirely replaced by 
the signed quotient and remainder fields, as follows: 

2000 2004 

Locations 2000-2004 I 38 I 46 I OD I 01 I 8C I 
'--y----' '--y---1 

quotient remainder 

NOTES: 

1. Because the signs of the dividend and divisor are 
different, the quotient receives a negative sign. 

2. The remainder receives the sign of the dividend 
and the length of the divisor. 

3. If an attempt is made to divide the dividend by 
the one-byte field at location 3001, the quotient will be 
too long to fit within the. four bytes allotted to it. A 
decimal-divide exception exists, causing a program 
interruption. 

Pack (PACK) 

Assume that storage locations 1000-1004 contain the 
following zoned-decimal field that is to be converted 
to a packed-decimal field and left in the same location: 

1000 1004 

Zoned Field I Fl I F2 I F3 I F4 I C5 I 
Also assume that register 12 contains 00 00 10 00. 

After the instruction: 

Machine Format 
OP CODE Ll L2 Bl Dl B2 D2 

L F2 4 I 4 I c I 000 I c 000 

Assembler Format 
OP CODE Dl LI Bl D2 L2B2 

PACK O( 5,12 ),0( 5,12) 

is executed, the field in locations 1000-1004 is in the 
packed-decimal format: 

1000 1004 

Packed Field I 00 I 00 I 12 I 34 I 5C I 
NOTES: 

1. This example illustrates the operation of PACK 

when the first and second operand fields overlap com­
pletely. 

2. During the operation, the second operand was 
extended with high-order zeros. 



JUNE 1, 1971 

Unp(lck (UNPK) 

Assume that storage locations 2501-2503 contain a 
signed, packed-decimal field that is to be unpacked 
and placed in storage locations 1000-1004. Also assume: 
Register 12 contains 00 00 10 00 
Register 13 contains 00 00 25 00 
Storage locations 2501-2503 contain 12 34 50 
The initial contents of storage locations 1000-1004 are not 

significant 
PSW bit 12 = 0 (EBCDIC mode) 

After the instruction: 
Machine Format 

OP CODE Ll L2 Bl Dl B2 D2 
F3 4 I . 2 I c I 000 I D I 001 

Assembler Format 
OP CODE Dl LlBl D2 L2B2 
UNPK 0(5,12),1(3,13) 

is executed, the storage locations 1000-1004 contain 
Fl F2 F3 F4 D5. Because the CPU was in EBCDIC mode, 
the zone lllb == F16 was attached to all digits except 
the digit occupying the same byte as the sign. 

Move with Offset (MVO) 

Assume that the unsigned three-byte field in storage 
locations 4500-4502 is to be moved to locations 5600-
5603 and given the sign of the one-byte field located 
at 5603. Also assume: 
Register 12 contains 00 00 56 00 
Register 15 contains 00 00 45 00 
Storage locations 5600-5603 contain 77 88 99 OC 
Storage locations 4500-4502 contain 12 34 56 

After the instruction: 
Machine Format 

OP CODE Ll L2 Bl Dl B2 D2 
Fl 3 I 2 I c I 000 I F I 000 

Assembler Format 
OPCODE DlLlBl D2L2B2 

MVO 0(4,12),0(3,15) 

is executed, the storage locations 5600-5603 contain 
01 23 45 6C. Note that the second operand was ex­
tended with one high-order zero to fill out the first 
operand field. 

NoTE: The section "Shifting of Decimal Fields" 
shows how MOVE WITH OFFSET can be used in shifting 
a decimal field an-odd number of places. 

Shifting of Decimal Fields 

No instructions have been specifically provided to per­
form shifting of decimal fields in storage. However, 
various combinations of System/360 instructions may 
be used to accomplish in effect this type of shift. The 
following assembly-language examples illustrate some 
of the methods for shifting decimal numbers. These 

examples additionally illustrate how the assembly lan­
guage facilitates coding with symbolic operands. 

Decimal Right Shift (Even Number of Place~) 

Assume that symbolic storage location SOURCE contains 
12 34 56 78 9C, and you wish to shift the contents of 
SOURCE two places to the right (to drop the rightmost 
two digits, thereby dividing soURCE by 10010). The 
MOVE NUMERICS ( MVN) instruction can be used to ac­
complish this: 

MVN SOURCE+3( 1 ),SOURCE+4 

After the MVN instruction is executed, SOURCE con­
tains 12 34 56 7C.9C .. Instructions referencing SOURCE 
should now use a length of 4 instead of 5. 

Decimal Right Shift (Odd Number of Places) 

Assume that symbolic storage location SOURCE con­
tains 12 34 56 78 9C, and you wish to shift the contents 
of SOURCE three places to the right (to drop the right­
most three digits, thereby dividing SOURCE by 100010). 
The MOVE WITH OFFSET ( Mvo) instruction can be used 
to accomplish this: 

MVO SOURCE ( 5) ,SOURCE ( 3) 

After this instruction is executed, SOURCE contains 
00 01 23 45 6C. 

Decimal Left Shift (Even Number of Places) 

Assume that symbolic location ZERO contains 00 00 and 
that SOURCE contains 12 34 56 78 9C. The contents of 
SOURCE can be shifted four places to the left by using 
the following group of instructions: 

MVC SOU:flCE+5(2),ZERO 
MVN SOURCE+6( 1 ),SOURCE+4 
NI SOURCE +4,240 

SOURCE 
12 34 56 78 9C 00 00 
12 34 56 78 9C 00 OC 
12 34 56 78 90 00 oc 

Note that the number 24010 in the AND (NI) instruc­
tion provides a mask of 1111 00002, which is used to 
make the old sign position zero. 

Decimal Left Shift (Odd Number of Places) 

Assume that symbolic location ZERO contains 00 00 arrd 
that soURc:E contains 12 34 56 78 9C. The contents· of 
SOURCE can be shifted three places to the left by using 
the following group of instructions: 

MVC SOURCE+5(2),ZERO 
MVN SOURCE+6( 1 ),SOURCE+4 
NI SOURCE+4,240 . 
MVO SOURCE(6),SOURCE(5) 

Floating-Point Arithmetic 

SOURCE 
12 34 56 78 9C 00 00 
12 34 56 78 9C 00 OC 
12 34 56 78 90 00 oc 
0123 45 67 89 00 oc 

In this section, the abbreviations FPRO, FPR2, FPR4, and 
FPR6 stand for floating-point registers 0, 2, 4, and 6, 
respectively. 
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Add Normalized (AE, AER, AD, ADR) 

The ADD NORMALIZED instructions perform the addition 
of two floating-point numbers and place the normal­
ized result in a floating-point register. Neither of the 
two numbers to'be added must necessarily be normal­
ized before addition occurs. For example, assume that: 
FPR6 contains 43 08 21 00 00 00 00 00 = 82.lrn ~ 130.0610 

( unnormalized ) 
Storage locations 2000-2007 contain 41 12 34 56 00 00 00 00 = 

1.2345616 ~ 1.1310 (normalized) 
Register 13 contains 00 00 20 00 

The instruction: 
Machine Format 

OP CODE Rl X2 B2 D2 

Assembler Format 
OP CODE RlD2 X2B2 

I . 7 A I 6 I 0 I D I 000 I AE 6,0( 0,13) 

can be used to perform the short-precision addition of 
the two operands. In this example the instruction 
operates as follows: 

The characteristics of the two numbers are com­
pared. Since the number in storage has a characteristic 
that is smaller by 2, it is right-shifted after fetching 
until the characteristics agree. The two numbers are 
then added: 

FPR6: 
Shifted number from storage: 

Intermediate sum: 

GUARD 
DIGIT 

43 08 2100 
430012 34 5 
43 08 33 34 5 

Because the intermediate sum is unnormalized, it is 
left-shifted to form the normalized floating-point num­
ber 42 83 33 45 ( ==83.334516 == 131.210). This number 
replaces the high-order portion of FPR6. The low-order 
portion of FPR6 and the contents of storage locations 
2000-2007 are unchanged. 

If the long-precision instruction AD is used, the re­
sult in FPR6 will be 42 83 33 45 60 00 00 00. Note that in 
this case, the use of the long-precision instruction pro­
vides one additional hexadecimal digit of precision. 

Add Unnormalized (AU, AUR, AW, AWR) 

The ADD UNNORMALIZED instructions operate identical­
ly to the ADD NORMALIZF.D instructions, except that the 
final result is not normalized when ADD UNNORMALIZED 

is used. For example, using the same operands as in 
the example for ADD NORMALIZED, when the short- . 
precision instruction: 

Machine Format 
OP CODE Rl X2 B2 D2 

Assembler Format 
OP CODE R1D2 X2B2 

7E 6 I 0 I D I 000 AU 6,0(0,13) 

is executed, the two numbers are added as follows: 

FPR6: 
Shifted number from storage: . 

Sum: 
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43 08 2100 

GUARD 
DIGIT 

43 00 12 34 5 

43 08 33 34 5 
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The guard digit participates in the addition but is dis­
carded. The unnormalized sum replaces the high-order 
portion of FPR6. 

If the result in FPR6 is converted to a normalized 
number ( 42 83 33 40 00 00 00 00) and is compared 
to the result in FPR6 when ADD NORMALIZED was used 
( 42 83 33 45 00 00 00 00), in this case it is apparent 
that the use of ADD NORMALIZED (with the retention of 
the guard digit) has preserved some additional signifi­
cance in the result. 

Compare (CE, CER, CD, CDR) 

Assume that FPR4 contains 43 00 00 00 00 . 00 00 00 
( == 0), and FPR6 contains 34 12 34 56 78 9A BC DE 
(a positive number). The contents of the two registers 
are to be compared with the following long-precision 
instruction: 

Machine Format 
OP CODE Rl R2 

29 I 4 I 6 I 

Assembler Format 
OP CODE R1R2 

CDR 4,6 

When this instruction is executed, the number. with 
the smaller characteristic is taken from the register 
and right-shifted until the two characteristics agree. 
The shifted contents of the FPR6 are: 

GUARD 
DIGIT 

FPR6: 43 00 00 00 00 00 00 00 0 

Therefore, when the two numbers are compared the 
condition code is set to 0, indicating an equality. 

As the above· example implies, when floating-point 
numbers are compared, more than two numbers may 
compare equally if one of the numbers is unnormal­
ized. For example, the unnormalized floating-point 
number 410012 34 56 78 9A BC compares equally with 
all numbers of the form 3F 12 34 56 78 9A BC OX ( X 
represents any hexadecimal number). When the COM­

PARE instruction is executed, the two low-order digits 
are shifted right two places; the 0 becomes the guard 
digit, and the X does not participate in the comparison. 

Note, however, that when two normalized floating­
point numbers are compared, th~ relationship between 
numbers that compare equally is unique: each digit 
in one number must be identical to the corresponding 
digit in the other number. 

Status Switching 

Supervisor Call (SVC) 

The SUPERVISOR CALL instruction allows a program that 
is operating in the problem state to switch the CPU to 
the supervisor state. At the same time, the problem 
program can make a byte of information ·available to 
the supervisor program. For example, the instruction: 
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Machlno Format 
OP C()l>K I 

_o~ ] Ol I 

Assembler Format 
OP CODE I 

SVC 1 

causes a supervisor-call interruption. The byte of in­
formation. ( 0000 00012 ) is placed in the interruption­
code field of the SUPERVISOR CALL old PSW (logical add­
ress 23 16), and a new PSW is fetched from logical address 
6016. The information byte may indicate, for example, 
that certain conditions encountered during processing 
require further attention (e.g., the job has been com­
pleted and a printout of storage is desired). 

Set Storage Key (SSK) 

Assume that the storage block corresponding to ad- . 
dresses 80(}.FFF is to have bits 11110 set into its storage key 
(that is, only programs with a protection key of 0 or 
1510 can store data in this block, but any program can 
fetch data). Also assume that: 

.. Register 5 contains 00 00 OA 60 
Register 6 contains 00 00 00 FO 

When the instruction: 
Machine Format 

OP C.ODE Rl R2 

08 I 6 I 51 

Assembler Format 
OP CODE R1R2 

SSK 6,5 

is executed, bits 8-20 of register 5 are examined; their 
value indicates which block of 2,04810 bytes is to have 
its key set: 
Register 5 (bits 8-20) : 0000 0000 0000 1 

In this case register 5 indicates that the "second" block 
(addresses 800-FFF) is the block being addressed. Note 
that register 5 will contain all zeros if the block con­
taining addresses ooO-iFF is being addressed. Also note 
that it is not necessary for R2 to contain the exact 
address of the first byte in the block (i.e., 00 00 08 00) 
because only bits 8-20 of .R2 are examined. 

The key setting for the storage block indicated by 
register 5 is obtained from bits 24-28 of register_ 6: 
Register 6 (bits 24-28) 1111 0 

If the fetch protection feature is installed, and it is 
desired to prevent fetching as well as storing of data 
in locations soo-FFF, the low-order bit of the storage 

key must be set to 1. This bit can be set to 1 if bit 28 
of register 6 is set to 1 before the execution df SSK. 

(The register could contain 00 00 00 F8, for example. ) 

Insert Storage Key (ISK) 

Assume that the key of the storage block containing 
addresses 800-FFF is to be inspected and that: 

Register 5 contains 00 00 08 00 
Register 6 contains FF FF FF FF 

Execution of the instruction: 

. Machine F ormr;it 
OP CODE Rl R2 

09 I 6 I s I 

Assembler Format 
OP CODE R1R2 

ISK ·6,5 

changes the contents of register 6 to: 
1111111111111111 1111 1111 MMMM MOOO where 
MMMMM represents the five-bit storage key. Note 
that the last M is set to 0 if fetch protection is not 
installed. 

Test and Set (TS) 

The TEST AND SET instruction can be used to control the 
sharing of a storage area that is used in common by 
more than one program. Assume that the convention 
has been established that when the leftmost bit of an 
indicator byte is set to 1, it is a signal to all other 
programs not to ·attempt to access the starage ·area. 
When a program has finished using the storage area, 
it can then set the leftmost bit of the indicator byte to 
0, indicating· that other programs may now access the 
area. 

For example, assume that register 10 contains the 
address of the indicator byte ( 00 00 34 56) and that 
the indicator byte itself initially contains the bits 
·0000 0000. After the instruction: 

Machine Format 
OP CODE Bl Dl 

93 I A I 000 I 
is executed: 

Assembler Format 
OP CODE Dl Bl 

TS O( 10) 

The indicator byte {location 3456) contains bits 1111 1111. 
The condition code is set to zero (indicating that the test re-

vealed the leftmost bit of the indicator byte was zero). 
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APPENDIX C. FIXED-POINT AND TWO'S-COMPLEMENT NOTATION 

A fixed-point number is a signed value, recorded as a 
binary integer. It is called fixed point because the pro­
grammer determines the fixed positioning of the binary 
point. 

Fixed-point operands may be recorded in halfword 
( 16 bits) or word ( 32 bits) lengths. In both lengths, 
the first bit position ( 0) holds the sign of the number, 
with the remaining bit positions ( 1-15 for halfwords 
and 1-31 for fullwords) used to designate the mag­
nitude of the number. 

Positive fixed-point numbers are represented in true 
binary form with a zero sign bit. Negative fixed-point 
numbers are represented in two's·complement notation 
with a one bit in the sign position. In all cases, the 
bits between the sign bit and the leftmost significant 
bit of the integer are the same as the sign bit (i.e. 
all zeros for positive numbers, all ones for negative 
numbers). 

Negative fixed-point numbers are formed in two's 
complement notation by inverting each bit of the posi­
tive binary number and adding one. For example, the 
true binary form of the decimal value ( plus 26) is 
made negative (minus 26) in the following manner: 

+26 
Invert 
Add 1 

S INTEGER 

0 0000000 00011010 
1111111111100101 

I 

-26 1111111111100110 (Two's complement form) 

This is equivalent to subtracting the number: 
00000000 00011010 from I 00000000 00000000. 

The following addition examples illustrate two's 
complement arithmetic. Only eight bit positions are 
used. All negative numbers are in two's complement 
form. 
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COMMENTS 

+57 00111001 
+35 = 00100011 

+92 = 01011100 

+57 = ')0111001 
-35 = 11011101 No overflow 

+22 00010110 Ignore carry - carry into high 
order position and carry out. 

+35 00100011 
-57 11000111 

-22 = 11101010 Sign change only; no carry. 

-57 = 11000111 
-35 11011101 No overflow 

-92 10100100 Ignore carry - carry into high 
order position and carry out. 

-57 11000111 
-92 10100100 

-
-149 0 01101011 0 0verffow - no carry into high 

order position but carry out. 

+57 00111001 
+92 01011100 

149 °10010101 °0verffow - carry into high order 
position, no carry out. 

The following are 16-bit fixed-point numbers. The 
first is the largest positive number and the last, the 
largest negative number. 

NUMBER DECIMAL s INTEGER 

215 -1 32,767 =0 111111111111111 
20 = 1 = 0 0000000 00000001 
0 0 = 0 0000000 00000000 
-20 -1 = 1 1111111 11111111 
-216 -32,768 = 1 0000000 00000000 

The following are 32-bit fixed-point numbers. The 
first is the largest positive number that can be· repre­
sented by 32 bits, and the last is the largest negative 
number. 

NUMBER 

231 -1 
216 
20 
0 

-20 
-21 
-216 
-231 +l 
-231 

DECIMAL S INTEGER 

2 147 483 647 =O 1111111 1111111111111111 11111111 
65 536 = 0 0000000 0000000100000000 00000000 

1 =O 0000000 0000000000000000 00000001 
0 =O 0000000 0000000000000000 00000000 

-1=l1111111111111111111111111111111 
-2 =111111111111111111111111 11111110 

-65 536 = 1 1111111 11111111 00000000 00000000 
-2 147 483 647 = 1 0000000 0000000000000000 00000001 
-2 147 483 648 =l 0000000 0000000000000000 00000000 
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APPENDIX D. FLOATING-POINT ARITHMETIC 

Floating-point arithmetic simplifies programming by 
automatically maintaining binary point placement 
(scaling) during computations in which the range of 
values used vary widely or are unpredictable. 

The key to floating-point data representation is the 
separation of the significant digits of a. number from 
the size (scale) of the number. Thus, the number is 
expressed as a fraction times a power of 16. 

A floating-point number has two associated sets of 
values. One set represents the significant digits of the 
number and is called the fraction. The second set 
specifies the power (exponent) to which 16 is raised 
·and indicates the location of the binary point of ·the 
number. 

These two numbers (the fraction and exponent) are 
recorded in a single word or double word. 

Since each of these two numbers is signed, some 
method must be employed to express two signs in an 
area that provides for a single sign. This is accom­
plished by having the fraction sign use the sign associ­
ated with the word (or double word) and expressing 
the exponent in excess 64 arithmetic; that is, the ex­
ponent is added as a signed number to 64. The result­
ing num her is called the characteristic. Since- 64 uses 7 
bits, the characteristic can vary from 0 to 127, permit­
ting the exponent to vary from -64 through 0 to +63. 
This provides a decimal range of n x 1075 to n x 10-78• 

Floating-point data. in the System/360 may be re­
corded in short or long formats, depending on the 
precision required. Both formats use a sign bit in bit 
position. 0, followed by a characteristic in bit positions 
1-7. Short-precision floating-point data operands con­
tain the fraction in bit positions 8-31; long-precision 
operands have the fraction in bit positions 8-63. 

Short-Precision Floating-Point Format 

IS I Characteristic I Fraction 
0 1 7 8 31 

long-Precision Floating-Point Format 

j~s_j_c_h_o_ra_c_te_r_is_ti_c~l------~-Fr_a_ct_io_n ______ ___.)S~------~ 
0 1 7 8 63 

The sign of the fraction is indicated by a zero or one 
bit in bit position 0 to denote a positive or negative 
fraction, respectively. 

Within a given fraction length ( 24 or 56 bits), a 
floating-point operation will provide the greatest pre­
cision if the fraction is normalized. A fraction is nor­
malized when the high-order digit (bit positions 8, 
9, 10 and 11) · is not zero. It is unnormalized if the 
high-order digit contains all zeros. 

If normalization of the operand is desired, the float­
ing-point instructions that provide automatic normal­
ization are used. This automatic normalization is ac­
complished by left-shifting the fraction (four bits per 
shift) until a nonzero digit occupies the high-order 
digit position. The characteristic is reduced by one for 
each digit shifted. 

Conversion Example 

Convert the decimal number 149.25 to a short-preci­
sion floating-point operand. (Appendix E provides 
tables for conversion of hexadecimal and decimal inte­
gers and fractions.) · 

1. The number is decomposed into a decimal integer 
and a decimal fraction. 

149.25 = 149 plus 0.25 

2. The decimal integer is converted to its hexadeci­
mal representation. 

14910 9510 

3. The decimal fraction is converted to its hexadeci­
mal representation. 

0.2510 = 0.410 

4. Combine the integral and fractional parts and ex­
press as a fraction times a power of 16 ( exponent) . 

95.4rn = ( 0.954 X l02 )io 

5. The characteristic is developed from the expon­
ent and converted to binary. 

base + exponent characteristic 
64 + 2 = 66 = 1 0 0 0 0 1 0 

6. The fraction is converted to binary and grouped 
hexadecimally. 

.95410 = .1001 0101 0100 
7. The characteristic and the fraction are stored in 

short precision format. The sign position contains the 
sign of the fraction. 

S Char Fraction 
0 1000010 1001 010101000000 0000 0000 
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The following are sample normalized short floating­
point numbers. The last two numbers represent the 
smallest and the largest positive normalized numbers. 

NUMBER POW~RS OF 16 S CHAR 

1.0 = + 1/16 X 161 =O 1000001 
0.5 = +8/16 X 160 =O 1000000 
1/64 = +4/16 X 16-1 =O 0111111 
o.o = +o x 16-64 =O 0000000 

-15.0 = -15/16 x 161 =11000001 
5.4 x 10-19~+1;16 x 16-64 -=o 0000000 
1 x 101s ~ < 1-16-6 > x 1663 -=o 1111111 

528 

Fl\ASJTION 

0001 0000 0000 0000 0000 0000 
1000 0000 0000 0000 0000 0000 
0100 0000 0000 0000 0000 0000 
0000 0000 0000 0000 0000 0000 
1111 0000 0000 0000 0000 0000 
000100000000 0000 0000 0000 
111111111111111111111111 
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APPENDIX E. POWERS OF TWO TABLE 

zn n 2-11 

1 0 1.0 
2 1 0.5 
4 2 0.25 
8 3 0.125 

16 4 0,062 5 
32 5 0.031 25 
64 6 0.015 625 

128 7 0.007 812 5 

256 8 0.003 906 25 
512 9 0.001 953 125 

1 024 10 0. 000 976 562 5 
2 048 11 0,000 488 281 25 

4 096 12 o.ooo 244 140 625 
8 192 13 o.ooo 122 070 312 5 

16 384 14 o~ooo 061 035 156 25 
32 768 15 0.000 030 517 578 125 

65 536 16 0.000 015 258 789 062 5 
131 072 17 0.000 007 629 394 531 25 
262 144 18 0.000 003 814 697 265 625 
524 288 19 o. 000 001 907 348 632 812 5 

1 048 576 20 0.000 000 953 674 316 406 25 
2 097 152 21 0.000 000 476 837 158 203 125 
4 194 304 22 0.000 000 238 418 579 101 562 5 
8 388 608 23 0.000 000 119 209 289 550 781 25 

16 777 216 24 o.ooo 000 059 604 644 775 390 625 
33 554 432 25 o.ooo 000 029 802 322 387 695 312 5 
67 108 864 26 0.000 000 014 901 161 193 847 656 25 

134 217 728 27 0.000 000 007 450 580 596 923 828 125 

268 435 456 28 0.000 000 003 725 290 298 461 914 062 5 
536 870 912 29 0.000 000 001 862 645 149 230 957 031 25 

1 073 741 824 30 0.000 000 000 931 322 574 615 478 515 625 
2 147 483 648 31 . 0,000 000 000 465 661 287 307 739 257 812 5 

4 294 967 296 32 0.000 000 000 232 830 643 653 869 628 906 25 
8 589 934 592 33 0.000 000 000 116 415 321 826 934 814 453 125 

17 179 869 184 34 0.000 000 000 058 207 660 913 467 407 226 562 5 
34 359 738 368 35 0.000 000 000 029 103 830 456 733 703 613 281 25 
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APPENDIX F. HEXADECIMAL-DECIMAL CONVERSION TABLE 

The following tables aid in converting hexadecimal 
values to decimal values, or the reverse. 

Direct Conversion Table 
This table provides direct conversion of decimal and 
hexadecimal numbers in these ranges: 

HEXADECIMAL 

000 to FFF 
DECIMAL 

0000 to 4095 

For numbers outside the range of the table, add the 
following values to the table figures: 

0 1 2 3 4 5 6 

00_ 0000 0001 0002 0003 0004 0005. 0006 
OL 0016 0017 0018 OOI9 0020 002I 0022 
02_ 0032 0033 0034 0035 0036 0037 0038 
03_ 0048 0049 0050. 0051 0052 0053 0054 
04_ 0064 0065 0066 0067 0068 0069 0070 
05_ 0080 0081 0082 0083 0084 0085 0086 
06_ 0096 0097 0098 0099 0100 0101 0102 
07_ . 0112 Oll3 Oll4 Oll5 0116 Oll7 Oll8 
08_ OI28 OI29 0130 013I OI32 OI33 0134 
09_ 0144 OI45 OI46 OI47 OI48 OI49 OI50 
OA_ 0160 016I 0162 0163 0164 0165 0166 
OB_ OI76 OI77 OI78 0179 OI80 OI8I 0182 
oc_ 0192 OI93 0194 0195 0196 0197 OI98 
OD_ 0208 0209 0210 0211 02I2 02I3 02I4 
OE_ 0224 0225 0226 0227 0228 0229 0230 
OF_ 0240 024I 0242 0243 0244 0245 0246 

10_ 0256 0257 0258 0259 0260 026I 0262 
IL 0272 0273 0274 0275 0276 0277 0278 
I2_ 0288 0289 0290 029I 0292 0293 0294 
I3_ 0304 0305 0306 0307 0308 0309 0310 
I4_ 0320 032I 0322 0323 0324 0325 0326 
I5_ 0336 0337 0338 0339 0340 034I 0342 
16_ 0352 0353 0354 0355 0356 0357 0358 
I7_ 0368 0369 0370 0371 0372 0373 0374 
I8_ 0384 0385 0386 0387 0388 0389 0390 
19_ 0400 040I 0402 0403 0404 0405 0406 
IA_ 0416 04I7 04I8 0419 0420 042I 0422 
IB_ 0432 0433 0434 0435 0436 0437 0438 
IC_ 0448 0449 0450 045I 0452 0453 0454 
ID_ 0464 0465 0466 0467 . 0468 0469 0470 
IE_ 0480 048I 0482 0483 0484 0485 0486 
IF_ 0496 0497 0498 0499 0500 050I 0502 

530 

7 

0007 
0023 
0039 
0055 
0071 
0087 
0103 
Oll9 
OI35 
OI5I 
0167 
OI83 
0199 
02I5 
023I 
0247 

0263 
0279 
0295 
0311 
0327 
0343 
0359 
0375 
039I 
0407 
0423 
0439 
0455 
0471 
0487 
0503 

HEXADECIMAL 

1000 
2000 
3000 
4000 
5000 
6000 
7000 
8000 
9000 
AOOO 
BOOO 
cooo 
DOOO 
EOOO 
FOOO 

8 9 A 

0008 0009 0010 
0024. 0025 0026. 
0040 0041 0042 
0056 005.7 0058 
0072 0073 0074 
0088 0089 0090 
0104 0105 0106 
0120 0121 0122 
0136 OI37 OI38 
OI52 0153 OI54 
0168 0169 OI70 
OI84 OI85 OI86 
0200 020I 0202 
0216 0217 02I8 
0232 0233 0234 
0248 0249 0250 

0264 0265 0266 
0280 028I 0282 
0296 0297 0298 
03I2 03I3 03I4 
0328 0329 0330 
0344 0345 0346 
0360 036I 0362 
0376 0377 0378 
0392 0393 0394 
0408 0409 0410 
0424 0425 0426 
0440 044I 0442 
0456 0457 0458 
0472 0473 0474 
0488 0489 0490 
·0504 0505 0506 

B c 
0011 0012 
0027 0028 
0043 0044 
0059 0060 
0075 0076 
0091 0092 
0107 0108 
0123 0124 
OI39 0140 
OI55 0156 
OI71 OI72 
0187 0188 
0203 0204 
02I9 0220 
0235 0236 
025I 0252 

0267 0268 
0283 0284 
0299 0300 
03I5 0316 
033I 0332 
0347 0348 
0363 0364 
0379 0380 
0395 0396 
0411 04I2 
0427 0428 
0443 0444 
0459 0460 
0475 0476 
049I 0492 
0507 0508 

DECIMAL 

4096 
8192 

12288. 
16384 
20480 
24576 
28672 
32768 
'36864 
40960 
45056 
49152 
53248 
57344 
61440 

D 

0013 
0029 
0045 
0061 
0077 
0093 
0109 
0125 
OI41 
OI57 
OI73 
0189 
0205 
022I 
0237 
0253 

0269 
0285 
030I 
03I7 
0333 
0349 
0365 
038I 
0397 
04I3 
0429 
0445 
0461 
0477 
0493 
0509 

E F 

0014 OOI5 
.0030 0031 
0046 0047 
0062 0063 
0078 0079 
0094 0095 
OllO 0111 
OI26 OI27 
OI42 OI43 
OI58 OI59 
OI74 OI75 
0190 .019I 
0206 0207 
0222 0223 
0238 0239 
0254 0255 

0270 0271 
0286 0287 
0302 0303 
03I8 03I9 
0334 0335 
0350 035I 
0366 0367 
0382 0383 
0398 0399 
04I4 04I5 
0430 043I 
0446 0447 
0462 0463 
0478 0479 
0494 0495 
0510 0511 
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0 1 .2 3 4 5 6 7 8 9 A B c D E F 

20_ 0512 0513 0514 0515 0516 0517 0518 0519 0520 0521 0522 0523 0524 0525 0526 0527 
21- 0528 0529. 0530 0531 0532 0533 0534 0535 0536 0537 0538 0539 0540 0541 0542 0543 
22_ 0544 0545 0546 0547 0548 0549 0550 0551 0552 0553 0554 0555 0556 0557 0558 0559 
23_ 0560 0561 0562 0563 0564 0565 0566 0567 0568 0569 0570 0571 0572 0573 0574 0575 
24_ 0576 0577 0578 0579 0580 0581 0582 0583 0584 0585 0586 0587 0588 0589 0590 0591 
25_ 0592 0593 0594 0595 0596 0597 0598 0599 0600 0601 0602 0603 0604 0605 0606 0607 
26_ 0608 0609 0610 0611 0612 0613 0614 0615 0616 0617 0618 0619 0620 ·0521 0622 0623 
27_ 0624 0625 0626 0627 0628 0629 0630 0631 0632 0633 0634 0635 0636 0637 0638 0639 
28_ 0640 0641 0642 0643 0644 0645 0646 0647 0648 0649 0650 0651 065CZ 0653 0654 0655 
29_ 0656 0657 0658 0659 0660 0661 0662 0663 0664 0665 0666 0667 0668 0669 0670 0671 
2A_ 0672 0673 0674 0675 0676 0677 0678 0679 0680 0681 0682 0683 06'84 0685 0686 0687 
2B_ 0688 0689 0690 0691 0692 0693 0694 0695 0696 0697 0698 0699 0700 0701 0702 0703 
2C_ 0704 0705 0706 0707 0708 0709 0710 0711 0712 0713 0714 0715 0716 0717 0718 0719 
2D_ 0720 0721 0722 0723 0724 0725 0726 0727 0728 0729 0730 0731 0732 0733 0734 0735 
2E_ 0736 0737 0738 0739 0740 0741 0742 0743 0744 0745 0746 0747 0748 0749 0750 0751 
2F_ 0752 0753 0754 0755 0756 0757 0758 0759 0760 0761 0762 0763 0764 0765 0766 0767 

30_ 0768 0769 0770 0771 0772 0773 0774 0775 0776 0777 0778 0779 0780 0781 0782 0783 
31_ 0784 0785 0786 0787 0788 0789 0790 0791 0792 0793 0794 0795 0796 0797 0798 0799 
32_ 0800 0801 0802 0803 0804 0805 0806 0807 0808 0809 0810 0811 0812 0813 0814 0815 
33_ 0816 . 0817 0818 0819 0820 0821 0822 0823 0824 0825 0826 0827 0828 0829 0830 0831 
34_ 0832 0833 0834 0835 0836 0837 0838 0839 0840 0841 0842 0843 0844 0845 0846 0847 
35_ 0848 0849 0850 0851 0852 0853 0854 0855 0856 0857 0858 0859 0860 0861 0862 0863 
36_ 0864 0865 0866 0867 0868 0869 0870 0871 0872 0873 0874 0875 0876 0877 0878 0879 
37_ 0880 0881 0882 0883 0884 0885 0886 0887 0888 0889 0890 0891 0892 0893 0894 0895 
38_ 0896 0897 0898 0899 0900 0901 0902 0903 0904 0905 0906 0907 0908 0909 0910 0911 
39_ 0912 0913 0914 0915 0916 0917 0918 0919 0920 0921 0922 0923 0924 0925 0926 0927 
3A_ 0928 0929 0930 0931 0932 0933 0934 0935 0936 0937 0938 0939 0940 0941 0942 0943 
3B_ 0944 0945 0946· 0947 0948 0949 0950 0951. 0952 0953 0954 0955 0956 0957 0958 0959 
3C_ 0960 0961 0962 0963 0964 0965 0966 0967 0968 0969 0970 0971 0972 0973 0974 0975 
3D_ 0976 0977 0978 0979 0980 0981 0982 0983 0984 0985 0986 0987 0988 0989 0990 0991 
3E_ 0992 0993 0994 0995 0996 0997 0998 ·0999 1000 1001 1002 1003 1004 1005 1006 1007 
3F_ 1008 1009 1010 1011 1012 1013 1014 1015 1016 1017 1018 1019 1020 1021 1022 1023 

0 I 2 3 4 5 a 7 8 9 A B c D E F 

40_ 1024 1025 1026 1027 1028 1029 1030 1031 1032 1033 1034 1035 1036 1037 1038 1039 
41_ 1040 1041 1042 1043 1044 1045 1046 1047 1048 1049 1050 1051 1052 1053 1054 1055 
42_ 1056 1057 1058 1059 1060 1061 1062 1063 1064 1065 1066 1067 1068 1069 1070 1071 
43_ 1072 1073 1074 1075 1076 1077 1078 1079 1080 1081 1082 1083 1084 1085 1086 1087 
44_ 1088 1089 1090 1091 1092 1093 1094 1095 1096 1097 1098 1099 1100 1101 1102 1103 
45_ 1104 1105 1106 1107 1108 1109 1110 1111 1112 1113 1114 1115 1116 1117 1118 1119 
46_ 1120 1121 1122 1123 1124 1125 1126 1127 1128 1129 1130 1131 1132 1133 1134 1135 
47_ 1136 1137 1138 1139 1140 1141 1142 1143 1144 1145 1146 1147 1148 1149 1150 1151 
48_ 1152 1153 1154 1155 1156 1157 1158 1159 1160 1161 1162 1163 1164 1165 1166 1167 
49_ 1168 1169 1170 1171 1172 1173 1174 1175 1176 1177 1178 1179 1180 1181 1182 1183 
4A_ 1184 1185 1186 1187 1188 1189 1190 1191 1192 1193 1194 1195 1196 1197 1198 1199 
4B_ 1200 1201 1202 1203 1204 1205 1206 1207 1208 1209 1210 1211 1212 1213· 1214 1215 
4C_ 1216 1217 1218 1219 1220 1221 1222 1223 1224 1225 1226 1227 1228 1229 1230 1231 
4D_ 1232 1233 1234 1235 1236 1237 1238 1239 1240 1241 1242 1243 1244 1245 1246 1247 
4E_ 1248 1249 1250 1251 1252 1253 1254 1255 1256 1257 1258 1259 1260 1261 1262 1263 
4F_ 1264 1265 1266 1267 1268 1269 1270 1271 1272 1273 1274 1275 1276 1277 1278 1279 
50_ 1280 1281 1282 1283 1284 1285 1286 1287 1288 1289 1290 1291 1292 1293 1294 1295 
51_ 1296 1297 1298 1299 1300 1301 1302 1303 1304 1305 1306 1307 1308 1309 1310 1311 
52_ 1312 1313 1314 1315 1316 1317 1318 1319 1320 1321 1322 1323 1324 1325 1326 1327 
53_ 1328 1329 1330 1331 1332. 1333 1334 1335 1336 1337 1338 1339 . 1340 1341 1342 1343 
54_ 1344 1345 1346 1347 1348 1349 1350 1351 1352 1353 1354 1355 1356 1357 1358 1359 
55_ 1360 1361 1362 1363 1364 1365 1366 1367 1368 1369 1370 1371 1372 1373 1374 1375 
56_ 1376 1377 1378 1379 1380 1381 1382 1383 1384 1385 1386 1387 1388 1389 1390 1391 
57_ 1392 1393 1394 1395 1396 1397 1398 1399 1400 1401 1402 1403 1404 1405 1406 1407 
58_ 1408 1409 1410 1411 1412 1413 1414 1415 1416 1417 1418 1419 1420 1421 1422 1423 
59_ 1424 1425 1426 1427 1428 1429 1430 1431 1432 1433 1434 1435 1436 1437 1438 1439 
5A_ 1440 1441 1442 1443 1444 1445 1446 1447 1448 1449 1450 1451 1452 1453 1454 1455 
5B_ 1456 1457 1458 1459 1460 1461 1462 1463 1464 1465 1466 1467 1468 1469 1470 1471 
5C_ 1472 1473 1474 1475 1476 1477 1478 1479 1480 1481 1482 1483 1484 1485 1486 1487 
5D_ 1488 1489 1490 1491 1492 1493 1494 1495 1496 1497 1498 1499 1500 1501 1502 1503 
5E_ 1504 1505 1506 1507 1508 1509 1510 1511 1512 1513 1514 1515 . 1516 1517 1518 1519 
5F_ 1520 1521 1522 1523 1524 1525 1526 1527 1528 1529 1530 1531 1532 1533 1534 1535 
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0 1 2 3 4 5 6 7 8 9 A B c D E F 

60_ 1536 1537 1538 1539 1540 1541 1542 1543 1544 1545 1546 1547 1548 1549 1550 1551 
61_ 1552 1553 1554 1555 1556 1557 1558 1559 1560 1561 1562 1563 1564 1565 1566 1567 
62_ 1568 1569 1570 1571 1572 1573 1574 1575 1576 1577 1578 1579 1580 1581 1582 1583 
63_ 1584 1585 1586 1587 1588 1589 1590 1591 1592 1593 1594 1595 1596 1597 1598 1599 
64_ 1600 1601 1602 1603 1604 1605 1606 1607 1608 1609 1610 1611 1612 1613 1614 1615 
65_ 1616 .1617 1618 1619 1620 1621 1622 1623 1624 1625 1626 1627 1628 1629 1630 1631 
66_ 1632 1633 1634 1635 1636 1637 1638 16.39 1640 1641 1642 1643 1644 1645 1646 1647 
67_ 1648 1649 1650 1651 1652 1653 1654 1655 1656 1657 1658 1659 1660. 1661 1662 1663 
68_ 1664 1665 1666 1667 1668 1669 1670 1671 1672 1673 1674 1675 1676 1677 1678 1679 
69-'- 1680 1681 1682 1683 1684 1685 1686 1687 1688 1689 1690 1691 1692 1693 1694 1695 
6A_ 1696 1697 1698 1699 1700 1701 1702 1703 1704 1705 1706 1707 1708 1709 1710 1711 
6B_ 1712 1713 1714 1715 1716 1717 1718 1719 1720 1721 1722 1723 1724 1725 1726 1727 
6C_ 1728 1729 1730 1731 1732 1733 1734 1735 1736 1737 1738 1739 1740 1741 1742 1743 
6D_ 1744 1745 1746 1747 1748 1749 1750 1751 1752 1753 1754 1755 1756 1757 1758 1759 
6E_ 1760 1761 1762 1763 1764 1765 1766 1767 1768 1769 1770 1771 1772 1773 1774 1775 
6F_ 1776 1777 1778 1779 1780 1781 1782 1783 1784 1785 1786 1787 1788 1789 1790 1791 

70_ 1792 1793 1794 1795 1796 1797 1798 1799 1800 1801 1802 1803 1804 1805 1806 1807 
7L 1808 1809 1810 ·1811 1812 1813 1814 1815 1816 1817 1818 1819 1820 1821 1822 1823 
72_ 1824 1825 1826 1827 1828 1829 1830 1831 1832 1833 1834 1835 1836 1837 1838 1839 
73_ 1840 1841 1842 1843 1844 1845 1846 1847 1848 1849 1850 1851 1852 1853 1854 1855 
74_ 1856 1857 1858 1859 1860 1861 1862 1863 1864 1865 1866 1867 1868 1869 1870 1871 
75_ 1872 1873 1874 1875 1876 1877 1878 1879 1880 1881 1882 1883 1884 1885 1886 1887 
76_ 1888 1889 1890 1891 1892 1893 1894 1895 1896 1897 1898 1899 1900 1901 1902 1903 
77_ 1904 1905 1906 i901 1908 1909 1910 1911 1912 1913 1914 1915 1916 1917 .1918 1919 
78_ 1920 1921 1922 1923 1924 1925 1926 1927 1928 1929 1930 1931 1932 1933 1934 1935 
79_ 1936 1937 1938 1939 1940 1941 1942 1943 1944 1945 1946 1947 1948 1949 1950 1951 
7A_ 1952 1953 1954 1955 1956 1957 1958 1959 1960 1961 1962 1963 1964 1965 1966 1967 
7B_ 1968 1969 1970 1971 1972 1973 1974 1975 1976 1977 1978 1979 1980 1981 1982 1983 
7C_ 1984 1985 1986 1987 1988 1989 1990 1991 1992 1993 1994 1995 1996 1997 1998 1999 
7D_ 2000 2001 2002 2003 2004 2005 2006 2007 2008 2009 2010 2011 2012 2013 2014 2015 
7E_ 2016 2017 2018 2019 2020 2021 2022 2023 2024 2025 2026 2027 2028 2029 2030 2031 

I 7F_ 2032 2033 2034 2035 2036 2037 2038 2039 2040 2041 2042 2043 2044 2045 2046 2047 

0 1 2 3 4 5 6 7 8 9 A B c D E F 

80_ 2048 2049 2050 2051 2052 2053 2054 2055 2056 2057 2058 2059 2060 2061 2062. 2063 
81_ 2064 2065 2066 2067 2068 2069 2070 2071 2072 2073 2074 2075 2076 2077 2078 2079 
82_ 2080 2081 2082 2083 2084 2085 2086 2087 2088 2089 2090 2091 2092 2093 2094 2095 
83_ 2096 2097 2098 2099 2100 2161 2102 2103 2104 2105 2106 2107 2108 2109 2110 2111 
84_ 2112 2113 2114 2115 2116 2117 2118 2119 2120 2121 2122 2123 2124 2125 2126 2127 
85_ 2128 2129 2130 2131 2132 2133 2134 2135 2136 2137 2138 2139 2140 2141 2142 2143 
86_ 2144 2145 2146 2147 2148 2149 2150 2151 2152 2153 2154 2155 2156 2157 2158 2159 
87_ 2160 2161 2162 2163 2164 2165 . 2166 2167 2168 2169 2170 2171 2172 2173 2174 2175 
88_ 2176 2177 2178 2179 2180 2181 2182 2183 2184 2185 2186 2187 2188 2189 2190 2191 
89_ 2192 2193 2194 2195 2196 2197 2198 2199 2200 2201 2202 2203 2204 2205 2206 2207 
BA_ 2208 2209 22io 2211 2212 2213 2214 2215 2216 2217 2218 2219 2220 2221 2222 2223 
BB_ 2224 2225 2226 2227 2228 2229 2230 2231 2232 2233 2234 2235 2236 2237 2238 2239 
BC_ 2240 2241 2242 2243 2244 2245 2246 2247 2248 2249 2250 2251 2252 2253 2254 2255 
BD_ 2256 2257 2258 2259 2260 2261 2262 2263 2264 2265 2266 2267 2268 2269 2270 2271 
BE - 2272 2273 2274 2275 2276 2277 2278 2279 2280 2281 2282 2283 2284 2285 2286 2287 
BF_ 22BB 2289 2290 2291 2292 2293 2294 2295 2296 2297 2298 2299 2300 2301 2302 2303 
90_ 2304 2305 2306 2307 2308 2309 2310 2311 2312 2313 2314 2315 2316 2317 2318 2319 
91_ 2320 2321 2322 2323 2324 2325 2326 2327 2328 2329 2330 2331 2332 2333 2334 2335 
92_ 2336 2337 2338 2339 2340 2341 2342 2343 2344 2345 2346 2347 2348 2349 2350 2351 
93_ 2352 2353 2354 2355 2356 2357 2358 2359 2360 2361 2362 2363 2364 2365 2366 2367 
94_ 2368 2369 2370. 2371 2372 2373 2374 2375 2376 2377 2378 2379 2380 2381 2382 2383 
95_ 2384 2385 2386 2387 23BB 2389 23tl0 2391 2392 2393 2394 2395 2396 2397 2398 2399 
96_ 2400 2401 2402 2403 2404 2405 2406 2407 2408 2409 2410 2411 2412 24'13 2414 2415 
97_ 2416 2417 2418 2419 2420 2421 2422 2423 2424 2425 2426 2427 2428 2429 2430 2431 
98_ 2432 2433 2434 2435 2436 2437 2438 2439 2440 2441 2442 2443 2444 2445 2446 2447 
99_ 2448 2449 2450 2451 2452 2453 2454 2455 2456 2457 2458 2459 2460 2461 . 2462 2463 
9A_ 2464 2465 2466 2467 2468 2469 2470 2471 2472 2473 2474 2475 2476 2477 2478 2479 
9B - 24BO 2481 '2482 2483 2484 2485 2486 2487 24BB 2489 2490 2491 2492 2493 2494 2495 
9C_ 2496 2497 2498 2499 2.500 2501 2502 2503 2504 2505 2506 2507 250B 2509 2510 2511 
9D_ 2512 2513 2514 2515 2516 2517 2518 2519 2520 2521 2522 2523 2524 2525 2526 2527 
9E_ 2528 2529 2530 2531 2532 2533 2534 2535 2536 2537 2538 2539 2540 2541 2542 2543 
9F_ 2544 2545 2546 2547 2548 2549 2550 2551 2552 2553. 2554 2555 2556 2557 2558 2559 
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0 1 2 3 4 5 6 7 8 9 A B c D E F 

AO_ 2560 2561 2562 2563 2564 2565 2566 2567 2568 2569 2570 2571 2572 2573 2574 2575 
AL 2576 2577 2578 2579 25BO 25Bl 25B2 25B3 25B4 25B5 25B6 25B1 25BB 25B9 2590 2591 
A2_ 2592 2593 2594 2595 2596 2597 259B 2599 2600 2601 2602 2603 2604 2605 2606 2607 
A3_ 260B 2609 2610 2611 2612 2613 2614 2615 2616 2617 261B 2619 2620 2621 2622 2623 
A4_ 2624 2625 2626 2627 262B 2629 2630 2631 2632 2633 2634 2635 2636 2637 263B 2639 
A5_ 2640 2641 2642 2643 2644 2645 2646 2647 2648 2649 2650 2651 2652 2653 2654 2655 
A6_ 2656 2657 265B 2659 2660 2661 2662 2663 2664 2665 2666 2667 266B 2669 2670 2671 
A7_ 2672 2673 2674 2675 2676 2677 261B 2679 26BO 26Bl 26B2 26B3 26B4 26B5 26B6 26B7 
AB_ 26BB 26B9 2690 2691 2692 2693 2694 2695 2696 2697 269B 2699 2700 2701 2702 2703 
A9_ 2704 2705 2706 2707 270B 2709 2710 2711 2712 2713 2714 2715 2716 2717 271B 2719 
AA_ 2720 2721 2722 2723 2724 2725 2726 2727 272B 2729 2730 2731 2732 2733 2734 2735 
AB_ 2736 2737 273B 2739 2740 2741 2742 2743 2744 2745 2746 2747 2748 2749 2750 2751 
AC_ 2752 2753 2754 2755 2756 2757 275B 2759 2760 2761 2762 2763 2764 2765 2766 2767 
AD_ 276B 2769 2770 2771 2772 2773 2774 2775 2776 2777 211B 2779 21BO 27Bl 2782 2783 
AE_ 21B4 21B5 21B6 21B1 21BB 27B9 2790 2791 2792 2793 2794 2795 2796 2797 219B 2799 
AF_ 2BOO 2B01 2B02 2B03 2B04 2B05 2B06 2B01 2BOB 2B09 2B10 2Bll 2B12 2Bl3 2814 2Bl5 

BO_ 2Bl6 2B17 2BlB 2819 2B20 2B21 2B22 2823 2B24 2B25 2B26 2B21 2B2B 2B29 2B30 2B31 
BL 2B32 2B33 2B34 2B35 2B36 2B31 2B3B 2B39 2B40 2B41 2B42 2B43 2B44 2B45 2B46 2B41 
B2_ 2B4B 2B49 2B50 2B51 2B52 2B53 2B54 2B55 2B56 2B57 2B5B 2B59 2B60 2B61 2B62 2B63 
B3_ 2B64 2B65 2B66 2B61 2B6B 2B69 2B10 2B11 2B12 2873 2B14 2B75 2B16 2B11 2B1B 2B19 
B4_ 2BBO 2BB1 2BB2 2BB3 2BB4 2BB5 2BB6 2BB1 2BBB 2BB9 2B90 2B91 2B92 2893 2894 2B95 
B5_ 2B96 2B91 2B9B 2B99 2900 2901 2902 2903 2904 2905 2906 2907 290B 2909 2910 2911 
B6_ 2912 2913 2914 2915 2916 2917 291B 2919 2920 2921 2922 2923 2924 2925 2926 2927 
B7_ 292B 2929 2930 2931 2932 2933 2934 2935 2936 2937 293B 2939 2940 2941 2942 2943 
BB_ 2944 2945 2946 2947 294B 2949 2950 2951 2952 2953 2954 2955 2956 2957 295B 2959 
B9_ 2960 2961 2962 2963 2964 2965 2966 2967 296B 2969 2970 2971 2972 2973 2974 2975 
BA_ 2976 2977 297B 2979 29BO 29Bl 29B2 29B3 29B4 29B5 29B6 29B1 29BB 29B9 2990 2991 
BB - 2992 2993 2994 2995 2996 2997 299B 2999 3000 3001 3002 3003 3004 3005 3006 3007 
BC_ 300B 3009 3010 3011 3012 3013 3014 3015 3016 3017 301B 3019 3020 3021 3022 3023 
BD_ 3024 3025 3026 3027 302B 3029 3030 3031 3032 3033 3034 3035 3036 3037 303B 3039 
BE_ 3040 3041 3042 3043 3044 3045 3046 3047 304B 3049 3050 3051 3052 3053 3054 3055 
BF - 3056 3057 305B 3059 3060 3061 3062 3063 3064 3065 3066 3067 306B 3069 3070 3071 

0 1 2 3 4 5 6 7 B 9 A B c D E F 

co_ 3072 3073 3074 3075 3076 3077 301B 3079 30BO 30Bl 30B2 30B3 30B4 3085 30B6 3087 
CL 30BB 3089 3090 3091 3092 3093 3094 3095 3096 3097 309B 3099 3100 3101 3102 3103 
C2_ 3104 3105 3106 3107 310B 3109 3110 3111 3112 3113 3114 3115 3116 3117 3118 3119 
C3_ 3120 3121 3122 3123 3124 3125 3126 3127 312B 3129 3130 3131 3132 3133 3134 3135 
C4_ 3136 3137 313B 3139 3140 3141 3142 3143 3144 3145 3146 3147 314B 3149 3150 3151 
C5_ 3152 3153 3154 3155 3156 3157 315B 3159 3160 3161 3162 3163 3164 3165 3166 3167 
C6_ 316B 3169 3170 3171 3172 3173 3174 3175 3176 3177 317B 3179 3180 31Bl 31B2 3183 
C7_ 31B4 31B5 31B6 31B7 31BB 31B9 3190 3191 3192 3193 3194 3195 3196 3197 319B 3199 
CB_ 3200 3201 3202 3203 3204 3205 3206 3207 320B 3209 3210 3211 3212 3213 3214 3215 
C9_ 3216 3217 321B 3219 3220 3221 3222 3223 3224 3225 3226 3227 322B 3229 3230 3231 
CA_ 3232 3233 3234 3235 3236 3237 323B 3239 3240 3241 3242 3243 3244 3245 3246 3247 
CB_ 324B 3249 3250 3251 3252 3253 3254 3255 3256 3257 325B 3259 3260 3261 3262 3263 
cc_ 3264 3265 3266 3267 326B 3269 3270 3271 3272 3273 3274 3275 3276 3277 321B 3279 
CD_ 32BO 32Bl 32B2 32B3 32B4 32B5 32B6 32B1 32BB 32B9 3290 3291 3292 3293 3294 3295 
CE - 3296 3297 329B 3299 3300 3301 3302 3303 3304 3305 3306 3307 330B 3309 3310 3311 
CF_ 3312 3313 3314 3315 3316 3317 3318 3319 3320 3321 3322 3323 3324 3325 3326 3327 
DO_ 332B 3329 3330 3331 3332 3333 3334 3335 3336 3337 333B 3339 3340 3341 3342 3343 
D1 - 3344 3345 3346 3347 334B 3349 3350 3351 3352 3353 3354 3355 3356 3357 335B 3359 
D2_ 3360 3361 3362 3363 3364 3365 3366 3367 336B 3369 3370 3371 3372 3373 3374 3375 
D3_ 3376 3377 331B 3379 33BO 33Bl 33B2 33B3 33B4 33B5 33B6 33B1 33BB 33B9 3390 3391 
D4_ 3392 3393 3394 3395 3396 3397 339B 3399 3400 3401 3402 3403 3404 3405 3406 3407 
D5__:_ 3"40B 3409 3410 3411 3412 3413 3414 3415 3416 3417 341B 3419 3420 3421 3422 3423 
D6_ 3424 3425 3426 3427 342B 3429 3430 3431 3432 3433 3434 3435 3436 3437 343B 3439 
D7_ 3440 3441 3442 3443 3444 3445 3446 3447 344B 3449 3450 3451 3452 3453 3454 3455 
DB_ 3456 3457 345B 3459 3460 3461 3462 3463 3464 3465 3466 3467 346B 3469 3470 3471 
D9_ 3472 3473 3474 3475 3476 3477 341B 3479 34BO 34Bl 34B2 34B3 34B4 34B5 34B6 34B1 
DA_ 34BB 34B9 3490 3491 3492 3493 3494 3495 3496 3497 349B 3499 3500 3501 3502 3503 
DB - 3504 3505 3506 3507 350B 3509 3510 3511 3512 3513 3514 3515 3516 3517 351B 3519 
DC - 3520 3521 3522 3523 3524 3525 3526 3527 352B 3529 3530 3531 3532 3533 3534 3535 
DD_ 3536 3537 353B 3539 3540 3541 3542 3543 3544 3545 3546 3547 354B 3549 3550 3551 
DE - 3552 3553 3554 3555 3556 3557 355B 3559 3560 3561 3562 3563 3564· 3565 3566 3567 
DF - 356B 3569 3570 3571 3572 3573 3574 3575 3576 3577 351B 3579 35BO 35Bl 35B2 35B3 
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Form: A27-2734-2 
TNL: GN31-3005 

0 1 

EO - 3584 3585 
El - 3600 3601 
E2_ 3616 3617 
E3 - 3632 3633 

E4 3648 3649 -

E5_ 3664 3665 
E6 - 3680 3681 
E7 - 3696 3697 
EB 3712 3713 -

E9_ 3728 3729 
EA_ 3744 3745 
EB - 3760 3761 
EC_ 3776 3777 
ED_ 3792 3793 
EE - 3808 3809 
EF - 3824 3825 

FO_ 3840 3841 
Fl - 3856 3857 
F2 - 3872 3873 
F3_ 3888 3889 
F4_ 3904 3905 
F5 - 3920 3921 
F6 - 3936 3937 
F7_ 3952 . 3953 
FB_ 3968 3969 
F9_ 3984 3985 
FA_ 4000 4001 
FB_ 4016 4017 
FC_ 4032 4033 
FD_ 4048 4049 
FE_ 4064 4065 
FF_ 4080 4081 

534 

2 3 4 5 6 

3586 3587 3588 3589 3590 
3602 3603 3604 3605 3606 
3618 3619 3620 3621 3622 
3634 3635 3636 3637 3638 
3650 3651 3652 3653 3654 
3666 3667 3668 3669 3670 
3682 3683 3684 3685 3686 
3698 3699 3700 3701 3702 
3714 3715 3716 3717 3718 
3730 3731 3732 3733 3734 
3746 3747 3748 3749 3750 
3762 3763 3764 3765 3766 
3778 3779 3780 3781 3782 
3794 3795 3796 3797 3798 
3810 3811 3812 3813 3814 
3826 3827 3828 3829 3830 

3842 3843 3844 3845 3846 
3858 3859 3860 3861 3862 
3874 3875 3876 3877 3878 
3890 3891 3892 3893 3894 
3906 3907 3908 3909 ,3910 
3922 3923 3924 3925 -3926 
3938 3939 3940 3941 3942 
3954 3955 3956 3957 3958 
3970 3971 3972 3973 3974 
3986 3987 3988 3989 3990 
4002 4003 4004 4005 4006 
4018 4019 4020 4021 4022 
4034 4035 4036 4037 4038 
4050 4051 

1

4052 4053 4054 
4066 4067 4068 4069 4070 
4082 4083 4084 4085 4086 

JANUARY 31, 1973 

7 8 9 A B c D E F 

3591 3592 3593 3594 3595 3596 3597 3598 3599 
3607 3608 3609 3610 3611 3612 3613 3614 3615 
3623 3624 3625 3626 3627 3628 3629 3630 3631 
3639 3640 3641 3642 3643 3644 3645 3646 3647 
3655 3656 3657 3658 3659 3660 3661 3662 3663 
3671 3672 3673 3674 3675 3676 3677 3678 3679 
3687 3688 3689 3690 3691 3692 3693 3694 3695 
3703 3704 3705 3706 3707 3708 3709 3710 3711 
3719 3720 3721 3722 3723 3724 3725 3726 3727 
3735 3736 3737 3738 3739 3740 3741 3742 3743 
3751 3752 3753 3754 3755 3756 3757 3758 3759 
3767 3768 37~9 3770 3771 3772 3773 3774 3775 
3783 3784 3785 3786 3787 3788 3789 3790 3791 
3799 3800 3801 3802 3803 3804 3805 3806 3807 
3815 3816 3817 3818 3819 3820 3821 3822 3823 
3831 3832 3833 3834 3835 3836 3837 3838 3839 

3847 3848 3849 3850 3851 3852 3853 3854 3855 
3863 3864 3865 3866 3867 3868 3869 3870 3871 
3879 3880 3881 3882 3883 3884 3885 3886 3887 
3895 3896 3897 3898 3899 3900 3901 3902 3903 
3911 3912 3913 3914 3915 3916 3917 3918 3919 
3927 3928 3929 3930 3931 3932 3933 3934 3935 
3943 3944 3945 3946 3947 3948 3949 3950 3951 
3959 3960 3961 3962 3963 3964 3965 3966 3967 
3975 3976 3977 3978 3979 3980 3981 3982 3983 
3991 3992 3993 3994 3995 3996 3997 3998 3999 
4007 4008 4009 4010 4011 4012 4013 4014 4015 
4023 4024 4025 4026 4027 4028 4029 4030 4031 
4039 4040 4041 4042 4043 4044 4045 4046 4047 
4055 4056 4057 4058 4059 4060 4061 4062 4063 
4071 4072 4073 4074 4075 4076 4077 4078 4079 
4087 4088 4089 4090 4091 4092 4093 4094 4095 
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APPENDIX G. SYSTEM/3.60 MODE OF OPERATION 

SUBSYSTEM DEFINITION 

One simplex subsystem whose operation is compatible with IBM System/ 
360 architecture (as defined in IBM system/360 Principles of Operation, 
Form A22-6821>, may be configured from any IBM 9020D or 9020E System. 
such a subsystem contains: 

One IBM 7201-02 computing Element (CE) 

One IBM 7231-02 Input/Output Control Element (IOCE-1) 

One or more IBM 7251-09 Storage Element (SE) 

The subsystem may include the following peripheral elements, assigned 
to IOCE-1 through an IBM.7265-02 System console (SC) on a 9020D System 
or IBM 7265-03 Configuration Console (CC) on a 9020E System: 

IBM 2821-1 Control Unit 

IBM 2540 card Read/Punch 

IBM 1403-2 Printer 

IBM 1052 system console Printer Keyboard 

A subsystem may also include IBM 2803-01 Tape Control Units and the · 
available IBM 2401-2/3 Magnetic Tape Units, and up to three IBM 2314 
Storage Control Units and the available IBM 2312 or 2318 Disk Storage 
Units. 

MODE SWITCHING 

Any CE in state One or 
operation to "360-ruode• by 
provided on its control panel 
returned to •9020-mode 0 by 
power-on reset, by receipt of 
or by placing it in state Two 

PROGRAMMING NOTE 

Zero may be switched from "9020-mode 0 

pressing a back-lighted mode change switch 
(Chapt~r 11). A CE in "360-mode" is 
pressing the mode change switch, by a 

an external start signal from another CE, 
or Three. 

A CE in "360-mode" is returned to "9020~mode" whenever it is placed 
in either state Two or Three. This occurs when it is configured to 
state Two or Three by another CE executing SET CONFIGURATION (section 
8.4.5.4), or when recalled to state Three by a CE-ELC (section 9.5.3.2). 
Similarly, system IPL and system PSW restart force a CE into state Three 
and thus always take it out of "360-mode". 

INSTRUCTION REPERTOIRE 

The following operation codes are not assigned for execution in 
"360-mode•. When any of these instructions are encountered an operation 
code exception is recognized, and a program interruption is taken. The 
operation is suppressed. 
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r-~--------T--------------------------T----~----T-~-------1 

I Operation I I I I 
I Code I Name I Mnemonic I Section I 
~-----------+--------------------------+----------+----------~ 

01 SET CONFIGURATION SOON 8.4.5.4 

02 CONVERT and SORT SYMBOLS css 8.6.1.2 

03 CONVERT WEATHER LINES CVWL 8.6.1.3 

OB DELAY DLY 8.4.5.1 

oc LOAD IDENTITY LI 8.4.5.2 

OD SET ADDRESS TRANSLATOR SATR 8.4.5.7 

OE INSERT ADDRESS TRANSLATOR IATR 8.4.5.8 

OF REPACK SYMBOLS RPSB 8.6.1.4 

52 LOAD CHAIN LC 8.6.1.1 

9A START I/O PROCESSOR SIOP 8.4.5.10 

9B SET PCI SPCI 10.2.7.5 

AO STORE PS BASE ADDRESS SPSB 8.4.5.5 

Al LOAD PS BASE ADDRESS LPSB 8.4.5.3 

D8 MOVE WORD MVW 8.4.5.9 
L-----------~-----~----~-------~-----~----------~----------J 

DIRECT-ADDRESS RELOCATION 

When a CE is placed in •360-mod~· the •1ogica1• preferential-storage 
base address register CPSBAR) is reset to all zeros. The value in 
•physical• PSBAR is determined by the identifier appearlng in position 1 
of the address transl?ttor (ATR). Since LOAD PREFERENTIAL-STORAGE BASE 
ADDRESS cannot be executed, •1ogica1• PSBAR will remain reset unless 
modified by a subsystem IPL, or subsystem PSW restart. 

PSBAR •stepping• and the issuing of a logout-stop signal to a storage 
element is inhibited in •360-mode• by forcing on the inhibit logout-stop 
CILOS) condition in both the CE and IOCE-1. 

PREFERENTIAL-STORAGE AREA ASSIGNMENI' 

The preferential storage area assignment for both •9020-mode• and 
•360-mode• is shown in Section 9.1.2 and Table 12-II. The 9020 System 
is compatible with System/360 in the use of the first 32 words (bytes 
000-127 inclusive) of the preferential-storage area. The diagnostic 
area extends from byte location 128 through byte location 511 in both 
modes of operation. 

PROGRAM STATUS WORD 

In •9020-mode• operation bits 0-7 and 16-19 of the PSW are inter­
preted as a 12-bit system mask~ In •360-mode• operation the IBM 
system/360 PSW format applies. Bits 0-7 become the system mask and bits 
16-19 are interpreted as the high-order positions of a 16-bit interrup-
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tion code field. 

IBM 9020 System PSW Format 

r----~-------,..-----T---------r--------T-------------------, 
I SYSTEM MASK I KEY I A M w p I SYSTEM I INTERRUPTION CODE -1 
I I I I MASK I I 
L-------------.!.-----.!.---------.!.--------.!.-------------------J 
0 8 12 16 20 31 

r-------T-----..,.---------,----------------------------------1 I ILC I CC I PROGRAM I INSTRUCTION ADDRESS I 
I I I MASK I I 
L-------.!.------.!.------.--. .!.-------------------.-------------_J . 
32 34 36 40 63 

IBM Systerrv360 PSW Format 

r-------------T----..,.---~-----r---~-----------------------1 I SYSTEM MASK I KEY I A M W P I INTERRUPTION CODE I 
L------~------.!.-----.!.---------.!.----------------------------J 
0 8 12 16 31 

r-------T------r---------T---------------------------------1 I ILC I . cc I PROGRAM I INSTRUCTION ADDRESS I 
I I I MASK I I L ______ _..i, ______ .i, _________ .i, __ "------------------------------_J 
32 . 3q 36 40 63 
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r---------~------~---------------------------~---------------------1 .I •9020-mode• •360-mode• I 
~--------------------------------------------------------------------~ 
I I 
I O - 7 System Mask I 
I O Multiplexor Channel A mask Multiplexor channel mask I 
I 1 Selector channel lA mask Selector channel 1 mask I 
I 2 Selector channel 2A mask Selector channel 2 mask I 
I 3 Selector channel 3A mask Selector channel 3 mask I 
I 4 Multiplexor channel B mask I 
I 5 Selector channel lB mask Ignored I 
I 6 Selector channel 2B mask I 
I 7 External mask External mask I 
~--------------------------------------------------------------------~ 
I I 
I 8-11 Protection key I 
I 12 USASCII-8 Mode (A) I 
I 13 Machine Check mask (M) I 
I 14 Wait State (W~ I 
I 15 Problem State (P) I 
~-----------------------------~----------------------------------~---~ 
I I 
I 16-19 System Mask 16-19 Interruption Code I 
I 16 Selector Channel 3B mask I 
I 17 Multiplexor channel c I 
I 18 Selector channel le mask I 
I 19 Selector channel 2C mask I 
~--------------------------------------------------------------------~ 
I I 
I 20-31 Interruption Code I 
~----------------------------------------~-------~~------------------~ I . I 
I 32-33 Instruction length code (ILC) I 
I 34-35 condition code (CC) I 
I 36-39 Program mask I 
I 36 Fixed-point overflow mask I 
I 37 Decimal overflow mask ·1 
I 38 Exponent underflow mask . I 
I 39 Significance mask . . I 
~----------------------------------------~----'----------------------.~ 
I I 
I 40~63 Instruction address I 
L.----------------------------------------~~------------------------J 
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STATUS-SWITCHING INSTRUCTIONS 

The instructions LOAD PSW (Section 8.5.1.1), SET SYSTEM MASK (Section 
8.5.1.3), and SUPERVISOR CALL (Section 8.5.1.4) are executed as defined 
for IBM System/360 by a CE operating in "360-mode". 

LOAD PSW 

LPSW D~(B~) [SI] 

r--------T--------T----T------------1 
I 82 l////////I B~ I D~ I 

L---~----~--------i----i------------J 
0 8 16 20 31 

The double word at the location designated by the operand address 
replaces the PSW. 

The operand address must have its three low-order bits zero to 
designate a double word; otherwise a specification exception results in 
a program interruption. · 

The double word which is loaded becomes the PSW for the next sequence 
of instructions. Bits 40-63 of the double word become the new 
instruction address. The new instruction address is not checked for 
available storage or for an even byte address during a load PSW 
operation. These checks occur as part of the execution of the next 
instruction. 

Bits 8-11 of the double word become the new protection key. The 
interruption code in bit positions 16-3i of the new PSW is not retained 
as the PSW is loaded. When the PSW is subsequently stored because of an 
interruption, these bit positions contain a new code. Similarly bits 32 
and 33 of the PSW are not retained upon loading. They will contain the 
instruction-length code for the last-interpreted instruction when the 
PSW is stored during a branch-and-link operation, or d~ring a program or 
superVisor-call interruption. 

Condition code: The code is set according to bits 34 and 35 of the 
new PSW loaded. 

Program Interruptions: 
Privileged operation 
Addressing 
Specif icatio:ri 
Protection 

SET SYSTEM MASK 

SSM D~ CB~) [SI] 

r--------T-------~---~------------1 
I 80 l////////I B~ I D~ I 
1....; _______ i--------~----i------------J 
0 8 16 20 31 

The byte at the location designated by the operand address replaces 
the system mask, bits 0-7, of the current PSW. 

Condition Code: 'nte code remains unchanged. 
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Program Interruptions: 
Privileged operation 
Addressing. 
Protection 

SUPERVISOR CALL 

SVC [RR] 

r--------y----y----, 
I OA I R~ I R2 I 
L--~-----L----L ____ J 

0 8 12 15 

JUNE 1, 1971 

The instruction causes a supervisor-call interruption, with the Rl 
and R2 field of the instruction providing the interruption code. 

The contents of bit positions 8-15 of the instruction are placed in 
bit positions 24-31 of the old PSW which is stored in the course of the 
interruption. Bit positions 16-23 of the old PSW are made zero. The 
old PSW is stored at location 32 of the preferential-storage area, and a 
new PSW is obtained from location 96. The instruction is valid in both 
problem and supervisor state. 

Condition Code: The code remains unchanged in the old PSW. 

Program Interruptions: None. 

INTERRUPTION HANDLING 

An interruption consists of storing the current PSW as an •old Psw• 
and fetching a •new• PSW. Processing resumes in the state indicated by 
the •new• PSW. To permit proper programming action following an 
interruption, the cause of the interruption is identified by the 
interruption code stored in the •01d• PSW. In •360-mode• bits 16~31 of 
the PSW are stored as the interruption code. In •9020-moae• bits 20-31 
are stored (Chapter 9). Both interruption codes ar~ shown in the 
following tabulations. 
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r----------------------------~-----------------------------------------1 

I PROGRAM INTERRUPTIONS I 
r-~---------------------y----------------------y---------------------~-~ 
I "9020-mode" I I "360-mode" I 
I Interruption Source I Interruption Code I Interruption Source I 
I Identification I PSW Bi ts I Identification I 
~-----------------------+----------------------+-----------------------~ 

<----"360-mode"-----> 

<-"9020-mode"-> 

Operation 0000 0000 00000001 Operation 
Privileged operation 0000 0000 00000010 Privileged operation 
Execute 0000 0000 00000011 Execute 
Protection 0000 0000 00000100 Protection 
Addressing 0000 0000 00000101 Addressing 
Specification 0000 0000 00000110 Sp'ecification 
Data 0000 0000 00000111 Data 
Fixed-point overflow 0000 0000 00001000 Fixed-point overflow 
Fixed-point divide 0000 0000 00001001 Fixed-point divide 
Decimal overflow 0000 0000 00001010 Decimal overflow 
Decimal divide 0000 0000 00001011 Decimal divide 
Exponent overflow 0000 0000 00001100 Exponent overflow 
Exponent underflow 0000 0000 00001101 Exponent underflow 
Significance 0000 0000 00001110 Significance 
Floating-point divide 0000 0000 00001111 Floating-point divide 

~----------.-------------+------+---------------+-----------------------~ 
I I I I I 
I. IOCE-3 PSA lockout l, I 0000 00010000 I I 
l IOCE-2 PSA lockout I I 0000 00100000. I I 
l IOCE-1 PSA lockout I I 0000 01000000 I I 
l SE stopped I I 0000 10000000 I _I 
~-------------~---------J._-----~---------------~-----------------------~ 
I I 
I Legend I 
I I 
I PSA -- Prefe~ential-storage area I 
L-------------------------~--------------------------------------------J 

PROGRAMMING NOTE 

IOCE PSA lockout and SE stopped interruption requests are ignored by 
a CE in "360-mode". The detection of either condition causes the CE to 
check stop. 
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r----------------------------------------------------------------------1 I SUPERVISOR CALL INTERRUPTION I 
~-----------------------T----------------------T-----------------------~ 
I n9020-mode I I "360-moden I 
I Interruption Source I Interruption Code I Interruption Source I 
I Identification I PSW Bits I Identification I 
~-----------------------+----------------------+-----------------------~ 
I I I I 
I I <----n360-moden----->I I 
I I I I I 
I I I I I 
I I I I I 
I I l<-n9020-moden->I I 
I I I I I 
I I I I I 
I Instruction bits I 0000 I 0000 rrrrrrrr I Instruction bits I 
~----------------------~i ______ i _______________ i-----------------------~ 
I I 
I Legend I 
I I 
I r -- Bits of R1 and R2 field of SUPERVISOR CALL I 
L------------------------------------------------------------------~---J 

r----------------------------------------------------------------------1 
I EXTERNAL INTE:a.RUPTIONS I 
~-----------------------T----------------------T-----------------------~ 
I n9020-moden I I "360-moden I 
I Interruption Source I Interruption Code I Interruption Source I 
I Identification I PSW Bi ts I Identification I 
~----------------------+--------------------~-+-----------------------~ 

I 
I 

<---- 360-moden----->I 

<-n9020-moden-> 

I 
I 
I 

DAR 0000 xxxx xxxxxxxl DAR 
PIR 0000 xxxx xxxxxxlx PIR 
CE4 Write Direct 0000 xxxx xxxxxlxx CE4 Write Direct 
CE4 Read Direct 0000 xxxx xxxxlxxx CE4 Read Direct 
CE3 Write Direct 0000 xxxx xxxlxxxx CE3 Write Direct 
CE3 Read Direct 0000 xxxx xxlxxxxx CE3 Read Direct 
Interrupt Switch 0000 xxxx xlxxxxxx Interrupt Switch 
Timer 0000 xxxx lxxxxxxx Timer 
CE2 Write Direct 0000 xxxl xxxxxxxx CE2 Write Direct 
CE2 Read Direct 0000 xxlx xxxxxxxx CE2 Read Direct 
CEl Write Direct 0000 xlxx xxxxxxxx CEl Write Direct 
CE1 Read Direct 0000 lxxx xxxxxxxx CEl Read Direct 

~-----------------------i ______ i---------------~-----------------------~ 
I I 
I Legend I 
I I 
I x -- Unpredictable I 
I I 
I DAR -- Diagnose accessible register I 
I PIR -- Processor int_errupt register I 
L----------------------------------------------------------------------J 
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PROGRAMMING NOTE 

The direct control instructions READ DIRECT and WRITE DIRECT are 
defined for 9020 System operation (Chapter 8). They are executed in 
•J60-mode" subject to all the conditions placed on them in •9020-mode•. 
In particular, specification exceptions and condition code settings can 
occur which are not part of system/360 architecture. 

r---------------------------------------------------------------------1 I INPUT/OUTPUT INTERRUPTIONS I 
~----------------------T---------------.------T----------------------~ 
I "9020-mode• I I "360-mode" I 
I Interruption source I Interruption Code I Interruption Source I 
I Identification I PSW Bits I Identification I 
~-----------------------+----------------------+-----------------------~ 

<----"360~mode"-----> 

<-•9020-mode"-> 

Multiplexor Channel A 0000 000"0 aaaaaaaa 
selector Channel 1A 0000 0001 aaaaaaaa 
Selector Channel 2A 0000 0010 aaaaaaaa 
Selector Channel 3A 0000 0011 aaaaaaaa 
Multiplexor Channel B 0100 aaaaaaaa 
Selector Channel 1B 0101 aaaaaaaa 
Selector Channel 2B 0110 aaaaaaaa 
Selector Channel 3B 0111 aaaaaaaa 
Multiplexor Channel c 1000 aaaaaaaa 
Selector Channel 1C 1001 aaaaaaaa 
Selector Channel 2C 1010 aaaaaaaa 

I 
I 

Multiplexor Channel 
Selector Channel 1 
Selector Channel 2 
• Selector Channel 3 

~----------------------J.. ______ J.. ______________ J.._;.... ____ .-----------------~ 
I I 
I Legend I 
I I 
la -- Device Address Bit I 
I I 
I • -- Optional Channel in IOCE-1 I 
L----------------------------------------------------------------------J 
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r----------------------------------------------------------------------1 I MACHINE-CHECK INTERRUPTIONS I 
~-----------------------T----------------------T---------------------~-~ 
I •9020-mode I I "360-mode" I 
I Interruption Source I Interruption code I Interruption Source I 
I Identification I PSW Bits I Identification I 
~-----------------------+--------~-------------+-----------------------~ 
I 

CE Malfunction 
IOCE-1 Malfunction 
IOCE-2 Malfunction 
IOCE-3 Malfunction 
Read Direct Timeout 

L-----------------------

544 

<---- 360-mode"-----> 

0000 
0000 

0000 

<-"9020-mode"-> 

0000 00000000 
0000 00000001 
0000 00000010 
0000 00000011 
0000 00000100 

CE Malfunction 
IOCE-1 Malfunction 

Read Direct Timeout ______ J. _________ . _____ _:J. __________ ..... ____________ J 
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INPUT/OUTPUT 

Input/Output Addressing 

Channel and device addresses are developed as the sum obtained by the 
addition of the content of register B~ and the content of the D~ field 
of the I/O instruction being executed. 

This sum has the format: 

r--------T---------.-----------------T-------------1 
I I I CHANNEL ADDRESS I ·1 
I I • I I DE.VICE I 
I I I 0 0 0 0 0 :L-X x I ADDRESS I 
L--------J.--------·-.1.-----------------J.------------J 
0 8 16 24 31 

Bit ·positions 0-7 are not part of the address. Bit positions 8-15, 
which constitute the high-orde~ portion of the address are ignored. Bit 
positions 16-23 of the sum contain the channel address, while bit 
positions 24-31 ~dentify the device on the channel. 

Bit positions 16-20 of the sum must contain zeros. A condition code 
3 is set for an I/O instruction that does not contain the proper number 
of zeros. Instruction execution is terminated. 

r-------------------~-------------------------------------1 I Channel Addressing I 
~-----------T----------------------T---------------------~ I Channel I "9020-mode" I "360-mode" I 
I Address I Interpretation I Interpretation I 
~----------:....-+---------------------+--------------------~ 

0000 0000 Multiplexor Channel A Multiplexor Channel 
0000 0001 Selector Channel lA Selector Channel 1 
0000 0010 Selector Channel 2A Selector Channel 2 
0000 0011 Selector Channel 3A Selector Channel 3 

0000 0100 Multiplexor Channel B Not operational 
0000 0101 Selector Channel lB Not operational 
0000 0110 selector Channel 2B Not operational 

0000 0111 Selector Channel 3B Invalid 
0000 1000 Multiplexor Channel c Invalid 
0000 1001 Selector Channel lC Invalid 
0000 1010 Selector Channel 2C Invalid 
0000 1011 

thru Invalid Invalid 
1111 1111 

PROGRAMMING NOTE 

A subsystem configured for "360-mode• operation uses IOCE-1. Conse­
quently, I/O instructions which spe~ify other channels are terminated 
with condition code 3 stored to indicate that the addressed channel is 
not operational, or that the channel address is invalid. 

INITIAL PROGRAM LOADING 

System IPL cannot be carried out in "360-mode• as·the CE is 
into state Three which causes it to return to •9020-mode•. 

forced 
A 9020 
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system IPL takes place (Chapter 11). Similar action occurs when a 
system PSW restart is attempted in "360-mode". 

A subsystem IPL, or subsystem PSW restart may be carried out in 
"360-mode". Both "logical" and "physical" PSBARS are set to reference 
the SE designated in the main storage select switch. The first PSW is 
fetched from location 0 in this SE. 

STORAGE PROTECTION 

For protection purposes main storage is divided into blocks of 2048 
bytes, each block having an address which is a multiple of 2048. A 
five-bit storage key is associated with each block. When data ~re 
stored in a storage block, the four high-order bits of the storage key 
are compared with the protection key. When ·data are fetched the 
fetch-protection bit (fifth, i.e., low-order bit) is inspected. When 
the fetch-protection bit is one the four high-order bits of the storage 
key are compared with the protection key. The protection key of the 
current PSW is used as the comparand when a storage access is specified 
by an instruction. When a storage access is specified by a channel 
operation, the protection key supplied to the channel by the CAW is used 
as the comparand. 

The keys are said to match in either "9020-mode" or "360-mode" when 
they are equal or when either one is zero. This operation is not 
compatible with IBM System/360 architecture, as the keys are said to 
match in System/360 when they are equal or when the protection key is 
zero. 

r----------------T------------T---------------~---------------1 I I · I 9020 System I System/360 I 
I Protection Key I Storage Key I Interpretation I Interpretation I 
~----------------+------------+----------------+---------------~ 
I I I I I 
I X I X I Match I Match I 
I X I Y I Mismatch I Mismatch I 
I X I Zero I Match I Mismatch I 
I Zero I X I Match I Match I 
I Zero I Zero I Match I Match I 
~----------------L-------------L-------------_--i.----------------~ 
I I 
I Where X * zero, Y * zero. I 
L-----------------------------------------.;__---------------------J 

IOCE-PROCESSOR OPERATION 

The IOCE-processor capability is disabled when an IOCE (appli·cable to 
IOCE-1 only) is placed in "360-Mode". The IOCE-processor is forced into 
the stopped state by hardware. "360-Mode" operation is unchanged. 
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APPENDIX H: IOCE-P.ROCESSOR 

1.0 GENERAL CONCEPTS 

This appendix describes the architectural design of RPQ F21241 which 
exploits the latent computing power in each IBM 7231-02 Input/Output 
control Element. This is done by providing the IOCE with 126,976 bytes 
of 2 microsecond internal (MACH) storage and an IOCE-processor mode in 
which the IOCE executes a subset of the IBM 9020 System instruction set .• 
An IOCE-processor is utilized under control of the CE. 

From the user's viewpoint the IOCE consists of two distinct and 
independent functional units sharing a common logic and storage unit, as 
shown in Figure H-1. They are: 

IOCE-channel controller 
IOCE-processor 

Areas where strict independence and simultaneousness are not possible 
(e.g., malfunction detection) are virtually transparent to the problem 
programmer and need only concern supervisory and diagnostic programmers. 

1.1 IOCE-CHANNEL CONI'ROLLER 

The IOCE-channel controller continues to perform those functions 
presently implemented in the IOCE. Its distinguishing attributes are: 

Input/output operations are initiated by a controlling CE. 

Automatic initiation and control of device operation through 
control units. 

Input/output interruptions are serviced by a CE through the Common 
Logic Unit (CLU). 

Access is provided to all main storage (SE) for data transfer, and 
control functions (CAW, ccw, CSW). 

Channel Controller is always running (under CE control) even 
though the processor may be stopped. 

In addition, the IOCE-channel controller is modified by this RPQ to: 

Access MACH storage for I/O data trans.fers and CCW fetching, with 
the selection of main or MACH storage under program control. 

1.2 IOCE-PROCESSOR 

The IOCE-processor has the following characteristics: 

Process·ing (i.e. , instruction execution) is initiated by a con­
trolling CE. 

Program, external, and supervisor - call interruptions are ser­
viced by the IOCE-processor through the common Logic Unit (CID). 
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The IOCE-processor can execute a subset of the IBM 9020 System 
instruction set with a few special i~structions added under this 
RPQ Csee Table H-2). The IOCE-processor cannot initiate I/O 
operations. 

No floating-point or decimal arithmetic capability is provided. 

Operation is in four program state alternatives: 

Stopped/Operating 
Wait/Running 
Mask~d/Interruptable 
Problem/Supervisor 

The IOCE-processor has access to all main and to it's .internal 
MACH storag·e for instruction execution and data. 

1.3 COMMON LOGIC UNIT (CLU) 

That portion of the IBM 7231-02 which contains the control hardware 
and read-only-storage used to interface with th~ controlling CE, 
IOCE-channel controller, and IOCE-processor is called the common logic 
unit CCLU). Its chief functions are: 

Allocation of the common resources in the 7231 to the controlling 
CE, IOCE-channel controller, and IOCE-processor in accordance with 
their assigned priority. 

Creation and handling of status information CPSW, csw, etc.) 

Detection and signalling of error conditions. 

1.3.1 PRIORITY CONI'ROL 

Two levels of priority control exist in the 9020 System. The first, 
described in Section 13.12, is concerned with IOCE/CE-SE communications. 
Each SE has built-in priority circuitry to grant service to one element 
in cases of access request ties, and to distribute its availability 
where multiple-like elements require continuous service. This priority 
scheme remains unchanged. The SE always gives priority to an IOCE over 
a CE and does not distinguish between the IOCE-channel controller and 
the IOCE-processor. 

A second level of priority control is provided within the IOCE for 
the allocation of common resources, and storage access requests (to ,both 
MACa and main storage}. First priority is always given to the 
IOCE-channel controller to handle input/output data transfer. Second 
priority is given to the controlling CE to enable it to initiate new 
input/output operations in the IOCE channel controller. Third priority 
is assigned to the IOCE-processor. The IOCE-channel controller is 
allowed to break-in on other operations in the IOCE since some of the 
I/O devices which it controls may overrun if they are not serviced in 
time. The controlling CE is always permitted to break in on the 
IOCE-processor to execute an I/O instruction (Start I/O, Test I/O, Halt 
I/O, Test Channel, or Set PCI), during a move~type ope~atiori in the IOCE 
processor or during the Delay instruction. on other instructions, 
controlling-CE break in occurs when ~he IOCE-processor has completed one 
instruction, and before starting another,· i.e., during I-fetch. 
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1.3.2 STATUS CONTROL AND ERROR HANDLING 

When a program, external <pushbutton, timer, or controlling CE Write 
Direct), or supervisor-call interruption is generated by the IOCE­
processor, the common logic unit creates and stores the appropriate 
"old" PSW in MACH storage. On a machine-check, CLU handles the check 
registers, issues the element check (ELC) signal, and performs the 
logout. During I/O interruptions, it handles the PSW and CSW as now 
implemented. Detailed explanations of these functions are given later. 

1.4 OTHER FUNCTIONS 

Configuration control and the functions of the IOCE's configuration 
control register (CCR) remain unchanged. The inter-element relations 
established by the contents of the CCR apply to both the IOCE-channel 
controller and IOCE-processor sections of the IOCE. Similarly, the 
function of the storage address translator (ATR) in the IOCE is 
unchanged. Address assignments for main storage are common to both 
channel-controller and processor. For details, see Set Configuration 
(Section 8.4.5.4) and Set Address Translator (Section 8.4.5.7). 

1.5 MODE CONTROL 

The IBM 7231-02 may be in one of two modes: Operational or 
diagnostic. In operational mode the IOCE-processor is either in 
operating or stopped state, and the channel controller is either busy or 
idle. All instructions added by this RPQ are available in the 
diAgnostic mode. Existing features of the IOCE diagnostic mode are 
unchanged. 

NOTE: Operational mode is to be assumed throughout this appendix, 
except where diagnostic mode is explicitly indicated. 

2.0 CE OPERATION 

Principle modifications to the CE are: 

a. Extension o·f the Write Direct instruction. 

b. Addition of two new instructions: Start I/O Processor and 
Move Word. 

c. Extension to the external interruption facility. 

d. Addition of new diagnostic ~ernel. 

2.1 NEW OR EXTENDED CE INSTRUCTIONS 

2.1.1 WRITE DIRECT 

The Write Direct instruction is extended to provide "IOCE-processor 
start", ~IOCE-processor stop", "IOCE-processor interrupt", and "CE 
exterrial stop" commands. (See section 8.5.1.7) 

2.1.2 MOVE WORD 

The Move Word instruction provides a means for specifying storage to 
storage transfers in terms of number of words to be moved, rather than 
in number of bytes. (See Section 8.4.5.9) 
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2.1.3 START I/O PROCESSOR 

The Start I/O Processor instruction is used by the CE to make 
available to the designated IOCE-processor a protection key and the 
operand address from which the IOCE-processor may obtain a program 
status word (PSW). This PSW, when loaded by the IOCE-processor, 
determines its subsequent action. (Section 3.4 of this Appendix.) · 

Execution of Start I/O Processor terminates in the CE, returning it 
to instruction fetching, when either the IOCE-processor returns condi­
tion code O or 1, or the CE stores condition code 3 on a read-only­
storage timeout. Start I/O Processor condition codes are described in 
Section 8.4.5.10. 

2.2 EXTERNAL INTERRUPTION ACTION 

An extension to the external interruption facility provides a means 
by which the CE responds to direct control signals from the IOCE­
process?rs. (See Section 9.5.3.3) A processor interruption register 
(PIR> is provided in the CE to store the IOCE-processor requests for 
external interruption until removed by a diagnostic operation. 

2.3 DIAGNOSTIC KERNEL 

The addition of the processor interruption register (PIR) to the CE 
requires a change to the Logout Registers kernel, and the addition of a 
new CE kernel to store PIR. (See Section 8.5.1.9-). PIR is logged out 
in logword 39, bits 27-29. 

3.0 IOCE - PROCESSOR OPERATION 

3.1 ADDRESS GENERATION 

Instructions ref erring to storage have been given the capability to 
explicitly address operands in either main or MACH storage. Address 
generation ·in the IOCE-processor is similar to that in the CE, that is, 
by combining a base address, index factor, and displacement to produce a 
24-bit. effective address. The magnitude of the effective address 
determines the type of storage accessed, where: 

0 ~ Main Storage Address S 12,582,911 

12,582,912 ~ MACH Storage Address S 16,777,215 

The upper bound on main storage addressing depends upon the available 
main storage in a particular installation. The maximum main storage 
address possible on the IBM 90200 System is 5,242,879 (i.e., when 10 SEs 
are installed), and on the 9020E System is 2,621,439 (i.e., when 5 SEs 
are installed). An address in the interval 5,242,880 through 12,582,911 
is always invalid on either system, and causes a program interruption on 
an addressing exception. MACH storage addresses are always invalid in 
the 7201-02 compute Element. 

An address specifying a location in MACH storage may be considered to 
consist o~ two parts: a base address and a displacement. The base 
address is 12,582,912. The displacement provides for relative addres­
sing of up to 126, 975, bytes beyond the base address,· and, therefore, 
spans MACH storage. (The upper 4096 bytes ·are reserved .for the 
multiplexor channel ucws and are not directly addressable by the 
programmer.> A valid MACH address, therefore, lies in the interval: 
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12,582,912 ~ effective address ~ 12,709,887 

which corresponds to 

O ~ MACH location 126,975 

The low limit is significant where address arithmetic creates an 
address below MACH location zero. MACH storage.addresses do not wrap 
around to location 0 when stepped beyond the upper limit. 

IMPLEMENTATION NOTE 

The selection of storage is under program control, with bits 8 and 9 
of the effective address designating the storage to be used. When bits 
8 and 9 are.both ones, the address refers to a MACH storage location. 
When bits 8 and 9 are other than both ones, the address refers to a main 
storage location. 

Instructions having two operand addresses (SS format) may reference 
two locations in main or MACH storage, or reference one location in 
main, and another .in MACH stor~ge. 

A change in the sequential operation of the IOCE-processor caused by 
branching, status switching, or interruption handling may cause instruc­
tion fetching to be switched from main to MACH storage, and vice versa, 
depending upon the value of bits 8 and 9 introduced in the new 
instruction address. 

The branch address of Execute may reference main or MAC~ storage, 
independently of the storage from which the Execute instruction was 
fetched. Similarly, the branch and link addresses of a Branch And Link 
instruction may reference the same type of storage, or both main and 
MACH storage. 

The control function associated with bits 8 and 9 is always active 
except when the IOCE is operating in Diagnostic Mode, or in n360 Mode" 
(restricted to IOCE-1). References are made to MACH or main storage 
when in diagnostic mode under control ·of the DIAGNOSE instruction. When 
in "360 Mode• the IOCE-processor is disabled. (See section 4.0 for IOCE 
channel operation.) 

3.2 PROGRAM STATES IN THE IOCE-PROCESSOR 

The four types of, program-state alternatives which determine 
IOCE-processor status are Stopped/Operating, Wait/Running, 
Interruptable, and Problem/Supervisor. 

overall 
Masked/ 

All program states are independent of each other in their function, 
indication, and st,atus-switching. Status-switching does not affect the 
contents of the arithmetic registers or the execution of I/O operations. 
It may affect the timer operation. 

3.2.1 PROBLEM/SUPERVISOR STATE 

The choice between supervisor and problem state determines whether or 
not the full set of instructions is valid. If bit 15 of the IOCE's PSW 
is set to 1 only the non-privileged instructions can be used; all 
privileged instructions encountered constitute a privileged instruction 
exception. 

If the PSW bit 15 is zero all instructions 
IOCE-processor are valid with the exception of I/O 
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I/O, Halt I/O, Test I/O, Test Channel, and Set PCI) and the Diagnose 
instruction. 

3.2.2 STOPPED/OPERATING STATE 

In the Stopped state no IOCE-processor instructions are processed, 
and neither main nor MACH storage is accessed for this purpose. In the 
operating state the interval timer is updated, and the IOCE is capable 
of executing instructions and being interrupted. 

An IOCE-processor mode latch is provided to place the processor in 
either stopped or operating state. The processor mode latch can be 
changed from operating to stopped state by: (a) switching from 
9020-mode to 360-mode in the case of IOCE-1; Cb) by a system or 
subsystem reset associated with an IPL or PSW restart; Cc) by an 
IOCE-processor stop via direct control. Conversely, this bit can be 
changed from stopped to operating state by a direct control IOCE­
processor start or the Start I/O Processor instruction. 

Timer updating is affected by the choice between operating and 
stopped state. When the IOCE-processor is placed in the stopped state 
timer updating is suspended. Going into operating state enables timer 
updating and enables its ability to present an external interruption 
request in the IOCE-processor (subject to the usual PSW bit 7 masking). 

3.2.3 WAIT/RUNNING STATE 

When bit 14 or the IOCE's PSW is one, ~he IOCE:processor is waiting. 
When bit 14 is zero, the IOCE-processor is running. Switching from 
running to wait state may be achieved by a Load PSW in an IOCE-processor 
program, or a Start I/O Processor operation which introduces an entire 
new PSW with bit 14 set to one, or an interrupt. Conversely, switching 
from wait to running state is achieved when bit 14 of the PSW introduced 
is zero. In the wait state, no instructions are processed, whereas, in 
the running state, instruction fetching and execution may proceed in the 
no~mal manner. IOCE-processor timer updating is not affected by the 
choice between wait state and operating state. 

PROGRAMMING NOTE 

The choice of problem/supervisor, stopped/operating, wait/running, or 
masked/interruptable does not disturb any I/O operation, or the state of 
any channel, subchannel, or device. Conversely, the state of the 
IOCE-processor is not altered by conditions detected in any I/O 
operation with the exception of an unmasked machine-check interruption. 

3.2.4 MASKED/INTERRUPTABLE STATE 

The IOCE-processor may be masked or interruptable for external, 
machine-check, and fixed-point~overf low interruptions depending upon the 
~revailing system, machine-c~eck, and program masks respectively. 
External interrupts are maskable by bit 7 in the IOCE-processor's PSW. 
Machine-check interruptions are masked by bit 13 in the controlling CE's 
PSW. Fixed-point-overflow interruptions are masked by bit 36 in the 
IOCE-~rocessor's PSW. 

When the IOCE-processor is masked off for fixed-point-overflow 
exceptions, they are ignored and processing continues. External inter­
ruptions remain pending when masked off by tQe IOCE-processor. When the 
IOCE-processor is interruptable CPSW bit 7 is one>, the interruption is 
accepted by the IOCE-processor. When the IOCE-processor is interrupt­
able for a machine check, this interruption is accepted by raising the 
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machine check interruption request line to the controlling CE, and by 
check-stopping. Masked machine-check interruptions always remain pend­
ing in the controlling CE, and the IOCE remains check-stopped Until 
penni.tted to log out. 

Those program interruptions not maskable, as well as the supervisor -
call interruption, are always taken by the IOCE-processor. 

With the exception of machine-check interruptions, the interruptable 
state of the IOCE-processor is switched by changing the mask bits in its 
PSW. The program mask (bit 36) may also be changed by use of Set 
Program Mask in an IOCE-processor program. The system mask (bit 7) may 
also be changed by the instruction Set system Mask. Machine-check 
interruption masking is changed by introducing a new PSW bit 13 in the 
controlling CE's PSW. 

IOCE-processor timer updating is not affected by the choice between 
masked or interruptable states. 

3.3 STORAGE PROTECTION 

The storage protection feature applies to main storage (SE) 
references. Storage protection is not provided for MACH storage. The 
operation of main storage protection is unchanged, and is described in 
Sections 2.6 and 8.2. 

3.4 PROGRAM STATUS WORD IN THE IOCE-PROCESSOR 

IOCE-processor control is determined by the contents of its program 
status word (PSW)o In general, the PSW is used to control instruction 
sequencing, and to hold and indicate the status of the IOCE-processor 
relative to the program being executed. Its functions, although more 
restricted, are similar to the PSW in a computing element. 

The IOCE-processor PSW format is shown in Figure H-2. The purpose of 
the PSW fields are: 

svstem Mask: A one-bit system mask is provided for the IOCE-processor's 
external interruptions. When bit. 7 is one, the timer overflow, 
interrupt switch, or controlling CE can interrupt the IO~E-processor. 

Protection Key: Bits 8-11 of the PSW form the IOCE-processor's 
protection key on a main storage reference. The key is matched with the 
four high-order bits of the storage key when data are to be stored, and 
when data are to.be fetched and the fetch-protection bit in the· storage 
key is one. The protection key is ignored on a MACH storage reference. 
The use of the key F (hexadecimal) is not permitted by the 
IOCE-processor. 

USASCII-8 (A): When bit 12 of the PSW is one, the codes preferred for 
the extended USASCII-8 code are generated for decimal results for the 
Unpack and Convert to Decimal instructions. When PSW bit 12 is zero, 
the codes pref erred for the extended binary-coded-decimal interchange 
code are generated. 

Wait State (W): · When bit 14 of the PSW is one, the IOCE-processor is in 
the wait state. When PSW bit 14 is zero, the IOCE-processor is running. 

Problem State CP): When bit 15 of the PSW is 1, the IOCE-processor is 
in the problem state. Where PSW bit 15 is zero, the IOCE-processor is 
in the supervisor state. 
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Interruption Code: Bit 16-31 of the PSW identify the cause of a 
program, supervisor call, machine check, or timer interruption. Use of 
the code for all four interruption types is shown in Table H-1, 
Interruption Action. 

Instruction Length Code (ILC): The code in PSW bits 32 and 33 indicates 
the length, in halfwords, of the last-interpreted instruction in the 
IOCE-processor program, when an interruption occurs. The code is 
unpredictable for a machine-check or external interruption. (The 
encoding of these bits is summarized in the table, Instruction Length 
Recording, (Section 9.1.3). 

Condition Code (CC): Bits 34 and 35 of fhe PSW are the two bits of the 
condition code. (The condition codes for all instructions are sum­
marized in the table, Condition Code, at the end of Chapter 7.) 

Program Mask: Bit 36 of the PSW is associated with a program exception 
specifying a fixed-point overflow. When the mask bit is one, the 
exception results in an interruption in the IOCE-processor. When the 
mask bit is zero, no interruption occurs. 

Instruction Address: Bits 40-63 of the PSW are the instruction address. 
This address specifies the leftmost eight-bit byte position of the next 
instruction in main or MACH storage. 

PROGRAMMING NOTE 1 

Bits 0-6, 13 and 37-39 are ignored on a PSW-load operation associated 
with a Start I/O Processor operation, an interrupt, or LPSW instruction. 

r---------T--T-----r---r---T---T---T----------------------------1 
I # ISMI KEY I A I # I w I p I INTERRUPTION CODE I 
L _________ i __ i _____ i __ -1, ___ i ___ i ___ i----------~-----------------J 
0 7 8 12 13 14 15 16 31 

r-----T----T~-T-----T---------------------------------------~---1 
I ILC I cc I PM I # I INSTRUCTION ADDRESS I L ____ -1, ____ i __ i_ ____ i_ __________________________________________ J 

32 34 36 37 40 63 

0 - 6 Unused 
7 System mask (SM) 

8 - 11 Main storage protection key 
12 USASCII-8 mode (A) 
13 Unused 
14 Wait state (W) 
15 Problem State (P) 

16 - 31 Interruption code 
32 - 33 Instruction length code ULC) 
34 - 35 Condition code (CC) 

36 Program mask (Fixed-point overflow) (PM) 
37 - 39 Unused 
40 - 63 Instruction address 

FIGURE H-2 -- IOCE-Processor PSW Format (Operational Mode) 

PROGRAMMING NOTE 2 

Privileged instructions which are handled in Diagnostic Mode (with 
the exception of Write Direct, Load PSW, Set System Mask), cause program 
interruptions on an invalid operation exception when encountered in the 
IOCE-processor programs. 
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PROGRAMMING NOTE 3 

Since IOCE-processor and IOCE-I/O operations are separate and inde­
pendent functions under control of a computing element, the content of 
the IOCE-processor PSW can have no effect upon I/O channel operations. 
Conversely, the state of the system mask bits 0-6, 16-19 in the CE'S PSW 
affect the channel operation only, and are not related to corresponding 
bit positions in the IOCE-processor's PSW. 

3.5 INTERRUPTIONS IN THE IOCE-PROCESSOR 

3.5.1 INTERRUPTION ACTION 

A program, supervisor call, or external interruption in the IOCE­
processor consists of storing its current PSW as an old PSW and fetching 
a new PSW. The old PSW is stored in MACH with interruption code (PSW 
bits 16-31) indicating the cause of the interruption. The new PSW is 
fetched from MACH and processing resumes under its control. 

Machine-check masking is provided in the controlling CE's PSW, and is 
independent of the IOCE-processor PSW. 

PROGRAMMING NOTE 1 

An interruption always takes place after one IOCE-processor instruc­
tion interpretation is finished and before a new instruction interpreta­
tion is started. Similarly, an IOCE machine~check interruption is 
permitted by the CE after the CE instruction is completed, and before a 
new instruction is fetched. When the IOCE-processor receives a direct 
control "IOCE-processor stop" command, the current instruction is 
finished and all interruptions which are pending or become pending 
before the end of the instruction, are preserved. (It should be noted 
that this action is quite different from a CE-external stop which causes 
the CE to reset and enter the stopped state. 
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r-----------------------------------------.--------------------------------1 
I TABLE H-1 -- INTERRUPTION ACTION IOCE-PROCESSOR I 
~--------------------------~----------------~---"T------T---------,--------------~ 
I INT~RRUPTION SOURCE INTERRUPTION'CODE I MASRI ILC ·1 INSTRUCTION I 
I IDENTIFICATION PSW BITS 16-31 I BITS I SET I EXECUTION I 
~-----~-----------------------------------------+------+---------+------------~ 
Pro~ram 
Cold PSW MACH 40, new PSW MACH 104, priority 2) 

Operation 
Privileged Operation 
Execute 
Protection 

Addressing 

Sp~cif ication 
Data 
Fixed-pt. overflow 
Fixed-pt. divide 

SE stopped 

supervisor Call 

0000 
0000 
0000 
0000 

0000 

0000 
0000 
0000 
0000 

0000 

0000 00000001 
0000 00000010 
0000 00000011 
0000 00000100 

0000 00000101 

0000 00000110 
0000 00000111 
0000 00001000 
0000 00001001 

0000 10000000 

Cold PSW MACH 32, new PSW MACH 96, priority 2) 

Instruction bits 0000 0000 rrrrrrrr 

External. 
(old PSW MACH 24, new PSW MACH 88, priority 3) 

Unused 0000 0000 nnnnnnnl 
Controlling CE 0000 0000 nnnnnnln 
Unused 0000 0000 nnnnnlnn 
Unused 0000 0000 nnnnlnnn 
Unused 0000 0000 nnnlnnnn 
Unused 0000 0000 nnlnnnnn 
Interrupt switch 0000 0000 nlnnnnnn 
Timer 0000 0000 lnnnnnnn 

Machine Check 
(old PSW MACH 48, new PSW MACH 112, priority 1) 

36 

7 
7 
7 
7 
7 
7 
7 
7 

1,2,3 
1,2 

2 
0,2,3 

0,1,2,3 

1,2,3 
2 

1,2 
1,2 

1, 2, 3 

1 

x 
x 
x 
x 
x 
x 
x 
x 

suppressed 
suppressed 
suppressed 
suppressed/ 
terminated 
suppressed/ 
terminated 
suppressed 
terminated 
completed 
suppressed/ 
completed 
suppressed/ 
terminated 

completed 

completed 
completed 
completed 
completed 
completed 
completed 
completed 
completed 

IOCE malfunction 0000 0000 00000000 13• X terminated 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

~----------------------~--------------------i~----~---~~----i-------------~ 
I I 
I Legend: I 
I I 
I n other external interruption conditions I 
I x Unpredictable I 
I r Bits of R~ and R2 field of Supervisor Call I 
I I 
I • in CE PSW when operational mode, in IOCE-processor PSW when I 
I diagnostic mode. I 
L------------------------------------------------~----------------------------J 

3.5.2 PROGRAM INTERRUPTIONS 

The exceptions which cause program interruptions in the IOCE­
processor are shown in Table H-1. The SE-stopped exception has been 
added. Its purpose and operation is similar to that in the CE (see 
section 9.3.17). 
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3.5.3 MACHINE-CHECK INTERRUPTION 

Machine checks detected during an IOCE-processor operation are 
handled by the common logic unit (CLU). Other than the addition of 
storing the old machine-check PSW in MACH location 48, they are handled 
in the same way as those machine-check interruptions associated with 
IOCE-channel controller operations. (See Section 12.5.1) 

3.5.4 EXTERNAL INTERRUPTIONS 

3.5.4.1 Timer 

The IOCE-processor time.r occupies a 32-bit word at MACH storage 
location 80. The timer value may be changed at any time by storing a 
new value in MACH storage location 80. A timer value changi~g from 
positive to negative causes an external interruption request in the 
IOCE-processor. When the IOCE-processor is placed in the stopped state 
by an IOCE- processor stop via direct control, timer updating is 
suspended. Going into wait state does not affect timer updating, nor 
its ability to present an external interruption request in the IOCE­
processor (subject to the usual PSW bit 7 masking). 

Timer rate is determined by the line frequency with the same 
resolution as the CE timer. (See section 9.5.1.) 

3.5.4~2 Controlling CE 

Receipt of an IOCE-processor interrupt (via Write Direct) from the 
controlling CE requests an external interruption. When allowed, bit 30 
is set in the interruption code stored. 

3.6 ADDITIONAL IOCE INSTRUCTIONS 

The following new instructions are added to the IOCE instruction 
repertoire. They are executable by the IOCE-processor in the operation­
al and diagnostic modes. 

Load _PSW and Set System Mask functions are restricted in operational 
mode. They cannot be used to alter I/O or machine-check masking. 

3.6.1 MOVE WORD 

This instruction is identical to the Move Word instruction in the CE 
<see Section 8.4.5.9). Unlike the CE, the IOCE-processor may use the 
instruction for MACH-to-MACH, main-to-main, MACH-to-main, or main-to­
MACH moves (se~ Section 3.1 of this appendix.> 

3.6.2 LOAD DATA ADDRESS 

LDA [RS] 

r-------T----T----T----T------------1 I 99 I R~ l////I B2 I D2 I L ________ J. ____ J. ____ .1, ____ .1, __________ ._J 

0 8 12 16 20 31 

The data address in the unit control word for the multiplexor 
subchannel specified by the second operand is loaded into the low-order 
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24 bits of the register specified by the first operand. The remaining 
bits of the word are set to zero. 

The second operand address is not used to address data; its low-order 
eight bits specify a subchannel. The remainder of the address is 
ignored. 

Condition Code: The code remains unchanged. 

Program Interruptions: None. 

PROGRAMMING NOTE 

The data address obtained by Load Data Address, after an IOCE reset 
and prior to a SIO being issued, will be zeros. After a SIO has been 
issued, pri-0r to a data transfer, the address will equal the ccw 
address. After data transfer, the address will refer to the next byte 
location to be used for data transfer to or from the multiplexor 
subchannel. 

3.6.3 LOAD IDENTITY 

The instruction is identical to the Load Identity instruction defined 
for the CE Csee Section 8.4.5.2). IOCE-processors IOCE-1, IOCE-2, AND 
IOCE-3 take the identifying values 8, 9, and A (hexadecimal), 
respectively. 

3.6.4 WRITE DIRECT 

WRD [SI] 

r--------T--------T----T------------1 
I 84 I I2 I B1 I D1 I 
L--------~--------~----~------------J 
0 8 16 20 31 

Bits 8-11 of the I 2 field specify an operation to be performed by the 
IOCE-processor. Bits 12-15 of the I 2 field are ignored. 

Bit 8 Bit 9 Bit 10 Bit 11 0Eeration 

0 0 0 0 
through Invalid 

0 1 1 1 

1 0 0 0 CE external interrupt 

1 0 0 1 
through Invalid 

1 1 1 1 

If bits 8-11 specify a CE external interrupt then an external 
interrupt request is presented in the CE controlling the IOCE-processor. 

If bits 8-11 specify an invalid operation a specification exception 
causes a program interrupt and the instruction is suppressed. 

The content of the B1 , and D1 fields is ignored. The location 
designated by the first operand address is, therefore, not accessed. A 
bit, which identifies the IOCE-processor executing this instruction, is 
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set in the processor interruption register of CE whose communication bit 
is set in the IOCE-processor's configuration control register. An 
external interruption is either taken or becomes pending· in the 
controlling CE. 

Condition Code: The code remains unchanged. 

Program Interruptions: 
Privileged Operation. 
Specification 

3.6.5 DELAY 

DLY N [RR] 

r--------T---------1 
I OB I N I 
L--------~---------J 
0 8 15 

The operation of the IOCE-processor is delayed for approximately 256N 
microseconds Cusec) where N is the binary value of bits 8-15 of the 
instruction. 

The R1 and R2 fields are .treated as a single count field (N). A 
value of N equal to zero causes a zero delay. 

The instruction is terminated either by the count (N) reaching zero 
or by the occurrence of an unmasked external or machine-check interrup­
tion condition. The timing of the delay is approximate, and may be 
increased by requests for service from the interval timer and I/O 
instructions. 

condition Code: The code remains unchanged. 

3.6.6 TEST AND SET 

TS [SI] 

r--------T--------T-~--T------------1 

I 93 l////////I B1 I D1 I 

L--------~--------~----~------------J 
0 8 16 20 31 

The leftmost bit of the byte (bit 0) at the operand address sets the 
condition code and the entire byte is set to ones. 

The byte in storage is fetched for the bit test and then set to all 
ones. No other access to this location is permitted between the moment 
of fetching and the moment of storing all ones. 

Condition Code: 
0 Leftmost bit of byte specified was zero. 
1 Leftmost bit of byte specified was one. 

Program Interruptions: 

560 

Addressing 
Protection 



Form: A27-2734-2 

JANUARY 31,1973 TNL: GN31-3005 

PROGRAMMING NOTE 

This byte is interpreted as a "lock" as follows: 

Oxxx xxxx 

lxxx xxxx 

Unlocked No CE or IOCE has previously gained access 
to the "lock byte." The accessing CE or IOCE 
"locks out" all other CE's and IOCE's. The 
condition code is set to zero. 

Locked Another CE or IOCE has gaine~ access to the 
"lock" byte. The accessing CE or IOCE is 
"locked out". The condition code is set to one 

x denotes a bit position which may be either zero or one. 

"Unlocking" of the byte consists of changing it from the lxxx xxxx 
state to the Oxxx xxxx state. 

4.0 IOCE-CHANNEL CONTROLLER OPERATION 

4.1 CHANNEL ARCHITECTURE CHANGES 

The IOCE-channel controller function is modified by this RPQ to 
permit I/O data transfers between an I/O device and either main or MACH 
storage. The selection of storage is under program control, with bits 8 
and 9 of the data address in the channel command word (CCW) designating 
the storage to be used. When bits 8 and 9 are not both ones, the data 
address refers to a main storage location; when bits 8 and 9 are both 
ones, the data address refers to a MACH storage location. 

The information in the following sections supplements rather than 
replaces corresponding sections of Chapter 10. 

When an IOCE is operating in the diagnostic mode, or 360-mode, bits 8 
and 9 are always interpreted as the high order bits of the data address. 

4.2 CHANNEL ADDRESS WORD 

The channel address word (CAW) is unchanged as to format and general 
function, i.e., it specifies the main storage protection key and the 
address of the first ccw, associated with START I/O (see Section 
10.3.2). Although the CAW is always fetched from the controlling CE's 
PSA (location 72) in main storage, the CCW address may reference main or 
MACH storage. 

The protection key is matched with a key in storage whenever 
reference is made to main storage for a CCW or data. The key is ignored 
whenever reference is made to MACH storage. 

4.3 CHANNEL COMMAND WORD 

The channel command word (CCW) is unchanged as to format and general 
functions, i.e., it contains the command to be executed and the data 
address of the storage area, if any, to be used (see Section 10.3.3). 

Bits 8-31 of the data address specify the location of an eight-bit 
byte in either MACH or main storage. It is the first location 
referenced in the area designated by the CCW. Bits 8 and 9 function as 
control bits. When bits 8 and 9 are not both ones, bits 8-31 refer to a 
location in main storage; when bits 8 and 9 both are ones, bits 10-31 
refer to a location in MACH storage. 
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During data chaining the new ccw fetched defines a new storage area 
for the original I/O operation. Data chaining of areas of main storage 
with areas of MACH storage is permitted. 

Bits 48-63 of the CCW specify the number of eight-bit byte locations 
in either the MACH or main storage area designated by the CCW. 

IMPLEMENTATION NOTE 1 

The control function associated with bits B and 9 of the data address 
in the ccw is always active except when the IOCE is operating in "360 
mode" (restricted to IOCE-1) , or in Diagnostic Mode. In either case, 
bits B and 9 function as the high-order positions in the data address. 
References are made only to main storage when in 360-mode. 

PROGRAMMING NOTE 

The command address in the CAW designates the location of the first 
ccw in main or MACH storage. Since chaining takes place between CCW's 
located in successive double-word storage locations, if the first CCW is 
fetched from main storage the chained CCW's are also fetched from main 
storage. Conversely, when the first ccw is fetched from MACH storage, 
subsequent chained CCW's are fetched from MACH storage. Two chains of 
ccw•s located in noncontiguous storage areas, including the case of 
areas in both main and MACH storage, can be coupled by a transfer in 
channel (TIC) command. 

4.4 CHANNEL STATUS WORD 

The channel status word (CSW) is unchanged as to format and general 
functions, i.e., it provides to the program status of an I/O device or 
conditions under which an I/O operation has been terminated. (See 
section 10.4.3) The csw is always placed in the interrupted CE's 
preferential main storage at PSA location 64. No part of the CSW is 
stored in MACH location 64 unless the IOCE is running in Diagnostic 
Mode. 

Conditions under which the csw is stored, and those resulting in the 
PSA lockout exception are the same as for I/O operation using main 
storage. (See Chapter 10.) 

Bits 0-3 of the csw form the protection key used in the 
operations at the subchannel or references to main storage. 
significance when the command address and the data address in 
ccw used both reference MACH storage. 

chain of 
It has no 
the last 

Bits B-31 of the CSW form the command address for a main or MACH 
storage location that is eight higher than the address of the last ccw 
used. 

5.0 SYSTEM MONITORING CONSIDERATIONS FOR IOCE-PROCESSOR 

5.1 RESETS 

The addition of the IOCE-processor 
additional actions to occur in an IOCE 
reset: 

RPQ results in the following 
during system and subsystem 

a. Parity is corrected on general purpose registers and the 
IOCE-processor PSW. 

b. IAR is reset to zeros. 
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c. Pending interruption requests are cleared. 

d. The IOCE-processor mode latch is set off, forcing the IOCE­
processor into Stopped State. 

(For actions that occur on system and subsystem reset, see Figures 26 
and 27 in Chapter 12.) 

5.2 RECORDING AND HANDLING CHECK CONDITIONS 

5.2.1 RECORDING CHECK CONDITIONS 

The recording of check conditions in the check registers (CR1 , CR2 ) 

is retained. (See Section 12.2.1.) The fetch Data Check (CR2 , bit 4) 
is modified to reflect detection of incorrect parity on a data fetch 
from either main or MACH storage. Examination of the storage address 
register (SAR) in Word 81 of the logout enables the programmer to 
localize the check to the storage accessed. 

5.2.2 SIGNALING CHECK CONDITIONS 

The signaling of check conditions (OTC, OBS, and ELC) is unchanged. 
(See Section 12.2.2.) 

5.2.3 IOCE MACHINE-CHECK HANDLING 

The addition of the IOCE-processor capability does not appreciably 
change the way in which an IOCE handles a machine-check. Machine-checks 
detected during an IOCE-processor operation are handled by the common 
logic unit (CLU). Other than the addition of storing the old machine­
check PSW in MACH location 48 at the completion of a successful logout, 
they are handled in the same way as those machine-check interruptions 
associated with IOCE-channel controller operations. (See Section 
12.5.1.) 

When the machine-check is such that a CLU logout occurs, IOCE­
processor operation ceases and it goes into the stopped state at the 
completion of the logout. As in the present design, the effect of a CLU 
logout upon channel operation is not always predictable. When the 
malfunction is entirely associated with the selector channel· hardware, a 
Selector Channel Logout is initiated. The affected channel terminates 
its operation, logs out, and resets. A concurrent IOCE-processor 
operation is suspended during the logout, and then resumed upon 
completion of the channel logout. 

5.3 PRESERVATION OF CHECK DATA 

5.3.1 CE LOGWORD FORMATS 

The processor interruption register CPIR) is logged out in logword 
39, bits 27-29. 

5.3.2 IOCE LOGWORD FORMATS 

T~e following additions were made to IOCE logword 88: 

Bit 12 IOCE-PSW System Mask 

Bits 13-16 IOCE-PSW bits A, M, w, P (when M is significant in 
Dia·gnostic Mode only. > 
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Bit 17 IOCE-processor mode bit. 

The following additions were made to IOCE logword 87: 

Bits 18-19 CE condition Code Register. 

Bit 21 CE External Interrupt Request. 

PROGRAMMING NOTE 

The IOCE-processor mode bit (logword 88, bit 17), in conjunction with 
the I/O Routine Mode logout bit <word 109, bit 3), allows the program to 
determine whether a CLU logout was initiated by an IOCE-processor or an 
IOCE-input/output operation. (See Section 12.9.1, Programming Note 2.l 

6.0 SYSTEM/360 MODE OF OPERATION 

6.1 CE INSTRUCTION REPERTOIRE 

The following operation codes are added to those which generate 
operation code exception conditions resulting in a program interruption 
when encountered in •360-mode": 

START I/O PROCESSOR 
MOVE WORD 

6.2 IOCE-OPERATION 

The IOCE-processor capability is disabled when an IOCE (applicable to 
IOCE-1 only) is placed in •360-Mode·~ The IOCE-processor is forced into 
the stopped state by hardware. "360-mode" operation is unchanged. (See 
Appendix G.) 

564 



JUNE 1, 1971 

.------------------------------------------------------~-~-------------------------, 
I TABLE H-2 -- ALPHABETIC LIST OF IOCE~PROCESSOR INSTRUCTIONS I 
~------------------------------T----------T-------~T----------------T------T-------~ 
I NAME I MNEMONIC I FORMAT I EXCEPTIONS I CODE I NOTES I 
~------------------------------+----------+--------+----------------+------+-------~ 
I I 
I ADD AR RR I c IF lA 
I ADD A RX I c PAS SA MAIN 
I ADD HALFWORD AH RX I c P A S IF 4A MAIN 
I. ADD LOGICAL ALR RR f c 1E 
I ADD LOGICAL AL RX c PAS SE MAIN 
I AND NR RR c 14 
I AND N RX c PAS 54 MAIN 

.1 AND NI SI c p A 94 MAIN 
AND NC SS c p A D4 MAIN 

BRANCH AND LINK BALR RR 05 
BRANCH AND LINK BAL RX 45 
BRANCH ON CONDITION BCR RR 07 
BRANCH ON CONDITION BC RX 47 
BRANCH ON COUNT BCTR RR 06 
BRANCH ON COUNT BCT RX 46 
BRANCH ON INDEX HIGH BXH RS 86 
BRANCH ON INDEX LOW OR EQUAL BXLE RS 87 

COMPARE CR RR c 19 
COMPARE c RX c PAS 59 MAIN 
COMPARE HALFWORD CH RX c PAS 49 MAIN 
COMPARE LOGICAL CLR RR c 15 
COMPARE LOGICAL CL RX c PAS SS MAIN 
COMPARE LOGICAL CLI SI c p A 95 MAIN 
COMPARE LOGICAL CLC SS c PA D5 MAIN 
CONVERT TO BINARY CVB RX P A S D IK 4F MAIN 
CONVERT TO DECI~~ CVD. RX PAS 4E MAIN 

DELAY DLY RR OB 
DIAGNOSE ~I MP 83 SPR 
DIVIDE DR RR s IK lD 
DIVIDE D RX p AS IK SD MAIN 

EXCLUSIVE OR XR· RR c 17 
EXCLUSIVE OR x RX c PAS 57 MAIN 
EXCLUSIVE OR XI SI c p A 97 MAIN 
EXCLUSIVE OR xc SS c p A D7 MAIN 
EXECUTE EX RX PAS EX 44 MAIN 

HALT I/O HIO SI M 9E SPR 

INSERT CHARACTER IC RX P A 43 MAIN 
L------~-----------------------.L.---------i--------~-----~----------J.-_____ i ______ _ 
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r----------------------~-----------------------------------------------------------1 
I TABLE H-2 (continued) I 
~------------------------------T----------T--------T~--------------T------T-------~ 
I NAME I MNEMONIC I FORMAT I EXCEPTIONS I CODE I NOTES I 
~------------------------------+----------+--------+----------------+------+-------1 

LOAD LR RR 18 
LOAD L RX P A S 58 MAIN 
LOAD ADDRESS LA RX P 41 MAIN 
LOAD AND TEST LTR RR C 12 
LOAD COMPLEMENT LCR RR C IF 13 
LOAD DATA ADDRESS LDA RS 99 
LOAD HALFWORD LH RX P A S 48 MAIN 
LOAD IDENTITY LI RR OC 
LOAD MULTIPLE LM RS P A S 98 MAIN 
LOAD NEGATIVE LNR RR C 11 
LOAD POSITIVE LPR RR C IF 10 
LOAD PSW LPSW SI L M P 82 MAIN 

LTD 

MOVE WORD MVW SS p A s D8 MAIN 
MOVE MVI SI p A 92 MAIN 
MOVE MVC SS p A D2 MAIN 
MOVE NUMERICS MVN SS p A Dl MAIN 
MOVE WITH OFFSET MVO SS p A Fl MAIN 
MOVE ZONES MVZ SS p A D3 MAIN 
MULTIPLY MR RR s lC 
MULTIPLY M RX p A s 5C MAIN 
MULTIPLY HALFWORD MB RX p A s 4C MAIN 

OR OR RR c 16 
OR 0 RX c p A s 56 MAIN 
OR OI SI c p A 96 MAIN 
OR oc SS c p A D6 MAIN 

PACK PACK SS p A F2 MAIN· 

SET PCI SPCI SI M 9B SPR 
SET PROGRAM MASK SPM RR L 04 
SET SYSTEM MASK SSM SI Mp BO MAIN 

LTD 
SHIFT LEFT DOUBLE SLDA RS c s IF 8F 
SHIFT LEFT DOUBLE LOGICAL SLDL RS s BD 
SHIFT LEFT SINGLE SLA RS c IF BB 
SHIFT LEFT SINGLE LOGICAL SLL RS 89 
SHIFT RIGHT DOUBLE SRDA RS c s BE 
SHIFT RIGHT DOUBLE LOGICAL SRDL RS s BC 
SHH'T RIGHT SINGLE SRA RS c 8A 
SHIFT RIGHT SINGLE LOGICAL SRL RS 88 
START I/O SIO SI M 9C . SPR 
STORE ST RX p A s 50 MAIN 
STORE CHARACTER STC RX p A 42 MAIN 
STORE HALFWORD STH RX p AS 40 MAIN 
STORE MULTIPLE STM RS p A S 90 MAIN 
SUBTRACT SR RR c IF lB 
SUBTRACT s RX c p A s IF 5B MAIN 
SUBTRACT HALFWORD SH RX c p A s IF 4B MAIN 
SUBTRACT LOGICAL SLR RR c lF 
SUBTRACT LOGICAL SL RX c p A s 5F MAIN 
SUPERVISOR CALL SVC RR OA 

L------------------------------..L.---------i--------i----------------i ______ i _______ 
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r----------------------------------------------------------~-----------------------1 I TABLE H-2 (continued) I 
~------------------------------T----------T--------T----------------T------T-------~· 
I NAME I MNEMONIC I FORMAT I EXCEPTIONS I CODE I NOTES I 
~------------------------------+----------+--------+----------------+------+-------~ 
I I I I I 
I TEST AND SET I TS I SI I c p A 93 MAIN I 
I TEST CHANNEL I TCH I SI I M 9F SPR I 
I TEST I/O I TIO I SI I M 9D SPR I 
I TEST UNDER MASK I TM I SI I c p A 91 MAIN I 
I TRANSLATE I TR I SS I p A DC MAIN I 
I TRANSLATE AND TEST I TRT I SS I C P A DD MAIN I 
I I I I I 
I UNPACK I UNN I SS I p A F3 MAIN I 
I I I I I 
I WRITE DIRECT I WRD I SI I M s 84 I 
t------------------------------~------~---~--~-----~---------------- ------~-------~ 

LEGEND: 

A Addressing exception 
c Condition code is set 
D Data exception 
EX Execute exception 
IF Fixed-point overflow exception 
IK Fixed-point divide exception 
L New condition code loaded 
LS Significance exception 
M Privileged-operation exception 
P Protection exception 
SPR Operation suppressed; instruction not executable in operational mode. 

Operation exception interruption. 
MAIN Protection on main storage access only 
LTD FUnction limited 
s Specification exception 

L----------------------------------------------------------------------------------J 

\ . 
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TABLE H-3 -- PROGRAMMING EXCEPTIONS IN THE IOCE-PROCESSOR 

1. Operation Exception 

When an operation code is not assigned, an operation exception is 
recognized. The operation is suppressed. 

The instruction-length code in the IOCE is 1, 2, or 3. 

The following instructions are not available in the IOCE. When 
encountered in a program an operation exception is recognized. 

Name Op. code 

a. Decimal Arithmetic Instructions 

ADD DECIMAL 
SUBTRACT DECIMAL 
ZERO AND ADD 
COMPARE DECil'.iAL 
MULTIPLY DECIMAL 
DIVIDE DECIMAL 

b. Logical Instructions 
EDIT 
EDIT AND MARK 

c. Status-Switching Instructions 

SET STORAGE KEY. 
INSERT STORAGE KEY 
DIAGNOSE 
READ DIRECT 

d. Multiple Computing Element Instructions 

LOAD PS BASE ADDRESS 
SET CONFIGURATION 
STORE PS BASE ADDRESS 
SET ADDRESS TRANSLATOR 
INSERT ADDRESS TRANSLATOR 
START I/O PROCESSOR 

e. Floating-Point Instructions 
ALL 

f. I/O Instructions 
ALL 

g. Display Instructions 
ALL 

2. Privileged-Operation Exception CM) 

FA 
FB 
F8 
F9 
FC 
FD 

DE 
DF 

08 
09 
83 
85 

Al 
01 
AO 
OD 
OE 
9A 

When a privileged instruction is encountered in an 
privileged-operation exception is recognized. 
suppressed. 
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The instruction~length code in the IOCE is 1 or 2. 

The following instructions are in this category: 

LOAD PSW 
SET SYSTEM MASK 
WRITE DIRECT 

IOCE program, 
The operation 

a 
is 



JUNE 1, 1971 

3. Execute Exception (EX) 

When the subject instruction 
execute exception is recognized. 

of EXECUTE is another EXECUTE, 
The operation is suppressed. 

The instruction-length code in the IOCE is 2. 

4. Protection Exception (P) 

an 

When the storage key of an accessed location in main storage does not 
match the protection key in the current PSW in the IOCE, a protection 
exception is recognized. A protection exception is also recognized if 
the IOCE-processor attempts to use the key F (hexadecimal). 

The instruction-length code in the IOCE is O, 2 or 3. 

This exception can occur on: The instructions designated in Table 
H-2. 

The protection exception resulting from the use of key F will occur 
inunediately upon setting the processor key to F via Load PSW instruction 
or interruption. 

5. Addressing Exception CA) 

When an address specifies any part of data or an instruction outside 
of MACH, or outside the available main storage, or outside the 
configured main storage, or main storage assigned by the storage address 
translator for a particular IOCE, an addressing exception is recognized. 

The operation is terminated for an invalid address. Data in storage 
remain unchanged, except when designated by valid addresses. The 
operation is suppressed for an invalid instruction address. The 
instruction-length code in the IOCE normally 1, 2, or 3, but may be O 
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inthe case of a data address. 

The following instructions are in this category: 

Name 

ADD 
ADD HALFWORD 
ADD LOGICAL 

AND 
AND 
AND 

COMPARE 
COMPARE HALFWORD 
COMPARE LOGICAL 
COMPARE LOGICAL 
COMPARE LOGICAL 

CONVERT TO BINARY 
CONVERT TO DECIMAL 

DIVIDE 

EXCLUSIVE OR 
EXCLUSIVE OR 
EXCLUSIVE OR 

EXECUTE 

INSERT CHARACTER 

LOAD 
LOAD HALFWORD 
LOAD MULTIPLE 

6. Specification(S) 

Op. Code 

SA 
4A 
SE 

S4 
94 
D4 

S9 
49 
SS 
9S 
DS 

4F 
4E 

SD 

S7 
97 
D7 

44 

43 

S8 
48 
98 

MOVE 
MOVE 

Name 

MOVE NUMERICS 
MOVE WITH OFFSET 
MOVE ZONES . 
MOVE WORD 

MULTIPLY 
MULTIPLY HALFWORD 

OR 
OR 
OR 

PACK 

STORE 
STORE CHARACTER 
STORE HALFWORD 
STORE MULTIPLE 

SUBTRACT 
SUBTRACT HALFWORD 
SUBTRACT LOGICAL 

TEST AND SET 
TEST UNDER MASK 

TRANSLATE 
TRANSLATE AND TEST 

UNPACK 
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op. code 

92 
D2 
D1 
Fl 
D3 
D8 

SC 
4C 

S6 
96 
D6 

F2 

so 
42 
40 
90 

SB 
4B 
SF 

93 
91 

DC 
DD 

F3 

A data, instruction or control-word address does not specify an 
integral boundary for the unit of information. 

Or the R~ field of an instruction specifies an odd register address 
for a pair of general registers which contain a 64-bit operand. 

or bits 8-11 of the I 2 field of the Write Direct specify an invalid 
operation. 

Instruction-length code in the IOCE is 1, 2, or 3. 
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The following instructions are in this category: 

Name 

ADD 
ADD HALFWORD 
ADD LOGICAL 

AND 

COMPARE 
COMPARE HALFWORD 
COMPARE LOGICAL 

CONVERT TO BINARY 
CONVERT TO DECIMAL 

DIVIDE 
DIVIDE 

EXCLUSIVE OR 

EXECUTE 

LOAD 
LOAD HALFWORD 
LOAD MULTIPLY 

7. Data Exception CD) 

op. Code 

SA 
4A 
SE 

S4 

S9 
49 
SS 

4F 
4E 

1D 
SD 

S7 

44 

SB 
4B 
9B 

MOVE WORD 

MULTIPLY 
MULTIPLY 

Name 

MULTIPLY HALFWORD 

OR 

SHIFT LEFT DOUBLE 
SHIFT LEFT DOUBLE LOGICAL 
SHIFT RIGHT DOUBLE 
SHIFT RIGHT DOUBLE LOGICAL 

STORE 
STORE HALFWORD 
STORE MULTIPLE 

SUBTRACT 
SUBTRACT HALFWORD 
SUBTRACT LOGICAL 

WRITE DIRECT 

Op. Code 

DB 

1C 
SC 
4C 

S6 

8F 
BD 
BE 
BC 

so 
40 
90 

SB 
4B 
SF 

B4 

A data exception is recognized when the sign or digit codes or 
operands in CONVERT TO BINARY are incorrect. 

The operation is terminated. 

The instruction-length code is 2. 

B. Fixed-point Overflow Exception (F) 

When a high-order carry occurs or high-order significant bits are 
lost in fixed-point add, subtract, shift, or sign-control operations, a 
fixed-point overflow exception is recognized. 

The operation is completed by ignoring th~ information placed outside 
the register. The interruption may be masked by PSW bit 36 in the IOCE. 

The instruction-length code in the IOCE is 1 or 2. 

The following instructions can cause this exception to occur: 

ADD 
ADD 

Name 

ADD HALFWORD 
LOAD COMPLEMENT 
LOAD POSITIVE· 

Op. Code 

1A 
SA 
4A 
13 
10 

Name 

SHIFT LEFT DOUBLE 
SHIFT LEFT SINGLE 

SUBTRACT 
SUBTRACT 
SUBTRACT HALFWORD 

9. Fixed-Point-Divide Exception (IK) 

Op. Code 

8F 
8B 

lB 
SB 
4B 

A fixed-point-divide exception is recognized when quotient exceeds 
the register size in fixed-point division, including division by zero. 
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Or the result of CONVERT TO BINARY exceeds 31 bits. 

Division is suppressed. conversion is completed by ignoring the 
information placed outside the register. 

The instruction-length code in the IOCE is 1 or 2. 

Name 

CONVERT TO BINARY 

DIVIDE 
DIVIDE 

Op. Code 

4F 

1D 
SD 

10. SE-Stopped Exception 

When an IOCE-processor attempts to 
element which is in logout-stop state, 
recognized. 

gain access to a main storage 
the SE-stopped exception is 

The operation is suppressed on I-Fetch, terminated on Data Address. 

The instruction-length code is 1, 2 or 3. 
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TABLE H-4 IOCE PROCESSOR INSTRUCTION TIMINGS 

1. Introduction 

The actual time for ·execution of a particular instruction depends 
upon a great many factors, most of which are not of direct concern to 
the programmer. Hence, the times stated are average values, based on 
the assumptions stated below. In general, the effects of data format 
and indexing are stated explicitly, ·While variations due to operand 
values and instruction location are included in the averages. Unless 
stated otherwise, the following assumptions have been made in computing 
average instruction times. 

1) Instructions start on even and odd halfwords with ·equal 
probability. 

2) In data fields (except decimal) each bit position has equal 
probability for values of one or zero, and is independent of 
other bit positions. 

3) Positive and negative operands are equally probable. 

4) No instruction refetch occurs. An instruction refetch occurs 
if bits 10-12 and 18-20 of the address of an instruction that 
starts in an odd halfword match the correspoDding bits of data 
address used by the previous instruction. If . the instruction 
has the RR format, a refetch requires leO usec additional. For 
other instruction formats, a refetch requires 2.5 usec. 

5) No delays in accessing shared storage are caused by references 
to the same storage unit by other CE's or IOCE's. 

6) No interval timer updating occurs. (Each updating requi~es an 
average of 7 usec.) 

7) Timings assume instructi.ons and operands are in MACH. If 
otherwise, add 0.5 usec for each storage cycle in main storage. 

No additional time is required to add the contents of a base register 
B in computing the effective address of any instruction. In the RX 
format the addition of the contents of an index register X in computing 
the effective address requires 0.5 usec. 
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2. Fixed-Point Arithmetic Instructions 

r--------------------T--------T----------T--------------1 
I INSTRUCTION I FORMAT I MNEMONIC I TIME <usec) I 
~--------------------+--------+----------+----~--------~~ 

LOAD DATA ADDRESS RS LDA s.oo 
LOAD RR LR 2.so 
LOAD RX L 4.00 
LOAD HALFWORD RX LH 4.7S 
LOAD AND TEST RR LTR 2.so 
LOAD COMPLEMENT RR LCR 2.7S 
LOAD POSITIVE RR LPR 3.00 
LOAD NEGATIVE RR LNR 2.88 
LOAD MULTIPLE RS LM 3.00+2.00R 
ADD RR AR 3.2S+E 
ADD RX A 4.00+E 
ADD HALFWORD RX AH S.SO+E 
ADD LOGICAL RR ALR 3.2S 
ADD LOGICAL RX AL 4.00 
SUBTRACT RR SR 3.2S+E 
SUBTRACT RX s 4.00+E 
SUBTRACT HALFWORD RX SH S.SO+E 
SUBTRACT LOGICAL RR SLR 3.2S 
SUBTRACT LOGICAL RX SL ·4.00 
COMPARE RR CR 3.2S 
COMPARE RX c 4.00 
COMPARE HALFWORD RX CH 6.00 
MULTIPLY RR MR 26.13-1.SOK 
MULTIPLY RX M 27. 38-1.. SOK 
MPY HALFWORD RX MH 22. S0-1. SOK 
DIVIDE RR DR 28.13 
DIVIDE RX D 28.88 
STORE RX ST 4.00 
STORE HALFWORD RX STH 5.00 
STORE MULTIPLE RS STM 3.00+2.00R 
CONVERT TO DECIMAL RX CVD 

case· 1 13.00+2.00J 
Case 2 23.25+2.00J 
case 3 28.75+2.00J 

CONVERT TO BINARY RX CVB 
case 1 10.75+2.00J 
Case 2 17.50+2.00J 
Case 3 23.75+2.00J 

~--------------------i________ _ _________ i ______________ ~ 

Where: 
I 
I 
I 
I 
I 

E 

J 

K 

1 if masked-off overflow occurs; O otherwise. 

Number of significant hexadecimal digits in I 
binary quantity. I 

Number of zero hexadecimal digits in absolute 
value of multiplier. Factor with the smallest 
absolute value is used as multiplier. 

I 
I 

I 
I 

R = Number of registers transferred. I 
_______________________________________________________ J 

JUNE 1, 1971 

case 1 occurs if the CVD result or the CVB operand contains eight 
decimal digits or less. 

case 2 occurs during CVD if the number converted from seven or less 
hexadecimal digits contains more than eight decimal digits, or during 
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CVB if the number converted from more than eight decimal digits contains 
seven or less hexadecimal digits. 

case 3 occurs if the CVD operands or the CVB result contains more 
than seven hexadecimal digits. 

3. Shift Instructions 

Sh if ts 
number of 
tion as 
quantity 
bits CQ) 

are accomplished by a number of one-bit shifts followed by a 
four-bit shifts. The shift amount is stated in the instruc­
a six-bit quantity. The high-order four bits (P) of this 

determine the number of four-bit shifts. The low-order two 
determine the number of one-bit shifts. 

r--------------------T----------T---------------------------------1 
I INSTRUCTION I MNEMONIC I TIME (usec.) I 
~-------------------+----------+-----------------------.----------~ 

SHIFT LEFT SINGLE SLL 4.00+0.50P+0.50Q+0.50S(Q) 
(logical) 

SHIFT LEFT DOUBLE SLDL 4.00+1.00P+1.00Q+0.50S(Q) 
(logical> 

SHIFT RIGHT SINGLE SRL 4.00+0.50P+0.50Q+0.50S(Q) 
(logical) 

SHIFT RIGHT DOUBLE SRDL 4.00+1.00P+1.00Q+0.50S(Q) 
(logical) 

SHIFT LEFT SINGLE SLA 4.00+0.50P+0.50Q+0.50S(Q)+0.50A 
(algebraic) 

SHIFT LEFT DOUBLE SLDA 5.00+1.00P+1.00Q+2.00C 
(algebraic> +0.50CS(Q) C1-C)+0.50Z 

SHIFT RIGHT SINGLE SRA 4.00+0.50P+0.50Q+0.50S(Q) 
(algebraic) 

SHIFT RIGHT DOUBLE SRDA 4.00+l.OOP+1.00Q+0.50S(P) 
(algebraic) +0.50S(Q)+0.50Z 

~----.----------------J.. __________ J.. ___________________________ .------~ 
I I 
I Where: I 
I I 
I P Number of four-bit shifts. I 
I Q Number of one-bit shifts. I 
I Z 1 if high order part of result is zero; 0 otherwise. I 
I c 1 if operand is negative; 0 otherwise. I 
I A = 1 if Q * O and operand is negative; O otherwise. I 
I S(X) is a function defined as S(X) = 1 if X = O; I 
I S(X) = 0 if x * o. I 
L-----------------------------------------------------------------J 

4. Logical Instructions 

The instruction times stated here for the SS format instructions are 
approximations adequate for normal us·e. Although reasonably accurate in 
the average, individual cases may differ from these approximations by as 
much as 20 percent. 
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r--------------------T--------T----------T------------1 
I INSTRUCTION I FORMAT I MNEMONIC I TIME Cusec) I 
~--------------------+--------+----------+----~---------~ 

I 
INSERT CHARACTER RX IC I 5.00 
LOAD ADDRESS RX LA I 2. 7 5 
MOVE SS MVC I 10.69+1.00N 
MOVE SI MVI I 4.50 
MOVE NUMERIC SS MVN I 12.19+1.50N 
MOVE ZONE SS MVZ I 12.19+1.50N 
COMPARE SS CLC I 10.00+1.00B 
COMPARE SI CLI I 4.50 
COMPARE LOGICAL RR CLR I 3. 00 
COMPARE LOGICAL RX CL 4.00 
AND SS NC 12.19+1.50N 
AND SI NI 6.50 
AND RR NR 5 • 0 0 
AND RX N 5.75 
OR SS OC 12.19+1.50N 
OR SI OI 6.50 
OR RR OR 5.00 
OR RX 0 5.75 
EXCLUSIVE OR SS XC 12.19+1.50N 
EXCLUSIVE OR SI XI 6.50 
EXCLUSIVE OR RR XR 5.00 
EXCLUSIVE OR RX X 5.75 
STORE CHARACTER RX STC ·4. 5 0 
TRANSLATE SS TR 6.00+4.50N 
TRANSLATE AND TEST SS TRT 7.75+3.00B 
TEST UNDER MASK SI I TM 5.50-0.50Z 

~--------------------i ________ i __________ i ______________ ~ 

I I 
I Where: I 
I I 
I B Nwnber of bytes processed I 
I N Number of bytes in field I 
I Z 1 if all selected bits are zero; O otherwise. I 
L-------------------------------------------------------J 

5. Decimal Arithmetic Instructions 

The instruction times stated here are approximations adequate for 
normal use. Although reasonably accurate in the average, individual 
cases may differ from these approximations by as much as 20 percent. 

All times are in microseconds. 

overlapped data fields are not considered. 
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r--------------------T--------T----------T--------------1 
I INSTRUCTION I FORMAT I MNEMONIC I .TIME (usec) I 
~--------------------+--------+----------+--------------~ 
I MOVE WITH OFFSET I SS I MVO I 11.88+1.00Nl I 
I I I I +o. 88N2 I 
I PACK I SS I PACK I 10.38+1.31N1 I 
I I I I + o. 7 5N2 I 
I UNPACK I SS I UNPK I 9.88+1.00Nl I 
I I I I +o. 63N2 I 
~--------------------~--------~----------~--------------~ 
I I 
I Where: I 
I I 
I Nl = Number of destination field bytes processed. I 
I N2 = Number of source field bytes processed. I 
L-------------------------------------------------------J 
6. Branching and Status-Switching Instructions 

r--------------------------T--------T----------,.--------------1 
I INSTRUCTION I FORMAT I MNEMONIC I TIME (usec) I 
~---------------~----------+--------+----------+--------------~ 

BRANCH ON CONDITlON 
BRANCH ON CONDITION 
BRANCH ON COUNT 

BRANCH.ON COUNT 
BRANCH AND LINK 
BRANCH AND LINK 
BRANCH ON INDEX HIGH 
BRANCH ON INDEX LOW 

EQUAL 
EXECUTE 

RR 
RX 
RR 

RX 
RR 
RX 
RS 
RS 

RX 

BCR 2. 75+1. OOB 
BC 3. 00+1. OOB 
BCTR 3. 25+1. OOB 

-0.50G 
BCT 3. 50+1. OOB 
BALR 4. 25-1. 25G 
BAL 4.50 
BXH 4. 50+1. OOB 
BXLE 4. 50+1. OOB 

EX 
OF RR 4.75+E. 
OF RX, RS, OR SI 5.00+E 
OF CHARACTER SS 6.50+E 

SET SYSTEM MASK SI SSM 5.50 
SET PROGRAM MASK RR SPM 2.75 
SUPERVISOR CALL (NGrE·l) RR SVC 12.75 
LOAD PSW SI LPSW 7.50 
WRITE DIRECT SI WRD 6.00 

~--------------------------~--------~----------~--------------~ 
I I 
I Note 1 -- Including time for program interruption. I 
I I 
I Where: I 
I I 
I B = 1 if successful branch; 0 otherwise. I 
I E = Time for the subject instruction. I · 
I G = 1 if branch suppressed (R2 = O>: O otherwise. I 
L-------------------------------------------------------------J 
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7. Multiple computing Element Instruction 

r--------------------------T--------T----------'T--------------1 
I INSTRUCTION I FORMAT I MNEMONIC I TIME (usec) I 
~--------------------------+--------+----------+--------------~ 
I . I I I I 
I DELAY I RR I DLY I 4.0+Length I 
I I I I of delay I 
I TEST AND SET I s I I TS I 5. 0 I 
I LOAD IDENTITY I RR I LI I 3. 0 I 
I MOVE WORD I SS I MVW I 4.50+4.00W I 
~--------------------------i ________ i __________ i--------------~ 
I I 
I Where: I 
I I 
I W = Number of words transferred. I 
L-------------------------------------------------------------J 
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APPENDIX I. IBM 7289-04 DISPLAY ELEMENT 

1.1 INTRODUCTION 

This appendix is provided to describe the basic operational concept 
of a display element to the programmer. The hardware design of this 
element is discussed only where there are programming restrictions or 
programming requirements or, where a discussion is necessary for the 
purpose of conceptual clarity. 

Descriptions of DE addressing, configuration control, and interface 
priority may be found in Chapters 2, 8, and 13, respectively. 

2.1 SYSTEM CHARACTERISTICS 

The IBM 7289-04 Display Element is used within the 9020E System to 
provide storage for image data, and the controls to allow each assigned 
Plan View Display (PVD) to synchronously regenerate its display images 
at a predetermined maximum cyclical rate. Each display element communi­
cates with both CEs and Display Generators (DG). Housed within each DG 
are six Character Vector Generators CCVG). The CVGs contain control 
logic for the PVDs. One PVD is assigned to each CVG, six CVGs are 
housed within each DG. Since up to four DGs may be configured to a DE, 
a maximum of twenty-four PVDs may be assigned to each DE at any one 
time. (See Figure I-1). 

NOTE: The designation DCVG (Display Control Vector Generator) 
used in some documents is generally synonymous with CVG as used 
herein. 

To a CE, an attached DE appears as an extension of System Storage. 
To a DG, the DE appears as an I/O control device feeding image and 
control data in response to requests from the CVGs and controlling the 
regeneration of image data. As an extension of System Storage, the DE, 
for all intents and purposes, appears as a Storage Element. As a 
control device the DE once started needs no further programmer initiated 
action to continuously regenerate images on the PVD via the CVGs 
contained in the DG. The programmer does however control the image seen 
on a PVD by properly loading control and image data into the DE as a 
normal storage operation. 

The programmer initializes, starts, generates and manages up to 24 
display images contained in a DE. He does this by first loading the 
initialization area of a DE, Quadwords 0-49, as described in section 
4.1.1 (Image Initialization of this Appendix). He then starts regenera­
tion by configuring the desired PVD to the DE via the Configuration 
Commands described in Chapter 8. Once configured the DE will commence 
accepting CVG requests for data from the CVG configured to the PVD via 
the DG configured to the DE. The DE will respond to these requests by 
sending programmer formatted doublewords to the DG in a rigid priority 
sequence. The programmer generates and manages the image appearing on a 
PVD by loading into the DE image data formatted as described in section 
3.1.3, "DATA FORMATS", of this Appendix, and control data as described 
in section 3.1.4, "COMMANDS", of this Appendix. 

As a System Element, the priority with which each CVG request is 
serviced by the DE is of interest to the programmer. No CVG has a 
preferred priority. The assigned CVGs asynchronously request data. All 
CVGs are serviced by the ' DE in Quadword increments with each CVG 
allocated a predetermined fixed Quadword slot in a continuously revolv-
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ing priority scan. If a CVG is not requesting data at the time its 
Quadword slot appears in the priority scan it is not given to another 
requesting CVG. The unused Quadword slot will be made available to a 

PYO 

IBM 7201-02 

COMPUTING 

ELEMENT 

CE2 ____ __, 

CE3 _____ ~ 

IBM 7289-04 

DISPLAY ELEMENT 

1 l~_DG8 ~---DG7 
.__ ____ DG6 

DG 5 
~-----

DG 4 
~-------

.__ _______ DG 3 

.__ _________ DG 2 

Note: Only four DG interfaces 

CE4~------~ 
may be active at any one 
time. 

DISPLAY GENERATOR 

CYG1CYGICYGlCYGlCYGlCYG 

l 2 3 4 5 6 

l J 

l 1 
PYO PYO PYO PYO 

2 3 4 5 

Figure I-1. Display Element Configuration 

PYO 

6 

requesting CE. The DE by responding this way to asynchronous CVG 
requests, forces the display sub-system into a synchronous mode of 
operation. The minimum regeneration period is fixed by a clock in the 
DE for those cases where the PVD displays its data in less time than the 
minimum regeneration period. For those cases where the PVD takes more 
time than the minimum regeneration period, the regeneration period ends 
when an End of Display command (EOD, see section 3.1.4.2 of this 
Appendix) is detected by the DE. 

3.1 DATA ORGANIZATION 

3.1.1 DATA MANAGEMENT 

The data organization within a DE is basically a revolving storage 
buffer approach, each variable sized buffer containing the current image 
data for a particular PVD (See Figure I-2). For ease of data management 
and for efficient regeneration, each image is regenerated into a new 
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storage buffer during each programmer initiated update cycle. As the 
new image is being constructed by the programmer, the. DE is providing 

• When image is updated, 
old storage area 
returned to storage pool 

Figure I-2 Display Element Organization 

------

regeneration data access cycles from the current data image. Upon 
completion of the new data image for a particular PVD, the programmer 
will direct the DE to use the new image for sutsequent PVD regeneration 
cycles and will then return the storage buff er (which contained the 
previous image) to the available storage buffer pool. 

3.1.2 DISPLAY IMAGE 

The data image for a particular PVD contains the data to be displayed 
plus that control information Cin the form of data) required by the DE 
and/or CVG. An image consists of a start of Display (SOD) command, data 
to be displayed <variable length), and an End of Display (EOD) Command. 
Within a display image, TRANSFER (TFR) commands may also be inserted to 
allow for non-contiguous storage images. (see Figure I-3) 

The placement of the SOD, EOD, and TFR (if applicable) commands, and 
the image data is performed by the programmer via storage operations. 

NOTE: The term display image as used in this text refers loosely to the 
SOD command as part of the image, whereas it is actually not part 
of the image data area per se, but part of the hardware addressed 
control area for the DG. The DE does not detect an incorrectly 
formatted display image and the effect of such an image on the 
particular PVD is unpredictable. 
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3.1.3 DATA FORMATS 

The display data contained within a DE must be of a format which is 
acceptable to the display subsystem. This format is based on a display 
word which is a doubleword in length (eight bytes). 

SOD SOD 

'/ilili/,/lliliil
1

iliii;l/,'ili/'l'/,'/,ill/, 
TRF 

EOD 

a) Cantiguaus Display Image b) Non-Contiguous Display Image 

Figure I-3 Display Image 

The high order bit of the display doubleword (bit 0) contains a 
parity bit for bits 1-63. This parity is ignored by the DE and may 
contain either a one or zero and provide either odd or even parity. 
Upon fetching display data for a CVG and before transferring it to a DG, 
the DE will assign correct parity to the doubleword for presentation to 
the display subsystem. 

Data fetched in response to a CVG request is always performed on a 
quadword basis from storage. This quadword consists of contiguous 
even-odd addressed doublewords. When transferred to a DG, the data is 
always transferred in this sequence, even-odd. 

NOTE#: The programmer must load data into the DE on quadword boun­
daries. The effect of violating this rule is unpredictable if 
the image is currently being displayed. 

A DE is not sensitive to data format with the exception of the EOD 
and TFR command, and in these commands, only to those bits specified in 
the following section. 

3.1.4 COMMANDS 

The three display. control commands used with each data image are 
Start of Display (SOD), End of Display (EOD), and TRANSFER (TFR) 

3.1.4.1 Start of Display Command 

The SOD command is used by the display subsystem and must be the 
first data field associated with the irrage. The DE does not detect this 
command either as the first data field or elsewhere within the image. 
The format of the SOD command is as follows: 
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I 
I I 
IP1001**************************1 T&S~ l***********************I 
l-------------------------------~--------~-----------------------J 
0 4 3 3 6 

2 9 3 

SOD Command Format 

* = don't care bit with respect to the DE. 

NOTE: Bits 5-31 and 40-63 may be significant to the Display Sub-system 
Bit O is assigned odd parity for the entire doubleword. 

~ - See section 4.1.2 

The entire SOD command Cbits 0-63) is transferred to a DG by the DE 
with no modification (except the parity bit which is assigned enroute to 
the DG). 

3.1.4.2 End of Display Command 

The EOD command is used by both the display subsystem and the DE. 
This command is detected by the DE and indicates the end of the display 
image. Subsequent data transfers from this image will reference the 
beginning of the image data. The forrrat of the EOD command is as 
follows: 

I 
I I 
IP1000***********************************************************1 l ________________________________________________________________ J 

0 4 6 
3 

EOD Command Format 

* don't care bit with respect to the DE. 

Note: Bits 5-63 may be significant to the Display Sub-system. : 
Bit O is assigned odd parity for the entire doubleword. 

Since the storage cycles for a CVG request are performed by 
quadwords, the DE will transfer two doublewords even upon detection of 
an EOD command. If the EOD command is contained in the first doubleword 
<even doubleword address), the DE will transfer it twice. 

3.1.4.3 Transfer Command 

The TRF Command is recognized by both the DE and the DG. This 
command is always detected by the DE which internally executes a 
transfer operation to the indicated address within the DE. The format 
of the TFR command is as follows: 
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I 
Data I I 

IP1010****************************************1 Address l****I 
L---------------------------------------------i-----------~-i ____ J 
0 4 4 5 6 

6 9 3 

TFR Command Format 

* = don't care bit with respect to the DE. 

Note: Bits 5-45 and 60-63 may be significant to the Display 
sub-system. 
Bit O is assigned odd parity for the entire doubleword. 

PROGRAMMING NOTE: 

The Transfer command has a format which is recognizable to the DG as 
a Header Word. Therefore, when Header Words are used in the DG image 
field (within the DE) they will be treated as Transfer commands. 

The placement of the TFR command(s) within a 
critical. The DE interrogates both the odd and the 
each quadword for a TFR command. If the even 
doubleword) contains a transfer, the DE will transfer 
the DG twice - both as the even and odd doubleword. 
fetched from storage is ignored in this case. 

display image is 
even doubleword of 
doubleword (first 
this doubleword to 
The odd doubleword 

All TFR commands should contain valid quadword addresses within the 
address field Cbits 46-59). The high order bits Cbits 5-45) and the low 
order bits (bits 60-63) are, however ignored and will not cause any 
invalid address if set. It should be noted that a TFR to a specified 
doubleword address will result in a transfer to the truncated quadword 
address (even doubleword which precedes the specified odd doubleword). 

3.1.5 ADDRESS WRAP-AROUND 

The DE upon encountering the last address contained within its 
storage, will wrap-around the addressing to O. This address location, 
as will be discussed under OPERATIONAL CHARACTERISTICS, IS A DE control 
area which is not available for image data. consequently, a TFR command 
specifying the address of the continued image data must be stored in the 
last doubleword of the DE if it becomes necessary to store an image 
across this boundary. 

3.1.6 PVD TEST WORD 

It is recommended that a PVD Test Word follow the SOD in the scheme 
of data management presented in this section. This word is used for 
test purposes by the PVD. Its format is determined by the requirements 
of the Display Sub-system. 

4.1 OPERATIONAL CHARACTERISTICS 

All of the storage contained within a display element, with the 
exception of the first fifty quadwords, is available to the programmer 
for the storing of image data. These fifty quadwords are used for 
programmed communications between the operational program and the 
control logic within the DE. A storage map of this control area is 
presented in Figure I-4. 
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QUADWORD CVG 0 23 63 63 0 

0 IMAGE SWITCH NOT USED NOT USED 

1 NOT USED NOT USED 

lA { 
SOD TEST 

TRACK BALL TRF 

4 
2A { 

5 

6 
3A { 

8 
4A { 

9 

10 
5A { 

11 

13 
6A { 

15 
1B { 

17 
2B { 

19 
3B { 

21 
4B { 

23 
5B ( 

\. 

25 
6B { 

4 + 
27 1c{ 

1 1 
T I 

29 
2C { 

31 
3C { 

~ ~ 
<( ~ ';' I 

1 1 
33 

4C { t T 
T 

35 
5C { 

37 
6C{ 

39 1D { 

41 
2D { 

43 
3D { 

45 4D{ 

47 
5D { 

49 6D{ 
SOD TEST 

TRACK BALL TRF 

Figure I-4 Display Element Control Area 
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4.1.1 IMAGE INITIALIZATION 

Quadwords 2-49 within each DE are used as display initialization 
areas. These quadwords are assigned to particular CVGs in the following 
manner; 

QUADWORD CVG 

2-13 1-6 of DG configured to Data Register A. 

14-25 1-6 of DG configured to Data Register B. 

26-37 1-6 of DG configured to Data Register c. 

38-49 1-6 of DG configured to Data Register D. 

It will be noted that each set of twelve quadwords (e.g., 14-25) is 
assigned to a particular DG Data Register and not to a particular 
display generator. The assignment, in turn, of a particular DG to a DG 
Data Register is performed via the Configuration Control Register (See 
Chapter 8). 

Each pair of quadwords should be initialized by the programmer to 
contain an SOD command, a PVD test word, a trackball word, and a TFR 
command if the related CVG/PVD is to be operational. The TFR command 
must contain the storage address within that DE at which the display 
image for the particular PVD resides. The DE, upon starting a 
regeneration cycle (55 regeneration cycles per second maximum), will 
fetch the first quadword, of the quadword pair assigned to that CVG, 
from its particular location within the control area. This charac­
teristic of the DE is a hardware function and cannot be modified by the 
programmer i.e., there is a constant start position for each assigned 
CVG. (See Figure I-5) 

It is through this initialization area that a programmer redirects 
the DE to a new, updated image for each individual CVG (PVD). It should 
be noted however, that the DE references this initialization control 
quadword for a CVG only at the start of a regeneration cycle (55 cps 
maximum). The DE does not reference these initialization double 
quadwords while in the regeneration cycle. 

SOD TEST 

TB TRF 

EOD 

YES 

Figure I-5 Use of Image Initialization Area 
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4.1.2 TEST AND SET 

A TEST AND SET like function is provided on a CVG basis within the 
initialization quadwords. Byte 4 (bits 32-39) of the SOD command 
(doubleword one of the double quadword set) is used for this purpose. 
See Figure I-6. 

I 
I 
I SOD I T & s I I 
L--------------------------------~--------~------------------------J 
0 3 3 6 

2 9 3 

Initialization Quadword 

Figure I-6 Test and Set Byte 

The DE upon accessing an initialization quadword for the DG inter­
face, will set the TEST AND SET byte to all ones. The programmer may, 
by setting this byte to zero, determine if and when the DE initialized a 
regeneration cycle for a particular CVG/PVD. 

4.1.3 REGENERATION CONTROL 

The first quadword within each DE control area contains a bit switch 
for each assigned CVG (bits 0-23). (See Figure I~4). A programmer, by 
storing a switch mask into the first doubleword of a DE, may stop the 
regeneration cycle for any number of CVGs by setting the particular 
switch bits to one. The DE upon detecting a store into this location 
will interrogate this doubleword and immediately set the EOD latch for 
all CVGs which have their assigned bits set to one. A zero in any bit 
position indicates that no action is required (i.e., regeneration cycle 
for the CVG may proceed). This switch action is effective only until 
the next regeneration _cycle begins. This action will cause all 
referenced CVGs operating in the synchronous mode to become idle for the 
remainder of the current refresh period. All referenced CVGs operating 
in the asynchronous mode will restart their images at the addresses in 
their respective initialization quadwords. 

This facility may allow the programmer to immediately redirect a DE 
to a new CVG/PVD image and to assure the programmer that the old image 
storage area may be returned to the available storage pool. While the 
DE may not immediately initiate a new regeneration cycle for the CVG 
(regeneration cycles are initiated at fixed time intervals), it is 
assured that the old image data will not be accessed again. The 
programmer must, of course, redirect the DE to the new image by 
previously storing the new image address in the CVGs initialization 
quadword. 

NOTE: The bit switches were designed to be used as a programming aid 
under abnormal conditions and not intended for use during normal 
image switchover. For example, if DE storage is full it may be 
necessary to preempt the old DE image in order to reallocate the 
storage area for the new image. The switches are activated by 
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the transition from O to 1. The programmer must insure that the 
bit was zero before changing it to a one. 

4.1.4 REGENERATION CYCLE 

The regeneration cycles for all assigned and conf iqured CVGs are 
simultaneously allowed to be initiated. The DE will begin a scan of 
each configured CVG in a fixed sequence and, upon receiving a request, 
will fetch the first initialization quadword for that CVG. The data 
contained in this quadword (SOD and PVD Test) is transferred to the CVG 
(for example, CVG 1). when that CVG raises its request signal again, 
the second initialization quadword (Trackball and TFR) is fetched, 
transferred to the CVG, and the address contained within the TFR is 
retained by the DE in a nonaddressable Local Storage within the DE. The 
DE will then scan CVG 2 and, if a request is pending, initialize CVG 2 
in a like manner. Upon servicing or at least interrogating requests for 
all twenty-four CVGs, the DE returns to CVG 1. If a request is pending, 
the DE will fetch the transfer address stored for this CVG in Local 
Storage, fetch the addressed quadword, and transfer the data to CVG 1. 
The DE will then update the address and store it back into Local 
Storage. CVG 2-24 are then similarly serviced. This servicing of CVGs 
continues until the DE detects an EOD within the image data of a 
particular CVG/PVD. At this time, the DE will stop accepting requests 
from the particular CVG until the next regeneration cycle. Other CVGs 
which have not yet encountered an EOD will continue to be serviced. 
(See Figure I-7). 

It will be noted on Figure I-7 that if the data load for a particular 
CVG/PVD requires greater than a regeneration cycle (approximately 18.2 
msec) to transfer, the DE will allow another regeneration cycle 
immediately. An example of this is shown as CVG SA in Figure I-7. 

START START START 

REGENERATION REGENERATION REGENERA Tl ON 

CYCLE CYCLE CYCLE 
18.2ms 18.2ms 

SOD Data 
EOD SOD Data 

EOD 

CVG lA I I I I 

SOD Data 
EOD SOD Data 

EOD 
_j ~ 

_j 
CVG 2A -. I 

SOD EOD SOD EOD 

I Data I I Data I CVG 3A 

SOD EOD SOD Data 
EOD 

L 
Data 

~ 
_j 

CVG 4A 

SOD 
Data 

EOD 
Data 

CVG 5A 
SOD 

SOD Data EOD SOD Data EOD 
CVG 6A I I I I 

SOD Data EOD SOD Data EOD 
CVG lB ~ ~ 

.4... 

~OD EOD !:OD Data 
EOD 

CVG 6D I Data I I I 

Figure I-7 Regeneration Cycle 
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APPENDIX J: CHANNEL-TO-CHANNEL ADAPTER 

1.1 INTRODUCTION 

The Channel-to-Channel Adapter is an RPQ feature available on the IBM 
7231-02 IOCE which provides both the path and the necessary synchroniza­
tion for operations to take place between two IOCE selector channels of 
different systems. This feature provides the facility to move blocks of 
data from MACH or main storage of one system to MACH or main storage of 
the other system. 

Connected .to the two IOCE selector channels Cone on the CCC and the 
other on the DCP) by means of the I/O interface, the adapter is 
installed on one of the two communicating IOCE selector channels, and 
one control unit position on each of those channels is used. On the 
channel on which it is installed, the adapter is assigned the highest 
control unit priority, on the other channel, it may be assigned any 
priority. ~he adapter receives its power from the IOCE in which it is 
installed; however, when that power is off, the other channel to which 
the adapter is connected continues to operate with its control units. 
Likewise, the Channel-to-Channel Adapter ONLINE-OFFLINE Switch and the 
ADAPTER DISABLED indicator is located on the panel of the IOCE in which 
the adapter is housed. This switch is operational only when the IOCE in 
which the adapter is housed is in state Zero with the Test Switch ON. 

The adapter operates in burst mode and transmits data at the rate of 
the selector channel. To each of the channels to which it is connected, 
the adapter appears to be a control unit, and, in essentially the same 
manner as a controi unit, it accepts and decodes commands from the 
channel. The adapter, however, differs from a control unit _in that it 
does not use these commands to operate and control input/output devices; 
instead, it uses them to open a path between the two channels it 
connects and then synchronizes the operations performed between the two 
channels. 

The adapter functionally consists of two control elements connected 
to and communicating with each other by means of a common one-byte 
buffer register and several signal lines. One of the two control 
elements serves one channel and the other control element the other 
channel. (See Figure J-1). 

2.1 GENERAL OPERATION 

When a channel sends a command to an adapter, the adapter responds by· 
sending to the channel a status byte indicating the status of the 
adapter. If the operation is an 'immediate• one, that is, one not 
requiring a data transfer ot:tier than command byte over the interface, 
the adapter responds with a status _byte indicating either (1) that the 
command will be executed ~nd the channel is freed for the next 
operation, (2) that the adapter is busy or, (3) that the adapter is not 
ready. If the operation is one requiring data transfer, however, ·the 
adapter responds with a status byte indicating either (1) that the 
command has been accepted and the operation is proceeding but the 
channel is not freed, (2) that the adapter is busy or, (3) that the 
adapter is not ready. If the command has been accepted, the adapter 
decodes the command byte and, in certain instances, places it in the 
buffer register of the adapter. 
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2.1.1 COMMANDS 

The adapter decodes and makes use of seven commands: Read, Read 
Backward, Write, control, Sense command Byte, Sense Adapter, and Write 
End of File. (See Table J-I). 

The adapter decodes only those bits of the command byte that identify 
the basic command and ignores the other bits. Therefore, in most cases, 
the programmer may use those other bits in ways he finds advantageous. 

The type of command determines what adapter operation will ensue 
after the command is decoded. 

SYSTEM A 

7231-02 
IOCE 

SEL 
CHAN 

CCA --
1 

INTERNAL CABLING FROM 
SELECTOR CHANNEL -.- - - - - - -, 
SYSTEM A I 

TO OTHER CONTROL UNITS 

I 
1. 

X SID.E 
ELEMENT 

SYSTEM A ---------' 

l 

SYSTEM B 

7231-02 
IOCE 

SEL 
CHAN 

T 

---------1._ FROM SELECTOR CHANNEL 
SYSTEM B 

Y SIDE 
ELEMENT 

CHANNEL TO CHANNEL ADAPTER 

TO OTHER CONTROL UNITS 
'--------SYSTEM B 

Figure J-1 Data Flow Through a Channel-to-Channel Adapter 

For example, a No Operation command will cause an adapter which is 
ready to return a status byte containing channel end and device end bits 
and to disconnect from the channel immediately after accepting the 
command. On the other hand, certain commands issued by a channel to an 
adapter which is ready can be executed only if the other channel to 
which the adapter is connected issues an appropriate command. For 
example, a Read or Read Backward operation issued by one channel can be 
executed by an adapter only after a Write command has been issued to the 
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TABLE J-I COMMANDS USED BY THE CHANNEL-TO-CHANNEL ADAPTER 

r-----------------------------------T-------------------------------1 
I I COMMAND CODES Cin binary) I 
I Command ~---T---T--~---T ___ T ___ T ___ T---~ 
I 10111213141516171 
~-----------------------------------+---+---+---+---+---+---+---+---~ 
I Read ·I x I x I x I x I x I x I 1 I o I 
I Read Backward I x I x I x I x I 1 I 1 I o I o I 
I write I o I x I x I x I x I x I o I 1 I 
I Write End of File I 1 I X I X I X I X I X I 0 I 1 I 
I Sense Command Byte I X I X I X I 1 I 0 I 1 I 0 I 0 I 
I sense Adapter I x I x I x I o I o I 1 I o I o I 
I Control Cother than No Operation) I X I X I X I X I X I 1 I 1 I 1 I 
I No Operation (Special Control) I X I X I X I X I X I 0 I 1 I 1 I 

~-----------------------------------~---~---i---~---~---~---~---~---~ 
I . I 
I "X" indicates the bit may be a 1 or O. These bits may be used I 
I by the programmer in ways he finds advantageous. I 
L-----------------------------~-------------------------------------J 

adapter by the other channel. Likewise, a Write command !ssued as the 
initial part of an operation requires an accompanying Read command from 
the other channel. 

When the adapter decodes a command from one · channel requiring an 
appropriate command from the other channel, the adapter places the 
command byte in the buff er register and signals the other channel Cvia 
an attention interrupt) that an operation is waiting in the adapter. 
The channel program responds by issuing a Sense Command Byte which 
causes the adapter to transmit (to the channel issuing that command) the 
contents of the adapter buffer register, which contains the command byte 
issued by the initiating channel. The program to which the byte was 
sent then examines the byte to determine what command should be issued 
in response to the adapter. The program then issues that command. Only 
after both commands have been accepted by the adapter will the adapter 
operation continue to completion. 

2.1.2 ADAPTER READY CONDITION 
. . . 

A not-ready condition is forced in either adapter control element 
upon receipt from its respective channel, of a Halt I/O instruction, a 
selective reset, or a system reset. A not-ready condition 'on one side 
of the adapter causes the opposite side to reject all conmiands· (except ' 
the Sense Adapter and Sense command Byte commands) with unit check 
status. A not-ready side is forced to a ready condition upon receipt of 
any command except Sense Adapter and Sense Command Byte. The transition 
to a ready condition on one side of the adapter forces device end status 
to the opposite side. For example, a Halt I/O sequence from channel X 
forces the adapter. X side to a not-ready condition; a Read, Read 
Backward, Write, control, or Write End of File command, or a Test I/O 
instruction from channel Y is rejected with unit check status. A 
subsequent Read, Read Backward, Write, Control, or Write End of File 
command from channel X returns the adapter side to a ready condition and 
forces device end status to the adapter Y side. Channel Y then presents 
the device end status to the program, indicating that the not-ready 
condition has been changed to ready. 
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2.1.3 STATUS INDICATIONS 

In indicating unit status to the channels, the adap~er makes use of 
six bits of the eight-bit unit-status byte, as follows: 

Bit 
p 
0 
1 
2 
3 
4 
5 
6 
7 

Indication 
Parity 
Attention 
Not Used 
Not Used 
Busy 
Channel End 
Device End 
Unit Check 
Unit Exception 

These six bits are defined as follows: 

Bit 0 - Attention 

Indicates that an operation that requires an appropriate response 
from the channel has been initiated by the other channel. 

Bit 3 - Busy 

Indicates that the adapter cannot accept a command. This condition 
occurs if the initiating channel has a previous control command (other 
than a No Operation) still in progress or, the command issued does not 
nmatchn a pending command previously issued by the other channel. 

Bit 4 - Channel End 

Indicates to the channel that the adapter has been disconnected from 
the channel. 

Bit 5 - Device End 

Indicates that the operation specified by the channel has been 
completed. 

Bit 6 - Unit Check 

Indicates to the issuing program (in the initial selection or 
termination status byte) that the adapter's opposite side is in the 
not-ready condition. Where the opposite side is not ready, the adapter 
rejects all commands from an issuing channel except Sense Adapter and 
Sense Command Byte and responds with unit check status. 

Bit 7 - Unit Exception 

Issued in response to a Read command (in the initial selection· or 
termination status byte) if the Read· command is terminated by an 
opposite-side Write End of File command. 

The adapter may send status bytes with the foilowing bits set to 1. 

Channel End 

Device End 

Attention 

Busy 

Unit Check 

Channel End and Device End 
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Busy and Attention 

Busy and Device End 

Unit Exception, Channel End, and Device End 

Unit Check, Channel End and Device End 

The conditions under which the adapter sends these status bytes to the 
channels are described in the 'Operations' section of this Appendix. 

During I/O interruptions and during execution of the START I/O, TEST 
I/O and HALT I/O instructions, the unit-status byte (under certain 
conditions) will be stored as bits 32-39 of the channel status word. 
The conditions under which the unit-status byte will be stored are 
described in Chapter 10, Input-output Operations. 

2.1.4 SENSE INDICATIONS 

A Sense Adapter command should be initiated upon detecting a unit 
check condition in the status byte. In adapter operations, a unit check 
status occurs only when the opposite adapter element is in a not-ready 
condition. The sense byte, received in response to the Sense Adapter 
command has the following format: 

Bit Indication 
P Parity 
O Not Used 
1 Intervention Required 
2 Not Used 
3 l\lot U~ed 
4 Not Used 
5 Not Used 
6 Not Used 
7 Halt I/O-Selective Reset 

Bit 1 - Intervention Required 

Indicates to the program issuing the Sense Adapter command that the 
opp0site side is in the not-ready condition. When the intervention 
required bit appears alone in the sense byte, the opposite side is not 
ready due to a system reset from its channel. When accompa~ied by bit 7 
(Halt I/a-selective reset>, the not-ready condition was caused by either 
a Halt I/O or selective reset. 

Bit 7 -.Halt I/0-Selective Reset 

Indicates to the program issuing the ~ense Adapter command that the 
adapter opposite side is in the not-ready condition. The Halt I/O 
selective reset bit is always accompanied by the intervention required 
bit and indicates that the not-ready condition is due to either a Halt 
I/O or a selective reset operation. 

2.1.5 UNUSUAL CONDITIONS 

The adapter neither detects nor indicates error or other unusual 
conditions existing in the data it transfers. The function of the 
adapter is to transf e~ data between channels regardless of the correct­
ness of the data or whether proper parity exists. Checking is performed 
only in the channels connected by the adapter. 
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3.1 OPERATIONS 

All adapter operations are initiated by a START I/O instruction. 
successful execution of the START I/O instruction causes the channel to 
fetch a channel address word (CAW). The CAW specifies the location in 
storage where-the channel program begins (the address of the first byte 
of the first channel command word). 

3.1.1 CHANNEL COMMAND WORD 

The channel command word CCCW) specifies the operation to be 
executed. The channel refers to a ccw in storage only once; thereafter, 
the pertinent information is stored in the IOCE. The ccw has the 
following format: 

r----------------T------------------------------------------, I COMMAND CODE I DATA ADDRESS I 
L----------------~-----------------------------------------J 
0 8 31 

r-----------T---------~----------T-------------------------, 
I FLAGS I 0 0 0 I * I COUNT I 
L~----------~---------~-----------i-----------------------_J 
32 37 40 48 63 

The following is a brief description of the ccw. 
description, see Chapter 10, Input-output Operations. 

For a complete 

In the ccw, the command code (bits 0-7> specifies the operation to be 
performed. The command codes pertinent to the adapter are shown in 
Table J-I. 

The data address Cbits 8-31) specifies the location of a byte in 
storage. It is the first location ref erred to in the area designated by 
the ccw. 

Bit 32 is the chain-data flag and bit 33 the chain-command flag. 
When bit 32 is set to O and bit 33 to 1, command chaining is specified. 
In adapter operations, command chaining may be performed by one of the 
two channels or both simultaneously. Note, however, that operations 
performed using the adapter occur functionally in pairs. If the 
channels issue commands in an illogical sequence, the out-of-sequence 
command will not be accepted. For example, if both channels are 
chaining and channel X initiates a Read Command but Channel Y answers 
with a Control command, the Control command will not be accepted. The 
adapter will disconnect from channel Y but will remain connected to 
channel X until channel Y sends a correct response or a HALT I/O 
instruction is issued. Since the Sense command does not require a 
reply, Sense commands cannot be chained in answer to a chain of control 
commands. 

Bit 34 is the suppress-length-indication flag. It controls whether 
an incorrect length condition is to be indicated to the program. 

Bit 35 is the skip flag. It specifies the suppression of transfer of 
information to storage during a Read, Read Backward, or Sense Operation. 

Bit 36, the program-control-interruption flag, causes the channel to 
generate an interruption condition upon fetching the ccw. The count, 
bits 48-63, specifies the number of eight-bit-byte locations in the 
storage area designated by the ccw. In adapter operations, the count 
for Sense and control commands should be 1. The counts of paired 
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commands used during Read, Read Backward, and Write operations should be 
the same. If they are not, the ccw having the lowest count will control 
the number of bytes of data transferred. (Note that the chaining of 
ccw•s necessarily requires that the count fields be correctly matched.) 
The incorrect length indication will be set in the channel-status byte 
as listed in "Programming Note• in· the •Read and Read Backward 
Operations" section (3.1.2.4). 

3.1.2 COMMANDS 

In the following descriptions of operations performed by the adapter, 
the channel initiating an adapter operation is termed "Channel X", and 
the other channel is termed •channel y•. The pertinent status indica­
tions sent by the adapter to the channels during adapter operation are 
summarized in Table J-II. 

3.1. 2.1 control 

The command byte for the Control command is shown in Table J-I. If 
bit 5 of that control command byte is set to O, the adapter interprets 
the command to be a No Operation command. 

All control commands are 'immediate', that is, the adapter sends 
channel end status to the issuing channel during the initial selection 
process Cif accepted). 

3.1.2.1.1 NO OPERATION 

A No Operation command is used for programming convenience. The 
contents of the adapter are not affected by this operation. If the 
adapter is idle on receipt of the command, channel end and device end 
bits. are immediately returned to the issuing channel; the adapter then 
disconnects from the channel. 

If either element of the adapter is not ready or if the adapter is 
busy, the adapter responds to a No Operation command as indicated in 
Table J-II. 

A simplified flowchart of the operations performed by the adapter in 
response to a No Operation command is presented in Figure J-2. 

3.1.2.1.2 OTHER CONTROL COMMANDS 

When channel X issues a Control command other than No Operation, an 
idle adapter places the Control command byte in the adapter buff er 
register and signals attention status to channel Y. To free the 
adapter, channel Y must issue a Sense command Byte command to the 
adapter. At the termination of this sense operation, device end status 
is sent to channel x, signalling completion of the control operation. 
If either element of the adapter is not ready, or if the adapter is 
busy, the adapter responds to the control command as indicated in Table 
J-II. 

A simplified flowchart of the operations performed by the adapter in 
response to a Control command other than No Operation is presented in 
Figure J-3. 

3.1.2.2 Sense command Byte 

The command byte for the Sense command Byte operation is shown in 
Table .J-I. This command is usually issued in response to an attention 
and will sense the content of the one byte adapter buffer. A simplified 
flowchart of the operations performed by the adapter in response to a 
Sense Command Byte operation is presented in Figure J-4. If either 
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element of the adapter is not ready, or the adapter is busy, the adapter 
responds to the Sense command Byte command as indicated in Table J-II. 
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TABLE J-II SUMMARY OF STATUS INDICATIONS 

UNIT STATUS INDICATIONS 

COMMAND ISSUED 
CHANNEL X CONTROL COMMAND 

STILL IN PROGRESS * CHANNEL Y HAS IN PROGRESS 
BY CHANNEL X ADAPTER IS IDLE 

AND READY CHANNEL Y HAS CHANNEL Y HAS READ OR READ WRITE END OF FILE 
SENSED ** NOT SENSED BACKWARD COMMAND WRITE COMMAND CONTROL COMMAND.* COMMAND 

CONTROL CHANNEL END AND DEVICE RESET WRITE END OF 
a. NO OPERATION END TO CHANNEL X. FILE LATCH. IF NO 

OTHER COMMAND IS 

-------- --------- BUSY AND ATTENTION TO 
IN PROGRESS, UNIT 

II. OTHERS CHANNEL END TO CHANNEL X CHANNEL X 
STATUS INDICATION 

AND ATTENTION TO CHANNEL IS AS SHOWN UNDER 

Y; ON COMPLETION OF "ADAPTER IS IDLE 

SENSE OPERATION, DEVICE AND READY". IF 

END TO CHANNEL X. ANOTHER COMMAND IS 
IN PROGRESS, 
STATUS WILL BE AS 

SENSE COMMAND BYTE ZERO STATUS TO CHANNEL SHOWN UNDER OTHER 

X; ON COMPLETION OF COLUMNS OF THIS 

ADAPTER BYTE TRANSFER, TABLE. NO UNIQUE 

CHANNEL END AND DEVICE STATUS INDICATION 

END TO CHANNEL X. ZERO STATUS TO ZERO STATUS TO IS GIVEN FOR THE 
CHANNEL X; ON CHANNEL X; ON WRITE END OF FILE 

SENSE ADAPTER ZERO STATUS AND SENSE COMPLETION OF COMPLETION OF CONDITION. 

BYTE TO CHANNEL X; ON ADAPTER BYTE ADAPTER BYTE 

COMPLETION OF ADAPTER TRANSFER, CHANNEL TRANSFER, CHANNEL 

BYTE TRANSFER, CHANNEL END AND DEVICE END END AND DEVICE 

END, AND DEVICE END TO TO CHANNEL X. END TO CHANNEL X, 

CHANNEL X. DEVICE END TO 
CHANNEL Y. 

BUSY BUBY 
AND TO 

DEVICE END CHANNEL X 
TO 

READ or READ ZERO STATUS TO CHANNEL X CHANNEL X BUSY AND ~~~~i:A~~s D!~A BUSY AND CHANNEL END, 
BACKWARD AND ATTENTION TO CHANNEL ATTENTION ATTENTION DEVICE END, AND 

Y; ON COMPLETION OF DATA TO CHANNEL X TRANSFER OCCURS; TD CHANNEL X UNIT EXCEPTION TO 
TRANSFER, CHANNEL END ON COMPLETION OF CHANNEL X. 
AND DEVICE END TO DATA TRANSFER, 
CHANNEL X. CHANNEL END AND 

DEVICE END TO 
CHANNEL X AND 
CHANNEL Y. ... 

WRITE ZERO STATUS TO 
- CHANNEL X; DATA 

TRANSFER OCCURS; 
ON COMPLETION OF 
DATA TRANSFER, 
CHANNEL END AND 
DEVICE END TO 
CHANNEL X AND 
CHANNEL Y. *** 

BUSY AND ATTENTION SAME AS CONTROL 
TO CHANNEL X AND SENSE COMMANDS 

WRITE END OF FILE CHANNEL END AND DEVICE CHANNEL END AND 
END TO CHANNEL X, IF A DEVICE END TO 
READ COMMAND IS ISSUED CHANNEL X. 
BY CHANNEL Y, CHANNEL CHANNEL END, 
END, DEVICE END AND UNIT DEVICE END AND 
EXCEPTION TO CHANNEL Y; UNIT EXCEPTION 
ANY OTHER COMMAND ISSUED TO CHANNEL Y. 
BY CHANNEL Y RESETS 
WRITE END OF FILE. 

TEST I/O INSTRUCTION ZERO STATUS TO CHANNEL X DEVICE END BUSY TO ATTENTION TO CHANNEL X ZERO STATUS TO 
ISSUED TO CHANNEL X CHANNEL X CHANNEL X 

HALT I/O INSTRUCTION CHANNEL END AND DEVICE CHANNEL END AND DEVICE END SET NO STATUS TO CHANNEL X; X SIDE GOES NOT READY. Y SIDE i NO STATUS TO 
ISSUED END SET ON X SIDE. x ON X SIDE. X SIDE GOES NOT COMMAND TERMINATED WITH UNIT CHECK, DEVICE END AND CHANNEL X; X SIDE 

SIDE GOES NOT READY. READY. SET INTERVENTION CHANNEL END STATUS TO CHANNEL Y. INTERVENTION REQUIRED GOES NOT READY . 
SET INTERVENTION REQUIRED AND HALT I/O AND HALT I/O SELECTIVE RESET LATCHES ON Y SIDE FOR RESET WRITE END OF 
REQUIRED AND HALT I/O SELECTIVE RESET ON Y SIDE FOR SUBSEQUENT SENSING BY CHANNEL Y, FILE LATCH. SET 
SELECTIVE RESET LATCHES SBBSEQUENT SENSING BY CHANNEL INTERVENTION 
ON Y SIDE. Y. REQUIRED AND HALT 

I/0-SELECTIVE 
RESET LATCHES ON 
Y SIDE. 

SELECTIVE RESET RESET BUFFER AND STATUS, DISCONNECT BOTH X ANY Y SIDE, RESET BUFFER AND STATUS, Y SIDE COMMAND TERMINATED RESET BUFFER, 
(MALFUNCTION RESET) X SIDE GOES NOT READY. SET INTERVENTION REQUIRED AND WITH UNIT CHECK, DEVICE END AND CHANNEL END. DISCONNECT STATUS AND WRITE 

HALT I/O SELECTIVE RESET LATCHES FOR SUBSEQUENT SENSING BOTH X AND Y SIDE. SET INTERVENTION REQUIRED AND HALT END OF FILE. 
BY CHANNEL X, I/0-SELECTIVE RESET LATCHES FOR SUBSEQUENT SENSING BY DISCONNECT BOTH X 

CHANNEL Y. X SIDE GOES NOT READY, AND Y SIDE, SET 
INTERVENTION . 
REQUIRED AND HALT 
I/0-SELECTIVE 
RESET LATCHES ON 
Y SIDE. 

SYSTEM RESET RESET BUFFER AND STATUS. DISCONNECT BOTH X AND Y SIDE. RESET BUFFER AND STATUS, Y SIDE COMMAND TERMINATED WITH RESET BUFFER, 
X SIDE GOES NOT READY. SET INTERVENTION REQUIRED LATCH UNIT CHECK, DEVICE END AND CHANNEL END. DISCONNECT BOTH STATUS AND WRITE 
FOR SUBSEQUENT SENSING BY CHANNEL Y, X AND Y SIDE. SET INTERVENTION REQUIRED LATCH FOR END OF FILE. 

SUBSEQUENT SENSING BY CHANNEL Y. X SIDE GOES NOT READY. DISCONNECT BOTH X 
AND Y SIDE. SET 
INTERVENTION 
REQUIRED LATCH ON 
Y SIDE. 

ADAPTER Y SIDE 
NOT READY 

UNIT CHECK TO CHANNEL X; COMMAND 
REJECTED. Y SIDE STILL NOT READY 

ZERO STATUS TO CHANNEL X; ON 
COMPLETION OF ADAPTER BYTE TRANSFER, 
CHANNEL END AND DEVICE END TO 
CHANNEL X. Y SIDE STAYS NOT READY. 

ZERO STATUS TO CHANNEL X; IF Y NOT 
READY DUE TO SYSTEM RESET, 
INTERVENTION REQUIRED SET IN SENSE 
BYTE. IF Y NOT READY DUE TO HALT 
I/O OR SELECTIVE RESET, INTERVENTION 
REQUIRED AND HALT :I/0-SELECTIVE 
RESET SET IN SENSE BYTE. ON 
COMPLETION OF BYTE TRANSFER, CHANNEL 
END AND DEVICE END TO CHANNEL X, y 
SIDE STAYS NOT READY. 

UNIT CHECK TO CHANNEL X; COMMAND 
REJECTED. Y SIDE STAYS NOT READY. 

UNIT CHECK TO CHANNEL X. Y SIDE 
STAYS NOT READY. 

CHANNEL END AND DEVICE END SET ON X 
SIDE. X SIDE GOES NOT READY. 
INTERVENTION REQUIRED AND HALT 
I/0-SELECTIVE RESET LATCllES SET ON 
Y SIDE. 

RESET BUFFER AND STATUS7 X SIDE GOES 
NOT READY. INTERVENTION REQUIRED 
AND HALT I/0-SELECTIVE RESET LATCHES 
SET ON Y SIDE. Y SIDE STAYS NOT 
READY. 

RESET BUFFER AND STATUS I X SIDE GOES 
NOT READY. INTERVENTION REQUIRED 
LATCH SET ON Y SIDE. Y SIDE STAYS 
NOT READY. 

ADAPTER X SIDE 
NOT READY 

X SIDE GOES READY. IF ADAPTER Y IS 
READY, CHANNEL END AND DEVICE END 
TO CHANNEL x. DEVICE END TO CHANNEL 

:..!·------------
X SIDE GOES READY. CHANNEL END TO 
CHANNEL X. DEVICE END TO CHANNEL Y, 
UPON ACCEPTANCE OF DEVICE END STATUS 
BY CHANNEL Y, ATTENTION TO CHANNEL 
Y. ON COMPLETION OF SENSE OPERATION 
DEVICE END• TO CHANNEL X. 

ZERO STATUS TO CHANNEL X; ON 
COMPLETION OF ADAPTER BYTE TRANSFER, 
CHANNEL END AND DEVICE END TO 
CHANNEL X. X SIDE STAYS NOT READY. 

ZERO STATUS AND SENSE BYTE TO 
CHANNEL X; ON COMPLETION OF TRANSFER 
CHANNEL END AND DEVICE END TO 
CHANNEL X. X SIDE STAYS NOT READY. 

X SIDE GOES READY. ZERO STATUS TO 
CHANNEL X. DEVICE END TO CHANNEL Y. 
UPON ACCEPTANCE OF DEVICE END STATUS 
BY CHANNEL Y, ATTENTION TO CHANNEL 
Y. ON COMPLETION OF DATA TRANSFER, 
CHANNEL END AND DEVICE END TO 
CHANNEL X. 

X SIDE GOES READY. CHANNEL END AND 
DEVICE END TO CHANNEL X. DEVICE END 
TO CHANNEL Y. IF A READ COMMAND IS 
ISSUED BY CHANNEL Y, CHANNEL END, 
DEVICE END AND UNIT EXCEPTION TO 
CHANNEL Y; ANY OTHER COMMAND ISSUED 
BY CHANNEL Y RESETS WRITE END OF 
FILE. 

I 

ZERO STATUS TO CHANNEL X. X SIDE 
STAYS NOT READY. 

NO STATUS TO CHANNEL X; X SIDE STAYS 
NOT READY. INTERVENTION REQUIRED 
AND HALT I/0-SELECTIVE .RESET LATCHES 
SET ON Y SIDE. 

RESET BUFFER AND STATUS; X SIDE 
STAYS NOT READY. INTERVENTION 
REQUIRED AND HALT I/0-SELECTIVE 
RESET LATCHES SET ON Y SIDE. 

RESET BUFFER AND STATUS1 X SIDE 
STAYS NOT ::t:ADY. INTERVENTION 
REQUIRED LA

1 

CH SET ON Y SIDE. 

' 

• Other than a No Operation command. 

Device End will be cleared and 
adapter left idle. 

In this operation, Channel Y may 
be thought of as the initiating 
channel 
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Figure J-3 Control Command 
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3.1.2.3 Sense Adapter 

The command byte for the Sense Adapter command is shown in Table J-I. 
When a sense Adapter command is issued by a channel and accepted by the 
adapter, the adapter: 

1. Sends a status byte of all zeros to that channel. 

2. Transmits a sense byte with one of the following bit configurations 
to that channel: 

a. Intervention required Cbit 1) if the adapter opposite side is 
not ready due to a system reset. 

b. Intervention required Cbit 1) and Halt I/O-Selective reset (bit 
7) if the adapter opposite side is not ready due to a Halt I/O or 
selective reset. 

c. All zeros with correct parity if the adapter opposite side is 
ready. 

3. On completion of the transfer of. the byt~, sends channel end and 
device end bits to that channel. 

Usually, the Sense Adapter command is issued by a channel after that 
channel has had a previous command rejected with a unit check bit set in 
the initial status; thus, the sense byte is usually other than all zeros 
and indicates the cause of the not-ready condition. (The previous unit 
check bit only indicates that the not-ready condition exists, but not 
the cause of the condition.) Examination of the sense byte Cother than 
all zeros) is the only means by which the channel issuing the Sense 
Adapter command can determine whether the not-ready condition is due to 
a system reset or Halt I/O-selective reset from the other channel. The 
sense Adapter command does not clear the not-ready condition; this 
condition is cleared only by a Read, Read Backward, Write, Write End of 
File, or Control command from the channel originally causing the 
condition. 

Table J-II shows (1) the conditions under which a channel issuing a 
Sense Adapter command finds the adapter busy, and (2) the status 
indications sent by a busy adapter. 

A simplified flowchart of the operations performed by the adapter in 
response to a Sense Adapter command is presented in Figure J-5. 

3.1.2.4 Read and Read Backward 

The command bytes for Read and Read Backward commands are shown in 
Table J-I. The adapter performs· the same operation whether the command 
is a Read or Read Backward command. For either command (Read or Read 
Backward) the function of the adapter is to transmit data bytes to the 
channel issuing the command from the other channel. Placing those data 
bytes in main storage in the proper order is the function of the 
channels. (In the following discussion, both "Read" and "Read Backward" 
are designated by "Read"). 

A Read command issued by channel X causes an idle adapter to return a 
status byte of all zeros to the channel, places the Read command byte in 
the adapter buffer register, and signals attention status to channel Y. 
For the operation to continue, channel Y must issue a Write command .to 
the adapter (normally channel Y issues a Sense command preceding the 
Write command). When the adapter has accepted both the Read and Write 
commands, the dat~ transfer takes place. When the transfer has been 
completed, the adapter sends channel end and device end status to each 
channel. 
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If a Write command from channel Y is waiting in the adapter when 
channel X issues a Read command to the adapter, the adapter recognizes a 
"match", and the specified data transfer occurs. 

Channel Y issues a Read command when a Sense command issued by 
channel Y in res·ponse to attention status from the adapter has indicated 
that a Write operation has been initiated by channel X and is waiting in 
the adapter. When the adapter accepts the Read command, it sends a 
status byte of all zeros to channel Y. Then, the data transfer occurs. 
At the completion of the transfer, the adapter sends channel end and 
device status to each channel. 

The Write End of File Operation, causes the adapter to terminate a 
Read command by sending channel end, device end, and unit exception 
status to the channel issuing the Read command. For this to occur, the 
Write End of File command must be issued by the other channel. For 
example, a Write End of File command issued to the adapter by channel Y 
terminates a Read command issued by channel X. If the Write End of File 
command is present in the adapter when the Read command is issued, the 
status bits are presented to· channel X in the initial status byte; if 
the Write End of File command is issued after the Read command, the 
status bits are presented to channel X in the ending status byte. In 
either case, termination of the Read command also terminates the Write 
End of File command. 

A Read command presented to a busy adapter or to an adapter which has 
either element not ready causes the adapter to respond as indicated in 
Table J-II. 

A simplified flowchart of the operations performed by the adapter in 
response to a Read command is presented in Figure J-6. 

PROGRAMMING NOTE 1: 

During an initial program loading (IPL) operation, the IPL Ca Read 
command with the modifier bits of the command byte set to zeros) must be 
issued before the Write command. If a Write command byte were placed in 
the adapter before the IPL was issued, the channel issuing the Write 
command would receive channel end, device end and unit check status at 
the time the other channel initiated the IPL. 

PROGRAMMING NOTE 2: 

At the end of reading and writing operations, the incorrect length 
indication, unless suppressed, will be set in the channel-status byte as 
indicated in the following listing. 

r-------------------------------T-----------------------1 
I READ WRITE . I WRONG LENGTH RECORD I 

~-------------------------------f-----------T-----------~ 
I Channel X Channel Y · I Channel X I Channel Y I 

~-------------------------------+-----------+-----------~ 
I ccw count ccw count I No I Yes I 
I I I I 
I ccw count > ccw count I Yes I Yes I 
I I I I 
I ccw count ~ <ccw count)-2 I Yes I Yes I 

I I I I 
I ccw count Cccw count)-1 I Yes I No I 
L-----------------------·-------J. _______ _. ___ J. ___________ J 
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3.1. 2. 5 Write 

The command byte for the Write command is shown in Table J-I. In 
executing a Write command, the adapter transmits data bytes from the 
channel issuing the command to the other channel. 

A Write command issued by channel X will cause an idle adapter to 
return a status byte of all zeros to the channel, place the Write 
command byte in the adapter buffer register, and signal attention status 
to channel Y. . For the operation to continue, channel Y must issue a 
Read command to the adapter. (Normally channel Y issues a Sense command 
preceding the Read commands.) When the adapter has accepted both the 
Write and Read commands, the data transfer will take place. When the 
data transfer has been completed, the adapter will send channel end and 
device end status to each channel. 

If a Read co~and from channel Y is waiting in the adapter when 
channel X issues a Write command to the adapter, the adapter recognizes 
a 'match', and the specified data transfer occurs. 

Channel Y issues a Write command when a Sense command iss.ued by 
channel Y in response to attention status from the adapter has indicated 
that a Read operation has been initiated by channel X and is waiting in 
the adapter. The adapter sends a status byte of all zeros to channel Y 
when it accepts the Write command. Then the data transfer will take 
place. At the completion of the transfer, the adapter sends channel end 
and device end status to each channel. 

If either element of the adapter is not ready or if the adapter is 
busy the adapter responds to the Write command as indicated in Table 
J-II. 

A simplified flowchart of the operations performed by the adapter in 
response to a Read command is pr.esented in Fgiure J-7. 

Programming Note: 

During an initial program loading (IPL) operation, the Write command 
must be issued after the IPL (a Read command with the modifier bits of 
the command byte set to zero) is issued. If the write command were 
issued and placed in the adapter before the IPL was issued, the channel 
issuing the Write command would receive channel end and device end 
status at the time the other channel initiated the IPL. 

At the end of writing and reading operations, the incorrect length 
indication, unless suppressed, will be set in the channel-status byte 
under the conditions listed in 'Programming Note 2' in the 'Read and 
Read Backward Operations' section. 
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3.1.2.6 Write End of File 

The command byte for the Write End of File command is shown in Table 
J-I. The function of a Write End of File command issued to the adapter 
by one channel is to terminate a Read command issued by another channel. 
Usually, the Write End of File command is used when individual Write 
commands are chained by one channel and individual Read commands are 
chained by the other channel. To the adapter, the Write End of File 
command indicates (1) that further data is not to be written to the 
channel issuing the command and (2) that chained Read commands issued by 
the other channel are to be terminated. If the adapter accepts the 
Write End of File command, the Write End of File command is operationaly 
similar to a No Operation command in that channel end and device end 
bits are sent to the issuing channel in the initial status byte and the 
adapter is available to receive other commands from the channel issuing 
the Write End of File command; however, the Write End of File command 
differs from a No Operation command in that the adapter retains the 
Write End of File command in the form of active controls in the adapter 
element receiving the command. 

A Write End of File command issued by a channel causes termination of 
a Read command already issued by the other channel; in this case, the 
Read command is terminated with channel end, device end and unit 
exeception status sent to the channel issuing the Read command and the 
Write End of File command is terminated after initial status channel end 
and device end bits are sent to the channel issuing the Write End of 
File command. If the Read command is issued to the adapter, the Read 
command is terminated by the adapter and channel end, device end, and 
unit exception status is sent to the channel issuing the Read command; 
the Write End of File command is reset without sending further status 
bits to the channel issuing the command. (Channel end and device end 
bits have already been sent to the channel issuing the Write End of File 
command). 

Since the only function of the Write End of File command is to 
terminate a Read command from the other channel, any command other than 
Read from the other channel resets a Write End of File command already 
received by the adapter. When the command is reset in this manner, no 
status indication is generated and the.Write End of File command is lost 
to the program. 

Commands issued to the adapter by a channel which has previously 
issued a Write End of File command to the adapter do not affect the 
previously issued Write End of File command. This is the only case 
where one adapter element may retain two commands from the same channel. 
When this condition exists, the command other than Write End of File 
responds to opposite side commands in the normal manner after the Write 
End of File command is cleared. One example of such a sequence is as 
follows: · 
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If either element of the adapter is not ready, or if the adapter is 
busy, the adapter responds to the Write End of File command as indicated 
in Table J-II. 

A simplified flowchart of the operations performed by the adapter in 
response to a Write End of File command is presented in Figure J-8. 

3.1.3 EFFECT OF TEST I/O AND HALT I/O 

3.1.3.1 Test I/O 

The Test I/O instruction is used to determine the status .of the 
adapter. An idle adapter responds to the instruction by returning a 
status byte of all zeros. A Test I/O instruction presented to a not 
ready or busy adapter will cause the adapter to respond as indicated in 
Table J-II. 

Issuance of a Test I/O instruction to an adapter resets only a device 
end indication. If the attention bit is set and the adapter is waiting 
to interrupt, the interruption will be cleared but the attention bit 
will not be reset. Any subsequent Test I/O instruction will receive 
attention status until the channel has responded appropriately to the 
attention status. 

A simplified flowchart of the operations performed by the adapter in 
response to a Test I/O instruction is presented in Figure J-9. 

3.1.3.2 Halt I/O 

A Halt I/O instruction is directed to the adapter to terminate any 
operation currently being performed by the adapter or to place one side 
of the channel in a not-ready condition. 

By making the adapter element receiving the instruction not ready, 
the Halt I/O instruction causes commands Cother than the Sense commands) 
issued to the other adapter.element to be rejected with a unit check bit 
in the initial status bytes. Both intervention required and Halt 
I/O-Selective reset bits are set for subsequent sensing by the channel 
which did not issue the Halt I/O instruction. 

The response to an issuing channel is.presented in Table J-II while a 
simplified flowchart is presented in Figure J-10. 
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3.1.4 SELECTIVE RESET (MALFUNCTION RESET) 

The adapter responds to a selective reset from either channel by 
disconnecting from both channels and resetting its buffer register and 
status indications. In addition, the adapter element receiving the 
reset is made not ready and the intervention required and Halt 
I/O-Selective reset sense bits are activated. A subsequent sense 
Adapter command to the element not receiving the reset senses the bits, 
indicating that the Not-ready condition is due to either a selective 
reset or Halt I/O instruction. 

A simplified flowchart of the operations performed by the adapter in 
response to a selective reset is presented in Figure J-10. 

3.1.5 SYSTEM RESET 

The adapter responds to a system reset from either channel by 
disconnecting from both channels and resetting its buffer register and 
status indications. In addition, the adapter element receiving reset is 
made not-ready and the intervention required sense bit is activated. A 
subsequent Sense Adapter command to the element not receiving the reset 
senses the intervention required bit, indicating that the not-ready 
condition is due to a system reset. 

A simplified flowchart of the operations performed by the adapter in 
response to a system reset is presented in Figure J-10. 
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APPENDIX K. IBM 2701-01 DATA ADAPTER UNIT 

1.1 INTRODUCTION 

This appendix is provided to· describe the basic operational concept 
of the 2701-01 Data Adapter Unit. The topics discussed provide insight 
into hardware operation from both the system and unit standpoint. 
Emphasis is placed upon providing a description which will serve as a 
reference guide for the programmer. 

2.1 SYSTEM CHARACTERISTICS 

A brief discussion of how the Data Adapter Unit attaches to and 
communicates with the 9020E System is presented as an aid to understand­
ing the operation of the Adapter. 

2.1.1 SYSTEM CONFIGURATION 

The 2701 Data Adapter Unit (DAU) functions as a control unit and an 
inte~face converter for Radar Keyboard Multiplexers (RKMs). Each DAU 
can have up to five RKMs attached to it, but can only operate with one 
RKM at a time (simplex operation, Figure K-I). 

The DAU also connects to two IOCEs via separate interfaces. These 
paths allow data and commands to be passed between the 9020E System and 
the RKMs. These interfaces can be enabled and disabled under program 
control via a unique interface between the Configuration console CCC) 
and the DAU. Each DAU contains an interface control register which 
exercises the interface control. 

The RKMs also have two interfaces which allow connection to two 
separate DAUs. These interfaces are also under program control via the 
cc. Figure K-I shows a 9020E System having two DAUs and five RKMs. 

2.1.2 DAU COMMUNICATIONS 

The RKM expects to receive commands from the IOCE and either receive 
data from, or send data to it as a result of its executing these 
commands. The DAU is an intermediate device which acts as a control 
unit between IOCE and RKM. The DAU receives the commands from the IOCE 
and translates, or reformats, them into command codes that are recogniz­
able by the RKMs. The DAU also directs the commands and data to the 
proper RKM. 

2.1.2.1 Commands 

All commands sent from IOCE to RKM must undergo a reformatting 
process before they are recognizable to the RKM. This process is 
discussed in section 3.1.2.5 of this Appendix. Commands received by the 
DAU will be of five general categories; Control, Write, Read, Test, and 
Status. 

Control commands are those which do not require exchange of data at 
any time other than Initial Selection Time. When the transfer of the 
command has been completed to the RKM, the interfaces become idle. 

Write commands are those that require a variable number of data bytes 
to be sent from the IOCE to the RKM. Buffering is provided within the 
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DAU to allow IOCE/DAU and DAU/RKM interfaces to operate independently, 
to avoid holding the IOCE for prolonged periods. The number of bytes to 
be transferred is specified in the Channel Command Word executed by the 
IOCE (See Chapter 2). 

Read commands are those that require data to be transferred from the 
RKM to the IOCE. The DAU interfaces CIOCE and RKM) operate independent­
ly during Read execution and a variable number of data bytes can be 
transferred during the execution of a single Read command. The number 
of bytes to be transferred is specified in the Channel command Word 
executed by the IOCE (See Chapter 2). 

Test commands are those which are directed to the DAU and are not 
passed on to the RKMs. These commands direct the DAU to perform some 
special test function which is intended to aid in the maintenance of the 
DAU. These commands are not intended for use in an operational 
environment. 

Status commands can be directed to either the DAU or the RKM. Both 
units maintain hardware registers which are used to accumulate both the 
operational and error status of the respective units. This information 
is set into the registers as soon as the condition occurs. Status 
commands allow the programmer to inspect, at his discretion, the 
information accumulated in the various status registers. 

2 .1. 2. 2 Data 

The DAU has four data buses connecting it to the system.Two of these 
buses provide a path to and from the IOCE, while the other two buses 
provide paths to and from the RKM. The IOCE sends device addresses, 
commands, and data to the DAU on one bus and expects device addresses, 
data, and status on the other bus. Likewise commands and data are sent 
from DAU to RKM on another data bus, and data and status are received 
from the RKM on the fourth data bus. 

All data buses to and from the DAU are one byte wide (8 data bits 
1 parity bit). All commands, data, status, and addresses start and 
on byte boundaries. The most significant bit being left justified 
least significant bit being right justified within the bytes. 
parity checking is done on a per byte basis and is made as each byte 
received at the DAU. 

and 
end 
and 
All 
is 

The DAU transfers data in a demand response mode of operation. 
is, whenever service is required by any unit CIOCE, DAU, RKM) it 
signal the appropriate unit to send or receive the data. 

That 
will 

2.1.2.3 Chaining 

The DAU responds to the IOCE in the same manner as does other control 
units and does not prohibit chaining. The IOCE can command chain and 
data chain as described in chapter 10, Input-Output Operations. 

2.1.2.4 Mode of Transfer 

The DAU is capable of transferring data to the IOCE in either byte or 
burst mode. The DAU can be manually set to operate in either mode. 

3.1 OPERATIONAL CHARACTERISTICS 

The DAU provides a data and control interface for the RKM's and the 
control logic ·necessary to operate this interface. The DAU operates 
with up to five RKMs in byte or burst mode but can only operate with one 
RkM at a time (simplex>. The DAU is modified to recognize only five RKM 
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addresses. The DAU can also remember up to five attention interrupts, 
one per RKM. 

3.1.1 ADDRESSING 

The DAU will recognize and store five different RKM addresses. 
During DAU selection time the IOCE will send an 8-bit address· to the DAU 
on the Data Bus Out. The high o~der five bits of this address are used 
to identify the DAU while the low order three bits identify the RKM 
attached to that OAU. If the high order five bits do not compare with 
the wired DAU address (address is pluggable>, or the low order three 
bits do not identify an attached RKM, the IOCE selection attempt is 
ignored by the DAU. If the selection is successful the low order three 
bits are sent to the RKMs on the Address Bus Out (ABO). The ABO is a 
four bit bus with the high order bit position always equal to zero. The 
address structure is shown in Table K-I. If the requested RKM is not 
available, unit check status will be sent to the IOCE and the timeout 
bit will be set in the sense byte. 

Since the DAU is addressed as a single adapter, which can calununicate 
with five attached devices, any of the five RKM addresses may be used 
for DAU commands such as sense, Test I/O, or No-Op. For example, if 
RKM-1 caused unit check to be set, a sense issued for any RKM will 
retrieve the sense data for RKM-1. 

3.1.2 COMMANDS 

TABLE K-I DAU ADDRESSING STRUCTURE 

r------------------T---------T-----1 
I I . I I 
I IOCE Bus Out I DAU ABO I RKM I 
~------------------+---------~ I I 0 1 2 3 4 5 6 7 I 0 1 2 3 I ID I 
~------------------+---------+----~ 
I I I I 
I x x x x x o o 1 I o o o 1 I 1 I 
I I I I 
I x x x x x o 1 o I o o 1 o I 2 I 
I I I J 
I x x K x x 0 1 1 I 0 0 1 1 I 3 I 
I I I I 
I x x x x x 1 o o I o 1 o o I 4 I 
I I I I 
I xx xx x 1 o 1 I o 1 o 1 I s I 
L----------.--------J.---------.L-----J 

xxxxx = Pluggable DAU Address 

The RKM is controlled by the use of sixteen unique commands. The bit 
codes for these commands are generated in the DAU. The DAU will decode 
each command sent from the IOCE as one of the following; Read type, 
Write Type, Control type, or Status seeking types. 

3.1.2.1 Read Type Commands 

When issued, this type of command will condition the DAU to receive 
data from the RKM. 

3.1.2.2 write _Type commands 

When issued t~is type of command will condition the DAU to send data 
to the RKM. 
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3.1.2.3 control Type Commands 

When issued the DAU will present a normal ending to the IOCE and send 
the control information to the RKM. 

3.1.2.4 status Seeking Commands 

This type of command conditions the DAU to accept status information 
from the RKM and present it to the IOCE with a normal ending. 

3.1.2.5 Interface control Commands 

These two commands (Reserve and Release) control the dedication of 
the DAU to one of its two IOCE channel interfaces. 

3.1.2.5.1 RESERVE. When the DAU accepts a Reserve command from either 
of its two IOCE channel interfaces, the two channel switch will be 
dedicated to that interface until a Release command is received (over 
that interface>, or the interface is switched via configuration control. 
Once reserved, or dedicated to an interface, the DAU will be unavailable 
to the other interface. 

3.1.2.5.2 RELEASE. After a Release command, the DAU is free to accept 
selections from either interface. This is contingent upon the setting 
of the configuration register (must be in states 1,2, or 3), or the 
setting of the enable switches when in state 0. 

3.1.2.6 command Formatting 

The command that appears on the IOCE Bus out will be reformatted 
according to the type of command and will be presented to the RKM on the 
Data Bus Out during the RKM selection sequence. Refer to Table K~II for 
command bit codes for both IOCE/DAU codes and the reformatted equivalent 
DAU/RKM codes. Table K-III gives a complete list of IOCE/DAU commands 
including an explanation of the command modifier bits. 

3 .1. 3 STATUS 

3.1.3.1 RKM Status 

The RKM maintains three bytes of status that are callable by the 
program. The first byte contains general information pertinent to the 
operation of the RKM. This byte is obtainable via the execution of the 
Read RKM Status command. 

There are two bytes of error status that are maintained in the RKM 
that are sent to the system when the Read Error Status 1 or 2 commands 
are issued. The formats of these status bytes are listed in the 
following text. · 

Unless otherwise stated all bits in the three status bytes will be 
reset whenever the corresponding status byte is read via one of the 
three commands. 

3.1.3.1.1 READ RKM STATUS COMMAND. Yields 8-bits of general operational 
status to the system. The DAU treats the status byte as data to be 
placed in storage at the address specified in the CCW. The bit 
assignments are as follows: 

Bit Name 
~0- RKM Busy 

1 Operator Busy 
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2 Interrupt 
3 Display Constants Fetched 
4 Console Entry 
5 Polling 
6 Error 2 
7 Error 1 

RKM Busy - This bit is set to a •1• whenever the RKM is performing an 
operation and can only respond to a disconnect order. 

It is set by the reception of a valid order (non-status, non­
disconnect) and reset by reception of a disconnect signal or disconnect 
order. 
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TABLE K-II RKM-DAU COMMANDS AND FORMATS 

DAU/RKM BUS 

bo b1 b2 bJ b4 bs b6 b7 

0 0 0 0 l 0 0 0 
l 0 0 l l b 0 0 
l 0 0 l 0 0 0 0 
1 0 0 1 0 y 1 0 
1 0 0 0 0 1 0 0 
l 0 0 0 0 0 0 0 
l 0 0 0 l l 0 0 
l 0 0 0 l 0 0 0 
l l 0 l l b 0 0 
l l 0 0 0 0 0 0 
l 0 l 0 0 0 0 0 
l 0 l l. 0 0 0 0 
l 0 l B l Lo Ll L2 
0 0 0 0 0 0 0 0 
0 0 0 0 0 0 0 1 
0 0 0 0 0 0 1 0 

R KM DATA BUS SYSTEM 360 B 

DISCONNECT 
WRITE RKM 
CLEAR RKM MEMO-RY __ _ 

BLINK DISPLAY SE~ 
FETCH DISPLAY CONSTANT 
LOAD QUEUE ADDRESS 
MOVE DATA 
SPECIAL MOVE 
READ RKM 
READ QUEUE ADDR-ES_S __ _ 

LOAD 1/0 ADDRESS 
KEYBOARD WRITE 
BIT MODIFY 
READ RKM STATUS 
READ RKM ERROR STATUS 1 
READ RKM ERROR STATUS 2 
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CLEAR RKM MEMORY 
KEYBOARD WRITE 

IOCE/DAU BUS 

us 0 1 2 3 4 5 6 

0 1 0 0 0 I I 
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0 0 1 0 0 0 0 
0 0 0 0 0 0 0 
0 1 l 0 0 0 0 
0 l 0 0 0 0 0 
1 1 b 0 0 0 l 
0 0 0 0 0 0 1 
0 0 0 0 0 l 0 
1 0 0 0 0 1 0 
B 1 

~ ~~ 
1 0 

:::Q:: ::Q: :I :I 
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TABLE K-III IOCE/DAU EXECUTABLE COMMANDS 

r---------------------------------T---------------T----------1 
I I I I 
I COMMAND I BIT CODE I HEX CODE I 
I I I I 
~---------------------------------+---------------+-----~----~ 

Disconnect 0100 0000 47 
Write RKM llbO 0001 Cl, El 
Clear RKM Memory lOzO 0001 81, Al 
Blink Display set/Reset lOYl 0001 91, Bl 
Fetch Display Constants 0010 0001 21 
Load Queue Address 0000 0001 01 
Move Data 0110 0001 61 
Special Move 0100 0001 41 
Read RKM llbO 0010 C2, E2 
Read Queue Address OOzO 0010 02, 22 
LoadI/O Address OOzO 0101 05, 25 
Keyboard Write lOzO 0101 85, AS 
Bit Modify Blxx x101 xx 
Read RKM Status 0000 0110 06 
Read RKM Error Status 1 0000 1110 OE 
Read RKM Error Status 2 0001 0110 16 
Diagnostic Write OOmO 1001 09, 29 
Diagnostic Read 0000 1010 OA 
Test I/O 0000 0000 00 
sense 0000 0100 04 
No-Op 0000 0011 03 
Reserve 1111 0100 F4 
Release 1101 0100 D4 

~---------------------------------~---------------~----------~ 

b = When b = 1, codes --11 1111 and --11 1110 are inter­
changed at the RKM interface during function 
execution 

m modifier bit 

z = O or 1 

Y 1 for Set, O for Reset 

B Bit to be stored at designated RKM storage location 

xxx Binary encoded bit location of 'B' 

l------------------------------------------------------------J 

Operator Busy - This bit is set to a "l" whenever the operator unit of 
the RKM is busy performing a clear, blink control or move operation. 
Any non operator instruction may be executed. 

Interrupt This bit is set to a "l" when an interrupt signal has been 
sent to the DAU. It is reset to "O" by the Read RKM Status message. 

Display constants Fetched - The bit is reset to "O" each time the Fetch 
Display Constants message is received by the RKM. When the fetch is 
complete, the bit is set to "l". When the bit makes the transition to 
the one state the interrupt A signal is activated and the interrupt bit 
set to "l". 
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Console Entry - This bit is reset to non when the queue address is read 
and is set when, at the end of a poll of each console, data has been 
stored in the queue list. When the bit makes the transition to one 
state, the interrupt B signal is activated and the interrupt status bit 
set to nln. 

Polling - This bit is a "ln whenever the console polling logic is 
actually polling the consoles. 

Error 2 This bit is set if any bit in RKM Error Status 2 is set 
indicating an internal RKM failure. 

Error 1 - This bit is set if any bit in RKM Error Status 1 is set 
indicating a procedural or interface error. 

3.1.3.1.2 READ RKM ERROR 1. This status command yields the following 
information to the system. The DAU treats this information as data to 
be stored at the address specified in the ccw. 

Bit Name 
~0- Overtemperature indication 

1 I/O Power Supply Failed 
2 Bus out Parity Error 
3 Display Constants Fault - Parity Error 
4 No Response to Interrupt. 
5 Procedural Error 
6 Display Constants Fault - No start 
7 Queue overflow 

overtemperature 
occurs. 

This bit is set whenever an overtemperature condition 

I/O Power Supply failure - This bit is set whenever the I/O power supply 
develops a fault condition. 

Bus Out Parity Error - This bit is set whenever the RKM detects a parity 
, error on any data or order sent from DAU to RKM. 

Display Constants Parity - This bit is set if a parity error is detected 
for any of the eight bytes of constants. 

No Response to Interrupt - This bit is set whenever a Read Queue command 
is not received within 36 to 54 msec following an Interrupt B signal. 
(See Interrupts, section 3.1.5) 

Procedural Error - This bit is set whenever the RKM detects a procedural 
error at the DAU/RKM interface. Conditions which set this bit are: 

a. Incorrect number of bytes for a fixed length message. 

b. Receipt of a non-status non-disconnect command while busy. 

Display Constants fault If there is no response from the addressed 
console, this bit is set. Whenever the request for display constants is 
received by the RKM, this bit is reset. 

Queue overflow - This bit is set to indicate 
counter has reached the maximum address. 
Queue Address Instruction. 

that the queue address 
The bit is reset by a Load 

3.1.3.1.3 READ RKM ERROR 2. This status command yields the following 
information to the system. The DAU treats the status as data to be 
stored at the address specified in the ccw. 
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Bit Name 
~0- Invalid Command Code 

1 Console Parity 
2 Memory Parity 
3 Data Operator Address Overflow 
4 Data Operator Hangup 
5 Interface Hangup 
6 Data Control Hangup 
7 Test Bit 

Invalid Command Code - This bit is set whenever the RKM detects an 
invalid command or a parity error on a command. 

Console Parity - This bit is set whenever a parity error is detected on 
data coming from the console during polling, not during display 
constants retrieval. 

Memory Parity - This bit is set whenever a parity error is detected when 
reading the RKM memory. 

Data Operator Add~ess Register Overflow - This bit is set whenever an 
overflow is detected in the Data Operator Address Register. 

Data Operator Hangup - This bit is set whenever the data operator 
detects an operational area associated with it. 

Interface Hangup - This bit is set whenever a DAU/RKM interface sequence 
is violated. 

Data Control Hangup This bit is set whenever a functional or 
sequencing error is detected in the RKM data control circuitry. 

Test Bit - This bit is set whenever the cc commands a test operation. 

3.1.3.2 DAU Status 

The DAU maintains one byte of status data which is transmitted to the 
IOCE during normal and abnormal ending sequences. This status is stored 
in the csw location whenever a status cycle occurs. 

Bit Name 
~0- Attention 

1 Status Modifier 
2 Control Unit End 
3 Busy 
4 Channel End 
5 Device End 
6 Unit Check 
7 Unit Exception 

The following combinations of the 
simultaneously. 

status bit can be set 

Channel End, Device End - Indicates a normal end of an operation. 

Channel End, Device End, Attention* Indicates a normal end of an 
operation and an attention interrupt signal has been received from the 
RKM. 

Channel End, Device End, Unit Check - Indicates an unusual ending. The 
sense bits should be inspected for a better definition of the error. 

Attention* - Indicates that an interrupt has been received from one of 
the RKMs. 
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Busy - Indicates that the DAU was operating at time an attempt was made 
to select it. It may accompany an A or B type interrupt. 

Channel End, Device End, Unit Check, Attention* - Indicates an unusual 
ending and an attention signal has been received from that RKM. The 
sense byte should be inspected for a definition of the error condition. 

Busy, Status Modifier Indicates that the DAU is operating and an 
attempt has been made to select it with an address other than the 
operating address. 

Channel End, Device End, Control Unit End - Indicates a normal end and 
that the DAU had previously presented Busy and Status Modifier to the 
channel. 

Channel End, Device End, Control Unit End, Attention* - Indicates a 
normal end, an attention signal had been received from that RKM, and the 
DAU had previously presented Busy and Status Modifier to the channel. 

Channel End, Device End, control Unit End, Unit Check Indicates an 
unusual ending and that the DAU had previously presented Busy and Status 
Modifier to the channel. The sense bits should be inspected for a 
definition of the error condition. 

Channel End, Device End, control Unit End, Unit Check, Attention* 
Indicates an unusual ending, an attention signal has been received from 
that RKM, and that the DAU had previously presented Busy and Status 
Modifier to the channel. The sense bits should be inspected for a 
definition of the error condition. 

Attention•, Control Unit End - Indicates that while trying to present 
this stand-alone attention, from an RKM, Busy and Status Modifier was 
presented to the channel. 

Unit Check - Indicates that during an initial selection a Bus Out check 
or a command Reject occurred. 

* Attention will be accompanied by indication of the interrupt. 
Interrupt In A by Status Modifier, and Interrupt In B by Unit 
Exception. 

3.1. 4 SENSE 

3.1.4.1 RKM Sense Bits 

The RKM does not maintain any sense information as such. The two RKM 
Error Status bytes described in sections 3.1.3.1.2 and 3.1.3.1.3 contain 
a summary of all the RKM error data. 

3.1.4.2 DAU Sense Bits 

The DAU maintains one byte of sense information which can be called 
for by the IOCE via the execution of the SENSE command. These bits are 
provided as an extension of the Status byte. They further define the 
situation that produced abnormal status indications. The following 
paragraphs describe the sense byte forreat. 

Bit Name 
~0- Command Reject 

1 Intervention Required 
2 Bus Out Check 
3 
4 Data Check 
5 RKM Error 
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6 
7 Timeout 

Command Reject - is set whenever the DAU detects an invalid command code 
from the IOCE. 

Intervention Required is set when the time between subsequent data 
transfers (signaled by the Request In line) is 112 usec or more. 
Intervention required is also set if the RKM does not raise its Request 
In signal within 112 usec after the completion of the 2701/RKM selection 
sequence. 

Bus Out Check - is set when a parity error is detected on the IOCE Bus 
Out. 

Data Check - Is set when a parity check occurs on the RKM Bus In during 
a Read Operation. When writing, Data Check is set when a parity check 
occurs at the output of Transmit Buffer A. 

RKM Error - is set when the RKM raises its Error In signal during a data 
transfer operation. 

Timeout - is sent whenever the Response In Line is not activated by the 
RKM within 1.9 usec after the DAU raises the Order Out, or Acknowledge 
out signal. 

3.1.5 INTERRUPTS 

The DAU retains interrupts from up to five RKMs. The interrupts can 
be received asynchronous to any operation and will be presented to the 
system when the DAU is free. The only DAU interrupts to the IOCE are 
those that originate in the RKM. 

Each RKM has two interrupt signals that are sent to the DAU. These 
signals represent the availability of data in the RKM. The interrupts 
are designated Interrupt In A and Interrupt In B. Interrupt In A will 
set Status Modifier and Attention; Interrupt In B will set Unit 
Exception and Attention. 

3.1.5.1 Interrupt In A 

This signal from the RKM indicates that display constants, which were 
requested by the execution of a Fetch Display constants command, are in 
the RKM memory ready to be used. This signal sets bits 2 and 3 of the 
RKM Status Register (Section 3.1.3.1.1). 

3.1.5.2 Interrupt In B 

This signal from the RKM indicates the completion of a poll of all 
attached consoles (32 max) if data has been stored in the queue as a 
result of the poll. The data has been stored in the RKM memory 
according to the queue address. This signal accompanies bits 2 and 4 of 
the RKM status register (section 3.1.3.lel). 

4.1 RECONFIGURATION 

The DAU has provisions for program control of the enabling and 
disabling of the Two Processor Switch CTPS) interfaces to the IOCEs. 
This control is provided over a unique interface between the DAU and the 
cc. No commands are executed within the DAU to perform reconfiguration 
consequently the DAU can accept reconfiguration signals at any time. 
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At the start of the reconfiguration sequence the cc will send a 
Reconfiguration Strobe signal and the desired configuration to the DAU. 
If the configuration is valid (all valid except when both TPS interfaces 
are enabled) the DAU sends an Accept signal to the cc. If the 
configuration is not valid, an Accept signal will not be sent and the 
existing configuration will remain active. 

switches are provided on the DAU to allow manual overriding of the 
program set configuration. These switches are under State control and 
are only active when the DAU is in State 0. When the DAU is in the 
manual configuration mode a not ready indication is sent to the cc, and 
the DAU will ignore any attempts, by the program, to perform 
reconfiguration. 

The DAU may not change configuration immediately upon accepting it 
from the cc. Configuration changes only occur when the DAU is idle. 
Therefore, if the DAU is busy the new configuration will remain pending 
the completion of the operation. 

Two signals are sent to the cc which indicate the current conf ig­
uration of the TPS; Interface A Enabled and Interface B Enabled. The 
program can inspect these signals by issuing a Read Status command to 
the cc. When the DAU accepts a configuration, the program should read 
back the current TPS configuration, to make sure the new configuration 
has been set before attempting to access the DAU. 

Reset capabilities also exist between the cc and the DAU. Upon 
detection of the reset signal from the cc the DAU will force a DAU reset 
and enter the idle state. 

5.1 PROGRAM MAINTENANCE AIDS 

The DAU provides commands that are designed as maintenance aids. 
They are Diagnostic Write, and Diagnostic Read. These commands are 
executed via the IOCE interface and are used to exercise the data paths 
and control logic within the DAU. 

The Diagnostic Write command (09) transfers data from the IOCE 
through the DAU into the Diagnostic Register (DR). No restriction 
exists as to the number of bytes that can be transferred by the command. 
However, only the last byte received will be retained in the DR. All 
other bytes will be accepted by the DAU but not retained in the DR. 

The Diagnostic Write Modified command (29) is handled the same as the 
Diagnostic Write in that it transfers an unrestricted number of bytes 
between the IOCE and the DR. In addition the modified write sets all 
five of the RKM attention interrupt latches with indication of both A 
and B interrupts. Upon completion of the command five attention 
interrupts will be presented (one at a time> to the system. This 
function allows the interrupt handling and associated address generation 
circuitry to be tested. 

The Diagnostic Read command (QA) is used to transfer data from the DR 
through the DAU to the IOCE. No restriction exists as to the byte count 
used for the command. The contents of the DR will be gated out until 
the count goes to zero. 

5.1.1 COMMAND CHECKING 

To provide the software with the capability of checking the output.of 
the command formatter, the Diagnostic Register will ingate the formatter 
output every time a command passes through it. This action is taken 
independent of the state of the DAU. The Diagnostic Read command can be 
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used to retrieve the reformatted command following the execution of any 
RKM command. 

When the DAU is in state zero and a command is issued to an RKM, a 
unit check will occur with the timeout bit set in the sense register. 
This action does, however, load the reformatted RKM command into the DR 
which can then be inspected by issuing a Diagnostic Read command. 
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