
Systems

GA27-3151-1
File No. S370/S3-37

IBM 3287 Printer
Models 1 and 2
Problem
Determination
Guide





GA27-3151-1
File No. $370/S3-37

IBM 3287 Printer
Models 1 and 2
Problem
Determination

Systems Guide



Preface

This Guide has been prepared to help you (the operator)

determine the type of problem and how to correct it, when

the 3287 Printer Models 1 and 2 is not operating properly.

It is designed to save you time by pointing out possible
causes for troubles that you can easily and quickly correct

yourself,

Related Publications:

The following documents contain related information that

may help diagnose problems and recover from error
conditions:

e /BM 3287 Printer Operator's Guide, GA27-3150
e /BM 3287 Printer Operator's Trouble Report,

GX27-2923

e /BM 3287 Printer Component Description, GA27-3153

Second Edition (December 1978)

This is a major revision of and obsoletes, GA27-3150-0.

Changes are periodically made to the information herein; before
using this publication in connection with the operation of IBM
systems or equipment, refer to the /BM System/370 Bibliography
(Order No. GC20-0001 and associated Technical Newsletters) for the
editions that are applicable and current.

Publications are not stocked at the address given below; requests for
IBM publications should be made to your IBM representative or to
the IBM branch office serving your locality.

This manual has been written by the IBM System Communications
Division, Publications Development, Department E02, P.O. Box
12195, Research Triangle Park, North Carolina 27709. A reader's
comment form is provided at the back of this publication. If the
form has been removed, comments may be sent to the above
address. IBM may use or distribute any of the information you
supply in any way it believes appropriate without incurring any
obligation whatever. You may, of course, continue to use the
information you supply.

©Copyright International Business Machines Corporation 1978

How to Use This Guide

This 3287 Problem Determination Guide is divided into

six sections, each of which is completely independent.

Each section (identified by a black tab at the right
edge of the page) is a chart that describes and illustrates
how to make some quick checks on a failing 3287
Printer. If you follow the charts, you should be able
to determine the problem in your printer and what
action you should take (either to correct the problem or
to call the 3287 service representative).

From the ‘’Contents’’, on the following page, find the
symptom that best describes the problem.

Follow the arrow to the black tab at the right edge of
the page. Next, flip through the guide until you find

the black tab that matches the one on the contents

page.

On the first page of that section, read the instructions
on “‘How to use’’, then find the type of problem you
are having with your printer.
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INTRODUCTION

This publication refers to Stage 1 and Stage 2 of the IBM 3287 Printer Models 1 and 2. Both stages of the printer perform
identical functions; however the covers and operator panels are different in appearance. Throughout this publication the
Stage 2 printer is used to illustrate the covers and operator panel. However, when it is necessary to describe a difference
between the two stages in operator procedures, both the Stage 1 and Stage 2 printers are illustrated,

Refer to Figure 1 and Figure 2 for the Stage 1 and Stage 2 3287 Printer Models 1 and 2.

Figure 1. 3287 Printer (Stage 1 Printers)

Figure 2. 3287 Printer (Stage 2 Printers)
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Operator Panel Light Problems

Hee Bo
2 < = “

O Oo Oo ©
Ready cu Check Test

Signal

“\ oy cy ‘ai(2 ae ote tees (Status Indicator)
Print Space Case

6 | 8 |
How to use this section:

§ Find the name of the Find the problem you have, Then take the action described in this column,
light in this column. in this column. (Whenever you are requested to press the Test

switch, be sure the paper in the printer is at least
203.2 mm (8-inches) wide and at least 1.8 meter
(6 feet) long, to provide enough space for the test

< <> to be printed out.) a

Light Read the following: Then do this -

1 | Ready Ready light is not ON. 1. Check to see that:

(For normal printing this light should a. The 3287 is plugged in.
be on. /f your printer is operating in b. The 3287 is turned on (the Power switch is

SNA Character String (SCS) mode, set to ON).
the Ready light blinks when the c. The paper forms are properly installed.

printer is in the hold print condition. d. Enable Print switch is pressed.
If any other light is on at this time, 2. If you still have a problem:

follow the action described for that a. Push the Test switch to obtain a printout
light being on.) (save this for the service representative).

b. Fill out an Operator's Trouble Report.

c. Call the 3287 service representative.

CU Signal CU Signal light is not ON. 1. Check to see that:
(For normal printing this light should a. The device cable that connects your printer

be on.) with the System Controlling Unit (SCU) is

plugged in securely at the printer and at the SCU.
b. The SCU operator has turned power on at the

control unit.

2. If you still have a problem:

a. Push the Test switch to obtain a printout
(save this for service representative.)

b, Fill out an Operator’s Trouble Report.

c. Call the 3287 service representative,

Check Check Light is ON. Go to the “Status Indicator” section of this
guide and follow the directions for the number

or character being displayed.
(If this light is on, it indicates a problem.
The number or character displayed on the
Status Indicator [[[_] shows the type of
problem.)

IBM 3287 Printer Problem Determination Guide 3



Light Read the following: Then do this -

4 | Test Test light is ON.

(For normal printing this light should be
off.)

1. Push the Test switch to obtain a printout.
2. Did you get a printout and did the Test light go

off at the end of the printout?

YES - Continue normal operation,

NO a. Fill out an Operator's Trouble

Report and save the test that

printed out, for the service repre-

sentative.
b. Call the 3287 service representative.

5 | Hold Print Hold Print light is On.

(For normal printing this light should be

off.)

Is the Hold Print Light blinking? --————»

Is the Hold Print light on continuously? —TM|

If it is blinking, do the following:

1. Momentarily press the Reset Alternate switch.
2. Press the Enable Print switch,

3. If the Hold Print light is still on, or blinking:

a. Push the Test switch to obtain a printout
(save this for the service representative).

b. Fill out an Operator’s Trouble Report.

c. Call the 3287 service representative.

If jt is on continuously, do the following:
1. Press the Enable Print switch,
2, If the Hold Print light is still on:

a. Push the Test switch to obtain a printout
(save this for the service representative).

b. Fill out an Operator’s Trouble Report.
c. Call the 3287 service representative.

6 | 8 LPI When ON - 8 lines per inch should be If the number of lines being printed do not agree
printed, (If the Double with the 8 LPI light, do the following:

Space light is on, 4 lines per Note: 1f your printer is operating in SCS (SNA
inch should be printed.) Character String) mode, 8 LPI is controlled by the

When OFF -_ 6G lines per inch should be System Controlling Unit and may change during
printed. (If the Double printing.

Space light is on, 3 lines a. Push the Test switch to obtain a printout (save
per inch should be printed.) this for the service representative).

b. Fill out an Operator’s Trouble Report.
c. Call the 3287 service representative,

Double Space When ON - Print fines are double-spaced. If the spacing does not agree with the Double

Either four lines (for 8 LPI), Space light, do the following:
or three lines (for 6 LPI) are a. Push the Test switch to obtain a printout (save

printed per inch, this for the service representative).

When OFF - Print lines are single-spaced. b. Fill out an Operator's Trouble Report.
c. Call the 3287 service representative.

8 | Dual Case When ON - Your printer should print If the printing does not agree with the Dual Case
alphabetic characters in upper! light, do the following:
and Jowercase. 1. Push the Test switch to obtain a printout (save

When OFF - Your printer should print this for the service representative).

alphabetic characters in

upper case only.

2. Fill out an Operator’s Trouble Report.

3. Call the 3287 service representative.



Status Indicator

How to use this section

Find the number that Find the problem you

is displayed on your have in this column.

status indicator in

this column.

Number Displayed Check the following:

Then, take the action described in this column.
(Whenever you are requested to press the Test
switch, be sure the paper in the printer is at least
203.2 mm (8-inches) wide and 1.8 meter (6 feet)
long, to provide enough space for the test to be
printed out.) Pa

Then do this -

Is paper installed in the printer?

or

Is the paper that is in the printer torn?

0; 1

Is the paper positioned at the left side of
the printer, next to the alignment line?

Alignment

Line {

_\—

If there is no paper, or if the paper is torn:
1. Press the Hold Print switch ( | 0 1 disappears).
2. Install more paper forms. (For details on install-

ing paper, refer to Chapter 4 of the /BM 3287
Printer Models 1 and 2 Operator’s Guide.)

3. Press the Buffer Reprint switch. One of the
following messages is displayed: ‘ i
{6|7],or | | | (blank display).

4. Press the Enable Print switch.

NO - 1. Press the Hold Print switch (
disappears).

. Align the paper.
3. Press the Enable Print switch.

NO

YES - 1. Push the Test switch to obtain a print-
out (save this for the service
representative).

. Fill out an Operator’s Trouble Report.
3. Call the 3287 service representative.

N

fol 7] No checking required. 1. Push the Reset switch, then try to resume

normal operation.

2. Did the error condition return?
NO - Continue normal operation.
YES - a. Push the Test switch to obtain a

printout (save this for the service
representative).

b. Fill out an Operator's Trouble
Report.

c. Call the 3287 service representative.

No checking required.
( indicates that either (1) the
printer has been in the hold print con-

dition for over 10 minutes, or (2) the
Buffer Reprint switch was pressed

while the printer was operating in
SCS Mode.)

Press the Enable Print switch.
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Number Displayed Check the following: Then do this -

Check the operation you are trying to per-

form. ( indicates that you have
attempted to perform an improper opera-

tion. For example: setting the wrong

switches or trying to perform an opera-
tion that requires a feature that is not

installed on your printer.)

Verify that the operation you are trying to do is a
valid operation ( disappears).

(continued)

Is the CU signal light ON? YES—> . Push the Reset switch, then try to resume normal

operation.

. Did the error condition return (it may
take 2 or more minutes to return)
NO - Continue normal operation.
YES - a. Push the Test switch to obtain a

printout (save this for the service
representative).

b. Fill out an Operator's Trouble

Report.

c. Call the 3287 service representative.

NO —> . Make sure that power is turned on at the System

Controlling Unit.

. Make sure that the device cable that connects
your printer with the System Controlling Unit
is plugged in securely at both the printer and

the System Controlling Unit.

Stage 1 Printer

Twist the plug until it locks snugly on the connector.

Power Cord
connector

Device Cable

3287 Printer (Stage 1 Printers)



Number Displayed Check the following: Then do this -

(continued) Stage 2 Printer

Twist (4) the plug until it locks snugly on the
connector.

\

Connector a
Power Cord

«— Device Cable

3287 Printer (Stage 2 Printers)

3. Push the Test switch to obtain a printout.
4. Did the error condition return (it may

take 2 or more minutes before it returns)?

NO - Continue normal operation.
YES - If there is another 3287 Printer con-

nected to the same System Controlling
Unit as yours, check to see if that
printer is also having a similar problem.

If so - The problem appears to be

at the System Controlling
Unit. Contact the System

Controlling Unit operator

to correct the problem.

If not - Fill out an Operator's

Trouble Report and call the

3287 service representative

(save the test printout from.
step 3 for the service
representative).

(continued)

Ils paper installed in the printer?

NO —> 1. Install more paper forms. (For details on install-
ing paper, refer to Chapter 4 of the /BM 3287

Printer Models 1 and 2 Operator’s Guide.)

. Press the Enable Print switch.

3. Did the 13] 1] disappear.
YES - Continue normal operation.
NO - a. Push the Test switch to obtain a

printout (save this for the service
representative.).

b. Fill out an Operator's Trouble

Report.

c. Call the 3287 service representative.

ine
)

IBM 3287 Printer Problem Determination Guide 7



Number Displayed Check the following: Then do this -

inue YES—m 1. Press the Enable Print switch.
(continued) 2. Did the disappear?

3/1 YES - Continue normal operation.

NO - a. Push the Test switch to obtain a

printout (save this for the service
representative).

b. Fill out an Operator’s Trouble
Report.

c. Call the 3287 service representative.

No checking required. 1. Push the Reset switch, then wait 10 seconds.
4/1 2. Did the error condition return?

NO - Resume normal operation,
YES - a. Push the Test switch to obtain a

printout (save this for the service
representative).

b. Fill out an Operator’s Trouble
Report.

c, Call the 3287 service representative.

No checking required. 1. Push the Reset switch, then wait 10 seconds.
4|2 2. Did the error condition return?

NO - Resume normal operation.
YES - a, Push the Test switch to obtain a

printout (save this for the service
representative).

b. Fill out an Operator’s Trouble

Report,
c. Call the 3287 service representative.

fs a form jammed in the printer? 1. Press the Hold Print switch.
413 2. Remove the jammed form and install a new form.

(Refer to Chapter 4 of /BM 3287 Printer Models
7 and 2 Operator’s Guide for details on install-
ing forms.)

3. Press the Reset switch.
4. Press the Enable Print switch.

(continued)

. Does the [4] 3 | error return?
NO - Resume normal operation.
YES - a. Push the Test switch to obtain a

printout (save this for the service
representative).

b. Fill out an Operator’s Trouble

Report.
c. Call the 3287 service representative.



Number Displayed Check the following: Then do this -

(continued) Is the platen loose (not installed correctly)?
or

1. Press the Hold Print switch.
2. Reinstall as described in Chapter 5 of /BM 3287

(continued)

4/3 Is the paper handling device loose (not Printer Models 1 and 2 Operator’s Guide.
installed correctly)? 3. Press the Reset switch.

Paper 4. Press the Enable Print switch.
Handling 5. Does the error return?
Device NO - Resume normal operation.

YES - a. Push the Test switch to obtain a
printout (save this for the service
representative).

b. Fill out an Operator’s Trouble

Platen Report.
(black rubber roll) c. Call the 3287 service representative.

None of the preceding conditions are Do the following:
present. 1. Push the Test switch to obtain a printout (save

this for the service representative).
2. Fill out an Operator’s Trouble Report.
3. Call the 3287 service representative.

No checking required. 1. Push the Reset switch, then try to resume
4/4 normal operation.2. Did the [ala] j , or error
4|5 condition return?

NO Continue normal operation.
4/16 YES - a. Push the Test switch to obtain a

printout (save this for the service
representative).

b. Fill out an Operator’s Trouble
Report.

c. Call the 3287 service representative.

Is the ribbon or form jammed? 1. Press the Hold Print switch.
4|7 2. Remove the jam. (If necessary, replace the

ribbon or form; refer to Chapter 4 of /BM 3287
Printer Models 1 and 2 Operator’s Guide for
details.)

. Press the Reset switch.
4. Does | 4 | 7 |return?

NO Continue normal operation.
YES - a. Push the Test switch to obtain a

printout (save this for the service
representative.)

b. Fill out an Operator’s Trouble
Report.

c. Call the 3287 service representative.

w

Are both the platen and paper deflector

installed securely in the printer?

Deflector
Platen

iN

If they are not, insert them so that both ends are
engaged and seated firmly, as shown.

Platen Groove

_, Leet
pene ee oe if

2
, »

hy

(position accurately)
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Number Displayed Check the following: Then do this -

(continued)

[447

Physically take hold of the print head and

move it back and forth across the printer.

Does the ribbon advance when you move

the print head back and ferth across the

printer?

If the ribbon fails to advance, do the following:

a.

b.

Fill out an Operator’s Trouble Report.

Call the 3287 service representative.

None of the preceding conditions are

present.

1. Push the Reset switch, then try to resume

normal operation.

. If you still have a problem:

a. Push the Test switch to obtain a printout

(save this for the service representative).
b. Fill out an Operator's Trouble Report.
c, Call the 3287 service representative.

is requesting that you press either the

PA1 or PA2 switch.)

No checking required. 1. Push the Reset switch,
510 2. Did the [5]0],{5]1]. or [5] 2 error

condition return?
5/1 NO - Resume normal operation.

YES - a. Push the Test switch to obtain a
5/2 printout (save this for the service

representative).

b. Fill out an Operator's Trouble

Report,

c. Call the 3287 service representative.

No checking required. No action required.
519 ( indicates that you pressed the ( disappears before your printer starts print-

Cancel Print switch to cancel the message ing the next message sent from the control unit.)
currently being printed.)

No checking required. No action required,
611 ( [6 [1 Jindicates that you pressed the ( disappears when the program at the

PA1 switch.) control unit has started.)

No checking required. No action required.

6/2 ( indicates that you pressed the ( disappears when the program at the con-
PA2 switch.) trol unit has started.)

No checking required. 1. Press the Hold Print switch.
613 ( indicates that the control unit 2. Press the PA1 or PA2 switch (which switch you

press depends upon the instructions from yeur

programming department).
3. Press the Enable Print switch.

( disappears automatically.)

10



Number Displayed Check the following: Then do this -

No checking required. Press the Enable Print switch.

XX represents any

other number that
might be
displayed.

617 ( indicates that you pressed the ( disappears)
Buffer Reprint switch.)

No checking required. 1. Push the Test switch to obtain a printout
XX (save this for the service representative).

2. Did you get a printout and did the Test light
go off?
YES - Try to resume normal operation. If

the same error condition occurs, fill out
an Operator’s Trouble Report and call
the 3287 service representative.

NO - a. Fill out an Operator's Trouble
Report.

b. Call the 3287 service representative.

IBM 3287 Printer Problem Determination Guide 11
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Switch Problems

T he printer operation switches on the 3287 Stage 1 (Figure 3) are of the momentary dual pushbutton type. The Stage 2

(Figure 4) Printer Operation switches are of the momentary single pushbutton type. However, the functions of the switches
are exactly the same. Therefore to illustrate and explain the use of the switches, the 3287 Stage 2 panel is used as an

example,

Notes:

1. The Stage 1 Power ON/OFF switch is a two position toggle switch. The Stage 2 Power ON/OFF switch is a rocker CB (circuit
breaker) type. The function of both switches is the same.

2. The Selector Switches and Power ON/OFF switch is located on the front panel of both the Stage 1 and Stage 2 Printers.

Alternate Reset Set Set Hundreds Tens Units
Alternate Function Parameter

Hold Change Change Change Form
Print LPI Space Case Feed

Hl
Set Buffer Cancel
Alternate PA1 PA2 Reprint Index Print

Primary

Enable
Print

Figure 3. Switches, Stage 1 Printers

”n
ul
<
O
=
=
7)

Reset Set Set Hundreds = Tens Units
Alternate Alternate Function Parameter

Primary Hold Change Change Change Form Setup Reset Test

LCJiLJg CJ bod BS td
Enable Set Buffer Cancel
Print Alternate PAI PA2 Reprint Index Print

Figure 4. Switches, Stage 2 Printers
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How to use this section

Find the name of the From this section, read the description of what should take place when the switch is
switch in this column. pushed. If this does not take place, (1) fill out an Operator’s Trouble Report form,

and (2) call the 3287 service representative.

V V7
Switch What should take place -

Hold Hold Print

Print e Ready light goes off (if your printer is operating in SCS mode, the Ready light blinks at this
time).
Hold Print light comes on.

Printing stops

Print head moves to the left side of the printer.
The following switches become active (depending upon the features installed on your printer):

Change LPI/Set Alternate, Change Space/PA1, Change Case/PA2, Form Feed/Buffer Reprint,

Setup/Index, and Cancel Print
Note: The Hold Print switch should always be pressed before turning power off.

Enable Enable Print
Print e@ Ready light comes on.

e Hold Print light goes off.

@ Printing is resumed.
e@ The switches that became operative in the Hold Print condition become inoperative.

Change Change LPI

LPI (Operational only after the Hold Print switch has been pressed and the Hold Print light comes on
and remains on continuously.)

e@ Pressing Change LP! once causes the 8 LPI light to come on.
e@ Eight lines of information per inch are printed. (If the Double Space light is also on at this time,

only four lines per inch are printed.)

e Pressing Change LPI a second time causes the 8 LPI light to go off.

e With the 8 LPI light off, six lines of information per inch are printed. (If the Double Space light
is on at this time, only three lines per inch are printed.)

Note: /f your printer is operating in SCS made (indicated by the Ready light blinking while the 3287 is in the

hold print condition, the LP/ setting is controlled by the System Controlling Unit; the change LPI switch has no

effect at this time.

Set Set Alternate

Alternate (Operational only after the Hold Print switch has been pressed and the Hold Print light comes on),
e This puts the switches on your printer into alternate operation (the Hold Print light blinks on and

off at this time). You can use the switches (in the unshaded area of the following illustration) to

specify how many print positions you want your printer to print on a print line. (For more

details, refer to ‘Setting the Maximum Print Position’, in Chapter 3 of the 3287 Printer Models 1
and 2 Operator’s Guide.

esetR t Set Hundreds Tens Units
Alternate Alternate Function Parameter

Hold Change Change Chany FormPrint LPI Space Case wd Feed iad

14



Switch What should take place -

Change
Space

Change Space

(Operational only after the Hold Print switch has been pressed and the Hold Print light comes on
and remains on continuously.)

e@ Pressing the Change Space switch once causes the Double Space light to come on.
e@ A double space occurs between lines of print.

00000 00000 00000

double spacing

Senne fhe Bane (Double Space light is on)

900000 00000 00000

Note: If the 3287 Printer is operating in SCS mode, the Change Space switch is inoperative.

@ Pressing the Change Space switch a second time causes the Double Space light to go off.

e A single space occurs between lines of print.

00000 00000 00000 single spacing

00000 00000 00000 (Double Space light is off)
00000 00000 00000

PA1 PA1

This switch is operational only when a// of the following conditions are present:

1. Your printer has the SCS Support feature installed.
2. Your printer is in the hold print condition, indicated by the Hold Print light being on contin-

uously. (Press the Hold Print switch to put your printer in this condition.)
3. Your printer is operating in SCS mode (indicated by the Ready light blinking while the 3287 is

in the held print). OB is displayed if your printer is not in SCS mode at this time.
When you press the PA (Program Attention) 1 switch, the following takes place:

1. is displayed on the Status Indicator.
2. Your printer sends a signal to the System Controlling Unit to start a program (which has been

entered in the System Controlling Unit by your programming personnel). When the signal is
received by the System Controlling Unit, the [e]1] disappears from the Status Indicator.

Note: \f does not disappear, the System Controlling Unit never started a program. Check with your
programming personnel to see if the problem is with the System Controlling Unit or with your operation.

Change

Case

Change Case

(Operational only after the Hold Print switch has been pressed and the Hold Print light comes on
and remains on continuously).

Pressing Change Case once causes the Dual Case light to come on.

With the Dual Case light on, your printer should print in upper and lowercase characters.
Pressing Change Case a second time causes the Dual Case light to go off.
With the Dual Case light off, your printer should print only uppercase alphabetic characters (all
capital letters).

Note: /f your printer is operating in SCS mode (indicated by the Ready light blinking when the 3287 is in hold
print condition), the Case is controlled by the System Controlling Unit. /f your printer has ASCII, APL, or
Katakana character sets, this switch is not functional.

PA2

(continued)

PA2

This switch is operational only when a// of the following conditions are present:
1. Your printer has the SCS Support feature installed.
2. Your printer is in the hold print condition, indicated by the Hold Print light being on contin-

uously. (Press the Hold Print switch to put your printer in this condition.)

IBM 3287 Printer Problem Determination Guide 15
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Switch What should take place -

(continued)

PA2

3. Your printer is operating in SCS mode (indicated by the Ready light blinking while the 3287 is
in the hold print condition). is displayed if your printer is not in SCS mode at this time.

When you press the PA (Program Attention) 2 switch, the following takes place:
1. is displayed on the Status [ndicator.
2. Your printer sends a signal to the System Controlling Unit to start a program (which has been

written and put into the System Controlling Unit by your programming personnel}. When the

program has completed, the disappears from the Status Indicator.

Note: lf does not disappear, the System Controlling Unit never started a program. Check with your

programming personnel to see if the problem is with the System Controlling Unit or with your operation.

Form
Feed

Form Feed

This switch is operational only when both of the following conditions are present.

1. Your printer has either the Page Length Control feature or the SCS Support feature installed.
2, Your printer is in the hold print condition, indicated by the Hold Print light being on contin-

uously. (Press the Hold Print switch to put your printer in this condition.)

When you press the Form Feed switch, the printer advances the paper forms until the first
print line of the next page is reached.

Note: If your printer is operating in SCS made (indicated by the Ready light blinking when the 3287 is in the
hald print candition), the forms advance is convrolled by the System Controlling Unit.

Buffer
Reprint

Buffer Reprint

This switch is operational only when both of the following conditions are present:

|. Your printer has the 3274/3276 Attachment feature installed,
2. Your printer is in the hold print condition, indicated by the Hold Print light being on contin-

uously. {Press the Hold Print switch to put your printer in this condition.)

Note; Pressing the Buffer Reprint switch (under certain conditions) causes your printer to reprint the message

that was in progress, or is displayed at this time. For more details, refer to “Buffer Reprint,.in
Chapter 3 of the /8M 3287 Printer Models 1 and 2 Operator’s Guide.

Setup Setup

(Operational only after the Hold Print switch has been pressed and the Hold Print light comes on
and remains on continuously.)

@ An “H" is printed each time you press the switch. Continuous “Hs” are printed if you keep

the switch pressed, up to the maximum print position that you have set into the printer,

Index Index

(Operational only after the Hold Print switch has been pressed and the Hold Print light comes on
and remains on continuously.)

@ The paper advances upward one line (if you continue to hold the switch in the Index position,

the paper continues to advance upward).

Reset Reset

@ If the Check light is on, pressing this switch resets the error by:

1. Turning off the Check light
2. Resetting the Status Indicator



Switch What should take place -

Cancel Cancel Print

Print This switch is operational only when both of the following conditions are present:
1. Your printer has the SCS support feature installed and is printing SCS data.
2. Your printer is in the Hold Print condition, indicated by the Hold Print light being on contin-

uously. (Press the Hold Print switch to put your printer in this condition.)

9 | is displayed on the Status tndicator, and printing stops. The Bel disappears, and print-
ing is resumed when the control unit sencs another message.

If a press the Cancel print switch while the printer is printing a message from the control unit

If you press the Cancel Print switch when the printer is not printing SCS data, is displayed,
indicating an error.

Test Test

@ The 3287 built-in automatic test runs.
e@ The Test light comes on, together with other lights.

Power Switch (On)

e Power to the printer is turned on.

@ The 3287 runs built-in automatic test (indicated by the Test light coming on).
e@ The fan on the right rear side of the printer starts.

ta
(Off) x=

O
e@ Power to the printer is turned off. (No printing can take place.) -E

Note: Press the Hold Print Switch before turning power off. =
(Selector These switches are operational only if your 3287 Printer is equipped with the Page Length Control
Switches) or the SCS feature.

ar e This switch determines the maximum number of print lines on a page, up to 99. (For example,
6 | 6 | when it is set to 03, only three lines should be printed on a page.)

(For details, refer to ‘Setting the Page Length”, in Chapter 3 of the 3287 Printer Models
a A

1 and 2 Operator's Guide.)

Note 1; /f your printer is operating in SCS mode (indicated by the Ready light blinking while the 3287 is in hold
print condition}, the printer advances the paper, using the values specified by the System Controlling Unit. How-
ever, the Selector Switch (if pressed) value is read and stored for printing non-SCS data.

Note 2: The Selector Switches are present on the Stage 2 Printer only if the printer has the Page Length Control
feature.
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Printing Problems (Stage 1 and Stage 2 Printers)

Caution: When lifting the covers to check the ribbon, the printhead, etc., follow the instructions shown in Figure 5
(Stage 1 Printers) or Figure 6 (Stage 2 Printers).

1. If your printer has

the Variable Width
Forms Tractor

installed, remove

the forms tractor.

Z. Move the clear plastic canopy

forward, then hold it against the

top cover.

3. While holding the canopy,

lift the top cover up and

swing it toward the rear of

the 3287.

Figure 5. 3287 Printer (Stage 1)

Stage 2 Printers

1. If your printer has the Variable Width
Forms Tractor installed, remove it,

2. Move the Top Cover forward,
toward the front of the
printer.

3. To remove the Top Cover, lift

the cover up and remove the

cover by pulling it to the front
of the printer.

Figure 6. 3287 Printer (Stage 2)
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How to use this section
If you have this print

problem:

V7
Print Problem

2 Check the following.

\~
Check the following:

Then do this:

(Whenever you are requested to press the Test
switch, be sure the paper in the printer is at least

203.2 mm (8-inches) wide and 1.8 meter (6 feet)

long to provide enough space for the test printout.

\7
Then do this -

Printing is too light. Is the Print'Impression Dial set correctly?

DOL
E.

Print Impression Dial

Note: This dial is set to the lower numbers
for single-part forms and to the higher numbers

for multipart forms,

Press the Hold Print switch to stop the printer,
rotate the Print Impression Dial one number

towards ‘‘0”, then operate the printer (press
Enable Print). !f the printing is still too tight,
stop the printer and rotate the dial one more

number toward ‘0’, then operate the printer.
Repeat this until you get legible printing. If you
still cannot get legible printing, do the following:

1. Fill out an Operator’s Trouble Report.

2. Call the 3287 service representative.

Is the ribbon worn out? Replace the ribbon. (See Chapter 3 of /BM 3287
Printer Models 1 and 2 Operator’s Guide for the
procedure for replacing the ribbon.)

Is the ribbon advancing?

You can see if the ribbon is advancing by

stopping the printer by pressing the Hold

Print switch, then by physically taking
hold of the print head and moving it

back and forth across the platen.

Print Head

The ribbon should advance each time you
move the print head back and forth.

If it is not advancing, do the following:
1. Make sure that the Feed Roll Release knob is in

the vertical position, as shown.

Feed Roll
Release Knob

(Should be in
this position
after you
replace the
ribbon)Print Head

2. Make sure that the ribbon is installed and

threaded properly.

Ribbon

3. If you still have the problem (if the ribbon still
does not advance), do the following:

a. Fill out an Operator's Trouble Report.
b. Call the 3287 service representative.

If none of the preceding solves the

problem...

1. Fill out an Operator's Trouble Report.

2. Call the 3287 service representative.
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Print Problem Check the following: Then do this -

Printing is too

heavy or

smudged.

Is there a paper jam? If so, remove the paper jams.

Is the Print Impression Dial set correctly?

@ (

8
A a000
ade

Print Head

ano
n

J Pointer

Print Impression Dial

Note: This dial is set to the lower numbers
for single-part forms and to the higher numbers
for multipart forms.

Press the Hold Print switch to stop the printer,
rotate the Print Impression Dial one number
towards “’8’’, then operate the printer (press Enable
Print). If the printing is still too heavy, stop the
printer and rotate the dial one more number toward
“’8’’ then operate the printer. Repeat this until you
get legible printing. If you still cannot get legible
printing, do the following:
1. Fill out an Operator’s Trouble Report.
2. Call the 3287 service representative.

If none of the preceding solves the
problem....

1. Press the Test switch to obtain a printout (save
this for the service representative).

2. Fill out an Operator’s Trouble Report.
3. Call the 3287 service representative.

Print ribbon is
jamming.

(continued)

Is the Feed Roll Release knob in the
vertical position, as shown?

asa Fo

Dao. Feed Roll
6 Qa Release Knob

Q d (Should be in
d this position

JO000 q after you replace
the ribbon)

Print Head

If not, put the knob in the vertical position; then
try to operate the 3287.

Is the ribbon torn or are the edges of the
ribbon frayed?

If so, replace the ribbon; then try to operate the
3287. (See Chapter 3 of the {BM 3287 Printer
Models 1 and 2 Operator Guide for Procedures for
replacing the ribbon.)

Is the ribbon threaded properly, as shown? If not, thread the ribbon as shown; then try to
operate the 3287.
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Print Problem Check the following: Then do this -

(continued)

Print ribbon is
jamming.

Does the print ribbon advance smoothly?

You can check this by stopping the printer
by pressing the Hold Print switch, then by

physically taking hold of the print head
and moving it back and forth across the

platen.

The ribbon should advance smoothly each

time you move the print head back and

forth across the platen.

If the ribbon does not advance smoothly (or if it
does not advance at all), do the following:
1. Fill out an Operator’s Trouble Report.
2. Call the 3287 service representative.

If none of the preceding solves the
problem....

1. Fill out an Operator’s Trouble Report.
2. Call the 3287 service representative.

Prints without

paper

(Printing
continues after
the printer has

run out of

paper.)

Is the Form Release Lever in the forward
position?

If not, move it forward, then try to operate the

printer. If it is already in the forward position, do
the following:
1. Fill out an Operator’s Trouble Report.
2. Call the 3287 service representative.

Unusual charac-

ters are printed.

e Y, (Error Graphic symbol) is printed
within a message printout. Begin at

step 1.

@ X is printed in print position 1 of the line

following a message printout. Begin

at step 1.

@ —is printed within a message printout.

Begin at Step 2.

e@ Unwanted characters are printed
within a message printout. Begin
at Step 2.

1. Contact the control unit operator and request

the data be retransmitted.

2. Contact the System Programming Personnel for

assistance.
3. If there is no problem at the control unit, keep

the printout of the unusual characters for the
3287 service representative and do the following:
a. Press the Test switch to obtain a printout

(save this for the service representative).
b. Fill out an Operator’s Trouble Report.

c. Call the 3287 service representative.

Print head is stuck

(Print head does
not return to the

left side of the

printer.)

No checking required. . Turn power off immediately.

. Unplug the power cord.

. Fill out an Operator’s Trouble Report.

. Call the 3287 service representative.BW
N
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