






























































































































































































































































































































































the relocatable section in which they occur (if any). Symbols that are 
XDEF, XREF, REG, in named common, or multiply defined are flagged. If 
option CRE has been specified in the program, the cross-reference listing 
will identify the source lines on which the symbol was defined or 
referenced (definitions appear first, flagged with a"-"). 

An example of assembler output is provided in Appendi}: D. 

COLUMN 

1-4 

6 

8-15 

17-20 

21-24 

25-28 

30-37 

39-46 

48-67 

70-N 

TABLE 3-4. Standard Listing Format 

CONTENTS 

Source line number 

Section number 

Location counter value 

Operand word 

First extension word 

Second extension word 

Label field 

Operation field 

Operand field 

Comment field 

EXPLANATION 

4-digit decimal counter 

I-digit hex section number 
(blank indicates location counter 
is absolute) 

In hex 

In hex 

In hex 

In hex; any additional extension 
words appear on the next line 

3.6.3 ASSEMBLER RUNTIME ERRORS 

During runtime, the assembler may generate its own error messages. These 
are listed in Appendix A. 
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Any assembly instruction which may generate six or more bytes of code, and 
that is found to have an operand error, will generate six bytes of object 
code. The code for instruction, however, will be $4AFB, which is an 
illegal opcode, and the extension word(s) will be $4E71, which is a Nap. 
These six bytes allow more instructions to be patched in place, or a jump 
to be inserted to a patch area anywhere in the address space. 

Instructions which generate only two or four bytes will continue to 
generate a 2- or 4-byte length instruction, respectively, whenever an 
operand is in error. The instruction word, however, will be illegal and 
the extension will be a Nap. 

Undefined operations will generate six bytes of code with an illegal 
opcode and Nap extensions. 

3.7 MACRO OPERATIONS AND CONDITIONAL ASSEMBLY 

3.7.1 INTRODUCTION 

This chapter describes the macro (paragraph 3.5.2) and the conditional 
assembly (paragraph 3.5.3) capabilities of the assembler. These features 
can be used in any program. 

3.7.2 MACRO OPERATIONS 

Programming applications frequently involve the coding of a repeated 
pattern of instructions that within themselves contain variable entries 
at each iteration of the pattern, or basic coding patterns subject to 
conditional assembly at each occurrence. In either case, macros provide a 
shorthand notation for handling these patterns. Having determined the 
iterated pattern, the programmer can, within the macro, designate fields 
of any statement as variable. Thereafter, by invoking a macro, the 
programmer can use the entire pattern as many times as needed, 
substituting different parameters for the designated variable portions of 
the statements. 

Macro usage can be divided into two basic parts -- definition and 
expansion. 
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When the pattern is defined it is given a name. This name 
mnemonic by which the macro is subsequently invoked (called). 
a macro definition should not be the same as an existing 
mnemonic, or an assembler directive. 

becomes the 
The name of 
instruction 

Expansion occurs when the previously defined macro is called (invoked). 
The macro call causes source statements to be generated. The generated 
statements may contain substitutable arguments. The statements that may 
be generated by a macro call are relatively unrestricted as to type. They 
can be any processor instruction, almost any assembler directive, or any 
previously defined macro. Source statements generated by a macro call are 
subject to the same conditions and restrictions to which programmer 
generate statements are subject. 

To invoke a macro, the macro name must appear in the operation field as a 
source statement. Most arguments are placed in the operand field. By 
suitably selecting the arguments in relation to their use as indicated by 
the· macro definition, the programmer causes the assembler to produce 
in-line coding variations of the macro definition. 

The effect of a macro call is the same as an open subroutine in that it 
produces in-line code to perform a predefined function. The in-line code 
is inserted in the normal flow of the program so that the generated 
instructions are executed in-line with the rest of the program each time 
the macro is called. 

3.7.2.1 Macro Definition 

The definition ofa macro consists of three parts: 

a. The header: label MACRO 

The label of the MACRO statement is the "name" by which the macro 
is later invoked. This name must be a unique class 1 symbol. A 
macro name may not have a period (.) as any character other than 
the first. 

b. The body 

The body of a macro is a sequence of standard source statements. 
Macro parameters are defined by the appearance of argument 
designators within these source statements. Legal 
macro-generated statements include the set of 68000 assembly 
language instructions, assembler directives, structured syntax 
statements, and calls to other, previously defined macros. 
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However, macro definitions may not be nested. When macro text 
lines are saved for later expansion, all spaces in the source 
line are compressed. This space compression will be noticed only 
if the listing is unformatted, or if the macro text includes 
literal strings with multiple spaces (which would not expand 
correctly). Macro expansion lines which contain more than 80 
characters are truncated at 80 characters, which is the maximum 
length of an assembler input line. 

c. The terminator: ENDM 

3.7.2.2 Macro Invocation 

The form of a macro call is: [label] name[.qualifier] Lparameter list] 

Although a macro may be referenced by another macro prior to its 
definition in the source module, the macro must be defined before its 
first in-line expansion. The name of the called macro must appear in the 
operation field of the source statement; parameters may appear as a 
qualifier to the macro name and/or in the operand field of the source 
statement, separated by commas. 

The macro call produces in-line code at the location of the invocation, 
according to the macro definition and the parameters specified in the 
macro call. The source statements so generated are then assembled, 
subject to the same conditions and restrictions affecting any source 
statement. Nested macro calls are also expanded at this time. 

3.7.2.3 Macro Parameter Definition and Use 

Up to thirty-six different, substitutable arguments may appear in the 
source statements which constitute the body of a macro. These arguments 
are replaced by the corresponding parameters in a subsequent call to that 
macro. 

Arguments are designated by a backslash character (\), followed by a digit 
(0 through 9) or an upper case letter (A through Z). Argument designator 
\0 refers to the qualifier appended to the macro name; parameters in the 
operand field of the macro call refer to argument designations \1 through 
\9 and \A through \Z, in that order. 

---_. -----------------
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The parameter list (operand field) of a macro call may be extended onto 
additional lines if necessary. The line to be extended must end with a 
comma separating two parameters, and the subsequent extension line must 
begin with an ampersand (&) in column 1. The extension of the parameter 
list will begin with the first non-blank characters following the 
ampersand. No other source lines may occur within an extended parameter 
call, and no comment field may occur except after the last parameter on 
the last extension line. 

Argument substitution at the time of a macro call in handled as a literal 
(string) substitution. The string corresponding to a given parameter is 
substituted literally wherever that argument designator occurs in a 
source statement as the macro is expanded. Each statement generated in 
this expansion is assembled in-line. (Note that argument \0 begins with 
the first character following the period which separates the qualifier 
from the macro name, if a qualifier is present.) 

It is possible to specify a null argument in a macro call by an empty 
string (not a blank); it must still be separated from other parameters by 
a comma (except for \0). In the case of a null argument referenced as a 
size code, the default size code (W) is implied; when a null argument 
itself is passed as an argument in a nested macro call, a null argument is 
passed. All parameters have a default value of null at the time of a macro 
call. 

If an argument has mUltiple parts or contains commas or blanks, the entire 
argument must be enclosed within angle brackets « and ». Such arguments 
must still be separated from other arguments by commas. A bracketed 
argument with no intervening character «» will be treated as a null 
argument. Embedded brackets must occur in pairs. Parameter \0 may not be 
bracketed and, hence, may not contain blanks (although commas are legal). 
Note that a macro argument may not contain the characters "<" or ">" 
unless they occur as part of the argument bracketing. 

3.7.2.4 Labels Within Macros 

To avoid the problem of mUltiply defined labels resulting from multiple 
calls to a macro which employs labels in its source statements, the 
programmer may direct the assembler to generate unique labels on each call 
to a macro. 

Assembler-generated labels include a string of the form .nnn, where nn is 
a three-digit decimal number. The programmer may request an 
assembler-generated label by specifying \@ in a label field within a macro 
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body. Each successive label definition which specifies a \@ directive 
will generate successive values of .nnn, thereby creating unique labels on 
repeated macro calls. Note that \@ may be preceded or succeeded by 
additional characters for additional clarity and to prevent ambiguity 
(more than four preceding characters may introduce a problem with 
non-uniqueness of symbols). 

References to an assembler-generated label always refer to the label of 
the given form defined in the current level of macro expansion. Such a 
label is referenced as an operand by specifying the same character string 
as that which defines the label. 

3.7.2.5 The MEXIT Directive 

The MEXIT directive terminates the macro source statement generation 
during expansion. It may be used within a conditional assembly structure 
(see paragraph 3.5.3) to skip any remaining source lines up to the ENDM 
directive. All conditional assembly structures pending within the macro 
currently being expanded are also terminated by the MEXIT directive. 

Example: 

SAV2 MACRO 
MOVE.L 
MOVE.L 
IFEQ 
FAIL 
MEXIT 
ENDC 
MOVE.L 
ENmt 

3.7.2.6 NARG Symbol 

\l,SAVET 
\2,SAVET+4 
I \3 I , " 

1000 

\3,SAVET+8 

SAVE 1ST ARGUMENT 
SAVE 2ND ARGUMENT 
IS THERE A 3RD ARGUMENT? 
DID ASSEMBLER GO THRU HERE? 
NO, EXIT FROM MACRO 

SAVE 3RD ARGUMENT 

The symbol NARG is a special symbol when referenced within a macro 
. expansion. The value assigned to NARG is the index of the last argument 
passed to the macros in the parameter list (even if nulls.). NARG is 
undefined outside of macro expansion, and may be referenced as a Class 1 
or 2 user-defined symbol outside of a macro expansion. 
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3.7.2.7 Implementation of Macro Definition 

When the sequence of source statements: 

MAC 1 MACRO 
stmt1 
stmt2 

stmtn 
ENDM 

is encountered in a source program, the following actions are performed: 

a. The symbol table is checked for a Class 1 symbol entry of 'MAC1'. 
If such an entry is already present, a redefined symbol error 
(231) is generated; if no such entry exists, an entry is placed 
in the symbol table, identifying MAC1 as a macro. 

b. Starting with the line following the MACRO directive, each line 
of the macro body is saved in a character sequence identified 
with MAC1. In the example, stmtl through stmtn are saved in this 
manner. No object code is produced at this time. A check is 
made for missing parameter references in the macro text (e.g., 
parameter \1, \2, and \4 are referenced, but \3 is not). 

c. Normal processing resumes with the line following the ENDM 
directive. 

3.7.2.8 Implementation of Macro Expansion 

When the statement: 

MACl. qualifier param1.parm2, ... ,paramn 

is encountered in a source program calling the previously defined macro 
MAC1 (above), the following actions are performed: 
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a. Since the label field is blank, the string 'MACl' is recognized 
as the operation code of the instruction. The symbol table is 
consulted for a Class 1 symbol entry with this name. If no such 
entry exists, an undefined symbol error (238) is generated. In 
this case, the entry indicates that the symbol identifies a 
macro. 

b. The rest of the line is scanned for parameters which are saved as 
literals of null values, one such value in each of the thirty-six 
parameter fields. If the source line ends with a comma, the next 
line is checked for an extension of the parameter list. A 
cross-check is made with the macro definition for the number of 
parameters in the call. No object code is produced. 

c. Macro expansion consists of the retrieval of the source lines 
which comprise the macro body. Each line is retrieved in turn, 
with special character pairs replaced by parameter strings or 
assembler-generated label strings. 

If a backs lash character (\) is followed by either a digit (0 
through 9) or an uppercase letter (A through Z), the two 
characters are replaced by the literal string which corresponds 
to that parameter on the macro invocation lines(s). 

A character. sequence which includes "\@" is replaced by an 
assembler-generated label, as defined in paragraph 3.5.2.4. An 
assembler-generated label is uniquely identified by the 
characters preceding and/or appended to the "\@" sequence and 
the macro invocation in which the reference occurs. Such labels 
may appear anywhere in the source line and will always refer to 
the current macro expansion. 

NOTE: Space compression is automatically done within macros. 
For example, the instruction DC.B' 'becomes DC.B ' , 

d. When a line has been completely expanded, the line assembled as 
any other source input line. At this time, any errors in the 
syntax of the expanded assembly code are found. Expanded lines 
longer than 80 characters are truncated and an error code is 
generated. 

If a nested macro call is encountered, the nested macro expansion 
takes place recursively. There is no set limit to the depth of 
macro call nesting. 
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3.7.3 CONDITIONAL ASSEMBLY 

Conditional assembly allows the programmer 
source program that can cover many conditions. 
specified through the use of arguments in the 
definition of symbols via the SET and EQU 

to write a comprehensive 
Assembly conditions may be 

case of macros, and through 
directives. Variations of 

parameters can then cause assembly of only those parts necessary for the 
specified conditions. 

The I/O section of a program, for example, will vary, depending on whether 
the program is used in a disk environment or in a paper tape environment. 
Conditional assembly directives can include or exclude an I/O section, 
based on a flag set at the beginning of the assembly. 

3.7.3.1 Conditional Assembly Structure 

The conditional assembly structure consists of three parts: 

a. The header 

There are two conditional clauses recognized by the assembler. 
The first form compares the equality of two strings: 

IFxx '<string>' ,'<string2>' 

"xx" specifies either the string compare (C) condition or the 
string not compare eNC) condition, representing string equality 
and inequality, respectively. The result of the string 
comparison, along with the 'xx' condition, determines whether 
the body of the conditional structure will be assembled. Either 
string may contain embedded commas or spaces. An apostrophe that 
occurs within a string must be specified by double apostrophes. 

The second form of the conditional clause compares an expression 
against zero: 

IFxx expression 

"xx" specifies a conditional relation between the expression and 
the value zero. The result of this comparison at assembly time 
determines whether the body of the conditional structure will be 
assembled. Valid conditional relation codes include: 

EQ expression = 0 
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NE 
LT 
LE 
GT 
GE 

expression <> 
expression < 
expression <= 
expression > 
expression >= 

0 
0 
0 
0 
0 

Because of the nature of this comparison, the expression must be 
absolute. No forward references are allowed. 

b. The body 

The body of the conditional assembly structure consists of a 
sequence of standard source statements. There is no set limit to 
the depth of conditional assembly nesting; if such nesting 
occurs, a terminator must be specified for each structure. 

c. The terminator: ENDC 

When an IFxx directive is encountered, the specified condition is 
evaluated. If the condition is true, the statements constituting the body 
of the conditional assembly structure are each assembled in turn. If the 
relation is false, the entire conditional assembly structure is ignored; 
the ignored lines are not included in the assembly listing. By specifying 
the OPT NOCL option (paragraph 3.5.2.10), the header and terminator lines 
will be ignored for listing purposes. 

IFxx and ENDC directives may not be labeled. 

Testing for null parameters may be done via the string compare form of the 
conditional assembly. To assemble conditionally if parameter 1 is null, 
either of the following directives would be correct: 

IFxx ",' \ 1 ' 

or 

IFxx ' \ 1 ' , ' , 

To assemble conditionally if a parameter is present would use either of 
the IFNC formats analogous to the above two. 

A conditional assembly structure is also terminated by a MEXIT directive, 
as explained in paragraph 3.5.2.5. All conditional assembly structures 
which originate in a macro are terminated at the exit from that macro (if 
not before). Only conditional assembly structures which originated 
within a given macro may be terminated within that macro. These two rules 
are necessary for the consistent implementation of conditional assembly. 
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3.7.3.2 Example of Macro and Conditional Assembly Usage 

The following example illustrates most of the features of macros and 
conditional assembly structures. The assembly code is shown as it would 
appear without line numbers or object code. 

MACO 

MAC 1 

LAB\@ 

\@END 

MACRO 
MOVE. \0 
CLR.L 
ENDM 

MACRO 
MOVE. \0 
IF\3 
ADD. \0 
IF\3 
ADD. \0 
ENDC 
ENDC 
CLR.L 
MOVE. \0 
B\3 
BRA 
\5.\0 
IFLE 
MACO. \0 
ENDC 
ENDM 

OPT 
MAC1.L 
MOVE.L 
ADD.L 
ADD.L 

LAB.001 CLR.L 
MOVE.L 
BGT 
BRA 

.002END ADD.L 

\1 
\2 

t/\1,D\2 
\1 
#1,D\2 
\ 1-5 
#2,D\2 

D1 
D\2,(AO)+ 
\@END 
LAB\@ 
#1,D\2 
\1 

CONDITIONAL 

NESTED CONDITIONAL 
\4 
END NESTED CONDITIONAL 
END CONDITIONAL 

<D\2,(AO»,A\2 NESTED MACRO CALL 

MEX,NOCL 
7,3,GT,<TEST PASSES>,ADD 
#7,D3 
#1,D3 
#2,D3 TEST PASSES 
D1 
D3, (AO)+ 
.002END 
LAB.001 
#1,D3 
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LAB.003 

.004END 

MAC 1 
MOVE. 
CLR.L 
MOVE. 
BNE 
BRA 
SUB. 
MACO. 
MOVE. 
CLR.L 

O,6,NE,<ERROR HERE>,SUB 
IFO,D6 
Dl 
D6, (AO)+ 
.004END 
LAB.003 
#1,D6 
<D6,(AO).,A6 NESTED MACRO CALL 
D6, (AO) 
A6 

3.8 STRUCTURED CONTROL STATEMENTS 

3.8.1 INTRODUCTION 

An assembly language provides an instruction set for performing certain 
rudimentary operations. These operations, in turn, may be combined into 
control structures -- such as loops, (for, repeat, while) or conditional 
branches (if-then, if-then-else). The assembler, however, accepts 
formal, highlevel directives that specify these control structures, 
generating, in turn, the appropriate assembly language instructions for 
their efficient implementation. This use of structured control statement 
directives improves the readability of assembly language programs, 
without comprimising the desirable aspects of programming in an assembly 
language. 

3.8.2 KEYWORD SYMBOLS 

The following Class 1 symbols, used in the structured syntax, are reserved 
keywords (directives): 

ELSE 
ENDF 
ENDI 

ENDW 
FOR 
IF· 

REPEAT 
UNTIL 
WHILE 
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The following symbols are required in the structured syntax, but are 
nonreserved keywords: 

AND 
BY 
DO 

DOWNTO 
OR 
THEN 

TO 

Note that AND and OR are reserved instruction mnemonics, however. 

3.8.3 SYNTAX 

The formats for the IF, FOR, REPEAT, and WHILE statements are found in 
paragraphs 3.6.3.1 through 3.6.3.4. They are spaced to show the line 
separations required for Class 1 symbol usage (paragraph 3.6.5.1). 
Syntactic variables used in the formats area as follows: 

<expression> 

<stmtlist> 

<size> 

<extent> 

<opl> 

A simple or compound expression (paragraph 3.6.4). 

Zero or more assembler directive (Section 3.3) occurring 
within a structured control statement is examined once -
at assembly time. Thus, the presence of a directive within 
a FOR, REPEAT, or WHILE statement does not imply repeated 
occurrence of an assembler directive; nor does the 
presence of a directive within an IF-THEN-ELSE statement 
imply a conditional assembly structure (Section 3). 

The value B, W, or L, indicating a data size of byte, word, 
or long, respectively. With the keyword FOR, <size> is a 
single code applying to <opl>, <op2> , <op3>, and <op4>. 
With the keywords IF, UNTIL, and WHILE, <size> indicates 
the size of the operand comparison in the subsequent 
simple expression (see paragraph 3.6.4.2 for a compound 
expression) . 

The value S or L, indicating that the branch extent is 
short or long, respectively. This is appended to the 
keywords THEN, ELSE, and DO, to force the appropriate 
extent of the forward branch over the subsequent 
<stmtlist>. The default extent is determined by the 
option directive (OPT BRS or OPT BRL) currently in effect. 

A user-defined operand whose memory-register location will 
hold the FOR-counter. The effective address must be an 
alterable mode. 
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<op2> 

<op3> 

The initial value of the FOR-c.ounter. The effective 
address may be any mode. 

The terminating value for the FOR-counter. The effective 
address must be any mode. 

<op4> The step (increment/decrement) for the FOR-counter each 
through the loop. If not specified, it defaults to a value 
of #1. The effective address may be any mode. 

3.8.3.1 IF Statement 

SYNTAX: 

FUNCTION: 

NOTES: 

IF[.<size>] <expression> THEN[.<extent>] 
<stmtlist> 

END! 

or 

IF[ .<size>] <expression> THEN [ .<extent>] 
<stmtlist> 

ELSE [ . <extent>] 
<stmtlist> 

END! 

If <expression> is true, execute the <stmtlist> following 
THEN; if <expression> is false, execute the <stmtlist> 
following ELSE, if present, or advance to next 
in~truction. 

a. If an operand comparison <expression is specified, the 
condition codes are set and tested before execution of the 
<stmtlist> . 

b. In the case of nested IF-THEN-ELSE statements, each 
ELSE will refer to the closest IF-THEN. 

3.8.3.2 FOR Statement 

SYNTAX: FOR[.<size>] <opl> = <op2> TO <op3> 
DO [ . <extent>] 

<stmtlist> 
ENDF 

[BY <op4>] 
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FUNCTION: 

NOTES: 

or 

FOR[.<size>] <opl> = <op2> DOWNTO <op3> [BY <op3>] 
DO [ . <extent> ] 

<stmtlist> 
ENDF 

These counting loops utilize a user-defined operand, 
<opl> , for the loop counter. FOR-TO allows counting 
upward, while FOR-DOWNTO allows counting downward. In 
both loops, the user may specify the step size, <op4> , or 
elect the default step size of ]1. The FOR-To loop is not 
executed if <op2> is greater than <op3> upon entry. 
Similarly, the FOR-DOWNTO loop is not executed if <op2> is 
less than <op3>. 

a. The condition codes are set and tested before each 
execution of the <stmtlist>. This happens even if 
<stmtlist> is not executed. 

b. A step size of ]1 may not be meaningful if the counter, 
<opl>, is used to index through word or longword-sized 
data. 

c. Each immediate operand must be preceded by a "II" sign. 
For example, the following would loop ten times by steps of 
four. 

FOR COUNT = 114 TO #40 BY #4 DO ... 

d. The FOR structure generates a move, a compare and either 
an add or subtract. Therefore, if any of the four operands 
is an A register, <size> may not be B (byte). 

3.8.3.3 REPEAT Statement 

SYNTAX: REPEAT 

FUNCTION: 

NOTES: 

<stmtlist> 
UNTIL[.<size>] <expression> 

<stmtlist> is executed at least once, even if <expression> 
is true. 

a. The <stmtlist> is executed at least once, even if 
<expression> is true upon entry. 
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b. If an operand comparison <expression> is specified, the 
condition codes are set and tested following each 
execution of the <stmtlist>. 

3.8.3.4 WHILE Statement 

SYNTAX: 

FUNCTION: 

NOTES: 

WHILE[.<size>] <expression> DO[.<extent>] 
<stmtlist> 

ENDW 

The <expression> is tested before execution of the 
<stmtlist>. While the <expression> is true, the 
<stmtlist> is executed repeatedly. 

a. If the <expression> is false upon entry, <stmtlist> is 
not executed. 

b. If an operand comparison <expression> is specified, the 
condition codes are set and tested before each execution 
of the <stmtlist>. The condition codes are set and tested 
even if the <stmtlist> is not executed. 

3.8.4 SIMPLE AND COMPOUND EXPRESSIONS 

Expressions are an integral part of IF, REPEAT, and WHILE statements. An 
expression may be simple or compound. A compound expression consists of 
no more than two simple expressions joined by AND or OR. 

3.8.4.1 Simple Expressions 

Simple expressions are concerned with the bits of the Condition Code 
Register (CCR). These expressions are of two types. The first type 
merely tests conditions currently specified by the contents of the CCR. 
The second type sets up a comparison of two operands to set the condition 
codes, and afterwards tests the codes. 

CONDITION CODE EXPRESSIONS 

Fourteen tests (identical to those in the Bcc instruction) may be 
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performed, based on the CCR condition codes. The condition codes, in this 
case, are preset by either a user-generated instruction or a structured 
operand-comparison expression. Each test is expressed in the structured 
control statement by a mnemonic enclosed in angle brackets « », as 
follows: 

For example: 

IF 
CLR.L 

ENDI 

REPEAT 
SUB 

UNTIL 

<CC> 
<CS> 
<EQ> 
<GE> 
<GT> 
<HI> 
<LE> 
<LS> 
<LT> 
<MI> 
<NE> 
<PL> 
<VC> 
<VS> 

<EQ> 
D2 

THEN 

D4,D3 
<LT> 

OPERAND COMPARISON EXPRESSIONS 

Two operands may be compared in a simple expression with subsequent 
transfer of control based on that comparison. Such a comparison takes the 
form: 

<opl> <cc> <op2> 

where <cc> is a condition mnemonic enclosed in angle brackets (as 
described in paragraph 3.6.4.1.1), specifying the relation to be tested 
between <opl> and <op2>. When processed by the assembler, this expression 
translates to a compare instruction - for example: 

CMP <opl>,<op2> 
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followed by a branch instruction (Bcc) which tests the relation specified. 
<op1> is normally assigned to the first (leftmost) operand and <op2> to 
the second (rightmost) operand of the compare instruction. 

A size may be specified for the comparison by appending a data size code 
(B, W, or L) to the directive, with W being the default. The only 
restriction is that a byte size code (B) may not be used in conjunction 
with an address register direct operand. 

Compare instructions require certain effective addressing modes for their 
operands. These modes are listed in Table 3-5. However, if the operands, 
<op1> and <op2>, are not listed in an order that generated a legal compare 
instruction (Table 3-5), but that will generate a legal compare if the 
operand order is reversed, the assembler will reverse the operands when 
expanding the expression. To maintain the nature of the relation 
specified, the condition operator will also be adjusted, if necessary. 
For example, "D2 <GT> #5" would be adjusted by the assembler to the 
equivalent of "#5 <LT> D2"; likeWise, "A2 <EQ> (AS)" would be adjusted to 
the equivalent of "(AS) <EQ> A2". This processing allows the user 
flexibility of specifying the more meaningful operand order in the 
expression. 

TABLE 3-S. Effective Addressing Modes for Compare Instructions 

.------------------r------------------------------------------------------I 
EFFECTIVE ADDRESSING MODES FOR: , , 

------~~~=-------------~S=E=C~ON=D~O~P=ER~A~N=D~----' 
COMPARE 

INSTRUCTIONS FIRST OPERAND 
, 
, 

CMP (All) Data register direct , 
, 

CMPA (All) Address register direct' , 
CMP! Immediate (Data alterable) , , 
CMPM Postincrement register Post increment register , 

indirect indirect I 
I 
I 
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If the operands, either as stated or reversed, do not yield a legal 
compare instruction, an error will result. For example, the statement 

IF (AI) <NE> (A2) THEN 

would result in an "ERROR 213" message - illegal address mode - during 
expansion. To avoid this error, a MOVE would be required to effect a 
legal operand, such as: 

MOVE (A2),D2 
IF (AI) <NE> D2 THEN 

Examples: 

WHILE.B 
MOVE.B 

ENDW 

IF 
BRS 

ELSE 
MULS 

ENDI 

(A3) <NE> D2 DO 
(A5)+,D2 

D7 <LT> #10 THEN 
SUBRI 

#2,D7 

3.8.4.2 Compound Expressions 

THIS EXPRESSION IS LEGAL AS STATED. 

THIS EXPRESSION WILL BE REVERSED. 

A compound expression consists of two simple expressions (paragraph 
3.6.4.1) joined by a logical operator. The Boolean value of the compound 
expression is determined by the Boolean values of the simple expressions 
and the nature of the logical operator (AND or OR). 

The two simple expressions are evaluated in the order in which they are 
given. However, if an AND separates the expressions and the first 
expression is false, the second expression will not be evaluated. 
Likewise, if an OR separates the first expression is true, the second 
expression will not be evaluated: In these cases, the compound expression 
is either false or true, respectively, and the condition codes reflect the 
result of only the first simple expression. 

A size may be specified for each operand comparison expression. The size 
of the comparison for the first expression may be appended to the 
directive, while the size of the comparison for the second expression may 
be appended to the keyword AND or OR. For example, in the statement 

IF. L D3 <GT> (AO) OR. B # 'Q' <EQ> BUFFER 1 
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the first comparison is a longword comparison, and the second is a byte 
comparison. 

3.8.5 SOURCE LINE FORMATTING 

3.8.5.1 Class 1 Symbol Usage 

Class 1 symbols, as described in paragraph 3.6.2, are the assembler 
directives (including macro names), instructions mnemonics and the 
structured control directives. Only one of these is recognized on each 
source line. Thus, each directive (reserved keyword) of a structured 
control statement and each executable instruction generated by the 
programmer must be written on a separate source line. The following 
source line, for example, is in error: 

REPEAT MOVE - (AS) ,02 UNTIL <EQ> 

because the MOVE and UNTIL symbols and their operands are not recognized, 
but are treated as part of the comment field of the REPEAT directive. 
Likewise, the following lines are in error: 

IF <VS> THEN JSR OVERFLOW 
ELSE JMP (A3) ENOl 

because the JSR, JMP, and ENOl symbols and their operands are not 
recognized. The correct format for these lines would be as follows: 

and 

REPEAT 
MOVE 

UNTIL 

IF 
JSR 

ELSE 
JMP 

ENOl 

-(AS) ,02 
<EQ> 

<VS> THEN 
OVERFLOW 

(A3) 

3.8.6 LIMITED FREE-FORMATTING 

to improve readability, limited free-formatting allows the operand field 
of the IF, UNTIL, WHILE,and FOR directives to be extended onto additional 
consecutive lines. 
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For example: 

IF #lS <LT> D7 
AND 

(A3) <NE> D3 THEN 

UNTIL (A7)+ <EQ> D2 OR 
<VS> 

FOR D1 = #1 to #S 
BY #1 DO 

3.8.6.1 Nesting of Structured Statements 

Structured statements may be nested as desired to create multi-level 
control structures. An example of such nesting is the following: 

IF <EQ> THEN 
REPEAT 

MOVE DO,(AS)+ 
ADDQ f/4,DO 
MOVE.L A4,(A4)+ 

UNTIL.L AS <LE> A4 
ELSE.L 

FOR D2 = #10 TO #20 BY #2 DO 
WHILE D4 <LT> D2 AND D4 <LT> #100 DO 

MOVE.L 10(A3,D4.W),(AS)+ 
ADDQ #2,D4 

ENDW 
ENDF 

ENDI 

3.8.6.2 Assembly Listing Format 

By default (FORMAT directive), the assembly listings are formatted 
according to Table 3-4. In addition, the operation and operand fields of 
source lines in structures syntax are indented two columns for each nested 
level of operation. This automatic formatting may be turned off by using 
the NOFORHAT directive. 

The assembly language code generated for the structured syntax is included 
in the listing when the S option is specified in the ASM command line. 
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3.8.7 EFFECTS ON THE USER'S ENVIRONMENT 

If the S option is specified in the ASM command line (paragraph 3.4.1), 
the generated code of the structured control expansions is listed. There 
may be three items found in this code that will affect the user I s 
environment: 

a. During assembly, local labels beginning with "z L" are 
generated. These labels use the same increment counter (.nnn) as 
local labels in macros (see paragraph 3.5.2.4). They are stored 
in the symbol table and should not be duplicated in user-defined 
labels. 

b. In the FOR loop, <opl> is a user-defined symbol. When exiting 
the loop, the memory/register assigned to this symbol contains 
the value which caused the exit from the loop. 

c. Compare instructions (see Table 3-5) are generated by the 
assembler whenever two operands are tested relationally in a 
structured statement. During runtime, however, these 
assembler-generated instructions set the condition codes of the 
CCR (in the case of a loop, the condition codes are set 
repeatedly). Any user-written code, therefore, either within or 
following a structured statement, that references the CCR should 
be attentive to the effect of these instructions. 

3.9 GENERATING POSITION INDEPENDENT CODE 

3.9.1 FORCING POSITION INDEPENDENCE 

When creating a relocatable program module, it is often desirable to 
ensure that all references to operands in relocatable sections are 
position independent effective addressed i.e., that no absolute 
addresses occur as effective addresses for such references. To avoid 
absolute effective address formats, it is necessary to ensure that all 
memory operand references are resolved by the assembler (or by the linkage 
editor at the assembler I s direction) into one of the program counter 
relative or address register indirect addressing' modes. Avoiding ORG 
directives is not sufficient to ensure position independence, since it is 
possible for the assembler to produce absolute effective address formats 
even when no absolute symbols have been defined. 
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For example, if an instruction references a symbol that is not yet 
defined, or is defined either in another section or as an XREF in an 
unspecified section, the default action of the assembler is to direct the 
linkage editor to resolve the reference by supplying the absolute address 
of the symbol. By specifying OPT PCS, all references known to be in a 
relocatable section will be resolved as a Program Counter (PC) relative 
address. However, this does not solve the problem of forward references, 
which would still default to absolute format. To override an absolute 
address mode when resolving the effective address format of an operand, 
the following formats may be used to force program counter relative 
addressing: 

a. Forcing program counter with displacement 

An operand of the form: LABEL(PC) 

will be resolved as a PC with displacement effective address, 
either by the assembler or by linkage editor (at the assembler's 
direction). If LABEL cannot be resolved into a l6-bit 
displacement from the program counter, an error will be 
generated. 

b. Forcing PC with index plus displacement 

An operand of the form: LABEL(PC,Rn) 

will be resolved as a PC with index plus displacement effective 
address by the assembler. Since the displacement in this mode is 
8 bits, the reference must be resolvable by the assembler. If 
LABEL cannot be resolved by the assembler into an 8-bit 
displacement from the program counter, an error will be 
generated. 

3.9.2 BASE-DISPLACEMENT ADDRESSING 

Although PC relative addresses have the advantage of position 
independence, such address formats are often not the most meaningful to 
the programmer when debugging an assembled module. There are many times 
when a programmer would prefer to see an address relative to a specified 
base - i.e., in a base-displacement format. This is especially true when 
addressing tables, arrays, and other data structures. Base-displacement 
references to a given location are "base relative" and, therefore, fixed 
with respect to a given base address; PC relative references to that same 
location are different in each instruction. 
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Base-displacement addressing must be handled explicitly by the 
programmer. For example, if the following data area is declared: 

TEMP 
CONST 
ARRAY 1 
ARRAY2 
RESULT 

DS 
DC 
DS.L 
DS.L 
DS.L 

$40 
$10 
$10 
$10 
$10 

the programmer may choose to load A6 with the address of TEMP and make 
references to the other data locations as displacements from this base 
address. For example, to move the first element of ARRAY1 to D1, the 
programmer may specify: 

HOVE.L ARRAY1-TEMP(A6),D1 

Indexing with the low order contents of DO may be added (as the array 
index) : 

HOVE.L ARRAY1-TEMP(A6,DO),D1 

3.9.3 BASE-DISPLACEMENT IN CONJUNCTION WITH FORCED 
POSITION INDEPENDENCE 

Complete code position independence can be achieved by using 
base-displacement addressing in conjunction with the PCS option and the 
forced PC relative addressing scheme outlined in Paragraph 3.7.1. 
Although these techniques can be used to avoid all undesired absolute 
address formats, there are significant limitations of PC relative 
addressing in a position independent program, as noted below: 

a. PC with displacement 

Pc with displacement effective addresses are only restricted by 
the 16-bit displacement field. A displacement greater than 32K 
bytes from the current PC cannot be resolved in this format. 

b. PC with index plus displacement 

The displacement field here is restricted to 8 bits, limiting the 
range of this format to a 128-byte diplacement from the current 
PC. This 8-bit displacement is not relocatable. Therefore, only 
symbols with a known displacement from the program counter may be 
resolved in a PC with index plus displacement format. 

Computer System Hacro Assembler 3-68 



c. Operands in the alterable addressing category 

Neither PC relative mode is allowed as an alterable operand. 
This is a significant limitation in instructions which require 
an alterable operand, such as the destination operand in a MOVE 
instruction. 

By appropriate use of base registers, these limitations can be overcome. 
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4.0 LINKER AND LIBRARY UTILITIES 

4.1 INTRODUCTION 

The Linker (ALINK) and Library (LIBRARY) utilities are a pair of 
complementary programs that aid in the process of generating executable 
programs under the Computer System operating system. 

The Linker links or binds relocatable object-code modules, and optional 
modules from libraries, to form a program that is executable. 

The Library utility builds a library by combining one or more relocatable 
object-code modules. Such a library may contain frequently used 
procedures (such as the mathematical functions of FORTRAN) which can be 
used in subsequent link processes. 

4.1.1 BUILDING AN EXECUTABLE PROGRAM 

To get from the source file of a program to an executable object code 
file, the user must proceed as follows: 

1. The source file is compiled or assembled without errors. The result 
of compiling or assembling is a relocatable object-code file of type 
'.OBJ' . 

2. The relocatable obj ect-code is linked, and may include run-time 
support libraries. The result is an executable code file of type 
.BIN. 

3. The program can then be run (executed) on the Computer System simply 
by typing its filename. 

The following sections in this manual describe the Linker and Librarian 
object-code management system. 
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4.2 LINKER 

The Linker is a utility which accepts files of relocatable object-code 
generated by the compilers and assembler) plus library files generated by 
the Library utility) and links or binds those into a form suitable for 
execution. 

As well as binding together relocatable modules from various language 
processors) the Linker can search libraries of commonly used functions) 
(such as the PASCAL run time environment») and link only those modules 
that are referenced into the final loadable output file. 

In order to link relocatable modules into an executable object-code file) 
the Linker requires the following pieces of information: 

• The optional name of the listing file where the Linker messages and 
memory map information is to be listed. If no listing file name is 
given) no memory map information is generated) and messages appear on 
the user's console. 

• The name of the object-code file on which to write the final linked 
output. 

• The name(s) of the file(s) from which the relocatable object-code is 
read. 

• A list of one or more libraries which are to be used to satisfy 
external references within the object-code file. 

When linking a mixture of Pascal or Fortran object modules and Assembler 
object modules, the main program must be in Pascal or Fortran. Note that 
the linker produces a jump to an external reference when this reference is 
defined in a different segment, so that the only communication between 
Assembler and high level language modules should be calls to entry points 
of routines. 

4.2.1 INVOKING ALINK 

The command line format for ALINK is: 

ALINK maininfile[) infile] [,+L=listfile] [)+L] [,+P=commandfile] [,+P] [) -PI 
[)+S=startadr] [)+M=memsizeJ [)+O=outfile] 
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Where: 

maininfile 

infile 

+L=listfile 

+L 

The name of an object code file to which control will pass 
when the finished program is executed. The default 
extension for this file is .DBJ. The default extension is 
used if the user does not supply an extension. If no main 
input file is provided, then ALINK will use <outfile.OBJ> 
by default. 

The name of an object code file to be linked. The default 
extension for this file is .DBJ. The default extension is 
used if the user does not supply an extension. Up to 50 
input files and options may be specified. 

Commands ALINK to place its listing file on file 
<listfile>. The default extension for this file is .MAP. 
The default extension is used if the user does not supply 
an extension. If no +L= or +L option is given, no listing 
output is generated. 

Commands ALINK 
<mainfile.LST>. 

to place its 
If no +L= or 

listing output is generated. 

listing 
+L option 

file on file 
is given, no 

+P=commandfile Commands ALINK to take further directives (options and 
input files) from <commandfile>. The default extension 
for this file is .CMD. The default extension is used if 
the user does not supply an extension. 

+P 

-p 

+S=startadr 

+M=memsize 

Commands ALINK to take further directives (options) from 
file <maininfile.CMD>, one to a line. 

Use no command file. 

Sets startadr as the address at which the linked output 
module will be loaded when it is executed. To specify 
startadr in hexadecimal, begin the number with a $. The 
default load address is $EOOO. If you specify an illegal 
number, the default value will be used. 

Makes memsize bytes of stack/heap available to the linked 
output module when it is executed. To specify memsize in 
hexadecimal, begin the number with a $. The default 
stack/heap size is 32767 bytes and the minimum stack/heap 
size is 4096 bytes. If you specify 0, all RAM available at 
run time will be used. If you specify an illegal number, 
the default value will be used. If a nonzero m~msize is 
given, and that amount of RAM is not available at run time, 
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outfile 

a message 'Not enough stack/heap space' will be printed at 
run time. 

The name of a file which will be output from ALINK. The 
default extension for this file is .BIN. The default 
extension is used if the user does not supply an extension. 
If no +0= option is used, the file <maininfile. BIN> is 
used. 

4.2.2 LINKER ERROR MESSAGES 

The Linker can display various error messages in the course of its 
operation. The error messages are self-explanatory. There are three 
grades of error messages, with different outcomes: 

Warnings 

Errors 

Fatal errors 

are correctable errors. The error can be corrected and the 
link proceeds. For example, misspelling a filename will 
result in a message to the effect that the file cannot be 
opened, at which point the filename can be retyped. 

are correctable in that the user can proceed with the link 
process, but the generated object-code file is not created 
properly. 

are those from which the Linker cannot correct or recover. 
In those cases the linker returns to the system, and a 
prompt appears on the command line. 

4.3 LIBRARY UTILITY 

The Library Program binds compiled or assembled relocatable object-code 
modules (.OBJ) into a collection called a library. The purpose of a 
library is to provide a repository for commonly used object modules that 
have to be present when linking (see the Linker description), such that 
the common modules end up bound together into the final executable code 
module. 

The library utility typically requires the following pieces of 
information from the user: 

• The name of the file which is to receive the listing (results and log) 
of the library process. 
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• 

• 

The name of the file which is to contain the generated library when 
the library generation process is complete. 

I 

The name(s) of file(s) (with the .obj) suffix, which contain the 
constituent parts of the library to be generated. 

4.3.1 INVOKING THE LIBRARY PROGRAM. 

The command line format for the library program is: 

LIBRARY outfile,infile[,infile] ... [,infile][,+L=listfile][,+L][+P=promptfile][,+P] 

where: 

outfile The name of the file that LIBRARY will use for its output. 
The default extension for this file is .DBJ. The default 
extension is used if the user does not supply an extension. 

infile The name of a file which will be input to LIBRARY. The 
default extension for this file is . DBJ. The default 
extension is used if the user does not supply an extension. 

+P=promptfile Commands LIBRARY to take further directives (input files 
or options) from file <promptfile>. The default extension 
for this file is .CMD. The default extension is used if 
the user does not supply an extension. 

+P 

+L=listfile 

+L 

Commands LIBRARY to take further directives (input files 
or options) from file <outfile.CMD>, one to a line. 

Commands LIBRARY to place its listing file on file 
<listfile>. The default extension for this file is .LST. 
The default extension is used if the user does not supply 
an extension. If no +L= or +L option is given, no listing 
output is generated. 

Commands LIBRARY to place its listing file on file 
<outfile.LST>. If no +L= or +L option is given, no listing 
output is generated. 

If the Librarian cannot find the specified input file it issues a message 
to the effect: 

The file 'wnatever.obj' can't be opened 
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4.4 OBJECT FILE FORMATS 

This chapter describes the layout of the object-code files that the Linker 
and Librarian can process. 

4.4.1 NOTATION USED TO DESCRIBE OBJECT FILE FORMATS 

The symbol": :=" is read as "defined to be". Where a whole list of objects 
appear to the right of a "pile" of " .. =" signs, it implies a choice of any 
of the objects. 

Objects enclosed in "angle brackets", "<" and ">" are syntactic objects 
which are defined in terms of other objects. 

An object followed by an asterisk sign, "~'r", can be repeated "zero to many 
times" (the list of objects can be empty). 

An object followed by a plus sign, "+", can be repeated "one to many 
times" (there must be at least one of that object). 

4.4.2 LINKER FILE LAYOUT 

This section is a description of the Linker File at the "top level". 

<Link File> ::= <Module File> 
.. = <Library> 
: := <Unit File> 
.. = <Execute File> 

<Module File> : : = <Module>~'~ EOF mark 

<Library File> ::= <Library Module Block>+ <Library Entry Block>+ 
<Mbdule>+ <Text Block>* EOF Mark 

<Unit File> .. = <Unit Block> <Module>+ <Text Block> EOF Mark 

<Execute File> .. = <Executable Block> <Module>*' 
::= <Quick Load Block> 

<Module> .. = <Module Name Block> <Other Block>+ <End Block> 

<Other Block> ::= Entry Block 
::= External Block 
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::= Start Block 
::= Code Block 
::= Relocation Block 
::= Common Relocation Block 
::= Common Definition Block 
::= Short External Block 
.. = Data Initialization Block 
.. = FORTRAN data area definition block 
.. = FORTRAN data area Initialization Block 
.. = FORTRAN Data Area Reference Block 
.. = Executable Data Area Initialization Block 
.. = FORTRAN Executable Data Area Reference Block 

4.4.3 BYTE-LEVEL DESCRIPTION OF LINKER BLOCKS 

All Linker and Librarian object-code blocks start with a single 
"identifier byte." This block identifier takes values from 80 (base 16) 
upwards. 
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4.4.3.1 #80 - Module Name Block 

byte --> a 

4 

12 

20 

24 

80 

size 

module name 

segment name 

csize 

comments 

80 size (3 bytes) 

module name 
(8 bytes) 

segment name 
(8 bytes) 

csize (4 bytes) 

comments (24 .. size-1 bytes) 

Hexadecimal 80 indicates a Module Name Block. 

Number of bytes in this block. 

Blank padded ASCII name of module. 

ASCII name of segment in which this module will 
reside. 

Number of bytes in the code block for this 
module. 

Arbitrary information - ignored by the Linker. 

4.4.3.2 #81 - End Block 

byte --> a 

4 

81 

size 

csize 

81 size (3 bytes) 

csize (4 bytes) 

Hexadecimal 81 indicates this is an End Block. 

Number of bytes in this block - it is always 
000008. 

Number of bytes in the code block for this 
module. 
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4.4.3.3 #82 - Entry Point Block 

byte --> 0 

4 
8 

12 

20 

24 

82 

size 

link name 

user name 

lac 

comments 

82 

I 
~--

size (3 bytes) 

link name 
(8 bytes) 

user name 
(8 bytes) 

lac (4 bytes) 

I comments (24 .. size-1 bytes) 
I 

Hexadecimal 82 indicates this is an Entry Point 
Block 

Number of bytes in this block. 

Blank padded ASCII Linker name of entry point. 

Blank Padded ASCII user name of entry point. 

Location of entry point relative to this 
module. 

Arbitrary information - ignored by the Linker. 
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4.4.3.4 #83 - External Reference Block 

byte --> 0 

4 
8 

12 

20 

24 

16+4~"'n 

83 

size 

link name 

user name 

ref 1 

ref 2 

ref n 

83 size (3 bytes) 

link name 
(8 bytes) 

user name 
(8 bytes) 

ref 1 (4 bytes) 

ref 2 (4 bytes) 

each reference consumes 4 bytes 

ref n (4 bytes) 

Hexadecimal 83 indicates this is an External 
Reference 

Number of bytes in this block. 

Blank padded ASCII Linker name of external 
reference. 

Blank padded ASCII user name of external 
reference. 

Location of first reference relative to this 
module. 

Location of second reference relative to this 
module. 

Other references. 

Location of last reference relative to this 
module. 
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\ 
; 

4.4.3.5 #84 - Starting Address Block 

byte --> 0 

4 

8 

12 

84 

size 

start 

gsize 

comments 

84 size (3 bytes) 

start (4 bytes) 

gsize (4 bytes) 

comments (12 .. size-1 bytes) 

Hexadecimal 84 indicates this is a Starting 
Address Block. 

Number of bytes in this block. 

Starting address relative to this module. 

Number of bytes in the global data area. 

Arbitrary information - ignored by the Linker. 

4.4.3.6 #85 - Code Block 

byte --> o 

4 

8 

85 

size 

addr 

object-code 

85 size (3 bytes) 

addr (4 bytes) 

object-code (8 .. size-l bytes) 

Hexadecimal 85 indicates this is a Code Block. 

Number of bytes in this block. 

Module-rel.ative address of first code byte. 

The object-code - always an even number of 
bytes. 
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4.4.3.7 #86 - 32-Bit Relocation 

byte --> o 86 size (3 bytes) 

4 addr 1 (4 bytes) 

12 addr 2 (4 bytes) 

16 each addr consumes 4 bytes 

12+4*n addr n (4 bytes) 

86 Hexadecimal 86 indicates this is a 32-bit 
Relocation Block. 

size Number of bytes in this block. 

addr 1 Location of first address to relocate. 

addr 2 Location of second address to relocate. 

Locations of other addresses to relocate. 

addr n Location of last address to relocate. 
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4.4.3.8 #87 - Common Block Reference 

byte --> 0 

4 

12 

16 

20 

87 

size 

common name 

ref 1 

ref 2 

ref n 

87 size (3 bytes) 

common name 
(8 bytes) 

ref 1 (4 bytes) 

ref 2 (4 bytes) 
I 
I 
I 
leach reference consumes 4 bytes 
I 
I 
I 
I 
I 

ref n (4 bytes) 

Hexadecimal 87 indicates this is a Common Block 
Reference. 

Number of bytes in this block. 

Blank padded ASCII common block name. 

Location of first reference relative to this 
module 

Location of second reference relative to this 
module. 

Other references relative to this module. 

Location of last reference relative to this 
module. 
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4.4.3.9 #88 - Common Block Definition 

byte --> 0 

4 

12 

16 

88 

size 

common name 

dsize 

comments 

88 size (3 bytes) 

common name 
(8 bytes) 

dsize (4 bytes) 

comments (16 .. size-1 bytes) 

Hexadecimal 88 indicates this is a Common 
Block Definition 

Number of bytes in this block. 

Blank padded ASCII common data area name. 

Number of bytes in this common data area. 

Arbitrary information - ignored by the Linker. 

4.4.3.10 #89 - Short External Reference Block 

byte--> 0 89 size (3 bytes) 

4 link name 
(8 bytes) 

12 user name 
(8 bytes) 

20 ref 1 (2 bytes) ref 2 (2 bytes) 

18+2,'rn ref n (2 bytes) 
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89 

size 

link name 

user name 

ref 1 

ref 2 

Hexadecimal 89 indicates this is a Short 
External Reference Block. 

Number of bytes in this block. 

Blank padded ASCII Linker name of external 
reference. 

Blank padded ASCII user name of external 
reference. 

Location of first reference relative to this 
module. 

Location of second reference relative to this 
module 

Location of other references relative to this 
module. 

ref n Location of last reference relative to this 
module. 

4.4.3.11 #8A - FORTRAN Data Area Definition Block 

byte --> o 8A size (3 bytes) 

4 data area name 
(8 bytes) 

12 dsize (4 bytes) 

8A Hexadecimal 8A indicates this is a FORTRAN Data 
Area Definition Block. 

size Number of bytes in this block. 

data area name Blank padded ASCII name of FORTRAN fixed data 
area. 

dsize Size of this data area. 
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4.4.3.12 #8B - FORTRAN Data Area Initialization Block 

byte --> o 8B size (3 bytes) 

4 data area name 
(8 bytes) 

12 daddr (4 bytes) 

16 data occupies bytes 16 .. size-1 
in the rest of the block 00 ~': 

8B Hexadecimal 8B indicates this is a FORTRAN Data 
Area Initialization Block. 

size Number of bytes in this block. 

data area name Blank padded ASCII name of FORTRAN fixed data 
area. 

daddr 

data 

00 ~': 

Starting address of this data. 

The initialization data. 

If the size of the data block is odd, there is 
one byte of 00 added to make the block an even 
number of bytes in size. 
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4.4.3.13 #8C - FORTRAN Data Reference Block 

I 
byte --> 0 I 8C size (3 bytes) 

I 
4 I 

I 
I 

12 I 
I 

16 I 
I 

leach 
I 

8+4~':n I 

data area name 
(8 bytes) 

ref 1 (4 bytes) 

ref 2 (4 bytes) 

reference consumes 4 bytes 

ref n (4 bytes) 

8C Hexadecimal 8C indicates this is a FORTRAN Data 
Area Reference Block. 

size Number of bytes in this block. 

data area name Blank padded ASCII name of FORTRAN fixed data 
area. 

ref 1 Location of first reference. 

ref 2 Location of second reference. 

Location of other references. 

ref n Location of last reference. 

Linker and Library Manager 4-17 



4.4.3.14 #90 - Library Module Block 

byte --> 0 

4 

12 

16 

20 

28 

32 

90 

size 

module name 

msize 

caddr 

taddr 

tsize 

module count 

module 1 

module 2 

module n 

90 size (3 bytes) 

module name 
(8 bytes) 

msize (4 bytes) 

caddr (4 bytes) 

. taddr (4 bytes) 

module count module 1 

module 2 

module n-1 module n 

Hexadecimal 90 indicates this is a Library 
Module Block. 

Number of bytes in this block. 

Name of this module. 

Number of bytes of code in this module. 

Disk address of module. 

If non-zero, is the disk address of the text 
block. If zero, there is no text block. 

Size of text block. 

Number of other modules that this module 
references. 

Number of the first module referenced. 

Number of the second module referenced. 

Numbers of other modules referenced. 

Number of the last module referenced. 
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4.4.3.15 #91 - Library Entry Block 

byte --> o 

4 

12 

14 

91 

size 

link name 

module 

address 

91 

module 

size (3 bytes) 

link name 
(8 bytes) 

I 

I .. 

address (4 bytes) 

Hexadecimal 91 indicates that this is a library entry 
block 

Number of bytes in this block 

Blank-padded ASCII linker name of this entry point 

Number of the module in which this entry appears 

Address within this module of this entry point 

4.4.3.16 #92 - Unit Block 

byte --> 0 

4 

12 

16 

20 

24 

92 

size 

92 size (3 bytes) 

unit name 
(8 bytes) 

caddr (4 bytes) 

taddr (4 bytes) 

tsize (4 bytes) 

gsize (4 bytes) 

Hexadecimal 92 indicates that this is a Unit 
Block. 

Number of bytes in this block - always 000lC. 
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unit name Name of this unit. 

caddr Disk address of module. 

taddr Disk address of text block. 

tsize Size of text block. 

gsize Number of bytes of globals in this unit. 

4.4.3.17 #93 - FORTRAN Executable Data Area Reference Block 

byte --> 

93 

size 

area number 

ref 1 

ref 2 

ref n 

I 

o I 
I 

4 I 
I 

6 I 
I 

10 I 
I 

93 size (3 bytes) 

area number 

ref 1 (4 bytes) 

ref 2 (4 bytes) 

I each reference consumes 4 bytes 
I 
I 
~----------------------~ 
I 
I 

ref n (4 bytes) 

Hexadecimal 93 indicates this is a FORTRAN 
Executable Data Area Reference Block. 

Number of bytes in this block. 

Data area number. 

Address of first reference. 

Address of second reference. 

Addresses of other references. 

Address of last reference. 
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4.4.3.18 #94 - FORTRAN Executable Data Area Initialization Block 

byte --> 0 

4 

6 

10 

94 

size 

94 size (3 bytes) 
I 

data area numberJ 
I 

daddr (4 bytes) 

initialization data 

I 
. J 00 

I 

Hexadecimal 94 indicates this is a FORTRAN 
Executable Data Area Initialization Block. 

Number of bytes in this block. 

data area numberNumber of the FORTRAN Data Area. 

daddr Starting address for this data. 

initialization data 

00 

The data to fill the block with. 

If the size of the initialization data is an odd 
number of bytes, a filler of 00 is appended to 
make it an even number of bytes. 
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4.4.3.19 Text Block 

I 
byte --> 0 1 Textual data ............ . 

1 

4 I ............................ . 
I 

The format of a text block is operating system dependent. The current 
version uses the UCSD text file format, excluding the two initial header 
blocks. 

A text block is always stored aligned on a disk block boundary. 

4.4.3.20 EOF Mark 

byte --> o 00 00 

An EOF (end of file) mark is indicated by a block containing two bytes of 
zero. 
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4.4.4 EXECUTABLE BLOCK DETAILS 

This section describes the layout of an executable block. It includes 
details of the jump table and segment tables. 

4.4.4.1 Layout of an Executable Block 

bytes --> 0 8F size (3 bytes) 

4 Jump Table Address (4 bytes) 

8 Jump Table Size (4 bytes) 

12 Data Size (4 bytes) 

16 Num 00 00 

20 00 00 00 00 

24 Size 1 (4 bytes) 

28 Size 2 (4 bytes) 

20+4*n Size n (4 bytes) 

24+4*n Jump Table ( ... size-1 bytes) 

8f Hexadecimal 8F indicates this is an Executable 
Block Definition. 

size Number of bytes in this block. 

jump table address 
Absolute load address of jump table. 

jump table size Number of bytes in the jump table. 

data size 

num 

Total number of bytes in global common data 
areas. 

Number of FORTRAN Data Areas. 
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00 00 00 00 00 00 

size 1 

size 2 

size n 

jump table 

six bytes of zero filler. 

Size of first FORTRAN Data Area. 

Size of second FORTRAN Data Area. 

Sizes of other FORTRAN Data Areas. 

Size of last FORTRAN Data Area. 

The jump table itself, including the executable 
code for the loader. 

If any FORTRAN Executable Data Area Initialization Blocks are present, 
they must immediately follow the executable block. 
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4.4.4.2 Format of the Jump Table 

I I 
A4 --> $$TOP I Number of Segments (2 bytes) I 

I I 
+2 I Main Segment Table (32 bytes) I 

I I 
+34 I Segment Table #2 (32 bytes) I 

I I 
I Segment Table tin (32 bytes) I 
I I 

2+n~':32 I Dummy Table #n+1 (4 bytes) I 
I I 
I $_START Descriptor (10 bytes) I 
I I 
I Segment fjl PII2 Descriptor I 
I I 
I Segment fjl P#n Descriptor I 
I I 
I Segment #2 P#l Descriptor I All segment 
I I descriptors 
I Segment #2 Piln Descriptor I are 10 bytes. 
I I 
I Segment #3 PtJ1 Descriptor I 
I I 
I I 
I I 
I Seg. #m P#n Descriptor (10 bytes) I 
I I 

-20 I Address pf REMOVE1 (4 bytes) I 
I -j 

-16 I Address of Buffer (4 bytes) I 
I I 

-12 I Address of Code File (4 bytes) I 
I I 

-8 I Active Segment List (4 bytes) I 
~ I 

-4 I Address of $$TOP (4 bytes) I 
I I 

$$LOADIT I Object-code necessary to I 
I load and execute a segment. I 
I I 
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4.4.4.3 Layout of a Segment Table 

A Segment Table consists of eight 32-bit values: 

byte --> 0 Address of first descriptor 

4 File Address of Segment 

8 Size of code in bytes 

12 Actual Address in Memory 

16 Scratch Return Address 

20 Segment Reference Count 

24 Active Segment-list link 

28 Reserved 

4.5 LOAD MODULE FILE FORMAT 

Binary files contain 1-byte markers that describe the record following it. 
The following are defined for the Computer System binary files created by 
the ALINK program or the SAVE command: 

16(hex) Transfer Address Marker. The next 4 bytes are the file's 
transfer address. 

03 Data Block Marker. The following 4 bytes are the address of 
this block, followed by 2 bytes containing the block length. 

02 Data Block Marker. The following 4 bytes are the address of 
this block, followed by 1 byte containing the block length. 
Note: This marker was used in creating binary files under the 
1.0 operating system. It is supported as read only under the 
1.1 operating system. 
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5.0 DEBUG 

5.1 INTRODUCTION 

Debug is a debugging utility designed to run in the multitasking 
environment of CS-OS. 

5.2 INITIAL SETUP 

The DEBUG program is shipped with your system in relocatable format under 
the name DEBUG. OBJ. It is necessary for you to determine a memory 
location for running DEBUG and then to locate DEBUG at that address as a 
binary file. 

To determine the desired location, start the system and issue SYSMAP, 
which will display addresses of the system. Pick a location that will be 
outside the program(s) you want to test and still have room for DEBUG 
(lCOO hex bytes long). Then execute ALINK to locate it at that location. 

You now will have a version of DEBUG called DEBUG. BIN which will operate 
in an unused part of memory in your machine. 

5.3 OPERATING DEBUG 

First LOAD the program to be debugged, then type DEBUG. 

To begin testing a program, the programmer sets breakpoints (optional) and 
uses the GO command to jump execution to the first statement of the 
program (usually the address at which the program was located). 

To terminate the debugging (after the program releases any resources it 
may have acquired), the programmer places a breakpoint where the program 
terminates itself. When this breakpoint is hit, the E command is used to 
leave the debugging process. If any channel other than the E command is 
used to return to the system, performance becomes unpredictable and 
hangups may occur. 
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Debugging Modular Software 

There is a fundamental problem in debugging a program consisting of 
modules that have been linked after being assembled independently. While 
the assembler listing for each module displays relocatable addresses 
relative to zero, the user must do some arithmetic to locate ari address or 
label within a module after it has been linked into a larger program. 
This procedure is not only inconvenient but time-consuming and vulnerable 
to error as well. 

Relocation Registers 

Debug contains a set of eight additional registers not found in the 
computer hardware. These are the eight relocation registers, implemented 
in software. The relocation registers are displayed, set and changed in 
the same manner as the address (A) and data CD) registers. 

Although in certain cases the relocation registers may be legally used in 
place of hex values, their primary purpose is to aid in converting the 
zero-based addresses of assembler listings to the absolUte run-time 
addresses needed to debug software. 

A relocation register, say RI, and the PC could be set to the base address 
of the program module to be tested. These addresses alone SUffice for the 
debugging of a single-module program. Any relative address in the module 
can be translated to an absolute address with the command 

<relative address> RI 

5.3.1 EXAMPLE OF SETTING UP DEBUG FOR A MULTIPLE-MODULE 
PROGRAM 

For purpose of this example consider a software package consisting of 
three modules: MODI, t10D2, and MOD3. Assume that this software does not 
work, so needs debugging. Use the linker (ALINK) to link together the 
MODI, MOD2 and MOD3. Note: In order to avoid confusion it is recommended 
that the user adopt a convention in naming debug modules. A suggestion is 
to name the linker output with the original module's name plus an appended 
letter (e.g. liD"). 

Save the LINK map, which in this example looks like the following: 
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MODI 
MOD2 
MOD3 

10EOO 
1124E 
118EC 

Bring up the debugger by typing 

DEBUG <parameters for program under test> 

To set Rl, R2, and R3 to MODI, MOD2, and MOD3 respectively, type 

Rl 10EOO 
R2 1124E 
R3 118Ee 

where the values have been obtained from the LINK map. 

In order to access a value in any module, simply type in the relative 
address found on the assembly listing and then the number of the 
relocation register (e.g., R2) containing the base address of the module. 
The address for debugging will then be computed for you. 

5.4 DEBUG COMMANDS -- SYNTAX AND DEFINITIONS 

The syntax notation used with DEBUG is: 

eM EXP 

eM is a command that directs the next action of DEBUG. Section 5.5 
contains a list of commands. 

EXP is a numeric expression which consists of numbers, relocation 
registers, and qualifiers. An EXP ultimately reduces to a single numeric 
value, or number. 

Numeric expressions (EXP) are of the following form: 

VAL 32 bit value 
VAL.B 8 bit value 
VAL.W 16 bit value 
VAL.L 32 bit value 

The optional two-character extension to the value (.B,.W,.L) is a length 
modifier which masks the value as indicated. 
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VAL is a value of the form: 

NUM 
RtF 
NUM RtF 
NUM+RtF 

number value 
relocation register value), 
number plus relocation register value 

" " " " " 

NUM is a number of the forms: 

hex 
$hex 
-hex 
-$hex 
&dec 
-&dec 

hex number (default) 
hex number 
negative hex number 
negative hex number 
decimal number 
negative decimal number 

5.4.1 EXPRESSION EXAMPLES 

The following table shows examples of typical expression usage, and the 
Hex and decimal values of the expression. (NOTE: assume R3 contains 20000 
hex. ) 

EXPRESSION HEX VALUE DECIMAL VALUE 

8EFC3 8EFC3 585667 
$8EFC3 8EFC3 585667 

&25R3.W 19 25 
$FFE2.L FFFFOOIE -65506 

-loB FF 255 
10+R3 20010 131088 

The HEX VALUE is unsigned 32 bit. The DECIMAL VALUE is signed 32 bit. 
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5.5 SUMMARY OF DEBUG COMMANDS 

Command 

A 
A: 

A# 
A#: exp 

A# exp 
BR 
BR exp 
BR -exp 
BR CLEAR 
D 
D: 
D# 
D#: 
D# exp 
DR 
DM exp 
DM exp exp 

G 
G exp 
OP exp 
PC 
P: 
PC exp 
SS 
SS: 
SS exp 
SR 
SR: 
SR exp 
R 
R: 

R# 
R#: 
R# exp 
T 
US 
US: 
US exp 

Description 

Displays contents of all address registers 
Displays and prompts for change of all address 
registers 
Displays contents of an address register 
Displays and prompts for change of an address 
register 
Sets an address register to hexexp 
Displays all breakpoints set 
Sets a breakpoint at address exp 
Removes a breakpoint at address exp 
Clears all breakpoints set 
Displays contents of all data registers 
Displays and prompts for change on all data registers 
Displays contents of a data register 
Displays and prompts for change of a data register 
Sets a data register to exp 
Displays all registers 
Displays memory at starting address. Returns to system 
Displays memory between two addresses. If second 
hexexp < first hexexp, then displays second-hexexp 
bytes starting at first hexexp. 
Begins execution at address contained in PC 
Begins execution at address exp 
Changes memory starting at exp 
Displays contents of PC 
Displays and prompts for change of PC 
Sets PC to exp 
Displays contents of system stack 
Displays and prompts for change in system stack 
Sets system stack to exp 
Displays contents of status register 
Displays and prompts for change in status register 
Sets status register to exp 
Displays contents of all relocation registers 
Displays and prompts for change of all relocation 
registers 
Displays a relocation register 
Displays and prompts for change of relocation register 
Sets relocation register to exp 
Traces single instruction execution 
Displays contents of user stack 
Displays and prompts for change of user stack 
Sets user stack to exp 
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5.6 REGISTER DISPLAY 

Register commands are used to display or change address, data, relocation 
registers, along with system stack, user stack, status, and program 
counter registers. 

5.6.1 REGISTER DISPLAY EXAMPLES 

Command Description 

DR 
PC=00010842 8R=2700 

Display all registers 
88=00010406 U8=0000CD8C 

DO=OOOOOOOO D1=OOOOOOOl D2=00000002 D3=OOOOOOOO 
D4=OOOOOOOO D5=OOOOOOOO D6=OOOOOOOO D7=OOOOOOOO 

AO=OOOOOOOO Al=OOOOOOOO A2=OOOOOOOO A3=OOOOOOOO 
A4=OOOOOOOO A5=OOOOOOOO A6=OOOOOOOO A7=OOOl0406 

RO=00040000 R1=00041B42 R2=OOOOOOOO R3=OOOOOOOO 
R4=OOOOOOOO R5=OOOOOOOO R6=OOOOOOOO R7=OOOOOOOO 

D6 
D6=OOOOOOOO 

D6 6 

D6 
D6=00000006 

D: 
DO=OOOOOOOO ? 
Dl=OOOOOOOl 
D2=00000002 
D3=00000003 ?3 
D4=00000004 
D5=00000005 ?5 
D6=00000006 ? 
D7=OOOOOOOO ?7 

Display register D6 

Change contents of D6 to 6 

Display D6 

Prompt for change of all data register's 
Don't change DO 
Don't change D1 
Don't change D200000066 
Change D3 to 3 
Change D4 to 4 
Change D5 to 5 
Don't change 
Change D7 to 7 
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D Display all data registers 
DO=OOOOOOOO D1=00000001 D2=00000002 D3=00000003 
D4=00000004 DS=OOOOOOOS D6=00000006 D7=00000007 

SS 
SS=00010406 

US 
US=0000CD8C 

US: 
US:0000CD8C?EOOO 

US 
US=OOOOEOOO 

SR 
SR=2700 

Display system stack 

Display user stack 

Change user stack 

Display user stack 

Display status register 

R Display relocation registers 
RO=00040000 R1=00041B42 R2=OOOOOOOO R3=00000000 
R4=00000000 R5=00000000 R6=OOOOOOOO R7=00000000 

PC R1 

PC 
PC=00041B42 

AO 
AO=OOOOOOOO 

AO 1000+R1 

AD 
AO=00042B42 

D2 
D2=00000002 

Set PC to relocation register 

Display PC 

Display address register ad 

Change AO 

Display AO 

Display D2 
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D2 -1 

D2 
D2=FFFFFFFF 

D2 -1 W 

D2 
D2=0000FFFF 

Change D2 to -1 Hex 

Display D2 

Change D2 to -1 hex, word length 

Display D2 

D Display data registers 
DO=OOOOOOOO Dl=OOOOOOOI D2=0000FFFF D3=000000Q3 
D4=00000004 D5=00000005 D6=00000000 D7=00010406 

A Display address registers 
AO=00042B42 Al=OOOOOOOO A2=00000000 A3=00000000 
A4=00000000 A5=00000000 A6=OOOOOOOO A7=00010406 

5.7 MEMORY DISPLAY 

The DM command displays memory bytes in both hexadecimal and ASCII. 

Format 

DM start 

DM start 

DM start 

end 

count 

Description 

Displays 16 bytes of memory beginning at start 
address. 

Displays memory bytes from start address to 
end address; end must be greater than or 
equal to start. 

Displays 'count' bytes beginning at start address; 
'count' must be less than start. 

NOTE: 'start', 'end', and 'count' are all numeric expressions. 

All displays are done in 16-byte units, with the number of bytes displayed 
rounded to the next highest mUltiple of 16. 

Pressing Ctrl-Break on the keyboard will terminate the display. 
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5.7.1 MEMORY DISPLAY EXAMPLES 

Command Description 

DM 10000 Display memory at 10000 Hex 
010000 4E F9 00 01 08 30 4A FC 4A FC 4A FC 4A FC 4A FC N .... OJ.J.J.J.J. 

mnoooo 10020 
010000 4E F9 00 01 
010010 4A FC 4A FC 
010020 4A FC 4A FC 

Display 10000 to 10020 Hex 
08 30 4A FC 4A FC 4A FC 4A FC 4A FC 
4A FC 4A FC 4A FC 4A FC 4A FC 4A FC 
4A FC 4A FC 4A FC 4A FC 4A FC 4A FC 

N .... OJ.J.J.J.J. 
J.J.J.J.J.J.J.J. 
J.J.J.J.J.J.J.J. 

DM 10000 20 
010000 4E F9 
010010 4A FC 
010020 4A FC 

Display 20 hex bytes starting at 10000 hex 
00 01 08 30 4A FC 4A FC 4A FC 4A FC 4A FCN .... OJ.J.J.J.J. 
4A FC 4A FC 4A FC 4A FC 4A FC 4A FC 4A FC J.J.J.J.J.J.J.J. 
4A FC 4A FC 4A FC 4A FC 4A FC 4A FC 4A FC J.J.J.J.J.J.J.J. 

5.8 MEMORY CHANGE 

The OP command can be used to display or change memory a byte at a time. 

Format Description 

OP exp Opens memory at address specified in expo 
Enters the open subcommand mode. 

5.8.1 OPEN SUBCOMMAND MODE 

In the open subcommand mode, the address contained in exp when the OP 
command was entered is displayed, as well as the value at that address. 
Then a prompt is issued for a response. A response consists of either a 
location control character or a numeric expression. 
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Format 

exp <loc ctrl char> 

Description 

Set the value of the address to [hexexp] if 
desired. Use the location control character 
to determine what location to process next. 

Location control characters: 

exp <CR> 

<CR> 

=<CR> 

<CR> 

. <CR> 

Set the value at the address to exp, then go 
to next address. <CR> is carriage return. 

Go to next address 

Stay at current address 

Go to previous address 

Without [hexexp], terminate subcommand mode 

5.8.2 MEMORY CHANGE EXAMPLES 

Command Description 

OP 1000 
010000 4E ? 
010001 F9 ? 
010002 00 ? 
010001 F9 ?&64 
010002 00 ? 
010001 40 ? 
010002 00 ? 
010002 01 ?= 
010003 01 ?= 
010003 01 ?= 
010003 01 ?= 
010003 01 ? 
010002 01 ? FE8A 
VALUE TOO BIG 
010004 08 ? FEBA.B 
010005 30 ? 
010004 8A ? 
010005 30 ? 

Begin memory change at 10000 hex 
Don't change, go to next address 
Don't change, go to next address 
Don't change, go to previous address 
Change location to 64 decimal go to next 
Don't change, go to previous address 
Notice change to 40 hex (64 dec)~ go to next 
Go to next 
Stay at same address 
This is useful for 

Polling an I/O to next address 
Location 

Go to next 
Change to FE8A Hex 
Can't enter a word into a byte 
Specify byte length 
Backup 
Verify lower byte of word 
Terminate the open subcommand mode 
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5.9 EXECUTION CONTROL 

Format Description 

BR Displays all breakpoints 

BR exp Sets breakpoint at exp 

BR -exp Removes a breakpoint from exp 

BR CLEAR Clears all breakpoints 

E Returns control to system 

G Begins execution at address in PC 

G exp Begins execution at exp 

T Traces the execution of one instruction. 

5.9.1 EXAMPLES OF EXECUTION CONTROL 

Command Description 

BR Display Breakpoints 
Breakpoint (s)= 

RO 10000 

BR RO 

BR 

Breakpoint(s): 010000 

G ORO 

PC=00010000 SR=2000 

None is set 

Examine relocation register 

Set breakpoint at RO 

Display breakpoints 

Begin program execution at 10000 hex 

Breakpoint hit 
SS=0000CD8C US=0000CD8C 

DO=OOOOOOOO D1=00000000 D2=00000000 D3=00000000 
D4=OOOOOOOO D5=00000000 D6=00000000 D7=00000000 

AO=OOOOOOOO A1=00000000 A2=00000000 A3=00000000 
A4=OOOOOOOO A5=OOOOOOOO A6=00000000 A7=0000CD8C 
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T 
PC=00010830 SR=2000 

Trace one instruction 
SS=0000CD8C US=0000CD8C 

DO=OOOOOOOO Dl=OOOOOOOO D2=00000000 D3=00000000 
D4=00000000 D5=00000000 D6=OOOOOOOO D7=00000000 

AO=OOOOOOOO A1=00000000 A2=00000000 A3=00000000 
A4=00000000 A5=00000000 A6=00000000 A7=0000CD8C 

BR -10000 Remove breakpoint at 10000 hex 

BR 
BREAKPOINT(S) : 

BR 83A 

BR 83ARO 

BR 84A+RO 

BR 
BREAKPOINT(S) : 

Display breakpoints 
None set 

Set breakpoint at 83A hex 

Set breakpoint at 1083A hex 

Set breakpoint at 1084A hex 

Display breakpoints 
00083A 01083A 01084A 

(83A+RO) 

BR -83A Remove breakpoint (83A hex was a mistake) 

BR 
BREAKPOINT(S): 

G 

PC=0001083A SR=2000 

Display breakpoints 
01083A 01084A 

Continue program execution at PC 

Breakpoint hit 
SS=0000CD86 US=0000CD8C 

DO=OOOOOOOO D1=00000000 D2=00000000 D3=00000000 
D4=00000000 D5=OOOOOOOO D6=OOOOOOOO D7=00000000 

AO=OOOOOOOO A1=OOOOOOOO A2=00000000 A3=00000000 
A4=OOOOOOOO A5=OOOOOOOO A6=00000000 A7=0000CD86 

T 
PC=0001083E SR2000 

Trace one instruction 
SS=00010406 US=0000CD8C 

DO=OOOOOOOO D1=00000000 D2=00000000 D3=00000000 
D4=00000000 D5=00000000 D6=00000000 D7=00000000 

AO=OOOOOOOO A1=00000000 A2=00000000 A3=00000000 
A4=00000000 A5=00000000 A6=00000000 A7=00010406 
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G 
PC=0001084A SR=2708 

Continue program execution at PC 
SS=00010406 US=OOOOCD8C 

DO=OOOOOOOO D1=OOOOOOOO D2=OOOOOOOO D3=OOOOOOOO 
D4=OOOOOOOO D5=OOOOOOOO D6=OOOOOOOO D7=OOOOOOOO 

AO=OOOOOOOO Al=OOOOOOOO A2=OOOOOOOO A3=OOOOOOOO 
A4=OOOOOOOO A5=OOOOOOOO A6=OOOOOOOO A7=OOOl0406 

BR 
BREAKPOINT(S): 

BR CL 

BR 
BREAKPOINT(S): 

E 

5.9.2 HARD COPY 

Display breakpoints 
Ol083A Ol084A 

Clear all breakpoints 

Display breakpoints 

Exit debug 

The following commands echo CS-Debug commands to the line printer, thus 
providing a convenient record of a debugging session. 

Format Description 

LPT ON Issues a form feed and begins to send 
a copy of debug session to line printer. 

LPT OFF Stops sending to line printer. 
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A.O APPENDIX: ERROR MESSAGES AND CODES 

A.l ERROR MESSAGES FROM OPERATING SYSTEM COMMANDS 

The following messages are those that occur most frequently. For a 
complete list of errors related to a command, see the command description 
in Chapter 1. 

General Messages 

COMMAND FORMAT ERROR 

UPPER CASE REQUIRED 

CHECK SPELLING OF COMMAND 
OR PROGRAM NAME 

Messages used by many commands. 

SYNTAX ERROR 

BAD PARAMETER 

Data entered 
processed as a 

cannot 
command. 

be 

Command must be entered in 
uppercase. 

Command not found. 

The command line does not 
conform to the syntax 
specified for the command. 

A bad argument in the command 
line was encountered. 

The following messages may occur during program loading --

LOAD ADDRESS TOO LOW 

NOT ENOUGH MEMORY FOR LOAD 

INVALID LOAD FILE FORMAT 

Starting address must be 
above APPBEGIN. 

Ending address must be below. 

File type must be binary, type 
00 or 01. 

The next two error messages result from use of the RENAME command: 

DUPLICATE NAME Indicates that the new name 
already exists on the disk. 
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FILE PROTECTED Indicates that the old file is 
protected from renaming 
(access code = 02, 03, 06, or 
07). 

The next error message is from the SET command 

ILLEGAL VALUE Value entered is unreasonable 
for the type of command 

The next 3 messages come from the RUNTASK command: 

NO TRANSFER ADDRESS 

NO MORE TASKS MAY BE STARTED 

DUPLICATE TASK NAME 

The binary 
specified in 
command does 

load module 
the RUNTASK 
not have a 

transfer address. 

There is no PCB available to 
start a task with the run 
command. All PCBs are in use. 

There is already a PCB with 
the name specified in the 
RUNTASK command. 

The next 3 messages are related to commands involving tasks (i. e. , 
PRIority, DELAY WAKEUP, RUNTASK, KILL, DELAY, RESUl'lE, SHOW) 

NO SUCH TASK 

INVALID PRIORITY 

SYSTEM TASK CANNOT BE KILLED 

There is no PCB with a task 
name that matches the one 
entered. 

A priority outside the range 
1-27 was used in a RUNTASK or 
PRIORITY command. 

You cannot issue the KILL 
command for the system task. 

The next two messages come from the SAVE command: 

INVALID TRANSFER ADDRESS Transfer address must be 
between the start address and 
end address and be on an even 
boundary. 

ENDING ADDRESS IS TOO LOW OR TOO HIGH Ending address must be between 
starting address and end of 
system memory. 
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The next two messages come from the SECURE command: 

DIR.DIR FILE ACCESS CANNOT BE CHANGED DIR.DIR is the directory file 
on the disk. Its access code 
is not to be changed. 

VALUE RANGE ERROR Access code specified is not 
acceptable. 

The next two messagers come from the SUBMIT command: 

SUBMIT FILE ERROR 

WRONG FILE TYPE 

File-dependent messages 

WRITE TO OLD-STRUCTURED FILE 
FILE ALREADY OPEN FOR WRITE 
FI LE NOT FOUND 
ILLEGAL FILE ACCESS METHOD 
INVALID FILENAME 
READ BEYOND END OF FILE 
BUFFER SIZE INCORRECT 
FILE NOT EXTENDABLE 
DISK FULL 
WRITING TO READY-ONLY FILE 
WRONG FILE TYPE FOR ACCESS 
INVALID SECTOR SPECIFIED 
FILE PROTECTED 
NEW FILE BEING READ 
BAD FILE -- SYSTEM ERROR 
NO SPACE FOR CONTIGUOUS FILE 

An error occurred while 
trying to open the requested 
SUBMIT file or a command line 
exceeded 80 characters. 

A submit file must be text or 
type 3. 
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A.2 COMMON DEVICE AND MANAGER ERROR CODES 

A.2.1 MESSAGE FORMAT 

The Syntax for messages is: 

component [ERROR=$NNNN] [message text] [TASK=taskname] 

COMPONENT is the name of a device or operating system manager issuing the 
message. 

ERROR=$NNNN is a four digit hexadecimal error code which identifies the 
error. Driver programs issue error codes in the range $0001 
through $OOFE. Manager programs issue the remaining error 
codes. It is possible for a device driver to issue a manager 
error return code. You can find the reason for this code by 
looking through the manager error codes section. 

This field of the message display is always printed if no 
message text is available. If message text is available then 
this field is printed only if you have SET EC=YES. 

MESSAGE TEXT is supplied by device drivers and system managers for many of 
the error codes listed in this section. Message text is printed 
with the message, if it is available. 

TASK=TASKNAME is printed with the error message for all tasks other than 
the SYSTEM task. 
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A.2.2 COMMON DEVICE-DRIVER ERROR CODES 

$0001 reserved 
$0002 reserved 
$0003 reserved 
$0004 NO CONTROL BLOCK STORAGE 
$0005 READ/WRITE ERROR 
$0006 INVALID DATA TRANSFER DIRECTION IN DIB 
$0007 ILLEGAL BUFFER ADDRESS IN DTCB 
$0008 END OF FILE 
$0009 RECORD LARGER THAN BUFFER; TRUNCATED - input record too big 
$OOOA DEVICE NOT READY 
$OOOB NON-ZERO BYTE I/O WRITE STATUS - buffer full 
$OOOC NON-ZERO BYTE I/O READ STATUS - buffer empty 
$OOOD SYSIO REQUEST CANCELLED 
$OOOE INVALID FUNCTION PACKET CODE AT OFFS~T $NNNN 
$OOOF INVALID TRANSFER MODE IN DIB 

$0021 INVALID VALUE FOR SETTRANS FUNCTION PACKET 
$0022-$005F have a common meaning for function packet data errors in 

all drivers. The error code is equal to the function code 
number plus $0020. The message produced by the system is 
as follows: 

ERROR=$NNNN INVALID DATA IN FUNCTION $NNNN AT OFFSET 
$NNNN. 

$0060 CANNOT READ - DIBDTD SPECIFIED OUTPUT 
$0061 CANCEL FAILED 
$0062 READ NOT SUPPORTED - by device driver 
$0063 WRITE NOT SUPPORTED - by device driver 
$0064 FUNCTION NOT SUPPORTED - by device driver 
$0065 BWRITE NOT SUPPORTED - by device driver 
$0066 BREAD NOT SUPPORTED - by device driver 
$0067 CANNOT WRITE - DIBDTD SPECIFIED INPUT 
$0068 TSTBYTE NOT SUPPORTED - by device driver 
$0069 DTACHDVR NOT SUPPORTED - by device driver 
$006A ATACHDEV NOT SUPPORTED - by device driver 
$006B DTACHDEV NOT SUPPORTED - by device driver 
$006C reserved 
$006D reserved 
$006E reserved 
$006F reserved 
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A.2.3 MANAGER ERROR CODES 

RTMMGR ERROR CODE 

$2000 RTMMGR ERROR 

SEMAPHORE ERROR CODES 

$3001 DUPLICATE SEMAPHORE NAME 
$3002 ALL SEMAPHORES IN USE 
$3003 ILLEGAL MAXIMUM COUNT 
$3004 COUNT EXCEEDS MAXIHUM COUNT - will be truncated 
$3005 ILLEGAL QUEUING MODE 
$3006 ILLEGAL SEMAPHORE NAME OR SYSTEM I.D. 
$3007 NOT OWNER TASK - cannot detach semaphore 
$3008 REQUESTED COUNT EXCEEDS MAXIMUM COUNT 
$3009 INSUFFICIENT SYSTEH SPACE TO QUEUE REQUEST 
$300A SEMAPHORE HAS BEEN DETACHED - request terminated 
$300B INVALID COUNT 
$300C SEMAPHORE NOT FOUND 
$300D INVALID TIME OUT VALUE 
$300E REQUEST TIMED OUT 
$300F FUNCTION NOT SUPPORTED 
$3010 INITIAL COUNT EXCEEDS MAXIMUM COUNT - will be truncated 
$3010 REQUEST CANCELLED 

MEMORY MANAGEMENT ERROR CODES 

$6001 INVALID NAME IN MPD 
$6002 DUPLICATE MEHORY POOL NANE 
$6003 NO AVAILABLE FPD BLOCKS - internal storage 
$6004 ILLEGAL NAHE - passed as function argument 
$6005 NENORY POOL NOT FOUND 
$6006 POOL STILL CONTAINS NEMORY - descriptor cannot be removed 
$6007 ILLEGAL SUB POOL SIZE - must be greater than zero 
$6008 ILLEGAL SUB POOL BOUNDARY - memory must be aligned on page boundary 
$6009 SUB POOL OVERLAP - memory overlaps existing sub pool 
$600A SUB POOL OVERLAPS SYSTEM AREA 
$600B NO AVAILABLE SPD BLOCKS - internal storage 
$600C SUB POOL NU10RY NOT FOUND 
$600D ILLEGAL DMA HE~IORY REQUEST - greater than 64K 
$600E reserved 
$600F FUNCTION NOT SUPPORTED 
$6010 MEMORY NOT AVAILABLE - see Appendix F "System Memory Consumption" 
$6011 reserved 
$6012 MEMORY CANNOT BE RETURNED 
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I/O MANAGER ERROR CODES 

$8100 DUPLICATE VOLUME IDENTIFIER 
$8200 INVALID SYSIO CALL 
$8300 LOGICAL UNIT NOT OPENED. 
$8400 NO CONTROL BLOCK STORAGE - inadequate system space, 

see Appendix F " System Memory Consumption" 
$8500 DUPLICATE LOGICAL UNIT 
$8600 DEVICE NOT FOUND 
$8700 NOT DEVICE OWNER 
$8800 NON SHARABLE DEVICE ALREADY OPEN 
$8900 BYTE I/O NOT SUPPORTED 
$8AOO PROCESSING I/O REQUEST ALREADY 
$8BOO NOT OPENED FOR BYTE I/O 
$8COO INVALID DIB FIELD (TRN, DTD, or RSO) 
$8DOO EVENT NOT FOUND 
$8EOO EVENT NOT OPENED 
$8FOO ILLEGAL READ BUFFER ADDRESS 
$9000 CONTROL BLOCK NOT WORD-ALIGNED 
$9100 CONTROL BLOCK OR BUFFER OUT OF RANGE 

A.2.4 CODES FOR ASYCHRONOUS REQUESTS 

SYSIO will return a -1 in register D7.W if the asynchronous operation 
has started successfully. Completion status is returned in the 
DTCSTA field of the Data Transfer Control Block. The convention is 
the same as for register D7 status. A -1 indicates that the 
operation is not yet complete; a zero indicates complete with no 
error; and a positive number indicates completion with an error. 
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A.3 DRIVER ERROR CODES 

A.3.1 CRT GRAPHICS DRIVER (#GR) ERROR CODES 

$0021-$0041 Data out of limits for a function packet 
Function number = error number - $0020 

A.3.2 CRT DISPLAY DRIVER (#SCRN, #CNSL) ERROR CODES 

$OOOE 
$0015 
$0016 
$0021 
through 
$004B 
$0069 
$006A 
$006B 

INVALID FUNCTION PACKET CODE AT OFFSET $NNNN 
MAXIMUM NUMBER OF WINDOWS OPENED 
ADDRESS BOUNDARY ERROR - OPEN FAIL 
DATA OUT OF LIMITS FOR A FUNCTION PACKET 
(Function number = error number - $0020) 

DTACHDRV NOT SUPPORTED 
ATTACHDEV NOT SUPPORTED 
DTACHDEV NOT SUPPORTED 

A.3.3 KEYBOARD (#CON) ERROR CODES 

$0009 
$OOOC 
$OOOD 
$OOOE 
$0010 
$0021 
$002B 
$002D 
$0063 
$0065 
$006A 
$006B 

RECORD LARGER THAN BUFFER; TRUNCATED 
NON-ZERO BYTE 1/0 READ STATUS 
REQUEST CANCELLED 
INVALID FUNCTION PACKET CODE AT OFFSET $NNNN 
KEYBOARD FUNCTION KEY EXCEPTION 
BAD DATA IN SET TRANSFER MODE FUNCTION PACKET 
INVALID TAB AMOUNT 
COMMAND PARSING NOT ENABLED 
WRITE NOT SUPPORTED 
BWRlTE NOT SUPPORTED 
ATCHDEV NOT SUPPORTED 
DTACHDEV NOT SUPPORTED 
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A.3.4 KEYPAD (#KPD) ERROR CODES 

$0009 
$OOOC 
$OOOD 
$OOOE 
$0011 
$0012 
$0013 
$0014 
$0015 
$0016 
$0017 
$0018 
$0019 
$OOlE 
$OOlF 
$0021 
$0024 
$0026 
$0027 
$002E 
$002F 
$0031 
$0032 
$0035 
$0063 
$0065 
$006A 
$006B 

RECORD LARGER THAN BUFFER; TRUNCATED 
NON-ZERO BYTE I/O READ STATUS 
REQUEST CANC£LLED 
INVALID FUNCTION PACKET CODE AT OFFSET $NNNN 
(FPKT 12, 19) SCANCODE ALREADY IN TABLE 
(FPKT 12, 19) NOT ENOUGH SPACE IN TABLE 
(FPKT 13) ERROR IN TABLE STRUCTURE 
(FPKT 13) SCANCODE NOT FOUND IN TABLE 
(FPKT 12, 19, 13) INVALID TABLE NUMBER 
(FPKT 12) ILLOGICAL SCANCODE FOR TABLE 
(FPKT 12) STRING LENGTH <GT> 20 
(FPKT 12, 19) BAD TERMINATOR, NOT SOD OR $04 
(FPKT 12, 19) INVALID BUFFER CODE 
(FPKT 17) TABLES NOT EMPTY, CAN'T REALLOCATE 
(FPKT 17) NOT ENOUGH MEMORY FOR TABLES 
(FPKT 01) DIBTRN MODE NOT 0 OR 1 
(FPKT 03) BAD TIME VALUE (MINUS OR >256) 
(FPKT 06) INVALID LED NUMBER 
(FPKT 07) INVALID LED NUMBER 
(FPKT 14) BAD TABLE ii, MUST BE 1-4 
(FPKT 15) INVALID BUFFER CODE 
(FPKT 17) REQUESTED TABLE SIZE NEGATIVE 
(FPKT 19) STRING TOO LONG OR BAD TERMINATOR 
(FPKT 21) INVALID ENTER/SHIFT KEY 
WRITE NOT SUPPORTED 
BWRITE NOT SUPPORTED 
ATCHDEV NOT SUPPORTED 
DTACHDEV NOT SUPPORTED 

A.3.5 PRINTER DRIVER (#PR) ERROR CODES 

$0006 INVALID DATA TRANSFER DIRECTION IN DIB 
$0009 RECORD LARGER THAN BUFFER; TRUNCATED 
~OOOA DEVICE NOT READY 
$OOOB NON-ZERO BYTE I/O - WRITE STATUS 
$OOOD REQUEST CANCELLED 
$OOOE INVALID FUNCTION PACKET CODE AT OFFSET $NNNN 
$OOOF INVALID TRANSFER MODE IN DIB 
$0010 PRINTER DRIVER COLDSTART FAILED 
$0012 PARAMETER ERROR IN DTCB 
$0014 ONLY FIXED LENGTH TRANSFER ALLOWED IN GRAPHICS 
$0019 DETACH DRIVER FAILED 
$0021-$0045 DATA OUT OF LIMITS FOR A FUNCTION PACKET 

FUNCTION NUMBER = ERROR NUMBER -$0020. 
$0061 CANCEL FAILED 
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A.3.G RS-232 (#SER) STATUS CODES 

$0020 DTCB BUFFER FULL BEFORE READ 
$0021 FCN CODE RETURNED ERROR 
$0022 INTNGR ERROR DURING DNA OPERATION 
$0030 DATA SUSPECT: PARITY ERROR DETECTED 
$0031 DATA SUSPECT: FRAMING ERROR DETECTED 
$0032 DATA LOST: CIRCULAR BUFFER OVERRUN 
$0033 DATA LOST: HARDWARE OVERRUN 
$0034 BREAK RECEIVED 

A.3.7 IEEE-488 (#BUS) STATUS CODES 

$0020 CONTROLLER NOT ATTACHED 
$0021 CONTROLLER ALREADY ATTACHED 
$0022 DUPLICATE OR INVALID BUS ADDRESS 
$0023 ATTACH WOULD EXCEED ~1AXn1UN DEVICE COUNT 
$0024 DRIVER CANNOT DETACH: DEVICES ACTIVE 
$0028 FUNCTION CODE - RETURNED ERROR 
$0030 WRITE NOT STARTED: NOT ADDRESSED AS TALKER 
$0031 WRITE ABORTED: TUmOUT ON DNA DATA WRITE 
$0032 WRITE ABORTED: ERROR DURING CmlHAND SEQUENCE 
$0033 WRITE ABORTED: TIMEOUT ON DATA 
$0034 WRITE ABORTED: LOST TALKER STATE 
$0035 WRITE NOT STARTED: NULL RECORD 
$0040 READ NOT STARTED: NOT ADDRESSED AS LISTENER 
$0041 READ ABORTED: TIMEOUT ON DNA DATA READ 
$0042 READ ABORTED: ERROR DURING CONNAND SEQUENCE 
$0043 READ ABORTED: TIMEOUT ON DATA 
$0044 READ ABORTED: LOST LISTENER STATE 

A.3.8 ITC (#ITC) STATUS CODES 

$0006 
$0009 
$OOOD 
$OOOE 
$OOOF 
$0010 
$0011 
$0012 
$0015 

INVALID DATA TRANSFER DIRECTION IN DIB 
RECORD LARGER THAN BUFFER; TRUNCATED 
REQUEST CANCELLED 
INVALID FUNCTION PACKET CODE AT OFFSET $NNNN 
INVALID TRANSFER MODE IN DIB 
DUPLICATE ITC IDENTIFIER 
INVALID ITC IDENTIFIER 
INVALID ATTACH/DETACH CODE 
LOWER TRIGGER BYTE EXCEEDS UPPER TRIGGER BYTE 
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$0016 
$0017 
$0018 
$0019 
$0021 
$0023 
$0062 
$0063 
$0065 
$0066 
$0068 
$006A 
$006B 
$0070 
$0071 
$0072 
$0073 
$0075 
$0076 
$0077 
$0078 
$0079 
$007A 

BUFFER OFFSET EXCEEDS BUFFER LENGTH 
EITHER BUFFER LENGTH OR OFFSET ILLEGAL 
NO AVAILABLE SYSTEM MEMORY 
RETURN OF SYSTEM MEMORY FAILED 
INVALID TRANSFER HODE 
INVALID TIME OUT PARAMETER 
READ NOT SUPPORTED 
WRITE NOT SUPPORTED 
BWRITE NOT SUPPORTED 
BREAD NOT SUPPORTED 
TSTBYTE NOT SUPPORTED 
ATACHDEV NOT SUPPORTED 
DTACHDEV NOT SUPPORTED 
WRITE WAIT FAILED 
READ WAIT FAILED 
READ SIGNAL FAILED 
WRITE SIGNAL FAILED 
REQUEST TIMED OUT 
CHANNEL(S) IN USE DRIVER WILL NOT BE DETACHED 
ERROR IN COLDSTART SEQUENCE 
ERROR IN DETACH SEQUENCE - DETACH INCOMPLETE 
DRIVER NOT ATTACHED 
DRIVER IS ATTACHED 

A.3.9 PARALLEL PORT (#PPU) DRIVER ERROR CODES 

$0005 
$OOOA 
$OOOB 
$OOOC 
$OOOD 
$OOOE 
$OOOF 
$0021 
$0023 
$0025 
$0027 
$0068 
$006A 
$006B 

READ ERROR - trying to read in printer output mode 
DEVICE NOT READY 
NON-ZERO BYTE I/O WRITE STATUS - buffer full 
NON-ZERO BYTE I/O READ STATUS - buffer empty 
REQUEST CANCELLED 
INVALID FUNCTION PACKET CODE AT OFFSET $NNNN 
INVALID TRANSFER MODE IN DIB 
INVALID VALUE FOR SET TRANSFER MODE DATA 
SET PARALLEL PORT HODE DATA INCORRECT 
SET TIMEOUT DATA INCORRECT 
SET AUTO LINEFEED DATA INCORRECT 
BTEST IS NOT SUPPORTED BY THIS DRIVER 
ATCHDEV NOT SUPPORTED 
DTACHDEV NOT SUPPORTED 

A.3.10 DISK (#FDOX OR #HDOX) ERROR CODES 

$0005 READ/WRITE ERRO~ 
$0006 INVALID DATA TRANSFER DIRECTION IN DIB 
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$0007 ILLEGAL BUFFER ADDRESS IN DTCB 
$OOOA DEVICE NOT READY 
$OOOE INVALID FUNCTION PACKET CODE AT OFFSET $NNNN 
$0010 SEEK TRACK 
$0011 LOGICAL SECTOR OR TRACK NUMBER TOO BIG $*,h'r-J:,h':-J:,'r 
$0012 VOLUME CHANGED 
$0013 reserved 
$0014 I/O REQUEST TIMED OUT 
$0015 reserved 
$0016 ILLEGAL BUFFER ADDRESS 
$0017 DISK FORMAT NOT RECOGNIZED 
$0018 DISK WRITE PROTECTED 
$0019 SECTOR BUFFER TOO SMALL 
$OOlA WRITE FAULT $":,'dd:,':-Jd:,': 
$OOlB CRC ERROR $,':-J:,b'r,bbb'r 
$OOlC SECTOR NOT FOUND $-Jddd:,':-Jd:,': 

$002F ILLEGAL VOLUME IDENTIFIER 
$0061 CANCEL FAILED 
$0065 BWRITE NOT SUPPORTED 
$0066 BREAD NOT SUPPORTED 
$0067 CANNOT WRITE - DIBDTD SPECIFIED INPUT 
$0068 TSTBYT NOT SUPPORTED 
$006A ATCHDEV NOT SUPPORTED 
$006B DTACHDEV NOT SUPPORTED 
$0070 DATA ADDRESS MARK NOT FOUND $,hhh'dd:,':''r 
$0071 reserved 
$0072 ABORTED COMMAND 
$0073 reserved 
$0074 reserved 
$0075 reserved 
$0076 UNCORRECTABLE DISK ERROR $-J:,bhhhh'd: 
$0077 BAD SECTOR DETECTED $,':-J:,hhbb'r-1: 
$0078 HARD DISK CONTROLLER NOT PRESENT 

A.3.11 SENSOR 1/0 ERROR CODES 

$0010 DEVICE LOCKED 
$0011 DEVICE ALREADY OPEN 
$0012 A/D OVERANGE 
$0013 CTC TIMER OVERRUN 
$0014 ILLEGAL OPEN MODE 
$0015 A/D TIME-OVERRUN 
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A.4 ABNORMAL-TERMINATION SCREEN 

CS-OS includes a facility for detecting processor TRAPS and providing a 
display of the pertinent information available as an aid in 
troubleshooting. 

There are two types of TRAPS: 

TYPE 1 

includes 

TYPE 2 

Standard processor TRAP 

OPCO 
DIVO 
CHKC 
TRPV 
PRIV 
1010 
1111 
TR13 
TR14 
?INT 
ABRT 

invalid OP code trap 
divide by zero trap 
check instruction trap 
Trap V instruction 
privilege violation 
illegal instruction 
illegal instruction 
unexpected trap 13 
unexpected trap 14 
unexpected miscellaneous trap 
Abort button interrupt 

Extended information TRAPS 

AD DR 
SPUR 
BUS 
ABUS 
DBUS 
PROT 

DTAK 

MPAR 
POWR 

illegal address trap; word operand on odd address 
spurious interrupt trap 
bus error trap 
address bus error 
data bus error 
memory protection error; attempt to store into 
system memory 
missing DTACK error 
(This message can result from an attempt to 
address memory or devices that are not 
implemented on your machine. Every access must 
terminate with "Data Transfer Acknowledge" or 
DTACK. If it does not, an error message is 
generated.) 

parity error 
power failure error 

TRAP DISPLAY FORMAT 

FNC=XXXX ADD=XXXXXXXX INR=XXXX } TYPE 2 ONLY 

TASK=TASKNAME XXXX TRAP ERROR 

PC=XXXXXX SR=XXXX USP=XXXXXX SSP=XXXXXX 
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NOTES 

DO=XXXXXXXX 
D4=XXXXXXXX 
AO=XXXXXXXX 
A4=XXXXXXXX 

Dl=XXXXXXXX 
D5=XXXXXXXX 
Al=XXXXXXXX 
A5=XXXXXXXX 

PRESS ANY KEY TO REBOOT 

D2=XXXXXXXX 
D6=XXXXXXXX 
A2=XXXXXXXX 
A6=XXXXXXXX 

The extended information for type 2 traps is: 

FNC = processor function code 
ADD = access address at time of trap 
INR = instruction register at time of trap 

D3=XXXXXXXX 
D7=XXXXXXXX 
A3=XXXXXXXX 
A7=XX:X:XXXXX 
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A.5 ASSEMBLY ERROR CODES 

A.5.1 ERROR MESSAGES 

Error messages generated during an assembly may originate from the 
assembler or from Pascal or the operating system environment. 
Assembler-generated messages may be of two forms: 

1 . ,,·d~.,bb·~"·~ERROR xxx - - nnnn 

where xxx is the number of the error (defined in the list in this 
appendix), and nnnn is the number of the line where the previous 
error occurred. 

Errors indicate that the assembler is unable to interpret or 
implement the intent of a source line. 

2. "'d:"'dd~"'~WARNING xxx -- nnnn 

where xxx is the number of the error (defined in the list in this 
appendix), and nnnn is the number of the line where the previous 
error occurred. 

Warnings may indicate possible recoverable errors in the source 
code, or that a more optimal instruction format is possible. 
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ERROR CODE MEANING OF ERROR 

200 
201 
202 
203 
204 
205 
206 

207 

210 
211 
212 
213 
214 
215 
216 
217 
218 
219 
220 
221 

230 
231 
232 
233 
234 
235 
236 
237 
238 
239 

250 
251 
252 
253 

SYNTACTIC ERRORS 

ILLEGAL CHARACTER (IN CONTEXT) 
SIZE CODE/EXTENSION IS INVALID 
SYNTAX ERROR 
SIZE CODE/EXTENSION NOT ALLOWED 
LABEL REQUIRED 
END DIRECTIVE MISSING 
REGISTER RANGES FOR THE MOVEM INSTRUCTION MUST BE SPECIFIED 
IN INCREASING ORDER 
A AND D REGISTERS CAN'T BE INTERMIXED IN A MOVEM REGISTER RANG] 

OPERAND/ADDRESS MODE ERRORS 

MISSING OPERAND(S) 
TOO MANY OPERANDS FOR THIS INSTRUCTION 
IMPROPER TERMINATION OF OPERAND FIELD 
ILLEGAL ADDRESS MODE FOR THIS OPERAND 
ILLEGAL FORWARD REFERENCE 
SYMBOL/EXPRESSION MUST BE ABSOLUTE 
IMMEDIATE SOURCE OPERAND REQUIRED 
ILLEGAL REGISTER FOR THIS INSTRUCTION 
ILLEGAL OPERATION ON A RELATIVE SYMBOL 
MEMORY SHIFTS MAY ONLY BE SINGLE BIT 
INVALID SHIFT COUNT 
INVALID SECTION NUMBER 

SYMBOL DEFINITION 

ATTE~lPT TO REDEFINE A RESERVED SYMBOL 
ATTE~lPT TO REDEFINE A MACRO; NEW DEFINITION IGNORED 
ATTEMPT TO REDEFINE THE COMMAND LINE LOCATION 
COMMAND LINE LENGTH MUST BE > 0; IGNORED 
REDEFINED SYMBOL 
UNDEFINED SYMBOL 
PHASING ERROR ON PASS2 
START ADDRESS MUST BE IN THIS MODULE, IF SPECIFIED 
UNDEFINED OPERATION (OPCODE) 
NAMED COMMON SYMBOL MAY NOT BE XDEF 

DATA SIZE RESTRICTIONS 

DISPLACEMENT SIZE ERROR 
VALUE TOO LARGE 
ADDRESS TOO LARGE FOR FORCED ABSOLUTE SHORT 
BYTE MODE NOT ALLOWED FOR THIS OPCODE 
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254 
255 

260 
261 
262 
263 
264 
265 
266 
267 

270 
271 

280 
281 
282 
283 
284 
285 

286 
287 
288 
289 
290 
291 
292 

300 
301 

302 
303 
304 
305 

NULTIPLICATION OVERFLOW 
DIVISION BY ZERO 

NACRO ERRORS 

NISPLACED NACRO, NEXIT, OR ENDM DIRECTIVE 
NACRO DEFINITIONS MAY NOT BE NESTED 
ILLEGAL PARAMETER DESIGNATION 
A PERIOD MAY OCCUR ONLY AS THE FIRST CHARACTER IN A MACRO NAME 
MISSING PARAMETER REFERENCE 
TOO MANY PARM1ETERS IN THIS NACRO CALL 
REFERENCE PRECEDES MACRO DEFINITION 
OVERFLOW OF INPUT BUFFER DURING NACRO TEXT EXPANSION 

CONDITIONAL ASSEMBLY ERRORS 

UNEXPECTED 'ENDC' 
BAD ENDING TO CONDITIONAL ASSEMBLY STRUCTURE (ENDC EXPECTED) 

STRUCTURED SYNTAX ERRORS 

mSPLACED STRUCTURED CONTROL DIRECTIVE (IGNORED) 
MISSING "ENDI" 
NISSING "ENDF" 
MISSING "ENDW" 
MISSING "UNTIL" 
UNRESOLVED SYNTAX ERROR IN THE PRECEDING PARAMETERIZED 
STRUCTURED CONTROL DIRECTIVE; RECOVERY ATTEMPTED WITH 
THE CURRENT LINE 
"=" EXPECTED; CHARACTERS UP TO "_" IGNORED 
"<" EXPECTED; CHARACTERS UP TO "<" IGNORED 
">" EXPECTED; CHARACTERS UP TO ">" IGNORED 
"DO" EXPECTED: REMAINDER OF LINE IGNORED 
"THEN" EXPECTED; REHAINDER OF LINE IGNORED 
"TO" OR "DOWNTO" EXPECTED; "TO" ASSUMED 
ILLEGAL CONDITION CODE SPECIFIED 

mSCELLANEOUS 

IMPLEMENTATION RESTRICTION 
TOO MANY RELOCATABLE SYMBOLS REFERENCED 

<LINKAGE EDITOR RESTRICTED> 
RELOCATION OF BYTE FIELD ATTEMPTED 
ABSOLUTE SECTION OF LENGTH ZERO DEFINED (LINK ERROR) 
NESTED "INCLUDE" FILES NOT ALLOWED; IGNORED 
FILE NANE REQUIRED IN OPERAND FIELD 
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400 
• 
• 
• 

499 

500 
501 
502 
550 
551 

INTERNAL ERRORS 

SOURCE CODE NOT OPTIMAL OR RECOVERABLE ERRORS 

THIS BYTE WILL BE SIGN-EXTENDED TO 32 BITS 
MISSING PARAHETER REFERENCE IN MACTRO SOURCE 
TOO HANY PARAMETERS IN THIS HACRO CALL 
THIS BRANCH COULD BE SHORT 
THIS ABSOLUTE ADDRESS COULD BE SHORT 

NOTE: If more than 10 errors occur in one line, the message 

'Id:>hb': TOO MANY ERRORS ON THIS LINE 

will be generated. 
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B.O APPENDIX B: INSTRUCTION SET SUMMARY 

This appendix provides a summary of the 68000 instruction set. For 
detailed information, refer to the 68000 16-Bit Microprocessor User's 
Manual. 

I 
I MNEMONIC 
I 
1 ABCD 
I 
I 
I ADD 
I 
I 
I ADDA 
I 
I ADDI 
I 
I ADDQ 
I 
1 ADDX 
I 
I 
I AND 
1 

I 
I ANDI 
I 
IASL, ASR 
I 
I 
I 
I Bcc 
I 
1 BCRG 
I 
I 
1 BCLR 
1 

1 

I BRA 

INSTRUCTION SET SUMMARY 
I 

OPERATION IASSEMBLER SYNTAX 
I 

IAdd Decimal With ExtendlABCD Dy,Dx 
I 
I 
IAdd Binary 
I (See NOTE 1.) 

1 

IAdd Address 
I 
IAdd Immediate 
I 
IAdd Quick 
I 
IAdd Extended 
I 
I 
lAND Logical 
I 
I 
lAND Immediate 
1 

IArithmetic Shift 
I 
I 
I 
IBranch Conditionally 
I 

IABCD -(Ay),-(Ax) 
1 

IADD <ea>,Dn 
IADD Dn,<ea> 
I 
IADDA <ea>,Dn 
I 
IDDI #<data>,<ea> 
1 

IADDQ #<data>,<ea> 
I 
IADDX Dy,Dx 
IADDX -(Ay),-(Ax) 
I 
lAND <ea>,Dn 
lAND Dn,<ea> 
I 
IANDI #<data>,<ea> 
I 
IASd DX,Dy 
IASd #<data>,Dy 
IASd <ea> 
I 
IBcc <label> 
1 

ITest a Bit and Change 1 BeRG Dn,<ea> 
I 
1 

ITest a Bit and Clear 
I 
I 
IBranch Always 
I 

IBCRG #<data>,<ea> 
1 

I BCLR Dn,<ea> 
I BCLR #<data>,<ea> 
1 

IBRA <label> 

I I 
Ix N Z V ci 
I I 
I~'~ U ~'~ U ~'~I 

I I 
I I 
I ~'~ ~'~ ~'~ ~'~ ~'~ I 
I I 
I I 
1- -I 
I I 
I "k ,;': ";'~ 'if. 'i" I 

I I 
I ~'~ ~'~ ~.~ ,'~ ,'~ I 
I I 
1 ,', ,', ,', ,', .;, I 

I I 
I I 
1- ,', ,', 001 
I I 
I I 
1- ,', ,', 001 

I I 
1 ,', ,', ,', ,', ';'e I 

1 I 

I I 
I I 
1- -I 
1 I 

! - ,', -I 
1 I 

I I 
I - ,', -I 
I I 
I I 
1- -I 
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INSTRUCTION SET SUMMARY (continued) 
I I 1 

I / / 
BSET ITest a Bit and Set BSET Dn,<ea> /- - -,,: -I 

I BSET #<data>,<ea> / / 

I I / 

BSR /Branch to Subroutine BSR <label> /- -I 
I / 1 

BTST ITest a Bit BTST Dn,<ea> /- - .;, -I 
1 BTST #<data>,<ea> / 1 
1 / I 

CHK I Check Register CHK <ea>,Dn 1- ,,;': U U vi 
I Against Bounds I / I 
I / / I 

CLR IClear an Operand ICLR <ea> 1- 0 1 0 01 
1 I I I 

CHP IArithmetic Compare ICMP <ea>,Dn I- ... ,,': ~': ~': I 
1 I I / 

CHPA /Arithmetic Compare ICMP <ea>,An 1- ",: ""i': ~'r ~: / 

I Address I I I 
I I I I 

CHPI ICompare Immediate ICHPI #<data>,<ea> /- ;': "'if: i': ~"'I 
I I I I 

CHPM ICompare Memory ICMPM (Ay)+,(Ax)+ 1- ;': ",: ·k ~': I 
I I I 1 

DBcc ITest Condition and IDBcc Dn,<label> 1- -I 
/ Decrement and Branch I I I 
1 (See NOTE 2.) I 1 / 

I I / I 
DIVS I Signed Divide IDIVS <ea>,Dn l- Ook -;', ;': 0/ 

I I I I 
DIVU Unsigned Divide IDIVU <ea>,Dn I- i': 'f': ""it: 0/ 

I I 1 
EOR Exclusive OR Logical IEOR Dn,<ea> 1- "'k ",: 0 01 

I I 1 
EORI Exclusive OR Immediate IEORI #<data>,<ea> 1- 'f': .': 0 01 

I I I 
EXG Exchange Registers IEXG Rx,Ry 1- -I 

I 1 I 
EXT Sign Extend IEXT Dn 1- "it.: -': 0 01 

I I 1 
JMP Jump I J~lP <ea> 1- -I 

I 1 I 
JSR Jump to Subroutine IJSR <ea> 1- -I 

I I 
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INSTRUCTION SET SUMMARY (continued) 
I I I I I 

I LEA I Load Effective Address ILEA <ea>,An 1- -I 
I I I I I 
I LINK ILink and Allocate ILINK An,#<displacement> 1- -I 
I I I I I 
ILLSR,LSR 1 Logical Shift ILSd Dx,Dy I .,', i': "lr 0 ,', I 
I 1 I LSd fft<data> ,Dy I I 
I I LSd <ea> I I 
I 1 I ---j 
I MOVE IMove Data from Source MOVE <ea>,<ea> 1- * .', 0 01 
I I to Destination I 1 

I I I I 
1 MOVE IMove to the Status MOVE <ea>,SR I ,', i': .': ... ': ,', I 
I to SR I Register I I 
I 1 I 1 

I MOVE IMove from the STATUS MOVE SR,<ea> 1- -I 
1 from SR I Register I I 
I 1 1 I 
I MOVE IMove to Condition Codes Move <ea>,CCR 1 ,', 'i': ;': -.'r ",1 

1 to CC I 
1 1 I 

I 1 I 1 

1 MOVE IMove from Condition 1 MOVE CCR,<ea> 1- -I 
1 from CC 1 Codes (~168010) I 1 1 

I I I I 1 

I MOVE USP IMove User Stack Pointer I MOVE USP,An 1- -I 
I 1 I ~love An,USP I I 
I I I 1 I 
I MOVEA IMove Address I ~10VEA <ea>, An 1- -I 
I 1 I I 1 

I MOVEC IMove to/from Control I ~IOVEC Rc,Rn 1- -I 
I 1 Register (M68010) 1 ~10VEC Rn,Rc I I 
I 1 (See NOTE 3.) 1 1 1 

1 I 1 1 

MOVEM IMove Multiple Regis- IMOVEM <register list>,<ea> 1- -I 
1 ters (See NOTE 4.) 1 ~IOVEM <register list>,<ea> I 1 

1 I I I 
MOVEP IMove Peripheral Data IHOVEP Dx,d(Ay) 1- -I 

i 1 ~10VEP d(Ay) ,Dx 1 0' 1 

1 1 1 1 

~IOVEQ IMove Quick IHOVEQ #<data>,Dn 1- -;': it: 0 01 
1 1 

I 
1 I 

MOVES IMove to/from Address 1 ~IOVES <ea> ,Rn 1- -I 
1 (M68010) 1 ~10VES Rn, <ea> I I 
I I I I 
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INSTRUCTION SET SUMMARY (continued) 
r---------'� --------------------~I------------------------~I-----------,I 

1 MULS 1 Signed Multiply IMULS <ea>,Dn 1- ,,: ,,: 0 01 
1 I I I I 
1 MULU IUnsigned Multiply IMULU <ea>,Dn 1- ,,: ,';; 0 01 
ill I I 
1 NBCD INegate Decimal with INBCD <ea> 1* U * U *1 
1 ! Extend! I I 

I 1 I I I 
I NEG ITwo's Complement INEG <ea> Ii;; ,';; ,';; ,';; ",I 
I I Negation 1 I I 
I 1 I I 1 

1 NEGX INegate with Extend INEGX <ea> 1* * ~ * *1 
I I I I I 
I NOP INo Operation INOP 1--1 
1 I I I I 
I NOT 1 Logical Complement I NOT <ea> 1 - 'J, .'- 0 01 
1 1 I 1 

1 OR 1 Inclusive OR Logical OR <ea>,Dn 1- * * 0 01 
1 1 OR Dn,<ea> I I 
I 1 I I 
1 ORI 1 Inclusive OR Immediate ORI #<data>,<ea> 1- * * 0 01 
~-----+I--------------~----------------~I------~I 
1 PEA 1 Push Effective Address PEA <ea> 1--1 
1 1 I I 

1 RESET iReset External Devices RESET 1--1 
1 1 1 1 
1 ROL,ROR !Rotate without Extend ROd Dx,Dy 1- * * 0 *1 
1 1 1 ROd #<data> ,Dy 1 1 
1 1 I ROd <ea> 1 I 

1 1 1 1 I 
I ROXL,ROXRIRotate with Extend IROXd Dx,Dy 1* * * 0 *1 
I 1 I ROXd #<data> ,Dy I 1 

I I I ROXd <ea> I 1 

I I i I I 
1 RTE IReturn from Exception IRTE I";; ,': ,';; ,', ,',1 
I I I I I 
I RTR I Return and Restore 1 RTR I,';; ,';; .'- ,';; ,';; I 
I 1 Condition Codes I 1 I 
1 1 I 1 I 
I RTS IReturn from Subroutine IRTS 1--1 
~------~I----------------~I---------------------rl --------~I 
1 SBCD ISubtract Decimal with ISBCD Dy,Dx 1* U * U *1 
1 1 Extend I SBCD - CAy), - (Ax) 1 I 
I I I I I 
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Scc 

STOP 

SUB 

SUBA 

SUBI 

SUBQ 

SUB X 

SWAP 

TAS 

TRAP 

TRAPV 

TST 

UNLK 

INSTRUCTION SET SUMMARY (continued) 
I 

ISet According to 
1 Condition 
1 

IStop Program Execution 
1 

ISubtract Binary 
1 

1 

ISubtract Address 
1 

ISubtract Immediate 
1 

ISubtract Quick 
1 

1 Subtract with Extend 
1 

1 

1 Swap Register Halves 
1 

ITest and Set an 
I Operand 
1 

ITrap 
1 

ITrap on Overflow 
1 

ITest an Operand 
1 

1 Unlink 
I 

I 
IScc <ea> 
1 

I 
1 STOP #<data> 
1 

ISUB <ea>,Dn 
ISUB Dn,<ea> 
1 

ISUBA <ea>,An 
1 

ISUBI #<data>,<ea> 
1 

ISUBQ #<data>,<ea> 
I 
ISUBX Dy,Dx 
ISUBX -(Ay),-(Ax) 
1 

1 SWAP Dn 
1 

ITAS <ea> 
1 

1 

ITRAP #<vector> 
1 

ITRAPV 
1 

ITST <ea> 
1 

IUNLK An 
I 

I I 

1- -I 
1 1 

1 1 

I - -I 
1 1 
1 ,': ,': ,': ,': ,': 1 

1 1 

1 1 

1- -I 
1 1 

1 ~t~ "'k ~,~ ;': ;': I 

1 1 
1 ,': ,': ,': ,': ,': 1 

1 1 I ;': ~l: ;t: ;': ·k I 

1 1 

1 1 

1- ,': ,': 0 01 

I 1 
1- ,': ,': 001 
1 1 

1 1 

1- -I 
1 1 

1 - -I 
1 1 

1 - -:: ,': 0 0 1 

1 1 

1- -I 
I 

NOTES: 1. <ea> specifies effective address. 

2. The assembler accepts DBRA for the F (never true) condition. 

3. Rc specifies control register. 

4. <register list> specifies the registers selected for 
transfer to or from memory. <register list> may be: 

Rn - a single register; 
Rn-Rm - a range of consecutive registers with m 
being greater than n. 

Any combination of the above, separated by a slash. 
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C.O APPENDIX C: CHARACTER SET 

C.l The character set recognized by the 68000 Resident Structured 
Assembler is a subset of ASCII (American Standard Code for Information 
Interchange, 1968). The characters listed below are recognized by the 
assembler, and the ASCII code is shown on the following pages. 

1. The uppercase letters A through Z 

2. The integers 0 through 9 

3. Four arithmetic operators: + ~'. / 

4. The logical operators: » « & 

5. Parentheses used in expressions () 

6. Characters used as special prefixes: 
# (pound sign) specifies the immediate mode of addressing 
$ (dollar sign) specifies a hexadecimal number 
@ (commercial "at") specifies an octal number 
% (percent) specifies a binary number 
r (apostrophe) specifies an ASCII literal character 

7. The special characters used in macros: < > \ @ 

8. Three separating characters: 
SPACE 
, (comma) 
. (period) 

9. A comment in a source statement may include any characters with ASCII 
hexadecimal values from 20 (SP) through 7E (-). 

10. Character used as a special suffix: 

: (colon) specifies the end of a label 
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ASCII Character Set 
I I I I 

I CHARACTER I COMMENTS I HEX VALUE I 
I I I I 
I NUL I Null or tape feed I 00 I 
I I I I 
I SOH I Start of Heading I 01 I 
I I I I 
I STX I Start of Text I 02 I 
I I I I 
I ETX I End of Text I 03 I 
I I I I 
I EOT I End of Transmission I 04 I 
I I I I 
I ENQ I Enquire (who are you, WRU) I 05 I 
I I I I 
I ACK I Acknowledge I 06 I 
I I I I 
I BEL I Bell I 07 I 
I I I I 
I BS I Backspace I 08 I 
I I I I 
I HT I Horizontal Tab I 09 I 
I I I I 
I LF I Line Feed I OA I 
I I I I 
I VT I Vertical Tab I OB I 
I I I I 
I FF I Form Feed I OC I 
I I I I 
I RETURN I Carriage Return I OD I 
I I I I 
I SO I Shift Out (to red ribbon) I OE I 
I I I I 
I SI I Shift In (to black ribbon) I OF I 
I I I I 
I DLE I Data Link Escape I 10 I 
I I I I 
I DC1 I Device Control 1 I 11 I 
I I I I 
I DC2 I Device Control 2 I 12 I 
I I I I 
I DC3 I Device Control 3 I 13 I 
I I I I 
I DC4 I Device Control 4 I 14 I 
I I I I 
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ASCII Character Set (continued) 
I 

NAK Negative Acknowledge 15 I 
I 

SYN Synchronous idle 16 I 
I 

ETB End of Transmission Block 17 I 
I 

CAN Cancel 18 I 
I 

EM End of Medium 19 I 
I 

SUB Substitute lA I 
I 

ESC Escape, prefix IB I 
I 

FS File Separator lC I 
I 

GS Group Separator 1D I 
I 

RS Record Separator IE I 
I 

US Unit Separator IF I 
I 

SP Space or blank 20 I 
I 

Exclamation point 21 I 
I 

" Quotation marks (dieresis) 22 I 
I 

fI Number sign 23 I 
I 

$ Dollar sign 24 I 
I 

% Percent sign 25 I 
I 

& Ampersand 26 I 
I 

Apostrophe (acute accent, 27 I 
closing single quote) I 

I 
( Opening parenthesis 28 I 

I 
) Closing parenthesis 29 I 

I 
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ASCII Character Set (continued) 

* Asterisk 2A 

+ Plus sign 2B 

Comma (cedilla) 2C 

Hyphen (minus) 2D 

Period (decimal point) 2E 

/ Slant 2F 

0 Digit 0 30 

1 Digit 1 31 

2 Digit 2 32 

3 Digit 3 33 

4 Digit 4 34 

5 Digit 5 35 

6 Digit 6 36 

7 Digit 7 37 

8 Digit 8 38 

9 Digit 9 39 

Colon 3A 

Semicolon 3B 

< Less than 3C 

= Equals 3D 

> Greater than 3E 

? Question mark 3F 
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ASCII Character Set (continued) 
I 

@ Commercial at 40 I 
I 

A Uppercase letter A 41 I 
I 

B Uppercase letter B 42 I 
I 

C Uppercase letter C 43 I 
I 

D Uppercase letter D 44 I 
I 

E Uppercase letter E 45 I 
I 

F Uppercase letter F 46 I 
I 

G Uppercase letter G 47 I 
I 

H Uppercase letter H 48 I 
I 

I Uppercase letter I 49 I 
I 

J Uppercase letter J 4A I 
I 

K Uppercase letter K 4B I 
I 

L Uppercase letter L 4C I 
I 

M Uppercase letter M 4D I 
I 

N Uppercase letter N 4E I 
I 

0 Uppercase letter 0 4F I 
I 

p Uppercase letter P 50 I 
I 

Q Uppercase letter Q 51 I 
I 

R Uppercase letter R 52 I 
I 

S Uppercase letter S 53 I 
I 

T Uppercase letter T 54 I 
I 

U Uppercase letter U 55 I 
I 
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ASCII Character Set (continued) 
I 

V I Uppercase letter V 56 
I 

W I Uppercase letter W 57 
I 

X I Uppercase letter X 58 
I 

y I Uppercase letter Y 59 
I 

Z I Uppercase letter Z 5A 
I 
I Opening bracket 5B 
I 

\ I Reverse slant 5C 
I 
I Closing bracket 5D 
I 
I Circumflex 5E 
I 
I Underline 5F 
I 
I Quotation mark 60 
I 

a I Lowercase letter a 61 
I 

b I Lowercase letter b 62 
I 

c I Lowercase letter c 63 
I 

d I Lowercase letter d 64 
I 

e I Lowercase letter e 65 
I 

f I Lowercase letter f 66 
I 

g I Lowercase letter g 67 
I 

h I Lowercase letter h 68 
I 

i I Lowercase letter i 69 
I 

j I Lowercase letter j 6A 

Character Set C-6 



ASCII Character Set (continued) 

k Lowercase letter k 6B 

1 Lowercase letter 1 6C 

m Lowercase letter m 6D 

n Lowercase letter n 6E 

0 Lowercase letter 0 6F 

p Lowercase letter p 70 

q Lowercase letter q 71 

r Lowercase letter r 72 

s Lowercase. letter s 73 

t Lowercase letter t 74 

u Lowercase letter u 75 

v Lowercase letter v 76 

w Lowercase letter w 77 

x Lowercase letter x 78 

y Lowercase letter y 79 

z Lowercase letter z 7A 

{ Opening brace 7B 

Vertical line 7C 

} Closing brace 7D 

Equivalent 7E 

DEL Delete 7F 
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0.0 APPENDIX 0: SAMPLE ASSEMBLER OUTPUT 

2 
3 
4 
5 , 
7 
I 

10 
11 

11 
13 
14 0 00000000 303COOOl 
15 0 00000004 4EB900000000 
16 a OOOOOOOA 303C0001 
17 ° OOOOOOOE 4EB900000000 
11 a 00000014 
19 0 00000014 4E40 
10 0 0000001& OOlB 
21 

•• t ••• TOTAL ERRORS 0--

•••••••••••• t ••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• t.t 

t SAKPLE PROCRAK. THIS PROCRAK RECEIVES CONTROL FROK THE SYSTEK TASI AND • 
• 
• 

• 

KAKES USE OF A SEPARATELY ASSEKBLED SUBROUTINE TO PRINT 
TWO KESSACES. ON COKPLETION IT RETURNS CONTROL BACI TO t 

THE SYSTEK TASI VIA EIIT SYSTEK CALL. THIS EIAKPLE • 
EXPLICITLY CODES THE SYSTEK CALL TRAP INSTRUCTIONS. • 
THIS EIAMPLE ALSO KAlES USE or THE DEFAULT 400 BYTE USER • 
STACK WHICH IS AVAILABLE ONLI FROK THE SYSTEK "fAst. • 

•• t ••••••••• tt ••••• t •• t ••••••••••••••••••••••• t ......... t ••••••••••••••••••••••• 

EUIWIN IDNT 1,1 

IR£F KSCSUB DEFINE EXTERNAL SUBROUTINE 
KOVE.W 11 ,DO 
JSR MSCSUB CALL SUB TO PRINT KESSACE 1 
KOVE.IJ 12,00 
JSR KSCSUB CALL SUB TO PRINT KESSACE Z 

TRAP to EIIT SYSTEM CALL 
DC .W 43 
END 

•••••• TOTAL WARNINGS 0-- a 

SYKBOL TABLE LISTINC 

SYKBOL NAKE SECT VALUE SYKBOL NAKE SECT VALUE 

KSCSUB IREF 00000000 
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••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
• 

3 
4 
S , 

• SAMPLE SUBROUTINE THIS PROCRAM PRINTS OKEOF TVO MESSAGES DEPEND INC ON • 
• THE CONTENTS OF OO.W. 
• 11" USES TH£ STRUCTUR£D PROCRAKllING CONSTRUCTS • 
• TO DEClDE .HiCH MESSAC£ (IF ·Un! TO PRINT 
• 7 

8 .. , ...•...................... , ............. , ...... " ...........•..•............ 
KSCPROC IDNT 

10 
11 KSGS~B 

12 0 00000006 40F900000022 
13 0 ODOOOODC 4£40 
14 0 0000000£ 0011 
lS 
16 

17 0 00000016 40F900Q0002E 
18 G 0000001C 4£40 
19 0 0000001£ 0012 
20 
11 0 OOOOoolO. 4£15 
Z2 0 uOOOOOU 
23 a OOOQ00l2 4D4~:i353414; 1'\5111 
z. 0 00000C2£ 4D455353414; KSC2 
2S 

• II. at TO',AL ERROR~ 0 --
... , .. 'l'QUL IJARNn'C~ 0--

3fHBCL TABLE LISTINC 

SYMBOL NAKE 

MSCI 
"SC2 
KseSUB 

SECT VALUE 

a 00000012 
o OODooon 

10EF 0 00000000 

Preliminary 

10Er 
IF .W 

LEA 
TRAP 
DC.V 

EKDI 
Inl 

LEA 
TRAP 
OUi 

END 1 
RTS 

DC.S 
D~ II 
£ tiL 

SYI'IBOL HAKE 

Z_Ll.000 
Z_L1.0~~ 

1,1 

KSCSlili IDENTIFY KSC5UE AS UTERNAL LABEL 
DO (EQ) 11: 'i'KEN S 

K5Cl,16 
to PRTMSG SYSTEM CA~L 
18 

DO (Eai I: THEk S 
I'!SC2,h 
to PRTKSC SYSTEM CALL 
15 

SUSROUTlN£ RE:URN 

'HE5SAG£ ONE' ,laD 
'K£SSAGE TWO' ,$00 

SECT VALUE 

o 00000010 
o 00000020 
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E.O APPENDIX E: EXAMPLES OF LINKED ASSEMBLY-LANGUAGE 
PROGRAMS 

ALINK SCREEN "DIALOG" 

Enter source file name l:EXAMMAIN 
Enter output file name 
Enter list file name 
Enter input file, or option, 
Enter input file, or option, 
Enter input file, or option, 
Output file : 1:EXAHMAIN.BIN 
Listing to 1:EXAMHAIN.MAP 
Start address is : $ EOOO 

Input file 
Input file 
$ 

1:EXAMMAIN.OBJ 
1:MSGPROG.OBJ 

Code Size = 82 bytes 
Last address used = $ E103 

ALINK OUTPUT MAP 

or 
or 
or 

Linking segment I I (82) 
Initial memavail = 790422 
Final memavail = 790394 

Memory map for segment I 

: MSGSUB = $ E018 ; 

No: Segment: Size: 
O. I 52 

Load Address is $ EOOO 
Code Size = 82 
Last address used = $ E103 

RETURN 
RETURN 
RETURN 

to continue :+L 
to continue :1:HSGPROG 
to continue 
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F.O APPENDIX F: SYSTEM MEMORY CONSUMPTION 

The System Memory Pool is initialized with 20 pages of storage (1 page = 
1024 bytes). This is enough memory for normal activity on a system 
configured with two floppy drives. As additional resources are added to 
the system, greater demands are made on the system memory pool and 
additional memory must be transferred to the system memory pool using the 
"SET SM" command. In order to judge the amount of memory you should 
tranfer to or from the pool, consider the following rough guidelines: 

SYSTEM 
RESOURCE 

SENSOR I/O DRIVE 
GPIB (IEEE-488)DRIVER 
ALPHA WINDOWS 
GRAPHICS WINDOWS 
DISK DRIVES: 

OPEN VOLUME 
OPEN FILE 
HARD DISK DRIVE 
FLOPPY DISK DRIVE 

SYSTEM POOL 
MEMORY CONSUMPTION 

16 PAGES 
3 PAGES 

1/8 PAGE/WINDOW 
1/4 PAGE/WINDOW 

3 PAGES/OPEN VOLUME 
1 PAGE/OPEN FILE 
2 PAGES/DRIVE 
o 

As an example, the following command will tranfer 16 pages of memory to 
the sytem pool. 

SET SM=16<CR> 

If it is desirable to invoke the command each time the system is used, the 
above command may be placed in the AUTOEXEC submit file. 

You may issue the SYSMAP command to display the current status of the 
memory pool. 
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