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w Y Data Processing PROGRAM ANNOUNCEMENT

J——

0S/360 LOADER AVAILABLE EARLY Basic Program Package

Documentation — Program Material List ... Operating
Instructions ... SRL - 18M System/360 Operating

The OS/360 LOADER 360S-LD-547 (scheduled origi- System LOADER, C28-6713-0.

nally for October 31) is now available as a component

of 0S/360. It prquides improved performance in a Machine Readable - Option 1 - Object code 0S/360

COMPILE-LOAD-GO environment. Preliminary LOADER for 2311 users, and is specified by using

timings indicate an average 47% improvement in link Program Number Extension “2311LD". Option 2 -

edit time and an average 35% reduction in scheduling Object code 0S/360 LOADER for 2314 users, and

time. The LOADER combines the basic editing, is specified by using Program Number Extension

loading and fetch operations intc one job step. “2314LD". Component is 360S-LD-547.

Additional details on the LOADER function and per- Optional Program Package

formance can be found in P69-13 and the SRL, “Plan-

ning Guide for the LOADER" C28-6702. Documentation -- Optional Program Material List

Usage Machine Readable -- Symbolic library.

The LOADER is supported under all.options of OS/ Ordering Information: Systern Number 360S.

360 and can be used with OS/360 Releases 156/16 and

17. Note: Both basic and optional machine readable
material for this system is ordered by specifying a

Action Required “System Line’’ (columns 1-7, 15-24) and “Com-
ponent Lines’’ (columns 8-12) of the Program

Current users will receive a preprinted Program Order Order Form. If ordering both 2311 and 2314

Form and a letter announcing the availability of the systems on one order form, respecify the System

LOADER Component -- instructing them to order the Line and the Component Line for each different

new Component through the branch office using this Program Number Extension.

preprinted Program Order Form. Complete ordering

instructions are provided in the letter to users, Prog. Nbr.  Distribution Medium  User Volume

Ext. Type Code Requirement

0S/360 users ordering for the first time, who desire - -

the new LOADER Component, should add it to their Basic 2311LD DTR 7DC/86G0 26 none

current list of orderable OS/360 Components when DTR 9/800 28 none

ordering on form 120-1957. DTR9/1600 29 none

: H 2314LD DTR 7DC/800 26 none

Microfiche DTR 9/800 28 none

The LOADER program listing is available on micro- DTR9/1600 29 none

fiche. It may be ordered as S/360-0OS LOADER Group Optional none DTR 7DC/800 26 none

Code 1072. Ordering instructions and a complete list DTR 9/800 28 none

of OS/360 group codes may be found in the Release DTR9/1600 29 none

17 programming announcement P69-43,
If only the form numbered iterns are required order

APAR from Mechanicsburg - not from PiD.
APARs on this component should be mailed to APAR For additional ordering information see branch office
Processing, IBM Programming Systems, 1271 Avenue manual, DP Sales Activity section.

of the Americas, New York, N. Y. 10020.

Additional Information

This is a Type | program (component of OS/360).
John Fahey

Dirdctor of DP Marketing
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. Release Date:

PROBLEM LANGUAGE ANALYZER (PLAN) MAY

BE ORDERED (TYPE Il)

Note to World Trade Readers

This letter is a reprint of an IBM Programming Announcement and
was mailed concurrently to USA and WT offices. The following
chenges, when appropriate, should be applied to the text for WT
‘luse.

{1] All programs announced as available have been shipped to the
"appropriate WT Program Libraries. Programs and associsted
material may be ordered as indicated on pages 9013 through
9017, Programming Section, WT DP Sales Manual.

in the above either have been shipped (with additional copies
available from the IBM Distribution Center, Mechanicsburg,
Pennsylivania) or will be shipped when available. In the case of
the latter, availability will be announced in the Weekly DP
Marketing Publications Release Letter.

[3] When a new.version of a program is announced, current users
must order it; *hey will not receive it automatically nor will
they necessarily receive a prepunched request card in their
Area.

(4] Programming distribution media may be different in this area
based on local conditions although DTR, disk packs, etc., may
be indicated.

[5] All references made to the Program Information Department
(PID) should be understood to mean the appropriate WT
Program Library.

[6] Any reference made to DPD Departments (or regions) ‘as
sources of information or for manuals, etc., should be
understood to mear: the comparable WT Department (or
corresponding organizational level).

[7) Communications facilities or services may be required which
are not offered in all WT countries. in case of any doubt as to
the availability of suitable communications facilities, the
country Teleprocessing Coordinator should be consuited.

[8] References made to Engineering Change requirements should
be verified with the local CE office. Although E/C
requirements are identical for WT and 1BM, availability and
shipping dates will differ. NO PRODUCTION
COMMITMENTS FOR PROGRAMS WITH E/C LEVEL
REQUIREMENTS SHOULD BE MADE TO CUSTOMERS
PRIOR TO VERIFICATION WITH LOCAL CE MANAGER
OF EC AVAILABILITY.

[2] Advance copies of the form numbered publications mentioned |

bl .l VR INGRREGEY Data Processing éC’ - (17 PROGRAM ANNOUNCEMENT

The Problem Language Analyzer (PLAN) for DOS
(360A-CX-26X) and OS (360A-CX-27X) may be
ordered through the regular procedures outlined in
the Branch Office Manual DP Sales Activity section.

The Problem Language Analyzer (PLAN) had been
announced in P69-24 as available under Controlled
Release.

- PLAN is a submonitor and application development

system that is especially valuable for use with appli-
cations that are highly variable in nature and for
problem solving and design. PLAN is a prerequisite
for a number of Type 11| programs.

PLAN for OS/360 is restricted to release 15/16 when
operating in the MVT environment.

The System Manuals - Narratives (Y20-0345), Flow-
charts (Y20-0346), Listings for PLAN under DOS
(Y20-0350), and Listings for PLAN under OS (Y20-
0351) as well as the Users’ Introduction (H20-0626)
are available from Mechanicsburg.

Action Required ...Notify all customers affected by
these changes immediately. :

Details are on the reverse side.

FOR IBM INTERNAL USE ONLY

September 16, 1969
Distribution: All Areas
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CORE REQUIREMENTS FOR 0S/360
MULTIPLE CONSOLE SUPPORT (MCS)
INCREASED

The resident main storage required by MCS has been
increased over that stated in P69-30. The MCS an-
nouncernent is not changed otherwise.

The increase in core is for systems without BTAM
resident and for the first 2740 Console to be added.
The basic multiple console support modules for MVT
were increased while the modules for MFT were de-
creased. The other estimates remain the same. The
maximum increase would be 4.2K bytes for an MVT
user who does not have BTAM resident.

Basic Resident Main Storage Requirements

1.8K for MFT, 2.6K for MVT, plus 0.3K for each
console that is specified at system generation.

Hard Copy Log

If the Hard Copy Log is on the System Log, the
System Log must be included in the system. For
MFT the System Log requires 3.0K and BSAM must
be resident. The MVT requirement remains the same
because the System Log (SYSLOG) and resident
BSAM are required elements of MVT.

If the Hard Copy Log is on a console, the resident
storage required by that console must be provided.
User Exit Routine

If a user-written exit routine is included, the resident
storage required by that routine must be provided.

Resident Storage Required by Device Support Routines

For each console in the system, the resident storage
required by its device support routine must be pro-
vided.

a. The resident storage required by the currently
supported console devices remain the same.

b. The Model 85 Operator’s Console Feature
(5450) requires 4.0K.

c. The first 2740 Console required 2.6K plus
6.2K of reentrant BTAM support. If the
required BTAM support is present in the
system, the above 6.2K is not needed.

d. Each console requires 0.3K for tables.
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Sample Storage Estimate

For MFT with Hard Copy Log to be on the 1052
Console including two 2740 additional consoles:

Basic Multiple Console Support 1.8K

2740 Console Support without BTAM
present in the system 6.2K
First 2740 Console 2.6K
Two 2740 Consoles at 0.3K each 0.6K
One 1052 Console at 0.3K 0.3K
MCS Storage Estimate 11.5K

Core Storage Planning Information Bytes Required

Feature or Option

New Old

Basic Multiple Console Support - -
resident module for MFT 1.8K 2.0K
resident module for MVT 2.6K 2.0K

Hardcopy Log on System Log for
MFT (No change for MVT) 3.0K 3.0K
BSAM must be resident

User exit routines will take
additional core as needed

M85 Operator Console Feature

5450 4.0K 4.0K
2740 Console without BTAM

present in the system 6.2K 5.2K

plus 2.6 bytes for the

first 2740 2.6K 0.3K
2740 Console with BTAM

present in the system none none

plus 2.6K bytes for the

first 2740 2.6K 1.8K
Each console SYSGENed 0.3K 0.3K

Action Required
Affected customers must be notified.

John Fahey
Dirdctor of DP Marketing
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TYPE Il PROGRAM FOR OPTICAL SYSTEM
DESIGN (POSD/11) NOW AVAILABLE FOR
1130, DOS AND 0S/360

Note to World Trade Readers

[This letter is a reprint of an IBM Programming Announcement and
was mailed concurrently to USA and WT offices. The following
changes, when appropriate, should be applied to the text for WT
use.

[1] All programs announced as available have been shipped to the
appropriate WT Program Libraries. Programs and associated
material may be ordered as indicated on pages 9013 through
9017, Programming Section, WT DP Sales Manual.

[2] Advance copies of the form numbered publications mentioned
in the above either have been shipped (with additional copies
available from the IBM Distribution Center, Mechanicsburg,
Pennsylvania) or will be shipped when available. In the case of
the latter, availability will be announced in the Weekly DP
Marketing Publications Release Letter.

[3] When a new version of a program is announced, current users
must order it; they will not receive it automatically nor will
they necessarily receive a prepunched request card in their
Area.

[4) Programming distribution media may be different in this area
based on local conditions although DTR, disk packs, etc., may
be indicated.

[5) All references made to the Program information Department
(PID) should be understood to mean the appropriate WT
Program Library.

(6] Any reference made to DPD Departments (or regions) as
sources of information or for manuals, etc., should be
understood to mear. the comparable WT Department (or
corresponding organizational level).

{7] Communications facilities or services may be required which
are not offered in all WT countries. In case of any doubt as to
the availability of suitable communications facilities, the
country Teleprocessing Coordinator should be consulted.

[8] References made to Engineering Change requirements should
be verified with the local CE office. Although E/C
requirements are identical for WT and IBM, availability and
shipping dates will differ. NO PRODUCTION
COMMITMENTS FOR PROGRAMS WITH E/C LEVEL
REQUIREMENTS SHOULD BE MADE TO CUSTOMERS
PRIOR TO VERIFICATION WITH LOCAL CE MANAGER
OF EC AVAILABILITY.




