










































































































































































































































































































































































































































































































Display System 

information is available because each frame 
of film used is exposed to the .face of the 7 inch 
SD CRT for about 30 seconds. During these 
30 seconds, about 11 displays would be 
undesirable because the resulting photographs 
would be blurred. To eliminate the blurring, 
only one display is intensified for each frame 
of film. 

b. Only one intensity gate signal from the SDGE 
goes to intensification unit 2 to intensify each 
frame of film. Limiting the inte.1sity signal 
is done by inserting a request display gate 
generator in the intensity signal line that 
goes to intensification unit 2 from the SDGE. 
(See fig. 5-18) In formal operation, this 
generator uses an input from the film 
mechanism to gate only one frame of fi.lm. 
This gated signal from the generator is 
called the request display gate signal, and 
it is used by intensification unit 2 in the same 
way as an intensity signal from the SDGE. 

c. In normal operation, the display gate 
generator goes through a cycle of operation 
for eacb new frame of film that is exposed 
to the CRT. The cycle is controlled by the 
same cam timing circuit that controls the 
movement of the film. During each cycle, 
the generator produ:es a request display 
'gate signal. This signal lasts as long as the 
intensify gate signal received from the SDGE. 
Besides normal operation, the request gate 
display generator can be set to one of two 
types of maintenance operations. During 
one maintenance operation, no tactical 
displays are intensified, and during the 
other maintenance operation all tactical 
displays are intensified. Figure 5-19 is a 
logic diagram of the request display gate 
generator . The type of generator operation, 
normal or maintenance, is determined by 
the four relay contacts shown in the figure. 

d. For normal operation, K51 and K80 are 
energized and K53 is periodically energized 
and de-energized by a switch in the cam 
circuit. Initially, during normal operation, 
K 51 and K80 are energized about a minute 
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NOTE: 
Fig. 5-18 
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NOTE: 
Fig. 5-19 
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TABLE 5-5. OPIRATION OF RELAYS IN RIQUEST DISPLAY GATI GINllA'JOI 

GENERATOR OUTPUT 

Normal 

(One SD message intensified for 
each frame of film) 

No output 

Continuous output 

(All SD messages intensified) 

RELAY OPERATION 

K50 not important 

· K51 energized 

K53 energized·and de-energized 

K80 energized 

K50 not important 

K51 energized 

K53 de-energized 

KIO energized 

K50 energized 

K51 energized 

K53 not important 

K80 de-energized 

SWITCH SETTINGS 

Unit status ACT, srDBY, or PWR, 
S36on• 

S35 normal or off 

Unit status ACT, 5'.fDBY, or PWll 

S36off 

535 off 

S36off 

Unit status ACT, STDBY, or PW1l 

535 normal 

*S;J6. is ;,, the drruil lhlll turns flown o• 11111l oi for the t11• tirruil ;,, the PRRS lhlll is 111111 lo. 1Mrgiz1 t111tl tl1-
-.u,,, .rsi_ __ ..... -
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after the unit status switch is set to STDBY, 
ACT, or PWR. Relay KSl grounds the input 
of PG-1, which sends a signal to reset FFl 
and FF2. Relay K80 connects one AND 
input to the 1 output of FF2, and the cam 
switch energized K53, thus removing the 
input of P G-2 from ground. 

e. When it is time to expose a frame of film to 
a tactical display (about seven second!f before 
the frame is changed), the generator cycles 
starts with the cam switch de-energizing K53. 
This action grounds the input of PG-2. PG-2 
then sends a signal to set FF 1. The output of 
FFl c;onditions the gate tube, and the next 
start TD input pulse goes through the gate 
tube, to CDG-1 and COG 2 where it is stopped 
by FF2. The start TD pulse also goes to set 
FF2. The output of FF2 now conditions CDG-1 
and CDG-2 and is also fed to the AND circuit. 
The intensity input signal that follows the 
start TD pulse goes through the AND and out 
to intensification unit 2 as the request-display 
gate signal. This signal is used to intensify 
the SD CRT for the one tactical display that 
is used to expose the frame offilm. 

f. When the next start TD signal comes in 
(start TD signals and intensify signals follow 
one another) it goes through the conditioned 
gate tube to FF2 where it does nothing because 
FF2 is already set. This signal from the gate 
tube also goes through conditioned CDG-1 and 
CDG-2 to reset FFl and FF2. The intensity 
signals that now occur do not go through the 
AND 0 because it is not conditioned by FF2 and, 
~herefore, no SD messages are intensified 
until the next generator operation cycle. 
When the next frame of film is moved into 
position for exposure to one SD message, K53 
is energized by the cam switch. The next 
generator operation cycle starts when K53 
is d~-energized. 

For one type of maintenance operation, K51 
and K80 are energized, but K53 remains 
de-energized. Without K53 opening and closing, 
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the generator operation cycle will not start; 
therefore, no SD messages will be intensified 
because no request-display gate signals are 
generated. 

g. For the other type of maintenance operation, 
K50 is energized and K80 is de-energizecL 
The contacts of the relays co1u.ed, / lG .·,·,]> 

to the AND to condition it. Thus, whenever 
the intensity signal enters the AND, it. will 
be sent out as a request-display gate signal. 
The continuous generation of tLs signal will 
intensify the 7 inch SD CRT for every SD 
message. 

h. The setting of the relays in the generator is 
controlled by the setting of the unit status 
switch, the processing switch {536) located 
on the main control panel, and the continuous 
display switch (S35) located on the subpanel. 

l.. 

j. 

Figure 5-ZO shows the relay circuits with 
both 535 and 536. With the unit status switch 
set to ACT, STD~Y, or PWR, this circuit 
receives the -48 volt delayed power. When 
this occurs, time delay relay K52 is 
energized, and after 15 seconds the contac::.s 
of K52 close to energize K51. The closed 
contacts of K51 keep KS l energized and, at 
the same time, de-energize K52. K51 
remains energized until the power to the circuit 
is turned off. 

The operation of the other relays is not 
determined by setting switches 535 and 536. 
Table 5-5 lists the request-display gate generator 
outputs for all three types of generator operation. 
Behind each type of output is listed the relay 
operation needed to get the desired output 
(operation of some relays for the outputs is not 
important). The switch and its setti:ng to get 
the proper relay operation are listed behind each 
relay. For example, k- get a normal output from 
the generator, the operation of K50 is not 
important because its contacts do not enter into 
the generator operation at this time. (See fig. 5-19) 
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NOTE: 
Fig. 5-20 
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Table 5-5, 
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Relay K5 l is energized by the unit status switch 
at ACT, STDBY, -or PWR. RelayK53 is 
energized and de-·energized because 536 is set 
to ON to feed power to the cam circuit. Relay 
K80 is energized regardless of the position 
in which S35 is set. 

3. Message Positioning Circuits: The method used 
for positioning is the same in the SDS as in the 
SDIS. To prepare the SDS console for display of 
certain areas within the ai.r de.fense sector, rotary 
switches are used and perform the same way as in 
the SDI.S. 

4.. Remote Control Circuits 

a. The PRR can be operated locally at the PRR 
or remotely (to a limited degree) at the 
Command Post console. The PRR operator 
has complete control when category switch . 
526 and expansion switch S 27, located at 
the PRR console, are set to LOCAL. Switching 
both of these switches to REMOTE, therefore, 
allows the Aircraft and Warning Officer at the 
Command Post console to assume limited 
control of the PRR. 

b. There are 20 pushbuttons located at one desk 
section of the Command Post console that are 
used for remote control of the photographic 
recorder-reproducer element (PRRE). These 
pushbuttons give the command staff some control 
over the display projected on the screen. Of the 
20 pushbuttons, a maximum of 15 are labeled 
and used to select var:.ous combinations of display 
categories. One is labe!.ed X 1 and is used for 
contracted display. Another labeled OPERATOR 
is used tc signal the operator in the projection 
room wht::n there is trouble or faulty display. 
Three pushbuttons are spares. 

c. IOC-PB (Pushbutton) Module: The 20 pushbuttons 
are located in two lOC-PB modules (fig. 5-22). 
This type of module contains 10 pushbuttons, with 
each button having independent push-to-make and 
push-to-break action. When the button is depressed 
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detailed ex -
planation on 
rotary switches, 
see ex pans ion 
sect.ion of SD 
Console. 

NOTE: 
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to the ON position and the finger is removed, 
the button will not release. To release the 
button, the button must be pushed beyond the 
ON position. Since there is no release 
solenoid, the REL button is inactive. Further­
more, since these buttons are independently 
released, more than one button in a module 
may be depressed at any <:'ne time .. 

d. Remote Control Operation 

1) K39 energized when be unit status switch 
of the AC&r.W desk is on power, active, or 
standby. 

2) K49 energized by the AC&r.W desk to 
indicate an alarm. 

3) Remote category control. 

a) S26 must be on remote to pick K42. 
b) K42 allows 1- 15 pushbutton on the 

AC&r.W desk to pick K83 to K97. 
c) K83 to K97 deselect categories. 

Provided all CAT switched are 
in left or right position. 

d) K81 and K82 ar~ necessary because 
a number of categories are expansion 
dependent. · 

1) K82 picked by remote/local 
expansion sw 527. 

2) K81 picked by 527 and (X 1) 
pushbutton on AC&r.W desk. 

Remote Expansion Control 

l) 527 must be on "remote" to pick K55-K58, 
K82. 

2) Disables local operation by disconnecting 
expansion switches. 

3) Enables remote operation by connecting 
plug board. 

4) Hubs in column B are hot (K36, 37, 38 
npt picked). 

5i Hubs in column B are patched for X2 
. entered display (Pick Bx, Dx, and 
By, Dy) 

6) Push X 1 pushbut_ton at AC&r.W ~esk. 
7) Pick K36, 37, 38, and 81. 
'8) Hu,..-. in column A a re hot. 

2500 

NOTE: Fig. 5-23, 
Page 2510 

NOTE: Fig. Category 
patching. Page 2520 
for results of K83· 
K97 and K81 and K82. 

NOTE: ·Fig: Expan­
sion patching on 
page 2:530 for ex­
ample showing relays 
K55-K58 disconnect -
ing expansion switches 

. .· . .,. . 

NOTE: Plugboard 
must ·be patched to 
accomplish this. See 
fig. on pg.2540.& 2:)50 
category plugboard 
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9) Hubs in column A are patched for X 1 
display (Pick E relays) 

5. Subpanel Controls: The PRR ~onsole subpanel 
contains the necessary controls to adjust both 
the SDS and the PRR. The following list 
describes the controls used for the SDS: 

::i. SD Test Pattern: A3 position switch which 
allows normal console operation only in 
normal position. When in either of the test 
positions, only the. test category is displayed, 
while all other categories are disconnected. 
In addition, the X 1 expansion is selected for 
display. In Test 1 position, the feature 
selection switches in FSS 1 are operative: 
when in Test 2 position, the feature selection 
switches in group 2 are operative. 

b. Driver Filament Voltage Switch: Reduces the 
filament voltage applied to all four driver unit 
tubes, testing the tube$ for low emission. 

c. Bright aod Dim Character Intensity: Vary the 
intensity of the bright characters and the dim 
characters, respectively. 

d. Bright and Dim Point Intensity: Ad}lst the 
intensification levels for bright and dim points 
respectively. 

e. Horizontal and Vertical Gain: Vary the width 
and height of the display area on the 7 inch 
SD CRT. By varying the gain of the deflection 
amplifier, the display is made to fit within the 
inscribed square on the face of the 7 inch SD 
CRT. 

f. Defocus Gate Amplitude:· Adjusts the evenness 
of illumination of bright characters. This 
adjustment is made by observing a test pattern 
and adjusting by eye. 

g. Horizontal and Vertical Convergence Center: 
Adjusted for electronic center rather than 
mechanical center of th.e convergence field. 

h. Character Focus: Adjusts character size and 
clarity. 

i. Off-Center Key Release: Energizes a solenoid 
that releases the off-centering keys on the front 
panel in case they are depressed. 

j. Fine and Course Convergence Current: Adjusted 
for the sharpest character register as viewed on 
the screen of the 7 inch SD CRT. 

2570 

NOTE: Fig. on pg. 
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Refer to Page 2.)8u 
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k. Horizontal and Vertical Coil Center: Used to 
secure centering of the plectron Beam. 

1. "Y" OUTPUT and 11X 11 OUTPUT - DECODER 
COMPENSATION : Used for balancing the 
decoder output. 

m. COMPENSATION and SELECTION-CONVERGENCE 
TRIM: Provide fine adjustment of character 
register and format. 

n. Marginal Check - Lower filament voltage on all 
tubes except deflection drivers, SD CRT. Checkout 
producer in PRRE Maintenance Handbook. 

o. The remaining controls on the Sub Panel are used 
in the PRR secti'on and will be discussed later in 
Lesson Plan. 

6. High-Voltage Panel 

This panel (fig. 5-5) contains the controls that are 
part of 'the SD high·-voltage unit. They are all part of 
the SDS and are described briefly below: 

a. WRITING BEAM INTENSITY: Adjusts the overall 
brightness of the SD display. 

b. WRITING BEAM FOCUS: Adjusts the size of the 
point displays. Reduces a bright point to its 
optimum size. 

c. CHARACTER CENTERING - HORIZONTAL and 
VERTICAL SELECTION: Adjust for proper selection 
of columns and rows of' characters on the character 
matrix. Set so that the defocused writing beam is 
centered on the selected character aperture. 

d. CHARACTER CENTERING - HORIZONTAL and 
VERTICAL COMPENSATION: Adjust horizontal 
and vertical character regist?"ation. Adjusted 
while viewing a test pattern to reduce the variation 
in position of different characters displayed 
sequentially in the same location. 

e. CHARACTER AMPLITUDE - LEFT, RIGHT, UP 
· and DOWN: Adjust both the compensation and 
selection amplitude. 

NOTE: Show 
on equipment 
or Page 2390 
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E. Photographic Recorder-Reproducer Section 

1. ?ral Information 

This section of the PRRE consists of a recorder which 
. automatically photographs the sequential information 

on the face of a 7 inch SD CRT, a rapid film processor, 
and a reproducer which a11tomatically project:; the 
processed picture onto a large screen in front of the 
Command Post. 

u. The Tecorder automatically photographs a 6-inch 
display area of the 7 inch SD CRT as a 0. 800-inch 
circle on the 35 mm film frame. "The film is then 
processed automatically -by the time-and temperature 
method, without manual intervention. In the pi;-oper 
sequence, c~emicals are mixed with hot air ·and 
jet-sprayed onto the emulsion side of the -film. 
~eparate ventur-type jets are used for each che.mical 
and for air drying the film. Flow control is 
achieved by a solemoid air val ,e in each line. 

When processing has been completed, the film i.s 
transported to the reproducer area of the film 
;:,ate for projection. 

2. Theory of Operation 

a. Film loaded on a film magazine travels. to a film gate, 
where it is exposed at a recording section of the 
gate. The film then moves to the processor section 
of the gate, where it is developed and fixed. Next, 
the film moves to the reproducer section of the gate, 
where it is projected onto the screen. Once projected, 
the film travels to the takeup reel. The film drive 
components transport the film from the film magazine 
through the ,various sections of the film gate to the take­
up reel, as shown in the basic flow diagram of figure 
5-25. The film gate is operated electromechanica.lly. 

b. The film gate assembly is the heart of the PRR. In 
that small area the end function of the three basic 
photographic processes takes place: taking the picture, 
de "eloping the picture, and enlarging the picture by 
projection. 

-Refer: 
Page 2600 

NOTE: 
Fig. 5-25 
Page 2630 
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c. The film is advanced through the film gate by a film 
drive assembly, .which also positions the cams that 
control the timing of th.e recording, processing, and NOTE: 
reproducing operations. Fig. 5-2.6 shows these three Fig. 5-26 
operations from right to left. The mechanical linkages Pap:e 262Q1 
move the film from one gate aperture to the next 
(a distance of 10 film perforations) and also move the 
timing control cams and the visual timing cyclt:l indicator. 
The electrical lines control the film mechanis:..~1 and the 
timing. 

d. The operation up to this time can be considered that of 
normal photographic equipment, but any device that will 
expose, :erocess, and project a film display every 30 
seco~ds must have a special, ultra··rapid processing 
method. The PRR makes use of heated air mixed with 
the proper chemicals to jet-'spray the exposed emulsion. 
In less than 30 seconds the film frame has been developed, 
bleached, reversed, washed, and dried, in precisely 
timed cycles. 

e. Reproducing the now fully proces.sed 35 - mm frame by 
projecting the display image onto a 14 by - 14 - foot 
screen is accomplished by a un~que projeCtion system. 
The projector employs a high light-output mercury 
vapor lamp and a complex beam··directing optical 
system to project the in.iga1 O. 800-inch ir.'.lage 35 feet 
to the large .screen area, 

3. Recorder 

a. The recorder_ is, in effect, a ·camera. Light from the. 
SD CRT passes through the recorder lens, which is 
about 17 inches above the CR ':f screen and some 2. 
inches below the film plane. The light in passing through 
the lens is focused to a sha:!"p image. on the film when 
the shutter i_s in the open position. 

b. The film is held flat in the film· gate by a clamping device. 
The shutter is interposed between the lens and the film 
to prevent blurJ"ing of the image when the film is transported 
from one. gate operation··a.pe.riure to the next. The lens is 
mounted to the film gate at one end and slipped into the· 
viewing shroud on the other. The lens adjustments are 
the conventional external i_ris diapliragming and focusing 
ring. The ring markings are in standard units aQd f/sto_ps. 
See figure 5-2.8. NOTE: Fig. 5-2.8 

Page 2.710 
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c. Lens Assembly 

1) The lens assembl.y is physically mounted to 
the bottom of the film gate. The assembly 
resembles the standard f/ 2, 2-inch focal 
length objective used i.n miniature ca~eras. 
Lenses of this type consist of several 
lumenized or coated-glass elements spaced 
and contained, according to optical formulas, 
within a metal tube or bar rel. Within the 
baI rel, and between the elements, is a variable 
aperture (iri1: diaph.:agm) with an external control 
ring. A method for moving the lens forward or 
toward the fil!"!l pla~e (focusing) is controlled by 
another external ring on the barrel. 

2) Since the function of the lens is to focui:i 
the rays of light emanating from the CRT. 
the lens opening should be large enough 
to obtain exposures in the desired range. 
The va!"iation in this l'.'a.nge i.s obtained by 
the iris diaphragm. 

3) Lens and Mirror Elements 

a) Lens elements are used in both the 
recorder and :reproducer section of the 
PRR. How they fun.ction can be explained 
by fundamenta.1 optic laws. 

b) When a light ray ente:L"s glass from t:he 
air, this speed is reduced; when it returns 
to the air, it rec;umes its original speed. 
If the ray e:!lters er leaves the glass at 
any angle other than 90 degrees, it i.s 
bent, or "refracted, 11 in a predictable. 
manner, the extent of refraction being 
controlled by the nature of the glass and 
the angle at whkh the ray strikes the 
surfaces. 

c) If the entering and emerging surfaces of 
glass are parallel, light rays passing 
through will c on.tinue in the original line 
of travel. If the entering and exiting 
surfaces are not parallel, as in a prism, 
the rays wi..U eT!le~ge in a different direction 
from. the originai path. 

1.6SO 
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Situation Display Indicator Element 

d) All the rays of light reflected, or emanating, 
frpm any one point on the face of the CRT 
being photographed and passing through the 
lens will be foct.\sed as a virtual point at 
the film plane of the recorder. In both. 
theory and practice this "point" is never 
a true point, but instead, a circle small 
enough to appe<v" as a point to the eye. The 
film e'mulsion is thus exposed by varying 
intensities of these point sources of light. 

4) Lens Barrel Assembly 

a) The lens barrel assembly consists 
of several coated elements mounted 
in metal sleeve {barrel). A single 
element or convergent lens can be 
used to form an image. The i~age· 
will, however, be fo\Dld to suffer from 
defects due to lens aberriations, especially 
when the lens is used at large apertures. 
Therefore, where. speed and good definition 
are required, several additional elements 
are added, each one co!'recti:q.g a particular 
fault or aberration. These elements are so 
mounted in the barrel that the centers 
of their spherical surfaces lie on the 
same principal axis. 

5) Focal length, Focal Pl~ne, and Focus 

a) A fundamental characteristic of any 
lens is the focal 1 en~th. The focal 
length is the prope:rt~~ 'Vhich determines 
the size of the image of an object placed 
at a given distance from the lens. For 
all practical purposes, the l~ght from a 
point in an infinitely distant scene may 
be said to enter the lens as parallel rays. 
The lens bends these rays so that they 
converge behind the lens to form an image 
of the point from which they originate. 
The distance from this image to the rear 
nodal point in the lens is the focal length. 
The longer the focal length the larger the 
image of an object at a given dist.ance. 

2&60 
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b) As parallel rays of light from the SD CRT 
pass through the lens elements, they are 
refracted and intersect on a plane which 
is at right an.gles to the principal axis. 
This is known as the focal plane. The 
point at which the pt'incipal axis intersects 
the focal plane is known as the focal point 
of the lens. 

c) When. a lens is placed at a suitable 
distance from a luminous object 
(CRT display), ~t fo:rms an inverted 
image which may be received sharply 
on a plane at a determined distance 
from the lens. This distance can 
never be nearer to the lens than the 
focal plane which !'P-presents the 
nearest plane on which real images 
can be received. Since a sharp image 
is required at the fixed plane (i. e. , 
the plane of the film), it is necessary 
to move the lens :r-elative to the film in 
order to satisfy the required relationship 
between image and film. . This operation 
is known as focusing. 

6) Focusing Assembly 

a) The focusing assembly is held to the 
lower part of the film gate by four. 
screws which pass through holes at 
the corners of a squa:ce r·etaining plate. 
The focusing at the corners of a square 
retainin.g plate. The focusing ring can 
be rotated, but it is prevented from 
moving vertically by the retaining plate. 
The force transmiaed (through friction) 
from the rotating ring te the sleeve is 
prevented by the !'etaining piri. from rotating 
the sleeve. Rotation of the focusing ring, 
therefore, causes vertical travel of the 
sleeve and the camera lens. The focusing 
ring carries a scale of 24 engraved divisions, 
the retaining plate. A movement of one 
di11ision a.lterA the vertical position of the lens 

'Dy approximately 0. 001 inch. 

l670 
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7) Iris Diaphragm, F/Numbers 

a) · Photographic lenses have an adjustable 
opening to va:ny the quantity of light 
passed. The size of the opening as 
compared •ith the focal length is indicated 
by a diaphragm scale, generally marked 
in £/numbers. 

Each £/number is the focal length 
divided by the effective diameter of the 
diaphragm. The f/ number 1. 4, 2. 8, 
4, 5. 6, 8, 11, 16, 22, 32, and 45 
indicate successive decreases of one­
half in light intensity (an aperture of 
f/ 4 gives twice as bright an image as 
f/ 5. 6, f/ 2. 8 twice as bright as f/ 4 and 
so on. 

b) The variable aperture (iris diaphragm) 
is a mechanical deviCe consisting of a set 
of cun·ed leaves. The leaves, depending 
on how mucn they are caused to overlap, 
cover a circular area wifo a central, and 
nearly cir.cular, hole left uncovered. This 
hole is the diaphragm aperture. The 
diaphragm is situated within the lens barrel 
between two of the lens elements so that it 
restricts the effective diameter of the light 
beam passing through the second lenf;. By 
rotating the iris rin.g, on the periphery of 
the lens barrel. the position of the leaves 
is varied to change t:be size of the hole. The 
change is usually rnade !n calibrated f steps 
or "stops," as they ar.e generally called. 
The recorder lens diaphragm ring is marked 
in eight st.ops from f/2, the largest opening, 
to f/22, the smallest. 

8) Depth of Field, Circle of Confusion 

a) Theoretically, when a lens is focused 
for a certain distance, objects at that 
distance only are sharp. Objects at 
all other distances are more or less out 
of focus, and points outside of the plane 
focused upon are imaged as blurred red 
circles which can be referred to as 
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"circles of confusion." The farther the 
points are from the plane focused on .• 
the larger the circles of confusion and 
the greater the out-of-focus effect. 

Note: Fig. 5··29 
Page 2710 

(See fig. 5-29.) 

b) "Depth of field" of a lens refers to the 
range of distances on the near and far 
sides of the plane focused upon, withi.n 
which.details are imaged with acceptable 
sharpness when received. Other things 
being equal., depth of field increases with 
increasing object distance and with 
decreasing focal length; depth of field 
decreases with increasing relative 
aperture. For example, in the PRR at 
maximum diaphragm opening (f/2), the 
image on the film in the film gate is 
sharply defined over the area and tends 
to become blurred at the edges. As the 
lens is stepped down (increasing the f/ 
number), the area of sharp definition 
spreads out until at f/4 it covers the 
entire exposed area of the frame. 

9) Lens Coating 

a) Modern·day lenses have their various 
glass surfaces coated with a film of some 
metallic fluoride, usually magnesium. 
This is applied by vacuum evaporation to. 
produce a normally hard coating that will 
withstand car_eful handling and cleaning by 
the proper techniques. 

Coated lenses can be identified by the slight 
tint seen by reflected light. The lens will 
appear· to be uncolored by transmitted light . 

. These coated, lumenized, or bloomed 
lenses reduce surface reflections and thus 
reduce flare light and spots. This would 
also increase the speed of a taking lens 
slightly. In a. projection system, when all 
glass surfaces are coated, the screen 
brightness will be increased as much as 
50 per cent. 

10) Care of Lenses 

·a)· To perform satisfactorily, a lens must be 
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properly aligned with the film in the film 
gate. Rough handling or the application of 
undue force may upset such alignment. 

b) All optical~glass surfaces should be 
protected as much as possible from dust, 
dirt, and fingerprints. Lenses should also 
be protected from jars and jolts, and from 
extreme and sudden changes in temperature. 
They should not be stored in hot or humid 
places. 

c) An occasional cleaning of both rear and 
front lens surfaces is necessary in the 
camera lens assembly and the individually 
mounted lenses in the reproducer. Care 
should be taken not to scratch these lens 
surfaces while cleaning. Any dust or 
grit should be removed first by gently 
brushing the surface with a fine-hair 
brush. A clean, soft, lint-free cloth, such 
as well-washed linen or the Selvyt Cloth, 
may be used when bruBhing is inadequate. 
In the c~se of fingerprints or scum formation, 
breathing on the lens is suggested or the sparing 
use of a recommended J.ens cleaner. 

CAUTION 

Do not use acid, alcohol, or other 
solvents. Avoid excessive cleaning 
and excessive pressure, as this 
may do more harm than good. Do 
not remove elements from a barrel 
or otherwise take a lens apart. The 
use of silicone-treated tissues for 
cleaning coated lenses should be 
avoided. The effectiveness of a lens 
co-ating is due, ·in part, to its critically 
controlled thickness (millionths of an 
inch). The silicone deposited by this 
type of tissue (sight sav.ers, etc.) adds 
to the coating thickness, changes its 
apparent color, and impaits its 
anti-reflection function. 

Z700 
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d. Recorder-Shutter 

l) A shutter is a device designed to shut off 
or block the ex.posure of light in its path. 
Generally, the familiar type of camera 
shutter consists of several. spring··loaded 
blades that open and close in an iris 
fashion; when the spring release is tripped. 
This, type of delicate mechanism is replaced 
in the recorder by a comparatively troubJ.e­
free, rotating drum type of shutter. 

2) The film drive unit moves the film once 
every 30 seconds. The SD CRT unb!.anki.ng 
or iii.tensification occ•.irs within this quiescent 
interval for a period of 2. 6 seconds for the 
full frame exposure. This SD cycle is the 
only one illuminated; the ·other displays (about 
11) are effectively blanked during the 30 
seconds that the shutter is open. Thus., H 
would appear that there would be no need for 
a shutter device. 

3) Although seemingly unnecessary at the current 
speed of operation, the shutter would be 
essential at increased speeds to prevent blurring 
of the image when the film i<> transported. 

4) Recorder Shutter Mechanism 

2730 

a) The recorder shutter is a holl.ow drum Note: F~.g. 5-30 
with·a diametrical hole. See Figure Page 2720 
5-30. The rays of light passing through 
the recorder lens have a free path to 
the film when the axis of the hole is 
vertical. The light is cut off if the drum 
is turned 90 degrees. Energy for the 
shutter operation is derived from a coil 
spring which is wourd by a small induction . 
motor. This shutter motor drives a shaft 
by means of a pinion and gear wheel. The 
shaft, however,, cannot rotate, sine e the 
release arm is engaged by the leading tooth 
of the pallet and energy becomes stored.in 
the spring. When the spring is fully wound, 
the motor stalls; a s.eries resi.st:or in the 
motor circuit presents overheating of the 
motor in the stalled condition. The shutter 
is closed just before the film clamps lift, 
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and it is opened just after the fil:r:n is 
reclamped. 

5 )1 Shutter Solenoid 

a) The drive spring is attached to a release 
arm that is held in place by the first 
tooth of the double pivoting pallet. The 
motion of the pallet is controlled by a 
solenoid, in this manner. 

1) In the open- shutter position, the 
solenoid is not energized. The 
armature of the solenoid is 
controlled by its spring, and the 
pallet is engaged at one end. This 
prevents the action of the drive 
spring from moving the release 
arm. 

2) When the solenoid is energized, 
the end of the armature is drawn 
down; this has the effect of rotating 
the armature and pallet. The leading 
tooth of the pallet falls, releasing the 
end of the release arm. The release 
arm is caught by the second tooth of 
the pallet; this action closes the 
shutter having it turn 90 degrees. 
Each time the shutter drum rotates, 
the resulting decrease in tension of 
the drive e-pring is niade up again 
.by rotation of the shutter motor, 
which stalls again immediately after 
the spring is fully wound. 

e. Viewing Asse~bly 

1) The viewing assembly is essentially a light-tight 
shroud, extending from the recorder lens to the 
SD CRT. Its purpose is to prevent extraneous,, 
light from entering the recorder lens and fogging 
the film. It also serves as a light-tight enclosure 
to prohibit ambient light from washing out the 
image contrast on the. face of the tube. 

2.) To enable monitoring of the CRT for 
proper display, the face of the CRT would 
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Note: 
Refer to 
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have to be observed. Therefore, provision 
for viewing the CRT is made by means of a 
peephole device and an optical assembly 
affixed to the shroud. 

3) Shroud 

a) The shroud consists of two fabricated 
parts, one conical and the other 
cylindrical, forming an integral unit. 
See figure 5-31. The conical portion 
has a movable lens hood attached to 
its apex by a tens:i.on sc:rew. The lens 
hood slides in a felt sleeve attached to 
the shroud. The sleeve acts as a friction 
shim permitting the shroud extension 
(lens hood) to be moved up to and over 
the lens barrel, yet maintaining the 
upper part of the receiving assembly 
light- tight. 

Note: Fig. 5-31 
Page 2720 

4) Optical Viewing Mechanism 

a) The optical viewing mechanism incorporates 
an optical syste:m empl.cyin.g a magnifying 
lens and a scanning mirror. By this means, 
an element cf the CRT face may be viewed with 
a magnification of about six. times. The use. of 
the scanning mirror enables th5.s element to be 
moved along a d!.ameter of the tube face. 
Breaking down the optical system further, to. 
its component part.s as shown in. figure 5- 31, 
it will be seen that this indirect viewing method 
is n.ecessary if. magnified po:rtions of the display 
are to be observed. Light from a small section 
of the tube face strikes the scanning mirror and 
is reflected from :t to the eyepiece. After 
passing through tne objective. !.ens, it is further 
reflected· at the eyepiece mirror and passes 
through. the eyepiece lens to the eye of the observer. 

b) The scanning m'..rror. consist.s of a section of 
aluminized plate glass which can. be turned at 
an inclined axis to the vertical. The mirror 
is turned by a flexible shaft &ff;.xed to the 
mirror mount on one end and protruding through 
the shroud, with a control knob affixed to the 
other end. Rotation of the scanning knob 
determines the position of the mirror and thus 
that portion of the viewed display desired. 
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c) The objective lens (fig. 5-31) causes an 
image of the viewed elements of the CRT 
face to be formed at the focal plane of the 
eyepiece lens. It consists of two cemented 
elements of differing types of glass. The 
purpose of this. combination is to a·pply 
color correction to· the eyepiece assembly 
and so prevent the appearance of 
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multi-colored blurring at the edges of the 
image seen by the observer. Such blurring 
occurs when the amount of refract~.on or 
bending of a ray of light upon entering or 
leaving a polished glass surface varies with the 
color of the light. Every property of a lens. 
depends on color. Thus, the position of the 
image itself changes slightly with the color 
or wavelength, of light; this effect is known 
as axial, or longitudinal, chromatic aberration. 
This deficiency can be reduced by using the 
proper combination of two or more different 
kinds of glass. 

d) The eyepiece assembly (fig. 5-31) is positioned 
so that the observer can view the display on 
the CRT without interference. The housing for 
the various components of the eyepiece assembly 
consists of a mirror box which extends into a 
short tube attached to the cylindrical. part of the 
shroud. The end of the tube adjacent to the 
mirror box. contains the objective !.ens. The 
inner end of the :mounting tube i.s normally closed 
by a spring- loaded cover operated by a trigger 
control access~.ble to the observer. The purpose 
of this cover is to prevent extraneous ).ight from 
passing through the eye-piece system and being 
reflected by the scanning mirror on to the tube 
face. · 

e) The eyepiece mirror (fig. 5-31) is a section 
of su.rface .. aluminized pl.ate glass on a brass 
mount. Two mounting screws make possible 
final assembly adjustments. The mirror box 
has a removable cover plate giving access to 
the mirror. 

£) The eyepiece lens has a screw-mount attachment 
at the top of I.he mirror box. The focal length 
of this lens can be a.l.tered slightly by rotation of 
the ·milled ring encircling the lens mount.. For an 
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observer wit:'l normal eyesight, the 
focus is arranged ,;o that the i.mage 
formed by the objective lens lies 
ex.actly in the focal plane oi the eyepiece 
lens; the observer then sees a sharp, 
magnified version of this image. 
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4. Processor 

a. The film frame now having been exposed in the 
recorder aperture C)f t:he fJ.m gate, it is pulled to 
the next aperture for rapid processing. a is this 
rapid chemical pr.ocess:·.ng that makes possible 
a new display every 30 seconds on the large 
projection screen. The exposed area of film over 
the processing aperture is sprayed with the proper 
chemicals by rneans of air jets, i.n timed sequence. 
The film remains in the same position for the full 
processing time, from t:he initial developer spray 
to the final drying of the film. This can be done 
because the aperture is the top of the processing 
pot which contains the jet·- spray no:z,z).es ~jet unit). 
See figure 5··32, B. 

Note: ]fig . ."i-32 
Page 2780 

b, The jet unit contains three jets (Eg. 5 .. 3z, A} 
for applying the develop, fix. .. and wash solut;_ons 
to the film in the form of a f;ne spray; a fourth 
jet directs warm dry air on to the processed film, 
substantially dr~ing U. The variour;; jets are operated 
by compressed air, which i.s contro!led an.d heated 
electrically. The jets are supported on tneir supply 
tubes in a central cluster within the processing pot. 
The air drying tube passes ax!a.Hy tJ1rou gh the bottom 
plug of the pot, and the t:!i.ree chemical .~ets are 
equally spaced arr,und ;_t. The chemica! jets converge 
slightly so that each ~s d.;.rected t0ward the center of 
the processing aperture. See figure 5-~2. A. 

c. Chemical Supply 

1) The chemicals for developi_ng and fixing the 
film are prepared :i.n .50-oz. glass bottles for use 
in the PRR. The deve!.oper solution ; s contained 
in an amber bottle, to prevent deterioration, whil.e 
the fixer and wash solut'..ons are contained in cl.ear 
glass bottles. For ease of identification, the fixer 
solution contains a blue dye and the wash solution, 
a pi.nk dye. 
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Each solution is fed through a manually 
controll.ed o~ .. cff valve, (pinch cock) to 
the processing pct1 where they are mixed 
with heated, pressured air and jet-sprayed 
against the film emulsion. The air pressure 
determines the quantity of chemical solution 
admitted to the processor. The pressure 
of the air suppJ.y (from an external air 
compressor) :~.s regulated manually at the 
PRR unit. 
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~) When i_n their correct positions in the PRR 
console, the three chemical bottles are inverted 
over constanf>··).evel chambers. (See fig. 5··33) Note: 
Liquids flow out of the bottles until the levels Fig. 
in the chambers just reach the ends of the Page 2800 
bottle nozzles. Atmospheric pressure on the 
surface of the Uqui.ds in the chambers prevents 
accidental gravity flow. 

Each level chamber has an outlet at the 
bottom and an overflow outlet near the top. 
Overflcw1.ng· Hqu:!.d passes through a drain 
pipe into a tray formed by the chemical shelf 
on which the level chambers stand. These 
chambers contain contact probes which become Note: 
uncovered when the liquid falls l /4 inch below Fig. 5-33 
normal.. These probes are associated with the Page 2780 
chemicaJ.-·flow warning circuit. 

d. Air Supplies 

1) Each PRR unit requires two separate air 
supplies: 

a} A high·~pressure air supply with a flow 
corresponding to 4 cubic feet of free 
air _per mi.nute. 

b)" A large -:rcrl.ume of low··pressure air 
(normally derived from the site equipment 
cooling a',r supply) to provide cooling of 
the electronic equipment and the projection 
lamp. 

2) High-Pressure Ai.r Supply 

a) .' The l:ign·-pressure air is normally 
.delive.red from a compressor in the 
site installation at between 40 and 80 
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psi. This air is fed to the manual 
PROJECTION AIR shutoff va.lve on Refer to Page 
the main control panel. The pressure 2820 
is regulated to 30 psi for .use at the 
reproducer aperture. From the 
PROJECTION AIR valve, air is directed 
through the PROCESSING AIR valve, 
where it is further reduced to 10-psi 
gauge pressure for use at the recorder 
aperture. The air at 30 psi also passes 
through a pressure switch to the 
solenoid air-control valve that distributes 
the air among four output pipes for 
processing in a timed sequential cycle 
dete'rmined by the control cams. The 
pressure switch is part of the interlock 
circuit. (See fig. 5- 34.) 

b) The solenoid air control valve (fig, 

Note: Fig 5- 34 
Page 2850 

5-33) is actually four solenoid actuator 
plunger .. type valves. Three of the valves 
are n.orma.J.!.:r dosed; the fourth, normally 
open. Compress-ed air at cycled. intervalS 
from the s~lelWi.d controJ. valve passes 
through an eleC'tric el.ement that beats the 
air. This heat.er ·ai.r passes through the 
union boaTd and into the processing pot. 
Figure 5· 34 is a diagram of t'.ii.e cc-:rr..pressed 
air s yio•t:e:i::n. 

c) OverJ)r.w '..".qu!ds escape through a drain in 
one corne~ cf the chem:.cal shelf and pass 
thruug.i-c a. g7.aas splash trap to the fume pipe, 
whicl:. carr~ es wa.ste liquids tr> t.he waste 
tank. T'~;.e waste tartl.. is herrnetica~ !y sealed 
and is em.pt:ied by the adm:s.;~on r,f compressed 
air. The waste outlet pi.pe ex!:ends nearly to the 
botton1 of the tank. When compressed air is 
admitt.ed at the top, it disp!aces the !:~quid in 
the tank ard forces ::t up a plastic waste pipe 
to a suitable drain. See figure 5~ 33 and 5- 34. 

3) Low-Pressure Air Sur-piy 

a) Air for cooling the electronic chassis and 
projector lamphouse is derived from the 
site equipment cooling air supply and is 
connected to an inlet pipe at the top of the 
PRR unit. 
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b) The air passes into compartments, 
panels, and vertical cavities inside 
the housing. Baffle plates, in the 
floor compartment, deflect the air 
into two streams. One of these 
passes up through the electronic 
units and then combines with the 
other stream to pass via ducting 
into the lamphouse. Exhaust air 
from the lamphouse returns to the 
site cooling air system via a short 
length of 6-inch pipe, fixed to the 
PRR unit roof. The pipe contains 
an automatic damper and above it 
an air flow indicator. See Figure 
5-35. 
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!!2!.!: Fig. 5-35 
Page 2870 

c) The damper consists of a metal disc 
which is pivoted in the tube on a 
diametrical spindle. The controlling 
element is a spiral spring, formed of a 
bimetallic strip. When the air emerging 
from the lamphouse is cold, this spring 
loads the damper against a stop, 
closing the pi.pe and restricting the air 
flow. This enables the projector lamp to 
reach its operating temperature as 
quic\dy as possible after the equipment is 
switched on. 

d) As the lamp warms up, the air temperature 
in the outlet pipe rises. This causes the 
bimetallic spring to unwind, opening the 
damper and allowing an increase in the flow 
of cooling air . 

e) The air-flow indicator consists of a 3-cup 
anemometer rotor mounted on the inner 
end of a radial shaft in a short pipe section 
interposed,. between the outlet pipe from the 
unit and the return. The outer e~d of the· radial 
shaft is mounted on a ball bearing and carries 
an indicator dial. The dial is marked in red 
and white quadrants and is visible through a 
window in the surface of the pipe section. 
The rotor speed depends on the rate of air 
flow through the pipe. The indicator dial 
permits the operator to ascertain speed of 
air flow. _____ . __ ... 
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2.) The upper end of the pot is slightly 
less external diameter than the aperture 
in the lower part of the gate. Air at 
10 psi is admitted to the annular space 
so formed. This is done for two reasons: 

(a) To prevent processing liquids from 
seeping out between the upper edge 
of the pot and the film, which would 
give a ragged edge to the processing 
area. 

(b) To 'ensure that the film is lifted from 
the edge of the pot at the instant the 
pad rises in order to prevent the 
slightly swollen emulsion from being 
torn off the film during transport. 

f) Chemical Jets 

1) A simple cross-sectional diagram 
illustrating the principles of the jet 

Note: Fig. 5-32. 
Page 2.780 

is shown in figure 5-32, C. Compressed 
air enters the chamber via the compressed 
air inlet. In the chamber, the air loses 
pressure ene!"gy, causing a partial vaculJ:m 
around the sides of the ~hamber. 
Consequently, liquid is drawn in from the 
chemical orifice, and it combines with the 
air to form a fine high-velocity spray. 

2.) A very small alteration in tpe bore of the 
nozzle has a significant effect on deliver:y. 
It has been determined that increasing the 
bore of either the liquid nozzle or the 
air nozzle increases the flow of liquid 
through the jet, and also increases the 
size ~f the droplets of liquid in the spray. 

CAUTION 

The three nozzles are not interchangeable. 
The chemicals differ in specific gravity 
and the nozzles have been bored for a 
particula~ rate of flow for ea.ch chemical. 
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g) Air Drying Jet 

1) The air drying jet (fig. 5-32, A) consists 
or a si.mple nozzle nriven into the end or 
the air drying tube. The bore of the 
nozzle determines the rate or flow or 
drying air. 

5. Reproducer 

a. Upon completion or the processing cycle, the 
film is automatically transported to the 
reproducer aperture or the film gate ror 
projection to the Comm.and Post screen. A 
high-intensity mercury vapor arc lamp is used 
for image projection. Light from the lamp is 
reflected by a parabolic reflector to a group 
of four condenser lenses. These condensers 
concentrate the light and, with the aid or a 
lens behind the condensers, either disperse 
the beam or condense it fUrther, as needed. 

b. The adjusted light beam then passes through 
a manually operated sliding-shutter device to 
a mirror which redirects the light 90 degrees 
upward. The shutter is used to block the 
projector light path when there is need to have 
the lamp on and light projection is unwanted. 
Reflected light from the mirror passes through 
two additional condenser lenses, an aperture 
in the film gate, and through the film and 
projection lens to the screen. Illumination for 
the reproducer elements is provided by a 
1,000-watt mercury vapor lamp. A reproducer 
switchover circuit is used to prevent two 
reproducers from projecting images on the 
Command Post screen simultaneously and 
also to prevent the projected light from one 
washing out the image of the other. 

c. ~rcury Vapor Lamp 

1) High-intensity illumination necessary for 
projection or an jmage to the large screen 
is provided by a mercury vapor lamp. 
The lamp consists or a glass envelope 
containing xenon gas and a droplet or 
mercury. Brass ferrules, one on each end 
of the envelope, are connected internally. 

2S90 
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to carbon electrodes within the lamp. 
The electrodes are so spaced that an arc 
can be rormed between them. High voltage 
must be applied across the lamp-electrodes 
to start the arc, which in turn vaporizes 
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the mercury. After the arc has once been 
initiated, it can be maintained with a much 
lower voltage. The lamp is enclosed in a 
housing, and provision is made for regulating 
the temperature or the air surrounding the 
envelope. 

d. Reproducer Optical System 

1) The reproducer optical system is employed 
to direct all available light from the projector 
lamp to the screen i~.age. It does this by 
means or mirror, condensers, and lens 
elements, to gather the light into a narrow 
beam and control its intensity. 

2) Figure 5-36 shows the relative placement or 
the parts of the optical system. The cylindrical 
shield within the lamp housing encloses the 
mercury vapor lamp. Two holes diametrically 
opposite permit reflected and directed light to 
pass through the shield. Light from the 
projector lamp passes through the rear hole 
and is reflected by the mirror toward the front 
hole. The light passes through the forward hole 
directly to the first four condenser lenses. 
When the light leaves these lenses, it has been 
concentrated to a ns.rrow beam.. The beam is 
sent down a conical sleeve, extending from the 
lamp housing to the fifth condenser lens. This 
fifth lens, a focusing lens, is mounted at the 
end of a tube which slides in and out of the 
sleeve. The movement of the lens spreads or 
narrows the light beam to the film and thereby 
changes the intensity·or the light. An adjusting 
pin moving along a helical slot in the tube varies 
the lens. 

J) The light leaving the fifth condenser lens is 
directed toward 90 degrees by an inter-lens 
mirror. -The light, now traveling in a vertical 
direction, passes through the sixth and seventh 
condenser lenses and through the film. 

Note: 
Fig. 5-36 
Page 2900 
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4) Projection Lens 

5) 

a) The light leaving the film passes 
through a p!"ojection lens having a 
focal length that wiH project the film 
image 35 feet to the 14-by-14 foot 
screen. The projection (reproducer) 
lens closely resembles the recorder 
lens both in appearance and 
construction. The several Jens 
elements are mounted in a specially 
designed anti··=eflec:tion barrel and 
a::-e fully cor.::ected to obtain a high 
definition and flatness of field. As in 
the recorder lens, focusing is achieved 
by varying the distance of the lens to !he 
film plane. (See Fig. 5-36 and 5-37). 

Reproducer Mirror 

a) The reproducer mirror is a rectangular 
section of surface -aluminized plate 

Note: 
Fig. 5-37 
Page 19.ZO 

glass that :reflects the light from the 
projection lens to the screen. The 
interlens mir:-:or =eflected -t;he light, from 
the mercu:ry vapor lamp, 90 deg:rees to a 
vertical beam. The reproducer mirror 
reflects the light back again to a horizontal 
beam. (See fig. 5-36). 

b) The reproducer. mi:r:ror is mounted in a 
cast metal frame just above the projection 
lens. Three screws entering the rear of 
the frame bear against the back of ~he 
mirror opposite the sp?::ings. The mirror 
can therefore be adjusted both hc·rizontally 
and vertically by individuaEy rotating the 
spring-loaded Bc!"ews, By loosening the 
frame central mountjng, bolt, th.e entire 
frame can be rotated considerably in the 
vertical di:rection. 

e. Manual Shutter and Switchover 

1) Two operational PRR units are provided for 
ea,ch si~e to enable the standby warmup, for 
minimum downtime, during cha~geove:::-. The 
manual shutter and switchover- circuit is 
provided to,prevent t:b.e possibility of botb 
units projecting to the screen at the same 
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time. To have. cithP.r unit in standby 
operation, with the prcj~ctor lamp alight 
but not projPcting, a manua~ly cor.trolled 
sliding shutter is int£:•rposcd betwe~n the 
fifth.conlenser len.s and th.t. interlens 
mirror of the optical system. 
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2) When a sh.uttf~r is pushed to the u.p position, 
light from the lamp is bd.rred from the 
film. This action also closes a set of 
contacts in a rnic·rcswitch mounted adjacC'nt 
to the shutter. Th·~ se contacts control the 
switchover circuit. To understand the 
operation of the switchover circuit (see 

Nott:. Fig. 
Page 291:0 

fig. 5-38),· assume th.at reproducers A 
and B are. on, both shutters are down, 
and S301A and 5301.B are open, (Because 
the PRR units arc ijentical and have the 
same symbol dEsignc:..tions, the letters A and 
B are arbitrarily assigned to avoid con­
fusion in analyzing the switchover circuit.) 

3) Before striking thf~ lamp in eithe.r projector, 
ensure that the lamphouse safety cover is in 
place (closes 5302) and that projection air 
is turned on (cloSf)S 5303). In order to strik~ 
the lamps, Kl 17 must bt:J picked and remain 
energized. To pick Kl 17 A, close the 
shutter (530 lA) in projector A. This will 
cause K34A to pic;k K35A which will energizE~ 
Kl 17 A. The lamp in projf:ctor A can now 
be struck but projection is not possible 
until the shutter is dropped. When the 
shutter is J.ropped, K34A drops but K35A re­
mains energized through the N/C points of 
K33B an.:1 the N/O points of Kll 7A. Hence 
Kl 17 A remains picked ar:.d projector A 
continues to display. 

4) To strikt~ the lamp in projector B, close the 
shutter (S301B) in proj"e:ctor B. This allows 
K34B to energize K35B, which will pick 
Kl l 7B. K33B (Interlocking Relay) picks 
when Kl l 7B is energized and keeps K35A 
energized through the N/O contacts of K33B 
and K34B, which arc now closed. (N/O 
contacts of K33 makE! before N/C contacts 
open.) Projector B's lamp can now be lit. 

>' S301 
>' S30~ 

!
I:~ 5301A 

K.HA 
KJ.S'A 
l(l 17 A 

;·s;OIA 
....:.. "J4A 

~<5301e lK:UB 
K3SB 
Kl1Ti3 
K .-...... 

-· :J:O 
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Assume now that Pro.i~ctor A is pro­
jecting and Projector B is lit with its 
shutter in the up position. Jn order to 
switchover to proj•.;ctor B, all that is 
ne~~ded is to pull S30JB down. The result 
is to drop K34B whi.ch 'op<'nS the Lold path 
for K35A. K35A drops out causi~g Kl 17 A 
to drop and exti.ngu.ish projector A. K33A 
(slow operating) do1~s not h;ive enough time 
to pick and b.c..nci.:: K35B r<.:main-s >.mergizcd 
with the n·sult that projt ctor B is still 
lit and displaying. 

2970 

i-srn1B f K34B 
K3SA 
Ki.!7A 
K33B 

5) The mt~rcury vapo:r. lamp striking circuits Not~:: Fig. 
(fig. 5- 39) op""ratt~s in the ·following manner. 5·- 39 
As Kl 17 A clos.::s. 12Vac is applied across Page 2920 
the lamp via th(: th.re'" paralltJed chokes 
the amm~ter, and tht~ soccndary of T2. This 
voltage will kt"::p th•;; lamp running, bu.t it is 
not high enou.gh for starting purpose.a. To 
provide the higL voltage RF necessary for 
starting, a sterup transformer, capacitor, and 
spark gap ar.:: empJ.op;d. When the strike button 
is depn':SSed, 120\iac is h:'d across the primary 
of Tl. Tht rcs'.;:1tant Ugh voltage: across the 
secondary ch.;i.rg•~s c<1pacitor Cl until enough 
voltage buiids u.p tc jump. the spark gap. 
When. this bapp·~r. s, H.•:.: spark gap (which now 
offers zt:ro impedanct:), tb.iu capacitor and the 
primary of T2 f.~rm an LC n.etwork, producing a 
high-volt.ige RF This Ugh voltage is induced. 
across th•:: secondary of T2 and thus across RF 
bypass capacitor C2 and th.e lamp. As tht, high 
voltage jumps the: gap in the lamp, it vaporizes 
the pool of m•nc·;;.ry. Tr.e vaporized mercury 
offers a low-impe.ianc.:' path across the lamp 
electrodps, and fr.0 l20Va.c is now suffi.citmt 
to k12:ep th.1.·: lamp running. Three adjustable 
chokes inse:rted in th-;; 120Vac lin(' hmit 
start current to 2.8 am:ocres' and running current 
to a maximum of 19 amp•:rt-:s. TUs diffen,nct' 
in current r .Jadrn.g detc:rmine s tb.•o lengtl:. of 
time the start r;atton is d•>pt .. •ss1~d. 

6. Supporting Components 

a. Component parts of t.h.;; PRR, st.ch as th<'· film 
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gate, magazine, i·eels, sprocketei, and cl.amps 
etc. , are common to th~ th.ree major assemblies 
that have been previously ·described. The 
functional diagram (fig. 5-·40) and the bJ.ock 
schematic (fig. 5-25) label, and show the 
employment of, the components that follow the 
recorder, processor, and reproducer groups. 

b. rilm Gate 

1) The fiJ.m gate consists of two main castingg" 
hinged together at one end; these a::e known 
as the gate and gate cover. The upper 

2990 

Note: __.._ 
Page 
Note: 
Page 

Fig. 5-40 
2960 
Fig. 5-25 
2630 

surface of the gate (fig. 5-41) and the lower Note: Fig. 5-41 
surface of the gate cover are faced with a Page 2980 
special plastic which. withstands the action 
of the processing chemicals, while i~s 
black finish. p!"even-:;s light reflection.. The 
film passes between these su::faces in a 
clearance space provided by a shallow depression 
in the upper surface. A switch consisting of a 
contact in the upper section and a similar contact 
in the lower section opens when the gate cover is 
raised and b!"eaks the processing interlock 
circuit. 

2) At the :right er..d of the gate is a light.;.tight 
chamber whkh contains the film's feed and 
tension sprocke·~s as weH as the mounting for 
the film magazine. The front of the ch.amber is 
closed by a :light-tight lid which ·is eecu::ed by a 
central bolt. 

3) The gate casting contains the three circular 
apertures, arra:r:.ged with their axes on. the 
center line of t:::e film track. They ate: 

a) The recorder (camera) aperture, wl:ich 
allows the film to be exposed to fbe image 
of the SD CRT display formed by the 
recorder lens. 

b) The processing aperture, which contains 
the processing pot and jet un.it. 

c) The projection. ape!'ture, which allows the 
beam of light from the lamp housing to 
pass throug'.:-1 the film and then through the 
projection ler.s. 
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4) The gate cover contains the film clamping and 
crimping mechanism and the projection lens 
mount. 

5) Upper Se_ction of Film Gate 

a) The upper section can be raised and locked 
in the up position by placing the gate hook 
(anchored to the top of the solenoid housing) 
over the pillar that is attached to the top of 
the magazine support. 

.lo10 

b} The clamping and crimping mechanism 
·consists of two circular pads, a film­
crimping bar, an actuator solenoid, a 
pressure bar, and springs. With the solenoid 
energized, the armature pivots about its 
spindle, off-setting the action of the solenoid 
spring and removing the load from the pads 
and crimper. These lift under the action of 
three return springs and allow freedom for the 
film during transport. When the solenoid is 
not energized, the solenoid spring pulls the 
armature about its spindle, applying a load 
of 24 pounds to the pressure bar. The pressure 
bar distributes the load to the crimping bar and 
pressure pads. 

c) The reproducer lens is secured in a threaded 
focusing mount with a knurled outer edge for 
manual adjustment. The focusing momH ~1-:rr;·.vs 

into the upper section of the film gate (ov·::: th~'= 

reproducer aperture) and travels vertically when 
rotated, thereby focusing the image on the · 
Command Post screen. 

6) Lower Section of Film Gate 

a) The recorder (camera) aperture is a circular 
hole, in the lower section of the gate, that allows 
the film to be expqsed to the image of the SD CRT. 

b) Chemical sprays from the jet unit must pass 
through the aperture in order to strike the film 
which rests flush against the aperture. A · 
surrounding ring of compre"Ssed air also emerges 
from the space between the processing pot and the 
processing aperture. This ring of air forms a seal 
for the chemical sprays striking the film. It also 
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ensures that the film is lifted from the 
edge of the pot as soon as the pressure is 
raised so that the damp, swollen emulsion 
is not torn from the film during transport. 

c) The reproducer (projection) aperture has the 
two final condense: elements mounted at the 
top of the vertical conical bore. .A polished 
aluminum mirror is seated in a 45-degree 
machined offset which is formed from the 
lower front corner of the gate casting. 
Light reflected from the mirror passes up 
through the aperture on its way to the film 
frame. 

c. OvP.rall Film Drive System ·Refer to Page 
3000 

Note: 

l) Film is drawn from the magazine (figs. 5-40 
and 5-42) at a constant by a continuously 
rotating feed sprocket in the film gate. During 
the exposure periods, the film in the gate 
apertures is at rest, so that the unexposed film 
is pd.led from the feed loop and through the gate 
by the action of the drive unit and accumulates 
in another loop as the takeup loop. 

Fig. 5-42 
Page 3020 

2) When passing through the gate, the film is 
maintained at the proper tension by the action 
of a spring-loaded sprocket. If the film breaks, 
the tension sprocket releases and c_.loses a switch. 
The FILM BREAK lamp and warning buzzer on the 
indicating panel then operate and a relay is 
energized, resulting in a cutting-off of processing 
fluids. With the chemical cut-off. dry air is blown 
continuously into the processing aperture. 

3) The takeup loop is slowly reduced during the 
exposure periods by the rotation of a holdback 
sprocket which turn~ at the same speed as the 
feed sprocket. 

After leaving the holdback sprocket, the film 
passes via a chute and guide rollers to takeup 
spool. · 

4) The motion of the driving sprockets and the 
takeup spool is derived from the main camshaft, 
which is part of the drive unit timing system. 
The sprockets used are of standard 35-mm design, 
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and each has ZO teeth. Since each frame covers 
10 film perforations, it foU'bws that one rotation 
of the sprockets advances the film through two 
frames; the sprockets therefore turn at half 
cam-shaft speed. The gearing also drives the 
pointer of the cycle indicator at camshaft speed. 

Provision is also made for turning the 
mechanism by means of a manual control, to 
facilitate film loading and setting-up. The manual 
control will turn the mechanism only in the normal 
direction, thus preventing the camshaft from being 
turned in reverse. Damage to the cam-operated 
contacts would result if it were possible for the 
manual control to be turned in either direction. 
The cont.rol is operated by a simple spring clutch 
coupling to the shafts. A dial pointer geared to the 
main camshaft provides a visual indication of the 
processing cycle position (figs. 5-40 and 5-43). 
For film lpading, the manual drive is turned 
to the FILM LOAD position on. the dial. 

Note: Fig. 5-43 
Page 3040 

6) The film drive can be divided into two operating 
modes: the feed and takeup drive (continuous drive) 
and the film transport (intermittent pull) mechanisms. 

7) Film Transport Drive Note: Fig. 5-44 

Page '3040 
a) The film transport (figs. 5-40 and 5-44) provides 

the means of intermittently pulling the film frames 
through successive OJ>erational steps. The energy 
for this cyclic frame transmission is derived from 
a continuous-running electric motor. This motor 
drives a 40-tooth transport sprocket through an 
intermittent gearbox. The gearbox contains a 
clutch which is engaged at the correct instant by 
the action of a solenoid-operated release arm. 
The solenoid is actuq.ted by the stored energy which 
accumulates in a bank of capacitors during the 
periods when the transport sprocket is at rest. 
The capacitor voltage is discharged by the film 
shift-timing contacts and applied to the sclenoid. 

8) Feed and Takeup Drive 

a) The continuous drive system is powered by the 
24Vdc shunt motor geared to a wormshaft and 
a·ssociated gears. The gearbox casting has a 
lubricating oil sump and a combination filler 
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plug-dipstick. The oil m combination with 
a screw-feed metering vent lubricates the 
Maltese cross, clutch springs, and cams. 

b) A gear bolted to the main shaft retains a 
caµi with a sp~~ing mounted on one end; 

3070 

the other end of the spr1.ng is tied to a cam­
mounted sleeve. The f:ree internal diameter 
of the spring is slightly less (about 0. 005 inch) 
than the external diameter of the sleeve. The 
sleeve rotates in such a manner that it tends 
to wrap the spring about it, thus rotating the 
cam and the main shaft. 

c) In quiescent periods, the arm which is loaded 
by the spring engages the cam tending to unwind 
and allow the sleeve to slip around inside it 
without turning the main. shaft. This mechanism 
acts as a clutch, permitting the drive to slip 
and thus function, when not being pulled, as a 
free-running drive. When a pulse of energy is 
applied to the solenoid, the cam arm is released, 
enabling the spring to wrap tightly around the 
sleeve, carrying the cam and main shaft with it. 
In this manner, ·~he motive force is produced 
that provides the int:e!'mittent drive for frame 
pulling and that drives the various shafts and 
sprockets concerned with the overall film drive. 
(See figure 5-44). 

d. Film, Magazine, and Reels 

l) The film used, a 35-mrn, blue-sensitive, high- Refer to Page 
contrast type, is reeled from a magazine by the 3060 
action of the feed sprocket. The film magazine 
consists of two major parts: the body and a light-
tight cover. The body is composed of a cylindrical 
casting that forms the film-retaining chamber and a 
mounting block that is used for attaching the assembly 
to a bracket on the rear of the film gate. 

Z) Film-Low Warning 

a) The magazine has a capacity of Z, 000 feet of 
film but will "normally be loaded with 1, 000 
feet. At the normal operating speed of two 
exposures a minut~, 1, 000 feet of film will 
last for approximately 48 hours of operation. 
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When the quantity of film in the magazine 
is reduced to about 30 feet, a microswitch 
is actuated, setting off the FILM LOW 
warning light, and an audible alarm, on the 
main control panel. (Refer to Logic 4. 8. S 
for circuit ope ration. ) 

b) When the magazine is being mounted on the 
gate, it is important that the knurled head 
screw be fully turned home so that the 
magazine is securely and properly locked. 
This must be done to avoid fogging of the 
film by stray light. The film-low warning 
circuit may not operate correctly if the 
knurled screw is not completely tightened. 

3) Film Supply Indicator 

a) Provision has been made to estimate the 
quantity of film remaining on the reel in 
the magazine. This is accomplished by 
means of a film supply indicator. The 
indicator has an arm, the free end of which 
may be turned against the outside of the 
film roll diameter. A pointer on an external 
knob indicates the approximate quantity ol 
film remaining. 

4,) Magazine Reloading and Threading 

a) Loading or reloading of a magazine is a 
simple operation which must be performed 
in a darkroom either in total darkness or 
with an approved safelight. Total darkness 
is recommended. 

b) The film is threaded (fig. 5-40) by drawing 
the film from inside the feed-chamber entry 
slot across the chamber under the feed-and 
tension sprocket roller carriage and thread 
into the gate. The film is further drawn 

3080 

the length _of the film gate, under the intermittent 
sprocket roller carr;age and down under the 
holdback sprocket roller carriage, around the 
film chute and over the guide rollers to the ·· 
takeup spool. 
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c) If the feed loop is made too large, it will 
rub on the bottom of the film feed chamber 
and result in scratched film. If made too 
small, it willjump off the sprockets and 
break the film. 

5) Takeup Reel 

a) The takeup reel (fig. 5-40) is a standard 
35-m~ spool that reels "in the exposed film 
for storage. The drive for the takeup spool 
_is from the main camshaft through gearing, 
and it is overdriven via a slip-clutch so that 
the film is spooled under tension. 

e. Sprockets and Clamps 

1) The various sprockets are part of the overall 
film drive system. The ·film is drawn both 
continuously and intermittently by rotating fee.d 
sprockets, and tension sockets maintain film 
control. Crimping and clamping devices serve 
to hold the film in registration and also serve as 
light baffles . 

2) . Tension Sprocket 

3090 

a) The tension sprocket (fig. 5-45) is 
located in the film fee.:i. chamber in 
front of the film ·gate. It maintains 

Note: Fig. 5-45 
Page 3040 

the film in the gate at the correct 
tension while permitting a free feed 
loop to build up between it and the film 
feed. 

3) Film Feed Sprocket 

a) The film feed sproc}tet operates in 
conjunction with the film roller and 
film stripper. It rotates at half the 
camshaft speed, or 1 rpm. Its 
function is to pull the film from the 
magazine at a cyclic rate, leaving a loop 
of film in the feed loop chamber. This 
loop is partly taken •;·,., intermittently by 
the transport mechanisrn. A feed sprocket 
clamp bears against the film, holding it 
firmly against the feed sprocket. A film 
stripper, a piece of sheet metal of slightly 
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less width than the sprocket, is placed 
between the sprocket teeth. It functions 
to lift the film away from tlie sprocket 
teeth during rotation to prevent the 
film from tearing or snagging. 

4) Film Takeup Sprocket 

a) The film takeup sprocket also rotates 
at half the camshaft speed. This 
sprocket pulls film at a steady rate 
from the takeup loop which is fed inter­
mittently by the action of the transport 
mechanism. A sprocket clamp and 
film stripper similar to those of the 
feed .sprocket are also used with the 
takeup sprocket. The film takeup reel 
rotates at a speed slightly faster than 

.that of the takeup sprocket. 

The action causes the film to be wound 
on the reel under tension. To prevent 
the film from tearing under too much 
tension, a slip clutch is installed on the 
takeup reel drive shaft. 

5) Clamping and Crimping Mecha~ism 

a) This mechanism is housed in the film 
gate cover, and it consists of two cir­
cular pressure pads and a crimper bar 
(fig. 5-46). It functions as a solenoid 
controlled, spring-operated lever de­
vice which clamps the film at the re­
corder and processing apertures and 
also performs the. •peci;ll function of 
crimping the film between the recorder 
and processing positions. 

b) The purpose of thi1 crimp is to prevent 
light from the projection aperture from 
t·raveling through the film by multiple 
reflections, which would fog the film 
at the recorder and processing stations 
of the gate. The spring causes the film 
to be clamped and crimped during the 
whole of the exposure and processing 
time. It is released by the solenoid for 
film transport. 

Refer to Fig. S-46 
Page 3100 
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£. F.ilm Transport Registration 

1) The term "registration" denotes the accuracy 
with which successive frames of film are 
positioned. Ideally fixed objects on the display 
should remain relatively stationary when 
projected. There are primarily two types of 
regis~ration. 

a) Lateral registration is governed by 

3120 

sidewise movement of the film in the gate. 
This movement is confi·olle'd by two 
compressive rollers keeping the film pressed 
against two pads. 

b) Longitudinal registration is the positioning 
of the fil~ lengthwise in the gate after 
each film transport. It is positioned by 
the film back against' the teeth of the intermittent 
sprocket. 

2) Transport registration is carried out initially 
and from the time the intermittent gearbox 
and transport mechanism actuates the Maltese 
cross. From that point, relay-operated .releases 
compensate for differences in manual operation& 
and cyclic interruptions. The corrector mechanism 
and film longitudinal registration ensures that the 
Maltese cross sprocket and film perforation 
inaccuracies are compensated for, within 0. 0015 
inch. 

3) Maltese Cross and Driv.ing Cam 

a) The longitudinal registration of the film depends 
entirely on the accurate rotation of the Maltese 
cross mechanism and sprocket. The Maltese 
cross (fig. 5-44) is pinned to the sprocket shaft, 
which drives the film transport sprocket via the 
corrector mechanism. The cam is secured to 
the mainshaft by a taper pin. The periphery of 
the cam forms a bearing surface for the curved 
faces of the Maltese cross, preventing the cross 
from turning in quiescent periods. 

b) The cam makes one revolution each time the 
solenoid is energized, and the Maltese cross is 
driven through 90 degrees by the roller which 
engages in the slot presented to it (fig. 5-44). 
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A cam corrector mechanism is employed 
to ensure that a 180-degree rotation of 
the transport sprocket is made accurately 
for any two successive film pulls. Transport 
of the film takes place in two dist'inct 
movements: 

, ( 1) The accurate pullback against the 
transport sprocket teeth, which is 
accomplished by the tension sprocket. 

(2) Snatching of the film, leaving a free 
loop in the feed loop chamber. 

4) Corrector Mechanism 

a) The film registration at.the gate must come 
within the design limits of Id. 0015 inch. 
Since the film perforation error is just 

3140 . 

within these limits, it follows that the 
movement imparted to the transport sprocket&; 
by the Maltese cross and cam must be 
precisely 90 degrees each time the solenoid is 
energized. A corrector mechanism within 
the transport sprocket is therefore employed 
to cancel out manufacturing tolerances in 
the Maltese cross and the transport sprocket •. 

b)· The corrector plate is bolted to a flange on. 
the sprocket shaft. Backlash between the 
sprocket and corrector plate is taken up by 
the action of a spring which is tensioned 
between an anchor pin on the sprocket and 
another anchor pin on the corrector plate 
projecting through a large hole in the sproc.ltet. 

7. Cam Controlled Circuits 

a. Normal Operation Conditions 

1) S-33 Processing Switch On 
2) S-32 Jet Inspection "Off. 11 

3) S-307 (Gatelock), S306 (Gate) 
(K 47-1) N/C closed, (K 46-2). 
N/C closed, (K 40-1) N/0 closed 
by S-36 processing swtich and · 
K40 will normally be picked. 

4) K41 will normally be picked. 

Note: Refer to Fig. 
"S-47, Page 3170 
and to Fig. (Cam 
Timing Chart) on 
Page 3160 

Cams shown on 
P_age 3130 
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b. Timing Sequence 

Refer to Fig. (Cam Timing Chart) 
Page 

c. Jet Inspection 

1) S-32 on position allows the Field Engineer 
to inspect jets while film gate is open, by 
passes interlocks. 

d. Transport Motor Overload 

1) Picks RLA-1 which in turn raises film 
clamp·ana closes shutter through RLA-1 N/O 
contacts. 

8. Alarms and Interlocks 

a. Faulty display (K49) control at AC &r W desk. 

b. Chemical low (K43) 20 minutes of chemical 
remaining. 

c. Waste blockage (K44) this alarm indicates the 
waste drain is-·blocked:. 

d. Film low (S305). This alarm indicates a film 
supply of 30 feet remaining ( 1 hour's supply) in the 
magazine. 

e. Film break (S304) inhibits processing. 

f. Gate open (K47) inhibits processing. 

g. Lamp house cover interlock (S302) inhibits processing 
and the striking of the arc lamp. 

9. Projection Section Controls 

a. Main Control Panel 

1) Arc lamp volt and amm~ters 

2) Alarm lamps (audible alarm reset switch). 

3) Processing and projection air valves and gaugeEI, 

4) Expansion switch (S28 cntd. , norm. , expd. , 
switch). 

3150 

Refer to Logic 
4.8.S 

Refer to Page 
Z370 
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5) Category and expansion remote local 
switches. 

6) Unit status switch. 

7) Arc lamp. Do not strike indicating lamp_ .. 

8) Arc lamp strike lamp. 

9) Equipment displaying lamp. 

10) Horizontal and vertical off centering 
switches for expansion. 

11) Processing on-off switch. 

lZ) Feature swtiches (8). 

13) Bright-dim switches (Z). 

14) Category switches ( 15). 

b. Subpanel 

1) Lamp on-normal-off switch S-~9. 

Z) Drive motor on-off switch S-31. 

3) Processing on-off switch S-3Z. 

4) Jet inspection switch S-33. 

5) Power position processing on-off switch allowa 
the projection section to be energized with the 
unit status switch in the power position. 

6) Continuous display - normal off switch. Allows 
continuous unblanking of the 711 CRT with the 
processing switch off.· 

10. Operation Procedure for PRRE 

This procedure will cover the operation of the PRR 
without display section operating with just the projector 
section running with exposed film. 

The second part wiJl cover the operation of the projector 
with unexposed film with the situation display section -. : 
operating. 

3180 
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The third part will list switches on the PRR with 
names and locations. 

I 

a. Operating the Projector with Pre-exposed film. 

With all switches on the PRR in the "Off" position, 
toggles down, and the unit status switch in the 
"Off" position with the shutter pushed up, open 
the upper section of the film gate and remove the 
feed loop chamber cover. Feed the film from 
the film magazine to the film loop chamber through 
the film gate, al'.ound the sprockets and chute to 
the tape up reel. 

After the film is placed in registration, replace 
the feed loop chamber cover and tighten down the 
upper section of the film gate. Power can now be 
turned on. 

1) Power is applied to projector input. 

2) Close the interlock cheater switch at the lower 
rear of the PRR. 

3) Open the Processing and Projection compressed 
·air valves until the indicators are in the green 
areas. 

4) Place the unit status switch in the PWR position. 

5) Three minute time delay. Place the lamp switch 
located on the subpanel in the normal position. 

6) When the arc lamp voltmeter reads 120 VAC and 
the ammeter reads 0 amps, the arc lamp can be , 
struck.:. 

7) Depress the lamp strike button on the main 
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control panel. When the amp meter reads between 
20 and 28 amps and the voltmeter 0 volts, 
release the strike button. The lamp will take 
approximately 15 minutes to reach a normal current 
flow between 15 and 19 amps at 50 to 85 volts. 

8) Place the drive motor and power position processing 
switches located on the subpanel and the processing 
switch located on the main.panel to "On." The 
film drive should now be operating. 
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9·) Pull down on the manual shutter to allow 
the light from the arc lamp to pass through 
the film and be projected. 

The film is now moving past the projection 
stage and being projected at a rate of one 
frame every 30 seconds. 

l 0) To shut down the PRR 

a) Close the shutter 
b) Turn the processing switch on the main 

panel and the motor drive switch on the 
subpanel to the "Off" position 

c) Place the lamp switch in the "Off" 
position 

d) Power position processing switch in the 
11 0ff11 pos itio'n 

e) Unit status switch "Off" 

PRR is now down. Remove the film. 

b. Operating the Projector with Unexposed Film 

An 8 x 8 display is being generated by the simulation 
equipment in Area 10. All chemicals are in place 
and pinch cocks in the chemical flow lines open. 

All switches on the PRR in the "Off" position. 

1) Load the unexposed film magazine on the PRR 
feeding the film through the film gate and drive 
sprockets to take up reel. 

2) Apply power to the projector 
'1.·: •.• :. .. 

3) Open the compressed air valves on the main 
panel until air indicators read in the green areas. 

4) Close the .interlock cheater switch located at the 
lower left rear of the PRR. 

5) Place the unit status switch in the active position. 

6) Place the continuous display switch in the normal 
position. After a minutes delay, a presentation 
should be seen on the CRT through the 6X 
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magnifier or the peep hole. 

7) Place the lamp switch in the normal position. 

8) Arc lamp voltage should read 12.0 VAC. 

9) Depress the lamp strike button and release 
when the lamp amp meter reads 2.0 to 2.8 
amps.,· and t~e voltmeter reads 0 ~olts. The 
lamp has ionized when these values are 
indicated on the meters. 

10) Place the motor drive and processing switches 
on (Subpanel). 

11) Pull down on the lamp shutter to open. 

12.) ·Place the processing switch on the main panel 
to the "On" position. A normal machine cycle 
should now be taking place. Exposing the film, 
processing and projecting the images onto 
the screen. 

13) To deactivate.the PRR 

a) Place the processing switch on the main 
control panel to "Off" when the processing 
indicator is in the dry region. 

b) Close the shutter (push up) 
c) Place the processing, drive motor, and 

lamp switches on the subpanel to the off 
position. 

d) Place unit status switch to "Off." 
e) Turn the compressed air valves counter 

clockwise to stop air flow. 
f) Place all switches and circuit breakers on 

the power distribution cabinet to the "Off" 
position. 

g) Tu-:-n off the DC supplies. 

14) When applying power to the Arc lamp the 
anemometer (air speed) indicator must be 
checked. The indicator is located on the front 
of t~e projector on the outlet pipe at the top 
of the unit. The anemometer indicates any air 
no·w through the outlet pipe from the lamp 
housing. 

32.10 
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The anemometer should start to rotate, 
not exceeding 9 minutes, after the lamp 
has been struck. The anemometer should 
be rotating maximum speed 15 minutes 
after the lamp has been struck. 

If the anemometer does not start to rotate 
within the 9 minutes, shut off the power and 
make anemometer adjustments as outHned 
in the Maintenance Handbook, No. 15, 
Photographic Recorder Reproducer Element. 

Incorrect adjustment of the anemometer may 
cause damage to the lens and lamp . 

• ·i. 1 •• · .. l 

All power is now removed from the PRR. 

If the Projector is not going to be used for any 
length of time, the chemical lines should be 
cleaned and flushed out with water. The water 
should be flushed through the lines with the 
projector running through its normal processing 
cycle for approximately 10 minutes. 

15) Maintenance of chemical jets 

Under normal operation, processing will not 
take if the film gate is open. For rnaintenanc e 
the film gate interlock can be bypassed with 
placing the jet i:n:spection switch located on the 
subpanel to the "On" position. 

This switch shCJuld not be used unless a piece 
of clear plastic is placed over the processing 
pot to restrict the chemicals. This piece of 
plastic is in the lower portion of the projector 
tool box. 

With the plastic in place and the motor drive 
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and main processing switches in a ·normal 
processing cycle will take place· with the chemicals 
and air striking the piece of plastic covering the 
processing pot aperture. By observing the 
plastic, the chemical and air jets are checked. 
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PHOTOGRAPHIC RECORDER REPRODUCER 

Switch Locations 

Switch# Location Logic Name 

Sl-Sl5 Main Panel 4. 8. 1 Category Switches 
Sl6-519 Main Panel 4. 8. l Feature Switfhes 
521-524 Main Panel 4. 8. l Feature Switches 
S20 Main Panel 4. 8. l F5S #1 Bright Dim Switch 
S25 Main Panel 4. 8. l FSS #2 Bright Dim Switch 
SUi Main Panel 4. 8. 1 Category Local Remote 
S27 Main Panel 4. 8~ l Expansion Local Remote 
S28 Main Panel 4. 8. 2 CNT-Normal-Exp. Switch 
S29 Main Panel 4. 8. 6 Unit Status Switch 

S31 Sub Panel 4. 8. 5 Drive Motor 
S32 Sub Panel 4.8. 5 Jet Inspection 
S33 Sub Panel 4. 8. 5 Processing 
S34 Sub Panel 4.8.6 Power Position Processing 
S35 Sub Panel 4. 8. 5 Continuous Display(Normal-Off) 
S36 Main Panel 4~ 8. 5 Processing 
S37 Main Panel 4. 8. 5 Alarm Reset (Buzzer Off) 
S38 Main Panel 4.8.5 Strike Button 
S39 Sub Panel 4.8.5 Lamp 

S45 Sub Panel 4. 8. 3 SD Te st Pattern 
S46 Sub Panel 4.8.4 Driver Emission Check Switch 
S47 Sub Panel 4.8.4 Driver Filament Voltage Switch 

S51 Sub Panel 4.8.4 Decoder Test l 
S52 Sub Panel 4. 8. 4 Decoder Test 2 
S53 Sub Panel 4. 8. 2 Deflection Amplifier Test 
S54 Sub Panel 4. 8. 2 Key Release Off Center 

S56 Lower Left Rear Cover 4. 8. 6 Inte'rlock Switch 
S57 Lower Right Rear Cover 4.8.6 Interlock Switch 
S58 Lower Left Front Cover 4. 8. 6 Interlock Switch 
S59 Lower Center Front Cover 4. 8. 6 Interlock Switch 
S60 Lower Right Front Cover 4. 8. 6 Interlock Switch 
S61 Left. End Right Cover 4.8.6 Interlock Switch 
S62 . Left End Left Cover 4. 8. 6 Interlock Switch 
S63 Upper Right Rear Cover 4. 8. 6 Interlock Switch 

. S64 Upper Left Rear Co_ver 4. 8. 6 Interlock Switch 
S65 Right End Left Cover 4. 8. 6 Interlock Switch 
566 Right End Right Cover 4. 8. 6 Interlock Switch 

. 567 Lower Right Rear Cover 4. 8. 6 Interlock Cheater 
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Switch I Location Logic Name 

S71 Right End Right Panel 4. 8. 2 Contracted Area Assignm~nt 
S72 Right End Right Panel 4. 8. 2 Expand Scale Selector 
S73 Right ~nd Right Panel 4.8.2 X Area 
S74 Right End Right Panel 4. 8. 2 Y Area 

5300 Located within Chemical 4. 8. 5 Thermal Switch 
heater 

5301 Projector Panel-Film Gate 4.8.5 Shutter Switch 
5302 Projector Lamp Housing 4. 8. 5 Lamp Housing Safety Switch 

Cover 
S303 4. 8. 5 Air Pressure Switch 
5304 Film Feed Lo!)p Chamber 4. 8. 5 Film Break 
5305 Magazine 4.8.5 Film Supply 
5306 Film Gate 4. 8. 5 Gate 
S307 Film Gate 4. 8. 5 Gate Lock 
S308 Film Gate 4. 8. 5 Gate Clamp 
5309 Cam Switch 4.8.5 Develop 
5310 Cam Switch 4. 8. 5 Bleach 
S311 Cam Switch 4.8.5 Wash 
S312 Cam Switch 4. 8. 5 Air 
5313 Cam Switch 4.8.5 'Film Shift 
5314 Cam Switch 4. 8. 5 Shutte and Clamp 

S3ZO Magazine 4. 8. 5 Film Low 

E700 Chemical Constant Level 4. 8. 5 Chemical Low 
Chamber• 

E701 Chemical Constant Level 4. 8. 5 Chemical Low 
Chamber 

E702 Chemical Constant Level '4, 8. 5 Chemica~ Low 
Chamber 



Situation Display Indicator Element 

F. Summary Questions 

1. .True or False: 

a. 
b. 

c. 

d. 

e. 

The PRRE uses a 7 11 CRT. _., 
There is no difference between the 19" CRT 
and the PRRE CRT except size. r 
The request gate generator will cause the 
CRT unblank for Z. 5 sec. every 30 seconds 
for RD and TD messages. I 
Cat switches on the PRR will override the 
command post remote switches. 
The display ~ameter per frame of film is 
. 8 inches. I 

Z. Relay K-39 is the PRRE control circuitry is 
controlled by what? 

3. Under normal operation, the request display 
gate genei'ator will provide an -----------------every seconds. This is at the time 
cam operated K--53 is -------------------

4. The film is cla?lped and crimped by the film 
gate mechanism when the film clamp solenoid 
is ---------------------

5. If the shutter solenoid stays energized, th.e 
film will be: 

a. Unable to advance and be overexposed. 
b. Advance properly but shutter will not close 
c. Underexposed 
d. Not exposed at all. 
e. Film will not be developed. 

JZSO 
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6. The mai.n purpose of K33 in the PRRE switch-over 
circuit is: 

a. Allow p,ath for Kll 7 to be energized 
b. When energized, normally closed contacts 

open and de-energized Kl 17 
c. Will not allow both projectors to be displaying 

on screen at same time. 
d. Prevent opening of 51 shutter-· 
e. Prevent opening of Sl shutter. 

1. What will be the result of op'ening capacitor 
C-1 in the arc lamp circuitry? 

a. Overloading of Tl secondary. 
b. No path for RF frequency to gro:und. 
c. Overloading of arc lamp. 
d. Normal operation except that arc lamp 

intensity somewhat lower. 
e. Arc lamp won't light. 

8. What relay contacts hold Kl l 7A energized 
while projector A is projecting? 

9. True or False: 

a.. The time required for one complete ---- cycle of operation is 30 seconds. 
b. Energizing the Maltese Cross solenoid ---- causes the film to shift.· 
c. The Transport Sprocket moves con-----

tinually under normal operation of the. 
PRRE. 

d. The Feed Sprocket is caused to rotate ....... ....----
by energizing the film transport motor. 

____ e_. Energizing the switch on the Tension 
Sprocket gives an indication of a b'roken 
film. 

10. K33B of switchover circuit will not pick this will 
result in: 

a. Normal operation when switching from projector 
B to projector A. 

b. Projector B will never project a display on the 
screen. 

c:. Projector A will never project a display on the 
screen. 
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d. Normal operation when switching from 
projector A to projector B. 

e. None of the above. 

11. All indicators normal, but film is underdeveloped. 
What could be a probable trouble? 

a. Processing air valve broken off from , 
air tubing. 

b. The developer pinch cock turned too far 
clockwise. 

c. The developer pinch cock turned too far 
. counter-clockwise. 

d. Drain stopped up/ 
e. Leak from the bleach 's constant level 

chamber. 

lZ. The projected display is normal at the beginning but 
slowly darkens. What could be a possible trouble? 

a. lnterlens mirror maladjusted. 
b. Parabolic mirror slipped out of place. 
c. Fourth condenser lens missing. 
d. Take up sprocket slowed down to 1 

revolution per minute. 
e. A hole in the projection air tubing. 

13. The expansion switch in the expanded position 
and 574 in position 5-11. The C wiper arm of 
the switch does not make contact. 573 ·operates 
normal. On the expanded XS, which areas can 
be selected? 

a. y = 3, 4, 5, 6, 7 
b. Y:5,7,8,9,10 
c. y = 4, 8, 9, 10, 11 
d. y = 6,7,8,9,11 
e. y = 5, 6, 9, 10 

14. "Remote Local" switch is in remote position. 
Faulty display indicator light. will not light. 

a. K-42 will not pick 
b. K-55 will not pick 
c. S-28 is in normal position 
d. K-49 will not pick 
e. S-28 is in the expanded position. 

3270 
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X. Command Post Console 

A. Purpose 

l. The Command Post console provides observation 
and control positions for the sector commander 
and his staff. These officers are responsible 
for directing and co-ordinating air defense operations 
at the Central. Tactical summaries of the 
air defense situation and supplementary data are 
made available to these officers, who evaluate the 
material and act upon it. Facilities at the Command 
Post console provide the means for implementing 
the action. 

B. Command Post Console Assignments 

3290 

l. The console consists of a command desk abutted 
on either side by two staff desks. Each desk has 
accommodations for two control positions. The 
positions and their designations are indicated in 
table 5-13, and the station locations are shown in 
figure 5-54. 

C. Location 

~Fig. 5~54, 

. Page 3310 
Table 5-13 

l. The Command Post console is located on a 
balcony in the command area of the Direction 
Central. A cross-sectional view of the sector 
command area and a portion of the floor plan of 
the balcony area (command level) is shown in 
figure 5-1. (The cross~sectional sketch is a 
tentative-plan view. It is subject to change to 
meet the varying conditions of each site). The 
figure illustrates the console installed at the 
edge of, and conforming to, th.e shape of the 
balcony for maximum operative visibility. The 
console faces a large projection screen to enable 
the operators to yiew the situation display. 
Tactical summaries of the air defense situation, 

Page 3310 

Note: Fig. 5-1, 
Page 2290 

in the form of situation displays, are projected on 
the projection screen for ·the Sector Commander and 
his staff. The situation display is projected from the 
PRR, which is in the room above the balcony. 
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,. 
D. Situation Display Consoles in Command Post 

1. There are seven situation display consoles, 
located behind the Command Post consoles, as 
shown in figure 5-55. The SD consoles provide 
additional situation displays used by the Sector 
Commander and his staff to supplement the situation 
displays presented on the projection screen. Each 
one of these SD consoles will have. assigned to it, 
according to function location, specific data 
pertinent to the assigned console position. 

E. Command and Staff Desks 

1. The five desks, one command and four staff, 
provide command operating control and position 
for key personnel. 

z. Configuration 

a. The command and staff desks are similar 
in construction. They are equal in size and 
have a front-rear ta.per so that when arranged 
side by side, the desk sections approximate 
the floor cut of the balcony edge. A down-ward 
sloping top enables the Sector Commander and 
his jltaff to observe the display on the projection 
screen over the tops of their desks, while seated. 
The facilities at each staff desk are largely 
duplicated, since each desk has accommodations 
for two operating positions. In the overall 
appearance, the command and staff desks differ 
in that the single command desk ,contains three 
centrally located DDIS' s, whereas each staff 
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~: Fig. 5-55, 

Page 3310 

desk contains one DDIS at the left of each operating 
posi~ion·. 

b. The DDIS' s divide the front panels into two equal 
sections, . separating the two positions. 

3. Fr.ont Panel 

a, The front panel of each position is designed to 
accommodate 13 standard (l-1/Z inches wide) 
panel. modules, 4 telephone modules, and l alarm 
module. 



TAILI 5-13. COMMAND POST CONSOLE 
POSITIONS, UNIT 250, AN/FSQ-7 AND ·I 

AllitEYI· *STATION 
DESK STATION LAIEL ATl9N LOCATION 

Combat Intelligence Officer CIO' cso 
Meteorology Officer MET-0 CSl 

Communications lie Electronics C&E C52 

Aircraft Control & Warning 'ACAW CH 

Sector Commander SC CS4 

Director of Operations DO CS6 

Fighter Officer-Interceptors F0-1 CS7 

Fighter Officer-Missiles FO-M css 
.Anti-Aircraft Offictr..?~1'1 Y AAO CS9 

Spare Stal C60 

• Pr1fi" 11111ion !otlllions wilh l1tier "S" for AN /PSQ-8. 

COMMAND POST 
CONSOLE ARRANGEMENT 

C53 
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figure 5-55. Sector Command Balcony Area, 
Partial floor Plan 

t:. /A I '";"" ~ 
~ c 0.,.,. '111'11>~ 't. 

. ~J {!, \! ~.--.~.,1'~ 
figure 5-54. Command Pu Conaole Poaltlonal Dealtnatlon1 · \ 
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Provisions are also provided. for a UNIT STATUS 
switch, a DD ERASE button, and a dimmer control 
for panel illumination. The front panel is hinged 
so that it can be secured in the open position for 
maintenance. 

4. Shelf 

a. The shelf serves as a readily available working 
desk area. It is removable to allow for ease of 
maintenance and to permit access to components 
located beneath the front panel. Each end of the 
shelf is recessed and contains a telephone handset, 
an optical pointer, an ash tray,and a cigar lighter. 

5. Bright and Dim Contz:ols 

a, Separate illumination controls are provided for 
each position of a desk: a panel light co~trol 
for panel illumination and a dimmer control to 
limit desk illumination. The dimmer control is 
mounted directly on the desk lighting fixtures. 

F. Logical Relationship of Command Post Console to Direction 
Central 

1. Besides containing ODIS' s that are logically part of 
the Display System, the Command Post consoles 
include circuits that.are logically associated with 
other· systems. A representative block diagram for 
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a single position of the Command Post console and ~: Fig. 5-57 
external units is illustrated in figure 5-57. The Page 33ZO 
diagram shows the relationship of warning lights and 
audible alarms to the Warning Light System and the 
association of manual input circuits with the MI 
element of the Input System. Warning Lights and alarm 
signals, as well as DD signals from the DOGE, pass 
through the Display System signal distribution box. _The 
signals from the manual input circuits pass through the 
manual input interconnection unit. 

Z. The audible alarm, UNIT STATUS switch, DD CRT circuits, 
and manual input circuits are common functions of each 
position at a command or staff d~sk. 
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3. Unit Status Switch Circuit 

a. The unit status switch circuit, controlled by 
the UNIT STATUS switch at each position, 
regulates the flow of signals between positions 
and external circuits. The UNIT STATUS 
switch operates internal and external signal -
switching relays. (The signal- switching switch 
at the Sector Commander's position controls 
two of the three DD CRT's and as'sociated 
circuits of the command desk.) 

4. DD CRT and Associated Circuits 

a. Each DD CRT and associated circuits make up 
a DDIS. The DD CRT is a specially constructed 
5-inch CRT, which is part of a DD unit that also 
contains the CRT adjustment controls and circuits. 
An associated unit and a DD intensification unit 
for each CRT unblank the CRT when a particular 
DD message is to be displayed at a specific position. 

The associated DD circuits also include two high­
voltage power supplies at. each desk. The power 
suppli~s are shared by the two DDIS' s of a staff 
desk and by the three DDIS' s of the command desk. 
Each power supply is a separate unit. 

5. Manual Input Circuits 

a. Each position of the Command Post console is 
equipped with various manual input pushbutton 
modules which are used to send messages to the 
Central Computer System. The messages can 
consist of specific instructions, orders, or reque.ats 
for information. 

b. A message is prepared by depressing one or more 
pushbuttons on the MI modules. A pushbutton can 
represent a complete message or a part of a 
message.· The function that each pushbutton performs 
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is indicated by labeling or other means of identification. 
After a message is complete, the ACTIVATE pushbutton 
is depressed, signaiing the CCS to t::1.ke action on the 
message requested. 

' 
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6. Audible Alarm Circuit 

a. The audible alarm circuit notifies a member of 
the sector command that a condition at his 
position requires his attention or that some action 
by him is required. When an audible alarm is 
received, a bell is activated and, in addition, two 
neon- lights on the audible alarm module are 
energized. One of the lights is a flashing light 
which is connected to a flashing mechanism. 
The same flashing mechanism is also' connected 
to the bell to provide an interrupting ring. The 
bell can be inactivated by means of a disabling 
switch which is available to maintenance personnel. 

b. The bell and flashing light are extinguished when 
a RESET pushbutton on the audible alarm module 
is depressed. The other neon light can be shut 
off only by the Central Computer System, usually 
after receipt of an appropriate message from the 
position involved. 

'7 •• Telephone and Communication Facilities 

a. The telephone and commuuica~ion facilities are 
not included in the block diagram for a single 
position of the Command Post console (fig. 5-57) 
because they are part of the Teleph'one and 
Intercommunication System completely independent 
of the Central Computer System and associated 
systems. Both tactical and maintenance lines are 
brought to each desk. The tactical facilities permit 
the Sector Commander and his staff to communicate 
with other personnel inside or outside the DireCtion 
Central. The maintenance lines enable maintenance 
personnel to call various maintenance areas of the 
Direction Central directly. 

b. The telephone switching module (or modules) is 
installed in a lower section of the front panel for 
each position. This module contains 18 pushbuttons, 
with associated indicator lights and labels, and 4 
auxiliary pushbuttons which provide feature such as 
bolt:., transfer, conference, etc. If additional 
facilities are required, a blank module can be 
replaced by a special telephone module to provide 
six additional pushbuttons. The direct 
intercommunication facilities provided by these 
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modules supplement the automatic telephone 
dialing system available at each desk position. 

c. Two types of telephone jacks, one type for 
maintenance and the other for staff communication, 
are located on each desk leg. The maintenance 
jacks are mounted on the inside of the right leg 
of each desk. The staff communication jacks 
are located on the front of each desk leg. 

G. Special Functions 

1. The remote control of the photographic recorder­
reproducer element and the warning lights are 
special function circuits on the Command Post Console. 

Remote Control of the Photographic Recorder­
Reproducer Element (PRR) 

a. The projected displays appearing on the projection 
screen in the sector command area are produced 
by a photographic recorder-reproducer element 
(PRR) located in the projection room. Limited 
control of the projected displays is provided by 
pushbutton modules on the front panel of the AC 
& W desk position. The pushbutton modules are 
inoperative under either of the following conditions: 

1) The UNIT STATUS switch at the AC & W 
position is set to the OFF or AC positions. 

2.) Two switches located on the projector element 
are set to the LOCAL position. 

3. Warning Lights 

A warning light module, containing 10 neon lights, 
is installed on the front panel of the C & E position. 
This module indicates to the C & E Officer various 
equipment troubles on the Direction Central. 

H. Optical Pointer 

1. The optical pointer is a small pistol- shaped, hand-held 
device employed as a lecture pointer. That is, it is 
used to call attention to specific 'parts of the projected 
display by means of a small arrow head (or any other 
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like symbol). When the trigger is pressed, the indicating 
symbol is optically projected from the pointer and 
superimposed on any desired part of the large screen display. 
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Z. The pistol-trigger switch actuates an incandescent 
lamp that is excited from a 6. 3-volt supply. The 
light thus produced is passed through an aspheric 
lens that condenses and shapes the input to a 
concentrated beam. The light beam, in turn, is 
extruded through a preformed, arrow-shaped cutout 
(or stencil). The arrow-formed beam is passed 
through a large-apertu1·e projection lens to the 
beaded screen, where it can be swept to any desired 
placement. The projection lens is provided with a 
focusing mount to compensate for varying projected 
distances to the screen. 

I. Associated SD Equipment 
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The associated SD equipment consists or the projection 
element (PREE) and the SD consoles. These elements 
receive their data from the SDGE. 

Z. The PRRE contains a modified SDIS, a camera and 
film··processing section, and .a projector unit. The 
camera takes periodic photographs of the SD data 
appearing on the viewing screen of the SD CRT. The 
exposed film is then automatically processed. After 
processing, the SD data is projected on the large 
projection screen and examined by the Sector Commander 
and his staff. The selection of the SD data to be 
projected can be controlled either locally or remotely 
from the AC &: W position of the Command Post console. 

XI. Distribution Element 

A. Distribution Boxes 

1. Function 

a. Signal distribution boxes are used at many ~ Fig. 5~58 
locations in the Display System to route· signals Page 3380 
to the various consoles. These boxes form 
the major portion of the signal distribution 
element (see fig. 5"·58). The signals routed 
through the distribution boxes are light gun outputs, 
warning light signals, and trunk cable signals. The 
light gun outputs are applied to the manual data input 
element (un1t 23). The warning light signals are 
supplied by the warning light interconnection unit 
(unit 91), and the trunk cable signals are supplied 
by the SDGE (Unit 24); both of these signal groups 
are fed to the associated consoles. 
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b. The trunk cable signals are those signals necessary 
for the presentation of a given display on a particular 
console. The signals are divided into two general 

~ '• 
classifications: common and variable. Signals 
that are applied to all the consoles are referred to 
as common signals. The variable signals, based 
on console tactical requirements, are only fed to 
pre- selected consoles. Table 5-14 lists the common 
and variable trunk cable .signal°s. The distribution 
boxes are designed in such a manner as to facilitate 
signal reassignments and to permit future expansion 
or revision of the Display System. 

Z. Description 

a. There are 18 signal distribution boxes. Each box, 
10-1/Z feet long, consists of two separate halves, 
one for each half of the duplex equipment. The 
half-boxes are wired identically, the only difference 
between the two being their physical placement. 
They are placed back to back (fig. 5-59), and therefore 
one half is a mirror image of the other half. Each 
section is electrically independent of the other. 

b. The front of each distribution box is provided with 
four removable doors, which give access to 4 
patchboards. These boards, identified as A, B, C, 
and D, are used to route the incoming trunk cable 
signals to the console output connectors. Connectors 
are provided at both ends of the distribution box and 
on top of the box. The end connectors are used for the 
inputs and feed-through signals (fig. 5-59); the .top 
connectors are used for the outputs that are fed to the 
associated consoles. 

c. Sufficient output connectors are provided to serve 
any consoles that may be added to the Display System 
in the future. 

d. The patchboard is a large, rigidly mounted, nylon-base 
phenolic board containing rows of terminal s'trips. 
The terminal strips contain terminals with either 3, 6 
or lZ lugs to accommodate patch line connectors. 

e. Each of the terminals, with the exception of one 
group of 3~lug terminals, is provided with a solder 

. lug located at the rear of the terminal. Figure 5 .. 59 
contaip.s an illustration of a 3- lug terminal. 

Note: 
Table 5-14 
Page 34ZO 

No tee 
Fig. 5-59 
Page 3400 
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TABLE 5 - 14. TRUNK CABLE SIGNALS 

COMMON SIGNALS VARIABLE SIGNA~ 

DD character selection Slot lines 0 through 15 

DD character position Slot lines 000 through 700 

DD contrast gate TD CAT's 2 through 31 

DD erase gate MIXED RD CAT's 

DD intensify gate l through 12 

SD character selection Supplementary drivers 

SD character position 1 through 45 

SD message position DAB's 1 through 90 

A, B, C, D and E features RD CAT's 1 through 8 

Bypass feature MIX ALL CAT's 

Point . feature MIX'. ALL DAB Is 

Defocus Gate Spares 

Focus Gate 

SD intensify gate 

Pass light gun 

TD CAT 1 

Vector in_tensify gate 

Spares 

f. The 3-lug terminals (with the solder lugs) and the 
6-lug terminals are used for the incoming trunk 
cable signals. These terminals. as well as the 
other group of 3-lug terminals, are also employed 
as intermediate patching points during patching 
operations. The 12-lug terminals are used for 
ground connections. 
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3. Patching Procedure 

a. The input trunk cable signal lines are soldered 
to•the rear of the 3- or 6-lug terminals. This 
connection is made to the same terminal on all 
four patchboards. The assignment of input signal 
lines to input terminals is predetermined; the 
assignment is the same for all distribution boxes. 
Patch lines are used to route the. inputs to various 
intermediate 3- and 6-lug terminals and then to the 
taper-pin output connectors. 

b. The warning light and light gun output signals 
bypass the patchboards. These signals are 
routed between the input and output connectors 
by taper-pin patch lines within the distribution 
box. 

~. Signal 

1. Function 

a. Signal Data Patching Panel SB~ 602 / FSQ is a 
part of the signal distribution element. It 
functions as a signal distribution box for a single 
SD console. The patching panels are used to aid 
in monitoring the condition of the active Display 
System and to aid in monitoring the standby 
Display System. These units provide the means 
for presenting all messages which appear on any 
SD CRT or DD CRT on the SD console associated 
with a patching panel. 

2. Description 

a. Four signal data patching panels are employed 
in the Display System. These panels are mounted 
directly beside their associated consoles. Signal 
data patching panel 1 77 A is associated with SD console 
167A, 177B with 167B, 178Awith 168A, and 178B 
with 168 B. Cables connect the patching panels to 
the SD consoles. 

b. The signal data patching panels contain a patchboard 
(see fig. 5-61) and associated components and wiring 
to enable selection of any feature. CAT or DAB, ~Fig. 5-61 
supplementary driver, or DD slot line in the Display Page 3450 
System for presentation on the associated SD consoles. 
There are two types of patchboards used in the patching 
panels: one type is permanently affixed to the front of Note: Fig. 5-62 
the patching panel, the other (a later model), illustratedPage 34 70 
in figure 5-62, is a plug- in unit. Signals selected by 
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means of these patchboards are fed to the SD 
console category plugboard. The interior of 
the patching panel consists of seven. component 
boards containing diodes and resistors. 

c.. Two groups of signals are applied to the patching 
panel by the associated DB box. One group enables 
the operator to select the presentation to be 
displayed on his console. These signals are first 
fed to the component boards, and the outputs are 
then applied to the patchboard. The other group 
of signals is routed through th.e patching panel 
directly to the console, bypassing the patchboard 
and component boards. · 

d. Patchboard 

1) The patchboard (fig. 5-61) consists entirely 
of jacks (sometimes called hubs). Some of 
the jacks are co~nected to the SD console; 
the others are connected back to the signal 
distribution box. Those signals fed to the 
console are identified in figure S-61 by solid 
circles. Each patching panel is provided with 
a number of patching cords, enabling the 
operator to select any message or combination 
of messages_ for presentation on the associated 
SD console. 

2) The four jacks on the DD SEL OUT row (row S) 
~re used for selecting any one of the DD 
messages in the Display System.. By selecting 
the intensity and erase slot line assignments 
for any particular DD message from rows 2 and 
3, and patching them into the DD SJ;;L OUT 
jacks, the desir:ed message can be displayed on 
the DD CRT of the associated SD console. The 
DD MC TEST jack (available only on the plug-in 
patchboard) is used to facilitate running of the 
DD marginal check program. 
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3) The FEATURE OUT row (row 9) contains two· 
groups of four jacks, labeled FSS I and FSS ll. 
Signals patched to these jacks from the FEATURE 
IN row are fed to the corresponding feature 
switches of the SD console. At the end of row 9 
are two single jacks, labeled PT and BY PASS. 
These jacks are also connected to the SD console, 
but .they bypass the feature selection switches. 
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0 I 2 ll 4 6 I 7 I 9 10 II . 12 Ill 14 15 

SLOT LINE-c 

0 0 0 0 0 0 .Q 0 0 0 0 0 0 0 0 
000 100 200 llOO 400 500 600 700 +10 
0 0 0 0 0 0 0 0 0---0 

OD TEST OUT A B A • -llO 
0 INT 0 0 ERASE 0 0---0 

~· A B A B DD MC TEST DD SEL.OUT • INT • •• ERASE • 0 

0--0-0-0--0 0--0--0--0--0 0-0-:.-0-0-0 

FEATURE IN A B c D E PT. BY OASS 
0--0 0-0 rr--o 0-0 0--0 0-0 0 

FEATURE OUT FSSl I 2 ll 4 FSSU I 2 ll 4 PT. BY MSS • • • • • • • • • • 
·RO CAT. IN I 2 ll 4 5 I 7 I 

0 0 0 0 0 0 0 0 
S2A ·s2B S4A S4B 

RD CAT. OUT ..... ...... ..... ..... 
RD MIXED}-- .. 2 5 4 5 I 7 I 9 10 II 12 
.CAT. IN 0 0 0 0 0 0 0 0 0 0 0 0 

DAB 1-11 I 2 ll 4 5 8 7 8· 9 10 II 12 Ill 14 115 18 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 o. 0 

DA~l7·ll2 
17 18 19 20 21 22 2ll 24 25 21 27 21 2t llO lll 12 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

DABllll-41 .5ll ll4 ll5 ll6 ll7 ll8 39 40 41 42 43 44 45 41 47 41 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

OAB49·14 49 so 51 52 5ll 114 1111 56' 57 58 119 60 61 62 Ill 84 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

DAll5·80 65 68 67 ... 69 70 71 72 73 74 7S 78 77 71 79 10 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

DA111•90 II 12 Ill 84 15 86 17 88 89 90 
0 0 0 O· 0 0 0 0 0 0 

CAT.AND }-- SI Sll SSA SSB S6 S7 SI S9 910 Sii Sl2 513 514 SIS 
DAB OUT • • • • • • • • • • • • • • 

0--0-0-0--0 0--0-0-0--0 0-0--0 o-cr-o 
o---0-o-o o--0-0--0 0-0-0-0 0-0--0--0 

o---<r-0 <r-<>--0 0--0--0 0-0-0 ~ 

0--0-0-0--0 0--0--0--0--0 ~ 

Q-i)Q--0. o-t>ll--0 . 0-00--0 CHl6--0.~ 
FORCE CAT.Jl-- I 2 ll 4 
OR DAIOUT. • • • • o--co-o . o--c>O--o ~ <>-*--<> 

I 2 3 4 5 8 7 I 9 10 I l 12 13 14 IS 16 
CAT.I-II 0 0 t> 0 0 0 0 0 0 0 0 0 0 0 0 0 
CAT.17-lll 17 II 19 ID II 22 u 24 25 26 27 28 29 llO 31 

0 0 0 0 0 0 Q, 0 0 0 0 0 0 0 0 
I 2 3 4 5 6 7 a 9 10 II 12 Ill 14 IS 16 
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* THE LOCATION NUMBERS AND LETTERS ARE INCLUDED ONLY F,OR IDENTIFICATION PURPOSES; 
THEY DO NOT APPEAR ON THE PLUGBOARD. 

figure 5-'1. Signal Data Patching Panel Patcltlloard 
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The 15 SD consol,e ~ate1u>r..v S.lYitches UJ~T. 
connected to the Jacks Ol tne R,D CAT OU 

·and CAT AND DAB OUT rows (rows 11 and 
ZO, respectively). By patching a category, 
DAB, or supplementary driver (rows 10, 
lZ, 14 through 19, ~nd Z7 through 33} to 

·these jacks, the corresponding category 
switch on the SD console can select the 
desired message to be displayed on the SD 
CRT. -

5) The remaining jacks connected to the SD console 
are located in the FORCE CAT OR DAB OUT 
row (row 26). These jacks bypass the SD 
console category switches and are used to 
produce a forc~d display on th:e SD CRT. 

6) Th~ rows of unlabeled jack1 are not connected 
to any particular point; these jacks are 
employed as convenience jacks during patching 
operations. The lines drawn between adjacent 
jacks denote that jacks are connected. Several 
of these jacks have diodes connected between 
them, and they also are used during patching 
procedures. · 
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llgur• .S.:...2. Signal Data Patching Panel with 
Plug-In Patclthard · 



Procedure.for U•ing Patch Panel 3480 

The wiring of the S.D .. Console, (fl67 le 168), used in conjunction with the 
Patc;h Panel, (1177 le #178), ha• been given increa•~d flexibility. Certain g11ound 
rules bave to be followed to receive tbe benefit of the new flexibility'. Following 
is a_list of the 15 Catagory switche• concerned with the S. D. Gonaole. what type 
data should be patched to the switch and the deviations neceHary to receive max­
imum benefit from the limited i;n puts. Mixing of signals may be accompllab.ed ~ 
on the ~tching board before plugging to a given switch~ 

Switch 1-Inputs: 

Two separate T. D. Track messages with Feature Selection 
for FSSI. The switch is arranged to allow oeparation of the 
two signal inputs by placing the switch to the left for one and 
right for· the other. Features for both aides of the switch are 
controlled·by the FSSI bank. 

Procedure for Patching: 
I - .•.... - . ~ 

Patch the signal desired for the left side of the switch to SI. 
Patch the desired signal for the right side ·to. Forced Cat 
or Dab Out 3. 

Switch. Z-Inputs: 
,. 

Present R. D. or T. D. track without selectable feature, 
History R. D. or Information Tracks. The switch affords 
a separate selection for left/right operation .. SZA is patched 
'to dim and may have History R. D. or an Information Track 
on~ This will appear when the switch is thrown to the 
right. SZB is patched to bright and may have Present R. D. 
or a T. D. Track whiC:h only has either A or B features .. n the 
message. This will appear when the switch is thrown to the 
left. 

Procedure for Patching: 

Patch Present R.D, ~or T.D. track to SZB (for left oper­
ation of switch). Patch History R. D. or Information Track 
to SZA (for right operation of switch). 
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Switch 3 - _!!!p u.!!.:_ 

b.j.me as switch 1 except for the FSS II bank of features are 
used. 

. Procedure for Patching: 

Patch desired signal for the left side of the •witch to S3. 
Patch the desired signal for the right side of the switch to 
Forced Cat or Dab Out 4. 

Switch 4 - Inputs: 

Same as Switch 2. 

Procedure for Patching: 

. Patch Present R. D. or T. D. Track to S4B (for left oper­
ation of the switch). Patch History R. D. or Information 
Track to S4A (for right operation of th.e switch) 

Switch 5 - Inputs: 

History R. D. or Information Tracks, T, D, Track 'With 
FSSI features. This switch will allow R. D. History to be 
shown ori one side of the switch (left) with the present T. D. 
Track associated with it on the right side .. An Information 
Track may be used instead of the R. D. History, if desired. 

Procedure for PatchinE_ 

Patch desired R. D, History or Information Track to SSB 
(for left operation of switch). Patch T, D. Track signal to 
SSA (for right operation of switch) 

Switch 6 - Inputs: 

T. D. Tracks with both A and B features. Throwing the 
switch to the left will give FSSI features. Throwing the 
switch to the right will give FSSII Features .. 

Procedure for Patching: 

Patch any feature selectable T. D. Trai:k to S6. 
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Switch 7 - Inputs : 

Same as swit~h. 6. 

Procedure for Patchlnj: 

Patch any featUre eelecta.bie T. D. Track to S7. 

Switch 8 - Inputs: 

Same as switch 6. 

Procedure for Patchins: 

Patch any feature selectable T. ::0. Track to SB. 

51r(ltch 9 - Inputs:_ 

Same as switch' 6. 

Proced.ure· for Patching 

Patch a.ny featu:a:-e •~lectable T. D. Track tp 89. · 

Switch 10 - Inputs: 

Same as switch 6. 

Procedure for .Patchina: 

Patch any feature selectable T.D. Track to 610. 

'Switch 11 - Inputs: 
r 

Same as switch 6. 

Procedure for Patcbins: 

Patch any feature selectable T.D. Track to Sll. 

Switch 12 - Inputs: 

T .D! Track without selectable feature• or Present R..D, 
Only T., Jl, Tracks with either A or B features can b;e 
patched. T., D, Tracks may be acted on with a Light 
Gun. . 

3500 

.... · OONeOL.11: ., 
. (L.ll:P'T) ..... ., . /' '* 

, ...... ., 
~(RICIMT) 

.... CONeQL.K 

• •• . • (L.l:P'T) ..... 
e:.._!../ 

I • .. .... 
• • . ("IClffT) 

. ' .... I • CON•OL.• 

(l.KP';..;T•)--P'-8iooi8oiol _ 

-~ 
I 

.... I 
I 

•••• ' • 

.... 

.. 
(RICIMT). 

...... 

CONeOL.K • •• (L.l:P'T) ...... 
~ ,,,,, 

' c"NiT> 

CON•OLI: ... . 
(L.ll:P'T) . ..... ... ~ ... __ ., ...... ... 

· (RICINT) 

""' I CON•OL.K 

I ••• (LKP'T) ... ICIMT ... ,. __ , ... ~=-i 
811 

(AIGMT) 

, 



' 

P!'ocedure for Patching: 

.i->atch any Present R, D, or non feature selectable T, D, 
Track to Sl~. 

Switch 13 - Inputs: 

T, D, Information Track or History R. D. There is no feature 
selection for the T, D. Information Track. 

Procedure for Patching: 

Patch any T, D. Information Track or History n.. D. to Sl3. 

Switch 14 - Inputs: 

Same aa switd~ ~ 3. 

Procedure for Patching: 

Patch any T, D. Information Track or History R. D. to 514. 

Swi~~h 15 - Inputs: 

3510 

.... I. CON80Lll 

I 
r ... 

(Lll:P'T) DIM 

•.,,a_l_r""r :J ... 
(IUCIHT) 

.... 1--· . ... 
(LIEFT) DIM 

'-:4~/. ] . ... 
(RIGHT) 

. 
~p 

Three T, D. Vector Me&1ages which are expansion dependent. CON8e'-r 

This switch is wired to allow different signals on each of the 
three expansion scale. The primary use is for Georef but 
other Information measages may be uaed if desired, 

... I IEXl'.y,:10N 

~ .. , 
P'O,.CllD. 11 ~c <••~DOM · 

-r'" . Procedure for Patching: ,.011c:sa a' IE 
~ ... 

. ' I (R ICIHT) 
Patch the desired signal for the Contracted position to Sl 5 I 
Patch the desired signal for the Normal position of expansion 
to Forced Cat or Dab Out 1. Pati:h the desired signal for the: 
Expand J>D&ition of the expansion~scale to Forced Cat or Dab 
Out Z .. 

Jumpers used pn patch board 

P/N 
3208030 
3208032 
3208031 
3095365 
309~361) 
3095364 

!ype 
5 headed 
4 headed 
3 headed 
2 headed 
2 headed (long) 
Bottle Plug 
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.tt"ac~.liti.es are provided on the "See-All" patc~ing panels (consoles 167-188), ·for selecting 
any available DD Slot for the Digital Display associated wi~ it. 'Ihere are also facilities 
or selecting a Slot to be us.:;d for test, which when ~tched works in conjunction with 

the DD TEST switch on the console sqb-panel. 
. ~ . 

.\DD Slot assignment is derived by wiring a combination of ·"slots" and "blocks": There 
are 7 "blocks" (000 thru 700) and 16 "slots" (O thru 15) in each of these "blocks" (see· 
•igure 2). An example of how these combinations allow intensity and erase of fo DD CRT 
is shown below: I 

PATCH I CONSOLE 
PANEL 1 

DD SEL OUT-INT A.--"'!"' --
1 
I 

DD SEL OUT-INT B ------• 

DD SEL OUT-ERASE J:P----:-1 ---

1 
DD SEL OUT-ERASE B---:--• 

I 

F~~Ef 3 
. , 

ER E 

OD 
CA1' 

. >lot lines are usually specified in decimal figures. These must be reduced to simple 
SLOT-BLOCK configurations for patching purpose. This can be done by applying these 
formulas. / 1 

DECIMAL SLOT LINE TO SLOT-BLOCK 

SLOT-BLOCK = SLOT LINE lo 
16 

The quotient becomes th~ "BLOCK" and 
the remainder. becomes -the "SLOT". 

EXAMPLE: To find SLOT-BLOCK equivalent of Slot Line 6310. 

SLOT-BLOCK: · 6310 _ 3 I 15 (rem8.inder) 
16 

SLOT-BLOCK= 300 I 15 

If the SLOT-BLOCK configuration is known and the decimal equivalent is desired, the 
follC?wing formula applies: 

SLOT-BLOCK TO DECIMAL SLOT LINE 

DECIMAL SLOT LINE = (BLOCK X 16) I SLOT 
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EXAMPLE: To find ~he DECIMAL SLOT LINE equivalent of 400 and 03, 

DECIMAL SLOT LINE = (4 X 16) I 3 = 6410 I 3 
or SLOT LINE 67 10 

Two Slot Lines must be assigned to each DD CRT for proper operation. One is for erasiug 
the DD and the second is for displaying on. the DD, or intensification. 

The Slot Line for erase is usualiy specified with the one for intensification. For ·instances 
where it is not specified, it is suggested that the DD be erased approximately 13 slots 
prior to intensification. · 

If ·the intensity Slot number is less than 11 for Combat Centrals and 14 for Direction 
Centrals, the erase selection should be 000 and O on the patch panel. This allows 
erasure during the "initial erase period". 

The highest usable Slot Line at present for Direction Centrals is 600-09 or Slq>t Line 105~ 
and for Combat Centrals it is 400-0 or Slot Line 6410. · 

The procedure for patching is as follows: 

When the Slot Line for intensity is known in decimal, apply formula 1 to determine the 
SLOT- BLOCK configuration. 

1. Insert a plugcord into the correct BLOCK on the "B" row of the hubs labelled 
SLOT LINE. Plug the other end into the DD SEL OUT-INT B hub, 

2. Insert a plugcord into the correct SLOT on the "A" row of the hubs labelled SLOT 
LINE. J>lug the other end into the DD SEL OUT-INT A h\.\b. 

When the slot line for erase is known in decimal, apply formula 1 to determine the 
lsLOT-BLOCK configuration. 

3, Insert a plugcord into the correct SLOT on the "A" row of the hubs labelled 
SLOT LINE. Plug the other end into the DD SEL OUT-ERASE A hub. 

4. Insert a plugcord into the correct BLOCK on the B row of the hubs labelled 
SLOT LINE. Plug the other end into the DD SEL OUT-ERASE B hub. 

If a hub in the SLOT LINE A or B row is already being utilized, use the following 
procedure: 

5, Remove the plugcord from the hub and insert it into one of the groups of 
connected, unlabelled hubs directly below the DD SEL OUT row. 

6, Insert one end of a plugcord to an unmarked hub in the same group selecter' 
in step 5. 

7, Insert the other end into the same hub where the plug was removed in step 5. 
The unmarked group of hubs used now become the same as the SLOT or BLOCK 
to which they are plugged, As many groups as needed may be used. 
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TEST SLOT LINE 

Th~ procedure for patching in the Test Slot is the same as a ·normal slot except the DD 
TEST OUT row is u-.ed in place of the DD SEL OUT row in ~teps 1 thru 4. This slot 
line is then connected to the DD by turning the DD test switch, on the console sub-panel 

.to1TEST l: •. 

The Test Slot assignment for a Direction Central is 105 and for a Combat Central 55. 

DD MARGINAL CHECK TEST 

The DD MC TEST hub allows the simultaneous display of several predetermined slots 
for the purpose of obtaining a visual indication when Marginal Checking circuitry in the 
Digital Display Generator Element. The appropriate DDGE MC program must be used 
to ·utilize this hub. 

The procedure for patching is as follows: 

B. Connect a plugcord from the DD MC TEST hub to the DD SEL OUT INTA hub.· 

9. Connect a plugcord from the /10 hub to the DD SEL OUT - INT B hub . 

. 0. Connect a plugcord from hub 0 of SLOT LINE, ROW A to the DD SEL OUT:. 
ERASE A hub. 

11. Connect a plugcord from hub ~00 of SLOT LINE, ROW B to the DD SEL OUT­
ERASEB hub. 
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. O I 2 3 4 5 6 7 8, 9 · 10 II 12 13 14 15 t o o o o o o o o- o o o o o o o o 
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~~883·~8BB·B83888~· 
a 02 83 84 85 86 8.1 88 89 go 
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' . . 
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o-o-o-o--0 0-0-0--0-0 0-0-0-0-0 

Q-(>0-{) ~ CH>D-0 o-i>O-O o-t>lt-0 
~~R8feCGJt 0 0 0 CH>G--0 .o-i>IH:> Q-C>G-0 o-t>O-Q H 2 3 4 ' 

CAT •. 1-16 o b 6 o & .& o & o /8 l:'> 8 8 ~ a a 
CAT. 17 31 011 01e 019 200 21 22 23 24 25 2s 21 2a 29 30 31 
. . ~-- - ' 0 0. 0 0 0 0 0 0 0 0 0 

G 
.16 6 02 ~ 04 5 6 7 8 9 10 11 12 13 14 1!5 16 

. - 0 0 0 0 0 0·0 0 0 0 0 0 0 
SUPL. 7 32 r7 18 19 20 21 22 2..3 24 2t> 26 U 2B U 30 31 ~ - o o o o o o o o ·o ·o o o o o o o 
DRVS. 33 4 111: 33 34 35 36 37. 38 39 40 41 42 43 44 45 
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MIX ALL CATS 0 MIX ALL ·oABS ·0 
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