














































































































































































































































































































ACF/'TCAMSAMPLE 

ACF/TCAM TABLES 

PRINT HOGEN 
USS3270 IEDUTAB GEN=NO 

\PA6t: 06:..2a 

IEDUVERB INITS,CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'MHS3270' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'BI3270NB' 
IEDUVERB TCAM,CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'MHS3270' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'BI3270NB' 
IEDUVERB LOGON,CMD=INITS,UDATLEN=l4 
IEDUPARM INUDATA 
IEDUVAL 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'TSOMH' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'IEDTSOBO' 
IEDUVERB TSO,CMD=INITS,UDATLEN=l4 
IEDUPARM INUDATA 
IEDUVAL 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'TSOMH' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'IEDTSOBO' 
IEDUVERB IMS I CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'IMS' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'BI3270NB' 
IEDUVERB CICS,CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'CICS' 
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* 
* 
* 

IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'BI3270NB' 
IFDUVERB TERMS,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
IEDUVAL ,C'MHS3270' 
IEDUVERB LOGOFF,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
IEDUVAL ,C'TSOMH' 
IEDUVERB TERMI,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
IEDUVAL 
IEDUVERB 
IEDUPARM 
IEDUVAL 
IEDUVAL 
IEDUEND 
END 

,C'IMS' 
TERMC,CMD=TERMS 
TMLU 

,C'CICS' 

PRINT HOGEN 
USSNDS IEDUTAB GEN=NO 

IEDUVERB INITS,CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'NDSMH' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'NDS3278' 
IEDUVERB TCAM,CMD=INITS 
IEDUPARM INLU 
IFDUVAL 
IFDUVAL ,C'NDSMH' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'NDS3278' 
IEDUVERB LOGON,CMD=INITS,UDATLEN=l4 
IEDUPARM INUDATA 
IEDUVAL 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'TSOMH' 
!EDUPARM INMODE 
IEDUVAL 
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ACFl'TCAM SAMPLE 

* 
* 
* 

J~DUVAL ,C'IEDTS088' 
IEDUVERB TSO,CMD=INITS,UDATLEN=l4 
IEDUPARM INUDATA 
IEDUVAL 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'TSOMH' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C 1 IEDTSOB8' 
IEDUVERB IMS,CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'IMS' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'NDS3278' 
IEDUVERB CICS,CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'CICS' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'NDS3278' 
IEDUVERB TERMS,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
IEDUVAL ,C'NDSMH' 
IEDUVERB LOGOFF,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
IEDUVAL ,C'TSOMH' 
IEDUVERB TERMI,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
IEDUVAL ,C'IMS' 
IEDUVERB TERMC,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
IEDUVAL ,C'CICS' 
I EDU END 
END 

PRINT HOGEN 
USS3767 IEDUTAB GEN=NO 

IEDUVERB INITS,CMD=INITS 
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ACF/TCAM SAMPLE 

I EDU PARM HILU 
IEDUVAL 
IEDUVAL ,C'MH3767' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'BI3767' 
IEDUVERB TCAM, CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
I EDU VAL ,C'MH3767' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'BI3767' 
IEDUVERB LOGON,CMD=INITS,UDATLEN=l4 
I EDU PARM INUDATA 
IEDUVAL 
IEDUPARM INLU 
IEDUVAL 
I EDU VAL ,C'TSOMH' 
I EDU PARM INMODE 
IEDUVAL 
IEDUVAL ,C'IEDTSOBl' 
IEDUVERB TSO,CMD=INITS,UDATLEN=l4 
IEDUPARM INUDATA 
IEDUVAL 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'TSOMH' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'IEDTSOBl' 
IEDUVERB IMS, CMD=INITS 
I EDU PARM INLU 
IEDUVAL 
IEDUVAL ,C'IMS' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'BI3767' 
IEDUVERB CICS, CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'CICS' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'BI3767' 
IEDUVERB TERMS,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
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ACF/TCAM SAMPLE 

* 
* 
* 

IEDUVAl ,C'MH3767' 
IEDUVERB lOGOFF,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAl 
IEDUVAl ,C'TSOMH' 
IEDUVERB TERMI,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAl 
IEDUVAl ,C'IMS' 
IEDUVERB TERMC,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAl 
I EDU VAL ,C'CICS' 
I EDU END 
END 

PRINT HOGEN 
USS3770 IEDUTAB GEN=NO 
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IcDUVERB INITS,CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
IEDUVAl ,C'SNAMH' 
IEDUPARM INMODE 
IEDUVAl 
IEDUVAL ,C'BI3770A' 
IEDUVERB TCAM,CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'SNAMH' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAl ,C'BI3770A' 
IEDUVERB lOGON,CMD=INITS,UDATLEN=l4 
IEDUPARM INUDATA 
IEDUVAL 
IEDUPARM INLU 
IEDUVAL 
IEDUVAL ,C'TSOMH' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'IEDTSOBl' 
IEDUVERB TSO,CMD=INITS,UDATLEN=l4 
IEDUPARM INUDATA 
IEDUVAL 
IEDUPARM INLU 
IEDUVAL 
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ACF/TCAM SAMPLE 

IEDUVAL ,C'TSOMH' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'IEDTSOBl' 
IEDUVERB IMS I CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
I EDU VAL ,C'IMS' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'BI3770A' 
I EDU VERB CICS,CMD=INITS 
IEDUPARM INLU 
IEDUVAL 
IEDUVA~ ,C'CICS' 
IEDUPARM INMODE 
IEDUVAL 
IEDUVAL ,C'BI3770A' 
IEDUVERB TERMS,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
IEDUVAL ,C'SNAMH' 
IEDUVERB LOGOFF,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
IEDUVAL ,C'TSOMH' 
IEDUVERB TERMI,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
IEDUVAL ,C'IMS' 
H:DUVERB TERMC,CMD=TERMS 
IEDUPARM TMLU 
IEDUVAL 
IEDUVAL ,C'CICS' 
I EDU END 
END 
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SAMPLE HCP SOURCE 

CHAPTER l SAMPLE HCP SOURCE 

Two HCP samples are included. The first HCP source is designed to 
operate on an IBM 3704. The larger HCP illustrates various mixes of 
device types. All supported line disciplines are illustrated and are 
based on actual experience and industry recommendations. The DOS/VS or 
the OS/VS JCL for the assembly of these NCP's are cvntained in the 
appropriate section of this guide. 

REFERENCES 

IBM 3704 And 3705 Communications Controllers 
Network Control Program/VS Generation And Utilities 
Guide And Reference Manual (for OS/VS And DOS/VS 
VTAM Users) 

Teleprocessing Preinstallation Guide For 
IBM 3704 And 3705 Communication Controllers 

IBM 3705 Advanced Communications Function for 
Network Control Program/VS Generation And Util~ties 
Guide And Reference Manual 

DOS/VS VTAM System Programmers Guide 

ACF/VTAM System Programmers Guide COOS) 

ACF/VTAM Installation Guide CDOS> 

ACF/VTAM Reference Summary CDOS) 

OS/VSl VTAM System Programmer's Guide 

OS/VS VTAM Reference Summary 

OS/VS2 SVS VTAM System Programmer's Guide 

OS/VS2 VTAM System Programming library:VTAM 

ACF/VTAM System Programmers Guide 

ACF/VTAM Installation Guide 
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GC30-3008 

GC30-3020 

SC30-3116 

GC27-6957 

SC38-0268 

SC38-0270 

SX27-3022 

GC27-6996 

GX27-0034 

GC27-0049 

GC28-0688 

SC38-0258 

SC38-0269 
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SAMPLE NCP SOURCE 

ACF/VTAM Reference Summary 

OS/VS TCAM Concepts and Applications 

OS/VS TCAM System Programmer's Guide 

OS/VS TCAM Macro Reference Guide 

OS/VS TCAM Application Programmer's Guide 

OS/VS TCAM Installation and Migration Guide 

OS/VS TCAM Program Reference Summary 

TCAM Migration To NCP and SNA Featuring IBM 3790 

ACF/TCAM General Information 

ACF/TCAM Concepts and Planning 

ACF/TCAM System Programmer's Guide 

ACF/TCAM Macro Reference Guide 

ACF/TCAM Application Programmer's Guide 

ACF/TCAM Installation and Migration Guide 

ACF/TCAM MSNF Program Reference Summary Supplement 

ACF/TCAM Program Reference Summary 
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SX27-3021 

GC30-2049 

GC30-2051 

GC30-2052 

GC30-3036 

GC30-3039 

GY30-1024 

GG22-9100 

GC30-2050 

GC30-3049 

SC30-3117 

SC30-3118 

SC30-3il9 

SC30-3121 

LD21-0003 

LY30-3037 
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SAMPLE NCP FOR 3704 

l·l SAMPLE HCP FOR 3704 

*********************************************************************** 
*. NCP 5 ONLY, NOT SUPPORTED BY ACF/NCP/VS * 
* SOURCE FOR NCP GENERATION CALL VTAM LEVELS AND TCAM 10) * 
* SUPPORTS BATCH AND INQUIRY FOR SDLC PHYSICAL UNITS * 
* THIS GENERATION IS FOR IBM 3704 * 
*********************************************************************** 

*********************************************************************** 
* * * PCCU SPECIFICATIONS - OS/VS CVTAM ONLY) * 

**~*~****************************************************************** 

NCPSTART PCCU CUADDR=07F, 
AUTODMP=NO, 
AUTOIPL=YES, 
DUMPDS=NCPDUMP, 
INITEST=YES 

3704 CONTROL UNIT ADDRESS 
PROMPT BEFORE DUMPING NCP 
AUTOIPL AND RESTART 
AUTODUMP REQUESTED 
NCP INITIALIZATION TEST 

*********************************************************************** 
* * 
* 
* 

PCCU SPECIFICATIONS FOR DOS/VS CVTAM ONLY> * 
* 

*********************************************************************** 

NCPSTART PCCU CUADDR=07F, 3704 CONTROL UNIT ADDRESS 
AUTODMP=NO, PROMPT WHEN NCP FAILS 
AUTOIPL=YES, NO AUTOIPL AND RESTART 
DUMPDS=SYS007, DS FOR DUMP OPTION 
IHITEST=NO, NO INITIAL TEST 
NCPLUB=SYS008 LOAD MODULE NAME 
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SAMPLE HCP FOR 3704 

*********************************************************************** 
* * 
* 
* 
* 

BUILD MACRO SPECIFICATIONS FOR OS 

*********************************************************************** 

NCPBUILD BUILD MAXSUBA=3, 
LOADLIB=NCPLOAD, 
OBJLIB=NCPBAT, 
LESIZE=320, 
TYPSYS=os, 
QUALIFY=SYSl, 
UNIT=SYSDA, 
MEMSIZE=64, 
TYPGEN=NCP, 
ABEND=YES, 
ANS=YES, 
ASMXREF=NO, 
BFRS=64, 
CHANTYP=TYPEl, 
ERASE=NO, 
ENABLT0=2.2, 
JOBCARD=MULTI, 
MODEL=3704, 
NEWNAME=NCPBAT, 
OLT=YES, 
SLODOWN=l2, 
SUBAREA=3, 
TRACE=CYES,10) 

MUST BE SAME AS IN VTAM STR DEF X 
LIBRARY FOR NCP LOAD MODULE X 
LIBRARY FOR ASSEMBLER OUTPUTS X 
REGION SIZE FOR LINK-EDIT X 
OS USED FOR STAGE 2 X 
lST LEVEL QUALIFIER X 
DATA SET FOR ASSEMBLY X 
3704 STORAGE SIZE IS 64K BYTES X 
NCP ONLY X 
ABEND FACILITY INCLUDED X 
AUTOMATIC NETWORK SHUTDOWN CDEFAULT)X 
NC ASSEMBLER CROSS-REFERENCE X 
NCP BUFFER SIZE X 
PRIMARY CHANNEL ADAPTER X 
DO NOT ERASE BUFFERS CDEFAULT> X 
LEASED LINE ONLY CDEFAULT) X 
JOBCARDS PROVIDED BY NCP GEN X 

x 
NAME OF THIS LOAD MODULE x 
ONLINE TEST AVAILABLECDEFAULT) X 
SLOWDOWN WHEN 12% OF BUFFERS AVAIL X 
SUBAREA ADDRESS = 3 X 
10 ADDRESS-TRACE ENTRIESCDEFAULT> 
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SAMPLE NCP FOR 3704 

*********************************************************************** 
* * BUILD MACRO SPECIFICATIONS DOS * 

* 
*********************************************************************** 

NCPBUILD BUILD MAXSUBA=3, 
TYPSYS=DOS, 
MEMSIZE=64, 
TYPGEN=NCP, 
ABEND=YES, 
ANS=YES, 
ASMXREF=NO, 
BFRS=64, 
CHAtHYP=TYPEl, 
ERASE=NO, 
ENABLT0=2.2, 
JOBCARD=MULTI, 
MODEL=3704, 
HEWNAME=NCPBAT, 
OLT=YES, 
SLODOWH=l2, 
SUBAREA=3, 
TRACE=CYES,10) 

MUST BE SAME AS IN VTAM STR DEF 
DOS USED FOR STAGE 2 
3704 STORAGE SIZE IS 64K BYTES 
NCP ONLY 
ABEND FACILITY INCLUDED 

x 
x 
x 
x 
x 

AUTOMATIC NETWORK SHUTDOWNCDEFAULT) X 
NO ASSEMBLER CROSS-REFERENCECDEFAULTX 
NCP BUFFER SIZE X 
PRIMARY CHANNEL ADAPTER X 
DO NOT ERASE BUFFERS CDEFAULT) X 
LEASED LINE ONLYCDEFAULT) X 
JOBCARDS PROVIDED BY NCP GEN X 

x 
NAME OF THIS LOAD MODULE X 
ONLINE TEST AVAILABLE CDEFAULT) X 
SLOWDOWN WHEN 12% OF BUFFERS AVAIL X 
SUBAREA ADDRESS = 3 X 
10 ADDRESS-TRACE ENTRIESCDEFAULT) 

*********************************************************************** 
* * 
* 
* 
* 
* 

SYSCNTRL OPTIONS FOR VTAM O~ TCAM 

NOTE THAT OPERATOR CONTROLS ARE NOT INCLUDED. 

* 
* 
* 
* 

*********************************************************************** 
NCPSYSC SYSCNTRL OPTIONS=CMODE, 

RCHTRL,RCOND,RECMD,RIMM,ENDCALL, 
BHSASSC) 
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SAMPLE HCP .FOR 3704 

*********************************************************************** 
* HOST MACRO SPECIFICATIONS OS VTAM * 
* UNITSZ TIMES MAXBFRU MINUS BFRPAD EQUALS MAX MESSAGE SIZE * 
* FOR INBOUND MESSAGES * 
*********************************************************************** 

NCPHOST HOST !NBFRS=5, INITIAL 3704 ALLOCATION 
MAXBFRU=4, VTAM BUFFER UNIT ALLOCATION 
UtHTSZ=84, 
BFRPAD=28, VTAMCOS=28, DOS=l5., ACF=O>, EXTM=2 
DELAY=.2, .2 SECOND ATTENTION DELAY 
STATMOD=YES, YES VTAM, NO FOR EXTM 
TIMEOUT=Cl20.0) AUTO SHUT DOWN IF NO RESP IN 120SEC 

*********************************************************************** * HOST MACRO SPECIFICATIONS DOS/VS * 
* DOS VTAM REQUIRES BFRPAD=l5 * 
* * 
*********************************************************************** 

NCPHu5-i" hlJST INBFRS=5, INITIAL 3704 ALLOCATION 
MAXBFRU=6, VTAM BUFFER UNIT ALLOCATION 
UNITSZ=88, VTAM BUFFER SIZE MUST BE MULT OF 8 
BFRPAD=l5, DOS VTAM 15, EXTM=2 
DELAY=.5, .5 SECOND ATTENTION DELAY 
STATMOD=YES, YES FOR DOS VTAM, NO FOR EXTM 
TIMEOUT=Cl20.0) AUTO SHUT DOWN IF NO RESP IN 120SEC 

*********************************************************************** 
* CSB MACRO SPECIFICATIONS * 
* * 
*********************************************************************** 

NCPCSB CSB SPEED=Cl34), 
MOD=O, 
TYPE=TYPEl 

BUS MACH CLOCK 
S~ANNER ADDRESS 000 TO OlF 
TYPE l COMM SCANNER <DEFAULT 

x 
x 
x 
x 
x 
x 

x 
x 
x 
x 
x 
x 

x 
x 
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SAMPLE NCP FOR 3704 

*********************************************************************** 
* * 
* 
* 
* 

SPECIFICATIONS FOR SDLC LEASED LINES 
GROUP MACRO SPECIFICATIONS 

*********************************************************************** 

SDLCGPl GROUP LNCTL=SDLC, 
DIAL=NO, 
REPLYTO=l.O, 
TYPE=NCP 

SYNCHRONOUS DATA LINK 
REQUIRED FOR LEASED LINE 
USE DEFAULT 
NCP ONLY 

*********************************************************************** 
* * 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

LINE MACRO SPECIFICATION - FULL-DUPLEX, LEASED 
MAY BE USED FOR 3790, 3600, OR 3650 

NOTE: LINE SPEED MAY BE RAISED TO 2400 FOR 
ALL PHYSICAL UNITS AND TO 4800 FOR 3600 AND 3650 
WITHOUT DOING A NEW GEN OF NCP. 
RETRIES VALUE FOR LINE SHOULD BE GREATER THAN 30 
SECONDS AND LESS THAN ONE MINUTE FOR 3650. 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

*********************************************************************** 

SDLCl LINE ADDRESS=COOO), TRANSMIT AND RECEIVE ADDRESS 
DUPLEX=HALF, REQUIRED FOR SWITCHED BACKUP 

OR 

SDLCl LINE ADDRESS=C000,001), TRANSMIT AND RECEIVE ADDRESSES 
DUPLEX=FULL, MODEM IS STRAPPED FOR FULL DUPLEX 
SPEED=l200, SPEED MAY BE HIGHERCSEE NOTES) 
NRZI=YES, SPECIFY YES ONLY IF REQUIRED 
NEWSYNC=NO, CHECK MODEM REQUIREMENTS 
CLOCKNG=EXT, MODEM PROVIDES CLOCKING 
POLLED=YES, 
RETRIES=C5,10,4) 5 RETRIES PER RECOVERY SEQUENCE 

x 
x 
x 

x 
x 

x 
x 
x 
x 
x 
x 
x 
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SAMPLE NCP FOR 3704 

*********************************************************************** 
* 
* 
* 

SERVICE ORDER FOR SDLC LINK * 
* 
* 

********************************************************~************** 
SERVICE ORDER=CCL3790) 

*********************************************************************** 
* * 
* 
* 

PU MACRO SPECIFICATION FOR 3790 LINK * 
* *********************************************************************** 

CL3790 PU ADDR=Cl, PU ADDRESS = A CEBCDIC) 
MAXDATA=265, MAXIMUM AMOUNT OF DATA 
PUTYPE=2, 
PACING= Cl, l), MAX FOR 3790 
VPACING= C 2, l), TWICE PACING VALUE 
PASSLIM=7, EQUAL TO MAXOUT 
MAXOUT=7, MAX PATH INFO UNITS BEFORE RES 
ISTATUS=INACTIVE ACTIVATE VIA OPERATOR 

*********************************************************************** 
* * 
* 
* 

LOGICAL UNIT SPECIFICATIONS * 
* *********************************************************************** 

INBATCH2 LU LOCADDR=l, IN REQ'D FOR lST LU 
ISTATUS=ACTIVE 

INQDEM12 LU LOCADDR=2, 
ISTATUS=ACTIVE 

INQDEM13 LU LOCADDR=3, 
ISTATUS=ACTIVE 

INQDEM14 LU LOCADDR=4 

x 
x 
x 
x 
x 
x 
x 

x 

x 

x 
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SAMPLE HCP FOR 3704 

*********************************************************************** 
* 
* 
* 
* 

SERVICE ORDER FOR 3600'S FOR SSS TRANSFER ONLY AHO FOR 
OPERATIONAL USE. 

* 
* 
* 
* 

*********************************************************************** 
SERVICE ORDER=CCL3600,C36SS) 

*********************************************************************** 
* 
* 
* 

PU MACRO SPECIFICATION FOR 3600 LINK * 
* 
* 

*********************************************************************** 

CL3600 PU ADDR=Cl, PU ADDRESS = A CEBCDI~> 
PUTYPE=2, 
MAXDATA=80, MATCH BUFFER VALUE IH 3601 
MAXOUT=3, MAX PATH INFO UNITS BEFORE RES 
PASSLIM=l, 
PACING=CO), BEST FOR INQUIRY RESPONSE 
VPACING=CO), CHANGE IF HCP SLOWDOWN 
ISTATUS=INACTIVE ACTIVATE VIA OPERATOR 

*********************************************************************** 
* 
* 
* 

LOGICAL UNIT SPECIFICATIONS * 
* 
* 

*********************************************************************** 
FALUAl LU LOCADDR=l,ISTATUS=INACTIVE 
FALUA2 LU LOCADDR=2, 

ISTATUS=ACTIVE 
FALUA3 LU LOCADDR=3, 

ISTA TUS=ACTIVE 
FALUA4 LU LOCADDR=4, 

ISTATUS=ACTIVE 

x 
x 
x 
x 
x 
x 
x 

x 
x 

x 

x 
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SAMPLE NCP FOR 3704 

*********************************************************************** 
* 
* 
* 

PU MACRO SPECIFICATION FOR ~600 FOR SSS * 
* 
* 

*********************************************************************** 
CL36SS PU ADDR=Cl, PU ADDRESS = A CEBCDIC> X 

PUTYPE=2, X 
MAXDATA=265, MAXIMUM AMOUNT OF DATA X 
MAXOUT=3, MAX PATH INFO UNITS BEFORE RES X 
PASSLIM=l, X 
ISTATUS=INACTIVE ACTIVATE VIA OPERATOR 

*********************************************************************** 
* * 
* LOGICAL UNIT SPECIFICATIONS * 
* * 
*********************************************************************** 
FALUAlSS LU LOCADDR=l, FA REQ'D FOR lST LU X 

PACING=C3,l), X 
VPACING=C4,l), IF NO SLOWDOWN, INCREASE VPACING X 
ISTATUS=ACTIVE 
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SAMPLE NCP FOR 3704 

*********************************************************************** 
* 
* SERVICE ORDER FOR SDLC 3650 CFULL DUPLEX) * 

* 
* * 
*********************************************************************** 

SERVICE ORDER=CSTOREl> 

*********************************************************************** 
* 
* 
* 

PU MACRO SPECIFICATION FOR 3650 * 
* 
* ************************************Y********************************** 

STOREl PU ADDR=C4, PU ADDRESS = D CEBCDIC> 
CUTYPE=SDLCl, 
MAXOUT=7, MAX PATH INFO UNITS BEFORE RES 
MAXDATA=265, 6 BYTE TH, 3 BYTE RH, 256 BYTE RU 
PASSLIM=5, LIMIT IS 5 PIUS PER INDUSTRY SPEC 
ISTATUS=INACTIVE, ACTIVATE VIA OPERATOR 
PACING= C 1, l>, 
VPACING=C3, l> 

*********************************************************************** 
* 
* 
* 

LOGICAL UNIT SPECIFICATIONS * 
* 
* 

*********************************************************************** 

x 
x 
x 
x 
x 
x 
x 

QESTOREl LU LOCADDR=l, REQ'D FOR lST LU X 

QECREDIT LU 

QE365311 LU 
QE365312 LU 
QE365313 LU 
QE365314 LU 
QE365315 LU 
QE327511 LU 
QE327512 LU 
QE327513 LU 
QE327514 LU 
QE327515 LU 
QEINTl LU 
QEINT2 LU 

6320-6028 (2/79) 

PACING=C7, 1), 
VPACHIG=C4,l), 
ISTATUS=ACTIVE 
LOCADDR=2, 
PACING= CO), 
VPACING=CO) 
LOCADDR=3 
LOCADDR=4 
LOCADDR=5 
LOCADDR=6 
LOCADDR=7 
LOCADDR=8 
LOCADDR=9,PACING=C2,l) 
LOCADDR=l0,PACING=C2,l) 
LOCADDR=ll,PACING=C2,l> 
LOCADDR=l2,PACING=C2,l) 
LOCADDR=l3,PACING=C2,l) 
LOCADDR=l4 

IMPROVES LOADING 3651 
DECREASE IF SLOWDOWN WITH SSS 

x 
x 

x 
x 
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SAMPLE NCP FOR 3704 

*********************************************************************** 
* * * GENEND DELIMITER * 
* * 
*********************************************************************** 

GEN END 
Erm 
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SAMPLE NCP FOR 3705 

I.~ SAMPLE NCP FOR 3705 CMULTI-PURPOSE) 

*********************************************************************** 
* SOURCE FOR HCP 5.0 OR ACF/HCP/VS * 
* SUPPORTS BASIC, SDLC AND REMOTE 370X * *********************************************************************** 

PCCU SPECIFICATIONS - OS/VS CVTAM) 

*********************************************************************** 

NCPSiAr<T PCCU CUADDR=OBF, 3705 CONTROL UNIT ADDRESS 
AUTODMP=NO, PROMPT BEFORE DUMPING NCP 
AUTOSYN=NO, PROMPT OPERATOR IF HCP LOADED 
MAXDATA=3000, ALLOW FOR 3270 BSC 
CONFGDS=NCPOOl, VTAM 2 ONLY 
AUTOIPL=YES, AUTOIPL AND RESTART 
DUMPDS=NCPDUMP, AUTODUMP REQUESTED 
IHITEST=YES NCP INITIALIZATION TEST 

PCCU SPECIFICATIONS FOR DOS/VSCVTAM) 

*********************************************************************** 

NCPSTART PCCU CUADDR=OBF, 
AUTODMP=NO, 
AUTOSYN=YES, 
MAXDATA=3000, 
AUTOIPL=YES, 
DUMPDS=SYS007, 
INITEST=NO, 
NCPLUB=SYS008 

3~05 CONTROL UNIT ADDRESS 
PROMPT WHEN NCP FAILS 
NO PROMPT IF ALREADY LOADED 
ALLOW FOR 3270 BSC 
AUTOIPL AND RESTART 
DS FOR DUMP OPTION 
NO INITIAL TEST 
LOAD MODULE NAME 

NOTE: MAXDATA must be less than MAXBFRU X UNITSZ - BFRPAD. It must be 
be greater than the largest PIU passed through the NCP. 

x 
x 
x 
x 
x 
x 
x 

x 
x 
x 
x 
x 
x 
x 
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SAMPLE HCP FOR 3705 

PCCU SPECIFICATIONS FOR ACF/VTAM OS/VS 

PCCU SPECIFICATIONS - ACF/VTAM OS/VS 

NCPACF PCCU CUADDR=418, 3705 CONTROL UNIT ADDRESS 
MAXDATA=3000, MAX OUTBOUND PIU 
AUTOSYN=YES, NO PROMPT IF ALREADY LOADED 
AUTODMP=NO, PROMPT BEFORE DUMPING NCP 
AUTOIPL=YES, AUTOIPL AND RESTART NOT AUTO 
DUMPDS=NCPDUMP, AUTODUMP REQUESTED 
SUBAREA=l3, SAME AS HOST MACRO 
INITEST=NO NCP INITIALIZATION TEST 

PCCU SPECIFICATIONS FOR ACF/VTAM DOS/VS 

* PCCU SPECIFICATIONS - ACF/VTAM DOS/VS 
*********************************************************************** 

NCPACF PCCU CUADDR=070, 
AUTODMP=NO, 
MAXDATA=3000, 
AUTOIPL=YES, 
DUMPDS=SYS007, 
INITEST=NO, 
AUTOSYN=YES, 
SUBAREA=l2, 
NCPLUB=SYS008 

3705 CONTROL UNIT ADDRESS 
PROMPT WHEN NCP FAILS 
ALLOW FOR 3270 BSC 
AUTOIPL AND RESTART 
DS FOR DUMP OPTION 
NO INITIAL TEST 
NO PROMPT IF ALREADY LOADED 
SAME AS HOST MACRO 
LOAD MODULE NAME 

NOTE: MAXDATA must be less than MAXBFRU X UNITSZ - BFRPAD. It must be 
be greater than the largest PIU passed through the NCP. 
If using IBM 3278 Model 4, MAXDATA should be 4000. 

x 
x 
x 
x 
x 
x 
x 

x 
x 
x 
x 
x 
x 
x 
x 
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S~MPLE NCP FOR 3705 

BUILD MACRO SPECIFICATIONS FOR OS/VS 

*********************************************************************** 

HCPBUILD BUILD MAXSUBA=lS, 
LOADLIB=NCPLOAD, 
OBJLIB=NCPOBJ, 
LESIZE=320, 
TYPSYS=OS, 
QUALIFY=SYSl, 
UNIT=SYSDA, 

MUST BE SAME AS IN VTAM STR DEF 
LIBRARY FOR NCP LOAD MODULE 
LIBRARY FOR ASSEMBLER OUTPUTS 
REGION SIZE FOR LINK-EDIT 
OS USED FOR STAGE 2 
lST LEVEL QUALIFIER 
DATA SET FOR ASSEMBLY 

x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 

MEMS IZE= 112, 
TYPGEH=NCP-LR, 
ABEND=YES, 
ANS=YES, 

3705 STORAGE SIZE IS 112K BYTES 
NCP WITH REMOTE SUPPORT 
ABEND FACILITY INCLUDED 
AUTOMATIC NETWORK SHUTDOWN 

NOTE: Should be yes for PEP generat;on. 
ASMXREF=NO, NO ASSEMBLER CROSS-REFERENCE X 
BFRS=64, NCP BUFFER SIZE x 

NOTE: Note channel type 

G320-6028 C2/79) 

CHANTYP=TYPE2, PRIMARY CHANNEL ADAPTER X 
CSMHDR=27F5C711C3F0405C40C8C4D9405C, 3270 CRITSIT HEADERX 
CSMHDRC=40E3C5E7E3405CSC, 3270 CRITST HEADER EXTRA TEXT X 
CSMSG=C3D9C9E3E2C9E35A40E385819440F040, CRITSIT MESG X 
CSMSGC=6040ClD5E240828587A4954B, CRITST MESG EXTRA TEXT X 
CUID=, NO SWITCHED BSC ID SEQUENCE DEVICES X 
ERASE=NO, DO NOT ERASE BUFFERS X 
ENABLTO=, NO SWITCHWD BACK_UP SUPPORT X 
ITEXTT0=60, TEXT TIME OUT PROVIDED BY BUILD MACRX 
JOBCARD=MULTI, JOBCARDS PROVIDED BY NCP GEN X 
MODEL=3705, X 
MTART0=30, X 
MTARTRY=lO, 
NEWNAME=NCPSDL, 
PNLTEST=YES, 
OLT=YES, 
SLODOWH=l2, 
SUBAREA=3, 
TIME=, 
TRACE=CYES,64), 
UTl=SYSUTl, 
UT2=SYSUT2, 
UT3=SYSUT3, 
XBREAK=4, 
XITB=NO 

NAME OF THIS LOAD MODULE 
PANEL TEST INCLUDED 
ONLINE TEST AVAILABLE 
SLOWDOWN WHEN 12% OF BUFFERS 
SUBAREA ADDRESS = 3 
NO TIME ON STAGE 2 EXEC CARDS 
64 ADDRESS-TRACE ENTRIES 
PREALLOCATED WORK SPACE 
PREALLOCATED WORK SPACE 
PREALLOCATED WORK SPACE 
4 BREAK CHARS. FOR 300 BPS 
NO ITB SUPPORTED BSC UNITS 

SNA PRODUCT INSTALLATION GUIDE 

AVAIL 

x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
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SAMPLE NCP FOR .3705 

BUILD MACRO SPECIFICATIONS DOS/VS 

*********************************************************************** 

NCPBUILD BUILD MAXSUBA=l5, 
TYPSYS=DOS, 
MEMSIZE=ll2, 
TYPGEN=NCP-LR, 
ABEND=YES, 
ANS=YES, 

MUST BE SAME AS IN VTAM ST~ DEF 
DOS USED FOR STAGE 2 
3705 STORAGE SIZE IS ll2K BYTES 
NCP WITH REMOTE SUPPORT 
ABEND FACILITY INCLUDED 
AUTOMATIC NETWORK SHUTDOWN 

x 
x 
x 
x 
x 
x 

NOTE: Should be yes for PEP generation. 
ASMXREF=NO, NO ASSEMBLER CROSS-REFERENCE X 
BFRS=64, NCP BUFFER SIZE x 

NOTE: Note channel type 
CA=TYPE2, NEW FOR NCP5 X 
CHANTYP=TYPE2, PRIMARY CHANNEL ADAPTER X 
CSMHDR=27F5C711C3F0405C40C8C4D9405C, 3270 CRITSIT HEADERX 
CSMHDRC=40E3C5E7E3405C5C, 3270 CRITST HEADER EXTRA TEXT X 
CSMSG=C3D9C9E3E2C9E35A40E385819440F040, CRITSIT MESG X 
CSMSGC=6040ClD5E240828587A4954B, CRITST MESG EXTRA TEXT X 
CUID=, NO SWITCHED BSC ID SEQUENCE DEVICES X 
ERASE=No, DO NOT ERASE BUFFERS X 
ENABLTO=, 
ITEXTT0=60, 
JOBCARD=MULT.I, 
MODEL=3705, 
MTART0=30 I 

MTARTRY=lO, 
HEWNAME=NCP500, 
PNLTEST=YES, 
OlT=YES, 
SLODOWN=l2, 
SUBAREA=3, 
TIME=, 
TRACE=CYES,64), 
XBREAK=4, 
XITB=NO 

NO MANUAL SWITCHED BACKUP X 
TEXT TIME OUT PROVIDED BY BUILD MACRX 
JOBCARDS PROVIDED BY NCP GEN X 

NAME OF THIS LOAD MODULE 
PANEL TEST INCLUDED 

x 
x 
x 
x 
x 

ONLINE TEST AVAILABLE X 
SLOWDOWN WHEN 12% OF BUFFERS AVAIL X 
SUBAREA ADDRESS = 3 X 
NO TIME ON STAGE 2 EXEC CARDS X 
64 ADDRESS-TRACE ENTRIES X 
4 BREAK CHARS FOR 300 BPS 
NO ITB SUPPORTED BSC UNITS 

x 
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SAMPLE HCP FOR 3705 

BUILD MACRO SPECIFICATIONS FOR OS/VS CTWO CHANNELS) 

* 
* 
* 

BUILD MACRO SPECIFICATIONS - TWO TYPE 4 CHANNELS 
* 
* 
* 

*********************************************************************** 
HONEDEV BUILD TYPGEN=NCP, 

MAXSUBA=31, 
PARTIAL=NO, 

x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 

BOTH HOSTS ACTIVE MAXSSCP=2, 
MEMSIZE=256, 
MODEL=3705-2, 
NEWNAME=NCPACFI, 
CA=CTYPE4,TYPE4-0), 
NCPCA=CACTIVE,ACTIVE), 
LTRACE=2, 
TYPSYS=os. 
LESIZE=200, 
QUA LI FY=NCP6, 
LOADLIB=NCPLIB, 
OBJLIB=NCPACFI. 
ABEND=YES, 
ANS=YES, 

ABEND FACILITY INCLUDED 
AUTOMATIC NETWORK SHUTDOWN 

NOTE: Should be yes for PEP generation. 

G320-6028 (2/79) 

ASMXREF=NO, NO ASSEMBLER CROSS-REFERENCE X 
BFRS=64, HCP BUFFER SIZE X 
CSMHDR=27F5C711C3F0405C40C8C4D9405C, 3270 CRITSIT HEADERX 
CSMHDRC=40E3C5E7E3405C5C, 3270 CRITST HEADER EXTRA TEXT X 
CSMSG=C3D9C9E3E2C9E35A40E385819440F040, CRITSIT MESG X 
CSMSGC=6040ClD5E240828587A4954B, CRITST MESG EXTRA TEXT X 
ERASE=NO, DO NOT ERASE BUFFERS X 
JOBCARD=MULTI, JOBCARDS PROVIDED BY HCP GEN X 
OLT=YES, 
SLODOWN=l2, 
SUBAREA=21, 
TIME=, 
TRACE=CYES,64), 
UNIT=VIO, 
XITB=NO 

ONLINE TEST AVAILABLE X 
SLOWDOWN WHEN 12% OF BUFFERS AVAIL X 

x 
NO TIME ON STAGE 2 EXEC CARDS X 
64 ADDRESS-TRACE ENTRIES X 
DATA SET FOR ASSEMBLY AND LINK EDIT X 
NO ITB SUPPORTED BSC UNITS 
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SAMPLE NCP FOR 3705 

SYSCNTRL OPTIONS FOR VTAM AND TCAM 

*********************************************************************** 
NCPSYSC SYSCNTRL OPTIONS=CMODE, X 

RCNTRL,RCOND,RECMD,RI~M,ENDCALL,SSPAUSE, X 
BHSASSC,NAKLIM,SESSION,XMTLMT) 

NOTE: If the HCP does not .contain Start/Stop or BSC devices, SYSCNTRL 
options will not be included in the ACF/NCP generation even if 
included in the source deck. 

HOST MACRO SPECIFICATIONS OS/VS CVTAM> 

OS/VS VTAM REQUIRES BFRPAD=28, STATMOD=YES, SUBAREA = l 
*********************************************************************** 

NCPHOST HOST INBFRS=4, INITIAL 3705 ALLOCATION 
MAXBFRU=20, VTAM BUFFER UNIT ALLOCATION 
UNITSZ=l52, OS VTAM BUFFER SIZE 
BFRPAD=28, OS VTAM 28, DOS VTAM 15,ETM 2 
DELAY=.l, .1 SECOND ATTENTION DELAY -OS 
STATMOD=YES, YES OS AND DOS VTAM, NO EXTM 
TIMEOUT=Cl20.0) AUTO SHUT DOWN IF NO RESP IN 120SEC 

HOST MACRO SPECIFICATIONS DOS/VS CVTAM) 

* DOS VTAM REQUIRES BFRPAD=l5, STATMOD=YES, SUBAREA = 1 
*********************************************************************** 

NCPHOST HOST INBFRS=4, INITIAL 3705 ALLOCATION 
MAXBFRU=20, VTAM BUFFER UNIT ALLOCATION 
UNITSZ=88, VTAM BUFFER SIZE MUST BE MULT OF 8 
BFRPAD=l5, OS VTAM 28, DOS VTAM 15 
DELAY=.!, .1 SECOND ATTENTION DELAY 
STATMOD=YES, NO FOR EXTM 
TIMEOUT= Cl20. 0) AUTO SHUT DOWN IF NO RESP IN 120SEC 

NOTE: UNITSZ times MAXBFRU minus BFRPAD equals MAX message size 
for HOST inbound messages. 

x 
x 
x 
x 
x 
x 

x 
x 
x 
x 
x 
x 
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SAMPLE NCP FOR 3705 

HOST MACRO SPECIFICATIONS ACF/TCAM OR TCAM 10 

*********************************************************************** 
* * 
* 
* 

HOST MACRO SPECIFICATIONS OS ACF/TCAM OR TCAM 10 * 
* *********************************************************************** 

NCPHOST3 HOST INBFRS=8, INITIAL 3705 ALLOCATION 
MAXBFRU=20, TCAM BUFFER UNIT ALLOCATION 
SUBAREA=l4, 
UNITSZ=l56, MUST MATCH MCP UNITSZ 
BFRPAD=l7, 
DELAY=.l, .1 SECOND ATTENTION DELAY 
STATMOD=YES, 
TIMEOUT=Cl80} AU~O SHUT DOWN IF NO RESP IN 180SEC 

HC3T MACRO SPECIFICATIONS ACF/VTAM 

*********************************************************************** 
* * * HOST MACRO SPECIFICATIONS OS ACF/VTAM * 

*********************************************************************** 

x 
x 
x 
x 
x 
x 
x 

NCPHOST4 HOST INBFRS=8, INITIAL 3705 ALLOCATION X 
MAXBFRU=20, VTAM BUFFER UNIT ALLOCATION X 
SUBAREA=l3, X 
UNITSZ=l52, X 
BFRPAD=O, X 
DELAY=.l, 
STATMOD=YES, 
TIMEOUT=Cl80} 

.1 SECOND ATTENTION DELAY -OS X 
x 

AUTO SHUT DOWN IF NO RESP IN l80SEC 

*********************************************************************** 
* * 
* 
* 

HOST MACRO SPECIFICATIONS DOS ACF/VTAM * 
* *********************************************************************** 

NCPHOST4 HOST INBFRS=8, 
MAXBFRU=20, 
SUBAREA=l2, 
UNITSZ=l36, 

INITIAL 3705 ALLOCATION 
VTAM BUFFER UNIT ALLOCATION 
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SAMPLE HCP FOR 3705 

x BFRPAD=O, 
DELAY=.l, 
STATMOD=YES, 
TIMEOUT=Cl80) 

.1 SECOND ATTENTION DELAY -OS X 

PATH MACRO SPECIFICATIONS ACF 

NCPPATH4 PATH ADJSUB=l4, 
DESTSUB=9 

CSB MACRO SPECIFICATIONS 

AUTO SHUT DOWN IF NO RESP IN 180SEC 

*********************************************************************** 

NCPCSB CSB SPEED=Cl34,300,1200), BUS MACH CLOCKS 
MOD=o. SCANNER ADDRESS 020 TO nsF 
TYPE=TYPE2 T'PE 2 COMM SCANNER 

LUPOOL MACRO SPECIFICATION 

* CMUST BE SPECIFIED BEFORE FIRST GROUP MACRO>* 
*********************************************************************** 

POOLl LUPOOL NUMBER=l20 ALLOW FOR LARGE POOL 

x 

x 

x 
x 
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SAMPLE NCP FOR 3705 

MTA SUPPORT 

MTALCST MACROS - MULTIPLE TERMINAL ACCESS 
*********************************************************************** 
C2741COR MTALCST GROUP=G2741,CLOCKNG=INT,CODE=COR, X 

LCTYPE=2741,SPEED=l34 

* MTALIST MACRO 
*********************************************************************** 
MTALISTl MTALIST LCTYPE=C2741) 

* MTATABL MACROS 
*********************************************************************** 
T3767COR MTATABL LCST=CC2741COR>,LCTYPE=2741,CODE=COR 

* MTA GROUP 
*********************************************************************** 
MTAGROUP GROUP CRETRY=6,DIAL=YES,LNCTL=ss. x 

TYPE=NCP 

* START-STOP LINE SPECIFICATIONS 
*********************************************************************** 
LNMTA LINE ADDRESS=025,SPEED=l34,MTALIST=MTALIST1,POLLED=NO, X 

DUPLEX=FULL,CALL=IN,RETRIES=C2,l,2),TRANSFR=2, X 
MONITOR=YES,DIRECTN=INOUT, X 

MTA 

LOGAPPL=NETSOL,LOGTAB=TABLEOl 

TERMINAL TERM=MTA,CTERM=YES,ATTN=ENABLED, 
FEATURE=CATTN,BREAK,TOSUPPR},CRDLAY=YES 

VMTA VTERM LCST=C2741COR,BUFLIM=~ 

Note- This sample will work with VSPC and TSO through TCAM9/VTAM. 

6320-6028 (2/79) SNA PRODUCT INSTALLATION GUIDE 

x 

PAGE 7-21 



SAMPLE HCP FOR 3705 

2740 MULTI-DROP LINE 

*********************************************************************** 

EURGRP GROUP CDATA=NO,CRETRY=5,DIRECTN=INOUT,ENDTRNS=EOT, 
CLOCKNG=EXT,DUPLEX=HALF,LNCTL=SS,SPEED=l200,TYPE=NCP, 
LOGAPPL=NETSOL,LOGTAB=TABLEOl 

x 
x 

EURLINE LINE ADDRESS=026,CODE=EBCD,SERVLIM=l,POLLED=YES, X 
RETRIES=C8,6,2),CUTOFF=l,SESSION=2,CRITSIT=YES, X 
SERVPRI=OLD,TERM=2740-2,XMITLIM=l,FEATURE=CCHECK), X 

*** This POLIMIT will reduce system overhead but increase response time. 

POLIMIT=C20,QUEUE> 

SERVICE ORDER=CLON,BON) 

LON TERMINAL ADDR=Cl,POLL=Cl 

BON TERMINAL ADDR=C2,POLL=C2 
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SAMPLE NCP FOR 3705 

3767 SWITCHED LINE AT 300 BAUD START/STOP 

*********************************************************************** 

G3767 GROUP CRETRY=6, RETRY 6 TIMES x 
DIAL=YES, SWITCHED LINE x 
CRDLAY=YES, REQUIRED x 
CRRATE=5, REQUIRED FOR 300 BPS x 
LINESIZ=l30, x 
MONITOR=YES, x 
REPL YTO=NONE, NO REPLY TIME OUT x 
TEXTTO=NONE, HO TEXT TIME OUT x 
LNCTL=SS START STOP LINE TYPE 

L3767 LINE ADDRESS=027, LINE ADDRESS x 
SPEED=300, LINE SPEED 300 BPS x 
CALL=IN, CALL IN ONLY x 
DIRECTN=INOUT, x 
TYPE=NCP, NCP ONLY x 
CLOCKNG=INT, INTERNAL CLOCKING x 
CODE=EBCD, EBCD CODE CONVERSION x 
DUPLEX=FULL MODEM STRAPPING IS FULL DUPLEX 

T3767 TERMINAL TERM=2741, 3767 DEFINED AS 2741 x 
UTERM=T3767A, LOGICAL TERMINAL NAME x 
ATTN=ENABLED, ENABLE ATTENTION FUNCTION x 
LOGAPPL=NETSOL, x 
LOGTAB=TABLEOl, x 
FEATURE=CATTN,BREAK,TOSUPPR), x 
CTERM=YES LOGICAL CONNECTION 

Note- This sample will work with VSPC and TSO through TCAM9/VTAM. 
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SAMPLE HCP FOR 3705 

2741 SWITCHED LINE AT 134 BAUD START/STOP 

*********************************************************************** 

G2741 GROUP CRETRY=6, RETRY 6 TIMES x 
CRDLAY=YES, x 
DIAL=YES, SWITCHED LINE x 
MONITOR=YES, x 
REPL YTO=NONE, x 
TEXTTO=NONE, x 
LNCTL=SS START STOP LINE TYPE 

L2741 LINE ADDRESS=028, LINE ADDRESS x 
SPEED=l34, LINE SPEED 134 BPS x 
TYPE=NCP, x 
MONITOR=YES, x 
DIRECTN=INOUT, x 
CALL=IN, CALL IN ONLY x 
CLOCKNG=INT, INTERNAL CLOCKING x 
CODE=COR2, COR2 CODE CONVERSION x 
DUPLEX=FULL MODEM STRAPPING IS FULL DUPLEX 

T2741 TERMINAL TERM=2741, 2741 DEFINED AS 2741 x 
UTERM=T2741A, LOGICAL TERMINAL NAME x 
ATTN=ENABLED, ENABLE ATTENTION FUNCTION x 
LOGAPPL=NETSOL, x 
LOGTAB=TABLEOl, x 
FEATURE=CATTN,BREAK,TOSUPPR>, x 
CTERM=YES LOGICAL CONNECTION 

Note- This sample will work with VSPC and TSO through TCAM9/VTAM. 
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SAMPLE NCP FOR 3705 

SWITCHED TWX GROUP 

*********************************************************************** 
*¥.~*~****************************************************************** 
*********************************************************************** 
* * * TTY SWITCHED LINE AT 300 BAUD START/STOP MODE * 

* 
*********************************************************************** 
*********************************************************************** 
*********************************************************************** 
GTTY GROUP CRETRY=6, RETRY 6 TIMES 

DIAL=YES, SWITCHED LINE 
REPL YTO=NONE, NO REPLY TIME OUT 
TEXTTO=NONE, HO TEXT TIME OUT 
LNCTL=ss START STOP LINE TYPE 

L TTY LINE ADDRESS=029, LINE ADDRESS 
MOHITOR=YES, TEST FOR BREAK 
TYPE=NCP, HCP ONLY 
CRDLAY=YES, 
DIRECTH=IHOUT, 
CRRATE=lO, 
LIHESIZ=80, 
CODE=DIC3, 
CUTOFF=l, STOP RUNAWAY TTY 
SPEED=300, LINE SPEED 300 BPS 
CALL=IH, CALL IN ONLY 
CLOCKNG=INT, INTERNAL CLOCKING 
DUPLEX=FULL MODEM STRAPPING IS FULL DUPLEX 

TTYl TERMINAL TERM=TWX, TTY DEFINED AS TWX 
UTERM=TTY1A, LOGICAL TERMINAL NAME 
ATTN=ENABLED, ENABLE ATTENTION FUNCTION 
FEATURE=CATTN,BREAK,TOSUPPR), 
LOGAPPL=NETSOL, 
LOGTAB=TABLEOl, 
CTERM=YES LOGICAL CONNECTION 

Note- This sample will work with VSPC and TSO through TCAM9/VTAM. 

x 
x 
x 
x 

x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 

x 
x 
x 
x 
x 
x 
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SAMPLE HCP FOR ~705 

SWITCHED BSC LINE GROUP 

*********************************************************************** 

SWBSCLG GROUP DIAL=YES, SWICHED BSC x 
LNCTL=BSC, BSC LINE CONTROL x 
TYPE=NCP, F~R USE BY NCP ONLY x 
WACKCNT=l5, WACK COUNT OF 15 x 
LOGAPPL=HETSOL,; x 
WAKDLAY=2.2, WACK DELAY OF 2.2 SEC x 
SYNDLAY=l, SYNC INTERVAL RATE x 
REPLYT0=3 REPLY TIME OUT = 3 SECONDS 

**~*~******************~********************************************** 

* * 
* 
* 

LINE SPEC FOR DIAL-IN BSC TERMINALS * 
* 

*********************************************************************** 
SWBSCLA LINE ADDRESS=045, LINE ADDRESS ON 3705 X 

CLOCKNG=EXT, EXTERNAL MODEM CLOCKING X 
TRANSFR=5, PASS IT ON IF LARGER THA~ 5 X 
SPEED=l200, LINE SPEED X 
CODE=EBCDIC, 
DUPLEX=HALF, 
CALL=IN, 
INTPRI=l, 
NEWSYNC=NO, 
CUTOFF=lO, 
RETRIES=C4,l,6> 

EBCDIC ONLY X 
MODEM STRAPPING IS HALF DUPLEX X 
INCOMING CALLS ONLY X 
INTERRUPT PRIORITY IS 1 X 
3705 WILL NOT PROVIDE NEW SYNC X 
ALLOW FOR FULL RECEIPT OF MESSAGE X 
4 RETRY EVERY l SEC FnR 6 TIMES 

*********************************************************************** 
* * 
* 
* 

TERMINAL MACROS * 
* *********************************************************************** 

T3780 TERMINAL TERM=3780, 3770 DEFINED AS 2770 X 
CTERM=YES, X 
UTERM=T3780A CONTROLLING STATION 
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SAMPLE NCP FOR 3705 

PT. TO PT. BSC LINES 

*********************************************************************** 
* * 
* 
* 

GROUP SPECIFICATION FOR LEASED POINT TO POINT LINE * 
* 

*********************************************************************** 

GRPPTPT GROUP DIAL=NO, 
LNCTL=BSC, 
TRANSFR=5, 
CUTOFF=lO, 
TYPE=NCP, 
REPLYT0=3 

NON-SWITCHED LINES 
BSC LINE CONTROL 
LIMIT NUMBER OF RECEIVE BUFFERS 
LIMIT NUMBER OF SUBBLOCKS 
FOR USE BY NCP ONLY 
REPLY TIME OUT 

*********************************************************************** 
* * * LINE SPEC FOR PT TO PT BSC LiNK SYSTEM/7 * 
* LINE CODED TO SUPPORT SDLC/BSC PATH FUNCTION * 

* 
*********************************************************************** 

LINE48 LINE ADDRESS=048, LINE ADDRESS ON 3705 
CLOCKNG=EXT, EXTERNAL MODEM CLOCKING 
SPEED=2400, LINE SPEED 
CODE=EBCDIC, EBCDIC ONLY 
DUPLEX=HALF, MODEM STRAPPING IS HALF DUPLEX 
YIELD=NO, NCP DOES NOT YIELD IN CONTENTION 
TERM=SYS3 

*********************************************************************** 
* 
* 
* 

TERMINAL MACRO SYSTEM/7 * 
* 
* 

*********************************************************************** 

SYSTEM7 TERMINAL BHEXEC=PT3, 
BHSET=BHSET, 
EXEC=YES, 
CONV=YES, 
PT3EXEC=YES, 
CRITSIT=YES, 
TERM=SYS3 

NOTE- This line will interface with the SDLC/BSC Path function. 

x 
x 
x 
x 
x 

x 
x 
x 
x 
x 
x 

x 
x 
x 
x 
x 
x 
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SAMPLE NCP FOR 3705 

*********************************************************************** 
* * * LINE SPEC FOR PT TO PT BSC LINK SYSTEM/3 * 
* MAYBE USED AS STATION FOR PREVIOUS LINE * 
* * 
*********************************************************************** 

LINE49 LINE ADDRESS=049, LINE ADDRESS ON 3705 
CLOCKNG=EXT, EXTERNAL MODEM CLOCKING 
SPEED=2400, LINE SPEED 
CODE=EBCDIC, EBCDIC ONLY 
DUPLEX=HALF, MODEM STRAPPING IS HALF DUPLEX 
YIELD=YES, NCP DOES YIELDS TO CONTENTION 
TERM=SYS3 

*********************************************************************** 
* * TERMINAL MACRO SYSTEM/3 

* * 
*********************************************************************** 

SYSTEM3 TERMINAL TERM=SYS3, 
CONV=YES 

x 
x 
x 
x 
x 
x 

x 

Note- This line may be used as a driver for line on the preceeding page. 
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SAMPLE NCP FOR 3705 

3270 BSC SPECIFICATIONS 

GROUP SPECIFICATION FOR REMOTE 3270'S 
*********************************************************************** 

BSC3270 GROUP DIAL=NO, 
CRETRY=7, 
LNCTL=BSC, 

NON-SWITCHED LINES X 
TIME OUT WILL TAKE ABOUT 63 SECONDS X 
BSC LINE CONTROL 

*** TRANSFR times the BFRS value in the BUILD macro should be a value 
greater than 256 but not exceed 400. 

TRANSFR=5, LIMIT NUMBER OF RECEIVE BUFFERS 

*** CUTOFF=! is required for 3270 BSC cluster control units. 

CUTOFF=!, 
TYPE=NCP, 

LIMIT NUMBER OF SUBBLOCKS 
FOR USE BY NCP ONLY 

*** XMITLIM=l is required for BSC 3270 Clusters. 

XMITLIM=l, 
WACKCNT=l5, 
WAKDLAY=2.2, 
SYNDLAY=l, 
REPLYT0=3 

TRANSMISSION LIMIT 
WACK COUNT OF 15 
WACK DELAY OF 2.2 SEC 
SYNC INTERVAL RATE 
REPLY TIME OUT 

x 

x 

x 
x 

x 
x 
x 
x 
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SAMPLE HCP.FOR 3705 

LINE SPEC FOR 3271 
*********************************************************************** 
SSCBSC LINE ADDRESS=044, LINE ADDRESS ON 3705 X 

ISTATUS=INACTIVE, ACF/VTAM USE ONLY X 
CLOCKNG=EXT, EXTERNAL MODEM CLOCKING X 
SPEED=4800, LINE SPEED X 
CODE=EBCDIC, EBCDIC 3270'S ONLY X 
DUPLEX=FULL, DUPLEX FACILITY IS USED X 

*** NEWSYNC=NO is required for IBM 3274/3276 if DUPLEX=FULL is coded. 

NEWSYNC=YES, 
INTPRI=l, 

3705 WILL PROVIDE NEW SYNC 
INTERRUPT PRIORITY IS 1 

*** POLIMIT=Cl,QUEUE) is recommended for best performance. 

POLIMIT=Cl,QUEUE>, 
POLLED=YES, 
NEGPOLP=.l, 
PAUSE=l, 
RETRIES=C7,4,3), 
SERVPRI=OLD, 

POLLED DEVICE 
NEGATIVE POLL PAUSE 
DELAY BETWEEN SERVICE CYCLES 

PRIORITY TO OLD SESSIONS 

*** The SESSION=N should be equal to the number of clusters and 
terminals on the link. 

SESSION=8, SPECIFY l FOR EACH CLUSTER 
AND TERMINAL 

*** The following parameter is for ACF/VTAM only. 

PU=YES ACF/VTAM ONLY 

*** The following parameter may be used with VTAM or ACF/VTAM 
but can not be used with PU=YES. 

LOGAPPL=NETSOL 

*** LOGTAB= is required when the terminals are allocated to NETSOL. 

LOGTAB=TABLEOl LOGON TABLE FOR NETSOL 

x 
x 

x 
x 
x 
x 
x 
x 

x 
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SAMPLE HCP FOR 3705 

SERVICE ORDER MACRO SPECIFICATIONS 
******************************************************************~**** 

*** Each cluster and terminal must be contained in the SERVICE macro. 

SSCSOR SERVICE ORDER=CSSC3270,SSCT1,SSCT2,SSCT3, 
SSCT4,SSCT5,SSC3275,SSCT6) 

* CLUSTER MACRO FOR 3270 VTAM2, ACF/VTAM BASIC, OR ACF/TCAM 
*********************************************************************** 

x 

SSC3270 CLUSTER CUTYPE=3271, 3271 DEFINED X 
FEATUR2=CMODEL2,ANKEY,PFK), 3277 FEATURES X 
CRITSIT=YES, SEND CLOSE-DOWN MESSAGE X 
GPOLL=40407F7F GENERAL POLL ADDRESS 

CLUSTER MACRO FOR 3270 ACF/VTAM CPU=YES) 
*********************************************************************** 
SSC3270 CLUSTER CUTYPE=3271, 3271 DEFINED X 

CRITSIT=YES, SEND CLOSE-DOWN MESSAGE X 
GPOLL=40407F7F, GENERAL POLL ADDRESS X 

*** The following parameters are ACF/VTAM only. 

G320-6028 C2/79) 

DLOGMOD=S3270, 
USSTAB=VUSS3270, 
MODETAB=NOSPTAB 

MODE FOR BSC3270 

MODETAB FOR BSC3270 

SNA PRODUCT INSTALLATION GUIDE 

x 
x 

PAGE 7-31 



SAMPLE NC~ FOR 3705 

* TERMINAL MACROS 
********************************************************************* 
SSCTl TERMINAL TERM=3277, 3277 DISPLAY STATION X 

FEATUR2=CMODEL2,ANKEY,PFK), 3277 FEATURES X 
*** ACF/VTAM requires FEATUR2= to be on terminal macro. 

ISTATUS=ACTIVE, WILL ACTIVATE WITH CLUSTER X 
ADDR=60604040, SELECTION ADDRESS FOR Tl X 
POLL=40404040 POLL ADDRESS OF TERM Tl 

SSCT2 TERMINAL TERM=3277, 3277 DISPLAY STATION X 
FEATUR2=CMODEL2,ANKEY,PFK), 3277 FEATURES X 
ISTATUS=ACTIVE, WILL ACTIVATE WITH CLUSTER X 
ADDR=6060C1Cl, SELECTION ADDRESS FOR T2 X 
POLL=4040C1Cl POLL ADDRESS FOR T2 

SSCT3 TERMINAL TERM=3277, 3277 DISPLAY STATION X 
FEATUR2=CMODEL2,ANKEY,PFK>, 3277 FEATURES X 
ISTATUS=ACTIVE, WILL ACTIVATE WITH CLUSTER X 
ADDR=6060C2C2, SELECTION ADDRESS FOR T3 X 
POLL=4040C2C2 POLL ADDRESS FOR T3 

SSCT4 TERMINAL TERM=3277, 3277 DISPLAY TERMINAL X 
FEATUR2=CMODEL2,ANKEY,PFK), 3277 FEATURES X 
ISTATUS=ACTIVE, WILL ACTIVATE WITH CLUSTER X 
ADDR=6060C3C3, SELECTION ADDRESS FOR T4 X 
POLL=4040C3C3 POLL ADDRESS FOR T4 

SSCT5 TERMINAL TERM=3286, 3286 PRINTER X 

*** DIRECTN=OUT is required by VTAM. 

DIRECTN=OUT, 
ISTATUS=ACTIVE, 
ADDR=6060C4C4, 
BFRDLAY=l3, 
POLL=4040C4C4 

REQUIRED FOR VTAM 
WILL ACTIVATE WITH CLUSTER 
SELECTION ADDRESS FOR T5 
ALLOW 13 SECONDS TIME DELAY 
SELECTION ADDRESS FOR TS 

**** Terminal addresses must be sequential. No address may be skipped 
and no device should be attached to the 3271 controller that is 
not defined in the NCP generation. 

x 
x 
x 
x 
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SAMPLE HCP FOR 3705 

CLUSTER MACRO FOR 3275 

*********************************************************************** 
SSC3275 CLUSTER CUTYPE=3275, 3275 DEFINED X 

FEATUR2=CMODEL2,ANKEY,PFK,PRINTR), 3275 FEATURES X 
CRITSIT=YES, SEND CLOSE-DOWN MESSAGE X 
GPOLL=C1Cl7F7F, GENERAL POLL ADDRESS X 
ISTATUS=INACTIVE, DO NOT ACTIVATE 

********************************************************************* * TERMINAL MACROS 

* SSCT6 TERMINAL TERM=3275, 
ISTATUS=ACTIVE, 
BFRDLAY=l3, 
ADDR=61614040, 
POLL=C1Cl4040 

3275 DISPLAY STATION 
WILL ACTIVATE WITH CLUSTER 
REQUIRED IF 3275 HAS PRINTER 
SELECTION ADDRESS FOR T6 
POLL ADDRESS OF TERM T6 
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SAMPLE NCP FOR 3705 

GROUP SPECIFICATIONS FOR SDLC LEASED LINES 

*********************************************************************** 

SDLCGPl GROUP LNCTL=SDLC, 
DIAL=NO, 
REPLYTO=l.O, 
TYPE=NCP 

SYNCHRONOUS DATA LINK 
REQUIRED FOR LEASED LINE 
USE DEFAULT 
NCP ONLY 

LINE MACRO SPECIFICATION - HALF-DUPLEX, LEASED 

MAY BE USED FOR 3790, 3600, 3650, 3770, 3270 AND 3767 
*********************************************************************** 

*** The following line will also work as a manual switched backup 
line if the ENABLTO parameter on the BUILD macro is increased 
from the default to at least 60. 

SDLCl LINE ADDRESS=C022), TRANSMIT AND RECEIVE ADDRESS 
DUPLEX=HALF, MODEM IS STRAPPED FOR HALF DUPLEX 
SPEED=l200, LINE SPEED TO BE 1200 OR HIGHER 
NRZI=NO, 
NEWSYNC=NO, 
CLOCKNG=EXT, MODEM PROVIDES CLOCKING 
POLLED=YES, 
RETRIES=C5) 5 RETRIES PER RECOVERY SEQUENCE 

LINE MACRO SPECIFICATION - HALF-DUPLEX, LEASED, INTERNAL CLOCK 

* MAY BE USED FOR 3790, 3600, 3650, 3770, 3270 AND 3767 
*********************************************************************** 

x 
x 
x 

x 
x 
x 
x 
x 
x 
x 

SDLClA LINE ADDRESS=C024), TRANSMIT AND RECEIVE ADDRESS X 
DUPLEX=FULL, X 
SPEED=l200, CSB TIMER IS 1200 X 
NRZI=YES, REQUIRED FOR INTERNAL CLOCKING X 
NEWSYNC=NO, X 
CLOCKNG=INT, INTERNAL CLOCKING X 
POLLED=YES, X 
RETRIES=C5) 5 RETRIES PER RECOVERY SEQUENCE 
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SAMPLE HCP FOR 3705 

SDLC LINE MACRO SPECIFICATION FULL DUPLEX LINK 

***~******************************************************************* 
SDLC2 LINE ADDRESS=C020,021), TRANSMIT AND RECEIVE ADDRESSES 

DUPLEX=FULL, MODEM STRAPPING IS FULL-DUPLEX 
SPEED=2400, LINE SPEED IS 2400 BPS 
NEWSYNC=NO, CHECK IF MODEM REQUIRES IT 
CLOCKNG=EXT, MODEM PROVIDES CLOCKING 
NRZI=NO, DEPENDS ON MODEM 
POLLED=YES, 
RETRIES=C5) 5 RETRIES PER RECOVERY SEQUENCE 

SDLC DUPLEX LINE SPECIFICATION CSINGLE PORT> 

*********************************************************************** 

x 
x 
x 
x 
x 
x 
x 

SDLC3 LINE ADDRESS=C046), TRANSMIT AND RECEIVE ADDRESS X 
DUPLEX=FULL, MODEM STRAPPING IS FULL DUPLEX X 
SPEED=2400, SPEED IS 2400BPS X 
CLOCKNG=EXT, MODEM PROVIDES CLOCKING X 
POLLED=YES, X 
RETRIES=C5) 5 RETRIES PER RECOVERY SEQUENCE 

SERVICE MACRO FOR SDLC LINK 

EACH PU MUST BE IN SERVICE ORDER LIST * 
* *********************************************************************** 

SERVICE ORDER=CPU3790Y,CL3600,STORE1,PU3770R,HD3767,CL3270D> 
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SAMPLE .NCP FOR 3705 

3790 PU MACRO SPECIFICATION 

*********************************************************************** 

PU3790Y PU x 
x 
x 
x 

ADDR=Cl, 
PUTYPE=2, 
ISTATUS=INACTIVE, 
MODETAB=MODE3790, 
MAXOUT=7, 
MAXDATA=265, 

MAX PATH INFO UNITS BEFORE RESPONSE X 
MAXIMUM AMOUNT OF DATA X 

*** MAXDATA = 265 is required for 3790 

PASSLIM=7, 
RETRIES=C,1,4) 4 RETRIES, 1 SECOND BETWEEN 

3790 LOGICAL UNIT SPECIFICATIONS 

*********************************************************************** 
INBATCHY LU LOCADDR=l,PACING=C2,2),VPACING=C4,2),ISTATUS=ACTIVE 
BT3790Yl LU LOCADDR=2,PACING=Cl,l>,VPACING=C2,l),ISTATUS=ACTIVE 
BT3790Y2 LU LOCADDR=3,PACING=C7,7),VPACING=Cl0,7),ISTATUS=ACTIVE 
CM3790Yl LU LOCADDR=4,PACING=CO>,VPACING=CO),ISTATUS=ACTIVE 
CM3790Y2 LU LOCADDR=5,PACING=CO>,VPACING=COJ,ISTATUS=ACTIVE 
RJElY LU LOCADDR=8,PACING=C3,3l,VPACING=C4,3),ISTATUS=ACTIVE 
RJE2Y LU LOCADDR=9,PACING=C3,l),VPACING=C4,2),ISTATUS=ACTIVE 
RJE3Y LU LOCADDR=lO,PACING=Cl,J),VPACING=C2,l),ISTATUS=ACTIVE 
RJE4Y LU LOCADDR=11.PACING=c1,1>.VPACING=c2,1>,ISTATUS=ACTIVE 
INQlY LU LOCADDR=l2,PACING=Cl,l>,VPACING=C2,l),ISTATUS=ACTIVE 
INQ2Y LU LOCADDR=l3,PACING=Cl,l),VPACING=C2,l),ISTATUS=ACTIVE 
INQ3Y LU 
INQ4Y LU 
INQ5Y LU 
BP3790Yl LU 
BP3790Y2 LU 
UP3790Yl LU 
UP3790Y2 LU 

LOCADDR=l4,PACING=Cl,ll,VPACING=C2,l),ISTATUS=ACTIVE 
LOCADDR=l5,PACING=Cl,ll,VPACING=C2,l),ISTATUS=ACTIVE 
LOCADDR=l6,PAC1NG=Cl,l),VPACING=C2,l),ISTATUS=ACTIVE 
LOCADDR=l7,PACING=Cl,ll,VPACING=C2,l),ISTATUS=ACTIVE 
LOCADDR=l8,PACING=Cl,l),VPACING=C2,l),ISTATUS=ACTIVE 
LOCADDR=l9,PACING=Cl,l),VPACING=C2,l),ISTATUS=ACTIVE 
LOCADDR=20,PACING=Cl,l),VPACING=C2,l),ISTATUS=ACTIVE 

NOTE - If ACF/VTAM, all pacing parameters will be changed to Cm,l). 
After generating the NCP witH the above definitions, change the 
source to VTAM to indicate a pacing of Cm,l). 

x 
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SAMPLE NCP FOR 3705 

3600 CLUSTER MACRO SPECIFICATION 

*********************************************************************** 

CL3600 PU ADDR=Cl, 
PUTYPE=2, 

pu ADDRESS = A CEBCDIC> 

*** The MAXDATA value should be 9 greater then the buffer value 
defined ;n the 3600 CPGEN. The retries operand for the SDLC l;nk 
should be less than the Time-Out value specified in the CPGEN. 

MAXDATA=265, 
MAXOUT=7, 
PASSLIM=7, 
ISTATUS=INACTIVE, 
RETRIES=C,4,2), 
PACING=CO), 
VP ACING= C 0) 

3600 LOGICAL UNIT SPECIFICATIONS 

MAXIMUM AMOUNT OF DATA 
MAX PATH INFO UNITS BEFORE RES 

ACTIVATE VIA OPERATOR 
SHOULD BE LESS THAN 20 SECONDS 

*********************************************************************** 

x 
x 

x 
x 
x 
x 
x 

FALUAlSS LU LOCADDR=l, FA REQ'D FOR lST LU X 
PACING=C3,l>, x 
VPACING=C6,l), x 
ISTATUS=INACTIVE 

FALUA2 LU LOCADDR=2, x 
ISTATUS=ACTIVE 

FALUA3 LU LOCADDR=3, x 
ISTATUS=ACTIVE 

FALUA4 LU LOCADDR=4, x 
ISTATUS=ACTIVE 
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SAMPLE NCP FOR 3705 

3650 CLUSTER MACRO SPECIFICATION 

*********************************************************************** 

STORE! PU ADDR=C4, 
PUTYPE=2, 
MAXOUT=7, 

PU ADDRESS = D CEBCDICl 

MAX PATH INFO UNITS BEFORE RES 

*** MAXDATA = 265 is required for 3650 

MAXDATA=265, 6 BYTE TH, 3 BYTE RH, 256 BYTE RU 
PASSLIM=7, 
ISTATUS=INACTIVE, ACTIVATE VIA OPERATOR 
RETRIES=C,10,3), SHOULD BE LESS THAN 60 SECONDS 
PACING= Cl, l), 

VPACING=C2, l) 

3650 LOGICAL UNIT SPECIFICATIONS 

*********************************************************************** 

x 
x 
x 

x 
x 
x 
x 
x 

QESTOREl LU LOCADDR=l, REQ'D FOR lST LU X 

QECREDIT LU 
QE365311 LU 
QE365312 LU 
QE365313 LU 
QE3653l4 L~ 

QE365315 LU 
QE327511 LU 
QE327512 LU 
QE327513 LU 
QE327514 LU 
QE327515 LU 
QEINTl LU 
QEINT2 LU 
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PACING=C7,l), IMPROVES LOADING 3651 X 
VPACING=C7,6), X 
BATCH=YES, X 
ISTATUS=ACTIVE 
LOCADDR=2,MODETAB=CRMODTB,DATASW=SYSTEM7 
LOCADDR=3 
LOCADDR=4 
LOCADDR=5 
LOCADDR=6 
LOCADDR=7 
LOCADDR=8 
LOCADDR=9,PACING=C2,l),VPACING=C3,l) 
LOCADDR=l0,PACING=C2~1),VPACING=C3,l) 

LOCADDR=ll,PACING=C2,l),VPACING=C3,l) 
LOCADDR=l2,PACING=C2,ll,VPACING=C3,l) 
LOCADDR=l3,PACING=C2,l) 
LOCADDR=l4 
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SAMPLE HCP FOR 3705 

3777 PU SPECIFICATION 

*********************************************************************** 

PU3777R PU ADDR=C2, 
ISTATUS=ACTIVE, 
PACING= Cl, U, 
MODETAB=RJEMODE, 
VPACING=C2,U, 
MAXDATA=521, MAXIMUM AMOUNT OF DATA 

*** MAXDATA = 265 or 521 may be specified for 3777. 

* 

MAXOUT=l, 
PASSLIM=l, 
PUTYPE=2 

3770 LU SPECIFICATION 

IBM 3777-1 REQUIRES ONE LU 

MAX PATH INFO UNITS BEFORE RES 

DEFINE AS PU 

* 
*********************************************************************** 
LU3777R LU LOCADDR=l, 

ISTATUS=ACTIVE, 
SSCPFM=USSSCS, REQUIRED FOR 3770 
USSTAB=ASUSST70, USSTAB FOR 3770 
BATCH=YES BATCH DEVICE 

x 
x 
x 
x 
x 
x 

x 
x 

x 
x 
x 
x 
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SAMPLE NCP FOR 3705 

3710 PU SPECIFICATION CMLU) 

*********************************************************************** 

*********************************************************************** 
* * 
* 
* 

PU SPECIFICATION FOR IBM 3770 PROGRAMABLE * 
* *********************************************************************** 

PU70P PU ADDR=Cl, PU ADDR~SS = A CEBCDIC) 
PACING=Cl,l), 
ISTATUS=ACTIVE, 
VPACING=C2,l), 
MAXDATA=265, 
MAXOUT=l, 
PASSLIM=l, 
PUTYPE=2 

3770 LU SPECIFICATION CMLU) 

MAXIMUM AMOUNT OF DAT~ 
MAX PATH INFO UNITS BEFORE RES 

DEFINE AS PU 

*********************************************************************** 

x 
x 
x 
x 
x 
x 
x 

P70LU1 LU LOCADDR=l, X 
MODETAB=MODE3770, REQUIRED FOR 3770 SLUl X 
SSCPFM=ussscs. REQUIRED FOR 3770 x 
USSTAB=ASUSST70, USSTAB FOR 3770 X 
ISTATUS=ACTIVE, X 
BATCH=YES BATCH DEVICE 

*********************************************************************** 
P70LU2 LU LOCADDR=2, X 

P70LU3 LU 
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SSCPFM=USSSCS, REQUIRED FOR 3770 X 
USSTAB=ASUSST70, USSTAB FOR 3770 X 
ISTATUS=INACTIVE, X 
BATCH=YES BATCH DEVICE 
LOCADDR=3, 
SSCPFM=USSSCS, 
USSTAB=ASUSST70, 
ISTATUS=INACTIVE, 
BATCH=YES 

REQUIRED FOR 3770 
USSTAB FOR 3770 

BATCH DEVICE 

SNA PRODUCT INSTALLATION GUIDE 

x 
x 
x 
x 
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SAMPLE NCP FOR 3705 

3271 SDLC PU SPECIFICATION 

**********************************************************~************ 
CL3270D PU ADDR=C5, C~NTROLLER ADDRESS= E CEBCDIC) X 

PUTYPE=l, REMOTE NCP X 
BNNSUP=3270, REQUIRED FOR 3270'S X 
SSCPFM=USS3270, X 
MODETAB=S3270, REQUIRED IF LU IS TO BE ACQUIRED X 

*** MAXDATA = 261 is required for 3270 

MAXDATA=261, 
ISTATUS=INACTIVE, 
PASSLIM=l2, 
MAXOUT=7, 
USSTAB=ASUSST70, 
RETRIES=C,10,4), 
PACING=Cl,1) 

3271 LU SPECIFICATION 

MAXIMUM AMOUNT OF DATA 
ACTIVATE VIA OPERATOR 
MAXIMUM OUTBOUND PIU 
MAX PATH INFO UNITS 
LOGON USSTAB 
4 RETRIES, 10 SECONDS BETWEEN 

********************************************************~************** 
CL3270DO LU LOCADDR=O,ISTATUS=ACTIVE,USSTAB=VUSS3270 
CL3270Dl LU LOCADDR=l,ISTATUS=ACTIVE,USSTAB=VUSS3270 
CL3270D2 LU LOCADDR=2,ISTATUS=ACTIVE,USSTAB=VUSS3270 
CL3270D3 LU LOCADDR=3,ISTATUS=ACTIVE,USSTAB=VUSS3270 
CL3270D4 LU LOCADDR=4,ISTATUS=ACTIVE,USSTAB=VUSS3270 
CL3270D5 LU LOCADDR=5,ISTATUS=ACTIVE,USSTAB=VUSS3270 
CL3270D6 LU LOCADDR=6,ISTATUS=ACTIVE,USSTAB=VUSS3270 
CL3270D7 LU LOCADDR=7,ISTATUS=ACTIVE NO USSTAB FOR PRINTER 

x 
x 
x 
x 
x 
x 
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SAMPLE NCP FOR 3705 

3274 SDLC PU SPECIFICATION 

*********************************************************************** 
SDLC3274 PU ADDR=Cl, X 

PUTYPE=2, X 
ISTATUS=ACTIVE, X 
MODETAB=MT3274C, X 
SSCPFM=Ussscs, x 
MAXOUT=7, MAX PATH INFO UNITS BEFORE RESPONSE X 
MAXDATA=265, 
PASSLIM=7, 
PACING=O, 
VPACING=O, 
DISCNT=CNO), 
RETRIES=C,1,4) 

MAXIMUM AMOUNT OF DATA 

FOR DISPLAYS AND DSC PRINTERS 
FOR DISPLAYS AND DSC PR:NTERS 

4 RETRIES, l SECOND BETWEEN 

*********************************************************************** 
* 
* 
* 

LOGICAL UNIT SPECIFICATIONS * 
* 
* *********************************************************************** 

SDLCPAOl LU LOCADDR=2,USSTAB=USST3270,DLOGMOD=T3278M4 
SDLCPA02 LU LOCADDR=3,USSTAB=USST3270,DLOGMOD=T3278M4 
SDLCPA03 LU LOCADDR=4,USSTAB=USST3270,DLOGMOD=T3278M3 
SDLCPA04 LU LOCADDR=5,USSTAB=USST3270,DLOGMOD=T3278M3 
SDLCPA05 
SDLCPA06 
SDLCPA07 
SDLCPA08 
SDLCPBOl 
SDLCPB02 
SDLCPB03 
SDLCPB04 

LU 
LU 
LU 
LU 
LU 
LU 
LU 
LU 

LOCADDR=6,USSTAB=USST3270,DLOGMOD=T3278M2 
LOCADDR=7,USSTAB=USST3270,DLOGMOD=T3278M4 
LOCADDR=8,DLOGMOD=DSC4K,MODETAB=MTNDSPTR 
LOCADDR=9,DLOGMOD=SCS,MODETAB=MTNDSPTR 
LOCADDR=l0,USSTAB=USST3270,DLOGMOD=T3277M2 
LOCADDR=ll,USSTAB=USST3270,DLOGMOD=T3277M2 
LOCADDR=l2,USSTAB=USST3270,DLOGMOD=T3277M~ 

LOCADDR=l3,USSTAB=USST3270,DLOGMOD=T3277M2 

NOTE - USSTAB should be specified at LU level to eliminate sending 
USS Message 10 to printers. 

x 
x 
x 
x 
x 
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SAMPLE HCP FOR 3705 

*********************************************************************** 
* 
* 
* 

PU MACRO SPECIFICATION FOR 3276 * 
* 
* 

*********************************************************************** 
SDLC3276 PU ADDR=C2, X 

PUTYPE=2, X 
ISTATUS=INACTIVE, X 
MODETAB=MT3276, X 
sscPFM=ussscs, x 
MAXOUT=7, 
MAXDATA=265, 
PASSLIM=7, 
PACING=O, 
VPACING=O, 
DISCNT=CNO), 
RETRIES=C,1,4) 

MAX PATH INFO UNITS BEFORE RESPONSE X 
MAXIMUM AMOUNT OF DATA X 

x 
FOR DISPLAYS 
FOR DISPLAYS 

4 RETRIES, l SECOND BETWEEN 

*********************************************************************** 
* * LOGICAL UNIT SPECIFICATIONS * 

* * 
*********************************************************************** 
SDLC76Pl LU LOCADDR=2,USSTAB=USST3270,DLOGMOD=T3278M2 
SDLC76P2 LU LOCADDR=3,USSTAB=USST3270,DLOGMOD=T3278M2 
SDLC76P3 LU LOCADDR=4,USSTAB=USST3270,DLOGMOD=T3278M2 
SDLC76P4 LU LOCADDR=5,USSTAB=USST3270,DLOGMOD=T3278M2 
SDLC76P5 LU LOCADDR=6,USSTAB=USST3270,DLOGMOD=T3278M2 
SDLC76P6 LU LOCADDR=7,USSTAB=USST3270,DLOGMOD=T3278M2 
SDLC76P7 LU LOCADDR=8,DLOGMOD=DSC4K,MODETAB=MTNDSPTR 
SDLC76P8 LU LOCADDR=9,DLOGMOD=SCS,MODETAB=MTNDSPTR 

NOTE - USSTAB should be specified at LU level to eliminate sending 
USS Message 10 to printers. 

x 
x 
x 
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SAMPLE ffCP FOR 37~5 

3767 PU SPECIFICATION 

*********************************************************************** 
HD3767 PU ADDR=C2, PU ADDRESS = B CEBECDIC> X 

PUTYPE=l, TERMINAL NODEX X 

*** MAXDATA = 261 is required for 3767 

MAXDATA=261, 
MAXOUT=l, 
PACING= Cl, l> 

3767 LU SPECIFICATION 

IBM 3767 REQUIRES ONE LU 

MAXIMUM AMOUNT OF DATA 
MAX PATH INFO UNITS BEFORE RES 

x 
x 

*********************************************************************** 
TR3767HD LU LOCADDR=O, 

ISTA TUS=ACTIVE, 
USSTAB=ASUSSTAB, 
SSCPFM=USSSCS, 
MODETAB=ALL3767 

x 
x 
x 
x 

OPTIONAL, DEPENDING UPON APPLICATION 
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SAMPLE NCP FOR 3705 

SDLC DIAL GROUP SPECIFICATIONS 

*********************************************************************** 
SDLCGP2 GROUP LNCTL=SDLC, SYNCHRONOUS DATA LINK 

DIAL=YES, 
TYPE=NCP 

REQUIRED FOR DIAL LINE 
NCP ONLY 

SDLC LINE MACRO SPECIFICATION - HALF-DUPLEX, SWITCHED 

MAY BE USED FOR 3790, 3650, 3770, AND 3767 
*********************************************************************** 

x 
x 

SDLC4 LINE ADDRESS=C023), TRANSMIT AND RECEIVE ADDRESS X 
CALL=INOUT, REQUIRED BY VTAM FOR IN/OUT X 
DUPLEX=HALF, MODEM IS STRAPPED FOR HALF DUPLEX X 
SPEED=l200, 3601 TO OPERATE AT 1200 BPS X 
NRZI=NO, UNITS NOT SPECIFIED WITH NRZI X 
CLOCKNG=EXT, MODEM PROVIDES CLOCKING X 
POLLED=YES, 
RETRIES=C5,10,3), 
VPACING=C2,l) 

5 RETRIES PER RECOVERY SEQUENCE 
SEND 2 FOR 1 

*********************************************************************** 
* * 
* 
* 

NO SERVICE ORDER FOR SDLC SWITCHED LINE * 
* *********************************************************************** 

PU MACRO SPECIFICATION FOR SWITCHED LINK 

*********************************************************************** 

x 
x 

PUl PU PUTYPE=Cl,2>, SUPPORT TYPE l AND 2 PU'S X 
MAXLU=60 MAXIMUM NUMBER OF LU'S FOR LINE 

*** MAXLU = must be greater than total LU's on PU. 
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SAMPLE HCP FOR 3705 

SPECIFICATIONS FOR REMOTE NCP 

* GROUP MACRO SPECIFICATIONS 
*********************************************************************** 
SDLCGP3 GROUP LNCTL=SDLC. SYNCHRONOUS DATA LINK X 

DIAL=NO, REQUIRED FOR LEASED LINE X 
TYPE=NCP NCP ONLY 

*********************************************************************** 
* * * FULL DUPLEX SDLC LINE SPECIFICATIONS FOR REMOTE NCP INTERFACE * 
* * 
*********************************************************************** 
REMLN LINE ADDRESS=C040,041), TRANSMIT AND RECEIVE ADDRESSES X 

NEWSYNC=NO. DO NOT USE WITH REMOTE HCP X 
DUPLEX=FULL. MODEM STRAPPING IS FULL DUPLEX X 
SPEED=2400, SPEED IS 2400BPS X 
CLOCKNG=EXT, MODEM PROVIDES CLOCKING X 
POLLED=YES, X 
RETRIES=C7) 7 RETRIES PER RECOVERY SEQUENCE 

*********************************************************************** 
* * SERVICE ORDER FOR DUPLEX LINK 

* 
* 
* 
* 

*********************************************************************** 
SERVICE ORDER=NCPVR ONLY ONE REMOTE CONTROLLER 

*********************************************************************** 
* PU4 CINNODE) SPECIFICATION FOR REMOTE NCP * 

*********************************************************************** 
NCPVR PU ADDR=Cl, CONTROLLER ADDRESS= A CEBCDIC) 

PUTYPE=4. REMOTE HCP 
MAXOUT=7, MAX PATH INFO UNITS BEFORE RESTORE 
RETRIES=C,10,5), 5 RETRIES, 10 SECONDS BETWEEN 
SUBAREA=5, REMOTE SUBAREA ADDRESS=5 
DATMODE=FULL FULL DUPLEX DATA TRANSFER 

x 
x 
x 
x 
x 
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SAMPLE NCP FOR 3705 

BLOCK HANDLER DEFINITIONS 

*********************************************************************** * BLOCK HANDLER DEFINITIONS FOR SDLC/BSC PATH FUNCTION * 
* * 

STARTBH STARTBH BHEXEC=PT3 
SPAFPT3 SPAFPT3 
ENDBH ENDBH 

SPACE 2 
BHSET BHSET EXEC=YES,PT3=STARTBH 

GENEND DELIMITER 

*********************************************************************** 
GEN END 

END 
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SAMPLE NCP FOR 3705 
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CHAPTER ~ 

REFERENCES 

DOS/VS VTAM System Programmers Guide 

DOS/VS VTAM Reference Summary 

ACF/VTAM System Programmers Guide CDOS) 

ACF/VTAM Installation Guide CDOS) 

ACF/VTAM Reference Summary CDOS) 

OS/VSl VTAM System Programmer's Guide 

OS/VS VTAM Reference Summary 

OS/VS2 SVS VTAM System Programmer's Guide 

OS/VS2 VTAM System Programming Library:VTAM 

ACF/VTAM System Programmers Guide 

ACF/VTAM Installation Guide 

ACF/VTAM Reference Summary 
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SWITCHED SNA DEFINITIONS 

VBUILD MACRO SPECIFICATIONS - SWITCHED 

* * *********************************************************************** 
*********************************************************************** 
*********************************************************************** 
SWITCHOl VBUILD TYPE=SWNET, SWITCHED NET 

SUBAREA=4, 
CONFGDS=SWTOOl, 
MAXN0=4, 
MAXGRP=l 

IBM 3790 SWITCHED DEFINITION 

SUBAREA ADDRESS = 4 
RESTART FILE 
4 DIALNO 
l PATH GROUP 

*********************************************************************** 

x 
x 
x 
x 

Cl3790A PU ADDR=Cl, CLUSTER ADDRESS = I CEBCDIC> X 
PUTYPE=2, 
IDBLK=006, 
IDNUM=03791, 
MAXDATA=265, 
MAXOUT=7, 
MAXPATH=l, 
PASSLIM=7, 
PACING= Cl, l), 

VPACING=c2.u. 
ISTATUS=ACTIVE, 
MODETAB=MODE3790, 
IRETRY=YES 

IDENTIFICATION BLOCK 
IDENTIFICATION NUMBER 
MAXIMUM AMOUNT OF DATA 
MAX PATH INFO UNITS BEFORE RES 
DIAL-IN ONLY 
EQUAL TO MAXOUT 

*********************************************************************** 
* * 
* 
* 

PATH STATEMENT * 
* *********************************************************************** 

x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 

PATHOl PATH GID=l, X 
GRPNM=SDLCGV2, NCP SWITCHED LINE GROUP X 
PID=l. ID FOR THIS PATH X 
USE=YES. x 
DIALN0=3464 

*********************************************************************** 
* * * LOGICAL UNIT SPECIFICATIONS * 
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SWITCHED SNA DEFINITIONS 

*********************************************************************** 
INBATCHl LU LOCADDR=l,ISTATUS=ACTIVE,BATCH=YES 
INQ02 LU LOCADDR=2,ISTATUS=ACTIVE 
INQ03 LU LOCADDR=3,ISTATUS=ACTIVE 
INQ04 LU LOCADDR=4,ISTATUS=ACTIVE 
INQ05 LU LOCADDR=5,ISTATUS=ACTIVE 
BT379011 LU LOCADDR=20,ISTATUS=ACTIVE 
BT379012 LU LOCADDR=2l,ISTATUS=ACTIVE 
RJEOl LU LOCADDR=25,ISTATUS=ACTIVE 
RJEO? l'J LOCADDR=26,ISTATUS=ACTIVE 
RJE03 LU LOCADDR=27,ISTATUS=ACTIVE 
RJE04 LU LOCADDR=28,ISTATUS=ACTIVE 
RJE05 LU LOCADDR=29,ISTATUS=ACTIVE 
CM379011 LU LOCADDR=30,ISTATUS=ACTIVE 
CM379012 LU LOCADDR=31,ISTATUS=ACTIVE 
CM379013 LU LOCADDR=32,ISTATUS=ACTIVE 
CM379014 LU LOCADDR=33,ISTATUS=ACTIVE 
BP379011 LU LOCADDR=35,ISTATUS=ACTIVE 
BP379012 LU LOCADDR=36,ISTATUS=ACTIVE 
BP379013 LU LOCADDR=37,ISTATUS=ACTIVE 
UP379011 LU LOCADDR=40,ISTATUS=ACTIVE 
UP379013 LU LOCADDR=42,ISTATUS=ACTIVE 
UP379014 LU LOCADDR=43,ISTATUS=ACTIVE 
UP379015 LU LOCADDR=44,ISTATUS=ACTIVE 
UP379016 LU LOCADDR=45,ISTATUS=ACTIVE 
UP379017 LU LOCADDR=46,ISTATUS=ACTIVE 
UP379018 LU LOCADDR=47,ISTATUS=ACTIVE 
UP379019 LU LOCADDR=48,ISTATUS=ACTIVE 
UP379021 LU LOCADDR=so.ISTATUS=ACTIVE 
UP379022 LU LOCADDR=Sl,ISTATUS=ACTIVE 
UP379023 LU LOCADDR=52,ISTATUS=ACTIVE 
UP379024 LU LOCADDR=53,ISTATUS=ACTIVE 
UP379025 LU LOCADDR=54,ISTATUS=ACTIVE 
UP379026 LU LOCADDR=55,ISTATUS=ACTIVE 
UP379027 LU LOCADDR=56,ISTATUS=ACTIVE 
UP379028 LU LOCADDR=57,ISTATUS=ACTIVE 
UP379029 LU LOCADDR=58,ISTATUS=ACTIVE 

IBM 3650 SWITCHED DEFINITION 

PU STATEMENT FOR 3650 
*********************************************************************** 
STORSl PU ADDR=C4, CLUSTER ADDRESS = D CEBCDIC> X 

PUTYPE=2, X 
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SWITCHED SHA DEFINITIONS 

MAXOUT=7, MAX PATH INFO UNITS .BEFORE RES x 
MAXDATA=265, 6 BYTE TH, 3 BYTE RH, 256 BYTE RU x 
PASSLIM=5, PER INDUSTRY SPECS x 
PACING=Cl,l), x 
MAXPATH=O, HO DIAL OUT PATH 
MODETAB=ISTINCLM, LOGMODE=IBM3650 x 
IDBLK=005, IDENTIFICATION BLOCKCWRONG ?> x 
IDNUM=03651, IDENTIFICATION NUMBER x 
ISTATUS=INACTIVE, ACTIVATE VIA OPERATOR x 
VPACING=C2,l), x 
IRETRY=YES 

* PATH STATEMENT * 
*********************************************************************** 
PATH02 PATH GID=l, X 

GRPNM=SDLCGP2, NCP SWITCHED LINE GROUPCNCPRAL) X 
PID=4, ID FOR THIS PATH X 
USE=YES, X 
DIALN0=3650 

LOGICAL UNIT SPECIFICATIONS 

QESTORSl LU 

NOTE: 

LOCADDR=l, 
PACING=C7,l), 
VPACING= C7, 6), 
ISTATUS=ACTIVE 

REQ'D FOR lST LU 
IMPROVES LOADING 3651 

x 
x 
x 

The rest of the LU's are for backup only. The system operator must 
activate each one as needed. 

QECREDST LU LOCADDR=2, x 
PACING=CO), x 
VPACING=CO) 

QE3653Sl LU LOCADDR=3 
QE3653S2 LU LOCADDR=4 
QE3653S3 LU LOCADDR=5 
QE3653S4 LU LOCADDR=6 
QE3653S5 LU LOCADDR=7 
QE3275Sl LU LOCADDR=8 
QE3275S2 LU LOCADDR=9,PACING=C2,l) 
QE3275S3 LU LOCADDR=l0,PACING=C2,l) 
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SWITCHED SNA DEFINITIONS 

IBM 3770 SWITCHED DEFINITION 

*********************************************************************** 
* * 
* 
* 

PU SPECIFICATION FOR IBM 3770 * 
* 

*********************************************************************** 
CL3770 PU ADDR=C3, PU ADDRESS = C CEBCDIC> X 

* * lST 

* 

PUTYPE=2, DEFINE AS TYPE 2 PU X 
MODETAB=RJEMODE, X 
IDBLK=004, IDENTIFICATION BLOCK X 
IDNUM=03770, 
MAXDATA=265, 
MAXPATH=2, 
MAXOUT=7, 
PASSLIM=7, 
ISTATUS=INACTIVE, 
PACING= Cl, l>, 
VPACING=C2, 1), 

IRETRY=YES 

PATH STATEMENT 

IDENTIFICATION NUMBER 
MAXIMUM AMOUNT OF DATA 
2 PATHS 
MAX PATH INFO UNITS BEFORE RES 
EQUAL TO MAXOUT 
ACTIVATE VIA OPERATOR 

* 
* 
* 

x 
x 
x 
x 
x 
x 
x 
x 

*********************************************************************** 
PATH03 PATH GID=l, X 

GRPNM=SDLCGP2, NCP SWITCHED LINE GROUPCNCPRAL) X 
PID=2, 
DIALN0=84422215 

FATH STATEMENT 

ID FOR THIS PU 

* 
* 
* 

*********************************************************************** 

x 

PATH03B PATH GID=l, X 

* 
* 
* 

GRPNM=SDLCGP2, 
PID=3, 
DIALNO=l9197552215 

IBM 3770 REQUIRES ONE LU 

NCP SWITCHED LINE GROUPCNCPRAL) 
ID FOR THIS PU 

* 
* 
* 

x 
x 

*********************************************************************** 
CL3770SU LU LOCADDR=l, X 

BATCH=YES BATCH DEVICE 
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SWITCHED SNA DEFINITIONS 

IBM 3767 SWITCHED DEFINITION 

*********************************************************************** 
*********************************************************************** 
*********************************************************************** 
* * 
* 
* 

PU SPECIFICATION FOR IBM 3767 

*********************************************************************** 
*********************************************************************** 
*********************************************************************** 
SD3767 PU ADDR=C2~ PU ADDRESS = B CEBECDIC> X 

PUTYPE=l, 
MAXDATA=261, 
IDBLK=007, 
IDNUM=ooooo, 
MAXOUT=l, 
MAXPATH=O, 
PASSLIM=l, 
ISTATUS=INACTIVE, 
PACING=Cl,l), 
VPACING=C2,l), 
IRETRY=YES 

TERMINAL NODEX 
MAXIMUM AMOUNT OF DATA 
IDENTIFICATION BLOCK 
IDENTIFICATION NUMBER 
MAX PATH INFO UNITS BEFORE RES 
DIAL-IN ONLY 
EQUAL TO MAXOUT 
ACTIVATE VIA OPERATOR 

***********************************~*********************************** 

* * * NO PATH STATEMENT IBM3767 DIAL-IN ONLY * 

*********************************************************************** 
*********************************************************************** 
* * 
* 
* 

IBM 3767 REQUIRES ONE LU * 
* 

*********************************************************************** 

x 
x 
x 
x 
x 
x 
x 
x 
x 
x 

TR3767SD LU LOCADDR=O, X 
ISTATUS=ACTIVE, X 
SSCPFM=USSSCS, X 
MODETAB=ALL3767 

*********************************************************************** 

Notes- The VTAM System Programmer's Guide describes the definition of 
Switched SNA major nodes. 

PAGE 8-6 SNA PRODUCT INSTALLATION GUIDE G320-6028 C2/79) 



LOCAL DEVICE DEFINITIONS 

CHAPTER j LOCAL DEVICE DEFINITIONS 

REFERENCES 

DOS/VS VTAM System Programmers Guide 

DOS/VS VTAM Reference Summary 

ACF/VTAM System Programmers Guide COOS) 

ACF/VTAM Installation Guide COOS) 

ACF/VTAM Reference Summary COOS) 

OS/VSl VTAM System Programmer's Guide 

OS/VS VTAM Reference Summary 

OS/VS2 SVS VTAM System Programmer's Guide 

OS/VS2 VTAM System Programming Library:VTAM 

ACF/VTAM System Programmers Guide 

ACF/VTAM Installation Guide 

ACF/VTAM Reference Summary 
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LOCAL DEVICE DEFINITIONS 

VBUILD MACRO SPECIFICATIONS - LOCAL 3274-lA 

LHA3274A VBUILD SUBAREA=7,TYPE=LOCAL 

IBM 3274-lA PU DEFINITION 

LHA3274 PU BUFLIM=lO, x 
CUADDR=4FO, *** NOTE: Defined to OS as local 3791 *** X 
DISCNT=NO, X 

PAGE 9-2 

ISTATUS=INACTIVE, 
USSTAB=USST3270, 
MAXBFRU=l5, 
MODETAB=MT3274A, 
PUTYPE=2, 
sscPFM=ussscs, 
VPACING=O 

*** NOTE: USSSCS *** 

x 
x 
x 
x 
x 
x 
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LOCAL DEVICE DEFINITIONS 

IBM 3274-lA LU DEFINITION 

LHAPAOl LU LOCADDR=2,ISTATUS=ACTIVE *** NOTE: LOCADDR=2 *** 
LHAPA02 LU LOCADDR=3,ISTATUS=ACTIVE 
LHAPA03 LU LOCADDR=4,ISTATUS=ACTIVE 
LHAPA04 LU LOCADDR=5,ISTATUS=ACTIVE 
LHAPA05 LU LOCADDR=6,ISTATUS=ACTIVE 
LHAPA06 LU LOCADDR=7,ISTATUS=ACTIVE 
LHAPA07 LU LOCADDR=8,!STATUS=ACTIVE 
LHAPA08 LU LOCADDR=9,ISTATUS=ACTJVE 
LHAPBOl LU LOCADDR=lO,ISTATUS=ACTIVE 
LHAPB02 LU LOCADDR=ll,ISTATUS=ACTIVE 
LHAPB03 LU LOCADDR=l2,ISTATUS=ACTIVE 
LHAPB04 LU LOCADDR=l3,ISTATUS=ACTIVE 

Notes- The VTAM System Programmer's Guide describes the definition of 
Local SHA major nodes. 
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LOCAL DEVICE DEFINITIONS 

LOCALC3270) TERMINAL DEFINITION CVTAM> 

*********************************************************************** 
* * LOCAL 3270 TERMINAL DEFINITION * 

* 
* * *********************************************************************** 

LOCll LBUILD SUBAREA=5 SHOULD BE BETWEEN 2 AND VALUE OF MAXSUBA 
*********************************************************************** 
* * 
* LOCAL OPERAND OPTIONS ARE AS FOLLOWS: * 
* CUADDR=ADDRESS, CHANNEL ADDRESS * 
* TERM=3277 I 3284 I 3286, TERMINAL TYPE * 
* BUFLIM=Nl2, READ AHEAD BUFFERS * 
* FEATURE2=CMODEL1IMODEL2, MODEL NUMBER * 
* ANKEYINOANKEY, ALPHANUMERIC KEYBOARD * 
* DEKEYINODEKEY, DATA-ENTRY KEYBOARD * 
* PFKINOPFK, PROGRAM FUNCTION KEYS * 
* SELPENINOSELPEN>, SF.LECTOR PEN * 
* ISTATUS=ACTIVEIINACTIVE, INITIAL VTAM STATUS * 
* LOGAPPL=NAME, NAME OF APPLICATION PROGRAM IF * 
* AUTO LOG ON WHEN TERMINAL * 
* IS MADE ACTIVE BY VTAM. * 
* LOGTAB=NAME NAME OF LOGON TABLE * 
* * 
*********************************************************************** 
LOC20 LOCAL CUADDR=020,TERM=3277,FEATUR2=CMODEL2,ANKEY,PFK>, X 

LOGTAB=TABLEOl,LOGAPPL=NETSOL 
LOC21 LOCAL CUADDR=021,TERM=3277,FEATUR2=CMODEL2,ANKEY), X 

LOC23 
LOC24 

ISTATUS=INACTIVE 
LOCAL CUADDR=023,TERM=3277,FEATUR2=CMODEL2,ANKEY> 
LOCAL CUADDR=024,TERM=3286 

NOTES- Chapter 3 of the VTAM System Programmer's Guide describes the 
definition and filing of local terminals. This example will allow cause 
VTAM to 'LOG' LOC20 on to the 'NETSOL' when 'NETSOL' is started. 

PAGE 9-4 SHA PRODUCT INSTALLATION GUIDE 6320-6028 (2/79) 



LOCAL DEVICE DEFINITIONS 

LOCAL SNAC3790) DEFINITIONCVTAM> 

*********************************************************************** 
* * LOCAL 3790 TERMINAL DEFINITION 

* 

* 
* 
* *********************************************************************** 

LOCAL VBUILD TYPE=LOCAL, LOCAL MAJOR NODE = 
SUBAREA=7 SUBAREA ADDRESS ++ 

LC3790 PU ISTATUS=INACTIVE, ACTIVATE VIA OPERATOR $$ ++ 
MAXBFRU=l4, NO. OF BUFFERS NEEDED FOR READ ++ 
CUADDR=OlO, 3790 ADDRESS 
DISCNT=NO HOLD CONN AFTER END OF LU SESS ++ 

INCL3790 LU LOCADDR=l, IN REQ'D FOR lST LU FOR SSS $$ = 
ISTATUS=ACTIVE, ACTIVATE WITH PU ++ 
VP ACING= Cl, l) AVOID BUFFER FLOODING 3790 + 

PGM3 LU LOCADDR=2, INTERACT LU USED FOR APPL $$ = 
ISTA TUS=ACTIVE, ACTIVATE WITH PU ++ 
BUFLIM=4, 
VP ACING= Cl, l) AVOID BUFFER FLOODING 3790 + 

x 

x 
x 
x 

x 
x 

x 
x 
x 

NOTES- Chapter 3 of the DOS/VS VTAM System Programmer's Guide describes 
the definition and filing of local SHA terminals. Local terminals do 
not have to be on the same control unit to be defined in a local major 
node. If the local terminals do not exist, it is better not to put them 
in the VTAM definition as VTAM tables are created for each defined 
terminal. 
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LOCAL DEVICE DEFINITIONS 

ACF/VTAM LOCAL 3277 TERMINAL DEFINITION 

*********************************************************************** 
* * * LOCAL 3270 TERMINAL DEFINITION 

* 
* 
* *********************************************************************** 

LBUILD SUBAREA=8 
*********************************************************************** 
* * * LOCAL OPERAND OPTIONS ARE AS FOLLOWS: * 
* CUADDR=ADDRESS, CHANNEL ADDRESS * 
* TERM=3277l3284l3286, TERMINAL TYPE * 
* BUFLIM=Nl2, READ AHEAD BUFFERS, * 
* FEATURE2=CMODELllMODEL2, MODEL NUMBER * 
* ANKEY!NOANKEY, ALPHANIMERIC KEYBOARD * 
* DEKEYINODEKEY, DATA-ENTRY KEYBOARD * 
* PFKINOPFK, PROGRAM FUNCTION KEYS * 
* SELPENINOSELPEN), SELECTOR PEN * 
* ISTATUS=ACTIVEIINACTIVE, INITIAL VTAM STATUS * 
* LOGAPPL=NAME, NAME OF APPLICATION PROGRAM IF * 
* AUTO LOG ON WHEN TERMINAL * 
* IS MADE ACTIVE BY VTAM. * 
* DLOGMODE=S3270, DEFAULT MODETAB ENTRY * 
* LOGTAB=NAME NAME OF LOGON TABLE * 
* * 
*********************************************************************** 
LU4CO LOCAL CUADDR=4CO,TERM=3277,DLOGMOD=S3270, X 

FEATUR2=CMODEL2,ANKEY,PFK>,ISTATUS=ACTIVE, X 
LOGAPPL=NETSOL,LOGTAB=TABLEOl 

LU4Cl LOCAL CUADDR=4Cl,TERM=3277,DLOGMOD=S3270, X 
FEATUR2=CMODEL2,ANKEY,PFK>,ISTATUS=ACTIVE, X 
LOGAPPL=NETSOL,LOGTAB=TABLEOl 

LU4C2 LOCAL CUADDR=4C2,TERM=3277,DLOGMOD=S3270, 
FEATUR2=CMODEL2,ANKEY,PFK>,ISTATUS=ACTIVE, 
LOGAPPL=NETSOL,LOGTAB=TABLEOl 

LU4C3 LOCAL CUADDR=4C3,TERM=3277,DLOGMOD=S3270, 
FEATUR2=CMODEL2,ANKEY,PFK),ISTATUS=ACTIVE, 
LOGAPPL=NETSOL,LOGTAB~TABLEOl 

x 
x 

x 
x 

LU4C4 LOCAL CUADDR=4C4,TERM=3277,DLOGMOD=S3270, X 
FEATUR2=CMODEL2,ANKEY,PFK>,ISTATUS=ACTIVE, X 
LOGAPPL=NETSOL,LOGTAB=TABLEOl 

LU4C5 LOCAL CUADDR=4C5,TERM=3277.DLOGMOD=S3270, X 
FEATUR2=CMODEL2.ANKEY,PFK>,ISTATUS=ACTIVE, X 
LOGAPPL=NETSOL,LOGTAB=TABLEOl 
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MSNF NETWORK DEFINITIONS 

CHAPTER ll MSNF NETWORK DEFINITIONS 

The following definitions are samples used to define a Multidomain 
operation that allows communication between ACF/VTAM on an MVS system 
with either ACF/TCAM on a MVS system or ACF/VTAM on a DOS system. The 
cross domain path between the domains is via a multi-tailed 3705. The 
sample ACF/TCAM MCP in Chapter 6 contains the MSNF definitions for 
ACF/VTAM from the ACF/TCAM end. 

Each VTAM node in the network which wants to become an owner of a 
certain NCP must provide that VTAM node with access to the NCP 
generation Stage I input source. <Access method sends an Activate 
Physical to NCP to become an owner) The Resource Resolution Table CRRT> 
produced by Stage II of the NCP generation must also be provides to the 
host access method node CVTAM and TCAM>. The NCP load modules must be 
provided to any host access method which will load the 3705. 
Installation planning should consider how these files will be provided 
to the necessary locations. This is especially important when host 
CPU's are in multiple geographic locations. 

REFERENCES 
ACF/VTAM System Programmers Guide COOS) 
ACF/VTAM Installation Guide CDOS) 
ACF/VTAM Reference Summary CDOS> 
ACF/VTAM System Programmers Guide 
ACF/VTAM Network Operating Procedures 
ACF/VTAM Installation Guide 
ACF/VTAM Reference Summary 
ACF/'1 CAM General Information 
ACF/TCAM Concepts and Planning 
ACF/TCAM System Programmer's Guide 
ACF/TCAM Macro Reference Guide 
ACF/TCAM Application Programmer's Guide 
ACF/TCAM Installation and Migration Guide 
ACF/TCAM Operator's Guide 
ACF/TCAM MSNF Program Reference Summary Supplement 
ACF/TCAM Program Reference Summary 
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MSNF NETWORK DEFINITIONS 

l.Q..l NETWORK DEFINITIONS CAUTO-STARTED) 

VTAM STARTUP CONFIGURATION DEFINITION 

IMSAPAC,TSOAPAC,CICSAPAC,JESAPAC,NOSP,DSXAPPL, 
SWITCHAC,LOC3272,NCPACFI,LHA3274A, 
CDRPATH,CDRMLIST,CAPLSDOS,CAPLSTCM 

The following ACF/VTAM defintions are started at start-up time. 

VBUILD MACRO SPECIFICATIONS - CORM: CDRMLIST CMVS SYSTEM> 

CDRMLIST VBUILD TYPE=CDRM 
MVSVTAM CDRM SUBAREA=l8,ELEMENT=l,ISTATUS=INACTIVE 
MVSVMVT CDRM SUBAREA=l3,ELEMENT=l,ISTATUS=ACTIVE,VPACING=2 
MVSVMTC CORM SUBAREA=l4,ELEMENT=O,ISTATUS=ACTIVE,VPACING=2 
VSlVTAM CDRM SUBAREA=ll,ELEMENT=l,ISTATUS=INACTIVE 
DOSVTAM CORM SUBAREA=l2,ELEMENT=l,ISTATUS=ACTIVE,VPACING=2 

VBUILD MACRO SPECIFICATIONS - CDR PATHS: CDRPATH CMVS SYSTEM> 

MVSVMTC PATH ADJSUB=21,DESTSUB=Cl4) 
MVSVTAM PATH ADJSUB=22,DESTSUB=Cl8) 
VSlVTAM PATH ADJSUB=22,DESTSUB=Cll) 
DOSVTAM PATH ADJSUB=21,DESTSUB=Cl2) 

VBUILD MACRO SPECIFICATIONS - CDRSC: CAPLSDOS COOS APPLICATION> 

CAPLSDOS VBUILD TYPE=CDRSC 
POWER CORSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
CICSA CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
cress CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 

x 
x 
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MSNF NETWORK DEFINITIONS 

NOS PD CD RSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
NOSPDOOO CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
NOSPDOOl CD RSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
NOSPD002 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
NOSPD003 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
NOSPD004 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
NOSPDOOS CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 

VBUILD MACRO SPECIFICATIONS - CDRSC: CAPLSTCM CTCAM APPLICATIONS) 

CAPLSTCM VBUILD TYPE=CDRSC 
NDSMH CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
MHS3270 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
TSOMH CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 

l.Q..i : NETWORK DEFINITIONS (ACTIVATED AS REQUIRED> 

The following definitions are activated as required. 

VBUILD MACRO SPECIFICATIONS - CDRSC: C3270DOS COOS OWNED 3270) 

C3270DOS VBUILD TYPE=CDRSC 
LU3270VO CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
LU3270Vl CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
LU3270V2 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
LU3270V3 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
LU3270V4 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
LU3270V5 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
LU3270V6 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
LU3270V7 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 

VBUILD MACRO SPECIFICATIONS - CDRSC: C3270TCM CTCAM OWNED 3270) 

C3270TCM VBUILD TYPE=CDRSC 
LU3270VO CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
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LU3270Vl CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
LU3270V2 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
LU3270V3 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
LU3270V4 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
LU3270V5 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
LU3270V6 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
LU3270V7 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 

VBUILD MACRO SPECIFICATIONS - CDRSC: C3274DOS COOS OWNED 3274) 

C3274DOS VBUILD TYPE=CDRSC 
SDLCPAOl CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
SDLCPA02 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
SDLCPA03 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
SDLCPA04 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
SDLCPA05 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
SDLCPA06 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
SDLCPA07 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
SDLCPA08 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 

VBUILD MACRO SPECIFICATIONS - CDRSC: C3274TCM CTCAM OWNED 3274) 

C3274TCM VBUILD TYPE=CDRSC 
SDLCPAOl CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
SDLCPA02 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
SDLCPA03 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
SDLCPA04 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
SDLCPA05 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
SDLCPA06 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
SDLCPA07 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
SDLCPA08 CDRSC CDRM=MVSVMTC,ISTATUS=ACTIVE 
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CHAPTER 11 NOSP INSTALLATION 

HOSP INSTALLATION PRE-PLANNING 

The following procedures should be done prior to the actual coding of 
the Network Operation Support Program CNOSP) definition statements. 

1. Pictorially define the entire network as defined by the ACF/VTAM 
and ACF/NCP programs. This definition should initially be done 
assuming that there will be only one NOSP operator who will have 
all and complete authorization for the control of the network. 
However, since in most uses of NOSP there will be multiple HOSP 
operators each of whom will control different and sometimes 
overlapping parts of the network, the initial definition should be 
designed for the future and actual operation. In other words, plan 
for at least one operator that can control the entire network, and 
additional operators that have limited spans of control. 

Terminals that may be NOSP operator stations must be defined ahead 
of time. Likewise, NOSP hardcopy terminals must be predefined. 
Part of the network definition must be to determine which LU's will 
be used as operator stations and hardcopy printers and what their 
various spans of control will be. 

The people involved in the definition of the control of the network 
should include ACF/VTAM systems programmers as well as Operations 
personnel. This will insure that the operational aspects are 
thorough as well as practical. After all, it will be the 
Operations staff who will be using the product. 

2. After the pictorial definition is complete, coding of the initial 
and single HOSP operator concept should take into consideration the 
future spans which will be assigned to other NOSP operators. By 
using this coding approach you will avoid having to recode the NOSP 
definition for the final configuration. 

3. HOSP only requires the "SPAN" parameter if specific profiles are 
used. If you intend to have all global operators then omit the 
"SPAN" parameter. CAUTION: If you intend to run NOSP in a 
multidomain environment then omit the "SPAN" parameter. <See the 
example for coding RRD statements.) 
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If specific profiles are used then NOSP requires that the 'SPAN' 
parameter be coded in the ACF/VTAM definition program, it would be 
judicious to plan for the inclusion of NOSP as early as possible. 
ACF/NCP and NCP/VS (5.0) will both ignore this parameter, thus it 
can be coded even before NOSP is installed. The only thing that 
might cause a recoding of the 'spanname' is that the network 
~ontrol definition is not complete at the time of the network 
definition. But since this is a VTAM parameter, it takes effect at 
VTAM initialization and can be easily changed. CAUTION: Always 
place spanname in parenthesis. eg SPAN=Cspanname). 

4. The various NOSP definitions are stored as several individual 
members in the NOSP data sets as opposed to, say, VTAM which has a 
single member for the definition of the network which is running at 
the time. Thus in order to ease your definition of the NOSP 
members, define one span of control at a time (as shown by your 
pictorial configuration). 

5. To ease and confine the extent of the HOSP testing, bring up a 
single NOSP definition which controls the entire network. This 
test will check that the NOSP program and commands are working. As 
mentioned previously you will probably want to keep at least one 
operator in your final defintioL that has this global authority. 

6. The next level of testing should be to define another NOSP operator 
in this single HOSP environment. This is done by adding another 
set of OPERATOR and PROFILE definitions to the NOSP definition. 
Keep the original (and completely authorized) operator definition 
intact. You will always want to have one operator who has the 
authority to control all of the network. After this definition is 
complete, then bring up and test all of the commands and extents of 
this operator's control in the network. 

Continue doing this step as many times as there are NOSP operators 
to be defined in this NOSP definition. However, be sure to do this 
for only one operator at a time to assure that the testing is 
complete and controllable. 

7. After the complete single NOSP definition is completely tested and 
is operational the way desired, and if there is to be more than one 
domain in the network, then start the NOSP definition for the next 
domain. Again, you want to step through the HOSP definition and 
testing one step at a time. 

8. When two Cor more> NOSP domain definitions are complete and working 
individually as desired, then test them together. Again, if there 
are other domains to be included, bring them on one at a time. 
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HOSP DOCUMENTATION 

HOSP General Information GC38-0251 
HOSP Program Product Specifications GC38-0277 
HOSP Program Information and Maintenance Manual SC38-0278 
HOSP Operator's Manual SC38-0281 
HOSP Logic LY27-8026 

HOSP INSTALLATION STEPS 

1. I11sl:all HOSP distribution tape and apply necessary PTF's. 

2. Code and file HOSP definition statements. These statements may be 
filed as members in the ACF/VTAM definition library CSYSl.VTAMLST), 
or may be put into any partitioned data set.The following members are 
defined and filed: 

MEMBER 

a. DSIOPF 

b. User defined 
proflie nc:ime 

c. DSISPN 

d. DSIDMN 

CONTENTS 

OPERATOR and PROFILEN statements to define all 
operators, their passwords, and point to their 
profiles.CSee example 1). 

PROFILE, ISPAN, SPAN, DOMAINS, and AUTH statements 
to define the operator's span of control. 
CSee example 2). 

SPANLIST which associates spans and major nodes. 
Defer this member until you need operators with 
specific profiles. Be sure to specify all defined 
profile names as valid for the master terminal 
operator or Systems Programmer. HOSP may be 
checked out with one operator by logging on with 
different profiles. 

OPERATOR 
PROFILEN profl,prof2, •••• Cprofl is the default) 

NOSPID, PCS, HARDCOPY, RRD, CDMNSESS, MAXSPAN, 
MAXABEND, and MAXLOGON which specify system 
information for HOSP as a whole, rather than a 
particular operator. (See example 3). 
MAXABEND should be a low number 2 or 3. This 
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e. DSICMD 

f. User command 
list name(s) 

number determines when NOSP will place a 
device in ERROR status. If a device 
is NOT in error status, Cie. MAXABEND has 
not been reached) then the MOVE command will 
not work. MAXLOGON should be about 2 or 3. 
When this number is reached because of incorrect 
information on the logon screen, NOSP issues 
CLSDST RELEASE. 

CMDMDL and PARMSYN which define all valid 
commands, including standard VTAM commands, that 
may be entered from a NOSP terminal. These 
statements may point to command lists or command 
processors. (See example 4). 

Command listCs). CSee example 5). 

3. Create NOSP start procedure using a dataset for disk logging of all 
messages if desired. CSee example 6). 

4. Code, assemble, and linkedit any desired command 
user exits. Defer this step until you are sure you 
an exit is there it cannot be disabled. 

processors and/or 
need them. Once 

5. Add NOSP APPL statements to current APPL major node or create a new 
major node and include it in the configuration list CATCCONxx). (See 
example 7). 

6. Modify logon mode tables. NOSP requires a mode table ENTRY of 
DSILGMOD for its bind. Therefore, each terminal type that uses NOSP 
must have a separate logon mode table with a DSILGMOD entry in it. 
CSee example 8). 

7. Update USS tables and logon intrepet tables as necessary for NOSP 
logon. CSee examples 9 and 10). 

8. Create pracedur~ for printing a hard copy of NOSP's disk log. CSee 
example 11). 
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NOSP OPERATIONAL CONSIDERATIONS 

l. VTAM messages will no longer go to the system console, they will go 
to the NOSP operator and the hard copy log. System operators will no 
longer be aware of many network problems, for example, line and modem 
problems. This, of course, is the intention of NOSP but it will 
require some operational changes that must be planned for. In 
addition it will require good communication between the system 
operators and the NOSP operators. 

2. PFK's can be used for standard commands but cannot be used to point 
to a CLIST since a member name beginning with a numeric is not 
allowed by the Operating System. This may be handled by an exit 
routine CDSIEXOl) which converts PFK input to something that begins 
with an alpha character, eg. convert l to Pl, 2 to P2, etc. Then the 
member that DSICCP reads and executes will be Pl, P2, etc. 

3. Since NOSP operator terminals and hardcopy log must be predefined to 
NOSP by their LU name, some consideration should be given to a backup 
plan. If a NOSP terminal is unavailable for some reason (terminal 
problem, line problem, etc.> it would be ideal to have a backup 
terminal already defined. In this case the operator could move to 
the backup terminal, sign on and resume operation. In the case of a 
hardcopy log, the START and STOP commands may be used to change to a 
backup printer. 

4. It is probably advisable to have at least one local NOSP operator 
station. In the case that the NCP becomes unavailable, it will be 
valuable to have a local operator who will be notified and take any 
recovery action necessary. 

5. To terminate HOSP, any HOSP operator or the system operator can 
request a CLOSE. If a CLOSE IMMED is requested, HOSP abends and is 
terminated immediately. If entered without IMMED (the usual method 
of termination), each terminal will be sent a message that 
termination has been requested. Before termination occurs, all 
operators must logoff. The hardcopy terminal will be automatically 
logged off when the last operator using it logs off. 

6. You MUST code FEATUR2=CMODEL2> on ALL 3270 definitions. Default is 
model l and HOSP does not support this terminal type. CThe ACF/VTAM 
Systems Programmer's Guide left out the defaults.) 

7. For HOSP in multiple domains you must have a BIND image and CDRSC 
definitions. 

a. Here is the logmode entry for HOSP-to-HOSP sessions. Either same 
domain or X-domain. 
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NOSPXDOM MODETAB 
DSILGMOD MODEENT LOGMODE=DSILGMOD,FMPROF=X'03',TSPROF=X'03', * 

PRIPROT=X'20',SECPROT=X'20',COMPROT=X'4000', * 
PSERVIC=X'000000000000000000000000',RUSIZES=X'86A3' 

MODEEND 
END 

b. Here is the CDRSC definition if NOSPD were cross-domain to NOSPl 

./ ADD NAME=NOSP2MJX 
CDNOSP2 VBUILD TYPE=CDRSC 
NOSPD CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
NOSPDOOO CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
NOSPDOOl CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
NOSPD002 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
NOSPD003 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 
NOSPD004 CDRSC CDRM=DOSVTAM,ISTATUS=ACTIVE 

8. For an operator with a specific profile to go cross domain you MUST 
code DOMAINS statement(s) in the PROFILE. 

9. Do not use span of control initially. BE VERY CAREFUL about 
attempting to use span of control along with RRD statements in a 
multidomain environment. If you are planning to install NOSP in a 
single domain first then go to multiple domains DO NOT USE SPECIFIC 
profiles and RRD statements at all. You must CLEARLY understand the 
NOSP tables before undertaking such an environment. 
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SPECIAL HOSP INSTALLATION CONSIDERATIONS 

Five things must be done in order to implement SPECIFIC profiles and 
span of control. 

1. You must code MAXSPAN in the DSIDMN member otherwise HOSP will not 
read the DSISPN member. This number should be a multiple of 8 and 
MUST be greater than or equal to the number of unique span names. If 
you don't do this HOSP will not initialize. 

2. You must code !SPAN and/or SPAN statements in the PROFILE. 

3. You must code AUTH CTL=SPECIFIC or let it default. 

4. You must place SPANLIST statements in member DSISPN which point to 
the VTAM major node name. Failure to find a major node in VTAMLST 
will terminate HOSP initialization. 

5. You must code SPAN= on EVERY resource in EVERY node which you want to 
be placed under control of an operator using a specific profile. 
NOTE: These five steps will cause the ART to be built in memory. It 
is sorted alphabetically after the names are read from VTAMLST. 
Duplicate names are merged into a single entry. If you leave off 
SPAN= from any node name CLINE, PU, or LU) then HOSP will not place 
the name in the ART. If a name is not in the ART then an operator 
using a specific profile can NEVER reference the resource. 
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HOSP INSTALLATION EXAMPLES 

************************************************************************ 
** These examples define a single domain environment with two HOSP 
** operators, both with global authority, and a hardcopy log. 
************************************~*********************************** 

************************************************************************ 
1. DSIOPF Example 
************************************************************************ 
./ ADD NAME=DSIOPF 
O~ERl OPERATOR PASSWORD=AAA 

PROFILEN PROF! 
OPER2 OPERATOR PASSWORD=BBB 

PROFILEN PROF! 
END 

************************************************************************ 
2. PROF!- Example of profile pointed to by PROFILEN of DSIOPF 
************************************************************************ 
./ ADD NAME=PROFl 
PROF! PROFILE HCL=LU3270VO 

AUTH CTL=GLOBAL,MSGRECVR=YES 
END 

************************************************************************ 
3. DSIDMN Example 
************************************************************************ 
./ ADD NAME=DSIDMN 
Dl NOSPID DOMAINID=NOSPl 

POS LU4C3,SDLCPA01,LU3270V3,LHAPA03,LU4D7 
HARDCOPY LU3270VO 

NOSPD RRD DUMMY (Defines NOSPD to NOSPl for global Operators) 
MAXABEND 3 
MAXLOGON 3 
END 

4. DSICMD Example: 
This member includes all standard HOSP and VTAM commands. 
It also has four user defined command lists. A clist definition 
must have MOD=DSICCP coded. Whenever a clist name is found the 
module DSICCP is invoked. This module processes all clists. 

NOTE: Be sure to code All immediate commands as shown • 

• / ADD NAME=DSICMD 
*********************************************************************** * IMMEDIATE COMMANDS * 
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*********************************************************************** 
AUTO CMDMDL MOD=DSIAWP,TYPE=I 
AUTOWRAP CMDMDL MOD=DSIAWP,TYPE=I 
CANCEL CMDMDL MOD=DSICAP,TYPE=I 
CLOSE CMDMDL MOD=DSICLP,TYPE=I 
GO CMDMDL MOD=DSIGOP,TYPE=I 
RESET CMDMDL MOD=DSIRSP,TYPE=I 
CLEAR CMDMDL MOD=DSICKP,TYPE=B 
* The above command name allows the word "CLEAR" to appear in 
* command lists to force a clear screen when desired. 
*********************************************************************** * These three special symbols must be defined or the 
* associated key will not work at all!!! 

CMDMDL MOD=DSINDP,TYPE=I,CTL=S ENTER KEY W/ODATA CX'7D'l QUOTE 
CMDMDL MOD=DSICKP,TYPE=I,CTL=S CLEAR KEY CX'6D'> UNDERSCORE 

> CMDMDL MOD=DSINDP,TYPE=I,CTL=S PA2 KEY W/ODATA CX'7D') QUOTE 
*********************************************************************** 
* REGULAR COMMANDS * 
*********************************************************************** 
AGAIN CMDMDL MOD=DSIAGAIN 

* SHORT FORM OF LIST COMMAND 
L CMDMDL MOD=DSISHP 

PARMSYN CLIST,CL 
PARMSYN PROFILE,PR 
PARMSYN SPAN,SP 
PARMSYN STATUS,ST 
PARMSYN TASKS,TAS 
PARMSYN SPANS,SPA 
PARMSYN PROFILES,PRO 

LIST CMDMDL MOD=DSISHP 
PARMSYN CLIST,CL 
PARMSYN PROFILE, PR 
PARMSYN SPAN.SP 
PARMSYN STATUS,ST 
PARMSYN TASKS,TAS 
PARMSYN SPANS.SPA 
PARMSYN PROFILES.PRO 

LOG CMDMDL MOD=DSIENP 
LOGO FF CMDMDL MOD=DSIENP 
MOVE CMDMDL MOD=DSISWP 
MSG CMDMDL MOD=DSIMGP 
PAUSE CMDMDL MOD=DSIPSP 
ROUTE CMDMDL MOD=DSIRTP 
RO CMDMDL MOD=DSIRTP 
START CMDMDL MOD=DSISRP 

PARMSYN HCL,HC 
PARMSYN DOMAIN.DO 
PARMSYN TERM, TE 
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PARMSYN SPAN,SP 
PARMSYN RESOURCE,RE 

* SHORT FORM OF START COMMAND 
S CMDMDL MOD=DSISRP 

PARMSYN HCL,HC 
PARMSYN DOMAIN,DO 
PARMSYN TERM,TE 
PARMSYN SPAN,SP 
PARMSYN RESOURCE,RE 

STOP C~DMDL MOD=DSISTP 
PARMSYN HCL,HC 
PARMSYN DOMAIN.DO 
PARMSYN TERM,TE 
PARMSYN SPAN,SP 
PARMSYN RESOURCE,RE 

* SHORT FORM OF STOP COMMAND 
P CMDMDL MOD=DSISTP 

PARMSYN HCL,HC 
PARMSYN DOMAIN,DO 
PARMSYN TERM,TE 
PARMSYN SPAN,SP 
PARMSYN RESOURCE,RE 

*********************************************************************** 
* VTAM COMMANDS * 
*********************************************************************** 
D CMDMDL MOD=DSIVTP 
DISPLAY CMDMDL MOD=DSIVTP 
F CMDMDL MOD=DSIVTP 
MODIFY CMDMDL MOD=DSIVTP 
R 
REPLY 
v 
VARY 

CMDMDL MOD=DSIREP 
CMDMDL MOD=DSIREP 
CMDMDL MOD=DSIVTP 
CMDMDL MOD=DSIVTP 

*********************************************************************** 
* YOUR COMMAND LIST NAMES GO HERE 
* THE MODULE NAME MUST BE DSICCP 
* NAME CMDMDL MOD=DSICCP 
*********************************************************************** 
ACT CMDMDL MOD=DSICCP 
INACT CMDMDL MOD=DSICCP 
TRACE CMDMDL MOD=DSICCP 
NOTRACE CMDMDL MOD=DSICCP 

END 

5. Command lists 

***CLIST to vary active: ACT 
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./ ADD NAME=ACT 
VARY NET,ACT,ID=&l 

************************************************************************ 

***CLIST to vary inactive: IHACT 

./ ADD NAME=IHACT 
VARY NET,INACT,ID=&l,&2 

************************************************************************ 

***CLIST to start io and buffer trace: TRACE 

./ ADD NAME=TRACE 
F NET,TRACE,ID=&l,TYPE=IO 
F NET,TRACE,ID=&l,TYPE=BUF 

************************************************************************ 

***CLIST to stop io and buffer trace: NOTRACE 

./ ADD NAME=HOTRACE 
F NET,NOTRACE,ID=&l,TYPE=IO 
F NET,NOTRACE,ID=&l,TYPE=BUF 

************************************************************************ 

6. HOSP start procedure 

************************************************************************ 
***The first step of the procedure is to delete the HOSP disk log 
***since it will be used again. The HOSP program is linked under 
***the name DSIMHT. All the HOSP definition members are filed in 
***a PDS named HOSP.CMND.LIST. 

************************************k*************************~********* 
//HOSP JOB 
//ACFHOSl EXEC PGM=IEFBR14,REGION=512K 
//DDl DD DSH=NOSPLOG,DISP=COLD,DELETE,DELETE),VOL=SER=nnnnnn, 
// UHIT=3340 
//STEP2 EXEC PGM=DSIMNT,TIME=J440,REGION=l024K 
//SYSPRINT DD SYSOUT=A 
//SYSUDUMP DD SYSOUT=A 
//DSICLD DD DSH=NOSP.CMHD.LIST,DISP=SHR 
//DSIPARM DD DSH=NOSP.CMND.LIST,DISP=SHR 
//DSIVTAM DD DSH=SYSl.VTAMLST,DISP=SHR 
//DSIPRF DD DSH=HOSP.CMHD.LIST,DISP=SHR 
//DSILOG DD DSH=NOSPLOG,VOL=SER=nnnnnn,SPACE=CCYL,C2,l)), 
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// DCB=CLRECL=344,BLKSIZE=900,RECFM=VB,DSORG=PS>,UNIT=3340, 
// DISP=CNEW,KEEP> 

The PRINTLOG should be a step that prints the log or dumps it to 
tape. COND=EVEN should be coded, else if you forget to run the 
printlog then you will lose the data. 

7. NOSP APPL statements 
************************************************************************ 

NOSPl and NOSPlPPT are activated when NOSP is started. In addition, 
a subtask will be activated at startup for each hardcopy log 
specified in the HCL parameter of the PROFILE statement. The other 
subtasks will become active as operators sign on. This definition 
allows five operators and/or hardcopy logs to be active concurrently. 

************************************************************************ 
HlAPPLS VBUILD TYPE=APPL 
NOSPl APPL AUTH=CACQ,PASS,NVPACE>,PRTCT=NOSPl,EAS=l 
NOSPlPPT APPL AUTH=CPPO),EAS=l 
NOSPlOOO APPL AUTH=CSPO,ACQ,NVPACE),EAS=2 
NOSPlOOl APPL AUTH=CSPO,ACQ,NVPACE),EAS=2 
NOSP1002 APPL AUTH=CSPO,ACQ,NVPACE),EAS=2 
NOSP1003 APPL AUTH=CSPO,ACQ,NVPACE),EAS=2 
NOSP1004 APPL AUTH=CSPO,ACQ,NVPACE>,EAS=2 

Note: EAS should be greater than or equal to the number of domains. 

8. Logon Mode Table entry 

*********************************************************************** * MODE TABLE FOR 3277 LOCAL OR REMOTE MOD l/2 AND ll/12 FOR HOSP 
*********************************************************************** 
NOSPTAB MODETAB 

MODEENT LOGMODE=DSILGMOD, X 
FMPROF=X'02',TSPROF=X'02',PRIPROT=X'71', X 
SECPROT=X'40',COMPROT=X'2000',RUSIZES=X'0000', X 
PSERVIC=X'000000000000000000000200' 

MODEEND 
END 

.9. USS Table 

*********************************************************************** 
*** This USS table entry allows the operator to sign on to NOSP by 

keying in HOSP. NOSPl is the name on the first APPL statement. 
*********************************************************************** 
HOSP USSCMD CMD=NOSP,REP=LOGON,FORMAT=BAL 
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USSPARM PARM=APPLID,REP=APPLID,DEFAULT=NOSPl 
USSPARM PARM=LOGMODE,REP=LOGMODE,DEFAULT=DSILGMOD 
USSPARM PARM=Pl,REP=DATA 

10. Logon Intrepet Table 

*********************************************************************** 
*** Make sure to put in both upper and lower case entry since NETSOL 

does not t.ranslate. 
*********************************************************************** 
LOGTAB IHTAB 

* 
* LOGCHAR APPLID=CAPPLICID,NOSPl),SEQNCE='NOSP' 
LOGCHAR APPLID=CAPPLICID,NOSPl),SEQNCE='nosp' 

* 
* EHDitHAB 
END 

11. Procedure for printing disk log 

*********************************************************************** 
//NOSPRT EXEC PGM=DSIPRT 
//DSILOG DD DSN=NOSPLOG,VOL=SER=nnnnnn,UNIT=3340, 
// DCB=CLRECL=344,BLKSIZE=900,RECFM=VB,DSORG=PS),DISP=COLD,KEEP) 
//DSIINP DD DUMMY,DCB=CBLKSIZE=80) 
//DSILST DD SYSOUT=A,DCB=CBLKSIZE=l33) 
//SYSPRINT DD SYSOUT=A 
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HOSP FLOW 

This is a very brief overview of some NOSP processing logic. 
It is related to the above examples of a single domain system. 
This logic flow does not include all exit processing, does not 
include much of the communication with the system operator. does 
not include the handling of unsolicited messages from VTAM, nor 
does it include error processing. It is intended to help show how 
the various dataset members, CLISTS, user exits, and command 
processors are used during HOSP execution. 
AN * beside a member or dataset name means they may be user defined. 

*********************************************************************** 

1. Start-up 

2. logon 

PAGE 11-14 

INPUT USED ACTIVITY 

Start-up proc 

CSee example 6) 

APPL statements 
(See example 7> 

HOSP is started. 

The member DSICMD is read 
into main storage at init. time. 
All exits must be placed 
in the LINKLIB in the form 
DSIEXnn Cnn=Ol thru 14). 
These are loaded at init. time. 

Activate NOSPl. 

Activate NOSPlPPT. 

Profile statement Activate l subtask for each hardcopy 
CSee example 2) log CHCL) specified. 

leave outstanding message for system 
operator to enter valid HOSP system 
operator command. 

Wait for logons (assuming no automatic 
logons). 

USSTAB, MODETAB, Operator enters logon for HOSP. 
LOG. INTREP. TABLE 
(See ex. 8-9-10) 

Hosp displays logon screen. 

Operator keys id and password. 

DSIOPF member of HOSP validates id and password. 
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3. Command 
Execution 

4. Command 
Lists 

G320-6028 C2/79) 

NOSP. CMND. LIST* 
(See example l) 

APPL statements 
(See example 6) 

PROF!* member of 
NOSP. CMND. LIST* 

DSIEXOl member 
of LINKLIB* 

DSICMD member of 
NOSP.CMND.LIST* 

DSIVTP, DSISRP, 
DSICCP, etc. 
members of 
LINKLIB* 

HOSP INSTALLATION 

HOSP opens ACB for this operator 
subtask (need APPL statement which 
will be activated). 

Acquire hardcopy log CHCL) for this 
operator if specified, or if already 
acquired on behalf of another 
operator, then begin sending traffic 
to the Hardcopy Task. 

Display message to operator, send 
message to hardcopy log and disk log. 

Operator enters command. 

Execute user exit if present. 

Validate command syntax. 

Search for entry with label = the 
verb Ceg. VARY). 

Send message to operator that 
command was accepted, log request 
and NOSP response on hardcopy log 
and disk log. <Execute DSIEX02 and 
DS I EX 0 4, if they ex i s U . 

If HOSP cannot find the command 
name in the System Command Table 
or if the name points to 
MOD=DSICCP and the CLIST 
is HOT on disk the same 
error message is produced. 

Execute code in member that is 
specified in MOD parameter of 
DSICMD entry. This may be a NOSP 
supplied member or a user written 
command processor. 

This logic is used only when the 
MOD specified was DSICCP, which 
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NOSP INSTALLATION 

5. VTAM 
COMMANDS 

6. Command 
Output 

7. Logoff 

PAGE 11-16 

ACHE, TRACE*, 
etc. members of 
NOSP.CMND.LIST* 

DSIEX05 member 
of LINKLIB* 

DSIEX06 member 
of LINKLIB* 

DSIEX02 member 
of LINKLIB* 

DSIEX04 member 
of LINKLIB* 

must be the MOD for all command 
lists. 

DSICCP searches for 'member' with 
same name as this user-defined 
command verb Ceg. ACT, TRACE). 

Command list is executed in sequence. 

This logic is used only when the 
command is a standard VTAM command. 
When a VTAM command is entered 
then DSIVTP is the command processor 
which is invoked. If an operator 
is using a SPECIFIC profile than the 
SPAN is checked by this module. 

Execute user written exit, if there. 

Send command to VTAM for execution 
and wait for response CSEHDCMD and 
RECVCMD of VTAM'S programmed operator 
fac ii; ty-POF>. 

Execute user written exit, if there. 

Execute user written exit, if there. 

If you delete a message in DSIEX02 
then it will not be logged 
on the disk or HARDCOPY. 

Send response to command to operator. 

Execute user written exit if there. 

Log response on hardcopy log. 

Log response on disk log. 

Return to Command Execution (#3). 

Operator enters LOGOFF. 
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8. Terminating 
HOSP 

G320-6028 C2/79) 

DSIEX14 member 
of LINKLIB* 

HOSP INSTALLATION 

Execute user written exit, if there. 

Close ACB, subtask becomes inactive, 
terminate session with hardcopy log 
and deactivate its subtask if no other 
operators are using it. 

Send message to operator, log on 
hardcopy and disk. 

NOSP or System operator enters CLOSE. 

If CLOSE IMMED was entered, all 
subtasks will be deactivated without 
messages and NOSP will be ABENDED. 

If just CLOSE was entered, a message 
is sent to each active operator and 
the system console. No more logons 
are accepted. 

When the last operator has logged 
off, all ACB's will be closed and 
NOSP will be ended normally. 
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HOSP INSTALLATION 
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SNA APPLICATION INTERFACE CCICS) 

CHAPTER 12 SNA APPLICATION INTERFACES 

This section co"tains sample generation or system definitions for 
some of the common SNA application programs. 
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SHA APPLICATION INTERFACE CCICS> 

CICS/VS .Rl-~ TERMINAL CONTROL TABLE CDFHTCT> 

*********************************************************************** 
**** **** 
*** 
**** 

TCT FOR MVS A !SC SYSTEM *** 
**** 

*********************************************************************** 
DFHTCT TYPE=INITIAL,ACCMETH=CNONVTAM,VTAM>,APPLID=CICSMA, X 

RAMAX=256,RAMIN=O,RATlMES=8,RAPOOL=2,RESP=FME,SUFFIX=MA,X 
GMTEXT='YOU ARE CONNECTED TO MVS CICS A' 

* * * * * * * * * * * * * * * * * * * * * * * 
* * * * ENTRIES FOR BSC3770 CAS 2770) * * * * 
* * * * * * * * * * * * * * * * * * * * * * * 

DFHTCT TYPE=SDSCI,DEVICE=2770,DSCNAME=P2770,BSCODE=EBCDIC 
PLST770 DFTRMLST AUTOWLST,CC1ClF02D,37373737> 
OLST770 DFTRMLST OPENLST,C8181112Dl 

DFHTCT TYPE=LINE,ACCMETH=BTAM,TRMTYPE=2770,DSCNAME=P2770, * 
BTAMRLN=l,TCTUAL=20,INAREAL=517, * 
FEATURE=CAUTOPOLL>,LISTADR=CPLST770,WRAP),GENPOLL=YES, * 
CLASS=CHARDCOPY,BISYNC,CONV> 

PC74 DFHTCT TYPE=TERMINAL,TRMPRTY=lOO,TRMTYPE=2770,TRMIDNT=PC74, * 
TIOAL=517,TRMSTAT=TRANSCEIVE,TCTUAL=20,LASTTRM=LINE, * 
BUFFER=256,TRMADDR=OLST770 

*********************************************************************** 
***** THE FOLLOWING ENTRIES ARE FOR VTAM TERMINALS ONLY ****** 
*********************************************************************** 
* *************************************** 
* ISC LINKS * 
*************************************** 
* MVSB DFHTCT TYPE=ISLINK,ACCMETH=VTAM,SYSIDNT=MVSB,NETNAME=CICSMB, X 

TRMIDNT=MVSB,SESTYPE=SEND,CHNASSY=YES, X 
RUSIZE=512,BUFFER=512,TIOAL=512,TRMSTAT=TRANSCEIVE 

* DOSB DFHTCT TYPE=ISLINK,ACCMETH=VTAM,SYSIDNT=DOSB,NETNAME=CICSDB, X 
TRMIDNT=DOSB,SESTYPE=SEND,CHNASSY=YES, X 
RUSIZE=512,BUFFER=512,TIOAL=512,TRMSTAT=TRANSCEIVE 

PAGE 12-2 SNA PRODUCT INSTALLATION GUIDE G320-6028 C2/79) 



SNA APPLICATION INTERFACE CCICS> 

CICS LOCAL 3272 

*************************************** 
* LOCAL 3272 * 
*************************************** 

LOCO DFHTCT TYPE=TERMINAL,TRMIDNT=LOCO,TRMTYPE=3277,TRMMODL=2, 
ACCMETH=VTAM,TIOAL=l500,TRMSTAT=TRANSCEIVE, 
NETNAME=LU4CO,RELREQ=CYES,YES),TCTUAL=20, 
BMSFEAT=NOROUTEALL,FEATURE=CDCKYBD),GMMSG=YES 

CICS REMOTE 3271 

*************************************** 
* REMOTE 3271 * 
*************************************** 

LUVO DFHTCT TYPE=TERMINAL,TRMIDNT=LUVO,TRMTYPE=3277,TRMMODL=2, 
ACCMETH=VTAM,TIOAL=l500,NETNAME=LU3270VO,GMMSG=YES, 
TRMSTAT=TRANSCEIVE,RELREQ=CYES,YES>,TCTUAL=20, 
FEATURE=CDCKYBD,SELCTPEN) 

x 
x 
x 

x 
x 
x 
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SNA APP~ICATION INTERFACE CCICS) 

CICS LOCAL 3274 

*************************************** 
* LOCAL 3274-lA * 
*************************************** 

LAOl DFHTCT TYPE=TERMINAL,TRMIDNT=LA01,TRMTYPE=LUTYPE2,TRMMODL=l, X 
ACCMETH=VTAM,TIOAL=Cl024,4096),NETNAME=LHAPA01, X 
TRMSTAT=TRANSCEIVE,RELREQ=CYES,YES),CONNECT=NO, X 
FEATURE=CDCKYBD,SELCTPEN,AUDALARM,UCTRAN>,GMMSG=YES, X 
RUSIZE=l024,BRACKET=YES,PGESIZE=Cl2,40),BUFFER=l536, X 
PRINTTO=LA07,ALTPRT=LA08,PGESTAT=PAGE,CHNASSY=YES, X 
ALTPGE=Cl2,80),DEFSCRN=Cl2,40),ALTSCRN=Cl2,80) 

LA02 DFHTCT TYPE=TERMINAL,TRMIDNT=LA02,TRMTYPE=LUTYPE2,TRMMODL=2, X 
ACCMETH=VTAM,TIOAL=Cl024,4096),NETNAME=LHAPA02, X 
TRMSTAT=TRANSCEIVE,RELREQ=CYES,YES>,CONNECT=NO, X 
FEATURE=CDCKYBD,SELCTPEN,AUDALARM,UCTRAN>,GMMSG=YES, X 
RUSIZE=l024,BRACKET=YES,PGESIZE=C24,80),BUFFER=l536, X 
PRINTTO=LA07,ALTPRT=LA08,PGESTAT=PAGE,CHNASSY=YES, X 
ALTPGE=C43,80>,DEFSCRN=C24,80),ALTSCRN=C43,80) 

LA07 DFHTCT TYPE=TERMINAL,TRMIDNT=LA07,TRMTYPE=LUTYPE3,TRMMODL=2, X 
ACCMETH=VTAM,NETNAME=LHAPA07,BUFFER=l536, X 
TRMSTAT=TRANSCEIVE 

LA08 DFHTCT TYPE=TERMINAL,TRMIDNT=LA08,TRMTYPE=SCSPRT,TRMMODL=2, X 
ACCMETH=VTAM,NETNAME=LHAPA08,BUFFER=l536, X 
TRMSTAT=TRANSCEIVE,HF=YES,VF=YES 

LBOl DFHTCT TYPE=TERMINAL,TRMIDNT=LB01,TRMTYPE=LUTYPE2.TRMMODL=2, X 
ACCMETH=VTAM,TIOAL=Cl024,4096),NETNAME=LHAPB01, X 
TRMSTAT=TRANSCEIVE,RELREQ=CYES,YES>,CONNECT=NO, X 
FEATURE=CDCKYBD,SELCTPEN,AUDALARM,UCTRAN),GMMSG=YES, X 
RUSIZE=l024,BRACKET=YES,PGESIZE=C24,80),BUFFER=l536, X 
PGESTAT=PAGE,CHNASSY=YES 
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SNA APPLICATION INTERFACE CCICS) 

CICS REMOTE 3274 

*************************************** 
* REMOTE 3274-lC * 
*************************************** 

PAOl DFHTCT TYPE=TERMIHAL,TRMIDNT=PA01,TRMTYPE=LUTYPE2,TRMMODL=2, X 
ACCMETH=VTAM,TIOAL=Cl024,4096),NETNAME=SDLCPA01, X 
TRMSTAT=TRANSCEIVE,RELREQ=CYES,YES),CONNECT=NO, X 
FEATURE=CDCKYBD,SELCTPEN,AUDALARM,UCTRAN,PTRADAPT>, X 
BUFFER=O,RUSIZE=l024,BRACKET=YES,PGESIZE=C24,80), X 
ALTPGE=C43,80),DEFSCRN=C24,80),ALTSCRN=C43,80), X 
PGESTAT=PAGE,CHNASSY=YES,GMMSG=YES 

PA07 DFHTCT TYPE=TERMINAL,TRMIDNT=PA07,TRMTYPE=LUTYPE3,TRMMODL=2, X 
ACCMETH=VTAM,NETNAME=SDLCPA07,BUFFER=O, X 
TRMSTAT=TRAHSCEIVE 

PA08 DFHTCT TYPE=TERMIHAL,TRMIDNT=PA08,TRMTYPE=SCSPRT,TRMMODL=2, X 
ACCMETH=VTAM,NETNAME=SDLCPA08,BUFFER=l024, X 
TRMSTAT=TRANSCEIVE,HF=YES,VF=YES 

PBOl DFHTCT TYPE=TERMINAL,TRMIDNT=PB01,TRMTYPE=LUTYPE2,TRMMODL=2, X 
ACCMETH=VTAM,TIOAL=Cl024,4096),NETHAME=SDLCPB01, X 
TRMSTAT=TRAHSCEIVE,RELREQ=CYES,YES),CONNECT=NO, X 
FEATURE=CDCKYBD,SELCTPEN,AUDALARM,UCTRAN>.GMMSG=YES, X 
BUFFER=O,RUSIZE=l024,BRACKET=YES,PGESIZE=C24,80), X 
PGESTAT=PAGE,CHNASSY=YES 

*************************************** 
* REMOTE 3276 
*************************************** 
* P761 DFHTCT TYPE=TERMIHAL,TRMIDNT=P761,TRMTYPE=LUTYPE2,TRMMODL=2, X 

ACCMETH=VTAM,TIOAL=C2048,4096),HETHAME=SDLC76Pl, X 
TRMSTAT=TRAHSCEIVE,RELREQ=CYES,YES),COHHECT=HO, X 
FEATURE=CDCKYBD,SELCTPEN,AUDALARM,UCTRAN,PTRADAPT), X 
BUFFER=O,RUSIZE=2048,BRACKET=YES,PGESIZE=C24,80), X 
ALTPGE=C24,80),DEFSCRH=C24,80),ALTSCRH=C24,80), X 
PGESTAT=PAGE,CHHASSY=YES,GMMSG=YES 

P767 DFHTCT TYPE=TERMINAL,TRMIDHT=P767,TRMTYPE=LUTYPE3,TRMMODL=2, X 

P768 

ACCMETH=VTAM,HETNAME=SDLC76P7,BUFFER=O, 
TRMSTAT=TRANSCEIVE 

DFHTCT TYPE=TERMINAL,TRMIDHT=P768,TRMTYPE=SCSPRT,TRMMODL=2, 
ACCMETH=VTAM,HETHAME=SDLC76P8,BUFFER=l024, 
TRMSTAT=TRAHSCEIVE,HF=YES,VF=YES 

x 

x 
x 
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CICS REMOTE 3767 

*******************************************M*********************** 
* REMOTE 3767 * 
******************************************************************* 

LU67V DFHTCT TYPE=TERMINAL,TRMIDNT=LU67V,TRMTYPE=3767, 
ACCMETH=VTAM,TIOAL=C256,768),NETNAME=TR3767V, 
TRMSTAT=TRANSCEIVE,RELREQ=CYES,YES>,PGESTAT=PAGE, 
PGESIZE=Cl2,80),BUFFER=256,BRACKET=YES,CHHASSY=YES 

x 
x 
x 

PAGE 12-6 SHA PRODUCT INSTALLATION GUIDE G320-6028 C2/79) 



SHA APPLICATION INTERFACE CCICS) 

CICS REMOTE 3774 

******************************************************************* 
* REMOTE 3774 * 
******************************************************************* 

LU71 

LU72 

LU73 

DFHTCT TYPE=TERMINAL,TRMIDNT=LU71,TRMTYPE=BCHLU, 
ACCMETH=VTAM,TIOAL=C256,1024),RUSIZE=256, 
TRMSTAT=TRANSCEIVE,RELREQ=CYES,YES),PGESTAT=PAGE, 
PGESIZE=Cl2,80),BUFFER=256,BRACKET=YES,CHNASSY=YES, 
NETNAME=P70LU1 

DFHTCT TYPE=TERMINAL,TRMIDNT=LU72,TRMTYPE=LUTYPE2, 

x 
x 
x 
x 

x 
ACCMETH=VTAM,TIOAL=C256,2048),RUSIZE=256, X 
TRMSTAT=TRANSCEIVE,RELREQ=CYES,YES>,PGESTAT=PAGE, X 
PGESIZE=Cl2,80),BUFFER=256,BRACKET=YES,CHNASSY=YES, X 
NETNAME=P70LU2,GMMSG=YES 

DFHTCT TYPE=TERMINAL,TRMIDNT=LU73,TRMTYPE=3790, 
ACCMETH=VTAM,TIOAL=C256,1024),RUSIZE=256, 

x 
x 

TRMSTAT=TRANSCEIVE,RELREQ=CYES,YES),PGESTAT=PAGE, X 
PGESIZE=Cl2,80),BUFFER=256,BRACKET=YES,CHNASSY=YES, X 
LASTTRM=VTAM,SESTYPE=USERPROG,NETNAME=P70LU3 

DFHTCT TYPE=FINAL 
END DFHTCTBA 
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· JMS/VS NUCLEUS GENERATION 

TITLE 'IMS/VS 1.1.S FIELD TEST LEVEL ** IMSS **' 

IMSCTRL SYSTEM=CVS/2,ALL,3.7), 
MAXIO=cso,20>, 
MAXREGN=C5,256K), 
MAXCLAS=lO, 
IMSID=IMSS, 

*********************************************************************** 

COMM RECAHY=C6,3842), 
APPLID=IMS, 
SECCNT=3, 
OPTIONS=CHOPSWD, 
TERMINAL, 
PAGING, 
TIMESTAMP, 
4096, 
FMTMAST, 
NOUSEMSG, 
NOMSTEX, 
NOMSPEX, 
NOCIPH, 
VTAMAUTH, 
BLKREQD) 

*********************************************************************** 

IMSCTF SVCNO=C236,237,238), 
APNDG=CZ5>~ 

CPLOG=9000, 
CORE=Cl6,200,4,2), 
LOG=CSNGL,MONITOR>, 
DYLOG=C3330,20~3,4> 

*********************************************************************** 

SPAREA CORE=C3,4096),DASD=Cl5,6144) 

* ** * M ********MM M * **** :IOE ** ** **** ******* **** ******** ****** M:IEMMMMMMMM ***** 

BUFPOOLS PS8=12000, 
PSBW=l2000, 
DMB=l2000, 

* 
* 
* 
* 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

* 
* 
* 
* 
* 

* 
* 
* 
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DBASE=20000, 
GENERAL=20000, 
FORMAT=lOOOO, 
COMM=30000, 
FRE=50 

*********************************************************************** 

MSGQUEUE DSETS=C3330,3330,3330), 
RECLNG=Cl92,2304), 
BUFFERS=CS0,2304), 
SHUTDWN=lO 

TITLE 'DATABASE DEFINITIONS' 

*********************************************************************** 
***** DATABASES FOR DATA DICTIONARY ***** 
*********************************************************************** 

DATABASE DBD=DDSPDTE 
DATABASE DBD=DDSPSEG 
DATABASE DBD=DDSPDBS 
DATABASE DBD=DDSPPCB 
DATABASE DBD=DDSPSYS 

*********************************************************************** 
***** DATABASES FOR IMS SAMPLE PROGRAM ***** 
*********************************************************************** 

DATABASE DBD=DI21PART 
TITLE 'TRANSACTION DEFINITIONS' 

*********************************************************************** 
***** DATABASES FOR IMS ADF AND HOTLINE SYSTEM ***** 
*********************************************************************** 

DATABASE DBD=MFDPAROl 
DATABASE DBD=MFDPSPOl 
DATABASE DBD=MFDPMSOl 
DATABASE DBD=HOTLDATA 
DATABASE INDEX,DBD=HOTLINDX 

*********************************************************************** 
***** PSB'S AND TRANSACTIONS FOR DATA DICTIONARY ***** 
*********************************************************************** 

APPLCTN PSB=DBDIMSOV,PGMTYPE=CTP,OVLY) 
TRANSACT CODE=DBDIMSOV,SPA=C2816,CORE.FIXED>,MODE=SNGL 

* 
* 
* 
* 

* 
* 
* 
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APPLCTN PSB=DBDIMSD,PGMTYPE=CTP,OVLY} 
TRANSACT CODE=DBDIMSD,SPA=C2816,CORE,FIXED>,MODE=SNGL 

APPLCTN PSB=DBDIMSP,PGMTYPE=CTP,OVLY) 
TRANSACT CODE=DBDIMSP,SPA=C712,CORE,FIXED),MODE=SNGL 

APPLCTN PSB=DBDIMSR,PGMTYPE=CTP,OVLY) 
TRANSACT CODE=DBDIMSR,SPA=C432,CORE,FIXED),MODE=SNGL 

APPLCTN PSB=DBDIMSU,PGMTYPE=CTP,OVLY) 
TRANSACT CODE=DBDIMSU,SPA=C432,CORE,FIXED>,MODE=SNGL 

APPLCTN PSB=DBDIMSB,PGMTYPE=BATCH 

*********************************************************************** 
***** PSB'S AND TRANSACTIONS FOR IMS/VS SAMPLE PROBLEM ***** 
*********************************************************************** 

APPLCTN RESIDENT,PSB=DFSSAM02, 
PGMTYPE=CTP,, l> 

TRANSACT CODE=PART, 
PRTY=C7,10,2), 
HIQUIRY=YES, 
MODE=SNGL 

APPLCTN RESIDENT,PSB=DMSPART, FOR DMS/3770 
PGMTYPE=CTP, ,l) 

TRANSACT CODE=PARTDMS, 
PRTY=C7,10,2), 
SPA=C300,CORE> 

APPLCTN RESIDENT,PSB=DFSSAM03, 
PGMTYPE=CTP,, l> 

TRANSACT CODE=DSPINV, 
PRTY=C7,10,2), 
INQUIRY=YES, 
MODE=SNGL 

~PPLCTN RESIDENT,PSB=DFSSAM04, 
PGMTYPE=CTP,, l> 

TRANSACT CODE=ADDPART, 
PRTY=C7,10,2), 
INQUIRY=NO, 
MODE=SNGL 

TRANSACT CODE=ADDINV, 
PRTY=C7,10,2), 
INQUIRY=NO, 
MODE=SNGL 

TRANSACT CODE=DLETPART, 
PRTY=C7,10,2), 
INQUIRY=NO, 
MODE=SNGL 

COPY OF DFSSAM02 
MODIFIED FOR USE WITH 

A DMS/3770 FP 

* 
* 
* 
* 

* 
* 
* 

* 
* 
* 
* 

* 
* 
* 
* 

* 
* 
* 

* 
* 
* 
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TRANSACT CODE=DLETINV, 
PRTY=C7,10,2), 
INQUIRY=trn, 
MODE=SNGL 

APPLCTH RESIDEHT,PSB=DFSSAM05, 
PGMTYPE= CTP I .1) 

TRANSACT CODE=CLOSE, 
PRTY=C7,10,2), 
IHQUIRY=NO, 
MODE=SNGL 

APPLCTN RESIDENT,PSB=DFSSAM06, 
PGMTYPE=CTP I .1) 

TRANSACT CODE=DISBURSE, 
PRTY=C7,10,2), 
INQUIRY=NO, 
MODE=SNGL 

SPACE 3 
APPLCTN RESIDENT,PSB=DFSSAM07, 

PGMTYPE=CTP I, l) 
TRANSACT CODE=DSPALLI, 

PRTY=C7,10,2), 
INQUIRY=YES, 
MODE=SHGL 

*********************************************************************** 
TRANSACTIONS FOR HOS PRINTER SUPPORT 

*********************************************************************** 
APPLCTN PSB=FORMSET,PGMTYPE=TP 
TRANSACT CODE=FORMSET,MODE=SNGL 
APPLCTN PSB=APAK,PGMTYPE=TP 
TRANSACT CODE=APAK,MODE=SNGL 

*********************************************************************** 
SPACE 3 
TITLE 'TERMINAL DEFINITIONS' 

*********************************************************************** 
***** 
***** 
***** 

TERMINAL DEFINITIONS 

LOCAL READER, PUNCH, PRINTER, SPOOL 

***** 
***** 
***** 

*********************************************************************** 

PRINTER LINEGRP DDNAME=PRINTER, 
UNITYPE=PRIHTER 

LINE ADDR=OOF 
TERMINAL 
NAME PRINTER 

* 
* 
* 

* 
* 
* 

* 
* 
* 

* 
* 
* 

* 
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RE~D:::R 

PUNCH 

SPOOL 

LINEGRP DDNAME=READER, 
UNITYPE=READER 

LINE ADDR=OlC 
TERMINAL LTERM=PRINTER 

L INEGRP -_DDNAME=PUNCH, 
UNJTYP E=PUNCH 

LINE ADDR=OlD 
TERMINAL 
NAME SPOOL2 -FOR DATA DICTIONARY 

LINEGRP DDNAME=CSPL1,SPL2,SPL3), 
UNITYPE=SPOOL 

LINE BUFSIZE=l420 
TERMINAL FEAT=AUTOSCH 
NAME SPOOll -FOR DATA DICTIONARY 

*********************************************************************** 
** BTAM 3770/2770 TERMINAL DEFINITION ***** 
*********************************************************************** 

LINEGRP DDNAME=BSC3770P,UNITYPE=2770,CODE=EBCDIC 

LINE ADDR=074,FEAT=BUFEXP 

TERMINAL ADDR=Cl,COMPT=CPTR,CARD,PTR),FEAT=Cl,BUFEXP) 

NAME PTR3770,COMPT=l 
NAME PCH3770,COMPT=2 
NAME DSK3770,COMPT=3 

* 
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IMS REMOTE 3770 

TYPE UNITYPE=SLUTYPEl 

************************************h*************************~******** 
** 3770 PROGRAMMABLE DEFINITIONS FOR BATCH LU Cl> ***** 
*********************************************************************** 

P70LU1 

C70LU1 

TERMINAL HAME=P70LU1. NAME CHANGE FOR ABOVE LU 
COMPTl=COHSOLE, 
COMPT2=CTRANSDS1,MFS-SCS2>. 
COMPT3=CPRINTDSl.MFS-SCSll, 
COMPT4=USERDS1 

NAME P70CON 
NAME P70TRAN,ICOMPT=2 
NAME P70INTR,COMPT=3 
NAME P70USER.ICOMPT=4 
NAME P70USER1,COMPT=4 
NAME P70USER2,COMPT=4 

TERMINAL NAME=C70LU1, SAME LU AS P70LU1 BUT 

NAME 
NAME 
NAME 
NAME 
NAME 
NAME 

COMPTl=CONSOLE, 
COMPT2=CREADER1,MFS-SCS2), 
COMPT3=CPUNCH1,MFS-SCS2), 
COMPT4=USERDS1 
C70CON 
C70RDR,ICOMPT=2 
C70PUN,COMPT=3 
C70USER,ICOMPT=4 
C70USER1,COMPT=4 
C70USER2,COMPT=4 

BECAUSE OF 4 COMP LIMIT IN 
IMS, NEED THIS FOR CARD 

SUPPORT 

* 
* 
* 
* 

* 
* 
* 
* 
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IMS LOCAL 3274-

*********************************************************************** 
** 3274-lA SNA CHANNEL ATTACHED PRINTERS ***** 
*********************************************************************** 

LHAPA07 TERMINAL NAME=LHAPA07, 
COMPTl=CCONSOLE,BASIC-SCSl), 
MODETBL=scs, 
OUTBUF=768 

NAME LHAPA07 

LHAPA08 TERMINAL NAME=LHAPA08, 
COMPTl=CCONSOLE,MFS-SCSl), 
OUTBUF=768 

NAME LHAPA08 

IMS REMOTE 3274 PRINTERS 

*********************************************************************** 
** 3274-lC SDLC ATTACHED PRINTERS ***** 
*********************************************************************** 

SDLCPA07 TERMINAL NAME=SDLCPA07, 
COMPTl=CCONSOLE,BASIC-SCSl>, 
MODETBL=scs, 
OUTBUF=768 

NAME SDLCPA07 

SDLCPA08 TERMINAL NAME=SDLCPA08, 
COMPTl=CCONSOLE,MFS-SCSl), 
OUTBUF=768 

NAME SDLCPA08 

* 
* 
* 

* 
* 

* 
* 
* 

* 
* 
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IMS REMOTE 3276 PRINTER 

*********************************************************************** 
** 3276 SDLC ATTACHED PRINTERS ***** 
*********************************************************************** 

SPACE 4 
SDLC76P7 TERMINAL NAME=SDLC76P7, 

COMPTl=CCONSOLE,BASIC-SCSl), 
MODETBL=scs. 
OUTBUF=768 

NAME SDLC76P7 

SDLC76P8 TERMINAL NAME=SDLC76P8, 
COMPTl=CCONSOLE,MFS-SCSl), 
OUTBUF=768 

NAME SDLC76P8 

IMS REMOTE 3790 PRINTERS 

*********************************************************************** 
** NODE=BP379011 LTERM=BPll 3790 BULK PRINT l ***** 
*********************************************************************** 

BP379011 TERMINAL NAME=BP379011, 
COMPTl=CPRINTERl,MFS-SCSl), 
MODETBL=BLK3790 

NAME BPll 
*********************************************************************** 
** NODE=BP379012 LTERM=BP12 3790 BULK PRINT 2 ***** 
*********************************************************************** 

BP379012 TERMINAL NAME=BP379012, 
COMPTl=CPRINTERl,BASIC-SCSl), 
MODETBL=BLK3790 

NAME BP12 

IMS REMOTE 3790 TYPE 2 BATCH 

*********************************************************************** 
***** 3790 TYPE 2 BATCH ***** 
*********************************************************************** 

* 
* 
* 

* 
* 

* 
* 

* 
* 
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BT3790ll TERMINAL NAME=BT3790ll, 
COMPTl=CPRINTERl,MFS-SCSl), 
COMPT2=CPRINTDSl,MFS-SCSl), 
COMPT3=CTRANSDS1,MFS-SCS2), 
SEGSIZE=256, 
OUTBUF=256, 
MODETBL=BAT23790, 
OPTIONS=CNORESP,OPNDST,NBSELM,NODISCON> 

NAME BTllMSG,COMPT=l 
NAME BTllPDS,COMPT=2 
NAME BT11TDS,ICOMPT=3 

BT379012 TERMINAL NAME=BT379012, 
COMPTl=CPRINTERl,MFS-SCSl), 
COMPT2=CPRINTDS1,MFS-SCS1), 
COMPT3=CTRANSDS1,MFS-SCS2), 
SEGSIZE=256, 
OUTBUF=256, 
MODETBL=BAT23790, 
OPTIONS=CNORESP,OPNDST,NBSELM,DISCON) 

NAME BT12MSG,COMPT=l 
NAME BT12PDS,COMPT=2 
NAME BT12TDS,ICOMPT=3 

IMS SLUTYPE2 DISPLAYS 

TYPE UNITYPE=SLUTYPE2 

*********************************************************************** 
***** 3274-lA SHA CHANNEL ATTACHED DISPLAYS ***** 
*********************************************************************** 

LHAPAOl TERMINAL NAME=LHAPAOl, 
TYPE=3270-Al,SIZE=Cl2,80), 

3278-1 

FEAT= IGNORE, 
OPTIONS=CTRANRESP,COPY,PAGDEL,OPNDST), 
OUTBUF=l536 

NAME LHAPAOl 

LHAPA02 TERMINAL NAME=LHAPA02, 3278-4 
TYPE=3270-A4,SIZE=C43,80), 
FEAT=IGNORE, 
OPTIONS=CTRANRESP,COPY,PAGDEL,OPNDST), 
OUTBUF=l536 

* 
* 
* 
* 
* 
* 
* 

* 
* 
* 
* 
* 
* 
* 

* 
* 
* 
* 

* 
* 
* 
* 
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NAME LHAPA02 
SPACE 4 

LHAPA03 TERMINAL NAME=LHAPA03, 3278-3 
TYPE=3270-A3,SIZE=C32,80), 
FEAT=IGNORE, 
OPTIONS=CTRANRESP,COPY,PAGDEL,OPNDST), 
OUTBUF=1536 

NAME LHAPA03 

LHAPBOl TERMINAL NAME=LHAPBOl, 3277-2 
TYPE=3270-A2,SIZE=C24,80), 
FEAT=IGNORE, 
OPTIONS=CTRANRESP,COPY.PAGDEL.OPNDST), 
OUTBUF=l536 

NAME LHAPBOl 

*********************************************************************** 
***** 3274-lC SDLC ATTACHED DISPLAYS ***** 
*********************************************************************** 

* 
* 
* 
* 

* 
* 
* 
* 

SDLCPAOl TERMINAL NAME=SDLCPAOl. 3278-4 * 
TYPE=3270-A4,SIZE=C43,80), 
FEAT=IGNORE, 
OPTIONS=CTRANRESP,COPY,PAGDEL,OPNDST), 
OUTBUF=3600 

NAME SDLCPAOl 

SDLCPA02 TERMINAL NAME=SDLCPA02, 3278-4 
TYPE=3270-A4,SIZE=C43,80), 
FEAT=IGNORE, 
OPTIONS=CTRANRESP,COPY,PAGDEL,OPNDST), 
OUTBUF=3600 

NAME SDLCPA02 

3278-3 SDLCPA03 TERMINAL NAME=SDLCPA03, 
TYPE=3270-A3,SIZE=C32,80), 
FEAT=IGNORE, 
OPTIONS=CTRANRESP,COPY,PAGDEL,OPNDST), 
OUTBUF=3600 

NAME SDLCPA03 

3278-3 SDLCPA04 TERMINAL NAME=SDLCPA04, 
TYPE=3270-A3,SIZE=C32,80), 
FEAT=IGNORE, 
OPTIONS=CTRANRESP,COPY,PAGDEL,OPNDST), 
OUTBUF=3600 

NAME SDLCPA04 

SDLCPBOl TERMINAL NAME=SDLCPBOl. 3277-2 

6320-6028 (2/79) SHA PRODUCT INSTALLATION GUIDE 

* 
* 
* 

* 
* 
* 
* 

* 
* 
* 
* 
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TYPE=3270-A2,SIZE=C24,80), 
FEAT=IGNORE, 
OPTIONS=CTRANRESP,COPY,PAGDEL,OPNDST), 
OUTBUF=3600 

NAME SDLCPBOl 

*********************************************************************** 
***** 3276 SDLC ATTACHED DISPLAYS ***** 
*********************************************************************** 
SDLC76Pl TERMINAL NAME=SDLC76Pl, 3276-12 * 

TYPE=3270-A2,SIZE=C24,80), * 
FEAT=IGNORE, * 
OPTIONS=CTRANRESP,COPY,PAGDEL,OPNDST), * 
OUTBUF=3600 

NAME SDLC76Pl 

SDLC76P2 TERMINAL NAME=SDLC76P2, 3278-2 
TYPE=3270-A2,SIZE=C24,80), 
FEAT=IGNORE, 
OPTIONS=CTRANRESP,COPY,PAGDEL,OPNDST), 
OUTBUF=3600 

NAME SDLC76P2 
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IMS REMOTE 3790 

*********************************************************************** 
***** 3790/3270 COMPATIBILITY MODE - 3790 ***** 
*********************************************************************** 

CM379011 TERMINAL NAME=CM3790ll. 
MODEL=2, 
FEAT=CPFK,NOCD,PEN>, 
OPTIONS=CTRANRESP,COPY,PAGDEL,OPNDST), 
OUTBUF=l536 

NAME CMll 

IMS REMOTE 3770 PROGRAMMABLE 

TYPE UNITYPE=SLUTYPEP 

*********************************************************************** 
***** SLUTYPEP - 3770 SNA PROGRAMMABLE COMMUNICATIONS ***** 
*********************************************************************** 

* 
* 
* 
* 

BA3770PV TERMINAL NAME=BA3770PV, 
MSGDEL=SYSINFO, 
COMPTl=CPROGRAMl,BASIC), 

OLD NAME FOR PC SESSION * 

P70LU2 

P70LU3 

DELETE THIS TERMINAL AFTER * 
NCP HAS P70LU2 DEFINED * 

OPTIONS=CFORCRESP,PAGDEL,OPNDST,OPTACK,BID>, 
OUTBUF=256, 
SEGSIZE=256 

NAME l.SNAPC70 

TERMINAL NAME=P70LU2, 
MSGDEL=SYSINFO, 
COMPTl=CPROGRAMl,BASIC), 
OPTIONS=CFORCRESP,PAGDEL,OPNDST,OPTACK,BID), 
OUTBUF=256, 
SEGSIZE=256 

NAME P70PC2 

TERMINAL NAME=P70LU3, 
MSGDEL=SYSINFO, 
COMPTl=CPROGRAMl,BASIC), 
OPTIONS=CFORCRESP,PAGDEL,OPNDST,OPTACK,BID), 
OUTBUF=256, 
SEGSIZE=256 

t\AME P70PC3 

* 
* 

* 
* 
* 
* 
* 

* 
* 
* 
* 
* 
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*********************************************************************** 
***** ***** 
***** 
***** 

SLUTYPEP - 3790 USER PROGRAMS - 3790 ***** 
***** 

*********************************************************************** 

UP3790ll TERMINAL NAME=UP379011, 
MSGDEL=SYSINFO, 
COMPTl=CPROGRAMl,BASIC>, 
OPTIONS=CFORCRESP,PAGDEL,OPNDST,OPTACK,BID>, 
OUTBUF=256, 
SEGSIZE=256 

NAME UPllPl 

TITLE 'TERMINAL DEFINITIONS - 3790 INQUIRY' 
TYPE UNITYPE=3790 

********************************************************~************** 
***** 3790 INQUIRY ***** 
***** 
***** 
***** 

NODE=INQ02 LTERM=INQ02 
***** 
***** 
***** 

*********************************************************************** 
INQ02 TERMINAL NAME=INQ02, 

OUTBUF=256, 
OPTIONS=CNOPNDST) 

NAME INQ02 

* 
* 
* 
* 
* 

* 
* 
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IMS REMOTE 3270 

TYPE UHITYPE=3270 ***** 

*********************************************************************** 
***** VTAM 3270 TERMINAL DEFIHITIOHS ***** 
***** ***** 
***** SDLC 3271 CONTROLLER ***** 
***** ***** 
***** NODE=LU3270VO LTERM=LU3270VO 3277 ***** 
***** NODE=LU3270V7 LTERM=LU3270V7 3286 ***** 
***** ***** 
***** ***** 
***** LOCAL 3270 CONTROLLER ***** 
***** ***** 
***** HODE=LU4CO LTERM=LU4CO 3277 ***** 
***** ***** 
*********************************************************************** 

LU4CO TERMINAL HAME=LU4CO, 
UHIT=3277, 
MODEL=2, 
FEAT=CPFK,NOCD,PEH), 
OPTIOHS=CTRANRESP,PAGDEL,OPHDST> 

HAME LU4CO 

LU3270VO TERMINAL NAME=LU3270VO, 
UHIT=3277, 
MODEL=2, 
FEAT=CPFK,NOCD,PEH>, 
OPTIONS=CTRAHRESP,COPY,PAGDEL,OPHDST) 

NAME LU3270VO 

LU3270V7 TERMINAL NAME=LU3270V7, 
UNIT=3286, 
MODEL=2, 
PTRSIZE=l20 

NAME LU3270V7 
TITLE ' ' 

*********************************************************************** 

* 
* 
* 
* 

IMSGEH SUFFIX=O, * 
NODE=CIMS115,IMS115,IMS115), * 
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OBJDSET=IMS115.0BJSUFO, * 
USERLIB=IMS115.RESLIB, * 
MACLIB=UTILITY, * 
PROCLIB=NO, * 
ASM=H, * 
ASMPRT=ON, * 
LKPRT=CXREF,LIST>,LKSIZE=C300K,60K),LKRGN=400K, * 
JCL=CYGH1,C3MD3665L00065Y>,IMS,A,CREGION=2048K,MSGLEVEL=* 
l,CLASS=N>>, 
SCL=Cl) 

*********************************************************************** 
***** END OF SYSTEM DEFINITION FOR IMS5 ***** 
*********************************************************************** 

END 
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IBM 3770: 

IBM 3790: 

Modetab 
Switched 
Leased 
RTAM 
POWER .....• 
JES2 ••••••• 
USS TAB 
CI CS/VS 
IMS/VS 

Modetab 
Switched 
Leased 
POWER 
RTAM 
JES2 
Local 
TCAM 
CI CS/VS 
IMS/VS 

IBM 3767: Modetab 
Switched 

IBM 3270: 

Leased 
Start-Stop 
USSTAB •••••••.• 
CICS/VS ••.••.. 

Model 3~71 and 3272 Control 
Modetab 
BSC Leased 
Logtab 
Local 
Local CACF/VTAM> •• 
USSTAB •••••••••• 
SDLC 
TCAM CLOCAU 
TCAM CREMOTE> 
CI CS/VS 
IMS/VS 

Units 

• • 1 • •• 
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4-4 
8-6 
7-44 
7-23 
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IBM 3274/3276: Model 3274 and 3276 Control 

ModetabCLocal> 

IBM 3650: 

ModetabCRemote) 
Local 
USSTAB 
SDLC .......•. 
BSC 
TCAM 
CI CS/VS 
IMS/VS 

Leased 

Units 

7-37 

4-10 
4-11 
9-2 
4-21 
7-42 
7-29 
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12-5 
12-14 
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Please comment on the usefulness and readability of the 
publication, suggest additions and deletions, and list 
specific errors and omissions (give page numbers>. IBM 
may use or distribute any of the information you supply 
in any way it believes appropriate without incurring any 
obligation whatever. 

COMMENTS 

Thank you for your cooperation. Fold form on two lines, 
tape, and mail to the address on the reverse side. 



Your comments, please ••• 

Your comments on the other side of this form will help us improve 
future editions of this publication. Each reply will be carefully 
reviewed by the person(s) responsible for writing and publishing 
this material. 
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