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RSP(INIT-OTHER-CO) RSP(RNAA) 

LUI is avai lable 
bits 2-3, (reserved if LUI is 

avai lable) 
00 LUI session 1 imit 

exceeded 
01 reserved 
10 LUI is not currently 

able to comply with the 
PLU/SLU specification 

11 reserved 
bit 4, 0 existing SSCP to LU path 

1 no existing SSCP to LU path 
bit 5, reserved 
bits 6-7, 00 reserved 

01 LUI is PLU 
10 LUI is SLU 
11 reserved 

LU2 Status: 
bit 0, reserved 
bit 1, 0 LU2 is unavailable 

1 LU2 is avai lable 
bits 2-3, (reserved if LU2 is 

avai lable) 
00 LU2 session 1 imit 

exceeded 
01 reserved 
10 LU2 is not currently 

able to comply with the 
PLU/SLU specification 

11 reserved 
bit 4, 0 existing SSCP to LU path 

1 no existing SSCP to LU path 
bit 5, reserved 
bits 6-7, 00 reserved 

01 LU2 is PLU 
10 LU2 is SLU 
11 reserved 

RSP(RNAA); PU_T415-->SSCP, Norm; FMD NS(c) 

0-2 X'410210' NS header 
3-5 Set to same value as bytes 3-5 in RNAA 

request: 
3-4 Network address of target link, 

adjacent 1 ink station, or LU 
5 Assignment type 
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RSP(RNAA) RSP(ROUTE-TEST) 

6 Number of network addresses returned 
7-8 Network address assigned: adjacent 

link station address for assignment 
type 0; SF.LU network address for 
assignment type 1; LU address for 
assignment type Z 

9-n Any additional network addresses 
assigned (two-byte multiples), in the 
same format as bytes 7-8; the order of 
the network addresses returned 
corresponds to the order of the 
entries (bytes 7-n) in the RNAA 
request 

RSP(ROUTE-TEST); PU_T415-->SSCP, Norm; FMD 
NS(ma) 

O-z X'410306' NS header 
3 Format: X'Ol" 
4 Count of the' number of Route Data 

fields 
5-13 Route Data: information about the ERs 

5 

6 

4-174 

or VRs that were tested. 
Virtual route identifier: 
bits 0-3, VRN of the VR tested 
bits 4-5, reserved 
bits 6-7, transmission priority field 

of the VR tested 
VR status: 

X'OO' V~ is not defined 
X'Ol' VR is in reset state 
X'OZ' activation of the VR is 

pending notification of the 
activation of the underlying 
ER 

X'03' an NC-ACTVR was sent to 
activate the VR, but no 
RSP(NC-ACTVR) has been 
received 

X'04' an NC-ACTVR was received to 
activate the VR, but no 
RSP(NC-ACTVR) has been sent 

X'05' an NC-DACTVR(Orderly) has been 
sent, but no RSP(NC-DACTVR} 
has been received 

x'06' an NC-DACTVR(Orderly} was 



7 

8 

RSP(ROUTE-TEST) 

received, but no 
RSP(NC~DACTVR) has been sent 

X'07' an NC-DACTVR(Forced) was 
received, but no 
RSP(NC-DACTVR) has been sent 

x'08' an NC-DACTVR(Forced) was sent 
but no RSP(NC-DACTVR) has been 
received 

X'09' VR is active 
bits 0-3, reserved 
bits 4-7, ERN of the ER tested 
ER status: 

X'OO' ER is not defined and not 
currently operative 

X'OI' ER is defined but not 
currently operative 

X'02' ER is defined and operative, 
but not currently active 

X'03' an NC-ER-ACT was sent, but no 
NC-ER-ACT-REPLY has been 
received 

X'04' an NC-ER-ACT was received, but 
no NC-ER-ACT-REPLY has been 
sent 

X'05' an NC-ER-ACT was received and 
an NC-ER-ACT-REPLY was sent; 
an NC-ER-ACT was sent, but no 
NC-ER-ACT-REPLY has been 
received 

X'06' an NC-ER-ACT was received but 
no ER is defined; should the 
ER subsequently become 
defined, an NC-ER-ACT will be 
sent 

X'07' an NC-ER-ACT was received and 
an NC-ER-ACT-REPLY was sent 
(no NC-ER-ACT has been sent 
from this end) 

x'08' ER is active and each node on 
the ER supports ER-VR 
protocols 

X'09' ER i5 operative but not 
currently defined 

X'OA' ER is active and traverses a 
node that does not support 
ER-VR protocols 
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RSP(ROUTE-TEST) RSP(STSN) 

9-12 Subarea address of the adjacent node 
through which the ER being tested 
flows from this node 

13 Transmission group number of the TG 
(to the node identified in bytes 9-12) 
over which the ER being tested flows 
from this node 

14-n Any additional 9-byte entries in the 
same format as bytes 5-13 

RSP(STSN); SLU-->PLU, Exp; SC 

o 
1 

4-176 

X'A2' request code 
bits 0-1, result code for S-->P action 
code in the request (related data in 
bytes 2-3) 
bits 2-3, result code for P-->S action 

code in the request (related 
data in bytes 4-5) 
Note 1: Values for either 
result code are: 

For set or ignore action 
code: 

01 ignore (other values 
reserved); appropriate 
bytes 2-3 or 4-5 
reserved 

For sense action code: 
00 for LU-LU session type 

0: user-defined 
meaning; for all other 
LU-LU session types: 
reserved (appropriate 
bytes 2-3 or 4-5 
reserved) 

01 reserved 
10 secondary 

ha1f-session's sync 
point manager does not 
maintain or cannot 
return a val id 
transaction processing 
program sequence number 
(appropriate bytes 2-3 
or 4-5 reserved) 

11 transaction processing 



RSP(STSN) 

program sequence 
number, as known at the 
secondary, is returned 
in bytes 2-3 or 4-5, as 
appropriate 

For set and test action 
code: 

00 for LU-LU session type 
0: user-defined 
meaning; for all other 
LU-LU session types: 
inval id sequence 
numbers have been 
detected by the 
secondary (appropriate 
bytes 2-3 or 4-5 return 
the secondary 
transaction processing 
program sequence 
number) 

Note 2: inval id 
determination results when 
the sequence number 
indicated could not have 
occurred. For example, the 
mounting of an incorrect 
sync point log tape by the 
operator at one of the LUs 
would cause this condition. 

01 value received in STSN 
request equals the 
transaction processing 
program sequence number 
value as known at the 
secondary (appropriate 
bytes 2-3 or 4-5 return 
the secondary's value 
for the transaction 
processing program 
sequence number) 

10 secondary 
half-session's sync 
point manager does not 
nlaintain or cannot 
return a val id 
transaction processing 
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RSP(STSN) 

program sequence number 
(appropriate bytes 2-3 
or 4-5 reserved) 

11 value received in STSN 
request does not equal 
the transaction 
processing program 
sequence number value 
as known at the 
secondary (appropriate 
bytes 2-3 or 4-5 return 
the secondary's value 
for the transaction 
processing program 
sequence number) 

bits 4-7, reserved 
2-3 Secondary-ta-primary normal-flow 

sequence number data to support S-->P 
result code, or reserved (see Note 1 
above) 

4-5 Primary-to-secondary normal-flow 
sequence number data to support P-->S 
result code or reserved (see Note 1 
above) 

4-178 

Note 2: Where the STSN request 
spec i f i ed as acti on codes two "sets," 
two "ignores," or a combination of 
"set" and "ignore," the positive 
response RU optionally may consist of 
one byte-~X'A2' (the STSN request 
code)--rather than all six bytes. 



Control Vectors and Control Lists 

CONTROL VECTORS AND CONTROL LISTS 

The following table shows, by key 
value, the requests and responses that 
carry the specific control vector: 

Control Vector ~ Requests or 
Responses Carrying 
the Vector 

X'OO' 
X '01' 
X'02' 
X'03' 
X'04' 
X'OS' 
X'06' 

X'Ol' 
x'08' 
X'Og' 

X'OB' 
X'OC' 
X'OD' 
X'FE' 

RSP(ACTLU) 
SETCV (NS(c» 
SETCV (NS(c» 
SETCV (NS(c» 
SETCV (NS(c» 
SETCV (NS(c» 
ACTCDRM, 
RSP(ACTCDRM) 
RSP(ACTPU) 
SETCV (NS(ma» 
ACTCDRM, ACTPU, 
RSP(ACTCDRMIACTPU) 
ACTPU 
RSP(ACTLU) 
CINIT 
RSP(ACTCDRMIACTPUI 
ACTLUICINIT) 

The following table shows, by list 
type, the requests and responses that 
carry the specific control list: 

Control List ~ Requests or 
Responses Carrying 
the List ---

X'OI' +RSP(DSRLST) 

The control vectors are defined as 
follows (with zero-origin indexing of 
the vector bytes--see the individual 
RU description for the actual 
displacement within the RU): 
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Control Vectors 

SSCP-LU Session Capabilities Control Vector 
o Key: X'OO' 
1 Maximum RU size sent on the normal 

flow by either half-session: if bit 0 
is set to 0, then no maximum is 
specified and the remaining bits 1-7 
are ignored; if bit 0 is set to 1, 
then the byte is i nterprEited as X' ab' 
= a·2**b (Notice that, by definition, 
a~8 and therefore X'ab' is a 
norma I i zed float i ng po i nt 
representation.) See RU Sizes 
Corresponding to X'ab' in BIND for all 
posslble values. 

2-3 LU Capabilities 
2 bit 0, character-coded capability: 

o the SSCP may not send 
unsol icited character-coded 
requests; a solicited 
request is a reply request 
or a request th.t carries 
additional error 
information to supplement a 
previously sent negative 
response or error 
information after a 
positive response has 
already been sent 
the SSCP may send 
unsolicited cha'racter-coded 
requests 

bit 1, field-formatted capability: 
o the SSCP may not send 

unsolicited field-formatted 
requests 
the SSCP may send 
unsolicited field-formatted 
requests 

2-3 bits 2-15, reserved 
4 Reserved 
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Date-Time 
o 
1-12 

13-20 

Control Vector 
Key: X'Ol' 

Control Vectors 

Date, in EBCDIC: MM/DD/YY.ddd (MM = 
month; DD = day of month; YY = year; 
ddd = Nth day of year, 1-366) 
Time, in EBCDIC: HH.MM.SS (HH = hours; 
MM = minutes; SS = seconds) 

Subarea Routing Control Vector 
o Key: X'02' 
1 Subarea address (left-justified) 

SDLC Secondary Station Control Vector 
o Key: X'03' 
1 Reserved 
2 PU type identifier for SPU: 

bits 0-4, reserved 
bits 5-6, 01 PU T2 

10 PU-Tl 
bit 7, reserved 

3 Type modifier: 

4 
5 

bit 0, (reserved except when byte 2 
identifies PU Tl) 
o ~ TS Profile 2 
1 TS Profi le 2 

bit 1, 0 discontinue link-level 
contact with adjacent 
PU Tl 12 node if the PU T4 
initiates an auto network 
shutdown procedure for the 
ssep controlling that 
PU Tl 12 node 
continue 1 ink-level contact 
with adjacent PU Tl 12 node 
if the PU T4 initiates an 
auto network shutdown 
procedure for the SSCP 
controlling that PU Tl12 
node -

bits 2-7, reserved 
SDLC BTU send limit 
Maximum consecutive BTUs sent from the 
primary station to the specified 
secondary station without another 
secondary station on the link being 
polled or being sent BTUs 
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Control Vectors 

6 Error retry indicator 
7-8 Link error recovery control 

information 
9-10 Byte count of maximum BTU size 

permitted to be sent to the adjacent 
1 ink station represented by the 
specified SPU 

LU Control Vector 
o Key: X'04' 
1 Local address form of LU network 

2 

3 
4 

Channel 
a 
1-2 

address 
bits 0-1, 
bits 2-7, 

reserved 
secondary CPMGR's receive 
pacing count 

Reserved, set to a value of 
Scheduling priority to be used for the 
BF.TCs supporting secondary 
half-sessions involving the specified 
LU: 
X'01' 
X'02' 

low priority (batch) 
high priority (interactive) 

Control Vector 
Key: x'as' 
Channel delay: mInImum interval 
between successive inbound 
transmissions (binary, in tenths of a 
second) 

CORM Control Vector (Carries information on the 
capabil ities of the SSCP sending the 
control vector.) 

a Key: X'a6' 
1 Length, in binary, of Description 

field (x'aO' = no Description field 
present) 

2-n Description Field 
2 CORM prof i 1 e --:x-rDa' (on 1 y va 1 ue 

defined) 
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CORM usage: 
bit a, a name pair session key 

(x'a6') supported 
name pair session key not 
supported 

bit 1, a address pair session key 



(X'01 l ) not sUilported 
address pair session key 
supported 

bit 2, 0 parallel sessions not 
supported 

1 
bit 3. 0 

parallel sessions supported 
URC not supported by SSCP 
(and all PLUs within its 

bit 4, 
bit 5, 

bit 6, 

bit 7, 

domain) in cross-domain 
session initiation 
URC supported by SSCP (and 
all PLUs within its domain) 
in cross-domain session 
initiation 

reserved 
o PCID session key (X'OS') 

not supported 
1 PCID session key supported 
o CDSESSEND from SSCP(SLU) 

and CDINIT(Format 2) not 
supported; requires NS-LSA 
to reset session knowledge; 
therefore, all sessions 
managed by the SSCP use 
virtual routes mapping to 
ERO from the subarea of the 
SLU to the subarea of the 
PLU 
CDSESSEND from SSCP(SLU) 
and CDINIT(Format 2) 
supported; NS-LSA is not 
used to reset session 
knowledge; therefore, no ER 
restrictions exist for 
sessions managed by this 
SSCP 

o Format 2 CDSESSEND not 
supported 
Format 2 CDSESSEND 
supported 

Note: If the control vector is 
omitted or the length is 0, the 
corresponding request or response 
implicitly specifies that the name 
pair session key is supported and the 
others are not. 

SNA Reference Summary 4-183 



Contro I Vec'tors 

4-n Reserved 

PU FMD-RU-Usage Control Vector 
o Key: X'07' 
1 bits 0-5, reserved 

2-7 

Intensive 
o 
1 

bit 6, adjacent PU load capability 
(initialized to 0 by the 
PU T2): 
0- adjacent PU cannot load the 

PU T2 node 
adjacent PU can load the 
PU T2 node (set by the 
boundary function in the 
adjacent subarea node) 

bit 7, FMD request capability of the 
node: 

Reserved 

o PU cannot receive FMD 
requests from the SSCP 
PU can receive FMD requests 
from the SSCP 

Mode Control Vector 
Key X'08' 
bit 0, 0 reset intensive mode 

1 set intensive mode 
bits 1-7, reserved 
Maximum number of intensive mode 
records (IMRs) 

Activation Request/Response Sequence Identifier 
Control Vector 

o Key: X'09' 
I Length, in binary, of Vector Data 

field 
2-9 Vector Data Field 
2-9 Activation request/response sequence 

identifier: an eight-byte binary 
value, generated by the sender of 
ACTCDRM, RSP(ACTCDRM), ACTPU, and 
echoed in RSP(ACTPU), and used by the 
receiver to determine whether the 
current RU supersedes a previously 
received RU from the same sender (If 
the current RU has an activation 
request/response sequence identifier 
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SSCP-PU 
o 
1 

2 
2 

Control Vectors 

value greater than the corresponding 
activation request/response sequence 
identifier value of the earl ier ACTPU, 
ACTCDRM, or RSP(ACTCDRM), the current 
RU is accepted and processed, whi le 
the earlier RU is superseded. The 
eight-byte field has the following 
characteristic: If nl was generated 
at time tl, and n2 was generated at 
time t2, and tl < t2, then nl < n2.) 

Session Capabil ities 
Key: X'OB' 
Length, in binary, 
field 
Vector Data Field 

Control Vector 

of Vector Data 

~ --O--NS-LSA required 
1 NS-LSA not required 

bit 1, 0 adjacent 1 ink station 
network address not 
supported 
adjacent 1 ink station 
network address supported 

bits 2-7, reserved 

LU-LU Session Services Capabi I ities Control 
Vector 

o 
1 

Key: X'OC' 
Length, in binary, of vector data 
field 
Vector Data Field 
bits 0-3, primary LU capabi 1 ity: 

0000 cannot ever act as 
primary LU 

0001 cannot currently act 
as primary LU 

GOlD reserved 
0011 can now act as 

primary LU 
bits 4-7, secondary LU capabi 1 ity: 

0000 cannot ever act as 
secondary LU 

0001 cannot currently act 
as secondary LU 

0010 reserved 
0011 can now act as 
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Control Vectors 

secondary LU 
3-4 LU-LU session limit (where a value of 

a means that no session I imit is 
specified) 

5-6 LU-LU session count: the number of 
LU-LU sessions that are not reset, for 
this LU, and for which SESSEND will be 
sent to the SSCP 

7 bit 0, parallel session capability: 
a paral leI sessions not 

supported 
1 parallel sessions supported 

bit 1, a do not send NOTIFY at the 
completion of (LU,LU) 
session deactivation 
send NOTIFY at the 
com~letion of the (LU,LU) 
session deactivation 

bits 2-7, reserved 
8-15 Mode table name: an eight-character 

symbolic name (implementation and 
installation dependent) that 
identifies the mode table that 
contains the mode name (A value of 
eight space (X'40') characters means 
that the mode table name is to be 
selected by the SSCP.) 

Mode/Class-of-Service/Virtual-Route-Identifier-List 
Control Vector 

a 
1 

2-n 
2-9 

10-17 

18-n 
18 

4-186 

Key: X'OD' 
Length, in binary, of vector data 
field 
Vector Data Field 
Mode name: an eight-character symbolic 
name (implementation and installation 
dependent) that identifies the set of 
rules and protocols to be used for the 
session; used by the SSCP(SLU) to 
select the BIND image that wi II be 
used by the SSCP(PLU) to build the 
CINIT request 
COS name: symbolic name of class of 
service in EBCDIC characters 
Virtual Route Information 
Length (in bytes)--including format, 



19 

20 

Control Vectors 

type, number of entries, and entries 
of Virtual Route Information field 

of virtual route identifier Format 
list: 
X'OO' 

Type of 
X'OO' 

format 0 (only value defined) 
virtual route required: 
only virtual routes mapping to 
ERO from the subarea of the 
SLU to the subarea of the PLU 
may be used 

X'OI' virtual routes mapping to any 
ERN may be used 

21 Number of entries in the virtual route 
identifier list 

22-n Virtual route identifier list: 
two-byte (VRN, TPF) entries where VRN 
is one byte and TPF is one byte 

Control Vector Keys Not Recognized Control 
Vector 

o Key: X'FE' 
1 Length, in binary, of vector data 

field 
2-n Vector Data Field 
2 Control-vector key value not 

recognized in corresponding request 
3-n Any additional unrecognized control 

vector keys 
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Control Lists 

control lists are defined, by type, as 
follows (with zero-origin indexing of 
the list bytes; see the individual RU 
description for the actual 
displacement within the RU): 

Type X'OI ': LU Status Control List Entry 
o LU status 

bit 0, reserved 
bit 1, 0 LU is unava i I ab I e 

1 LU is available 
bits 2-3, (if LU is unavailable) 

00 LU session count 
exceeded 

01 LU is being taken down 
(not accepting new 
sessions) 

10 LU is not currently 
able to comply with the 
PLU/SLU specification 

11 reserved 
bit 4, 0 existing SSCP to LU path 

1 no existing SSCP to LU path 
bits 5-7, reserved 
LU information: 
bit 0, 0 LU does not reside in a 

PU T5 node 
1 LU-resides in a PU_T5 node 

bits 1-6, reserved 
bit 7, 0 LU is accepting 

INITIATEs/logons 
LU is temporarily not 
accepting INITIATEs/logons 

2-3 Session count (range: 0-65535) 
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XID I-Field 

DLC XID INFORMATION-FIELD FORMATS 

o 

2-517 
2-5 

This section describes the formats of 
the information field of the XID 
command (sent by a primary link 
station) and response (sent by a 
secondary link station); XID Formats 
0, 1, and 2 apply to SDLC, and Format 
2 applies also to the System/370 
channel DLC. The response format for 
Formats 0 and' is also carried in the 
REQCONT request RU, which is sent from 
the PPU to the SSCP or PUCP. The 
contents of XID Format 2 sent and 
received are also included in the 
CONTACTED RU, which is sent from the 
PU to the SSCP or PUCP. 

bits 0-3, format of XID I-field: 
X'O' fixed format: only 

bytes 0-5 are 
included 

X',' variable format (for 
PU T' 12 to PU T415 
node exchanges): 
bytes O-p are 
included 

X'2' variable format (for 
PU T415 to PU T415 
node exchanges): 
bytes O-p are 
included 

bits 4-7, type of the XID-sending 
node: 
X'1' PU T1 
X'2' PU-T2 
X' 3' reserved 
X'4' subarea node (PU_T4 

or PU_T5) 
Length, in binary, of variable-format 
XID I-field; reserved for fixed-format 
XID I-field 
Node Identification 
bits 0-11, Block number: an IBM 

product specific number; see the 
individual product specifications for 
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XID I-Field 

6-p 
6-7 
8 

8 

9 

10-11 

4-190 

the specific values used 
bits 12-31, ID number: a binary value 

that, together with the 
block number, identifies a 
specific station uniquely 
within a customer network 
installation; the ID 
number can be assigned in 
various ways, depending on 
the product; see the 
individual product 
specifications for detai Is 

• End of Format 0 
Format 1 Continuation 
Reserved 
Link Station and Connection Protocol 
Flags--- -
bits 0-1, reserved 
bit 2, 1 ink-station role of XID 

sender: 
o sender is a secondary 1 ink 

station 
sender is a primary link 
station 

bit 3, reserved 
bits 4-7, 1 ink-station 

transmit-receive capabil ity: 
X'O' two-way alternating 
X'l' two-way simultaneous 

Characteristics of the node of the XID 
sender: 
bits 0-1, reserved 
bits 2-3, segment assembly capability 

of the path control element 
of the node: 

00 the Mapping field is 
ignored and PIUs are 
forwarded unchanged 

01 segments are assembled 
on a link-station basis 

10 segments are assembled 
on a session basis 

11 only whole BIUs are 
allowed 

bits 4-7, reserved 
Maximum I-field length that the XID 



sender can receive: 
bit 0, format flag: 

XID I-Field 

Obits 1-15 contain the 
maximum I-field length 
(only value defined) 

bits 1-15, maximum I-field length, in 
binary 

12 bits 0-3, reserved 
bits 4-7, SDLe command/response 

profile: 
X'O' SNA link profile 

(only value defined) 
Note: This profile refers 
to the mandatory 
command/response support on 
a SDLC link, as follows: 

For an SDLC link, having 
a point-to-point or 
multipoint configuration, 
the support required is: 

Commands 

I-frames 
RR 
RNR 
Test 
XID 
SNRM 
Disconnect 

Reject (Note 2) 

Responses 

I-frames 
RR 
RNR 
Test 
XID 
l:[A 
DM 
RD (Note 
1) 
Frame 
Reject 
Reject 
(Note 2) 

Note 1: The RD response is 
sent by the secondary 
station if and only if the 
SPU in its node receives a 
DISCONTACT request from its 
SSCP or PUCP. 
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13 

14-15 
16 

4-192 

Note 2: Reject is required 
only if both sender and 
receiver have two-way 
simultaneous transmit­
receive capabi I ity. 

For an SDLC link having a 
loop configuration, the 
support required is: 

Commands 

I-frames 
RR 
RNR 
Test 
XID 
SNRM 
Disconnect 
UP 

Configure 

Responses 

I-frames 
RR 
RNR 
Test 
XID 
UA 
OM 

Frame 
Reject 
Configure 
Beacon 
RD 
(Note) 

Note: The RD response is 
sent by the secondary 
station if and only if the 
SPU in its node receives a 
DISCONTACT request from its 
SSCP or PUCP. 

bits 0-1, reserved 
bit 2, SDLC initialization mode 

options: 
o SIM and RIM not supported 
1 SIM and RIM supported 

bits 3-7, reserved 
Reserved 
bit 0, reserved 
bits 1-7, maximum number of I-frames 

that can be received by the 



17 
18-m 
18 

19-m 

m+1-p 
m+1 
m+2-p 

8-p 
8 

9 

Reserved 

XID I-Field 

XID sender before an 
acknOWledgment is sent, with 
an impl ied modulus for the 
send and receive sequence 
counts--less than 8 impl ies 
a modulus of 8, 8 or greater 
impl ies a modulus of 128 

SDLC Address Assignment Field 
Length in bytes (or octersr-of the 
SDLe address to be assigned (bytes 
19-m) 
Secondary station address to be 
assigned 
Dial ~ of ~ Sender 
Number of dial digits 
Dial digits: any byte value of the 
form X'Fn' (O';n,;F) is val id 

• End of Format 1 
Format 2 Continuation 
bit 0, TG status: 

o TG inactive 
1 TG active 

bit 1, mu1tip1e-1 ink TG support: ° mult iple-l ink TG not 
supported 
multiple-l ink TG supported 

bits 2-3, segment assembly capabi I ity 
of the path control element 
of the node: 

00 segments are ignored 
and passed through 

01 segments are assembled 
on a I ink station basis 

10 segments are assembled 
on a session basis 

11 segments are not 
allowed 

bits 4-7, reserved 
FID types supported: 
bit 0, ° FID ° not -supported 

1 FID 0 supported 
bit 1, ° FID 1 not supported 

1 FID 1 supported 
Note: Neither bit 0 nor bit I 
~et to 1 when XID Format 2 
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10 
11-12 

13 
14-17 

18 

19 

20-27 

4-194 

is exchanged, but can be set by 
PU.SVC MGR when the contents of 
XID Format 2 is carried in the 
CONTACTED RU. 

bits 2-3, 
bi t 4, 0 

1 
bits 5-7, 
Reserved 

reserved 
FlO 4 not supported 
FlO 4 supported 

reserved 

Length, in binary, of maximum PIU that 
the XID sender can receive 
Transmission group number (TGN) 
Subarea address of the XID sender 
(right-justified with leading O's) 
bit 0, reserved 
bits 1-4, error status (set in reply 

to a previously received 
XID) : 
x'8' exchanged parameters 

in the XIOs are not 

X'9' 

X'A' 

x'e' 

compatible 
incompatible 
parameters in the XIO 
received for addition 
of the link station 
to currently active 
multiple-link TG (for 
example, maximum PIU 
length) 
TG is not defined 
(that is, no routing 
found) 
multiple-link TG 
support (byte 8, bit 
1) or OLe type (byte 
30) specified in the 
XIDs is incompatible 
with a link in the 
associated active TG 

bits 5-7, reserved 
CONTACT or load status of XID sender: 
X'OO' CONTACT has been received by 

an XID command sender 
X'07' XID response sender is already 

loaded 
IPL load module name: an 8-character 



28-29 
30 

31-p 

31 

32-33 

34 

35 

XJD j-Held 

EBCDIC symbolic name·of the IPL load 
module of the XID sender 
Note: X'40 ... 40' = no informatIon 
conveyed 
Reserved 
OLe type: 
X'OI' SOLC 
X'02' System/370 

channel--communication 
controller is the secondary 

OLe-Dependent Parameters 
• For SDLC 

bits 0-1, reserved 
bits 2-3, link-station role of XID 

bit 2, 

bit 3, 

sender: 
0 XID sender cannot be 

secondary 
I XID sender can be secondary 
0 XID sender cannot be 

primary 
XID sender can be primary 

Note:· A combination of 00 in 
bits 2-3 is reserved. 

bits 4-5, reserved 
bits 6-7, link station 

transmit-receive capability: 
00 two-way alternating 
01 two-way simultaneous 

Maximum I-field length, in binary, 
that the XID sender can receive 
bits 0-3, reserved 
bits 4-7, SOLe command/response 

prof i Ie: 
X'O' SNA link profile 

(only value defined) 
Note: See the Notes 
described in Format 1, byte 
12, for this profile. 

bits 0-1, reserved 
bits 2-3, SOLe initialization mode 

options: 
bit 2, 0 XID sender cannot send SIM 

nor receive RIM (or RQI) 
XID sender can send SIM and 
receive RIM (or RQI) 

bit 3, 0 XID sender cannot receive 

SNA Reference Summary 4-195 



XID I-Field 

36-37 
38 

39-43(=p) 
31-p 
31 

32-33 

34-35 
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SIM nor send RIM (or RQI) 
XID sender can receive SIM 
and send RIM (or RQI) 

bits 4-7, reserved 
Reserved 
bit 0, reserved 
bits 1-7, maximum number of I-frames 

that can be received by the 
XID sender before an 
acknowledgment is sent, with 
an implied modulus for the 
send and receive sequence 
counts--less than 8 implies 
a modulus of 8, 8 or greater 
implies a modulus of 128 

Reserved 
For System/370 Channel DLC 
Number of initial buffers suggested by 
the primary link station for the 
secondary link station to use for data 
transfer from primary to secondary 
(primary sets and secondary echoes) 
Note: X'OO' = no suggestion made. If 
byte 31 = X'OO' in the XID received, 
secondary uses the value defined by 
optional implementation and 
installation specific parameters and 
sends it to the primary 
Number of Read channel command words 
that primary issues to secondary in a 
channel program (primary sets and 
secondary echoes) 
Note: If secondary does not agree 
with the received value, secondary 
sends the value defined by 
implementation- and 
installation-specific parameters; byte 
18, bit 1, is set to 1. 
Number of data bytes allocated per 
Read channel command at primary 
(primary sets and secondary echoes) 
Note: If secondary does ~ot agree 
with the received value, secondary 
sends the value defined by 
implementation- and 
installation-specific parameters; byte 



XID I-Field 

18, bit I, is set to 1. 
36 Number of pad (X'OO') characters 

secondary transmits to primary 
immediately preceding each PIU to be 
sent (primary sets and secondary 
echoes) 
Note: I f secondary does not agree 
with the received value, secondary 
sends the value defined by 
implementation- and 
installation-specific parameters; byte 
18, bit I, is set to 1. 

37 bit 0, reserved for primary; for 
secondary: 

o secondary does not use the 
status modifier option for 
data transfer to primary 
secondary uses the status 
modifier option for data 
transfer to primary 

bit I, reserved 
bit 2, reserved for secondary; for 

primary: 
o if the TG specified in this 

XID is active, the 
secondary is to send an XID 
response with error status 
X I e'i n byte 18 
if the TG specified in this 
XID is active and 
associated with another 
System/370 channel, INOP is 
to be sent for the 
previously activated 
System/370 channel and the 
requested System/370 
channel is to be activated 

bits 3-7, reserved 
38-39 Reserved for primary; for secondary: 

the maximum interval (in tenths of a 
second) that the secondary delays 
between the time it has a PIU for the 
primary and the time it presents an 
Attention signal to the primary 

4o-41(=p) Reserved for primary; for secondary: 
the maximum interval (in tenths of a 
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second) that the secondary awaits a 
response to an Attention signal that 
has been sent to the primary before 
initiating inoperative link processing 



User Data Structured Subfield Formats 

The structured subfields of the User 
Data field are defined as follows 
(shown with zero-origin indexing of 
the subfield bytes--see the individual 
RU description for the actual 
displacement within the RU): 

• Structured subfield X'OO': 
unstructured data 

o Length of unstructured data field (if 
0, this field may be omitted entirely) 
X'OO' 

2-n Unstructured data 

o 

1 
2 

3-n 
n+l 

n+2-m 

• Structured subfreld X'OI': session 
qualifier 
Length of session qualifier field (if 
0, this field may be omitted entirely) 
X'OI' 
Length of primary resource qualifier 
(X'OO' means no primary resource 
qualifier is present: values 0 to 8 
are val id) 
Primary resource qualifier 
Length of secondary resource qualifier 
(X'OO' means no secondary resource 
qualifier is present: values 0 to 8 
are val id) 
Secondary resource qualifier 
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"" o o 

Mantissa (a) 

Exponent (bl 3 9 A (101 B (111 C (121 0(131 E (141 F (151 

0 8 9 10 11 12 13 14 15 

1 16 18 20 22 24 26 28 30 

2 32 36 40 44 48 52 56 60 

3 64 72 80 88 96 104 112 120 

4 128 144 160 176 192 208 224 240 

~ .. 256 288 320 352 384 416 448 480 

is T 512 576 640 704 768 832 896.1 960 

7 / 1024 1152 1280 1408 1536 1664 1792 1920 

.?/ 2048 2304 2560 2816 3072 3328 3584 3840 

9 4096 4608 5120 5632 6144 6656 7168 7680 

A (101 8192 9216 10240 11264 12288 13312 14336 15360 

B (111 16384 18432 20480 22528 24576 26624 28672 30720 

C (121 32768 36864 40960 45056 49152 53248 57344 61440 

0(131 65536 73728 81920 90112 98304 106496 114688 122880 

E (14) 131072 147456 163840 180224 196608 212992 229376 245760 

F (151 262144 294912 327680 360448 393216 425984 458752 491520 

Note: A value of X~ab' in byte 10 or byte 11 of BIND represents a· 2**b. For example, X'e5' represents (in decimal) 
12·2"5~~384. 
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CHAPTER 5. LINK TRAILER 

This chapter summarizes information from 
Synchronous Data Link Control General 
Information (GA27-3093). 

'The link trailer described here is from IBM's 
Synchronous Data Link Control (SDLC). 

The link trailer (L T) follows the 
request/response unit (RU) and is three bytes 
long. The fi rst two bytes make up the frame 
check sequence; the last byte, the closing flag. 
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FRAME CHECK SEQUENCE 

Frame Check Sequence (FCS) 

The frame check sequence carries information 
that the receiver uses to check the received BLU 
for errors that may have been introduced by the 
communication channel. This field contains a 
16-bit check sequence that is the result of a 
computation on the contents of the LH (with the 
exception of the flag), TH, RH, and RU fields at 
the transmitter. cyclic redundancy checking 
(CRC) is used to perform this calculation. 

The receiver performs a similar computation and 
checks its results. 

5-2 



FLAG 

Flag (F) X'7E' B'01111110' 

All BLUs end with a flag. The configuration of 
the ending (trailing) flag is the same as that 
of the beginning (leading) flag: 01111110 
(X'7E'). See Chapter 1, "Link Header," for 
information on shared leading/trailing flags. 
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CHAPTER 6. FM PROFILES 

This chapter summarizes information from Systems 
Network Architecture Format and Protocol 
Reference Manual: Architectural Logic 
(SC30-3112) . 

This chapter' describes the function management 
(FM) profiles and their use by the various 
sessions defined in SNA. Profile numbers not 
shown are reserved. 

Note: If the FM Usage field specifies a value 
for a parameter, that value is used unless it 
conflicts with a value specified by the FM 
profile. The FM profile overrides the FM Usage 
field. 

FM PROFILE 0 

Profile 0 specifies the following session rules: 

Primary and secondary half-sessions 
use immediate request mode and 
immediate response mode. 

Only single-RU chains allowed. 
Primary and secondary half-session 

chains indicate definite response. 
No compression. 
Primary half-session sends no DFC RUs. 
Secondary half-session may send 

LUSTAT. 
No FM headers. 
No brackets. 
No alternate code. 
Normal-flow send/receive mode is 

HDX-CONT. 
Secondary half-session wins 

contention. 
Primary half-session is responsible 

for recovery. 
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FM PROFILE 2 

Profile 2 specifies the following session rules: 

Secondary LU half-session uses delayed 
request mode. 

Secondary LU half-session uses 
immediate response mode. 

Only single-RU chains allowed. 
Sec.ondary LU half-session requests 

indicate no-response. 
No compression. 
No DFC RUs. 
No FM headers. 
Secondary LU half-session is first 

speaker if brackets are used. 
Bracket termination rule 2 is used if 

brackets are used. 
Primary LU half-session will send EB. 
Secondary LU half-session will not 

send EB. 
Normal-flow send/receive mode is FDX. 
Primary LU half-session is responsible 

for recovery. 

The FM Usage fields defining the options for 
Profile 2 are: 

Primary request control mode selection 
Primary chain response protocol 

(no-response may not be used) 
Brackets usage and reset state 
Alternate code 

FM PROFI LE 3 

Profile 3 specifies the following session rules: 

6-2 

Primary LU half-session and secondary 
LU half-session use immediate 
response mode. 

Primary LU half-session and secondary 
LU half-session support the 



following DFC functions: 

CANCEL 
SIG 
LUSTAT (allowed 

secondary-to-primary only) 
CHASE 
SHUTD 
SHUTC 
RSHUTD 
BID and RTR (allowed only if 

brackets are used) 

The FM usage fields defining the options for 
Profile 3 are: 

Chaining use (primary and secondar'y) 
Request control mode selection 

(primary and secondary) 
Chain response protocol (primary and 

secondary) 
Compression indicator (primary and 

secondary) 
Send EB indicator (primary and 

secondary) 
FM header usage 
Brackets usage and reset state 
Bracket termi nation ru Ie 
Alternate Code Set Allowed indicator 
Normal-flow send/receive mode 
Recovery responsibility 
Contention winner/loser 
Half-duplex flip-flop reset states 

FM PROFILE 4 

Profile 4 specifies the following session rules: 

Primary LU half-session and secondary 
LU half-session use immediate 
response mode. 

Primary LU half-session and secondary 
LU half-session support the 
following DFC functions: 
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CANCEL 
SIG 
LUSTAT 
QEC 
QC 
RELQ 
SHUTD 
SHUTC 
RSHUTD 
CHASE 
BID and RTR (allowed only if 

brackets are used) 

The FM Usage fields defining the options for 
Profile 4 are: 

Chaining use (primary and 
secondary) 

Request control mode selection 
(primary and secondary) 

Chain response protocol (primary 
and secondary) 

Compression indicator (primary 
and secondary) 

Send EB indicator (primary and 
secondary) 

FM header usage 
Brackets usage and reset state 
Bracket termination rule 
Alternate Code Set Allowed 

indicator 
Normal-flow send/receive mode 
Recovery responsibility 
Contention winner/loser 
Half-duplex flip-flop reset 

states 

FM PROFI LE 5 

Profile 5 specifies the following session rules: 

6-4 

Only single-RU chains allowed. 
Primary half-session uses delayed 

request mode. 
Secondary half-session uses delayed 



request mode and delayed response 
mode. 

Primary half-ses·sion chains indicate 
definite response. 

Secondary half-session chains indicate 
no-response or definite response. 

No compression. 
No OFC RUs. 
No FM headers. 
No brackets. 
No alternate code. 
Normal-flow send/receive mode is FOX. 

FM PROFILE 6 

Profile 6 specifies the following session rules: 

Only single-RU chains allowed. 
Primary and secondary half-sessions 

use delayed request mode and delayed 
response mode. 

Primary and secondary half-session 
chains may indicate definite 
response, exception response, or no 
response. 

Primary half-session sends no OFC RUs. 
Secondary half-session may send 

LUSTAT. 
No FM headers. 
No compression. 
No brackets. 
No alternate code. 
Normal-flow send/receive mode is FOX. 

FM PROFILE 7 

Profile 7 specifies the following session rules: 

Primary LU half-session and secondary 
LU half-session use immediate 
response mode. 
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Primary LU half-session and secondary 
LU half-session support the 
following DFC functions: 

CANCEL 
SIG 
LUSTAT 
RSHUTD 

The FM Usage fields defining the options for 
Profile 7 are: 

Chaining use (primary and secondary) 
Request control mode selection 

(primary and secondary) 
Chain response protocol (primary and 

secondary) 
Compression indicator (primary and 

seconda ry) 
Send EB indicator (primary and 

secondary) 
FM header usage 
Brackets usage and reset state 
Bracket termination rule 
Alternate Code Set Allowed indicator 
Normal-flow send/receive mode 
Recovery responsibility 
Contention winner/loser 
Half-duplex flip-flop reset rules 

FM PROFILE 17 

Profile 17 specifies the following session 
rules: 

6-6 

Only single-RU chains allowed. 
Primary and secondary half-sessions 

use delayed request mode and delayed 
response mode. 

Primary and secondary half-session 
chains indicate definite response. 

No DFC RUs. 
No FM headers. 
No compression. 
No brackets. 



No alternate code. 
Normal-flow send/receive mode is FDX. 

FM PROFILE 18 

Profile 18 specifies the following session 
rules: 

Primal'y LU half-session and secondary 
LU half-session use immediate 
response mode. 

Primary LU half-session and secondary 
LU half-session support the 
following DFC functions: 

CANCEL 
SIG 
LUSTAT 
BIS and SBI (allowed only if 

brackets are used) 
RSHUTD 
CHASE 
BID and RTR (allowed only if 

brackets are used) 

The FM Usage fields defining the options for 
Profi Ie 18 are: 

Chaining use (primary and 
secondary) 

Request control mode selection 
(primary and secondary) 

Chain response protocol (primary 
and secondary) 

Compression indicator (primary 
and secondary) 

Send EB indicator (primary and 
secondary) 

FM header usage 
Brackets usage and reset state 
Bracket termination rule 
Alternate Code Set Allowed 

indicator 
Normal-flow send/receive mode 
Recovery responsibility 
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FM Profile 

0 
2 

~ 
5 
6 
7 
17 
18 

Contention winner/loser 
Half-duplex flip-flop reset 

states 

Session Type(s} 

SSCP-PU, SSCP-LU 
LU-LU 
LU-LU 
LU-LU 
SSCP-PU 
SSCP-LU 
LU-LU 
SSCP-SSCP 
LU-LU 

Figure 6-1. FM Profiles and Session Types 
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CHAPTER 7. TS PROFILES 

This chapter summarizes information from Systems 
Network Architecture Format and Protocol 
Refe,'ence Manual: Architectural Logic 
(SC30-3112) . 

This chapter describes the transmission services 
(TS) profiles and theil' uses for the various 
sessions defined in SNA. Profile numbers not 
shown are reserved. 

Note: If the TS Usage field specifies a value 
for a parameter, that value is used unless it 
conflicts with a value specified by the TS 
profile. The TS profile overrides the TS Usage 
field. 

TS PROFILE 1 

Profile 1 specifies the following session rules: 

No pacing. 
Identifiers rather than sequence 

numbers are used on 
the normal flows (whenever the TH 
format used includes a sequence 
number field). 

SOT, CLEAR, RQR, STSN, and CRY are 
not supported. 

Maximum RU size on the normal flow for 
either half-session is 256, unless a 
different value is specified in 
RSP(ACTLU) . 

This profile does not require the use of the TS 
Usage field. 
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TS PROFILE 2 

Profile 2 specifies the following session rules: 

Primary-to-secondary and 
secondary-to-pl'imary normal flows 
are paced. 

Sequence numbers ar'e used on the 
normal flows (whenever the TH format 
used includes a sequence number" 
field) . 

CLEAR is supported. 
SOT, RQR, STSN, and CRY are not 

supported. 

The TS Usage subfields defining the options for 
this profile are: 

Paci ng cou nts 
Maximum RU sizes on the normal flows 

TS PROFILE 3 

Profile 3 specifies the following session rules: 

Primary-to-secondary and 
secondary-to-primary normal flows 
are paced. 

Sequence numbers are used on the 
normal flows (whenever the TH format 
used includes a sequence number 
field) . 

CLEAR a-nd SDT are supported. 
RQR and STSN are not suppor"ted. 
CRY is supported when session-level 

cryptography is selected (via a BIND 
parameter) . 

The TS Usage subfields defining the options for 
this profile are: 

Pacing counts 
Maximum RU sizes on the normal flows 
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TS PROFILE 4 

Profile 4 specifies the following session rules: 

Primary-to-secondary and 
secondary-to-primary normal flows 
are paced. 

Sequence numbers are used on the 
normal flows (whenever the TH format 
used includes a sequence number 
field) . 

SOT, CLEAR, RQR, and STSN are 
supported. 

CRY is supported when session-level 
cryptography is selected (via a BIND 
parameter) . 

The TS Usage subfields defining the options for 
this profile are: 

Pacing counts 
Maximum RU sizes on the normal flows 

TS PROFILE 5 

Profile 5 specifies the following session rules: 

No pacing. 
Sequence numbers are used on normal 

flows. 
SOT is supported. 
CLEAR, RQR, STSN, and CRY are not 

supported. 
No maximum RU sizes for the normal 

flows a re specified. 

This profile does not require the use of the TS 
Usage field. 
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TS PROFILE 7 

Profile 7 specifies the following session rules: 

Primary-to-secondary and 
secondary-to-primary normal flows 
a,'e paced. 

Sequence numbers are used on the 
normal flows (whenever the TH format 
used includes a sequence number 
field) . 

SDT, CLEAR, RQR, and STSN are not 
supported. 

CRY is supported when session-level 
cryptography is selected (via a BIND 
pa rameter) . 

The TS Usage subfields defining the options for 
this profile are: 

Pacing counts 
Maximum RU sizes on the normal flows 

TS PROFILE 17 

Profile 17 specifies the following session 
rules: 

Primary-to-secondary and 
secondary-to-primary normal flows 
are paced. 

Identifiers rather than sequence 
numbers are used on the normal 
flows. 

SDT, CLEAR, and RQR are supported. 
STSN and CRY are not supported. 
No maximum RU sizes for the normal 

flow are specified. 

The TS Usage subfields defining the options for 
this profile are: 

Pacing counts 
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TS Profile Session Type(s) 

I SSCP-PU, SSCP-LU 
2 LU-LU 

~ LU-LU 
LU-LU 

5 SSCP-PU 
7 LU-LU 
17 sscp-sscp 

Figure 7-1. TS Profiles and Session Types 
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CHAPTER 8. SENSE CODES 

This chapter summarizes information from Systems 
Network Architecture Format and Protocol 
Reference Manual: Architectural Logic 
(SC30-3112) . 

The sense data included with an EXCEPTION 
REQUEST (EXR), a negative response, or a send or 
receive check is a four-byte field (see Figure 
8-1) that generally includes a one-byte categor'y 
value, a one-byte modifier value, and two bytes 
of implementation- or end-user-defined data 
(hereafter referred to as user-defined data). 
For certain sense codes, user-defined data 
cannot be included in the sense data (it is 
never carried in send-check sense data); in its 
place is sense code specific information, whose 
format is defined along with the sense code 
definition, below. 

0 I 2 I 3 

Sense code specific 
Category Modifier fields or user-defined 

data 

I--sense COde_\ 

Figure 8-1. Sense Code and Sense Data 

Together, the category and modifier bytes hold 
the sense code (SNC) defined for the exception 
condition that has occurred. 

SNA Reference Summary 8-1 



The following categories are defined; all others 
are reserved: 

Value 

X'QQ' 
X'OS' 
X'lO' 
X'2Q' 
X'4Q' 
X'3Q' 

Category 

User' Sense Data Only 
Request Reject 
Request Error 
State Error 
RH Usage Error 
Path Error 

The category User Sense Data Only (X'QQ') allows 
the end users to exchange sense data in bytes 
2-3 for conditions not defined by SNA within the 
other categories (and perhaps unique to the end 
users involved). The modifier value is also 
X'QQ'. 

The sense codes for the other categories are 
discussed below. For these categories, a 
modifier value of X'QQ' can be used (as an 
implementation option) when no definition of the 
exception condition beyond the major category is 
to be identified. 
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REQUEST REJECT (CATEGORY CODE = X'08') 

This category indicates that the request was 
delivered to the intended half-session component 
and was understood and supported, but not 
executed. 

08 01 Resource Not Available: The LU, PU, or 
link specified in an RU is not available. 

08 02 Intervention Required: Forms or cards 
are required at an output device, or a 
device is temporarily in local mode, or 
other conditions require intervention. 

08 03 Missing Password: The required 
password was not supplied. 

08 04 I nvalid Password: Password was not 
valid. 

08 05 Session Limit Exceeded: The requested 
session cannot be activated, as one of the 
NAUs is at its session limit. Applies to 
ACTCDRM, INIT. BIND, and CINIT requests. 

08 06 Resource Unknown: The request 
contained a name or address not identifying 
a PU, LU, link, or link station known to 
the receiver. 

08 07 Resource Not Available--LUSTAT 
Forthcoming: A subsidiary device will be 
unavailable for an indeterminate period of 
time. LUSTAT will be sent when the device 
becomes available. 

0808 Invalid Contents ID: The contents ID 
contained on the ACTCDRM request was found 
to be invalid. 

08 09 Mode Inconsistency: The requested 
function cannot be performed in the present 
state of the receiver. -

080A Permission Rejected: The receiver has 
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denied an implicit or explicit request of 
the sender; when sent in response to BIND, 
it implies either that the secondary LU 
will not notify the SSCP when a BINO can be 
accepted, or that the SSCP does not 
recognize the NOTI FY vector key X'OC'. 
(See the X'0845' sense code for a 
contrasting response.) 

08 OB Bracket Race Error: Loss of contention 
within the bracket protocol. Arises when 
bracket initiation/termination by both NAUs 
is allowed. 

080C Procedure Not Supported: A procedure 
(Test, Trace, IPL, REQMS type) specified in 
an RU is not supported by the receiver. 

08 OD NAU Contention: A request to activate 
a session was received while the receiving 
half-session was awaiting a response to a 
previously sent activation request for the 
same session; for example, the SSCP 
receives an ACTCDRM from the other SSCP 
before it receives the response for an 
ACTCORM that it sent to the other SSCP and 
the SSCP ID in the received ACTCDRM was 
less than or equal to the SSCP I D in the 
ACTCDRM previously sent. 

08 OE NAU Not Authorized: The requesting 
NAU does not have access to the requested 
resou rce. 

08 OF End User Not Authorized: The 
requesting end user does not have access to 
the requested resource. 

08 10 Missing Requester 10: The required 
requester I D was missing. 

08 11 Break: Asks the receiver of this sense 
code to terminate the present chain with 
CANCEL or with an FMO request carrying EC. 
The half-session sending the Br'eak sense 
code enters chain-purge state when Break is 
sent. 

08 12 Insufficient Resource: Receiver cannot 
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act on the request because of a temporary 
lack of resou rces. 

08 13 Bracket Bid Reject--No RTR 
Forthcoming: BID (or BB) was received while 
the first speaker was in the in-bracket 
state, or while the first speaker was in 
the between-brackets state and the first 
speaker denied permission. RTR will not be 
sent. 

08 14 Bracket Bid Reject--RTR Forthcoming: 
BID (or BB) was received while the first 
speaker was in the in-bracket state, or 
while the first speaker was in the 
between-brackets state and the first 
speaker denied permission. RTR will be 
sent. 

08 15 Function Active: A request to activate 
a network element or procedu re was 
received, but the element or procedure was 
already active. 

08 16 Function Inactive: A request to 
deactivate a network element or procedu re 
was received, but the element or procedure 
was not active. 

08 17 Link Inactive: A request requires the 
use of a link, but the link is not active. 

08 18 Link Procedure in Process: CONTACT, 
DISCONTACT, IPL, or other link procedure in 
progress when a conflicting request was 
received. 

08 19 RTR Not Required: Receiver of READY 
TO RECEIVE has nothing to send. 

08 1A Request Sequence Error: Invalid 
sequence of requests. 

08 1 B Receiver in Transmit Mode: A race 
condition: normal-flow request received 
while the half-duplex contention state was 
not-receive, (*S"R), or while resources 
(such as buffers) necessary for handling 
normal-flow data were unavailable. 
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(Contrast this sense code with X'2004', 
which signals a protocol violation.) 

08 1C Request Not Executable: The requested 
function cannot be executed, because of a 
permanent error condition in the receiver. 

08 1D Invalid Station/SSCP ID: The Station 
ID or SSCP ID in the request was found to 
be invalid. 

08 lE Session Refe,'ence Error: The request 
contained reference to a half-session that 
was neither active nor in the process of 
being activated (generally applies to 
network services requests). 

08 lF Rese,'ved. 

08 20 Control Vector Error: Invalid data for 
the control vector specified by the target 
network address and key. 

08 21 I nvalid Session Parameters: Session 
parameters were not valid or not supported 
by the half-session whose activation was 
requested. 

08 22 Link Procedure Failure: A link-level 
procedure has failed due to link equipment 
failure, loss of contact with a link 
station, or an invalid response to a link 
command. (This is not a path error I since 
the request being rejected was delivered to 
its desti nation. ) 

08 23 Unknown Control Vector: The control 
vector specified by a network address and 
key is not known to the receiver. 

08 24 Unit of Work Aborted: The cu rrent 
unit of work has been aborted; when sync 
point protocols are in use, both sync point 
managers are to revert to the previously 
committed sync point. 

08 25 Component Not Available: The LU 
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component (a device indicated by an FM 
header) is not available. 



OS 26 FM Function Not Supported: A function 
requested in an FMD RU is not supported by 
the receiver. 

OS 27 Intermittent ErroIO-- Retry Requested: 
An error at the receiver caused an RU to be 
lost. The error is not permanent, and 
retry of the RU (or chain) is requested. 

OS 2S Reply Not Allowed: A request requires 
a normal-flow reply, but the outbound data 
flow for this half-session is quiesced or 
shut down, and there is no delayed reply 
capability. 

OS 29 Change Direction Required: A 
request requires a normal-flow reply, 
but the half-duplex flip-flop state is 
not-send, (,S,*R), CD was not set on the 
request, and there is no delayed reply 
capability. 

OS 2A Presentation Space Alteration: 
Presentation space altered by the end 
user while the half-duplex state was 
not-send, (,S, *R); request executed. 

OS 2B Presentation Space Integrity Lost: 
Presentation space integrity lost (for 
example, cleared or changed) because of a 
transient condition--for example, because 
of a transient hardware error or an end 
user action such as allowing presentation 
services to be used by the SSCP. (Note: 
The end-user action described under X'OS2A' 
and X'OS4A' is excluded here.) 

OS 2C Resource-Sharing Limit Reached: The 
request received from an SSCP was to 
activate a half-session, a link, or a 
procedure, when that resource was at its 
share limit. 

OS 2D LU Busy: The LU resources needed to 
process the request are being used; for 
example, the LU resou rces needed to process 
the request received from the SSCP are 
being used for the LU-LU session. 
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08 2E I nter'vention Required at LU Subsidiary 
Device: A condition requiring inter'vention, 
such as out of paper, or power-off, or 
cover interlock open, exists at a 
subsidiary device. 

08 2F Request Not Executable because of LU 
Subsidiary Device: The r'equested function 
cannot be executed, due to a permanent 
error condition in one or more of the 
"eceiver's subsidiary devices. 

08 30 Reserved 

08 31 LU Component Disconnected: An LU 
component is not available because of power 
off or some other disconnecting condition. 

0832 Invalid Count Field: A count field 
contained in the request indicates a value 
too long or too short to be interpreted by 
the receiver, or the count field is 
inconsistent with the length of the 
remaining fields. Bytes 2 and 3 following 
the sense code are not used for 
user-defined data; they contain a binary 
cou nt that indexes (zero-origin) the fi rst 
byte of the invalid count field. 

0833 Invalid Parameter (with Pointer and 
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Complemented Byte): one or more parameters 
contained in fixed- or variable-length 
fields of the r'equest are invalid or not 
supported by the NAU that received the 
request. Bytes 2 and 3 following the sense 
code are not used for user-defined data. 
Byte 2 contains a binary value that-indexes 
(zero-origin) the first byte that contained 
an invalid parameter. Byte 3 contains a 
transform of the first byte that contained 
an invalid parameter: the bits that 
constitute the one or more invalid 
parameters are complemented, and all other 
bits a re copied. 



0834 RPO Not Initiated: A power-off 
procedure for the specified node was not 
initiated because one or more other 
SSCPs have contacted the node, or 
because a CONTACT, DUMP, I PL, or 
DISCONTACT procedure is in progress for 
that node. 

0835 Invalid Parameter (with Pointer Only): 
The request contained a fixed- or 
variable-length field whose contents are 
invalid or not supported by the NAU that 
received the request. Bytes 2 and 3 
following the sense code are not used for 
user-defined data; they contain a two-byte 
binary count that indexes (zero-origin) the 
first byte of the fixed- or variable-length 
field having invalid contents. 

0836 PLU/SLU Specification Mismatch: For a 
specified LU-LU session, both the origin LU 
(OLU) and the destination LU (DLU) have 
only the primary capability or have only 
the secondary capability. 

0837 Queuing Limit Exceeded: For an LU-LU 
session initiation request (lNIT, CDINIT, 
or INIT-OTHER-CD) specifying (1) Initiate 
or Queue (if I nitiate not possible) or (2) 
Queue Only, the queuing limit of either the 
OLU or the DLU, or both, was exceeded. 

08 38 Reserved 

08 39 LU-LU or SSCP-LU Session Being Taken 
Down: At the time an LU-LU session 
initiation or termination request is 
received, the SSCP of at least one of the 
LUs is either processing a CDTAKED request 
or is in the process of deactivating the 
associated SSCP- LU session. 

083A LU Not Enabled: At the time an LU-LU 
session initiation request is received at 
the SSCP, at least one of the two LUs, 
although having an active session with its 
SSCP, is not ready to accept CINIT or BIND 
requests. 

SNA Reference Summary 8-9 



083B Invalid PCID: An invalid PCID 
(procedure correlation identifier) 
was received, for example, one 
containing an invalid network address 
of the SSCP of the initiating t:U (ILU) 
or terminating LU (TLU), has been 
received in CDINIT, INIT-OTHER-CD, 
CDTERM, or TERM-OTHER-CD; or a PCID 
that does not identify a previously 
queued request has been received in 
CDINIT (Dequeue) or INIT-OTHER-CD 
(Dequeue); or, a PCID that cannot be 
associated with the PCID of any 
previously processed CDINIT has been 
received on CDCINIT 

083C Domain Takedown Contention: While 
waiting for a response to a CDTAKED, a 
CDTAKED request is received by the SSCP 
containing the SSCP-SSCP primary 
half-session. Contention is resolved by 
giving preference to the CDTAKED sent by 
the primary half-session. 

083D Dequeue Retry Unsuccessful--Removed 
from Queue: The SSCP cannot successfully 
honor a CDINIT(Dequeue) request (which 
specifies "leave on queue if dequeue-retry 
is unsuccessful") to dequeue and process a 
previously queued, CDINIT request (for 
example, because the LU in its domain is 
still not available for the specified 
session), and removes the queued CDI N IT 
request from its queue. 

083E Reserved 

08 3F Terminate Contention: While waiting 
for a response to a CDTERM, a CDTERM is 
received by the SSCP of the SLU. 
Contention is resolved by giving preference 
to the CDTERM sent by the SSCP of the SLU. 

0840 Procedure Invalid for Resource: The 
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named procedure is not supported in the 
receiver for this type of resou rce (for 
example, (1) SETCV specifies boundary 
function support for a type 1 node but the 
capability is not supported by the 



f'ecefvfng node, or (2) the PU receiving an 
EXECTEST or TESTMODE is not the primary PU 
for the target link.) 

08 41 Duplicate Netwot'k Address: In a 
cross-domain LU-LU session initiation 
request, the SSCP of the DLU determines 
that the OLU network address specified in 
the CDINIT f'equest is a duplicate of an LU 
network address assigned to a different LU 
name. 

0842 SSCP-SSCP Session Not Active: The 
SSCP-SSCP session, which is required for 
the processi ng of a network services 
request, is not active; for example, at the 
time an LU-LU session initiation or 
termination request is received, at least 
one of the following conditions exists: 

• The SSCP of the I LU and the SSCP of the 
OLU do not have an active session with 
each other, and therefore INIT-OTHER-CD 
cannot flow. 

• The SSCP of the TLU and the SSCP of the 
OLU do not have an active session with 
each other, and therefore TERM-OTHER-CD 
cannot flow. 

• The SSCP of the OLU and the SSCP of the 
DLU do not have an active session with 
each other, and therefore CDINIT or 
CDTERM cannot flow. 

0843 Required FMDS Synchronization Not 
Supplied: For example, a secondary LU 
(LU - LU sess ion type 2 or 3) received a 
request with Write Control Code = Sta rt 
Print, along with ROE and ~CD. 

08 44 I nitiation Dequeue Contention: While 
waiting for a response to a 
CDINIT(Dequeue), a CDINIT(Dequeue) is 
received by the SSCP of the SLU. 
Contention is resolved by giving preference 
to the CDINIT(Dequeue) sent by the SSCP of 
the SLU. 
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08 45 Permission Rejected--SSCP Will Be 
Notified: The receiver has denied an 
implicit or explicit request of the sender; 
when sent in response to BIND, it implies 
that the secondary LU will notify the SSCP 
(via NOTIFY vector key X'OC') when a BIND 
can be accepted, and the SSCP of the SLU 
supports the notification. (See the 
X'080A' sense code for a contrasting 
response. ) 

08 46 ERP Message Forthcoming: The received 
request was rejected for a reason to be 
specified in a forthcoming request. 

0847 Restart Mismatch: Sent in response to 
STSN or SDT or BIND to indicate that the 
secondary half-session is trying to execute 
a resynch ron izi ng restart but has received 
insufficient or incorrect information. 

08 48 Cryptography Function I noperative: The 
receiver of a request was not able to 
decipher the request because of a 
malfunction in its cryptography facility. 

08 49 Reserved 

08 4A Presentation Space Alteration: The 
presentation space was altered by the end 
user while the half-duplex state was 
not-send, (~S, *R); request not executed. 

08 4B Requested Resources Not Available: 
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Resources named in the request, and 
required to honor it, are not currently 
available. It is not known when the 
resources will be made available. 

Bytes 2 and 3 following the sense code are 
not used for user-defined data; they 
contain sense-code specific information. 
Settings allowed are: 

0000 Requested resources are not 
available. 

6002 The resou rce identified by the 
destination program name (DPN) is not 



supported. 

6003 The resource identified by the 
primary resource name (PRN) is not 
supported. 

084C Permanent Insufficient Resource: 
Receiver cannot act on the request because 
resources required to honor the request are 
permanently unavailable. 

084D Invalid Session Parameters--BF: 
Session parameters were not valid or were 
unacceptable by the boundary function. 
Bytes 2 and 3 following the sense code 
contain a binary count that indexes (zero 
origin) the first byte of the fixed- or 
variable-length field having invalid 
contents. 

084E Invalid Session Parameters--PRI: A 
positive response to an activation request 
(for example, BIND) was received and was 
changed to a negative response due to 
invalid session parameters carried in the 
response. The services manager receiving 
the response will send a deactivation 
request for the corresponding session. 

084F 
through 
08 50 

Reserved 

08 51 Session Busy: Another session that is 
needed to complete the function being 
requested on this session (for example, to 
forward an NS RU embedded in a FORWARD 
request) is temporarily unavailable. 

08 52 Session with Larger Activation Request 
Sequence Identifier Already Active: A 
session has already been activated for the 
subject destination-origin pair by a 
session activation request that carried a 
larger activation request identifier than 
the current request; the current request 
(ACTPU or ACTCDRM) is refused. 
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08 53 TERMINATE(Cleanup) Required: The 
SSCP cannot process the termination 
request, as it requires cross-domain 
SSCP-SSCP services that are not 
available. (The cOITesponding SSCP-SSCP 
session is not active.) 
TERMINATE(Cleanup) is required. 

08 54 
through 
OS 55 

Reserved 

08 56 SSCP-SSCP Session Lost: Carried in 
the Sense Data field in a NOTI FY or NSPE 
sent to an ILU or SSCP(ILU) to indicate 
that the activation of the LU- LU session 
either cannot be completed or is uncertain 
because the SSCP-SSCP session between the 
two domains has been lost. (This sense 
code appears only in NOTIFY or NSPE, not in 
a negative response. Another sense code, 
X'OS42', is used on a negative response to 
signal the condition when the condition is 
known at the time the response, for 
example, to INIT, is prepared.) 

OS 57 SSCP-LU Session Not Active: The 

08 58 

SSCP-LU session, required for the 
processing of a request, is not active; for 
example, in processing REQECHO, the SSCP 
did not have an active session with the 
target LU named in the REQECHO RU. 

Reserved' 

OS 59 REQECHO Data Length Error: The 
specified length of data to be echoed (in 
REQECHO) violates the maximum RU size limit 
for the ta rget LU. 

OS 5A 
through 
OS 5F 

Reserved 

08 60 Function Not Supported--Continue 
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Session: The function requested is not 
supported; the function may have been 
specified by a request code or some other 
field, control character, or graphic 



character in an RU. Bytes 2-3 following 
the sense code are not used for user 
defined data; they contain a two-byte 
binary count i:hat indexes (zero-origin) the 
first byte in which an error was detected. 
This sense code is used to request that the 
session continue, thereby ignoring the 
error. 

08 61 Invalid COS Name: The class of 
service (COS) name, either specified by the 
I LU or generated by the SSCP of the SLU 
ft'om the mode table is not in the "COS name 
to YR identifier list" table used by the 
SSCP of the PLU. Bytes 2 and 3 following 
the sense code contain X'OOOO' if the COS 
name was generated by the SSCP or X'OOOl' 
if specified by the I LU. 

08 62 Medium Presentation Space Recovery: 
An error has occurred on the current 
presentation space. Recovery consists of 
restarting at the top of the cu rrent 
presentation space. The sequence number 
returned is of the RU in effect at the top 
of the current presentation space. Bytes 2 
and 3 following the sense code contain the 
byte offset from the beginning of the RU to 
the first byte of the RU that is displayed 
at the top of the cu rrent presentation 
space. 

08 63 Referenced Local Character Set 
Identifier (LCID) Not Found: A referenced 
character set does not exist. 

08 64 Function Abort: A loop will occur 
upon reexecution; the request sender should 
not send the same data. 

08 65 Function Abort: Sender is responsible 
to detect the loop. 

08 66 Function Abort: Receiver is 
responsible to detect the loop. 

08 67 Sync Event Response: Indicates a 
negative response to a sync event. 
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08 68 No Panels Loaded: Referenced format 
not found because no panels are loaded for 
the display. 

08 69 Panel Not Loaded: The referenced 
panel is not loaded for the display. 

08 70 Resel'ved 

08 71 Read Partition State Error: A Read 
Partition structured field was received 
while the display was in the retry state. 

08 72 Orderly Deactivation Refused: An 
NC-DACTVR(Orderly) request has been 
received, but sessions al'e assigned to the 
VR and it will not be deactivated. 

08 73 Vi rtual Route Not Defined: There is 
no ERN designated to support this VRN. 

08 74 ER Not in a Valid State: The ER 
supporting the requested VR is not in a 
state allowing VR activation. 

08 75 Incorrect or Undefined Explicit Route 
Requested: The reverse ERNs specified in 
the NC-ACTVR do not contain the ERN defined 
to be used for the VR requested, or the ERN 
designated to be used for the VR is not 
defined. 

08 76 Nonreversible Explicit Route 
Requested: The ERN used by the NC-ACTVR 
does not use the same sequence of 
transmission groups (in reverse order) as 
the ERN that should be used for the 
RSP(NC-ACTVR) . 

08 77 Reserved 

08 78 Insufficient Storage: The storage 
resource required for a data format is not 
available. 

08 79 Storage Medium Error: A permanent 
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error has occurred involving a storage 
medium. 



087A Format Processing Error: A processing 
error occurred during data formatting. 
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REQUEST ERROR (CATEGORY CODE = X'10') 

This category indicates that the RU was 
delivered to the intended half-session 
component, but could not be interpl'eted or 
processed. This condition represents a mismatch 
of half-session capabilities. 

10 01 RU Data Error: Data in the request RU 
is not acceptable to the receiving FMDS 
component; for example, a character code is 
not in the set supported, a formatted data 
field is not acceptable to presentation 
services, or a required name in the request 
has been omitted. 

10 02 RU Length Error: The request RU was 
too long or too short. 

1003 Function Not Supported: The function 
requested is not supported. The function 
may have been specified by a formatted 
request code, a field in an RU, or a 
control cha racter. 

(Note: This code can also be used instead 
of sense code X'0826'.) 

Bytes 2 and 3 following the sense code are 
not used for user-defined data; they 
contain sense-code specific information. 
Settings allowed are: 

0000 Function requested is not supported. 

6002 The resource identified by the 
destination program name (DPN) is not 
supported. 

6003 The resource identified by the 
primary resource name (PRN) is not 
supported. 

10 04 Reserved. 
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10 05 Parameter Error: A parameter 
modifying a control function is invalid, or 
outside the range allowed by the receiver. 

10 06 Reserved. 

10 07 Category Not Supported: DFC, SC, NC, 
or FMD request was received by a 
half-session not supporting any requests in 
that category; or an NS request with byte 0 
was not set to a defined value, or byte 1 
was not set to an NS categor'y supported by 
the receiver. 

10 08 Invalid FM Header: The FM header was 
not understood or translatable by the 
receiver, or an FM header was expected but 
not present. 

Bytes 2 and 3 following the sense code are 
not used for user-defined data; they 
contain sense-code specific information, as 
described in chapter 9. 

10 09 Format Group Not Selected: No format 
group was selected before issuing a Present 
Absolute or Present Relative Format 
structured field to a display. 
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STATE ERROR (CATEGORY CODE X'ZO') 

This category indicates a sequence number el'ror, 
or an RH or RU that is not allowed for the 
I'eceiver's cu I'rent session control 01' data flow 
control state. These errol's prevent delivery of 
the request to the intended half-session 
component. 

20 01 Sequence Number: Sequence number 
received on normal-flow request was not 1 
greater than the last. 

20 02 Chaining: Er'ror in the sequence of 
the chain indicator settings (BCI, ECI), 
such as first, middle, first. 

20 03 Bracket: Error resulting from failure 
of sender to enforce bracket ru les for 
session. (This error does not apply to 
contention or race conditions.) 

20 04 Direction: Error resulting from a 
normal-flow request received while the 
half-duplex flip-flop state was 
not-receive, (*S"R). (Contrast this sense 
code with X'OBl B', which signals a race 
condition. ) 

20 05 Data Traffic Reset: An FMD or 
normal-flow DFC request received by a 
half-session whose session activation state 
was active, but whose data traffic state 
was not active 

20 06 Data Traffic Quiesced: An FMD or DFC 
request received from a half-session that 
has sent QUIESCE COMPLETE or SHUTDOWN 
COMPLETE and has not responded to RELEASE 
QUIESCE. 

20 07 Data Traffic Not Reset: A session 

8-20 

control request (for example, STSN), 
allowed only while the data traffic state 
is reset, was received while the data 
traffic state was not reset. 



2008 No Begin Bracket: A BID or an FMD 
request specifying BBI=BB was received 
after the receiver had previously sent a 
positive response to BRACKET INITIATION 
STOPPED. 

20 09 Session Control Protocol Violation: 
An SC protocol has been violated; a 
request, allowed only after a successful 
exchange of an SC I'equest and its 
associated positive response, has been 
received before such successful exchange 
has occurred (for example, an FMD request 
has preceded a requi red CRYPTOG RAPHY 
VERIFICATION request). The request code of 
the particular SC request or response 
required, or X'OO' if undetermined, appears 
in the fou rth byte of th e sen se data. 
There is no user data associated with this 
sense code. 

20 OA Immediate Request Mode Error: The 
immediate request mode protocol has been 
violated by the request. 

20 OB Queued Response Error: The Queued 
Response protocol has been violated by a 
request, that is, QRI=,QR when an 
outstanding request had QRI=QR. 

20 OC ERP Sync Event Error: The ERP sync 
event protocol has been violated. 

20 OD Response Owed Before Sending Request: 
An attempt has been made in half-duplex 
(flip-flop or contention) send/receive mode 
to send a normal-flow request when a 
response to a previously received request 
has not yet been sent. 
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RH USAGE ERROR (CATEGORY CODE = X'40') 

This category indicates that the value of a 
field or combination of fields in the RH 
violates architectut'al rules or previously 
selected BIND options. These errors prevent 
delivery of the request to the intended 
half-session component and are independent of 
the current states of the session. They may 
result from the failure of the sender to enfot'ce 
session rules. Detection by the receiver of 
each of these ert'ors is optional. 

40 01 Invalid SC or NC RH: The RH of a 
session control (SC) or network control 
(NC) request was invalid. For example, an 
SC RH with pacing request indicator set to 
1 is invalid. 

40 02 Reserved. 

40 03 BB Not Allowed: The Begin Bracket 
indicator (BBI) was specified incorrectly, 
for example, BBI=BB with BCI=~EC. 

40 04 EB Not Allowed: The End Bracket 
indicator (EB I) was specified incorrectly, 
for example, EBI=EB with BCI=~BC, or by the 
primary half-session when only the 
secondary may send EB, or by the secondary 
when only the primary may send EB. 

40 05 Incomplete RH: Transmission shorter 
than full TH-RH. 

40 06 Exception Response Not Allowed: 
Exception response was requested when not 
permitted. 

40 07 Definite Respol')se Not Allowed: 
Definite response was requested when not 
permitted. 

40 08 Pacing Not Supported: The Pacing 
indicator was set on a request, but the 
receiving half-session or boundary function 
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half-session does not suppor't pacing for 
this session. 

40 09 CD Not Allowed: The Change Di rection 
indicator (COl) was specified incorr'ectly, 
for example, CDI=CD with ECI=,EC, or CDI=CD 
with EBI=EB. 

40 OA No- Response Not Allowed: No-response 
was specified on a request when not 
permitted. (Used only on EXR.) 

400B Chaining Not Supported: The chaining 
indicators (BCI and ECI) were specified 
incorrectly, for example, chaining bits 
indicated other than (BC,EC), but 
multiple-request chains are not supported 
for the session or for the category 
specified in the request header. 

400C Brackets Not Supported: The bracket 
indicators (BBI and EBI) were specified 
incorrectly, for example, a bracket 
indicator was set (BBI=BB or EBI=EB), but 
brackets are not used for the session. 

40 00 CD Not Supported: The Change-Direction 
indicator was set, but is not supported. 

400E Reserved. 

40 OF Incorrect Use of Format Indicator: 
The Format indicator (FI) was specified 
incorrectly, for example, F I was set with 
BCI=,BC, or FI was not set on a DFC 
request. 

40 10 Alternate Code Not Supported: The 
Code Selection indicator (CSi) was set when 
not supported for the session. 

40 11 I ncorrect Specification of RU 
Category: The RU Category indicator was 
specified incorrectly, for example, an 
expedited-flow request or response was 
specified with RU Category indicator = FMD. 

40 12 I ncorrect Specification of Request 
Code: The request code on a response does 
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not match the request code on its 
corresponding request. 

40 13 I ncorrect Specification of (SOl, RTI): 
The Sense Data Included indicator (SDI) and 
the Response Type indicator (RTI) were not 
specified properly on a response. The 
proper value pairs al'e (SDI=SD, 
RTI=negative) and (SDI=,SD, RTI=positive). 

40 14 I nco rorect Use of (D R 1 I, D R21, E R I ) : 
The Definite Response 1 indicator (DR1 I), 
Definite Response 2 indicator (DR21), and 
Exception Response indicatol' (ERI) were 
specified incorrectly, for example, a 
CANCEL request was not specified with 
OR11=DR1, OR21=,DR2, and ERI=,ER. 

40 15 Incorrect Use of QRI: The Queued 
Response indicator (QRI) was specified 
incorrectly, for example, QRI=QR on an 
expedited-flow request. 

40 16 I ncorrect Use of ED I: The Enciphered 
Data indicator (EDI) was specified 
incorrectly, for example, EDI=EO on a DFC 
request. 

40 17 Incorrect Use of POI: The Padded Data 
indicator (POI) was specified incorrectly, 
for example, PDI=PD on a DFC request. 

L\ O\. 0\ l ".~ 
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PATH ERROR (CATEGORY CODE = X'SO') 

This category indicates that the request could 
not be delivered to the intended receiver, 
because of a path outage, an invalid sequence of 
activation requests, or one of the listed path 
information unit (PIU) errors. (Some PIU errors 
fall into other categories, for example, 
sequence number errors are category X'20'.) A 
path error received while the session is active 
generally indicates that the path to the session 
partner has been lost. In this case, the NAU 
services manager receiving the -RSP(Path Error) 
may deactivate the affected half-session. 

80 01 Intermediate Node Failure: Machine or 
program check in a node providing 
intermediate function. A response mayor 
may not be possible. 

8002 Link Failure: Data link failure. 

80 03 NAU Inoperative: The NAU is unable to 
process requests or responses, for example, 
the NAU has been disrupted by an abnormal 
termi nation. 

8004 Unrecognized Destination Address: A 
node in the path has no routing information 
for the destination specified by the TH. 

80 05 No Session: No half-session is active 
in the receiving end node for the indicated 
origi nation-desti nation pai r, or no 
boundary function half-session component is 
active for the origin-destination pair in a 
node providing the boundary function. A 
session activation request is needed. 

8006 Invalid FID: Invalid FID for the 
receiving node. (Note 1) 

80 07 Segmenting Error: First BIU segment 
had less than 10 bytes; or mapping field 
sequencing error, such as first, last, 
middle; or segmenting not supported and MPF 
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not set to 11. (Note 2) 

80 08 PU Not Active: The SSCP- PU secondary 
half-session in the receiving node has not 
been activated and the request was not 
ACTPU for this half-session; for example, 
the request was ACTLU from an SSCP that 
does not have an active SSCP-PU session 
with the PU associated with the addressed 
LU. 

80 09 LU Not Active: The destination 
address specifies an LU for which the 
SSCP-LU secondary half-session has not been 
activated and the request was not ACTLU. 

800A Too-Long PIU: Transmission was 
truncated by a receiving node because the 
PIU exceeded a maximum length or sufficient 
buffering was not available. 

80 DB Incomplete TH: Transmission received 
was shorter than a TH. (Note 1) 

80 DC DCF Error: Data Count field 
inconsistent with transmission length. 

80 OD Lost Contact: Contact with the link 
station for which the transmission was 
intended has been lost, but the link has 
not failed. If the difference between link 
fai lure and loss of contact is not 
detectable, link failure eX'8002') is sent. 

80 DE Unrecognized Origin: The origin 
address specified in the TH was not 
recognized. 

80 OF Invalid Address Combination: The 
(DAF',OAF') (FID2) combination or the LSID 
(FID3) specified an invalid type of 
session, for example, a PU-LU combination. 

80 10 Segmented RU Length Error: An RU was 
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found to exceed a maximum length, or 
required buffer allocation that might cause 
future buffer depletion. 



80 11 ER Inoperative or Undefined: A PIU 
was received from a subarea node that does 
not support ER and VR protocols, and the 
explicit route to the destination is 
inoperative or undefined. 

80 12 Subarea PU Not Active or Invalid 
Virtual Route: A session activation 
request for a peripheral PU or LU cannot be 
satisfied because there is no active 
SSCP-PU session for the subarea node 
providing boundary function support, or the 
virtual route for the specified 
SSCP- PU Tl12 or SSCP- LU session is not the 
same as that used for the SSCP-PU session 
of the PU_TlI2's or LU's subarea PU. 

80 13 COS Not Available: A session 
activation request cannot be satisfied 
because none of the vi rtual routes 
requested for the session is available. 
This condition may arise because each of 
the specified virtual routes cannot be 
activated for one of the following reasons: 

oThe specified virtual route cannot be 
mapped to an explicit route to the 
destination subarea, or the explicit 
route it is mapped to is not defined. 

oThe underlying explicit route is not 
operative. 

oThe underlying explicit route is 
operative but cannot be activated. 

oThe underlying explicit route is active 
but the virtual route cannot be 
activated. 

oThe session must be assigned to a virtual 
route with an underlying reverse explicit 
route number of 0, but the virtual route 
does not meet this criterion. 

Notes: 
1. It is generally not possible to send a 

response for this exception condition, 
since information (FI D, addresses) required 
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to generate a response is not available. 
It is logged as an error if this capability 
exists in the receiver. 

2. If segmenting is not supported, a 
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FM HEADERS 

The following figure shows some instances where 
FM headers are used. 

I TH I RH I FMH I 

I TH I RH I FMH I Data 

I 
TH 

I 
RH 

I 
FMH 

I 
FMH 

I 
Data 

I 
TH 

I 
RH 

I 
FMH 

I 
5CB I Data 

I 
5CB 

I 
Data 

Note: 5CB = String Control Byte 

FMH-l - This header is used to select a 
destination within an LU. A destination may be 
represented by a device, a data set residing on 
a device, or merely a data stream. The LU 
initiates, interrupts, resumes, and concludes 
data traffic for the half-session using the 
FMH-l. 

FMH-2 - Once a destination has been selected 
using an FMH-1, this header handles the data 
management tasks for that destination. 

FMH-3 - This header handles data management 
tasks that are common to all destinations in the 
LU-LU session. 
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FMH-4 - This header carries a logical block 
command and its parameters, together with 
information, that appl ies to a logical block 
within a logical message as defined for Logical 
Message Service. 

FMH-5 - This header flows from the program using 
the sending half-session to the attach manager 
of the receiving half-session. This header 
identifies the program at the receiving LU that 
it wishes to have attached. An FMH-5 can be 
fol lowed by other FMHs (for example, FMH-6, 
FMH-8, and FMH-4), a logical record header 
(LRH), and FM data. Optionally it can be sent 
with CD or EB. 

FMH-6 - This header flows with an architected 
command from a currently active transaction 
program using a sending half-session to a 
currently active transaction program using a 
receiving half-session. 

FMH-7 - This header is sent after a negative 
response (0846) to provide further information 
about an error. 

FMH-l0 - This header is sent to prepare the 
session for a sync point. It may be sent with 
data. The RU chain must have CD set on so that 
the receiver may, on the next flow, request a 
sync point or abort the unit of work. 
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FORMATS OF FM HEADERS 

FM Header Type 1 

BYTE 

o 

z 

NOTE 1: 

BIT CONTENT 

Length 

o FMHC' 

1-7 B'0000001' 
0-3 Medium 

Select 
X'O' 

4-7 

X'1' 
X'Z' 
X' 3 '. 
X'4' 
x'S' 
X'6' 
X'7' 

x'8' 
X'9' 
X'A' 
X'B' 
X'C' 

X"O' ••• X'E' 

X'F' 

MEANING 

Length of header 
including length byte 

FMH Concatenation. 
B'O' No FMH follows 
this FMH-1 
B'1' Another FMH 
follows this FMH-1 

FMH-1 I dent i f i er 
Desired medium for 
data: 
Console 
Exchange 
Card 
Document 
Nonexchange disk 
Extended Document 
Extended Card 
Data Set Name 
Selects 
Destination (see 
Note 3) 
WP Media 1 
WP Media Z 
WP Media 3 
Reserved 
WP Media 4 
All other values 
reserved. 

Logical Subadddress 
Specific device in 
medium class 

Any device in medium 
class 

The DSP defaults for the Medium Select field are: 
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FMH-l MEDIUM SELECT 

Console, X'O' 
Exchange, X' 1 ' 

Card, X'2' 
Document, X'3' 
Nonexchange Disk, x'4' 

Extended Document, X'S' 
Extended Card, X'6' 
WP Medium 1, x'8' 
WP Medium 2, X'9' 
WP Medium 3, X'A' 
WP Medium 4, X'C' 

DEFAULT DSP 

Base 
DST field of 
FMH-l 
SCS (IRS, TRN) 
Subset 2 (RJE) 
DST field of 
FMH-l 
Subset 2 (RJE) 
SCS (IRS, TRN) 
WP Raw Form 
WP Raw Form 
WP Raw Form 
WP Raw Form 

An LU requIrIng any other DSP value associated 
with Medium Select must do so by specifying the 
desired DSP in byte 3, bits 4-7 of the FMH-I. 
This selection must adhere to those DSPs allowed 
on the session as specified in the BIND 
parameters. 

NOTE 2: Media and logical subaddress values are 
reserved when DSSEL field is set to B'IIO' 
(Continue Destination Selection), B'OOI' (End), 
B'100' (Suspend), or B'101' (End Abort). 

NOTE 3: If Medium = X'7' and Logical Subaddress 
= X'F', DSNAME field is used to select 
destination. 

BYTE BIT 

3 o 

9-4 

CONTENT 

SRI 

B'O' 

B'l' 

B'O' 

B'l' 

MEANING 

Stack Reference 
Indicator 
Stack to be used is 
the sender's send 
stack. 
Stack to be used is 
the receiver's send 
stack. 

Demand Select 
Receiver may direct 
data to alternate 
medium/subaddress. 
Receiver must 



direct data to 
specified 
medium/subaddress 
(spoo ling is 
prohibited) . 

2-3 Reserved 

4-7 DSP Select Data Stream Profile 

Profi les are: 
X'O' Default DSP 
X'l' Base DSP 
X'2' General DSP 
X'3' Job DSP 
X'4' WP Raw-Form 

Text DSP 
X'S' WP Exchange 

Diskette DSP 
X'6' Reserved 
X'7' 011 Level 2 DSP 
X'S' Reserved 
X'9' Reserved 
X'A' Document 

Interchange DSP 
X'B' Structured Field DSP 

All other values 
reserved. 

Note: If DSP select is X'O', the DSP is impl ied 
by the Medium Select field. 

BYTE BIT CONTENT 

4 

0-2 DSSEL 
B'OOO' 

B' 00 t' 

B'010' 

B'On' 

B'100' 

B'101' 

MEANING 

FMH-l Properties 

Destination Selection 
Resume Destination 
Se I ecti on 
End Destination 
Selection 
Begin Destination 
Selection 
Begin/End Destination 
Selection 
Suspend Destination 
Selection 
End-Abort Destination 
Selection 
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4 

5 

6 

9-6 

B'l10' 

B'lll' 

DST 
B'O' 

B'I' 

CMI 

B'O' 
B'1' 

CPI 

B'O' 

Continue Destination 
Selection 
Reserved 

Data Set Transmission 
Transmission Exchange 
Format 
Basic Exchange 
Format 

When Medium Select 
~= Exchange Medium, 
this field is 
reserved. Receiver 
may do spooling and 
exchange-medium 
creation locally. 

When Medium Select 
= Exchange Medium 
(see byte 2), 
specifying B'O' 
preserves chain 
boundaries whi Ie 
spool ing, but 
nonsequential 
allocation 
techniques may be 
u~e? Specifying 
B 1 does not 
preserve chain 
boundaries, but 
uses sequential 
medium al location. 
See "Field 
Definitions" below. 

Reserved 

Compression 
Indicator (see 
"Notes" below) 
No compression 
Compression 

Compaction 
Indicator (see 
"Notes" below) 
No compaction 



5 

6-7 

a 

NOTES: 

7 

0-7 

B'l' 

ERCL 

DSLEN 

DSNAME 

Compaction 

Reserved 

Exchange Record 
Length if Medium = 
Exchange Medium or 
Card; otherwise 
reserved. For 
Medium = Card, a 
hexadecimal value 
indicates maximum 
card length. The 
value X'OO' 
indicates an 
aO-column length. 

Reserved (Optional) 

Length of 
Destination Name 
(Opt ional) 

Destination Name 
(Optional) 
(Reserved when 
DSSEL = Continue) 

1. CMI/CPI/ERCL information received when DSSEL 
= Continue overlays the settings of the 
BEGIN FMH-l or the last-received CONTINUE 
FMH-l. 

2. CMI, CPI, and ERCL indicators are meaningful 
and valid only when specified in a BEGIN, 
BEGIN/END, or CONTINUE FMH-l. 

3. If CMI or CPI is on, the first byte 
following the FMH (or FMHs) is a string 
control byte (SCB). 

FM Header Type 2 
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(General Format) 

BYTE BIT CONTENT MEANING 

0 Length Length of header 
including length 
byte 

0 FMHC FMH Concatenation. 
B'O' No FMH follows this 

FMH-2 
B'l' Another FMH follows 

this FMH-2 

1-7 B'OOOOOlO' FMH-2 Identifier 

2 0 SRI Stack reference 
indicator. 

B'O' FMH-2 pertains to 
the active 
destination of the 
sending 
half-session's send 
stack and the 
receiving 
half-session's 
receive stack. 

B'l' FMH-2 pertains to 
the active 
destination of the 
receiving 
half-session's send 
stack and the 
sending 
half-session's 
receive stack. 

1-7 Function FMH-2 function to 
be performed. 

B'nnnnnnn 
, 

I denti f i es the 
function that this 
FMH-2 is to 
perform. 

Note: The FMH-2s 
1 i sted in Figure 
9-1 combine the SRI 
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3-n 

FUNCTION 
CODE 

X '01' 
X'02' 
x'o4' 
X'07' 
X'20' 
X' 21 ' 
X'22' 
X'23' 
X'24' 
X'25' 
X'26' 
X'2]' 
X'ZB' 
X'29' 
X'2B' 
X'ZC' 
X'ZD' 
X'ZE' 
X'AA' 

Parms 

FUNCT I ON 

Peripheral Data 
Compaction Table 

and function 
settings, and show 
val id settings for 
these fields. 

Parameter fields. 
These fields 
provide the 
information needed 
to perform the 
selected function. 
They are different 
for each FMH-2 
function, and are 
described in SNA 
Sessions Between 
Logical Units. 

Information Record (PDIR) 

Prime Compression Character 
Execute Program Offl ine 
Create Data Set 
Scratch Data Set 
Erase Data Set 
Password 
Add 
Replace 
Add Rep 1 i cate 
Replace Replicate 
Query for Data Set 
Note 
Record ID 
Erase Record 
Scratch All Data Sets 
Volume ID 
Note Reply (SRI is always on) 

Figure 9-1. FMH-2 functions and their function 
codes. 
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FM Header Type 3 

(General Format) 

The FMH-3 format is identical to the FMH-2 
format except that FMH-3s do not have a stack 
reference indicator (SRI) in byte 2. 

An FMH-3 is used when information is needed or 
used by all destinations managed by the 
half-session. By contrast, an FMH-2 is used for 
a specific destination. 

Two functions, the COMPACTION TABLE FMH and the 
PRIME COMPRESSION CHARACTER FMH, can be sent as 
FMH-2s or FMH-3s. They should be sent as FMH-2s 
when they apply to a specific destination at the 
half-session and as FMH-3s when they apply to 
all destinations at the half-session. 

Figure 9-2 shows the FMH-3 functions. 

FUNCTION 
CODE 

X'02' 
X'03' 
x'04' 
X'OS' 
X'06' 

FUNCTION 

Compaction Table 
Query for Compaction Table 
Prime Compression Character 
Status 
Series ID 

Figure 9-2. FMH-3 functions and their function 
codes. 

FM Header Type 4 

BYTE BIT CONTENT MEANING 
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o 

o 

1-7 

2 

Length 

FMHC 

B'0000100' 

FMH4FXCT 

Length of header 
including length 
byte 

FMH Concatenation 
(must be B'O'). 
FMH-4 Identifier 

Length of fixed 
length parameters 
excluding the 
length of FMH4FXCT. 
The first nonfixed 
parameter position 
is FMH4LBN. The 
minimum value of 
FMH4FXCT is 3, the 
maximum is 4. 

3 FMH4TTl Block transmission 
type 

X'OO' Inherit code (from 
MM-TT register) 

X'OO'-X'3F' Reserved 
x'40' FFR-FNI Record 
X'41' FFR-FS Record 
X'42' FFR-FS2 Record 
X'42'-X'4F' Reserved 
X'50'-X'FE' Reserved 
X'FF' Derivative code 

Note: FFR=Field Formatted Record, FNI=Fixed 
Fields without field separators, FS=Fixed Fields 
with field separators, FS2=Fixed Fields with or 
without field separators 

4 

5 

FMH4TT2 

FMH4cMD 
X'OO' 
X'02' 
X'03' 
X'10' 
X'12' 

Block transmission 
type qualifier. 
Reserved except for 
FMH4TT1=X'41 , or 
X'42', in which 
case it holds the 
separator value. 

Command 
CRT-NU-BLK 
CRT-SU-BLK 
CRT-SN-BLK 
CONT-NU-BLK 
CONT-SU-BLK 
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X' 13' 
X'23' 
X'32' 
X' 33' 
X'42' 
X'43' 
Other 

CONT-SN-BLK 
DEL-SN-BLK 
UPD-SU-8LK 
UPD-SN-BLK 
RPL-SU-BLK 
RPL-SN-BLK 
Reserved 

Note: NU=Nonshared, Unnamed; SU=Shared, 
Unnamed; SN=Shared, Named; NN=Nonshared, Named 

6 

Note: 

m 

m+l 

n 

n+l 

p 

p+l 

9-12 

0-1 
2-3 

FMH4FLAG 

F4RDESCR 

8'00' 

8' 01 ' 

B' 10' 
B' 11 ' 

LRH=Logical Record 
4-5 

6 FMH4BDTF 

7 

8'0' 
B' 1 ' 
FMH4RDTF 

FMH4LBN 

FMH4BN 

FMH4LBDT 

FMH4BDT 

FMH4LVID 

FMH4vID 

Flags. If omitted, 
X'OO' is assumed. 
Reserved 
Record Descriptor 
Flag 
No LRHs in 
transmission block 
LRHs present, with 
impl icit lengths 
Reserved 
Reserved 

Header 
Reserved 
Block Data 
Transform Flag 
FMH4BDT absent 
FMH4BDT present 
Reserved 

Length of FMH4BN. 
0, or omitted, if 
unnamed block. 

Name of Block 

Length of FMH4BDT. 
o if FMH4BDTF is 
B' 0' . 

Block Data 
Transform 

Length of FMH4vID 

Version Identifier 



FM Header Type 5 

(General Format) 

BYTE BIT 

o 

o 

1-7 

2-3 

4 

5 

6 

7 

CONTENT 

Length 

FMHC 
B'O' 
B'I' 

B' 0000101' 

FMH5CMO 
X'0202' 

x'0204' 
X'0206' 

FMH5MOO 

FMH5FXCT 

ATTDSP 

ATTDBA 

MEANING 

Length of header 
including length 
byte 

FMH Concatenation. 
No FMH fo llows 
Another FMH follows 

FMH-5 Identifier 

Command Code 
Attach Transaction 
Program 
RAP 
Data Descriptor 

Modifier 

Fixed-length 
parameters 

X'OO' for RAP 
X'02' for ATT, DO 

8-n Resource Names 
Note: I f bytes 2-3 = X' 0204' (Reset At tached 
Process), bytes n-m are omitted. 

FM Header Type 6 

BYTE BIT CONTENT MEANING 

o Length Length of header 
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a 

1-7 

2-3 

4 
a 

1-7 

5-n 

FMHC 
B'O' 
B' 1 ' 

B' 0000 110' 

Code 

FMH6MOD 
FMH6LNSZ 

B'O' 

B' 1 ' 

Fixed 

including length 
byte 

FMH Concatenation. 
No FMH fo 1 lows 
Another FMH follows 

FMH-6 Identifier 

Command Code (CC2) 

For architected 
transaction 
programs, the first 
byte of the command 
code identifies a 
transaction program 
and the second byte 
identifies a 
function within a 
transaction 
program. 

Modifier 
Length of parameter 
length fields 
One-byte parameter 
length field 
Two-byte parameter 
length field 

Reserved 

Total Length of 
fixed length 
parameters (LF). 
This field contains 
the sum of the 
lengths of all 
fixecl length 
parameters which 
are mandatory for 
the particular 
command code 
located in bytes 2 
and 3. This field 
is either one byte 
or two bytes in 
length based on the 



n+l-m 

m+l-p 

p+l-q 

Variable 

setting of FMH6LNSZ 
(0 = one byte, I = 
two bytes). 

Fixed Length 
Parameters (FOy). 
The fixed length 
parameters are 
positional by 
command code. 

Length field of 
first, positional 
variable-length 
parameter (LVI). 
This field is 
either one byte or 
two bytes in length 
based on the 
setting of FMH6LNSZ 
(0 = one byte, I = 
two bytes). I f the 
Length Field (LVx) 
is equal to 0, then 
the variable 
parameter is 
omitted. The next 
positional 
variable-length 
parameter length 
(LV2) occurs in 
byte q+l. 

Variable-Length 
Positional 
Parameter (VO). 
The LV and VO 
fields are 
replicated to 
represent x number 
of variable-length 
parameters 
according to 
command code. 
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FM Header Type 7 

BYTE BIT CONTENT MEANING 

0 Length Length of header 
including length 
byte 

0 FMHC FMH Concatenation. 
B'O' No FMH follows 
B'l' Reserved 

1-7 B' 0000111' FMH-7 Identifier 

2-5 ERPSENSE SNA sense code, 
which would appear 
on error response 

6-7 ERPSEQ Sequence number of 
RU chain in which 
error was detected 

FM Header Type 10 

BYTE BIT CONTENT MEANING 

0 Length Length of header 
including length 
byte 

0 FMHC FMH Concatenation. 
B'O' No FMH follows 
B'l' Another FMH follows 

1-7 B'OOO1010' FMH-l0 Identifier 

2-3 SPCCMD 
X'0202' Prepare command 

(other values 
reserved) 

4-5 SPCMOD Modifier. For a 
Prepare command 
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X'oooo' 

X '0001' 

X'0002' 

(FMH-10), the 
modifier indicates 
DFC settings to be 
returned on the 
first RU chain sent 
by the FMH-lO 
receiver. 
1'CD, 1'EB. The 
sender of FMH-10 
does not care what 
DFC settings are 
returned on the 
reply. 
EB. The sender of 
FMH-10 requires an 
EB on the reply. 
CD,~EB. The sender 
of FMH-10 requires 
a CD on the reply. 

SENSE DATA TO ACCOMPANY SENSE CODE X' 1008' 

The sense code X' 1008' (Inval id FM Header) may 
carry with it two bytes of sense data. The 
following list gives the reasons for the error 
and the assigned sense data. 

DATA PROCESSING ERRORS (x'100808xx') 

0801 Invalid Function Code Parameters 
0803 Forms Function Cannot Be Performed 
0805 Unable to Perform Copy Function 
0806 Compaction Table Outside Supported Set 
0807 Invalid PDIR (Peripheral Data 

Information Record) Identifier 
0808 Printer Train Function Cannot Be 

Performed 
0809 FCB (Forms Control Block) Load 

Function Cannot Be Performed 
080A FCB (Forms Control Block) Load 

Function Not Supported 
080B Invalid Compaction Table Name 
080C Invalid ACCESS 
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0800 Invalid REClEN 
080E Invalid NUMRECS 
080F Data Set In Use 
0810 Data Set Not Found 
0811 Invalid Password 
0812 Function Not Allowed For Destination 
0813 Record Too long 
0814 Data Set Full 
0815 I nva 1 i d REC I 0 
0817 Invalid VOllD Format 
0818 Number of logical Records Per Chain 

Exceeded 
0819 Data Set Exists 
081A No Space Available 
081B Invalid VOllD 
081C Invalid DSACCESS 
081D Invalid RECTYPE 
081E Insufficient Resolution Space 
081F Invalid Key Technique 
0820 Invalid Key Displacement 
0821 Invalid Key 
0822 Invalid N (number of records) 
0823 Invalid KEYIND 
0824 I nva 1 i d SER I D 
0826 Invalid RECID Format 
0827 Password Not Supplied 
0828 Record ID Not Supplied 
0829 Volume ID Not Supplied 
082A Inval id PGMNAME 

FM HEADER PROTOCOL ERRORS (X'100820XX') 

2001 Invalid Destination Active 
2002 Inval id Destination Inactive' 
2003 Invalid Destination Suspended 
2004 Invalid Suspend-Resume Sequence 
2'005 Interruption level Violation 
2006 Invalid Resume Properties 
2007 Destination Not Available 
2008 I nva 1 i d End Sequence 
2009 Invalid FM Header length 
200A Invalid Field Setting -- Reserved 

Field Set to One or Setting Not 
Defined 

200B Invalid Destination -- Destination 
Does Not Exist 
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200C I nva lid ERCL 
2000 !nval id DST 
200E Invalid Concatenation -- Header Cannot 

Be Concatenated 
200F FM Data Not Allowed For Header 
2010 BIND FM Header Set Violation 
2014 FM Header Not Sent Concatenated 
2019 Stack Reference Indicator Invalidly 

Set To One For Begin, Suspend, Resume, 
Or End FMH-l Or For FMH-2 

201A Unable To Accept CMI Modification 
2018 Unable To Accept CPI Modification 
201C Unable To Accept ERCL Modification 

SESSION ERRORS (X'100840XX') 

4001 Inval id FMH Type 
4002 Invalid FMH Code 
4003 Compression Not Supported 
4004 Compaction Not Supported 
4005 Basic Exchange Not Supported 
4006 Only Basic Exchange Supported 
4007 Medium Not Supported 
4008 Code Selection Compression Violation 
4009 FMHC Not Supported 
400A Demand Select Not Supported 
400B DSNAME Not Supported 
400c Invalid Medium Subaddress Field 
4000 Insufficient Resources To Perform FMH 

Function 
400E DSP Select not supported 

FMH PROTOCOL ERRORS UNIQUE TO LU-LU SESSION TYPE 
6 (X' 100860XX') 

6001 Invalid Deblocking Algorithm (DBA) 
6004 Invalid Queue Name Length 
6006 Invalid Data Stream Profile (DSP) 
6007 FMH-7 not preceded by -RSP 0846 
6008 Invalid Attach access code. 
6009 FMH-5 fixed length parm count not 

equa I to 2 
600A Not first FMH-5 and the Interchange 
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Unit Type is not the same as the old 
and the Interchange Unit End indicator 
is not on 

600B FMH-5 command invalid 
600c Null Sequence field required 
6000 User to user program not allowed. 
600E User to architected program not 

allowed 
600F FMH-5 Reset Attached Program (RAP) not 

sent properly 
6010 FMH-5 RAP sent with inactive Attach 

register 

NOTE: The words that are in all capital letters 
(except BIND) are Type 1, 2, or 3 FM header 
parameters. 
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CHAPTER 10. LU-LU SESSION TYPES 

LU-LU SESSION TYPE DESCRI PTIONS 

o A type of session between two LU 
half-sessions using SNA-defined protocols 
for transmission control and data flow 
control, but using end-user or 
product-defined protocols to augment or 
replace FMD services protocols: for 
example, a session that involves an 
application program using IMS!VS and an IBM 
3600 Finance Communication System, in which 
the operator of the 3600 terminal is 
updating the passbook balance for a 
customer's savings account. 

A type of session between an application 
program and single- or multiple-device data 
processing terminals, in an interactive, 
batch data transfer, or distributed 
processing environment. For example, a 
session involving an application program 
using IMS!VS and an IBM 3767 Communication 
Terminal in which the 3767 operator is 
correcting a data base that is maintained 
using the application program. The data 
stream is the SNA character string (SCS). 

2 A type of session between an application 
program and a single display terminal in an 
interactive environment, using the SNA 3270 
data stream; for example, an application 
program using IMS!VS and an IBM 3277 
Display Station, in 'which the 3277 operator 
is creating data and sending it to the 
application program. 

3 A type of session between an application 
program and a single printer, using the SNA 
3270 data stream; for example, an 
application program using CICS!VS to send 
data to an IBM 3284 Printer attached to an 
IBM 3791 Controller. 
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4 A type of session between: (1) an 
application program and a single- or 
multiple-device data processing or word 
processing terminal in an intel'active batch 
data transfer, or distributed processing 
environment; for example, a session between 
an application program using CICS/VS and an 
IBM 6670 Information Distl'ibutol'; 01' (1) 
logical units (lUs) in peripi1el'al nodes; 
for example, two 6670s, The data stream is 
the SNA character string (SCS) fOI' data 
processing environments and Office 
Infol'mation Intel'change (011) level-2 for 
word processing envi I'onments. 

(j A type of session between two application 
programs in a distributed pl'Ocessing 
environment, using the SNA chal'acter stl'ing 
(SCS), a structured-field data stl'eam, an 
SNA 3270 data stream, a logical Messages 
Services (lMS) data stream, 01' a 
user-defined data stream; for example, an 
application program using CICS/VS 
communicating with an application program 
using IMS/VS. 

7 A type of session between an application 
program and a single display terminal in an 
interactive envi ronment; for example, a 
session involving an application program in 
a System/34 and an IBM 5251 Display 
Station, where the 5251 operator is 
creating data and sending it to the 
application program. The data stream is 
the 5250 data stream. 

Session partners must use the same lU- lU session 
type. SNA does not permit, for example, one 
half-session to use session type 1 and the other 
to use session type 4. 
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LU-LU SESSION CHARACTERISTICS 

LU-LU Session Type 0 

Half-Session Characteristics 
TS Pl'oflle 2, 3, 4, 7 
FfvI Profile 2, 3, 4, 7, 18 
PS Characteristics: Any option desired 
Sense Codes: Any SNA sense codes plus codes 

defined by session pal'tners 

LU-LU Session Type 1 

Half-Session Characteristics 
TS Profile 3, 4 
FfvI Profile 3, 4 
PS Characteristics: SNA character string, 

FM headers (none, 01' one or mOl'e of FMH-1, 
FMH-2, FMH-3), Data processing media 
support 

Sense Codes 
Request Reject (X'08xx') 

0802 Intervention Requil'ed 
0805 Session Limit Exceeded 
080A Permission Rejected 
080B Bracket Race Error 
0811 Break 
0812 Ins ufficient Resou I'ce 
0813 Bracket Bid Reject No RTR 

0814 

081B 
081C 
0821 
0825 
082B 
0831 
0845 

0860 

Forthcoming 
Bracket Bid Reject 

Forthcoming 
RTR 

Receiver in Transmit Mode 
Request Not Executable 
I nvalid Session Parameters 
Component Not Available 
Presentation Space I ntegl'ity Lost 
LU Component Disconnected 
Permission Rejected -- SSCP Will 

Be Notitied 
Function Not Supported -­

Continue Session 
0862 Medium Presentation Space 

0863 
0871 

Recovery 
Referenced LCID Not Found 
Read Partition State Error 
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Request Er'ror (X'10xx') 
1001 RU Data Error 
1002 RU Length Error 
1003 Function Not Supported 
1005 Parameter Error 
1008 Invalid FM Header 

State Error (X'20xx') 
2001 Sequence Number' 
2002 Chaining 
2003 Bracket 
2004 Di rection 
2005 Data Traffic Reset 
2006 Data Tr'affic Quiesced 
2007 Data Traffic Not Reset 
2008 No Begin Bracket 
2009 Session Control or Data Flow 

Control Protocol Violation 

LU-LU Session Type 2 

Half-Session Char'acteristics 
TS Profile 3 

10-4 

FM Profile 3 
PS Characteristics: SNA 3270 data stream, 

No FM Headers, Display support 
Sense Codes 

Request Reject (X'08xx') 
0801 Resource Not Available 
0802 Intervention Required 
0807 Resource Not Available -- LUSTAT 

080A 
080B 
0813 

Forthcomi ng 
Permission Rejected 
Bracket Race Error 
Bracket Bid Reject 

Forthcomi ng 
No RTR 

0814 Bracket Bid Reject RTR 

081B 
081C 
0821 
0829 
082A 
082B 
082D 
082E 

082F 

Forthcoming 
Receiver in Transmit Mode 
Request Not Executable 
Invalid Session Parameter 
Change Direction Required 
Presentation Space Alteration 
Presentation Space I ntegrity Lost 
LU Busy 
Intervention Required at LU 

Subsidiary Device 
Request Not Executable because of 

LU Subsidiary Device 



0831 LU Component Disconnected 
0833 Invalid Parameter (with pointer 

and complemented byte) 
0843 Required FMD Synchr'onization Not 

Supplied 
0845 Permission Rejected -- SSCP Will 

Be Notified 
084A Presentation Space Alteration 
084C Permanent Insufficient Resou r'ce 
0863 Referenced LCID Not Found 
0868 No Panels Loaded 
0869 Panel Not Loaded 
0871 Read Partition State Error 

Request Err'or (X'10xx') 
1001 RU Data Error 
1003 Function Not Supported 
1005 Parameter Error 
1007 Category Not Supported 
1009 For'mat G roup Not Selected 

State Error (X'20xx') 
2001 Sequence Number' 
2002 Chaining 
2003 Bracket 
2004 Di rection 
2005 Data Traffic .Reset 
2006 Data Traffic Quiesced 
2007 Data Traffic Not Reset 
2008 No Begin Bracket 
2009 Session Control or Data Flow 

Control Protocol Violation 

LU-LU Session Type 3 

Half-Session Characteristics 
TS Profile 3 
FM Profile 3 
PS Characteristics: SNA 3270 data stream, 

No FM headers, Display Support 
Sense Codes 

Request Reject (X'08xx') 
0801 Resource Not Available 
0802 Intervention Required 
080A Permission Rejected 
0814 Bracket Bid Reject -- RTR 

081B 
081C 
0821 

Forthcoming 
Receiver in Transmit Mode 
Request Not Executable 
I nvalid Session Parameter's 
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082B Presentation Space I ntegrity Lost 
082D LU Busy 
0831 LU Component Disconnected 
0843 Required FMD Synchronization Not 

Supplied 
0845 Permission Rejected -- SSCP Will 

Be Notified 
084C Pel'manent Ins ufficient Resou rce 
0863 Referenced LCID Not Found 

Request Error (X'lOxx') 
1001 RU Data Error 
1003 Function Not Supported 
1005 Pa rameter Errol' 
1007 Category Not Suppol'ted 

State Error (X'20xx') 
2001 Sequence Number 
2002 Chaining 
2003 Bracket 
2004 Di rection 
2005 Data Traffic Reset 
2006 Data Traffic Quiesced 
2007 Data Traffic Not Reset 
2008 No Begin Bracket 
2009 Session Control 01' Data Flow 

Control Protocol Violation 

LU-LU Session Type 4 
Half-Session Characteristics 

TS Profile 7 
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FM Profile 7 
PS Cha racteristics: SNA cha racter stri ng or 

011 Level-2, FM headers (none, or one or 
more of FMH-1, FMH-2, FMH-3), Data 
processing and word processing media 
support 

Sense Codes 
Request Reject (X'08xx') 

0801 Resource Not Available 
0802 Intervention Required 
0809 Mode Inconsistency 
080A Permission Rejected 
080D NAU Contention 
080E NAU Not Authorized 
080F End User Not Authorized 
0811 Break 
0812 Insufficient Resou rce 
0813 Bracket Bid Reject No RTR 

Forthcoming 



0815 
081C 
0821 
0824 
0825 
0827 

Fu nction Active 
Request Not Executable 
Invalid Session Parameter 
Component Aborted 
Component Not Available 
I ntermittent Error -- Ret"y 

Requested 
0829 Change Di,'ection Requi,'ed 
082D LU Busy 

Request E'Tor CX'10xx') 
1001 RU Data Er,'or 
1002 RU Length E,'ro,' 
1005 Parameter E,'ror 
1008 Invalid FM Header 

State Error CX'20xx') 
2001 Sequence Number 
2002 Chaining 
2003 Bracket 
2004 Di recti on 
2005 Data Traffic Reset 
2006 Data Traffic Quiesced 
2007 Data Traffic Not Reset 
2008 No Begin Bracket 
2009 Session Control or Data Flow 

Control Protocol Violation 

LU-LU Session Type 6 

Half-Sess ion Cha racteristics 
TS Profile 4 
FM Profile 18 
PS Characteristics: SNA character string, 

SNA 3270 data stream, structured fields, 
Logical Message Services data stream, or 
user-defined data stream; FM headers 
CFMH-4 through FMH-8 and FMH-10); 
Program-to-program support for programs, 
queues, files, and data bases 

Sense Codes 
Request Reject ('08xx') 

080F End User Not Authorized 
0812 Insufficient Resource 
0813 Bracket Bid Reject 
0814 Bracket Bid Reject -- RTR 

0819 
081C 
0824 

Forthcoming 
RTR Not Required 
Request Not Executable 
Component Aborted 
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0826 
0829 
0846 
084B 
0864 

FM Function Not Supported 
Change Direction Required 
ERP Message Forthcoming 
Requested Resources Not Available 
Function Abort: Loop will occur 

upon re-execution 
Function Abort: Sender 

responsible to detect loop 
Fu nction Abort: Receiver 

responsible to detect loop 
Request Error (X'lOxx') 

0865 

0866 

1003 Function Not Supported 
1008 Invalid FM Header 

State Error (X'20xx') 
2001 Sequence Number 
2002 Chaining 
2003 Bracket 
2004 Direction 
2005 Data Traffic Reset 
2006 Data Traffic Quiesced 
2007 Data Traffic Not Reset 
2008 No Begin Bracket 
2009 Session Control or Data Flow 

Control Protocol Violation 

LU- LU Session Type 7 

Half Session Characteristics 
TS Profile 7 
FM Profile 7 
Sense Codes 

Request Reject (X'08xx') 
0801 Resource Not Available 
0813 Bracket Bid Reject-- No RTR 

Forthcoming 
0815 Function Active 
081 C Request Not Executable 
0821 Invalid Session Parameters 
0829 Change Di rection Requi red 
082D LU Busy 
0831 LU Component Disconnected 

Request Error (X'10xx') 
1003 Function Not Suppor-ted 
1005 Parameter Error 

State Error (X'20xx') 
2001 Sequence Number 
2002 Chaining 
2003 Bracket 
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2004 Direction 
2005 Data Traffic Reset 
2006 Data Traffic Quiesced 
2007 Data Traffic Not Reset 
2008 No Begin Bracket 
2009 Session Control or Data Flow 

Control Protocol Violation 
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CHAPTER 11. PU AND NODE TYPES 

This chapter summarizes information from Systems 
Network Architecture Format and Protocol 
Reference Manual: Architectural Logic 
(SC30-3112) . 

Node types correspond to the PU type used in the 
node. 

Peripheral Node Types 

PU Type 1 (PU _ Tl) 

For all PIUs sent to and received from a 
PU T1 node, the transmission header (TH) 
format is FID3. 

PU Type 2 (PU_T2) 

For all PIUs sent to and received from a 
PU T2 node, the transmission header (TH) 
format is FID2. 

Subarea Node Types 

PU Type 4 (PU_T4) 

A PU T4 node has intermediate function, 
boundary function, or both. 

The TH format is either: 

• FIDO or FID1 for all PIUs transmitted 
between the PU T4 and adjacent PU T415 
node, if either or both nodes do not 
support ER and VR protocols. 

• FID2 for all PIUs transmitted between the 
PU T4 and an adjacent PU T2 node. 

• FID3 for all PIUs transmitted between the 
PU T4 and an adjacent PU T1 node. 

• FID4 or FIDF for all PIUs transmitted 
between the PU T4 and and adjacent PU_T415 
node, if both nodes support ER and VR 
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protocols. 

'U Type 5 (PU_T5) 

11-2 

A PU T5 is at a node that has intermediate 
function, boundary function, or both, and 
also contains an SSCP. 

The TH format is either: 

• FIDO or FIDl for all PIUs transmitted 
between the PU T5 and adjacent PU T415 
node, if either or both nodes do not 
support ER and VR protocols. 

• FID2 for all PIUs transmitted between the 
PU T5 and an adjacent PU T2 node. 

• FID3 for all PIUs transmitted between the 
PU T5 and an adjacent PU Tl node. 

• FID4 or FIDF for all PIUs transmitted 
between the PU T5 and and adjacent PU T415 
node, if both nodes support ER and VR 
protocols. 



CHAPTER 12. SNA CHARACTER SETS 

Column (high· order). Row (low order); for example, A = "Cl" 

III 94-character set, only 

iii 63- or 94-character set 

D 48-, 63-, or 94-character set 

Note: This table applies only to US EBCDIC character sets: inter­
national sets may vary. 
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CHAPTER 13. PRODUCTS AND SNA 

This chapter summarizes information from Systems 
Network Architecture Concepts and Products 
(GC30-307Z). It also contains additional 
information to assist people interested in a 
specific SNA product. 

HARDWARE 

Product put LU-LU 
Node Session 
Type Type 

Series/1 2 0,1,2 
S/32 2 1 
S/34 2 0,1,2,3,4,7 
S/38 1,2 1,4,7 
3270 1 0,1,2,3 
3600 2,3 0,1,2 
3614 2 0 
3624 2 0 
3630 2 0,1 
3640 1,2 0,1 
3650 2 0 
3660 2 0 
3767 1 1 
3770 2 1 . 
3790 1,2 0,1,2,3 
5250 1 4,7 
6670 1 4 
8775 2 2 
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SOFTWARE 

Product PU/ LU-LU 
Node Session 
Type Type 

ACP 5 0,1,2,3,6 
CICS/VS 5 0,1,2,3,4,6 
DPCX 2 0,1,2,3,4 
DPPX 2 0,1,2 
IMS/VS 5 0,1,2,4,6 
JES2 5 0,1 
JES3 5 0,1 
NCCF 5 0,1,2 
POWER/VS 5 1 
RES 5 1,4 
TCAM 5 0,1,2,3,4 
TSO 5 1,2 
VM/370 5 1,2 
VSPC 5 1,2 
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CHAPTER 14. COMMON SEQUENCES 

Key 

(XXX) 

ER 

Host 

Link 

LS 

LU 

NCP 

PNODE 

PU 

PUCP 

SA 

SSCP 

TG 

VR 

Request Unit 

Response Unit 

SDLC Command or Response 

Channel 

SDLC Link 

Network Resource 
Associated With 
the RU 

Exp I i ci t Route 

Host Processor 

Data Link 

Link Station 

Logical Unit 

Network Control Program 

Peripheral Node 

Physical Unit 

Physical Unit Control PQint 

Subarea 

Systems Services Control Point 

Transmission Group 

Virtual Route 
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HOST1 NCP2 

I SSCPI.1 I 
I PU1.0 I I PU2.0 I 

t! 
liNK 1. 3 

~ SAl TGI SA2 

HOST1 NCP2 

SSCPI.1 PU1.0 lSA lSB PU2.0 

Add link 

-- - -1--
. 

Activate 
Link 

(LI NK 1. 3) 

-- --!- -. 
Add link 

Station 
(lSB) 

-- --1--
. 

Contact 
(lSB) 

=r Exchange ID 
---------------~ 

IExchange 101 
.---------------
I Channel I Contact 

Contacted --------------.... 
(lSB) 

Expl Jit Route opL at i ve NC 

NC Expl icit Route Operative 

Activating a Host Node, a Channel-Attached 
Subarea Node, and the Channel Between Them 
Figure 14-1. 
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HOST! 

I SSCPI. I I ERI NCPZ 

I PU 1. 0 I ~ 
- VRI 

~ TGI SAZ 
SAl ERZ 

HOST! NCPZ 

PUI.0 PUZ.0 

N Exp I i cit Route Activate (ERI 

N! 
I 

Exp Ii cit Route Activate Reply 
(ERI,ERZ) 

NC Activate Virtual Route 
(VRI,TPZ) 

-- - - - - - - - - - - - - - - - -

Activating Expl icit and Virtual Routes 
Between Adjacent Subarea Nodes 

Figure 14-2. 
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HOST1 

TG1 

HOST1 

SSCP1.1 

Activate Physical Unit 
--f--

Start Data Traffic 

Set Control Vector 

Activate Link (LINK2.1) 

Activate Link (LINK2.4) 

NCP2 

NCP2 

PU2.0 

Activating a Channel-Attached Subarea 
Node and Attached Links 
Figure 14-3. 

PNODE2.2 
L I NK2. 1 

SA2 

SA2 
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HOSTI 

SSCP1.l 

TGI 

HOSTI 

SSCP 1.1 

NCP2 PNODE 2.2 

PU2.0 LSC LSD PU2.2 LU2.3 

Contact (LSD) 
I I .... - - - - - -

Set Normal 
Response Mode 

1 1 
Unnumbered Acknowledgment 
.-------------------------

Contacted (LSD) I 

Activate Physical Unit 

I. 1 . 
Activate Logical Unit 

I I I I 
Activating a Peripheral Node Attached via a 
Nonswitched SDLC Link 
Figure 14-4. 
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Activating a Peripheral Node Attached to a Switched 
SDLe Link 
Figure 14-5. 
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~See Figs. " 2, and 3.~ 



HOSTI 

1 SSCP 1.11 

SAl 
1 PU 1. 01 
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NCP2 
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HOSTI 

PU1.0 

ERI ---SA2 ER2 

NC Explicit Route 
Activate (ERn 

NC Explicit Route 
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NCP2 

PU2.0 

VRI NCP3 
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Activating Expl icit and Virtual Routes Between 
Non-Adjacent Subarea Nodes 
Figure 14-8. 
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HOSTI 
NCP2 PNODE 

I SSCPl.l1 I-- 2.2 
r--

LU1. 2 

--=s- ILU2.31 
~ SA2 

SA2 
SAl 

HOSTI 

SSCPI. I 

PNODE 2.2 

LU2·3 

Initiate Self (LUI.2) 
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-------------

Control Initiate (LU2.3) 

ind Session 

Session Started (LU2.3) 
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Establ ishing a Same-Domain LU-LU Session 

Figure 14-9. 
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Figure 14-10. 
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Figure 14-14. 
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CHAPTER 15. OTHER SNA PUBLICATIONS 

This chapter lists other IBM SNA publications 
that you may find useful. These publications 
supplied information for various parts of the 
chapters in this book. 

IBM Synchronous Data link Control General 
Information (GA27-3093) 

This manual, written for technical people 
interested in data communication, presents 
in simple terms the concepts and operation 
of SDLC. IBM Synchronous Data Link Control 
assumes the reader has no prior knowledge 
of data communication. 

The chapters in Systems Network 
Architecture Reference Summary that contain 
information from IBM Synchronous Data link 
Control are: 1, 5, and 16. 

Systems Network Architecture Concepts and 
Products (GC30-3072) 

This manual, written for DP Managers and 
other decision-makers, briefly presents the 
basic concepts of SNA and briefly describes 
each of the SNA-based hardwar'e and software 
products that I BM offers. Systems Network 
Architecture Concepts and Products assumes 
that the reader has no prior knowledge of 
SNA 

The chapters in Systems Network 
Architecture Reference Summary that contain 
information from Systems Network 
Architecture Concepts and Products are: 13 
and 14. 
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Systems Network Architecture Format and Protocol 
Reference Manual: Architectural Logic 
(SC30-3112) 

15-2 

This manual, written for System Programmers 
and Maintenance People, provides a formal 
and detailed definition of all portions of 
SNA except for LU presentation services. 
In this manual, each functional layer of 
SNA consists of one or more protocol 
machines, which in turn consist of one or 
more procedures or finite-state machines, 
which are presented as routines or 
matricies written in a PL/l-like language 
called FAPL. Systems Network Architecture 
Format and Protocol Reference Manual: 
Architectural Logic assumes that the reader 
has basic programming knowledge. 

The chapters of Systems Network 
Architecture Reference Summary that contain 
information from the Systems Network 
Architecture Format and Protocol Reference 
Manual: Architectural Logic are: 2, 3, 4, 
6, 7, 8, 11, and 16. 



CHAPTER 16. SNA ACRONYM GLOSSARY 

A 

A address (SDLC) 
ACT active, activate 

B 

B nnnn 
BB 
BBI 
BC 
BCI 
BETB 
BF 
BIU 
BLU 
BSC 
BTU 

C 

(c) 
C 
CCA 
CCITT 

CD 
CDI 
CDRM 
CNM 
CNMA 

CNMS 

CONT 
COS 
CPMGR 
CSC 
CSI 
CSP 

binary digits 
Begin Bracket 
Begin Bracket Indicator 
Begin Chain 
Begin Chain Indicator 
Between Brackets 
boundary function 
basic information unit 
basic 1 ink unit 
Binary Synchronous Communication 
basic transmission unit 

configuration services 
contro I (SDLC) 
communication controller adapter 
Comite Consultatif International 
Telegraphique et Telephonique 
(International Telegraph and Telephone 
Consultative Committee) 
cross-domain, Change Direction 
Change Direction indicator 
cross-domain resource manager 
communication network management 
communication network management 
app 1 icat ion 
communication network management 
services 
contention 
class of service 
connection point manager 
common session control 
Code Selection indicator 
Control Sequence Prefix 
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o 

OAF destination address field 
DCE Data Communication Equipment, Data 

Circuit-terminating Equipment 
DCF data count field 
DO day of month 
ddd day of year 
DEF Destination Element Address Field 
DES Date Encryption Standard 
DFC data flow control 
DISC Disconnect (SDLC) 
DLC data link control 
DLU destination logic unit 
OM Disconnected Mode (SOle) 
DPN Destination Program Name 
DQ dequeue 
DR11 Definite Response 1 indicator 
DR21 Definite Response 2 indicator 
DSAF Destination Subarea Address Field 

E 

EB 
EBCDIC 

EBI 
EC 
ECI 
ED 
EDI 
EFI 
ENP 
ER 
ERI 
ERN 
ERP 
Exp 
EXR 

F 

End Bracket 
extended binary coded decimal 
interchange code 
End Bracket indicator 
End Chain 
End Chain indicator 
enciphered data 
Enciphered Data indicator 
Expedited Flow indicator 
Enable Presentation 
Expl icit Route 
Exception Response indicator 
E~plicit Route Number 
error recovery procedures 
expedited flow 
Exception Request 

F flag (SDLC) 
FCS frame check sequence (SOLe) 
FOX full duplex data flow 
Ff" f1 ip-f1op direction contro·1 
FI Format indicator 
FlO format identification 
FIFO flr·S1l-:i~. first-out 
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FM function management 
FMO function management data 
FMOS munction management data services 
FMH function management header 
FRMR Frame Reject (SDLe) 
FSM finite-state machine 

H 

HOX half-duplex data flow 
HH hours 
HSIO half-session identification 

I information (SOLe) 
I initiate only 
10 identification 
IERN Initial Explicit Route Number 
ILU initiating logical unit 
INB in bracket 
INIT initiate 
INOP inoperative 
INP Inhibit Presentation 
IPL initial program load 
I/Q initiate or queue 
ISO International Organization for 

Standardization 

L 

LCIO local coded graphic character set 
identifier 

LH 1 ink header 
LIFO last-in, first-out 
LT link trailer 
LSIO local session identification 
LU logical unit 

M 

(rna) maintenance services 
(me) measurement services 
HGR manager 
HH month, minutes 
(mn) management services 
HPC maxi~ presentation col_ 
HPf milflping Held (BW segments) 
HP1. maxiillWll presentation 1 ine 



N 

NA network address 
NAU network addressable unit 
NC network control 
(no) network operator servi ces 
Norm normal flow 
NS network services 
NTWK network 

o 

OAF Origin Address field 
OEF Origin Element field 
OLU originating logical unit 
OSAF Origin Subarea field 

P 

P primary 
PC path control 
PCID procedure correlation identifier 
PD Padded Data 
PDI Padded Data indicator 
PEND pending 
PI Pacing indicator 
PIU path information unit 
PLU primary logical unit 
POC Program Operator Communication 
PPU primary physical unit 
PRI primary 
PRID procedure related identifier 
PRN Primary Resource Name 
PRTY Priority 
PS presentation services 
PU physical unit 
PUCP physical unit control point 

Q 

Q queue 
QR Queued Response 
QRI Queued Response indicator 

R 

RCV receive 
RD Request Disconnect (SDLC) 
REC receive 
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REJ Reject (SOLC) 
RES resource 
RH request/response header 
RIM Request Initialization Mode (SOLC) 
RLSO released 
RNR Receive Not-Ready (SOLC) 
RQ request 
RR Receive Ready (SOLC) 
RRI Request/Response Indicator 
RSP response 
RTI Response Type indicator (+/-) 
RU request/response unit 

S 

S secondary 
(s) session services 
SC session control 
SCS SNA Character String 
SOl Sense Data Included indicator 
SOLC Synchronous Data Link Control 
SEC secondary 
SESS session 
SIM Set Initialization Mode (SOLC) 
SLU secondary logical unit 
SNA Systems Network Architecture 
SNC sense code 
SNF sequence number field 
SNRM Set Normal Response Mode (SOLC) 
SPU secondary physical unit 
SQN sequence number 
SS seconds 
SSCP system services control point 
SVC services 

T 

TC transmission control 
TERM terminate 
TEST Test (SOLC) 
TG transmission group 
TGN transmission group number 
TH transmission header 
TLU terminating logical unit 
TPF Transmission Priority Field 
TS transmission services 
TWX teletypewriter exchange service 

U 
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UA 
UI 
UNAVL 
UP 
URe 

v 

VR 
VRID 
VRN 
VRPRQ 
VRPRS 
VT 

x 

XID 
X'n ••• n I 
XMIT 

y 

yy 

I 
* 

** 
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Unnumbered Acknowledgment (SDLe) 
Unnumbered Information (SDLe) 
unavai lable 
Unnumbered Poll (SDLe) 
user request correlation 

virtual route 
Virtual Route identifier 
virtual route number 
Virtual Route Pacing Request 
Virtual Route Pacing Response 
Vertical Tab 

Exchange Identification (SDLe) 
hexadecimal digits 
transmit 

year 

or 
any value 
not 
exponential operator 
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