
























































































































































































































































































































































































































































































































6002 The resource identified by the destination program name (DPN) is not 
supported. 

6003 The resource identified by the primary resource name (PRN) is not 
supported. 

6031 Transaction Program Not Allowed: The FMH-5 Attach 
command specifies a transaction program that the receiver is unable 
to start. Either the program is not authorized to run or the 
resources to run it are not available at this time. The condition 
is temporary. The sender is responsible for subsequent retry. This 
sense data is sent only in FMH-7. 

084C Permanent Insufficient Resource: Receiver cannot act on the request 
because resources required to honor the request are permanently 
unavailable. The sender should not retry immediately because the 
situation is not transient. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 For LU 6.2, Transaction Program Not Retry: The FMH-5 
Attach command specifies a transaction program that the receiver is 
unable to start. The condition is not temporary. The sender should 
not retry immediately. This sense data is sent only in FMH-7. 

For non-LU 6.2, no additional information is specified. 

0001 Set aside for implementation-specific use, and will not be otherwise 
defined in SNA; see implementation documentation for details of 
usage. 

hnnn where i.e., the high-order bit in byte 2 is set to 1. The 15 
low-order bits of bytes 2 and 3 contain a binary count that indexes 
(zero-origin) the first byte of the field found to be in error. 

0840 Retired 

084E Invalid Session A positive response to an activation 
request (for example, BIND) was received and was changed to a negative 
response because of invalid session parameters carried in the response. 
The services manager receiving the response will send a deactivation 
request for the corresponding session. 

084F Reserved 

0850 Link-Level Operation Cannot Be Performed: An IPL, dump, or RPO cannot be 
performed through the addressed link station because the system definition 
or current state of the hardware configuration does not allow it. 

0851 Session Busy: Another session that is needed to complete the function 
being requested on this session is temporarily unavailable. 
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0852 Duplicative Session Activation Request: Two session activation requests 
have been received with related identifiers. The relationship of the 
identifiers and the resultant action varies by request. 

If the RU is an ACTPU or ACTCDRM, it means that a session has already been 
activated for the subject destination-origin pair by a session activation 
request that carried a larger activation request identifier than the 
current request; the current request is refused. 

If the RU is a BIND, it means that the BIND request was received with the 
same session instance identifier (in the structured subfield X1 03 1 of the 
User Data field) as an active session's; the current request is refused. 

0853 TERMINATE(Cleanup) Required: The SSCP cannot process the termination 
request, as it requires cross-domain SSCP-SSCP services that are not 
available. (The corresponding SSCP-SSCP session is not active.) 
TERMINATE(Cleanup) is required. 

0854 Retired, formerly used for product-specific information. 

0855 Reserved 

0856 SSCP-SSCP Session Lost: Carried in the Sense Data field in a NOTIFY 
(Third-Party Notification vector, X1 03 1

) or -RSP(INIT OTHER) sent to an 
ILU to indicate that the activation of the LU-LU session is uncertain 
because the SSCP(ILU)-SSCP(OLU) session has been lost. (Another sense 
code, X1 0842 1

, is used when it is known that the LU-LU session activation 
cannot be completed.) 

0857 SSCP-LU Session Not Active: The SSCP-LU session, required for the 
processing of a request, is not active; for example, in processing 
REQECHO, the SSCP did not have an active session with the target LU named 
in the REQECHO RU. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 The SSCP-SLU session is in the process of being reactivated. 

0002 The SSCP-PLU session is inactive. 

0003 The SSCP-SLU session is inactive. 

0004 The SSCP-PLU session is in the process of being reactivated. 

0858 Reserved 

0859 REQECHO Data Length Error: The specified length of data to be echoed (in 
REQECHO) violates the maximum RU size limit for the target LU. 
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085A 
through Reserved 
085F 

0860 Function Not Supported~Continue Session: The function requested is not 
supported; the function may have been specified by a request code or some 
other field, control character, or graphic character in an RU. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

nnnn Bytes 2 and 3 contain a two-byte binary count that indexes 
(zero-origin) the first byte in which an error was detected. This 
sense code is used to request that the session continue, thereby 
ignoring the error. 

0861 Invalid COS Name: The class of service (COS) name, either specified by 
the ILU or generated by the SSCP of the SLU from the mode table is not in 
the 11 COS name to VR identifier list 11 table used by the SSCP of the PLU. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 COS name was generated by the SSCP. 

0001 COS name was generated by the ILU. 

0003 The CDINIT request or response contains a Session Initiation control 
vector that has Class of Service (COS) Name fields that have not 
been properly specified. 

0862 Medium Presentation Space Recovery: An error has occurred on the current 
presentation space. Recovery consists of restarting at the top of the 
current presentation space. The sequence number returned is of the RU in 
effect at the top of the current presentation space. 

nnnn Bytes 2 and 3 following the sense code contain the byte offset from 
the beginning of the RU to the first byte of the RU that is 
displayed at the top of the current presentation space. 

0863 Referenced Local Character Set Identifier (LCID) Not Found: A referenced 
character set does not exist. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code appplies. 

hnnn where h~8, i.e., the high-order bit in byte 2 is set to 1. The 15 
low-order bits of bytes 2 and 3 contain a binary count that indexes 
(zero-origin) the first byte of the field found to be in error. 
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0864 Function Abort: The conversation was terminated abnormally. Other 
terminations may occur after repeated reexecutions; the request sender is 
responsible to detect such a loop. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 For LU 6.2, Premature Conversation Termination: The conversation is 
terminated abnormally; for example, the transaction program may have 
issued a DEALLOCATE ABEND verb, or the program may have terminated 
(normally or abnormally) without explicitly terminating the 
conversation. This sense data is sent only in FMH-7. 

For non-LU 6.2, no additional information is specified. 

0001 System Logic Error~No Retry: A system logic error has been 
detected. No retry of the conversation should be attempted. This 
sense data is sent only in FMH-7. 

0002 Excessive Elapsed Time~No Retry: Excessive time has elapsed while 
waiting for a required action or event. For example, a transaction 
program has failed to issue a conversation-related protocol boundary 
verb. No retry of the conversation should be attempted. This sense 
data is sent in UNBIND when there is no chain to respond to; 
otherwise, it is sent in FMH-7. 

0865 Retired 

0866 Retired 

0867 Sync Event Response: Indicates a required negative response to an (RQE,CD) 
synchronizing request. 

0868 No Panels Loaded: Referenced format not found because no panels are loaded 
for the display. 

0869 Panel Not Loaded: The referenced panel is not loaded for the display. 

086A Subfield Key Invalid: A subfield key in an MS subvector was not valid in 
the conditions under which it was processed. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

nnmm Byte 2 following the sense code contains the subvector key (nn) of 
the subvector containing the unrecognized subfield, and byte 3 
contains the unidentified subfield key (mm). 

086B Subfield Value Invalid: A value in a subfield ~ithin an MS major vector 
is invalid for the receiver. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 
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nnmm Byte 2 following the sense code contains the subvector key (nn) of 
the subvector containing the subfield with the invalid value, and 
byte 3 contains the subfield key (mm) of the subfield with the 
invalid value. 

Note: See sense code X'0870' for the case in which the invalid value 
occurs in an unformatted subvector, that is, one not containing subfields 
with keys and lengths, or in the unformatted portion of a partially 
formatted subvector. 

086C Required Subvector Missing: One or more MS subvectors that are required 
by the receiver to perform some function are missing from the received 
list of subvectors, or are not present in the required position. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

nnOO Byte 2 following the sense code contains the subvector key (nn) of 
one of the subvectors that is missing, or improperly positioned. 
Byte 3 is reserved (00). 

Note: See the X'080C0006' sense data for the case in which the 
major vector key is recognized but a subvector representing the 
function to be performed cannot be identified. 

0860 Required Subfield Missing: An MS subvector lacks one or more subfield 
keys that are required by the receiver to perform the function requested. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

nnmm Byte 2 following the sense code contains the subvector key (nn) of 
the subvector lacking a required subfield, and byte 3 contains the 
subfield key (mm) of a missing subfield. 

086E Invalid Subvector Combination: Two or more subvectors, each permissible 
by itself, are present in a combination that is not allowed. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

nnmm Bytes 2 and 3 following the sense code contain the subvector keys 
(nn) and (mm) of two of the subvectors that should not be jointly 
present. 

086F Length Error: A length field within an MS major vector is invalid, or two 
or more length fields are incompatible. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 The MS major vector length is incompatible with the RU length. 

9-22 SNA Formats 



0002 The sum of the MS subvector lengths is incompatible with the MS 
major vector length. 

nn03 The sum of the subfield lengths in a MS subvector is incompatible 
with the subvector length. Byte 2 following the sense code contains 
the subvector key (nn). 

nn05 MS subvector length invalid. Byte 2 following the sense code 
contains the relevant subvector key (nn). (This is specified only 
if the sum of the subvector lengths is compatible with the major 
vector length.) 

nn06 Subfield length invalid. Byte 2 following the sense code contains 
the subvector key (nn) of the MS subvector containing the invalid 
subfield length. (This is specified only if the sum of the subfield 
lengths is compatible with the subvector length.) 

0870 Unformatted Subvector Value Invalid: A value in an unformatted MS 
subvector, or in an unformatted portion of a partially formatted MS 
subvector, is invalid. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

nnxx Byte 2 following the sense code contains the subvector key (nn) of 
the MS subvector containing the invalid value. Byte 3 contains a 
one-byte binary count that indexes the first byte in which the 
invalid value falls. The indexing is zero-origin, from the 
beginning of the subvector. 

Note: See sense code X'086B 1 for the case in which the invalid value 
occurs in a formatted MS subvector, that is, one containing subfields with 
keys and lengths, or in the formatted portion of a partially formatted 
subvector. 

0871 Read Partition State Error: A Read Partition structured field was received 
while the display was in the retry state. 

0872 Orderly Deactivation Refused: An NC DACTVR(Orderly) request has been 
received, but sessions are assigned to the VR and it will not be 
deactivated. 

0873 Virtual Route Not Defined: No ERN is designated to support this VRN. 

0874 ER Not in a Valid State: The ER supporting the requested VR is not in a 
state allowing VR activation. 

0875 Incorrect or Undefined Explicit Route Requested: The reverse ERNs 
specified in the NC ACTVR do not contain the ERN defined to be used for 
the VR requested, or the ERN designated to be used for the VR is not 
defined. 
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0876 Nonreversible Explicit Route Requested: The ERN used by the NC ACTVR does 
not use the same sequence of transmission groups (in reverse order) as the 
ERN that should be used for the RSP(NC_ACTVR). 

0877 Resource Mismatch: The receiver of a request has detected a mismatch 
between two of the following: (1) its definition of an affected resource, 
(2) the actual configuration, and (3) the definition of the resource as 
implied in the request. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 Link Defined as Switched Is Nonswitched: A link defined to an 
ACTLINK receiver as being switched was found to be nonswitched 
during the activation attempt. 

0002 Link Defined as SDLC Is Non-SDLC: A link defined to an ACTLINK 
receiver as being SDLC was found to be non-SDLC during the 
activation attempt. 

0003 Link Defined as Having Automatic Connect-Out Capability Does Not: A 
link defined to an ACTLINK receiver as having automatic connect-out 
capability was found to lack it during the activation attempt. 

0004 ACTLINK Received for a Resource Other Than a Link: An ACTLINK was 
received that resolved to a local device address representing a 
device other than a link. 

0005 Link defined as X.21 is not X.21. 

0006 Link defined as LPDA-capable is configured in NRZI mode. 

0007 A request that is allowed only for a primary link station was 
received for a link station that is defined to the receiver as 
secondary. 

0008 A request for link problem determination for modems was received for 
a link that is defined to the receiver as not supporting link 
problem determination for modems. 

0009 A request for link problem determination for modems was received for 
a link that is defined to the receiver as supporting link problem 
determination for modems, but no link station supporting link 
problem determination for modems was found on the link. 

OOOA A request that is allowed only for a nonswitched link was received 
for a link that is defined to the receiver as switched. 

0008 A request that is allowed only for a link with a modem not using the 
multiplexed links feature was received for a link that is defined to 
the receiver as having a modem using the multiplexed links feature. 
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OOOC Resource Definition Mismatch for Modems: A request that is allowed 
only for a link with a non-tailed modem was received for a link that 
is defined to the receiver as having a tailed modem. 

0878 Insufficient Storage: The storage resource required for a data format is 
not available. 

0879 Storage Medium Error: A permanent error has occurred involving a storage 
medium. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 Disk I/O error. 

087A Format Proc~ssing Error: A processing error occurred during data 
formatting. 

0878 Resource Unknown: The request contains a session key that does not 
identify a session known to some gateway node; for example, a session 
activation request arrives at a gateway node after it has released the 
address transform for the intended session. 

087C SSCP-PU Session ~ot Active: A gateway SSCP-PU session that is needed to 
establish an address transform for the intended cross-network LU-LU 
session was not active. 

087D Session Services Path Error: A session services request cannot be 
rerouted along a path of SSCP-SSCP sessions. This capability is required, 
for example, to set up a cross-network LU-LU session. 

Bytes 2 and 3 contain sense code specific information that indicates the 
specific reason for not rerouting the request. Settings allowed are: 

0000 No specific code applies. 

0001 An SSCP has attempted unsuccessfully to reroute a session services 
request to its destination via one or more adjacent SSCPs; this 
value is sent by a gateway SSCP when it has exhausted 
trial-and-error rerouting. 

Note: This code is used when SSCP rerouting fails completely. The 
remaining codes are used for failures to reroute to a particular 
SSCP. For example, they are associated with specific SSCPs when 
information about a rerouting failure is displayed in the node that 
was trying to reroute. 

0002 An SSCP is unable to reroute a session services request because a 
necessary routing table is not available, that is, there is no 
adjacent SSCP table corresponding to the rerouting key in the 
Resource Identifier control vector. The receiver of this value 
will, if possible, try rerouting to another SSCP. 
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0003 This SSCP has no predefinition for an LU, but an adjacent SSCP does 
not support dynamic definition in partner SSCPs. As a result, this 
SSCP cannot both dynamically define the LU and reroute to that 
adjacent SSCP. 

0005 (Retired) An SSCP is unable to use the gateway node specified in 
CDINIT because that gateway node cannot allocate an address 
transform for the intended cross-network LU-LU session. 

0006 (Retired) An SSCP is able to use only a subset of the alternate 
gateway nodes available to it. However, for the subset that it can 
use, none can provide the needed alias address pair. 

0008 The adjacent SSCP does not support the requested CDINIT function 
(for example, notification of resource availability or XRF). 

OOOA An SSCP is unable to reroute a session services request because the 
request has been routed through the same SSCP twice. 

0008 The DLU specified in the CDINIT is unknown to the receiving SSCP, 
and the receiving SSCP cannot reroute the CDINIT. 

087E SSCP Visit Count Exceeds Limit: The SSCP visit count specified in the 
session services request~CDINIT, INIT OTHER CD, or DSRLST~has been 
decremented to 0. The session services request has been routed through an 
excessive number of SSCPs. (The SSCPs are not necessarily distinct.) 

087F Reserved 

0880 Reserved 

0881 ACTCDRM Failure~REQACTCDRM Sent: An SSCP-SSCP session-activation 
request, ACTCDRM, cannot be rerouted to a gateway SSCP because, at some 
gateway PU, the necessary transform is not complete and the gateway PU has 
sent REQACTCDRM to the gateway SSCP. 

0882 Reserved 

0883 Reserved 

0884 ACTCDRM Failure~No REQACTCDRM Sent: An SSCP-SSCP session activation 
request, ACTCDRM, cannot be rerouted to the destination SSCP because, at 
some gateway node PU, the necessary transform is not complete and 
REQACTCDRM cannot be sent to the destination SSCP because the gateway 
SSCP-PU session is not active or the intended SSCP session partner does 
not provide gateway services. 

0885 Reserved 

0886 Subnetwork Rerouting Not Supported: An SSCP received a session services 
request~CDINIT, INIT OTHER CD, NOTIFY(Vector Key=X 1 0l 1

), or DSRLST~from 
an SSCP in its subnetwork that, if rerouted, would not cross a subnetwork 
boundary. The SSCP does not support rerouting within a subnetwork. 
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0887 Dequeue Retry Unsuccessful~Session Remains Queued: The SSCP cannot 
successfully honor a CDINIT(Dequeue) request. The request specifies 
11 leave on queue if dequeue-retry is unsuccessful. 11 The SSCP has left the 
queued session on its queue. 

0888 Name Conflict: A name specified in an RU is unknown, or is known and 
does not have the required capabilities, or is a duplicate resource 
for the specified resource type. When a name conflict is detected, 
further name checking ceases; multiple name conflicts are not reported or 
detected. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 The specified DLU real network name is known, but identifies a 
resource that is not LU-LU session capable. 

0002 The specified DLU alias network name is known, but identifies a 
resource that is not LU-LU session capable. 

0003 The specified OLU real network name is known, but identifies a 
resource that is not LU-LU session capable. 

0004 The specified OLU alias network name is known, but identifies a 
resource that is not LU-LU session capable. 

0005 Name translation was invalid; that is, a different LU name was 
returned with the same network ID as the original LU name. 

0006 The specified DLU real network name is known, but is a duplicate 
resource. 

0007 The specified DLU alias network name is known, but is a duplicate 
resource. 

0008 The specified OLU real network name is known, but is a duplicate 
resource. 

0009 The specified OLU alias network name is known, but is a duplicate 
resource. 

OOOA A predefined real resource name and a predefined alias resource name 
were found for the same resource. 

0008 A cross-network DLU name is defined as a shadow resource, but shadow 
resources are not supported for cross-network sessions. 

OOOC Set aside for implementation-specific use, and will not be otherwise 
defined in SNA; see implementation documentation for details of 
usage. 

0889 Transaction Program Error: The transaction program has detected an error. 
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This sense code is sent only in FMH-7. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 Program Error~No Data Truncation: The transaction program sending 
data detected an error but did not truncate a logical record. 

Program Error~Purging: The transaction program receiving data 
detected an error. All remaining information, if any, that the 
receiving program had not yet received, and that the sending program 
had sent prior to being notified of the error, is discarded. 

0001 Program Error~Data Truncation: The transaction program sending 
data detected an error and truncated the logical record it was 
sending. 

0100 Service Transaction Program Error~No Data Truncation: The service 
transaction program sending data detected an error and did not 
truncate a logical record. 

Service Transaction Program Error~Purging: The service transaction 
program receiving data detected an error. All remaining 
information, if any, that the receiving service transaction program 
had not yet received, and that the sending service transaction 
program had sent prior to being notified of the error, is discarded. 

0101 Service Transaction Program Error~Data Truncation: The service 
transaction program sending data detected an error and truncated the 
logical record it was sending. 

088A Resource Unavailable~NOTIFY Forthcoming: The SSCP cannot satisfy the 
request because a required resource is temporarily unavailable. When the 
required resource becomes available, NOTIFY NS(s) key X1 07 1 or X1 08 1 will 
be sent. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 SSCP-SSCP Session Not Active: A SSCP-SSCP session required to 
reroute the cross-network request was not active. 

0003 SSCP-LU session not active: The SSCP(DLU) is currently not in 
session with the DLU. 

0004 LU session limit exceeded: The DLU is currently at its session 
limit and the requested session would cause the limit to be 
exceeded. 

0888 BB Not Accepted~BIS Reply Requested: Sent in response to a BB (either an 
LUSTAT bid or an Attach) to indicate that the receiver has sent a BIS 
request and wishes to terminate the session without processing any more 
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conversations, but without sending an UNBIND. A BIS reply is requested so 
that the negative response sender may send a normal UNBIND. This sense 
code is sent only by LUs not supporting change-number-of-session 
protocols. 

088C Missing Control Vector: The RU did not contain a control yector that was 
expected to appear. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

nnOO A required control vector is missing. Byte 2 contains the key (nn) 
of the required control vector that is missing. If more than one 
control vector is missing, only the first omission is reported. The 
second byte of the sense code specific field is set to X'OO'. 

0880 Duplicate Network Name: An SSCP has detected a violation of the 
requirement that network names used across multiple domains be unique 
within the multiple-domain network. For example, the SSCP(DLU) has 
detected that the OLU name received in CDINIT is currently also defined in 
the domain of the SSCP(DLU). 

088E ENA Address Mismatch: An SSCP detected that an ENA LU has an address too 
large for one of the pre-ENA components (LU or SSCP) involved in the 
session to support. 

Bytes 2 and 3 following the sense code contains sense code specific 
information. Settings allowed are: 

0000 A resource encountered during LU-LU session initiation is not 
ENA-capable; the session initiation request may be rerouted. 

0001 A resource encountered during LU-LU session initiation is not 
ENA-capable; the session initiation request should not be rerouted. 

0002 An SSCP has requested a "pre-ENA compatible" SLU address for an SLU 
that already has an ENA address. 

0003 The gateway node selected by the gateway SSCP from the gateway node 
list is not ENA-capable when an ENA-capable gateway node is 
required. Another gateway node may be tried. 

088F XRF Procedure Error: A request was received for an XRF-active or 
XRF-backup session and was not acted on. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0004 A SWITCH request was received that was invalid. 
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0890 

0006 An INITIATE request for an XRF-backup session was received that 
allowed queuing (XRF-backup and session queuing are mutually 
exclusive functions.) 

0007 CDINIT was received requesting an ~RF-backup session, and the DLU 
does not support XRF sessions. 

0008 An XRF-active BIND was received with a session correlation 
identifier that duplicates a session correlation identifier 
associated with an existing XRF session. 

0009 An XRF-backup BIND was received for an LU that currently does not 
have an XRF session. 

OOOA Cryptography Not Supported: An XRF BIND was received indicating 
cryptography. 

0010 An XRF-backup BIND was received with a session correlation 
identifier that does not match the session correlation identifier 
associated with the existing XRF session with that LU. 

through Reserved 
0896 

0897 System Definition Mismatch: The requested function is not supported by 
the receiver, or there is a mismatch between the sending and receiving 
system definitions. 

Bytes 2 and 3 following the' sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0006 The SSCP has no predefinition for an LU and does not support dynamic 
resource definition. 

0007 The receiving SSCP has a different system-defined name for the 
SSCP(DLU) than the SSCP(DLU) name in the session initiation request. 

0008 In a gateway with three gateway SSCPs, a gateway SSCP on the OLU 
side of the gateway was specified as having predesignated control in 
the CDINIT. In this configuration, only the middle gateway SSCP may 
have predesignated control. 

0009 In a gateway with three gateway SSCPs, none of which is 
predesignated, the gateway node believes that one is predesignated. 
As a result, the gateway node receives gateway control RUs such as 
RNAA from a different SSCP than the one it expects. 

0008 An SSCP has detected a specification of gateway responsibility in 
the CDINIT request that is not consistent with its own 

9-30 SNA Formats 



definition. For example, two gateway SSCPs in the same gateway 
are both predefined to be predesignated. 

OOOC The receiver is unable to interpret the DLU name. 

0898 Reserved 

0899 Reserved 

089A Invalid File or File Not Found: The requested file was not found, or was 
found to be an invalid file. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 Requested file not found. 

0898 Reserved 

089C Reserved 

0890 Gateway Node Error Detected during Cross-Network Session Initiation. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 The gateway node list used to select a gateway node to cross a 
network boundary is exhausted. 

0003 RNAA has failed; another gateway node should be tried. 

0004 Address conversion based on the subarea/element address split was 
unsuccessful. 

0005 The gateway node selected by one gateway SSCP is not known to 
another gateway SSCP in the same gateway. This can be a system 
definition error in the gateway SSCP that does not recognize the 
gateway node. 

0006 A gateway SSCP has found that a gateway node has assigned duplicate 
addresses. 

REQUEST ERROR (CATEGORY CODE= X1 l0 1
) 

This category indicates that the RU was delivered to the intended NAU component, but 
could not be interpreted or processed. This condition represents a mismatch of NAU 
capabilities. 
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Category and modifier (in hexadecimal): 

1001 RU Data Error: Data in the request RU is not acceptable to the receiving 
component; for example, a character code is not in the set supported, a 
formatted data field is not acceptable to presentation services, or a 
value specified in the length field (LL) of a structured field is invalid. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 The request contains a subarea address of 0 or a subarea address 
greater than the maximum subarea value within the specified or 
implied network. 

0002 The network ID specified in the ACTPU is unknown, or is not valid on 
the link over which the ACTPU was received. 

0008 An invalid character code was found. 

0009 The formatted data field is unacceptable to presentation services. 

OOOA An invalid length field for a structured field was found. 

OOOB The value in the name length field is too great. 

OOOC The value in the cryptography key length field is too great. 

OOOD The URC field length is invalid. 

OOOE The control vector length field is inconsistent with the control 
vector data. 

OOOF A PLU or SLU role specification encoding is invalid. 

0020 Too many session keys are present. 

0021 A control vector or session key data is invalid. 

0022 A BIND image in a session services RU is invalid. 

0023 A device characteristics field is invalid. 

hnnn where h~8, i.e., the high-order bit in byte 2 is set to 1. The 15 
low-order bits of bytes 2 and 3 contain a binary count that indexes 
(zero-origin) the first byte of the field found to be in error. 

1002 RU Length Error: The request RU was too long or too short. 

1003 Function Not Supported: The function requested is not supported. The 
function may have been specified by a formatted request code, a field in 
an RU, or a control character. 
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Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 The half-session rece1v1ng the request did not perform the function 
because it is not capable of doing so. The requesting half-session 
requested a function that the receiver does not support and the 
receiver did not specify that it was capable of supporting the 
function at session activation; consequently, there is an apparent 
mismatch of half-session capabilities. 

Note: This is to cover a system error. For example, if the PU 
receiving a SETCV(Vector Key=X'15') is not a gateway PU, that is, 
the PU did not indicate in the ACTPU response that it is a gateway 
PU, the PU reports to the SSCP that sent the SETCV that there is an 
apparent mismatch of half-session capabilities. 

0002 The half-session receiving the request did not perform the function, 
though it is capable of doing so. The requesting half-session did 
not specify at session activation that it was capable of supporting 
the function; consequently, there is an apparent mismatch of 
half-session capabilities. 

Note: This is to cover a system error. For example, if the SSCP 
sending a SETCV(Vector Key=X'15') is not known to the receiving PU 
as a gateway SSCP, that is, the SSCP did not indicate in ACTPU that 
it is a gateway SSCP, the PU reports a mismatch of capabilities. 

Note: 0001 and 0002 are also assigned for implementation-specific 
use; see implementation documentation for details of usage. 

0003 The component received an unsupported normal-flow DFC command. 

0004 The component received an unsupported expedited-flow DFC command. 

0005 The component received a network control command during an LU-SSCP 
session. 

0006 The component received an unsupported session control command during 
an LU-SSCP session. 

0007 The component received an unsupported data flow control command with 
LU-SSCP session specified. 

0000 The function identified in the request is not supported by the 
processing application transaction program. 

0010 The RU is not known to session services. 

0011 A session key is not supported. 

0012 A control vector is not supported. 
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0014 Cryptography is not supported but a nonzero length was specified for 
the cryptography key. 

0015 Queuing not supported for a controller session. 

0020 A session initiation request specified an OLU and DLU that are the 
same LU. An LU cannot establish a session with itself. 

6002 The resource identified by the destination program name (DPN) is not 
supported. 

6003 The resource identified by the primary resource name (PRN) is not 
supported. 

Note: This sense code can also be used instead of sense code 
X'0826'. 

1004 Reserved 

1005 Parameter Error: A parameter modifying a control function is invalid, or 
outside the range allowed by the receiver. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 For NMVT, the address type field in an SNA Address List subvector 
does not match the address type required by the command subvector. 

0002 Set aside for implementation-specific use, and will not be otherwise 
defined in SNA; see implementation documentation for details of 
usage. 

0004 Invalid display type was requested. 

0005 Invalid storage length for display type requested. 

0006 Invalid storage address; out of specified range. 

0008 and 0121-0229 Set aside for implementation-specific use, and will not 
be otherwise defined in SNA; see implementation documentation for 
details of usage. 

1006 Required field or parameter is missing. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 One or more required COS names were omitted. 

0002 A required name was omitted. 
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0003 · A required network identifier was omitted. 

0004 A required session key was omitted. 

0005 A required control vector was omitted. 

1007 Category Not Supported: DFC, SC, NC, or FMD request was received by a 
half-session not supporting any requests in that category; or an NS 
request byte 0 was not set to a defined value, or byte 1 was not set to an 
NS category supported by the receiver. 

1008 Invalid FM Header: The FM header was not understood or translatable by 
the receiver, or an FM header was expected but not present. For LU 6.2, 
this sense code is sent in FMH-7 or UNBIND. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Figure 9-2 on page 9-41 shows the usage of the allowed 
values by LU type. Settings allowed are: 

0000 No specific code applies. 

0801 The function code parameters are invalid. 

0803 The forms functions cannot be performed. 

0805 The copy function cannot be performed. 

0806 Compaction table outside the supported set: The number of 
master characters is not within the valid range. 

0807 The PDIR (peripheral data information record) identifier is 
invalid. 

0808 The printer train function cannot be performed. 

0809 The FCB (forms control block) load function cannot be 
performed. 

080A The FCB (forms control block) load function is not supported. 

0808 The compaction table name is invalid. 

080C The ACCESS is invalid. 

0800 The RECLEN is invalid. 

OBOE The NUMRECS is invalid. 

080F The data set is in use. 

0810 The data set cannot be found. 

0811 The password is invalid. 
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0812 The function is not allowed for the destination or for the 
data set. 

0813 The record is too long. 

0814 The data set is full. 

0815 The RECIO is invalid. 

0816 Reserved 

0817 The VOLID format is invalid. 

0818 The maximum number of logical records per chain is exceeded. 

0819 The data set exists. 

081A No space is available. 

0818 The VOLID is invalid. 

081C The DSACCESS is invalid. 

0810 The RECTYPE is invalid or the data set cannot be found. 

081E The resolution space is insufficient. 

081F The key technique is invalid. 

0820 The key displacement is invalid. 

0821 The key is invalid. 

0822 There is an Invalid N (number of records.) 

0823 The KEYIND is invalid. 

0824 The SERIO is invalid. 

0825 Disk Error: An error was detected while reading from, or 
writing on, the disk. 

0826 The RECIO format is invalid. 

0827 The password has not been supplied. 

0828 The record ID has not been supplied. 

0829 The Volume ID has not been supplied. 

082A The PGMNAME is invalid. 

9-36 SNA Formats 



1204 Set aside for implementation-specific use, and will not be 
otherwise defined in SNA; see implementation documentation 
for details of usage. 

2001 The destination (active) is invalid. 

2002 The destination (inactive) is invalid. 

2003 The destination (suspended) is invalid. 

2004 The suspend-resume sequence is invalid. 

2005 There has been an interruption level violation. 

2006 The resume properties are invalid. 

2007 The destination is not available. 

2008 The end sequence is invalid. 

2009 The FM header length is invalid. 

200A Invalid field setting: The reserved field is set to 1 or the 
setting is not defined. 

2008 Invalid destination: The destination does not exist. 

200C The ERCL is invalid. 

200D The DST is invalid. 

200E Invalid Concatenation Indicator: The concatenation indicator 
is on, but concatenation is not allowed. 

200F FM data is not allowed for the header. 

2010 The FM header set specified in the BIND has been violated. 

2011-2013 Reserved 

2014 The FM header was not sent concatenated. 

2015-2018 Reserved 

2019 The stack reference indicator (SRI) is invalid. 

201A The CMI modification could not be accepted. 

2018 The CPI modification could not be accepted. 

201C The ECRL modification could not be accepted. 

201D FM Header and Associated Data Mismatch: The FM header 
indicated associated data would or would not follow (for 
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example, FM header 7 followed by log data, or FM header 5 
followed by program initialization parameters), but this 
indication was in error; or a previously received RU (for 
example, -RSP(X'0846')) implied that an FM header would 
follow, but none was received. 

4001 Invalid FM Header Type for this LU: The type of the FM header 
is other than 5, 7, or 12. 

4002 The FMH code is invalid. 

4003 Compression is not supported. 

4004 Compaction is not supported. 

4005 Basic exchange is not supported. 

4006 Only basic exchange is supported. 

4007 The medium is not supported. 

4008 There has been a code selection compression violation. 

4009 FMHC is not supported. 

400A Demand select is not supported. 

400B DSNAME is not supported. 

400C The media subaddress field is invalid. 

4000 There are insufficient resources to perform the requested 
function. 

400E DSP select is not supported. 

6000 FM Header Length Not Correct: The value in the FM header 
Length field differs from the sum of the lengths of the 
subfields of the FM header. 

6001 The deblocking algorithm (OBA) is invalid. 

6004 The queue name length is invalid. 

6005 Access Security Information Length Field Not Correct: The 
value in the Access Security Information Length field differs 
from the sum of the lengths of the Access Security Information 
subfields. 

6006 The data stream profile (DSP) is invalid. 

6007 The FMH-7 is not preceded by a negative response carrying the 
X1 0846 1 sense code. 
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6008 The Attach access code is invalid. 

6009 Invalid Parameter Length: The field that specifies the length 
of fixed-length parameters has an invalid setting. 

600A This is not the first FMH-5, the interchange unit type is not 
the same as the old, and the interchange unit end indicator is 
off. 

6008 Unrecogized FM Header Command Code: The partner LU received 
an FM header command code that it does not recognize. For LU 
6.2 this sense data is sent only in FMH-7. 

600C A null sequence field is required. 

6000 User to user program transition is not allowed. 

600E User to non-SNA defined program transition is not allowed. 

600F The FMH-5 reset attached program (RAP) was not sent properly. 

6010 The FMH-5 reset attached program (RAP) was sent with an 
inactive Attach register. 

6011 Invalid Logical Unit of Work (LUW): The LUW Length field (in 
a Compare States GOS variable or an FMH-5) is incorrect, or 
the length field is invalid, or a LUW ID is not present but is 
required by the setting of the synchronization level field. 

6021 Transaction Program Name Not Recognized: The FMH-5 Attach 
command specifies a transaction program name that the receiver 
does not recognize. This sense data is sent only in FMH-7. 

6031 PIP Not Allowed: The FMH-5 Attach command specifies program 
initialization parameter (PIP) data is present, but the 
receiver does not support PIP data for the specified 
transaction program. This sense data is sent only in FMH-7. 

6032 PIP Not Specified Correctly: The FMH-5 Attach command 
specifies a transaction program name that requires program 
initialization parameter (PIP) data, and either the FMH-5 
specifies PIP data is not present or the number of PIP 
subfields present does not agree with the number required for 
the program. This sense data is sent only in FMH-7. 

6034 Conversation Type Mismatch: The FMH-5 Attach command 
specifies a conversation type that the receiver does not 
support for the specified transaction program. This sense 
data is sent only in FMH-7. 

6040 Invalid Attach Parameter: A parameter in the FMH-5 Attach 
command conflicts with the statement of LU capability 
previously provided in the BIND negotiation. 
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6041 Synchronization Level Not Supported: The FMH-5 Attach command 
specifies a synchronization level that the receiver does not 
support for the specified transaction program. This sense 
data is sent only in FMH-7. 

COOO The Header is not supported. 

COOl The header length is invalid. 

C002 There has been a logical message services block-level error. 

C003 There is a version ID mismatch. 

1009 Format Group Not Selected: No format group was selected before issuing a 
Present Absolute or Present Relative Format structured field to a display. 

STATE ERROR (CATEGORY CODE= X'20') 

This category indicates a sequence number error, or an RH or RU that is not allowed 
for the receiver's current session control or data flow control state. These errors 
prevent delivery of the request to the intended component. 

Category and modifier (in hexadecimal): 

2001 Sequence Number: Sequence number received on normal-flow request was not 1 
greater than the last. 

2002 Chaining: Error in the sequence of the chain indicator settings (BC!, 
ECI), such as first, middle, first. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 The receiver received a middle or end-chain request when in the 
in-chain state. 

0002 The receiver received a begin-chain request when in the in-chain 
state. 

2003 Bracket: Error resulting from failure of sender to enforce bracket rules 
for session. (This error does not apply to contention or race 
conditions.) 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 
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Range LU 1 LU 4 LU 6.1 LU 6.2 

0801-0824 x x 

0825 x 

0826-082A x x 

2001-2000 x x 

200E x x x 

200F-201C x x 

2010 x 

4001-400E x x 
6000 x 
6001,6004 x 

6005 x x 
6006-6008 x 

6009 x x 
600A x 
6008 x x 
600C-6010 x 

6011-6034 x 
6040 x x 
6041 x 
COOO-C003 x 

Figure 9-2. Usage of X'1008' Sense Code Specific Information by LU Type 

0001 The receiver received a begin-bracket request before receiving a 
response to its own previously sent begin-bracket request. 

0002 The receiver received a begin-bracket request not specifying 
begin-bracket when in the between-bracket state. 
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0003 The receiver received an out-of-sequence LUSTAT command. 

2004 Direction: Error resulting from a normal-flow request received while the 
half-duplex flip-flop state was not Receive. 

2005 Data Traffic Reset: An FMD or normal-flow DFC request received by a 
half-session whose session activation state was active, but whose data 
traffic state was not active. 

2006 Data Traffic Quiesced: An FMD or DFC request received from a half-session 
that has sent QUIESCE COMPLETE or SHUTDOWN COMPLETE and has not responded 
to RELEASE QUIESCE. 

2007 Data Traffic Not Reset: A session control request (for example, STSN), 
allowed only while the data traffic state is reset, was received while the 
data traffic state was not reset. 

2008 No Begin Bracket: An FMD request specifying BBI=BB was received after the 
receiver had previously received a BRACKET INITIATION STOPPED request. 

2009 Session Control Protocol Violation: An SC protocol has been violated; a 
request, allowed only after a successful exchange of an SC request and its 
associated positive response, has been received before such successful 
exchange has occurred (for example, an FMD request has preceded a required 
CRYPTOGRAPHY VERIFICATION request). The request code of the particular SC 
request or response required, or X'OO' if undetermined, appears in the 
fourth byte of the sense data. 

200A Immediate Request Mode Error: The immediate request mode protocol has 
been violated by the request. 

200B Queued Response Error: The Queued Response protocol has been violated by a 
request, i.e., QRI=~QR when an outstanding request had QRI=QR. 

200C ERP Sync Event Error: The ERP sync event protocol in DFC has been 
violated; for example, after receiving a negative response to a chain, a 
request other than a request soliciting a synchronization event response 
was sent to DFC_SEND and rejected. 

200D Response Owed Before Sending Request: An attempt has been made in 
half-duplex (flip-flop or contention) send/receive mode to send a 
normal-flow request when a response to a previously received request has 
not yet been sent. 

200E Response Correlation Error: A response was received that cannot be 
correlated to a previously sent request. 

200F Response Protocol Error: A violation has occurred in the response 
protocol; e.g., a +RSP to an RQE chain was generated. 

2010 BIS Protocol Error: A BIS protocol error was detected; for example, a BIS 
request was received after a previous BIS was received and processed. 

9-42 SNA Formats 



2011 Pacing Error: A normal-flow request is received by a half-session after 
the pacing count has been reduced to 0 and before a pacing response has 
been sent. 

2012 Invalid Sense Code Received: A negative response was received that 
contains an SNA-defined sense code that cannot be used for the sent 
request. 

RH USAGE ERROR (CATEGORY CODE= X1 40 1
) 

This category indicates that the value of a field or combination of fields in the RH 
violates architectural rules or previously selected BIND options. These errors 
prevent delivery of the request to the intended component and are independent of the 
current states of the session. They may result from the failure of the sender to 
enforce session rules. Detection by the receiver of each of these errors is 
optional. 

Category and modifier (in hexadecimal): 

4001 Invalid SC or NC RH: The RH of a session control (SC) or network control 
(NC) request was invalid. For example, an SC RH with pacing request 
indicator set to 1 is invalid. 

4002 Reserved 

4003 BB Not Allowed: The Begin Bracket indicator (BBI) was specified 
incorrectly, for example, BBI=BB with BCI=~BC. 

4004 CEB or EB Not Allowed: The Conditional End Bracket indicator (CEBI) or End 
Bracket indicator (EBI) was specified incorrectly, for example, CEBI=CEB 
when ECI=~EC or EBI=EB with BCI=~BC, or by the primary half-session when 
only the secondary may send EB, or by the secondary when only the primary 
may send EB. 

4005 Incomplete RH: Transmission shorter than full TH-RH. 

4006 Exception Response Not Allowed: Exception response was requested when not 
permitted. 

4007 Definite Response Not Allowed: Definite response was requested when not 
permitted. 

4008 Pacing Not Supported: The Pacing indicator was set on a request, but the 
receiving half-session or boundary function half-session does not support 
pacing for this session. 

4009 CD Not Allowed: The Change Direction indicator (CDI) was specified 
incorrectly, for example, CDI=CD with ECI=~EC, or CDI=CD with EBI=EB. 

400A No-Response Not Allowed: No-response was specified on a request when not 
permitted. (Used only on EXR.) 
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4008 Chaining Not Supported: The chaining indicators (BCI and ECI) were 
specified incorrectly, for example, chaining bits indicated other than 
(BC,EC), but multiple-request chains are not supported for the session or 
for the category specified in the request header. 

400C Brackets Not Supported: The bracket indicators (BBI, CEBI, and EBI) were 
specified incorrectly, e.g., a bracket indicator was set (BBI=BB, 
CEBI=CEB, or EBI=EB), but brackets are not used for the session. 

4000 CD Not Supported: The Change-Direction indicator was set, but is not 
supported. 

400E Reserved 

400F Incorrect Use of Format Indicator: The Format indicator (FI) was 
specified incorrectly, for example, FI was set with BCI=~BC, or FI was not 
set on a DFC request. 

4010 Alternate Code Not Supported: The Code Selection indicator (CSI) was set 
when not supported for the session. 

4011 Incorrect Specification of RU Category: The RU Category indicator was 
specified incorrectly, for example, an expedited-flow request or response 
was specified with RU Category indicator = FMD. 

4012 Incorrect Specification of Request Code: The request code on a response 
does not match the request code on its corresponding request. 

4013 Incorrect Specification of (SDI, RTI): The Sense Data Included indicator 
(SDI) and the Response Type indicator (RTI) were not specified properly on 
a response. The proper value pairs are (SDI=SD, RTI=negative) and 
(SDI=~so, RTI=positive). 

4014 Incorrect Use of (DRlI, DR2I, ERI): The Definite Response 1 indicator 
(DRlI), Definite Response 2 indicator (DR2I), and Exception Response 
indicator (ERI) were specified incorrectly, for example, a SIGNAL request 
was not specified with DRll=DRl, DR2I=~DR2, and ERI=~ER. 

4015 Incorrect Use of QRI: The Queued Response indicator (QRI) was specified 
incorrectly, for example, QRI=QR on an expedited-flow request. 

4016 Incorrect Use of EDI: The Enciphered Data indicator (EDI) was specified 
incorrectly, for example, EDI=ED on a DFC request. 

4017 Incorrect Use of POI: The Padded Data indicator (POI) was specified 
incorrectly, for example, PDI=PD on a DFC request. 

4018 Incorrect Setting of QR! with Bidder's BB: The first speaker half-session 
received a BB chain requesting use of a session (via LUSTAT(X'0006')), but 
the QR! was specified incorrectly, that is, QRI = ~QR. 

4019 Incorrect Indicators with Last-In-Chain Request: A last-in-chain request 
has specified incompatible RH settings, for example, RQE*, CEBI=~CEB, and 
CDI=~CD. 
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401A 
through Reserved 
4020 

4021 QRI Setting in Response Different From That in Request: The QRI setting 
in the response differs from the QRI setting in the corresponding request. 

PATH ERROR (CATEGORY CODE= X'80') 

This category indicates that the request could not be delivered to the intended 
receiver, because of a path outage, an invalid sequence of activation requests, or 
one of the listed path information unit (PIU) errors. Some PIU errors fall into 
other categories; for example, sequence number errors are sense code category X'20'. 
A path error received while the session is active generally indicates that the path 
to the session partner has been lost. 

Category and modifier (in hexadecimal): 

8001 Intermediate Node Failure: Machine or program check in a node providing 
intermediate routing function. A response may or may not be possible. 

8002 Link Failure: Data link failure. 

8003 NAU Inoperative: The NAU is unable to process requests or responses; for 
example, the NAU has been disrupted by an abnormal termination. 

8004 Unrecognized Destination: A node in the path has no routing information 
for the destination specified either by the SLU name in a BIND request or 
by the TH. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 A request was received by a gateway function that could not be 
rerouted because of invalid or incomplete routing information. 

8005 No Session: No half-session is active in the receiving end node for the 
indicated origination-destination pair, or no boundary function session 
connector is active for the origin-destination pair in a node providing 
the boundary function. A session activation request is needed. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 The receiver received a request other than session control request 
when no LU-LU session was active. 
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0002 The receiver received a request other than session control request 
when no LU-SSCP session was active. 

0003 The receiver received a session control request other than 
BIND/UNBIND when no LU-LU session was active. 

0004 The receiver received an UNBIND when no LU-LU session was active. 

0005 The receiver received a session control request other than 
ACTLU/DACTLU for the LU-SSCP session when no LU-SSCP session was 
active. 

0006 The receiver received DACTLU when no LU-SSCP session was active. 

B006 Invalid FID: Invalid FID for the receiving node. (Note 1) 

BOO? Segmenting Error: First BIU segment had less than 10 bytes; or mapping 
field sequencing error, such as first, last, middle; or segmenting not 
supported and MPF not set to 11. (See note 2.) 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 The node does not support receipt of segments, and a mapping field 
value other than ors was received. 

BOOB PU Not Active: The SSCP-PU secondary half-session in the receiving node 
has not been activated and the request was not ACTPU for this 
half-session; for example, the request was ACTLU from an SSCP that does 
not have an active SSCP-PU session with the PU associated with the 
addressed LU. 

B009 LU Not Active: The destination address specifies an LU for which the 
SSCP-LU secondary half-session has not been activated and the request was 
not ACTLU. 

BODA Too-Long PIU: Transmission was truncated by a rece1v1ng node because the 
PIU exceeded a maximum length or sufficient buffering was not available. 

BOOB Incomplete TH: Transmission received was shorter than a TH. (see Note 1) 

BOOC DCF Error: Data Count field inconsistent with transmission length. 

BOOD Lost Contact: Contact with the link station for which the transmission was 
intended has been lost, but the link has not failed. If the difference 
between link failure and loss of contact is not detectable, link failure 
(X'B002') is sent. 

BOOE Unrecognized Origin: The origin address specified in the TH was not 
recognized. 

BOOF The address combination is invalid. 
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Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 The (OAF' ,OAF') (FID2) combination or the LSID (FID3) specified an 
invalid type of session, for example, a PU-LU combination. 

0001 The FID2 ODAI setting in a received BIND is incorrect; the BIND is 
rejected. 

8010 Segmented RU Length Error: An RU was found to exceed a maximum length, or 
required buffer allocation that might cause future buffer depletion. 

8011 ER Inoperative or Undefined: A PIU was received from a subarea node that 
does not -support ER and VR protocols, and the explicit route to the 
destination is inoperative or undefined. 

8012 Subarea PU Not Active or Invalid Virtual Route: A session-activation 
request for a peripheral PU or LU cannot be satisfied because there is no 
active SSCP-PU session for the subarea node providing boundary function 
support, or the virtual route for the specified SSCP-PU (type 1 or type 2 
nodes) or SSCP-LU session is not the same as that used for the SSCP-PU 
session of the type 1 or type 2 node's PU or the LU's subarea PU. 

8013 COS Not Available: A session activation request cannot be satisfied 
because none of the virtual routes requested for the session is available. 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

Byte 2 indicates the environment in which the failure was detected: 

00 Single network 

01 Interconnected network: Failure was detected at a node in a 
subnetwork other than that of the NAU sending the activation 
request. 

Byte 3 indicates the reason for the session-activation failure: 

00 No Specific Code Applies: This means an error occurred, but none of 
the conditions listed below applies. 

01 No Mapping Specified: A session-activation request cannot be 
satisfied because for each VR in the VR identifier list for the 
session, no VR to ER mapping is specified. 

02 No Explicit Routes Defined: A session-activation request cannot be 
satisfied because each VR in the VR identifier list for the session 
maps to a corresponding ER that is not defined. 

03 No VR Resource Available: A session-activation request cannot be 
satisfied because each VR specified in the VR identifier list for 
the session requires a node resource that is not available. 
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8014 

04 No Explicit Routes Operative: A session-activation request cannot 
be satisfied because no underlying ER is operative for any VR 
specified in the VR identifier list for the session. 

05 No Explicit Route Can Be Activated: A session-activation request 
cannot be satisfied because no VR specified in the VR identifier 
list for the session mapped to a defined and operative ER that could 
be activated. 

06 No Virtual Route Can Be Activated: A session-activation request 
cannot be satisfied because no VR specified in the VR identifier 
list for the session can be activated by the PU, though for at 1..east 
one VR an underlying ER is defined, operative, and activated. 

07 No Virtual Route Identifier List Available: A session-activation 
request cannot be satisfied because a VR identifier list is not 
available. 

Note: If none of the virtual routes specified in the VR identifier list 
for the session is active or can be activated, the reported reason is set 
based on a hierarchy of failure events. The "highest" of the failures 
that occurred within the set of virtual routes is returned on the 
response. For example, if the VR manager receives a negative response to 
an NC ACTVR request for a VR specified in the VR identifier list and for 
all other VRs in the list no VR to ER mapping is specified, then reason 
X1 06 1 is reported. The hierarchy of the failure reasons is in ascending 
numeric order, that is, reason X1 02 1 is higher than reason X'Ol'. 

through Reserved 
8016 

8017 PIU from Adjacent Pre-ER-VR $ubarea Node Rejected: A PIU that requires 
intermediate path-control routing was received by a subarea node from an 
adjacent subarea node that does not support ER-VR protocols, but the 
receiving subarea node does not support intermediate path-control routing 
for adjacent subarea nodes that do not support ER-VR protocols. 

8018 Management Services component is unable to find or recognize the name of 
the application transaction program specified in the request. 

Notes: 

Bytes 2 and 3 following the sense code contain sense code specific 
information. Settings allowed are: 

0000 No specific code applies. 

0001 The application transaction program specified in the request is not 
recognized by PUMS. 
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1. It is generally not possible to send a response for this exception condition, 
since information (FID, addresses) required to generate a response is not 
available. It is logged as an error if this capability exists in the receiver. 

2. If segmenting is not supported, a negative response is returned for the first 
segment only, since this contains the RH. Subsequent segments are discarded. 
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CHAPTER 10. FUNCTION MANAGEMENT HEADERS 
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CHAPTER 10. FUNCTION MANAGEMENT HEADERS 

The request header (RH) contains a format indicator (FI) that, when on, indicates 
that an FM header is at the beginning of the request unit (RU). ~ 

For LU 6.2, FM headers may appear only singly at the beginning of an RU. The RU 
containing the FM header may appear anywhere within a chain. When the FM header is 
longer than one RU will hold, the header is continued in as many additional RUs as 
needed to hold it. Figure 10-1 and Figure 10-2 show the placement of FM headers 
within an RU: 

I RH: FMH, *BC,*EC I FM header Data 

Figure 10-1. FM Header Contained in One RU 

I RH: FMH, *BC,~EC I First of FM header 

I RH: ~FMH,~BC,*EC Rest of FM header I Data 

Figure 10-2. FM Header Contained in Two Contiguous RUs of a Chain 
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Figure 10-3 shows some instances where FM headers are used and Figure 10-4 
identifies the logical unit (LU) types that use each FM Header. 

I TH RH I FMH I 

I TH RH FMH I Data I 

I TH I RH I FMH FMH I Data I 

I TH RH I FMH I SCB I Data SCB I Data 

FMH -- Function Management (FM) Header 
SCB -- String Control Byte 
TH -- Transmission Header 
RH -- Request/Response Header 

Figure 10-3. Usage of FM Headers 

LU Type FM Header Type 

0 None required, but may use any header 

1 1, 2' and/or 3 

2 None 

3 None 

4 1, 2, and/or 3 

6.1 4, 5, 6, 7, 8, and/or 10 

6.2 5, 7, 12 

7 None 

Figure 10-4. LU Types That Support FM Headers 
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FM header 1 

This header is used to select a destination within a logical unit (LU). A 
destination may be represented by a device, a data set residing on a device, or 
merely a data stream. The LU initiates, interrupts, resumes, and concludes data 
traffic for the half-session using the FMH-1. 

0 
1 

2 

3 

Length, in binary, of FMH-1, including this Length byte 
bit 0, FMH concatenation: 

0 no FMH follows this FMH-1 
1 another FMH follows this FMH-1 

bits 1-7, type: 0000001 
bits 0-3, select desired medium for data (see notes 1 and 2): 

0000 console 
0001 exchange 
0010 card 
0011 document 
0100 nonexchange disk 
0101 extended document 
0110 extended card 
0111 data set name select destination (see note 3) 
1000 word processing (WP) media 1 
1001 WP media 2 
1010 WP media 3 
1011 reserved 
1100 WP media 4 
1101 reserved 
1110 reserved 
1111 reserved 

bits 4-7, logical subaddress (see note 2): 
0000-1110 specific device in medium class 
1111 any device in medium class (see note 3) 

bit 0, SRI: stack reference indicator: 
0 stack to be used is the sender's send stack 
1 stack to be used is the receiver's send stack 

bit 1, demand select: 
0 receiver may direct data to alternate medium/subaddress 
1 receiver must direct data to specified medium/subaddress 

(spooling is prohibited) 
bits 2-3, reserved 
bits 4-7, DSPs: data stream profiles: 

0000 default (the DSP is implied by the Medium Select field) 
0001 base 
0010 genera 1 
0011 job 
0100 WP raw-form text 
0101 WP exchange diskette 
0110 reserved 
0111 Office Information Interchange level 2 
1000 reserved 
1001 reserved 
1010 document interchange 
1011 structured field 
1100 reserved 
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4 

5 

6-7 
8 
9-n 

1101 reserved 
1110 reserved 
1111 reserved 

FMH-1 properties 
bits 0-2, DSSEL: destination selection: 

000 resume 
001 end 
010 begin 
011 begin/end 
100 suspend 
101 end-abort 
110 continue 
111 reserved 

bit 3, DST: data set transmission (see note 6): 
0 transmission exchange format 
1 basic exchange format 

bit 4, reserved 
bit 5, CMI: compression indicator (see notes 4 and 5): 

0 no compression 
1 compression (the first byte following FMH(s) is a string control 

byte) 
bit 6, CPI: compaction indicator (see notes 4 and 5): 

0 no compaction 
1 compaction (the first byte following the FMH(s) is a string 

control byte) 
bit 7, reserved 
bits 0-7, ECRL: exchange record length if medium select= exchange or 

card; otherwise reserved. For medium select= card, a 
hexadecimal value indicates maximum card length: 
00000000 80-column length 

Reserved (optional) 
DSLEN: length of destination name (optional) 
DSNAME: destination name (optional; reserved when DSSEL =continue) 

Note 1: The data stream profile (DSP) defaults for the Medium Select Field are: 

FMH-1 MEDIUM SELECT 

Console, X'O' 
Exchange, X'l' 
Card, X'2' 
Document, X'3' 
Nonexchange Disk, X'4' 
Extended Document,X'S' 
Extended Card, X1 61 

WP Medium 1, X18 1 

WP Medium 2, X'9' 
WP Medium 3, X'A' 
WP Medium 4, X'C' 

DEFAULT DSP 

Base 
DST field of FMH-1 
SCS (IRS, TRN) 
Subset 2 ( RJE) 
DST field of FMH-1 
Subset 2 (RJE) 
SCS (IRS, TRN) 
WP Raw Form 
WP Raw Form 
WP Raw Form 
WP Raw Form 

An LU requiring any other DSP value associated with Medium Select must do so by 
specifying the desired DSP in byte 3, bits 4-7 of the FMH-1. This selection must 
adhere to those DSPs allowed on the session as specified in the BIND parameters. 
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Note 2: Medium Select and Logical Subaddress fields are reserved when the 
Destination Selection (DSSEL) field is set to 110 (continue), 001 (end), 100 
(suspend), or 101 (end-abort). 

Note 3: Medium Select= X'7' and Logical Subaddress = X'F', the Destination Name 
(DSNAME) field is used to select destination. 

Note 4: CMI, CPI, and ERCL indicators are meaningful and valid only when specified 
in a Begin, Begin/end, or Continue FMH-1. 

Note 5: CMI, CPI, and ERCL information received when DSSEL =Continue overlays the 
settings of the Begin FMH-1 or the last-received Continue FMH-1. 

Note ~ When Medium Select is not equal to Exchange, this field is reserved. 
Receiver may do spooling and exchange-medium creation locally. When Medium Select= 
Exchange, specifying 0 preserves chain boundaries while spooling, but nonsequential 
allocation techniques may be used. Specifying 1 does not preserve chain boundaries, 
but uses sequential medium allocation. 
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FM header Z 

Once a destination has been selected using a FMH-1, this header handles the data 
management tasks for that destination. 

0 Length, in binary, of FMH-2, including this Length byte 
1 bit 0, FMH concatenation: 

0 no FMH follows this FMH-2 
1 another FMH follows this FMH-2 

bits 1-7, type: 0000010 
2 bit 0, SRI: stack reference indicator (see note below): 

0 FMH-2 pertains to the active destination of the sending 
half-session's send stack and the receiving half-session's 
receive stack 

1 FMH-2 pertains to the active destination of the receiving 
half-session's send stack and the sending half-session's receive 
stack 

bits 1-7, FMH-2 function to be performed (see note): 
nnnnnnn identifies the function that this FMH-2 is to perform 

3-n Parameter fields -- These fields provide the information needed to perform 
the selected function. They are different for each FMH-2 function, and 
are described in Sessions Between Logical Units. 

Note: Byte 2 of the FMH-2 contains the Stack Reference indicator (SRI) and defines 
the function to be performed. The valid combinations of SRI and function codes are: 

Function 
Code 

X'Ol' 
X'02' 
X'04' 
X'07' 
X'20' 
X'21 1 

X'22' 
X1 23 1 

x•24• 
x•2s 1 

X'26 1 

x•21• 
X'28 1 

X'29' 
X1 2B' 
x•2c 1 

x•20 1 

X1 2E 1 

X1AA 1 

Function 

Peripheral data information record (PDIR) 
Compaction table 
Prime compression character 
Execute program offline 
Create data set 
Scratch data set 
Erase data set 
Password 
Add 
Replace 
Add replicate 
Replace replicate 
Query for data set 
Note 
Record ID 
Erase record 
Scratch all data sets 
Volume ID 
Note reply (SRI is always on) 
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FM header 3 

This header handles data management tasks that are common to all destinations in the 
LU-LU session. 

The FMH-3 format is identical to the FMH-2 format except that an FMH-3 does not have 
a Stack Reference indicator (SRI) in byte 2. An FMH-3 is used when information is 
needed or used by all destinations managed by the half-session. By contrast, an 
FMH-2 is used for a specific destination. 

Two functions, the Compaction Table FMH and the Prime Compression Character FMH, can 
be sent as an FMH-2 or FMH-3. They should be sent as an FMH-2 when they apply to a 
specific destination at the half-session and as an FMH-3 when they apply to all 
destinations at the half-session. 

The FMH-3 functions are as follows: 

Function 
Code 

X'02' 
X'03' 
X'04' 
x1 05' 
X'06' 

Function 

Compaction table 
Query for compaction table 
Prime compression character 
Status 
Series ID 
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FM header 4 

This header carries a logical block command and its parameters that, together with 
information, applies to a logical block within a logical message as defined for 
Logical Message Service. 

0 Length, in binary, of FMH-4, including this Length byte 
1 bit 0, FMH concatenation (must be 0) 

bits 1-7, type: 0000100 
2 FMH4FXCT: Length of fixed length parameters excluding the length of 

FMH4FXCT. The first nonfixed parameter position is FMH4LBN. The minimum 
value of FMH4FXCT is 3, the maximum is 4. 

3 FMH4TT1: block transmission type: 
X'OO' inherit code (from MM-TT register) 
X'Ol'-X'3F' reserved 
X'40' FFR-FNI record 
X'41' FFR-FS record 
X'42' FFR-FS2 record 
X'43'-X'4F' reserved 
X'SO'-X'FE' reserved 
X'FF' reserved 
Note: FFR=field formatted record, FNI=fixed fields without 
field separators, FS=fixed fields with field separators, 
FS2=fixed fields with or without field separators. 

4 FMH4TT2: block transmission type qualifier: reserved except for 
FMH4TT1=X'41' or X'42', in which case it holds the separator value 

5 FMH4CMD: Command: 
X'OO' CRT-NU-BLK 
X'02' CRT-SU-BLK 
X'03' CRT-SN-BLK 
X'lO' CONT-NU-BLK 
X'l2' CONT-SU-BLK 
X'13' CONT-SN-BLK 
X'23' DEL-SN-BLK 
X'32' UPD-SU-BLK 
X'33' UPD-SN-BLK 
X'42' RPL-SU-BLK 
X'43' RPL-SN-BLK 
Other reserved 
Note: NU=nonshared, unnamed; SU=shared, unnamed; SN=shared, 
named; NN=nonshared, named 

6 FMH4FLAG: flags (if omitted, X'OO' is assumed): 
bits 0-1, reserved 
bits 2-3, F4RDESCR: record descriptor flag: 

00 no logical record headers (LRHs) in transmission block 
01 LRHs present, with implicit lengths 
10 reserved 
11 reserved 

bits 4-5, reserved 
bit 6, FMH4BDTF: block data transform flag: 

0 FMH4BDT absent 
1 FMH4BDT present 

bit 7, FMH4RDTF: reserved 
m FMH4LBN: Length of FMH4BN (X'OO', or omitted, if unnamed block) 
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m+l FMH4BN: Name of block 
n FMH4LBDT: Length of FMH4BDT (X'OO if FMH4BDTF is 0) 
n+l FMH4BDT: Block data transform 
p FMH4LVID: Length of FMH4VID 
p+l FMH4VID: Version identifier 
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FM header 5: Attach 

LU type 6.2 uses this header to carry a request for a conversation to be established 
between two transaction programs. This header identifies the transaction program 
that is to be put into execution and connected to the receiving half-session. 

When a transaction program issues an ALLOCATE verb naming a transaction program to 
be run at the other end of the conversation, an Attach FMH-5 carries the transaction 
program name (TPN) to the receiving LU. 

0 
1 

2-3 
4 

5 

6-j 
6 

7 
8(=j) 

j+l-p 
j+l-k 
j+l 
j+2-k 

k+l-m 
k+l 
k+2-m 

m+l-n 
m+l 

m+2-n 
m+? 

m+3-w 

10-10 

Length, in binary, of FMH-5, including this Length byte 
bit 0, reserved 
bits 1-7, type: 0000101 
Command code: X1 02FF 1 (Attach) 
bit 0, security indicator: 

0 user ID is not already verified 
1 user ID is already verified 

bits 1-3, reserved 
bit 4, program initialization parameter (PIP) presence: 

0 PIP not present following this FMH-5 
1 PIP present following this FMH-5 (see "PIP Variable 11 on page 

10-11 for format) 
bits 5-7, reserved 
Length (j-5), in binary, of Fixed Length Parameters field (currently 
3--future expansion possible) 
Fixed Length Parameters 
Resource type: 
X'DO' basic conversation 
X'Dl' mapped conversation 
Reserved 
bits 0-1, synchronization level: 

00 none 
01 confirm 
10 confirm, sync point, and backout 
11 reserved 

bits 2-7, reserved 
Variable Length Parameters 
Transaction Program Name Field: 
Length (values 1 to 64 are valid), in binary, of transaction program name 
Transaction ~rogram name: a symbol string identifying a transaction 
program name known at the receiver; receivers may constrain such names to 
be type A, AE, GR, or DB, depending on the implementation 
Access Security Information Field: 
Length (O or m-k-1), in binary, of Access Security Information subfields 
Zero or more Access Security Information subfields (see "Access Security 
Information Subfields 11 on page 10-11 for format) 
Logical-Unit-of-Work Identifier Field: 
Length (values 0 and 10 to 26 are valid), in binary, of 
Logical-Unit-of-Work Identifier field 
Logical-Unit-of-Work Identifier 
L~~~th (va1~es l tc 17 ~~c v~1id), ~~ b~~~ry, 0f fully 4ud1 ified LU 
network name 
Fully qualified LU network name (format described in "User Data Structured 
Subfield Formats" in "Chapter 7. User Data Structured Subfields") 
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Logical-unit-of-work instance number, in binary 

Logical-unit-of-work sequence number, in binary 
Conversation Correlator Field: 

w+l-w+6 
w+7-
w+8(=n) 

n+l-p 
n+l Length (values 0 to 8 are valid), in binary, of conversation correlator of 

sender 
n+2-p Conversation correlator of the sending transaction: a 1- to 8-byte 

symbol-string type G identifier (unique between partner LUs) of the 
conversation being allocated via FMH-5 (an example construction of this 
field would be the composition of a transaction program instance 
identifier and a resource identifier) 

Note: Trailing Length fields (bytes n+l, m+l, and k+l) that have value X1 00 1 can be 
omitted. 

Access Security Information Subfields 

The Access Security Information subfields in FMH-5 have the following formats: 

0 

1 

Length (valid values are 1 to 11), in binary, of remainder of 
subfield--does not include this Length byte 
Subfield type: 
X1 00 1 profile 
X10l 1 password 
X1 02 1 user ID 

2-i Data: a symbol string identifying access security information known at 
the receiver; receivers may constrain such information to be type A, AE, 
GR, or DB, depending on the implementation. 

Note: 
Access 

The Access Security Information subfields may appear in any order in the 
Security Information field of the FMH-5. 

PIP Variable 

The PIP variable following FMH-5 Attach has the following format: 

0-1 Length (4 or n+l), in binary, of PIP variable, including this Length field 
2-3 GOS indicator: X1 12F5 1 

4-n Zero or more PIP subfields, each of which has the following format (shown 
in 11 PIP Subfield 11 using zero-origin) 

PIP Subfield 

Zero or more of these subfields are contained in a PIP variable (see "PIP Variable 
II)• 

0-1 Length, in binary, of PIP subfield, including this Length field 
2-3 GOS indicator: X1 12E2' 
4-m PIP subfield data: type G symbol string is valid 
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FM header 5 (Not LU Type 6.2) 

This header flows from the program using the sending half-session to the attach 
manager of the receiving half-session. This header identifies the program at the 
receiving LU that it wishes to have attached. An FMH-5 can be followed by other 
FMHs (for example, FMH-6, FMH-8, and FMH-4), a logical record header (LRH), and FM 
data. Optionally, it can be sent with CD or EB. 

0 Length, in binary, of FMH-5, including this Length byte 
1 bit 0, FMH concatenation: 

0 no FMH follows this FMH-5 
1 another FMH follows this FMH-5 

bits 1-7, type: 0000101 
2-3 FMHSCMO: command code: 

x1 0202 1 attach transaction program 
X1 0204 1 reset attached process 
X1 0206 1 data descriptor 

4 FMHSMOD: modifier 
5 FMH5FXCT: fixed-length parameters: 

6 
7 
8-n 

10-12 

x•oo• reset attached process 
x1 02 1 attach transaction program, data descriptor 

ATTDSP 
ATTDBA 
Resource Names 
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FM header 6 

This header flows from a currently active transaction program using a sending 
half-session to a currently active transaction program using a receiving 
half-session. 

0 
1 

2-3 

4 

5-n 

n+l-m 

m+l-p 

p+l-q 

Length, in binary, of FMH-6, including this Length byte 
bit 0, FMH concatenation: 

0 no FMH follows this FMH-6 
1 another FMH follows this FMH-6 

bits 1-7, type: 0000110 
Command code (CC2): For service transaction programs, the first byte of 
the command code identifies a transaction program and the second byte 
identifies a function within a transaction program. 
FMH6MOD: modifier 
bit 0, FMH6LNSZ: length of parameter length fields: 

0 1-byte field 
1 2-byte field 

bits 1-7, reserved 
Fixed: total length of fixed length parameters (LF): This field contains 
the sum of the lengths of all fixed length parameters that are mandatory 
for the particular command code located in bytes 2 and 3. This field is 
either one byte or two bytes in length based on the setting of FMH6LNSZ (O 
=one byte; 1 =two bytes). 
Fixed length parameters (FDy): the fixed length parameters are positional 
by command code 
Variable: length field of first, positional variable-length parameter 
(LVl): This field is either one byte or two bytes in length based on the 
setting of FMH6LNSZ (O =one byte; 1 =two bytes). If the Length field 
(LVx) is equal to 0, then the variable parameter is omitted. The next 
positional variable-length parameter length (LV2) occurs in byte q+l. 
Variable-Length Positional Parameter (VD). The LV and VD fields are 
replicated to represent x number of variable-length parameters according 
to command code. 
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FM header 7: Error Description 

LU type 6.2 uses this header, following negative response (0846), to carry 
information that relates to an error on the session or conversation. For example, 
an FMH-7 and additional error information are sent when an FMH-5 (Attach) specifies 
a nonexistent transaction program name. 

0 Length (7), in binary, of FMH-7, including this Length byte 
1 bit 0, reserved 

bits 1-7, type: 0000111 
2-5 SNA-defined sense data (see below) 
6 bit 0, error log variable presence: 

0 no error log variable follows this FMH-7 
1 error log GOS variable follows this FMH-7 

bits 1-7, reserved 

Note: Only the following sense data (in hexadecimal) can be sent in an LU 6.2 
FMH-7. Sense data carried in non-LU 6.2 FMH-7 varies by implementation. See 
"Chapter 9. Sense Data'' for additional details on sense data. The phrases following 
the sense data are the symbolic return codes provided to the application program in 
LU 6.2 verbs (see SNA Transaction Programmer's Reference Manual for LU Type 6.2) 
when the sense data is received. 

Sense Data Return Code 

10086008 
10086021 
10086031 
10086032 
10086034 
10086041 
080F6051 
08240000 
08486031 
084COOOO 
08640000 
08640001 
08640002 
08890000 
08890001 
08890100 
08890101 

10-14 

RESOURCE FAILURE NO RETRY 
ALLOCATION ERROR=-TPN NOT RECOGNIZED 
ALLOCATION-ERROR--PIP-NOT-ALLOWED 
ALLOCATION-ERROR--PIP-NOT-SPECIFIED CORRECTLY 
ALLOCATION-ERROR--CONVERSATION TYPE-MISMATCH 
ALLOCATION-ERROR--SYNC LEVEL NOT SUPPORTED BY PGM 
ALLOCATION-ERROR--SECURITY NOT VALID - -
BACKED OUT- - -
ALLOCATION ERROR--TRANS PGM NOT AVAIL RETRY 
ALLOCATION-ERROR--TRANS-PGM-NOT-AVAIL-NO RETRY 
DEALLOCATE-ABEND PROG - - -
DEALLOCATE-ABEND-SVC 
DEALLOCATE-ABEND-TIMER 
PROG ERROR-NO TRTINC or PROG ERROR PURGING 
PROG-ERROR-TRUNC - -
SVC ERROR NO TRUNC or SVC ERROR PURGING 
SVC-ERROR-TRLJNC - -

- -
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FM header 7: Error Description (not LU 6.2) 

This header is sent after a negative response (0846) to provide further information 
about an error. 

0 Length, in binary, of FMH-7, including this Length byte 
1 bit 0, FMH concatenation: 

0 no FMH follows this FMH-7 
1 reserved 

bits 1-7, type: 0000111 
2-5 ERPSENSE: SNA-defined sense data, which would appear on error response 

(see Chapter 9, Sense Data) 
6-7 ERPSEQ: sequence number of RU chain in which error was detected 

FM HEADER 8 

This header is used only with IMS/VS logical message services that utilize LU type 
6.1 protocols. Refer to the IMS publications for the formats and meanings of the 
bytes in this header. 

FM header 10 

This header is sent to prepare the session for a sync point. It may be sent with 
data. The RU chain must have CO set on so that the receiver may, on the next flow, 
request a sync point or abort the unit of work. 

0 Length, in binary, of FMH-10, including this length byte 
1 bit 0, FMH concatenation: 

0 no FMH follows this FMH-10 
1 another FMH follows this FMH-10 

bits 1-7, type: 0001010 
2-3 SPCCMD: sync point command: 

X'0202' prepare command 
4-5 SPCMOD: sync point modifier 

For a prepare command (FMH-10), the modifier indicates RH settings to be 
returned on the first RU chain sent by the FMH-10 receiver. 
X'OOOO' *CD, *EB. The sender of FMH-10 does not care what RH settings are 

returned on the reply. 
X'OOOl' EB. The sender of FMH-10 requires an EB on the reply. 
X'0002' CD, ~EB. The sender of FMH-10 requires a CD on the reply. 
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FM header 12: Security 

LU type 6.2 uses this header to carry enciphered data that it received in the clear 
in +RSP(BIND) for LU-LU session password verification. An FMH-12 is the third flow 
of LU-LU session password verification information. (BIND and +RSP(BIND) are the 
other two.) · 

The function management header 12 (FMH-12) has the following format: 

0 
1 

2-9 

10-16 

Length (10), in binary, of FMH-12, including this Length byte. 
bit 0, reserved 
bits 1-7, type: 0001100 
Enciphered version of the random data received in RSP(BIND) 
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CHAPTER 11. PRESENTATION SERVICES HEADERS 

PRESENTATION SERVICES (PS) HEADERS 

Presentation services (PS) headers convey information between PS component sync point 
managers when the conversation using the session is allocated with the sync-point 
synchronization level. These headers are only used by LU type 6.2. SNA Format and 
Protocol Reference Manual: Architecture Logic for LU lype 6.2 describes the use of 
these PS headers. 

Transaction program data is delimited using a 2-byte length field called an LL, 
containing a value that is the number of bytes contained in the transaction program 
data plus 2 (the length of the LL field itself). 

LL transaction program data 

All PS headers are identified by an LL of X'OOOl' immediately preceding the header. 
X'OOOl' is an invalid LL value for use by transaction programs because the LL's value 
must include the length of itself, which is 2 bytes. Therefore, all Lls indicating a 
length of less than 2 are reserved for use by the LU. The format of PS headers is 
shown below. 
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PS header 10: Sync Point Control 

Presentation services header 10 (Sync Point Control) has the following format: 

0 Length, in binary, of PS header, including this length field 
1 bit 0, reserved 

bits 1-7, type: 0001010 sync point control (only value defined) 
2-3 Sync point command type: 

X'0005' Prepare 
X1 0006 1 Request Commit 
X'0007' Committed 
X'0008 1 Forget 
X'0009' Heuristic Mixed 

4-5 Modifier specifying next flow (present only if bytes 2-3 = X'OOOS' or 
X 1 0006' ; reserved when bytes 2-3 = X 1 0006' and 2-phase sync point being 
used): 
X'OOOO' request RECEIVE 
X'OOOl' request DEALLOCATE 
X'0002' request SEND 
Note: Bytes 4-5 affect the change direction indicator (CDI) and 
conditional end bracket indicator (CEBI) settings of the RH for the last PS 
header in the sync point sequence. For example, Forget command type when 
Prepare was the first PS header received, and Committed command type when 
Request Commit was the first PS header received. (See SNA Format and 
Protocol Reference Manual: Architecture Logic for LU Type 6.2 for details.) 

11-2 SNA Formats 



CHAPTER 12. GENERAL DATA STREAM (GOS) VARIABLES 



Chapter 1 

Chapter 2 

Chapter 3 

Chapter 4 

Chapter 5.1 

Chapter 5.2 

Chapter 6 

Chapter 7 

Chapter 8 

Chapter 9 

Chapter 10 

Chapter 11 

Chapter 13 

Chapter 14 

~'l--H~l _____ in_f_o_rma ___ ti_o_n_F_i_e_ld----~----....... 1-L_T~' 
r-.J..- - - - - - - - - - - - - - - - - - - -"'"' 

: ' 
: (SDLC.) I XIO Information 

I 
t 

RU 

t 

y 
I 

RU 

r--- _.,k_ - - - - - - - - - - - - - - - - ~ 
: __ ___...+ ______ __ 

: (Request) I RU 

I 

t 
(Response) RU 

I 
I 
I 
I 
I 

LH 
LT 
XID ...... ,,, 
RH 
RU 
TS 
FM 
MS 

I 
,-- - -- __ .,l_ __ - - ~ 

I I 
I I 

Negative 
Response 

Positive 
Response 

TS Profiles 
FM Profiles 

Control Vectors 

Sense Data 

= Link Header 
= Link Trailer 
= Exchange Identification 
- 7•a11:.111i:.liiorr i-iettuer 

= Request/Response Header 
=Request/Response Unit 
=Transmission Services 
= Function Ma.nagement 
= Management Services 

r-- ___ .J..... ____ "-"'\ 

I I 
I 

SN A-Defined 
Data 

TS Profiles 
FM Profiles 

Structured 
Subfields 

Control Vectors 
Session Keys 
MS Vectors 

FM Headers 

PS Headers 

SNADS (DIU) 

GOS Variables 

PS = Presentation Services 

End-User 
Data 

STP = Service Transaction Program 
SNADS = SNA Distribution Services 
LJIU = Distribution Interchange Unit 
GDS = General Data Stream 
BLU = Basic Link Unit 
PIU = Path Information Unit 
BIU = Basic Information Unit 

Message 
Unit 
Format 

BLU 

PIU 

BIU 



CHAPTER 12. GENERAL DATA STREAM {GOS) VARIABLES 

LIST OF SNA SERVICE TRANSACTION PROGRAMS 

Logical Unit type 6.2 service transaction programs are identified by a transaction 
program name (TPN) that begins with a value of X'06'. Other SNA service transaction 
programs are identified similarly. Figure 12-1 identifies the transaction program 
names that SNA currently defines. These TPNs are specified in an FM header type 5 
( FMH5 Attach). 

TP Name 

XI 06Fl ****I 
X'06F2****' 

X1 07FOFOF1 1 

x I 20FOFOFO I 
X'20FOFOF1 1 

x 1 21FOFOF1 I 
x I 21FOFOF2' 
x I 21FOFOF3' 
X 1 21FOFOF6' 

TP Description 

LU 6.2 Change Number of Sessions 
LU 6.2 Sync Point Resynchronization 

DOM Synchronous Conversation 

DIA PROCESS Destination TP 
DIA SERVER TP 

OS SEND TP 
OS REC EI VE TP 
OS ROUTER DIRECTOR TP 
OS General Server TP 

* = any hexadecimal digit 

Figure 12-1. SNA-defined Service Transaction Programs 

Refer to "Chapter 13. SNA Distribution Services" for additional SNADS information 
and refer to "Chapter 14. GOS Variables for General Use 11 for information about GOS 
variables that are not specific to SNA service transaction programs. 
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GOS Variables for SNA STPs 

DESCRIPTIONS OF GOS VARIABLES FOR SNA STPS 

CHANGE NUMBER OF SESSIONS (X'1210') GOS Variable 

0-1 Length (17 or n+l), in binary, of Change Number of Sessions GOS variable, 
including this Length field 

2-3 GOS ID: X1 1210' 
4 Service flag: 

bits 0-3, reserved 
bits 4-7, request/reply indicator: 

0010 request 
1000 reply, function completed abnormal 
1010 reply, function accepted but not yet completed 

5 Reply modifier (reserved if byte 4, bits 4-7 = 0010): 
X'OO' normal--no negotiation performed 
X'Ol' abnormal--command race detected 
X'02' abnormal--mode name not recognized 
X'03' reserved 
X'04' normal--negotiated reply 
X'05' abnormal--(LU,mode) session limit is 0 

6 Action: 
X'OO' set (LU,mode) session limits 
X'Ol' reserved 
X'02' close 

7 Drain immediacy: 
bits 0-2, reserved 
bit 3, source LU drain (reserved if byte 6 ~= 02): 

0 no (send BIS at next opportunity) 
1 yes 

bits 4-6, reserved 
bit 7, target LU drain (reserved if byte 6 ~= 02): 

0 no (send BIS at next opportunity) 
1 yes 

8 Action flags: 
bits 0-6, reserved 
bit 7, session deactivation responsibility: 

0 sender of Change Number of Sessions request (source LU) 
1 receiver of Change Number of Sessions request (target LU) 

Note: Bytes 9-14 are reserved if byte 6 ~= 0. 
9-10 (LU,mode) session limit: 

bit 0, reserved 
bits 1-15, maximum (LU,mode) session count, in binary 

11-12 Source LU contention winners: 
bit 0, reserved 
bits 1-15, guaranteed minimum number of contention winner sessions at 

source LU, in binary 
13-14 Target LU contention winners: 

bit 0, reserved 
bits 1-15, guaranteed minimum number of contention winner sP~~ion' ~+ 

target LU, in binary 
15 Mode name selection: 

bits 0-6, reserved 
bit 7, mode names affected by this command: 
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0 a single mode name is affected 
1 all mode names are affected 

GOS Variables for SNA STPs 

16 Length (values 0 to 8 are valid; reserved if byte 15, bit 7 = 1), in 
binary, of mode name 

17-n Mode name (omitted if byte 16 = X'OO') 

EXCHANGE LOG NAME (X'lZll') GOS Variable 

0-1 

2-3 
4 

5 

6 

7-n 

n+l 
n+2-p 

Length (p+l), in binary, of Exchange Log Name GOS variable, including this 
Length field 
GOS ID: X'l211' 
Service flag: 
bits 0-3, reserved 
bits 4-7, request/reply indicator: 

0010 request 
1000 reply, function completed abnormally 
1001 reply, function completed normally 

Sync point manager flags: 
bits 0-6, reserved 
bit 7, log status: 

0 cold 
1 warm 

Length (values 1 to 17 are valid), in binary, of fully qualified LU 
network name 
Fully qualified LU network name (format described in "Chapter 7. User Data 
Structured Subfields" ) 
Length (values 1 to 64 are valid), in binary, of log name 
Log name (symbol-string type-AE) 
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GOS Variables for SNA STPs 

COMPARE STATES (X 1 1213 1
) GOS Variable 

0-1 

2-3 
4 

5 

6 
7 

8-n 
8 

8-w 

w+l-w+6 
w+7-

w+8(=n) 
n+l 
n+2-q 

q+l 
q+2-p 

12-4 

Length (p+l), in binary, of Compare States GOS variable, including this 
Length field 
GOS ID: X'1213 1 

Service flag: 
bits 0-3, reserved 
bits 4-7, request/reply indicator: 

0010 request 
1000 reply, function completed abnormally 
1001 reply, function completed normally 

Sync point manager state: 
X1 0l 1 RESET 
X'02 1 SYNC POINT MANAGER PENDING 
X'03' IN DOUBT - -
X'04' COMMITTED 
x•os• HEURISTIC RESET 
X1 06 1 HEURISTIC-COMMITTED 
X'07' HEURISTIC-MIXED 
Reserved -
Length, in binary, of Logical-Unit-of-Work Identifier field (values 10 to 
26 are valid) 
Logical-Unit-of-Work Identifier 
Length, in binary, of fully qualified LU network name (values 1 to 17 are 
valid) 
Fully qualified LU network name (format described in ''Chapter 7. User Data 
Structured Subfields" ) 
Logical-unit-of-work instance number, in binary 

Logical-unit-of-work sequence number, in binary 
Length (values 0 to 8 are valid), in binary, of conversation correlator 
Conversation correlator of transaction program that allocated the 
conversation that failed: see FMH-5 for format of this correlator 
Length (values 2 to 8 are valid), of session instance identifier 
Session instance identifier of session being used by conversation at time 
of failure (See "Chapter 7. User Data Structured Subfields" for the format 
of this identifier.) 
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CHAPTER 13. SNA DISTRIBUTION SERVICES 

INTRODUCTION 

This chapter presents the encodings of the SNA Distribution Services (SNADS) 
interchange units (IUs) used to transport information and control between the 
distribution service units (DSUs). It has two parts: 

• "Interchange Unit Description" on page 13-2 presents the format and the 
semantics of the IUs 

• "Names and Code Points" on page 13-41 presents all the IU code points, 
transaction program names, and the server names 

The syntax of the IUs follows the Distribution Interchange Architecture: IUs 
contain a prefix, command, object (optionally), and a suffix. The IUs are sent 
between DSUs on LU 6.2 conversations. Some of the SNADS IUs may be segmented. 
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INTERCHANGE UNIT DESCRIPTION 

DISTRIBUTE INTERCHANGE UNIT 

DISTIU; DSU ---> DSU; (DISTRIBUTE INTERCHANGE UNIT) 

DISTIU carries data and status for distribution to one or 
more users. 

DISTIU consists of a sequence of GOS variables as follows: 

• A prefix 
• A command 
• A distribution object (optional) 
• A suffix 

See Figure 13-1 on page 13-3. 
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DISTIU 

I 
I DISTRIBUTE INTERCHANGE UNIT: 
I I 
I Prefix 
I I 
I 

I 
Command: 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

I 

I 

I 

GDSID Field 
I 

I 
Service Description Operands: 
I 

I 
- Distribution Identifier: Origin RGN, REN, DGN, DEN, 

Sequence Number, Date-and-Time, Origin Correlation 
- Distribution General Options: Distribution Flags, 

Destination Hop Count, Service Level Parameters, 
Distribution Object Count, Destination TP Name 

- Feedback Address: RGN, REN, OGN, and DEN 
- Feedback Options: Service Level, TP Name 
- Destination Application Parameters 

Destination Operands 

Distribution Status Operands 
I 
I Distribution Object: 

I 
! - Prefix: Object Size, 

Server Name, 
and Parameters 

- Object Data 

Suffix 
I 

!GOS... I 
I ,__I -~, o-----+----------------~ ~-~ I I I 
I I COOl 11 C105 II GOS ... II CFOl or 11 
I I 11 I I I I I I I I 11 11 CF02 11 

I I 11 I GOS ID I I GOS ... I I GOS ... 11 GOS ... I 11 11 11 

I I II I II II II I II II II 
I I 11 Ii+ 1 x 11x+1 Y 11y+1 z 11z+1 j I 11 11 11 
I I 11 I I II 11 II 
I 10 illi+l jllj+l kllk+l Pll 
I I 

I Figure 13-1. Structure of the Distribute IU 

Note: The identifiers (e.g., COOl, C105) above are shown to identify portions of 
the data stream. The two identifier bytes are always preceded by two length bytes 
in the encoded data stream. 
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DISTIU 

0-i Prefix 

Required GOS variable, identifies the beginning of an interchange unit 
( IU) 

0-1 Length (i+l), in binary, of the prefix, including this Length field 
(values from 5 to 21 are valid) 

2-3 Identifier: X'COOl' 
4 Format: 

X'02' no segmentation descriptor follows 
5-i Interchange unit identifier, optional subfield, a 1- to 16-byte correlator 

of the sending DSU. If an error occurs, the receiving DSU returns this 
value in an Acknowledge IU, see "Acknowledge Interchange-Unit" on page 
13-34. 

i+l-j 

i+l-x 
i+l-i+2 

i+3-i+4 
i+S 

i+6-i+8 

i+6 

i+7-i+8 

Note: A particular correlator value is optional and is used by a 
send-receive DSU pair; it has no meaning through the entire SNADS network. 

Command 

Required sequence of one or more GOS variables that contains: 

• A sequence of Service Description operands 
• A sequence of Destination operands 
• A sequence of Distribution Status operands 

See Figure 13-1 on page 13-3. 
GDSID field 
Length (j-i), in binary, of the GOS variable, including this Length field 
Note: The maximum length of the command, including all segments, is 
32511. 
Identifier: X'C105' 
Format: 
X'02' no segmentation descriptor follows 
X'82' segmentation descriptor follows 
Segmentation Descriptor 
(present only if Format=X'82') 
Position in the command: 
X'OO' last or only segment (this is the last or only command segment sent) 
X'20' not the last segment of the command (at least one more command 

segment follows contiguously on this conversation 1
) 

Segment sequence number: 
X'ObOO' segment sequence numbering not used 

x=(i+5)1(i+8) for i+5 containing X1 02 1 IX'82 1
, respectively 

x+l-y Service Description Operands 

1 

13-4 

Required set of GDS variables containing: 

• Distribution Identifier 

SNADS command and distribution object data may be divided into smaller segments 
to send across the conversation. The last segment is sent before any other 
different GOS variable is sent. 
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DISTIU 

• Distribution General Options 
• Feedback Address (optional) 
• Feedback Options (optional) 
• Destination Application parameters (optional) 

The above components can be in any order. See Figure 13-1 on page 13-3. 
Note: Throughout the DISTIU and ACKIU presentation, the offset of the 
first byte of a subfield is reset to 0 if the subfield can appear in 
positions (within the field) different from the position shown in the 
offset-stream field description. 

O-n Distribution Identifier 

Required GOS variable. It contains the following LT-subfields: 

• Origin RGN (optional) 
• Origin REN 
• Origin DGN 
• Origin DEN 
• Origin Sequence number 
• Origin Date and time 
• Origin Correlation (optional) 

See Figure 13-1 on page 13-3. The LT-subfields can be in any order. 

0-1 Length (n+l), in binary, of the GOS variable, including this Length field 
(values from 28 to 107 are valid) 
Note: The quadruple (origin DGN, origin DEN, Sequence number, Date and 
time) is the unique distribution identifier (UDI) in the whole SNADS 
network. 

2-3 Identifier: X1 C340 1 

4 Format: 
X1 41 1 no segmentation descriptor follows, contains LT-subfields 

0-nl Origin RGN 

Optional LT-subfield 
0 Length (nl+l), in binary, of the subfield including this Length field 

(values from 3 to 10 are valid) 
1 Type: X1 0l 1 

2-nl RGN, filled in at the origin DSU, 1- to 8-character string (see 
11 Specification of the Character-String Fields" on page 13-41 for the 
encoding of the graphic characters used), first part of the name of the 
DSU where DISTIU originated, obtained from the origin DSU directory 

0-n2 Origin REN 

Required LT-subfield 
0 Length (n2+1), in binary, of this subfield including this Length field 

(values from 3 to 10 are valid) 
1 Type: x1 02 1 

2-n2 REN, 1- to 8-character string (see "Specification of the Character-String 
Fields" on page 13-41 for the encoding of the graphic characters used), 
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DISTIU 

second part of the DSU name where DISTIU originated, obtained from the 
origin DSU directory 

O-n3 Origin DGN 

Required LT-subfield 
0 Length (n3+1), in binary, of this subfield including this Length field 

(values from 2 to 10 are valid) 
1 Type: X1 03 1 

2-n3 DGN, 0- to 8-character string (see "Specification of the Character-String 
Fields" on page 13-41 for the encoding of the graphic characters used), 
first part of the distribution user name (DUN) that initiated DISTIU, 
passed by DISTRIBUTE DATA or DISTRIBUTE STATUS verbs 
Note: The name is null (i.e., the length of the LT-subfield is 2) if 
DISTIU is a status DISTIU generated by a DSU. 

O-n4 Origin DEN 

Required LT-subfield 
0 Length (n4+1), in binary, of the subfield including this Length field 

(values from 2 to 10 are valid) 
1 Type: X1 04 1 

2-n4 DEN, 0- to 8-character string, (see "Specification of the Character-String 
Fields" on page 13-41 for the encoding of the graphic characters used), 
second part of the, distribution user name (DUN) that initiated DISTIU, 
passed by DISTRIBUTE DATA or DISTRIBUTE STATUS verbs 
Note: The name is null (i.e., Length of the LT-subfield is 2) if DISTIU 
~status DISTIU generated by a DSU. 

0-5 Origin Sequence Number 

Required LT-subfield 
0 Length (6), in binary, of the subfield, including this Length field 
1 Type: x1 05 1 

2-5 Integer in base 10, 4-numeric EBCDIC encoded character string (values from 
1 FOFOFOFl 1 to 1 F9F9F9F9 1 generated by modulo-10000 incrementing counter 
[with 1, 2, 3, ... , 9999 as states] for DISTIUs of type=DATA, and 
1 FOFOFOF0 1 for DISTIUs of type=STATUS), when the distribution verb is 
invoked or for STATUS DISTIU, when the feedback is generated 

0-9 Origin Date and Time 

Required LT-subfield, contains the date and time generated by SNADS when 
the distribution verb was issued. 

0 Length (10), in binary, of the subfield including this Length field 
1 Type: X1 06 1 

2-5 Date: 
2-3 Year, in binary (e.g., year 1983 is encoded as ·x 1 07BF 1

) 

4 Month of the year, in binary (values from 1 to 12 are valid) 
5 Day of the month, in binary (values from 1 to 31 are valid) 
C n T~ 

V :J I I tilt:. 

6 Hour of the day, in binary (values from 0 to 23 are valid) 
7 Minute of the hour, in binary (values from 0 to 59 are valid) 
8 Second of the minute, in binary (values from 0 to 59 are valid) 
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DISTIU 

9 Hundredth of the second, in binary (values from 0 to 99 are valid) 

0-nS Origin Correlation 

Optional LT-subfield 
0 Length (nS+l), in binary, of the subfield including this Length field 

(values from 3 to 46 are defined) 
1 Type: X1 07 1 

2-nS String supplied by application transactions, not used by SNADS 

0-n Distribution General Options 

0-1 

2-3 
4 

0-2 

0 
1 
2 

2 

Required GOS variable, describes the processing SNADS performs upon the 
DISTIU. It contains the following LT-subfields: 

• Distribution Flags 
• Destination Hop Count 
• Service Level parameters 
• Distribution Object Count 
• Destination TP Name 

See Figure 13-1 on page 13-3. The LT-subfields can be in any order. 

Length (n+l), in binary, of the GOS variable, including this Length field 
(values from 30 to 114 are valid) 
Identifier: X1 C330 1 

Format: 
X1 41 1 no segmentation descriptor follows, contains LT-subfields 

Distribution Flags 

Required LT-subfield, services indicated specified by the application 
transaction 
Length (3), in binary, of the LT-subfield, including this Length field 
Type: X1 0l 1 

Flags: 
bit 0, no-feedback request bit: 

0 SNADS is requested to generate feedback in case of error 
1 no SNADS feedback for this DISTIU is requested 

bit 1, DISTIU type bit: 
0 DISTIU is a data distribution 
1 DISTIU is a status distribution 

bit 2, reserved, DISTIU not rejected whatever its value 
bits 3-7, reserved 2 

Note: The functions encoded by the Flags field are described in 
Figure 13-2 on page 13-8. 

Reserved fields are to be used for later releases; unless specified otherwise, 
their values are passed unchanged by the intermediate nodes, and, if not 0, 
rejected by the destination nodes. 
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DIS TIU 

Flag I Interpretation of the Flag 
(hex) I 

00 Data distribution with feedback 
80 Data distribution with no feedback 
CO Status distribution with no feedback 

Figure 13-2. Interpretation of the Distribution Flags 

0-3 Destination Hop Count 

Required LT-subfield 
0 Length (4), in binary, of the subfield including this Length field 
1 Type: X'02' 
2-3 Number, in binary, of hops that may not be exceeded by DISTIU in its way 

toward its destination DSUs, set by the DSU where DISTIU originated, 
decremented by one every time the DISTIU is sent to another DSU. When its 
value is 0 and this DSU is not the final destination of the DISTIU, the 
DISTIU has a "hop count" error. 

0-nl Service Level Parameters 

Required LT-subfield, provided by the application transaction to describe 
the requested functions for the DISTIU 

0 Length (nl+l), in binary, of Service Level parameters, including this 
Length field (values 11, 14, 17, ... 32 are valid) 

1 Type: X'03' 
2-4 Priority parameter, priority level to be given to the distribution, in 

decreasing priority order: 
X'OlCOFO' FAST priority 
X'OlCODO' STATUS priority 
X1 0lC080 1 

, ••• , X'OlCOxx 1 
, ••• , and X'01C008' data priority levels, where 

'xx' is the value of the priority level DATA i, and 1 xx 1= 
[(8 * i) in hexadecimal]; e.g., 'xx 1= 180 1 for i=l6, and 
1 xx 1= 1 08 1 for i=l 

Note: If only two data priorities are honored then the high data priority 
would map to priorities DATA 16 to DATA 9, and the low data priority to 
priorities DATA 8 to DATA 1.- -

5-7 Protection parameter, req~irement for minimum protection against 
distribution losses in the data store: 
X1 02C010' no protection required, distribution object can be stored on 

volatile storage 
X'02C030' protection required, distribution object must be stored on 

non-volatile storage 
8-10 Capacity parameter, requirement for a route which can provide the storage 

of distribution data of specified size: 
X'03COOO' NONE capacity, used for DISTIUs without distribution objects 
X'C3CCCC' 4K ca~aclLy, u~~ci for DiSTius with distribution objects whose 

sizes are smaller than 4096 bytes 
X'03EOFF' INDEF capacity, used for DISTIUs with distribution objects whose 

sizes are relatively large, for example larger than 4096 bytes 
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Notes: 

1. The capacity requirement is for the distribution object, and does not 
include the capacity needed to store and handle the control subfields of 
the DISTIU. For example, the 3K required to handle one distribution 
object of 3K byte size is above the storage needed to store the associated 
command. 

2. The defined values for (priority, protection, capacity) parameters are 
shown in Figure 13-3. 

3. Implementations may accept other service levels as long as they can 
route IUs responsibly. 

Service Level Parameter 
Comments 

Priority Protection Capacity 

OlCOFO 02C010 03COOO Data or Status DISTIU with priority=FAST,1 
no protection, and no capacity requested I 

OlCOFO 02C010 03COOC Data or Status DISTIU with priority=FAST, I 
no protection, and 4K capacity requested I 

OlCODO 02C030 03COOC Status DISTIU with priority=STATUS, 
protected, and 4K capacity requested 

OlCODO 02C030 03COOO Status DISTIU with priority=STATUS, 
protected, and no capacity requested 

OlCOxx I 02C030 03EOFF. Data DISTIU with priority=OATA-i (see 
I Note) protected, and indefinite capacity 

Note: 'xx'=[(8*i)], in hexadecimal, is the priority level 
corresponding to DATA_i, where i=l, 2, ... , 15, 16. 

Figure 13-3. Priority, Protection, and Capacity Subfield Values 

11-nl 

0-2 
0 
1 

2 

Optional Service Level Parameters 

An optional stream of up to 7 3-byte fields with the following structure: 
Optional parameter 
Parameter identifier: any value larger than X'03' 
Comparison operator: 
X'OO'-'OF' optional request, is ignored by a receiving product in the 

intermediate role that allows the transfer of the DISTIU 
~ X'lO' mandatory request, if not recognized by a product results in the 

"function not supported" error condition, the DISTIU is rejected 
Parameter value: defined by product, refer to its specifications for the 
definition of the field 
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0-3 Distribution Object Count 

Required LT-subfield 
0 Length (4), in binary, of the Distribution Object Count including this 

Length field 
1 Type: X='04' 
2-3 Number, in binary, of distribution objects present in this DISTIU (values 

0 and 1 defined) 

O-n2 Destination TP Name 

Required LT-subfield 
0 Length (n2+1), in binary, of the subfield including this Length field 

(values from 3 to 66 are valid) 
1 Type: X'05' 
2-n2 TP Name, character string, (see "Specification of the Character-String 

Fields" on page 13-41 for the encoding of the graphic characters used), 
started by the destination DSU after the DISTIU is enqueued for delivery 

0-n Feedback Address 

Optional GOS variable, valid only if DISTIU type is DATA, contains: 

• Feedback RGN (optional) 
• Feedback REN 
• Feedback DGN 
• Feedback DEN 

The LT-subfields can be in any order. See Figure 13-1 on page 13-3. 
0-1 Length (n+l), in binary, of the GOS variable including this Length field 

(values 14 to 45 are valid) 
2-3 Identifier: X'C360' 
4 Format: 

X'41' no segmentation descriptor follows, contains LT-subfields 

0-nl Feedback RGN 

Optional LT-subfield 
0 Length, in binary, of the subfield including this Length field (values 

from 3 to 10 are valid) 
1 Type: X'Ol' 
2-nl Name, character string, first part of the name of the DSU where the 

feedback is requested to be sent 

O-n2 Feedback REN 

Required LT-subfield 
0 Length (n2+1), in binary, of the LT-subfield including this Length field 

(values from 3 to 10 are valid) 
1 Type: X'02' 

st:c0r1d f.Jd r· L o I the DSU name where feedback is 
requested to be sent 

O-n3 Feedback DGN 

13-10 SNA Formats 



DISTIU 

Required LT-subfield 
0 Length (n3+1), in binary, of the subfield, including this Length (values 

from 3 to 10 are valid) 
1 Type: X1 03 1 

2-n3 Name, character string, first part of the distribution user name (DUN) to 
which feedback is to be sent 

O-n4 Feedback DEN 

Required LT-subfield 
0 Length (n4+1), in binary, of the subfield including this Length (values 

from 3 to 10 are valid) 
1 Type: X'04' 
2-n4 Name, character string, second part of the distribution user name (DUN) to 

which feedback is requested to be sent 

0-n Feedback Options 

Optional GOS variable, valid only if the distribution is of type DATA, 
defined by the application transaction to specify the functions needed for 
the feedback DISTIU, containing: 

• Feedback Service Level (optional) 
• Feedback TP Name (optional) 

See Figure 13-1 on page 13-3. The LT-subfields can be in any order. 
0-1 Length (n+l), in binary, of the GOS variable, including this Length field 

(values 8 to 103 are valid) 
2-3 Identifier: X'C343' 
4 Format: 

X'41' no segmentation descriptor follows, contains LT-subfields 

0-nl Feedback Service Level 

Optional LT-subfield. If omitted, the service level of the feedback 
DISTIU is calculated as follows: The priority is FAST if this DISTIU has 
priority FAST, the priority is STATUS for other priorities, the protection 
is the same as the protection of this DISTIU, and the capacity is 4K or 
NONE. 

0 Length (nl+l), in binary, of Feedback Service Level, including this Length 
field (values 11, 14, 17, ... 32 are valid) 

1 Type: X'Ol' 
2-4 Feedback Priority Parameter, priority level to be given to the feedback 

DISTIU, in decreasing priority order: 
X'OlCOFO' FAST priority 
X'OlCODO' STATUS priority 

5-7 Feedback Protection Parameter, requirement for m1n1mum protection against 
feedback distribution object losses in the data store: 
X'02C010' no protection required, feedback distribution object can be 

stored on volatile memory 
X'02C030 1 protection required, feedback distribution object must be stored 

on non-volatile memory 
8-10 Feedback Capacity Parameter, requirement for a route which can provide the 

storage of feedback distribution data of specified size: 
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X103C000 1 NONE capacity, used for DISTIUs without feedback distribution 
objects 

X1 03COOC' 4K capacity, used for DISTIUs with feedback distribution objects 
whose sizes are smaller than 4096 bytes 

Note: The feedback capacity requirement is for the distribution object 
and does not include the capacity needed to store and handle the control 
subfields of the feedback DISTIU. 
The defined values for (feedback priority, feedback protection, feedback 
capacity) parameters a re shown in Figure 13-4. 

Feedback Service Level Parameter 
Comments 

Priority Protection Capacity 

OlCOFO 02C010 03COOO Feedback with priority=FAST, no protec-
tion and no capacity requested 

OlCOFO 02C010 03COOC Feedback with priority=FAST, no protec-
tion and 4K capacity requested 

OlCODO 02C030 03COOC Feedback with priority=STATUS, protected, I 
and 4K capacity requested I 

OlCODO 02C030 03COOO Feedback with priority=STATUS, protected, I 
and no capacity requested I 

___J 

Figure 13-4. Feedback Priority, Protection, and Capacity Subfield Values 

11-nl 

0-2 
0 
1 

2 

O-n2 

0 

13-12 

Feedback Optional Service Level Parameter 

An optional stream of up to seven 3-byte fields with the following 
structure: 
Optional parameter 
Parameter identifier: any value larger than X1 03 1 

Comparison operator: 
X1 00 1

-
1 0F 1 optional request, is ignored by a receiving product in the 

intermediate role that allows the transfer of the DISTIU 
~ X1 l0 1 mandatory request, if not recogni4ed by an implementation, results 

in the "function not supported" error condition, the DISTIU is rejected 
Parameter value: defined by product, refer to its specifications for the 
definition of the field 

Feedback TP Name 

Optional LT-subfield, if omitted the transaction application program to be 
startprf ~ft~Y' the feedba~k is qt.:c~cd for- de1~very is given uy the 
Destination TP Name within Distribution General Options GOS variable 
Length (n2+1), in binary, of the LT-subfield including this Length field 
(values from 3 to 66 are valid) 
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1 Type: X'02' 
2 Name, character string, (see "Specification of the Character-String 

Fields'' on page 13-41 for the encoding of the graphic characters used), 
name of the transaction application program to be started after the 
feedback is queued for delivery 

0-n Destination Application Parameters (see Figure 13-1 on page 13-3) 

Optional GOS variable 
0-1 Length (n+l), in binary, of the GOS variable including this Length field 

(values from 6 to 517 are valid) 
2-3 Identifier: X'C320 1 

4 Format: 
X'Ol' no segmentation descriptor follows 

5-n Parameters, to 512-byte stream, supplied by the application transaction 
that invoked the distribution verb and passed as a returned parameter when 
RECEIVE DISTRIBUTION is issued. 

y+l replaced by bl 
Notes: 

1. Offset y+l will be replaced by bl in order to simplify the stream 
description. 

2. Offsets bi and ei+l are used for the first byte of the beginning and 
the end of a list, as it follows: bl, el+l for Destination operands, b2, 
e2+1 for REN List, b3, e3+1 for DGN List, and b4, e4 for DEN List. 

bl-e1+5 Destination Operands 

List of destinations of the DISTIU, no larger than 256 destinations if 
DISTIU is of type DATA and exactly one destination if the DISTIU is of 
type STATUS, encoded as a list of factored lists of DUNs and DSUNs. The 
identical RGNs, RENs, and DGNs are factored out of the Destination 
operands, REN, and DGN lists. The Destination operands list may be fully 
factored, partially factored, or unfactored (see the following example). 

Example: Following is a list of destinations (qualified by 
RGN.REN.DGN.DEN): 

A.K.DA.Ul, A.K.DA.U2, A.K.DB.U3, A.K.DB.U4, 
A.L.DC.U5, A.L.DC.U6, A.L.DD.U7, A.L.DO.U8, 
B.M.DE.U9, B.M.DE.UlO, B.M.DF.Ull, B.M.DF.U12, 
B.N.DG.U13, B.N.DG.U14, B.N.OH.U15, and B.N.DH.Ul6. 

The list may appear factored in Destination operands as follows: 

• completely factored: 
(A(K(DA(Ul U2) DB(U3 U4)) 

L(DC(U5 U6) DD(U7 U8))) 
B(M(DE(U9 UlO) DF(Ull U12)) 

N(DG(Ul3 Ul4) DH(U15 Ul6)))) 

• partially factored: 
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(A(K(DA(Ul) DA(U2) DB(U3 U4)) 
L(DC(U5 U6)) L(DD(U7 U8))) 
B(M(DE(U9 UlO) DF(Ull U12)) 

N(DG(U13)) N(DG(Ul4)) N(DH(Ul5 Ul6)))) 

• not factored, equivalent to the initial list: 
(A(K(DA(Ul))) A(K(DA(U2))) A(K(DB(U3))) A(K(DB(U4))) A(L(DC(U5))) 
A(L(DC(U6))) A(L(DD(U7))) A(L(DD(U8))) B(M(DE(U9))) B(M(DE(UlO))) 
B(M(DF(Ull))) B(M(DF(U12))) B(N(DG(U13))) B(N(DG(U14))) B(N(DH(Ul5))) 
B(N(DH(Ul6)))) 

In the above lists, 1
(

1 and 1
)

1 represent the beginning and the end of a 
1 i st respectively. (Inner parentheses have precedence over oute.r 
parentheses.) 

End of Example 

The Destination operands are a required sequence of: 

• Beginning of Destination operands field 
• Sequence of pairs of RGN and REN List (see Figure 13-6 on page 13-16) 
• End of Destination operands field 

See Figure 13-1 on page 13-3 and Figure 13-5. 

I Destination Operands 
I I 
I Beginning 
I I 
I RGN End 
I I REN Li st I 
I I 
I 
I IGDS ... I 
I I ~ I I 
I I IC350I I I IC351 I 
I I IC352I I I I I I 
I I I I I IC352 I IGDS ... I I I 
I I I I I I I I I I . . .1 I 
I I I I I lb1+8 bl+nl lb2 e2+51 I I I 
I I I I I I I I 
I I I I lbl+8 e2+51 I I 
I I L___J I I 
I I bl=y+l el+S=zl 
I 
I 
I Figure 13-5. Structure of the Destination Operands 

bl-bl+7 Beginning of Destination Operands 
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bl+2-bl+3 
bl+4 

bl+5-bl+6 
bl+7 

DISTIU 

Required GOS variable 
Length (8), in binary, of the GOS variable including this Length field 
Beginning of Destination operands identifier: X'C350' 
Format: 
X'Ol' no segmentation descriptor follows, does not contain LT-subfields 
RGN identifier: X'C352' 
Format: 
X'Ol' no segmentation descriptor follows 

Note: RGN and REN List (the stream from offset b1+8 through e2+5) may be 
repeated. 

b1+8-bl+n RGN 

Required GOS variable, its content may be null 
bl+8-bl+9 Length (n+l), in binary, of the GOS variable including this Length field 

(values from 5 to 13 are valid) 
bl+lO-bl+ll Identifier: X'C352' 
bl+12 Format: 

X'Ol' no segmentation descriptor follows, does not contain LT-subfields 
b1+13-bl+n Name, 0- to 8-character length string, obtained from the origin OSU 

directory 

b2-e2+5 REN List 

Required sequence of: 

• Beginning of REN List 
• Sequence of pairs of REN and DGN list (see Figure 13-7 on page 13-17) 
• End of REN List 

See Figure 13-6 on page 13-16 and Figure 13-5 on page 13-14. 
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I REN Li st 
I I 
I Beginning 
I I 
I REN 
I I OGN List 
I I 
I 
I !GOS ... 
I I ~ 
I I IC350I I I 
I I IC353I I I 
I I I I I IC353 IGDS ... I I 
I I I I I I I I I I. 
I I I I I lb2+8 b2+nl lb3 e3+51 I 
I I I I I I 
I I I I lb2+8 e3+51 
I I L__J 

I lb2 
I 
I 
I Figure 

b2-b2+7 

13-6. Structure of the REN List 

Beginning of REN List 

Required GOS variable 

End 
I 

I 
I I 
IC351 I 
I I 
I I 
I I • ! 

I 
I 
I 

I 
I 

e2+51 

b2-b2+1 
b2+2-b2+3 
b2+4 

Length (8), in binary, of the GOS variable, including the Length field 
Beginning of a list identifier: X'C350' 

b2+5-b2+6 

b2+7 

Format: 
X'Ol' no segmentation descriptor follows, does not contain LT-subfields 
REN identifier: X'C353', with X'C350' represents the identifier of the 
Beginning of REN List 
Format: 
X1 0l 1 no segmentation descriptor follows 

Note: REN and OGN List (the stream from offset b2+8 through e3+5) may be 
repeated. 

b2+8-b2+n REN 

Required GOS variable 
b2+8-b2+9 Length (n+l), in binary, of the GOS variable including this Length field 

(values from 6 to 13 are valid) 
b2+10-b2+11 Identifier: X1 C353 1 

b2+12 Format: 
X1 0l 1 no segmentation descriptor follows, does not contain LT-subfields 

b2+13-b2+n Name, 1- to 8-character string, obtained from the origin OSU directory 

b2+n+l 
Note: Offset b2+n+l will be replaced by b3 in order to simplify the 
stream description 
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b3-e3+5 DGN List 

Required sequence of: 

• Beginning of DGN List 
• Sequence of pairs of DGN and DEN List (see Figure 13-8 on page 13-18) 
• End of DGN List 

See Figure 13-6 on page 13-16 and Figure 13-7. 

i DGN List 
I I 
I Beginning 
I I 
I DGN End 
I I DEN List I 
I I 
I 
I IGDS ... I 
I I ~ I I 
I I IC350l I I IC351 I 
I I IC354l I I I I 
I I I I I IC354 I IGDS ... I I I I 
I I I I I I I I I I. .. 1 I 
I I I I I jb3+8 b3+nl lb4 e4+51 I I I 
I I I I I I I I 
I I I I lb3+8 e4+51 I I 
I I L___J I 
I jb3 
I 
I 
I Figure 

b3-b3+7 

b3-b3+1 
b3+2-b3+3 
b3+4 

b3+5-b3+6 

b3+7 

13-7. Structure of the DGN List 

Beginning of DGN List 

Required GOS variable 

e3+51 

Length (8), in binary, of the GOS variable including this Length field 
List Beginning Identifier: X1 C350 1 

Format: 
X1 0l 1 no segmentation descriptor follows, does not contain LT-subfields 
DGN identifier: X'C354 1

, with X1 C350 1 represents the identifier of the 
Beginning of the DGN List 
Format: 
X1 0l 1 no segmentation descriptor follows 

Note: DGN and DEN list (the stream from offset b3+8 through e4+5) may be 
repeated 

b3+8-b3+n DGN 
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Required GOS variable 
b3+8-b3+9 Length, in binary, of the GOS variable including this Length field (values 

from 6 to 13 are valid) 
b3+10-b3+11 Identifier: X'C354' 
b3+12 Format: 

X'Ol' no segmentation descriptor follows, does not contain LT-subfields 
b3+13-b3+n Name, 1- to 8-character length string. It is provided either in the 

DESTINATION DUN parameter of the DISTRIBUTE DATA or DISTRIBUTE STATUS 
verb, if DISTIU was generated by the issue of the DISTRIBUTE DATA or 
DISTRIBUTE STATUS verb, or in the Feedback DGN subfield (or the Origin DGN 
subfield if Feedback Address is missing) of the DISTIU for which the 
feedback was generated, if this DISTIU is a feedback. 

b3+n+l 
Note: Offset b3+n+l will be replaced by b4 in order to simplify the 
stream description. 

b4-e4+5 DEN List 

Required sequence of: 

• Beginning of DEN List 
• Sequence of DENs 
• End of DEN List 

See Figure 13-7 on page 13-17 and Figure 13-8. 

I DEN List 
I I 
I Beginning 
I I 
I DEN End 
I I I 
I 
I 
I IGDS ... I I 
I I r----i I I I 
I I IC350I IC355 IC351 I 
I I IC355I I I I 
I I L___J I 
I lb4 e4+51 
I 
I 
I Figure 13-8. Structure of the DEN List 

b4-b4+7 Beginning of DEN List 

Required GOS variable 
b4-b4+1 Length (8), in binary, of the GOS variable including this Length field 
b4+2-b4+3 List Beginning code: X'C350' 
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b4+4 Format: 
X10l 1 no segmentation descriptor follows, does not contain LT-subfields 

b4+5-b4+6 DEN identifier: X'C355', with X'C350 1 represents the identifier of the 
beginning of the DEN List 

b4+7 Format: 
X'Ol' no segmentation descriptor follows 

Note: DEN GOS variable (the stream from offset b4+8 through e4) may be 
repeated. 

b4+8-b4+n DEN 

Required GOS variable 
b4+8-b4+9 Length, in binary, of the GOS variable including this Length field (values 

from 6 to 13 are valid) 
b4+10-b4+11 Identifier: X1 C355 1 

b4+12 Format: 
X'Ol' no segmentation descriptor follows, does not contain LT-subfields 

b4+13-b4+n Name, 1- to 8-character length string. It is provided either in the 
DESTINATION DUN parameter of DISTRIBUTE DATA or DISTRIBUTE STATUS verb, if 
DISTIU was generated by the issue of the DISTRIBUTE DATA or 
DISTRIBUTE STATUS verb, or in the Feedback DEN subfield (or the Origin DEN 
subfield if Feedback Address is missing) of the DISTIU for which the 
feedback was generated, if this DISTIU is a feedback. 

e4+1-e4+5 End of DEN List 

e4+1-e4+2 
e4+3-e4+4 
e4+5 

Required GOS variable 
Length (5), in binary, of the GOS variable including this Length field 
Identifier: X1 C351 1 

Format: 
X'Ol' no segmentation descriptor follows, it does not contain LT-subfields 

e3+1-e3+5 End of DGN List 

e3+1-e3+2 
e3+3-e3+4 
e3+5 

Required GOS variable 
Length (5), in binary, of the GOS variable including this Length field 
Identifier: X'C351' 
Format: 
X'Ol' no segmentation descriptor follows, it does not contain LT-subfields 

e2+1-e2+5 End of REN List 

e2+1-e2+2 
e2+3-e2+4 
e2+5 

Required GOS variable 
Length (5), in binary, of the GOS variable including this Length field 
Identifier: X'C351' 
Format: 
X'Ol 1 no segmentation descriptor follows, it does not contain LT-subfields 

el+l-e1+5 End of Destination Operands 

Required GOS variable 
el+l-e1+2 Length (5), in binary, of the GOS variable including this Length field 
e1+3-el+4 Identifier: X'C351' 
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el+S Format: 

z 

z+l-j 

13-20 

X'Ol' no segmentation descriptor follows, it does not contain LT-subfields 

Note: Offset z will replace el+S in order to simplify the stream 
description. 

Distribution Status Operands 

Required and allowed if and only if DISTIU is of type STATUS ( i.e., the 
value of bit 1 of Distribution Flags of Distribution General Options is 
X'l' .). It may include SNADS status, application status, or both, along 
with fields to identify DISTIU for which the status is being reported and 
transported to the originator or its designate, sequence of: 

• Status operands 
• General SNADS Status (optional) 
• General Application Status (optional) 
• Specific Status 

See Figure 13-1 on page 13-3 and Figure 13-9 on page 13-21. 
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I Distribution Status Operands 
I I 
I Status Operands 
I I I 
I I Status Correlation: Origin DGN, DEN, Sequence Number, 
I I Date and Time, Correlation 
I 
I Receiving DSUN: RGN, REN 
I I 
I I General SNADS Status 
I I 
I I Status Type 
I I 
I I Status Contents I 

I I 
I I 
I General Application 
I Status: Type 
I and Contents 
I 
I Specific 
I I Status 
I 
I 
I 
I 

I IGDS ... I 
I I I ! I I I I 
I I I GOS ... I IGDS ... I !GOS ... I !GOS ... I I 
I I I I I I I h I I I I 1111 I I I I 
I I I IC340 11 C361 I I I I Cl IC357 I I I I c 11 c I I I I I I I 

I I I 111111111111111111 I I 13 I I 1111 l I I I 3 I l 3 I I I I I 
I I I 1101101101101101111011011 I I 151 11oIIo11 I I I 5 I I 5 I I I I I 
I I I I l3l l4l l5l l6l l71 I I Ill l21 I I I I 61 11111211 I I I 6 I I 71 I I I I 
I I I ILJLJLJLJLJllLJLJI I I I I I LJ LJ I I I I 11 I I I I I I 

I I I I II I I I I I I I I I I 11 I I I I I 
I I I I I LJ I I LJLJ I I I I 
I I lsl=z+l s21 ls2+1 s31 ls3+1 s41 ls4+1 s51 I 
I I I 
I lz+l j=s51 
I 
I 
I Figure 13-9. Distribution Status Operands Structure 

z+l 
Note: Offset z+l will be replaced by sl in order to simplify the stream 
description. Offsets sl, s2, s3, s4, and s5 are used to describe the 
Distribution Status operands stream. 

sl-s2 Status Operands 

Required set of: 
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• Status Correlation 
• Receiving OSUN (optional) 

The above components can be in any order. See Figure 13-1 on page 13-3 
and Figure 13-9 on page 13-21. 

0-n Status Correlation 

Required GOS variable, contains LT-subfields with information to identify 
the DISTIU for which status information (provided either by SNADS if this 
DISTIU is generated by SNADS, or by the application transaction if DISTIU 
is generated through the issue of DISTRIBUTE_STATUS) is reported: 

• Origin DGN 
• Origin DEN 
• Origin Sequence Number 
• Origin Date and Time 
• Origin Correlation (optional) 

See Figure 13-9 on page 13-21. The LT-subfields can be in any order. 

0-1 Length (n+l), in binary, of the GOS variable, including this Length field 
(values from 27 to 87 are valid) 

2-3 Identifier: X'C340' 
4 Format: 

X1 41 1 no segmentation descriptor follows, contains LT-subfields 

0-nl Origin DGN 

Required LT-subfield 
0 Length (nl+l), in binary, of the LT-subfield including this Length field 

(values from 3 to 10 are valid) 
1 Type: X1 03 1 

2-nl Name DGN, 1- to 8-character string, equal to the corresponding subfield in 
the Distribution Identifier of the data-DISTIU for which this 
status-DISTIU is returned 

O-n2 Origin DEN 

Required LT-subfield 
0 Length (n2+1), in binary, of the LT-subfield including this Length field 

(values from 3 to 10 ar~ valid) 
1 Type: X'04' 
2-n2 Name, 1- to 8-character string, equal to the corresponding subfield in the 

Distribution Identifier of the data-DISTIU for which this status-DISTIU is 
returned 

0-5 Origin Sequence Number 

Required LT-subfield 
0 Le~gth {6), 1r: b1iiiiiY, of the LT subfit:1d l;-1c.1udiri~ Lhi~ Length fieid 
1 Type: x•o5• 
2-5 Integer in base 10, 4-numeric EBCDIC encoded character string (values from 

1 FOFOFOFl 1 to 'F9F9F9F9'), equal to the corresponding subfield in the 
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Distribution Identifier of the data distribution for which this DISTIU is 
returned 

0-9 Origin Date and Time 

Required LT-subfield, equal to the corresponding subfield in the 
Distribution Identifier of the data-DISTIU for which this DISTIU is 
returned (see Figure 13-1 on page 13-3) 

0 Length (10), in binary, of the subfield including this Length field 
1 Type: X'06' 
2-5 Date: 
2-3 Year, in binary (e.g., year 1983 is encoded as X'07BF') 
4 Month of the year, in binary (values from 1 to 12 are valid) 
5 Day of the month, in binary (values from 1 to 31 are valid) 
6-9 Time: 
6 Hour of the day, in binary (values from 0 to 23 are valid) 
7 Minute of the hour, in binary (values from 0 to 59 are valid) 
8 Second of the minute, in binary (values from 0 to 59 are valid) 
9 Hundredth of the second, in binary (values from 0 to 99 are valid) 

O-n3 Origin Correlation 

Optional LT-subfield, equal to the corresponding subfield in the 
Distribution identifier of the data-DISTIU for which this status-DISTIU is 
returned. 

0 Length (n3+1), in binary, of this LT-subfield including this Length field 
(values from 3 to 46 defined) 

1 Type: X'07' 
2-n3 Origin Correlation, byte string, used by application transactions 

0-n Receiving DSUN 

Optional GOS variable if this status-DISTIU is returned because of receive 
time errors. It contains the name of the receiving DSU if the 
transmission error was detected by the receiving DSU. 

• Receiving RGN (optional) 
• Receiving REN 

See Figure 13-9 on page 13-21. The positions of its two LT-subfields are 
arbitrary. 

0-1 Length (n+l), in binary, of the GOS variable, including this Length field 
(values from 8 to 25 are valid) 

2-3 Identifier: X'C361' 
4 Format: 

X'41' no segmentation descriptor follows, contains LT-subfields 

0-nl Receiving RGN 

Optional LT-subfield 
0 Length (nl+l), in binary, of the subfield, including this Length field 

(values from 3 to 10 are valid) 
1 Type: X= 1 0l 1 
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2-nl 

O-n2 

0 

1 
2-n2 

s2+1-s4 

s2+1-s3 

s2-s2+6 

s2-s2+1 
s2+2-s2+3 
s2+4 

s2+5-s2+6 

s2+7-s3 

Name, 1- to 8-character string, first part of the name of the DSU that 
detected the receive-time error 

Receiving REN 

Required LT-subfield 
Length (n2+1), in binary, of the subfield, including the Length field 
(values from 3 to 10 are valid) 
Type: X='02' 
Name, 1- to 8-character string, second part of the name of the OSU that 
detected the receive-time error 

General Status 
Note: New SNAOS DSUs will not generate both General SNAOS Status and 
General Application Status in a single IU. However, older SNAOS OSUs may 
generate both SNADS and Application General Status fields in a single IU, 
and all SNAOS OSUs must receive such IUs without error. OSUs may ignore 
the General Application Status field if General SNADS Status is present. 

General SNAOS Status 

Optional pair (elements in required order) of GOS variables, used if 
Specific SNAOS status in Specific Status is missing, describes the SNAOS 
status applicable to all OUNs in the Specific Status when no SNAOS status 
is indicated along with them (i.e., Specific SNADS Status elements 
[described in the stream from offset s2+1 up to s3 below within Specific 
Status subfield] are missing): 

• Status Type 
• Status Contents 

See Figure 13-9 on page 13-21. 

Status Type 

Required GOS variable 
Length (7), in binary, of the GOS variable, including this Length field 
Identifier: X'C356' 
Format: 
X'Ol' no segmentation descriptor follows, does not contain LT-subfields 
Status Type: 
X1 000l 1 for SNADS Status 

Status Contents 

Required GOS variable; it contains the SNADS Condition Code 
s2+7-s2+8 Length, in binary, of the GOS variable, including this Length field (value 

is 9) 
s2+9-s2+10 Identifier: X'C357' 
s2+11 Format: 

')( 1 41 1 nn <:.ci.nmont::itinn rlacrV';n+I'\"' .fnlln•.•r ,.. ........ +..,.; .... _ I T_- .. l-.C.:-1-1-
··~ --~;,;)···-··----·-·· ----· 't'_.._.., •Vi tVtt..J, \,,.Vil\,"""111.;, L-1 ;;,uu1 lt::IU~ 

s2+12-s2+15 SNADS Condition Code 
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Required LT-subfield 
s2+12 Length (4), in binary, of the subfield, including this Length field 
s2+13 Type: X'Ol' 
s2+14-s2+15 Values are listed in Figure 13-10. 

!Code 
I (hex) 

0001 
0002 
0003 
0004 
0005 
0006 
0007 
0008 
0009 
oooc 
OOOD 
OOOE 
OOOF 
0010 
0011 
0012 
0013 

Description I allowed 
I in DISTIU 

Routing error I yes 
Invalid DUN I yes 
Hop Count exceeded I yes 
Syntax error I yes 
Function not supported I yes 
Permanent server error I yes 
Unknown server name I yes 
Invalid server parameters I yes 
Invalid Destination TP name! yes 
Request purged I yes 
Lost DUNs I yes 
Resource not available I yes 
System error I yes 
Temporary server error I yes 
I/0 system error I yes 
ACKIU error I yes 
Distribution Object Size I 
incompatible with DSL I yes 

allowed 
in ACKIU 

yes 
yes 
yes 
yes 
yes 
yes 
yes 
yes 
yes 
no 
no 
yes 
yes 
yes 
yes 
no 

yes 

0000, OOOA, 0008, and 0014 up to FFFF are reserved 

Figure 13-10. SNADS Status Condition Codes 

s3+1-s4 General Application Status 

Optional pair (elements in required order) of GOS variables, describes the 
application status applicable to all DUNs in the Specific Status (the 
interpretation of both general and specific application status information 
is defined by the application): 

• Status Type 
• Status Contents 

s3+1-s3+7 Status Type 

s3+1-s3+2 
s3+3-s3+4 
s3+5 

s3+6-s3+7 

Required GDS variable 
Length (7), in binary, of the GOS variable, including this Length field 
Identifier: X'C356' 
Format: 
X'Ol' no segmentation descriptor follows, without LT-subfields 
Status Type: 
not equal to X'OOOl'; see "Status Type Codes" on page 13-44 
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s3+7-s4 Status Contents 

Required GOS variable 
s3+7-s3+8 Length, in binary, of the GOS variable, including this Length field 

(values from 7 to 69 are valid) 
Note: Older SNADS DSUs may generate !Us with Lengths of up to 517. All 
SNADS DSUs MUST receive such IUs without error. However, DSUs may modify 
such IUs to force the Length to be £9 or less. 

s3+9-s3+10 Identifier: X1 C357 1 

s3+11 Format: 
X'41' no segmentation descriptor follows, contains LT-subfields 

s3+12-s4 Status content, application defined bit string 
s4+5 

Note: The Specific Status has a list structure similar to DGN List of 
Destination operands; the offset s4+5 and j are replaced by b3 and e3+5 
respectively. Offsets b3, e3+1, and b4, e4+1 point to the corresponding 
OGN and DEN lists beginnings and ends. 

b3-e3+5 Specific Status 

13-26 

Required sequence of GOS variables (see Figure 13-9 on page 13-21 and 
Figure 13-11 on page 13-27), lists all the names of the recipient users of 
the distribution for whom the DISTIU reports the status, along with SNADS 
and/or application status information. It is structured as a DGN List: 

• DGN List Beginning 
• OGN 
• DEN List (see Figure 13-12 on page 13-28) 
• End List 
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I Specific Status 
I I 
I DGN List Beginning 
I I I 
I DGN DEN List List End 
I I I I 
I 
I 
I IGDS ... I 
I I f----i I I I 

I I IC350I I I IC351 I 
I I IC3541 I I I I 
I I I I I IC354 I I GOS ... I I I I 
I I I I I I I I I 1. .1 I 
I I I I I lb3+8 b3+nl lb4 e4+51 I I I 
I I I I I 
I I I I lb3+8 
I I L___J 

I lb3 
I 
I 
I Figure 

b3-b3+7 

13-11. Structure of the DGN 

DGN List Beginning 

Required GOS variable 

I I I 
e4+5l I I 

I 
e3+51 

List of Specific Status 

DISTIU 

b3-b3+1 
b3+2-b3+3 
b3+4 

Length (8), in binary, of the GOS variable including this Length field 
List Beginning Identifier: X'C350' 

b3+5-b3+6 
b3+7 

Format: 
X1 0l 1 no segmentation descriptor follows, does not contain LT-subfields 
DGN identifier: X1 C354 1 

Format: 
X1 0l 1 no segmentation descriptor follows 

Note: DGN and DEN list (the stream from offset b3+8 through e4+5) can be 
repeated. 

b3+8-b3+n DGN 

Required GOS variable 
b3+8-b3+9 Length (n+l), in binary, of the GOS variable including this Length field 

(values from 5 to 13 are valid) 
b3+10-b3+11 Identifier: X'C354 1 

b3+12 Format: 
X'Ol' no segmentation descriptor follows, does not contain LT-subfields 

b3+13-b3+n Name, 0- to 8-character length string 

b3+n+l 
Note: Offset b3+n+l will be replaced by b4 in order to simplify the 
stream description. 
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b4-e4+5 DEN List 

Required sequence of: 

• DEN List Beginning 
• DEN 
• Specific SNADS Status (optional) 
• Specific Application Status (optional) 
• Li st End 

See Figure 13-11 on page 13-27 and Figure 13-12. 

I DEN Li st 
I I 
I DEN List Beginning 
I I 
I DEN 
I I 
I Specific SNADS Specific Application 
I I I I Status: type, I Status: type, Li st End 
I contents contents I 
I I I I I 
I ~ t l l 

l i I I IGDS ... 
lh I I I I t--, I t--, I 

I I IC350I I I I IGDS ... I IGDS ... I I I I I 
I I IC355I I I c I I 11 I I 11 11 I I IC35ll I 
I I I I I I 3 I I ICI IC3S7 I I I I c I I c I I I I I I 
I I I I I IS I I I 31 I 1111 I I I I 3 I I 31 I I I I I 
I I I I I l 5 I I IS I I I 01101 I I I IS I I 5 I I 1. I I I 
I I I I I I I I I 61 I 111121 I I I I 6 I 171 I I I I I 
I I I I I I I I I I I LJLJ I I I I I I I I I I I I 
I I I I I I I I I I I I I I I I I I I I I I I 
I I I I I I I I LJ I I LJ LJ I I I I I 
I I L____j I LJ ls2+1 s31 ls3+1 s41 I L___J I 
I I I I I 
I I I 
I lb4 e4+SI 
I 
I 
I Figure 13-12. Structure of the DEN List of Specific Status 

b4-b4+7 DEN List Beginning 

Required GOS variable 
b4-b4+1 Length (8), in binary, of the GOS variable including this Length field 
b4+2-b4+3 Li~t RPginni~g code: X'C350' 
b4+4 Format: 

X'Ol 1 no segmentation descriptor follows, does not contain LT-subfields 
b4+5-b4+6 DEN identifier: X'C355 1 
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b4+7 Format: 
X'Ol' no segmentation descriptor follows 

Note: DEN GOS variable (the stream from offset b4+8 through e4) may be 
repeated. 

b4+8-b4+n DEN 

Required GOS variable 
b4+8-b4+9 Length (n+l), in binary, of the GOS variable including this Length field 

(values from 5 to 13 are valid) 
b4+10-b4+11 Identifier: X'C355' 
b4+12 Format: 

X'Ol' no segmentation descriptor follows, does not contain LT-subfields 
b4+13-b4+n Name, 0- to 8-character length string 

b4+n 

Note: OGN is null if and only if DEN is null. In this case, this null 
addressee (i.e., OGN and DEN null) is the only addressee permitted. DGN 
and DEN are null if either the General or Specific SNAOS Status subfields 
are present with the SNADS Condition Code X'OOOO', or if either the 
General or Specific Application Status of type X'FEFF' are present. 

Note: Offset b4+n is replaced by s2. 

s2+1-s4 Specific Status 
Note: New SNAOS OSUs will not generate both Specific SNADS Status and 
Specific Application Status for a single destination. However, older 
SNADS OSUs may generate both SNAOS and Application Spacific Status fields 
for a single destination, and all SNADS OSUs must receive such !Us without 
error. OSUs may ignore the Specific Application Status field if Specific 
SNAOS Status is present. 

s2+1-s3 Specific SNAOS Status 

s2-s2+6 

s2-s2+1 
s2+2-s2+3 
s2+4 

s2+5-s2+6 

s2+7-s3 

Optional pair (elements in required order) of GOS variables, used if 
General SNADS Status information does not apply to this DUN: 

• Status Type 
• Status Contents 

Status Type 

Required GOS variable 
Length (7), in binary, of the GOS variable, including this Length field 
Identifier: X'C356' 
Format: 
X'Ol' no segmentation descriptor follows, does not contain LT-subfields 
Status Type: 
X'OOOl' for SNADS Status 

Status Contents 

Required GOS variable; it contains the SNADS Condition Code 
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s2+7-s2+8 Length, in binary, of the GOS variable, including this Length field (value 
is 9) 

s2+9-s2+10 Identifier: X'C357' 
s2+11 Format: 

X'41' no segmentation descriptor follows, contains LT-subfields 

s2+12-s2+15 SNAOS Condition Code 

Required LT-subfield 
s2+12 Length (4), in binary, of the subfield, including this Length field 
s2+13 Type: X'Ol' 
s2+14-s2+15 Values are listed in Figure 13-10 on page 13-25. 

s3+1-s4 Specific Application Status 

Optional pair (elements in required order) of GOS variables, (the 
interpretation of both general and specific application status information 
is defined by the application): 

• Status Type 
• Status Contents 

s3+1-s3+7 Status Type 

s3+1-s3+2 
s3+3-s3+4 
s3+5 

s3+6-s3+7 

Required GOS variable 
Length (7), in binary, of the GOS variable, including this Length field 
Identifier: X'C356 1 

Format: 
X'Ol' no segmentation descriptor follows, without LT-subfields 
Status Type: 
not equal to X'OOOl', see "Status Type Codes" on page 13-44 

s3+7-s4 Status Contents 

Required GOS variable 
s3+7-s3+8 Length, in binary, of the GOS variable, including this Length field 

(values from 7 to 69 are valid) 
Note: Older SNAOS OSUs may generate IUs with Lengths of up to 517. All 
SNAOS OSUs MUST receive such IUs without error. However, OSUs may modify 
such IUs to force the Length to be 69 or less. 

s3+9-s3+10 Identifier: X'C357' 
s3+11 Format: 

X'41' no segmentation descriptor follows, contains LT-subfields 

s3+12-s4 Status content, application defined bit string 

e4+1-e4+5 DEN List End 

e4+!-e4•2 
e4+3-e4+4 
e4+5 

Required GOS variable 
I '"'n,.. .+- f.... f a: \ .: ~ 1.... .: - - ·-· • - .c ._,_.,::J"'" \....,./, 111 UtllQI.)', VI 

Identifier: X'C351' 
Format: 

.LL_ l"\n~ 

\.II~ \.lU..> veir'idule including this Lengtn tield 

X'Ol' no segmentation descriptor follows, it does not contain LT-subfields 
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e3+1-e3+5 DGN List End 

e3+1-e3+2 
e3+3-e3+4 
e3+5 

j 

j+l-k 

Required GOS variable 
Length (5), in binary, of the GOS variable including this Length field 
Identifier: X'C351' 
Format: 
X'Ol' no segmentation descriptor follows, it does not contain LT-subfields 

Note: Offset e3+5 is replaced by j. 

Distribution Object 

Optional sequence of GOS variables (required order), containing: 

• Distribution Object Prefix 
• Data 

See Figure 13-1 on page 13-3. 

j+l-j+n Distribution Object Prefix 

j+l-j+2 

j+3-j+4 
j+5 

0-9 

0 
1 
2-9 

0-nl 

0 

1 
2-nl 

Required GOS variable containing: 

• Object Size (optional) 
• Server Name 
• Server Parameters (optional) 

Length (n), in binary, of the subfield, including this Length field 
(values from 8 to 336 are valid) 
Identifier: X'C90A' 
Format: 
X'41' no segmentation descriptor follows, contains LT-subfields 

Object Size 

Optional LT-subfield 
Length (10), in binary, of this LT-subfield including this Length field 
Type: X'Ol' 
Unsigned number, in binary, number of bytes of all the segments of the 
distribution object, need not be accurate 

Server Name 

Required LT-subfield 
Length, in binary, of this LT-subfield, including the Length field (values 
from 3 to 66 are valid) 
Type: X'02' 
Name, 1- to 64-character string (see "Specification of the 
Character-String Fields" on page 13-41 for the encoding of the graphic 
characters used), of the server to be used at the destination to store the 
Data GOS variable, supplied as a parameter of the DISTRIBUTE DATA or 
DISTRIBUTE STATUS verb -
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O-n2 

0 

1 
2-n2 

j+n+l 

b-e 

b-b+l 

b+2-b+3 
b+4 

b+5-b+7 
b+S 

b+6-b+7 

q 
q-e 
e 

k+l-p 

k+l-k+2 

k+3-k+4 

13-32 

Server Parameters 

Optional LT-subfield 
Length, in binary, of this LT-subfield, including the Length field (values 
from 3 to 255 are valid) 
Type: X'03' 
Stream of bytes, the values of the parameters to be used by the 
destination server, supplied as a parameter of the DISTRIBUTE DATA or 
DISTRIBUTE STATUS verb 

Replaced by b 
Note: The stream from offset b through e may be repeated. 

Data 

Required sequence of one or more GOS variables 
Length, in binary of this GOS variable including this Length field; values 
from 6 to 32511 are valid if there is no segmentation descriptor. Values 
from 9 to 32511 are valid if there is a segmentation descriptor and if 
this is not the last segment, or if this segment is the only segment. 
Values from 8 to 32511 are valid if there is a segmentation descriptor, 
and if this is the last and not the only segment. 
Identifier: X'C908' 
Format: 
X'Ol' no segmentation descriptor follows, and no LT-subfields included in 

the GOS variable 
X'Bl' segmentation descriptor follows, and no LT-subfields included in the 

GOS variable 
Segmentation Descriptor 
Position of this GOS variable in the Data: 
X'OO' last or only segment (this is the last or only segment sent) 
X'20' not the last segment of the Data (at least one more segment follows 

contiguously on this conversation) 
Segment sequence number: 
X'OOOO' segment sequence numbering not used 
= (b+S)l(b+8) for b+4 containing X'Ol' 1X'81', respectively 
data stream 
= k for b+4 and b+5 containing X'81' and X'OO', respectively, or b+4 
containing X'Ol'. e < k for b+4 and b+S containing X'81' and X'20', 
respectively. 

Suffix 

Required GOS variable, either Type 1 or Type 2 
Length, in binary, of the GOS variable, including this Length field (value 
5 is valid if Suffix is Type 1, value 8 valid if Suffix is Type 2) 
Type identifier: 
X'CFOl' Suffix Type 1: indicates that no exception condition has occurred 

sending the OISTIU 
X'CF02' Suffix Type 2: indicates that an exception condition was detected 

by Lht! ~em.ier of the DISIIU (The Suttix lype Z may follow after 
any subfield within DISTIU after the exception condition occurs.) 

Note: FMH-7 (see Chapter 10) is sent over the conversation before the 
Suffix Type 2 is sent. This is the result of issuing the SEND_ERROR verb 
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(see SNA Transaction Programmer's Reference Manual for LU Type 6.2 ) by 
the OS SEND transaction program of the sending DSU. 

k+S Format: 
X1 00 1 no segmentation descriptor follows, for Suffix Type 1 
X1 0l 1 no segmentation descriptor follows, for Suffix Type 2 

k+6-k+8 Exception, Code 

Required subfield for a Type 2 suffix (otherwise, omitted), describing the 
type of error detected: 

k+6 Exception Class: 
bits 0-1, severity of error: 

11 catastrophic error, request not processed 
bits 2-7, class of error: 

000101 sender error 

k+7 Exception Condition Code, indicating the reason for the exception: values 
are defined in Figure 13-14 on page 13-37 

k+8 Exception Object, indicating the syntactical entity in error: values are 
defined in Figure 13-15 on page 13-38 

p = k+S or k+8 as the Suffix is Type 1 or Type 2 respectively. 

Chapter 13. SNA Distribution Services 13-33 



ACKNOWLEDGE INTERCHANGE UNIT 

ACKIU; DSU ---> DSU; (ACKNOWLEDGE INTERCHANGE UNIT) 

ACKIU flows between pairs of DSUs, to acknowledge or to 
notify the DSU that sent a DISTIU that the receiving DSU 
found errors while processing the DISTIU. It is not 
forwarded through the SNADS network. It contains: 

• Prefix 
• Command 
• Suffix 

See Figure 13-13 on page 13-35. 
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ACKNOWLEDGE INTERCHANGE UNIT: 
I 

Prefix 
I 

Command 
i 
I Correlation 

I 
I 
I 

I 

Exception Code 
I 
I Reply Data 

I 
Receiving DSUN 
I 

IGDS ... 
I I I 

I ICOOl I I ClOl I 
I I I I f----i I 
I I I I IC I IC IC345 
I I I I 13 I 13 I r----i 
I I I I 12 I 12 I I c I 
I I I I 18 I 12 I I 3 I 
I I I I I I I I 16 I 
I I I I I I I I 11 I 
I I I I I I I I L__J 

I I I I 110 kl I I 
I I I I L__J 

I 10 41 15 
I 

Figure 13-13. Structure of the Acknowledge IU 

0-4 Prefix 

Required GOS variable 

SNADS Status: Type, Contents 
I 

I 

~ 
IC Cl 
13 31 
15 51 
16 71 
L__J 

Application Status: 
Type, Contents 

I 
I 
I 

~ I 
IC Cl I 
13 31 I 
15 51 I 
16 71 I 
L__J I 

I 
I 

Pl 

Suffix 
I 
I 

CFOl 

p+l p+5 

0-1 Length (5), in binary, of the prefix, including this Length field 
2-3 Identifier: X'COOl' 
4 Format: 

X'02' no segmentation descriptor follows 

ACKIU 
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5-p Command 

5-6 

7-8 
9 

10-k 

10-11 

12-13 
14 

15 

16 

17-k 

0-m 

Required GOS variable of: 

• Correlation 
• Exception Code 
• Reply Data 

See Figure 13-13 on page 13-35. Reply Data may appear after or before the 
Exception Code. 
Length, in binary, of the GOS variable, including this Length field 
(values from 49 to 853 are valid) 
Identifier: X'ClOl', identifies this IU as an ACKIU 
Format: 
X'Ol' no segmentation descriptor follows 

Correlation 

Required GOS variable (see Figure 13-13 on page 13-35) 
Length, in binary, of the GOS variable, including this Length field 
(values from 7 to 23 are valid} 
Identifier: X'C328' 
Format: 
X'Ol' no segmentation descriptor follows 
Reply indicator: 
X'00 1 ACKIU is the last reply to the referenced DISTIU, see "Distribute 

Interchange Unit" on page 13-2 
Command position, in binary, in the IU command sequence: 
X' 01' for SNADS 
Interchange unit identifier, optional field, a 0- to 16-byte identifier 
provided by the prefix of the DISTIU for which this ACKIU is a 
notification equal to the IU identifier (see "Distribute Interchange Unit" 
on page 13-2) 

Exception Code 

Required GOS variable, contains error classification information and, 
optionally, the DISTIU subfield found in error: 

• Exception Class 
• Exception Condition Code 
• Exception Object 
• Exception Data (optional) 

0-1 Length (m+l), in binary, of the GOS variable including this Length field 
(values from 8 to 255 are valid) 

2-3 Identifier: X'C322' 
4 Format: 

X'Ol' no segmentation descriptor follows, contains no LT-subfields 
5 Exception Class 

13-36 

Contains severity and error class: 
bits 0-1, severity 

'11' catastrophic error, request not processed 
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bits 2-7, class 
'000011' semantic error 
'000010' syntactic error 
1000100 1 process error 

ACKIU 

6 Exception Condition Code, indicates reason for exception, values defined 
in Figure 13-14. 

I Code Description Allowed Allowed 
!(hex) in DISTIU in ACKIU 
I Suffix 

01 Function not supported yes 
02 Data not supported yes 
04 Resource not available yes 
06 Execution terminated yes yes 
07 Data not found yes 
08 Segmentation yes 
OA Sequence yes 
OB I/O error yes yes 
oc ID invalid yes 
OE Format invalid yes 
OF Length invalid yes yes 
10 Indicator invalid yes 
11 Range exceeded yes 
15 Subfield length invalid yes 
16 Subfield type invalid yes 
17 Invalid parameters yes 
18 Content error yes yes 

All other values are reserved 

Figure 13-14. Exception Condition Codes 

7 Exception Object, indicates the syntactical entity in error. Values are 
defined in Figure 13-15 on page 13-38. 
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!Code Exception Object I allowed allowed 
I (hex) I in DISTIU in ACKIU 
I I Suffix 

01 IU prefix I yes yes 
02 IU i dent ifi er I yes 
07 Command I yes yes 
08 Command operand I yes 
09 Operand value I yes 
oc Document unit I yes yes 
OD Document unit identifier I yes 
OE Document profile I yes 
OF Document profile parameter I yes 
10 Document content introducer! yes 
11 Document content control I yes 
12 Document content data I yes 
13 IU suffix I yes yes 
14 Segment I yes 
16 Unsupported subfield I yes 
17 Unknown subfield I yes yes 
lA Distribution object prefix I yes yes 
lB Distribution object data I yes yes 

All other values are reserved. 

Figure 13-15. Exception Object Codes 

8-m Exception Data, optional, contains the DISTIU subfield in error 

0-p Reply Data 

0-1 

2-3 
4 

5-n2 

13-38 

Required GOS variable, information to be used by the DSU to create the 
feedback: 

• Receiving DSUN 
• SNADS Status 
• Application Status (optional) 

See Figure 13-13 on page 13-35. 
Note: Unless otherwise specified, the rece1v1ng DSU is the DSU that 
receives the DISTIU; likewise, the sending DSU is the DSU that sends the 
DISTIU. 
Length (p+l), in binary, of the GOS variable including this Length field 
(values from 29 to 570 are valid) 
Identifier: X'C345 1 

Format: 
X'Ol' no segmentation descriptor follows, contains no LT-subfields 

Receiving DSUN 
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ACKIU 

Required GOS variable, the name of the rece1v1ng the DSU that detected the 
error, and the name of the sender of the ACKIU, contains: 

• Receiving RGN (optional) 
• Receiving REN 

The above LT-subfields can be in any order. 
5-6 Length, in binary, of the GOS variable including this Length field (values 

from 8 to 25 are valid) 
7-8 Identifier: X'C361' 
9 Format: 

X'41' no segmentation descriptor follows, contains LT-subfields 

0-nl Receiving RGN 

Optional LT-subfield 
0 Length (nl+l), in binary, of the subfield including this Length field 

(values from 3 to 10 are valid) 
1 Type: X'Ol' 
2-nl Name, 1- to 8-character length string, first part of the name of the 

detecting OSU 

O-n2 Receiving REN 

Required LT-subfield 
0 Length (n2+1), in binary, of the subfield including the Length field 

(values from 3 to 10 are valid) 
1 Type: X'02' 
2-n2 Name, 1- to 8-character string, second part of the name of the detecting 

osu 

n2+1-n3 SNADS Status 

Required pair of GOS variables: 

• Status Type 
• Status Contents 

See Figure 13-13 on page 13-35: 

n2+1-n2+7 Status Type 

n2+1-n2+2 
n2+3-n2+4 
n2+5 

n2+6-n2+7 

Required GOS variable 
Length (7), in binary, of the GOS variable including this Length field 
Identifier: X'C356' 
Format: 
X'Ol' no segmentation descriptor follows, does not contain LT-subfields 
Status Type: 
X'OOOl' for SNAOS Status 

n2+8-n2+16 Status Contents 

Required GOS variable 
n2+8-n2+9 Length (9), in binary, of the GOS variable including this Length field 
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ACKIU 

n2+10-n2+11 Identifier: X'C357' 
n2+12 Format: 

X'41' no segmentation descriptor follows, contains LT-subfields 

n2+13-n2+16 SNAOS Condition Code 

Required LT-subfield 
n2+13 Length (4), in binary, of the subfield including this Length field 
n2+14 Type: X'Ol' 
n2+15-n2+16 Values are listed in Figure 13-10 on page 13-25. 

n2+17-p Application Status 

Optional pair of GOS variables: 

• Status Type 
• Status Contents 

Note: When generating a DIST IU with Status information supplied by an 
ACKIU, the Reporting DSU may ignore Application Status. 

n2+17-n2+18 Status Type 

Required GOS variable 
n2+17-n2+18 Length (7), in binary, of the GOS variable including this Length field 
n2+19-n2+20 Identifier: X1 C356 1 

n2+21 Format: 
X1 0l 1 no segmentation descriptor follows, without LT-subfields 

n2+22-n2+23 Status Type: 
X'0200 1 -X 1 06FF 1 are valid for applications 

n2+24-p Status Contents 

Required GOS variable 
n2+24-n2+25 Length, in binary, of the GOS variable including this Length field 

(values from 7 up to 517 are valid) 
n2+26-n2+27 Identifier: X'C357' 
n2+28 Format: 

X'41' no segmentation descriptor follows, contains LT-subfields 
n2+29-p , Status content, application defined bit string 

p+l-p+5 Suffix 

p+l-p+2 
p+3-p+4 
p+5 

13-40 

Required GOS variable 
Length (5), of the GOS variable, including this field 
Identifier: X'CFOl' 
Format: 
X'OO' Only valid value 
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NAMES AND CODE POINTS 

SPECIFICATION OF THE CHARACTER-STRING FIELDS 

Figure 13-16 defines the character sets, string rules, and string lengths used to 
encode the SNADS interchange units. For more details, see the syntactic and the 
semantic descriptions. 

The character strings are specified for two cases: the base and the enhanced 
character string (ECS) option subset. 

Character Set String Rules 
Field Name 

Base ECS Opt Base ECS Opt 

DGN A 930 none (Note 
DEN A 930 none (Note 

Origin RGN A A none none 
Destination RGN A 930 none (Note 
Origin REN A A none none 
Destination REN A 930 none (Note 

Destination TP Name, 
Feedback TP Name, 
and Server Name AE (Note 2) none 

Origin Sequence Number Numerics of A: 
( FO, Fl, .. F9) n/a 

Notes: 
1. - DGN and DEN minimum length is 0 if the DISTIU is 

of type STATUS and is generated by SNADS. 

1)1 
1)1 

I 
1)1 

I 
1)1 

- Leading space (X 1 40 1
) characters are not used, 

trailing space (X'40 1
) characters are not significant, 

and imbedded space (X 1 40 1
) characters are significant. 

String 

Min 

1 (Note 
1 (Note 

1 
1 
1 
1 

1 

4 

2. The first character of an SNA service transaction program name 
is a byte ranging in value from X1 00 1 through X1 3F'. 

Figure 13-16. Character-String Specification 

Length 

Max 

1)1 8 
1)1 8 

I 8 
I 8 
I 8 
I 8 

I. 
I 
I 64 

4 

Note: Appendix A defines the codes of the graphic character sets A, AE, and 930. 
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CODE POINTS USED BY SNADS 

The values of the ID component of the LLIDF field as used for SNADS GOS variables 
are shown below: 3 

ID Subfield Name 

COOl* In DIA, IU PREFIX; in SNADS, Prefix for Distribute IU and Acknowledge IU 

ClOl* in DIA, IU CMD NO REPLY ACKNOWLEDGE; in SNADS, Command of the Acknowledge IU 

ClOS Command, Distribute IU 

C322* in DIA, IU OPERAND IMM DATA EXCEPTION-CODE; in SNADS, Exception Code, within 
Acknowledge IU 

C328* in DIA, IU OPERAND IMM DATA DATA CORRELATION; in SNADS, Correlation, within 
Acknowledge IU 

C32D* in DIA, IU OPERAND IMM DATA USER-DATA; in SNADS, Destination Application 
Parameters, within Distribute IU 

C330* in DIA, IU OPERAND IMM DATA STATUS-INFORMATION; in SNADS, Distribution 
General Options, within Distribute IU 

C340* in DIA, IU OPERAND IMM DATA DISTRIBUTION-IDENTIFIER; in SNADS, Distribution 
Identifier, within Distribute IU 

C343* in DIA, IU OPERAND IMM DATA GENERAL-ROUTING-DATA; in SNADS, Feedback 
Options, within Distribute IU 

C345* in DIA, IU OPERAND IMM DATA REPLY DATA; in SNADS, Reply Data, within 
Acknowledge IU 

C350 Beginning of Destination Operand Lists, of the Specific Status Lists, within 
Distribute IU 

C351 End of Destination Operands Lists, of the Specific Status Lists, within 
Distribute IU 

C352 Routing Group Name (RGN) of Destination Operands, within Distribute IU 

C353 Routing Element Name (REN) of REN List, within Distribute IU 

C354 Distribution Group Name (DGN) of DGN List, within Distribute IU 

C355 Distribution Element Name (DEN) of DEN List, within Distribute IU 

C356 Status Type, within Distribute IU 

3 The asterisk following the ID indicates that that identifier is used by both DIA 
(Document Interchange Architecture) and SNADS. 
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C357 Status Contents, within Distribute IU 

C360 Feedback Address, within Distribute IU 

C361 Receiving Distribution Service Unit Name, within Distribute IU 

C908 Data, Distribution Object, within Distribute IU 

C90A Distribution Object Prefix, Distribute IU 

CFOl* in DIA, IU SUFFIX NORMAL-TERMINATION; in SNADS, Suffix Type 1 

CF02* in DIA, IU SUFFIX ABNORMAL-TERMINATION; in SNADS, Suffix Type 2 
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STATUS TYPE CODES 

SNADS us~s the following status type code as a subfield of the General and Specific 
Status subfields of the DISTIUs: 

Code Meaning 

X'OOOO' Reserved 

X'OOOl' SNADS errors 

X'0002'-X'01FF' Reserved 

X'0200' DIA application errors 

X1 0201 1 -X 1 FFFF 1 Reserved 
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TRANSACTION PROGRAM AND SERVER NAMES 

Following is a list of all transaction program and server names defined for SNADS, 
in the FM header 5 (Attach), in the Distribute IU, or used internally in the 
distribution service unit (DSU). 

Code 

X'20FOFOFO' 

X'20FOFOF1' 

X'21FOFOF1' 

X'21FOFOF2 1 

X121FOFOF3 1 

X1 21FOFOF6 1 

Meaning 

DIA PROCESS Destination Transaction Program Name 

DIA SERVER Name 

DS SEND Transaction Program Name 

DS_RECEIVE Transaction Program Name 

DS_ROUTER_DIRECTOR Transaction Program Name 

SNADS General Server Name 
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CHAPTER 14. GOS VARIABLES FOR GENERAL USE 



Chapter 1 

Chapter 2 

Chapter 3 

Chapter 4 

Chapter 5.1 

Chapter 5.2 

Chapter 6 

Chapter 7 

Chapter 8 

Chapter 9 

Chapter 10 

Chapter 11 

Chapter 12 

Chapter 13 

~'-L-H~l..._ ___ in_f_o_r_ma __ ti_o_n __ F_ie_ld-----i~--~--'-L-T_I 
,_...L_ - - - - - - - - - - - - - - - - - - -~ 
: . + 
: (SOLC) I XID Information 
I 

t 
RU 

i 

y 
I 

RU 

r- - - _.J.. _ - - - - - - - - - - - - - - - - ~ 

: -----'--------: (Request) I RU 

I 

t 
(Response) RU 

I 
I 
I 
I 
I 

LH 
LT 
XID 
Tl-I 

RH 
RU 
TS 
FM 
MS 

I ,--- ____ .).._ ____ ~ 
I I 
I I 

Negative 
Response 

Positive 
Response 

TS Profi!es 
FM Profiles 

Control Vectors 

Sense Data 

= Link Header 
= Link Trailer 
= Exchange Identification 
= T~~~~!!"!!~~;~~ !-!::::d::-
= Request/Response Header 
= Request/Response Unit 
= Transmission Services 
= Function Ma.nagement 
= Management Services 

r _____ .).._ ____ ""-\ 

I I 
I 

PS 

SNA-Defined 
Data 

TS Profiles 
FM Profiles 

Structured 
Subfields 

Control Vectors 
Session Keys 
MS Vectors 

FM Headers 

PS Headers 

SNA STPs 

SNADS (OIU) 

= Presentation Services 

End-User 
Data 

STP = Service Transaction Program 
SNADS = SNA Distribution Services 
UiV = ui~uiuu1ion imercnange unit 
GDS = General Data Stream 
BLU = Basic Link Unit 
PIU = Path Information Unit 
BIU = Basic Information Unit 

Message 
Unit 
Format 

BLU 

PIU 

BIU 



CHAPTER 14. GOS VARIABLES FOR GENERAL USE 

The following chart indicates (using an 11 X11
) each GOS variable code point (with 

first byte= X'12 1
) used by LU 6.2. 

1First hexadecimal digit 
I ,Second hexadecimal digit 
I I 
I I 
I I 
I L>I 0 I 1 I 2 I 3 I 4 I s I 6 I 7 I 8 I 9 I A I B I c I D I E I F I 
I I I I I I I I I I I I I I I 

L> JOI I I I I I I I I I I 
I I I I I I I I I I I I 
111 x I x I I x I I I I I I I 
I I I I I I I I I I I I I 
121 I I I I I I I I I I 
I I I I I I I I I I I I 
I 3 I I I I I I I .I I I I 
I I I I I I I I I I I I 
J 41. I I I I I I I I I I 
I I I I I I I I I I I I 
15 I I I I I I I I I I I 
I I I I I I I I I I I I 
J 6 I I I I I I I I I I I 
I I I I I I I I I I I I 
171 I I I I I I I I I I 
I I I I I I I I I I I I 
181 I I I I I I I I I I 
I I I I I I I I I I I I 
I 91 I I I I I I I I I I 
I I I I I I I I I I I I 
JAi X I I I I I I I I I I 
I I I I I I I I I I I I 
I Bl I I I I I I I I I I 
I I I I I I I I I I I I 
I Cl I I I I I I I I I I 
I I I I I I I I I I I I 
I DI I I I I I I I I I I 
I I I I I I I I I I I I 
I El I x I x I I I I I I I I 
I I I I I I I I I I I I 
I Fl I x I x I x I x I x I I I I x I 

Figure 14-1. LU type 6.2 GOS Variable Code Points 
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The code points used by LU 6.2 are: 

X'1210' 
x 1 1211' 
X'1213' 
X'12AO' 
X'12El' 
X'12E2' 
x' 12Fl I 

X' 12F2' 
X'12F3' 
X'12F4' 
X' 12F5' 
x I 12FF' 

Notes: 

Change Number of Sessions (see note 1) 
Exchange Log Name (see note 1) 
Compare States (see note 1) 
Workstation Display Passthrough 
Error Log 
PIP Subfield Data (see note 2) 
Null Data 
User Control Data 
Map Name 
Error Data 
PIP Data (see note 2) 
Application Data 

1. See "Chapter 12. GOS Variables for SNA Service Transaction Programs" for the 
formats and meanings of these GOS variables. 

2. See "Chapter 10. Function Management Headers" for the formats and meanings of 
these GOS variables. 
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FORMAT OF APPLICATION DATA GOS VARIABLE 

The Application Data GOS variable, ID X'12FF', contains application data. The 
application transaction program's data as specified in the MC_SEND_DATA verb is 
(optionally) mapped and then sent as X'12FF' variables. 

FORMAT OF NULL DATA VARIABLE 

The Null Data GOS variable, ID X'12Fl', contains no application data. This variable 
may optionally be generated to carry certain control information (e.g., Confirm) 
when no application data is available. 

FORMAT OF USER CONTROL DATA GOS VARIABLE 

The User Control Data GOS variable, ID X'12F2', contains user control data. The 
meaning of this data is known only to the LU Services Component Programs or the 
transaction programs and their mapping programs. This data can be used, for 
example, as prefix control information for an Application Data GOS variable that 
follows it or to carry FM Header Data for a mapped conversation transaction. 

FORMAT OF MAP NAME GOS VARIABLE 

The Map Name GOS variable, ID X'12F3', is followed by a 0- to 64-byte map name. 
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Format of an Error Data GOS variable 

The Error Data GOS variable, ID X'12F4', is used to convey information about mapping 
errors. It is sent using the SEND_DATA verb following a SEND_ERROR verb. Its 
format is: 

0-1 Length (n+l), in binary, of Error Data GOS variable, including this Length 
field 

2-3 GOS ID: X'12F4' 
4-7 Error code: 

X'OOOlOOOO' Invalid GOS ID: The mapped conversation verb component 
encountered a GOS ID that it did not recognize. 

X'00030001' Map Not Found: The specified map was not available at the 
target, or access to the referenced map could not be 
completed. 

X'00030002' Map Execution Failure: The map program was not able to 
process the data stream. 

8 Length (n-8), in binary, of error parameter 
9-n Error parameter: for a mapping failure, the map name carried in the GOS 

variable for which the error occurred; for an invalid GOS ID, the 2-byte 
GOS ID that was not recognized 
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Format of Error Log GOS Variable 

The Error Log GOS variable, ID X'12E1 1
, following an FMH-7 conveys 

implementation-specific error information to an LU, where it is added to the system 
error log for use in debugging and error recovery. It is not used by SNA-defined 
service transaction programs (other than to log it) since it contains 
implementation-specific data. The Error Log variable is sent as a consequence of 
issuing the SEND ERROR verb, but is not passed to the receiving transaction program. 
Its format is: -

0-1 Length (n+l), in binary, of Error Log GOS variable, including this Length 
field 

2-3 GOS ID: X1 12E1 1 

4-m Product Set ID 
4-5 Length, Trlb""lnary, of Product Set ID, including this Length field (values 

2 to 32~767 are valid) 
Note: The Length field is always present; a value of 2 indicates no 
Product Set ID subvector follows. 

6-m Product Set ID (X'lO') subvector (format described in "Chapter 8. Common 
Fields") 

m+l-n Message Text 
m+l-m+2 Length, in binary, of message text, including this Length field (values 2 

to 32,767 are valid) 
Note: The Length field is always present; a value of 2 indicates no 
message text follows. 

m+3-n Message text data: implementation-specific data 
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APPENDIX A. SNA CHARACTER SETS AND SYMBOL-STRING TYPES 

This appendix describes the character sets and symbol-string types used for various 
fields, such as: 

• LU name 

• Network-qualified LU name 

• Mode name 

• Transaction program name 

• Access security information subfields 

• Program initialization parameters (PIP) subfields 

• Map name 

• SNADS server, user (DGN, DEN), and service unit (RGN, REN) names 

The detailed syntax of these and other such strings is described in other chapters 
where their usage within individual message units is defined. 

SYMBOL-STRING TYPE 

The symbol-string type specifies the set of code points and corresponding characters 
from which the strings listed above are composed, as follows: 

• Type A (Assembler oriented): a character string consisting of one or more 
characters from character set A. The first character of a type A symbol string 
is not a numeric; i.e., it is different from X'FO', X'Fl', ... , or X'F9'. 

• Type AE (A extended): a character string consisting of one or more characters 
from character set AE, with no restriction on the first character. 

• Type 930 (distribution services oriented): a character string consisting of one 
or more characters from character set 930, with the following rules: 

No leading space (X'40') characters are used, but no other~restrictions 
exist on the first character. 

Imbedded space (X'40') characters are significant. 

Trailing space (X'40') characters are not significant. 
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• Type USS (unformatted system services oriented, used for character-coded 
requests): a character string consisting of one or more characters from 
character set USS, with no restriction on the first character. 

• Type GR (EBCDIC graphics): a byte string consisting of one or more bytes of 
value within the range X'41' through X'FE', with no restriction on the first 
character. 

• Type DB (double byte): a byte string consisting of an even number of four or 
more bytes beginning with a byte of X'OE', followed by bytes in the range X'41' 
through X'FE', and ending with a byte of X'OF'. 

• Symbol-string type G (general): a byte string consisting of one or more bytes 
of value within the range X'OO' through X'FF', with no restriction on the first 
byte. 

SNA CHARACTER SETS 

Figure A-1 defines the character sets A, AE, 930, and USS. The code points that do 
not belong to any of these sets are not shown. 
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Hex Set 

Code 
Graphic Description 

A AE 930 USS 

Hex Set 

Code 
Graphic Description 

A AE 930 USS 

~5 Line Feed x A2 s s, Small x 
40 Space x x A3 t t, Small x 
48 Period x x x A4 u u, Small x 
40 ( Left Parenthesis x A5 v v, Small x 
4E + Plus Sign x A6 w w, Small x 
50 & Ampersand x x A7 x x, Small x 
59 B Sharp S x A8 y y, Small x 
58 $ Dollar Sign x x x x A9 z z, Small x 
5C * Asterisk x AC f) D Stroke, Capital x 
50 ) Right Parenthesis x AD y Y Acute, Capital x 
60 - Minus Sign x x AE p Thorn, Capital x 
61 I Slash x x 
62 ;,.. A Circumflex, Capital x 

C1 A A, Capital x x x x 
C2 B B, Capital x x x x 

63 A A Dieresis, Capital x 
64 A. A Grave, Capital x 
65 A. A Acute, Capital x 

C3 c C, Capital x x x x 
C4 D D, Capital x x x x 
C5 E E, Capital x x x x 

66 A A Tilde, Capital x 
67 ;.. A Overcircle, Capital x 

C6 F F, Capital x x x x 
C7 G G, Capital x x x x 

68 G C Cedilla, Capital x ca H H, Capital x x x x 
69 N N Tilde, Capital x C9 I I, Capital x x x x 
68 Comma x x 
71 E E Acute, Capital x 

01 J J, Capital x x x x 
02 K K, Capital x x x x 

72 E E Circumflex, Capital x 03 L L, Capital x x x x 
73 E E Dieresis, Capital x 04 M M, Capital x x x x 
74 E E Grave, Capital x 
75 i I Acute, Capital x 
76 I I Circumflex, Capital x 

05 N N, Capitat x x x x 
06 0 0, Capital x x x x 
07 p P, Capital x x x x 

77 'j I Dieresis, Capital x 
78 I I Grave, Capital x 

08 Q Q, Capital x x x x 
09 R R, Capital x x x x 

78 # Number Sign x x x x OF y y, Dieresis, Small x 
7C @ At Sign x x x x E2 s S, Capital x x x x 
70 Apostrophe x x E3 T T, Capital x x x x 
7E = Equal Sign x E4 u U, Capital x x x x 
80 (/J 0 Slash, Capital x E5 v V, Capital x x x x 
81 a a, Small x E6 w W, Capital x x x x 
82 b b, Small x E7 x X, Capital x x x x 
83 c c, Small x E8 y Y, Capital x x x x 
84 d d, Small x E9 z Z, Capital x x x x 
85 e e, Small x EB 6 0 Circumflex, Capital x 
86 f f, Small x EC 6 0 Dieresis, Capital x 
87 g g, Small x ED 0 0 Grave, Capital x 
88 h h, Small x EE 6 0 Acute, Capital x 
89 i i, Small x EF 6 0 Tilde, Capital x 
91 j j, Small x FO 0 Zero x x x x 
92 k k, Small x F1 1 One x x x x 
93 I I, Small x F2 2 Two x x x x 
94 m m, Small x F3 3 Three x x x x 
95 n n, Small x F4 4 Four x x x x 
96 0 o, Small x F5 5 Five x x x x 
97 p p, Small x F6 6 Six x x x x 
98 q q, Small x F7 7 Seven x x x x 
99 r r, Small x F8 8 Eight x x x x 
9A ~ a Underscore, Small x F9 9 Nine x x x x 
98 Q o Underscore, Small x FB u U Circumflex, Capital x 
90 Cedilla x 

'-
9E IE. AE Dip_hthong, Capital x 

FC u U Dieresis, Capital x 
FD u U Grave, Capital x 

AO µ Micro, Mu x FE u U Acute, Capital x 

Figure A-1. Character Sets A, AE, 930, and USS. 
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APPENDIX B. GOS ID DESCRIPTION AND ASSIGNMENTS 

This appendix defines the general data stream (GOS), which is used in a variety of 
ways in SNA. For instance, it is used to encode the Document Interchange 
Architecture (DIA) message units. The basic structural unit in GOS is the 
structured field, a string of bytes preceded by a length and beginning with a GOS 
identifier (ID) that defines the structure of the remainder of the field. Some 
structured fields are used by components of SNA that are defined in this book; these 
uses are defined in "Chapter 12. GOS Variables for SNA Service Transaction 
Programs", "Chapter 14. GOS Variables for General Use" , "Chapter 5.1. Request 
Units", "Chapter 5.2. Response Units", and "Chapter 10. Function Management 
Headers". GOS IDs are assigned, generally in blocks of consecutive values, to 
different layers and components of SNA and to other interconnection architectures. 
For a complete listing of these block assignments, see below. 

The general data stream applies to data exchanged between nodes over SNA links, over 
non-SNA links, and to data exchanged via removable storage media or shared storage 
facilities. 

STRUCTURED FIELDS 

Each structured field has the format shown in Figure B-1. 

LENGTH 
(LL) 

IDENTIFIER INFORMATION 
(ID) 

'-------'-------''------//--------' 
Byte 0 2 4 N 

Figure B-1. GOS Structured Field 

LENGTH (LL) DESCRIPTION 

The LLID is a 4-byte field in which the two LL bytes are used to indicate the length 
of the LLID field itself (4 bytes) plus the data following the LLID; up to 32,763 
bytes of data may follow the LLID. Values 0 and 1 of the LL are reserved for use as 
escape sequences; values 2 and 3 are not used. For example, a value of X'OOOl' 
indicates a presentation services header, which is used for sync point management. 
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Bit 0 {high-order bit) of byte 0 is used as a length continuation (or not-last 
segment) indicator. If that bit is set to 1, the logical record is continued by a 
2-byte LL; the ID occurs only following the first LL. The continuing LL is located 
immediately following the information bytes encompassed by the first LL. The 
continuing LL might itself be continued. In other words, the length specified by 
the continuing LL might not be the entire remainder of the logical record; it might 
be followed by yet another LL. The amount of data spanned by each continuing LL can 
be any size convenient to the sender (including 0). Eventually, the chain of 
continuing LLs is ended by a final LL, i.e., one with the high-order (not-last) bit 
set to 0. The final LL may indicate a null information field follows {length= 2). 

When an LLID encompasses a string of logical records identified by full LLIDs, the 
length of the string, determined by summing the (nested) encompassed LLs, equals the 
length definer of the (outer) encompassing LLID less 4 (this applies at each level 
of nesting). If the encompassing LLID is continued by segmenting, the length of the 
string of segments equals the sum of the initial LL and all continuing LLs of the 
encompassing ID less 4 for the initial LLID and 2 for each continuing LL. 

The 2-byte ID values, irrespective of the level of nesting at which they occur, are 
defined uniquely across all levels of nesting, with the following exception. The ID 
values X'FFOO' through X'FFFF' are used only within an encompassing LLID {which is 
not necessarily the immediate parent structure); their meaning is defined by the 
architecture that owns the higher-level ID and it applies only within the context of 
that ID. In other words, ID values in the X'FF**' range are context dependent. All 
other ID values are context independent. 

IDENTIFIER (ID) DESCRIPTION 

The 2-byte identifier that follows the length field indicates the format and meaning 
of the data that follows. Sometimes additional values appearing in the information 
field are needed to completely specify the information field's content. The 
uniqueness of the identifier (with the exceptions noted above) makes it easy to 
decode structured fields in line traces, and also to make it easier to create 
composite data streams by including elements of several architectures. DIA carried 
by SNADS is an example of such a use. 

IDENTIFIER REGISTRY 

The identifiers that have been assigned for specific use are listed below. 
Identifiers are assigned in blocks; not all identifiers in a block are necessarily 
currently used by the owner. 

00** 
01** 
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3270 
3270 



03** 
06** 
09** 
OB** 
OC** 
00** 
OE** 

OFOO-OFFF 

1010-lOlF 

1030-1034 

1100-1104 

1200-12FF 

1300-13FF 

1400-140F 

1570-157F 

40** 
41** 
4A** 
48** 
4C** 

7100-71FF 

80** 

8100-81FF 

COOO-COOF 

Cl00-C104 

C105 

C10A-C122 

C123-C124 

C219 

C300-C345 

C350-C359 

C366-C3FF 

3270 
3270 
3270 
3270 
3270 
3270 
3270 

3270 

3270 

Print Job Restart 

SNA Character String 

LU 6.2 (APPC) 

Management Services 

3820 Page Printer 

SNA Distribution Services 

3270 
3270 
3270 
3270 
3270 

3250 

3270 

3270 

Document Interchange Architecture 

Document Interchange Architecture 

SNA Distribution Services 

Document Interchange Architecture 

SNA Distribution Services 

Document Interchange Architecture 

Document Interchange Architecture 

SNA Distribution Services 

Document Interchange Architecture 
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C400-C46F Document Interchange Architecture 

C500-C56F Document Interchange Architecture 

C600-C66F Document Interchange Architecture 

C700-C7FF Graphical Display Data Manager 

C800-C87F Document Interchange Architecture 

C900-C97F Document Interchange Architecture 

C980-C9FF Document Interchange Architecture 

CAOO-CA7F Document Interchange Architecture 

CA80-CAFF Document Interchange Architecture 

CBOO-CBOF Document Interchange Architecture 

CCOO-CC3F Document Interchange Architecture 

CDOO-CD3F Document Interchange Architecture 

CFOO-CFOF Document Interchange Architecture 

0000-DOFF Distributed Data Management 

0300-03FF Document Content Architecture 

0600-06FF Intelligent Printer Data Stream 

0780-D?BF Facsimile Architecture 

EIOO-ElOF Level-3 Document Content Architecture 

E200-E20F Level-3 Document Content Architecture 

E300-E30F Level-3 Document Content Architecture 

E400-E40F Level-3 Document Content Architecture 

E500-E50F Level-3 Document Content Architecture 

E600-E60F Level-3 Document Content Architecture 

E700-E70F Level-3 Document Content Architecture 

E800-E80F Level-3 Document Content Architecture 

E900-E90F Leve1-3 DocL!me~t rnn+ ...... -~ "·--L...: ..L - -..L - --- -
'-'Vil""~H \, n1 1...111 '-t:\...l.ur·e= 

EAOO-EAOF Level-3 Document Content Architecture 
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EFFF 

FOOO-FEFF 

FFOO-FFFF 

IBM Token Ring Network PC Adapter 

Non-IBM Reserved Block 

Context-Dependent Block 
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APPENDIX C. LIST OF ABBREVIATIONS AND SYMBOLS 

A 
ACT 

B'nnnn 1 

BB 
BBI 
BC 
BCI 
BETB 
BF 
BIU 
BLU 
BSC 
BTU 

(c) 
c 
CCA 
CC ITT 
CD 
CDI 
CORM 
CEB 
CEBI 
CI CS/VS 
CMI 
CNOS 
CONT 
cos 
CP 
CPI 
CRC 
CRV 
CSI 
CSP 

OAF 
DCE 
DCF 
DD 
ddd 

address (SDLC) 
active, activate 

bi nary di git s 
begin bracket 
begin bracket indicator 
begin chain 
begin chain indicator 
between brackets 
boundary function 
basic information unit 
basic link unit 
Binary Synchronous Communication 
basic transmission unit 

configuration services 
control (SDLC) 
communication controller adapter 
International Telegraph and Telephone Consultative Committee 
cross-domain, change direction 
change direction indicator 
cross-domain resource manager 
conditional end bracket 
conditional end bracket indicator 
Customer Information Control System/Virtual Storage 
compression indicator 
change number of sessions 
contention 
class of service 
control point 
compaction indicator 
cyclic redundancy checking 
cryptography verification 
code selection indicator 
control sequence prefix 

destination address field 
data circuit-terminating equipment 
data count field 
day of month 
day of year 
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DEF 
DEN 
DES 
DFC 
DGN 
DISC 
DISOSS 
DISTIU 
DLC 
DLU 
DM 
DPN 
DQ 
DRlI 
DR2I 
DSAF 
DSP 
DST 
DSU 
DTE 

EB 
EBCDIC 
EB! 
EC 
ECI 
ED 
EDI 
EFI 
ENA 
ENP 
ER 
ERP 
ERCL 
ERI 
ERN 
ERP 
Exp 
EXR 

F 
FCB 
FCS 
FOX 
FF 
FFR 
FI 
FID 
FIFO 
FM 

C-2 

destination element address field 
distribution user element name (SNADS) 
Date Encryption Standard 
data flow control 
distribution user group name (SNADS) 
Disconnect (SDLC) 
Distributed Office Support System 
distribution interchang~ unit (SNADS) 
data link control 
destination logic unit 
Disconnected Mode (SDLC) 
destination program name 
dequeue 
definite response 1 indicator 
definite response 2 indicator 
Destination Subarea Address Field 
data stream profile 
data services task or device service task 
distribution service unit (SNADS) 
data terminal equipment 

end bracket 
extended binary coded decimal interchange code 
end bracket indicator 
end chain 
end chain indicator 
enciphered data 
enciphered data indicator 
expedited flow indicator 
extended network addressing 
Enable Presentation 
explicit route 
error recovery procedures 
exchange record length 
exception response indicator 
explicit route number 
error recovery procedures 
expedited fl ow 
exception request 

flag ( SDLC) 
forms control block 
frame check sequence (SDLC) 
full-duplex data flow 
flip-flop direction control 
field-formatted record 

format identification 
first-in, first-out 
function management 

SNA Formats 



FMD function management data 
FMDS function management data services 
FMH function management header 
FMHC function management header concatenation 
FNI fixed fields without field separators 
FRMR Frame Reject (SDLC) 
FS fixed fields with field separators 
FS2 fixed fields with or without field separators 

GOS general data stream 

HDX half-duplex data flow 
hex hexadecimal 
HH hours 
HPCA High-Performance Communication Adapter 
HSIO half-session identification 

I 
ID 
IERN 
I LU 
IMS/VS 
INB 
INP 
IPL 
I/Q 
IRS 
ISO 
IU 

KEY IND 

LAN 
LCIO 
LH 
LIFO 
LL 
LMS 
LRH 
LT 
LSIO 
LU 
LVx 
LVl 

information (SOLC), initiate only 
identification 
initial explicit route number 
initiating logical unit 
Information Management Systems/Virtual Storage 
in bracket 
Inhibit Presentation 
initial program load 
initiate or queue 
interchange record separator 
International Organization for Standardization 
interchange unit (SNADS) 

key indicator 

local-area network 
local coded graphic character set identifier 
link header 
last-in, first-out 
logical record length (prefix) 
logical messages services 
logical record header 
link trailer 
local session identification 
logical unit 
variable length parameter 
variable length parameter, first position 
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(ma) 
MGR 
MM 
MPC 
MPF 
MPL 

NA 
NAU 
NC 
Norm 
NS 
NUMRECS 

OAF 
OEF 
OII 
OLU 
OSAF 

p 
PC 
PCID 
PD 
POI 
PDIR 
PEND 
PGMNAME 
PI 
PIP 
PIU 
PLU 
PNCP 
POC 
PPU 
PRI 
PRID 
PRN 
PRTY 
PS 
PSH 
PU 
PUCP 
P/F 

C-4 

maintenance services 
manager 
month, minutes 
maximum presentation column 
mapping field (BIU segments) 
maximum presentation line 

network address 
network addressable unit 
network control 
normal flow 
network services 
number of records 

origin address field 
origin element field 
office information interchange 
originating logical unit 
origin subarea field 

primary 
path control 
procedure correlation identifier 
padded data 
padded data indicator 
peripheral data information record 
pending 
program name 
pacing indicator 
program initilization parameter 
path information unit 
primary logical unit 
peripheral node control point 
Program Operator Communication 
primary physical unit 
primary 
procedure related identifier 
primary resource name 
priority 
presentation services 
presentation services header 
phys i ca I u n i t 
physical unit control point 
poll/final (SDLC) 
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Q 
QC 
QEC 
QR 
QRI 

RCV 
RD 
REC 
REC LEN 
RECIO 
RECTYPE 
REJ 
RELQ 
REN 
REQECHO 
RES 
RH 
RIM 
RJE 
RLSD 
RNR 
RQ 
RQD 
RQE 
RQR 
RR 
RRI 
RSP 
RTI 
RTR 
RU 

s 
( s) 
SC 
SCB 
scs 
SDI 
SDLC 
SEC 
SESS 
SIM 
SLU 
SNA 
SNC 
SNF 

queue 
quiesce complete 
quiesce at end of chain 
queued response 
queued response indicator 

receive 
Request Disconnect (SDLC) 
receive 
record length 
record identification 
record type 
Reject (SDLC) 
release quiesce 
routing element name (SNADS) 
Request Echo Test 
resource 
request/response header 
Request Initialization Mode (SDLC) 
remote job entry 
released 
Receive Not-Ready (SDLC) 
request 
definite-response request 
exception request 
request recovery 
Receive Ready (SDLC) 
request/response indicator 
response 
response type indicator (+/-) 
Ready To Receive (SDLC) 
request/response unit 

secondary 
session services 
session control 
string control byte 
SNA character string 
sense data included indicator 
Synchronous Data Link Control 
secondary 
session 
Set Initialization Mode (SDLC) 
secondary logical unit 
Systems Network Architecture 
sense code 
sequence number field 
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SNI 
SN ADS 
SNRM 
SPC 
SPU 
SQN 
SRI 
SS 
SSCP 
STP 
SU 
SVC 

Tl 
T2.0 
T2.1 
T4 
T5 
TC 
TERM 
TEST 
TG 
TGN 
TH 
TLU 
TPF 
TPN 
TRN 
TS 
TWX 

UA 
UI 
UNAVL 
UP 
URC 

VD 
VO LID 
VR 
VRID 
VRN 
VRPRQ 
VRPRS 
VT 

C-6 

SNA network interconnection 
SNA distribution services 
Set Normal Response Mode (SDLC) 
sync point command 
secondary physical unit 
sequence number 
stack reference indicator 
seconds 
system services control point 
service transaction program 
shared; unnamed 
services 

type-1 (node) 
type-2.0 (node) 
type-2.1 (node) 
type-4 (node) 
type-5 (node) 
transmission control 
terminate 
Test (SDLC) 
transmission group 
transmission group number 
transmission header 
terminating logical unit 
transmission priority field 
transaction program name 
transparent 
transmission services 
teletypewriter exchange service 

Unnumbered Acknowledgment (SDLC) 
Unnumbered Information (SDLC) 
unavailable 
Unnumbered Poll (SDLC) 
user request correlation 

variable-length positional parameter 
volume identification 
virtual route 
virtual route i dent ifi er 
virtual route number 
virtual route pacing request 
virtual route pacing response 
vert-icai tab 
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WP 

XID 
X 1 n ... n1 

XMIT 

yy 

* 

** 

word processing 

Exchange Identification (SDLC) 
hexadecimal digits 
transmit 

year 

(vertical stroke) exclusive or 

(asterisk) any value 

(not sign) logical not 

exponential operator 

(underscore) separates multiple terms, or qualifiers, in a phrase 
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INDEX 

Access Security Information 
Subfields 10-11 

format 10-11 
ACK 

See acknowledge 
ACKIU 13-5, 13-34, 13-42 

See also ACKNOWLEDGE INTERCHANGE UNIT 
acknowledge 

semantics 13-4, 13-34, 13-35 
syntax 13-42 

ACKNOWLEDGE INTERCHANGE UNIT 
(ACKIU) 13-34 

ACTIVATE LOGICAL UNIT (ACTLU) 5.1-5 
ACTIVATE PHYSICAL UNIT (ACTPU) 5.1-5 
ACTLU 5.1-5 

See also ACTIVATE LOGICAL UNIT 
ACTPU 5.1-5 

See also ACTIVATE PHYSICAL UNIT 
Alert (X 1 0000 1

) MS Major Vector 8-9 
Alert MS Subvector 

Basic Alert (X 1 91 1
) 8-14 

Cause Undetermined (X 1 97 1
) 8-64 

Detail Qualifier (EBCDIC) 
(X 1 A0 1

) 8-67 
Detail Qualifier (Hexadecimal) 
(X'Al') 8-67 

Detailed Data (X 1 98 1
) 8-65 

Failure Causes (X 1 96 1
) 8-49 

Generic Alert Data (X 1 92') 8-18 
Install Causes (X'95') 8-46 
Probable Causes (X 1 93 1

) 8-27 
SDLC Link Station Data (X 1 8C 1

) 8-12 
User Causes (X'94') 8-40 

application transaction program (ATP) 
destination,TP name 13-3, 13-7, 
13-10, 13-12, 13-25 

asynchronous 

ATP 

feedback 
See feedback 

See application transaction program 
(ATP) 

Attach FM header (FMH-5) 10-10 

r-1 

I B I 
L__J 

Basic Alert (X 1 91 1
) Alert MS 

Subvector 8-14 
BBI 

See Begin Bracket indicator (BBI) 
BCI 

See Begin Chain indicator (BCI) 
Beaconing Data (X 1 07') LAN Link 
Connection Subsystem Data 
Subfield 8-103 

Begin Bracket indicator (BBI) 4-3, 4-9 
Begin Chain indicator (BCI) 4-2, 4-4 
BID 5 .1-5 
BIND 5.1-6 

See also BIND SESSION 
BIND SESSION (BIND) 5.1-6 
BIS 5.1-14 

See also BRACKET INITIATION STOPPED 
BRACKET INITIATION STOPPED (BIS) 5.1-14 
Bridge Identifier (X'OA') LAN Link 
Connection Subsystem Data 
Subfield 8-104 

r--1 

I c I 
L__J 

CANCEL 5.1-14 
capacity parameter 13-8, 13-9, 13-11, 
13-12 

category value, sense code 9-1 
See also sense data 

Cause Undetermined (X 1 97') Alert MS 
Subvector 8-64 

CDI 
See Change Direction indicator (CDI) 

CEBI 
See Conditional End Bracket indicator 

(CEBI) 
Change Direction indicator (CDI) 4-3~ 
4-9 

Change Number of Sessions (CNOS) 
command format 12-2 

Index X-1 



CHANGE NUMBER OF SESSIONS (X'1210') GOS 
Variable 12-2 

character-coded request A-2 
character sets 13-41 
CHASE 5.1-14 
CLEAR 5.1-14 
Code Selection indicator (CSI) 4-3, 4-9 
Coded Character Set ID (X'Ol') 
Self-Defining Text Message 
Subfield 8-100 

compare states 
command format 12-4 

COMPARE STATES (X'1213') GOS 
Variable 12-4 

Conditional End Bracket indicator 
(CEBI) 4-3, 4-9 

Control Vector 
LU-LU Session Services Capabilities 
(X'OC') 8-4 

Network Name (X'OE') 8-5 
Product Set ID (X'lO') 8-5 
SSCP-LU Session Capabilities 
(X'OO') 8-4 

XID Negotiation Error (X'22') 8-5 
conversation-level security 

Access Security Information 
subfields 10-11 

CRV 5.1-14 
See also CRYPTOGRAPHY VERIFICATION 

CRYPTOGRAPHY VERIFICATION (CRV) 5.1-14 
CSI 

See Code Selection indicator (CSI) 
Current N(S)/N(R) Counts (X'Ol') SDLC 

Link Station Data Subfield 8-12 

r--1 
I D I 
L__J 

DACTLU 5.1-15 
See also DEACTIVATE LOGICAL UNIT 

DACTPU 5.1-15 
See also DEACTIVATE PHYSICAL UNIT 

data 
distribution object 13-3, 13-31 
DIU (DISTIU) type 13-6, 13-7, 13-10, 
13-11, 13-13 

priority service level 13-8, 13-9 
Data Reset Flag (X'45') MS Common 
s~bvectc~ 8-101 

date and time 13-3, 13-5, 13-6, 13-21, 
13-22, 13-23 

X-2 SNA Formats 

Date/Time (X'Ol') MS Common 
Subvector 8-88 · 

Date/Time Subfield 
Greenwich Mean Time Offset 
(X'20') 8-89 

Local Date/Time (X'lO') 8-88 
DEACTIVATE LOGICAL UNIT (DACTLU) 5.1-15 
DEACTIVATE PHYSICAL UNIT 

(DACTPU) 5.1-15 
Definite Response 1 indicator 
(DRlI) 4-3, 4-5 

Definite Response 2 indicator 
(DR2I) 4-3, 4-5 

DEN (distribution user element 
name) 13-3, 13-5, 13-6, 13-10, 13-11, 
13-13, 13-17, 13-18, 13-19, 13-21, 
13-22, 13-26, 13-27, 13-28 

DEST TPN 13-41 
destination application 

parameters 13-3, 13-5, 13-13 
destination hop count 13-7, 13-8 
destination operands 13-3, 13-4, 13-13, 
13-14, 13-19, 13-26 

destination TP name 13-3, 13-7, 13-10, 
13-12, 13-25, 13-45 

Detail Qualifier (EBCDIC) (X'AO') Alert 
MS Subvector 8-67 

Detail Qualifier (Hexadecimal) (X'Al') 
Alert MS Subvector 8-67 

Detailed Data (X'82') Network Alert 
Common Subfield 8-76 

Detailed Data (X'98') Alert MS 
Subvector 8-65 

Detailed Data Subfield 
Qualified Message Data (X'Ol') 8-65 

DGN (distribution user group 
name) 13-3, 13-5, 13-6, 13-10, 13-13, 
13-15, 13-16, 13-17, 13-21, 13-22, 
13-26, 13-27, 13-29 

DIA (Document Interchange 
Architecture) 13-42 

DISTIU 13-2, 13-5, 13-6, 13-34, 13-41 
See also DISTRIBUTE INTERCHANGE UNIT 

DISTRIBUTE INTERCHANGE UNIT 
(DISTIU) 13-2 

distribution 
interchange units (DIUs) 

See distribution interchange unit 
(DIU) 

user element name (DEN) 13-3, 13-5, 
1~-C 1~_1n 1~-11 1~-1~ 1~_17 
~~ v, •~ •v, i~ ~i, iv iv, iv i1, 

13-18, 13-19, 13-21, 13-22, 13-26, 
'13-27, 13-28, 13-29, 13-30 



user group name (DGN) 13-3, 13-5, 
13-6, 13-10, 13-13, 13-15, 13-16, 
13-17, 13-18, 13-21, 13-22, 13-26, 
13-27, 13-29 

user name (DUN) 13-6, 13-11 
distribution flags 13-3, 13-7, 13-8, 

13-20 
distribution general options 13-3, 

13-4, 13-7, 13-20 
distribution identifier 13-3, 13-4, 

13-5, 13-22, 13-23 
distribution interchange unit (DIU) 

data 
semantic 13-2 

status 
semantic 13-2 

distribution object 13-2, 13-3, 13-8, 
13-25, 13-31 

distribution object count 13-3, 13-7, 
13-10 

DISTRIBUTION OBJECT PREFIX 13-31 
distribution-object-prefix (DOP) 13-31, 

13-43 
distribution service unit (DSU) 

name (DSUN) 13-13, 13-22, 13-23, 
13-35, 13-38 

DISTRIBUTION STATUS OPERANDS 13-3, 
13-4, 13-21- -

DIU 
See distribution interchange unit 

(DIU) 
Document Interchange Architecture 

(DIA) 13-42 
DRlI 

See Definite Response 1 indicator 
( DRlI) 

DR2I 
See Definite Response 2 indicator 
(DR2I) 

DSL 
See service level 

DSL FLDS 
See service level 

DSU 
See distribution service unit (DSU) 

DSUN (distribution service unit 
name) 13-13, 13-22 

DUN (distribution user name) 13-6, 
13-11, 13-13 

r-1 
I E I 
L___J 

EBI 
See End Bracket indicator (EBI) 

ECI 
See End Chain indicator (ECI) 

EDI 
See Enciphered Data indicator (EDI) 

Emulated Product Identifier (X'Ol') 
Product Identifier Subfield 8-97 

Enciphered Data indicator (EDI) 4-3, 
4-9 

Enciphered Data Structured Data 
Subfield 7-3 

End Bracket indicator (EBI) 4-3, 4-9 
End Chain indicator (ECI) 4-3, 4-4 
enhanced character string option 

subset 13-41 
ERI 

See Exception Response indicator 
(ERI) 

error category 
See sense data 

error processing 
feedback 

See feedback 
exception class 13-33, 13-36 
exception code 13-33, 13-35, 13-36 
exception condition 13-33, 13-37 
exception condition code 13-37 
exception object code 13-38 
EXCEPTION REQUEST (EXR) 4-10 
Exception Response indicator (ERI) 4-3, 
4-5 

Exchange Log Name 
command format 12-3 

EXCHANGE LOG NAME (X'1211') GOS 
Variable 12-3 

EXR 
See EXCEPTION REQUEST (EXR) 

EXR (EXCEPTION REQUEST) 
sense data included with 9-1 

extended sense data control vector 
(X'35') 

sense data included with 9-1 

Index X-3 



r-1 
I F I 
L__J 

Failure Causes (X'Ol') Failure Causes 
Subfield 8-50 

Failure Causes (X'96') Alert MS 
Subvector 8-49 

Failure Causes Subfield 
Failure Causes (X'Ol') 8-50 

Fault Domain Description (X'06') LAN 
Link Connection Subsystem Data 
Subfield 8-103 

Fault Domain Error Weight Pair (X'09') 
LAN Link Connection Subsystem Data 
Subfield 8-103 

Fault Domain Names (X'26') LAN Link 
Connection Subsystem Data 
Subfield 8-104 

feedback 

FI 

address 13-3, 13-5, 13-10 
options 13-3, 13-5, 13-11 
service level 13-3, 13-11, 13-12 
TP name 13-3, 13-11, 13-12 

See Format indicator (FI) 
FID (Format Identifier) fields 3-1 
FID 2 3-2 
FID 2 Field Descriptions 3-2 
FM (function management) 

profiles 6-6 
Usage field 6-6 

FM header 1 10-3 
FM header 10 10-15 
FM header 12: Security 10-16 
FM header 2 10-6 
FM header 3 10-7 
FM header 4 10-8 
FM header 5 (Not LU Type 6.2) 10-12 
FM header 5: Attach 10-10 
FM header 6 10-13 
FM header 7: Error Description 10-14 
FM header 7: Error Description (not LU 
6.2) 10-15 

FM header 8 10-15 
FM Usage field 6-6 
Format indicator (FI) 4-2, 4-4 
Format of an Error Data GOS 
variable 14-4 

Format of Error Log GOS Variable 14-5 
fu(1C i.. i uri 111a11dyemerit (FM) headers iu-1 

introduction 10-1 
placement within RU 10-1 

function management (FM) profiles 6-6 

X-4 SNA Formats 

function management header type 7 
(FMH-7) 

sense data included with 9-1 
function option subsets 

See subsets of function options 

r--1 

I G I 
L__J 

GOS 
See general data stream 

GOS Variable 
CHANGE NUMBER OF SESSIONS 

(X 1 1210') 12-2 
COMPARE STATES (X'l213') 12-4 
EXCHANGE LOG NAME (X 1 1211 1

) 12-3 
GEN SNADS STATUS 13-21 
general application status 13-20, 
13-21, 13-25, 13-29, 13-30 

general data stream 8-1 
general data stream variable B-1 

Application Data 14-3 
Error Data 14-4 
Error Log 14-5 
Map Name 14-3 
Null Data 14-3 
User Control Data 14-3 

general SNADS status 13-20, 13-21, 
13-24' 13-29 

Generic Alert Data (X 1 92') Alert MS 
Subvector 8-18 

Greenwich Mean Time Offset (X'20') 
Date/Time Subfield 8-89 

r-1 
I H I 
L__J 

Hardware Product Common Name (X'OE') 
Product Identifier Subfield 8-99 

Hardware Product Identifier (X'OO') 
Product Identifier Subfield 8-95 

Hierarchy Name List (X'03') MS Common 
Subvector 8-89 

Hierarchy Name List (X'lO') 
Hierarchy/Resource List Subfield 8-91 

Hierarchy/Resource List (X'05') MS 
Common Subvector 8-91 

Hierarchy/Resource List Subfield 
Hierarchy Name List (X'lO') 8-91 

hop count 13-3 



See also destination hop count 

I-frames, maximum number of 2-4, 2-7 
!NIT-SELF 5.1-16, 5.1-17 

See also INITIATE-SELF 
!NIT-SELF Format 0 

See INITIATE-SELF 
!NIT-SELF Format 1 and 2 

See INITIATE-SELF 
INITIATE-SELF (INIT-SELF) 5.1-16, 
5.1-17 

Install Causes (X'Ol') Install Causes 
Subfield 8-46 

Install Causes (X'95') Alert MS 
Subvector 8-46 

Install Causes Subfield 
Install Causes (X'Ol') 8-46 

IPR 
See ISOLATED PACING RESPONSE (IPR) 

ISOLATED PACING RESPONSE (IPR) 4-10 
IU code points 13-1, 13-42 
IU segmentation 13-4, 13-32, 13-37 

1---i 
I L I 
L__J 

LAN Link Connection Subsystem Data 
(X 1 51 1

) MS Common Subvector 8-102 
LAN Link Connection Subsystem Data 
Subfield 

Beaconing Data (X'07 1
) 8-103 

Bridge Identifier (X'OA') 8-104 
Fault Domain Description 
(XI 06 I) 8-103 

Fault Domain Error Weight Pair 
(X'09') 8-103 

Fault Domain Names (X'26') 8-104 
LAN Routing Information 
(XI 05 I ) 8-103 

Local Individual MAC Address 
(X'03') 8-102 

Local Individual MAC Name 
(X'23') 8-104 

Remote Individual MAC Address 
(X'04') 8-102 

Remote Individual MAC Name 
(X'24') 8-104 

Ring or Bus Identifier (X'02') 8-102 
Single MAC Address (X'08') 8-103 
Single MAC Name (X'28') 8-105 

LAN Routing Information (X 1 05 1
) LAN Link 

Connection Subsystem Data 
Subfield 8-103 

Last Received N(R) Count (X 1 08 1
) SDLC 

Link Station Data Subfield 8-14 
Last SDLC Control Field Received (X'03') 

SDLC Link Station Data Subfield 8-13 
Last SDLC Control Field Sent (X'04') 

SDLC Link Station Data Subfield 8-13 
LCS Link Attributes (X'07') Link 
Connection Subsystem Configuration Data 
Subfield 8-106 

LCS Link Station Attributes (X'06') Link 
Connection Subsystem Configuration Data 
Subfield 8-106 

length prefix (LL) B-1 
Link Connection Subsystem Configuration 
Data (X'52') MS Common Subvector 8-105 

Link Connection Subsystem Configuration 
Data Subfield 

LCS Link Attributes (X'07') 8-106 
LCS Link Station Attributes 
(XI 06 I ) 8-106 

Local Device Address (X 1 04 1
) 8-106 

Port Address (X'Ol') 8-105 
Remote Device Address (X'02 1

) 8-105 
link header 1-1, 1-2, 1-3, 1-4 
Link Station State (X 1 06 1

) SDLC Link 
Station Data Subfield 8-13 

link trailer 1-1, 1-10, 1-11 
LLC Reply Timer Expiration Count (X'07') 

SDLC Link Station Data Subfield 8-14 
Local Date/Time (X'lO') Date/Time 
Subfield 8-88 

Local Device Address (X'04') Link 
Connection Subsystem Configuration Data 
Subfield 8-106 

Local Individual MAC Address (X'03') LAN 
Link Connection Subsystem Data 
Subfi e 1 d 8-102 

Local Individual MAC Name (X'23') LAN 
Link Connection Subsystem Data 
Subfi e 1 d 8-104 

LOGICAL UNIT STATUS (LUSTAT) 5.1-19 
LU-LU Session Services Capabilities 
(X'OC') Control Vector 8-4 

LU-LU Session Services Capabilities 
NOTIFY Vector 5.1-21 

LUSTAT 5 .1-19 
See also LOGICAL UNIT STATUS 

Index X-5 



r-1 
I M I 
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Maximum 
I-field length 2-2 
RU size 6-3, 6-4, 6-5 

Microcode EC Level (X'OB') Product 
Identifier Subfield 8-99 

Mode Name Structured Data Subfield 7-2 
modifier value, sense code 9-1 

See also sense data 
MS Common Subvector 

Data Reset Flag (X'45') 8-101 
Date/Time (X'Ol') 8-88 
Hierarchy Name List (X'03') 8-89 
Hierarchy/Resource List (X'05') 8-91 
LAN Link Connection Subsystem Data 
(X'51') 8-102 

Link Connection Subsystem 
Configuration Data (X'52') 8-105 

Product Identifier (X'll') 8-93 
Product Set ID (X'lO') 8-93 
Relative Time (X'42') 8-101 
Self-Defining Text Message 

(X 1 31 1
) 8-99 

Sense Data (X'7D') 8-107 
SNA Address List (X'04') 8-90 
Text Message (X'OO') 8-88 

MS Major Vector 
Alert (X 1 0000 1

) 8-9 
Request Response Time Monitor 

(X 18080 1
) 8-80 

Response Time Monitor (X'0080') 8-83 

r-1 
I N I 
L___J 

National Language ID (X'll') 
Self-Defining Text Message 
Subfield 8-100 

negative response 
format 5.2-1 
sense data included with 9-1 

Network Alert Common Subfield 
Detailed Data (X'82') 8-76 
Product Set ID Index (X'83') 8-79 
Recommended Actions (X 1 8l 1

) 8-68 
NETWORK MANAGEMENT VECTOR TRANSPORT 

(NMVT) 5.1-20 
Network Name (X'OE') Control Vector 8-5 

X-6 SNA Formats 

Network or Uninterpreted Name 
(X'Ol') 8-7 

Network-Qualified PLU Network Name 
Structured Data Subfield 7-3 

Network-Qualified SLU Network Name 
Structured Data Subfield 7-3 

NMVT 5.1-20 
See also NETWORK MANAGEMENT VECTOR 

TRANSPORT 
NOTIFY 5 .1-21 
NOTIFY Vector 

LU-LU Session Services 
Capabilities 5.1-21 

r--1 
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option subsets 
See subsets of function options 

ORIG DEN 13-21 
ORIG-DGN 13-21 
ORIG-DTM 13-22 
ORIG-REN 13-41 
ORIG-RGN 13-41 
ORIG-SEQNO 13-6, 13-21, 13-41 
origin correlation 13-3, 13-5, 13-7, 
13-22' 13-23 

origin DEN 13-3, 13-5, 13-6, 13-19, 
13-21, 13-22 

origin DGN 13-3, 13-5, 13-6, 13-18, 
13-21, 13-22 

origin REN 13-3, 13-5 
origin RGN 13-3, 13-5 
Outstanding Frame Count '( X' 02') SDLC 

Link Station Data Subfield 8-13 

t---i 
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Pacing indicator (PI) 4-3, 4-8 
Padded Data indicator (POI) 4-3, 4-9 
POI 

See Padded Data indicator (POI) 
PI 

See Pacing indicator (PI) 
PIP Subfield 10-11 
PIP V2~i2b1e 10-11 
PIU (Path Information Unit) 1-5 



Port Address (X'Ol') Link Connection 
Subsystem Configuration Data 
Su bf i e 1 d 8-105 

PREFIX 13-2, 13-3, 13-4, 13-31, 13-34, 
13-35, 13-36, 13-38, 13-42 

presentation services (PS) headers 
definition 11-1 
format 11-1 

priority parameter 13-8, 13-9, 13-11, 
13-12 

priority service levels 
data 13-8, 13-9 
fast 13-8, 13-9, 13-11, 13-12 
status 13-9, 13-11, 13-12 

Probable Causes (X'93') Alert MS 
Subvector 8-27 

Product Identifier (X'll') MS Common 
Subvector 8-93 

Product Identifier Subfield 
Emulated Product Identifier 
(X'Ol') 8-97 

Hardware Product Common Name 
(X'OE') 8-99 

Hardware Product Identifier 
(X'OO') 8-95 

Microcode EC Level (X'OB') 8-99 
Software Product Common Level 
(X'04') 8-97 

Software Product Common Name 
(X'06') 8-98 

Software Product Customization Date 
and Time (X 1 09 1

) 8-98 
Software Product Customization 
Identifier (X'07') 8-98 , 

Software Product Program Number 
(X'08') 8-98 

Software Product Serviceable 
Component Identifier (X 1 02 1

) 8-97 
Product Set ID (X'lO') Control 
Vector 8-5 

Product Set ID (X 1 l0 1
) MS Common 

Subvector 8-93 
Product Set ID Index (X'83') Network 
Alert Common Subfield 8-79 

profiles 
FM (function management) 6-6 
FM profile 0 6-7 
FM profile 18 6-12 
FM profile 19 6-13 
FM profile 2 6-7 
FM profile 3 6-8 
FM profile 4 6-9 
FM profile 6 6-10 
FM profile 7 6-11 

TS (transmission services) 6-2 
TS profile 1 6-3 
TS profile 2 6-3 
TS profile 3 6-4 
TS profile 4 6-4 
TS profile 7 6-5 

protection parameter 13-8, 13-9, 13-11, 
13-12 

PS header 10: Sync Point Control 11-2 

r--1 
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QC 5.1-22 
See also QUIESCE COMPLETE 

QEC 5.1-22 
See also QUIESCE AT END OF CHAIN 

QRI 
See Queued Response indicator (QRI) 

Qualified Message Data (X'Ol') Detailed 
Data Subfield 8-65 

Queued Response indicator (QRI) 4-3, 
4-6 

QUIESCE AT END OF CHAIN (QEC) 5.1-22 
QUIESCE COMPLETE (QC) 5.1-22 

r--1 
I R I 
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Random Data Structured Data 
Subfield 7-3 

READY TO RECEIVE (RTR) 5.1-22 
RECEIVING DSUN 13-21, 13-22, 13-23, 
13-35, 13-38 

Recommended Actions (X 18l 1
) Network 

Alert Common Subfield 8-68 
Relative Time (X'42') MS Common 
Subvector 8-101 

RELEASE QUIESCE (RELQ) 5.1-22 
RELQ 5.1-22 

See also RELEASE QUIESCE 
Remote Device Address (X'02') Link 
Connection Subsystem Configuration Data 
Subfield 8-105 

Remote Individual MAC Address (X'04') 
LAN Link Connection Subsystem Data 
Subfield 8-102 

Remote Individual MAC Name (X'24') LAN 
Link Connection Subsystem Data 
Subfield 8-104 

Index X-7 



REPLY DATA 13-35, 13-36, 13-38, 13-42 
request header 4-1 
request no feedback 13-7 
REQUEST RECOVERY (RQR) 5.1-22 
request/response header (RH) 4-2, 4-4 

discussion of bit usage and 
values 4-4-4-9 

format and bit settings 4-2 
Request/Response Indicator (RRI) 4-2, 
4-4 

Request Response Time Monitor (X'8080') 
MS Major Vector 8-80 

Request/Response Unit Category 4-2, 4-4 
Request RTM MS Subvector 

RTM Control (X'94') 8-82 
RTM Request (X'92') 8-81 

REQUEST SHUTDOWN (RSHUTD) 5.1-22 
reserved 

bits and fields 5.1-1 
values 5.1-1 

Response Time Monitor (X'0080') MS Major 
Vector 8-83 

Response Type indicator (RTI) 4-3, 4-7 
RGN (routing group name) 13-13 
RH 

See request/response header (RH) 
Ring or Bus Identifier (X'02') LAN Link 
Connection Subsystem Data 
Subfi e 1 d 8-102 

RQR 5.1-22 
See also REQUEST RECOVERY 

RRI 
See Request/Response Indicator (RRI) 

RSHUTD 5.1-22 
See also REQUEST SHUTDOWN 

RSP(ACTLU) 5.2-3 
RSP(ACTPU) 5.2-3 
RSP(BIND) 5.2-4 
RSP(STSN) 5.2-5 
RTI 

See Response Type indicator (RTI) 
RTM Control (X'94') Request RTM MS 
Subvector 8-82 

RTM Data (X'93') RTM MS Subvector 8-86 
RTM MS Subvector 

RTM Data (X'93') 8-86 
RTM Status Reply (X'91') 8-85 

RTM Request (X'92') Request RTM MS 
Subvector 8-81 

RTM Status Reply (X 1 91 1
) RTM MS 

Subvector 8-85 
RTR 5.1-22 

See also READY TO RECEIVE 
RU Category 

X-8 SNA Formats 

See Request/Response Unit Category 
RU size, maximum 6-3, 6-4, 6-5 

r-1 
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SBI 5.1-23 
See also STOP BRACKET INITIATION 

SDI 
See Sense Data Included indicator 

(SDI) 
SDLC frames 1-1 

link header (LH) 1-1 
address 1-3 
control field 1-4 
flag 1-2 

link trailer (LT) 1-1 
flag 1-11 
frame check sequence 1-10 

SDLC Link Station Data (X 1 8C 1
) Alert MS 

Subvector 8-12 
SDLC Link Station Data Subfield 

Current N(S)/N(R) Counts 
(X'Ol') 8-12 

Last Received N(R) Count 
(X 1 08 1

) 8-14 
Last SDLC Control Field Received 
(XI 03 I ) 8-13 

Last SDLC Control Field Sent 
(X'04') 8-13 

Link Station State (X'06') 8-13 
LLC Reply Timer Expiration Count 
(X'07') 8-14 

Outstanding Frame Count (X'02') 8-13 
Sequence Number Modulus (X'05') 8-13 

SOT 5.1-23 
See also START DATA TRAFFIC 

Self-Defining Text Message (X 1 31 1
) MS 

Common Subvector 8-99 
Self-Defining Text Message Subfield 

Coded Character Set ID (X'Ol') 8-100 
National Language ID (X'll') 8-100 
Sender ID (X'21') 8-100 
Text Message (X'30') 8-101 

Sender ID (X'21') Self-Defining Text 
Message Subfield 8-100 

sense code 
See sense data 

<:".Pn<:".P d.::it,::i 9-1 
format of 9-1 
sense code 



category X1 00 1 (user sense data 
only) 9-1, 9-2 

category X1 08 1 (request 
reject) 9-2, 9-1 

category X1 l0 1 (request 
error) 9-31, 9-1 

category X1 20 1 (state 
error) 9-40, 9-1 

category X'40 1 (RH usage 
error) 9-43, 9-1 

category X1 80 1 (path error) 9-45, 
9-1 

modifier 9-1 
modifier value of X1 00 1 9-2 

sense-code specific information 9-1 
user-defined data 9-2 

Sense Data (X 1 7D 1
) MS Common 

Subvector 8-107 
sense data included with 9-1 

Sense Data Included indicator 
(SDI) 4-2, 4-4 

sequence number 13-3, 13-5, 13-6, 
13-21, 13-22, 13-41 

Sequence Number Modulus (X 1 05 1
) SDLC 

Link Station Data Subfield 8-13 
SERVER NAME 13-3, 13-25, 13-31, 13-41, 
13-45-

SERVER PARMS 13-25 
service level 

parameter description 
capacity 13-8, 13-11 
priority 13-8, 13-11 
protection 13-8, 13-11 

Session Instance Identifier Structured 
Data Subfield 7-2 

Session Keys 
table of 8-7 

session-level security 
FMH-12 10-16 

Session Qualifier Structured Data 
Subfield 7-2 

SET AND TEST SEQUENCE NUMBERS 
(STSN) 5.1-24 

SHUTC 5.1-23 
See also SHUTDOWN COMPLETE 

SHUTD 5.1-23 
See also SHUTDOWN 

SHUTDOWN (SHUTD) 5.1-23 
SHUTDOWN COMPLETE (SHUTC) 5.1-23 
SIG 5.1-23 

See also SIGNAL 
SIGNAL (SIG) 5.1-23 

Single MAC Address (X 1 08 1
) LAN Link 

Connection Subsystem Data 
Subfield 8-103 

Single MAC Name (X 1 28 1
) LAN Link 

Connection Subsystem Data 
Subfield 8-105 

SNA Address List (X 1 04 1
) MS Common 

Subvector 8-90 
SNF processing 3-3 
Software Product Common .Level (X 1 04 1

) 

Product Identifier Subfield 8-97 
Software Product Common Name (X'06 1

) 

Product Identifier Subfield 8-98 
Software Product Customization Date and 
Time (X 1 09 1

) Product Identifier 
Subfield 8-98 

Software Product Customization 
Identifier (X'07') Product Identifier 
Subfield 8-98 

Software Product Program Number (X 1 08 1
) 

Product Identifier Subfield 8-98 
Software Product Serviceable Component 
Identifier (X 1 02 1

) Product Identifier 
Subfield 8-97 

specific application status 13-25, 
13-28, 13-29, 13-30 

specific SNADS status 13-24, 13-28, 
13-29 

SSCP-LU Session Capabilities (X 1 00 1
) 

Control Vector 8-4 
stack reference indicator (SRI) 

contained in FMH-2 
functions and codes 10-6 

START DATA TRAFFIC (SOT) 5.1-23 
STAT CORREL 13-21 
status 

DIU (DISTIU) type 13-6, 13-7, 13-13, 
13-20 

priority service level 13-8, 13-9, 
13-11, 13-12 

status correlation 13-21, 13-22 
STOP BRACKET INITIATION (SBI) 5.1-23 
Structured Data Subfield 

Enciphered Data 7-3 
Mode Name 7-2 
Network-Qualified PLU Network 

Name 7-3 
Network-Qualified SLU Network 

Name 7-3 
Random Data 7-3 
Session Instance Identifier 7-2 
Session Qualifier 7-2 
Unformatted Data 7-2 

structured fields B-1 

Index X-9 



See also general data stream 
STSN 5.1-24 

See also SET AND TEST SEQUENCE 
NUMBERS 

subsets of function options 
enhanced character string option 

subset 13-41 
SUFFIX 13-2, 13-3, 13-32, 13-34, 13-35, 
13-37, 13-38, 13-40, 13-42 

Suffix type 1 13-32, 13-43 
Suffix type 2 13-32, 13-43 
suffix T2 13-32, 13-33 
Symbol-String Types A-1 
sync point protocols 

RH bit settings 4-6, 4-8 
Synchronous Data Link Control 

See SDLC 

1--i 
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TERM-SELF 5.1-24, 5.1-25 
See also TERMINATE-SELF 

TERM-SELF Format 0 
See TERMINATE-SELF 

TERM-SELF Format 1 
See TERMINATE-SELF 

TERMINATE-SELF (TERM-SELF) 5.1-24, 
5.1-25 

Text Message (X'OO') MS Common 
Subvector 8-88 

Text Message (X'30') Self-Defining Text 
Message Subfield 8-101 

token-ring network DLC 1-1, 1-12 

X-10 SNA Formats 

transmission header (TH) 
FID2 3-2 

transmission services (TS) profiles 6-2 
TS (transmission services) 

profiles 6-2 
Usage field 6-2 

TS Usage field 6-2 

1--i 
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UNBIND 5.1-26 
See also UNBIND SESSION 
sense data included with 9-1 

UNBIND SESSION (UNBIND) 5.1-26 
Unformatted Data Structured Data 
Subfield 7-2 

URC (X 1 0A 1
) 8-7 

User Causes (X'Ol') User Causes 
Subfield 8-40 

User Causes (X 1 94 1
) Alert MS 

Subvector 8-40 
User Causes Subfield 

User Causes (X'Ol') 8-40 
USS symbol-string type A-2 

1----i 
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XID Negotiation Error (X 1 22 1
) Control 

Vector 8-5 



Reader's Comment Form 

Systems Network Architecture 
Formats 

Introducing 
Publication No. GA27-3136-8 

This manual is part of a library that serves as a reference source for systems 
analysts, programmers, and operators of IBM systems. You may use this form to 
communicate your comments about this publication, its organization, or subject 
matter, with the understanding that IBM may use or distribute whatever information 
you supply in any way it believes appropriate without incurring any obligation to 
you. 

Note: Copies of IBM Publications are not stocked at the location to which this form 
is addressed. Please direct any requests for copies of publications, or for 
assistance in using your IBM system, to your IBM representative or to the IBM 
branch office serving your locality. 

Possible topics for comment are: clarity, accuracy, completeness, organization, 
coding, retrieval, and legibility. 

If you wish a reply, give your name, company, malling address, and date: 

Comments: 

What is your occupation? 

Number of latest Newsletter associated with this publication: 

Thank you for your cooperation. No postage stamp necessary if mailed in the 
U.S.A. (Elsewhere, an IBM office representative will be happy to forward your 
comments or you may mail directly to the address in the Edition Notice on the back 
of the title page.) 



GA27-3136-8 

Reader's Comment Form 

Fold and tape Please Do Not Staple Fold and tape 

.................................................... ·1·11·11·1 · ........ ·~1~!!~~ ... . 
IN THE 

UNITED STATES 

BUSINESS REPLY MAIL 

Fold and tape 

--------- ----- - -- - ---- - -----------·-~-® 

FIRST CLASS PERMIT NO. 40 ARMONK, N.Y. 

POSTAGE WILL BE PAID BY ADDRESSEE 

International Business Machines Corporation 
Dept. E70 
P.O. Box 12195 
Research Triangle Park, N.C. 27709-9990 

Please Do Not Staple Fold and tape 



Reader's Comment Form 

Systems Network Architecture 
Formats 

Introducing 
Publlcatlon No. GA27-3136-8 

This manual is part of a library that serves as a reference source for systems 
analysts, programmers, and operators of IBM systems. You may use this form to 
communicate your comments about this publication, its organization, or subject 
matter, with the understanding that IBM may use or distribute whatever information 
you supply in any way it believes appropriate without incurring any obligation to 
you. 

Note: Copies of IBM Publications are not stocked at the location to which this form 
is addressed. Please direct any requests for copies of publications, or for 
assistance in using your IBM system, to your IBM representative or to the IBM 
branch office serving your locality. 

Possible topics for comment are: clarity, accuracy, completeness, organization, 
coding, retrieval, and legibility. 

If you wish a reply, give your name, company, malllng address, and date: 

Comments: 

What Is your occupation? 

Number of latest Newsletter associated with this publication: 

Thank you for your cooperation. No postage stamp necessary if mailed in the 
U.S.A. (Elsewhere, an IBM office representative will be happy to forward your 
comments or you may mail directly to the address in the Edition Notice on the back 
of the title page.) 



GA27 -3136-8 

Reader's Comment Form 

Fold and tape Please Do Not Staple Fold and tape 

.................................................... ·1 ·11·11·1 · ........ ·~1~!~~~ ... . 
INTHE 

UNITED STATES 

BUSINESS REPLY MAIL 

Fold and tape 

---- ------ ----- - -- - ---- - - ------·--___ ... 

® 

FIRST CLASS PERMIT NO. 40 ARMONK, N.Y. 

POSTAGE WILL BE PAID BY ADDRESSEE 

International Business Machines Corporation 
Dept. E70 
P.O. Box 12195 
Research Triangle Park, N.C. 27709-9990 

Please Do Not Staple Fold and tape 



--------- - ---- - -- - ---- - - ------ ----- ·-
Publication Number 
GA27-3136-8 

Printed in USA 

GA27-3136-08 


