
































































































































































































































































































































REQUIRED SPACE (RSP, X'41') 

RSP is distinguished from the normal space in that it is treated as any graph­
ic character and therefore is not considered an interword space on those 
machines that have adjust-text capability. Implementations that do not have 
this capability may default RSP to a normal space without causing an error. 

SYLLABLE HYPHEN (SHY, X'CA') 

SHY ;s a graphic that prints as a normal hyphen (X'60'). Its use is limited 
to a syllable boundary at a line ending to indicate the continuation of a word 
on the next line. Use of a unique control for this function permits the 
syllable hyphen to be discarded in adjust-text mode when the adjusting proc­
ess moves the word away from the line straddling position. The normal hyphen 
is treated as any other graphic in adjust-text mode and is never discarded. 
In devices without adjust-text capability, the syllable hyphen is treated as 
a normal hyphen. 

MEDIA FORMATTING 

The formatting controls described earlier format the output medium at a 
device. In addition to these controls, a device implementing the SNA charac­
ter string (SCS) can format a received character string to fit the line 
length of the device automatically. This capability of automatic new-line 
generation eliminates device line-length dependencies from those applica­
tions where a specific output format is not required. Thus, the same charac­
ter string can be sent to devices with varying line lengths without having to 
reformat the character string. 

The automatic new line function cannot be executed until receipt of the first 
graphic character, including a nonprinting space character, after the MPP has 
been exceeded. This implies a character look-ahead and allows execution of 
control codes such as BS (backspace) before the automatic new line is 
performed. This function is mandatory for the output string only. When a 
character string is generated from the keyboard, the device implementations 
may optionally perform an automatic new line or reject additional keyboard 
input when MPP is exceeded. 

A device that provides left-adjusted text may discard space characters that 
would occur at the beginning of a line, and may adjust the text to avoid 
improper placement of punctuation marks at the beginning of a line. 

When specific line and page formats are required, formatting controls are 
used. The automatic new line feature is always active; thus, a character 
string formatted for a given line length can be presented on a device with a 
shorter line length without loss of data, but the format is changed. When 
reversed (where a character string is constructed for an MPP that is less 
than the line length capability of the device it is directed to), use of the 
smaller MPP in an explicit SHF allows the string to be presented without loss 
of data or change of format. 

BM (bottom margin) specifies a line value that, when exceeded by L#(new), 
causes an automatic skip to TM (top margin) of the next page. The function 
that causes the line positioning to exceed the BM value determines the hori­
zontal positioning on the new line. For example, if Nl (new line) causes the 
automatic skip, the horizontal positioning is to the left margin. If IF 
(line feed) causes the automatic skip, the horizontal positioning ;s 
unchanged. Note that automatic new line may also cause an automatic skip if 
the new line created exceeds BM. 

SCS formatting controls assume that the output medium consists of a matrix of 
columns and lines, where column one, line one, is the top left position on a 
page or display screen. FF (form feed) positions the print element to a 
predefined column eLM) and line eTM) on a new page or screen. 
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Valid column values for a device are from one to the device maximum. In addi­
tion to column positioning by defined controls, each graphic data character 
causes the column position to be incremented by one after printing. 

Line positioning is accompli~hed through the us~ of control functions that 
can alter line values. Use of functions that specify a line position greater 
than the next sequential line requires the definition of a page size in terms 
of the total number of lines on the page. The page size may be defined as a 
fixed value for a given device (such as a display), or it may be specified via 
a parameter on SVF (set vertical format). The page size given with SVF takes 
precedence over a device~defined page size value. 

RELATIONSHIP OF INPUT AND OUTPUT 

Implementation of SCS by an input/output device may include the capability to 
generate, as well as receive, SCS controls. An input string can contain all 
the control functions defined for SCS. SCS controls that are initiated from 
a device keyboard cause the insertion of the appropriate SCScode in the data 
stream that is transmitted from the device. 

ADJUST-TEXT MODE 

Adjust-text mode allows implementations to reformat text to accommodate vary­
ing line lengths and page sizes, and to provide assistance to the operator in 
adjusting line endings. When a device is in adjust-text mode, certain 
formatting controls may be eliminated in the adjusting process, and others 
may not be eliminated. Required controls are RSP (required space), RNL 
(required new line), and RFF (required form feed). SHY (syllable hyphen) and 
IT (indent tab) are also required. 

A device is placed in adjust-text mode by SCS data stream control or an opera­
tor key on the keyboard. 

TEXT-JUSTIFY MODE 

Text-justify mode allows implementations to reformat text to align the line 
endings exactly on right margin. This is accomplished by changing the effec­
tive width of the interword space throughout the printed line. SCS controls 
for proportional spacing, such as EPS (Expanded Space), EBS (Expanded Back­
space), and UBS (Unit Backspace) are used separately or in combination to 
create the desired space width. The device is placed in text-justify mode by 
an SNA character string control or an operator key on the keyboard. 

AUTO-LETTER MODE 

Auto-letter mode allows implementations to create a set of finished documents 
(letters) from two different text sources. These sources can be any combina­
tion of memory buffers, magnetic media, operator keyboards, or even the 
communication line. By using the SW (switch) and RPT (repeat) controls, the 
two sources of text can be serially combined in any desired fashion to 
produce completed documents. The normal use of this mode is to prepare 
completed letters from one source containing the body of the letter and a 
second source containing names and addresses. 

FORMAT CONTROL PARAMETER DEFAULT 

Active format control parameters are to be determined in the following prior­
ity: 
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1. Received via the data stream as a valid parameter (that is, within limits 
defined for the specific parameter) following a valid format control 
code. 

2. Locally defined. A locally defined parameter may be of types: 

a. Hardware physical limits, for example, the MPP limit of 132 on a 
printer. 

b. Retainable (static) operator-established values for example, MPL set 
in rotary or decade switches. 

An example of nonretainable operator established values that would not be 
available for a default return would be dynamic horizontal tab values 
entered by an operator from a keyboard. If these values were dynamically 
entered into an active table, they may be over written by a valid SCS 
parameter and not available for default later. 

3. Architecture defined. An architectural default is defined for each 
parameter. If a parameter for type 1 or 2 above is not available, this 
value is made active. 

Note: For predictable results, any recovery must include a valid format 
control code and parameters. 

ERROR HANDLING 

SCS errors are considered errors encountered in creating the character 
string. They are either program errors or operator errors, depending on the 
source of the character string. 

INVALID CONTROL CODE 

This error occurs when a control code or control code sequence is detected by 
a receiving device that has not implemented the received code. 

INVALID PARAMETER 

This error is indicated when a function or value parameter is detected that: 

• Contains an invalid code for that parameter 

• Contains a value that is outside the range of the device. This includes the 
case of vertical positioning past the next sequential line, when there has 
been no presentation surface size specified for the device. In the absence 
of a defined presentation surface size, either inherent in the device or 
specified by SVF (set vertical format), a device is considered to have a 
presentation surface size of one line. 

Note: For sessions where it is important to display as much of the data as 
possible, even if an occasional error occurs, or for spooled, offline, print­
ing jobs where an error response would be meaningless, a default action may 
be substituted for an invalid control code or an invalid parameter. 

UNSUPPORTED GRAPHICS 

If characters from a large character set are transmitted to a device with a 
smaller character set: 

• Lowercase alphabetics, including national use alphabetic substitutions, 
are folded into the corresponding uppercase alphabetic. 
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• All other unsupported graphics are folded to the graphic specified by SGEA 
(set graphic error action). Hyphen (-) is the substitute graphic if SGEA 
is not used. 

No error codes are sent if an unsupported graphic is received. 

UNEXPECTED OUTPUT WITH CONTIGUOUS BACKSPACES 

The automat i c new 1 i ne funct i on can cause a BS control to occur at an unpre­
dictable position relative to the physical end of the line when contiguous BS 
controls are found in the data stream. Since the BS control is a no-op if the 
presentation position is at left margin, contiguous BS controls should be 
avoided. 

There are no error responses as a result of the mi suse of the backspace func­
tion. If an error occurs, however, it may be detected by examination of the 
pri nted output. 

SCS DEFAULTS 

An SCS control may be treated in one of three ways: 

1. The code is recognized, and the function is performed. 

2. The code is recognized, but a default is taken, and the specified func­
tion is not performed. 

3. The code is not supported and a negative response is returned. 

A particular code is supported in the Case of either ~~J or ~~J above; oo~n 
require hardware or software support to recognize the code. The difference 
is in whether an implementation can perform the function or must execute a 
default. 

Figure 1-3 shows the defaults. 

Taking default action for SCS controls specified by a single code point is 
straightforward. Controls with multiple control points are more complicated. 
Some controls, such as the controls based on SEL (X'04'), are 2-byte 
sequences in which the second byte is a valid graphic character. Taking a 
default for such a code could cause an extraneous graphic character to be 
printed. Other SCS controls include binary value parameters. If they are 
not recognized as value parameters, unpredictable results could occur (they 
could be mi S1 nterpreted as val i d SCS controls). 

Controls that contain binary parameters include PP (presentation position), 
POC (program operator communication), TRH (transparent), and the controls 
based on X'2B' (CSP) as the first byte of the control. 

Note: If a control is not included in Figure 1-3, refer to the control 
sequence prefix entry in the figure. 

SECOND-LEVEL DEFAULTS 

A default for a particular SCS control may, in turn, take a second default. 
For example, IR defaults to RNL, which may further default to NL. 
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Control 

Backspace 
Bell 
Carriage return 
Control sequence prefix 
Customer use 1 
Customer use 3 
Device control 1 
Device control 2 
Device control 3 
Device control 4 
Enable presentation 
Expanded backspace 
Expanded space 
Form feed 
Graphic escape 
Horizontal tab 
Indent tab 
Index return 
Inhibit presentation 
Interchange file separator 
Interchange group separator 
Interchange record separator 
Interchange unit separator 
line feed 
New line 
Null 
Presentation position 
Program operator communication 
Repeat 
Required form feed 
Required new line 
Required space 
Secure string 10 reader 
Select left platen 
Select magnetic encoder 
Select right platen 
Set chain image 
Set graphic error action 
Set horizontal format 
Set line density 
Set translation table 
Set vertical format 
Subscript 
Substitute 
Superscript 
Switch 
Syllable hyphen 
Transparent 
Unit backspace 
Vertical channel select 
Vertical tab 
Word underscore 

Abbr 

BS 
BEL 
CR 
CSP 
CU1 
CU3 
DC1 
DC2 
DC3 
DC4 
ENP 
EBS 
ESP 
FF 
GE 
HT 
IT 
IR 
INP 
IFS 
IGS 
IRS 
IUS 
IF 
Nl 
NUL 
PP 
POC 
RPT 
RFF 
RNl 
RSP 
SSR 
SlP 
SME 
SRP 
SCI 
SGEA 
SHF 
SlO 
STT 
SVF 
SBS 
SUB 
SPS 
SW 
SHY 
TRN 
UBS 
VCS 
VT 
WUS 

Figure 1-3. Defaults of SCS controls. 

HULTIPLE-CHARACTER-SEQUENCE DEFAULTS 

16 
2F 
00 
2B 
1B 
3B 
11 
12 
13 
3C 
14 
36 
E1 
OC 
08 
05 
39 
33 
24 
1C 
10 
1E 
1F 
25 
15 
00 
34 
17 
OA 
3A 
06 
41 
0450 
04C1 
046n 
04C2 
2B01 
2BC8 
2BC1 
2BC6 
2B01 
2BC2 
38 
3F 
09 
2A 
CA 
35 
1A 
04nn 
OB 
23 

Default 

Ho-op 
Ho-op 
New line 
No default 
No-op 
Ho-op 
No-op 
No-op 
No-op 
No-op 
No default 
Backspace 
Space 
Hew line 
No default 
Space 
Tab 
Required new line 
No default 
New line 
New line 
New line 
Space 
New line 
No default 
No-op 
No-op 
No-op 
Bell 
Form feed 
Hew line 
Space 
No default 
left platen 
No-op 
left platen 
No-op 
No-op 
No-op 
No-op 
No-op 
Ho-op 
Ho-op 
Space 
No-op 
Bell 
Hyphen 
No-op 
No-op 
line feed 
Line feed 
No-op 

SCS controls containing more than one I-byte character, and SCS controls with 
parameters except for SSR (secure string 10 reader), default to no-op. (SSR 
does not have a default.) Implementations that choose to take these defaults 
must decode and ignore the entire sequence. Otherwise, a negative response 
may be returned. 
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SCS CODE POINTS 

SCS code points are shown in Figure 1-4. 

o 

o NUL 

1 

1 

DCl 

2 DC2 

2 3 

3 DC3 WUS IR 

4 SEL ENP INP PP 

5 HT NL LF TRN 

6 RNL BS EBS 

7 POC 

8 GE SA SBS 

9 SPS IT 

A RPT UBS SW RFF 

B VT CUl CSP CU3 

C FF IFS DC4 

4 5 

RSP 

- --- --- --- --- --- ---ID CR IGS 
E SO IRS 
- --- --- --- --- --- ---
F SI IUS BEL SUB 

6 7 8 9 A B C D E F 

ESP 

SHY 

-----1 --- --- --- --- ---

Figure 1-4. SNA character string (SCS) code points. 
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PART 2 CHAPTER 2: SNA 3270 DATA STREAM 

This chapter contains criteria used to select functions of the SHA 3270 data 
stream. It shows how those functions are grouped to obtain compatible sets 
of function within IBM products. It does not define the formats and proto­
cqls of the SHA 3270 data stream; these are defined in 3270 Data Stream 
Programmer's Reference. 

This chapter contains detailed information. You may need to read 3270 Data 
Stream Programmer's Reference before reading this chapter. 

The 3270 data stream consists of user-provided data and commands which are 
transmitted between the primary logical unit (PLU) and the secondary logical 
unit (SLU) of an LU-LU session. Control information~ which governs the way 
data is handled and formatted~ is also transmitted. 

The SHA 3270 data stream is the only data stream used on LU-LU session types 2 
and 3. It is an optional data stream on lU-LU session types 0 and 6. The 
data stream supports both display and printer applications. 

An application program communicates with a display operator using one of two 
methods. In one method, the display surface is left unformatted by the 
application program~ and the operator uses it in a free-form manner. In the 
second~ the display surface is completely or partially formatted (organized 
or arranged into fields)~ and the operator enters data in the fields. 

The data stream allows the application programmer to divide the display 
surface 'into one active area and~ optionally~ one or more reference areas. 
Each area is called a partition. The partition that is active contains a 
cursor, and it is the only partition in which the operator can enter data or 
requests. 

Each function of the SHA 3270 data stream can be viewed as being contained in 
a function set. In order to implement a function in any given function set~ 
you must implement all of the operations defined by that set~ and all oper­
ations defined by previous sets in the hierarchy. 

FUNCTION SETS OF THE DATA STREAM 

The rules for defining function sets used in IBM products are based on the 
structure shown in Figure 2-1. 

In order to implement a function in any given set in this structure, you must 
implement all of the operations defined by that set and all operations in 
previous sets. You may implement one or more sets for each device. 

Thus~ an implementor selects function sets for a product as follows: 

1. Select the functions that you want in your product. 

2. Select those function sets that support the chosen functions~ and trace 
upward through the set structure. The operations defined by that set~ 
and all the operations in previous sets~ form a consistent group of func­
tions. 

3. Repeat step 2 as required to define all sets supported by the product. 

The functions obtained by each function set are summarized in Figure 2-1. 
Items not applicable or partially applicable to printers are noted. More 
detailed descriptions are included below. When a detailed description 
contains a note~ such as Note 2, the note is explained in Figure 2-1 (Part 2 
of 2). 
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CHAR 
t----r---f < a t t r> 

Note 2 

W MSRCTL H MENCD 

Hote 1: IT the MULTI set is chosen, the attribute types selected Tor (attr) 
must include character sets. Character sets can be selected using: 

1A. Extended field attributes or character attributes (Hote 1A above) 
lB. Extended field attributes (Hote lBabove) 
lC. Graphic Escape characters (Note IC above) 

Hote 2: Validation cannot be specified as a character attribute; it must be 
speciTied as a type within the extended Tield attribute. 

Hote 3: IT the MPARS set ;s not supported, PIO must equal O. 

Figure 2-1 (Part 1 OT 2). Funct~on set structure oT the SNA 3270 data stream. 
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SET NAME QUERY REPLIES FUNCTION 

BASE All SNA 3270 commands except WSF and 
all orders except SA, SFE, and MF 

EBASE Usable Area WSF (Write Structured Field) command 
Read Partition (Query operation only) 
WCC using Reset bit 

EXSF Usable Area Outbound 3270DS 
(EXSF flag = O) Erase/Reset 

FIELD <attr> SFE <attr> 
Repl~' Modes = MF <attr> 

EXTENDED FIELD Set Reply Mode = EXTENDED FIELD 
(Note 1) (Note 1) 

CHAR <attr> SA <attr> 
Reply Modes = CHAR Set Reply Mode = CHAR <attr> 

(Note 1) (Note 1) 

ALT Character Sets Graphic Escape Character (X'08') 
(ALT flag on) 

DUAL Character Sets Define Alternate Character Set 
(DUAL flag on) 

MULTI Character Sets Load Programmed Symbols 
(MULTI flag on) 

PARTN Partitions (n=1) Create Partition 
(Note 1) Read Partition (RM, RMA, RB 

operations) (Note 1) 
Reset Partition 
Inbound 3270DS 

SCRLL Partitions Create Partition with 
(Note 2) (Scroll flag(s) on) presentation space > window 

Set Window Origin 

MPARS Partitions (n>1) Activate Partition 
(Note 2) Destroy Partition 

16BIT Usable Area SBA, RA, EUA - 16 bit 
(16-bit flag on) Create Partition - 16 bit 

BPARS Partitions (n>1) Restrictions on certain commands, 
(Note 1) orders, and structured fields 

FORMT Format Presentation Select Format Group 
(Note 3) Present Absolute Format 

Present Relative Format 

MSRCTL MS Device Control MS Device Control 
(Note 2) (TYPE = X'Ol') (TYPE = X'Ol') 

MENCD MS Device Control MS Device Control 
(Note 2) (TYPE = X'02') (TYPE = X'02') 

Note 1 : Limited application to LU T3. -Note 2: Not applicable to LU T3. 
Note 3: If MPARS is not supported, PID must equal O. 

Figure 2-1 (Part 2 of 2). Function set structure of the SNA 3270 data stream. 
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SASE (SASE) 

This set must be implemented and the device must support: 

• The following 3270 commands: 
- Read Buffer (RB) 
- Read Modified (RM) 
- Read Modified All (RMA) 
- Write (W) 
- Erase/Write (EW) 
- Erase/Write Alternate (EWA) 
- Erase All Unprotected (EAU) 

• The following 3270 orders: 
- Start Field (SF) 
- Set Buffer Address (SBA) 
- Insert Cursor (IC) 
- Program Tab (PT) 
- Repeat to Address (RA) 
- Erase Unprotected to Address (EUA) 

• 12-bit addressing 
• Write control character (WCC) with reset bit always 1 

and start printer bit supported 

EXTENDED SASE (EBASE) 

If this set is implemented, the device must support: 

• All 3270 commands, including Write Structured Field (WSF), and all 
orders except SA, SFE, and MF 

• Read Partition structured field (query operation) 
• Query Reply (Usable Area) structured field with 12/14-bit addressing 

- 14-bit addressing is optional 
• wee with reset bit set to 0 or 1 
• SBA, RA, EUA, with 12/14-bit addressing (14-bit addressing optional) 

EXTENDED STRUCTURED FIELD SUPPORT (EXSF) 

If this set is implemented, the device must support: 

• Query Reply (Usable Area) with the EXSF flag set to B'O' 
• Outbound 3270DS structured field 
• Erase/Reset structured field 

EXTENDED FIELD ATTRIBUTES (FIELD) 

If this set is implemented, the device can respond to a query with the struc­
tured fields that describe the attribute properties supported, from the 
following: 

• Query Reply (Color) 
• Query Reply (Highlight) 
• Query Reply (Character Sets) 
• Query Reply (Field Validation) (Note 2) 

In addition, the device must support: 

• Query Reply (Reply Modes) structured field (Note 1) 
- field and extended-field m~des 

• Set Reply Mode structured field (Note 1) 
- field and extended-field modes 

• Start Field Extended (SFE) order - 3270 and <attr> 
• Modify Field (MF) order - 3270 and <attr> 

160 SNA -- Sessions between Logical Units 



CHARACTER ATTRIBUTES (CHAR) 

If this set is implemented, the device supports the attribute types indicated 
by the query replies supported by its previous sets. In addition, the device 
must support: 

• Query Reply (Reply Modes) structured field (Note 1) 
- character mode 

• Set Reply Mode structured field (Hote 1) 
- character <attr> 

• Set Attribute (SA) order - <attr> 

MULTIPLE CHARACTER SET CAPABILITY (MULTI) 

If this set is implemented, the device must support the functions defined in 
the appropriate previous sets (FIELD, CHAR or DUAL). In addition, it must 
support the following: 

• Query Reply (Character Sets) structured field 
- with MULTI flag set on 

• Load Programmed Symbols structured field 

ALTERNATE CHARACTER SET (ALT) 

If this set is implemented, the device must support: 

• Query Reply (Character Sets) structured field 
- with All flag set on 

• Graphic Escape Character (X'08') 

DUAL LANGUAGE CAPABILITY (DUAL) 

If this set ;s implemented, tIe device must support: 

• Query Reply (Character Sets) structured field 
- with DUAL flag set 

• Define Alternate Character Set structured field 

PARTITIONS (PARTN) 

If this set is implemented, the device must support: 

• Query Reply (Partitions) structured field 
- with n=1 

• Create Partition structured field 
• Inbound 3270DS structured field (Note 1) 
• Read Partition structured field (Note 1) 

SCROLLING (SCRLL) (NOTE 2) 

In addition to the partitions functions found in previous sets, the device 
must support: 

• Query Reply (Partitions) structured field 
- with scroll flag(s) set 

• Set Window Origin structured field 
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MULTIPLE PARTITIONS (MPARS) (NOTE 2) 

In addition to the partitions functions found in previous sets, the device 
must support: 

• Query Reply (Partitions) structured field 
- with n>1 

• Activate Partition structured field 
• Destroy Partition structured field 

16-BIT ADDRESSING (16BIT) 

In addition to the partitions functions found in previous sets, the device 
must support these structured fields and orders (with 16-bit addressing): 

• Query Reply (Usable Area) structured field 
• SBA~ RA~ and EUA orders 
• Create Partition structured field 

BASIC PARTITIONS (SPARS) 

If this set is implemented~ the device must support: 

• Query Reply (Partitions) 
- with the unbuffered and protected partition flags set on 

• Create Partition structured field 
- parameters for unbuffered and protected partitions. 

• The following: 
- Read Buff9r, Read Modified: Read Modified All commands 
- Erase All Unprotected command 
- Insert Cursor order 
- Program Tab order 
- Erase Unprotected to Address order 
- Modify Field order 

FORMAT PRESENTATION (FORMT) 

If this set is implemented~ the device must support: 

• Query Reply (Format Presentation) structured field 
• Select Format Group structured field 
• Present Absolute Format structured field 
• Present Relative Format structured field 

MSR CONTROL (MSRCTL) 

If this set is implemented~ the device must support: 

• Query Reply (MS Device Control) structured field (with TYPE = X'Ol') 
• MS Device Control structured field (with TYPE = X'Ol') 

MAGNETIC ENCODER (MENCD) 

If this set is implemented~ the device must support: 

• Query Reply (MS Device Control) structured field (with TYPE = X'02') 
• MS Device Control structured field (with TYPE = X'02') 
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PART 2 CHAPTER 3: STRUCTURED FIELD FORMATS 

This chapter contains structured fields used by the SNA components described 
in this book, except for those structured fields used exclusively by the SNA 
3270 data stream. Those readers who are using the 3270 data stream should see 
3270 Data Stream Programmer's Reference for all structured field formats for 
that data stream. 

The syntax for structured fields permits variable-length data and controls to 
be encoded in such a way that the receiver of a data stream can decompose a 
sequence of fields into its component fields without having to scan every 
byte. Variable length structured fields are achieved by providing a length 
as the first parameter of the structured field, thus: 

1<---- structured field 1 --->\<---- structured field 2 --->\ 

length 1 information 
field 

length 2 information 
field 

\<------- length 1 ---------->\<-------- length 2 --------->\ 

Note: Some structured fields may specify a value of zero in the length field. 
A length of zero indicates that: 

• The length of the structure was not determined prior to transmission. 

• This is the last or only structured field in the request unit (RU). 

• The length of the structured field should be determined using a communi­
cation-control function, for example, the RU's EC (end chain) indicator. 

A length field containing zero is restricted to those structured fields that 
have "XX" as the second byte of the 10 in following table. 

Structured fields do not span chains; that is, it is an error condition 
(length error) if the chain ends before a structured field's length count is 
satisfied. Also, control sequences (for example, set attribute) do not span 
structured fields; it is an error condition if the entire control sequence 
does not appear in the same structured field. 

The structured fields in this chapter are described in alphabetical order. 
The following list shows them in hexadecimal order by their identification 
(ID) field. 

10 
01 XX 
06 XX 

10 30 
10 31 
10 32 
10 33 

41 XX 
81 81 
81 85 
81 86 
81 87 
81 AO 

NAME 
Read Partition - Query 
Load Programmed Symbols 

Request Recovery Data 
Recovery Data 
Set Checkpoint Interval 
Restart 

SCS Data 
Query Reply (Usable Area) 
Query Reply (Character Sets) 
Query Reply (Color) 
Query Reply (Highlight) 
Query Reply (Device Characteristics) 

Each of these structured fields is defined below. 

Structured field type codes not defined are reserved and are rejected (SNA 
sense code X'1003'). Unless specifically stated to the contrary, any 
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bits/fields classified as reserved must be checked for zero value; nonzero 
values are rejected (sense code X'1003'). 

SNA sense codes associated with structured fields are listed on page 184. 

LOAD PROGRAMMED SYMBOLS (LOAD PS) 

FUNCTION 

Defines additional coded graphic character sets~ and then loads that symbol­
and character-definition data into a specified storage area in the device. 

This structured field causes one or more characters to be loaded into contig­
uously-addressable slots in the specified storage area. Each storage area 
contains 191 contiguously-addressable slots~ which are associated with data 
stream code points X'40' through X'FE'. The slot associated with X'40' 
cannot be loaded~ and contains a blank. 

FORMAT 

BYTE BIT CONTENT 

0-1 L 

2 X'06' 

3 FLAGS 
0 BASIC/EXT. 

B' 0 ' 
B'l' 

1 CLEAR 
B' 0 ' 
B'l' 

2 SKIP 
B'O' 
B'l' 

(3-7) TYPE 
3 

4-7 
X'5' 
X'6' 
others 

4 LCID 

5 CHAR 

6 RWS 

MEANING 

Length of this structure 

Load Programmed Symbols (Load PS) 

Basic or extended form 
- Basic form (only bytes 0 through 6 present) 
- Extended form (length determined by byte 7) 

Clear PS-set storage area 
- Do not clear PS-set storage area 
- Clear the specified PS-set 

storage area prior to loading the 
character data in this structured field 

Skip suppress (See Note 2) 
- Suppression not required 
- Suppression required 

PS data format type: 
Reserved 
Format: 
- Column loading (from left to right) 
- Type X'5' compressed 
- Reserved 

Local character set ID 
- Use X'40' to X'EF'. 
- Use X'FF' to indicate that RWS 

(read-write storage) associated 
with this LCID is free (not assigned). 

- Other values are reserved. 

Beginning code point 
- X'41 through X'FE' 

PS-set storage number (X'02' through X'D7') 
in RWS (read-write storage) 
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Bytes 7 to 12 are parameters for the extended form of Load PS. 

BYTE BIT CONTENT MEANING 

7 P. LENGTH Length of parameters for extended form, 
including the length parameter. The 
parameters defined below are progressively 
included by specifying the appropriate 
length. Omitted parameters are assumed to 
have the architecturally defined default 
indicated by the zero value for that 
parameter. 

8 0 APA All points available 
B' 0 ' - All points available 
B'l ' - Not all points available 

1 CB LCID compare 
B'O' - LCID compare 
B'l' - No LCID compare 

2 OB Operator selectable by PS key 
B' 0 ' - Operator selectable 
B'l' - Not operator selectable 

3-7 Reserved Must be zero 

9 LW Number of X-units in character cell 

10 LH Number of Y-units in character cell 

11 Reserved 

12 0-4 Reserved Must be zero 

5-7 COLOR Color planes 
B'OOO' - All planes 
B'OOl' - Blue plane 
B'010' - Red plane 
B'100' - Green plane 
other - Reserved 

Note 1: Values for parameters other than those shown above are rejected; 
i nval i d parameter values are al so rej ected. (See "Sense Code Table" on page 
184. ) 

Note 2: The lost space resulting from setting of the skip suppress to B'l' is 
made up following the last display/print line. That is, the last 
display/print line moves up from the bottom of the physical presentation 
space. For a printer, setting of skip suppress to B'l' must not result in 
loss of forms sync following a form feed (FFl or forms overflow. 

The PS data follows in the format described in bits 3-7 of byte 3. 

BYTE BIT CONTENT MEANING 

m-n DATA PS data (character-definition data) 

OPERATION 

1. The extended-form bit in byte 3 indicates whether this structured field 
is of the extended form, that is, contains bytes 7 through 12. The 
extended form contains additional information associated with copy oper­
ations, character cell size, and color. If the half-session does not 
support the extended form and this bit is set to 1, the data stream is 
rejected (invalid parameter, sense code X'1005'l. 
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2. If skip suppression is on, any row on the usable area containing charac­
ters from this character set will have the skip suppressed that would 
normally follow that row. The characters on the following row will then 
be vertically adjacent to the characters on the current row. If the skip 
suppress flag is not set, then no skip suppression is required for char­
acters from this character set. 

3. The RWS number indicates the physical RWS to be loaded. There is a fixed 
relationship between the physical RWS number and the attribute selection 
keys defined for PS. The value in CHAR indicates the first slot to be 
loaded, and must be in the range X'41' through X'FE'. If CHAR < X'41' or 
CHAR> X'FE', the data stream is rejected (invalid parameter, sense code 
X'l005'). 

If the CLEAR flag is set on, all slots in the specified RWS are cleared, 
then the character definitions in the data portion of the structured 
field, interpreted according to the data format type (byte 3), are loaded 
into contiguously-addressable slots in the PS RWS, starting at the posi­
tion defined by CHAR. 

If the data type specifies compressed data (type 6), the data is first 
decompressed. (The compression-decompression function is discussed in 
the literature published by products that have implemented load PS.) 

For data of type 5 or type 6, each set of lH contiguous bits defines one 
column of a character cell. lW such contiguous columns define a charac­
ter as a lW by lH matri x of dots, where lW is the ,oJ; dth of the character 
cell and LH is the height of the character cell. If LW and LH are not 
supplied in the extended form, or if they are supplied and set to zero, 
the values of lW and lH are determi ned by the devi ceo 

loading of character definitions continues until either: 

• The data is exhausted. In this case, the last complete cell definition 
in the data is loaded. If there are any excess bits, they are ignored 
and a negative response (sense code X!1005') is returned. 

• The slot corresponding to X'FE' is loaded. Excess data is ignored and a 
negative response (sense code X'l005') is returned. 

4. The lCID is a one-byte code identical to the value byte definition for a 
character set identified by a set attribute control in an SNA character 
string. The lCID specified in this structured field is released from any 
previously associated PS RWS number. The PS RWS number released is 
assigned lCID = X'FF'. This is not done until the LCID specified in this 
structured field is assigned to the associated RAM. 

5. The RWS (read-write storage) number specified in this structured field is 
released from any previously assigned LCIO. Any subsequent reference to 
this released lCID will be an error condition. 

6. An LCID of X' FF' i ndi cates that thi s PS RWS ; s free (not assi gned). In a 
printer, a PS RWS with lCID = X'FF' may be overlaid when PS data is 
copied. 

On a load PS, where an error condition is detected before the contents of 
the associated RWS is altered, a negative response is sent but the LCID 
is not changed. Where the error condi ti on occurs duri ng the update of 
the RAM, the negative response is sent and the lCID is updated to that 
specified in load PS. The above applies to a sequence of Load PS struc­
tured fields sent after an FMH-l that specifies that structured fields 
follow. Also, any sequence of load PS structured fields following the 
failing Load PS is not executed. 

7. The APA bit, when set to 1 (not APA), implies that fewer than all points 
may be displayed or printed to allow a performance gain for specific 
devices. 

8. When the CB bit is set to 0, and a local copy is initiated, the LCID of 
this character set is compared with character set LCIDs in the printer to 
determine whether or not there is a match. If the lCIOs match and the CB 
bits are both zero, the copy operation is performed using the correspond-
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ing LCID in the printer. If not, characters from the base character set 
of the printer are used. 

When the CB bit is set to 1, the LCID of this character set is not 
compared with LCIDs of character sets in the printer. The copy operation 
is performed using the base character set of the printer. 

When the printer can accept character sets from the display during a copy 
operation, and there is no corresponding LCID in the printer, the charac­
ter set may be copied independent of the setting of the CB bit. 

9. When the OB bit is set to 1, it signifies that this character set is 
intended for output only. Thus, the PS selection key normally associated 
with the RWS containing this character set cannot be enabled by the 
terminal operator while the key is connected to this LCID. Selection of 
individual character sets can thus be disabled, even though the Set Reply 
Mode structured field allows character set selection. When the Set Reply 
Mode structured field disables character set selection, selection is 
disabled for all character sets, independent of the setting of the OB bit 
for each character set. 

10. If LW and LH for the character cell dimensions are specified and are 
nonzero, and LW is not more than the maximum character cell width 
supported by the device, and LH is not more than the maximum character 
cell height supported by the device, then the character cells defined by 
lW and LH are loaded into the specified PS RWS so that the first bit 
addresses the upper left-hand corner of the character slot. 

If either LW or LH exceeds the maximum slot size supported, the struc­
tured field is rejected (invalid parameter, sense code X'1005'). 

If LW and LH are not specified or are set to zeros, a device default char­
acter cell size is used to determine the character cell size in the PS 
data. 

11. A character set with triple-plane capability has three color planes into 
which characters may be loaded. For any code point (X'41' to X'FE') 
within the character set, each plane may be loaded independently; that 
is, a different character definition may be loaded into each of the color 
planes in the character set for that code point. 

For a triple-plane character set, if the COLOR field is B'OOl', B'010', 
or B'100', the character set data is loaded only into the specified char­
acter slots in that plane. Other COLOR values are reserved and rejected. 

For a triple-plane character set, if the COLOR field is B'OOO', the char­
acter set data is loaded into the specified character slots in all three 
planes. 

For a single-plane character set, if the COLOR field is B'OOl', B'010', 
or B'100', the data stream is rejected. 
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QUERY REPLY 

FUNCTION 

Transmits a response t~ a query request. The query request is sent in the 
Read Partition structured field. (See "Read Partition" on page 177.> 

FORMAT 

BYTE CONTENT MEANING 

0-1 L Length of this structure 

2 X'81' Query Reply 

3 REPLY Reply identifying code: 
CODE X'81' = Usable area 

X'85' = Character set 
X'86' = Color 
X'a7' = Highlight 
X'AO' = Device characteristics 

4-n PLIST Parameter 1 i st 

OPERATION 

In reply to a query, the device transmits inbound a set of structured fields 
that describe the device features. 

Each structured field has an 10 of X'Slnn', where nn ;s the reply code identi­
fying the feature. 

PLISi is a variable-length parameter ~lS~. For the parameter list for each 
reply code, see the specific query reply in the definitions that follow. 
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QUERY REPLY (CHARACTER SETS) 

FUNCTION 

Transmits information about (1) each character set supported, and (2) the 
ability of the device to support: 

• The Load PS structured field 
• A graphic escape character 

The SLU sends this form of query reply when responding to a Read Partition 
structured field indicating query. 

FORMAT 

BYTE BIT CONTENT MEANING 

0-1 l length of this structure 

2 X'81' Query Reply 

3 X'85' Character sets 

4 FLAGS 
0 ALT Graphic escape (GE): 

B'O' GE not supported 
B'l' GE supported 

1 RES Reserved 

2 MULTI Multiple character set capability: 
B'O' Load PS not supported 
B'l' Load PS supported 

3 EXT Extended form of load PS: 
B'O' load PS extended form not supported 
B'l' load PS extended form supported 

It MS Matrix size 
B'O' Fixed-size matrix 
B'l' Variable-size matrix 

5-7 RES Reserved 

5 RES Reserved 

6 SDW Default matrix width for load PS 

7 SDH Default matrix height for Load PS 

8-11 FORM Supported Load PS format types; bit encoded 
(If bit i = 1, then type i supported) 

12 Dl Length of each descriptor 

The base part is followed by one or more character set descriptors, each 
defining the characteristics of one character set located in either read-only 
storage or read-write storage. The length of each descriptor is contained in 
Dl. Its format is: 
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1 

o 

1 

2 

3 

4-7 

3 

SET 

FLAGS 

LOAD 
B 10' 
B' 1 ' 

TRIPLE 
B' 0' 
B' 1 ' 

CHAR 
B' 0 ' 
B'l ' 

CB 
B' 0' 
B' 1 ' 

RES 

LCID 

Device-specific character set ID (number 
of the read-only or read-write storage) 

Loadable: 
Nonloadable character set 
Loadable character set 

Triple plane: 
Single-plane character set 
Triple-plane character set 

Character representation: 
One-byte coded character set 
Two-byte coded character set 

Compare bit: 
LCID compare 
No LCID compare. 

Reserved 

Local character set ID 

4-15 RES Reserved 

OPERATION 

The parameters in the base describe the device's capability to support char­
acter sets, as follows: 

• The following description of the FLAGS byte in the base (byte 4) refers to 
the function sets supported by the device. 

ALT indicates that the device subset includes the AlT node. 

MULTI indicates that the device subset includes the MULTI node. 

EXT indicates that the device supports the extended form of the Load PS 
structured field. Thus, EXT = B'l' only if MULTI = B'l'. 

MS indicates that the device supports a matrix size that is related to 
the character set size, that is, the parameters SW and SH are present in 
each descriptor. If the device supports nonmatrix characters (as indi­
cated in byte 5 bit 1 of Query Reply (Usable Area», bytes 6 and 7 of the 
base (SDW and SDH) are not applicable and must be set to zero. As with 
EXT, MS = B'l' only if MULTI = B~l'. 

• SDW and SDH define the default matrix size. (See also SW and SH, below.) 

• FORM defines the Load PS format types supported by the device._ This field 
is a 32-bit field. Each bit corresponds to a format type that can be speci­
fied in Load PS (See TYPE field of Load PS on page 164.) Thus, if bit i = 1 
in FORM, the device supports format type 1 in Load PS. 

Currently, Load PS format types 5 and 6 are defined for LU T1. Bit values 
B'11111 .• 1' of the first byte of the field are reserved, as are bytes 2 
through 4. 

• DL defines the length of each descriptor (in bytes). 

The parameters in each descriptor define the characteristics of a character 
set, as follows: 

• SET defines the device specific ID. For a loadable set, this is the value 
specified in byte 6 of Load PS. SET also defines the key that can be used 
by the operator to select this character set. 

• LOAD indicates that this character set is loadable. 
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• TRIPLE i ndi cates that thi s character set has one or three planes. 

• CHAR indicates that this is a 1- or 2-byte coded character set. 

• CB indicates whether this character set can be compared for copy. (See also 
the CB field and subsequent discussions in Load PS on page 164.) 

• LCID identifies the local character set ID currently connected to this 
character set. The ID may not identify uniquely the contents. A value of 
X' FF' i ndi cates that thi s PS set is free (not assi gned) • LOAD PS allows an 
LCID to be connected to a loadable character set. The LCID is then the data 
stream value used in SA SNA character string controls to identify charac­
ters from this set. Nonloadable character sets have a default LCID 
assigned to them by the device in the range X'FO' through X'FE'. 

QUERY REPLY (COLOR) 

FUNCTION 

Transmits the color properties of the device if the device accepts or 
supports some set of color attribute values. 

The device sends this form of query reply when responding to a Read Partition 
structured field indicating query. 

FORMAT 

BYTE BIT CONTENT MEANING 

0-1 L Length of this structure 

2 X'Sl' Query Reply 

3 X'86' Color 

4 FLAGS 

0 Reserved 

1 
B'O' Printer only - A one-color 

ribbon is not loaded 
B'l' Printer only - A one-color 

ribbon is loaded 

2-7 Reserved 

5 N Length of color attribute list 
(N = number of CAV/COLOR pairs) 

m CAV(n) Color attribute value accepted by 
the device 

m+l CID(n) Color identifier of the color 
displayed/printed for CAV(n). 
Color identifiers are: 

X' 00' Default color 
X' F1 ' Blue 
X'F2' Red 
X' F3' Pink 
X'F4' Green 
X' F5' Turquoise 
X' F6' Yellow 
X' F7' Neutral 
X' FS' Orange 
X'F9' Black 
X'FA' White 
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OPERATION 

The parameters CAV(n) are all those color attribute values that are accepted 
by the device without causing a negative response. 

The parameters CID(n) identify the colors that are displayed or printed by 
the device for each of the accepted color attribute values. The device must 
either display the color whose architected color identifier is the same as 
the color attribute value or display the device default color. Except for 
CAV(n) = X'OO', translation by the device of a color attribute value to a 
color different from that architected for the specific color attribute value 
is not allowed, that is, the value of CID(n) can only be equal. to the value of 
CAVen) or to X'OO'. No other values are allowed. 

The CAV/CID pairs are repeated for each of the data stream values accepted by 
the device. 

The color associated with the CAV(n) value of X'F7' defines the default color 
that is displayed/printed when a single plane character set is referenced; 
the associated CID(n) value may be any of the values in CAV(n) including 
X'OO'. The value X'F7' for CID(n) indicates the default color is neutral. 
Neutral means black or white. 

The CAV(n) value of X'OO' may have an associated CID(n) value of any of the 
defined values except X'OO'. 

All devices that send Query Reply (Color) are required to have the values 
CAV1 = X'OO', CID1 = value associated with the the device default color, as 
the first entry in the CAV/CID pairs list~ 

Query Reply (Color) Example: 

CAV(n) CID(n) 
ATTR VALUE COLOR IDENTIFIER 

X'OO' X'F7' 

X'Fl' X'F1' 

X'F2' X'F2' 

X'F3' X'OO' 

X'F4' X'F4' 

X'FS' X'OO' 

X'F6' X'OO' 

X'F7' X'OO' 
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QUERY REPLY (DEVICE CHARACTERISTICS) 

FUNCTION 

Transmits the device's ability to support SHA Character String (SCS) func­
tions. 

The device sends this form of query reply when responding to a Read Partition 
structured field indicating query. 

FORMAT 

BYTE BIT CONTENT MEANING 

0-1 L Length of this structure 

2 X'Sl' Query Reply 

3 X'AO' Device Characteristics 

4-n Function descriptor structured fields 

The base part is followed by a descriptor: 

Set Print Density (SPD) descriptor 

BYTE BIT CONTENT MEANING 

0-1 L Length of this structure 

2-3 X'1104' SCS X'2B' identifier 

4-5 X'D229' Set Print Density descriptor 

6 X' 00' SPD is supported, default value ; s used 

7-8 X'OOnn' Default value for print density (for 
example, X'OOOA' is 10 characters per inch) 

9 X'02' CD (character density) parameter length 

10 X'60' The CD parameter is present sometimes, 
it only takes discrete values, 
and it appears only one time 

11 X'nn' Humber of discrete values supported by 
the device 

12-n The discrete CD values supported 

OPERATION 

The function descriptor is included in Query Reply (Device Characteristic) to 
indicate how an SCS function is supported. 
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qUERY REPLY (HIGHLIGHT) 

FUNCTION 

Transmits the types of highlighting supported by the device. 

The device sends this form of Query Reply when responding to a Read Partition 
structured field indicating query. 

FORMAT 

BYTE CONTENT MEANING 

0-1 L Length of this structure 

2 X'81' Query reply 

3 X'87' Highlight 

4 N Number of attribute-value/action pairs 

n Vi Data stream attribute value accepted 

n+1 Ai Data stream action 

OPERATION 

If a device accepts the highlight attribute type, then it must accept attri­
bute value X'OO' (default specification). It may optionally accept other 
attribute values. All accepted values are listed in the query reply. For 
each accepted value, the query reply lists the device action in replies of 
I-byte action codes. The action codes (Ai) are: 

X'FO' Normal (no highlight) 
X'Fl' Blink 
X'F2' Reverse video 
X'F4' Underscore 

In addition to the above, the action code may specify X'OO'. The code X'OO' 
indicates that the device action for the corresponding attribute value is the 
same as the action for the attribute value X'OO', that is, the default action 
of the devi ceo 
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An example of Query Reply (Highlight) is: 

BYTE CONTE:rH '. MEANING 

0-1 X'OOOC' length 

2 X'Bl' Query reply 

3 X'87' Highlight 

4 X'04' Number of pairs 

5 X'OO' Attribute value (default) 

6 X'FO' Normal (no highlighting) 

7 X'F1' Attribute value 

B X'OO' Action - default 

9 X'F2' Attribute value 

10 X'F2' Action - reverse video 

11 X'F4' Attribute value 

12 X'F4' Action - underscore 

QUERY REPLY (USABLE AREA) 

FUNCTION 

Transmits the size and characteristics of the screen or page. 

The SlU sends this form of query reply when responding to a Read Partition 
structured field indicating query. 

The screen or page is comprised of a specific number of cells. The number of 
these cells and their size is specified in this query reply. 

A character may be placed in each cell. Thi s character may be taken from any 
of the character sets defined in Query Reply (Character Sets). 

Note: A device may be implemented to allow the cell size to be controlled by 
the host (the host specifies the cell size in a Create Partition structured 
field). In this case, the host-specified value overrides the default 
described above. 
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FORMAT 

BYTE BIT CONTENT MEANING 

0-1 L Length of this structure 

2 X'81' Query reply 

3 X' 8l' Usable Area 

4 FLAGS 
0-1 RES Reserved. 

2 EXSF Structured field usage: 

B' 0' SCS Data supported 
B'1' SCS Data not supported 

3 HC Hard copy characteristics: 
B' 0' Not a hard copy device 
B' 1 ' A hard copy device 

4-7 ADDR Addressing mode 
X'F' Unmapped (no explicit addressing) 
Other Other values reserved. 

5 FLAGS 

0 RES Reserved 

1 CHAR Cha ra'cters 
B' 0' Matrix characters 
B 11 ' Nonmatrix characters 

(for example~ a belt printer) 

2-7 RES Reserved 

6-7 W Width of usable area in cells 

8-9 H Height of usable area in cells 

10 UNITS Unit of measure: 
X'OO' Inches 
X' 01' Millimeters 

11-14 Xr Distance between points in 
x direction as a fraction, 
measured in units: 

2-byte numerator 
2-byte denominator 

15-18 Yr Distance beb.Jeen points in 
y direction as a fraction~ 
measured in units: 

2-byte numerator 
2-byte denominator 

19 A~~ No of x-units in default cell 

20 AH No of y-units in default cell 

OPERATION 

EXSF indicates whether structured field support has been configured and is 
executable. 

HC indicates that this is a hard-copy device, that is, a printer. 

CHAR indicates matrix or nonmatrix characters. If CHAR = B'l' (nonmatrix 
characters), bytes 10-20 are not applicable and must be set to zeros. 
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Wand H define the size of the usable area in cells of size AW x AH (see also 
AW, AH). Thus, the total size of the usable area in points is W x AW by H x 
AH. 

The primary unit of measure is always character cells. Thus, W x H defines 
the maximum number of characters that can be presented in the usable area, 
when characters from a nonloadable set are being use. 

For a printer, Wand H are the maximum print position (MPP) and the maximum 
print line (MPL) supported by the hardware. These values correspond to the 
MPP and MPL values in the SNA character string (SCS). On some devices, MPP 
and MPL may be set by the operator. The values returned in this query reply 
refer to the hardware's capability, not to the current setting. 

UNITS, Xr and Yr define the spacing granularity. For example, if the device 
has 72.5 points/inch horizontally and 69 points/inch vertically, the the 
values would be: 

UNITS - X'OO' 
Xr - X'00020091' (that is, 2/145 decimal) 
Yr - X'00010045' (that is, 1/69 decimal) 

In combination with Load PS, the application can use these parameters to 
present data where precise dimensions are critical. Alternatively, if the 
relat~ve dimension (x/y aspect rat~o) is critical, the ratio Xr/Yr allows 
this relationship to be controlled. 

AW and AH define the default cell size for the device. They specify the smal­
lest cell size available for the presentation of characters from any nonload­
able character set. 

Generally, the values for Xr, Yr, AW, and AH are fixed for a given implementa­
tion. If the values can be changed, such as by an operator-actuated switch 
operation, the values defined are those in effect when a Read Partition (Que­
ry) is recei ved. 

READ PARTITION 

FUNCTION 

Queries the device as to its capabilities. 

FORMAT 

BYTE CONTENT ME.4NING 

0-1 L Length of this structure 

2 X'Ol' Read Partition 

3-4 X'FF02' This read is a query operation 

OPERATION 

A set of codes is transmitted to the sender of the Read Partition structured 
field. These codes describe the features on the device. (See "Sense Code 
Table" on page 184 for error conditions.) 
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RECOVERY DATA 

FUNCTION 

Sent from SlU to PlU in response to a Request Recovery Data structured field. 
It contains the recovery data needed by the PlU to recover from the error. 

FORMAT 

BYTE BIT CONTENT MEANING 

0-1 L length of this structure 

2-3 X'1031' Recovery Data 

4 Reserved 

5 Flags 

0 0 - Vertical format not needed on Restart. 
1 - Vertical format needed on Restart. 

1 0 - Horizontal format not needed on Restart. 
1 - Horizontal needed on Restart. 

2-7 Reserved 

6 SlD SlD (set line density) parameter in effect at 
the checkpoint. The default value (X'OO') indi-
cates the parameter is not to be reinitialized 
at restart. 

7 Char. Set Character set parameter of SA (set attribute) 
control in effect at the checkpoint. The 
default value (X'QQ') indicates the parameter is 
not to be reinitialized at restart. 

8-11 Vertical Byte offset from Set Checkpoint Interval struc-
tured field to the SVF (set vertical format) 
control in effect for the checkpoint. If the 
SVF control i s ~.Ji thi n a parameterized string the 
counter points to the control code of the param-
eter. It is set to zero (0) if no SVF control 
code ; s received. 

12-13 V-offset Byte offset within the sca (string control byte) 
string or structured field of the SVF character. 
The offset is to the uncompressed and uncom-
pacted character. It is set to zero (0) if the 
SVF character is not within an SCB string or 
structured field. 

14-15 V-seq'ce RU sequence number of the RU containing the SVF 
character. 

16-17 V-length Length of the SVF character string required for 
restart. 
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BYTE BIT CONTENT MEANING 

18-19 SPD SPD (set print density) parameter in effect at 
the checkpoint. The default value (X'OOOO') 
indicates the parameter is not to be reinitial-
ized at restart. 

20-23 Horizon. Same as vertical for SHF (set horizontal 
format) • 

24-25 H-offset Same as V-offset for SHF. 

26-27 H-seq'ce Same as V-sequence for SHF. 

28-29 H-length Same as V-length for SHF. 

30 Color Color parameter of SA (set attribute) in effect 
at the checkpoint. The default value (X'OO') 
indicates the parameter is not to be reinitial-
ized at restart. 

31 Hilite Highlight parameter of SA in effect at the 
checkpoint. The default value (X'OO') indicates 
the parameter is not to be reinitialized at 
restart. 

32-33 Pages Number of pages printed since the checkpoint. 

34-35 lines Number of lines printed on the page with the 
error. 

36-39 Chkpoint Byte offset from Set Checkpoint Interval struc-
tured field to the first character after the 
(code point or character) that caused an eject 
to the checkpointed page. If the character is 
within a parameterized string the counter points 
to the control code of the parameters. 

40-41 C-offset Byte offset within the SCB string or structured 
field of the checkpointed character. The offset 
is to the uncompressed and uncompacted 
character. It is set to zero (0 ) if the check-
pointed character is not within an SeB string or 
structured field. If the character is within a 
parameterized SCS control code this is an offset 
to the SCS control code. 

42-43 C-seq RU sequence number of the RU containing the 
checkpointed character. 

44-45 C-Seqoff B~/te offset within the RU of the checkpointed 
character. 

46-47 C-SCSoff Byte offset within the parameterized SCS control 
code (for example, TRN) of the checkpointed 
character. It is set to zero (0) if the check-
pointed character is not within a parameterized 
SCS control code. 

48 Prime Prime compression character in effect at time of 
checkpoint. 

OPERATION 

• Pages 

The pages indicate the number of pages that the SlU has printed since the 
checkpoint was taken that is being sent to the PlU. 
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• lines 

The lines indicate the number of lines that the SlU has printed since the 
beginning of the page on which the error had been detected • 

• Checkpoint (Chkpoint) 

The checkpoi nt fi eld is a 4-byte bi nary counter that i ndi cates the number of 
FM data bytes from the Set Checkpoint Interval structured field to the first 
code point after the code point that caused a page eject to the page for which 
a checkpoint is to be taken. That is, it counts all FM data bytes in the RUs 
following the latest Set Checkpoint Interval structured field. It then 
points to the first code point processed ~fter the printer ejected to the top 
of the page for which the interval count requires a checkpoint. If the eject 
was caused by a parameterized string, the counter points to the control code 
of the parameters (for example, the immediately preceding SCB control code). 

• C-offset 

C-offset is a 2-byte binary counter that indicates the position within a 
compression/compaction SCB string or structured field of the actual check­
point character. It points to the uncompacted/uncompressed position of the 
character, not the compressed/compacted position. 

This field is zero (0) if the checkpoint field points to the exact check­
pointed character. 

• C-SCS-offset (C-SCSoff) 

C-SCS-offset is a 2-byte binary counter that indicates the position within a 
parameterized SCS code of the checkpointed character. 

This field is set to zero (0) if the checkpointed character is not within a 
parameterized SCS code. 

• Verti cal 

The vertical field is a 4-byte binary counter that indicates the byte offset 
from the Set Checkpoint Interval structured field to the SVF code point in 
effect for this checkpoint. If no SVF code has been received this field is 
set to zero (0). If the SVF is inside a parameterized string, the counter 
points to the control code of the parameters (for example, the immediately 
preceding SCB control code.) 

• V-offset 

V-offset is a 2-byte binary counter that indicates the position within an SCB 
stri ng or structured fi eld of the SVF code. It poi nts to the 
uncompacted/uncompressed position of the SVF. 

This field is set to zero (0) if the vertical field points to the actual SVF 
code. 

• Horizontal (Horizon.) 

The horizontal field is a 4-byte binary counter that indicates the byte 
offset from the Set Checkpoint Interval structured field to the SHF code 
point in effect for this checkpoint. If no SHF has been received, this field 
; s set to zero (0). If the SHF is i nsi de a parameter; zed stri ng, the counter 
points to the control code of the parameter (for example, the immediately 
preceding SCB control code). 

• H-offset 

H-offset is a 2-byte binary counter that indicates the position within an SCB 
stri ng or structured fi eld of the SHF code. It po i nts to the 
uncompacted/uncompressed position of the SHF. 

This field is set to zero (0) if the Horizontal Field points to the actual SHF 
code. 
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• Flags 

Bit 0 of the flag field indicates whether or not the printer requires the SVF 
format to be present 1n the Restart structured field. If bit 0 is one (I), 
the primary must use the vertical field and V-offset to locate the SVF format 
and resend it in the Restart structured field chain. If bit 0 is zero (0), 
the primary does not have to send the SVF format as the printer can assure 
that the formats are still set properly. 

Bit 1 of the flags field is the same as bit 0, but for SHF. 

• Set Line Density (SLD) 

This field is the I-byte parameter field of the SLD in effect at the check­
point. The default value (X'OO') is used if SLD is not supported or has not 
changed since the checkpoint. 

• C-seq 

This field contains the RU sequence number of the RU containing the check­
pointed character. 

• C-seq-offset (C-seqoff) 

This field contains the byte offset within the RU of the checkpointed charac­
ter. 

• V-sequence (V-seq'ce) 

This field contains the RU sequence number of the RU that contains the SVF 
control code in effect at the checkpoint. 

• H-sequence (H-seq'ce) 

This field contains the RU sequence number of the RU that contains the SVF 
control code in effect at the checkpoint. 

• V-length 

This field contains the length of the SVF parameter string that must be 
returned in the Restart structured field. It includes the SVF control code 
and all parameters following. 

• H-length 

This field contains the length of the SHF parameter string that must be 
returned in the Restart structured field. It includes the SHF control code 
and all parameters following. 

• Set Print Density (SPD) 

This field is the 2-byte parameter field of the SPD in effect at the check­
point. The default value (X'OOOO') is used if SPD is not supported or has not 
changed since the checkpoint. 

• Color 

This field is the I-byte parameter field of the SA (set attribute) value for 
color in effect at the checkpoint. The default value (X'OO') is used if SA 
for color is not supported or has not changed since the checkpoint. 

• Character Set (Char. Set) 

This field is the I-byte parameter field of the SA (set attribute) value for 
character set in effect at the checkpoint. The default value (X'OO') is used 
if SA for character set is not supported or has not changed since the check­
point. 

• Hilite 

This field is the I-byte parameter field of the SA value for highlighting in 
effect at the checkpoint. The default value (X'OO') is used if SA for high­
lighting is not supported or has not changed since the checkpoint. 
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REQUEST RECOVERY DATA 

RESTART 

FUNCTION 

Sent from PlU to SlU to request recovery data for Print Job Restart. 

FORMAT 

BYTE BIT CONTENT MEANING 

0-1 l length of this structure 

2-3 X'1030' Request Recovery Data 

4 Reserved 

OPERATION 

This structured field must flow to enable the SlU to send the recovery data to 
the PlU. 

FUNCTION 

Sent from PlU to SlU to indicate that the restart is in progress and that a 
certain number of pages and lines should be bypassed before printing starts 
again using the data that follows. 

FORMAT 

BYTE BIT CONTENT MEANING 

0-1 l length of this structure 

2-3 X'1033' Restart 

4 Reserved 

5-6 Start Pg Number of pages to skip on restart 

7-8 Start ln Number of lines to skip on page for restart 

9-n SCS Data SCS data (noncompressed and noncompacted) to set 
up for restart 

OPERATION 

The SCS data fi el d must include the requ ired SHF and/or SVF and other SCS data 
for restart. The first byte of FM data resumes at the checkpoint spot or at 
the start of the SCB string or structured field containing the checkpoint 
spot in the following RU chain. 

• Start Page (Start Pg) 

The start page is the indication sent by the PlU to the SLU of the number of 
pages that are to be bypassed prior to printing during a restart operation. 
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SCS DATA 

• start Line (Start Ln) 

The start line is the indication sent by the PLU to the SLU of the number of 
1 i nes on the start i ng page that are to be bypassed pri or to pri nti ng duri ng a 
restart operation. 

• SCS Data 

SCS data is sent in the Restart structured field to reestablish various 
parameters to the state at the time of the checkpoint. For example, the SVF 
and SHF codes indicated by the vertical and horizontal offsets in the Recov­
ery Data structured field. Any SCS codes <control or graphic) may be 
included. Counts are reset to those at the ti me of the checkpoi nt aTter proc­
essing the SCS codes within the structured field. 

FUNCTION 

Allows SNA character string (SCS) controls and data to be intermixed with 
structured fields. 

FORMAT 

BYTE BIT CONTENT MEANING 

0-1 L Length of this structure 

2 X' 41' SCS Data 

3 X'OO' Reserved 

4-n Data SCS controls and data 

OPERATION 

The SCS data porti on of thi s structured fi eld is treated the same as SCS data 
not delimited by an SCS Data structured field. (For details on SCS controls, 
see Part 2 Chapter 1.) 

SET CHECKPOINT INTERVAL 

FUNCTION 

Passes from PLU to SLU the number of pages that are to be in the interval 
between checkpoints. It contains the recovery data needed by the PLU to 
recover from the error. 

FORMAT 

BYTE BIT CONTENT MEANING 

0-1 L Length of this structure 

2-3 X'1032' Set Checkpoint Interval 

4 Reserved 

5-6 Interval Checkpoint interval: Number of pages to be 
printed between checkpoints. A zero value indi-
cates that checkpoints are not to be taken. 
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OPERATION 

Interval specifies the number of pages in the interval between SLU check­
points. This number is set in the SLU by the PLU's use of the Set Checkpoint 
Interval structured field; it is a 2-byte value to enable checkpointing of 
jobs that use short forms without taking an excessive number of checkpoints. 

This structured field resets all previous checkpointed information. The 
checkpoint counters begin with the first FM data byte following the struc­
tured field. 

':SENSE CODE TABLE 

SNA SENSE CODES (HEX) 

1003 1005 0863 OTHER 

STRUCTURED FIELDS (all struc. flds.) 
Invalid structured field type X 
Missing structured field parameter X 
Reserved field is not zero X 

LOAD PROGRAMMED SYMBOLS 
Incorrect length 
Invalid data type X 
Invalid LCID (Values X'40' thru 
X'EF' are not considered invalid) X 

CHAR < X'41' or > X'FE' 
RWS not in range X'02'-X'07' 
RWS is valid but not installed 
EXTN not supported 
P-lann+h ;nrnrr~r~ 
Byt;"S;" obi t;- 3':"1"-not zero X 
Invalid LH or LW 
Byte 12, bits 5-7 invalid 
Excess bits in data 
Compressed data terminator 

incorrectly specified 
PS resource not available 

READ PARTITION 
Incorrect length 
Invalid read operation code X 
Read Partition not last structured 
field in chain 

Chain containing Read Partition 
does not specify CD 

Chain containing Read Partition 
does specify EB 

SCS DATA 
Incorrect length 
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PART 2 CHAPTER 4. FUNCTION MANAGEMENT HEADERS 

This chapter explains how function management headers (FMHs) are used to 
exchange information between session partners and how that information 
controls the activities performed by the LU (logical unit). It also defines 
the formats of the FM headers and shows how those FM headers are exchanged 
with the RU (request/response unit). 

This chapter need not be read by persons implementing LU-LU session types 2 
and 3. Those persons implementing LU-LU session types 1 and 4 should read the 
sections covering FMH-1 through FMH-3. Those persons implementing LU-LU 
session type 6 should read the sections covering FMH-4 through FMH-10. 

The RU is that part of the PIU (path information unit) that carries control 
information and end-user data between half-sessions. A control RU contains a 
request or an acknowledgment. A data RU may contain function management 

- head~--FM-H-s-), st r i n~ co-nt--l"'-O-l-b-y-t-e-s--{SC-Bs-)-, --da-ta,--or-any--c-omb-ina-t-ro-n- of--the 
three. The data can be any data stream allowed by the LU-LU session type. 
Examples of RU formats are shown in Figure 4-1. 

Control Transmissions 

TH RH Request 

TH RH (Positive response to FM data RU) 

TH RH Data (Negative response) 

Data Transmissions 

TH RH FMH 

TH RH FMH Data 

TH RH FMH FMH Data 

TH RH FMH SCB Da,ta SCB Data 

Fi gure 4-1. Examples of RU formats. The PIU i scomposed of the TH (trans­
mission header), RH (request/response header), and RU (request/response 
unit). Although the use is not exclusive, path control (PC) uses the TH, 
transmission control (TC) ~nd data flow control (DFC) use the RH, and session 
presentation services (SPS) and end users use the RU. The data formats are 
representative; not all formats are shown. 

TYPES OF FUNCTION MANAGEMENT HEADERS (FMH) 

Function management h~aders (FM headers or FMHs) enable an LU to send a data 
stream to a specific destination and control the way the data is presented at 
the destination. FM headers ~re the mechanism that one LU uses to select some 
of the funct ions it wants the presentat i on-serv ices components of its sessi on 
partner to perform. 
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FM headers are used in LU-LU session types 1, 4, and 6; they are not used in 
the SSCP-LU session or by LU session types 2 and 3. 

The BIND request's presentation services usage parameters indicate whether 
the LU is allowed to send FM headers in the RU. These parameters also define 
which optional FMH functions are permitted in the LU-LU session. Since FMH 
functions differ between session types, y~u should review the "FM Header 
Processing" secti6n and the BIND request description in the chapters that 
descri be LU-LU sessi on types 1, 4, and .6.' 

The request header (RH) contains a format indicator (FI) that, when on, indi­
cates that an FMH is at the beginning of the RU. The format indicator is set 
on in the RH of the first RU in the chain. If more than one FM header is pres­
ent in the RU, a concatenation flag is set on in each FMH that has another FMH 
following it. The rules that must be followed are described under "Rules for 
FMH-l, FMH-2, and FMH-3" below. 

The FM headers that can be used by LU-LU sessions are: 

FMH-l: FMH-l is used to select a destinati~n within an LU. A destination is 
themedi~m on which data is presented; it may be a device, a data set residing 
on a device, or a data stream. The medium select and destination name fields 
within the header identify the destination. The fields can be used alone or 
in combination as follows: 

• Medium select field (byte 2). Selects a medium (a device type and a partic­
ular logical component) within the lU. The LU mayor may not have a phys­
ical component that matches the medium selected. The absence of a console, 
for example, does not preclude the sending of an FMH-l selecting a console. 
In this case, the receiving LU may elect to direct the data to a printer or 
disk. The receiving LU is responsible for taking the appropriate action. 

Each medium has a default data stream. Unless you specify a different data 
stream in another field of the FMH-l, the medium select field defines the 
data stream to be used. (For allowable data streams, see "Function Manage-
___ J. U __ -J __ T •• __ 1 'I::MU_1'" ... _,_ •• J. ... _____ D __ J. 1 ,... ... __ .a.. ___ ., __ ...I r:: .&. __ 

III~II\' II~au~r IYt-'~ '" 'I nil "', i.I~"'V"'" '''I~II ;;J~~ I af \0 '" "llat-'\O~f;;J c;. allu J IVf 

limitations on their use.) 

• Destination name field (bytes 9-n). Selects a logical component (either 
alone or in combination with the medium select field), which implies a data 
stream. 

The physical device that is selected by the receiving LU is transparent to 
the session partner, but the session partner can influence the selection by 
using the demand select indicator in byte 3 of the FMH-l. For example, an LU 
may choose to use the indicator to prevent the session partner from spooling 
the data sent after the FMH-l. 

The FMH-l 1s used to initiate and conclude data traffic to a destination. It 
is also used to interrupt previously started data traffic (for example, to 
send a message to the console operator) and to resume it at a later time. 
Also, it can be used to indicate that the characteristics of the data stream 
are changing, but that the destination remains the same. Finally, the FMH-l 
identifies whether an SCB follows. 

FMH-2: FMH-2 specifies the data management activities to be performed at the 
destination selected with the FMH-l. Typical data management activities are 
adding and replacing records, creating and deleting data sets, and providing 
status information. An FMH-2 may be concatenated to an FMH-l. When it is, 
the FMH concatenation (FMHC) field of the FMH-l is set toone to indicate that 
another. FMH follows. 

FMH-3: FMH-3 carries information that relates to all destinations of both 
session partners. For example, a compa~tion table to compact and decompact 
data can be sent as an FMH-3 if the t~ble pertains to all destinations within 
the session. 

FMH-4: FMH-4 carries information for a transaction program called logical 
message services. The FMH-4 tells the receiver what to do with a block of 
data within a message, as defined by logical message services~ 
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FMH-5: FMH-5 identifies the transaction program that is to be attached to the 
receiving half-session. For example, a transaction program at the sending 
half-session sends an FMH-5 to tell the receiving half-session the name of 
the transaction program it wants to talk to. 

FMH-6: FMH-6 carries information that relates to work being done by the tran­
saction programs at each end of the session. For example, a transaction 
program sends an FMH-6 to identify the queue on which it wants the subsequent 
data to be placed. 

FMH-7: FMH-7 carries information that relates to a previous error on the 
session. For example, an FMH-7 and error information are sent when a session 
partner detects certain error conditions. 

FMH-IO: FMH-10 requests that the receiver prepare for a sync point. The 
receiving session partner, on the next flow, either requests a sync point or 
aborts the unit of work. 

The next section in this chapter discusses the rules for using FM headers. 
You should use Figure 4-2 to decide which of the FMH descriptions you need to 
read for the LU-LU session type you are using. 

Types of FM 
LU-lU session type headers allowed 

o User defined 
1 1, 2, 3 
2 None 
3 None 
4 1, 2, 3 
6 4, 5, 6, 7, 10 

Figure 4-2. FM headers allowed by lU-lU session type 

FM HEADERS FOR LU-LU SESSION TYPES 1 AND 4 

USING FMH-l FOR DESTINATION SELECTION 

Function management header type 1 (FMH-1) has seven functions that can be 
used by an LU to control the direction of data movement with another LU. 
These functions are: 

BEGIN Selects a destination (called the "active" destination) at the 
receiving partner to which the sending partner will send data 

SUSPEND Interrupts, or suspends temporarily, data traffic to the active 
destination 

RESUME Causes the destination that was last suspended to again become the 
active destination 

END Ends data traffic to the active destination 

BEGIN/END Selects a destination, transmits data, and ends traffic in one 
operation 

END-ABORT Abnormally ends data traffic to the active destination 

CONTINUE Retains the active destination, but changes FMH-1 parameters 
describing the data to be transmitted 
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A.default destination is assumed when FM headers are~sed by the session and 
data i s sen~ or recei ved wi thout an FMH-l (wi th no speci fi c desti nati on 
active). The default destination. and data format are:. 

Medium = Console 
logical subaddress = 0 . 
No de~tination name (DSNAME) 
No compression 
No compaction 

The.process of managing which destination i.s active is done by the session 
partners maintaining stacks, or push-down queues. A stack entry contains all 
the device control information needed to manage the device, or it points to 
that information. 

A pa i r of stacks may be viewed as conta in i ng the dest i nat ions begun by one LU 
and received by the other. If lU A selects destination 1, then suspends it 
and selects destination 2, the stacks will appear: 

lU A Send Stack 

FMH-1 for 
destination 2 

FMH-1 for 
destination 1 

LU B Receive Stack 

FMH-l for 
destination 2 

FMH-l for 
destination 1 

A second pair of stacks contains the destination(s) begun by the session 
partner (LU B). When lU B begins a destination, the stacks contain: 

LU A Send Stack lU A Rcv. Stack LU B Rcv. Stack lU B Send Stack 

FMH-l for FMH-1 for FMH-1 for FMH-l for 
destination 2 destination 3 destination 2 destination 3 

FMH-l for 
destination 1 

FMH-1for 
destination 1 

The active destinations appear at the top of the stacks one active desti-
nation for each direction. All other entries in the stacks are called 
suspended destinations. 

A parameter in BIND defines the depth of the stacks; that is, how many FMH-1s 
the stack can hold. If a one-level stack is selected, there can be one desti­
nation selected. The destination cannot be suspended; it must be ended 
before another destination is begun in th~t direction. 

If a two-level stack is selected, the active destination can be suspended, 
and data sent to a second destination (as shown above). Suspending a print 
job and s~ndinga message to an operator is an example of how a two~level 
stack can be used. 

If a three-level stack is selected, two destinations can be suspended and 
data sent to a third destination. 

Each half-session controls its own send stack and, through the FMH-1s it 
sends, its active destination. Either half-session can terminate session 
traffic abnormally. By using the stack reference indicator (SRI) in the 
FMH-l, an lU can identify either half~session's send stack and send an 
END-ABORT FMH-1 against the active.destination in that stack. By·using the 
end bracket iridicator tEBI) in the RH, an LU can reset all stacks'for the 
half-session. 

The following destination selection operations are defined: 

• The sender and receiver of a BEGIN wri te an entry in the fi rst element of a 
stack. All other entries in the stack remain Unchanged. 
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• The receiver of BEGIN activates all information contained in the FMH-1 and 
FMH-2 except: 

Length of header 
Concatenated or not 
Type of header 

• The receiver of BEGIN/END writes an entry in the first element of a stack, 
activates all information contained in the FMH-1 and FMH-2, and after proc­
essing any data, erases all information. 

• The sender and receiver of SUSPEND push down all entries in a stack by one 
element. The first element becomes empty; that is, it has no entry. The 
destination previously active becomes the second element. 

• The receiver of SUSPEND saves all information that was activated by the 
previous BEGIN. 

• The sender and receiver of RESUME pop up all entries in a stack by one 
element. The second entry, previously suspended, becomes active. The last 
entry in the stack, if present, is moved up one element, and the last 
element of the stack becomes empty. 

• The receiver of RESUME restores all information that was saved from the 
previous SUSPEND. 

• The receiver of END or END-ABORT erases all active information in the top 
entry of the stack. 

• The sending or receiving of a CONTINUE has no effect on the stack. 

• The receiver of CONTINUE overlays the information contained in the CMI, 
CPI, and ERCL fields ~f the FMH-1. (These fields are for compression, 
compaction, and exchange record length, respectively.) All other informa­
tion remains active from the previous BEGIN. 

• A stack is reset when all its elements are empty. In addition, the stacks 
are reset whenever the half-session enters in-brackets state. The stacks 
also are reset by ACTPU, DACTPU, ACTLU, DACTLU, BIND, SDT, CLEAR, and 
UNBIND. 

The rules to be used for these operations are defined under "Rules for FMH-1, 
FMH-2, and FMH-3" on page 191. 

USING FMH-2 FOR DATA MANAGEMENT 

Frequently, an LU needs to be able to access data located at its session part­
ner. Function management headers type 2 (FMH-2s) enable an LU to perform 
these data management operations. The FMH-2 is the way one LU tells another 
LU what it wants done at the active destination it specified in a previous 
FMH-l. 

A variety of data set organizations are permitted: 

• Sequential. Sequential access to all records 

• Addressed direct. Relative data set using a record number for retrieval 

• Keyed direct. Relative data set using a key for retrieval 

• Keyed indexed. Indexed data set using a key for retrieval 

An LU uses FMH-2s to create and modify these data sets. Changes can be 
performed on a record or a group of records. In addition, several FMH-2s 
allow the LU to send and receive status information about the data set. 

In some cases, more than one FMH-2 can be used to perform an operation. One 
header can define the operation to be performed, while another tells where to 
perform it or provides a password. The FMH-2 that defines the operation is 
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the root FMH-2. The ones that identify where the operation is to be performed 
or provide the password are the extension FMH-2s. 

Root and extension headers are shown in Figure 4-3. 

Operation Type FMH-l Root FMH-2 Extension FMH-2 

Destination selection Begin 
Begin/end 
Resume 

Volume selection Begin 
Begin/end 

Volume ID, Password 
Volume 10, Password 

Data set (Note) Create data set 
Scratch data set 
Scratch all data sets 
Erase data set records 

Password 

Record (Note) Add 
Add replicate 
Replace 
Replace replicate 
Erase 

Record 

Record 
Record 
Record 

Password 
Password 
Password 

ID, Password 
Password 

ID, Password 
ID, Password 
ID, Passt.-.lord 

Compression and 
compaction 

(Note) Compaction table 
Prime compression character 

Operation information (Note) Peripheral data information 
record 

Status (Note) Query for a data set 
Note 
Note reply 

Password 

Scheduling (Note) Execute program offline 

Record identification (Note) Record ID, Password 

Note: A destination must be active, that is, a BEGIN, BEGIN/END, CONTINUE, or 
RESUME FMH-1 must have been the last FMH-1 issued. If no destination is active, the 
transmission goes to the console. 

Figure 4-3. FMH-1 and FMH-2 relationship. Data management is accomplished using 
function management headers (FMHs). An FMH-l is used to select a destination, then 
FMH-2s are used to process data at that destination. 

In summary, this section has defined how an LU is able to access data in 
specific data ~ets using FMH-1 and FMH-2. As such, the LU sends and receives 
information from a single destination -- the active destination. 

There is some information, however, that applies to all destinations in the 
session. To send and receive this common information, an LU uses function 
management headers type 3 (FMH-3s). 

USING FMH-3 FOR DATA MANAGEMENT 

Function management headers type 3 (FMH-3s) carry information that pertains 
to all destinations of the session. The FMH-3 format is identical to the 
FMH-2 format except that the FMH-3 does not have a stack reference indicator, 
having no need to identify a specific destination. 

An FMH-3 cannot be concatenated to other headers; it must be sent as the first 
header in a chain. Some FMH-3s permit headers to follow. (See "FMH-3 Concat­
enation and Chaining Rules" on page 195.) 

FMH-3 functions are showni" Figure 4-4 and defined under "Function Manage­
ment Header Type-3 (FMH-3)" on page 227. 
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Type of Operation 

Compression and 
compaction 

FMH correlation 

FMH-3 Function 

Query for a compaction table 

Send a compaction table 

Send a prime compression character 

Send a series ID 

Send status 

Figure 4-4. FMH-3 functions. FMH-3 is used to process information for all 
destinations in the LU-LU session. 

RULES FOR FMH-l, FMH-2, AND FMH-3 

Hierarchy Rules 

Hierarchy rules describe how and when headers are used. The following rules 
specify and define FMH-1, FMH-2, and FMH-3 interactions: 

1. An FMH-1 must be used to select a destination except for the default 
destination (use the BEGIN, BEGIN/END, or RESUME form of FMH-1). A 
destination, once selected, becomes the active destination. 

2. An FMH-1 must be used to indicate completion of the selected destination 
(use SUSPEND or END). . 

3. All FMH-2s apply to the active destination. 

4. An FMH-2 may occur only when a destination is active and may occur: 

Immediately following an FMH-1 or another FMH-2 

As the first FM header in an RU chain 

5. An extension FMH-2 applies to the last root FMH-2 sent for the active 
destination. 

6. An FMH-3 applies to all destinations in the LU-LU session. 

7. An FMH-3 may be sent at any time; a destination need not be active. 

FMH-l Destination Selection Rules 

Rules for selecting destinations are listed below and summarized in Figures 
4-5 and 4-6. 

1. A BEGIN, BEGIN/END, or RESUME is valid only when the first element of a 
stack is empty~ An error response must be returned if the first element 
is not empty. (See Figure 4-5.) 

2. An END, END-ABORT, CONTINUE, or SUSPEND is valid only when an entry is in 
the first element of a stack. That is, a destination must be active to 
suspend or end (normal or abort) it. An error response may be returned if 
the fi rst element is empty. (See Fi gure 4-5.) 

3. BEGIN, SUSPEND, RESUME, CONTINUE, and END must be sent with the stack 
reference indicator (SRI) set to zero; only END-ABORT and, for reply-type 
structured fields only, BEGIN/END may be sent with the SRI set to one. 
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4. The receiver of a BEGIN retains all the information contained in the 
FMH-l except FMHC and SRI information. The receiver also is required to 
retain related, static FMH-2 information. The sender of BEGIN is not 
required to resend this information on a subsequent SUSPEND, RESUME, END, 
CONTINUE, or END-ABORT. 

5. Since a stack entry contains all the destination selection parameters 
contained in the FMH-l as well as related, static information contained 
in subsequent FMH-2s (such as VOLUME ID), the receiver of a SUSPEND, 
RESUME, END, or END-ABORT performs the appropriate destination selection 
operation. No other parameters in these FMH-ls are examined. 

6. After a destination has been selected using BEGIN, the destination 
remains active, and all FM data is sent to the active destination until 
another FMH-l is sent to change the active destination. 

7. The use of SUSPEND requires the use of RESUME to continue directing data 
to the suspended destination. 

Input Stack Condition 

BEGIN Pl = Empty 
Pl -- Empty 

END or Pl = Empty 
END-ABORT Pl -- Empty 

SUSPEND Pl = Empty 
Pl -= Empty 

RESUME Pl = Empty 
Pl -- Empty 

CONTINUE Pl = Empty 
Pl -- Empty 

BEGIN/END Pl = Empty 

Pl ~= Empty 

Output 

Write to stack 
Error (mandatory -RSP X'l008200l') 

Error (-RSP X'l0082002') 
Erase active destination entry 

Error (-RSP X'l0082002') 
Push down stack 

Pop up stack 
Error (mandatory -RSP X'l008200l') 

Error (-RSP X'l0082002') 
Use active destination with any 
altered CMI, CPI, or ERCL 

Write to stack and erase active 
destination at completion of operation 
Error (mandatory -RSP X'l008200l') 

Figure 4-5. Summary of destination selection operations. Pl is the top 
entry in the stack. 
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SEQUENCE 1: 

LU X 
Send stack 

A 
Empty, A 

SEQUENCE 2: 

LU X 
Send stack 

A 
Empty, A 

B,A 
Empty, A 

A 

---BEGIN A----> 
--SUSPEND A---> 
-No FMH, data-> 

---BEGIN A----> 
--SUSPEND A---> 
---BEGIN B----> 
----END B-----> 
--RESUME A----> 
-No FMH, data-> 

LU Y 
ReceTVe-stack 

A 
Empty, A 
(Data without an FMH-1 
1S sent to default 
destination) 

LU Y 
ReceiVe-stack 

A 
Empty, A (Hote 1) 

B,A 
Empty, A 

A (Note 2) 
(Data without an FMH-1 
is sent to destination A) 

Figure 4-6 (Part 1 of 2). Sample stack sequences. 
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SEQUENCE 3: 

lU A lU r 
Send stack Rcv stack Rcv stack Send stack 

A 

A 

A 

SEQUENCE 4: 

lU A 

Reset 

B 

B 

---BEGIN A---> A Reset 
----data-----> 

(Note 3) 
<---BEGIN B--- A B 
<---data------

(Note 4) 
data A B 

-------------> 
(Note 5) 

lU r 
Send stack Rcv stack Rcv stack Send stack 

A Reset 
A Reset 

A Reset 
A Reset 
A Reset 

Empty, A Reset 

Notes: 

---BEGIN A---> A 
<--- +RSP----- A 

(Note 6) 
----data-----> A 
----data-----> A 
<--- -RSP----- A 

(Note 7) 
---SUSPEND---> Empty, A 
----data-----> 

(Notes 8,9) 

Reset 
Reset 

Reset 
Reset 
Reset 

Reset 

1. The use of SUSPEND requires the use of RESUME to continue directing data 
to destination A. 

2. If RESUME A were not sent, the data following END B would be directed to 
the default destination. 

3. Data directed to destination A. (A stack is reset when all stack 
elements are empty.) 

4. Data directed to destination B. 
5. Data directed to destination A. 
6. A positive response is returned to a BEGIN FMH-l sent OIC. 
7. Negative response does not put the default destination in LU X send stack 

or LU Y receive stack. 
8. Data directed to default destination. 
9. If SUSPEND were omitted from this sequence, the data following the nega­

tive response would be directed to destination A. 

Figure 4-6 (Part 2 of 2). Sample stack sequences. 

FMH-l concatenat;on and Chs;n;ng Rules 

1. An FMH-l cannot be concatenated to another FMH-1. 

2. An FMH-2 cannot be concatenated to an FMH-1 indicating SUSPEND, CONTINUE, 
END, or END-ABORT. 

3. An FMH-2 can be concatenated to an FMH-1 indicating BEGIN, BEGIN/END, or 
RESUME. 
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4. An FMH-3 cannot be concatenated to an FMH-1. 

5. An FMH-1 must be contained within a chain. 

FMH-I Data Rules 

1. An FMH-l indicating SUSPEND, CONTINUE, or END-ABORT must be sent without 
FM data. 

2. An FMH-l indicating BEGIN, BEGIN/END, RESUME, or END may be sent with or 
without data. 

3. An EB resets the send and receive stacks for both directions. 

4. CLEAR and SDT reset the send and receive stacks in both directions. 

FMH-2 Concatenation and Chaining Rules 

1. A root FMH-2 may be sent alone, or it may be concatenated to an FMH-1. 

2. A root FMH-2 cannot be concatenated to an FMH-1 indicating SUSPEND, END, 
or END-ABORT. 

3. Only one root FMH-2 is allowed per chain. 

4. Extension FMH-2s follow these rules: 

a. A VOLUME-ID FMH-2, when sent, must be concatenated to an FMH-1. 

b. A RECORD-ID FMH-2 may be sent alone in a chain, or it may be concat­
enated to a root FMH-2. 

c. A PASSWORD FMH-2, when sent, must be concatenated to an FMH-1, a root 
FMH-2, or an extension FMH-2. 

d. More than one extension FMH-2 is permitted per chain, but there can 
be only one of each kind per chai n. 

5. An FMH-2 must be contained within a chain. 

FMH-2 Data Rules 

1. FM data may follow an FMH-2 or be sent as the next chain. 

2. If no root FMH-2 is concatenated to an FMH-1 with FM data, sequential 
addition of records (the ADD FMH-2) is the default. 

FMH-3 Concatenation and Chaining Rules 

1. An FMH-3 must be sent first in a chain. 

2. The SERI ES-ID FMH-3 and the STATUS FMH-3 permi t an FMH-l or FMH-2 to be 
concatenated to them. 

3. An FMH-3 must be contained within a chain. 
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SENSE CODES FOR FMH-l, FMH-2, AND FMH-3ERRORS 

The logical errors concerned with the hierarchy, format, and protocol of FM 
headers are reflected in user sense codes appended to the system sense code 
X'1008' (invalid FM header). FM header session errors and data processing 
errors also follow this approach. If this level of error detection is not 
provided, then the sense code X'10080000' is returned. 

In addition to FM header errors (sense codes X'10080000' or X'1008xxxx'), 
other request error as well as request reject errors, transmission control 
errors, and path control errors may be sent or received to an RU chain 
containing only FM header(s) or FM header(s) and end user data. 

Session Errors (100840xx) 

Invalid FMH type (4001) 
Invalid FMH code (4002) 
Compression not supported (4003) 
Compaction not supported (4004) 
Basic exchange not supported (4005) 
Only basic exchange supported (4006) 
Medium not supported (4007) 
Code selection compression violation (4008) 
FMHC not supported (4009) 
Demand serect not supported (400A) 
DSNAME not supported (400B) 
Invalid medium subaddress field (400C) 
Insufficient resources to perform FMH function (4000) 
DSP select not supported (400E) 

FM Header Protocol Errors (100820xx) 

Invalid destination -- active (2001) 
Invalid destination -- inactive (2002) 
Invalid destination -- suspended (2003) 
Invalid suspend-resume sequence (2004) 
Interruption level violation (2005) 
Invalid resume properties (2006) 
Destination (MEOIUM.SUBAOORESS.OSNAME) not available (2001) 
Invalid end sequence (2008) 
Invalid FM header length (2009) 
Invalid field setting -- reserved field set to one or setting not 

defined (200A) 
Invalid destination -- destination does not exist (200B) 
Invalid ERCL (200C) 
Invalid OST (2000) 
Invalid concatenation -- header can not be concatenated (200E) 
FM data not allowed for header (200F) 
Bind FM header set violation (2010) 
FM header not sent concatenated (2014) 
Stack reference indicator invalidlY set to one for BEGIN, SUSPEND, 

RESUME, or END FMH-1 or for FMH-2 (2019). 
Unable to accept CMI modification (201A) 
Unable to accept CPI modification (201B) 
Unable to accept ERCL modification (201C) 

Data Processing Errors (100808xx) 

Invalid function code par<;lmeters (0801) 
Forms function cannot be performed (0803) 
Unable to perform copy function (0805) 
Compaction table outside supported subset (0806) 
Invalid PDIR identifier (0801) 
Printer train function cannot be performed (0808) 
FCB Load function cannot be performed (0809) 
FCB load function not supported (OaOA) 
Invalid compaction table name (080B) 
Invalid ACCESS (OaOC) 
Invalid RECLEN (0800) 
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Invalid NUMRECS (080E) 
Data set in use (080F) 
Data set not found (0810) 
Invalid password (0811) 
Function not allowed for destination (0812) 
Record too long (0813) 
Data set full (0814) 
Invalid RECID (0815) 
Invalid VOlID format (0817) 
Number of logical records per chain exceeded (0818) 
Data set exists (0819) 
No space available (081A) 
Invalid VOlID (081S) 
Invalid DSACCESS (081C) 
Invalid RECTYPE (081D) 
Insufficient resolution space (081E) 
Invalid key technique (081F) 
Invalid key displacement (0820) 
Invalid key (0821) 
Invalid N (number of records) (0822) 
Invalid KEYIND (0823) 
Invalid SERID (0824) 
Invalid RECID format (0826) 
Password not supplied (0827) 
Record ID not supplied (0828) 
Volume ID not supplied (0829) 
Invalid PGMNAME (082A) 

Note: The capitalized words above are parameters within an FMH-l, FMH-2, or 
FMH-3. (See the header formats later in this chapter for parameter defi­
nitions.) 

FM HEADERS FOR LU-LUSESSIOH TYPE 6 

USING FMH-4 FOR DESCRIBING DATA 

FMH-4 may be used by one session partner to describe the data it is sending to 
the other session partner. The data is handled on each end of the session by 
transaction programs. The transaction program that uses FMH-4s is called 
logical message services (lMS). 

The message manager within lMS is responsible for adding messages (received 
from the session partner's lMS) to the appropriate queue. It is also respon­
sible for dequeuing messages requested by other programs at its end of the 
ses~ion and passing the messages to them for processing. 

Each message lMS receives from the session partner is preceded by an FMH-4. 

Transmission Types 

The transmission type is specified by a 2-byte field in a header. The first 
byte indicates the data stream type, and the second byte provides any quali­
fying information. The data stream types are: 

Type code used Denotes 
X'OOOO'-X'3FOO' Reserved 

X'4ncc' Field formatted records. First byte indicates type 
of records (see explanations below), and second 
byte identifies separator used between records. 

X'5000'-'FEOO' Reserved 

X'FFOO' Type is specified only at a lower level. 
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F;eld Formatted Records (FFRs) 

The data portion of a field formatted record (FFR) comprises a sequence of 
transmission fields. The data content is not restricted in terms of 
contained byte-values. The essential property of an FFR is that it can be 
decomposed into separate fields by the receiving message manager based on a 
combination of information contained in the (explicit or implicit) headers 
and in the record data content. 

The following description assumes that the message manager obtains the 
following information when it does a read for an interchange unit: 

1. FMH = Yes/No 
2. DBA = ATTDBA (deblocking algorithm) 
3. Count of byte string 
4. Byte stri ng 

The FFR form seen by the message manager is: 

Byte 

o to n 

n+1 to m 

Contents 

A logical record header. The header length is 
not explicit in the data stream. 

The data portion, called the logical record. 

Several FFR formats are defined. The purpose of these formats is to provide 
data stream conventions for indicating information about transmission-field 
to stored-logical-record-field relationships. The information concerned 
covers: 

1. Whether an omitted transmission field is to replace a stored logical 
record field with a zero-length value or is to leave the stored logical 
record field unchanged 

2. To indicate the number of bytes in the transmission field value, and to 
control the length of the corresponding stored logical record field 

3. To indicate which stored logical record field a transmission field 
appl i es to 

Three formats are defined: 

FFR-FNI 
FFR-FS 
FFR-FS2 

X'40' 
X'41' 
X'42' 

Fixed fields without field separators 
Fixed fields with field separators 
Fixed fields with or without field separators 

FFR-FNI format. The FFR-FNI format relies on field ordering and a trans­
mission field for every stored logical record field to indicate c) above; all 
remaining information must be communicated via embedded data conventions 
understood by the maps involved. 

The logical record comprises a sequence of transmission fields which are 
matched, in sequence, with fields in the corresponding stored logical record. 
A transmission field is a sequence of bytes with no leading or trailing sepa­
rator. Any conventions concerning selector fields are receiver-map under­
stood. 

FFR-FS format. The FFR-FS format also relies on field ordering and a trans­
mission field for every field to indicate c) above. Further, a predefined 
separator character indicates unchanged fields of a) above, and indicates the 
number of bytes in the transmission field. 

The logical record comprises a sequence of fields which are matched, in 
sequenca, with fields in the corresponding stored logical record. 

A transmission field is terminated by the first occurrence of a 
transmission-defined separator character. The separator character is 
defined following the X'41' FFR-FS code i.n the transmission type portion of 
the FMH-4. 
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If there are no data bytes preceding the separator of a transmission field, 
the transmission field has no effect on the corresponding stored logical 
record field. Otherwise, the bytes preceding the separator are applied to 
the stored logical record field using map-specified rules. 

FFR-FS2 format. The FFR-FS2 format is similar to the FFR-FS format, but is 
characterized by the use of a predefined separator character or the use of a 
predefined receiver map to determine field length. 

Fields are terminated by either the separator character defined in the byte 
after the X'42' FFR-FS2 code of the FMH-4, or the maximum length of the field 
as defined in the receiver map. 

Command Execution Rules fo~ FMH-~ 

Command rules are: 

1. Make a stored logical block of the specified attributes the new last 
element in the current logical message. 

2. If the block is elementary, make the data portion of the current trans­
mission block the value of the new block. 

3. If the block is compound, construct the block value by constructing its 
component stored logical records. 

Message Se~v;ce E~~o~s 

The following sense codes are defined. They constitute negative responses 
for sender ERP and may be associated with message text flowing with FMH-7 for 
selective receiver ERP. 

Sense Code 

1008 COOO 
1008 COOl 
1008 C002 
1008 C003 

Header not supported 
Invalid header length 
Logical message services block-level error 
Version ID mismatch 

USING FMH-S FOR ATTACHING TRANSACTION PROGRAMS 

FMH-5 FUNCTIONS: Function management header type 5 (FMH-5) has three func­
tions that can be used by one half-session to control the attachment of tran­
saction programs at the session partner on an LU_T6 session: 

• The ATTACH FMH-5 is used to tell the session partner to attach a specific 
transaction program, called the destination program. The ATTACH FMH-5 
contains the following information: 

Data stream profile (DSP) 
Deblocking algorithm (DBA) 
Destination program name (DPN) 
Return destination program name (RDPN) 
Primary resource name (PRN) 
Return primary resource name (RPRN) 
Destination process queue name (DQN) 
Access code 

• The DATA DESCRIPTOR FMH-S is used to tell the session partner of a change in 
the characteristics of the data stream, such as a new data stream profile 
or deblocking algorithm. 

• The RAP FMH-S (reset attached program FMH-S) is used to tell the session 
partner to detach the specified transaction program. 
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DATA STREAM PROFILE (DSP): The DSP field defines the type of data stream that 
is to be sent. The field also permits an implementation-defined modifier. 

DEBLOCKING ALGORITHM (DBA): The ATTDBA field of the FMH-5 identifies the 
algorithm used to create the quantity of data seen by a transaction program 
in a single read operation from its half-session. The defined deblocking 
algor; thms are: 

A chai n of RUs 
Variable-length records 

An RU is composed of the FM data following the RH. 

A chain of RUs can be composed of any generalized FM data, as delimited by end 
of cha in (EC). 

Variable-length records can be composed of any binary data, delimited by a 
self-defining length. Records are of the form: 

I length I data 

The length field is 2 bytes. The length specified includes the length field. 

For output purposes, similar algorithms can be selected for the placement of 
application data into RUes) and chain(s), for example: 

Application data equals chain 
Variable-length records 

A default DBA selection may be specified for both input and output. The iden­
tification of the default deblocking algori~hms is receiver defined. DBA is 
explicitly or implicitly (default) required for each message within an LU_T6 
session. 

DESTINATION PROGRAM NAMES (DPNj: Destination program names provide a mech­
anism for selecting transaction programs within a transaction processing 
system (TPS). In the absence of an explicit program name, which is identi­
fied in the ATTDPN field of the FMH-5, a default program can be selected. 

As programs run synchronously within the half-session, errors associated with 
the program can be reported if necessary via responses. A program in a queued 
system might be either the map procedure, that is, an interpretive program as 
in IMS, or perhaps a TPROCESS Queue in TCAM. For programs that execute within 
the half-session, a synchronous transaction code is appropriate for the 
program name. Reasonable defaults might be, respectively: 

The normal edit procedure and context router 
A customer-defined TCAM application 
The existing transaction decode algorithm 

NAMING TRANSACTION PROGRAMS: Transaction program names can be comprised of 
any combination of graphic characters. Implementation- and user-defined 
program names must have a first character that is a graphic (X'40' to X'FE'). 
All IBM service program names have a first character that is a nongraphic 
(less than or equal to X' 3F t

). The assi gned leadi ng character for these 
service programs is! 

IBM service program 

System message program 
Scheduler program 
Queue program 
DL/l program 

Value 

X' 01' 
X'02' 
X'03' 
X'05' 

RETURN DESTINATION PROGRAM NAME (RDPN): The sending half-session may identify 
one program to receive a reply from the destination program in the session 
partner. The reply (or replies) occurs when the destination program 
completes the original request(s) of the sending program. The name of the 
program that is to receive the reply is sent to the destination program in the 
ATTRDPN field of the FMH-5. 
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The RDPN may be used to support a pseudo-conversation between two TPSs over a 
period of time. One TPS sends a message to the other, providing the RDPN in 
the FHM-5 that will handle the reply. The second TPS processes the request, 
possibly generating collateral processing, and, by using the RDPN, sends its 
reply to the originating program. 

The receiving (destination) TPS need not use the RDPN. 

If an RDPN is not received, a TPS may send a reply to the originating program, 
or it may select another program in the originating TPS and send the reply to 
that program. 

If a return program name is not received, no default is provided by the 
receiver, and the ultimate application is responsible for the creation of a 
program name to be used with the reply if one is to be generated. 

PRIMARY RESOURCE NAME (PRN): In order to select and initiate a program in a 
TPS, it may be necessary to acquire a number of system resources required by 
that program for successful initiation. The required resources are normally 
specified by the requesting system, and must be validated by the receiving 
system before accepting (responding) to the request. Since these resources 
are to be acqui red by the recei vi ng system, they must be carri ed wi th the 
program initiation request. 

Typically within a TPS, a named program is associated with another resource 
or group of resources, such as the attaching terminal or a database. With 
LU_T6, it is possible to extend the resources associated with a named program 
to include a resource in the other half-session as well as a terminal. It is 
possible to send a request for program initiation on an LU_T6 session and to 
specify that the program is to be attached only on the acquisition of named 
resources at the receiver. The named resources are specified in the ATTPRN 
field in the ATTACH FMH-5. 

The ATTPRN field may not be present if the program name does not require 
resources in order to be successfully attached. 

RETURN PRIMARY RESOURCE NAME (RPRN): Because a primary resource can be nomi­
nated when initiating a program, a return primary resource name can be asso­
ciated with the return program. As with the return program name, this RPRN 
would be routed back with the reply (if generated) to the first system. 
Application override is possible as with return program name. 

The combination of the above four fields (ATTDPN, ATTPRN, ATTRDPN, and 
ATTRPRN) allows message routing facilities between the two sets of primary 
resource names as illustrated below: 

APPL APPl 

0 0 
System System 

0 A B 0 
-- - ~ --

A message originating at terminal T1 on system A is directed to application 
B1 on system B for eventual return to terminal T1 via program A1. 
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System A System B 

(1) ATTACH (2) ATTACH 
DPN=Bl DPN=A1 
PRN= PRN=T1 
RDPN=Al RDPN= 
RPRN=Tl RPRN= 

A message originating at terminal T4 in system B is directed to application 
A2 in system A for return to terminal T4 via application B2. 

System A System B 

(2) ATTACH (1) ATTACH 
DPN=B2 DPN=A2 
PRN=T4 PRN= 
RDPN= RDPN=B2 
RPRN= RPRN=T4 

A conversation can be achieved by always supplying a RDPH in both ATTACH 
FMH-Ss. 

SCOPE OF PRN AND RPRN: The PRN is unique within the PRH name space of the 
receiving LU. The PRH and RPRN are composed of characters from the graphic 
set (greater than X'40'). 

DPN QUEUE NAME (DQN): The ATTDQN field of the FMH-S identifies a queue to be 
associated with a destination program name. This queue allows a sending 
system to build up a queue of data and to nominate a program in a receiving 
system to process it. 

INTERCHANGE UNIT TYPE (IUT): The source half-session specifies the limits of 
an interchange unit of data. The interchange unit may be contained within a 
single RU chain, or it may span multiple RU chains. The source half-session 
specifies the way the information unit is packaged in the FMHSIUT field of 
the FMH-5. 

INTERCHANGE UNIT END (IUE): The source half-session identifies the end of an 
interchange unit by setting the FMHS!UE field of the FMH-S to B'l'. The 
FMH5IUE field must be used to terminate an information unit when: 

The IU spans multiple RU chains 

The IU doesn't span RU chains, but a previous IU is still active that did. 

FMHSIUE = B'l' indicates that the IU ended with the last character of data 
sent prior to the FMH-S. With the exception that the FMH-S must be at the 
beginning of the first RU in the RU chain, the source half-session can speci­
fy termination of the interchange unit (in the multiple-chain case) independ­
ent of any RH indicators. 

USING FMH-6 FOR TRANSACTION PROGRAM PROCESSING 

FMH-6 may be used by LU_T6 half-sessions to carry a transaction program's 
commands, messages, and data to an active transaction program at the session 
partner. The FMH-6 format is defined by LU_T6, but the commands to be used 
and the format of the data are defined by the transaction programs that are 
attached to the LU_T6 half-sessions. Consequently, only the general format 
of FMH-6 is discussed in this book (see "Function Management Header Type 6" 
on page 235). 

An FMH-6 typically flows after an FMH-S because it must be sent to an active 
(attached) transaction program. It may be the first FMH on the session, 
however, if it is for the default destination. Another FMH may follow the 
FMH-6; transaction programs can also define FMH-6s where other FMHs cannot be 
concatenated. 

FMH-6 field definitions are described in the pUblications of products that 
implement lU-LU session type 6. For additional details, see those publica­
tions. 
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USING FMH-7 FOR ERROR RECOVERY 

FMH-7 is sent from one session partner to the other to define the cause of an 
error and to provide corrective information. The corrective information is 
called an ERP message, which can be any information understood by the session 
partners. An ERP message may contain any of the FM level lU T6 sense codes. 
The format of the RU that contains the FMH-7 and ERP message-is: 

<---------RU--------> 

RH FMH-7 ERP message 

The session partners should use the SSCP character set to ensure compatibili­
ty of messages between transaction programs. This character set is described 
in Figure 4-7. 
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Figure 4-7. Character set used for ERP message text and for LU to SSCP commu­
nication. 

Typically, an ERP message is sent by the data receiver (the half-session in 
receive state). When sent by the data receiver, it must be preceded by nega­
tive response X'0846'. The RU chain carrying the FMH-7 and ERP message must 
be sent as one of the followi ng: 

.... BB, ... EB, CD 
-.BB, EB, .... CD 

BB, EB, .... CD 
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An ERP message may be sent by a half-session that is in send state when the 
half-session detects an SUW abort condition. In this case, the ERP message 
is not preceded by negative response X'0846', and it may only contain one of 
the abort unit of work sense codes. The FMH-7 associated with it does not 
carry a correlation sequence number; in this case the chain carrying the 
FMH-7 may optionally flow with CD. 

Since SUW abort in one half-session leads to a sympathetic abort in the other 
half-session, half-sessions can exchange ERP messages and thus full informa­
tion concerning the respective backout actions. ERP message exchange can 
occur within the failing bracket when the first ERP message carries CD and 
not EB. The reply may be another ERP message, LUSTAT X'0006', or restart 
data. 

An ERP message is part of a single RU chain; the chain is the first and only 
FMD chain following negative response X'0846'. When the negative response is 
sent. with QRI=O, it may bypass any chain previously sent. Consequently, the 
chain containing the ERP message must contain additional correlation informa­
tion. This information is provided by FMH-7. 

USING FMH-10 TO SYNCHRONIZE UNITS OF WORK 

FMH-IO is used to tell the session partner to prepare its resources so that 
work being done by the transaction programs can be synchronized. If the 
session partner can guarantee that the resources can be committed (updated) 
when the sync point is received, it requests a sync point (called request 
commit). If it can't commit the resources, it returns an FMH-7. 

FMH-10 is used primarily by implementations that have resources that must be 
synchronized across more than one LU_T6 session. The transaction program is 
responsible for handling the synchronizing of sessions. 

This section describes protocols that are related to FMH-IO on a single 
session. The sender of FMH~10 must send the FMH-IO as the first FM header of 
the RU chain, and the last RU in the chain must have the CDI set on. The 
FMH-IO can be sent requesting a definite or exception response. (With defi­
nite response protocol, a positive response only indicates that the RU chain 
containing the FMH-IO was received properly.) 

The following examples show a successful and an unsuccessful sync point. The 
examples assume RU chains were sent requesting exception responses. 

EXAMPLE 1: Successful sync point . 

• 
• 

BB,BC, FMH-IO,data At the end of this chain, prepare 
--------------------------------------> for a sync point. 

data 
--------------------------------------> 

EC,DR1,ER,CD,data RQE1 (Request exception response, 
--------------------------------------> if error encountered). 

BC,EC,DR2,ER,CD,data RQE2 (Request exception response, 
<-------------------------------------- if error encountered, plus request 

for sync point). 
BC, DR2,ER,CD,data Confirmation of sync point, and 

--------------------------------------> continuation of data flow. 

An alternative to the last flow is: 

BC,EC,DR2, CD,data Confirmation of sync point, and 
----------~--------------------------> continuation of data flow, but 

BC,EC,DR2, CD,LUSTAT X'0006' a reply is required (in this case, 
<------------------------------------ LUSTAT X'0006' may be used). 
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Regardless of whether an FMH-IO is used, the DR2 indicator in the RH requests 
a sync point. Valid replies for successful sync points are: 

• Positive response with DR2 indicator set on if definite response is 
required (not shown above) 

• LUSTAT X'0006' with DR2 indicator set on if definite response is required 

• Any reply (request or response), including one with data, that has the DR2 
indicator set on. 

EXAMPLE 2: Unsuccessful attempt to achieve sync point • 

BB,BC, 

• 
• 

data 
--------------------------------------> 

data RQEl (Request exception response, 
--------------------------------------> if error encountered). 

EC,DR1,ER, 

BC,EC,DR2,ER,CD,data RQE2 (Request exception response, 
--------------------------------------> if error encountered, plus request 

DR2,RT, -RSP X'0846' 
<--------------------------------------

BC,EC,DR1,ER,CD,FMH-7,ERP msg. 
<:--------------------------------------

for sync point). 
Response type (RT) indicator set on 
identifies a negative response to 
the request for a sync point. 
The receiver purges RU chains back 
to the last synchronizing event, 
sending status information in the 
ERP message. 
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FIELD AND BIT DEFINITIONS FOR FM HEADERS 

This section defines field and bit settings for function management headers 
(FMHs). FM headers can be used on LU-LU session types 0, 1, 4, and 6. (LU-LU 
session types 2 and 3 do not use FM headers.) 

The headers are organized by type (FMH-1, FMH-2, FMH-3, etc.) and then alpha­
betically within type. 

The following headers are defined: 

FMH-1 - This header is used to select a destination within an LU. A desti­
nation may be represented by a device, a data set residing on a device, or 
merely a data stream. The LU initiates, interrupts, resumes, and concludes 
data traffic for that destination using the FMH-1. 

FMH-2 - Once a destination has been selected using an FMH-1, this header is 
used to handle the data management tasks for that destination. 

FMH-3 - This header is used to handle data management tasks that are common 
to all destinations in the LU-LU session. 

FMH-4 - This header is used to carry a logical block command and associated 
information. A logical block is contained within a logical message as 
defined for logical message services. Logical message services uses LU-LU 
session type 6 to transmit messages between end users. 

FMH-5 - This header is used to select a named transaction program within 
the receiving LU. FMH-5 flows from the LU services manager for the sending 
half-session to the lU services manager for the receiving half-session. It 
can be followed by other FMHs (for example, FMH-6 and FMH-4), a logical 
record header (LRH), and FM data. It can optionally be sent with CD or EB. 

FMH-6 - This header is used to carry a command from a currently active tran­
saction program attached to the sending half-session to a currently active 
transaction program attached to the receiving half-session. 

FMH-7 - This header is used to send further information about an error 
after a negative response (0846) has been received. 

FMH-IO - This header is used to prepare the session for a sync point. It 
may be sent with data. The RU chain must have CD set on so that the receiv­
er may, on the next flow, may request the sync point or abort the unit of 
work. FMH-IO flows from the lU services manager for the sending 
half-session to the lU services manager for the receiving half-session. 
Any data accompanying the FMH-IO is passed to the transaction program 
before the sync point. 
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FUNCTION MANAGEMENT HEADER TYPE 1 (FMH-l) 

FMH-1 is used by one half-session to select a destination located at the 
session partner. If the originating half-session wishes to change the desti­
nation, it can suspend the active destination, select a new destination, end 
the new destination, and resume transmitting to the original destination by 
using FMH-1s with different destination select (DSSEL) parameters. 

Format: 

Byte 

0 

1 

2 

1li.:t Content 

length 

0 FMHC 

1-7 B'OOOOOOl' 

0-3 Medium 
Select 
X' 0' 
X'l ' 
X'2' 
X'3' 
X'4' 
X'S' 
X'6' 
X'7' 
x'a' 
X'9' 
X'A' 
X'B' 
X'C' 

Meaning 

Length of header including length byte 

FMH concatenation. 
B'O' No FMH follows this FMH-1 
B'l' Another FMH follows this FMH-l 

FMH-1 Identifier 

Desired medium for data: 

Console 
Exchange 
Card 
Document 
Nonexchange disk 
Extended document 
Extended card 
Data set name selects destination (see Note 3) 
WP media 1 
WP media 2 
WP media 3 
Reserved 
WP media 4 
All other values reserved. 

4-7 Logical subaddress 
X'O' ••• X'E' Specific device in medium class 
X'F' Any device in medium class 

Note 1: The DSP defaults for the medium select field are: 

FMH-1 MEDIUM SELECT 

Console, X'O' 
Exchange, X'I' 
Card, X'2' 
Document, X'3' 
Nonexchange disk, X'4' 
Extended document, X'S' 
Extended card, X'6' 
WP medium 1, X'8' 
WP medium 2, X'9' 
WP medium 3, X'A' 
WP medium 4, X'C' 

DEFAULT DSP 

Base 
DST field of FMH-I 
SCS (IRS, TRN) 
Subset 2 (RJE) 
DST field of FMH-1 
Subset 2 (RJE) 
SCS (IRS, TRN) 
WP raw form 
WP ra~.J form 
WP raw form 
WP raw form 

An LU requiring any other DSP value associated with medium select must do so 
by specifying the desired DSP in byte 3, bits 4-7 of the FMH-I. This 
selection must adhere to those DSPs allowed on the session as specified in 
the BIND parameters. 

Note 2: Media and logical subaddress values are reserved when DSSEL field is 
set to B'110' (continue destination selection), B'OOl' (end), B'100' 
(suspend), or B'101' (end abort). 

Note 3: If medium = X'7' and logical subaddress = X'F', DSNAME field is used 
to select destination. 
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Byte Bit Content 

3 0 SRI 
B'O' 
B '1' 

1 
B'O' 

B'l' 

2-3 

4-7 DSP Select 

X' 0' 
X'l' 
X'2' 
X'3' 
X'4' 
X'S' 
X'A' 
X'B' 

Meaning 

Stack reference indicator 
Stack to be used is the sender's send stack. 
Stack to be used is the receiver's send stack. 

Demand select 
Receiver may direct data to alternate 
medium/subaddress. 
Receiver must direct data to specified 
medium/subaddress (spooling is prohibited). 

Reserved 

Data stream profile (DSP) 

Prof; les are: 
Default DSP 
Base DSP 
General DSP 
Job DSP 
WP raw-form text DSP 
WP exchange diskette DSP 
Document interchange DSP 
Structured field DSP 
All other values reserved. 

Notes: If the DSP select field is X'O', the DSP is implied by the medium 
select field. 

4 

0-2 

3 

4 

S 

6 

7 

DSSEL 
B'OOO' 
B'OOl' 
B'010' 
B'Oll' 
B'100' 
B'101' 
B'110' 
B'lll.' 

DST 
B'O' 
B'l' 

CMI 
B'O' 
B'l' 

CPI 
B'O' 
B'l' 

FMH-1 properties 

Destination selection 
Resume destination selection 
End destination selection 
BeQin destination selection 
Begin/end destination selection 
Suspend destination selection 
End-abort destination selection 
Continue destination selection 
Reserved 

Data set transmission 
Transmission exchange format 
Basic exchange format 

When medium select ~= exchange medium, this 
field is reserved. Receiver may do spooling 
and exchange-medium creation locally. 

When medium select = exchange medium (see byte 
2), specifying B'O' preserves chain boundaries 
while spooling, but nonsequential allocation 
techniques may be used~ Specifying B'l' does 
not preserve chain boundaries, but uses sequen­
tial medium allocation. (See "Field 
Definitions" below.) 

Reserved 

tompression indicator (See "Notes" below.) 
No compression 
Compression 

Compaction indicator (See "Notes" below.) 
No compaction 
Compaction 

Reserved 
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6-7 

8 

9-n 

lli1 
0-7 

Content 

ERCl 

DSlEN 

DSNAME 

Meaning 

Exchange record length if medium = exchange 
medium or card; otherwise reserved. For medium = card, a hexadecimal value indicates maximum 
card length. The value X' 00' ; ndt cates an 
aO-column length. 

Reserved (optional) 

length of destination name (optional) 

Destination name (optional) (reserved when 
DSSEL = continue) 

Notes: 

1. CMI, CPI, and ERCl information received when DSSEl = continue overlays 
the settings of the BEGIN FMH-l or the last-received CONTINUE FMH-l. 

2. CMI, CPI, and ERCL indicators are meaningful and valid only when speci­
fied in a BEGIN, BEGIN/END, or CONTINUE FMH-l. 

3. If CMI or CPI is on, the first byte following the FMH (or FMHs) is a 
string control byte (SCB). 

l~ngth: Specifies the variable number of bytes within the header, including 
the length byte. 

FM Header Concatenated (FMHC): Indicates the presence of a further FM header 
starting in the first byte following this FM header. Concatenated headers, 
which carry additional information concerning the destination identified by 
this type-l header, are defined as type-2 headers. All concatenated FM head­
ers must have the same setting of the Stack Reference Indicator. 

~ Identifies the functional capability supported by the FM Header. FM 
header types 1 through 8 and 10 are defined in this book; types 40 through 4F 
are restricted for use by SNA implementations for private protocols; of 
those, X'40' through X'43' have been assigned. Types 50 to 7F are assigned 
for customer use. All other types are reserved. 

Medium Select: Identifies a device class to which the sender or receiver 
directs data. Each type of lU-lU session supports these media differently. 
Before selecting a medium, you should ensure that your LU-LU session provides 
the support you require. 

WP media 1 through 4 are word processing (WP) media and are defined by the 
implementation. 

Subaddress: Identifies a specific destination (device) to which the sender or 
receiver directs data. Up to 15 destinations may be explicitly selected. 
The capability to select any destination in the class (Subaddress = X'F') ;s 
also provided. In this case, assignment and selection of the specific desti­
nation is done by the receiver of the FMH-l. 

The combination of length, medium select, and subaddress fields indicates the 
destination selection mechanism. 

a. Length < 6 is invalid. 

b. Length = 6: Medium select and subaddress are used to select the destina­
tion. 

c. Length> 6 has two possibilities: 

When the medium select and subaddress fields ~= X'7F', the DSNAME field 
is used as a subselection field within the selected medium and subaddress 
(for example, data set on a disk) to identify the destination. 
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When the medium select and subaddress fields = X'7F', the DSNAME field is 
the data stream selected as the destination, and the medium and subad­
dress fields are ignored. 

Stack Reference Indicator (SRI): Specifies to which destination this FMH-l 
applies. If an LU wants to refer to the destination it began or wants to 
begin, the bit is 0; if an LU wants to refer to the destination begun by the 
other LU, the bit is 1. 

Only two FMH-ls can be sent with SRI = 1: 

END-ABORT (DSSEL = B'101'). 

BEGIN/END (DSSEL = B'Oll'), but only for reply-type structured fields 
(DSP Select = X'B'). 

Demand Select: Indicates whether the receiver must direct data to the desti­
nation specified in the medium and subaddress fields. 

Data Stream Profile (DSP) Select: Indicates the data stream profile to be 
used for the selected destination. A value other than X'D' overrides the 
default DSP of the medium selected in the medium select field. 

Destination Selection (DSSEL): Indicates the beginning, suspension, resump­
tion, continuation, and ending of a destination. The functions performed by 
these bits are consistent across all destinations. 

RESUME (B'OOO') reactivates a previously suspended destination. The destina­
tion that is the second entry in the stack is made the active destination by 
moving the entry to the top of the stack. All FMH-l fields except Length, 
FMHC, and DSSEL are ignored. The top entry in the stack must be empty prior 
to issuing a RESUME FMH-l. 

END (B'OOl') normally terminates the active destination at the end of the 
present chain. At the completion of the operation, the top entry in the stack 
is empty. . 

BEGIN (B'010') identifies a new destination. The destination becomes the top 
entry in the stack -- the active destination. The destination remains active 
until an END, END-ABORT J or SUSPEND FMH-l is issued. 

BEGIN/END (B'011') identifies a new destination for the duration of the 
chain. The destination remains the active destination until the end of the 
chain is detected; then it is removed from the top entry in the stack. At the 
end of the operation, the top entry is empty. 

SUSPEND (B'100') moves the top entry (the active destination) in the stack to 
the second entry, thus suspending the active destination. The RU should 
contain only the SUSPEND FMH-li all other RU contents are ignored. At the 
completion of the operation, the top entry is empty. 

END-ABORT (B'101') immediately terminates the active destination. The 
END-ABORT FMH-l must be the only contents of the RU. At the end of the opera­
tion, the top entry of the stack is empty. (The stack reference indicator 
(SRI) defines which stack is affected.) 

CONTINUE (B'110') enables you to change the compression, compaction, and 
exchange-record-Iength characteristics of the active destination. The 
CONTINUE FMH-1 alters the CMI, CPI, and ERCL fields previously defined by the 
BEGIN FMH-l that established the active destination. 

Data Set Transmission (DST): Signals that the RU format (beyond this FMH-l or 
concatenated FMH-2s) is either user defined (transmission format) or the 
basic-exchange format. If DST specifies basic-exchange format, then Medium 
Select should specify exchange format (X'I'). 

Compression Indicator (CMI): Indicates, if CMI = 1, that the RU contains 
compressed data. When CM! = 1, a string control byte (SCB) must follow either 
this FMH-1 or the concatenated FMH-2s. 

Compaction Indicator (CPI): Indicates, if CPI = 1, that the RU contains 
compacted data. When CPI = 1, a string control byte (SCB) must follow either 
this FMH-l or the concatenated FMH-2s. 
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Exchange Record length (ERCl): Specifies the length of the records th~t 
follow the FM headers and SCBs (if present). ERCl is specified in hexadeci­
mal and is provided to assist the receiver in deblocking the subsequent data 
stream. 

When the medium select field specifies Card (X'2'), ERCl indicates th~ maxi­
mum presentation position (MPP) for the card medium. The ERCl value X'OO' 
indicates an 80-column length. 

When the medium select field specifies exchange (X'1') and the destination 
selection is for existing data (for example, a previously created diskette 
data set), ERCl must equal the record length of the existing data. If the 
selection is for new data, ERCl indicates the record length of the data set to 
be created. An ERCl value of X'OO' instructs the receiver to use the value 
associated with existing data; if there is no existing data, the receiver may 
choose a default. 

ERCl values for the basic-exchange format cannot exceed 128 bytes. The data 
is stored on diskette as fixed records, padded with nulls to 128 bytes, if 
necessary. 

Destination-Name length (DSlEN): Specifies the length in bytes of the DSNAME 
field. This field may be omitted when DSNAME is omitted. 

Destination Name (DSHAME). Specifies a variable-length destination name. 
This field may be omitted. 

FUNCTION MANAGEMENT HEADER TYPE 2 (FMH-2) 

The format of an FMH-2 is shown below. Fields that are common to all FMH-2 
formats are discussed. Parameter fields (bytes 3 to n) are not discussed 
here; they will be described as each FMH-2 is defined. 

Byte 2 of the FMH-2 defines the function to be performed by the FMH-2 and 
contains the stack reference indicator (SRI). Figure 4-8 shows valid combi­
nations of SRI and function codes. 

Function 
Code 

X'Ol' 
X'02' 
X'04' 
X'07' 
X'20' 
X'2l' 
X'22' 
X'23' 
X'24' 
X'25' 
X'26' 
X'27' 
X'28' 
X'29' 
X'2B' 
X'2C' 
X'20' 
X'2E' 
X'AA' 

Function 

Peripheral data information record (POIR) 
Compaction table 
Prime compression character 
Execute program offline 
Create data set 
Scratch data set 
Erase data set 
Password 
Add 
Replace 
Add replicate 
Replace replicate 
Query for data set 
Note 
Record 10 
Erase record 
Scratch all data sets 
Volume 10 
Note reply (SRI is always on) 

Figure 4-8. FMH-2 functions and their function codes. 
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ADD 

General Format: 

Byte 

o 
1 

Z 

3-n 

Bit 

0 

1-7 

0 

1-7 

Con~ent 

Length 

FMHC 
B'O' 
B'l' 

B'0000010' 

SRI 
B'O' 

B'l' 

Function 

B'nnnnnnn' 

Parms 

Meaning 

Length of header including length byte 

FMH concatenation. 
Ho FMH follows this FMH-2 
Another FMH follows this FMH-Z 

FMH-2 identifier 

Stack reference indicator. 
FMH-Z pertains to the active destination of the 
sending half~session's send stack and the 
receiving half-session's receive stack. 
FMH-2 pertains to the active destination of the 
receiving h~lf-session's send stack and the 
sending half-session's receive stack. 

FMH-Z function to be performed. 

Identifies the function that this FMH-2 is to 
perform. 

Hote: The FMH-2 descriptions on the following 
pages combine the SRI and function settings. 
Figure 4-8 shows valid settings for these 
fields. 

Parameter fields. These fields provide the 
information needed to perform the selected 
function. They are different for each FMH-Z 
function. See the individual FMH-2 
descriptions below for definitions of the 
parameter fields. 

Adds a record to a sequential, an addressed direct, or a keyed direct data set 
named in the FMH-l. For sequential data sets, ADD moves the end-of-data 
indicator to the next available record indicator. For keyed direct data 
sets, ADD establishes a valid ricord 10. For addressed direct data sets, ADD 
moves the end-of-data indicator and establishes a valid record 10. 

Byte 

o 
1 

Z 

3 

Bit 

0 

1-7 

Content 

length 

FMHC 
B'O' 
B'l' 

B'0000010' 

X,'Z4 ' 

H 

Field Description: 

Meaning 

length of header including length byte 

FMH concatenation. 
Ho FMH follows 
Another FMH follows 

FMH-2 identifier 

Add FMH-2 

Humber of records to be added 

N Specifies the number of logical records to be added, which are contained 
in a chain. If the parameter H is not present in the ADD FMH-2 (length of 
header = 3), then one record at a time is to be added to the data set 
named and each chain contains one logical record. 
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Notes: 

1. Key information is carried in the record. 

2. A BEGIN FMH-1 followed by FM data causes the sequential addition of a 
record to the data set named in the BEGIN FMH-1. A record is a chain. 

3. If the number of logical records in a chain is less than N, then the chain 
length overrides N. 

4. The logical record length (LRECl) may also be specified. Its presence or 
absence is dependent on the data set selected by the FMH-1. However, 
LRECL information is not part of the FMH-2. If present, lRECL is part of 
each logical record. 

The logical record(s) may be sent or received immediately following the 
FMH-2 as part of one chain or in the next chain. LRECL is the first four 
bytes of a logical record and specifies the length, in bytes, of each 
logical record. The maximum value is 32,760. 

Errors: 

Record too long (X'10080813') 
Data set full (X'10080814') 
Number of logical records per chain exceeded (X'10080818') 
Data set not found (X'1008081D') 

ADD REPLICATE 

Replicates (duplicates) a record a specified number of times for the sequen­
tial or addressed direct data set named by the FMH-1. Replication starts at 
the end-of-data indicator. ADD REPLICATE is not valid for keyed direct or 
keyed indexed data sets. 

Byte 

o 
1 

2 

3 

Bit 

0 

1-7 

Content 

length 

FMHC 
B'O' 
B'l' 

B'0000010' 

X'26' 

R 

Field Description: 

Meaning 

Length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Add Replicate FMH-2 

Replication factor 

R Indicates the number of times the record is to be replicated. The record 
either follows the FMH-2 or is sent as the next chain. 

Errors: 

Function not allowed for destination (X'10080812') 
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COMPACTION TABLE 

Sends a compaction table for use by the destination specified in the FMH-1. 

Byte 

o 
1 

2 

3 

4 

Errors: 

Bit 

0 

1-7 

Contenj; 

length 

FMHC 
B'O' 
B'l' 

B'OOOOO10' 

X'02' 

N 
X'OO' 

X'01' 
X'02' 
X'03'-X'10' 

Table 

Meaning 

length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Compaction Table FMH-2 

Number of master characters. 
Ignore previously sent table. The value X'OO' 
is used to tell the session partner that subse­
quent data is no longer compacted. 
Invalid (see "Errors") 
Invalid (see "Errors") 
Number of master characters in the table. 

Implementations may specify a larger minimum 
than N = X'03'. 

Characters to be compacted followed by remain­
ing characters. (Transmitted in row major 
order, starting at the bottom row and omitting 
the cells in the upper left corner M-by-M 
submatrix. (See "Selecting a Compaction Table" 
in Part 2 Chapter 5 and the example below for 
further details.) 

Characters need not be graphics; controls such 
as new line (NL), form feed (FF), duplicate 
(DUP), and horizontal tab (HT) may be used. 

Compaction table outside supported subset (X'10080806'). (The number of 
master characters does not fall within the valid range.) 

Example: 

A table of 14 master characters has been chosen for numerical reports that 
contain numbers, uppercase graphics, and special characters. To use the 
table, the following header is sent: 

First 3 bytes: X'400202' (For FMH-2) 

Next byte: X' 0 E' (For 14 master characters) 

Next 14 bytes: EBCDIC value of the following characters: 
0123456789.,-'() 

Next 18 bytes: EBCDIC value of the following characters: 
, = ( + I & $ * ) ; ~ / ~ >: * ~ 

Next 28 bytes: Hexadecimal representation of the following 
characters: 
¢<YZWXUVSTQROPMNKlIJGHEFCDAB 
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o 123 4 5 6 7 8 9 ABC DIE F 
o r------------------------------A-sl 
1 M-by-M Submatrix C D 
2 E F 
3 G H 
4 I J 
5 These are compacted K l 
6 codes. X'53' expands M N 
7 to a character 0 P 
8 string of 53, for Q R 
9 example. S T 
A U V 
B W X 
C Y Z 
D ¢ < 

1-----------------------------
E I (+I&$*);-./X_>: ~4) 
FlO 1 2 3 456 789 . , - ~ '= L _________________________________ ~ 

The last row contains the master characters, 
assigned to X'Fn' for n=O .... D 

Sample input string for this table: ABC 2 X Y 4 5 6 8 

Coded String 
X' 0 E', X' 0 F', X' 1 E', X' F2', X' B F', X' C E', X' 45', X' 68' 

In this example, only the last four characters are compactable. 

CREATE DATA SET 

Creates a data set entry in a directory for a data set to which data records 
may be added. 

Byte 

o 

1 

2 

3 

4 

5 

6-7 

8-11 

o 

1-7 

Content 

length 

FMHC 
B'O' 
B'l' 

B'0000010' 

X'20' 

DSACCESS 
X' 00' 
X'D!' 
X' 02' 
X'S1' 

ACCESS 
X' 00' 
X' 0 I' 

RECTYPE 
X' 00' 
X' 01' 

REClEN 

NUMRECS 

Meaning 

length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Create Data Set FMH-2 

Data set access method 
Sequential 
Addressed direct - basic 
Keyed direct - unique 
Addressed direct - restricted 
All other codes reserved 

local application access 
Read/write 
Read only 
All other codes reserved 

F;xed- or variable-length records 
Fixed length 
Vari able length 

Record length (hexadecimal value, 
right-justified, zero-padded) 

Number of records (hexadecimal value, 
right-justified, zero-padded) All zeros indi­
cate system default. 
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The remaining fields are optional: 

12-n PASSR 

n+1-p PASSW 

Password for read access for users of the data 
set being cre~ted. Characters left-justified. 

Password for read/write access and to allow 
erasure. Characters left-justified. 

If the respective passwords are not present, 
PASSR and PASSW are X'OO'. If the respective 
passwords are present, X'xx' indicates the 
length of the password. " 

The following fields occur for keyed direct data sets only: 

r 

s 

t 

u 

v 

w 

x 

y 

KEY1LEN 

KEY1DISP 

KEY1TECH 
X'Ol' 
X'02' 

KEY1SPACE 

KEY2LEN 

KEY2DISP 

KEY2TECH 

KEY2SPACE 

Length of key 1 (1 byte) 

Displacement to key 1 (2 bytes) 

Type of key-1 algorithm (1 byte) 
Hash type 1 
Hash type 2 

Resolution space (2 bytes) (hexadecimal value, 
right-justified, zero-padded.) 

Field definitions for bytes v to yare the same 
as for bytes r to u except for the different 
key. 

Field Descriptions: 

DSACCESS This field defines the type of access to the data set being 
created. The type selected affects the remaining information 
carried in the header. The following types of data set access are 
defined: 

ACCESS 

RECTYPE 

RECLEN 

NUMRECS 

Sequential: Records may be added to or erased from the data set; 
the data set may be queried (read). 

Addressed Direct - Basic: Records may be added and subsequently 
replaced, erased or queried. The data set is created with the 
end-of-data indicator pointing to the first available record. 

Addressed Direct - Restricted: Records may be replaced, erased or 
the data set queried. The data set is created with the end-of-data 
indicator pointing one past the last available Record Identifier. 
The logical records in the data set are not initialized to a 
particular value. This must be done via the REPLACE FMH-2. If 
this data is queried following its creation, noninitialized 
logical records are returned. 

Keyed Direct - Unique: Records may be added, erased, or queried. 

This field defines the local access capability to be applied to the 
data set -- read/write or read only. 

Indicates whether the data set records are "fixed or variable 
length. Fixed length must be specified for addressed" direct data 
sets; fixed and variable length are valid for sequential and keyed 
direct - unique data sets. 

Indicates the maximum logical record length when RECTYPE is vari­
able, and actual record length when RECTYPE is fixed. 

This value is used to assist in space allocation for sequential and 
addressed direct data sets. It indicates the maximum number of 
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ERASE 

records available for subsequent processing. This field has no 
.meaning for keyed direct and keyed indexed data sets. 

PASSR Thi sis an opti anal parameter used to assi gn a password for read 
access to the created data set. 

PASSW Thi sis an opti anal parameter used to assi gn a password for 
read/wri te access and erase capabi 1 i ty. 

KEYILEN This parameter indicates the length of the key of a keyed direct 
data set or the length of the first key of a double-keyed data set. 

KEYIDISP This parameter defines the displacement from the beginning of each 
record in the data set to the start of the key. 

KEYITECH This parameter indicates the type of key processing. 

KEYlSPACE This parameter indicates the amount of space to be allocated for 
resolution of keyed records. 

Note: 

1. A VOLUME-ID FMH-2 must be concatenated to the previous FMH-l if the data 
set is to be created on other than the default volume. 

Errors: 

Data set exists (X'10080819') 
No space available (X'1008081A') 
Invalid DSACCESS (X'1008081C') 
Invalid RECTYPE (X'l008081D') 
Invalid ACCESS (X'l008080C') 
Invalid RECLEN (X'l008080D') 
Invalid NUMRECS (X'l008080E') 
Insufficient resolution space (X'1008081E') 
Invalid key technique, for example, KEYITECH=X'20' (X'l008081F') 
Invalid key displacement, for example, displacement outside of record length· 

(X'10080820') 

Erases one or more records from a data set identified in the FMH-l so that 
record(s) can no longer be accessed. The RECORD-ID FMH-2 indicates the 
starting point of the erase operation. ERASE is valid for Addressed Direct 
and Keyed Direct data sets only. 

Byte 

o 
1 

2 

3 

Bit 

0 

1-7 

Content 

length 

FMHC 
B'O' 
B'l' 

B'OOOOOI0' 

X'2C' 

N 

Field Deseription: 

Meaning 

length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Erase (a record) FMH-2 

Number of records to be erased. 

N For addressed and keyed di rect data sets, N spec; fi es the number of 
records to be erased preceding the end-of-data indicator. If N is not 
present in the FMH-2 for addressed direct data sets, records are erased 
from the key indicated in the RECORD-ID FMH-2 to the end-of-data indica­
tor. If N isnot specified, for keyed direct data sets, ERASE erases a 
single record indicated by the RECORD-ID FMH-2. If N is specified for 
keyed direct data sets, N must be one. 

Part 2 Chapter 4. Function Management Headers 217 



Errors: 

Function not allowed for data set (X'10080812') 
Data set in use (X'1008080F') 
Invalid N (N must be 1 if specified for keyed direct data sets) (X'10080822') 

ERASE DATA SET 

Erases the records within a data set but leaves the data set entry in a direc­
tory intact. Records may subsequently be added to the data set without 
requiring a CREATE DATA SET FMH-2. 

Byte 

o 

1 

2 

Notes: 

Bit 

0 

1-7 

Content 

Length 

FMHC 
B' 0 ' 
B'l' 

B'0000010' 

X'22' 

Meaning 

length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Erase Data Set FMH-2 

1. If a VOlUME-ID FMH-2 is not concatenated to the previous FMH-l, or not 
supported, and a cataloged structure does not exist, the receiving lU 
finds the data set specified by DSNAME in the FMH-l by serially searching 
the mounted volumes. The records in the first data set name to match are 
erased. 

2. If a VOlUME-ID FMH-2 is not concatenated to the previous FMH-l, or not 
supported, and a catalog structure exists, the records in the first cata­
loged data set specified by DSNAME are erased. 

Errors: 

Data set not found (X'10080810') 
Function not allowed for data set (X'10080812') 
Data set in use (X'1008080F') 

EXECUTE PROGRAM OFFLINE 

Requests the scheduling of a program for execution when the lU-lU session 
ends. 

o 
1 

2 

3 

4 

5-n 

o 

1-7 

Content 

Length 

FMHC 
B'O' 
B'l' 

B'0000010' 

X'07' 

LENAME 

PGMNAME 

Meaning 

length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Execute Program Offline FMH-2 

Reserved 

length of program name (in hex) 

Number or name of program to be executed (bina­
ry encoded) 
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NOTE 

NOTE REPLY 

Errors: 

Insufficient resources to perform function requested (X'1008400D') 
Invalid PGMNAME -- PGMNAME not found (X'l008082A') 

Requests the next available record indicator (10) for the data set named in 
the FMH-1. The next available record 10 is returned by the NOTE REPLY FMH-2~ 
and it must be returned in the next FMH-2 the session partner sends. 

Byte 

o 
1 

2 

Errors: 

Bit 

0 

1-7 

Content 

Length 

FMHC 
B'O' 
B'l' 

B'0000010' 

X'29' 

Meaning 

Length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Note FMH-2 

Function not allowed for data set (X'10080812') 

Provides the next available record indicator (10) to the sender of the NOTE 
FMH-2. The 10 must be returned in the next FMH-2 sent to the session partner 
after the NOTE FMH-2 is received. 

Byte 1li1 Content Meaning 

0 Length Length of header including length byte 

1 0 FMHC FMH concatenation. 
B'O' No FMH follows 
B'l' Another FMH follows 

1-7 B'0000010' FMH-2 identifier 

2 X'AA' Note Reply FMH-2 

Note: The high-order bit (the SRI bit) is set 
to one, thus pointing to the active destination 
of the session partner's send stack. 

3-n RECIO Address of the next available record 

Errors: None 
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PASSWORD 

Validates the authority of the requester to refer to and change data sets and 
data set records. This header may be used to establish authority for a named 
destination (via an FMH-1) so that subsequent FMH-2 operations may be 
performed. 

~ 

o 
1 

2 

3-n 

Bit 

0 

1-7 

Content 

Length 

FMHC 
B'O' 
B'l' 

B'0000010' 

X'23' 

Password 

Field Description: 

Meaning 

Length of heade.r including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Password FMH-2 

Password 

Password The l<Jord used to val i date the author; ty of the requester. Password 
must have been specified in the PASSR and PASSW parameters of the 
CREATE DATA SET FMH-2. 

Errors: 

Invalid password (X'10080811') 
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PERIPHERAL DATA INFORMATION RECORD (PDIRl 

Requests that the operator perform forms mount, electronic forms control 
load, train mount, and copy functions. 

~ 

o 
1 

2 

3 

4-11 

12-19 

20-21 

28-35 

36-43 

44-51 

52-59 

60-99 

o 

1-1 

Content 

length 

FMHC 
B' 0 ' 
B'l' 

B'0000010' 

X'01' 

POIR 10 
X'OO' 
X'Ol' 
X'02' 

DATE 

TIME 

FORMS 

FCBNAME 

TRAIN 

COPIES 

VOlIO 

DSN 

Meaning 

length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

PDIR FMH-2 

Request identifier. 
Standard PDIR 
Job separator PDIR 
System message POIR 

Date of data set creation, in EBCDIC 
characters. Format: MM/DD/YY Default: 00/00/00 

Time of data set creation, in EBCDIC 
characters. Format: HH.MM.SS Default: 00.00.00 

Forms to be handled by the operator, in EBCDIC 
characters, left-justified, blank-padded. 
Default: blanks, indicating use of the standard 
forms. 

FCB name to be used to have the session partner 
load a printer FCB (electronic forms control 
buffer) image. EBCDIC characters. Default: 
blanks, indicating use of the standard FCB. 

Train name (train to be mounted) in EBCDIC 
characters Default: blanks, indicating use of 
the standard train. 

Number of additional copies to be reproduced. 
EBCDIC characters right-justified, 
blank-padded (except for rightmost position). 
Default = bbbbbbbO 

Volume of I/O in EBCDIC characters, 
right-justified, suppress leading zeros. Spec­
ify the number of print lines or the number of 
cards. Default: blanks. 

VOlIO provides the operator with information 
concern i ng the relat i ve 1 ength of jobs. The 
value of the parameter therefore need not be 
precise. 

DSNAME field, EBCDIC characters, 
left-justified, blank-padded. Default = 
blanks. 

The DSNAME field is subdivided as follows: 
JOBNAME (bytes 60-67) 
STEPNAME (bytes 68-15) 
PROCSTEP (bytes 76-83) 
DDNAME (bytes 84-91) 
SPINNO (bytes 92-99) 

SPINNO (spin number) is a unique identifier to 
distinguish among data sets with the same 
JOBNAME. 
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Note: 

1. If a PDIR with the COPIES function specified is received and accepted, 
the sender transmits the data to be copied n times only once. That is, 
the receiver of such a PDIR performs the copy function. 

Errors: 

Invalid function parameters (X'10080801') 
Forms function cannot be performed (X'10080803') 
Unable to perform copy function (X'10080805') 
Invalid PDIR identifier (X'10080807') 
Printer train function cannot be performed (X'10080808') 
FCB load function cannot be performed (X'10080809') 

PRIME COMPRESSION CHARACTER 

Sends a prime compression character for use by the destination specified in 
the FMH-1. The prime character is assumed to be the character blank. If 
another character is required, this FMH-2 should be sent. 

!hd.g 

o 
1 

2 

3 

o 

1-7 

Errors: None 

QUERY FOR DATA SET 

Content 

length 

FMHC 
B'O' 
B'l' 

B'0000010' 

X' 04' 

ena r-aeter-

Meaning 

Length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Prime Compression Character FMH-2 

Prime compreSSion charactar if ether than 
blank. 

Requests that the data set named by the FMH-1 be sent to the requester. QUERY 
FOR DATA SET is valid for sequential, addressed direct, and keyed direct data 
sets. 

Byte 

o 
1 

2 

3 

!li1 

0 

1-7 

Conten:!; 

Length 

FMHC 
B'O' 
B'l' 

8'0000010' 

X'28' 

Mode 
X'OO' 
X'Ol' 

Field Description: 

Meaning 

Length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Query for a Data Set FMH-2 

Query mode. 
Immediate reply 
Delayed reply 

Mode If immediate reply is specified, the requested data must be sent with 
the next BEGIN or BEGIN/END FMH-l. If delayed reply is specified, the 
requested data may bQ sent on any subsequent BEGIN or BEGIN/END FMH-1. 
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RECORD ID 

Er'r'or': 

Data set not found (X'IOOSOSIO') 

Selects a specific record within a data set named by the FMH-l. 

Byte 

o 

I 

2 

3 

Bit 

0 

1-7 

Content 

Length 

FMHC 
B' 0 ' 
B'l' 

B'OOOOOIO' 

X'2B' 

KEYIND 
X' 00' 
X' 0 I' 
X'02' 
X' 03' 
X'04' 
X' 05' 
X' 06' 
X'07' 
X' 08' 
X' 09' 
X'OA' 

Meaning 

Length of header' including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier' 

Record ID FMH-2 

Key indlcator. 
Addr'essed direct key 
Keyed direct KEYI 
Keyed direct KEY2 
Implementation definition 
Control definition 
Keyed direct Key 3 
Keyed direct Key 4 
Keyed direct Key 5 
Keyed direct Key 6 
Keyed direct Key 7 
Keyed direct Key S 

4-n 

Notes: 

RECIO Key of record to be selected. 

1. For' the ADD FMH-2 and REPLACE REPLICATE FMH-2, specify KEYIND of X'OO'. 

2. For the REPLACE FMH-2 and ERASE FMH-2, specify KEYIND of X'OO' if 
addressed direct data set Or' X'Ol', X'02', X'OS', X'06', X'07', X'OS', 
X'09', or X'OA' if keyed direct data set. 

3. The VOLUME-ID FMH-2 must precede the root FMH-2 that this RECORD-ID FMH-2 
accompanies to pr'otect against accessing an identically named data set on 
another volume. 

Invalid RECID (X'l0080Sl5') 
Invalid KEYINO (X'10080823') 
Invalid RECIO format (X'l0080826') 
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REPLACE 

Replaces one or more logical records within the data set named by the FMH-l 
with an equal number of logical records. The RECORD-ID FMH-2 indicates the 
starting point of the replace operation. The end-of-data indicator does not 
change. 

Bit Content Meaning Byte 

o Length Length of header including length byte 

1 

2 

3 

0 

1-7 

FMHC 
B'O' 
B'l' 

B'0000010' 

X'2S' 

N 

Field Description: 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Replace Record FMH-2 

Number of records to be replaced 

N Specifies the number of logical records to be replaced which are 
contained in a chain. If N is not present in the REPLACE FMH-2 (length of 
header is 3), then one record is to be replaced in the data set named at a 
time and each chain contains one logical record. 

Notes: 

1. The logical length (LRECL) may also be specified. Its presence or 
absence is dependent on the data set selected by the FMH-1. However, 
LRECL information is not part of the FMH-2. If present, LRECL is part of 
each logical record. 

2. The logical record(s) may be sent or received immediately following the 
REPLACE FMH-2 as part of one chain or in the next chain. LRECL is the 
first four bytes of a logical record and specifies the length, in bytes, 
of each logical record. The maximum value is 32,760. 

Errors: 

Function not allowed for destination (X'10080812') 
Data set in use (X'1008080F') 
Invalid N (X'10080822') 
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REPLACE REPLICATE 

Replaces one or more logical records within the data set named by the FMH-1 
with an equal number of identical logical records. The RECORO-IO FMH-2 indi­
cates the starting point of the replace operation. The end-of-data indicator 
dQes not change. REPLACE REPLICATE is valid for addressed direct data sets 
only. 

~ 

o 
1 

2 

3 

1li1 

0 

1-7 

Content 

Length 

FMHC 
B'O' 
B'l' 

B'0000010' 

X'27' 

R 

Field Description: 

Meaning 

Length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Replace Replicate FMH-2 

Replication factor 

R Indi cates the number of records to be replaced wi th the record that 
follows. The replication record either follows the FMH-2 or is sent as 
the next chain following the header. 

Errors: 

Function not allowed for the data set (X'10080812') 
Data set in use (X'1008080F') 

SCRATCH ALL DATA SETS 

Deletes all data set entries in a directory for the medium, subaddress, and 
volume-ID specified. Before this FMH-2 is issued, the medium and subaddress 
are specified in an FMH-1, and the volume 10 is specified in a VOLUME-ID 
FMH-2. 

Byte 

o 
1 

2 

Notes: 

Bit 

0 

1-7 

Content 

Length 

FMHC 
B'O' 
B'l' 

B'0000010' 

X'2D' 

Meaning 

Length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Scratch (erase) All Data Sets FMH-2 

1. If DSNAME is specified in the preceding FMH-1, it is ignored. 

2. If a VOLUME-ID FMH-2 is not specified or not supported, the directory 
entries for all data sets on the medium and subaddress are deleted. 

Errors: 

Function not allowed for destination (X'10080812') 
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SCRATCH DATA SET 

VOLUME ID 

Deletes the data set entry from a directory for the named data set so that the 
data set can no longer be referenced. The space associated with the data set 
name is also freed. 

Byte 

o 

1 

2 

Notes: 

Bit 

0 

1-7 

Content 

Length 

FMHC 
B'O' 
B'l' 

B'OOOOOlO' 

X'21' 

Meaning 

Length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-2 identifier 

Scratch Data Set FMH-2 

1. If a VOLUME-ID FMH-2 ;s not concatenated to a previous FMH-l, or not 
supported, and a cataloged structure does not exist, the receiving LU 
finds the data set specified by DSNAME in the FMH-l by serially searching 
the mounted volumes. The first data set name to match is scratched. 

2. If a VOLUME-ID FMH-2 ;s not concatena~ed to a previous FMH-l, or not 
supported, and a catalog structure exists, the first data set specified 
by DSNAME found in the catalog is scratched. 

Errors: 

Data set in use (X'l008080F') 
Data set not found (X'l00808l0') 

Specifies a volume ID to be a~sociated with the dataset named by the FMH-l. 
VOLUME ID is not a mount function. 

Byte 

o 
1 

2 

3-n 

Errors: 

Bit 

0 

1-7 

Content 

Length 

FMHC 
B'O' 
B'l' 

B'OOOOOlO' 

X'2E' 

VOLID 

Meaning 

Length of header including 

FMH concatenation. 
No FMH fo IloL.Js 
Another FMH follows 

FMH-2 identifier 

Volume-ID FMH-2 

Volume ID 

Invalid VOLID (X'l00808lB') 
Invalid VOLID format (X'l0080817') 

length byte 
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FUNCTION MANAGEMENT HEADER TYPE 3 (FMH-3) 

General Format: The FMH-3 format is identical to the FMH-2 format except that 
FMH-3s do not have a stack reference indicator (SRI) in byte 2. 

An FMH-3 ;s used when information is needed or used by all destinations 
managed by the half-session. By contrast~ an FMH-2 is used for a specific 
destination. 

Two functions~ the COMPACTION TABLE FMH and the PRIME COMPRESSION CHARACTER 
FMH, can be sent as FMH-2s or FMH-3s. They should be sent as FMH-2s when they 
apply to a specific destination at the half-session and as FMH-3s when they 
apply to all destinations at the half-session. 

Figure 4-9 shows the FMH-3 functions. 

Function 
Code 

X'02' 
X'03' 
X'04' 
X'05' 
X'06' 

Function 

Compaction table 
Query for compaction table 
Prime compression character 
Status 
Series ID 

Figure 4-9. FMH-3 functions and their function codes. 

COMPACTION TABLE 

Sends a compaction table for use by all destinations at the half-session. 

Byte Bit 

0 

1 
0 

1-7 

2 

3 

4 

Content 

length 

FMHC 
B'O' 

B'0000011' 

X'02' 

N 
X'OO' 

X'01' 
X'02' 
X'03'-X'10' 

Table 

Meaning 

length of header including length byte 

FMH concatenation. 
No FMH follows 

FMH-3 

Compaction Table FMH-3 

Number of master characters. 
Ignore previously sent table. The value X'OO' 
is used to tell the sessi on partner that subse­
quent data is no longer compacted. 
Invalid (see "Errors"). 
Invalid (see "Errors"). 
Number of master characters in the table. 

Implementations may specify a larger minimum 
than N = X'03'. 

Characters to be compacted followed by remain­
ing characters. Transmitted in row major 
order, starting at the bottom row and omitting 
the cells in the upper left corner M-by-M 
submatrix. (See "Selecting a Compaction Table" 
in Part 2 Chapter 5 for further detai Is.) Char­
acters need not be graphics; controls such as 
new line (Nl), form feed (FF)~ duplicate (DUP), 
and horizontal tab (HT) may be used. An example 
of a table is shown under "Compaction Table 
FMH-2" on page 215. 
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Errors: 

Compaction table outside supported subset (X'10080806') (The number of master 
characters does not fall within valid range.) 

PRIME COMPRESSION CHARACTER 

Sends·a prime compression character for use by all destinations at the 
half-session. The prime character is assumed to be the character blank. If 
another character is required, this FMH-3 should be sent. 

Byte Bit Content Meaning 

0 Length Length of header including length byte 

1 FMHC FMH concatenation. 
0 B'O' No FMH follows 

1-7 B'0000011' FMH-3· 

2 X'04' Prime Compression Character FMH-3 

3 Character Prime compression character if other than 
blank. 

Errors: None 

QUERY FOR COMPACTION TABLE 

Requests that the receiver send the named compaction table. 

Bvte Bit Content Meaning 

0 Length Length of header including length byte 

1 FMHC FMH concatenation. 
0 B'O' No FMH follo~.Js 

1-7 B'0000011' FMH-3 

·2 X'03' Query for a Compaction Table FMH-3 

3-n CPTBL Name of the. table 

Errors: 

Invalid compaction table name (X'1008080B') 
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SERIES ID 

STATUS 

Establishes a 4-byte unique identification (ID) for a series of FM headers to 
assist in correlating the completion of a series of operations. The series 
is delineated by sending another SERIES-ID FMH-3. 

Byte Bit Content Meaning 

0 Length Length of header including length byte 

1 FMHC FMH concatenation. 
0 B' 0 ' No FMH follows 
1 B'l' Another FMH follows 

1-7 B' 0000011' FMH-3 

2 X'06' Series ID FMH-3 

3-6 SERIO Series identifier 

Field Description: 

SERID A 4-byte unique identifier to be applied to subsequent FMH oper­
ations. 

Errors: 

Invalid SERID (X'10080824') 

Communicates the state of completion of a series, user application program, 
or DSNAME by conveying two bytes of user sense information. 

Byte Bit 

0 

1 
0 
1 

1-7 

2 

3-4 

5 

6-n 

Errors: None 

Content 

Length 

FMHC 
B'O' 
B'l' 

B'0000011' 

X'05' 

Sense 

STAT 
X'O!' 
X'02' 
X'03' 

STATITEM 

Meaning 

Length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-3 

Status FMH-3 

User-specified status 

Type of status. 
Seri es ID 
User application program 
DSNAME 

Series ID, or user application program name, or 
data set name. . 
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FUNCTION MANAGEMENT HEADER TYPE 4 (FMH-41 

FMH-4 is used by the sending half-session to describe a block of data (a 
subset of a logical message) and what to do with the data when it is received 
by the session partner. 

Byte 

o 
1 

2 

3 

4 

5 

6 

m 

m+1 

n 

n+l 

p 

p+l 

o 
1-7 

0-5 
6 

7 

Content 

FMHL 

FMHC 
B'0000100' 

FMH4FXCT 

FMH4TT1 
X'OO'-X'3F' 
X'40' 
X'41' 
X'42' 
X'43'-X'4F' 
X'50'-X'FE' 
X'FF' 

FMH4TT2 

FMH4CMD 
X'OO' 
Other 

FMH4FLAG 

FMH4BDTF 
B'O' 
B'l' 
FMH4RDTF 

FMH4lBN 

FMH4BN 

FMH4lBDT 

FMH4BDT 

FMH4lVID 

FMH4VID 

Meaning 

Length of header including length byte (~6) 

FMH concatenation (must be B'O'). 
FMH-4 identifier 

Length of fixed length parameters excluding the 
length of FMH4FXCT. The first nonfixed parame­
ter position is FMH4lBN. The minimum value of 
FMH4FXCT is 3. The maximum value is 4. 

Block transmission type 
Reserved 
FFR-FNI record 
FFR-FS record 
FFR-FS2 record 
Reserved 
Reserved 
Deri vati ve code 

Block transmission type qualifier. Reserved 
except for FMH4TT1=X'41' or X'42', in which 
case it holds the separator value. 

Command 
Create 
Reserved 

Flags. If omitted, X'OO' is assumed. 
Reserved 
Block data transform flag 
F~iH4BDT absent 
FMH4BDT present 
Reserved 

Length of FMH4BN. Zero, or omitted, if unnamed 
block. 

Name of block 

Length of FMH4BDT. Zero if FMH4BDTF is B'O'. 

Block data transform 

Length of FMH4VID 

Version identifier 

FUNCTION MANAGEMENT HEADER TYPE 5 (FMH-S) 

FMH-5 is used by the sending half-session to attach a transaction program to 
the receiving half-session, to change parameters sent in a previous attach, 
or to reset (detach) a previously-attached transaction program. 
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ATTACH 

The ATTACH FMH-5 is sent by either LU_T6 half-session to select a named tran­
saction program. The ATTACH FMH can be followed by other FM headers and FM 
data. The ATTACH FMH-5 can optionally be sent with BB, EB, or CD. 

Each variable-length field (those fields starting with byte 8) starts with a 
1- or 2-byte length field that indicates the number of bytes in the 
variable-length field. Field FMH5LNSZ indicates whether the length field is 
one or two bytes; the length indicated does not include the length byte(s). 

Byte Bit Content 
0 Length 

1 0 FMHC 
B'O' 
B'l' 

1-7 B'0000101' 

2-3 FMH5CMD 
X'0202' 

4 FMH5MOD 
0 FMH5LNSZ 

B'O' 
B'l' 

1-2 

3 FMH5IUE 
B'O' 
B'l' 

4 

5 FMH5IUA 
B' 0 ' 
B'l' 

6-7 FMH5IUT 
B'OO' 
B'Ol' 

5 FMH5FXCT 
X' 02' 

6 ATTDSP 

0-3 DSP 
X' 0' 

4-7 DSPMOD 

7 ATTDSA 
X' 01' 
X'04' 

Meaning 
Length of header including length byte 

FMH concatenation. 
No FMH folloLoJs 
Another FMH follows 

FMH-5 identifier 

Command code 
Attach FMH-5 

Length of length fields for variable- and 
fixed-length parameters 
Length field is 1 byte long 
Length field is 2 bytes long 

Reserved 

Interchange unit end indicator 
IU not terminated 
IU termi nated 

Reserved 

Interchange unit queue access 
Not session local queue 
Session local queue (only session partners can 
access queue) 

Interchange unit type 
IU spans more than one RU chain 
IU terminates at end of RU chain 
Others reserved 

Length of fixed length parameters 
Two bytes of parameters follow 

Data stream profile used by transaction program 

Data stream profile 
User defined 
Others reserved 

Modifier for user-defined DSP. 

Application data handling algorithm 
Variable length, variable blocked 
A chain of RUs 
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Resource Names: 

8-m ATTDPN 

m+1-n ATTPRN 

n+1-p ATTRDPN 

p+1-q ATTRPRN 

q+1-r ATTDQN 

r+1-s ATTACC 

Field length (lor 2 bytes depending on 
FMH5lNSZ) plus name of transaction program 
CDPN) to be initiated. For an IBM service 
(transaction) program, the DPN starts with a 
nongraphic; that is, the first byte has a value 
of X'OQ' to X'3F'(see list below). For all 
other programs, the DPN starts with a graphic 
(X'41' to X'FE'). . 

IBM service program 
System message program 
Scheduler program 
Queue program 
Dl/l program 

First byte of name 
X' 01' 
X'02' 
X'03' 
X'05' 

Field length (lor 2 bytes depending on 
FMH5lNSZ) plus name of primary resource (PRN) 
for the transaction program being initiated 

Field length (lor 2 bytes depending on 
FMH5LNSZ) plus name of suggested return program 
name (RDPN) 

Field length (lor 2 bytes depending on 
FMH5LNSZ) plus name of suggested primary 
resource for the return program (RPN) 

Field length (lor 2 bytes depending on 
FMH5LNSZ) plus name of 'queue to be associ ated 
wi th the DPN 

Field length (lor 2 bytes depending on 
FMH5lNSZ) plus access code to be validated 
before session is attached to transaction 
program (a symbolic name) 

Note: Vari able- and fixed-length parameters are pos; t; onal by command code. 
A length field, which is 1- or 2-bytes long depending on byte 5, precedes each 
variable-length positional parameter. If the length field is zero the vari­
able parameter ;s omitted and the next positional variable-length parameter 
length field occurs followed by its variable-length parameter field. 
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DATA DESCRIPTOR 

The DATA DESCRIPTOR FMH-5 is sent by a half-session when it wishes to change 
the parameters passed in the initial ATTACH FMH-5 or previous DATA DESCRIPTOR 
FMH-5. The DATA DESCRIPTOR FMH-5 can be followed by other FM headers and FM 
data. The DATA DESCRIPTOR FMH-5 must be sent with BB. 

-~ 

a 
1 

2-3 

4 

5 

6 

7 

o 

1-7 

o 

1-2 

3 

4-5 

6-7 

0-3 

4-7 

Content 
Length 

FMHC 
B'O' 
B'l' 

B'OOaOlO!' 

FMH5CMD 
X'0206' 

FMH5MOD 

FMH5LNSZ 

B'O' 
B'l' 

FMH5IUE 
B'O' 
B'l' 

FMH5IUT 
B'OO' 
B'OI' 

FMH5FXCT 
X'02' 

ATTDSP 

DSP 
X'D' 

DSPMOD 

ATTDBA 
X' 01' 
X'04' 

Meaning 
Length of header including length byte 

FMH concatenation. 
No FMH follo~.Js 
Another FMH follows 

FMH-5 identifier 

Command code 
Data Descriptor FMH-5 

length of length fields for variable- and 
fixed-length parameters 
Length field is 1 byte long 
length field is 2 bytes long 

Reserved 

Interchange unit end indicator 
IU not terminated 
IU terminated 

Reserved 

Interchange unit type 
Multiple-chain IU 
Single-chain IU 
Others reserved 

Length of fixed length parameters 
Two bytes of parameters follow 

Data stream profile used by transaction program 

Data stream profile 
User defined 

Modifier for user-defined DSP. Reserved when 
DSP ... : X'D'. 

Application data handling algorithm 
Variable length, variable blocked 
A chain of RUs 

Part 2 Chapter 4. Function Management Headers 233 



RESET ATTACHED PROCESS (RAP) 

The RAP FMH-5 is sent to the attach manager in the receiving half-session to 
detach the transaction program currently attached. The RAP FMH-5 must be the 
only FMH in the chain and may not carry FM data. The RAP FMH-5 must carry CD 
and request a sync point (RQE2 or RQD2). 

Byte !ill. Content 
0 Length 

1 0 FMHC 
B'O' 
B'l' 

1-7 B'0000101' 

\ 2-3 FMHSCMD 
X'0204' 

4 FMH5MOD 

0 FMHSLNSZ 

B'O' 
B'l' 

1-7 

5 FMH5FXCT 
X'OO' 

FMH-S ERRORS 

Error 

Insufficient resource 
Invalid DSP 
DPN unavailable 
PRN unavailable 
Invalid DPN 
Invalid PRN 
Invalid DBA 
Invalid queue name length 
Invalid DSP 
Invalid ATTACH access code 
Fixed length not 2 
Wrong IUT, IUE not on 
Invalid command 
Invalid RAP FMH 

Meaning 
Length of header including length byte 

FMH concatehation. 
No FMH follows 
Another FMH follows 

FMH-5 identifier 

Command code 
Reset Attached Process FMH-5 

Length of length fields for 
variable- and fixed-length parameters 
Length field is one byte long 
Reserved 

Reserved 

Length of fixed length parameters 
No parameters follow 

Sense code 

RAP with inactive attach register 

0812uuuu 
080Fuuuu 
084B6002 
084B6003 
10036002 
10036003 
10086001 
10086004 
10086006 
10086008 
10086009 
1008600A 
1008600B 
1008600F 
10086010 
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FUNCTION MANAGEMENT HEADER TYPE 6 (FMH-6) 

FMH-6earries information that relates to work being done by the transaction 
programs at each end of a type 6 LU-LU session. 

~ o 
1 

2-3 

4 

5-n 

n+1-m 

m+1-p 

p+1-q 

Bit 

0 

1-7 

o 

1-7 

Content 
Length 

FMHC 
B' 0 ' 
B'l' 

B'OOOOl10' 

FMH6CMD 

FMH6MOD 

FMH6LNSZ 
B' 0 ' 
B'l' 

FMH6FXCT 

Fxt Parms 

V length 

V parm 

Meaning 
Length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-6 identifier 

Command code (CC2) 

For IBM service (transaction) programs, the 
first byte of the command code identifies a 

.program and the second byte identifies a func­
tion request within the program. 

Modifier 

Length of parameter length fields 
One-byte parameter length field 
Two-byte parameter length field 

Reserved 

Total length of fixed length parameters (IF). 
This field contains the sum of the lengths of 
all fixed length parameters which are mandatory 
for the particular command code located in 
bytes 2 and 3. Thi s fi eld is ei ther one byte or 
two bytes in length based on the setting of 
FMH6LNSZ (0 = one byte, 1 = two bytes). 

Fixed length parameters (FDy). The fixed 
length parameters are positional by command 
code • 

. length field of first, variable-length parame­
ter (LVI), This field is either 1 byte or 2 
bytes in length based on the setting of 
FMH6LNSZ (0 = one byte, 1 = two bytes). If the 
length field (LVx) is equal to zero, then the 
~ariable parameter is omitted. The next vari­
able-length parameter length (lV2) occurs in 
byte q+l. 

Variable-length parameter (VP). The LV and VP 
fields are replicated to represent x number of 
variable-length parameters according to command 
code. 

Part 2 Chapter 4. Functi on Management Headers 235 



FUNCTION MANAGEMENT HEADER TYPE 7 (FMH-71 

FMH-7 is sent from one session partner to the other to define the cause of an 
error and to provide corrective information. The corrective information is 
called an ERP message~ which ~an be any information understood by the session 
partners. An ERP message may contain any of the FM level LU_T6 sense codes. 

Byte 
o 
1 

2-5 

6-7 

o 

1-7 

Content 
Length 

FMHC 
B'O' 
B'l' 

B'OOOOlll' 

ERPSENSE 

ERPSEQ 

Meaning 
Length of header including length byte 

FMH concatenation. 
NoFMH follows 
Reserved 

FMH-7 identifier 

SNA sense code, which would appear on error 
response. 

Sequence number of RU chai n in whi ch error was 
detected. 

FUNCTION MANAGEMENT HEADER TYPE 10 (FMH-10) 

FMH-10 requests that the receiver prepare for a sync point. The recelvlng 
session partner~ on the next flow~ either requests a sync point or aborts the 
unit of work 

The FMH-lO must be the first FM header of an RU chain~ and the chain must have 
the CD bit set on; it may be sent requesting either a definite response or an 
exception response. For those RU chains that have requested a definite 
response, a positive response (DRlI = B'l' and RTI = B'O') from the receiving 
half-session indicates successful receipt and SUCCQssful validity checking 
of the RU chain containing the FMH-10 only. For either response category, 
the receiver may then choose to comply or not comply with the sync point; that 
is, by sending~ on the next flow, a request with the DR2I = B'l' (requesting 
the sync point), or an FMH-7 (abort)~ 

Byte 
a 
I 

2-3 

4-5 

Bit 

0 

1-7 

Content 
Length 

FMHC 
B'O' 
B'l' 

B'OOO1010' 

SPCCMD 
X'0202' 

SPCMOD 

X'OOOO' 

X'OOOl' 

X'OOO2' 

Meaning 
Length of header including length byte 

FMH concatenation. 
No FMH follows 
Another FMH follows 

FMH-IO identifier 

Command: 
Prepare 
(other values reserved) 

Modifier. For a prepare command (FMH-10), the 
modifier indicates DFC settings to be returned 
on the first RU chain sent by the FMH-10 receiv­
er. 
*CD,*EB. The sender of FMH-10 does not care 
what DFC settings are returned on the reply. 
EB. The sender of FMH-10 requires an EB on the 
reply. 
CD,~EB. The sender of FMH-lO requires a CD on 
the reply. 
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PART 2 CHAPTER S. COMPRESSION AND COMPACTION 

Data compression and data compaction are data-handling techniques used by 
lU-lU sessi on types 1 and 4 to shorten network transmi ss·i ons. Data is 
compressed or compacted by the half-session before the data is sent to the 
session partner. The session ~artner then decompresses or decompacts the 
data before passing it to the end user. 

Data can be compressed by eliminating gaps, empty fields, redundancies, or 
unnecessary data. The technique used within LU-LU session types 1 and 4 is to 
select one character, called the prime compression character, and replace 
repetitive sequences of that character with a string control byte (SCB). One 
SCB can replace up to 63 characters (bytes), but the characters must be a 
string of the same prime character. An SCB can also define strings of like 
characters that are not the prime compression character, but to define the 
string so that the receiver knows which character was compressed, the SCB 
must be followed by a byte containing the nonprime character. 

Data also can be compacted to shorten the length of transmissions. The tech­
nique used by lU-LU session types 1 and 4 is to compact 2 bytes of data into 1 
byte. Up to 16 characters from the total character set can be compacted, so 
the end user optionally provides a compaction table to indicate which charac­
ters are to be compacted. Again, an SCB is used in the data stream to define 
the beginning and end of each block of compacted data. 

SCB fields are defined in Figure 5-8. Within each SCB, the first 2 bits 
define the function to be performed, and the last 6 bits provide a count. 

When a half-session sends compressed or compacted data, it sets on the 
compression indicator (CMI) or compaction indicator (CPI) in the FMH-l begin­
ning the data. Accordingly, a BEGIN, BEGIN/END, or CONTINUE FMH-l may have 
the CMI, CPI, or both set on. If either flag is set on by the sending 
half-session, the half-session must build and insert one or more SCBs into 
the data stream. An SCB must either begin the chain or follow any FM headers 
that may be present in the chain. 

There is no SCB sensitivity to control information in the data stream. If 
control i nformat i on such as SCS controls ex; sts, the SCB treats it as another 
byte of data. 

The settings of CMI and CPI in the FMH-1 control the use of the SeB code 
points: 

CM! 

o 
o 
1 

1 

CPI 

o 
1 

o 

1 

Definition 

No SCB is present. 

Only code points 00 and 01 are valid. 

Only code points 00, 10, and 11 are valid. 

All code points are valid. 

You should use a count greater than 1 and 2 for SCB code points 10 and 11, 
respectively. Lesser counts result in an expansion of the data. 

Before using compaction, you should compare the computation time used to 
compact and decompact the data against the transmission time saved. 
Compaction may improve overall throughput when the network's communication 
paths are overloaded (too much network traffic or possibly slow-speed commu­
nication paths). Compaction may not be efficient when the data has few 
occurrences of master characters and when the network has high-speed or 
broadband communications paths. 
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SCB code point Count 

00 000000 

00 nnnnnn 

10 000000 

10 nnnnnn 

11 

11 

01 
n, 
"'''' 

000000 

nnnnnn 

000000 

iiltiiltnn 

Description 

Invalid control code 

No duplicate characters. 
Count = number of bytes 
between this SCB and the 
next one. nnnnnn is a value 
from 1 to 63. 

Invalid control code 

Repeated prime character. 
Count = number of prime 
characters represented by 
this SCB. The next byte is 
the next SCB. nnnnnn is a 
value from 1 to 63. 

A space is the default unless 
a PRIME COMPRESSION CHARACTER 
FMH-2 or FMH-3 was received 
before this SCB was received. 

Invalid control coda 

Repeated next character. 
Count = number of times 
the next character is repeated. 
The next SCB follows the 
character to be repeated. 
nnnnnn is a value from 1 
to 63. 

Invalid control code 
" ________ L ~ _ __ _ _ , 

\.,ompaC"Clon coae. 
Count = number of compacted 
bytes between this SCB and 
the next one. nnnnnn is a 
value from 1 to 63. 

Figure 5-8. String control bytes (SCBs). These define how data is 
compressed and compacted. 

CHANGING THE PRIME COMPRESSION CHARACTER 

The prime compression character is assumed to be the space character (X'40'). 
When another character is desired, it can be defined for one destination 
using the PRIME COMPRESSION CHARACTER FMH-2; or, if desired for all destina­
tions in the session, defined using the PRIME COMPRESSION CHARACTER FMH-3. 
These FM headers are discussed in Part 2 Chapter 4. 

SELECTING A COMPACTION TABLE 

Data compaction, as used by lU-lU session types 1 and 4, limits the lU to 
representing a character using one of two lengths -- 4 bits or 8 bits. 
Accordingly, 1 byte in the data stream can represent one or two characters of 
data. 

When a character is represented by 4 bits, it is called a master character. 
There can be up to 16 master characters; however, the more master characters, 
the fewer the representable characters. This relationship is shown in Figure 
5-9. As the number of master characters rises, the maximum number of charac­
ters decreases. 
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Master Characters Nonmaster Characters Total Characters 

0 Not supported 
1 Note 1 
2 Note 1 
3 244 247 
4 236 240 

5 226 231 
6 214 220 
7 200 207 
8 184 192 
9 166 175 

10 (Note 2) 146 156 
11 124 135 
12 100 112 
13 74 87 
14 46 60 

15 16 31 
16 0 16 

Note 1 : Specifying 1 or 2 master characters i s invalid. 

Note 2: Using less than 10 master characters ; s an 
implementation option. 

Figure 5-9. Master character to nonmaster character ratios. The total char­
acters column represents the number of unique characters that may be sent 
under SCB code point 01 for a given number of master characters. 

Since there can be a variety of SCBs in an RU, those that do not use SCB code 
point 01 are independent of the character restrictions of the compaction set. 

End users should examine the characteristics of their data streams and deter­
mine the frequency of characters. Those characters used most frequently 
should be the master characters. Because master characters must occur in 
pairs in the data stream for them to be compacted, you should search for char­
acters that consistently interrupt master character pairing. The compaction 
effic;encymay be improved if you use the interrupting characterCs) as a 
master characterCs). 

For compaction efficiency, you should select as many master characters as 
possible and still represent all the characters in your data stream. By 
using Figure 5-9, you can determine the correct number. 

Once master characters are selected, a table can be constructed and transmit­
ted to the session partner as discussed under "Compaction Table" in both the 
"Funct i on Management Header Type 2" and "Funct i on Management Header Type 3" 
sections in Part 2 Chapter 4. 

seE CONCATENATION AND CHAINING RULES 

An SCB must either begin the RU chain or follow any FM headers that may be 
present in the chain. 

seE DATA RULES 

If 16 master characters are used, the uncompacted data stream must be an even 
number of bytes. If it is not even, a second SCB must be created to describe 
the odd byte. 
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APPENDIX A: ACRONYMS AND ABBREVIATIONS 

ACRONYMS AND ABBREVIATIONS 

+DR2 Positive response to RU chain sent with DR21 = B'l' 
+RSP Positive response 
-RSP Negative response 

Not 
= Equals 
::= Equivalent to 

ACTLINK 
ACTLU 
ACTPU 
ADS 
AID 
ASCII 
ATTN 

BB 
BBI 
BC 
BCI 
BDS 
BEDS 
BETB 
BlU 
BLK 
BSC 

CD 
CINIT 
CDI 
CDS 
CMI 
CO NT 
CPI 
CR 
CRT 
CRV 

DACTLU 
DACTPU 
DAF 
DBA 
DEL 
DFC 
DLC 
DMU 
DP 
D?N 
DQN 
DRl 
DR1I 
DR2 
DR21 
DSP 
DSSEL 
DU? 

EAU 
EB 
EBI 
EBCDIC 
EC 
ECl 
EDI 
EDS 

Activate link 
Activate logical unit 
Activate physical unit 
Abort destination selection 
Attention identification 
American national standard code for information interchange 
Attention 

Begin bracket 
Begin bracket indicator 
Begin chain 
Begin chain indicator 
Begin destination selection 
Begin/end destination selection 
Between brackets 
Basic information unit 
Block 
Binary synchronous communication 

Change direction 
Control initiate 
Change direction indicator 
Continue destination selection 
Compression indicator 
Contention~ continue 
Compaction indicator 
Carriage return 
Create 
Cryptographic verification 

Deactivate logical unit 
Deactivate physical unit 
Destination address field 
Deblocking algorithm 
Delete 
Data flow control 
Data link control 
Destination-unique message unit 
Data processing 
Destination program name 
Destination queue name 
Definite response one 
Definite response one indicator 
Definite r~sponse two 
Definite response two indicator 
Data stream profile 
Destination selection 
Duplicate 

Erase all unprotected 
End bracket 
End bracket indicator 
Extended binary-coded decimal interchange code 
End chain 
End chain indicator 
Enciphered data indicator 
End of destination selection 
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EM 
EO 
EOC 
ERCL 
ERI 
ERP 
ERPR 
ERPS 
EUA 
EW 
EWA 
EXR 

FAP 
FF 
FI 
FF 
FFR 
FFR-FNI 
FFR-FS 
FFR-FS2 
FI't1 
F~m 
FMDS 
FMH 
FMH-n 
FMP 
FSM 

GCIO 
GE 

HDX 
HDX-CONT 
HDX-FF 
HSCB 
HSID 

IC 
ID 
INB 
INPID 
INOP 
ITA 
IU 
IUE 
IUT 

LCID 
LLIO 
LRC 
LRH 
LU 
LU Tn 
LUSTAT 

End of message 
Eight ones 
End of card 
Exchange record length 
Exception reponse indicator 
Error recovery procedure 
Error recovery procedure~ receive 
Error recovery procedure~ send 
Erase unprotected to address 
Erase/wri te 
Erase/write alternate 
Exception request 

Format and protocol 
Flip flop 
Format indicator 
Form feed 
Field formatted record 
Fixed fields without field separators 
Fixed fields with field separators 
Fixed fields with or without field separators 
Function management, field mark 
Function management data 
Function management data services 
Function management header 
Function management header type n 
Function management profile 
Finite-state machine 

Global coded graphic character set identifier 
Graphic escape 

Half-duplex 
HDX contention 
HDX flip-flop 
Half-session control block 
Half-session identification 

Insert cursor 
Identification 
In bracket (state) 
Inbound partition identifier 
Inbound operation 
International telephone alphabet 
Interchange unit 
Interchange unit end 
Interchange unit type 

local coded graphic character set identifier 
Structured field length (lL) and identifier (rO) 
longitudinal redundancy character 
logical record header 
Logical unit 
LU-LU session type n 
Logical unit status 

MF Modify field 
MGR Manager 
MPl Maximum presentation line 
MPP Maximum presentation position 
MS Media services 
MSG Message 
MSR Magnetic slot reader 
MU Message unit 

NAU Network addressable unit 
NC Network control 
NS Network services 
NU Nonshared and unnamed 
NUL Null 

OAF Origin address field 
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p-->s 
PC 
PIU 
PLU 
PRI 
PRN 
PS 
PSA 
PSE 
PT 
PU 

QC 
QEC 
QRI 

RA 
RAP 
RB 
RCD 
RCV 
RDPN 
RDS 
RELQ 
RH 
RM 
RMA 
RPL 
RPRN 
RQD 
RQD2 
RQE 
RQE2 
RQR 
RSHUTD 
RSP 
RT 
RTI 
RTR 
RU 
RWS 

S-->P 
SA 
SBA 
SC 
SCB 
SCS 
SDLC 
SDS 
snT 
SEC 
SF 
SFE 
SHUTC 
SHUTD 
SIG 
SlU 
SN 
SNA 
SP 
SPS 
SRI 
SS 
SSCP 
STSH 
SU 
SUB 
SUW 
SVC 
SYNC 

Primary to secondary 
Path control 
Path information unit 
Primary logical unit 
Primary 
Primary resource name 
Presentation services, programmed symbols 
Presentation space altered 
Presentation space error 
Program tab 
Physical unit 

Quiesce complete 
Quiesce at end of chain 
Queue responsa indicator 

Repeat to address 
Reset attached program 
Read buffer 
Request change direction 
Receive 
Return destination program name 
Resume destination selection 
Release quiesce 
Request/response header 
Read modified 
Read modified all 
Replace 
Return primary resource name 
Request definite response 
Request definite response with DR21 on 
Request exception response 
Request exception response with DR21 on 
Request recovery 
Request shutdown 
Response 
Response type 
Response type indicator 
Ready to receive 
Request unit 
Read/write storage 

Secondary to primary 
Set attribute 
Set buffer address 
Session control 
String control byte 
SNA character string 
Synchronous data link control 
Suspend destination selection 
Start data traffic 
Secondary 
Start field 
Start field extended 
Shutdown complete 
Shutdown 
S i cmal 
Secondary logical unit 
Shared and named 
Systems network architecture 
Start print 
Session presentation services 
Stack reference indicator 
Start sentinel 
System services control point 
Set and test sequence numbers 
Shared and unnamed 
Substitute 
Synchronlzed unit of work 
Service(s) 
Synchronization 
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TC 
TH 
TM 
TS 
TSP 

UPD 
UPM 

VFC 

WCC 
WP 
WSF 

3270 
3277 

Transmission control 
Transmission header 
Top margin 
Transmission dubsystem 
TS profile 

Update 
Undefined protocol machine 

Vertical forms control 

Write control character 
Word processing 
Write structured fleld 

IBM 3270 information display system 
IBM 3277 display station 
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APPENDIX B. RU SIZES VALID IN BIND SESSION 

Mantissa (a) 

Exponent 8 9 A B C 0 E F 
(b) (10) (11) (12) (13) (14) (15) 

0 8 9 10 11 12 13 14 15 

1 16 18 20 22 24 26 28 30 

2 32 36 40 44 48 52 56 60 

3 64 72 80 88 96 104 112 120 

4 128 144 160 176 192 208 224 240 

5 256 288 320 352 384 416 448 480 

6 512 576 640 704 768 832 896 960 

7 1024 1152 1280 1408 1536 1664 1792 1920 

8 2048 2304 2560 2816 3072 3328 3584 3840 

9 4096 4608 5120 5632 6144 6656 7168 7680 

A (10) 8192 9216 10240 11264 12288 13312 14336 15360 

B (11) 16384 18432 20480 22528 24576 26624 28672 30720 

C (12) 32768 36864 40960 45056 49152 53248 57344 61440 

D (13) 65536 73728 81920 90112 98304 106496 114688 122880 

E (14) 131072 147456 163840 180224 196608 212992 229376 245760 

F (15) 262144 294912 327680 360448 393216 425984 458752 491520 

Note: A value of X'ab' in byte 10 or byte 11 of BIND represents a.2**b. For example~ 
X'C5' represents (in decimal) 12 times 2 to the 5th power~ or 384. 
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A 

abbreviations 241 
acronyms 241 
active destination 

LU T1 and LU T4 188 
add FMH-2 212-
add replicate FMH-2 213 
adjust-text mode, SCS 152 
architecture components 1 
attach FMH-5 231 
auto-letter mode, SCS 152 

B 

backspace (BS) SCS control 132 
begi n-end F~1H-1 

format 210 
rules 191 
using 187 

begin FMH-l 
format 210 
rules 191 
using 187 

BEL (bell) SCS control 132 
bell (BEL) SCS control 132 
BIND request 

LU Tl format 27 
LU-T2 format 53 
LU-T3 format 66 
LU-T4 format 95 
LU-T6 format 120 
purpose of 3 
RU size matrix 245 

BS (backspace) SCS control 132 
buffer size in LU_T3 61 

C 

carriage return (CR) SCS control 132 
chaining rules, FMH 194 
checkpoint protocol 8 
checkpoints, LU_T1 20 
CMI (compression indicator) 208, 237 
compaction 

description of 237 
compaction indicator (CPI) 208, 237 
compaction table 

selecting 238 
compaction tabie FMH-2 2i4 
compaction table FMH-3 227 
components of architecture 1 
compression 

description of 237 
compression indicator (CMI) 208, 237 
concatenation rules 

FMH-1 194 
FMH-2 195 
FMH-3 195 
SCB 239 

configuration services 7 
continue FMH-1 

format 210 
rules 191 
using 187 

copy function in LU_T2 40 
CPI (compaction indicator) 208, 237 
CR (carriage return) SCS control 132 
create data set FMH-2 215 
cryptography options 

LU Tl BIND 36 
LU:T2 BIND 58 
LU T3 BIND 70 
LU-T4 negotiable BIND 110 
LU:T4 nonnegotiable BIND 103 
LU T6 BIND 125 

CU (customer use) SCS control 132 
customer use (CU,CUl,CU3) SCS control 132 

D 

data compaction 237 
data compression 237 
data descriptor FMH-5 233 
data direction resolution 

LU T4 76 
data flow control (DFC) 

for LU_Tl 14 
for LU T2 41 
for LU-T3 62 
for LU-T4 75 
for LU:T6 114 

data management 
using FMH-2 189 
using FMH-3 190 

data rules 195 
data stream 

defaults 186 
data stream profile field of FMH-1 208 
data stream profiles 

LU Tl 17 
LU-T4 84 
LU-T6 116 

data streams 
See also SNA 3270 data stream, SCS 
controls 

for LU_T1 14, 129 
for LU_ T2 157 
for LU_T3 157 
for LU T4 74, 129 
for lU:T6 114 

DC (device control) SCS control 133 
default data stream 186 
default destination 188 
describing data 

using FMH-4 197 
destination 

active 188 
default for LU_T1 and LU_T4 188 
management,· in LU_T1 and LU_T4 188 
selecting 186 

destination name field of FMH-1 209 
destination selection 

FMH-1 summary 192 
rules for FMH-1 191 
using FMH-1 187 

destination selection field of FMH-1 208 
destination stacks 188 
device control (DCn) SCS control 133 
device sharing, LU_T2 40 
device sharing, LU_T3 62 
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DFC 
See data flow control 

display printout, LU_T2 40 
display sharing, LU_T2 41 
distributed transaction processing 113 
domains of network 7 
DSNAME field of FMH-1 209 
DSP select field of FMH-1 208 
DSSEL field of FMH-1 208 

E 

EBS (expanded backspace) SCScontrol 133 
enable presentation (ENP) SCS control 133 
end-abort FMH-l 

format 210 
rules 191 
using 187 

end-user data parameters 
LU T1 BIND 37 
LU-T2 BIND 58 
LU-T3 BIND 71 
LU:T4 negotiable BIND 110 
lU_T4 nonnegotiable BIND 103 
LU T6 BIND 126 

end FMH-l 
format 210 
rules 191 
using 187 

end user 
boundary to LU 7 
definition of 2 

ENP (enable presentation) SCS control 133 
erase data set FMH-2 218 
erase FMH-2 217 
ERCL (exchange record length) field of 

Fl1H-1 209 
errors 

backspace in SCS 154 
LU T1 22 
SCS controls 153 
SCS graphics 153 

ESP (expanded space) SCS control 150 
examples 

LU T2 sequences 50 
LU-T4 sequences 93 
LU-T4 stacks 79 
of-stacks 193 

exchange record length field of FMH-1 209 
execute program offline FMH-2 218 
expanded backspace (ESS) SCS control 133 
expanded space (ESP) SCS control 150 
extension FMH-2s 189 

F 

FF (form feed) SCS control 133 
FI (format indicator) of RH 186 
finite state machine (FSM) 6 
FMD (function management data) 6 
FM data rules 

FMH-1, FMH-2, FMH-3 191 
FMH-1 

fields defined 207 
purpose of 186 
rules 191 
sense codes 196 
SPS.RCV and SPS.SEND processing 10 
using 187 

FMH-IO 
fields defined 236 
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purpose of 187 
SPS.RCV and SPS.SEND processing 10 
using 204 

FMH-2 
data set organizations 189 
extension FMH-2s 189 
fields defined 211 
purpose of 186 
root FMH-2s 189 
sense codes 196 
SPS.RCV and SPS.SEND processing 10 
using 189 

FMH-3 
fields defined 221 
purposeof 186 
sense codes 196 
SPS.RCV and SPS.SEND processing 10 
using 190 

FMH-4 
fields defined 230 
purpose of 186 
SPS.RCV and SPS.SEND processing 10 
using 197 

FMH-5 
purpose of 181 
SPS.RCV and SPS.SEND processing 10 

FMH-6 
fields defined 235 
purpose of 187 
SPS.RCV and SPS.SEND processing 10 

FMH-7 
fields defined 236 
purpose of 181 
SPS.RCV and SPS.SEND processing 10 

FM headers 
FMH-1 fields defined 207 
FMH-10 fields defined 236 
FMH-2 fields defined 211 
FMH~3 fields defined 227 
FMH-4 fields defined 230 
FMH-6 fields defined 235 
FMH-7 fields defined 236 
LU T1 processing 16, 187 
LU-T1 use 13 
LU-T4 processing 78, 187 
LU-T6 processing 115, 191 
LU:T6 use 114 
purpose of 185 
rules for FMH~l, FMH-2, FMH-3 191 
types allowed by sessions 187 
types of 186 
using 185 

FM headers (see also LU_T1 BIND and lU_T4 
BIND) 206 

FMHs (see FM headers) 185 
FM profi Ie 

LU_T1 13 
LU_T! BIND 27 
LU T2 BIND 53 
LU-TS BIND 66 
LU:T4 74 
LU_T4 negotiable BIND 105 
LU_T4 nonnegotiable BIND 95 
LU_T6 113 
LU...-T6BIND 120 
summary of 5 

FM usage 
See FM profi Ie 

FM usage parameters 
LU_T! BIND 21 
LV T2 BIND 53 
LU:TS BIND 66 
LU_T4 negotiable BIND 105 



LU_T4 nonnegotiable BIND 95 
LU_T6 BIND 120 

format indicator of RH '86 
formatting of media 151 
form feed (FF) SCS control 133 
FSM (finite state machine) 6 
function management header 

type 1 (FMH-1) 207 
type 10 (FMH-I0) 236 
type 2 (FMH-2) 211 
type 3 (FMH-3) 227 
type 4 (FMH-4) 230 
type 6 (FMH-6) 235 
type 7 (FMH-7) 236 

function management headers (see FM 
headers) 185 

G 

GE (graphic escape) SCS control 133 
graphic escape (GE) SCS control 19~ 133 

H 

half-session 
See also LU_T1~ LU_T2~ LU_T3~ LU_T4~ and 

lU_T6 
activation and deactivation 6 
definition of 3 
managing LU_Tl and LU_T4 
destinations 187 

protocols 
LU_Tl BIND 27 
LU_T2 BIND 53 
LU_T3 BIND 66 
LU_T4 negotiable BIND 105 
LU_T4 nonnegotiable BIND 95 
lU_T6 BIND 120 

types 5 
usage parameters 

lU_Tl BIND 32 
LU_T2 BIND 57 
lU_T3 BIND 69 
lU_T4 negotiable BIND 107 
lU_T4 nonnegotiable BIND 99 
lU_T6 BIND 125 

half-session~ control block (HSCB) 6 
half-session activation parameters 

(HSAP) 6 
hierarchy rules for FMH-1~ FMH-2~ FMH-3 191 
horizontal tab (HT) SCS control 134 
HSCB (half-session control block) 6 
HT (horizontal tab) SCS control 134 

I 

IFS (interchange file separator) SCS 
control 135 

IGS (interchange group separator) SCS 
control 135 

indent tab (IT) SCS control 134 
index return (IR) SCS control 134 
inhibit presentation (IN?) SCS control 135 
INP (inhibit presentation) SCS control 135 
interchange separator (IUS~IRS~IGS~IFS) SCS 
controls 135 

IR (index return) SCS control 134 
IRS (interchange record separator) SCS 
control 135 

IT (indent tab) SCS control 134 

IUS (interchange unit separator) SCS 
control 135 

L 

LF (line feed) SCS control 135 
line feed (IF) SCS control 135 
load programmed symbols structured 
field 19 

logical unit 
See also lU_T1~ LU_T2, lU_T3, LU_T4~ and 

LU_T6 
definition of 1~ 2 
structure 2 

LT_CCR~ function of 10 
LT_CCS~ function of 11 
LT_DSR~ function of 10 
LT DSS~ function of 11 
IT:FRR~ function of 10 
IT_FRS~ function of 11 
LT MSR~ function of 10 
IT:MSS~ function of 11 
LU.SVC_MGR (LU services manager) 6 
lU_Tl 

BIND request format 27 
data flow control 14 
data stream controls 129 
data stream profiles 17 
data streams 14 
default destination 188 
errors 22 
FM headers 13 
half-session characteristics 13 
LUSTAT (LU status) request 21 
overview 13 
presentation services 16 
profiles 13 
protocols 14 
sense codes 24 
SIG (Signal) request 16, 21 

lU T2 
-BIND request format 53 

CANCEL request 45 
data flow control 41 
data stream 157 
device sharing 40 
display printout 40 
display sharing 41 
errors 42~ 46 
half-session characteristics 40 
magnetic stripe 39 
overview 39 
protocols 41 
screen size 39 
sense codes 44 
sequence examples 50 
SNA 3270 data stream use 39 
structured fields 159 

LU_T3 
BIND request format 66 
buffer size 61 
data flow control 62 
data stream 157 
device sharing 62 
errors 63, 65 
half-session characteristics 61 
overview 61 
protocols 62 
sense codes 63 
SNA 3270 data stream use 61 
structured fields 159 

LU_T4 
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BIND request format 
negotiable 105 
nonnegotiable 95 

BIND request overview 73 
change-direction management 75, 78 
data flow control 75 
data processing DSPs 86 
data stream controls 129 
data stream profiles 84 
data streams 74, 84 
default destination 188 
errors 89 
H1 headers 78 
half-session characteristics 74 
LUSTAT request 77, 83, 91 
media 85 
overview 73 
presentation services 78 
profiles 74 
protocols 75 
sense codes 89 
sequence examples 93 
SIG (Signal) request 76, 83 
stacks 79 
transmission control (TC) 75 
unattended operation 83 
word processing DSPs 87 

LU_T6 
BIND request format 120 
data flow control 114 
data stream profiles 116 
data streams 114 
FM headers 114 
half-session characteristics 113 
overview 113 
presentation services 115 
profiles 113 
protocols 114 
SIG (Signal) request 115 

LU overv i ew 3 
LU services manager (lU.SVC_MGR) 3,6 
lUSTAT request 

LU T1 21 
lU-T4 77, 83, 91 

lU structure 6 
lU types 5 

M 

magnetic stripe, lU T2 39 
maintenance and management services. 7 
master character 238 
media formatting 151 
mediums, selecting 186 
medium selection using FMH-1 207 

N 

NAU (network addressable un; t) 2 
negotiable BIND for LU T4 105 
negotiable BIND for LU-T6 120 
network addressable unlt (NAU) 2 
network operator services 7 
network services 7 
new line (NL) ses control 135 
NL (new line) ses control 135 
nonnegotiable BIND for LU_T4 95 
nonnegotiable BIND for LU T6 120 
note FMH-2 219 -
note reply FMH-2 219 
NUL (null) SCS control 135 
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null (NUL) SCS control 135 

p 

password FMH-2 220 
path control network 

definition of 1, 2 
path information unit (PIU) 185 
PDIR (peripheral data information record) 

FMH-2 221 
peripheral data info~mation record (PDIR) 

FMH-2 221 
physical unit (PU) 2 
PIU (path information unit) 185 
poe (program operator communication) SCS 
control 137 

ports 2 
PP (presentation position) SCS control 136 
presentation position (PP) SCS control 136 
presentation services 7 

LU_T1 16 
lU T4 78 
lU-T6 115 

presentation surface 131 
prime compression character 238 
prime compression character FMH-2 222 
prime compression character FMH-3 228 
profiles 3 
program operator communication (POC) SCS 
control 137 

PS profi Ie 
LU_T1 13 
lU T1 BIND 31 
LU-T2 BIND 57 
lU-T3 BIND 69 
LU-T4 74 
LU:T4 negotiable BIND 107 
LU_T4 nonnegotiable BIND 99 
LU T6 113 
LU-T6 BIND 124 
relation to lU type 5 
summary of 5 

PS usage 
See PS profi Ie 

PS usage parameters 
lU_T1 BIND 31 
LU T2 BIND 57 
LU-T3 BIND 69 
LU:T4 negotiable BIND 107 
LU_T4 nonnegotiable BIND 99 
LU T6 BIND 125 

PU (physical unit) 2 

Q 

query for compaction table FMH-3 228 
query for data set FMH-2 222 
query reply structured field 19 

R 

RAP (reset attached process) FMH-5 234 
read partition structured field 19 
receive stack 188 
record-ID FMH-2 223 
recovery data structured field 19 
repeat (RPT) SCS control 137 
replace FMH-2 224 
replace replicate FMH-2 225 
request-response header (see RH) 186 



request-response unit (see RU) 186 
request recovery data structured field 19 
required form feed (RFF) SCS control 137 
required new line (RNL) SCS control 138 
required space (RSP) SCS control 151 
reset attached process FMH-5 234 
restart structured field 19 
resume F~'H-1 

format 210 
rules 191 
using 187 

RFF (required form feed) SCS control 137 
RH 

format indicator 186 
use in transmissions 185 

RNL (required new line) SCS control 138 
root FMH-2s 189 
RPT (repeat) SCS control 137 
RSP (required space) SCS control 151 
RU 

content of 185 
use in transmissions 

rules 
chaining of FMHs 194 
data 195 
FMH-1 concatenation 
FMH-2 concatenation 
FMH-3 concatenation 
FM headers and data 
SCB 239 

RU size matrix 245 

S 

185 

194 
195 
195 
191 

SA (set attribute) SCS control 139 
SBS (subscript) SCS control 147 
SCB (string control byte) 

using 237 
SCI (set chain image) SCS control 141 
scratch all data sets FMH-2 225 
scratch data set FMH-2 226 
screen size in LU_T2 39 
SCS (SNA character string) controls 129 
SCS code points 156 
SCS control and graphic errors 153 
SCS data structured field 19 
SCS defaults 154 
secure string 10 read~r (SSR) SCS 
control 138 

select left platen (SlP) SCS control 138 
select magnetic encoder (SME) SCS 
control 139 

select right platen (SRP) SCS control 139 
send stack 188 
sense codes 

FMH-l, FMH-2, FMH-3 196 
LU Ti 
LU:T2 
lU T3 
LU-T4 
LU-T6 

series-IO 
session 

24 
44 
63 
89 
118 
Ft'lH-3 229 

activation and deactivation 6 
control blocks 6 
LU-lU 3 
SSCP-lU 3 
types of LU-lU 3 

session network services 7 
session presentation services (SPS) 5, 8 
session services 7 
set attribute (SA) SCS control 19, 139 

set attribute SCS control 18 
set chain image (SCI) SCS control 141 
set checkpoint interval structured 
field 19 

set graphic error action (SGEA) SCS 
control 141 

set horizontal format (SHF) SCS control 142 
set line density (SLO) SCS control 143 
set print density (SPO) SCS control 144 
set translation table (STT) SCS control 144 
set vertical format (SVF) SCS control 144 
SGEA (set graphic error action) SCS 
control 141 

SHF (set horizontal format) SCS control 142 
shift in (SI) SCS control 146 
shift out (SO) SCS control 146 
SHY (syllable syphen) SCS control 151 
SI (shift in) SCS control 146 
SIG (Signal) request 

LU T1 16, 21 
LU-T4 76, 83 
LU-T6 115 

SlO (set line density) SCS control 143 
SLP (select left platen) SCS control 138 
SME (select magnetic encoder) SCS 
control 139 

SNA character string (SCS) controls 129 
SNA 3270 data stream 

description 157 
LU T2 use 39 
LU-T3 use 61 

SO (shift out) SCS control 146 
SOF (start of format) SCS control 146 
SPO (set print density) SCS control 144 
SPS 

See also session presentation services 
function of 10 
structure 8 

SPS.RCV, function of 10 
SPS.SENO, function of 11 
SPS (session presentation services) 8 
SPS (superscript) SCS control 147 
SRI (stack reference indicator) 188 

of FMH-1 208 
of FMH-2 212 

SRP (select right platen) SCS control 139 
SSR (secure string 10 reader) SCS 
control 138 

stack examples 193 
stack reference indicator (SRI) 188 

of FMH-1 208 
of Ft'lH-2 212 

stacks 
LU T4 stacks 79 
using 188 

start of format (SOF) SCS control 146 
status FMH-3 229 
string control byte (SCB) 

rules 239 
using 237 

structured fields 
LU T1 17 
3270 data stream 159 

structure of lU 6 
STT (set translation table) SCS control 144 
SUB (substitute) SCS control 147 
subscript (SBS) SCS control 147 
substitute (SUB) SCS control 147 
superscript (SPS) SCS control 147 
suspend FMH-1 

format 210 
rules 191 
using 187 
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SVF (set verti cal format) SCS control 144 
SW (switch) SCS control 147 
switch (SW) SCS control 147 
syllable hyphen (SHY) SCS control 151 
synchronizing units of work 

using FMH~10 204 
sync point protocol 8 
system services control point 

as a NAU 2 

T 

TC (transmission control) 5 
terms and abbreviations 241 
text-justify mode~ SCS 152 
TH (transmission header) 185 
TPS (transaction processing system) 113 
transaction 113 
transaction processing system (TPS) 113 
transmission control (TC) 5 
transmission header (TH) 185 
transparent (TRN) SCS control 149 
TRN (tra~~parent) SCScontrol 149 
TS profi Ie 

LU T1 13 
LU-T1 BIND 27 
LU=T2 BIND 53 
LU T3 BIND 66' 
LU-T4 74 
LU=T4 negotiable BIND 105 
LU T4 nonnegotiable BIND 95 
LU=T6 113 
LU T6 BIND 120 
summary of 5 

TS usage 
See TS profi Ie 

TS usage parameters 
LU T1 BIND 30 
LU=T2 BIND 55 
LU_T3 BIND 68 
LU_T4 negotiable BIND 106 
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LU T4 nonnegotiable BIND 98 
LU-T6 BIND 123 

tvpe-I LU 
See LU_Tl 

tvpe-2 LU, 
See LU:,...T2 

tvpe-3 LU 
See LU T2 

type-4 LU-
See LU_T4 

type-6 LU 
See LU_T6 

types of LUs 5 

U 

UBS (unit backspace) SCS control 149 
unattended operation 

lU_T1 14 
lU T4 83 

undefTned protocol machine (UPM) 7 
unit backspace (UBS) SCS control 149 
UPM.AllOCATE 7 
UPM (undefined protocol machine) 7 

v 
VCS (vertical channel select) SCS 
control 149 

vertical channel select (VCS) SCS 
control 149 

vertical tab (VT) SCS control 150 
volume-ID FMH-2 226 
VT (vertical tab) SCS control 150 

w 
word underscore (WUS) SCS control 150 
WUS (word underscore) SCS control 150 
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