












































































































































































































































virtual routes can flow faster than messages assigned to lower-priority 
virtual routes. (2) The ability of SNA networks to have multiple SDLC 
links in a transmission group and multiple explicit routes between 
subareas of the network can help minimize the time messages spend on 
network paths. (3) The ability of SNA networks to detect and control 
congestion along virtual routes is another way to help minimize the time 
required to transmit messages. 

The SNA data link control procedures and the virtual-route congestion 
control techniques are two means to promote efficient utilization of 
path components and thereby help minimize the cost of these components. 

The ability of SNA networks to have multiple SDLC links in a 
transmission group and multiple explicit routes between subareas can 
help increase the data-handling capacity and the availability of network 
paths. Multiple links increase the data-carrying capacity between 
adjacent nodes; multiple explicit routes allow one explicit route to be 
substituted for another explicit route that fails. SNA networks can 
also notify session partners when route failures disrupt their sessions 
and let them try to reinitiate disrupted sessions over different routes. 

The SNA data link control techniques for detecting and, through 
retransmission, correcting errors as they occur helps minimize the loss 
of data caused by physical errors occurring in path components. SNA 
also provides network management techniques to identify error-prone 
components of a path by collecting and displaying error statistics for 
such compOl1ents. 

Finally, the ability of SNA networks to notify network operators when 
explicit routes fail, to notify session partners when route failure 
disrupts their sessions, and to let session partners reinitiate 
disrupted sessions over different explicit routes, can help minimize the 
time needed to detect and reactivate an inoperable path. 

SPECIFYING ROUTES 

To specify routes between subareas, the system programmer must define: 

• Links between adjacent subareas 
• Transmission groups in which the links may reside 
• Explicit routes between end subareas 
• Virtual routes associated with each explicit route 
• The correspondence between class of service requested at session 

initiation and the particular virtual routes that that session can 
use 

These are defined to ACF/NCP, ACF/VTAM, and ACF/TCAM as follows. 

Links between adjacent subarea nodes are defined as explained in Chapter 
3, "Transmitting Data from Node to Node.rI 

Transmission groups are defined to ACF/NCP. 
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Explicit routes are defined to ACF/NCP and ACF/TCAH. ACF/TCAM and 
ACF/VTAH provide statements that allow the system programmer to resolve 
p-ot-ent-ra:T--routTrig- coii"fllcfs. 

Virtual routes and class of service are defined primarily to ACF/VTAM 
and ACF/TCAH. 

To define explicit routes among subareas using the facilities described 
below can be tedious for large networks. IBH provides a field-developed 
program (FDP) called the Routing Table Generator (RTG) that uses the 
physical network topology to select routes between SNA subareas, assign 
explicit-route numbers to the routes, and generate appropriate macros to 
define routing tables in nodes along the routes. Information about this 
program can be found in Routing Table Generator Program 
Description/Operations Hanual, SB21-2806. 

Specifying Routes to ACF/NCP 

To associate a link with a transmission group, the system programmer 
codes the transmission group number in the TGN operand of the PU macro 
that represents the adjacent link station for the link to the NCP. 

The system programmer defines explicit routes by coding PATH macros in 
each NCP that serves as a node on the route. These PATH macros tell the 
NCP where to send message units that specify a particular destination 
subarea and that are assigned to a particular explicit route. For each 
combination of destination subarea and explicit route, the macros 
specify which adjacent subarea to send the message units to and which 
transmission group to use in sending them to that subarea. Using 
information provided by PATH macros, each NCP builds an explicit-routing 
table similar to that shown in Figure 4-8 on page 4-15. 

Although NCP macros are not used to define virtual routes, three 
operands of the NCP BUILD macro are used to reserve storage that the NCP 
needs to handle virtual routes that have one end in the NCP node: 

• The VRPOOL operand specifies the number of virtual routes ending at 
the NCP that can be concurrently active. 

• The NUMHSAS operand specifies the number of origin subareas that can 
concurrently communicate with the NCP as a destination subarea. 

• The MAXSSCP operand specifies the maximum number of SSCPs that can 
concurrently maintain active SSCP-PU sessions with the NCP. 

Specifying Routes to ACF/VTAM 

ACF/VTAM builds its routing tables using information contained in one or 
more path definition sets filed in the ACF/VTAM definition library. A 
path definition set consists of one or more ACF/VTAM PATH statements, 
which are similar in format to ACF/NCP PATH macros. Besides telling 
ACF/VTAM to which adjacent subarea to send message units, and which 
transmission group to use in doing so, the PATH statement also assigns 
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virtual routes to explicit routes. VRN operands in the PATH statements 
are used for this purpose. 

ACF/VTAN provides a user-replaceable module to calculate minimum and 
maximum pacing-group sizes for virtual-route pacing. The system 
programmer can replace the VTAM-supplied module with a different module 
if necessary. 

ACFjVTAN provides the COSTAB, COS, and COSEND macros to define a 
class-of-service table that associates a set of virtual routes with a 
class of service. An LU specifies a class of service when it initiates 
a session; when activated, the session is assigned to the first 
available virtual route that provides its class of service. (A virtual 
route is available if it is either active or currently capable of being 
activated.) ACF/VTAM provides a default algorithm for assigning 
sessions to virtual routes when no class-of-service table is provided. 

The system programmer can associate a class of service with a log-on 
mode table entry by coding the COS operand of the MODEENT macro that 
defines the table entry. 

ACF/VTAM provides a virtual-route selection exit for which the system 
programmer may provide a routine to examine and modify ACF/VTAM's 
virtual-route selection process. ACF/VTAM invokes this exit routine 
whenever a session between a primary LU in the ACF/VTAM subarea and an 
LU in another subarea is about to be activated. 

If none of the virtual routes listed in a specified class of service (or 
by an exit routine) is available for an LU-LU session, ACF/VTAM rejects 
the request to activate a session and informs the ACF/VTAM operator of 
the situation. 

Specifying Routes to ACF/TCAM 

ACF/TCAN builds its explicit-routing table based upon information 
received from channel-attached NCPs via Explicit Route Operative (ER-OP) 
requests sent when explicit routes are activated (as shown in 
Figure 2-13). However, ACFjTCAM also provides PATH macros that are used 
to resolve routing conflicts that can occur when an ACF/TCAM host node 
receives notification (via Explicit Route Operative requests) that more 
than one of its channel-attached NCPs are part of the same explicit 
route to the same destination subarea. The ACF/TCAM PATH macros, which 
are similar in format to ACF/NCP PATH macros, are assembled into a 
module that is loaded when ACF/TCAM is initialized and is used to 
resolve routing conflicts. 

ACF/TCAM provides a VRN operand on its PATH macro to map virtual routes 
to explicit routes. If this operand is not coded, ACF/TCAM maps a 
virtual route to an explicit route on an identity basis; that is, VRI 
maps to ER1, VR2 maps to ER2, and so on. 

ACF/TCAM can calculate minimum and maximum pacing-group sizes for 
virtual-route pacing, based upon the number of transmission groups in an 
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explicit route. The system programmer can provide a different module 
for this purpose and point to it via the WSZEXIT operand of the INTRO 
macro. 

ACF/TCAM provides the COSTAB, COS, and COSEND macros to define a 
class-of-service table that associates a set of virtual routes with a 
class of service. An LU specifies a class of service when it initiates 
a session; when activated, the session is assigned to the first 
available virtual route that provides its class of service. (A virtual 
route is available if it is either active or currently capable of being 
activated.) ACF/TCAM provides a default class-of-service table. 

ACF/TCAM lets a system programmer select a class of service for an SNA 
session in either of two ways. The programmer can: 

• 

• 

Code the COS operand of the IEDBENT macro that defines a Bind image 
table entry; or 
Initialize an option field created by an OPTION macro that specifies 
USE=COSNAME. An Unbind user-exit associated with the device message 
handler (DMH) of a primary LU may be used to specify the automatic 
session reinitiation of LU-LU sessions. 

A Bind user-exit associated with the device message handler (DMH) of a 
primary LU may be used to modify the virtual route entries in a class of 
service just before a virtual route is selected. 

If no virtual route in the selected class of service is available, a 
session cannot be activated. ACF/TCAM provides a route-availability 
monitoring option (RAMO) that notifies the primary session partner 
immediately when a virtual route in the selected class of service 
becomes available. The system programmer uses a Bind user-exit 
associated with the DMH of a primary LU to specify that RAMO is 
effective for an LV-LU session. 

TYPICAL REQUEST-UNIT SEQUENCES FOR ROUTING 

Figure 4-14 through Figure 4-16 are diagrams of typical request-unit 
sequences used in routing traffic through an SNA network. (Figure 4-13 
on page 4-31 gives the meaning of each of the symbols and abbreviations 
appearing in these sequence diagrams.) Figure 4~14 on page 4-32 and 
Figure 4-15 on page 4-34 show how Network Control Explicit Route 
Operative (NC-ER-OP) requests are propagated through the network. 
Figure 4-14 shows how these requests flow from pairs of subarea nodes 
after a transmission group is activated between the nodes. 

Propagated from subarea to subarea, Network Control Explicit Route 
Operative (NC-ER-OP) requests identify which subareas can be reached 
when the transmission group is activated. Upon receiving this 
information, a subarea node determines which explicit routes it may 
activate to reach other subareas in the network. 
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Figure 4-15 is similar to Figure 4-14, but shows how routing information 
is propagated when different explicit routes between the same two 
subareas are assigned to different transmission groups. 

The propagation scheme shown in Figure 4-14 and Figure 4-15 is also 
used, after a transmission group is deactivated, to propagate 
information about loss of logical connections between subareas. Network 
Control Explicit Route Inoperative (NC-ER-INOP) requests are used to 
propagate this information. 

Figure 4-16 shows how congestion indicators are used to alleviate both 
moderate and severe congestion at nodes along virtual routes. 

In addition to the sequences presented here, certain sequences in 
Chapter 2 also illustrate facets of routing. Figure 2-8, Figure 2-9, 
Figure 2-14, and Figure 2-15 show how explicit and virtual routes are 
activated; Figure 2-16 and Figure 2-19 show how virtual routes are 
deactivated. 
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six FlO types are explained in the Glossary. 

Figure 4-13. Symbols and Abbreviations Appearing in Sequence Diagrams of Chapter 4 
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(Figure 4-13 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Figure 4-14 (Part 1 of 2). Fan-out Propagation of Explicit Route Operative 
(NC-ER-OP) Requests 
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This sequence of request units assumes that all transmission groups are 
active except for TG1 between HOST5 and NCPS, and for TG3, which are inactive. 

1. Transmission group TG1 is activated. See Chapter 2. 

2. PU5.0 tells PU6.0 that PU5.0 can handle data routed to subarea 5 over 
explicit routes 0, 1, 2, and 3, once these routes are activated. PUS.O 
uses this information in deciding which explicit routes to activate. 

3. PU6.0 tells PU5.0 that PU6.0 can handle data routed to subarea 
6 over explicit routes 0, 1, 2, and 3. 

4. Transmission group TG3 is activated. See Chapter 2. 

5. PU4.0 tells PUS.O that PU4.0 can handle data routed to the following sub­
areas over the following explicit routes once these routes are activated: 
o Subareas 1 and 2 via explicit routes 0, 1, and 3 
o Subareas 3 and 4 via explicit routes 0, 1, 2, and 3 

6. PU6.0 tells PU5.0 that PU6.0 can handle data routed to the fol­
lowing subareas over the following explicit routes: 
o Subareas 1 and 2 via explicit route 1 
o Subareas 3 and 4 via explicit routes 0, 1, and 2 

7. PU6.0 tells PU4.0 that PU6.0 can handle data routed to subareas 
5 and 6 over explicit routes 0, 1, 2, and 3 

8. After modifying the information from PU6.0 to reflect the information 
in its own routing tabie, PU4.0 propagates this information to the PUs 
in the other subarea nodes connected to it--that is, PU2.0 in NCP2 and 
and PU3.0 in HOST3. 

9. PU2.0 modifies the information it received from PU4.0 and propagates it 
to PU1.0. 

Figure 4-14 (Part 2 of 2). Fan-out Propagation of Explicit Route Operative 
(NC-ER-OP) Requests 
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(Figure 4-13 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

This sequence of request units assumes 
that transmission groups TG2 and TG3 
are active and that both TGls are 
inactive. 

1. TG2 is activated. 

2. PU2.0 tells PU4.0 that PU2.0 can 
reach subareas 1 and 2 over explicit 
routes 0 and 1. 

3. PU4.0 tells PU3.0 that PU4.0 can 
reach subarea lover explicit route 
1 and subarea 2 over explict routes 
o and 1. PU4.0 uses TG3 to reach 
subarea lover explicit route 0; 
since TG3 has not yet been activated, 
explicit route 0 is not yet available. 

4. PU4.0 sends the appropriate informa­
tion on connectivity to PU2.0, which 
modifies the information to reflect 
the contents of its own routing 
tables and then propagates the infor­
mation to PU1.0. 

5. TG3 is activated. 

6. PU2.0 sends PU4.0 the same informa­
tion that it sent in Step 2. 

7. PU4.0 in turn propagates this infor­
mation to PU3.0. Because TG3 is now 
active, PU4.0 tells PU3.0 that PU4.0 
can now reach subarea 1 via explicit 
route 0, as well as via explicit 
route 1. 

8. PU4.0 sends PU2.0 the same infor­
mation that it sent in Step 4. PU2.0 
propagates this information to PU1.0. 

Figure 4-15. Propagation of Routing Information following Activation of Multiple 
Transmission Groups between the Same Subareas 
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(Figure 4-13 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Message Unit 
I> 

Figure 4-16 (Part 1 of 2). Setting Congestion Indicators in FID4 Transmission 
Headers of PIUs Traversing a Virtual Route 
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These are the steps in the request unit sequences that set congestion 
indicators in transmission headers of PIUs traversing a virtual route. 

1. LU1.2 in HOST1 generates a message unit destined for LU3.2 in PNOOE3.1 
and passes it to the path control component of HOSTl for processing. 

2. Path control in HOST1 adds a FID4 TH to the message unit and places it 
on the transmission queue for transmission to NCP2 via TG1. 

3. Path control in NCP2 places the message unit on the transmission queue 
for transmission to NCP3 via TG2. 

4. Path control in NCP3 converts the TH to a FI02 TH and sends the message 
unit to path control in PNOOE3.1, which in turn routes it to its destina­
tion, LU3.2. 

5. When it prepares the next VR-pacing response (VRPRS) for the congested 
virtual route between HOST1 and NCP3, path control in NCP3 turns on the 
change window reply indicator (CWRI) bit in the FID4 TH and sends the 
pacing response to NCP2. 

6. Path control in NCP2 routes a message unit containing the VR-pacing 
response (VRPRS) to path control in HOST1. Upon detecting that the 
CVJRI bit is on, path control in HOSTi decrements by i the pacing group 
size for the next pacing group of message units to be sent over the 
virtual route to NCP3, in an attempt to lessen congestion along this 
route. 

7. At some Jater time, LU 1.2 generates another message unit for LU3.2, and 
HOST1 path control routes this message unit to NCP2 over transmission 
group TG1. When it enqueues the message unit for transmission to NCP3 
over TG2, path control in NCP2 notices that TG2 has become severely 
congested. 

8. After this congestion has been detected, a message unit flows from 
to NCP2 on the virtual route between NCP3 and HOST1. 

9. Path control in NCP2 turns on the reset window indicator (RWI) bit in 
the TH of the message unit and rolltes the message unit to HOST1. The 
RWI bit indicates that severe congestion has been detected along the 
virtual route in the direction of HOST1. Upon receiving the message 
unit with the RWI bit on in its TH, path control in HOST1 immediately 
truncates the current pacing group of message units flowing on the 
virtual route to NCP3, and resets the pacing group size to the minimum. 
(Message units that were in the old pacing group but have not yet been 
sent are sent in the new pacing group.) 

Figure 4-16 (Part 2 of 2). Setting Congestion Indicators in FID4 Transmission 
Headers of PIUs Traversing a Virtual Route 
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CHAPTER 5. USING LU-LU SESSIONS TO TRANSMIT DATA BETWEEN END USERS 

Before an end user of an SNA network can communicate with any other end 
user j their respective logical units must be connected in a mutual 
relationship called a session. Because the session joins two logical 
units, it is called an LU-LU session. The term session partners is 
often applied to logical units engaged in an active session. 

An LU-LU session synchronizes the state of the interaction between the 
end users. The session is a temporary relationship, or connection, 
between logical units that lets the end users exchange data. Activating 
a session between logical units makes available the appropriate 
resources, such as buffer storage and processor capacity, for as long as 
the session is active. 

A single LU can represent one or more end users and can participate in 
several LU-LU sessions at the same time with one or more other LUs. The 
component within an LU that provides the set of resources used by a 
particular LU-LU session is called a half-session. 

The exchange of data by end users is subject to a number of procedural 
rules, or protocols, that the logical units specify before beginning the 
exchange. These protocols represent an agreement between the end users 
about how the session is to be conducted, where alternatives exist. The 
protocols specify such things as the format of the data, the amount of 
data to be sent by one end user before the other one replies, and the 
action to be taken if errors occur. While the session is being 
activated, the session partners negotiate and agree upon the protocols 
that they will follow in conducting the session. 

This chapter introduces some of the protocols that LU-LU sessions use 
and names the SNA request units associated with each protocol. 

TYPES OF LOGICAL UNITS 

IBH classifies SNA products according to LU type. 1 An LU type 
constitutes a particular set of SNA functions provided for communication 
between end users that a product can perform. The product can perform 
those functions if it supports that type of LU. Some of these SNA 
functions are mandatory; others are optional. 

In general, products that support a particular type of LU are used for a 
particular kind of communication. One type of LU is typically used for 
communication between an application program and an IBH 6670 Information 
Distributor. Communication between an application program and a display 
terminal, on the other hand, typically uses a different type of LU at 

Formerly called LU-LU session type. 
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the ends of the session. And communication between two application 
prG-g-l;ams -typically -uses still another typ_e_ of LV. 

The LU type designation is a convenient means bf classifying SNA 
hardware and software products according to the subsets of SNA functions 
that their logicai units can perform. 

In order for two SNA products to communicate over an LU-LU session, both 
products must support the same LU type. Some SNA products support one 
LU type, others support more than one. A list of SNA products and their 
corresponding LU types appears in the SNA Reference Summary, GA27-3136. 

Benefits of LU Type Classification 

Knowing the type (or types) of LU that a particular SNA product supports 
can reveal much about the kinds of applications for which that product 
can be used and the kinds of SNA functions the product can perform. 
Knowing the LU type is therefore useful to those who need to select the 
appropriate SNA products for a given application. 

Knowing the LU type is also of value to those who must diagnose problems 
in the network; because the LU type identifies the specific functions 
that an LU may perform, one can concentrate on problems associated with 
those functions. 

ACTIVATING AN LU-LU SESSION 

The process of activating an LU-LU session is diagrammed in Figure 5-1 
on page 5-3. First, an LU sends a session-initiation request to its 
SSCP. This request identifies the two LUs between which a session is to 
be activated. The requesting LU sends an Initiate Other CINIT-OTHER) or 
Initiate Self (INIT-SELF) request to the SSCP. The INIT-SELF and 
INIT-OTHER requests are called session-initiation reguests. 

The SSCP performs several functions, in a category called session 
services, that help in the session-initiation process. Among other 
functions, the SSCP: 

• 

• 
• 

• 

• 

2 

Verifies the authority of the initiating LU to initiate a session 
between the specified LUs 
Resolves network names 2 to network addresses 
Queues and dequeues session-initiation requests (these requests can 
be queued in the event that the required LU-LU session cannot be 
activated immediately) 
Selects appropriate session parameters to be used by the LUs when 
their session is active 
Synchronizes the initiation process 

A network name is the symbolic identifier by which end users refer 
to a network addressable unit, a link station, or a link. 
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Session services in the SSCP are complemented by session services in 
eac-hLtJ. 'fhe session-initiation reqnes-ts (INI'f--5EL-Fand -INFF-O'FHER) are 
carried on SSCP-LO sessions. 

In the session-initiation request, the end user can specify a particular 
class of service to be used for the LU-LU session. The class of service 
may be specified directly, by a class-of-service name (COS name), or 
indirectly, by a mode name. In the latter case, the SSCP for the 
secondary LU determines from the mode name a default COS name. 

The SSCP of the primary LU resolves the COS name to a specific list 
called a virtual route identifier list. During session activation, the 
session is assigned to the first available virtual route in the list. 
The SSCP uses the specified mode name, along with optional 
installation-defined parameters, to select the set of rules and 
protocols to be used for the session. The SSCP selects this set, called 
a Bind image, from a group of such sets within a Bind image table. The 
selected Bind image is the content of the Bind Session (BIND) request 
that will be used to activate the LU-LU session. The SSCP then 
transmits the Bind image within a Control Initiate (CINIT) request to 
the LU that is to be the primary LU of the session. 

The session activation process then follows, beginning when the primary 
LU sends the Bind Session (BIND) request to the LU that is to be the 
secondary LU in the session. The Bind Session request specifies, as 
parameters, the protocols and rules that the primary and secondary LUs 
are to observe in conducting their session. These protocols are grouped 
in several categories that correspond to the SNA layers responsible for 
enforcing them. Some of the principal protocols are described in the 
remainder of this chapter. 

Upon receiving the Bind Session request, the secondary LU may return a 
positive response to the primary LU. Then the session begins. (The 
secondary LU may instead return a negative response, if it is unable to 
participate in a session with the primary LU.) The primary LU in turn 
notifies the SSCP, via a Session Started (SESSST) request, that the 
LU-LU session has been successfully activated. (If the activation 
process is unsuccessful, the primary LU sends the SSCP a Bind Failure 
(BINDF) request instead. This request indicates the reason for the 
failure.) 

The preceding description of session initiation and activation applies 
to a same-domain LU-LO session--that is, a session in which both LUs are 
in the same domain. The process is similar for cross-domain sessions, 
except that the Control Initiate (CINIT) request may be sent by an SSCP 
different from the one that received the Initiate Self (INIT-SELF) or 
Initiate Other (INIT-OTHER) request. The latter SSCP sends a 
Cross-Domain Initiate (CDINIT) request to the SSCP that issues the CINIT 
request. The LUs involved in the session to be activated are not aware 
of whether their session is a same-domain or a cross-domain session. 

The description above is just an overview and omits a number of steps 
and procedural options involved in initiating and activating LO-LU 
sessions. Complete details of the process, including the activation of 
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the prerequisite SSCP-PU and SSCP-LU sessions (and SSCP-SSCP sessions, 
if the LUs are in different domains), appear in the SNA Format and 
Protocol Reference Hanual: Architectural Logic, SC30-3112. 

Negotiable and Nonnegotiable Bind Session Requests 

The LV that sends the Bind Session (BIND) request is called the Bind 
Session sender, or primary LU (PLU) , and the other LU is called the Bind 
Session receiver, or secondary LV (SLU). The Bind Session receiver 
examines the proposed protocols that the Bind Session sender specified. 
If the protocols are acceptable to the receiver--that is, the receiver 
has the ability to participate in those protocols--it accepts the Bind 
Session request by returning a positive response to the Bind Session 
sender. The LV-LU session is then activated. 

The action that the Bind Session receiver takes if it cannot participate 
in the specified protocols depends on whether the Bind Session (BIND) 
request is of the negotiable or nonnegotiable kind. If the request is 
nonnegotiable, the receiver rejects the request by returning a negative 
response. For example, if the specified protocols include the exchange 
of compressed data, but the receiver is unable to handle such data, the 
receiver rejects the Bind Session request. If the Bind Session request 
is negotiable, on the other hand, the receiver can return a response 
that requests different protocols. The Bind Session sender is then 
responsible for determining whether it can participate using the 
requested alternate protocols. 

HALF-SESSIONS 

Each LU-LV session consists of two ends, or half-sessions. A 
half-session is a component within the LU that provides the resources 
needed by the session. An LV can activate as many half-sessions as it 
has the resources to support. When the session partner receives the 
request to activate the session, it too allocates the resources 
necessary for it to participate in the session. If it cannot support 
the session requested, it rejects the activation request and the session 
does not begin. Each LU has a session limit (enforced by its SSCP) that 
specifies how many LU-LU sessions it can participate in at the same 
time. If the LU is already engaged in its maximum number of sessions, 
it cannot engage in any additional ones. 

Half-Session Components 

Each half-session consists of the following components: 

• 
• 
• 

Transmission control 
Data flow control 
Function management data (FMD) services 
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Among its functions, transmission control: 

• Activates and deactivates the data traffic that flows between the 
half-sessions 

• Checks sequence numbers within request and response units 3
• 

• Paces data traffic that flows between the half-sessions 
• Enciphers and deciphers, when necessary, the data flow between the 

half-sessions 
• Enforces the maximum request unit size for traffic that passes 

between the half-session and the path control network 

Among its functions, data flow control: 

• Controls the concurrency of data flows between the 
half-sessions--that is, one way at a time or in both directions 
concurrently 

• Chains request units together, at the end user's option 
• Delimits chains of request units into larger groupings called 

brackets 
• 

• 
• 
• 

Controls the interlocking of requests and responses in accordance 
with the request and response control modes selected during session 
activation 
Assigns sequence numbers to normal-flow requests 
Correlates requests and their responses 
Interrupts the flow of data between half-sessions in either 
direction without affecting other control protocols of the session 

Function management data (F~m) services protocols are divided into two 
categories. 

The services provided for half-sessions involved in LU-LU sessions are 
called session presentation services. These services encode and 
compress data, format the data to appear on display screens, and perform 
other functions related to the presentation of user data. 

The services provided for half-sessions involved in active sessions 
between an SSCP and an LU, a PU, or another SSCP are called session 
network services. These services allow the SSCP to monitor and control 
the processing and communication resources of the SNA network. 

MANAGING THE FLOW OF DATA 

This section describes how the flow of data between logical units is 
managed through the use of headers, request units, response units, 
control modes, parameters, and indicators. 

3 A response unit is a message unit that acknowledges a request unit; 
it may contain prefix information received in a request unit. If 
positive, the request unit may contain additional information (such 
as session parameters in response to Bind Session), or if negative, 
contains sense data that defines the exception condition. 
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Request Headers 

Each request that flows between half-sessions begins with a request 
header (RH). This 3-byte field contains a number of control indicators 
for managing the flow of request units. The RH contains indicators for 
FMD services, data flow control, and transmission control components of 
the half-sessions. Examples of the indicators are: 

• 

• 

• 

• 

• 

• 

• 

RU category: Indicates which category of function the request unit 
corresponds to: session control eSC), data flow control (DFC) , or 
function management data (FMD). (Another category, network control 
(NC), is not used by LUs.) 

Sense data indicator (SDI): Indicates whether the request unit 
associated with the RH contains a 4-byte sense data field. Only an 
exception request (EXR) contains this field, which indicates the 
kind of condition that caused the exception condition. 

Chaining control indicators (Bel and Eel): Indicate that a sequence 
of contiguously transmitted requests is being grouped in a chain of 
RUs. Two indicators, BCI (begin chain indicator) and Eel (end chain 
indicator) together denote the relative position of the associated 
RU within a chain. 

If the Bel is on (=1) and the ECI is off (=0), the RU is the first 
RU of the chain. If both indicators are off, the RU is the middle 
RU of the chain. If the Bel is off and the ECI is on, the RU is the 
last RU of the chain. 

If both indicators are on, the RU is both the first and the 
last--and therefore the only--RU of the chain. 

Form-of-response requested indicators (DRII, DR2I, ERI): Indicate 
one of three forms of response that a half-session, upon receiving a 
request, is to return to the sending half-session. These forms of 
response requested, represented by various combinations of three 
indicators (definite response 1 indicator [DRII], definite response 
2 indicator [DR2I], and exception response indicator [ERI]), are 
described later in this chapter. 

Pacing indicator (PI): Indicates that a request is the first request 
in a pacing group and that the sending half-session can accept a 
pacing response. 

Bracket control indicators (BBI, EBI): Indicate the beginning or end 
of a group of RO chains (brackets) exchanged between a pair of 
half-sessions, as described later in this chapter. BBI is the 
begin-bracket indicator; EBI is the end-bracket indicator. 

Change direction indicator (CDI): indicates that the sending 
half-session is to become the receiving half-session, and vice 
versa, thus reversing the direction of data flow between them. A 
half-session that is communicating with another half-session in 
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• 

half-duplex mode can set this indicator on only in the RH for the 
las.t (or only) RUiu.BchaJn of RUs. 

Enciphered data indicator (EDI): Indicates that data in the 
associated RU is enciphered under session-level cryptography 
(described later in this chapter under "Improving Data Security 
through Cryptography"). 

Response Headers 

Each response that flows between half-sessions begins with a response 
header (RH). Like the request header, the response header is a 3-byte 
field that contains a number of control indicators for FMD services, 
data flow control, and transmission control. (A request header is 
distinguished from a response header by the setting of a single bit, 
called the request/response indicator, in the header.) Examples of the 
indicators are: 

• 

• 

• 

• 

• 

• 

RU category: Indicates which category of function the response 
corresponds to; the RU category specified by a response header is 
the same as that specified by the corresponding request header. 

Sense data indicator (SDI): Indicates whether the response unit 
includes a 4-byte sense data field. A negative response always 
includes sense data, which indicates the kind of condition causing 
the negative response. 

Chaining control indicators (BCl, ECI): Always indicate that the 
response unit is the only RU in the chain. (The BCI and ECI 
indicators-explained above under "Request Headers"- are both on.) 

Definite response indicators (DRII, DR2I): ~latch the setting of the 
DRII and DR21 indicators in the corresponding request header. 

Response type indicator (RTI): Indicates whether the response is 
positive or negative. 

Pacing indicator (PI): Set in a response header that a recelvlng 
half-session sends to signal the sending half-session that it may 
transmit to the receiving half-session another group of request 
units on the normal flow. (Pacing is described later in this 
chapter under "Pacing of Data Flow at the Session Level.") 

Normal and Expedited Flows 

The exchange of request units during a session is divided into normal 
and expedited flows in each direction between the half-sessions. 
Certain request units are designated as normal-flow RUs, and others are 
designated as expedited-flow RUs. Those designated as normal-flow RUs 
never flow on the expedited flow, and vice versa. (Isolated pacing 
responses 4 which are FMD-RUs, can be sent on either the normal flow or 
the expedited flow.) 
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In each direction of flow between a pair of half-sessions, the 
normal-flow RUs and the expedited-flow RUs are independently sequence 
numbered or identified, and the normal and expedited flows are 
controlled under separate protocols. Although the two flows are 
separate, the control of these flows is coupled such that requests 
carried on the expedited flow can change the state of the normal 
flow--as, for example, by resetting sequence numbers on the normal flow 
n.,.. rlll;OC;:I";no- +-1-.0 nn'\'"m<:ll--Fl" ... T .4<:1+-<:I +-Y'<:I.{:.{:;,.. 
............. '1.~"'''''''''''''.J...'''.Lb ,... .............. .L.L"".L.,".I.I.'-'&.~ .L ..... .....,yy """'""' ..... u. .... ~u...L...L.-L ........ 

Within half-sessions and within the boundary function, expedited-flow 
RUs bypass the transmission-control queues occupied by normal-flow RUs; 
the expedited-flow RUs may thus pass normal-flow requests in the queues. 

The provision for normal and expedited flows within the SNA network 
allows various useful session-level flow-control protocols to be imposed 
on end-user data traffic (which is carried on normal flows) without 
blocking the passage of crucial control traffic (which is carried on 
expedited flows). 

Use of the normal and expedited flows within half-sessions varies by RU 
category (described belO\v), as follows: 

• Function management data RUs (FMD-RUs) are sent only on the normal 
flow. 

• Data flow control RUs (DFC-RUs) are sent on either the normal flow 
or the expedited flow, depending on the particular RU. 

• Session control RUs eSC-RUs) are sent only on the expedited flow. 

A fourth RU category, network control RUs (NC-RUs), applies only to 
PU-PU flows. These are direct flows between physical units in the 
network, and do not involve sessions. PU-PU flows, which transfer only 
network control RUs, use only the expedited flow. 

Req uest Units 

All request units are in one of three categories, as specified in the RU 
category field of the request header associated with the request unit: 
F~m (function management data), data flow control, or session control. 

FMD Request Units 

FMD request units, abbreviated FMD-RUs, are divided into two major 
categories: those that carry user data and those that carry data related 
to network services. FMD-RUs that carry user data may contain function 
management (FM) headers. These headers are described later in this 
chapter under "Using FM Headers to Control LU Activity." F~m-RUs for 

4 Described later in this chapter under "Pacing of Data Flow at the 
Session Level." 
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network services contain network services (NS) headers if the format 
. ind-ic ator -O--f---t.h.e--.~-ed--~c.-if-i.Q.S-- --t-ha-t--th-s----F-MD~--_is--a­

field-formatted request. (Such a request is encoded into fields, each 
having a specified format such as binary codes, binary counts, 
bit-significant flags, and symbolic names; a format indicator in the 
request/response header (RH) for the request is set to 1.) 

Data Flow Control and Session Control Request Units 

With one exception, all data flow control RUs, abbreviated DFC-RUs, flow 
on LU-LU sessions. The one exception is the Logical Unit Status 
(LUSTAT) RU, which can flow either on LU-LU sessions or SSCP-LU 
sessions; in the latter case, it flows from the LU to the SSCP. 

Session control RUs, abbreviated SC-RUs, are all expedited-flow RUs. 
They flow on SSCP-SSCP, SSCP-PU, SSCP-LU, and LU-LU sessions. 

Grouping Request Units into RU Chains 

Individual request units may be grouped into a sequence of request units 
called an RU chain. Chaining of RUs provides the means for sending and 
receiving a sequence of requests as one entity for error-recovery 
purposes. The receiver returns to the sender one response for the 
entire chain, or no response at all. When an error is detected in some 
request within the chain, that request and any following ones in the 
chain are purged. 

A chain consists of one or more request units or a single response unit. 
Each chain has the following properties: 

• 

• 
• 

• 
• 

• 

All the requests are transferred over the normal flow, or all are 
transferred over the expedited flow. 
All requests flow in the same direction. 
The first request is marked (in its request header [RH]) as "first 
in chain" (FIC). 
The last request is marked as "last in chain" (LIC). 
All requests that are between the first and last requests are marked 
as "middle in chain" (HIC). 
If a chain contains a single request, that request is marked as 
"only in chain" (OIC). 

The Begin Chain (BC) and End Chain (EC) indicators are used to mark the 
requests as the first, last, middle, or only request in the chain. 

Each RU chain is of one of these types: 

• 

• 

• 

Definite-response chain: The last request in the chain is marked 
definite-response; all other requests in the chain are marked 
exception-response. 
Exception-response chain: Every request in the chain is marked 
exception-response. 
No-response chain: Every request in the chain is marked no-response. 
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The receiver of a definite-response chain of RUs always responds by 
returning to the sender either a positive response or a negative 
response. The receiver returns a positive response only at the end of 
the chain, that is, following the last RU of the chain. (Positive 
responses are never sent for any other RU in the chain.) The receiver 
returns a negative response after receiving the RU in error. Thus, a 
negative response could be returned after the first RU, an intermediate 
RU, or the last RU in the chain. The RH of the last RU in the chain 
specifies definite response; all other RHs specify exception response.) 

The receiver of an exception-response chain does not return a positive 
response. The receiver returns only negative responses (indicating 
exception conditions). As in the case of a definite-response chain, a 
negative response could be returned after the first RU, an intermediate 
RU, or the last RU in a chain. 

The receiver of a no-response chain returns neither a positive nor a 
negative response. 

Only normal-flow requests can be grouped into chains of multiple RUs; 
expedited-flow requests and all responses flow as single-RU chains. 

Canceling an RU Chain During Transmission 

A sender of a multiple-RU chain may need to cancel the chain while 
transmitting it. The sender can do so by sending a Cancel RU to the 
receiver of the chain. The Cancel RU notifies the receiver that the 
chain has ended and that the receiver should discard any RUs in the 
chain it has already received. 

Response Units 

For each request that flows in the network there mayor may not be a 
corresponding response. The sender of a request unit specifies, in the 
request header, whether and under what conditions the receiver of the 
request unit is to return a response. A response unit indicates to the 
sender whether the response is positive or negative. 

A positive response acknowledges that the request was successfully 
received and processed. Positive responses for some kinds of RUs also 
provide certain information that the sender of the RU needs. For 
example, the positive response to an Activate Logical Unit (ACTLU) RU 
returns to the sender parameters that indicate the session capabilities 
of the logical unit that is being activated. 

A negative response acknowledges that the corresponding request was 
received, and includes information that identifies how the request was 
in error. Each negative response includes 4 bytes of sense data that 
indicate in detail the kind of error, plus up to 3 bytes of the original 
request. The sense data includes a category value that defines one of 
several categories of error, a modifier value that indicates a specific 
error, and user-defined data or sense-code-specific fields. The 
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categories of errors and examples of specific errors within each 
category· areas fe-llmvs·: 

• 

• 

• 

• 

• 

Request Reject Error: resource not available, intervention required, 
missing password, end user not authorized, link inactive, request 
not executable, invalid session parameters, LV busy, explicit route 
not in a valid state. 

Request Error: RU data error, RU length error, function not 
supported, invalid FM header. 

State Error: sequence number error, data traffic quiesced, session 
control protocol violation, response owed before sending request. 

RH Usage Error: Incomplete RH, pacing not supported, RU category 
incorrectly specified. 

Path Error: Link failure, unrecognized destination address, LU not 
active, explicit route inoperative or undefined, incomplete 
transmission header. 

Specifying Maximum Request Unit Size 

The maximum size of each request unit that half-sessions exchange is 
specified by the RU-size parameter of the Bind Session (BIND) request 
that activates the session. The reason for limiting the size is that 
some logical units are in SNA nodes that have limited storage available 
for buffers; a restriction on buffer size is also a restriction on RU 
length. 

To send a message (user data) that is longer than the maximum RU size 
specified in the Bind Session request, an LU may divide the information 
into several RUs. These RUs, which contain related data, can be grouped 
into RU chains. 

Request and Response Control Modes 

Request and response control modes determine the relationship between 
the sending of a request and the returning of a response, as follows. 

In immediate-request mode, a half-session can send no RU chain on a 
given flow (normal or expedited) as long as a previously sent RU chain 
that requires a definite response is outstanding on that flow (that is, 
the receiver of that chain has not yet returned the response). In 
delayed-request mode, the restriction imposed by immediate-request mode 
does not apply: a number of RV chains may be sent before a required 
response is received for any of them. 

Immediate-request mode is used generally on the expedited flow in each 
direction between two half-sessions. 
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In immediate-response mode, the receiver of RU chains responds to them 
in the order it received them. That is, RU chains are received and the 
corresponding responses are returned on a first-in, first-out basis. In 
delayed-response mode, the receiver of RU chains may return its 
responses to their sender in an order different from the order in which 
it received them. (An exception is the Chase RU: Upon receiving a Chase 
RU, the receiver must return all required responses for previously 
received RU chains before returning its response to the Chase RU.) 

The request and response control modes to be used on the normal flows in 
any session are determined by session-activation parameters on the Bind 
Session (BIND) RU that activates the session. The modes to be used in 
one direction of flow may be chosen independently of, and do not affect, 
the modes to be used in the other direction. 

Grouping RU Chains into Brackets 

A sequence of RU chains transmitted on the normal flow may be grouped in 
an entity called a bracket. This can be done to associate together the 
RUs pertaining to a particular transaction (unit of work) and prevent 
other, unrelated requests and responses transmitted during the session 
from appearing within that transaction. 

A bracket is delimited by the begin-bracket indicator (BBI) in the RH of 
the first request of the first chain in the bracket and the end-bracket 
indicator (EBI) in the RH of the first request of the last chain in the 
bracket. 

A set of bracket protocols allows half-sessions to contend with each 
other in activating a bracket, and assist the half-sessions in resolving 
the "race" condition that can result from that contention. Parameters 
in the Bind Session (BIND) request that activates a session specify 
whether a bracket protocol is to be used within the session. 

A set of rules for use of brackets determines how brackets are initiated 
and terminated. 

If brackets are to be used within a session, the Bind Session parameters 
specify one of the half-sessions as first speaker and the other as 
bidder. The first speaker has the freedom to begin a bracket without 
requesting permission from the other half-session to do so. The bidder, 
in contrast, must request and receive permission from the first speaker 
to begin a bracket. The bidder may use a Bid request to ask this 
permission. 

A positive response to Bid notifies the bidder that the first speaker 
will not begin a bracket, but instead will wait for the bidder to begin 
one. A negative response to Bid notifies the bidder that the first 
speaker has denied permission for the bidder to begin a bracket. 

The first speaker may later send a Ready to Receive (RTR) request to 
grant permission for the bidder to begin a bracket. In its negative 
response to a Bid request, the first speaker indicates whether it will 

Chapter 5. Using LU-LU Sessions to Transmit Data between End Users 5-13 



later send an RTR request to the bidder. If it does indicate a 
fort he om ing RTR- reqll e s L,----t.h.e--h~ __ __Ca.ILeither_wl3.it ____ fur: _ __.Lllat __ RTR_ r.equ_est 
or send the Bid request again. If the first speaker does not indicate a 
forthcoming RTR request, the bidder must wait for a begin-bracket 
indicator from the secondary or send the Bid request again if it still 
wishes to begin a bracket. 

Instead of sending a Bid request, a half-session designated as bidder 
may try to begin a bracket simply by sending an RU chain in which the 
begin-bracket indicator is set in the RH of the first request. In this 
case the first speaker either grants the attempt (by returning a 
positive response) or rejects it (by returning a negative response). As 
in the case of a response to a Bid request, the first speaker indicates 
whether or not it will send an RTR request later. 

The first speaker need not send an RTR request only in reply to a Bid 
request. It may send an RTR request to the bidder, without having first 
received a Bid request, to determine whether the bidder wishes to begin 
a bracket. The bidder replies with either a positive response, which 
indicates that it will initiate the next bracket, or a negative 
response, \vhich indicates that the RTR request is not required-that is, 
that the bidder does not intend to begin the next bracket. 

Unlike the bidder, the first speaker does not need permission to begin a 
bracket and therefore never sends a Bid request. Instead, any request 
it sends in which the begin-bracket indicator is on begins the bracket. 

A number of rules govern the use of the bracket indicators (BBI and 
EBI); these rules are given in SNA Format and Protocol Reference Manual: 
Architectural Logic, SC30-3112. 

Bracket termination is governed by one of two rules. Bracket 
termination rule 1 is conditional termination, controlled by the form of 
response requested (definite response, exception response, or no 
response) for the last RU chain in the bracket. If this chain requests 
a definite response, the bracket is not terminated until the sending 
half-session receives and processes a positive response. If it receives 
and processes a negative response, the bracket is continued. A negative 
response for any but the last request in the chain lets the sender 
specify whether the chain is to be terminated or continued. 

To terminate the bracket, the sender sends a Cancel request i~ which the 
EBI (end-bracket indicator) is on. Or the sender can end the chain (and 
thus the bracket) by sending a request that specifies exception response 
or no response. 

To continue the bracket, the sender sends a Cancel request in which the 
EB indicator is off, or ends the chain (while continuing the bracket) by 
sending a request that specifies definite response. 

Bracket termination rule 2 is unconditional termination: A bracket is 
always terminated after processing of the last request of the chain in 
which the EBI indicator is on. (The indicator is in the first request 
of the chain.) 
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Normal-Flow Send/Receive Modes 

Requests pass through the network on the normal flow in one of three 
send/receive modes: half-duplex flip-flop, half-duplex contention, or 
full-duplex. The mode used is selected by session parameters in the 
Bind Session (BIND) request that activates the session. Application 
requirements determine which mode should be used; these modes are 
independent of, and are unaffected by, the similarly named half-duplex 
and full-duplex modes used on data links in the network. 

Half-Duplex Flip-Flop 

In half-duplex flip-flop mode, two half-sessions alternate sending RU 
chains. When the half-session that is currently sending needs to permit 
its session partner to begin sending, it sets a change-direction 
indicator (CDI) in the RH of the last chain it sends. Upon detecting 
that the CDI in the request indicates "change direction," the receiving 
half-session can begin to send RU chains. 

The protocol varies depending on whether the bracket protocol is also 
used during the session. If brackets are not used, one half-session is 
designated first sender and the other first receiver. The sender sends 
normal-flow requests and the receiver replies with responses. When the 
sender is finished sending requests, it sets the change-direction 
indicator in the last request it sends. If brackets are used, one 
half-session is designated bidder and the other is designated as first 
speaker, as explained above under "Grouping RU Chains into Brackets." 

When bracket protocol is specified for a session, but neither 
half-session is transmitting a bracket (a condition known as 
"between-brackets" state), the half-sessions are both in contention 
state. In this state, either half-session may begin sending. If one 
half-session receives requests from its session partner while it is 
sending, a condition called "contention" has occurred. The first 
speaker always wins the contention condition; it can reject (with a 
negative response) the requests it receives. Its session partner is the 
contention loser; it continues to receive the requests the contention 
winner is sending. 

When the session is not in the between-brackets state, that is, one 
half-session or the other is sending brackets, the half-sessions are 
subject to the protocol described above for half-duplex flip-flop mode 
when the bracket protocol is not in effect. 

Half-Duplex Contention 

In half-duplex contention mode, either half-session can begin to send an 
RU chain. Transmission of chains continues until the half-session has 
no more to send. At this point the two half-sessions are once again in 
contention, and either can begin to send a new RU chain. 
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Full-Duplex 

If contention occurs (one half-session begins to send requests while it 
i.~...~~_~~ !VJ.!}K .. f.~Q!l1.Jt; ~...~._~~.~ _~<?!}.J>_<:l.~t.I1.~:t"2., .... t;h~ ~()_nt.~:I2~~on .. is .~_2J:l by J:he 
half-session that was designated contention winner in the Bind Session 
parameters. The contention loser queues any requests it receives while 
it is sending. The contention winner can either reject (with a negative 
response) or queue any requests it receives while it is sending. The 
contention winner or loser reverts to contention state after it sends or 
receives the last request of a chain. 

In full-duplex mode, both half-sessions can send requests at the same 
time; the data flows in the two directions are entirely independent. 
Any correlation of the two flows must occur at a level higher than the 
data flow control level of the half-sessions. 

Quiescing Data Flow 

A half-session may need to interrupt its partner half-session while the 
partner is sending requests on the normal flow. The quiesce protocol 
provides a means for doing so. Only the normal flow is affected; the 
session partner can continue to send expedited-flow requests. 

This protocol may be used for various reasons. For example, a 
half-session that is currently receiving from its session partner may 
need to end the session (via an Unbind Session [UNBIND] request) after 
it finishes receiving the rest of the current RU chain. Or a 
half-session may need to stop receiving temporarily because it has run 
low on some resource, such as a buffer pool, that it needs in order to 
continue receiving. 

Either half-session in a session may interrupt its session partner. The 
half-session that needs to interrupt its partner sends a Quiesce at End 
of Chain (QEC) request. Upon receiving this request, the session 
partner can send no more requests except a Quiesce Complete (QC) 
request. The QC request notifies the other half-session that the 
sending half-session has stopped sending on the normal flow. 

While quiesced, a half-session accepts all normal-flow requests and 
responds appropriately. Any normal-flow requests it needs to send in 
reply to requests it has received must be sent later. (Alternatively, 
the quiesced half-session can respond to a request requiring a reply by 
returning a negative response whose sense code indicates "reply not 
allowed.") 

The half-session that caused its session partner to quiesce can later 
release it from that condition by sending it a Release Quiesce (RELQ) 
request. Upon receiving this request, the quiesced half-session can 
resume sending to its session partner. 
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Shutting Down Data Flow 

Another way to stop a half-session from sending is with the shutdown 
protocol. Like the quiesce protocol, only the normal flow is affected. 
Unlike the quiesce protocol, which either half-session can invoke, only 
a primary half-session can invoke the shutdown protocol. This protocol 
may be used when the primary half-session needs to end the session in an 
orderly manner. 

To stop its partner from sending, the primary half-session sends it a 
Shutdown (SHUTD) request. Upon receiving this request, and after 
reaching a point in its sending where it is convenient, the secondary 
half-session stops sending. The secondary half-session determines at 
what point it is convenient for it to stop. That point might, for 
example, be after it has completed sending a complete bracket. 

Upon reaching that point, the secondary half-session sends a Shutdown 
Complete (SHUTC) request. After receiving a positive response to this 
request, the secondary has shut down its normal-flow transmission. 

As in the case of the quiesce protocol, its session partner (the primary 
half-session) can send a Release Quiesce (RELQ) request; upon receiving 
this, the secondary can resume transmission on the normal flow. Also as 
in the case of the quiesce protocol, a shutdown half-session continues 
to receive and respond to normal-flow requasts, or responds to such 
requests with a negative response that specifies !lreply not allowed. 1I 

Sequencing Request Units Flowing in a Session 

For LU-LU sessions, most requests sent on the normal flow are assigned 
sequence numbers. These numbers are used for orderly, sequential 
communication between half-sessions. 

Each half-session maintains a pair of sequence numbers. One is called 
the send sequence number; the half-session passes a send sequence number 
along with each request it gives to path control for transmission by the 
path control network. Path control places the number in the 
transmission header it appends to the request. The other is called the 
receive seguence number; path control obtains it from the transmission 
header for the request and passes it to the half-session. 

For each request it sends or receives, the half-session updates the send 
or receive sequence number accordingly. 

Each response on the normal flow also has a sequence number; the number 
for each response is the same as the number for the corresponding 
request. The half-session correlates a response with its request by 
matching their sequence numbers. 

The first request a half-session sends after it is activated is numbered 
1; each request thereafter has a number 1 greater than the preceding 
request. The highest pos~ible sequence number is 65 535. The next 

Chapter 5. Using LU-LU Sessions to Transmit Data between End Users 5-17 



sequence number assigned is 0, the next is 1, and so on. (Only in this 
. "wr~paro~~d" situation is a seq~~.~C::~!lumb~r of 0 used.) 

The progression of sequence numbers can be altered by sending a Clear or 
a Set and Test Sequence Numbers (STSN) request. 

Some requests sent on the normal flow, and all requests sent on the 
expedited flow, use identifiers instead of sequence numbers. The 
identifier is unique for each outstanding request sent within a layer. 

The data flow control layer assigns identifiers to DFC-RUs sent on the 
expedited flow; the session control component of the transmission 
control layer assigns identifiers to the SC-RUs that it processes. 

If the transmission header that accompanies a request contains a 
sequence number field, normal-flow requests sent on LU-LU sessions 
always use sequence numbers. Normal-flow requests sent on SSCP-SSCP and 
SSCP-LU sessions always use identifiers. Normal-flow requests sent on 
SSCP-PU sessions may use sequence numbers or identifiers (in either 
case, only if the accompanying transmission header has a sequence number 
field). The transmission services (TS) profile specified determines 
whether sequence numbers or identifiers are used. 

Half-sessions in some peripheral nodes do not use a sequence number. 
The transmission headers used between half-sessions in these nodes and 
the boundary function in the subarea nodes to which they are connected 
do not have a sequence number field. The transmission headers contain a 
I-byte identifier that specifies whether the request is flowing on the 
SSCP-PU session, the SSCP-LU session, or a particular LU-LU session. 
Only one request at a time can be outstanding between the half-session 
and the boundary function, so sequence numbers are not needed. 

Reporting Session Status and Signaling the Session Partner 

A half-session may need to inform its session partner about local 
conditions that affect the session. An LU half-session can do this by 
sending a data RU or it can use the LU Status (LUSTAT) request. This 
normal-flow request sends 4 bytes of status information to its session 
partner; the status may be information about the LU or any end-user 
information desired. LUSTAT is typically used to report failures and 
error recovery conditions for a local device used by an LU. 

Sometimes the LV cannot use (or does not need to use) the normal flow to 
send status information to its session partner. The LVSTAT request 
cannot be sent, for example, while the half-session is receiving 
normal-flow data. The LV can instead use an expedited-flow request, 
Signal (SIG), to send the desired information. 

Data-Handling Protocols 

SNA provides data-handling protocols to control devices, manage data, 
and compress and compact data. These protocols change the way 
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information is presented so as to match the needs of individual end 
users. For example, these protocols can transform data that is packaged 
within brackets, RU chains, and RUs into lines of data that are printed 
on a printer. 

Upon receiving data requests from path control, an LU half-session 
determines the destination of the data and then translates, transforms, 
or combines the data as appropriate before passing it to "the application 
or device. These data-handling services, called session presentation 
services, provide common formats and protocols to insulate each end user 
from unnecessary details of another end useris operation. 

These protocols may be expressed in LU-LU sessions by including 
appropriate control information in the data stream. All 1U types allow 
controls in the data stream, but this is the only way control 
information is passed in LU types 2 and 3. Other LU types (1, 4, and 6) 
can also send control information in FM headers and, except for 1U type 
6, in string control bytes (SCBs). Both FM headers and SCBs are part of 
a data RU; although they need contain neither, data RUs often contain 
one or more FM headers and one or more SCBs. 

Using FM Headers to Control LV Activity 

A single programmed logical unit in a subarea node or a peripheral node 
may be a point of access for many end users. Function management (FM) 
headers are a means of directing the destination LU in a session to 
customize its processing of data RVs to meet the needs of individual end 
users represented by that LV, and to direct the end-user data to 
particular physical components, such as displays and printers. FM 
headers are "transparent" to the data flow control and transmission 
control elements of an LU; only the presentation services component 
within the LU is concerned with FM headers. 

Three types of FM headers and their uses are as follows: 

Type 1 FM Header: A type 1 header selects destinations associated with 
an 1U. A destination may be represented by a device (such as a display 
or printer), a data set residing on a device, or merely a data stream. 
The 1U also supplies control information relative to the initiation, 
interruption, resumption, and conclusion of destination selection, and 
indicates whether the data is compressed or compacted. 

Type 2 FM Header: The type 2 header provides further information about 
previously selected destinations. This header, which is always used 
with a type 1 header, defines destination attributes and requests 
specific data management tasks for that destination. Type 2 headers may 
be sent with or without data. 

Type 3 FM Header: The type 3 header requests specific data management 
tasks that apply to all destinations in the LU. (In contrast, a type 2 
header applies only to a specific destination.): The preceding FM header 
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types may be used to help host-resident application subsystems 
co~~~?icate with logical units operating in batch mode in peripheral 
nodes. -

FM header types 4 through 8 are also available. They are used for 
process selection and process-to-process communication in intersystem 
communication environments. Their use is described in SNA--Sessions 
Between Logical Units, GC20-1868. 

Improving Transmission Efficiency by Compressing and Compacting Data 

Two means to improve the efficiency of data transmission through an SNA 
network are available: data compression and data compaction. 

Data compression involves recognizing repeated characters in data to be 
sent to a destination. Instead of repeating a string of identical 
characters, a 1- or 2-byte code is substituted. Data compaction 
involves restructuring parts of a data stream so that some bytes 
represent more than one character of data. The end user selects the 
characters to be compacted. 

For certain kinds of traffic, data compression or compaction can reduce 
significantly the number of characters transmitted in a data RU. This 
increases the amount of data that a route that handles such traffic can 
accommodate. These techniques involve the use of computing time to save 
transmission time. They may improve throughput when the network's paths 
are overloaded or are relatively slow speed paths. On the other hand, 
compaction may not be efficient when the data traffic has few 
occurrences of character strings that can be compressed or compacted and 
the traffic uses high-speed or broadband communication paths. 

If the FM header indicates that an SCB (string control byte) follows, 
the data immediately following the header is an SCB. The SCB identifies 
the compression or compaction characteristics of the data. 

Once compression or compaction is selected, one of the session partners 
must send an FM header to establish the compression or compaction 
criteria. The LU that originates the data must compress or compact it 
and build the SCBs that identify the compression or compaction 
characteristics. The LU that receives the compressed or compacted data 
must analyze the SCBs and decompress or decompact the data accordingly, 
thus restoring it to its original form. 

Improving Data Security through Cryptography 

Cryptography is the technique of converting clear, understandable data 
into data that is incomprehensible to all except those who have the 
means to convert it back into clear data. In data processing, 
cryptography is implemented by an algorithm, agreed upon in advance, and 
a specific cryptographic key that is changeable and known only to the 
communicators. 
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A cryptographic algorithm can be represented as an extremely large 
number of possible mathematical transformations. Each transformation 
defines how sequences of intelligible data are converted (enciphered) 
into sequences of apparently random noise that are unintelligible to 
humans or machines. For each of these transformations, an inverse 
operation is required to change (decipher) the data back into its 
original form. The cryptographic key is a secretly held sequence of 
numbers or characters that identifies the specific transformation to be 
used. 

Assuming ~ilat data encryption and decryption are performed using the 
same cryptographic key, a cryptographic algorithm provides data security 
between two nodes of a network if both nodes have the algorithm 
installed (in hardware or software) and if both know the key. Only the 
key must be kept secret; the details of the algorithm are assumed to be 
known to everyone. 

The SNA access methods (ACF/TCAH and ACF/VTAH) supply an 
IBH's Programmed Cryptographic Facility program product, 
SNA users to secure the data flowing in LO-LO sessions. 
that participate in cryptographic LO-LO sessions must be 
cryptographic feature that is compatible. 

interface to 
which enables 
All stations 
equipped with a 

The Programmed Cryptographic Facility uses the Data Encryption Standard 
(DES) as its cryptographic algorithm. (The DES is published by the 
National Bureau of Standards.) It also provides a key generator utility 
program, WillCil is used to create, maintain, and delete cryptographic 
keys; and a cryptographic key resource manager, which assigns and 
manages the cryptographic keys used by an installation. Key management 
provides for the generation, transformation, and control of operational 
keys in such a way that the net\vork user is not aware of their 
manipulation, thus increasing overall data security. 

SNA provides two kinds of data encryption: mandatory and selective. If 
encryption is mandatory, all FMD request units flowing in an LO-LO 
session are enciphered and deciphered, with the participating logical 
units having no option. If encryption is selective, FHD request units 
flowing in an LO-LO session are enciphered and deciphered at the user's 
request on an RO-by-RU basis or on an RU-chain-by-RO-chain basis. The 
request header (RR) contains a bit that indicates whether the RO is 
enciphered. 

For further information about cryptography, see Data Security through 
Cryptography, GC22-9062. 

Pacing of Data Flow at the Session Level 

Session-level pacing is a data-flow coordination mechanism for 
preventing one of the partners in an LU-LO session from being flooded 
with FH data requests from the other partner. Session-level pacing 
permits the receiving LU to control the rate at which it receives FH 
data requests on the normal flow. (Expedited-flow requests are not 
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paced.) Pacing is generally used when one LV in an LV-LV session is 
c.a_pable of sending req:llests faster than the other LV. can process them. 

When pacing is in effect, the request sender is allowed to send a 
limited number of normal-flow requests; it can send no more requests 
until the receiver indicates, by returning a pacing response, its 
readiness to receive more. The sender can then send more requests, up 
to the stated limit. If the receiver sends the pacing response early, 
that is, before having received the maximum number of requests, the 
sender can send its next group of requests immediately following the 
first group. 

Normal-flow responses mayor may not be marked as queued responses. If 
a request is held up from transmission by a pacing delay, responses 
marked as queued responses that are queued behind the request are also 
held up. In contrast, responses that are not marked as queued responses 
are not held up by a pacing delay, but may pass queued requests at 
queuing points in transmission control and boundary-function 
transmission control. 

A session-level pacing response may be an ordinary FM data response with 
the pacing indicator turned on in the response header. In some 
sessions, however, an FM data response does not ordinarily flow when a 
pacing response is required (for example, if the request sender 
specifies that it is to receive only negative responses). In such 
sessions, the receiving LV formats and sends as needed an isolated 
pacing response (IPR). This is an FM data response consisting of an RH 
with the session-level pacing response indicator on, and no RV. 
Isolated pacing responses can be sent on either the normal flow or the 
expedited flow. 

The pacing of requests flowing toward a given LV is called receive 
pacing with respect to that LV. The pacing of requests flowing away 
from a given LV is called send pacing with respect to that LV. 

Pacing is done in one or two stages, as shown in Figure 5-2 on page 
5-23. One-stage pacing directs the flow of requests between the sending 
LV and the receiving LV. (See Figure 5-2(a).) Two-stage pacing directs 
the flow of requests (1) from the sending LV to the boundary function on 
the path between the two LVs and then (2) from the boundary function to 
the receiving LV, as shmvn in Figure 5-2(b). 

An LV-LV session may be paced in both directions. That is, both 
requests flowing from the primary to the secondary LV and requests 
flowing from the secondary to the primary LV may be paced. 

Four pacing parameters are defined for each LV-LV session: 

• 
• 
• 
• 

Secondary send pacing-group size 
Secondary receive pacing-group size 
Primary send pacing-group size 
Primary receive pacing-group size 
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Figure 5-2. One-Stage and Two-Stage Pacing 

The primary send pacing-group size and the secondary receive 
pacing-group size together specify how pacing is to be done for FM data 
requests flowing from the primary LV to the secondary LU. The primary 
send pacing-group size specifies how many requests may flow from the 
primary LV to the boundary function before the primary LV receives a 
pacing response. The secondary receive pacing-group size specifies how 
many requests may flow between the boundary function and the secondary 
LV before the boundary function receives a pacing response. A similar 
scheme applies to requests that flow in the other direction, that is, 
from the secondary LU to the primary LV. 

A pacing-group size of 0 means that no pacing occurs: the number of RVs 
sent is not limited. A pacing-group size of 0 may reduce total network 
traffic by obviating the need for pacing responses, but caution should 
be exercised in specifying a 0 count lest the receiver of FM data 
requests flowing in an LU-LV session be unable to accept the rate of 
input to it. 
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The Bind Session (BIND) RU specifies, for each direction of flow, 
Whi~_th_~_rQne-§t~g~-,1::WQ-§tag~-, 9_f' no pac:_~!l_g i_s to b~~~ __ ~_<i~<lnd_ specifie~ 
the counts to be applied. 

Error Recovery at the Session Level 

Errors are a naturally occurring phenomenon in the complex environment 
for which SNA protocols are defined. They have a number of causes, 
ranging from random electrical noise to mismatched definitions for 
session partners. They can vary in persistency from transient to fully 
disruptive. 

As defined by SNA, an error is a violation of: 

• A general architectural rule, such as using an undefined RU request 
code 

• A session rule, such as using an FM protocol not defined within the 
FM profile or usage field of the Bind Session (BIND) RU 

• A rule established by an FM header within a session 
• A state-dependent rule, such as a sequence number received on the 

normal flow that was not one greater than the previous sequence 
number 

Either session partner can be responsible for recovering from errors and 
unsuccessful transmissions. Parameters in the Bind Session (BIND) RU 
indicate which partner has the responsibility; in some cases this 
responsibility can be shared. 

The sending LU has the responsibility to send an error-free data stream, 
and thus must check and return to the end user any errors that are 
detected. Thus, many of the errors are temporary. They are corrected 
either by the path control network or by an operator (for example, a 
printer being out of forms) and are not seen by the LU. For the 
temporary errors found by the LU's half-session, the half-session 
frequently can recover from the error by retransmitting the RU chain 
that failed. 

One of the main recovery problems with LU-LU sessions is having to 
resynchronize the session after an unrecoverable transmission error 
occurs. If a half-session has little recovery capability, it may send 
to its session partner SNA requests that cause the transmission in error 
to be deleted or the session to be terminated. A half-session that can 
restart the transmission may use sequence numbers in its session 
recovery actions. The Set and Test Sequence Numbers (STSN) RU is useful 
in this effort. 

There may be times when the session cannot be resumed, but the end 
user's job is not complete. In this event, the session partners can 
conclude the session and activate a new session where the previous one 
ended. Sequence numbers of the new session may be reset to the nonzero 
value of the previous session and the new session then activated. 
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The recovery approach a half-session uses depends on the kind of error 
and the half-session's error recovery capability. That capability can 
range from terminating a session to performing sophisticated error 
correcting actions. 

Some program products, such as IMS/VS and CICS/VS, contain facilities 
for backing work in progress out of data sets when session-level errors 
occur. Based upon the use of synchronization points j these facilities 
help preserve the integrity of data sets that are being updated online. 

Both IMS/VS and ACF/TCAM have extensive checkpoint/restart capabilities 
that allow new sessions to be activated because of hardware failure; the 
first RU chain to flow on the new session is the chain that was next to 
be sent when the failure occurred. 

ACF/TCAM, ACF/VTAM, and ACF/NCP allow sessions to continue when links 
fail in a multiple-link transmission group, as long as at least one link 
in the group remains active. ACF/VTAM and ACF/TCAM allow new sessions 
to be automatically reinitiated to replace sessions that were 
interrupted because a virtual route failed; the new sessions may be 
activated over a different virtual route. 

Session Outage Notification 

For a number of reasons, an active session between two LUs (or other 
network addressable units) can fail. In these cases, SNA provides the 
means for notifying the affected half-sessions so that they can try 
restart processing. This notification is called session outage 
notification. 

A virtual route used by active sessions may be disrupted as a result of 
the failure of the last remaining link in a transmission group used by 
the explicit route that underlies the virtual route. Or the virtual 
route may be forcibly deactivated. In either case, both ends of the 
virtual route inform NAU services managers in each affected node. The 
NAU services managers then generate and send session deactivation 
requests (Unbind Session [UNBIND], Deactivate Logical Unit [DACTLU], 
Deactivate Physical Unit [DACTPU], or Deactivate Cross-Domain Resource 
Management [DACTCDRM]) to the affected half-sessions in their subareas, 
notifying them of the failure. Restart processing can involve assigning 
a different virtual route in order to bypass the failure and reactivate 
the sessions. Session reinitiation by a terminal operator or network 
operator initiates the restart processing. 

A route extension used by active sessions may fail. Should this occur, 
the PU in the node at each end of the route extension sends session 
deactivation requests to all affected half-sessions on its side of the 
failure. Within an SSCP, any affected half-sessions involved in SSCP-PU 
and SSCP-LU sessions are reset as a result of receiving an Inoperative 
(Inop) RC from the PU in the subarea node to which the route extension 
is attached. 
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Profiles and Usage Fields 

Some of the session protocols (such as those for request and response 
control modes, brackets, and pacing) are selectable at session 
activation. Specific combinations of these selectable protocol options 
are known as profiles; they are specified in the profile field of the RU 
that activates the session. 

Profiles that refer to presentation of end-user data are called 
presentation services (PS) profiles; they apply only to LU-LU sessions. 
Profiles that refer to transmission control options are called 
transmission services (TS) profiles; profiles that refer to data flow 
control (DFC) and function management (FM) data options are called FM 
profiles; and profiles that refer to SSCP options for cross-domain SSCP 
sessions are called cross-domain resource management (CDRM) profiles. 

The PS, TS, and FM profiles to be used in any session are specified when 
the session is activated. These profiles are specified as parameters in 
session activation requests and their responses: the requests are Bind 
Session (BIND), Activate Physical Unit (ACTPU), Activate Logical Unit 
(ACTLU), and Activate Cross-Domain Resource Nanagement (ACTCDRM), 
respectively, for LU-LU, SSCP-PU, SSCP-LU, and SSCP-SSCP sessions. The 
CDRM profile also is specified during SSCP-SSCP session activation, via 
a control vector in the ACTCDRM request and its response. 

Some FM and TS profiles require supplemental information about the 
protocols they specify beyond what the profile field itself contains. 
Such supplemental information is carried in usage fields within the 
session activation request. 

The FN usage field has three subfields. One subfield contains protocol 
rules that the primary and secondary half-sessions must jointly enforce 
(for example, whether the normal-flow requests are to flow in one 
direction at a time [half-duplex flow] or in both directions at once 
[full-duplex flow]). Another subfield specifies the rules that the 
secondary LU is to follow; for example, whether the secondary 
half-session may end a bracket. The final subfield specifies the rules 
that the primary half-session is to follow. 

The TS usage field specifies pacing parameters and the maximum RU sizes 
allowed on the normal flow. 

The PS usage field supplements the information specified by the TS and 
FN profile and usage fields by identifying additional FM options that 
primary and secondary LU half-sessions use. Similarly to the FM usage 
field, a PS usage field has three subfields: one for rules jointly 
followed by both primary and secondary half-sessions, one for rules 
followed by the primary half-session, and one for rules followed by the 
secondary half-session. 

Detailed lists of the FM, TS, and PS profiles and usage fields can be 
found in the SNA Reference Summary, GA27-3136. 

5-26 SNA Technical Overview 



Summary of LU Types and Representative I BM Products 

Listed below are the LU types that SNA currently defines and the kind of 
configuration or application that each type represents. Also mentioned 
are hardware or software products that typically use that type of LU. 

o A type of LU that uses ~Na-Gerlned protocols for transmission 
control and data flow control, but uses end-user or product-defined 
protocols to augment or replace FMD services protocols. For 
example, an LU for an application program using IMSjVS and an IB}! 
3600 Finance Communication System in which the operator of the 3600 
terminal is updating the passbook balance for a customer's savings 
account. 

1 A type of LU for an application program that communicates with 
single- or multiple-device data processing terminals in an 
interactive, batch data transfer, or distributed processing 
environment. For example, an LU for an application program using 
IMSjVS that communicates with an IBM 3767 Communication Terminal in 
which the terminal operator is correcting a data base that the 
application program maintains. The data stream is the SNA character 
string (SCS). 

2 A type of LU for an application program that communicates with a a 
single display terminal in an interactive environment, using the SNA 
3270 data stream. For example, an LU for an application program 
that uses IMSjVS and an IBM 3277 Display Station, in which the 3277 
operator is creating and sending data to the application program. 

3 A type of LU for an application program that communicates with a 
single printer, using the SNA 3270 data stream. For example, an LU 
for an application program that uses CICS/VS to send data to an IBM 
3284 Printer attached to an IBM 3791 Controller. 

4 A type of LU for: (1) an application program that communicates with 
a single-or multiple-device data processing or word processing 
terminal in an interactive, batch data transfer, or distributed 
processing environment (for example, an LU for an application 
program that uses CICS/VS to communicate with an IBM 6670 
Information Distributor); or (2) logical units in peripheral nodes 
(for example, two 6670s) that communicate with each other. The data 
stream is the SNA character string (SCS) for data processing 
environments and Office Information Interchange Level 2 for word 
processing environments. 

6 A type of LU 
with another 
environment. 
uses CICS/VS 
IMS/VS. 

for an application subsystem that is to communicate 
application subsystem in a distributed processing 
For example, an LU for an application program that 

to communicate with an application program that uses 

Both session partners in an LU-LU session must be of the same LU type. 
SNA does not permit, for example, one half-session to be a component of 
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a type 1 LU and the other to be a component of a type 2 LU. However, a 
s ifigl-e LBc-a-nhav-emm.--e-t-h8fioneL-BEy-p-e .F-e--r-exampl-e,anLB ean 
contain the resources to participate in LU-LU sessions as both a type 1 
and a type 4 LU simultaneously, provided that the session partner for 
the type 1 LU is another type 1 LU and the session partner for the type 
4 LU is another type 4 LU. 

A complete list of the LU-LU session characteristics for each LU type 
appears in SNA Reference Summary, GA27-3136. These characteristics 
include the TS and FH profiles and PS characteristics permitted and the 
sense codes that are applicable to the LU type. 

Selecting and Using a Data Stream 

SNA Character String Controls 

SNA character string (SCS) controls are EBCDIC control codes that define 
a data stream. Their primary function is to format a visual 
presentation medium such as a printed page or an alphanumeric display 
screen. They also set modes of device operation, define data to be used 
in a unique fashion, or are used for communication between a device 
operator and an application program (where the specific function 
associated with the code is defined in a protocol established between a 
program and an operator). 

An SCS data stream consists of a sequential string of SCS control codes 
and data characters. Control codes may be intermixed with graphic data 
characters. SCS control codes are in the range X'OO' through X'3F j plus 
X'FF'. Graphic codes are in the range X'40' through X'FE'. Other data 
types (such as binary and packed decimal) are permitted, but only with 
certain specific SCS control codes. One-byte parameters that specify 
functions or binary values are permitted with some codes. 

SCS control codes and data appear within the request unit (RU). They 
may be preceded or separated by other control information in the RU, 
such as function management (FM) headers and string control bytes (SCBs) 
for functions such as selecting destinations, managing data, and 
compressing or compacting data. 

SCS functions do not include data flow control functions, even though 
they may be available to a keyboard operator through keys on the 
keyboard. Cancel, for example, is a data flow control request that may 
be initiated by a key on the keyboard. 

An SCS control and parameter sequence may be contained entirely within a 
single RU or it may span two or more RUs; however, it must be entirely 
contained within one RU chain. 

Examples of SCS controls are Backspace, Carriage Return, Form Feed, 
Horizontal Tab, Indent Tab, Presentation Position, Select Left Platen, 
Set Horizontal Format, Superscript, and Word Underscore. A complete 
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list of SCS controls and a description of how each is used appears in 
SNA--Sessions Between Logical Units, GC20-1868. 

SCS controls can be used by LU types 0, 1, 4, and 6. 

SNA 3270 Data Streams 

The SNA 3270 data stream consists of user-provided data and commands 
that are transmitted between the primary logical unit and the secondary 
logical unit of an LU-LU session. Control information, which governs 
the way data is handled and formatted, is also transmitted. 

The SNA 3270 data stream is the only data stream used by LU types 2 and 
3. It is an optional data stream for LU types 0 and 6. The data stream 
supports both display and printer applications. 

An application program communicates with a display operator using one of 
two methods. In one method, the display surface is left unformatted by 
the application program and the operator uses it in a free-form manner. 
In the second method, the application program completely or partially 
formats the display surface (that is, organizes or arranges it into 
fields) and the operator enters data into the fields. 

The SNA 3270 data stream allows the application programmer to divide the 
display surface into one active area and, optionally, one or more 
reference areas. Each area is called a partition. The partition that 
is "active" contains a cursor, and it is the only partition in which the 
operator can enter data or requests. 

Specific information on the 3270 functions that can be specified in a 
SNA 3270 data stream appears in IBM 3270 Data Stream Programmer's 
Reference, GA23-0059. Specific information on the sets of functions 
that can be specified in an SNA 3270 data stream appears in SNA-Sessions 
between Logical Units, GC20-1868. 

String Control Bytes Used for Compressing and Compacting Data 

Data compression and compaction are data-handling techniques used by LU 
types 1 and 4 to shorten the transmission time of data during the 
session. Each half-session compresses or compacts the data before 
sending it to its session partner; the session partner in turn 
decompresses or decompacts the data before passing it to the end user. 

In data compression, a user-selected character called the prime 
compression character is used to replace repetitive sequences of that 
character within a data stream with a string control byte (SCB). One 
SCB can replace up to 63 characters (bytes), but the characters must be 
a string of the same prime character. An SCB can also define strings of 
repeated characters that are not the same as the prime compression 
character. In this case the SCB is followed by a byte containing the 
nonprime character so that the receiver knows which is the repeated 
character. 
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Data can also be compacted to shorten the length of transmissions. In 
"the ---e.-e-mp-aet-i en t-e-e-hn-i(f-ue-,t-wo--eyt-ese-f --G-a-ta -- -aFe- --re-p--l-aGed- Sy---Gll-e byte. 
Op to 16 characters from the total character set used by the session can 
be compacted; the end user optionally provides a compaction table to 
indicate which characters are to be compacted. An SCB is used in the 
data stream to define the beginning and end of each block of compacted 
data. 

When a half-session sends compressed or compacted data, it sets on the 
compression indicator (CHI) or compaction indicator (CPI) in the FM 
header that precedes the data. When either or both of these flags are 
on, the half-session builds and inserts one or more SCBs into the data 
stream. An SCB either begins an RO chain or follows any FM headers that 
may be present in the chain. 

Further information on the use of data compression, data compaction, and 
SCBs appears in SNA--Sessions between Logical Onits, GC20-1868. 

TYPICAL REQUEST UNIT SEQUENCES FOR ACTIVATING SESSIONS, 
TRANSFERRING DATA, AND DEACTIVATING SESSIONS 

Figure 5-4 through Figure 5-6 present typical request unit sequences 
used to activate a same-domain LO-LV session, an SSCP-SSCP session, and 
a cross-domain LO-LO session. 

Figure 5-7 through Figure 5-9 present typical request unit sequences 
used to deactivate same-domain and cross-domain LO-LO sessions and 
SSCP-SSCP sessions. 

Figure 5-10 through Figure 5-14 present some typical request unit 
sequences used within LO-LO sessions. They illustrate the use of 
bracket protocols, half-duplex contention and half-duplex flip-flop 
protocols, protocols for quiescing data flow, and protocols for 
deactivating the LO-LU session. 

(Figure 5-3 on page 5-31 gives the meanings of each of the symbols and 
abbreviations appearing in these request unit sequences.) 
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BB 
BC 
Bid 
CD 
DR* 

ER 

Req uest Unit 

Response 

Channel 

11_: .... 
VUll 

SDLC Link 

Begin Bracket {indicator} 
Begin Chain (indicator) 
Bid request 
Change Direction (indicator) 
Definite Response 1 (D R 1) or 
Definite Response 2 (DR2) or 
both (indicators) 
Exception Response 

Host 
Link 
LS 
LU 
NCP 
PNODE 
PU 
PUCP 
OEC 
RELQ 
+RSP 
-RSP 
RTR 
SA 
SSCP 
TG 
VR 

Host Processor 
Data Link 
Link Station 
Logical Unit 
Network Control Program 
Peripheral Node 
Physical lJnit 
Physical Unit Control Point 
Ouiesce at End of Chain 
Release Quiesce request 
Positive Response 
Negative Response 
Ready to Receive Request 
Subarea 
System Services Control Point 
Transmission Group 
Virtual Route 

Figure 5-3. Symbols and Abbreviations Appearing in Sequence Diagrams of Chapter 5 
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HOST1 
PNODE2.2 

I SSCP1.1 I NCP2 

I LU1.2 I " I LU2.3 I 

HOST1 

LU1.2 SSCP1.1 

PNODE2.2 

LU2.3 

1. LU2.3 requests that SSCP1.1 set 
up a session between LU2.3 and 
LU1.2. LU1.2 is to be the 
primary LU. .. 

Initiate Self (LU1.2) 

B <1-----------------------------t> 
Control Initiate (LU2.3) 

<1 _ -t> 
II 

Bind Session 
~---------------------------------I> <I-.. 

Session Started (LU2.3) 
----------I> 

II 
Start Data Traffic 

--~--------~------------------~I> <1------------- i . 

2. 

3. 

SSCP1.1 tells LU 1.2 to activate 
a session with LU2.3, and informs 
LU1.2 of the attributes of LU2.3. 

LU1.2 activates a session with 
LU2.3 and passes LU2.3 rules to 
be observed during this session. 

4. LU1.2 informs SSCP1.1 that LU1.2 
has activated a session with LU2.3 . 

5. LU1.2 enables the flow of FMD and 
DFC message units over its LU-LU 
session with LU2.3. 

(Figure 5-3 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Figure 5-4. Activating a Same-Domain LU-LU Session 
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HOST1 HOST4 

I SSCP1.1 1 I SSCP4.1 I 
. t I II 
NCP2 "-

NCP3 

.......... 

HOST 1 HOST4 

SSCP1~ 1 SSCP4.1 

• . 1 I 
Activate Cross-Domain Resource Manager 

------~--------------------~~~S> 
~-----------------

Start Data Traffic 

~~---L. I = = = = = = -= = = = = = = ,= ~ ~ 

1. SSCP1.1 activates a session with SSCP4.1. 

2. SSCP1.1 enables the flow of FMD message 
units over its SSCP-SSCP session with SSCP4.1. 

(Figure 5-3 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Figure 5-5. Activating an SSCP-SSCP Session 
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If 

response 

to Bind 
Session 

is 
positive 

If 

response 

to Bind 
Session 

is 

negative 

PNODE2.2 

I LU2.3 I 

PNODE2.2 

LU2.3 

Initi 

<l-

<t 
•••••••••• J 

HOST1 HOST4 

I SSCP1.1 I I SSCP4.1 I 
ILU4.2 I 

I I I I 
rz. NCP2 ...,..- NCP3 

~ 

HOST1 HOST4 

SSCP1.1 SSCP4.1 LU4.2 .. 
ate Self (L U4.2) II 

Notify 

J> Cross-Domain Initiate 
(LU2.3, LU4.2) 

J> 
<l- - - - - - - - - - - - -

I 
II I 

- - Cross-Domain Control Initiate 
(LU2.3, LU4.2) 

J> 
II <l- - - - - - - - - - - - -

Control Initiate 
(LU2.3) 

II <l-
J> - - -

Bind Session I 
- - - - - - - - - - - -l .......... J -l-:-.. -:-.. -:-.:::-L-:-.. ~ ... 

II [ .. i~!f~::~~--
Cross-Domain Session Started 
(LU2.3, LU4.2) 

<t--~-------------------­----------J> 

··········1 
II 

Cross-Domain Session 
(LU2.3, LU4.2) 

Setup 

.......• ' ......... . 
Bind Failure 
(LU2.3) 
<t~---­

Failed 

<t~----------------------­----------J> 

(Figure 5-3 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Figure 5-6. Activating a Cross-Domain LU-LO Session 
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1. LU2.3 requests that SSCP1.1 help 
set up a session between LU2.3 
and LU4.2. LU4.2 is to be the 
primary LU. 

2. SSCP1.1 tells SSCP4.1 of LU2.3's 
request. After receiving a re­
sponse from SSCP4.1, SSCP1.1 
returns to LU2.3 a response to 
LU2.3's request. 

3. SSCP1.1 sends SSCP4.1 the session 
rules that must be in effect for 
the session between LU2.3 and 
LU4.2. 

4. SSCP4.1 tells LU4.2 to activate 
a session with LU2.3, using the 
session rules passed by SSCP1.1 
in step 3. 

5. LU4.2 activates a session with LU2.3 
using the session rules given by 
SSCP4.1 in step 4. 

If a session is activated successfully: 

6. LU4.2 informs SSCP4.1 that LU4.2 has 
activated a session with LU2.3. 

7. SSCP4.1 informs SSCP1.1 of this fact. 

If the session is not activated 
successfully: 

6. LU4.2 informs SSCP4.1 that LU4.2 has 
failed in its attempt to activate a 
session with LU2.3. 

7. SSCP4.1 informs SSCP1.1 of this fact. 



HOST1 I 
I SSCP1.1 II 

I LU1.2 I 

HOST1 

LU1.2 SSCP1.1 

NCP2 

\ 

• 

PNODE2.2 

LU2.3 

PNODE2.2 

LU2.3 

1. lU2.3 requests that SSCP1.1 help terminate 
the session between LU1.2 and lU2.3. LU1.2 
is the primary LU . 

Terminate Self (LU1.2) 
2. SSCP1.1 tells LU1.2 to deactivate its 

session with LU2.3. <I 
B -

Control Terminate (lU2. 
<I - - - -f> 

I 
14-
ill 
I Session Ended (LU2.3) 

----I> 

I 

--f> 

3) 

II 
Unbind Session I 

-~ 

II 
Session Ended {LU1.2} 

<I~~------~-------------------

3. LU1.2 deactivates its session with LU2.3. 

4. LU1.2 informs SSCP1.1 that LU1.2 has 
deactivated its session with LU2.3. 

5. The boundary function of lU2.3 informs 
SSCP1.1 that the session between LU2.3 and 
lU1.2 has been deactivated. (Although the 
RU bearing this information has the 
network address of LU2.3 in the origin 
field of its TH, this RU actually comes 
from the lU2.3 boundary function in NCP2.) 

(Figure 5-3 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Figure 5-7. Deactivating a Same-Domain LU-LU Session 
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If 

response 

to Unbind 

Session 
is 

positive 

If 

response 

to Unbind 

Session 

is 

negative 

PNODE2.2 

ILU2.3 I 

PNODE2.2 

LU2.3 

HQST1 

I SSCP1.1 I 

L 

.. 

I I 
NCP2 

HOST1 

SSCP1.1 

Terminate Self (LU4.2) 
I> 

fiQST4 

I SSCP4.1 I 
ILU4.2 I 

I I 
~ NCP3 

~ 

HOST4 

SSCP4.1 LU4.2 

II 
Cross-Domain Terminate 
(LU2.3. LU4.2) 

--------------------------~I> II 
Control Terminate 
(LU2.3) -------------1> <:::r-----.. 

Unbind Session I <1--------------------------------------------------­---------f;> 
..... J l .......... J 

··········1 III r·········· 

Session Ended (LU4.2) ----------1> 

U cross-Do!n Session 
(LU2.3, LU4.2) 

<I ----------

l .......... l ......... . 

r 

~~~~i~~ -:~! ------
(LU2.3) 
«-----------

Ended 

---_. -----, g- _. ----
Unbind Failure 
(LU2.3) 
<1-----,--------

Cross-Domain Session Takedown Failure 
(LU2.3, LU4.2) 

a ~-------------f;> 
<l Notify (LU4·~cJ 

(Figure 5-3 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Figure 5-8 (Part 1 of 2). Deactivating a Cross-Domain LV-LV Session 
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1. LU2.3 requests that SSCP1.1 help deactivate the session between LU2.3 
and LU4.2. LU4.2 is the primary LU. 

2. SSCP1.1 tells SSCP4.1 of LU2.3' s request. 

3. SSCP4.1 tells LU4.2 to deactivate its session with LU2.3. 

4. LU4.2 deactivates its session with LU2.3. 

If the session is deactivated successfully: 

5. LU4.2 informs SSCP4.1 that LU4.2 has deactivated its session with LU2.3. 

6. The boundary function of LU2.3 informs SSCP1.1 that the session between 
LU2.3 and LU4.2 has been deactivated. (Although the RU bearing this 
information has the network address of LU2.3 in the origin field of its 
TH, this RU actually comes from the LU2.3 boundary function in NCP2.) 

7. SSCP4.1 informs SSCP1.1 that the cross-domain session has been deactivated. 

If the session is not deactivated successfully: 

5. LU4.2 informs SSCP4.1 that LU4.2 has failed in its attempt to deactivate 
a session with LU2.3. 

6. SSCP4.1 informs SSCP1.l that the attempt to deactivate the session 
between LU2.3 aiid LU4.2 has failed. 

7. SSCP1.1 informs LU2.3 that LU4.2 believes that LU4.2's attempt to de­
activate the session has failed. 

Figure 5-8 (Part 2 of 2). Deactivating a Cross-Domain LU-LU Session 
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HOST1 HOST4 

I SSCP1.1 I I SSCP4.1 I 
~ ~ 

HOST1 HOST4 

LU1.2 SSCP1.1 .. SSCP4.1 LU4.2 

Cross-Domain Takedow n 

LU-LU 

J> II - - -
I Control Terminate 

J> 

---
<f- - T fO~P::~h{ 

Session 
having 
primary 
LU in 
domain of 
SSCP4.1 

fTU-LU Session DeactivatiOT 
<f------

II ~equence. 

fO~P::~h{ LU-LU 
Session 
having 
primary 
LU in 
domain of 
SSCP1.1 

tioJ 
~~nt~I_Te~m~a: ~ 

U-LU Session Deactiva 
Sequence. 

I II I 
Cross-Domain Takedown Co mplete 

J> 

r - -

II 
Cross-Domain Takedown Co mplett. 

- - -

I 
J> 

II 
Deactivate CDRM 

- - -

I 

(Figure 5-3 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Figure 5-9. Cross-Domain Takedown Sequence 
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1. SSCP1.1 initiates a procedure to 
cause the takedown of all cross­
domain LU-LU sessions between LUs 
in SSCP1.1·s domain and LUs in 
SSCP4.1's domain. 

2. SSCP4.1 initiates a session 
deactivation sequence for each 
LU-LU session involving a primary 
LU in SSCP4.1 's domain and a 
secondary LU in SSCP1.l' s domain. 

3. Concurrently, SSCP1.1 initiates a 
session deactivation sequence for 
each LU-LU session involving a 
primary LU in SSCP1.1' s domain and 
a secondary LU in SSCP4.1 's domain. 

4. SSCP4.1 informs SSCP1.1 that all 
LU-LU sessions involving a primary 
LU in SSCP4.1' s domain and a 
secondary LU in SSCP1.1' s domain 
have been deactivated. 

5. SSCP1.l informs SSCP4.1 that all 
LU-LU sessions involving a primary 
LU in SSCP1.1 's domain and a 
secondary LU in SSCP4.l's domain 
have been deactivated. 

6. SSCP1.1 deactivates its session 
with SSCP4.1. 
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Contention Loser 
(Bidder) Session Traffic 

(Between Brackets) 

Receiver 
<JBB, BC, DR*, ER, , data 

(DR* = DR1 <J 
DR*, ER, , data 

or DR2, 
or both) EC, DR*, , CD, data 

<J 
+RSP 

-J> 
BC, DR*, ER, , data 

Sender 
EC, DR*, ER, CD, data 

CD sent 
BC, DR*, ER, , data 

Receiver <J 
DR*, ER, , data 

<I 
EC, DR*, ER, CD, data 

<J 
EB, BC, DR*, ER, , data 

Sender ends the 
bracket with this DR*, ER, , data 
chain (EB is sent 
on the first element EC, DR*, , data 
of the chain) 

+RSP 
<r ------

(Between Brackets) 

BB, BC, DR*, ER, data 
Bidder begins bracket 
without sending BID DR*, ER, data 

EC, DR*, , data 

+RSP 
<r --------

EB, BC, DR*, ER, data 
EB sent but not CD, 
because bracket EC, DR*, ER, data 
contention resolves 
data flow direction (Between Brackets) 

(Figure 5-3 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

1> 

1> 

t> 

t> 

t> 

t> 

1> 

1> 

t> 

t> 

Contention Winner 
(First Speaker) 

Begin a bracket as sender 

CD sent 

Receiver 

Sender 

Receiver 

First speaker accepts 
implied bid and entire 
chain 

Figure 5-10 (Part 1 of 2). Communication Using Brackets in Half-Duplex Flip-Flop 
Node 

5-40 SNA Technical Overview 



Contention loser 
(Bidder) 

Bidder must assume 
brackets contention 
and save data 

Bid to begin a 
bracket 

Begin a bracket 
(when sending one 
chain, BB and EB 
are sent in first 
chain element) 

Bid to begin a 
bracket 
Must send BID later 

Bidder tries again 

(BID and RTR are 
sent with FI, BCI, 
ECI, and DR11 on) 

Bidder begins a 
bracket 

Session Traffic 

(Between Brackets) 

BB. etc. 

~ BB, etc. 

<I I DR*, ER, data 

I J> 

-RSP 
<I- - - --

EC, DR*, ER, data 
<I 
<l EB, BC, DR*, ER. data 

EC, DR*, ER. data <1-----------------------
(Between Brackets) 

BID ------------------------J> 
<I- - -

+RSP 

BB. EB. BC, DR*. ER. data ----------------------------t> 
EC, DR*, • data -------------------------J> 
+RSP 

(Between Brackets) 
BID ------------------------J> 

<1--
-RSP (0813) 

BID --------------------------J> 
<1--

-RSP (0814) 

RTR 

o 
o 

<I~------------------------
+RSP 

-t> 
BB, BC, DR*, ER, data ------------------------J> 

Processing continues --------------------------J> 

Contention Winner 
(First Speaker) 

Bracket contention state 

First speaker receives 
bidder's BB and rejects 
it 

Accepted 

Rejected; session 
remains between brackets 

Rejected, will send RTR 
later; session remains 
between brackets 

Ready to receive; 
session remains between 
brackets 

Figure 5-10 (Part 2 of 2). Communication Using Brackets in Half-Duplex Flip-Flop 
Node 
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Contention Loser 

Contention loser sends 
and becomes sender 
until end of chain 

(DR* = DR1 or DR2, 
or both) 

Session Traffic 

Contention state until 
either side sends 

BC, DR*, ER, data 
------------------------~ 

DR*, ER, data 
----------------------~~ 

EC, DR*, , data 
------------------------~~ 

+RSP 
<:!-------

Contention state, 
either side may send 

BC, DR*, ER, data 

4,BC, DR*, ER, data 

-RSP 

~------l> 

DR*, ER, data 4,------------------------
EC DR*, ER, data 4,' 
Contention state exists 

(Figure 5-3 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Contention Winner 

Receiver 

Chain processed 
successfully 

When both partners send 
simultaneously, conten­
tion is resolved in favor 
of contention winner; 
negative response returned 
to contention loser 

Sender until end of 
chain 

Figure 5-11. Communication Using Half-Duplex Contention Protocols 
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Half-Session Session Traffic 

BC, DR*, ER. data 
Sender 

DR*, ER, data 

(Two chains are sent, 
EC, DR*, , data 

then CD is passed to +RSP 
session partner) <!-------

BC, DR*, ER, data 

CD (change direction) 
EC, DR*, ER, CD, data 

sent to reverse flow <JBC, DR*, ER, data 
Receiver 

DR*, ER, data 
<I 
<JEC, DR*, ER, data 

<JBC, DR*, ER, data 

<JEC, DR*, ER, CD, data 

Sender 
Processing continues 

(Figure 5-3 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Half Session 

1> Receiver 

1> 

1> 

Chain processed 
successfully 

1> 

1> 

Sender 

(T'V·,o chains ~r~ L'~"+ 
Glv ",v.IL, 

then CD is returned) 

1> Receiver 

Figure 5-12. LU-LU Communication Using Half-Duplex Flip-Flop Protocols 
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Half-Session 

(DR* = DR1 or DR2, 
or both) 
Request quiesce 

(QEC, QCr and RELQ 
are sent with FI, BCI, 
ECI, and DR11 on) 

Session Traffic 

<lBC, DR*, ERr data 

<I 
DR*, ERr data 

QEC 
J> 

+RSP 
<!-

<I 
DR*, ER, data 

<lEC, DR*r ER, data 

QC 
<I 

+RSP - - -- - - -- -i> 
BC, DR*, ER, data 

J> 
EC, DR*, , data 

J> 

<!- - -
+RSP - - - -
RELQ 

J> 
+RSP 

<!- - - - - - --

(Figure 5-3 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Figure 5-13. Protocols for Quiescing Data Flow 
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Half Session 

Request acknowledged 

Enters quiesce state 
(half-session cannot 
send data or normal­
flow commands) 

Can again send data and 
normal-flow commands 



Primary 
Half-Session 

Shutdown 

(SHUTD, SHUTC, and 
UNBIND are sent with 
FI, BCI, ECI, and 
DR11 on) 

Terminate session 

Session Traffic 

SHUTD 
------~~~----------~» 
~ __ +RSP 

BC DR*, ER, data 
<3' 

<3EC, D R*, ,data 

+RSP 
------i:> 

SHUTC <3----------------------------
------i:> 

UNBIND 
------------------------» 

+RSP 
~ - - --

Secondary 
Half Session 

half-session completes 
end-of-session cleanup 
and enters shutdown state 
(cannot send data or 
normal-flow commands) 

(a) Orderly shutdown initiated by primary half-session. 

Primary 
Half-Session 

Terminate session 

Session Traffic 

RSHUTD <3--------------------------
+RSP ------£> 

UNBIND --------------------------» 
+RSP 

~ - - --

Secondary 
Half Session 

Request shutdown 

(SHUTC and UNBIND are 
sent with FI, BCI, ECI, 
and DR11 on) 

(b) Orderly shutdown initiated by secondary half-session. 

(Figure 5-3 gives the meanings of the symbols 
and abbreviations that appear in this figure.) 

Figure 5-14. Protocols for Deactivating LU-LU Session 
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GLOSSARY 

This Glossary contains definitions of 
terms and abbreviations related to 
Systems Network Architecture and to 
oroducts desiQned in accordance with .L - ~-- - -- - - - - - -- - -- - - •• - ---

Systems Network Architecture. These 
terms, abbreviations, and definitions 
are taken from the IBM Vocabulary for 
Data Processing, Telecommunications~ and 
Office Systems, GC20-1699. Terms 
defined by Systems Network Architecture 
are preceded by "In SNA,"; terms not 
defined by SNA are not so identified. 

ACF. Advanced Communications 
Function. 

active state. In SNA, the state in 
which a component of an SNA node is able 
to perform the functions for which it 
was designed. 

adjacent domains. In ACF/VTAN, 
domains sharing a common subarea node 
(for example, a communication 
controller) or two domains connected by 
a link. See also domain. 

adjacent iink station. In SNA, a link 
station directly connected to a given 
node by a link connection over which 
network traffic can be carried. 

Note: Several secondary link stations 
that share a link connection do not 
exchange data with each other and 
therefore are not adjacent to each 
other. 

adjacent nodes. In SNA, two nodes that 
are connected by one or more links with 
no intervening nodes. 

adjacent subareas. In ACF/TCAN, two 
subareas connected by one or more links, 
with no intervening nodes. 

Advanced Communications Function 
(ACF). A group of IBN program 

products (principally ACF/TCAM, 
ACF/VTAN, ACF/VTAME, and ACF/NCP/VS) 
that uses the concepts of Systems 
Network Architecture (SNA) , including 
distribution of function and resource 
sharing. 

Note: ACF/NCP/VS, ACFjVTAME, and the 
Nultisystem Networking Facility of 
ACF jTCA~l and ACF /VTAM allow the 
interconnection of two or more domains 
into one multiple-domain network. 

Advanced Communications Function for 
the Network Control Program 
(ACF/NCP/VS). A program product that 
provides communication controller 
support for single-domain and 
multiple-domain data communication. 

Advanced Communications Function for 
the Telecommunications Access METHOD 
(ACF/TCAM). A program product that 
provides single-domain data 
communication capability, and, 
optionally, multiple-domain capability. 

Advanced Communications Function for 
the Virtual Telecommunications Access 
Method (ACF /VT AM) . A program 
product that provides single-domain data 
communication capability and, 
optionally, multiple-domain capability. 

Advanced Communications Function for 
VTAM Entry (ACF/VTAME). A program 
product that provides single-domain and 
multiple-domain data communication 
capability for an IBM 4331 that may 
include communication adapters. 

alternate code. A code, frequently 
ASCII, selected at session activation, 
to be used to encode end-user data in 
the request unit (RU) instead of using 
extended binary-coded decimal 
interchange code (EBCDIC). 
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API. Application program interface. 

application program interface (API). 
The formally defined programming 
language interface between an IBM system 
control program or program product and 
its user. 

basic information unit (BIU). In SNA, 
the unit of data and control information 
that is passed between half-sessions. 
It consists of a request/response header 
(RH) followed by a request/response unit 
(RU). 

basic link unit (BLU). In SNA, the 
unit of data and control information 
transmitted over a link by data link 
control. 

basic transmission unit (BTU). In 
SNA, the unit of data and control 
information passed between path control 
components. A BTU can consist of one or 
more path information units (PIUs). See 
also of PIUs. 

begin bracket. In SNA, the value 
(binary 1) of the begin-bracket 
indicator in the request header (RH) of 
the first request in the first chain of 
a bracket; the value denotes the start 
of a bracket. Contrast with end 
bracket. See also bracket. 

bidder. In SNA, the LU-LU 
half-session defined at session 
activation as having to request and 
receive permission from the other LU-LU 
half-session to begin a bracket. 
Contrast with first speaker. See also 
bracket protocol. 

BIND image. In SNA, the session 
parameters passed in a Control Initiate 
(CINIT) request by the system services 
control point (SSCP) to the primary 
logical unit (PLU); the parameters 
specify the proposed protocol options 
for an LU-LU session. 

BIU. Basic information unit. 
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BIU segment. In SNA, the portion of 
a--ea-s-isin:€-oF-m-a-twnuni:t-CR-IU) that-- is-­
contained within a path information unit 
(PIU). It consists of either a 
request/response header (RH) followed by 
all or part of a request/response unit 
(RU) , or of only a part of an RU. 

blocking of PIUs. In SNA, an optional 
function of path control that combines 
mUltiple path information units (PIUs) 
into a single basic transmission unit 
(BTU) . 

Note: When blocking is not done, a BTU 
consists of one PIU. 

BLU. Basic link unit. 

boundary function. In SNA, (1) a 
capability of a subarea node to provide 
protocol support for adjacent peripheral 
nodes, such as: (a) transforming 
network addresses to local addresses, 
and vice versa; (b) performing session 
sequence numbering for low-function 
peripheral nodes; and (c) providing 
session-level pacing support. (2) The 
component that provides these 
capabilities. (3) See also path control 
network, network addressable unit. 

boundary node. A subarea node with 
boundary function. 

Note: A subarea node may be a boundary 
node, an intermediate routing node, 
both, or neither, depending on how it is 
used in the network. 

bracket. In SNA, one or more chains of 
request units (RUs) and their responses 
that are exchanged between two LU-LU 
half-sessions and that represent a 
transaction between them. A bracket 
must be completed before another bracket 
can be started. Examples of brackets 
are data base inquiries/replies, update 
transactions, and remote job entry 
output sequences to work stations. See 
begin bracket, end bracket, RU chain. 

bracket protocol. In SNA, a data flow 
control protocol in which exchanges 



between the two LU-LU half-sessions are 
achieved through the use of brackets, 
with one LU designated at session 
activation as the first speaker and the 
other LU as the bidder. The bracket 
protocol involves bracket initiation and 
termination rules. See also bidder, 
first speB,kBr. 

BTU. Basic transmission unit. 

CDRM. Cross -domain resource manager. 

chain. See RU chain. 

channel. See data channel. 

change-direction protocol. In SNA, a 
data flow control protocol in which the 
sending logical unit (LU) stops sending 
normal-flow requests, signals this fact 
to the receiving LU using the 
change-direction indicator (in the 
request header of the last request of 
the last chain), and prepares to receive 
requests. 

character-coded request. In SNA, a 
request that is encoded and transmitted 
as a character string: the format 
indicator in the request header (RR) for 
the request is set to zero. Synonymous 
with unformatted request. Contrast with 
field-formatted request. 

C I CS/VS. Cus tomer Informat ion 
Control System/Virtual Storage. 

class of service. In SNA, a 
designation of the path control network 
characteristics, such as path security, 
transmission priority, and bandwidth, 
that apply to a particular session. The 
end user designates class of service at 
session initiation by using a symbolic 
name that is mapped into a list of 
virtual routes, anyone of which can be 
selected for the session to provide the 
requested level of service. 

cluster controller node. A peripheral 
node that can control a variety of 
devices. 

command. In SNA, (1) any field set 
in the transmission header (TR) , request 
header (RR) , and sometimes portions of a 
request unit, that initiates an action 
or that begins a protocol; for example: 
(a) Bind Session (session-control 
request unit), a command that activates 
an LU-LU session, (b) the 
change-direction indicator in the RH of 
the last RU of a chain, (c) the 
virtual-route reset window indicator in 
a FID4 transmission header. (2) 
Loosely, a request unit. (3) In SDLC, 
the control information (in the C-field 
of the link header) sent from the 
primary station to the secondary 
station. 

communication adapter. An optional 
hardware feature, available on certain 
processors, that permits communication 
lines to be attached to the processors. 

communication controller. A type of 
communication control unit whose 
operations are controlled by one or more 
programs stored and executed in the 
unit; for example, the IBM 3705 
Communications Controller. 

commu n ication controller node. A term 
used to refer to a subarea node 
containing no system services control 

compaction. In SNA, the 
transformation of data by packing two 
characters in a byte so as to take 
advantage of the fact that only a subset 
of the allowable 256 characters is used; 
the most frequently sent characters are 
compacted. 

compaction table. In SNA, a table used 
by a sending LU-LU half-session to 
transform data so that fewer bytes are 
sent to the receiving half-session. The 
receiving LU-LU half-session uses the 
same table to reverse the process, 
thereby restoring the data to its 
original form. See also compaction. 

compression. In SNA, the replacement 
of a string of up to 64 repeated 
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characters by an encoded control byte to 
r edll_ce .. t_he_.l_ength .. Df_. tJl.e d a t a.~ t l~ e_gllL. 

sent to the LU-LU session partner. The 
encoded control byte is followed by the 
character that was repeated (unless that 
character is the prime compression 
character, typically the space 
character). See also string control 
byte. 

concurrent control count. In SNA, the 
number of control points concurrently 
controlling a network resource. See 
also share limit. 

configuration services. In SNA, one of 
the types of network services in the 
system services control point (SSCP) and 
in the physical unit (PU); configuration 
services activate, deactivate, and 
maintain the status of physical units, 
links, and link stations. Configuration 
services also shut down and restart 
network elements and modify path-control 
routing tables and 
address-transformation tables. See also 
maintenance services, management 
services, network services, physical 
unit control point, session services, 
SSCP 

connection point manager. In SNA, a 
component of the transmission control 
layer that: (1) performs session-level 
pacing of normal-flow requests, (2) 
checks sequence numbers of received 
request units, (3) verifies that request 
units do not exceed maximum permissible 
size, (4) routes incoming request units 
to their destinations in the 
half-session, and (5) enciphers and 
deciphers FHD request units when 
cryptography is selected. The 
connection point manager coordinates the 
normal and expedited flows for one 
half-session. 

Note: The sending connection point 
manager in a half-session builds the 
request/response header (RH) for 
outgoing request/response units, and the 
receiving connection point manager 
interprets the request/response headers 
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that precede incoming request/response 
. unit.s_. 

control point. In SNA, a physical unit 
control point (PUCP) or a system 
services control point (SSCP). 

cross-domain. In SNA, pertaining to 
control or resources involving more than 
one domain. 

cross-domain keys. In SNA, a pair of 
cryptographic keys used by a system 
services control point (SSCP) to 
encipher the session cryptography key 
that is sent to another SSCP and to 
decipher the session cryptography key 
that is received from the other SSCP 
during initiation of cross-domain LU-LU 
sessions that use session-level 
cryptography. 

cross-domain LU-LU session. In SNA, 
a session between logical units (LUs) in 
different domains. 

cross-domain resource manager 
(CDRM). In ACF /TCAH and ACF /VTAH, 
the functions of the system services 
control point (SSCP) that control 
initiation and termination of 
cross-domain sessions. 

Note: CDRH functions span domains; 
"cross-domain" is therefore valid here, 
but is invalid with respect to LUs and 
resources, which cannot span 
domains.Contrast with same-domain 
session. 

cross-subarea. In SNA, pertaining to 
control or resources involving more than 
one subarea node. 

cryptograph ic algorithm. A set of 
rules that specify the mathematical 
steps required to encipher and decipher 
data. 

cryptographic key. In systems using 
the Data Encryption Standard (DES) 
algorithm, a 64-bit value (containing 56 
independent bits and 8 parity bits) 
provided as input to the algorithm in 



determining the output of the algorithm. 
See also cross-domain keys, session 
cryptography key. 

cryptographic session. An LU-LU 
session in which a function management 
data (FMD) request may be enciphered 
before it is transmitted and deciphered 
after it is received. See also 
mandatory cryptographic session, 
selective cryptographic session. 

cryptography. The transformation of 
data to conceal its meaning. 

DAF. Destination address field. 

DAF'. 
prime. 

Destination address field 

data channel. A device that connects 
a processor and main storage with I/O 
control units. 

data circuit. 
connection. 

Synonym for link 

data count field (DCF). In SNA, a 
binary count of the number of bytes in 
the basic information unit (BIU) or BIU 
segment associated with the transmission 
header (TR). 

data encrypting key. In SNA, a key 
used to encipher and decipher data 
transmitted in a session that uses 
cryptography. See also session 
cryptography key. 

Data Encryption Standard (DES) 
algorithm. A cryptographic algorithm 
designed to encipher and decipher data 
using a 64-bit cryptographic key, as 
specified in the Federal Information 
Processing Standard Publication 46, 
January 15, 1977. 

data flow control (DFC). In SNA, a 
request/response unit (RU) category used 
for requests and responses exchanged 
between the data flow control layer in 
one half-session and the data flow 
~ontrol layer in the session partner. 

data flow control (DFC) layer. In 
SNA, the layer within a half-session 
that (1) controls whether the 
half-session can send, receive, or 
concurrently send and receive request 
units (RUs); (2) groups related RUs into 
RU chains; (3) delimits transactions via 
the bracket protocol; (4) controls the 
interlocking of requests and responses 
in accordance with control modes 
specified at session activation; (5) 
generates sequence numbers; and (6) 
correlates requests and responses. 

data link. Synonym for link. 

data link control (DLC) layer. In SNA, 
the layer that consists of the link 
stations that schedule data transfer 
over a link between two nodes and 
perform error control for the link. 
Examples of data link control are SDLC 
for serial-by-bit link connection and 
data link control for the System/370 
channel. 

data stream. In SNA, a continuous 
stream of data elements being 
transmitted, or intended for 
transmission, in character or 
binary-digit form, using a defined 
format. 

format of the data elements (end-user 
data) in the request unit (RU). See 
also SNA character string (SCS), SNA 
3270 data stream. 

DCF. Data count field. 

DEF. Destination element field. 

definite response. In SNA, a value in 
the form-of-response-requested field of 
the request header. The value directs 
the receiver of the request to return a 
response unconditionally, whether 
positive or negative, to that request. 
Contrast with exception response, no 
response. 

delayed-request mode. In SNA, an 
operational mode in which the sender may 
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continue sending request units on the 
normal f low _C!f1::_~_! s~_J:l_9JJ:lg a 
definite-response request chain on that 
flow, without waiting to receive the 
response to that chain. Contrast with 
immediate-request mode. 

delayed-response mode. In SNA, an 
operational mode in which the receiver 
of normal-flow request units can return 
responses to the sender in a sequence 
different from that in which the 
corresponding request units were sent. 
Contrast with immediate-response mode. 

Note: An exception is the response to 
the DFC request CHASE: all responses to 
normal-flow request units received 
before CHASE must be sent before the 
response to CHASE is sent. 

destination address field (DAF). In 
SNA, a field in a FIDO or FIDI 
transmission header that contains the 
network address of the destination. See 
also destination address field prime 
(DAF'), destination element field (DEF) , 
destination subarea field (DSAF), format 
identification (FID) field, local 
session identification (LSID). Contrast 
with origin address field (OAF). 

destination address field prime 
(DAF'). In SNA, a field in a FID2 
transmission header that contains the 
local address of the destination network 
addressable unit (NAU). See also 
destination address field (DAF) , format 
identJfication (FID) field. Contrast 
with origin address field prime (OAF'). 

destination element field (DEF). In 
SNA, a field in a FID4 transmission 
header that contains an element address 
which, combined with the subarea address 
in the destination subarea field (DSAF), 
gives the complete network address of 
the destination network addressable unit 
(NAU). See also format identification 
(FID) field. Contrast with origin 
element field (OEF). 

destination subarea field (DSAF). In 
SNA, a field in a FID4 transmission 
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header that contains a subarea address 
which, combined with the element address 
in the d.estination element fleld-CDEF), 
gives the complete network address of 
the destination network addressable unit 
(NAU). See also format identification 
(FID) field. Contrast with origin 
subarea field (OSAF). 

DFC. Data flow control. 

distributed function. In SNA, 
functions, such as network management, 
processing, and error recovery 
operations, that are situated in 
different places, as contrasted with 
functions that are concentrated at a 
central location. 

DLC. Data link control. 

domain. In SNA, a system services 
control point (SSCP) and the physical 
units (PUs), logical units (LUs) , links, 
link stations, and all the associated 
resources that the SSCP has the ability 
to control by means of activation 
requests and deactivation requests. See 
also shared control. 

domain operator. In a multiple-domain 
network, the person or program that 
controls the operation of the resources 
controlled by one system services 
control point (SSCP). Contrast with 
network operator. 

DSAF. Destination subarea field. 

element address. In SNA, a value in 
the element address field of the network 
address identifying a particular 
resource within a subarea. See also 
subarea address. 

end bracket. In SNA, the value 
(binary 1) of the end bracket indicator 
in the request header (RH) of the first 
request of the last chain of a bracket; 
the value denotes the end of the 
bracket. Contrast with begin bracket. 
See also bracket. 



end user. In SNA, the ultimate source 
or destination of application data 
flowing through an SNA network. An end 
user may be an application program or a 
terminal operator. 

end- user to SSCP echo check. 
for LV connection test. 

ER. Explicit route. 

Synonym 

exception request (EXR). In SNA, a 
request that replaces another message 
unit in which an error has been 
detected. 

Note: The exception request contains a 
4-byte sense field that identifies the 
error in the original message unit and, 
except for some path errors, is sent to 
the destination of the original message 
unit; if possible, the sense data is 
returned in a negative response to the 
originator of the replaced message unit. 

exception response. In SNA, a value in 
the form=of=response-requested field of 
a request header: the receiver is 
requested to return a response only if 
the request is unacceptable as received 
or cannot be processed; that is, a 
negative response, but not a positive 
response, may be returned. Contrast 
\\Tith definite response, no response. 
See also negative response. 

expedited flow. In SNA, a data flow 
designated in the transmission header 
CTH) that is used to carry network 
control, session control, and various 
data flow control request/response units 
CRUs); the expedited flow is separate 
from the normal flow (which carries 
primarily end-user data) and can be used 
for commands that affect the normal 
flow. Contrast with normal flow. See 
also isolated pacing response. 

Note: The normal and expedited flows 
move in both the primary-to-secondary 
and secondary-to-primary directions. 
Requests and responses on a given flow 
(normal or expedited) usually are 
processed sequentially within the path. 

but the expedited flow traffic may be 
moved ahead of the normal-flow traffic 
within the path at queuing points in the 
half-sessions and for half-session 
support in boundary functions. 

explicit route (ER). In SNA, the path 
control network components, including a 
specific set of one or more transmission 
groups, that connect two subarea nodes. 
An explicit route is identified by an 
origin subarea address, a destination 
subarea address, an explicit-route 
number, and a reverse explicit-route 
number. See also path, route extension, 
virtual route. 

explicit-route length. In SNA, the 
number of transmission groups in an 
explicit route. 

EXR. Exception request. 

FID. Format identification. 

field-formatted request. In SNA, a 
request that is encoded into fields, 
each having a specified format such as 
binary codes, binary counts, 
bit-significant flags, and symbolic 
names; a format indicator in the 
request/response header (RH) for the 
request is set to zero. Synonymous with 
formatted request. Contrast with 
character-coded request. 

first speaker. In SNA, the LV-LV 
half-session defined at session 
activation as: (1) able to begin a 
bracket without requesting permission 
from the other LV-LV half-session to do 
so, and (2) winning contention if both 
half-sessions attempt to begin a bracket 
simultaneously. Contrast with bidder. 
See also bracket protocol. 

flow control. In SNA, the process of 
managing the rate at which data traffic 
passes between components of the 
network. Flow control optimizes the 
rate of flow of message units with 
minimum congestion in the network; that 
is, to neither overflow the buffers at 
the receiver or at intermediate routing 
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nodes, nor leave the receiver waiting 
for more message units. See also 
pacing, session-level pacing, 
virtual-route (VR) pacing. 

FMD. Function management data. 

FMD services layer. In SNA, the layer 
within a half-session that routes FMD 
requests and responses to particular NAU 
services manager components and that 
provides session network services or 
session presentation services, depending 
on the type of session. 

FMH. Function management header. 

format identification (FID) field. In 
SNA, a field in each transmission header 
(TH) that indicates the format of the 
TH; that is, the presence or absence of 
certain fields. Transmission header 
formats differ in accordance with the 
types of nodes between which they pass. 

Note: There are six FID types: 

• 

• 

• 

• 

• 

• 

FIDO, used for traffic involving 
non-SNA devices between adjacent 
subarea nodes when either or both 
nodes do not support explicit-route 
and virtual-route protocols. 

FID1, used for traffic between 
adjacent subarea nodes when either 
or both nodes do not support 
explicit-route and virtual-route 
protocols. 

FID2, used for traffic between a 
subarea node and an adjacent PU type 
2 peripheral node. 

FID3, used for traffic between a 
subarea node and an adjacent PU type 
1 peripheral node. 

FID4, used for traffic between 
adjacent subarea nodes when both 
nodes support explicit-route and 
virtual-route protocols. 

FIDF, used for certain commands (for 
example, for transmission-group 
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control) sent between adjacent 
subarea nodes when both nodes 
support explicit-route and 
virtual-route protocols. 

formatted req uest. Synonym for 
field-formatted request. 

formatted system services (FSS). A 
facility that provides certain system 
services as a result of receiving a 
field-formatted command, such as an 
INITIATE or TERMINATE command. Contrast 
with unformatted system services. 

frame. In Synchronous Data Link 
Control (SDLC), a basic link unit (BLU). 

FSS. Formatted system services. 

function management data (FMD). In 
SNA, an RU category used for end-user 
data exchanged between logical units 
(LUs) and for requests and responses 
exchanged between network services 
components of LUs, PUs, and SSCPs. 

function management data (FMD) 
services. In SNA, a generic term for 
session network services and session 
presentation services, both of which 
process FMD requests and responses. 

function management header. In SNA, 
one or more headers, optionally present 
in the leading request units (RUs) of an 
RU chain, that allow one half-session in 
an LU-LU session to: (1) select a 
destination as the session partner and 
control the way the end-user data it 
sends is handled at the destination, 
(2) change the destination or the 
characteristics of the data during the 
session, and (3) transmit between 
session partners status or user 
information about the destination (for 
example, whether it is a program or a 
device). 

Note: FM headers can be used by LU 
types 0, 1, 4, and 6. 

function management (FM) profile. In 
SNA, a specification of various data 



flow control protocols (such as RU 
chains and data flow control requests) 
and FHD options (such as use of FH 
headers, compression, and alternate 
codes) supported for a particular 
session. Each function management 
profile is identified by a number. 

half-session. In SNA, a component that 
provides FMD services, data flow 
control, and transmission control for 
one of the sessions of a network 
addressable unit (NAU). See also 
primary half-session, secondary 
half-session. 

host node. A subarea node that 
contains a system services control point 
(SSCP); for example, a System/370 
computer with OS/VS2 and ACF/TCAM. 

immediate- request mode. In SNA, an 
operational mode in which the sender 
stops sending request units (RUs) on a 
given flow (normal or expedited) after 
sending a definite-response request 
chain on that flow until that chain has 
been responded to. Contrast with 
delayed-request mode. See also 
immediate-response mode. 

immediate- response mode. In SNA, an 
operational mode in which the receiver 
responds to request units CRUs) on a 
given normal flow in the order it 
receives them; that is, in a first-in, 
first-out sequence. Contrast with 
delayed-response mode. See also 
immediate-request mode. 

IMS/VS. Information Management 
System/Virtual Storage. 

initial chaining value. In SNA, an 
eight-byte pseudo-random number used to 
verify that both ends of a session with 
cryptography have the same session 
cryptography key. The initial chaining 
value is also used as input to the the 
Data Encryption Standard (DES) algorithm 
to encipher or decipher data in a 
session with cryptography. See also 
session cryptography seed. 

Note: A new initial chaining value is 
selected for each session. 

initiation. See LU-LU session 
initiation. See also session-initiation 
request. 

intermediate routing function. In SNA, 
a path control capability in a subarea 
node that receives and routes path 
information units (PIUs) that neither 
originate in nor are destined for 
network addressable units (NAUs) in that 
subarea node. 

intermediate routing node. A subarea 
node with intermediate routing function. 

Note: A subarea node may be a boundary 
node, an intermediate routing node, 
both, or neither, depending on how it is 
used in the network. 

IPR. Isolated pacing response. 

isolated pacing response (I PR). In 
SNA, a response to a session-level 
pacing request that is sent 
independently of any particular request 
(without any correlation of sequence 
numbers) and that signals the readiness 
of the receiver to receive an additional 
pacing group. 

Note: An IPR may be sent on either the 
expedited or normal flow and is 
particularly useful when no other 
response is available; for example, when 
operating under no-response protocols. 

JES3. Job Entry Subsystem 3. 

key-encrypting key. In SNA, a key 
used in sessions with cryptography to 
encipher and decipher other keys. 
Contrast with data encrypting key. 

layer. In SNA, a grouping of related 
functions that are logically separate 
from the functions in other layers; the 
implementation of the functions in one 
layer can be changed without affecting 
functions in other layers. See NAU 
services manager layer, FMD services 
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layer, data flow control layer, 
transmission control layer, path control 
layer, data link control layer. 

link. In SNA, the combination of the 
link connection and the link stations 
joining network nodes; for example: 
(1) a System/370 channel and its 
associated protocols, (2) a 
serial-by-bit connection under the 
control of synchronous data link control 
(SDLC). Synonymous with data link. 

Note: A link connection is the 
physical medium of transmission; for 
example, a telephone wire or a microwave 
beam. A link includes the physical 
medium of transmission, the protocol, 
and associated communication devices and 
programming; it is both logical and 
physical. 

link connection. In SNA, the physical 
equipment providing two-way 
communication between one link station 
and one or more other link stations; for 
example, a communication line and data 
circuit terminating equipment (DCE). 
Synonymous with data circuit. 

link header. In SNA, control 
information for data link control at the 
beginning of a basic link unit (BLU). 

link station. In SNA, the combination 
of hardware and software that allows a 
node to attach to and provide control 
for a link. See also adjacent link 
station, primary link station, secondary 
link station. 

link test. In SNA, a test in which one 
link station returns data received from 
another link station without changing 
the data in order to test the operation 
of the link. 

Note: Three tests can be made; they 
differ in the resources that are 
dedicated during the test. A link test, 
level 0 requires a dedicated subarea 
node, link, and secondary link station. 
A link test, level 1 requires a 
dedicated link and secondary link 
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station. A link test, level 2 requires 
only the dedicated link station. 

link trailer. In SNA, control 
information for data link control at the 
end of a basic link unit (BLU). 

local address. In SNA, an address used 
in a peripheral node in place of a 
network address and transformed to or 
from a network address by the boundary 
function in a subarea node. See also 
network address. 

local session identification (LSIO). In 
SNA, a field in a FID3 transmission 
header that contains an indication of 
the type of session (SSCP-PU, SSCP-LU, 
or LU-LU) and the local address of the 
peripheral logical unit (LU) or physical 
unit (PU). 

logical unit (LU). In SNA, a port 
through which an end user accesses the 
SNA network in order to communicate with 
another end user and through which the 
end user accesses the functions provided 
by system services control points 
(SSCPs). An LU can support at least two 
sessions--one with an SSCP, and one with 
another logical unit--and may be capable 
of supporting many sessions with other 
logical units. See also network 
addressable unit (NAU) , peripheral LU, 
physical unit, system services control 
point, primary logical unit, secondary 
logical unit. 

logical unit (LU) services. In SNA, 
capabilities in a logical unit to: (1) 
receive requests from an end user and, 
in turn, issue requests to the system 
services control point (SSCP) in order 
to perform the requested functions, 
typically for session initiation; (2) 
receive requests from the SSCP, for 
example to activate LU-LU sessions via 
Bind Session requests; and (3) provide 
session presentation and other services 
for LU-LU sessions. See also physical 
unit (PU) services, SSCP services. 

LSIO. Local session identification. 



LU. logical unit. 

LU type O. In SNA, a type of LU that 
uses SNA-defined protocols for 
transmission control and data flow 
control, but uses end-user or 
product-defined protocols to augment or 
replace FMD services protocols. For 
example, an LU for an a.pplica.tion 
program using IMS/VS and an IBN 3600 
Finance Communication System in which 
the operator of the 3600 terminal is 
updating the passbook balance for a 
customer's savings account. 

LU type 1. In SNA, a type of LU for 
an application program that communicates 
with single- or mUltiple-device data 
processing terminals in an interactive, 
batch data transfer, or distributed 
processing environment. For example, an 
LU for an application program using 
IMS/VS that communicates with an IBM 
3767 Communication Terminal in which the 
terminal operator is correcting a data 
base that the application program 
maintains. The data stream is the SNA 
character string (SCS). 

LU type 2. In SNA, a type of LU for 
an application program. that communicates 
with a single display terminal in an 
interactive environment, using the SNA 
3270 data stream. For example, an LU 
for an application program that uses 
IMS/VS and an IBM 3277 Display Station, 
in which the 3277 operator is creating 
and sending data to the application 
program. 

LU type 3. In SNA, a type of LU for 
an application program that communicates 
with a single printer, using the SNA 
3270 data stream. For example, an LU 
for an application program that uses 
CICS/VS to send data to an IBM 3284 
Printer attached to an IBM 3791 
Controller. 

LU type 4. In SNA, a type of LU for: 
(1) an application program that 
communicates with a single- or 
multiple-device data processing or word 
processing terminal in an interactive, 

batch data transfer, or distributed 
processing environment (for example, an 
LU for an application program that uses 
CICS/VS to communicate with an IBM 6670 
Information Distributor); or (2) logical 
units in peripheral nodes (for example, 
two 6670s) that communicate with each 
other. The data stream is the SNA 
character string (SCS) for data 
processing environments and Office 
Information Interchange Level 2 for word 
processing environments. 

LU type 6. In SNA, a type of LU for 
an application subsystem that is to 
communicate with another application 
subsystem in a distributed processing 
environment. For example, an LU for an 
application program that uses CICS/VS to 
communicate with an application program 
that uses IMS/VS. 

LU services manager. In SNA, an SNA 
component that provides a logical unit 
(LU) with network services and end-user 
to end-user services. The LU services 
manager provides services for all 
half-sessions within the LU. 

maintenance services. In SNA, one of 
the types of network services in system 
services control points (SSCPs) and 
physical units (PUs). maintenance 
services provide facilities for testing 
links and nodes and for collecting and 
recording error information. See also 
configuration services, management 
services, network services, session 
services. 

management services. In SNA, one of 
the types of network services in system 
services control points (SSCPs) and 
logical units (LUs). Management 
services forward requests for network 
data, such as error statistics, and 
deliver the data in reply. See also 
configuration services, maintenance 
services, network services, session 
services. 

mandatory cryptograph ic session. A 
cryptographic session in which all 
outgoing data is enciphered and all 
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incoming data is deciphered. Contrast 
w_ithselectivecxy--p.tQ8X' .. 9Pb,ic s~~sion. 

master cryptography key. In SNA, a 
unique cryptography key provided by 
installation management for each node of 
the network. The system services 
control point (SSCP) uses the master 
cryptography keys to encipher session 
cryptography keys in order to protect 
their identities while sending them 
through the network to the session 
partners. 

message segment. In ACF /TCAH, that 
portion of a message that is contained 
within a single request unit. 

message unit. In SNA, a generic term 
for the unit of data processed by any 
layer; for example, a basic information 
unit (BIU), a path information unit 
(PIU), a request/response unit (RU). 

meta-implementation. In SNA, an 
architectural (or design) description in 
a form similar to actual implementations 
of an architecture; for example, one 
that uses a programming language to 
specify a human- or machine-executable 
model that follows the architectural 
rules, thereby defining those rules. 

multiple-domain network. In SNA, a 
network with more than one system 
services control point (SSCP). Contrast 
with single-domain network. 

multiple explicit routes. In SNA, two 
or more explicit routes between subarea 
nodes used to accommodate changes in 
network conditions such as traffic loads 
or route failures and to offer different 
classes of service. 

Multisystem Networking Facility. An 
optional feature of ACF/TCAM and 
ACF/VTAM that permits these access 
methods, together with ACF/NCP/VS, to 
control a multiple-domain network. 

NAU. Network addressable unit. 
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NAU services. In SNA, the functions 
proYicie4.'bY the. NAU~~ryJcesI!li3nager 
layer and the FHD services layer. 

NAU services manager layer. In SNA, 
the layer that: (1) controls network 
operations via LU-1U, SSCP-LU, SSCP-PU, 
and SSCP-SSCP sessions, and (2) 
coordinates end-user interactions on 
LU-1U sessions. See also configuration 
services, session services, maintenance 
services, management services. 

NC. Network control. 

NCP node. A subarea node that 
contains an ACF/NCP program but does not 
contain a system services control point 
(SSCP). 

negative response. In SNA, a response 
indicating that a request did not arrive 
successfully or was not processed 
successfully by the receiver. Contrast 
with positive response. See also 
exception response. 

negotiable BIND. In SNA, a capability 
that allows two 1U-1U half-sessions to 
negotiate the parameters of a session 
when the session is being activated. 

network. In data processing, a 
user-application network. See also path 
control network, public network, SNA 
network, user-application network. 

network address. In SNA, an address, 
consisting of subarea and element 
fields, that identifies a link, a link 
station, or a network addressable unit. 
Subarea nodes use network addresses; 
peripheral nodes use local addresses. 
The boundary function in the subarea 
node to which a peripheral node is 
attached transforms local addresses to 
network addresses and vice versa. See 
also local address, network name. 

network addressable unit (NAU). In 
SNA, a logical unit, a physical unit, or 
a system services control point. It is 
the origin or the destination of 
information transmitted by the path 



control network. See also network name, 
network address, path control (PC) 
network. 

Note: Each NAU has a network address 
that represents it to the path control 
network. (LUs may have multiple 
add~esses for parallel LU=LU sessions.) 
The path control network and the NAUs 
together constitute the SNA network. 

network configuration tables. In 
ACF/TCAN and ACF/VTAH, the tables 
through which the system services 
control point (SSCP) interprets the 
network configuration. 

network control (NC). In SNA, a 
request/response unit (RU) category used 
for requests and responses exchanged 
between physical units (PUs) for such 
purposes as activating and deactivating 
explicit and virtual routes and sending 
load modules to adjacent peripheral 
nodes. See also data flow control, 
function management data, session 
control. 

network name. In SNA, the symbolic 
identifier by which end users refer to a 
network addressable unit (NAU) , a link 
station, or a link. See also network 
address. 

network operator. In SNA, a person or 
program responsible for controlling the 
operation of all or part of a network. 
See also node operator. 

network services. In SNA, the 
services within network addressable 
units (NAUs) that control network 
operation via SSCP-SSCP, SSCP-PU, and 
SSCP-LU sessions. See configuration 
services, maintenance services, 
management services, session services. 

network services header. In SNA, a 
3-byte field in an FND request/response 
unit (RU) flowing in an SSCP-LU, 
SSCP-PU, or SSCP-SSCP session. The 
network services header is used 
primarily to identify the network 
services category of the RU (for 

example, configuration services, session 
services) and the particular request 
code within a category. 

node. In SNA, an endpoint of a link 
or a junction common to two or more 
links in a network. Nodes can be 
A.:,...+- ....... .:h" ...... ,,~ ~,.... kl"""ll,C""'..f- ~ ....... ,....,..."C"'C",.... ....... ~ 
U..L~~.l.. ..LLlU~'::;U ~u J.J.U~ ~ t'.l..U~'::;00U.l..0, 

communication controllers, or terminals. 
Nodes can vary in routing and other 
functional capabilities. See also node 
type, peripheral node, subarea node. 

node operator. In SNA, a person or 
program responsible for controlling the 
operation of a node via the physical 
unit control point (PUCP). See also 
network operator. 

node type. In SNA, a designation of a 
node according to the protocols it 
supports and the network addressable 
units (NAUs) that it can contain. Four 
types are defined: 1, 2, 4, and 5. Type 
1 and type 2 nodes are peripheral nodes; 
type 4 and type 5 nodes are subarea 
nodes. See also physical unit type. 

no response. In SNA, a value in the 
form-of-response-requested field of the 
request header (RH) indicating that no 
response is to be returned to the 
request, whether or not the request is 
received and processed 
Contrast with definite response, 
exception response. 

normal flow. In SNA, a data flow 
designated in the transmission header 
(TH) that is used primarily to carry 
end-user data. The rate at which 
requests flow on the normal flow can be 
regulated by session-level pacing. 
Contrast with expedited flow. 

Note: The normal and expedited flows 
move in both the primary-to-secondary 
and secondary-to-primary directions. 
Requests and responses on a given flow 
(normal or expedited) usually are 
processed sequentially within the path, 
but the expedited-flow traffic may be 
moved ahead of the normal-flow traffic 
within the path at queuing points in the 
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half-sessions and for half-session 
support in boundary functions. 

NS. Network services. 

OAF. Origin address field. 

OAF'. Origin address field prime 

OEF. Origin element field. 

origin address field (OAF). In SNA, a 
field in a FIDO or FID1 transmission 
header that contains the address of the 
originating network addressable unit. 
Contrast with destination address field. 
See also format identification (FID) 
field, local session identification 
(LSID), origin address field prime 
(OAF'), origin element field (OEF) , 
origin subarea field (OSAF). 

origin address field prime (OAF'). In 
SNA, a field in a FID2 transmission 
header that contains the local address 
of the originating network addressable 
unit (NAU). Contrast with destination 
address field prime (DAF'). See also 
origin address field (OAF), format 
identification (FID) field. 

origin element field (OEF). In SNA, a 
field in a FID4 transmission header that 
contains an element address, which 
combined with the subarea address in the 
origin subarea field (OSAF), gives the 
complete network address of the 
originating network addressable unit 
(NAU). Contrast with destination 
element field (DEF). See also format 
identification (FID) field. 

origin subarea field (OSAF). In SNA, 
a field in a FID4 transmission header 
that contains a subarea address, which 
combined with the element address in the 
origin element field (OEF) , gives the 
complete network address of the 
originating network addressable unit 
(NAU). Contrast with destination 
subarea field (DSAF). See also format 
identification eFID) field. 

OSAF. Origin subarea field. 
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other-domain resource. In SNA, a 
resource owned by a domain other than 
the ·domalil Tii ·wliTc11· It-Ts-kriowff-onTy-5y 
its network name and its associated 
system services control point (SSCP). 

Note: A resource does not span 
domains, as mayan LU-LU session. 

pacing. In SNA, a technique by which 
a receiving component controls the rate 
of transmission of a sending component 
to prevent overrun or congestion. See 
also flow control, receive pacing, send 
pacing, session-level pacing, 
virtual-route (VR) pacing. 

pacing group. In SNA, (1) the path 
information units (PIUs) that can be 
transmitted on a virtual route before a 
virtual-route pacing response is 
received, indicating that the 
virtual-route receiver is ready to 
accept more PIUs on the route. (2) The 
requests that can be transmitted on the 
normal flow in one direction in a 
session before a session-level pacing 
response is received, indicating that 
the receiver is ready to accept the next 
group of requests. (3) Synonymous with 
window. 

pacing-group size. In SNA, (1) the 
number of path information units (PIUs) 
in a virtual route pacing group. The 
pacing-group size varies according to 
traffic congestion along the virtual 
route. (2) The number of requests in a 
session-level pacing group. The 
pacing-group size is set at session 
activation. (3) Synonymous with window 
size. 

pacing response. In SNA, an indicator 
that signifies a receiving component's 
readiness to accept another pacing 
group; the indicator is carried in a 
response header eRR) for session-level 
pacing, and in a transmission header 
(TR) for virtual-route pacing. See also 
isolated pacing response. 



parallel links. In SNA, two or more 
links between adjacent subarea nodes. 

parallel sessions. In SNA, t\VO or more 
concurrently active sessions between the 
same two logical units (LUs) using 
different pairs of network addresses. 
Each session can have independent 
session parameters. 

path. In SNA, the series of path 
control network components (path control 
and data link control) that are 
traversed by the information exchanged 
between two network addressable units 
(NAUs). A path consists of a virtual 
route and its route extension, if any. 
See also explicit route. 

path control (PC) layer. In SNA, the 
layer that manages the sharing of link 
resources of the SNA network and routes 
basic information units (BIU) through 
it. Path control routes message units 
between network addressable units (NAUs) 
in the network and provides the paths 
between them. It converts the BIDs from 
transmission control (possibly 
segmenting them) into path information 
units (PIU) and exchanges basic 
transmission units (BTUs) - one or more 
PIUs - with data link control. See also 
BIU segment, blocking of PIUs, data link 
control layer, transmission control (TC) 
layer. 

Note: The unit of control information 
built by the sending path control 
component is the transmission header 
(TH) , attached to the BTU; the TH is 
interpreted by the receiving path 
control component. The path control 
layer in subarea nodes consists of 
explicit route control, transmission 
group control, virtual route control, 
and boundary-function path control. 

path control (PC) network. In SNA, the 
part of the SNA network that includes 
the data link control and path control 
layers. See also boundary function, SNA 
network, user-application network. 

path information unit (P I U) . In SNA, a 
message unit consisting of a 
transmission header (TH) alone, or of a 
TH followed by a basic information unit 
(BIU) or a BIU segment. See also 
transmission header. 

PC. Path control. 

peripheral link. In SNA, a link that 
connects a peripheral node to a subarea 
node. See also route extension (REX), 
subarea link. 

peripheral logical unit (LU). In SNA, 
a logical unit in a peripheral node. 

peripheral node. In SNA, a node that 
uses local addresses for routing and 
therefore is not affected by changes in 
network addresses. A peripheral node 
requires boundary-function assistance 
from an adjacent subarea node. See also 
node type, peripheral link. 

peripheral physical unit (PU). In SNA, 
a physical unit in a peripheral node. 

physical unit (PU). In SNA, the 
component that manages and monitors the 
resources (such as attached links and 
adjacent link stations) of a node, as 
requested by an SSCP via an SSCP-PU 
session. Each node of an SNA network 
contains a physical unit. See also 
peripheral physical unit, subarea 
physical unit. 

Note: An SSCP activates a session with 
the physical unit in order to indirectly 
manage, through the PU, resources of the 
node 'such as attached links and adjacent 
link stations. 

physical unit control point (PUCP). In 
SNA, a component that provides a subset 
of system services control point (SSCP) 
functions for activating the physical 
unit (PU) within its node and its local 
link resources. Each peripheral node 
and each subarea node without an SSCP 
contains a PUCP. 
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physical unit (PU) services. In SNA, 
the components within a physical unit 
CPU} t1i~:ft·pj~ovlae -conTigYfraYTc,-ti.· ·s·-e-fVi ce-s 
and maintenance services for SSCP-PU 
sessions. See also logical unit (LU) 
services, SSCP services. 

PIU. Path information unit. 

PLU. Primary logical unit. 

point-to-point line. A link that 
connects a single remote link station to 
a node; it may be switched or 
non-switched. 

positive response. In SNA, a response 
indicating that a request was 
successfully received and processed. 
Contrast with negative response. 

presentation medium. In SNA, a medium 
that is shared by the logical unit and 
the terminal operator. Examples of 
presentation media are the paper in a 
printer, the screen of a display, a 
magnetic card that is inserted into and 
removed from a terminal, and magnetic 
tapes or disks that can be mounted on 
and removed from the terminal. 
Keyboards and control panels are part of 
the presentation medium when they allow 
the operator to alter information on the 
medium or control its operation. 

presentation services (PS). See 
session presentation services. 

primary half-session. In SNA, the 
half-session that sends the session 
activation request. See also primary 
logical unit. Contrast with secondary 
half-session. 

primary link station. In SNA, the link 
station on a link that is responsible 
for the control of that link. A link 
has only one primary link station. All 
traffic over the link is between the 
primary link station and a secondary 
link station. Contrast with secondary 
link station. 
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primary logical unit (PLU). In SNA, 
the logical unit (LU) that contains the 
prtfiya:ry tra:t-f;';;sessiofi ··Ior a-Irarti-cutar· 
LU-1U session. Contrast with secondary 
logical unit. 

Note: A particular logical unit may 
contain primary and secondary 
half-sessions for different active LU-1U 
sessions. 

prime compression character. In SNA, 
the character selected to be 
represented, whenever it occurs in a 
string, by a single encoded control 
byte. Other compression characters 
require that each of their strings be 
represented by a control byte followed 
by the character itself. Therefore, a 
prime compression character string is 
represented by one byte, whereas other 
compression character strings are 
represented by two bytes. 

protocol. In SNA, the meanings of, and 
the sequencing rules for, requests and 
responses used for managing the network, 
transferring data, and synchronizing the 
states of network components. 

PU. Physical unit. 

public network. A network established 
and operated by communication common 
carriers or telecommunication 
Administrations for the specific purpose 
of providing circuit-switched, 
packet-switched, and leased-circuit 
services to the public. Contrast with 
user-application network. 

PUCP. Physical unit control point. 

p U - P U flow. In SNA, the exchange 
between physical units (PUs) of network 
control requests and responses. 

PU services manager. In SNA, an SNA 
component that provides network services 
for all half-sessions within the 
physical unit (PU). 

PU type. See physical unit type. 



receive pacing. In SNA, the pacing of 
message units that a component is 
receiving. See also send pacing. 

reply. In SNA, a request unit sent 
only in reaction to a received request 
unit. For example, Quiesce Complete is 
the reply sent after receipt of Quiesce 
At End of Chain. Synonymous with reply 
request. 

reply request. Synonym for reply. 

request. In SNA, a message uriit that 
signals initiation of a particular 
action or protocol. For example, 
INITIATE SELF is a request for 
activation of an LU-LU session. 

request header (RH). In SNA, a 
request unit (RU) header preceding a 
request unit. 

request unit (RU). In SNA, a message 
unit that contains control information 
such as a request code, or function 
management CFM) headers, end-user 
or both. 

request/response header (RH). In 
SNA, control information, preceding a 
request/response unit (RU) , that 
specifies the type of RU (request unit 
or response unit) and contains control 
information associated with that RU. 

request/response unit (RU). In SNA, 
a generic term for a request unit or a 
response unit. 

response. In SNA, (1) a message unit 
that acknowledges receipt of a request; 
a response consists of a response header 
(RR) , a response unit (RU) , or both. 
(2) In SDLC, the control information (in 
the C-field of the link header) sent 
from the secondary station to the 
primary station. 

response header (RH). In SNA, a 
header, optionally followed by a 
response unit (RU) , that indicates 
~hether the response is positive or 
negative and that may contain a pacing 

response. See also isolated pacing 
response, negative response, pacing 
response, positive response. 

response unit (RU). In SNA, a message 
unit that acknowledges a request unit; 
it may contain prefix information 
received in a request unit. If 
positive, the response unit may contain 
additional information (such as session 
parameters in response to BIND SESSION), 
or if negative, contains sense data 
defining the exception condition. 

RH. Request/response header. 

route. See explicit route, virtual 
route. 

route extension (REX). In SNA, the 
path control network components, 
including a peripheral link, that make 
up the portion of a path between a 
subarea node and a network addressable 
unit (NAU) in an adjacent peripheral 
node. See also path, explicit route 
(ER), virtual route (VR). 

routing. In SNA, the forwarding of a 
message unit along a particular path 
through a network as determined by 
parameters carried in the message unit, 
such as the destination network address 
in a transmission header. 

RU. Request/response unit. 

RU chain. In SNA, a set of related 
request/response units (RUs) that are 
consecutively transmitted on a 
particular normal or expedited data 
flow. The request RU chain is the unit 
of recovery: if one of the RUs in the 
chain cannot be processed, the entire 
chain is discarded. 

Note: Each RU belongs to only one 
chain, which has a beginning and an end 
indicated via control bits in 
request/response headers within the RU 
chain. Each RU can be designated as 
first-in-chain (FIC), last-in-chain 
(LIC), middle-in-chain (MIC), or 
only-in-chain (OIC). Response units and 
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expedited-flow request units are always 
sent as only-in-chain. 

same-domain LU-LU session. In SNA, 
an LU-LU session between logical units 
(LUs) in the same domain. Contrast with 
cross-domain LU-LU session. 

SC. Sess ion control. 

SCB. String control byte. 

SCS. SNA character string. 

SDLC. Synchronous Data Link Control. 

secondary half-session. In SNA, the 
half-session that receives the 
session-activation request. See also 
secondary logical unit. Contrast with 
primary half-session. 

secondary link station. In SNA, any 
link station on a link, using a 
primary-secondary protocol, that is not 
the primary link station. A secondary 
link station can exchange data only with 
the primary link station; no data 
traffic flows from one secondary link 
station to another. Contrast with 
primary link station. 

secondary logical unit (SLU). In SNA, 
the logical unit (LU) that contains the 
secondary half-session for a particular 
LU-LU session. Contrast with primary 
logical unit. 

Note: A logical unit may contain 
secondary and primary half-sessions for 
different active LU-LU sessions. 

secondary station. 
station. 

See secondary link 

segmenting of BIUs. In SNA, an 
optional function of path control that 
divides a basic information unit (BIU) 
received from transmission control into 
two or more path information units 
(PIUs). The first PIU contains the 
request header (RH) of the BIU and 
usually part of the RU; the remaining 
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PIU or PIUs contain the remaining parts 
of the RU. 

Note: When segmenting is not done, a 
PIU contains a complete BIU. 

selective cryptograph ic session. A 
cryptographic session in which an 
application program is allowed to 
specify the request units to be 
enciphered. Contrast with mandatory 
cryptographic session. 

send pacing. In SNA, pacing of 
message units that a component is 
sending. See also receive pacing. 

session. In SNA, a logical connection 
between two network addressable units 
(NAUs) that can be activated, tailored 
to provide various protocols, and 
deactivated, as requested. The session 
activation request and response can 
determine options relating to such 
things as the rate and concurrency of 
data exchange, the control of contention 
and error recovery, and the 
characteristics of the data stream. 
Sessions compete for network resources 
such as the links within the path 
control network. See half-session, 
LU-LU session, SSCP-LU session, SSCP-PU 
session, SSCP-SSCP session. See also LV 
type, PV-PU flow. 

Note: For routing purposes, each 
session is identified by the network (or 
local) address of the session partners. 

session activation. In SNA, the process 
of exchanging a session activation 
request and a positive response between 
network addressable units (NAUs). See 
also LU-LV session initiation. Contrast 
with session deactivation. 

session activation request. In SNA, a 
request that activates a session between 
two network addressable units (NAUs) and 
specifies session parameters that 
control various protocols during session 
activity; for example, BIND and ACTPU. 
Contrast with session deactivation 
request. 



session control (SC). In SNA, (1) one 
of the components of transmission 
control. Session control is used to 
purge data flowing in a session after an 
unrecoverable error occurs, to 
resynchronize the data flow after such 
an error, and to perform cryptographic 
verification. (2) An RU category used 
for requests and responses exchanged 
between the session control components 
of a session and for session 
activation/deactivation requests and 
responses. 

session count. In SNA, (1) the number 
of currently active LU-LU sessions for a 
particular logical unit. (2) The number 
of currently active sessions for a 
particular virtual route. 

session cryptography key. In SNA, a 
data encrypting key used to encipher and 
decipher function management data (FMD) 
requests transmitted in an LU-LU session 
that uses cryptography. 

session cryptography seed. In SNA, an 
8-byte, non-zero, pseudo-random number 
used to verify that both half-sessions 
have the same session cryptography key, 
and used thereafter as the initial 
chaining value. 

Note: The secondary half-session 
generates the session cryptography seed 
upon receiving the BIND request 
specifying session-level cryptography, 
enciphers the seed under the session 
cryptography key received in the BIND 
request, and sends the seed to the 
primary half-session in the BIND 
response. Upon receiving the seed, the 
primary half-session transforms and 
re-enciphers the seed under the session 
cryptography key and returns the 
modified seed in the Cryptography 
Verification request. 

session deactivation. In SNA, the 
process of exchanging a session 
deactivation request and response 
between network addressable units 
(NAUs). Contrast with session 
activation. 

session deactivation request. In SNA, 
a request that deactivates a session 
between two network addressable units 
(NAUs); for example, UNBIND and DACTPU. 
Contrast with session activation 
request. 

session initiation. 
initiation. 

See LU-LU session 

session-initiation request. In SNA, an 
Initiate or logon request from a logical 
unit (LU) to a system services control 
point (SSCP) that an LU-LU session be 
activated. 

session limit. In SNA, the maximum 
number of concurrently active LU-LU 
sessions a particular logical unit (LU) 
can support. 

session-level pacing. In SNA, a flow 
control technique that permits a 
receiving half-session to control the 
data transfer rate (the rate at which it 
receives request units) on the normal 
flow. It is used to prevent overloading 
a receiver with unprocessed requests 
when the sender can generate requests 
faster than the receiver can process 
them. See also pacing, virtual-route 
(VR) pacing. 

session network services. In SNA, 
network services that are performed on a 
half-session by half-session basis, 
rather than for the network addressable 
unit (NAU) as a whole. 

session parameters. In SNA, the 
parameters that specify or constrain the 
protocols (such as bracket protocol and 
pacing) for a session between two 
network addressable units (NAUs). 

session partner. In SNA, one of the 
two network addressable units (NAUs) 
having an active session. 

session presentation services. In SNA, 
a component of the FMD services layer 
that provides, within LU-LU sessions, 
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_or _t_erminal op er a t 0 r ___ .snch----B..& __ £ormatting __ 
data to be displayed or printed. 

session sequence identifier. In SNA, 
an identifier in the sequence humber 
field that may uniquely identify a 
request unit, typically on the expedited 
flow, until (and if) that request unit 
is responded to. Unlike a session 
sequence number, the identifier is not 
necessarily updated sequentially. 

session sequence number. In SNA, a 
sequentially incremented identifier that 
is assigned by data flow control to each 
request unit on a given normal flow of a 
session, typically an LU-LU sessiOll, and 
is checked by transmission control. The 
identifier is carried in the 
transmission header (TH) of the path 
information unit (PIU) and is returned 
in the TH of any associated response. 
Contrast with session sequence 
identifier, virtual-route sequence 
number. 

session services. In SNA, one of the 
types of network services in the system 
services control point (SSCP) and in a 
logical unit (LU). These services 
provide facilities for a logical unit 
(LU) or a network operator to request 
that the SSCP initiate or terminate 
sessions between logical units. See 
also configuration services, maintenance 
services, management services. 

session termination. 
termination. 

See LU-LU session 

shared control. In SNA, sequential or 
concurrent control of network resources 
- physical units (PUs), logical units 
(LUs), links, link stations, and their 
associated resources - by two or more 
control points. See also concurrent 
control count, share limit. 

share limit. In SNA, the maximum 
number of control points that can 
concurrently control a network resource. 
See concurrent control count, shared 
control. 
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single-domain network. In SNA, a 
---ne..two.rk---w-ith---O-Il-e-~-~±¥-i-G.-e-S --GG-ll-u-G-l­
point (SSCP). Contrast with 
multiple-domain network. 

SLUe Secondary logical unit. 

SNA. Systems Network Architecture. 

SNA character string (SCS). In SNA, 
a data stream composed of EBCDIC 
controls, optionally intermixed with 
end-user data, that is carried within a 
request/response unit. 

SNA network. In SNA, the part of a 
user-application network that conforms 
to the formats and protocols of Systems 
Network Architecture. It enables 
reliable transfer of data among end 
users and provides protocols for 
controlling the resources of various 
network configurations. The SNA network 
consists of network addressable units 
(NAUs), boundary-function components, 
and the path control network. 

SNA node. In SNA, a node that 
supports SNA protocols. 

SNA station. 
SNA protocols. 

A station that supports 

SNA terminal. A terminal that 
supports SNA protocols. 

SNF. Sequence number field. 

SSCP. System services control point. 

SSCP ID. In SNA, a number that 
uniquely identifies a system services 
control point (SSCP). The SSCP ID is 
used in session activation requests sent 
to physical units (PUs) and to other 
SSCPs. 

SSCP-LU session. In SNA, a session 
between a system services control point 
(SSCP) and a logical unit (LU); the 
session enables the LU to request the 
SSCP to help initiate LU-LU sessions. 



SSCP-PU session. In SNA, a session 
between a system services control point 
(SSCP) and a physical unit (PU); SSCP-PU 
sessions allow SSCPs to send requests to 
and receive status information from 
individual nodes in order to control the 
network configuration. 

SSCP services. In SNA, the components 
within a system services control point 
(SSCP) that provide configuration, 
maintenance, management, network, and 
session services for SSCP-LU, SSCP-PU, 
and SSCP-SSCP sessions. See also 
logical unit (LU) services, physical 
unit (PU) services. 

SSCP services manager. In SNA, an 
SNA component that provides network 
services for all the half-sessions of 
the system services control point 
(SSCP). 

SSCP-SSCP session. In SNA, a session 
between the system services control 
point (SSCP) in one domain and the SSCP 
in another domain. An SSCP-SSCP session 
is used to initiate and terminate 
cross-domain LU-LU sessions. 

station. (1) A link station. (2) One 
or more computers, terminals, devices, 
and associated programs at a particular 
location. 

string control byte (SCB). In SNA, an 
optional control byte in the SNA 
character string (SCS) data stream that 
identifies how end-user data is 
compressed or compacted. See also 
compaction, compression. 

subarea. In SNA, a portion of the SNA 
network consisting of a subarea node, 
any attached peripheral nodes, and their 
associated resources. Within a subarea 
node, all network addressable units 
(NAUs), links, and adjacent link 
stations that are addressable within the 
subarea share a common subarea address 
and have distinct element addresses. 

subarea address. In SNA, a value in 
the subarea field of the network address 

that identifies a particular subarea. 
See also element address. 

subarea link. In SNA, a link that 
connects two subarea nodes. See also 
peripheral link. 

subarea LU. In SNA, a logical 
a subarea node. Contrast with 
peripheral LU. 

unit in 

subarea node. In SNA, a node that 
uses network addresses for routing and 
whose routing tables are therefore 
affected by changes in the configuration 
of the network. Subarea nodes can 
provide boundary-function support for 
peripheral nodes. See also subarea 
link, node type. 

subarea PU. In SNA, a physical unit 
in a subarea node. 

sync poi nt. Synonym for 
synchronization point. 

synchronization point. In SNA, a point 
at which the processing of end-user data 
is checkpointed. Synonymous with sync 
point. 

Synchronous Data Link Control 
(SDLC). A discipline for managing 
synchronous, code-transparent, 
serial-by-bit information transfer over 
a link connection. Transmission 
exchanges may be full-duplex or 
half-duplex over switched or nonswitched 
links. The configuration of the link 
connection may be point-to-point, 
multipoint, or loop. SDLC conforms to 
subsets of the Advanced Data 
Communication Control Procedures (ADCCP) 
of the American National Standards 
Institute and High-level Data Link 
Control (HDLC) of the International 
Standards Organization. 

system services control point (SSCP). 
In SNA, a focal point within an SNA 
network for managing the configuration, 
coordinating network operator and 
problem determination requests, and 
providing directory support and other 
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session services for end users of the 
Jcletw_Qxk ._Hult4tLe ___ S_S.GEs. ___ cDo-pe.rat-ing--BS 
peers with one another, can divide the 
network into domains of control, with 
each SSCP having a hierarchical control 
relationship to the physical units and 
logical units within its own domain. 
See also physical unit control point 
(PUCP). 

Systems Network Architecture (SNA). 
The description of the logical 
structure, formats, protocols, and 
operational sequences for transmitting 
information units through and 
controlling the configuration and 
operation of networks. 

Note: The purpose of the layered 
structure of SNA is to allow the 
ultimate origins and destinations of 
information-that is _, the end users-to 
be independent of, and unaffected by, 
the way in which the specific SNA 
network services and facilities used for 
information exchange are provided. 

TC. Transmission control. 

terminal node. A peripheral node that 
is not user-programmable, having less 
processing capability than a cluster 
controller node. Examples are the IBM 
3277, 3767, 3614, and 3624. 

termination. 
termination. 

See LU-LU session 

TGID. Transmission group identifier. 

TH. Transmission header. 

transmission control (TC) layer. In 
SNA, the layer within a half-session 
that synchronizes and paces 
session-level data traffic, checks 
session sequence numbers of requests, 
and enciphers and deciphers end-user 
data. Transmission control has two 
components: the connection point manager 
and session control. 

transmission group. In SNA, a group 
of links between adjacent subarea nodes, 

X-22 SNA Technical Overview 

appearing as a single logical link for 
-r-outing--O-f- -IOO--S-S--a--g---e.s-. 

Note: A transmission group may consist 
of one or more SDLC links (parallel 
links) or of a single System/370 
channel. 

transmission group identifier 
(TGID). In SNA, a set of three values, 
unique for each transmission group, 
consisting of the subarea addresses of 
the two adjacent nodes connected by the 
transmission group, and the transmission 
group number (1-255). 

transmission header (TH). In SNA, 
control information, optionally followed 
by a basic information unit (BIU) or a 
BIU segment, that is created and used by 
path control to route message units and 
to control their flow within the 
network. See also path information 
unit. 

transmission priority. In SNA, a rank 
assigned to a path information unit 
(PIU) that determines its precedence for 
being selected by the transmission-group 
control component of path control for 
forwarding to the next subarea node 
along the route traversed by the PIU. 

transmission services (TS) profile. In 
SNA, a specification in a session 
activation request (and optionally, in 
the responses) of transmission control 
(TC) protocols (such as session-level 
pacing and the usage of session-control 
requests) to be supported by a 
particular session. Each defined 
transmission services profile is 
identified by a number. 

TS. Transmission services. 

unformatted request. Synonym for 
character-coded request. 

unformatted system services (USS). A 
system services control point (SSCP) 
facility that translates a 
character-coded request such as a LOGON 
or LOGOFF request, into a 



field-formatted request for processing 
by formatted system services and 
translates field-formatted replies and 
responses into character-coded requests 
for processing by a logical unit. 

uninterpreted name. In SNA, a 
character string that a system services 
control point (SSCP) can convert into 
the network name of a logical unit (LU). 

user-application network. In SNA, a 
configuration of data processing 
products (such as processors, 
controllers, and terminals) established 
and operated by users for the purpose of 
data processing or information exchange, 
which may use services offered by common 
carriers or telecommunication 
Administrations. Contrast with public 
network. 

virtual route (VR). In SNA, a logical 
connection (1) between two subarea nodes 
that is physically realized as a 
particular explicit route, or (2) that 
is contained wholly within a subarea 
node for intranode sessions. A virtual 
route between distinct subarea nodes 
imposes a transmission priority on the 
underlying explicit route, provides flow 
control through virtual-route pacing, 
and provides data integrity through 
sequence numbering of path information 
units (PIUs). See also explicit route 
(ER), path, route extension (REX). 

virtual-route identifier (VRID). In 
SNA, a virtual-route number and a 
transmission-priority number that, when 
combined with the subarea addresses for 
the subareas at each end of a route, 
identify the virtual route. 

virtual-route (VR) pacing. In SNA, a 
flow control technique used by the 
virtual-route control component of path 
control at each end of a virtual route 
to control the rate at which path 
information units (PIUs) flow over the 
virtual route. VR pacing can be 
adjusted according to traffic congestion 
in any of the nodes along the route. 
See also pacing, session-level pacing. 

virtual-route sequence number. In 
SNA, a sequential identifier assigned by 
the virtual-route control component of 
path control to each path information 
unit (PIU) that flows over a virtual 
route. It is stored in the transmission 
header of the PIU. Contrast with 
session sequence number, session 
sequence identifier. 

VR. Virtual route. 

VR I D. Virtual-route identifier. 

__ .: __ -I __ .. 

WlflUOW. Synonym for pacing group. 

window size. 
size. 

Synonym for pacing-group 
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error recovery 5-24 
error, definition of 5-24 
exception request (EXR) 3-9, 5-7 
exception-response chain 5-10, 5-1_1 
exception-response indicator (ERI) 5-7 
expedited flow 

See data flow 
expedited-flow request 

See data flow, expedited-flow 
explicit route (ER) 1-10, 4-6, 4-8~-13 

activating 2-24, 2-31, 4-16 
active 4-16 
as part of path 4-3 
deactivating 2-32 
defining to ACF/NCP 4-28 
defining to ACF/TCAM 4-29 
defining to ACF/VTAM 4-28 
disrupted 4-22 
length of 4-16 
multiple 4-10, 4-13, 4-26 
operational 4-16 
structure of 1-7, 1-11 

Explicit Route Operative (ER-OP) 
request 4-29 

explicit-route control (ERC) 3-6 
explicit-route number 1-10, 4-14, 4-28 
EXR 

See exception request (EXR) 

F 

FID4 transmission header 4-14 
and virtual-route pacing 4-20, 4-21, 

4-36 
field-formatted request 5-9 
first in chain (FIC) 5-7, 5-10 
first receiver 5-15 
first sender 5-15 
first speaker 5-13, 5-14, 5-15 
flow-control algorithm 4-17 
FM services 

See function management (FM) services 
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FMD request unit 5-9 
FMD---S-eTVi-Ce:s----cumponent~ t--]-, 5--5, 5--6-
form-of-response requested 
indicators 5-7, 5-14 

frame check sequence, SDLC 3-5 
frame, SDLC 3-5, 3-12 

See also link header, SDLC 
See also link trailer, SDLC 

full-duplex mode 5-16 
function management (FM) header 5-9, 
5-19, 5-20 

types of 5-19 
function management (FM) services 

profile 5-26 
usage field 5-26 

G 

GROUP macro (ACF/NCP) 2-21 

H 

half-duplex contention mode 5-15 
half-duplex flip-flop mode 5-15 
half-session 1-7, 5-~5-24 

components of 1-7, 5-5 
host node 

See node, host 

IBM 3270 data stream 
See data stream, 3270 data stream 

IBM 3705 Communications Controller 1-4, 
2-1, 3-4 

loading an NCP into (RU 
sequence) 2-29 

IBM 5973-L02 Network Interface 
Adapter 3-4 

identifier 5-18 
immediate-request mode 5-12 
immediate-response mode 5-12 
H1S/VS 1-4 

checkpoint/restart capability 
of 5-25 

Information Management System/VS 
See H1S/VS 

Initiate Other (INIT-OTHER) 
request 5-2, 5-4 

Initiate Self (INIT-SELF) request 5-2, 
5-4 



Inoperative (INOP) request 5-25 
inquiry response (SDLC sequence) 3-27 
interleaved primary link station 
transmissions (SDLC sequence) 3-26 

intermediate routing 3-6 
See also node, intermediate routing 

intermediate routing node 
See node, intermediate routing 

INTRO macro (ACF /TCA~I) 4-29 
invalid command (SDLC sequence) 3-23 
IPL a 3705 NCP basic operator 

command 3-13 
isolated pacing response (IPR) 5-8, 
5-22 

ISTATUS operand 2-9, 2-21 

J 

Job Entry Subsystem/3 (JES3) 1-4 

L 

last in chain (LIC) 5-7, 5-10 
layers, SNA functional 

See SNA functional layers 
LINE macro (ACF/NCP) 2-21, 3-14 
link 3-10 

See also link header, SDLC 
See also link trailer, SDLC 
defining to ACF/NCP 3-14 
defining to ACF/TCAM 3-13 
defining to ACFjVTAM 3-14 
multiple 3-6, 3-12, 4-26 
nonswitched 3-5 
parallel 3-6, 3-12 
switched 2-13, 2-15, 3-5 
types of 3-4 

link connection 3-1, 3-2, 3-13 
link header, SDLC 3-5, 3-12 _ 
link station 1-5, 2-15, 3-1-3-14 

See also adjacent link stations 
address assigned to 2-5 
as component of data link 
control 1-4 

defining to ACF/NCP 3-14 
defining to ACF/TCAM 3-13 
defining to ACF/VTAM 3-14 
primary link station 3-3, 3-13 
secondary link station 3-3, 3-5, 

3-13 
link station control block 2-5 
link station, adjacent 

See adjacent link stations 
link stations exchange numbered frames 

(SDLC sequence) 3-19 
link trailer, SDLC 3-5, 3-12 
link, SDLC 

See SDLC link 
LKSTA operand of TERHINAL macro 

(ACF/TCAM) ~-L~ 

local address 1-5, 3-9 
log-on mode table entry (ACF/VTAM) 4-29 
logical unit (LU) 1-4, 4-10 

See also LU type 
Logical Unit Status (LUSTAT) 

request 5-10, 5-18 
LU macro (ACF/NCP) 2-21 
LU type 5-1, 5-2, 5-27 

and data stream 5-19 
LU-LU session 2-1, 5-1-5-44 

activating 5-2, 5-5 
and class of service 4-14 

notification 4-24, 4-27 
cross-domain 2-16, 5-4 
disruption of 4-22, 4-24 
resynchronizing 5-24 
same-domain 2-16, 5-4 

M 

HAXSSCP operand (ACF/NCP BUILD 
macro) 4-28 

message unit 1-5, 3-10, 4-14 
middle in chain (MIC) 5-7, 5-10 
mode name 4-14, 5-4 
mode setting (SDLG sequence) 3-27 
HODEENT macro (ACF/VTAH) 4-29 
modem (modulator/demodulator) 3-2 
monitoring, virtual-route 

See virtual-route monitoring 
multiple SDLC links 

See link, multiple 

N 

NAU services manager 1-7 
NCP generation 2-21 
NCP node 

See node, NCP 
negative response to a Poll (SDLC 

sequence) 3-15 
negative response to RU chain 5-11 
negotiable Bind Session request 5-5 
network v 
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See also public network 
_.S~J~ill~HL_SNA_ILe tWQr k. __ .. 
See also user application network 

network address 1-5, 2-2-2-7, 3 -9, 5 - 2 
destination 4-14, 4-16 

network addressable unit (NAU) 1-1, 
1-5, 1-7 

path between NAUs 4-1, 4-6 
Network Control Explicit Route Activate 

(NC-ER-ACT) request 4-16 
Network Control Explicit Route 

Inoperative (NC-ER-INOP) request 4-35 
Network Control Explicit Route Operative 

(NC-ER-OP) request 4-30, 4-31 
network control program 2-2, 3-2, 4-16 

See also ACF/NCP 
network control structure 1-13 
network name 5-2 
network operator 2-7 

altering resource location by 2-13 
and explicit and virtual routes 4-16 
control of domain governed by 2-15 
notified when explicit route 
fails 4-27 

notified when transmission group 
fails 4-22 

resource activation by 2-9, 2-22, 
4-16 

session reinitiation by 5-25 
use of VARY command by 2-22 

network services (NS) 5-9 
network services (NS) header 5-9 
no-response chain 5-10, 5-11 
node 1-7, 3-10 

boundary-function (BF) 3-9, 4-6 
communication controller 1-5 
host 1-2, 2-18, 3-10 
intermediate routing 1-10, 3-1, 4-6, 
4-19 

congestion in 4-21, 4-22 
NCP 1-4, 3-10 
peripheral 1-4, 2-15 

activating (RU sequence) 2-26, 
2-27 

addresses for resources in 2-7 
deactivating (RU sequence) 2-34, 

2-35 
transmitting data to subarea 

node 3-9, 3-10 
SNA 1-1, 3-1 
subarea 1-2-1-5, 2-2 

activating (RU sequence) 2-25 
activating SDLC link between (RU 

sequence) 2-30 
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deactivating (RU sequence) 2-36 
__ tr.an~JlliJ;:1 in-&-_d~lt.Q.1::.Q.P.~.rJ-pJJ~r.Al 

node 3-9, 3-10 
transmitting data to subarea 

node 3-6, 3-9 
nonnegotiable Bind Session request 5-5 
nonswitched link 

See link, nonswitched 
normal flow 

See data flow 
normal-flow request 

See data flow, normal-flow 
normal-flow send/receive mode 5-15 
numbering error in full-duplex exchange 

(SDLC sequence) 3-24 
NUMHSAS operand (ACF/NCP BUILD 

macro) 4-28 

o 

one-stage pacing 
See session level pacing, one-stage 

only in chain (OIC) 5-7, 5-10 
OPTION macro (ACF/TCAM) 4-30 
origin subarea address 1-10 

p 

pacing 
See session level pacing 
Se~ virtual-route pacing 

pacing delay 
See virtual-route pacing, pacing 
delay 

pacing indicator (PI) 5-7, 5-8, 5-22 
pacing response 

See session level pacing, response 
See virtual-route pacing, response 

pacing-group size 
See session level pacing, 
pacing-group size 

See virtual-route pacing, 
pacing-group size 

packet-switched data networks 3-4 
parallel links, SDLC 

See link, parallel 
path 1-10, 3-1, 4-1-4-6 

structure of 1-7, 1-11 
path control (PC) components 1-4, 1-10 
path control (PC) functions 3-1 
path control network 1-1, 1-7, 1-10 

elements of 1-10 



path error 5-12 
path information unit (PlU) 3-1, 3-2 

and virtual-route pacing 4-20 
blocking of 3-5, 3-8 
sequence numbering of 3-12 

PATH macro (ACF/NCP) 4-28, 4-29 
PATH macro (ACF/TCAN) 4-29 
PATH statement (ACF/VTAH) 4-28 
peripheral link 1-10, 3-10, 4-6 

as part of path 4-3 
peripheral node 

See node, peripheral 
physical unit (PU) 1-4 
physical unit control point (PUCP) 2-1, 

2-18, 2-21 
PI 

See pacing indicator (PI) 
PIU 

See path information unit (PIU) 
positive response to a Poll (SDLC 

sequence) 3-16 
positive response to RU chain 5-11 
presentation medium 5-28 
presentation services (PS) 

profile 5-26 
usage field 5-26 

prime compression character 5-29 
priority, transmission 

See transmission priority 
profile field 5-26 
profiles 5-26 
Programmed Cryptographic Facility 
program product 5-21 

protocol 
bracket 5-13, 5-15, 5-26 
SDLC 3-13, 3-14 
session 3-7 
SNA v, 1-1, 5-24 
transmission-group 3-7 
used by logical units 5-1, 5-4-5-30 

protocol, data handling 
See data handling 

protocols for deactivating LV-LU session 
(RU sequence) 5-43 

PS 
See presentation services (PS) 

PU macro (ACF/NCP) 2-21, 4-28 
PU-PU flow 5-9 
public network v 
PUCP 

See physical unit control point 
(PUCP) 

Q 

qUeued responses 5-22 
Quiesce at End of Chain (QEC) 

request 5-16 
Quiesce Complete (QC) request 5-16 
quiesce protocol 5-16 
quiescing data flow (RU sequence) 5-42 

R 

Ready to Receive (RTR) request 5-13, 
5-14 

receive pacing 
See session level pacing, receive 
pacing 

receive sequence number 5-17 
reconfiguration, dynamic 

See dynamic reconfiguration 
Release Quiesce (RELQ) request 5-16, 

5-17 
request 

See request unit (RU) 
request and response control 
modes 5-12, 5-13 

request error 5-12 
request header (RH) 5-7, 5-11 
request reject error 5-12 
request unit (RU) 1-7, 5-9 

data flow control (DFC) 5-9, 5-10, 
5-18 

function management data (FMD) 5-9, 
5-21 

network control (NC) 5-9 
session control (SC) 5-9, 5-10, 5-18 

request unit (RU) sequences 
for activating and deactivating 
resources 2-22 

for activating and deactivating 
sessions 5-30 

for routing 4-30 
for transferring data 5-30 

request unit chain 
See RU chain 

request unit size 5-6, 5-12 
request/response control modes 1-7 
request/response indicator 5-8 
Reset Window Indicator (RWI) 4-21 
resource hierarchy, SSCP 2-9, 2-14 

cascaded activation 2-9, 2-13, 2-19 
changes in 2-13 
reactivating resources in 2-14, 2-19 

resource resolution table 2-21 
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response 
See definite response 1 indicator 
(D~iI) 

See definite response 2 indicator 
(DR2I) 

See exception-response indicator 
(ERI) 

See isolated pacing response (IPR) 
See response type indicator (RTI) 
See response unit (RU) 
See session level pacing, response 
See virtual-route pacing, response 

response header (RR) 5-8 
response type indicator (RTI) 5-8 
response unit (RU) 5-5, 5-11 
reverse explicit-route number 1-10 
REX 

See route extension (REX) 
RR usage error 5-12 
route 1-1, 1-10, 4-1 

See also explicit route (ER) 
See also routing 
See also virtual route (VR) 
specifying 4-27, 4-30 

route extension (REX) 4-16, 5-25 
route-availability monitoring option 

(RAMO) 4-30 
routing 

See also explicit route (ER) 
See also node, intermediate routing 
See also virtual route (VR) 
benefits of SNA techniques for 4-26 
data from subarea to subarea 4-1, 

4-39 
multiple 4-10 
overview of 4-1-4-26 

routing information 4-34 
routing table 3-12, 4-13, 4-14, 4-28 

segments 4-14 
Routing Table Generator (RTG) 

field-developed program 4-28 
RTI 

See response type indicator (RTI) 
RU 

See request unit (RU) 
See response unit (RU) 

RU category 5-7, 5-8, 5-9 
RU chain 1-7, 5-6, 5-10 

canceling 5-11 
chaining control indicators for 5-7 

RWI 
See Reset Window Indicator (RWI) 
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s 

S/j10- ch~nriel 

See data channel 
same-domain LU-LU session 

See LU-LU session, same-domain 
SCB 

See string control byte (SCB) 
SCS 

SDI 

See data stream, SNA character string 
(SCS) 

See sense data indicator (SDI) 
SDLC 

See Synchronous Data Link Control 
SDLC frame 

See frame, SDLC 
SDLC link 1-4, 3-4 

See also link 
activating 2-30 
components of 3-2 
configurations of 3-5 
deactivating 2-32 
failure of 4-26, 5-25 
loop configuration 3-5 
multipoint 3-5 
point-to-point 3-5 

SDLC monitor mode function (SMMF) 2-18 
SDLC protocol 

See protocol 
SDLC sequences 3-14 
secondary link station comes online 

(SDLC sequence) 3-20, 3-25 
secondary link station requests 
connection (SDLC sequence) 3-18 

secondary link station requests 
preparation to receive (SDLC 
sequence) 3-18 

send pacing 
See session level pacing, send pacing 

send sequence number 5-17 
send/receive mode 

See normal-flow send/receive mode 
sense data 5-11 
sense data indicator (SDI) 5-7, 5-8 
sequence number 

See receive sequence number 
See send sequence number 

sequence number error 5-12 
sequence numbers 1-7, 3-9, 3-12 

and direction of flow 5-9 
and use of STSN request 5-24 
assigned to normal-flow 
requests 5-17 



checked by transmission control 5-5 
serial sharing of SNA resources 2-15 
session 

See LU-LU session 
See SSCP-LU session 
See SSCP-PU session 
See SSCP-SSCP session 

session initiation 5-2 
session initiation request 5-2, 5-4 
session level pacing 1-5, 3-9, 

5-21-5-23 
one-stage 5-22 
pacing-group size 5-22, 5-23 
parameters 5-22 
receive pacing 5-22 
response 5-22 
send pacing 5-22 
two-stage 5-22 

session limit 5-5 
session network services 5-6 
session outage notification 5-25 
session partner 5-1 
session presentation services 5-6, 5-19 
session reinitiation 4-24, 4-27, 5-25 

and Unbind user exit 4-30 
session services 5-2 
Session Started (SESSST) request 5-4 
Set and Test Sequence Numbers (STSN) 
request 5-18, 5-24 

shared control capabilities, benefits 
of 2-19 

shared control capability 
Shutdown (SHUTD) request 
Shutdown Complete (SHUTC) 
shutdown protocol 5-17 
Signal (SIG) request 5-18 
SH~1F 

2-15, 2-16 
5-17 
request 5-17 

See SDLC monitor mode function (SHHF) 
SNA access method 

See access method, SNA 
SNA functional layers 1-1, 5-4 
SNA network 

automatic shutdown of 2-14 
components of 1-1, 1-7 
congestion in 4-17 

actions to alleviate 4-22, 4-26 
effect of 4-21 

sample 1-1 
structure of 1-1, 1-7 
traffic conditions in 4-17 

SNA node 
See node, SNA 

SNA products 5-1, 5-2, 5-27 
See also ACF/NCP 

See also ACF/TCAM 
See also ACF/VTAH 

SNA protocol 
See protocol 

SNA resource 2-9 
activating 2-1, 2-14, 2-21, 2-22 
controlling 2-14, 2-19 
deactivating 2-1, 2-14, 2-21, 2-22 
sharing control of 2-15, 2-16 

benefits of 2-19 
SPEED operand of LINE macro 

(ACF/NCP) 3-14 
SSCP resource hierarchy 

See resource hierarchy, SSCP 
SSCP-LU session 2-15, 2-16, 5-18 

and Inoperative requests 5-25 
and session-initiation requests 5-2 

SSCP-PU session 2-14, 5-18 
and peripheral node 2-16 
and route extension failure 5-25 

SSCP-SSCP session 2-16, 5-18 
reactivation of 2-14 

starting an LU-LU session 5-2 
state error 5-12 
station, link 

See link station 
status information 5-18 
string control byte (SCB) 5-19, 5-20, 

5-29 
subarea 1-5 

See also node, subarea 
multiple routes between 4-10 

subarea field (of network address) 2-2 
subarea link 3-13 
subarea node 

See node, subarea 
switched SDLC link 

See link, switched 
synchronization point 5-25 
Synchronous Data Link Control 1-4 
system services control point 

(SSCP) 1-2, 2-14 

T 

TERMINAL macro (ACF/TCAH) 2-22, 3-13 
TGN operand of PU macro (ACF/NCP) 3-14. 

4-28 
TH 

See transmission header (TH) 
traffic in SNA network 

See SNA network, traffic conditions 
in 
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transmission control (TC) 
component 1-7, 5-5 

transmission group eTG) 1-4, 1-5 
as part of explicit route 1-10 
as part of path 1-10 
defining to ACF/NCP 3-14 
defining to ACF/TCAM 3-13 
defining to ACF/VTAM 3-14 
failure of 4-22 
multiple SDLC links in 3-6, 3-13, 

5-25 
operational 4-16 

transmission group (TG) number 3-13 
transmission group control (TGC) 3-6, 
3-7, 3-8 

transmission header (TH) 3-9 
sequence number field in 5-18 

transmission priority 4-8, 4-26 
transmission services (TS) 

profile 5-18, 5-26 
usage field 5-26 

transmitting data from node to 
node 3-1, 3-5 

TS 

path control components for 3-6, 
3-10 

See transmission services (TS) 
two-stage pacing 

See session level pacing, two-stage 
TYPE operand of PU macro (ACF/NCP) 3-14 

u 

Unbind Session (Unbind) request 5-16, 
5-25 

Unbind user exit (ACF/TCAM) 4-30 
usage field 5-26 
user application network v 
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v 

VARY operator command 2-9, 2;..22 
version of SNA in this book vi 
virtual route (VR) 2-8, 4-&-4-13, 5-25 

activating 2-31, 4-16 
and class of service 4-6 
deactivating 2-24, 2-32 
defining to ACF/NCP 4-28 
defining to ACF/TCAM 4-29 
defining to ACF/VTAM 4-28 
list of 4-13, 4-14, 5-4 
loss of 4-13 

virtual-route control (VRC) 3-6 
virtual-route monitoring 4-13, 4-26, 

4-30 
virtual-route pacing 4-8, 4-19-4-22 

pacing delay 4-22 
pacing groups 4-20 
pacing-group size 4-20, 4-22, 4-29 
request 4-20 
response 4-19, 4-21 

virtual-route selection exit 
(ACF/VTAM) 4-29 

VRN operand (ACF /TCAt-l PATH macro) 4-29 
VRN operand (ACF/VTAM PATH 
statement) 4-28 

VRPOOL operand (ACF/NCP BUILD 
macro) 4-28 

x 

X.25 circuit 3-4 
X.25 interface 3-4 
X.25 NCP Packet Switching Interface 

program product 3-4 
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