

































































































































































7.3.2 RESOURCE UTILIZATION SCHEME

7.3.2.1 RESOURCE TIMER (R-TIME}

THIS IS A SCHEME EMPLOYED BY THE SYSTEM TO CHARGE A USER TASK FOR
USING A SYSTEM RESOURCE. THE NUMBER OF MILLISECONDS (MS) DEDUCTED FROM
THE 400 MS ALLOTTED, DEPENDS ON THE RESOURCE USED.

. AN APPROXIMATE TIME FOR MSP AND CSP UTILIZATION.

A THEORETICAL TIME FOR PHYSICAL I/O OPERATIONS.

FORMULA: R-TIME = S - (U x F) - (MSP-TIME) - (CSP-TIME)

S = 400 MS (BASE VALUE)

U = 8,192 MS (TIMER UNIT)

F = I/0 TIMER UNIT FACTOR
DEVICES I/0 TIME UNIT FACTOR VALUE
1255 (MICR) = 2 PER PHYSICAL OPERATION
DISK = 3 PER PHYSICAL OPERATION
PRINTER (SYSTEM NON-SPOOL) = 11 PER PHYSICAL OPERATION
DISKETTE = 49 PER PHYSICAL OPERATION
TAPE = 50 PER PHYSICAL OPERATION
DISKETTE DATA COMPRESSION = 51 PER MULTIPLE PHYSICAL

OPERATIONS
MSP-TIME = MAIN STORAGE PROCESSOR TIME USED SINCE THE LAST TIME OUT
CSP-TIME = CONTROL STORAGE PROCESSOR TIME (FOR BASIC AND FORTRAN

EMULATION)

WHEN R-~TIME IS EXCEEDED AND THERE IS A TASK OF EQUAL OR
HIGHER PRIORITY READY TO EXECUTE, THE TASK COULD BE FORCED OUT

(SWAPPED~QUT) OF MAIN STORAGE.
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SYSTEM/36 INTERNALS

7.3.2.1.1 RESOURCE UTILIZATION (DISK I/O AND MSP) - EXAMPLE

A PROGRAM IS EXECUTED BY THE MSP FOR A PERIOD OF 4 SYSTEM UNITS

BEFORE STARTING AN I/O DISK OPERATION. WHEN THIS OPERATION IS

COMPLETED, IT HAS TO WAIT A LITTLE (BECAUSE THE MSP IS CURRENTLY USED

BY ANOTHER TASK) BEFORE BEING EXECUTED AGAIN BY THE MSP FOR 5 SYSTEM

UNITS.
1 MS 200 MS
SYSTEM | |
TIME-QUT : :
COUNT : .
SYSTEM UNIT  |.].|.].|e]]eececen 1 I I I I I T I I I
(8.192 MS) T 0 s 3o s 2 3 s o3 o
MSP-TIME 21:2:3:4:¢ c5:6:7:8:9:
COUNTER T 2 3 s T 2 2 2 oz @
USER TASK N TR R I I S R N I I
<=MSP=>|<=DISK I/0==>|<===WAIT====>|<~==MSP==>:
START  STARTED COMPLETED START STOP
R-TIME 400 ~=mmmmmmm e
(MS)
375 mmm e
(400-3x8.192)
R-TIME UPDATED
FOR THE I/0 AT
COMPLETION 302 ======a
(375-9x%8.192)
R-TIME AND MSP-TIME
COUNTERS UPDATED.
========) MSP-TIME COUNTER
COMPARED TO 13
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THIS IS

SCHEME EMPLOYED BY THE SYSTEM TO LIMIT THE INFLUENCE OF A

et

MSP PROCESSOR-BOUND PROGRAM, IF ONE PROGRAM HAS BEEN EXECUTING FOR

MORE THAN 100 Ms.

. APPROXIMATE TIME FOR MSP UTILIZATION:

FORMULA: MSP-TIME = C x U

MSP-TIME COUNTER

Q)
i

U = 8.192 M8 (TIMER UNIT)

. CHECKED EVERY 200 MS (I.E., WHEN THE SYSTEM TIMER EXPIRES)

. MSP-TIME EXPIRES WHEN THE "MSP-TIME COUNTER" REACHES A
VALUE OF 13 (I.E., 13 x 8.192 = 106 MS) OR HIGHER.

. WHEN MSP-TIME IS EXCEEDED AND THERE IS A TASK OF EQUAL OR
HIGHER PRIORITY READY TO EXECUTE, THE TASK IS KICKED OUT OF

THE MSP.
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7.3.2.2.1 RESOURCE UTILIZATION (MSP-TIME) - EXAMPLE

1 MS 200 MS
SYSTEM ] [
TIME-OUT : :
COUNT :
sYSTEM UNIT | |o|ofofeleleleleleleloleleleleleeelelalel 1]
(8.192 MS) A A I T T T A R T TR B HE A
¢ ¢ s 2 3 s oz o2 oz $l:l:l:l:1: 21 11 1:
MSP-TIME $1:2:3:4:5:6:7:8:9:0:1:2:3:4: :5:6:7:8:
COUNTER - A A A T T T R B HE HEE A
USER TASK Peleleleleletelelelel] ol
TWO DISK
OPs
S MSP=m=m———mm— e >|Kmmmmmmm >|<-MSP->
R-TIME 400 == —mm e e .
(MS) .
350 .
(400-6x8.192) =  ecececc=- .
R-TIME UPDATED
FOR THE I/0 AT
COMPLETION
203
(350-18x8.192)
R-TIME AND MSP-TIME
COUNTERS UPDATED.
========) MSP-TIME COUNTER
COMPARED TO 13
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7.4 TASK EXECUTION PRIORITY

TWO PRIORITY TYPES:

. FIXED
- SYSTEM (NOT AVAILABLE TO USERS)
- USER SPECIFIED:
== HIGH
== MEDIUM
--= LOW
. VARIABLE

- NORMAL (DEFAULT PRIORITY)

AUTOMATIC PRIORITY ADJUSTMENT IS PROVIDED.

09/13/86
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7.4.1 EXECUTION PRIORITY VALUES

THE FOLLOWING TABLES SHOW CATEGORIES AND VALUES (OR LEVELS) ASSIGNED
TO:

. SYSTEM PROGRAMS:

- SEVEN FIXED CATEGORIES
- RANGING FROM A LOW OF 240 TO A HIGH OF 255.

FIXED
USAGE

DEFINED VALUE

255

SYSTEM SYSTEM

~IOY UL i W

240

. USER PROGRAMS:

- THREE FIXED CATEGORIES
- ONE VARIABLE CATEGORY

FIXED VARIABLE
USAGE
DEFINED VALUE | SWITCH| DEFAULT VALUE |SWITCH
239 YES 239
HIGH or
192 ON
191
USER MEDIUM NO
128
NORMAL or
127
69 OFF
Low 64




PRIORITY IS THE RELATIVE RANKING OF ITEMS.

FOR EXAMPLE,

A JOB WITH

HIGH PROCESSING PRIORITY SHOULD RUN FASTER THAN A JOB WITH MEDIUM OR

LOW PRIODITY,

. YOU CAN SPECIFY FOUR DIFFERENT EXECUTION PRIORITIES FOR YOUR JOB

OR JOB STEPS.

THESE EXECUTION PRIORITIES AFFECT THE SWAPPING AND THE WAY YOUR

PROGRAM -GAINS CONTROL OF THE MAIN STORAGE PROCESSOR FROM THE

DISPATCHER.

IF YOU DO NOT SPECIFY AN EXECUTION PRIORITY FOR YOUR JOB, THE SYSTEM

ASSIGNS YOUR JOB A NORMAL PRIORITY.

TO SPECIFY THE EXECUTION PRIORITY OF YOUR JOB(S), YOU CAN USE THE

FOLLOWING:

. PRTY COMMAND:

HIGH OR ON
MEDIUM

NORMAL OR OFF
Low

. // ATTR OCL STATEMENT:

HIGH OR YES

MEDIUM

NO (EQUIVALENT TO NORMAL)
LOW




7.4.1.2 USER EXECUTION PRICRITY FORMULA

FORMULA: PRIORITY = (4 x N) + V

4 = INCREMENT/DECREMENT FACTOR
N = NUMBER OF ATTACHED WORK STATIONS OR SSP-ICF SESSIONS
V = BASE PRIORITY VALUE

FIXED

= HIGH OR SWITCH ON = 192

= MEDIUM = 128

- LOW = 64

VARIABLE

= NORMAL OR SWITCH OFF = 129

AUTOMATIC PRIORITY ADJUSTMENT:

. THE PRIORITY DECREASES BY 4 (DECREMENT FACTOR]) :
= WHEN R-TIME IS EXCEEDED
- BY A "LONG WAIT" STATUS (TO INCREASE SWAP ELIGIBILITY)
-~ WHEN A WORK STATION OR SSP-ICF SESSION IS RELEASED
. THE PRIORITY INCREASES BY 4 (INCREMENT FACTOR) WHEN A WORK STATION
OR SSP-ICF SESSION IS ATTACHED |
. THE PRIORITY IS RESET TO ORIGINAL PRIORITY WHEN THE LAST
SUBTRACTION BRINGS THE PRIORITY EQUAL TO OR BELOW THE BASE

VALUE OF ITS GROUP ON A "LONG WAIT" STATUS




s i s

I/C - EXAMPLE

DISPATCHING

ACTIVE PROCESSING ~POSITION ON THE |POSITION ON
PROGRAMS | PRIORITY STATUS ACTIVE PROGRAM |THE READY
QUEUE LIST QUEUE TASK QUEUE
PROGRAM 1 |NORMAL = 109|  READY ; 7
PROGRAM 2 |NORMAL = 69| READY 3 3
PROGRAM 3|NORMAL = 133|  READY 1 1
EXECUTION SEQUENCE:
3 S S >(1/0)
P1 D J >(1/0)
P2 Qemmmmeee ;
i
Pl READY TO EXECUTE AGAIN
P2 IS INTERRUPTED
Pl P PbR———y §0)!
P3 BECOME READY .
Pl KEEP EXECUTING BECAUSE THE
DIFFERENCE IN PRIORITY IS ONLY 24
P 3 o < .
AEB 60 09/13/86

i
0

»|



FIVE TASKS READY TO EXECUTE:

ACTIVE PROCESSING DISPATCHING POSITION ON THE |POSITION ON
PROGRAMS PRIORITY STATUS ACTIVE PROGRAM THE READY
QUEUE LIST QUEUE TASK QUEUE
PROGRAM 1 |HIGH = 196 READY 1 1
PROGRAM 2 NORMAL = 133 WAITING 3 5
PROGRAM 3|NORMAL = 69 READY 5 3
PROGRAM 4 |HIGH = 196 READY 2 2
PROGRAM 5 NORMAL = 109 WAITING 4 4

EXECUTION SEQUENCE:

Pl {ommm——— >{I/0)
P4 (ommm e >(1/0)
Pl G | ====>(1/0)

P4 READY TO EXECUTE AGAIN
P4 {ommme | = >(1/0)

P1 READY TO EXECUTE AGAIN
Pl e >(1/0)

P4 READY TO EXECUTE AGAIN

P4 <=--=>(I/0)
NOTES:

TASKS P1 AND P4 BEING 32 PRIORITY VALUES HIGHER CAUSES:

TASKS P2, P5, AND P3 TO SELDOM EXECUTE

TASKS P2, PS5, AND P3 TO BE INTERRUPTIBLE DURING EXECUTION:

- TASKS Pl, P4, P2, AND P5 WILL INTERRUPT TASK P3 DURING
EXECUTION

- TASKS Pl, P4, AND P2 WILL INTERRUPT TASK P5 DURING
EXECUTION

- TASKS P1 AND P4 WILL INTERRUPT TASK P2 DURING EXECUTION




EXAMPLE -~ PRIORITY FREQUENCIES DURING EXECUTION
PRIORITY FREQUENCY PERCENT
64 27 0.034
69 7557 9.515 BATCH JORS
73 32 0.040
77 37 0.047
81 114 0.144
85 245 0.308
89 483 0.608
93 789 0.993
97 1062 1.337
101 1073 1.351
105 1155 1.454
109 1372 1.727
113 1583 1.993
117 1932 2.433
121 2524 3.178
125 4498 5.663
128 128 0.161
129 18670 23.597 THE LARGEST
133 16877 21.249  PERCENTAGES
137 3453 4,348
141 1388 1.748
145 922 1.161
149 177 0.223
192 6 0.008
196 38 0.048
240 1 0.001
250 199 0.251
252 198 0.249
254 12875 16.210 DISK LOCKS
AEB 62 09/13/86




7.5 SWAPPING FUNCTION

PROVIDES OPERATOR/PROGRAMMER INDEPENDENCE FROM:
- STORAGE
- DISK TYPE/SIZE

- OTHER CONCURRENT OPERATIONS

. UTILIZES ALL STORAGE AVAILABLE IN ALL CONFIGURATIONS

. SWAPS

A MINIMUM OF 24 KB OR THE ENTIRE PROGRAM OR WORK SPACE

PROGRAMS (SYSTEM OR USER)

SYSTEM WORK SPACE

TASK WORK SPACE

. ALLOWS FINE TUNING THROUGH THE PRIORITY PARAMETER ON COMMANDS AND

OCL STATEMENTS




SWAP-IN:

. PRIORITY SELECTION

SWAP-QUT:

. PREEMPTIVE DISPATCHING BY PRICRITY GROUP
- FIXED AND VARIABLE
A) LONG WAIT
B} TASK PRIORITY
C} PROGRAM DEMAND COUNT
-~ VARIABLE

—= RESOURCE UTILIZATION TIME INTERVALS

THRASHING PREVENTION TECHNIQUES

. ATTEMPT TO GIVE ALL TASKS A GUARANTEED FIXED TIME INTERVAL AFTER
SWAP-IN, EXCEPT WHEN:
- THE TASK GOES TO "LONG WAIT" STATUS
= THE TASK REQUIRES MORE MAIN STORAGE TO EXECUTE

. REDUCE SWAPPING OF EQUAL PRIORITY TASKS




i o s s s o o s P T — oom e s oo

THE SWAP-IN PROCESS STARTS:

WHENEVER STORAGE BECOMES AVAILABLE (END-OF-JOB, FOR EXAMPLE)

AT EACH CYCLE OF THE SYSTEM TIMEOUT COUNT
. WHEN STORAGE IS NEEDED
AFTER THE PRIORITY OF EACH TASK HAS BEEN UPDATED, THE CONTROL STORAGE
SUPERVISOR LOOKS FOR A CANDIDATE TO SWAP IN. THE CONTROL STORAGE
SUPERVISOR SEARCHES:
STEP 1. THE ACTIVE TASKS LIST QUEUE, FROM TOP TO BOTTOM (THAT IS,

FROM HIGH TO LOW PRIORITY)

STEP 2. FOR A TASK READY TO EXECUTE, BUT CURRENTLY NOT COMPLETELY IN
STORAGE.

IF A TASK IS SELECTED TO HAVE SOME OF ITS COMPONENTS SWAPPED IN, IT
IS GUARANTEED TO RECEIVE AT LEAST ONE FULL R-TIME (400 TO 599 MS, 500
MS BEING THE AVERAGE OF TIME), UNLESS:

. IT GOES INTO A LONG WAIT, OR

. MORE STORAGE IS REQUESTED BY THAT TASK.
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IN ORDER TO SELECT THE CANDIDATE TO BE EJECTED, THE SYSTEM USES THE
STORAGE OWNER LIST, ALREADY MENTIONED. THIS LIST IS IN TWO PARTS:
PART I - LONG WAIT:
CONTAINS, FROM THE OLDEST TO THE MOST RECENT WAIT,
AREAS IN A LONG WAIT (SYSTEM PROGRAMS AND AREAS WITH
DEMAND COUNT = 0, OR USER PROGRAMS WITH GET OR ACCEPT
FROM DISPLAY PENDING)
PART II - TASK PRIORITY:
IS FOLLOWED BY THE LIST OF ALL PROGRAMS OR WORK AREAS
NOT INCLUDED IN THE FIRST PART OF THE LIST, WITH THE
LEAST RECENTLY SWAPPED IN AT THE TOP AND THE MOST
RECENTLY SWAPPED IN AT THE BOTTOM
THE SEARCH IS BASED ON THE PRIORITY OF THE TASK BEING SWAPPED IN AND
CAN BE UP TO FOUR STEPS.
A TASK TEMPORARILY UNSWAPPABLE (BECAUSE OF AN OUTSTANDING I/O
OPERATION OR BECAUSE IT IS CURRENTLY RUN BY THE MSP, FOR EXAMPLE)
CANNOT BE SELECTED.

IF THE TASK IS JUST SWAPPED IN, IT IS NOT SWAP ELIGIBLE.




THE FOUR STEPS ARE:

STEP 1 = LEVEL 1 (LONG WAITS)

SEARCHES FOR PROGRAMS AT A LONG WAIT; FROM THE OLDEST TO THE MOST

RECENT WAIT. THE FIRST APPROPRIATE AREA IS TAKEN. IF NONE IE

FOUND, STEP 2 IS PERFORMED.

STEP 2 - LEVEL 2 (TASK PRIORITY)

SEARCHES FOR A PROGRAM TO SWAP-OUT THAT IS MORE THAN 32 PRIORITY

POINTS LOWER THAN THE PROGRAM BEING SWAPPED-IN. BECAUSE OF THE

WAY THE STORAGE OWNER LIST IS ORGANIZED, THE AREA SELECTED WILL

ALSO BE THE ONE WHICH HAS BEEN SWAPPED IN FOR THE LONGEST. IF

NONE IS FOUND, STEP 3 IS PERFORMED.

STEP 3 - LEVEL 3 (TASK PRIORITY)

SEARCHES FOR A PROGRAM TO SWAP-OUT THAT IS 32 PRIORITY POINTS

LOWER THAN THE PROGRAM BEING

IS PERFORMED.

STEP 4 - LEVEL 4 (TASK PRIORITY)

THE PROGRAM BEING SWAPPED-IN

SWAPPED-IN. IF NONE IS FOUND, STEP 4

IS LOWER IN PRIORITY THAN THE

PROGRAM BEING SWAPPED-OUT, THE SWAP WILL OCCUR. (IF THE SWAP

DOES NOT OCCUR, A

"DEADLOCK CONDITION" IS POSSIBLE.)




SYSTEM/36 INTERNALS

2 et ]

AFTER A STORAGE AREA HAS BEEN SELECTED FOR SWAP OUT, IT IS PUT INTO

THE DISK TASK WORK AREA (TWA), EITHER:

. ENTIRELY, IF IT IS SMALLER OR EQUAL TO THE SPACE NEEDED OR IF THE
SIZE LEFT IN MAIN STORE AFTER SWAPPING THE SPACE NEEDED IS LESS

THAN 24 KB.

. PARTIALLY FOR ALL OTHER CASES. THE PORTION OF THE PROGRAM WRITTEN

ON DISK IS EQUAL TO THE SPACE NEEDED WITH A MINIMUM OF 24 KB.
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IS THE MEMORY REQUESTED EQUAL TO THE ELIGIBLE SWAP-OUT PROGRAM ?

i

YES
NO |
SWAP OUT THE ENTIRE PROGRAM

IS TTE MEMORY REQUESTED GREATER THAN THE ELIGIBLE SWAP-OUT PROGRAM ?

YES

SWAP OUT THE ENTIRE PROGRAM PLUS SOMETHING ELSE

IS THE MEMORY REQUESTED LESS THAN THE ELIGIBLE SWAP-OUT PROGRAM AND
24 KB OF MEMORY WILL NOT BE LEFT AS A RESULT OF THE SWAP ?
! YES
NO

SWAP OUT THE ENTIRE PROGRAM
IS THE MEMORY REQUESTED LESS THAN THE ELIGIBLE SWAP-OUT PROGRAM AND
GREATER THAN 24 KB AND
WILL 24 KB OF MEMORY BE LEFT AS A RESULT OF THE SWAP ?

YES

NO

SWAP OUT THE EXACT AMOUNT REQUESTED

SWAP OUT 24 KB -- DEFAULT SWAP/REGION SIZE

EXAMPLE :

MEMORY SIZE OF THE PROGRAM

NEEDED TO BE SWAPPED-OUT PORTION SWAPPED OUT

12 KB 10 KB 10 KB (PLUS SOMETHING ELSE)
12 KB 30 KB 30 KB (ENTIRE PROGRAM)

18 KB 50 KB 24 KB (DEFAULT SWAP SIZE)
26 KB 60 KB 26 KB (EXACT AMOUNT)

24 KB 24 KB 24 KB (ENTIRE PROGRAM)




7.5.2 SWAPPING OCCURRENCES

SWAPPING OR RELEASING STORAGE CAN OCCUR AT TWO TIMES:

. IMMEDIATELY (UNCONDITIONALLY)
= WHEN THE TASK IS PREEMPTED BY A TASK OF SIGNIFICANTLY HIGHER
PRIORITY
- WHEN THE PROGRAM ISSUES A WAIT SVC OR A READ OPERATION TO THE
WORK STATION
- WHEN THE PROGRAMVENDS
. DELAYED (CONDITIONALLY)
AFTER THE SYSTEM TIME-OUT COUNT EXPIRES:
- WHEN THE TASK EXCEEDS ITS R-TIME
- WHEN THE TASK PRIORITY IS DOWNGRADED TO EQUAL TO OR BELOW THE
INCOMING TASK
- WHEN THE TASK PROGRAM DEMAND COUNT REACHES ZERO (i.e., CURRENTLY
IN A LONG WAIT)
OTHER FACTORS THAT CAN INCREASE SWAPPING ARE:
= A HEAVILY LOADED SYSTEM
= NOT ENOUGH MAIN STORAGE SPACE

- POOR PROGRAM DESIGN
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SYSTEM/36 INTERNALS

8.0 DISTRIBUTION OF SOFTWARE FUNCTIONS AND EXECUTION

THE SYSTEM/36 SOFTWARE FUNCTIONS AND EXECUTION IS DISTRIBUTED INTO

THREE LAYERS WITHIN THE CPU. THESE THREE LAYERS ARE:

LAYER 1 MAIN STORAGE PROCESSOR (MSP)
svC
CALL
LAYER 2 CONTROL STORAGE PROCESSOR (CSP)
LAYER 3 I/O DEVICE ATTACHMENTS

FUNCTION ARE DISTRIBUTED IN THIS MANNER TO PROVIDE MORE OVERLAPPED
EXECUTION AND THEREFORE MORE SYSTEM PERFORMANCE THAN WOULD AVAILABLE
WITH A MULTIPROCESSOR SYSTEM. THESE MULTIPLE PROCESSORS OPERATE
ALMOST INDEPENDENTLY WITH THE FUNCTION SYNCHRONIZATION OCCURRING

WITHIN THE CSP.




8.1 MAIN STORAGE PROCESSOR (MSP} - LAYER 1

THE FOLLOWING SHOWS THE MAIN STORAGE PROCESSOR (LAYER 1) EXECUTION

LOGIC FLOW:
________________ > ACTIVE PROGRAM LIST
v
______________ > READY PROGRAM LIST
v
TASK DISPATCHER
LAYER 1 B

|

v
MAIN STCRAGE PROCESSOR (MSP)

EACH TASK WILL EXECUTE IN THE MSP UNTIL:
-== A SIGNIFICANTLY HIGHER PRIORITY TASK IS READY TO RUN
AN SVC (INCLUDING I/Os) IS ISSUED
{==-= TASK ISSUES A "LONG WAIT"
------ MSP-TIME EXPIRES (AND A EQUAL OR HIGHER PRIORITY
TASK EXISTS)
TASK ENDS =-===—c—m————-- >
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8.2 CONTROL STORAGE PROCESSOR (CSP) - LAYER 2

MSP/CSP INTERACTION:

. ONE OF THE MAJOR IMPROVEMENTS TO S/36, WHICH IMPACTS SYSTEM
PERFORMANCE, IS THE WAY THE MSP AND THE CSP INTERACT.

. THE CONTROL STORAGE PROCESSOR AND THE MAIN STORAGE PROCESSOR
INTERFACE THROUGH SUPERVISOR CALL (SVC) INSTRUCTIONS AND COMMON

DATA AREAS.

THE FOLLOWING SHOWS THE EXECUTION INTERFACE BETWEEN THE CONTROL

STORAGE PROCESSOR (LAYER 2) AND THE MAIN STORAGE PROCESSOR (LAYER 1):
———————————————— > ACTIVE PROGRAM LIST

v

v
TASK DISPATCHER

LAYER 1 s===ss=========s===sc===s==s=s===ss=sss==ssss=sssssss=ss====

v
MAIN STORAGE PROCESSOR (MSP)

EACH TASK WILL EXECUTE IN THE MSP UNTIL:
—=== A SIGNIFICANTLY HIGHER PRIORITY TASK IS READY TO RUN
AN SVC (INCLUDING I/Os) IS ISSUED =====-=—-c=—ce—e—---
{==== TASK ISSUES A "LONG WAIT"
------ MSP-TIME EXPIRES (AND A EQUAL OR HIGHER PRIORITY
TASK EXISTS)
TASK ENDS ======e=—e——--- >
LAYER 2 ===== = == ==
—————————————— > CONTROL STORAGE PROCESSOR (CSP) ======—c————c-==|=>
NUCLEUS SUPERVISOR
TRACE SERVICE AID
SVC ENTRY ROUTINE:<=====c=———-ccccoc—oocmaao==
o e e n e ———— SCIENTIFIC INSTRUCTION INTERPRETER (BASIC
AND FORTRAN INSTRUCTION EMULATORS)---->
Nttt tel kbl OVERLAPPED —==-—--c-——mcccrcr o m e amm————— >
---------------------- IMMEDIATE —---=s—ccsccccccccrmammmooooa————
DELAYED
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BASED ON THE SVC REQUESTED, THE CONTROL STORAGE PROCESSOR DETERMINES

IF THE OPERATION IS VALID AND IMMEDIATE, OVERLAPPED, OR DELAYED:

. IMMEDIATE

A - THE MAIN STORAGE PROCESSOR IS STOPPED TEMPORARILY.

B - AFTER THE FUNCTION IS PERFORMED, CONTROL RETURNS TO THE
MAIN STORAGE PROCESSOR AND EXECUTION RESTARTS AT THE
FIRST INSTRUCTION AFTER THE SVC, IF THERE IS NO OTHER TASK

OF A SIGNIFICANTLY HIGHER PRIORITY READY TO EXECUTE.

. OVERLAPPED OR DELAYED

IF THE SVC INSTRUCTION IS OVERLAPPED OR DELAYED, AN ENTRY ROUTINE IN
THE CONTROL STORAGE PROCESSOR DETERMINES IF ANOTHER TASK CAN
BE EXECUTED AND, IF SO, REQUESTS THE MSP HARDWARE TO LOAD THE

REGISTERS OF THE MSP FOR A DIFFERENT TASK AND RESUME EXECUTION.
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SYSTEM/36 INTERNALS
8.2.1.1 IMMEDIATE SVC - EXAMPLE
PIME = e o e et e e e e e e e >
TASK TASK
A A (OR SOME OTHER TASK)
MSP ====mmmmee———e . e
A
CSP L5 e '
| !
! !
! !
svC DISPATCH A TASK
TO THE MSP
AEB 75 09/13/86




SYSTEM/36 INTERNALS
8§.2.1.2 OVERLAPPED SVC - EXAMPLE
TASK TASK TASK
A B A
MSP -==---ee—e—e—e . e ——————— . fTmT s e e csscscnce
A s |
CsP L5 o o
! £
! A ! B
CSP MPL ! o ! Vo
f i t !
! f ! !
svc ! sSvC i
TASK | TASK !
A ! B !
! !
DISPATCH OF DISPATCH OF
TASK B TO MSP TASK A TO MSP

. MSP AND CSP RUNNING SIMULTANEOUSLY

. "DEAD" TIMES FOR BOTH PROCESSORS GREATLY REDUCED
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SYSTEM/36 INTERNALS

=43 4§ $ 3 = = 1 === =

8.2.1.3 DELAYED SVC (FOR DISK) - EXAMPLE

TASK TASK TASK TASK
A B B A
MSP =====c==-= o o o e e e e e . o o e e e e e e e . ————
A A
Csp L4 o= ==
Csp 15 A B A B
—— ——— L. —
! A ! A ! B
CSP MPL 1 ———— ! P ik
ool § ! ! 1
! A ! A { TASK I
I/0 bt B et | lemeea- ! B SVC!
ol ! U Pl !
i ! P ot DISPATCH
DELAYED ! DISK op I 1 op ! TASK A TO
svC ! SEEK END ! END ! MSP
TASK A | o POST
! It COMPLETE
DISPATCH OF ! DISK LATENCY
TASK B TO MSP ! AND DATA
! TRANSFER
!
!
!
SETUP FOR

DATA TRANSFER

\

. PARALLEL PROCESSORS (MULTIPLE MICROPROCESSORS) :

MSP
Ccsp
CSP/I (I/0)
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SYSTEM/36 INTERNALS

8.3 I/O DEVICE ATTACHMENTS - LAYER 3

8.3.1 I/O SUPPORT FUNCTION

THE I/O SUPPORT FUNCTION SUPPORTS THE SYSTEM I/0 DEVICES. EACH I/0
DEVICE HAS ITS OWNS FUNCTIONAL MICROCODE THAT, IN CONJUNCTION WITH
THE I/O DEVICE AND I/O ADAPTER, PRESENT AN I/O INTERFACE TO THE

CONTROL PROCESSOR.

THE I/0 SUPPORT FUNCTION PROVIDES SOME COMMON SUBROUTINES FOR ALL I/O
DEVICES, BUT THE MAJORITY OF THE SUBFUNCTIONS WITHIN THE I/O

SUPPORT FUNCTION ARE DEVICE-DEPENDENT.

s S 1 Tt
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THE I/0 PROCESSORS ARE LINKED TO THE CSP BY A “"CHANNEL", WHICH IS

REALLY A 2-BYTE BIDIRECTIONAL BUS, RUNNING AT 2.5 MEGABYTES BURST

DATA RATE.

THE FOLLOWING ILLUSTRATES THE I/0 CHANNEL WITHOUT THE DSC INSTALLED:

‘ CSPp l

l
{ I/0 CHANNEL

l
I BUFFER } i BUFFER l WSC WsC/2 PRT ELCA MICR/1255

I l

DISK DISKETTE

THE FOLLOWING ILLUSTRATES THE I/0 CHANNEL WITH THE DSC INSTALLED:

CSP

I/0 CHANNEL

I

| l
WSC WSC/2 DSC PRT ELCA MICR/1255

|

' BUFFER l ' BUFFER i l BUFFER l

DISK DISKETTE TAPE

Trm 104



8.3.2 I/O DEVICE ATTACHMENTS

Vohieds £3

3

I/0 DEVICES ARE ATTACHED TO THE SYSTEM I/C CHANNEL BY VARIQUS I/0

DEVICE ATTACHMENTS, THESE ARE:

. DATA STORAGE ATTACHMENT (DSA)
WORKSTATION ATTACHMENT

. MAGNETIC TAPE ATTACHMENT

. SYSTEM PRINTER ATTACHMENT
COMMUNICATIONS ATTACHMENT

1225 MICR ATTACHMENT



SYSTEM/36 INTERNALS

8.3.2.1 DATA STORAGE ATTACHMENT (DSA)

THE DATA STORAGE ATTACHMENT IS A PIECE OF HARDWARE TO WHICH SEVERAL

DEVICES CAN BE ATTACHED.

THE DISK/DISKETTE DSA HAS EIGHT 256-~BYTE BUFFERS, ORGANIZED IN TWO

SETS OF FOUR. EACH SET CAN BE ALLOCATED TO DISK SPINDLES 1, 2, 3, 4,

OR DISKETTE.

I/0 CHANNEL i

|

|
=] =]

E
DISK DISKETTE

THE TAPE DSA HAS ONE SET OF FOUR 256-BYTE BUFFERS, AND CAN BE

ALLOCATED TO EITHER ONE OF THE TAPE DRIVES.

]

l |

DISK DISKETTE TAPE




8.3.2.2 MAGNETIC TAPE ATTACHMENT

THE DATA STORAGE CONTROLLER (DSC) PROCESSES DISK, DISKETTE, AND TAPE
I/0 ON SYSTEMS THAT HAVE THE TAPE ATTACHMENT. 1IN ADDITION, DATA FILE

TRANSFERS FROM DEVICE TO DEVICE ARE DONE IN THE DSC.

THE DEVICE-TO-DEVICE OPERATION APPLIES TO TRANSFER OF DATA:
. FROM TAPE TO DISK
. FROM DISK TO TAPE
FRCM DISK TO DISKETTE
. FROM DISKETTE TO DISK

FRCM DISK TO DISK

| I/0 CHANNEL

BUFFER BUFFER BUFFER
[ | [ ] [

DISK DISKETTE TAPE
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THE FOLLOWING SHOWS THE RELATICNSHIP OF THE I/0 PROCESSORS {(LAYER 3

WITHOUT THE DATA STORAGE CONTROLLER ~ DSC) AND THE CSP (LAYER 2):

LAYER 2 ====== S — == =
—————————————— > CONTROL STORAGE PROCESSOR (CSP) —=-—--——mm—cemma|=>
NUCLEUS SUPERVISOR
TRACE SERVICE AID
SVC ENTRY ROUTINE:<==m-==——==c——cmcomoom—maee
SCIENTIFIC INSTRUCTION INTERPRETER (BASIC
AND FORTRAN INSTRUCTION EMULATORS)
OVERLAPPED
IMMEDIATE
DELAYED

LAYER 3 ====cc==mmossmmomomomomae == Y TR Py e = =

o e e s S o e SN S GUD Gy D D Gmb G TN SIS S b W GRS GRS GH) SN S U G G S S D b D N GnD S G O O G5

|
) BUF BUF

| | I i | | I




THE FOLLOWING SHOWS THE RELATIONSHIP OF THE I/0 PROCESSORS (LAYER 3

WITH THE DATA STORAGE CONTROLLER - DSC) AND THE CSP (LAYER 2):

NUCLEUS SUPERVISOR

TRACE SERVICE AID

SVC ENTRY ROUTINE:{=w=mommomm— e e e e e
SCIENTIFIC INSTRUCTION INTERPRETER (BASIC

AND FORTRAN INSTRUCTION EMULATORS)

OVERLAPPED
IMMEDIATE
DELAYED

e e G o G CE GRS G O G 66D GND GHD S GHD ) SN0 G SN0 CED GE0 GD G LG9 MW GmD GRS MND e Gw0 CED Mo G GUD GRD G GND M G G GO GO G G G N GRS GO SN G5OGS

WSC WsC/2 PRT DSC ELCA MICR/1255

BUF BUF BUF

DISK DISKETTE TAPE




WHAT IS PIPELINING?

DIRTY DISHES

CLEAN DISHES



PIPELINING APPLIED TO A HIGHER LEVEI OF ABSTRACTION

EXECUTION STATIONS ARE PROCESSORS

DATA
______ > N |
MANAGEMENT |
MAIN
STORAGE |
PROCESSOR
DATA % |
mmmmm > I o o i e )
| MANAGEMENT | l
|
[CENTRAL | ' |
———= | SWITCH |----> ey mTT T =T
; CONTROL {
* r STORAGE
————— >|  NUCLEUS ;————» PROCESSOR |
| |
i
CONTROL
STORAGE |
1/0 OR
~~~~~~ >| SUPERVISOR/ |------ 1/0 {
SUBSYSTEM PROCESSOR l
_________________________________________________________ i
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SYSTEM/36 INTERNALS

8.5 PROCESSORS SUMMARY

REQUIRED PROCESSORS ON SYSTEM/36:
. MAIN STORAGE PROCESSOR (MSP)
. CONTROL STORAGE PROCESSOR (CSP)
. SECOND WORK STATION CONTROLLER (WSC/2) -- PROVIDES CAPABILITY

FOR THE 1ST THROUGH 36TH LOCAL WORKSTATIONS
ADDITIONAL PROCESSORS AVAILABLE ON SYSTEM/36:

. DATA STORAGE CONTROLLER (DSC}), INSTALLED WHEN TAPE IS ORDERED

. EIGHT LINE COMMUNICATIONS ADAPTER (ELCA), INSTALLED WHEN MORE
THAN ONE CCMMUNICATION LINE IS USED ON A 5360

. PRINTER CONTROLLER (PRT) FOR THE 3262

- MAGNETIC INK CHARACTER RECOGNITION UNIT CONTROLLER (MICR) FOR
THE 1255

. SECOND WORK STATION CONTROLLER (WSC/2) -- PROVIDES CAPABILITY

FOR THE 37TH THROUGH 72ND LOCAL WORKSTATIONS

"M 106



PROCESSOR ADDRESS DATA MIPS STORAGE |MEMORY INST
WIDTH WIDTH (NATIVE) SIZE CYCLE SET

NAME t TYPE | (BITS) (BITS) (KRB) (NS)

MSD \WMsP |T6 = 24 |3 = 2048|360 |128 —3048| 200 S5

csp | csp 16 16 1.3 64 - 128| 200 RR

WSC | csp/1 16 16 1.3 32 -~ 96| 200 RR

FOR 5360:

PROCESSOR ADDRESS DATA MIPS STORAGE |MEMORY INST

WIDTH WIDTH (NATIVE) SIZE CYCLE SET

NAME TYPE (BITS) (BITS) {KB) (NS)

PRT ATOM 16 y— 1.1 8 335 RR

DSC CcsP/I 16 16 1.3 128 200 RR

ELCA Csp/I 16 16 1.3 32 - 64| 200 RR

MICR ATCM 16 4 - 8 1.1 6 - 34| 325 RR

WSC/2 CSP/1 16 16 1.3 32 - 96| 200 RR

FOR 5360 MODEL D (ONLY)

PROCESSOR ADDRESS DATA MIPS STORAGE |MEMORY INST
WIDTH WIDTH (NATIVE) SIZE CYCLE SET
NAME | TYPE | (BITS) (BITS) {KB) (NS)
MSP MSP 16 - 24 |8 - 2048 .610 128 -7168 100 SS
CSP CSp 16 16 1.9 64 - 128 50 RR
DEFINITIONS:
ATOM A TINY OPTIMIZED MICROPROCESSOR
CSP/I CONTROL STORAGE PROCESSOR FOR I/O
MIPS MILLIONS OF INSTRUCTIONS PER SECOND
NS NANOSECONDS (I.E., BILLIONTH OF A SECOND) PER BYTE
RR REGISTER-TO-REGISTER INSTRUCTION SET
ss STORAGE-TO-STORAGE INSTRUCTION SET
AER 88 09/16/86
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9.0 SUMMARY

THE SYSTEM/36 INCORPORATES INNOVATIVE TECHNOLOGY TO MAINTAIN A

HIGH LEVEL OF SYSTEM:

. USABILITY

. AVAILABILITY

. DATA INTEGRITY

THE DISTRIBUTION OF FUNCTION WITHIN THE SYSTEM/36 PROVIDES:

. PARALLELISM WITHIN THE OPERATING SYSTEM IN ALL MAJOR AREAS

. SEVERAL PROCESSORS, EACH TUNED TO A SEPARATE TASK; THUS THE

PERFORMANCE AND RELIABILITY OF THE ENTIRE SYSTEM IS SIGNIFICANTLY

ENHANCED

. A COMBINATION OF:

DATA PROCESSING

OFFICE AND PROFESSIONAL SERVICES

DISTRIBUTED PROCESSING

INTO ONE MULTIPURPOSE SYSTEM.
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