












































The feature number can be 9069
or 9079 for a 5362 System Unit.

Diskette Label
Name

This
identifies
DSKTO02.

- This indicates the volume
. -7 number for this diskette
- and how many diskettes

there are for the .
microcode.
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Microcode for 5362

For a 5362 System Unit, there are three microcode diskettes. For the release

update, use the diskette labeled DSKTO02.
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Identify the diskettes containing the program products.

2c.
There is at least one diskette for each program product. During the release

update, the system uses only those diskettes containing the program products
currently on your system. If you have any newly ordered program products,
you will install them after you have completed the release update. However,

you can identify these diskettes now.

For a 5360 or 5362 System Unit, the program product diskette labels are the
same. The following is an example of a program product diskette label:

The feature number is 9049
for all program products.

Diskette Label
Name

This indicates, for
diskette magazine
drives, the diskette
magazine slot, and
the slot within
the magazine for
the diskette.

This indicates the volume
number for this diskette
and how many diskettes
there are for the program

product.

$9051006-1

Program Products
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The following table shows the diskette label names for the program products.

Make a check mark beside the diskette label name of each diskette you have. You
can use these check marks in step 4 when you determine if you have all the
diskettes you need for the update.
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Identify the diskettes containing the SSP programming features.

2d.
There is at least one diskette for each programming feature. During the

release update, the system uses only those diskettes containing the SSP
programming features that are currently on your system. If you have any
newly ordered SSP programming features, you will install them after you have
completed the release update. However, you can identify these diskettes

now.
For a 5360 or 5362 System Unit, the feature diskette labels are the same.
The following is an example of a diskette label for an SSP programming

feature:

Feature Number

Diskette Label
Name

This indicates, for

diskette magazine
drives, the diskette
magazine slot, and
the slot within
the magazine for
the diskette.

This indicates the volume
number for this diskette
and how many diskettes
there are for the SSP

feature.

$9051006-1

SSP Features
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The following table shows the feature numbers for the SSP programming features:

Make a check mark beside the diskette label name of each diskette you have. You
can use these check marks in step 4 when you determine if you have all the
diskettes you need for the update.

Note: Feature 6000 (Extended SSP support and tape support) is replaced by
Feature 6101 (Additional SSP) and Feature 6102 (Tape support). If you
currently have base extended support on your system, Feature 6101 is loaded
during your release update. If you currently have tape support on your system,
Feature 6102 is loaded during your release update.
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2e. Identify the PTF (prbgram temporary fix) diskettes.
There might be one or more diskettes that contain the new release PTFs. The

following is an example of a PTF diskette label:

The feature number is

9049 for a 5360 System Unit,
9069 for a 5362 System Unit,
or 9079 for both system units.

This
identifies
the PTF
diskette.

. number for this diskette
and how many PTF diskettes

1
]
1
1
1
1
1
1
1
1
1
! T
! This indicates the volume
I
1
! _-
there are.

$9051007-1

PTF Diskette
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Step

3a.

3b.

SSpP

3: Get the diskettes ready for the release update.

If your system has a single-slot diskette drive, no preparation is necessary other
than identifying the diskettes for the release update. Go to step 4 on
page 18.

If your system has a diskette magazine drive, you will need from two to eight
diskette magazines to use with the new release diskettes. You will need two
magazines for the SSP diskettes. If you have any SSP programming features,
you will need one or two magazines for the SSP features diskettes. If you

have program products, you will need from one to four magazines for the
program products.

You cannot complete the release update without the diskette magazines.
Continue with step 3b.

Insert the SSP diskettes into diskette magazines.

Take one of the diskette magazines and label it SSP Magazine 1. Take
another of the diskette magazines and label it SSP Magazine 2.

SSP

Magazine 1 Magazine 2

1)

Z

\
)

-

$9051008-0
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3c.

12 Updating to a New Release

Insert the SSP diskettes (labeled 5727-SS1) into the diskette magazines. Put
the first SSP diskette (VOLO1) in slot 1 of the magazine labeled SSP
Magazine 1. Put the second SSP diskette (VOL02) in slot 2, and so on until
the first ten SSP diskettes are in SSP Magazine 1.

Put the eleventh SSP diskette (VOL11) in slot 1 of the magazine labeled SSP
Magazine 2. Put the twelfth SSP diskette (VOL12) in slot 2, and so on until
the remaining SSP diskettes are in SSP Magazine 2.

Do not touch
this area.

Insert diskette Diskette
‘ label edge first. 1 Slots
g
4 Retainer 10
I

-
-
-
-
-
-
-
-

Insert diskettes with
labels toward this side
of magazine, as shown
in this illustration.

$9022107-0



3d.

If you have program products, insert the program products diskettes into
magazines.

During the release update, the system will use only the program products that
are currently installed on your system. However, if you will be installing new
program products following the release update, you can insert these program
product diskettes into the magazine now. (You can use these same magazines
for installing the new program products.)

Use the following tables to determine how many magazines you need for the
program products. The tables show which diskette magazine and which
diskette magazine slot must Be used for each program product diskette. If you
do not have a particular program product diskette, the magazine slot for that
program product must be left empty.

If you have any of the diskettes shown in the following table, take a diskette
magazine and label it Program Products Magazine I. Insert the diskettes into
the magazine slots as indicated in the table.

Use this table for Program Product Magazine 1.
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If you have any of the diskettes shown in the following table, take another
diskette magazine and label it Program. Products Magazine 2. Insert the
diskettes into the magazine slots as indicated in the table.

Use this table for Program Product Magazine 2.

If you have any DisplayWrite/36 Language Dictionary diskettes as shown in
the following table, take another diskette magazine and label it Program
Products Magazine 3. Insert the diskettes into the magazine slots as indicated
in the table. If you have only one Language Dictionary diskette, place it in
the slot indicated and leave the other slots empty.

Use this table for Program Product Magazine 3.
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If you have any of the diskettes shown in the following table, take another
diskette magazine and label it Program Products Magazine 4. Insert the
diskettes into the magazine slots as indicated in the table.

Use this table for Program Product Magazine 4.
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3e.

16  Updating to a New Release

If you have any of the SSP feature diskettes shown in the following table,
take another diskette magazine and label it Features Magazine 1. Insert the
diskettes for the SSP programming features as indicated in the following
table.

During the release update, the system will use only the SSP programming
features that are currently installed on your system. However, if you will be
installing new SSP features following the release update, you can insert these
diskettes into the magazine now. (You can use these same magazines for
installing the new SSP programming feature.)

The following table shows which diskette magazine slot must be used for each
SSP programming feature diskette. If you do not have a particular SSP
programming feature diskette, the magazine slot for that diskette must be left
empty.

Use this table for Features Magazine 1.



3f.

If you have either of the SSP feature diskettes shown in the following table,
take another diskette magazine and label it Features Magazine 2. Insert the
diskettes for the programming features as indicated in the following table.

Use this table for Features Magazine 2.
Do not insert the program temporary fix (PTF) diskette or the microcode

diskette(s) into a diskette magazine. You will be prompted in later steps to
separately insert these diskettes into slot S1 of the diskette magazine drive.
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Step 4: Make sure you have all the diskettes you need to reinstall the programming
support currently on your system.

Use the printout of your master configuration record to see what support is
currently installed. (You will use the master configuration record as the basis of
the update.) Any programming support that has an asterisk (*) in the printout will
be reinstalled during the release update. (Compare the asterisks to the check
marks you made in step 2.) Do not begin the release update unless you have all the
diskettes for the support marked with an asterisk.

If you do not want to reinstall support that has an asterisk, delete the support from
your master configuration record before you begin the release update. To delete
the support, you must run the CNFIGSSP procedure:

1. Change your configuration member by typing a minus (-) beside the prompt
for the support you want to delete.

2. Select option 12 (Apply change to the master configuration record) on the
CNFIGSSP Main Menu to delete the support from the master configuration
record.

3. During the IPL that follows the CNFIGSSP procedure, respond with Y (yes)
when you are prompted to drop the support. The manual Changing Your
System Configuration has more information about deleting programming
support.

—— Stop here for a moment.

Review what you have done. Have you:

« Made backup copies of your current files and libraries?

o Printed the current configuration?

« Identified the new release diskettes?

« Made sure you have all the diskettes for the support currently on your
system? This support is marked with an asterisk (*) in the printout of

your master configuration record.

« Put the diskettes into the proper diskette magazine slots if you have a
system with a diskette magazine drive?

« Scheduled at least two hours of dedicated system time to do the release
update?

Continue with step 5.
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Installing the Release Update

Step 5: Sign on at the system console.
The release update must be done at the system console.

If password security is active on your system, you must have service aid authority.
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Step 6: Make sure your system is dedicated for your use only.

6a.

6b.

6c.

6d.

Ge.

6f.

Type the following on the command line:

MSG ALL,STARTING RELEASE UPDATE: PLEASE SIGN OFF
Press the Enter key.
This sends a message to all display stations on the system.

Type the following on the command line:

STOP WORKSTN,ALL
Press the Enter key.

This ensures that any users signed on to the system cannot start jobs or put
jobs on the job queue. It allows:

Jobs currently running to complete
« Jobs on the job queue to run

« Entries in the spool file to print

«  SSP-ICF sessions to continue

Make sure the job queue is empty. Use the STATUS JOBQ command to see
whether any jobs are waiting on the job queue.

Make sure the spool file is empty. Use the STATUS PRT command to see
whether any output is printing or waiting to be printed.

Make sure all remote work stations are offline. Use the STATUS
WORKSTN command to see whether the remote display stations and printers
are offline.

If you have SSP-ICF support, make sure any SSP-ICF subsystems are
disabled, and that there are no active SSP-ICF sessions. Use the STATUS
SUBSYS command to see whether any subsystems are enabled; use the
STATUS SUBSESS command to see whether any sessions are active.

The manual Operating Your Computer has more information on controlling the job
queue and spool file entries. It also has information on using the VARY OFF
command to place remote work stations offline, and information on disabling
SSP-ICF subsystems and sessions.
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Step 7: If you have placed any of your own library members in the system library
(#LIBRARY) or program product libraries, copy these user members to diskette.
If you do not copy the members to diskette, they will be destroyed when you load
the new SSP.

If you have Source Entry Utility (SEU) format source members on your system, a
source member named #SE@XTRA might be in your system library. You can
check to see if this member is in your system library by entering the following:

SYSLIST CRT

Now enter the following:

LISTLIBR #SE2aXTRA,LIBRARY,#LIBRARY,,,,DIRINFO

If the member #SE@XTRA is in your system library, go to Appendix B, ‘“Source
Entry Utility (SEU) Source Format Member” to determine if you should remove or
rename this member.

7a. To copy to diskette all user members you have placed in #LIBRARY, use the
FROMLIBR procedure. If you are unsure whether user members are
contained in #LIBRARY, you should run the FROMLIBR procedure
anyway. If no user members are in the library, the FROMLIBR procedure
will issue the following system message:

Given members in this library are IBM

The following example shows how you can enter the FROMLIBR procedure
to copy all user members in #LIBRARY to diskette.

FROMLIBR ALL,LIBRARY,USERMEM, ,,IBMIRD,#LIBRARY

ALL in the first parameter and LIBRARY in the second parameter
indicate that all user members are to be copied.

USERMEM is the diskette file to be created for this example. You may use
a different name.

IBMIRD is the diskette volume ID used in this example. Your diskette
volume ID may be different. You can use the CATALOG

procedure to determine the volume ID of your diskette.

#LIBRARY indicates that the user members are to be copied from the
system library.
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7b.

If you have placed user members in any of your program product libraries,
you should also copy these members to diskette. For example, you might
have assembler subroutines in your RPG II library. The following example
shows how you can enter the FROMLIBR procedure to copy all user
members in a program product library to a file on diskette.

FROMLIBR ALL,LIBRARY,RPGMEM, ,,IBMIRD, #RPGLIB

#RPGMEM is the diskette file to be created for this example. You may use
a different name.

#RPGLIB is the name of the RPG II program product library.

See Appendix A, ‘“Backing Up Libraries and Microcode Diskettes” for a list
of program product library names.

The System Reference manual has more information about the CATALOG,
LISTLIBR, and FROMLIBR procedures.
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Step 8: Update the SSP and microcode.

Before you update the SSP, increase the size of your system library (#LIBRARY).
To make disk space available to increase #LIBRARY, enter the following:

COMPRESS A1,FREELOW

To increase the size of #LIBRARY, enter the following:

ALOCLIBR #LIBRARY,nnnnn,,,INCR

where nnnnn is the number of blocks to increase #LIBRARY. Increase the library
at least 500 blocks.

Note: If you plan to add new programming support after the release update, you can
save time later by increasing #LIBRARY by as many blocks as possible. You

can delete unused space after you add the new support.

8a. If you have a single-slot diskette drive, insert the first SSP diskette (labeled
5727-SS1, VOLO1 of 13) into the diskette drive.

If you have a diskette magazine drive:

o Insert the diskette magazine labeled SSP Magazine I into magazine
slot 1 (M1).

o Insert the diskette magazine labeled SSP Magazine 2 into magazine
slot 2 (M2).

« Insert the microcode diskette into diskette slot 1 (S1). Use DSKT24 for
a 5360 System Unit.

Installing the Release Update 23



8b. Turn the security switch o on the system control panel to the Service
position.

8c. To perform an initial program load (IPL) from diskette, follow the
instructions for your system unit.

For a 5360 System Unit:

1. Press the Mode Select key Q

2. Press the F key e The Mode display Q should show an F.

3. Make sure the Input/Output display G shows all zeros. If it does not
show all zeros, press the Clear Input key G

4. Press the Load key e

interrupt
Parity Output Lovel

Displayed MSP Run CSP Run

o Diskette In Use
Q Power checx
© Tomperature Chock
Stop

o o o o o Console Check

(Rdr Cm Force ° Processor Check
BIEE o
o System In Use

(]

ot

7 Instruction Step Display ILB8 & PCR
8 In Step Display Chan Checks &
9 In Step Display CSP Checks
A Atter MSP Register

© Display MSP Register

C Display Alter 8SS

4 Instruction Step

€ Processor Run CSIPL Diskette

F Processor Run MSIPL Disketta

Input Keys.

)
o 2
g
8

Load

J0i0

Communication Line Status

Autocall
RQ DLO DPR PND AcR|

€S u oc OV & 4
u

0

Control Panel for 5360 System Unit

Locked

$9051009-1
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For a 5362 System Unit:

®

Make sure the output display e shows all zeros. If it does not contain

all zeros, turn the security switch ° to the Normal position, then back
again to the Service position. Now the output display should show all
Zeros.

Press the Select Function key G until the Function display Q shows a
2.

Press the Start Function key G A countdown screen is displayed.

¢ @

-

Normal

Service

Function

2

in Use

On
wckeQ::l e Y s T =

‘ Console Program Processor ‘

o . .

Power LTcmp Voltage Current ' Diskette

Function

Output
Display

—

t\pux Keys ’ ‘ Display

Select Start
Function  Function
5

| 1L ] 1 ) j [ ]

] |
6

6

Control Panel for 5362 System Unit
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8d.

8e.

8f.

26  Updating to a New Release

Note: If you get an error message during the IPL from diskette and you can
select only option 2 or 3, record the error, then select the 3 option to
terminate IPL from diskette. To recover, you can:

o Correct the error condition, then return to step 8a and IPL from diskette
again using the Release 4 diskettes.

o If you cannot correct the error condition immediately (for example, you
might need a replacement diskette) you can reload the previous release,
beginning with the IPL from diskette. Use the diskettes and documentation
for the release you want to load.

When the SSP Generation and Reload - Sign On display appears at the
system console, type in your user ID and, if the password prompt appears,
your password. Press the Enter key.

If SYS-3922 SSP level error or SYS-3923 SSP level error is displayed, press
the Enter key to continue.

For a single-slot diskette drive, insert the remaining SSP diskettes and the
microcode diskette as indicated by the prompts on the system console display.
The order in which the diskettes are loaded is not sequential. The system
might not use all of the diskettes.

For a diskette magazine drive, the system will load the SSP from the diskettes.
The order in which the system loads the diskettes is not sequential. The
system might not use all of the diskettes. When you are prompted to put the
microcode diskette into diskette slot 1, press the Enter key and continue.

After the SSP and microcode have been loaded, the following messages will
appear:

SSP reload complete, remove diskettes.
SSP generation complete, MSIPL from disk required.

For a single-slot diskette drive, remove the remaining diskette from the diskette
drive. You will use the diskette drive again for step 10.

For a diskette magazine drive, leave the magazines in the drive.

Place the microcode diskette with the rest of your microcode diskettes; you
will not need it for the following steps.



Step 9: To perform an initial program load (IPL) from disk, do the following.
9a. Turn the security switch on the system control panel to the Normal position.
9b. To perform the IPL, follow the instructions for your system unit:

For a 5360 System Unit:

1. Press the Mode Select key.

2. Press the 0 key. The Mode display should show a 0.

3. Press the Load key.

For a 5362 System Unit.
1. Press the Select Function key. The Function display should show a 1.
2. Press the Start Function key. A countdown screen is displayed.

9c. If the system is unable to increase a system area to the size specified in the
master configuration record, system message SYS-3917 is displayed. Type 0
and press the Enter key to continue. The system area will be increased as
much as possible.

9d. The IPL Sign-On display will be shown. Respond to the prompts on the
Sign-On display. For the

Overrides?
prompt, specify N (no) except in the following cases:

« If you have specified Automatic Vary On for your remote work stations,
specify Y (yes) for the overrides prompt. Select the option to change
communications status (Option 3), then specify N (no) for the option to
vary on remote work stations.

« If you have a startup procedure (#STRTUP1) that automatically starts a
job or enables a subsystem, specify Y (yes) for the overrides prompt.
Select the option to display programs to be run during IPL (Option 2),
then specify N (no) for the startup procedure.

9e. After the IPL, the Main System/36 Help Menu is shown.
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Step 10: Update the SSP programming features and program products, and apply
the program temporary fix (PTF) diskette.

10a.  Enter the following:

CNFIGSSP

10b. On the CNFIGSSP main menu (display 1.0), select Option 13. Rebuild the
master configuration record (Update to next release).

10c. On the Configuration Member Definition display (3.0), select
Option 5. Master configuration.

Note: If you get an error message at any point in step 10 and you can select

28  Updating to a New Release

only option 2 or 3, press the Print key to record the error. Then select
option 3 to terminate the CNFIGSSP procedure. You can use one of
the following methods to attempt to recover:

Correct the error condition, then begin the CNFIGSSP procedure again.
Create a new configuration member based on the configuration in the
master configuration record. Save the configuration member, then select
option 12 on the CNFIGSSP Main Menu and specify the new
configuration member. Only the support that did not load during the
release update will be loaded.

If you cannot correct the error condition immediately (for example, you
might need a replacement diskette) and you want to try to use the new
release programming that has successfully loaded, return to step 9 and
perform an IPL from disk.

When you correct the error condition that required termination of the
update, begin the CNFIGSSP procedure again. Create a new
configuration member based on the configuration in the master
configuration record. Save the configuration member, then select
option 12 on the CNFIGSSP Main Menu and specify the new
configuration member. Only the support that did not load during the
release update will be loaded.

If you cannot correct the error condition immediately because you need a
replacement diskette and most of the support has successfully loaded,
return to step 9 and perform an IPL from disk. Then begin the
CNFIGSSP procedure again and create a new configuration member
based on the configuration in the master configuration record. Place a
minus (-) beside the prompt for the support that cannot be loaded. Save
the new configuration member, then use option 12 with the new
configuration member. Only the support that did not load during the
release update will be loaded.

When you have the replacement diskette, run the CNFIGSSP procedure
and place a plus (+) for the support in the configuration member. Save
the configuration member, then use option 12 with the changed
configuration member. Only the support with the plus (+) will be loaded.

Reload the previous release, beginning with the IPL from diskette. Use
the diskettes and documentation for the release you want to load.



10d.

Insert the diskettes or diskette magazines as indicated by the prompts:

If you have a single-slot diskette drive, each prompt will usually identify the
diskette by diskette label name and volume number. For example,
5727-SS1,3 is the prompt for volume 03 of the SSP. If the prompt asks
for the next diskette, insert the next sequential diskette. Insert each
diskette indicated by the current prompts, then enter 0 (zero). Go to step
10e.

If you have a diskette magazine drive, the magazines labeled SSP Magazine 1
and SSP Magazine 2 should be in diskette magazine slots 1 and 2. Press
the Enter key to respond to the prompts to insert the magazines. The
system will copy the information needed from the diskettes.

If you have program products or features currently installed on your
system, you will be prompted to insert the magazines in the appropriate
magazine slot. The following table shows into which magazine slots each
magazine must be inserted. If you do not have one of the magazines listed,
leave the magazine slot empty.

Installing the Release Update 29



10e.

10f.
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If you have SEU on your system, you might be prompted to specify
whether you want the SEU display format source members installed. The
SEU source members allow you to change the display formats supplied
with SEU. Respond with a Y (yes) or N (no).

If you have BASIC on your system, you might be prompted to specify
whether you want the BASIC help facility installed. Respond with
Y (yes) or N (no).

If you have 3270 Device Emulation on your system, you might be
prompted to enter the language number for the input/output interface
code to be used with the remote host, and to enter the language number
for the translation tables to be used with this system. You can find this
information on the System Configuration Planning Form (one of the

J forms in your planning packet).

When the SSP programming features and program products reload is
complete, respond to the prompt:

Do you want a printout of this configuration?

If you respond with a Y (yes), save the printout for future reference. You
might want to have such a printout if you will be adding software or
hardware. Wait until the printing has stopped before you continue.



10g. Respond to the prompt:

Did you receive a special PTF diskette with your
initial set of SSP diskettes?

If you did not receive PTF diskettes, type in an N (no) and press the Enter
key. If you received one or more PTF diskettes, remove the diskette or
diskette magazine remaining in the diskette drive. Insert the first PTF
diskette (labeled Vol 01) into slot S1, and press the Enter key; the default
value for this prompt is Y (yes). If you have more than one PTF diskette,
continue inserting the PTF diskettes as prompted.

If you received PTF diskettes, but this prompt is not displayed, complete
the release update and then install the PTF diskettes. See the manual
Operating Your Computer for instructions on installing PTF diskettes.
Note: If you plan to install new program products after you complete your
release update, install these PTF diskettes again after the new

program products have been installed.

If the message SYS-3349 The PTF library named above will be deleted is
displayed, select option 0 and continue.

10h. When the following message appears:

System configuration complete.
Press the Enter key in order to IPL from disk.

remove the PTF diskette from the diskette drive.
Press the Enter key. The system will perform an IPL from disk.

If the message SYS-3914 System area will be cleared is displayed, select
option 0 and continue.

10j. Respond to the prompts on the IPL Sign On display. For the

Overrides?

prompt, make sure an N (no) is specified.
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Step 11: If you applied PTFs in step 10, you should condense your system library.
To condense your system library, enter the following command:

CONDENSE #LIBRARY

Step 12: If you copied your user members to diskette in step 7, return these
members to a library on disk. If you did not copy user members to diskette, go to
step 13.

Note: You and your system manager or programmer should consider placing the user
members you copied from the system library (#LIBRARY) to a user library
instead of #LIBRARY. Similarly, if you had user members in program
product libraries (such as #RPGLIB), you might want to place them in user
libraries as well.

Use the TOLIBR procedure to return to disk the user members you copied to
diskette in step 7. To use the TOLIBR procedure, insert into the diskette drive the
diskette you used to copy the members. Type the following:

TOLIBR
and press the Help key. The TOLIBR help screen is displayed.

1. For the Name of file containing library members, type the name of the diskette
file you used when you copied the members to diskette. In our example, we
used the name USERMEM for the user members in #LIBRARY. The name
you used may be different.

2. For the Name of library to contain members, type the name of the library you
want to place the members in.

Do not change the other parameters. Press the Enter key.

The System Reference manual has more information about the TOLIBR procedure.

Step 13: If you have disabled any SSP-ICF subsystems or sessions, or have placed
any remote work stations offline, see the manual Operating Your Computer for
information to enable the subsystems or sessions with the ENABLE command, and
for information to place the remote work stations online with the VARY ON
command.

Step 14: The update is complete for the support you currently have installed on
your system. Continue with the following sections in this manual for information
about what you should do now.
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What You Should Do Now

If you had other IBM programs installed on your system before the release update,
you may have to load these programs again. Use the same procedure you used
when you loaded the programs the first time. (Other programs are programs that
were not included in the program products table in step 2c.)

If you have used the RESPONSE procedure to change automatic response values
for messages, these changes will no longer be in effect after the release update.
Run the RESPONSE procedure again for each automatic response member. See
the System Reference manual for information about the RESPONSE procedure.

If any IBM-supplied modules in #LIBRARY or in any program product library

were modified before the release update, these modifications will have to be made
again after the release update.
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If You Are Adding New System Support

If you are adding new system support, you will use the CNFIGSSP procedure to
change your configuration member and master configuration record. Refer to the
manual Changing Your System Configuration for instructions for the CNFIGSSP
procedure. In addition, there might be other tasks to perform while adding your
new support. Use the following lists as an outline of the tasks necessary for adding
the new support.

To help you install the new support, use the planning forms you completed from
the manual Planning for New Devices and Programming Available at Release 4.

If You Are Adding New Programming Support

1.
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If you are adding new programming support you might need to increase the
size of your system library (#LIBRARY) before you add the support. To
check the current size of #LIBRARY, enter the following:

CATALOG #LIBRARY

This procedure tells you the number of blocks currently in your system library
(#LIBRARY). It also tells you the total number of blocks on your disk (device
capacity), and how much space is available on disk.

Make sure you have enough disk space available to add the new programming
support and increase #LIBRARY. Appendix B in the manual Changing Your
System Configuration has the space required on disk and in #LIBRARY for
each program product and feature.

Increase the size of your system library (#{LIBRARY) by the number of blocks
required for the new support:

a. To make disk space available to increase #LIBRARY, enter the following:

COMPRESS A1,FREELOW

b. To increase the size of your system library (#LIBRARY), enter the
following:

ALOCLIBR #LIBRARY,nnnnn
where nnnnn is the number of blocks for the new size of #LIBRARY.

Use the CNFIGSSP procedure to add the new programming support to your

configuration member. See Chapter 3 in Changing Your System Configuration
for instructions.

Copy the changes from your configuration member to the master configuration
record. Use Option 12. Apply change to the master configuration record on the
CNFIGSSP Main Menu (display 1.0). You will be prompted to insert the
diskettes for any new programming support.



6. Apply the PTF diskette or diskettes again (if you received PTF diskettes with

your new release diskettes) after you install any new program products. Refer
to the manual Operating Your Computer for instructions on installing the PTF
diskettes.

If You Are Adding New Display Stations or Printers

If you are adding new display stations or printers, they must be added to the master
configuration record after they are installed. Refer to the manual Changing Your
System Configuration to perform the following tasks.

1.

Local display stations and printers are automatically added to the master
configuration record during IPL. However, you will need to copy the master
configuration record to a new configuration member. Refer to "Using
Automatic Configuration" in Chapter 2 of the manual Changing Your System
Configuration for instructions.

Remote display stations, printers, and remote controllers must be added to the
master configuration record by using the CNFIGSSP procedure. Refer to

" Adding or Deleting Remote Work Stations'' in Chapter 2 of the manual
Changing Your System Configuration for instructions to make additions to the
configuration member.

You might want to use the CNFIGSSP procedure to make one of the following
changes for your new work stations:

« Change the characteristics of a new printer. You can change
characteristics such as lines per inch, number of separator pages, and
whether you want the printer to automatically vary on at IPL.

» Change the characteristics of a new display station. You can change
characteristics such as display type, heading lines and borders for print key
output, and whether you want the display station to automatically vary on
at IPL.

e Assign default printers to your new display stations.

e Assign subconsoles to your new printers.

e Assign a new printer as the system printer.

« Change work station IDs

If you change your configuration member, copy the new information to the

master configuration record. Use Option 12. Apply change to the master
configuration record on the CNFIGSSP Main Menu (display 1.0).

What You Should Do Now 35



If You Are Installing New Features for a 5362 System Unit

If you are adding the main storage feature, work station feature, communications
feature, or the 6157 Tape Drive feature to a 5362 System Unit, see the manual
Installing Your New Features (5362) for instructions.

Back Up Your System

Back up your system library (#LIBRARY) and other libraries and disk files. See
Appendix A, “Backing Up Libraries and Microcode Diskettes” for information
about saving files and libraries. Also, retain your backup copies from the previous
release until you are sure your system is functioning correctly with the new release.
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Appendix A. Backing Up Libraries and Microcode Diskettes

This appendix has brief instructions on how to save the system library
(#LIBRARY), the configuration library (#CNFGLIB), and program product
libraries and folders. For more detailed instructions for saving libraries, and for
instructions to save a PTF library, see the manual Operating Your Computer.

Step 1. Determine how many diskettes you need to save the libraries or folders.

For folders, the number of diskettes required for each online information product is
included in the following tables.

For libraries, use the configuration support aids to determine how many diskettes
you need to save each library.

1.

To use the configuration support aids, enter the following:

CNFIGSSP

On the CNFIGSSP Main Menu (display 1.0), select Option 10. Configuration
support aids.

On the Support Aids Menu (display 34.0), select Option 4. Number of diskettes
needed to save a library.

Type the name of the library to be saved. For the system library, use the name
#LIBRARY. If you store your configuration members in #CNFGLIB, use that
name for the configuration library. The table in this appendix has the names of
program product libraries. Press the Enter key.

The display will show how many diskettes are required to save the library.
Press the Enter key to return to display 34.0.

Press command key 3 to return to display 1.0.

Select Option 14. End CNFIGSSP.
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Step 2. Use the INIT procedure to initialize the back up diskettes.

1.

Insert a backup diskette and type the following:

INIT

Press the Help key. The INIT help screen is displayed.

For the volume ID parameter, use SYSTEM for the system library
(#LIBRARY) and the configuration library (#CNFGLIB). Use the volume ID
indicated in the tables in this appendix for the program product libraries or
folders.

For the initializing function parameter, use FORMAT?2.

If you have a magazine drive and are initializing more than one diskette with
the same volume ID, specify the starting diskette location and ending diskette

location.

Press the Enter key.

Step 3. Save the library or folder.

1.

2.

Insert the diskette or diskettes required to save the library or folder.

To save the system library, enter the following:

SAVELIBR #LIBRARY,999,SYSTEM

If you store your configuration members in #CNFGLIB, enter the following to
save #CNFGLIB:

SAVELIBR #CNFGLIB,999,SYSTEM

To save a program product library or folder, enter the procedure name
indicated on the following table.
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The following table has the volume ID and the name of each program product
library, and the procedure to use to save the library.
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The following table has the volume ID and the name of each DisplayWrite/36
Language Dictionary, the procedure to save the dictionary, and the number of 2D
diskettes required.

The following table has the name, volume ID, and number of 2D diskettes required
to save each online information product. It also has the name of the folders and
files included with each product and the procedure to save each folder and file.
The diskette requirements for saving folders are based on using the COMPRESS
parameter with the SAVEFLDR procedure.
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Backing Up Microcode Diskettes

Follow these steps to back up your microcode diskettes.

1.

Initialize the backup diskettes. For each microcode diskette you want to back
up, insert a 2D diskette and enter the following:

INITDIAG

If there are active files on the diskette, the system will issue a message. If you
no longer need the files on the diskette, enter O to continue.

Copy the microcode. Insert the microcode diskette you want to back up into
diskette slot 1.

If you have a magazine drive, insert the diskette to receive the copy into
diskette slot 2.

Enter the following:

COPYDIAG

The system will read the microcode from the diskette.

If you have a single-slot diskette drive, the system will prompt you to insert the
diskette to receive the copy. Remove the microcode diskette and insert the

initialized diskette into the diskette slot.

Type 0 and press the Enter key.
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Appendix B. Source Entry Utility (SEU) Source Format Member

If you have SEU source format members on your system, you might have a
member named #SE@XTRA in your system library. This member contains
formats for use with SEU. Although this member is created by SEU, it is treated
by the system as a user member. This is to enable you to change or add to the
formats.

When the new programming support is loaded, the system loads a new
#SE@XTRA member. If you save #SE@XTRA with your other user members,
when you restore your user members to the system library a system message
SYS-2510 will be displayed telling you there is a duplicate member in the system
library.

o If you have not changed or added to the formats in #SE(@XTRA, you should
remove the member from your system library before you continue the release
update. To remove the member, type the following:

REMOVE #SEaXTRA,LIBRARY, #LIBRARY

Press the Enter key and return to the step you were doing in “Installing the
Release Update.”

« If you have changed or added to the formats in #SE@XTRA, and you want to
continue to use the changed or added formats, you can either rename the
member or replace the new member with your member when you restore the
user members to the system library.

— If you want to rename the member, type the following:

CHNGEMEM #SE@XTRA,LIBRARY, #LIBRARY,new name

Press the Enter key. If you rename the member, you will have the formats
you changed or added in addition to the new member named #SE@XTRA
which will be loaded by SEU. However, when you begin an SEU session
and want to use the changed or added members, you must specify the new
member name for the prompt that asks for the name of the member
containing SEU formats. (This prompt defaults to #SE@XTRA.) Return
to the step you were doing in “Installing the Release Update.”

— If you want to replace the new #SE(@XTRA member with the member
that contains your changed or added formats, continue with the release
update. When you restore the user members to the system library in step
11, the system message SYS-2510 will be shown. Respond with a zero (0)
option. The system will replace the new member with your member.
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