



















































































































































































Set Timer Operation

Your program can use the set timer operation to set a timer and wait for it
~ to expire before performing some specified function such as an accept input
operation. The set timer operation specifies an interval of time (in hours,
minutes, and seconds) to wait before your program receives a timer expired
return code (0310). Your program continues to execute, and all operations
are valid during the time interval. Your program must issue an accept
input operation some time after it has issued the set timer operation, so

that it can accept the 0310 return code after the timer has expired.

Only one time interval can be maintained for your program. If a previous
set timer operation has been issued and the timer has not yet expired, the
old time interval is replaced by the new interval.

You can use the set timer operation to retry other operations that may not

be successful, possibly because of a temporary lack of resources (for

example, during an acquire operation). To do this, issue the set timer

operation and then perform accept operations until the timer expires. (The

accept operations allow the program to continue receiving input from other
' invited programs and display stations while waiting for the timer.)

Note: If your program is a BASIC or RPG II program, a set timer
($STIMER) operation is not valid unless at least one display station or
session is attached to your program. (This restriction does not apply
to the TIMER intrinsic function in BASIC.)

Operation Assembler BASIC COBOL RPG II
Set timer STM $$STIMER $$TIMER $$STIMER
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Return Codes

This section describes all the return codes that are valid for the
asynchronous communications subsystem. These are interactive
communications return codes that are sent to your program at the end of
each subsystem operation to indicate the results of that operation. The
appropriate return code is sent by the subsystem to the application program
that issued the operation; the program can then check the results and act
accordingly.

The return code is a 4-digit value; the first 2 digits contain the major code,
and the last 2 digits contain the minor code. Assembler programs receive
the return codes in binary form (2 bytes long). BASIC, COBOL, and RPG II
programs receive the return codes in EBCDIC hexadecimal form (4 bytes).

Notes:

1. In the return code descriptions, your program refers to the local
System|36 application program that initiates the operation and receives
the return code from the subsystem. The remote program refers to the
remote system’s application program with which your application program
is communicating.

2. Several references are also made in the descriptions to input and output
operations. The following chart shows all the input and output
operations that are valid for the asynchronous communications subsystem.
Although all the operations shown are valid for asynchronous
communications subsystems, their validity also depends on the logical
sequence of communications events occurring between your System/36 and
the remote system.

Input Operations Output Operations
to Your Program from Your Program
Accept input Acquire!

Get End of session

Invite Evoke

Evoke end of transaction
Fail
Put

Release

Normally, the acquire operation should be followed by an
evoke operation in order to establish a transaction.
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Major Code 00 — Operation completed successfully.

General Description: The input or output operation issued by your
program was completed successfully. The operation sent or
received some data, or it received a message from the remote
system. - :

General Considerations: Check the minor return code for an end of
‘transaction indication, and continue with the next operation.

Code Indication/Action

0000 = ‘Normal Indication: For input operations performed by your
program, 0000 indicates that some data was received on a
successful input operation. The remote program now wants to
receive some data; your program must send it.

For output operations performed by your program, 0000 indicates
that the last output operation was completed successfully and
that your program can continue to send data.

Normal Action: If return code 0000 was received on an input
operation, issue an output operation.
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For the actions that can be taken (in this session) after 0000 is
returned for an output operation, refer to the following chart:

In This Session, And the Last Output

If Your Program: Operation Was: Then (In This Session):
Started the session Acquire operation Issue an evoke operation.
(this is an acquired
session)
Evoke end of Issue an(other) evoke operation,
transaction issue a release operation, continue
operation local processing, or terminate
your program.
Any other output Issue another output (except evoke)
operation operation, or issue an input
operation.
Was evoked! (by a Any output Your session has ended. Continue
remote procedure operation local processing, or terminate
start request) your program.

Issue another output (except evoke)
operation, or issue an input
operation.

1An evoked program (started by a procedure start request) cannot issue an evoke operation in
this session; it can issue an evoke only in a different session that it has first acquired. An
evoked program that is part of a multiple-program procedure can issue a release operation at any
time to pass the session on to the next program in the procedure. (An end of session operation
would end the session, not pass it.) If the evoked program is an SRT program and it issues
another communications operation after it issues the release operation, error code 2800 is
returned to that program. Subsequent communicating operations in the next program, however,
are processed normally.
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Code Indication/Action

0001 Normal Indication: Your program has received some data on a
successful input operation. It must continue to receive input until
SSP-ICF returns a code of xx00 (a change direction indication,
which allows your program to send data).

Ndrmal Action: Issue another input operation. However, if your
program detects something that indicates the remote program is
ready to receive data, your program can issue an output operation.

0004 Normal Indication: An X.29 PAD message was received. The
message may be a parameter indication or an error message. See
Appendix A, “PAD Emulation.”

0016 Normal Indication: Your program has received some data on a
successful input operation. However, the data received contains a

parity error.

Normal Action: Notify remote program to resend the data.

3-34 Using the Asynchronous Communications Support



Major Code 01 — Successful operation with a new requester.

The new requester is a program on a remote system that initiated a
session with your program by sending a procedure start request to
the local system. The request caused your program to be evoked if
it is an SRT program or if it is an MRT program that was not
already loaded and active. The procedure start request was
initiated by the remote program with an evoke operation (EVK or
$$EVOKNI). The request may have included some data for your
program.

Normal Description: A 01xx return code indicates either that the
input operation issued by your program and responded to by a new
requester completed successfully, or that the output operation
issued by your program in response to a new requester completed
successfully.

If the operation was an input operation, your program may have
received some data from the requester. Any data that was received
from the remote system was included in the incoming procedure
start request statement.

If your program is an SRT program that was evoked by an
incoming procedure start request and the initial operation is an
output operation, the operation sent some data to the new
requester. However, although the operation did complete
successfully, if the procedure start request statement also included
data for your program, that data is lost. Or, if an end of
transaction indication was sent with the request, the data sent by
your output operation is lost and the requesting program is
released from your program.

If your program is an assembler program, the length of the data is
returned in the input length field of the program’s DTF. If the
input length in the DTF is zero, no data was sent by the requester;
if the input length is greater than zero, data was sent.

Note: The new requester return codes are returned only to evoked SRT
programs and to active or evoked MRT programs.

General Considerations: Check the minor return code for an end of
transaction indication, and continue with the next operation.
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Code Indication/Action

0100 Normal Indication: On a successful input operation from a new
requester, a procedure start request was received, and some data
may have been received with the request.

For output operations performed by an evoked SRT program, the
operation completed successfully.

Normal Action: For an input operation, handle any data that may
have been passed with the request. For both input and output
operations, perform any necessary record keeping! for the new
requester, and issue an input operation or an output operation.

1 For some situations, no record keeping for the session is necessary. In other
situations, you should record the session ID of the new requester. You may
also want to keep a table containing the IDs of all active requesters, or to
maintain a history log of all requests.
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Major Code 02 — Successful operation, but a stop system request or a

Normal Description: The input operation issued by your program was

General Considerations: Your program should complete its

disable subsystem request is pending.

completed successfully. Your program received some data, or it
received a message from the remote system. However, because a
stop system request or a disable subsystem request is pending, no
new sessions using the subsystem can be initiated.

communications processing as soon as possible so that the pending
request to stop the system or to disable the subsystem can be
completed in an orderly manner. (For example, you can issue an
end of session operation at the earliest logical stopping point.)
Also, check the minor return code for an end of transaction
indication, and continue with the next operation.

Code Indication/Action

0200

0201

Normal Indication: On a successful input operation, an indication
was received that a stop system request or a disable subsystem
request is pending; no new sessions using the subsystem can be
initiated. Also, 0200 indicates that some data was received.

Normal Action: Issue an output operation.

Normal Indication: Your program has received some data on a
successful input operation. Also, a stop system request or a disable
subsystem request is pending; no new sessions using the subsystem
can be initiated. Your program must continue to receive input until
SSP-ICF returns a code of xx00.

Normal Action: Issue another input operation. If your program

detects something that indicates the remote program is ready to
receive data, your program can issue an output operation.
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Major Code 03 — Successful operation, but no data received.

Normal Description: The input operation just performed was
completed successfully, but no data was sent or received.

General Considerations: Check the minor return code for an end of
transaction indication, and continue with the next operation.

Code Indication/Action

0300 Normal Indication: No data was received on a successful input
operation. This return code indicates that a get operation issued
earlier has completed successfully and there is no data to process.

Normal Action: Issue an output operation or continue to issue
input operations.

0302 Normal Indication: A fail indication was received with no data on
a successful input operation. The remote program has issued a
FAIL or the session has abnormally terminated.

Normal Action: Issue end of session.
0310 Normal Indication: The time interval specified by a set timer
operation in your program has expired.

Note: If your program has an exception handling routine, you
should check for the 0310 return code before you make any
checks based on the WSID field.

Normal Action: Issue the operation that is to perform the

intended function (such as displaying a message) after the specified
time interval has expired.
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Major Codes 04-34 — Miscellaneous program errors.

Error Description: The operation just attempted by your program
failed, or an output exception occurred.

® An output exception may have occurred because your program

Recovery Action: Refer to the individual return code descriptions for

An operation may have failed because it was issued at the
wrong time or because a data record was too long.

attempted to send output when it should be receiving the output
that has already been sent by the remote program.

the appropriate recovery actions.

Code

0412

0800

Indication/Action

Normal (Exception) Indication: An output exception occurred
because your program attempted to send output when it should be
receiving the output that has already been sent by the remote
program. Your program’s output was not sent and should be sent
later, after the remote program’s data (still waiting in the subsystem
input buffer) has been received.

Normal Action: Issue an input operation to receive the data
waiting in the subsystem input buffer.

Error Indication: The acquire operation just performed was not
successful. It tried to acquire a session that has already been
acquired by your program and that is still active.

Recovery Action: If the session requested by the original acquire
operation is the one needed, your program can begin communicating
in the session because it is already available. If a different session
is desired, issue another acquire operation for a different session by
specifying a different session ID. (The identifier must have been
specified in the SYMID parameter of a SESSION statement that
preceded the program.)
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1100  Error Indication: The accept operation just performed in your
program was not successful for one of the following reasons: (1)
your MRT program may have just released its last requester,

" indicating that your program can begin to terminate normally; (2)
your program may have attempted to accept input when no invite

" operations have been issued and the program is not an MRT or NEP
‘program; (3) your program is both an MRT and an NEP program,
and a stop system condition is in effect, which suppresses the
implied"jinvites to all potential requesters.

Recovery Action: If you still have a requester or an acquired
‘session, issue an invite operation (or a combined operation that
includes an invite) followed by an accept input operation. This
return code indicates the logical end of file for WORKSTN files in
'RPG II programs and TRANSACTION files in COBOL programs.

2800 Error Indication: Your program (which is an SRT program that
has been evoked by a new requester) has issued a release operation
in the session in which it was evoked, and is now attempting to
communicate with the evoking program. Because that session was

. released from your program, this operation was not performed, and
any further attempts to communicate with that program results in
‘another 2800 return code. (The session is ended for your program
only, if it is part of a multiple-program procedure.)

Recovery Action: Continue local processing or terminate your
program. Your program may be in error; you should correct it so
that the release operation is issued after all communications with
the requesting program have been completed.

3401 Error Indication: This input operation was rejected because the
record length of the data sent by the remote program exceeds the
length of your program’s input buffer.

Recovery Action: Issue a message about the error to the local
system and terminate your program. Then, in your program, change
the record length of the input buffer to be at least as long as the
longest data record to be received. For assembler programs only,
the record length of the rejected data is contained in the DTF, at
offset SWSEFFL. For other program types, the length is not
available; only the error indication is received.
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Major Code 80 — Permanent (nonrecoverable) subsystem error.

Error Description: A nonrecoverable error has occurred in the
subsystem; the subsystem has been (or is being) disabled, and your
session has been terminated. The error indication has been sent as
a message to the display station or to the system console; the
operator can refer to the System Messages manual for additional
information. The error indication is also returned to your program
as a return code; the minor code portion indicates the specific
cause. (Each return code is described on the following pages.) The
subsystem must be enabled again before communications can
resume.

General Recovery Actions: The following general actions can be
taken for each 80xx return code. Other specific actions are given
in each return code description.

e Issue, to the system operator or to the display station operator
who started the program, a message requesting that the
subsystem be enabled again.

e Issue an end of session (EOS or $$EOS) operation for the
session that has terminated. Your program can: (1) wait for
the subsystem to be enabled by issuing a set timer ($$TIMER)
operation or by using the TIMER intrinsic function (in BASIC
only); (2) continue local processing; or (3) terminate. Note that
if your program is a BASIC or RPG II program, the $$TIMER
operation is not valid unless at least one display station or
session is attached to your program.

e If the session should be started again after the subsystem is
enabled, it must be reacquired by your program or restarted by
the remote program.

Note: If the session is started again, it starts from the
beginning, not at the point where the session error
occurred.
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Code Indication/Action

8081 Error Indication: An SSP-ICF error caused the abnormal
termination of either this subsystem or its interrupt handler.

- Recovery Action: This subsystem has been disabled; it must be
enabled again before communications can resume. Your program
can continue local processing, wait to reissue the acquire
operation, or terminate.

8082 Error Indication: This session is being terminated immediately
because the subsystem controlling the session is currently being
disabled; the subsystem is not waiting for any of its active
sessions to be completed normally.

Recovery Action: Communications with the remote program
cannot be resumed until the subsystem has been enabled again.
Your program can continue local processing, it can wait until the
subsystem has been enabled again and reissue the acquire
operation, or it can terminate.
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Major Code 81 — Permanent (nonrecoverable) session error.

Error Description: A nonrecoverable error has occurred in the

General Recovery Actions: The following general actions can be

session; the session cannot be continued and has been terminated.
The error indication has been sent as a message to the display
station or to the system console; the operator can refer to the
System Messages manual for additional information. The error
indication is also returned to your program as a return code; the
minor code portion indicates the specific cause. Before
communications can resume, the session must be acquired again or
be started by another procedure start request.

taken for each 81xx return code. Other specific actions are given
in each return code description.

e If the session should be started again, it must be reacquired by
your program or restarted by the remote program before
communications can resume.

e An end of session (EOS or $$EOS) operation should be issued
for the session that has terminated. Your program can also
continue local processing, or it can terminate.

Note: If the session is started again, it starts from the beginning,
not at the point where the session error occurred.

Code Indication/Action

8191

8193

Error Indication: A permanent line I/O error has occurred; data
may have been lost. The session has been terminated.

Recovery Action: If your program started the session, reissue the
acquire operation to restart the session. If your program was
evoked, it can wait to be evoked again (MRT programs only),
continue local processing, or terminate.

Error Indication: A disconnect indication (for switched lines only)
was received on an output operation. A disconnect time-out in the
remote system was exceeded, the line was unexpectedly
disconnected, or your program may have sent some invalid data.
The session has been terminated.

Recovery Action: Verify that your program did not cause a
time-out and that it did not send data that was invalid. Also, verify
that it did not try to send data after the transaction had ended. If
your program started the session, reissue the acquire operation to
restart the session. If your program was evoked, it can wait to be
evoked again (MRT programs only), continue local processing, or
terminate.
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Major Code 82 — Acquire operation failed.

Error Description: An attempt to acquire a session was not
successful; the session was not started. An error indication was
returned to your program as a return code; the minor portion of
the code indicates the specific cause. (Each return code is
described on the following pages.) The error indication has also
been sent as a message to the display station or to the system
console; the operator can refer to the System Messages manual for
additional information.

General Recovery Actions: Determine why the 82xx error code was
returned to your program. Read the description of that return code
to determine what action is needed.

Code Indication/Action

8233 Error Indication: On an unsuccessful acquire operation, an
invalid session identifier was detected. Either no SESSION
statement was specified between the LOAD and RUN statements for
this program, or the session identifier in your program does not
match the identifier specified on the SESSION statement for the
session being acquired. The session was not started.

Recovery Action: If the error is in your program, specify the
correct session identifier in your program. If an incorrect identifier
was specified on the SESSION statement, specify the correct value
in the SYMID parameter.

8281 Error Indication: On an unsuccessful acquire operation, an
SSP-ICF error condition was detected. The error caused the
abnormal termination of either this subsystem or its interrupt
handler.

Recovery Action: This subsystem has been disabled; it must be
enabled again before communications can resume. Your program
can continue local processing, wait to reissue the acquire operation,
or terminate.

8282 Error Indication: The acquire operation just performed was
unsuccessful because the subsystem controlling the session is
currently being disabled; no sessions can be acquired in the
subsystem.

Recovery Action: Communications with the remote program
cannot be resumed until the subsystem has been enabled again.
Your program can continue local processing, it can wait until the
subsystem has been enabled again and reissue the acquire
operation, or it can terminate.
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82A8

82AA

Error Indication: The acquire operation was not successful
because the maximum number of active sessions allowed in the
system has been reached. No more than 360 sessions can be active
in System/36 at one time. The session was not started.

If this acquire operation is associated with a SESSION statement
(normal acquire), the maximum of 260 normally acquired sessions
are already active at this time. If this acquire operation is not
associated with a SESSION statement (BASIC special acquire), the
maximum of 100 specially acquired and/or evoked sessions are
already active at this time.

Recovery Action: Your program can wait for another session to
end and then reissue the acquire operation. Otherwise, your
program can continue local processing or terminate.

Error Indication: The acquire operation just performed was not
successful either because no subsystems are enabled at this time or
because, of all the subsystems that are enabled, none contained the
name of an activated remote location definition that matches the
location name you specified on your SESSION statement. (That is,
although the remote location was defined for a subsystem during
the CNFIGICF procedure, that remote location definition may not
have been activated when the subsystem was enabled.)

The subsystem that must be enabled or that must have its remote
location activated is the one whose subsystem configuration member
contains the same remote location name as that specified by the
location parameter in the SESSION statement or on the OPEN
statement in BASIC. That location name must also have been
specified on display 30.0 during configuration of the subsystem. The
session was not started.

Recovery Action: Verify that the name of the remote location
(with which your program is attempting to communicate) was
specified correctly on the location parameter of the SESSION
statement or on the OPEN statement in BASIC. If the correct name
was specified, enable the specified subsystem by entering the
ENABLE procedure command. Then reissue the acquire operation.
Otherwise, your program can continue local processing, wait to
reissue the acquire operation, or terminate.
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82AB Error Indication: The acquire operation just performed was not
successful because the specified subsystem is currently being
enabled; or, if the subsystem is already enabled for another remote
location, communications is currently being activated for the
specified remote location. This condition also may have occurred
because the subsystem on the remote system has not been enabled.
The session was not started.

Recovery Action: Your program can wait until the subsystem has
been enabled, or until communications has been activated with the
specified remote location; then it can reissue the acquire operation
to start the session. If the remote subsystem has not been enabled,
notify the remote location.

82B0 Error Indication: The acquire operation just performed was not
successful either because the specified subsystem or the specified
remote location definition for this session is currently being
disabled, or because a disable subsystem request for this subsystem
or location is pending. No new sessions can be started.

Recovery Action: Your program can wait until the subsystem is
enabled again or until communications with this location is
activated again, and then reissue the acquire operation. Otherwise,
your program can continue local processing, or it can terminate.

82B3 Error Indication: The acquire operation was not successful
because all of the sessions specified in the subsystem configuration
are already in use. The session was not started.

Recovery Action: Wait for one of the sessions in the subsystem to

become available, then reissue the acquire operation. Otherwise,
continue local processing or terminate.
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Major Code 83 — Session error occurred.

Error Description: An error has occurred in the session, but the
session is still active. Recovery might be possible; the error
indication was returned to your program as a return code. The
minor portion of the code indicates the specific cause. (Each
return code is described on the following pages.) The error
indication has also been sent as a message to the display station or
to the system console; the operator can refer to the System
Messages manual for additional information.

General Recovery Actions: The following general actions can be
taken for each 83xx return code. Other specific actions are given
in each return code description.

1. Determine why the 83xx error code was returned to your
program. Read the description of that return code to determine
what action is needed.

2. If a parameter value must be changed in the SESSION
statement associated with your program, terminate only your
program before correcting your SESSION statement.

When a parameter can be specified, both in the SESSION
statement and in the subsystem configuration, the value in the
SESSION statement overrides the value in the subsystem
configuration record (for your program only). Therefore, in
some cases, you may choose to make a change in the SESSION
statement rather than disabling the subsystem to make the
change in its configuration record.

Note: If the session is started again, it starts from the
beginning, not at the point where the session error
occurred.

3. If no change is needed in your program or in the subsystem
(depending on what the return code description says):

a. Notify the remote location that a change is required on
that end to correct the error received.

b. Retry the operation, if possible. If another operation is not
successful, retry it only a limited number of times. (The
limit for retries should be specified in your program.)
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Code Indication/Action

830B Error Indication: Your program has attempted to execute a
communications input or output operation either before the session
was acquired or after it has ended. Your program may have: (1)
issued an input or output operation either before it issued an
acquire operation or after it has released the session (by a release or
end of session operation); or (2) it may have improperly handled an
81xx (session was terminated) or 82xx (session was not acquired)
error return code.

Recovery Action: Check your program to ensure that no input or
output operation is attempted without an active session and to
ensure that an 81xx or 82xx return code is handled properly. If you
want your program to recover from an improperly handled error
condition, issue another acquire operation.

831E Error Indication: The operation just issued by your program was
invalid. Either the subsystem did not recognize the operation code,
or the specified operation is not supported by the subsystem. The
session is still active.

Recovery Action: Your program can try a different operation,
issue a release or end of session operation, or terminate. Correct
the error in your program before attempting to communicate with
the remote program.

8327 Error Indication: An invalid input or output operation was issued
when no transaction existed; your program may have expected more
data when there was none. The remote program has already ended
the transaction, or your program has ended the transaction, or your
program has not issued an evoke operation to start communicating
with the remote program. The session is still active.

Recovery Action: If you want your program to recover from this
error, issue an evoke operation to start a transaction. Otherwise,
issue an end of session operation, then continue local processing or
terminate your program. If a coding error in your program caused
the error, correct your program.
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Code

8329

832C

832D

Indication/Action

Error Indication: An invalid evoke operation was detected in this
session. Your program was evoked by an incoming procedure start
request and cannot, therefore, issue any evoke operations in this
session.

Recovery Action: If you want your program to recover from this
error dynamically, issue a different operation. If you want to issue
the evoke in another session, issue an acquire operation, then issue
the evoke operation. Otherwise, you can issue an end of session
operation to terminate this session; then continue local processing
or terminate your program. If a coding error in your program
caused the error, correct your program.

Error Indication: An invalid release operation, following an
invite operation, was detected in your program. Because your
program issued the invite operation, it cannot issue a release
operation to terminate the invited session.

Recovery Action: Issue an accept or get operation to satisfy the
invite operation. Otherwise, issue an end of session operation to
terminate the session. If a coding error in your program caused the
error, correct your program.

Error Indication: An invalid operation following an invite
operation was detected in your program. Once you have issued an
invite operation, the next subsystem operation must be a get or
accept operation.

Recovery Action: Issue a get operation or an accept input
operation to receive the input that was invited. Otherwise, issue an
end of session operation to terminate the session. If a coding error
in your program caused the error, correct your program.
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Code Indication/Action

8333 Error Indication: On an input or output operation; an invalid
session identifier was detected. The session is still active.

Recovery Action: Reissue the operation with the correct session
identifier. Otherwise, issue an end of session operation, then
terminate the program and correct the programming error that
caused the communications error.

83B0 Error Indication: The operation just performed was not successful
either because the specified subsystem is currently being disabled,
or because it has a disable subsystem request pending. No new
sessions can be started; this session, however, is still active.

Recovery Action: Your program can wait until the subsystem is

enabled again, and then reissue the acquire operation. Otherwise,
your program can continue local processing or terminate.
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Chapter 4. Using the Interactive Terminal Facility

Starting ITF

The interactive terminal facility (ITF) allows the System/36 user to send
and receive data through applications such as electronic message services
for asynchronous terminals.

Through ITF, you can use such applications to send messages (for example,
interoffice memos). In addition, ITF lets you send and receive files, library
members, and DisplayWrite/36 (DW/36) documents.

Before you can start ITF, you must enable an asynchronous
communications subsystem using the ENABLE command. See Chapter 3 in
this manual. After you have enabled the subsystem, enter the following:

ITF nnnnnnnn
where nnnnnnnn is the name of the remote location with which you want
to communicate. This is the same as the remote location name specified on
display 29.0 of the CNFIGICF procedure. See Chapter 2 in this manual.
For example, if you are using ITF to communicate with TELEMAIL, and
you specified MAIL as the remote location name for TELEMAIL, enter the
following:

ITF MAIL

Note: ITF cannot be started on a generic remote location.
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After you enter the ITF command, the following display appears:

(//r ITF Data Entry Display

Cmdl=Start send/receive Cmd2=Stop send/receive Cmd3=Phone list
Cmd4=Send password Cmd7=End ITF Cmd8=Redial
Cmd9=Send data as is

ATTN=Send control characters COPR IBM Corp. 1986

o )

If you are communicating through a packet switched data network (PSDN),
you must be connected to the network before you can send or receive
messages.

For an asynchronous/X.25 configuration, that connection is made for you
when you enable the asynchronous subsystem.

For a configuration using an asynchronous line, you can use one of the
following ways to make this connection:

e Make a manual connection to the network by dialing the number on the
telephone.

e Type in the telephone number to the network on the ITF Data Entry
Display and press the Enter key. ITF sends a command to the modem,
which then calls the number (the modem must support this function).

e For an asynchronous line, press Cmd3 from the ITF Data Entry Display.

(Cmd3 and Cmd8 are not available for asynchronous/X.25 lines or for
lines using packet assembler/disassembler (PAD) emulation.)
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If you press Cmd3 from the ITF Data Entry Display, the Phone List Display
appears:

4 )

ITF Phone List Display
Type options, press Enter.
Options: 1=Add 2=Delete 3=Call number
FUNCTION LOCATION PREFIX PHONE NUMBER

1. Chicago ATDT 9-1-312-280-9489

g. 3 St. Paul ATDT 9-1-612-545-8788

4.

5.

6

7

8

9
10.
11.
12.
13.
14.
15.
Cmd7=Data Entry Display COPR IBM Corp. 1986

N

This display lists the telephone numbers that you can call from ITF. Enter
a 3 in the function field of the number that you want to call. The system
calls that number and returns to the ITF Data Entry Display.

Notes:

1. The prefix field gives the modem information about how to make the
switched connection. If your modem does not make the switched
connection for you, this field is not necessary; leave it blank.

2. If you are communicating through a PSDN, the telephone number that
you call is a number for a PAD, which gives you access to the network. It
is not the number for the remote location. Once you have signed on the

network, it will route your message to the remote location that you specify.

3. Only one system user at a time can access the Phone List Display.
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The Phone List Display lets you add, delete, or connect to a remote
location.

To add a new remote location to the display, fill in the fields on the display
with the correct information. Type a 1 in the function field and press the
Enter key.

To delete a number from this display, enter a 2 in the function field of that
number.

You can type options in more than one function field before pressing the
Enter key. However, ITF will perform only those functions before the first
call (3); when the system calls a number from the Phone List Display, it
stops processing other functions from that display.

If you press Cmd?7, the ITF Data Entry Display appears again. Any data
that you have typed on the Phone List Display is ignored.

After the system makes a connection with the network, the Data Entry
Display appears again. You must now sign on the message application.
For the commands that you enter to sign on and off, as well as those used
to send and receive messages, refer to the operator’s manual for the
application.
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Selecting ITF Functions

The ITF Data Entry Display acts as the main menu for ITF. From this
display, you can enter commands and answer prompts to start the message
service. You can also enter a message to be sent. Command keys let you

perform other ITF functions.

ITF Data Entry Display

\

Q

Cmdl=Start send/receive Cmd2=Stop send/receive Cmd3=Phone list
Cmd4=Send password Cmd7=End ITF Cmd8=Redial
Cmd9=Send data as is

ATTN=Send control characters COPR IBM Corp. 1986

/

When you are using ITF, the display station functions as an asynchronous
terminal. Data is sent and received one record at a time. Thus, when you
are entering a message to be sent, you must press the Enter key or Cmd9 at
the end of each line. The display does not automatically roll up at the end
of a line (unless you type a character on the last position of the second line,
which automatically enters the line).

When you press the Enter key or Cmd9, ITF sends the data. The data then
disappears from the data entry line of your display screen. If the remote
system echoes the data back to your display, it is written again on another
line above the data entry line.

Echo can be set on or off at a PSDN PAD. You should not set echo off at
the PAD when you are using ITF. Echo must be set on at the PAD in order
for sent data to appear again on the display after you press the Enter key;
it must be set on in order for ITF to send files, library members, and DW/36
documents.

Note: All data sent either from the display or from a data file, library
member, or DW|36 document is assumed to be EBCDIC and is
translated to ASCII. All data received is assumed to be ASCII and is
translated to EBCDIC before being displayed or placed in a file or
member. The exception is when sending control characters from the
ATTN Fkey screen.
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ITF Command Keys

Command keys have the following functions under ITF:

o Cmdl1-Start send[receive: To select a library member, a file, or a DW/36
document, press Cmdl. The Start Send/Receive Process display appears;
on this display, you can tell ITF whether to send data from a member,
file, or document or receive data into a member or file. This display is
described under “Sending or Receiving a Library Member, Data File, or
DisplayWrite/36 Document” later in this chapter.

o Cmd2-Stop send/receive: To stop the sending or receiving of a library
member, file, or document, press Cmd2. ITF immediately stops sending
or receiving and returns control to you.

o Cmd3-Phone list: To make a switched connection to the remote end,
press Cmd3. The Phone List Display appears. This display is described
under “Starting ITF” earlier in this chapter. If you are using PAD
emulation or an asynchronous/X.25 line, Cmd3 does not appear on the
ITF Data Entry Display.

® C(Cmd4-Send password: If the network asks for your password, press
Cmd4. ITF presents the ITF Password Display.

(//7 ITF Password Display

Enter password:

Cmd7=Data Entry Display Enter=Send password COPR IBM Corp. 1986

Type in your password to the message application and press the Enter key.
So that your password remains secure, the characters will not be displayed
as you type them.

When you press the Enter key, ITF sends your password.
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Cmd7-End ITF: If you press Cmd7 from the ITF Data Entry Display,
ITF ends. Pressing Cmd7 from any other ITF display returns you to the
ITF Data Entry Display; in this case, ITF ignores any data that you
may have typed on the display. You cannot end ITF if a data send or
receive is in operation.

Cmd8-Redicl: If you want to call the last telephone number called from
the Phone List Display again, press Cmd8. The system automatically
calls the same number. Cmd8 can only be used to redial numbers that
were dialed from the Phone List Display. If you are using PAD
emulation or an asynchronous/X.25 line, Cmd8 does not appear on the
ITF Data Entry Display.

Cmd9-Send data as is: In normal data entry, a carriage return
character is added to the end of the data when you press the Enter key.
If you want to send data without a carriage return (for example, to send
commands to a modem), press Cmd9 instead of the Enter key after
typing data on the data entry line.
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If you press the Attn key, new lines appear at the bottom of the ITF Data

Entry Display:

-

\

ITF Data Entry Display

~

Type option or control character.
.. 1=Stop send/receive 2=Send break

Choice.......coouuuunnn

Cmd7=Data Entry Display

- Control characters:
ATTN=Inquiry options

(See help text)
COPR IBM Corp. 1986

/

e [-Stop send/receive: Select option 1 to stop sending a member, file, or
document or to stop receiving data into a member or file. The remote
station is not affected by this option. It may continue to send data, but
the data will not be received into a member or file.

e 2-Send break: Select option 2 to send a break signal to the remote

station.

o Control characters: The control characters are used to perform program
functions, such as a pause in receiving data. Their meanings are
determined by the application with which you are communicating. The
help text tells you which control characters correspond with the work

station keys.

Type a 1 or a 2 to select an option. To send a control character, type
the letter that corresponds to it. You do not need to press the Enter
key. Press the Attn key to display the system inquiry options.
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Sending or Receiving a Library Member, Data File, or DisplayWrite/36

Document

With ITF, you can send a library member, data file, or DW/36 document; or,
you can place received data into a library member or data file.

ITF will append a carriage return character (CR) to the end of each record
sent from a data file, library member, or DW/36 document.

Note: There is no verification of data integrity performed by ITF;
unpredictable results may occur if you send a data file or library

member that contains non-text data (such as hexadecimal characters).

To select a member, file, or document, press Cmdl when the ITF Data Entry

-~

Type choices, press Enter.
ITEM
Option................ 1=Send 2=Receive

.................. 1=File 2=Member 3=DW/36 document

\\\fmd7=bata Entry Display COPR IBM Corp. 1986

Display is shown. The Start Send/Receive Process display appears:

Start Send/Receive Process

CHOICE POSSIBLE CHOICES
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Sending or Receiving a Library Member

To send a library member, enter 1 in the Option field; to receive data into a
library member, enter 2 in the Option field. Enter 2 in the Type field, and
press the Enter key. The following display appears:

4 )

Start Send/Receive Process
Type choices, press Enter.
ITEM CHOICE POSSIBLE CHOICES
Option................ 1 1=Send 2=Receive
TYPC. e vt eeeenancnennnn 2 1=File 2=Member 3=DW/36 document
Library name.......... TESTLIBR Name of library
Member name........... TESTMMBR Name of member
Cmd7=Data Entry Display COPR IBM Corp. 1986‘//)

Enter the name of the library member and the library that contains this
member.
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If you entered 1 in the Option field, an additional prompt appears:

/

Start Send/Receive Process

Type choices, press Enter.
ITE

M CHOICE POSSIBLE CHOICES
Option................ 1 1=Send 2=Receive
TYPC. ¢ ettt e tnineennn 2 1=File 2=Member 3=DW/36 document
Library name.......... TESTLIBR Name of library
Member name........... TESTMMBR Name of member
Member type........... 1 1=Source 2=Procedure

Cmd7=Data Entry Display

\

COPR IBM Corp. 1986

Type 1 in the member type field if you are sending a source member, or 2 if

you are sending a procedure member. Press the Enter key. ITF

immediately starts sending the member. As each record in the member is
sent, the PAD echoes it so that it appears on your display. (ITF cannot
send library members if the PAD does not echo.) When the last record is

sent, ITF displays a message:

Last record sent

If you entered a 2 in the Option field and if the member that you specify
does not already exist in the library, ITF prompts you for more information.

/

Start Send/Receive Process

Cmd7=Data Entry Display

Type choices, press Enter.

ITEM CHOICE POSSIBLE CHOICES
Option................ 2 1=Send 2=Receive

TYPE. ottt et eeeeeannann 2 1=File 2=Member 3=DW/36 document
Library name.......... TESTLIBR Name of library

Member name........... TESTMMBR Name of member

Member type........... 1 1=Source 2=Search for header
Record size........... 120 Size of record (80,96,120)

COPR IBM Corp.

~

1986
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When ITF sends a library member that is not a normal source member, it
builds a header that is sent as the first record of the member. ITF builds
headers for procedure members, TMS source members, BGU format
members, screen format members, or documents and files of documents.
This header contains the library member type, the member subtype, the
number of records in the member, and the length of the records.

If you are receiving a library member that was sent with a header, specify a
2 in the member type field. ITF then uses the header record to create a new
library member. Only data received after the header record is written to
the new member.

If you are receiving a normal source member, specify a 1 in the member
type field. All data received is written to the library member.

Enter 1 or 2 in the member type field, and enter the record size in
characters.

Note: If you are receiving data into a library member, users at other work
stations cannot send data from or receive data into that library until
your operation is completed.

If the member that you specify already exists in the library, ITF asks if you
want to replace the existing member with the data received.

4 )

Start Send/Receive Process
Type choices, press Enter.
ITEM CHOICE POSSIBLE CHOICES
Option........cvevuunn 2 1=Send 2=Receive
TYPE. c vt tvenneannnnns 2 1=File 2=Member 3=DW/36 document
Library name.......... TESTLIBR Name of library
Member name........... TESTMMBR Name of member
Replace............... 1 l=Yes 2=No
KCmd7=Data Entry Display COPR IBM Corp. 1986/

If you enter 1 (Yes), ITF writes the received data into the existing library
member, writing over the existing data. If you enter 2 (No), you receive an
error message, and you must try again with another member.

Note: ITF cannot append data to an existing library member.
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Sending or Receiving a Data File

To send a data file, type 1 in the Option field; to receive data into a file,
type 2 in the Option field. Type 1 in the Type field, and press the Enter
key. The following display appears:

4 )

Start Send/Receive Process
Type choices, press Enter.
ITEM CHOICE POSSIBLE CHOICES
Option................ 1 1=Send 2=Receive
TYPE. vt etiiiiieinenns 1 1=File 2=Member 3=DW/36 document
File name............. TESTFILE Name of file
File date............. 091085 Date of file (optional)
Cmd7=Data Entry Display COPR IBM Corp. 1986

Enter the name of the data file. You can also enter the file date, but this
field is optional. If you do not enter a file date and more than one file with
this name exists, ITF uses the file with the most current date.

If you entered a 1 in the Option field, ITF immediately starts sending. Each
record of the file appears on the display as the receiving application echoes
it back. (ITF cannot send files if the receiving application does not echo.)
When the last record is sent, ITF displays a message:

Last record sent

Note: ITF can send files with record lengths up to 2048 characters.
However, some applications can receive only shorter records. For
example, some electronic mail services can receive only files with
record lengths of 132 characters or less. If the application receiving
the file cannot accept files with the record length that you are sending,
unpredictable results may occur.
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If you entered a 2 in the Option field, ITF prompts you for more
information. If the file that you specify is a new file, the following prompt

appears:

//"

Type choices, press Enter.
T

ITEM CHOICE
Option................ 2

574 <1 T N 1

File name............. TESTFILE
File date............. 091085
Record size........... 080

Cmd7=Data Entry Display

Start Send/Receive Process

\

POSSIBLE CHOICES
1=Send 2=Receive

1=File 2=Member 3=DW/36 document
Name of file

Date of file (optional)

Size of record

COPR IBM Corp. 1986

Enter the record size. Valid values are from 1 to 999.
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If the file that you specify already exists, ITF asks if you want to replace
the existing file with the new data.

s ™

Start Send/Receive Process

Type choices, press Enter.
ITEM

CHOICE POSSIBLE CHOICES
Option................ 2 l1=Send 2=Receive
TYP@. ¢ttt ii i innnnn 1 1=File 2=Member 3=DW/36 document
File name............. TESTFILE Name of file
File date............. 091085 Date of file (optional)
Replace............... 1 l=Yes 2=No
\\\fmd7=Data Entry Display COPR IBM Corp. 1986

If you enter 1 (Yes), ITF writes the message into the existing file, writing
over the existing data. If you enter 2 (No), the message is appended to the
end of the existing data.

Note: If you specified an existing file with record lengths greater than 2048,
you receive an error message.
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Sending DW/36 Documents

To send a DW/36 document, enter 1 in the Option field. Enter 3 in the Type
field and press the Enter key. The following display appears:

/

Start Send/Receive Process

Type choices, press Enter.

ITEM CHOICE POSSIBLE CHOICES

Option................ 1 1=Send 2=Receive
TYP@. et iiennnnnnnnns 3 1=File 2=Member

Document name......... TESTDOCT Name of document

Folder name........... TESTFLDR Name of folder

Cmd7=Data Entry Display

\

3=DW/36 document

COPR IBM Corp. 1986

Enter the name of the document, or enter ALL for all of the documents in a
folder. Enter the name of the folder that contains the document(s). After
you press the Enter key, the ITF Data Entry Display reappears.

ITF immediately starts sending the document(s).

Each record appears on

the display as the PAD echoes it back. (ITF cannot send if the PAD does
not echo.) When the last record is sent, ITF displays a message:

nnnn document(s) sent

ITF will only send the first 120 characters of each line in the document.
Any characters beyond the first 120 are truncated and the following

message appears:
nnnn document(s) sent. Data truncated.

If ALL was specified for the document name, all
folder will be sent.

Notes:

of the documents in the

ITF only sends the base line, superscript, and subscript text from a

document. No document control characters are sent. Superscripts and

subscripts are treated as separate records.

documents.
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Sending a File of DW/36 Documents

You will have to use the TEXTDOC PRTFILE command to resolve the
documents to the file that you select. See the DW/36 online information for
more information on TEXTDOC PRTFILE. After you have resolved the
documents to a file, you can use the ITF Start Send/Receive Process display
to send the file of documents as a normal file. After the file is sent, the
messages that indicate the number of documents and whether the
documents were truncated are displayed.

Receiving DW/36 Documents

ITF cannot directly receive DW/36 documents. The information should be
received as a new library member with a record length of 120. To receive
these documents, use the Start Send/Receive Process display and specify the
Member type as a 2 (Search for header).

When ITF sends documents or a file of documents, a header is sent as the

first record. ITF searches for the header and uses the information in the
header to create the library member.
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Appendix A. PAD Emulation

You can configure the asynchronous communications subsystem to emulate
an X.25 packet assembler/disassembler (PAD). The System/36 PAD supports
terminals running the interactive terminal facility or application programs,
and allows them to communicate with any X.25 host system that
communicates with asynchronous terminals.

The System/36 PAD follows CCITT recommendations X.3, X.28, and X.29.
These recommendations are as follows:

e X.3 defines the parameters that the PAD uses in controlling the session.
e X.28 defines the interface between the PAD and a terminal.

e X.29 defines how PAD messages are exchanged between an X.25 host
system and the PAD.

Recommendation X.3

The following X.3 parameters are used to control the session. The host
system can set and/or read these parameters by sending a SET, SET and
READ, or READ X.29 PAD message to the System/36 PAD.

Parameters marked not meaningful in this table are those that System/36
ignores because they are not used by the terminals supported by System/36.
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Parameter | Description Values and Meanings
1 Escape to command mode No escape possible
’ 1 Escape possible
2 Echo 0 PAD does not echo
' 1 PAD will echo characters
3 Data forwarding characters 0: None
1 Alphamerics
2 Carriage return
4: Escape
8: Editing
16: Terminators
32: Form effectors
64: Other control characters
128: Other characters
4 Idle timer 0: No time-out
1-255: 1 to 255 multiples of 0.05 seconds
5 PAD suspension of input 0: No (PAD cannot suspend input)
from terminal (System/36 PAD never 1: Yes (PAD can suspend input)
suspends input)
6 Suppression of service signals 0 Suppress signals
1 Deliver signals
7 Break options 0 Do nothing
1 Send interrupt
2 Reset
4: Send break indication
8: Escape to command mode
16: Discard output
8 Discard output 0 Deliver output
1 Discard output
9 Carriage return padding 0: None
(not meaningful) 1-7: Number of character delays
10 Line folding 0 None
1-255: Number of characters
per line before line folding
11 Terminal speed (not meaningful) 1-15
12 Flow control of PAD 0 Not possible
1 Possible
13 Line feed insertion after carriage return| 0: None
1: To terminal
2: From terminal
4: In echo
14 Line feed padding (not meaningful) 0-7
15 Editing 0: Do not use editing
1 Use editing
16 Character delete (not meaningful) 0-127
17 Line delete (not meaningful) 0-127
18 Line display (not meaningful) 0-127
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Recommendation X.28

Recommendation X.28 describes the interface between the PAD and a
terminal. There are two modes of operation: command mode and data
transfer mode. While in command mode, the terminal sends commands to
the PAD and receives PAD messages as responses to the commands. The
commands available to a user are given below.

Command Abbreviation | Description

Connect C Request connection to specified
< address > network address

<0DNIC This connect command allows
address > you to connect to a different

network by specifying an
alternate data network
identification code (DNIC) other
than the one you specified on
display 60.0.

Reset RESE Reset to default X.3 parameter
values and reset session to
preconnect status

Status STAT Return network address of
terminal location

Disconnect D Discontinue communications

Continue CONT Return to data transfer mode from
command mode

SET <list> Set or change X.3 parameter values
to those specified in the list

PAR? <list> Request the current values of the
X.3 parameters listed to be
displayed

SET? <list> Request the specified X.3
parameters to be set and displayed

<CR>@<CR> Escape from data transfer mode to

(escape command mode

sequence)
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The parameter lists following the SET, SET?, and PAR? commands have the
following format:

parameter number:value,...,number:value <CR>
Where <CR> = carriage return ("0D’X).

Note: If you are accessing the PAD using ITF, the < CR> is appended
automatically by ITF.

In the following example, parameter 1 is set to 0 and parameter 7 is set to 4:
SET 1:0,7:4

The following are the messages from the PAD to the terminal in response to
the terminal commands.

Message Description

@ Acknowledgment and prompt

? PAD did not understand last command
<address > connected Connection complete to specified address
Disconnected Session is disconnected

<address > available Response to status command when not

connected to the specified address

Not connected Response to disconnect command when not
connected to a remote system

Invalid address Address supplied with connect command is
not a valid address
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The following service signals from the PAD include an X.25 cause code (CC)
and diagnostic code (DC). Descriptions of these codes can be found in the
manual, Multiline Communications Attachment Maintenance Information,

SY31-9018.

o < Address>
o <Address>
o <Address>
® <Address>
o <Address>
o <Address>
o <Address>
o <Address>
e < Address>
o <Address>
o <Address>
e <Address>
® <Address>
e < Address>
e <Address>
e < Address>
e <Address>
e < Address>

busy CC DC

invalid facility request CC DC

not reachable CC DC

not operating CC DC

illegal source address CC DC

not responding CC DC

remote procedure error CC DC

local procedure error CC DC

refusing collect connection CC DC

still pending CC DC
not available CC DC

illegal address CC DC

network congestion CC DC

invalid logical channel type CC DC

call user data error CC DC

no logical channel available CC DC

call cleared CC DC

rejecting CC DC
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Recommendation X.29

Recommendation X.29 specifies how PAD messages are sent and received
between an X.25 host system and an X.25 PAD. The following X.29 PAD
messages are supported by the System/36 PAD.

e SET: Sent by the host system to set PAD X.3 parameters.

e SET and READ: Sent by the host system to set PAD X.3 parameters.
The PAD responds by sending a parameter indication.

e READ: Sent by the host system to find out what the PAD X.3
parameters are set to. The PAD responds by sending a parameter
indication.

e PARAMETER INDICATION: Sent by the PAD in response to the host
system’s Set and Read or Read command; it tells the host system what
values the PAD parameters are set to.

e INDICATION OF BREAK: Sent by the PAD when the terminal user
sends a break signal.

e INVITATION TO CLEAR: Sent by the host system to request the PAD
to terminate the connection to the terminal after transmission to the
terminal of all previously received data.

e ERROR: Used by the System/36 PAD to indicate to a host system that
an invalid PAD message was received.

Using the Asynchronous Communications Subsystem to Send and Receive
X.29 PAD Messages

You can use an SSP-ICF operation code and return code to send and
receive X.29 PAD messages within your application programs. The put
FMH operation lets you send the SET, SET and READ, and READ PAD
messages to an asynchronous terminal; return code 0004 indicates that a
PARAMETER INDICATION or ERROR message has been received from the
terminal.

The INDICATION OF BREAK PAD message is sent by the fail operation.

You cannot send an INVITATION TO CLEAR PAD message within an
application program.
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Put FMH Operation

Return Code 0004

For an asynchronous communications subsystem using PAD emulation, the
put FMH operation sends X.29 PAD messages. The format of the put FMH
operation is as follows:

Operation Assembler COBOL RPG 11
Put FMH PFM $$SENDNF $$SENDNF

The put FMH operation sends SET, SET and READ, and READ messages to
the PAD. These messages are used to set parameter values at the PAD or
to find out what those values are set to.

The data sent by this operation must be in the following format:

code parameter value parameter value parameter value ...
Code is a 2-digit number that indicates which X.29 message is being sent:
e (02 = SET

e (04 = READ

e (06 = SET and READ

Parameter specifies the X.3 parameter that you want to set or to read,
followed by the value to which you want it set. X.3 parameters and their
valid values are listed earlier in this appendix. When you send a READ
message, you can enter a blank for each parameter value, because you are
not setting values.

If you do not enter any parameters and values:

e For a SET message, all parameters are set to their default values.

e For a SET and READ message, all parameters are set to their default
values and the values are returned to the program.

e For a READ message, the values of all parameters are returned to the
program.

Return code 0004 indicates that an X.29 PAD message was received. The
message may be a PARAMETER INDICATION or an ERROR message.
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Appendix B. Rotary Dial

Rotary dial is a function of the System/36 PAD support that automatically
calls X.25 network addresses specified in a sequentially ordered phone list.
It continues calling for the specified number of retries, or until a successful
connection is made. If no successful connection is made, a message is
returned to the terminal.

To use this function you must enable an X.25 subsystem with PAD
emulation configured. You must also create an asynchronous PAD phone
list by executing the DEFINX25 procedure. Rotary dial can be implemented
within a user application program or by entering the phone list name via
ITF.

Note: The phone list must reside in the same library as the subsystem
configuration. System[36 will only search for the phone list name in
the library that is enabled.

Creating an Asynchronous PAD Phone List

1. To create an asynchronous PAD phone list, enter the DEFINX25
procedure command. On display 0.5, select option 2 to work with an
asynchronous PAD phone list.

/

0.

1.

~

5 X.25 DEFINE PHONE LIST SELECTION W*
Select one of the following:
1. Work with X.25 phone list
2. Work with asynchronous PAD phone lists
Option . . . . . . . . . . . o 00000 .. 2
Cmd7- End COPR IBM Corp. 1986
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2. On display 1.0, select option 1 to create an asynchronous PAD phone
list.

4 )

1.0 X.25 DEFINE PHONE LIST MENU

Define asynchronous PAD phone list

1. Select one of the following:
1. Create an asynchronous PAD phone list
2. Change an asynchronous PAD phone list
3. Remove an asynchronous PAD phone list
4. Print an asynchronous PAD phone list
Option : . . . . . . . . . . . o . 0.

Cmd7-End Cmdl9-Cancel COPR IBM Corp. 1986

3. On display 2.0, enter information to define the phone list to be created.

4 B )

2.0 X.25 PHONE LIST MEMBER SELECTION

Create an asynchronous PAD phone list

1. Phone list mame . . . . . . . . . ¢ ¢ 4 e e e e e e e

2. Phone list library name . . . . .

Cmd7-End Cmdl9-Cancel COPR IBM Corp. 1986

\ )

1. Phone list name: Specify the name of the phone list
member.

2. Phone list library name: Specify the name of the library
that contains the phone list.

B-2  Using the Asynchronous Communications Support



4. On display 3.0, specify the list of network addresses and the number of
times you want each address to be called.

\

.0 X.25 DEFINE PHONE LIST w*

Create an asynchronous PAD phone list

NETWORK ADDRESS RETRY VALUE
1-15 Digits,I,D 1-255
(RARRRRARRRERRE Il
(RERERRERRRERER I
(RN RNR R I
(EERRERERRRRERE! I
Cmd7-End Cmdl9-Cancel Enter-Update Roll-Page COPR IBM Corp. 1986

e Network address: Specify the address of the network to be called.
You can enter up to 15 digits for each address. To add a new entry,
enter an I in the leftmost position of this field. To delete the
current entry, enter a D in the leftmost position of this field.

e Retry value: Specify the number of times the address should be
called.

At this point you have completed defining the phone list.
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Appendix C. Establishing a Communications Link
To use the communications support on your system, you need to establish a
communications link between your system and another location.
This appendix contains the form that you should fill in so your users know
the steps to use to establish a communications link with the
communications support that is on your system.
See the System Messages manual for an explanation of messages received.
The steps you can take to determine the cause of a problem for

communications lines are described in the manual System Problem
Determination.
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Using Asynchronous Communications Support

To Establish the Communications Link

At a display station, perform the following steps:

To End the Communications Link

At a display station, perform the following steps:
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Glossary

#LIBRARY. The library, provided with the system,
that contains the System Support Program Product.
See system library.

abnormal termination. A system failure or
operator action that causes a job to end
unsuccessfully.

access. To go to or reach; to get at.

access method. The way that records in files are
referred to by the system. The reference can be
consecutive (records are referred to one after
another in the order in which they appear in the
file), or it can be random (the individual records can
be referred to in any order).

acquire. To assign a display station or session to a
program.

acquired session. A session that has been started
by a System/36 program using an acquire operation,
or in BASIC, using an OPEN statement.

adapter. See communications adapter.

address pool. In data communications, a
collection of multipoint addresses. Each address
can be associated with an individual SSP-ICF
session.

addressing. (1) In data communications, the way
that the sending or control station selects the
station to which it is sending data. (2) A means of
identifying storage locations.

advanced program-to-program communications
(APPC). Communications support that allows
System/36 to communicate with other systems
having the same support. APPC is the way that
System/36 puts the IBM SNA LU-6.2 protocol into
effect.

Advanced Peer-to-Peer Networking (APPN). A
communications feature that routes data in a
network between two or more APPC systems that
are not directly attached. See also node and
network node.

alert. An error message sent to the system services
control point (SSCP) at a host system. On
System/36, the problem management portion of the
Communications and Systems Management feature
is used to generate and send alerts.

allocate. To assign a resource, such as a disk file
or a diskette file, to perform a specific task.

alphabetic character. Any one of the letters A
through Z (uppercase and lowercase). Some
program products extend the alphabet to include the
special characters #, $, and @.

alphameric. Consisting of letters, numbers, and
often other symbols, such as punctuation marks and
mathematical symbols.

alphanumeric. See alphameric.

American National Standard Code for
Information Interchange (ASCII). The code
developed by ANSI for information interchange
among data processing systems, data
communications systems, and associated equipment.
The ASCII character set consists of 7-bit control
characters and symbolic characters.

American National Standards Institute
(ANSI). An organization sponsored by the
Computer and Business Equipment Manufacturers
Association for establishing voluntary industry
standards.

ANSI. See American National Standards Institute
(ANSI).

APAR. See authorized program analysis report
(APAR).

APPC. See advanced program-to-program
commaunications (APPC).

APPN. See Advanced Peer-to-Peer Networking
(APPN).
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application program. A program used to perform
an application or part of an application.

ASCII. See American National Standard Code for
Information Interchange (ASCII).

assembler. A program that converts assembler
language statements to machine instructions.

assembler instruction statement. A statement
that controls what the assembler does, rather than
what the user program does.

assembler language. A symbolic programming
language in which the set of instructions includes
the instructions of the machine and whose data
structures correspond directly to the storage and
registers of the machine.

asynchronous transmission. In data
communications, a method of transmission in which
the bits included in a character or block of
characters occur during a specific time interval.
However, the start of each character or block of
characters can occur at any time during this
interval. Contrast with synchronous transmission.

attribute. A characteristic. For example, an
attribute for a displayed field could be blinking.

authorized program analysis report (APAR). A
request for correction of a defect in a current
release of an IBM-supplied program.

autoanswer. In data communications, the ability
of a station to receive a call over a switched line
without operator action. Contrast with manual
answer.

autocall. In data communications, the ability of a
station to place a call over a switched line without
operator action. Contrast with manual call.

autocall unit. A common carrier device that
allows System/36 to automatically call a remote
location.

automatic reconnect. An option specified during
system configuration that allows a remote work
station controller to be reconnected automatically
on a switched or nonswitched line.

BASIC (beginner’s all-purpose symbolic
instruction code). A programming language
designed for interactive systems and originally
developed at Dartmouth College to encourage
people to use computers for simple problem-solving
operations.
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batch. Pertaining to activity involving little or no
operator action. Contrast with interactive.

batch BSC. The System Support Program Product
support that provides data communications with
BSC computers and devices via the RPG T
specification or the assembler $DTFB
macroinstruction.

batch processing. A processing method in which
a program or programs process records with little or
no operator action. Contrast with interactive
processing.

binary. (1) Pertaining to a system of numbers to
the base two; the binary digits are 0 and 1. (2)
Involving a choice of two conditions, such as on-off
or yes-no.

bind command. An SNA command used to define
the protocols for a session. Contrast with unbind
command.

bit. Either of the binary digits 0 or 1. See also
byte.

bps. Bits per second.

buffer. (1) A temporary storage unit, especially
one that accepts information at one rate and
delivers it at another rate. (2) An area of storage,
temporarily reserved for performing input or output,
into which data is read or from which data is
written.

byte. The amount of storage required to represent
one character; a byte is 8 bits.

cable thru. A standard function or special feature
that allows multiple work stations to be attached to
a particular line.

call. (1) To activate a program or procedure at its
entry point. Compare with load. (2) In data
communications, the action necessary in making a
connection between two stations on a switched line.

cancel. To end a task before it is completed.

carriage return character (CR). A format
effector that causes the print or display position to
move to the first position on the same line.

carrier. A continuous frequency that can be
modulated with a second (information-carrying)
signal.

CCITT. Consultative Committee on International
Telegraphy and Telephone.



character. A letter, digit, or other symbol.

character key. A keyboard key that allows the
user to enter the character shown on the key.
Compare with command key and function key.

COBOL (common business-oriented language).
A high-level programming language, similar to
English, that is used primarily for commercial data
processing.

code. (1) Instructions for the computer. (2) To
write instructions for the computer. Same as
program. (3) A representation of a condition, such
as an error code.

command. A request to the system to perform an
operation or a procedure.

command key. A keyboard key that is used to
request specific programmed actions. Compare with
character key and function key.

communications. See data communications.

communications adapter. A hardware feature
that enables a computer or device to become a part
of a data communications network.

communications line. The line over which data
communications takes place; for example, a
telephone line.

communications link. See data link.

communications security. A System Support
Program Product option that allows the identity of
a remote location to be verified before that location
can run programs on your system.

communications subsystem. See subsystem.

condition. An expression in a program or
procedure that can be evaluated to a value of either
true or false when the program or procedure is
running.

configuration. The group of machines, devices,
and programs that make up a data processing
system. See also system configuration.

constant. A data item with a value that does not
change. Contrast with variable.

control station. The primary or controlling
computer on a multipoint line. The control station
controls the sending and receiving of data.

current library. The first library searched for any
required members. The current library can be
specified during sign-on or while running programs
and procedures.

cursor. A movable symbol on a display, used to
indicate to the operator where to type the next
character.

data area. A storage area used by a program or
device to hold information.

data circuit-terminating equipment (DCE). The
equipment installed at the user’s location that
provides all the functions required to establish,
maintain, and terminate a connection, and the
signal conversion and coding between the data
terminal equipment (DTE) and the line.

data communications. The transmission of data
between computers and/or remote devices (usually
over a long distance).

data link. The equipment and rules (protocols)
used for sending and receiving data.

data link escape (DLE) character. In BSC, a
transmission control character usually used in
transparent text mode to indicate that the next
character is a transmission control character.

data management. See disk data management.
data mode. In data communications, a time during
which BSC is sending or receiving characters on the

communications line.

data stream. All information (data and control
information) transmitted over a data link.

data terminal equipment (DTE). The data
processing unit that uses communications lines.

DCE. See data circuit-terminating equipment
(DCE).

debug. To detect, locate, and remove errors from a
program.

decimal. (1) Pertaining to a system of numbers to
the base ten; decimal digits range from 0 through 9.
(2) A proper fraction in which the denominator is a
power of 10.

default. See default value.

default value. A value stored in the system that is
used when no other value is specified.
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define-the-file. A control block containing
information that is passed between data
management routines and users of the data
management routines.

delete. To remove. For example, to delete a file.

disable. In interactive communications, to end a
subsystem and free the area of main storage used by
that subsystem. Contrast with enable.

disk data management. The System Support
Program Product support that processes a request to
read or write data.

display. (1) A visual presentation of information
on a display screen. (2) To show information on the
display screen.

display station. A device that includes a keyboard
from which an operator can send information to the
system and a display screen on which an operator
can see the information sent to or the information
received from the system.

DLE. See data link escape (DLE) character.
DTE. See data terminal equipment (DTE).
DTF. See define-the-file.

duplex. Pertains to communications in which data
can be sent and received at the same time. Same as
full duplex. Contrast with half duplex.

EBCDIC. See extended binary-coded decimal
interchange code (EBCDIC).

EBCDIC character. Any one of the symbols
included in the 8-bit EBCDIC set.

eight-line communications adapter/attachment
(ELCA). A feature that allows up to eight
communication lines to be connected to a 5360
System Unit.

ELCA. See eight-fine communications
adapter/attachment (ELCA).

enable. In interactive communications, to load and
start a subsystem. Contrast with disable.

enter. To type in information from a keyboard and
press the Enter key in order to send the information

to the computer.

error code. See system reference code.
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evoke. To start a program or procedure so that it
can communicate with your program.

expression. A representation of a value. For
example, variables and constants appearing alone or
in combination with operators.

extended binary-coded decimal interchange
code (EBCDIC). A set of 256 eight-bit characters.

feature. A programming or hardware option,
usually available at an extra cost. For example,
Communications is a feature of the System Support
Program Product.

field. One or more characters of related
information (such as a name or an amount).

file. A set of related records treated as a unit.

file name. The name used by a program to identify
a file. See also label.

first-level message. A message that is issued
immediately when an error occurs. See also
second-level message.

folder. A named area on disk that contains
documents, profiles, mail, or data definitions.
Compare with library.

full duplex. Same as duplex.

function key. A keyboard key that requests an
action but does not display or print a character.

The cursor movement and Help keys are examples of
function keys. Compare with command key and
character key.

function management header. In SNA, a special
record or part of a record that contains control
information for the data that follows.

generic remote location. A remote location name
that is reserved for calls from any remote location
defined by the DEFINLOC procedure to an
asynchronous subsystem.

half duplex. Pertains to communications in which
data can be sent in only one direction at a time.
Contrast with duplex.

Help key. A function key that, when pressed,
displays online information or some part of the
system help support.

help text. The part of the system help support that
offers additional information about displays and
messages.



hex. See hexadecimal.

hexadecimal. Pertaining to a system of numbers
to the base sixteen; hexadecimal digits range from 0
(zero) through 9 (nine) and A (ten) through F
(fifteen).

host system. The primary or controlling computer
in a communications network. See also control
station.

I/O. See input/output (I/0).

identifier. (1) A sequence of bits or characters
that identifies a program, device, or system to
another program, device, or system. (2) In COBOL,
a data name that is unique or is made unique by the
correct combination of qualifiers, subscripts, or
indexes.

informational message. A message that provides
information to the operator, but does not require a
response.

initial program load (IPL). The process of
loading the system programs and preparing the
system to run jobs.

input. Data to be processed.

input/output (I/0). Pertaining to either input or
output, or both.

interactive. Pertaining to activity involving
requests and replies as, for example, between an
operator and a program or between two programs.
Contrast with batch.

interactive communications feature (SSP-ICF).
A feature of the System Support Program Product
that allows a program to interactively communicate
with another program or system.

interactive processing. A processing method in
which each operator action causes a response from
the program or the system. Contrast with batch
processing.

interactive terminal facility (ITF). An
asynchronous communications feature that allows a
System/36 to communicate with applications that
can send and receive data such as electronic mail,
memos, library members, and data files.

invite. To ask for input data from either a display
station or an SSP-ICF session.

IPL. See initial program load (IPL).

job. (1) A unit of work to be done by a system. (2)
One or more related procedures or programs
grouped into a procedure.

job step. A unit of work represented by a single
program or a procedure that contains a single
program. A job consists of one or more job steps.

key. One or more characters used to identify the
record and establish the record’s order within an
indexed file.

label. (1) The name in the disk or diskette volume
table of contents or on a tape that identifies a file.
See also file name. (2) The name that identifies a
statement.

LAN. See local area network (LAN).

library. (1) A named area on disk that can contain
programs and related information (not files). A
library consists of different sections, called library
members. Compare with folder. (2) The set of
publications for a system.

library member. A named collection of records or
statements in a library. The types of library
members are load member, procedure member, source
member, and subroutine member.

library member subtype. A specific classification
of a library member type. For example, a source
member can be identified as a COBOL source
member or a DFU source member.

licensed program. An IBM-written program that
performs functions related to processing user data.

link level. A part of Recommendation X.25 that
defines the link protocol used to get data into and
out of the network across the full-duplex link
connecting the subscriber’s machine to the network
node. LAP and LAPB are the link access protocols
recommended by the CCITT.

link protocol. See link level.

load. (1) To move data or programs into storage.
(2) To place a diskette into a diskette drive or a
diskette magazine into a diskette magazine drive.
(3) To insert paper into a printer. (4) To mount a
tape or insert a tape cartridge into a tape drive.

load member. A library member that contains
information in machine language, a form that the
system can use directly. Contrast with source
member.
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load module. A program in a form that can be
loaded into main storage and run. The load module
is the output of the overlay linkage editor.

local. Pertaining to a device, file, or system that is
accessed directly from your system, without the use
of a communications line. Contrast with remote.

local area network (LAN). The physical
connection among devices located on the same
premises for information transfer.

log. (1) To record; for example, to log all messages
on the system printer. (2) See mail log.

logical channel. In a packet switching data
network, a path over which data packets flow
between the sending data terminal equipment and
the network, and between the network and the
receiving data terminal equipment.

mail log. A record of all the mail sent or received
by a user.

manual answer. In data communications, a line
type requiring operator actions to receive a call
over a switched line. Contrast with autoanswer.

manual call. In data communications, a line type
requiring operator actions to place a call over a
switched line. Contrast with autocall.

menu. A displayed list of items from which an
operator can make a selection.

message. (1) Information sent to one or more
users or display stations from a program or another
user. A message can be either displayed or printed.
(2) An indication of the condition of the system sent
by the system. (3) For IMS/IRSS, a unit of data sent
over the communications line.

message identification. A field in the display or
printout of a message that directs the user to the
description of the message in a message guide or a
reference manual. This field consists of up to four
alphabetic characters, followed by a dash, followed
by the message identification code.

message identification code (MIC). A four-digit
number that identifies a record in a message
member. This number can be part of the message
identification.

MIC. See message identification code (MIC).

MLCA. See multiline communications
adapter|attachment (MLCA).
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modem. See modulator-demodulator (modem,).

modified data tag. A bit in each input field that,
when set, causes that field to be transferred to the
host system.

modulation. Changing the frequency or size of
one signal by using the frequency or size of another
signal.

modulator-demodulator (modem). A device that
converts data from the computer to a signal that
can be transmitted on a communications line, and
converts the signal received to data for the
computer.

multiline communications adapter/attachment
(MLCA). A feature that allows up to four
communication lines to be connected to System/36
with a 5360 or 5362 System Unit.

multipoint. In data communications, pertains to a
network that allows two or more stations to
communicate with a single system on one line.

network. A collection of data processing products
connected by communications lines for information
exchange between stations.

network node. A node which is capable of
performing the intermediate routing functions,
directory services, and route selection services in an
APPC network.

node. (1) An addressable location in a
communications network that provides host
processing services. (2) A point where packets are
received, sorted, and forwarded to another node (or
DTE) according to a routing method the network
has defined.

node identification. A string of characters that
identifies a node to the system.

nonswitched line. A connection between
computers or devices that does not have to be
established by dialing. Contrast with switched line.

numeric. Pertaining to any of the digits 0 through
9.

offline. Neither controlled directly by, nor
communicating with, the computer, or both.
Contrast with online.

online. Being controlled directly by, or directly
communicating with, the computer, or both.
Contrast with offline.



operation. A defined action, such as adding or
comparing, performed on one or more data items.

operation code. (1) A code used to represent the
operations of a computer. (2) In SSP-ICF, a code
used by a System/36 application program to request
SSP-ICF data management and/or the subsystem to
perform an action. For example, the operation
$$SEND asks that data be sent.

operation control language (OCL). A language
used to identify a job and its processing
requirements to the System Support Program
Product.

optional network facilities. Facilities a packet
switching data network user may request when
establishing a virtual circuit. See also reverse
charging, closed user group, and throughput class
negotiation.

output. The result of processing data.

packet. A data transmission information unit. It
has a header on the front that indicates the
destination of the packet. Commonly used data field
lengths in packets are 128 or 256 bytes.

packet assembly/disassembly (PAD). A
functional unit that enables data terminal
equipment (DTEs) not equipped for packet switching
to access a packet-switched network.

packet level. A part of Recommendation X.25 that
defines the protocol for establishing logical
connections between two DTEs and for transferring
data on these connections.

packet switching. The act of transferring and
routing packets from source to destination based on
information contained in their headers.

packet switching data network (PSDN). A
communications network that uses packet switching
as a means of transmitting data.

packet window. A specified number of packets
that can be sent by the DTE before it receives an
acknowledgement.

PAD. See packet assembly|/disassembly (PAD).

parameter. A value supplied to a procedure or
program that either is used as input or controls the
actions of the procedure or program.

password. A string of characters that, when
entered along with a user ID, allows an operator to
sign on to the system.

password security. A System Support Program
Product option that helps prevent the unauthorized
use of a display station, by checking the password
entered by each operator at sign-on.

permanent virtual circuit (PVC). A virtual
circuit that has a logical channel permanently
assigned to it at each DTE. The usual call
establishment protocol is therefore not required.

phone list. A list of telephone numbers to be
called using a communications program and the
autocall or X.25 feature.

physical connection. See physical level (X.25).

physical level (X.25). A standard that defines the
electrical, physical, functional, and procedural
methods used to control the physical link running
between the DTE and the DCE.

point-to-point line. A communications line that
connects a single remote station to a computer.

procedure. A set of related operation control
language statements (and, possibly, utility control
statements and procedure control expressions) that
cause a specific program or set of programs to be
performed.

procedure command. A command that runs a
procedure.

procedure member. A library member that
contains the statements (such as operation control
language statements) necessary to perform a
program or set of programs.

program. (1) A sequence of instructions for a
computer. See source program and load module. (2)
To write a sequence of instructions for a computer.
Same as code.

program product. A licensed program for which a
fee is charged.

prompt. A displayed request for information or
operator action.

protocol. A set of rules governing the
communication and transfer of data between two or
more devices in a communications system.

PSDN. See packet switching data network (PSDN).

receive time-out. In data communications, the
result of no data being received in a given period of
time.
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Realtime Interface Co-Processor. A feature that
allows up to three communications lines to be
connected to a System/36 with a 5364 System Unit.

Recommendation X.25. A document, CCITT
Recommendation X.25, that outlines standards for
the connection of processing equipment to a packet
switching data network.

remote. Pertaining to a device, file, or system that
is accessed by your system through a
communications line. Contrast with local.

remotely started session. A session started by an
incoming procedure start request from the remote
system. Contrast with acquired session.

return code. In data communications, a value
generated by the system or subsystem that is
returned to a program to indicate the results of an
operation issued by that program.

reverse charging. A packet switching data
network optional facility. It enables the DTE to
request that the cost of a communications session it
initiates be charged to the DTE that is called. See
also optional network facilities.

rotary dial. (1) In a switched system, the
conventional dialing method that creates a series of
pulses to identify the called station. (2) A function
of the System/36 PAD support that automatically
calls X.25 network addresses specified in a
sequentially ordered phone list.

routine. A set of statements in a program that
causes the system to perform an operation or a
series of related operations.

RPG. A programming language specifically
designed for writing application programs that meet
common business data processing requirements.

run. To cause a program, utility, or other machine
function to be performed.

RWS. Remote work station.

second-level message. A message that supplies
additional information about an error condition
when the Help key is pressed for a first-level
message. See also first-level message.

session. (1) The logical connection by which a
System/36 program or device can communicate with
a program or device at a remote location. (2) The
length of time that starts when an operator signs on
the system and ends when the operator signs off the
system.
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sign off. To end a session at a display station.

sign on. (Verb) To begin a session at a display
station.

sign-on. (Noun) The action an operator uses at a
display station in order to begin working at the
display station.

single line communications adapter/attachment
(SLCA). In data communications, a feature that
allows a single communications line to be connected
to System/36.

SLCA. See single line communications
adapter/attachment (SLCA).

source member. A library member that contains
information in the form in which it was entered,
such as RPG specifications. Contrast with load
member.

source program. A set of instructions that are
written in a programming language and that must
be translated to machine language before the
program can be run.

SSCP. See system services control point (SSCP).
SSP. See System Support Program Product (SSP).

SSP-ICF. See interactive communications feature
(SSP-ICF).

statement. An instruction in a program or
procedure. (COBOL) A syntactically valid
combination of words and symbols, beginning with a
verb, that is written in the Procedure Division.

station. A computer or device that can send or
receive data.

status. A condition. For example, the status of a
printer, a job, or a communications line.

subroutine. A group of instructions that can be
called by another program or subroutine.

subroutine member. A library member that
contains information that must be combined with
one or more members before being run by the
system.

subsystem. The part of communications that
handles the requirements of the remote system,
isolating most system-dependent considerations from
the application program.

subtype. See library member subtype.



switched line. In data communications, a
connection between computers or devices that is
established by dialing. Contrast with nonswitched
line.

switched virtual circuit (SVC). A virtual circuit
that is requested from the network through a
virtual call. It is released when the virtual circuit
is cleared.

synchronous. Occurring in a regular or
predictable sequence.

synchronous transmission. In data
communications, a method of transmission in which
the sending and receiving of characters is
controlled by timing signals. Contrast with
asynchronous transmission.

system. The computer and its associated devices
and programs.

system configuration. A process that specifies
the machines, devices, and programs that form a
particular data processing system.

system library. The library, provided with the
system, that contains the System Support Program
Product and is named #LIBRARY.

system program. An IBM-supplied program that
is installed on the system. The System Support
Program Product (SSP) is an example.

system reference code. A four-character code
that contains information for a service
representative. This code either is provided as part
of a message or is displayed on the control panel.

system services control point (SSCP). A focal
point within an SNA network for managing the
configuration, coordinating network operator and
problem determination requests, and providing
directory support and other session services for
network users.

System Support Program Product (SSP). A
group of licensed programs that manage the running
of other programs and the operation of associated
devices, such as the display station and printer.

The SSP also contains utility programs that perform
common tasks, such as copying information from
diskette to disk.

system unit. The part of the system that contains
the processing unit, the control panel, the disk drive
and the disk, and either a diskette drive or a
diskette magazine drive.

temporary-text-delay (TTD) character. A BSC

transmission control character that indicates to the
receiving station that there is a temporary delay in
the transmission of data.

terminal. In data communications, a device,
usually equipped with a keyboard and a display
device, capable of sending and receiving information
over a communications line.

transparent text mode. A mode that allows BSC
to send and receive messages containing any of the
256 character combinations in hexadecimal,
including transmission control characters.

unbind command. An SNA command used to
reset the protocols for a session. Contrast with
bind command.

unique. The only one.
user ID. See user identification (user ID).

user identification (user ID). A string of
characters that identifies a user to the system.

valid. (1) Allowed. (2) True, in conforming to an
appropriate standard or authority.

variable. A name used to represent a data item
whose value can change while the program is
running. Contrast with constant.

virtual circuit. A logical connection established
between two DTEs. It can be permanent, that is,
defined when you subscribe to your network port, or
it can be dynamically established when creating a
switched virtual circuit.

volume table of contents (VTOC). An area on a
disk or diskette that describes the location, size, and
other characteristics of each file, library, and folder
on the disk or diskette.

VTOC. See volume table of contents (VTOC).

work station. A device that lets people transmit
information to or receive information from a
computer; for example, a display station or printer.

X.21. In data communications, a specification of
the CCITT that defines the connection of data
terminal equipment to an X.21 (public data)
network.

X.21 feature. The feature that allows System/36 to
be connected to an X.21 network.
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X.21 short hold mode. An option specified during
system configuration that allows a circuit switched
line to be disconnected when the line is not active.
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X.25. In data communications, a specification of
the CCITT that defines the interface to an X.25
(packet switching) network.

X.75. A standard that defines ways of
interconnecting two X.25 networks.
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release operation 3-29
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detailed descriptions of 3-31
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no data received codes (03xx) 3-38
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permanent session error codes (81xx) 3-43
recoverable session error codes (83xx) 3-47
stop or disable pending codes (02xx) 3-37
SESSION statement
description 3-6
syntax diagram 3-6
set timer operation, description 3-30
SETCOMM procedure 2-11
setting up 2-1
starting sessions
acquire operation 3-13
communications 3-5
procedure start request 3-7
subsystem attributes, configuration displays 2-4
subsystem member attributes 2-10
subsystem member configuration displays 2-4
SYMID parameter 3-13
SYMID parameter on SESSION statement 3-6
syntax diagrams, SESSION statement 3-6
user-supplied data, evoke operations 3-16
asynchronous communications support
and PSDNs 1-1
introduction 1-1
parts of 1-1
asynchronous communications support
subsystem, introduction 1-1
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facility 4-5
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attribute, definition G-2
authorized program analysis report,
definition G-2
autoanswer, definition G-2
autocall unit, definition G-2
autocall, definition G-2
automatic reconnect, definition G-2

B

BASIC (beginner’s all-purpose symbolic
instruction code), definition G-2

BASIC coding examples for asynchronous
communications 3-19

batch BSC, definition G-2

batch processing, definition G-2

batch, definition G-2



binary, definition G-2
bind command, definition G-2
bit, definition G-2
blank fields on configuration displays 2-3
bps, definition G-2
break signal
fail operation 3-23
sent using ITF 4-8
buffer, definition G-2
byte, definition G-2

C

cable thru, definition G-2
call, definition G-2
cancel
definition G-2
operation description 3-14
carriage return character (CR)
ITF appends 4-9
carriage return character, definition G-2
carrier, definition G-2
CCITT recommendations

X.28 A-1, A3
X.29 A1, A6
X.3 Al

character key, definition G-3
character, definition G-3
charts, summary of input/output
operations 3-31
CNFIGICF procedure
default values 2-3
description 2-1
prompting facilities 2-1
sample values 2-3
sequence of displays 2-1
COBOL (common business-oriented language),
definition G-3
COBOL SUBRAL1 subroutine
SUBRA1 39
code, definition G-3
coding examples
$EVOK macro 3-18
$WSIO macro 3-17
RPG II evoke operations 3-22
WRITE statement (COBOL) 3-20
combined input/output operations summary
charts 3-31
command keys
definition G-3
interactive terminal facility 4-6, 4-7
command, definition G-3

communications
problem determination C-1
using C-1
communications adapter, definition G-3
communications line, definition G-3
communications lines
line number specified on ENABLE
command 3-3
physical changes requiring configuration
changes 2-11
types supported for asynchronous
communications 1-6
communications link
establishing C-2
establishing a C-1
establishing for
problem determination C-1
communications link, definition G-3
communications networks, example 1-4
communications security, definition G-3

communications subsystem, definition G-3

communications, definition G-3
communications, establishing by ENABLE
procedure 3-1

condition, definition G-3
configuration

modifying attributes of 2-11

prompting facilities 2-3
configuration displays

blank fields (underscores) 2-3

default values 2-3

explanation of 2-3

introduction 2-1

sample values 2-3

sequence diagram 2-1

subsystem member displays 2-4
configuration member, modifying its

attributes 2-11

configuration, definition G-3
configurations, examples of 1-4
constant, definition G-3
control characters, sent using ITF 4-8
control station, definition G-3
current library, definition G-3
cursor, definition G-3

D

data area, definition G-3

data circuit-terminating equipment,
definition G-3

data communications, definition G-3
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data files, sending and receiving 4-9, 4-13
data link escape (DLE) character,
definition G-3
data link, definition G-3
data management, definition G-3
data mode, definition G-3
data stream, definition G-3
data terminal equipment, definition G-3
DCE
See data circuit-terminating equipment
debug, definition G-3
decimal, definition G-3
default values
configuration displays 2-3
definition G-3
default, definition G-3
define-the-file
definition G-4
DTF 3-8
DEFINLOC procedure 2-12
delete, definition G-4
determination, problem
communications C-1
DISABLE procedure command
functions performed by 3-4
syntax diagram of 3-5
disable, definition G-4
disabling a subsystem 3-4
disk data management, definition G-4
display station, definition G-4
displaying subsystem attributes, using ENABLE
procedure 2-11
displays
Asynchronous Configuration Member Type
(5.0) 26
Asynchronous Subsystem Attributes (60.0) 2-10
definition G-4
explanation of configuration 2-3
ITF Data Entry Display 4-2
ITF Password Display 4-6
ITF Phone List Display 4-3
main menu 4-5
Remote Location Definition (1.0) 2-12
Remote Location Selection (29.0) 2-8
SSP-ICF Configuration Member Definition
(1.0) 24
SSP-ICF Configuration Member Type (2.0) 2-5
Start Send/Receive Process
data files 4-13
DW/36 documents 4-16
library members 4-10, 4-11, 4-12
uses of 4-9
Subsystem Member Definition (25.0) 2-7
DLE
See data link escape character
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documents

receiving DW/36 4-17

sending DW/36 4-16
DTE

See data terminal equipment
DTF

See define-the-file
duplex, definition G-4
DW/36 document files, sending 4-17
DW/36 documents

receiving 4-17

sending 4-9, 4-16

E

EBCDIC
See extended binary-coded decimal interchange
code
EBCDIC character, definition G-4
echo, interactive terminal facility setting on
and off 4-5
editing a member 2-11
eight-line communications adapter/attachment
asynchronous communications 1-6
definition G-4
ELCA
eight-line communications adapter
See attachment
ENABLE command, interactive terminal
facility 4-1
ENABLE procedure command
description 3-1
line number parameter 3-3
syntax diagram of 3-3
unmatched line types 3-2
ENABLE procedure, for displaying subsystem
attributes 2-11
enable, definition G-4
end of session operation 3-15
enter, definition G-4
error code, definition G-4
establishing a communications link C-2
evoke operations
assembler macros 3-17
BASIC 3-19
BASIC coding examples 3-19
chart of 3-16
COBOL 3-20
description 3-16
optional data, types of 3-16
programming considerations 3-16
RPGII 3-21
types of 3-16
WRITE statement (BASIC) examples 3-19



evoke parameter list
BASIC 3-19
COBOL 3-20
description 3-16
RPGII 3-21
evoke, definition G-4
examples
$EVOK macro (assembler) 3-18
$WSIO macro (assembler) 3-17
communications network 1-4
network configuration 1-4
RPG II evoke operation 3-22
WRITE statement (COBOL evoke
operation) 3-20
expression, definition G-4
extended binary-coded decimal interchange
code, definition G-4

F

fail operation 3-23

feature, definition G-4

field, definition G-4

file name, definition G-4

file transfer subroutines, introduction 1-1
file, definition G-4

files of documents, sending DW/36 4-17
first-level message, definition G-4
folder, definition G-4

full duplex, definition G-4

function key, definition G-4

function management header, definition G-4

G

generic remote location, definition G-4
get attributes operation

description 3-24

status information 3-25
get operation 3-24

H

half duplex, definition G-4
headers
BGU format members 4-12
documents 4-12
procedure members 4-12
screen format members 4-12

headers (continued)

TMS source members 4-12
Help key, definition G-4
help text, definition G-4
hex

See hexadecimal
hexadecimal, definition G-5
host system, definition G-5

1]

I/0

See input/output
identifier, definition G-5
informational message, definition G-5
initial program load (IPL), definition G-5
input/output (I/0), definition G-5

input/output operations, summary charts 3-31

input, definition G-5
Interactive Communications Feature
(SSP-ICF), definition G-5
interactive processing, definition G-5
interactive terminal facility
adding a remote location 4-3
asynchronous terminal 4-5
beginning 4-2
command keys 4-6, 4-7
connecting to a remote location 4-3
data files, record lengths 4-13
deleting a remote location 4-3
description and capabilities 4-1
echo 4-5
ENABLE command 4-1
header building 4-12
introduction 1-2
ITF Data Entry Display
command keys 4-6, 4-7
entering messages on it 4-5
introduction 4-2
selecting functions 4-5
sending password 4-6
starting ITF 4-2
switched connections 4-6
ITF Password Display 4-6
ITF Phone List Display 4-3
list of phone numbers 4-3
main menu 4-5
messages 4-13, 4-16, 4-17
receiving DW/36 documents 4-17
redialing last called phone number 4-7
remote location 4-1
restrictions for making a connection 4-3
returning to ITF Data Entry Display 4-7
sending a break signal 4-8
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interactive terminal facility (continued)
sending and receiving data files 4-9, 4-13
sending and receiving library members 4-9
sending control characters 4-8
sending data 4-7
sending DW/36 documents 4-9
signing on 4-2
Start Send/Receive Process display
data files 4-13
DW/36 documents 4-16
library members 4-10, 4-11, 4-12
uses of 4-9
starting 4-1
interactive terminal facility, definition G-5
interactive terminal facilityappends
carriage return character (CR) 4-9
interactive, definition G-5
introduction
asynchronous communications subsystem 1-3
asynchronous communications support 1-1
asynchronous communications support
subsystem 1-1
file transfer subroutines 1-1
interactive terminal facility 1-2
invite operation 3-25
invite, definition G-5
IPL
See initial program load
ITF
See interactive terminal facility
ITF Data Entry Display
command keys 4-6, 4-7
interactive terminal facility 4-2, 4-5

job step, definition G-5
job, definition G-5

K

key, definition G-5
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label, definition G-5
LAN, definition G-5
languages, asynchronous communications
subsystem 1-3
library member subtype, definition G-5
library member, definition G-5
library members
sending and receiving
interactive terminal facility member
selection 4-9, 4-10, 4-11, 4-12
using ITF 4-1
library, definition G-5
licensed program, definition G-5
line attributes, modified by editing
member 2-11
line member
associated with subsystem member 2-7
configured before subsystem member 2-1
modifying its attributes 2-1
shared by subsystems 2-1
line number (specified on ENABLE
command) 3-3
link level, definition G-5
link protocol, definition G-5
link, establishing a communications C-1
load member, definition G-5
load module, definition G-6
load, definition G-5
local area network (LAN), definition G-6
local, definition G-6
LOCATION parameter on SESSION
statement 3-6
log, definition G-6
logical channel, definition G-6

M

mail log, definition G-6
manual answer, definition G-6
manual call, definition G-6
menu, definition G-6
message identification code (MIC),
definition G-6

message identification, definition G-6
message, definition G-6
messages, interactive terminal facility 4-13
MIC

See message identification code



MLCA 1-6

See also multiline communications

adapter/attachment

four communications lines 1-6

two communications lines 1-6
modem, definition G-6
modified data tag, definition G-6
modifying a configuration member 2-11
modulation, definition G-6
modulator-demodulator

See modem
multiline communications adapter/attachment

(MLCA), definition G-6

multipoint, definition G-6

N

network configuration example 1-4
network node, definition G-6
network, definition G-6

node identification, definition G-6
node, definition G-6

nonswitched line, definition G-6
numeric, definition G-6

o

OCL

See operation control language
offline, definition G-6
online, definition G-6
OPEN statement example (BASIC) 3-13
operation code, definition G-7
operation control language (OCL),

definition G-7

operation, definition G-7
optional network facilities, definition G-7
output, definition G-7

P

packet assembler/disassembler
interactive terminal facility 4-2
network configuration example 1-4
packet assembly
disassembly, definition G-7
packet level, definition G-7

packet switched data network 1-4
packet switched data network, interactive
terminal facility 4-2
packet switching data network (PSDN),
definition G-7
packet switching, definition G-7
packet window, definition G-7
packet, definition G-7
PAD
See packet assembler/disassembler
PAD emulation

X.28 A-1, A3
X.29 A, A6
X3 A1l

PAD messages A-6

PAD parameters A-1

PAD, definition G-7

parameter list, SUBRA1 subroutine 3-10
parameter, definition G-7

password security, definition G-7
password, definition G-7

passwords, interactive terminal facility 4-6

permanent virtual circuit (PVC),
definition G-7
phone list, definition G-7
physical connection, definition G-7
physical level (X.25), definition G-7
point-to-point line, definition G-7
problem determination for
communications C-1
procedure command, definition G-7
procedure member, definition G-7
procedure start request
description 3-7
PDATA parameter 3-7
starts a session 3-5
procedure, definition G-7
program product, definition G-7
program, definition G-7
programming considerations
asynchronous communications subsystem
communications operations 3-8
programming languages, asynchronous
communications subsystem 1-3
prompt, definition G-7
prompting facilities 2-3
protocol, definition G-7
PSDN
See packet switched data network
put operation 3-26
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Realtime Interface Co-Processor
three communications lines 1-6
two communications lines 1-6
Realtime Interface Co-Processor,
definition G-8
receive time-out, definition G-7
Recommendation X.25, definition G-8
release operation 3-29
remote location
adding an interactive terminal facility 4-3
connecting an interactive terminal facility 4-3
deleting an interactive terminal facility 4-3
listed by DEFINLOC procedure 2-12
name defined on display 29.0 2-8
specified on SESSION statement 3-6
remote system attributes, remote system
name 2-9
remote system name, remote system selection
(display 12.5) 2-9
remote work station
See RWS
remote, definition G-8
remotely started session, definition G-8
remotely started sessions 3-5
retrying unsuccessful operations, set timer
operation 3-30
return code, definition G-8
return codes
acquire operation error codes (82xx) 3-44
detailed descriptions of 3-31
miscellaneous program error codes
(0412-3401) 3-39
new requester codes (01xx) 3-34
no data received codes (03xx) 3-38
normal completion codes (00xx) 3-32
permanent session error codes (81xx) 3-43
recoverable session error codes (83xx) 3-47
stop or disable pending codes (02xx) 3-37
reverse charging, definition G-8
rotary dial B-1
rotary dial, definition G-8
routine, definition G-8
RPG II SUBRAI1 subroutine, SUBRA1 3-9
RPG, definition G-8
run, definition G-8
RWS, definition G-8
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sample values, configuration displays 2-3
second-level message, definition G-8
security 2-12
security and interactive terminal facility 4-6
sequence diagrams for configuration
displays 2-1
session errors
permanent, return code descriptions 3-43
recoverable, return code descriptions 3-47
session identifier 3-6
SESSION statement
descriptions 3-6
syntax diagrams 3-6
session, definition G-8
set timer operation, description 3-30
setting up an asynchronous communications
subsystem 2-1
short hold mode, definition G-10
SHOW parameter of ENABLE procedure 2-11
sign off, definition G-8
sign on, definition G-8
sign-on, definition G-8
single line communications adapter/attachment
(SLCA)
definition G-8
SLCA
See also single line communications
adapter/attachment
one communications line 1-6
two communications lines 1-6
source member, definition G-8
source program, definition G-8
SSCP
See system services control point
SSP
See interactive communications feature
starting sessions 3-5
statement, definition G-8
station, definition G-8
status, definition G-8
SUBRA1
COBOL SUBRAL1 subroutine 3-9
RPG II or COBOL SUBRA1 subroutine 3-8
parameter list 3-10
RPG II SUBRA1 subroutine
coding example 3-9
SUBRAL1 subroutine 3-8
description 3-8
parameter list 3-10
SUBRALI1 for COBOL 3-9



SUBRAL1 subroutines
SUBRA1 for RPGII 3-9
subroutine member, definition G-8
subroutine, definition G-8
subsystem
configuration examples 14
setting up 2-1
subsystem member
attributes defined 2-10
configuration displays for 2-4
configured after line member 2-1
specifying line member for 2-7
subsystem, definition G-8

subsystem, description and capabilities 3-1

subtype, definition G-8

support for multiple X.25 lines 1-2
switched line, definition G-9

switched virtual circuit, definition G-9

SYMID parameter on SESSION statement 3-6
synchronous transmission, definition G-9

synchronous, definition G-9
syntax diagrams
DISABLE procedure command 3-5
ENABLE procedure command 3-3
SESSION statement 3-6
system configuration, definition G-9
system library, definition G-9
system program, definition G-9
system reference code, definition G-9
system services control point (SSCP),
definition G-9
System Support Program Product (SSP),
definition G-9
system unit, definition G-9
system, definition G-9

T

temporary-text-delay (TTD) character,
definition G-9

terminal, definition G-9

timer operations, accept input operation
required 3-30

transparent text mode, definition G-9

U

unbind command, definition G-9

underscores (_) on configuration displays 2-3

unique, definition G-9
user ID
See user identification

user identification (user ID), definition G-9

using
communications C-1

\Y

valid, definition G-9
variable, definition G-9
virtual circuit, definition G-9
volume table of contents (VTOC),
definition G-9
VTOC
See volume table of contents

W

work station, definition G-9
WRITE statement (BASIC), coding
examples 3-19

X

X.21 feature, definition G-9
X.21 short hold mode

See short hold mode
X.21, definition G-9

X.25 network, setting up, DEFINLOC 2-12

X.25, definition G-10

X.28, PAD emulation A-1, A-3
X.29, PAD emulation A-1, A-6
X.3, PAD emulation A-1

X.75, definition G-10
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