















































































































































ward, but does not
return.

Carriage does not
move forward.

Ribbon Feed No ribbon feed.
Failure

Paper Motion Cut sheet forms
Failure do not advance.

Paper skew or jam.

3.7 TESTING THE ISI INTERFACE PCB

peb. Missing either video
signal V1 or V2. Defective
carriage belt.

Forms lever in "LOAD" position
Defective carriage drive
motor. Defective Print Con-
troller pcb. Inappropriate
input data. Blown fuse.
Defective carriage belt.

Defective ribbon drive motor.
Ribbon twisted or jammed.
Ribbon cassette not seated
properly. Defective Print
Controller PCB.

Forms lever not in "SHEET"
position. Blown fuse.

Print head too close to paper.
Improper paper alignment on
tractor feed units. Improper
paper drive belt adjustment.
Improper forms.

If a problem arises and the ISI Interface PCB is suspected as a probable
cause, perform the following steps to diagnose the ISI Interface PCB.

Remove the ISI Interface PCB (Format Controller PCB) per Section

5.25.

Locate the test points illustrated in Figure 3.4 below.

Verify the voltage 1levels indicated in Figure 3.4 for each test
point. If voltage levels are insufficient, follow the corrective
action suggested by the Troubleshooting Guide in Section 3.6.
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Chapter &

ADJUSTMENTS

4,1 ADJUSTMENT SUMMARY

Adjustment procedures should be performed whenever an affected assembly
is replaced or to correct an improper/marginal operation. The adjustment
parameters should be checked before performing the procedure to insure it
is necessary. This section contains the following adjustment procedures.

4.2 Carriage Drive Motor Belt

4.3 Carriage Drive Belt

4.4 Paper Drive Belt

4.5 Tractor Gear Backlash

4.6 Paper Empty Switch

4.7 Optical Sensor and Encoder/Timing Disc
4.8 Print Controller PCV Horizontal Offset

All procedures contained in this section are performed with the printer
covers removed. Refer to paragraph 5.4 for the removal/replacement
procedures of the covers. After performing the adjustment procedure a
self-test printout should be generated to ensure proper printer operation.

NOTE: Removing the top cover enables the printer interlock switch. To
disable the interlock for adjustments, place a small magnet beside the
interlock switch (refer to Figure 5-13) and operate the printer. If the
interlock remains enabled, remove the magnet, reverse it to change
polarity, then replace it on the switch.

4,2 CARRIAGE DRIVE

NOTE: The carriage drive motor belt adjustment and the carriage drive
belt adjustment must be performed simul taneously.

The tension of the carriage drive motor belt is adjusted so that the
carriage starts and stops evenly as the carriage drive motor is turned on
and off. A flat blade screwdriver is required to adjust the belt. To
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adjust the belt, refer to Figure 4-1 and perform the following steps:
1. Ensure the forms lever is on the "SHEET" or "FORMS" position.

2. Move the print head assembly and the carriage to the center of the
printer.

3. Adjust the belt tension by turning clockwise (tighten) or
counterclockwise (loosen) the two adjusting screw mounting the drive
pulley assembly so that the belt deflects 2.5 mm (0.09 in.) to 4.5
mm (0.17 in.) when a 300 gram (11 oz.) 1load is applied at the
center of the belt.

4.3 CARRIAGE DRIVE BELT

NOTE: The carriage drive belt adjustment and the carriage drive motor
belt adjustment must be performed simultaneously.

The tension of the carriage drive belt is adjusted for smooth starts and
stops of the carriage assembly. The belt is adjusted using a flat blade
screwdriver., To adjust the belt, refer to Figure 4-2 and perform the
following steps: '

1. Position the carriage assembly at the left margin.

2. Adjust the belt tension by turning clockwise (tighten)  or
counterclockwise (loosen) the two adjusting screws on the idle pulley
assembly so that the belt deflects 8 mm (0.31 in.) to 9 mm (0.35
in.) when a 300 gram (11 oz.) 1load is applied at the center of the
belt.

4.4 PAPER DRIVE BELT

NOTE: The paper drive belt and tractor gear backlash must be adjusted
Simul taneously.

The tension of the paper drive belt is adjusted to provide a positive
drive between the paper drive motor and tractor feed assembly. A Phillips
head screwdriver and a 7 mm open-end wrench are required to adjust the
belt. To adjust the paper drive belt, refer to Figure 4-3 and perform the
following steps:

1. Loosen the Phillips head screw mounting the tension roller to the
right frame.
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Figure 4-1. CARRIAGE DRIVE MOTOR BELT ADJUSTMENT
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Figure 4-2. CARRIAGE DRIVE BELT ADJUSTMENT
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2. At a point equidistant from the paper drive gear and paper feed
pulley, adjust the tension of the belt by applying a load of 500
grams on the belt with the tension roller.

3. Tighten the Phillips head screw mounting the tension roller.
01202
PAPER

FEED
PULLEY

SO0 GRAMS

TENSION
ROLLER
MOUNTING
SCREW

TENSION
ROLLER
PAPER
DRIVE
GEAR

Figure 4-3. PAPER DRIVE BELT ADJUSTMENT

4.5 TRACTOR GEAR BACKLASH

NOTE: The tractor gear backlash and the paper drive belt must be adjusted
simul taneously.

The backlash between the paper drive gear and tractor gear is adjusted to
provide positive drive between the paper drive motor and tractor feed
assembly. A flat blade screwdriver is required for the backlash
adjustment. To adjust the backlash of the tractor gear, refer to Figure
4.4 and perform the following steps:

1. Using a flatblade screwdriver, loosen the three slotted head screws
mounting the paper drive motor to the right frame.

2. Move the paper drive motor in the forward or reverse direction so
that the backlash between the paper drive gear and tractor gear is
0.05 mm (0.001 in.) to 0.03 mm (0.011 in.) for one rotation of the
tractor gear. NOTE: Check the backlash at three points,
approximately 120 degrees apart, for one rotation of the tractor
gear.

3. Tighten the three slotted head screws once backlash adjustment 1is
made.
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SCREWS (3)

0.05mm (0.001)
0
0.30mm (0.011)

Figure 4-4. TRACTOR GEAR BACKLASH ADJUSTMENT

4.6 PAPER EMPTY SWITCH

The arm of the paper empty switch is adjusted to ensure proper contact
with the paper. To adjust the paper empty switch arm, refer to Figure 4-5
and perform the following steps:

1. The paper empty switch arm on the left print feed tractor should
measure 2.3 mm (0.09 in.) to 4.0 mm (0.15 in.) above the surface of
the tractor assembly. If the arm does not meet these parameters,
adjust as described in step 2.

2. With the tractor cover closed, gently bend the arm so that the

distance between the cover and arm is 2.3 mm (0.09 in.) to 4.0 mm
(0.15 mm) is attained.
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LEFT 01204
PIN FEED
TRACTOR

2.3 mm (0.09 in)
to
4.0 mm (0.15 in)

Figure 4-5. PAPER EMPTY SWITCH ADJUSTMENT

4.7 OPTIC SENSOR AND ENCODER/TIMING DISC

The optic sensor and encoder/timing disc is adjusted to provide the
correct video signals to the print Controller pcb. The optic sensor and
encoder/timing disc is adjusted both mechanically and electrically. A flat
blade screwdriver, Phillips head screwdriver, feeler gauge, and dual trace
oscilloscope are required to adjust the sensor and disec. To perform the
adjustments, refer to figure 4-6 and 4-7 and perform the following steps:

4.7.1 MECHANICAL ADJUSTMENT

1. Remove the ribbon cassette assembly from the printer per paragraph
5'6.

2. Move the print head assembly to the extreme right side of the
printer.

3. Loosen the Phillips head screw mounting the optical sensor to the
carriage drive motor.
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4, Insert a 0.5 mm (0.020 in.) feeler guage between the sensor and
disec.

5. Move the sensor left or right until the 0.5 mm (0.020 in.) gap is
set.

6. Tighten the Philips head screw once the gap is set.

7. Reinstall the ribbon cassette assembly.

ADJUSTING SCREW

OPTICAL SENSOR

1

—_ :/ ENCODER TIMING DISC

R | 0.5mm
(0.020 in)

Figure 4-6. MECHANICAL ADJUSTMENT, OPTIC SENSOR AND ENCODER/TIMING DISC

4.7.2 ELECTRICAL ADJUSTMENT

1. Remove the four Phillips head screws mounting the printer mechanism
to the printer base.

2. Tilt the front of the mechanism up and hold the mechanism in this
position using the mechanism support rod.

3. Override the cover open switch with the spare magnet.

4. Connect the oscilloscope ground lead to the negative (-) side of
capacitor C1 on the print control board.

5. Connect oscilloscope channel 1 probe to TP6 and oscilloscope channel
2 probe to TP7 on the print controller board. :

6. Set the oscilloscope as follows:

1. Volts/Div. knobs at "2V/Div."
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10.

11.
12.
13.
14,

2. Vert. mode switch on "ADD"

3. Time/Div. Knob at 50 uS/Div.
Turn oscilloscope and printer on.
While in HOLD PRINT, set diagnostic to #9, and press 2ND FUNC, then
press TEST. In NLQ, the carriage will move slower and provide more
time for reading. NOTE: The self-test pattern continues until TEST
is pressed again.

(Refer to Figure U4-7) Observe the oscilloscope screen to see if
levels (1,2,3) show an even time duration.

If signal does not show an even time duration for each level, adjust
as follows:

1. Slightly 1loosen the slotted head screw securing the opties
bracket to the carriage.

2. Move the optics bracket slowly, until the signal on the
oscilloscope screen shows all three 1levels of an even
duration.

3. Tighten the screw securing the optics bracket.

4, Recheck the signal to ensure adjustment is correct.

Press TEST again to stop printing.
Turn printer power off.

Remove oscilloscope probes and ground connections from printer.

Lower the printer mechanism and reinstall mounting hardware.
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Figure 4-7. ELECTRICAL ADJUSTMENT, OPTIC SENSOR AND ENCODER/TIMING DISC

4.8 HORIZONTAL OFFSET ADJUSTMENT

The Print Controller pcb contains a 5-position dip switch for the
horizontal offset adjustment. This procedure adjusts the print position
left or right so that the printed character columns are vertically
aligned. To adjust the horizontal offset refer to Figure 4-8 and Tables
4-1 and 4-2 and perform the following steps.

Remove the covers from the printer per paragraph 5.4.

Remove the four shoulder screws attaching the printer mechanism to
the printer base.

Raise the front of the printer mechanism and hold the mechanism in
this positionusing the mechanism support rod located under the front
of the body cover.

Place a small magnet against the cover interlock switch so that the
printer will operate with the top cover removed.

Turn printer power on, select printer and print a dozen or so 132
column lines of the character H (octal 110).

Deselect the printer and compare the first and last columns of
printed text to Figure 4-7.
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If printed text is offset as in condition A, close switch #5 (Figure
4-8) which moves the print position to the left.

To adjust the offset for condition A, follow the switch list below in
Table 4-1 step-by-step until the characters are vertically aligned in

the first and last columns.

OFFSET CONDITION "A"

Table 4-1
SWITCH # 4 3
CLOSED CLOSED
CLOSED CLOSED
CLOSED CLOSED
CLOSED CLOSED
CLOSED OPEN
CLOSED OPEN
CLOSED OPEN
CLOSED OPEN

2

CLOSED
CLOSED
OPEN
OPEN
CLOSED
CLOSED
OPEN
OPEN

1

CLOSED
OPEN
CLOSED
OPEN
CLOSED
OPEN
CLOSED
OPEN

If the printed text is offset as in condition B, open switch #5
(Figure 4-8) which moves the print position to the right.

To adjust the offset for condition B follow the switch list below in
Table 4-2 step-by-step until the characters are vertically aligned in
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the first and last columns.

OFFSET CONDITION "B"

Table 4-2
SWITCH # L 3 2 1
CLOSED CLOSED CLOSED CLOSED
CLOSED CLOSED CLOSED OPEN
CLOSED CLOSED OPEN CLOSED

NOTE: The printer must be turned off and then on after each setting of
four switches.
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Chapter 5

REMOVAL/REPLACEMENT

5.1 REMOVAL/REPLACEMENT, RECOMMENDED SPARES

This section covers the removal/replacement procedures for the Model U487
recommended spare parts. This section is organized as shown in Table 5-1.
At the end of this section is the part number listing of the recommenaed
spares according to figure and index number.

Table 5-1. MODEL 487 RECOMMENDED SPARES AND ASSOCIATED PARTS

NOTE: Items followed by an asterisk are not recommended spares, but may
require removal/replacment when changing spares.

PARAGRAPH RECOMMENDED SPARE

Paper Rack Outlet Assembly®
Paper Rack Inlet®

Cover Assemblies®

Cover Interlock Magnet
Ribbon Cassette and Guide®
Print Head Assembly

Head Flex Cable

Head Adapter PCB

Print Mechanism®

Dust Cover®

Carriage Drive Motor Belt
Carriage Drive Belt
Carriage Drive Motor/Ribbon Motor Mounting
Bracket

Optic Sensor Assembly
Carriage Drive Motor
Encoder/Timing Disc

Ribbon Drive Motor

Cover Interlock Switch
Paper Drive Belt

Paper Feed Motor®

Tractor Assemblies, Left/Right
Paper Empty Switch

Power Supply Assembly

e o o .
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.25 Print Controller PCB

5

5.26 ISI Interface PCB

5.27 Pico Fuse

5.28 ON/OFF Switch

5.29 Main Fuse

5.30 Power Cord

5.31 Cover Latch Springs

5.32 Converting the Power Supply to 220v
5.33 Recommended Spare Parts Listing

5.2 PAPER RACK OUTLET ASSEMBLY

The paper rack outlet assembly, item 1 of Figure 5-1, attaches to the
rear cover and guides the printed forms over the printer and into the paper
basket. To remove the paper rack outlet assembly, refer to Figure 5-1 and
perform the following steps:

1.

2.

3.

Remove the two paper rack mounting rails from the holes in the back
of the rear cover.

Lift the paper rack (1) from the two mounting holes on top of th
rear cover and remove the paper rack from the printer. :

To replace the paper rack, reverse steps 1 and 2.

5.3 PAPER RACK INLET

The paper rack inlet, item 2 of Figure 5-1, attaches to the rear of the
printer and guides the forms into the paper feed mechanism. To remove the
paper rack inlet, refer to Figure 5-1 and perform the following steps.

1.

2.

Remove the two paper rack mounting tabs from the mounting holes on
the inside of the left and right side frames.

Pull the paper rack inlet (2) straight out and remove the rack from
the printer.

To replace the paper rack inlet, reverse steps 1 and 2.
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5.4 COVER ASSEMBLIES

The

covers protect the print mechanism and the printed circuit boards and

are removed using a Phillips head screwdriver. To remove the covers, refer
to Figure 5-1 and perform the following steps:

5.”.1

TOP COVER

Remove the top cover by lifting the rear edge of the cover up and off the
printer.

5.“.2

REAR COVER
Unsnap the top of the rear cover from the body cover.
Lower the rear cover until it is in a fully open position.

Lift the rear cover up and off the printer.

BODY COVER
Remove the top and rear covers from the printer.

Remove the two Phillips head screws at the rear of the printer
mounting the body cover to the printer base.

Loosen the thumbscrew underneath the front of the printer mounting
the body cover to the printer base.

Place the forms lever in the "LOAD"™ position.

While gently pushing the body cover towards the rear of the printer,
1ift the cover up and off the printer.

Unplug the operator control panel.

- 60 -



REAR COVER
TOP COVER

BODY COVER
MOUNTING
HARDWARE

BODY COVER

PRINTER
MECHANISM é\

THUMBSCREW

. Figure 5-1. REMOVAL/REPLACEMENT PAPER RACK OUTLET ASSEMBLY, PAPER RACK INLET,
COVER ASSEMBLIES AND COVER INTERLOCK MAGNET
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5.5 COVER INTERLOCK MAGNET

The cover interlock magnet, item 3 of Figure 5-1, is located underneath
the left side of the top cover. To replace the magnet, refer to Figure 5-1
and perform the following steps:

1.

2.

Place the clear hinged portion of the top cover in the open
position.

Place a small amount of adhesive onto one side of the magnet (3) to
be installed. ,

Place the magnet into the slot on the cover and hold in place until
dry.

5.6 RIBBON CASSETTE AND GUIDE

The ribbon cassette is mounted to the left and right side frames and the
ribbon guide is mounted over the front of the print head. No tools are
required to re-move the cassette and guide. To remove the cassette and
guide, refer to Figure 5-2 and perform the following steps:

Remove the top cover from the printer per paragraph 5.4.

Unsnap the top of the rear cover and place_in the open position.
Ensure the print head is at the extreme left margin.

Place the forms lever in the "LOAD"™ position.

Lift the column scale into the up position.

Pull the head adjustment lever back to its maximum position.

Remove the ribbon guide from the front of the print head by squeezing
E;Hg::'g?r the two tabs at the top of the ribbon guide and lifting

Lift the used ribbon cassette and guide (1) up and out of the
printer.

To install the new ribbon cassette and guide, reverse steps 1 through
8.

- 62 -



5.7 PRINT HEAD ASSEMBLY

The print head assembly, item 2 of Figure 5-2, attaches to the carriage.
No tools are required to remove the print head. To remove the print head,
refer to Figure 5-2 and perform the following steps:

9.

Remove the top cover from the printer.

Unsnap the top of the rear cover and place in the open position.
Ensure the print head is at the extreme left margin.

Place the forms lever in the "LOAD" position.

Lift the column scale into the up position.

Pull the head adjustment lever back to its maximum position.

Remove the ribbon guide from the front of the print head by squeezing
together the two tabs at the top of the gu:j.de and lifting upward.

Remove the print head fingerboard connector P704 from the Head
Adapter pcb connector J704 by lifting the connector upward.

To remove the print head (2) simultaneously pull the head towards the
front of the printer and 1ift the head up and out of the printer.

10. To replace the print head assembly, reverse steps 1 through 9.

NOTE: Ensure the black cam located on the front of the print head is in
position "A" following replacement of the head.

NOTE: removal of the white plastic shipping restraint wil facilitate
removal /replacement of print head. See unpacking instructions.
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Figure 5-2. REMOVAL/REPLACEMENT,ahIBBON CASSETTE AND GUIDE, PRINT HEAD ASSEMBLY

5.8 HEAD FLEX CABLE

The head flex cable, item 1 of Figure 5-3, connects the print head
assembly and print controller pcb. To remove the head flex cable, refer to
Figure 5-3 and perform the following steps:

1. Remove the top cover from the printer per paragraph 5..4.

2. Move the print head approximately three quarters the length of the
guide bar from the extreme left margin.

3. Unhook the rubber band securing the head flex cable to the bracket on
the Print Controller pcb.

4, Disconnect the head flex cable connector P703 from connector J703 on
the Head Adapter pcb.

- 64 -



5. To replace the head flex cable, reverse steps 1 through 6.

10481

Figure 5-3. REMOVAL/REPLACEMENT, HEAD FLEX CABEE

5.9 HEAD ADAPTER PCB

The Head Adapter pcb, item 1 of Figure 5-4, is attached to the carriage
assembly and is removed using a Phillips head screwdriver. To remove the
Head adapter pcb, refer to Figure 5-4 and perform the following steps:

1. Remove the top cover from the printer per paragraph 5.4.

2. Remove the ribbon cassette and guide per paragraph 5.6.

3. Remove the print head assembly per paragraph 5.7.

NOTE: Ensure the column scale is down and the forms lever is in the
"SHEET" or "FORMS" position before performing step 4.

Move the carriage approximately three quarters the length of the guide
bar from the extreme left margin.

Unhook the rubber band securing the head flex cable to the underside of

the carriage and disconnect the head flex connector P703 cable from
connector J703 on the the head adapter pcb.
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Remove the two screws mounting the Head Adapter pecb to the carriage and
remove the pcb from the printer.

To replace the Head Adapter pcb, reverse steps 1 through 6.

Figure 5-4. REMOVAL/REPLACEMENT, HEAD ADAPTER PCB

5.10 PRINTER MECHANISM

The printer mechanism, illustrated in Figure 5-5, contains the frame
assemblies and most of the mechanical assemblies used in the printer.

Several removal/replacement procedures described in subsequent paragraphs
cannot be performed unless the printer mechanism is detached from the
printer base and repositioned for greater accessibility. All the necessary
accessibility can be gained by (1) placing the mechanism in a tilt position
within the printer, or (2) removing the mechanism from the printer. The
paragraphs below describe the procedure used to reposition the mechanism in
either of these two ways.

NOTE: Tilting the mechanism is a simpler and less time consuming
operation than removing it. Under normal circumstances, tilting is more
efficient than removing the mechanism.
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5.10.1 REMOVAL/REPLACEMENT OF PRINTER MECHANISM

The mechanism is removed using a Phillips head screwdriver. To remove
the printer mechanism, refer to Figure 5-5 and perform the following steps:

1. Remove the printer covers per paragraph 5..4.

2. Remove the four shoulder screws mounting the printer mechanism to the
printer base.

3. Disconnect the five printer mechanism cable assemblies from the five
connectors on the Print Controller pcb.

4. Remove the head flex cable per paragraph 5.8.

5. Disconnect the green ground wire attached to the left rear of the
mechanism.

6. Lift the printer mechanism up and out of the printer.

7. To replace the mechanism, reverse steps 1 through 6.

NOTE: Refer to Figure A-3, Wiring Diagram, when reconnecting the five
printer mechanism cable assemblies to the Print Controller pecb.
5.10.2 PLACING PRINT MECHANISM IN TILT POSITION

To place the mechanism in tilt position, perform the following steps:

1. Remove the printer covers per paragraph 5.4.

2. Remove and keep handy the support rod located inside the front
cover.

3. Tilt the front of the mechanism upward about 45 degrees.
4, Position one end of the support rod into the opening provided in the

front right corner of the base, then position the other end of the
rod through the front right shoulder washer hole in the frame.

5.11 DUST COVER

The dust cover attaches to the bottom of the printer mechanism and
protects the Print Controller and Format Controller pcb's. To remove the
dust cover, refer to Figure 5-6 and perform the following steps:
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PRINT
CONTROLLER
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Figure 5-5. REMOVAL/REPLACEMENT, PRINT MECHANISM
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Remove or tilt the printer mechanism per paragraph 5.10.

If mechanism is tilted, remove head flex cable from Print Controller
pcb.

Remove the two white tabs mounting the dust cover to the front and
right side of the print mechanism.

If mechanism is remove, tip the mechanism up.
Gently pull the front of the dust cover down.

Pull the dust cover forward from the three rear mounting clips and
remove the dust cover from the printer.

To replace dust cover, reverse steps 1 through 6.

20177

REF.
PRINT
MECHANISM

Figure 5-6. REMOVAL/REPLACEMENT DUST COVER
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5.12 CARRIAGE DRIVE MOTOR BELT

The carriage drive motor belt, item 1 of Figure 5-7, provides the drive
from the carriage drive motor to the carriage drive belt thus moving the
carriage. The belt is removed using a flat blade screwdriver. To remove
the belt, refer to Figure 5-7 and perform the following steps:

Remove or tilt the printer mechanism per paragraph 5.10.
Move the carriage assembly to the middle of the printer.

Remove the two slotted head screws securing the drive pulley to the
left frame.

Remove the belt from the drive pulley and drive motor pulley and
remove belt from printer.

To replace the belt, reverse steps 1 through 5 and refer to Paragraph
4,2, Section 4.

5.13 CARRIAGE DRIVE BELT

The carriage drive belt, item 2 of Figure 5-7, attaches to the carriage
and is driven by the carriage drive motor belt. The belt is removed using
a flat blade screwdriver. To remove the belt, refer to Figure 5-7 and
perform the following steps:

1‘
2.

3.

Remove or tilt the printer mechanism per paragraph 5.10.
Remove the dust cover per paragraph 5.11.

Remove the two slotted head screws securing the drive pulley to the
left frame.

Loosen the two slotted head adjusting screws mounting the idle pulley
assembly to the right side frame and remove the idle pulley from the
idle pulley bracket.

Remove the belt from the idle pulley, carriage and drive pulley and
remove belt from printer.

To replace the belt, reverse steps 1 through 5 and refer to paragraph
4.3, Section 4 for belt adjustments.
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Figure 5-7. REMOVAL/REPLACEMENT, CARRIAGE DRIVE MOTOR BELT CARRIAGE DRIVE BELT
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5.14 CARRIAGE DRIVE MOTOR AND RIBBON DRIVE MOTOR MOUNTING BRACKET

The carriage drive motor and ribbon drive motor mounting bracket is
removed for ease in removing the two motors. The bracket is removed using
a Phillips head screwdriver. To remove the bracket, refer to Figure 5-8
and perform the following steps:

1. Remove the dust cover per paragraph 5.11.

2. Remove the carriage drive motor belt per paragraph 5.12.

3. Remove the four screws attaching the mounting bracket to the frame
and remove bracket from printer.

4y, To replace the bracket, reverse steps 1 through 3.

PHILLIPS

01208

PHILLIPS
HEAD
SCREWS (2)

Figure 5-8. REMOVAL/REPLACEMENT, CARRIAGE DRIVE MOTOR
AND RIBBON DRIVE MOTOR MOUNTING BRACKET
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5.15 OPTIC SENSOR ASSEMBLY

The optic sensor assembly, item 1 of Figure 5-9, 1is attached to the
carriage drive motor and is removed using a flat blade screwdriver. To
remove the optic sensor assembly, refer to Figure 5-9 and perform the
following steps:

1.

2.

Remove the carriage drive motor and ribbon drive motor mounting
bracket per paragraph 5.14.

Cut the two tie wraps holding the wire harness on the underside of
the print mechanism and remove the optic cable assembly connector
P212 from connector J212 on the Print Controller pcb and from the
wire harness mounting clips on the frame.

Remove the four carriage drive motor wires from the optic cable
assembly connector P212 by lifting the connector tabs and gently
removing the wire.

Remove the slotted head screw mounting the optic sensor assembly to
the carriage drive motor and remove the optic sensor assembly and
cable from the printer.

To replace the optic sensor assembly, reverse steps 1 through 5, add
new tie wraps around wire harness, and refer to Section 4 for the
optic sensor assembly adjustments.

NOTE: Ensure the four carriage drive wires are reinstalled in the proper

slots

on the optic cable assembly connector P212. Refer to Figure A-Y4,

Wiring Diagram, Model 352.
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Pigure 5-9. REMOVAL/REPLACEMENT, OPTIC SENSOR ASSEMBLY

5.16 CARRIAGE DRIVE MOTOR

The carriage drive motor, item 1 of Figure 5-10, is attached to the
carriage drive motor and ribbon drive motor mounting bracket and is removed
using a Phillips head screwdriver. To remove the carriage drive motor,
refer to Figure 5-10 and perform the following steps:

1.

2.

Remove the carriage drive motor and ribbon drive motor mounting
bracket per paragraph 5.14.

Cut the two tie wraps holding the wire harness on the underside of

the print mechanism and remove the carriage drive motor cable
assembly from the wire harness mounting clips on the frame.

Remove the four carriage drive motor wires from the optic sensor
cable assembly connector P212 by 1lifting the connector tabs and
gently removing the wires.

Remove the three screw attaching the motor to the mounting bracket
and remove the motor and cable assembly from the printer.
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5. To replace the motor, reverse steps 1 through 4.

NOTE: Ensure the four carriage drive wires are reinstalled in the proper
slots on the optic sensor cable assembly connector P212. Refer to Figure
A-4, Wiring Diagram.

I'.‘EE:T ~ CARRIAGE 10470
CARRIAGE/RIBBON MOTOR FRAME DRIVE
MOUNTING BRACKET ﬁ \ BEL{‘

CARRIAGE
~ CARRIAGE DRIVE
N DRIVE -~ MOTOR
] PULLE/Y/ BELT

Pigure 5-10. REMOVAL/REPLACEMENT, CARRAIGE DRIVE MOTOR
5.17 ENCODER/TIMING DISC

The encoder/timing disc, item 1 of Figure 5-11, is located on the end of
the carriage drive motor shaft and is removed using a Phillips head
screwdriver. To remove the timing disc, refer to Figure 5-11 and perform
the following steps:

1. Remove the carriage drive motor per paragraph 5.16.

2. Unsnap the protective cap from the end of the carriage drive motor.

3. Remove the optic sensor assembly per paragraph 5.15.

4. Remove the snap ring securing the timing disc to the end of the drive
motor shaft.
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Remove the three screws mounting the two plastic discs on the drive
motor shaft.

Remove the front plastic mounting disc and the encoder/timing disc
from the end of the drive motor shaft.

To replace the disc, reverse steps 1 through 5 and refer to Paragraph
4.7, Section 4§ for the encoder/timing disc adjustments.

ENCODER/TIMING DISC
MOUNTING SCREWS (3)

PROTECTIVE
CAP

Figure 5-11. REMOVAL/REPLACEMENT, ENCODER/TIMING DISC
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5.18 RIBBON DRIVE MOTOR

The ribbon drive motor, item 1 of Figure 5-12, is removed using a
Phillips head screwdriver and a flat blade screwdriver. To remove the
motor, refer to Figure 5-12 and perform the following steps:

1. Remove the carriage drive motor and ribbon drive motor mounting
bracket per paragraph 5.14.

2. Cut the two tie wraps holding the wire harness on the underside of
the print mechanism and remove the ribbon drive motor cable connector
P210 from connector J210 on the Print Controller pcb and from the
wire harness mounting clips on the frame.

3. Remove the ¢two Phillips head screw mounting the ribbon drive motor
cover and remove the cover from the printer.

4. Remove the two slotted head screws mounting the ribbon drive motor
and remove the motor and cable from the printer.

5. To replace the ribbon drive motor, reverse steps 1 through 4.
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Figure 5-12. REMOVAL/REPLACEMENT, RIBBON DRIVE MOTOR

5.19 COVER INTERLOCK SWITCH

The cover interlock switch, item 1 of Figure 5-13, is attached to the
left frame and is removed using a Phillips head screwdriver. To remove the

cover interlock switch, refer to Figure 5-13 and perform the following
steps:

1. Remove or tilt the printer mechanism per paragraph 5.10.

2. Cut the two tie wraps holding the wire harness on the underside of
the print mechanism and remove the cover interlock switch cable
connector P209 from connector J209 on the Print Controller peb and
from the wire harness mounting clips.

3. Remove the rubber grommet from the left frame which the cover
interlock switch cable assembly is routed through.
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Remove the Phillips head screw mounting the cable clamp to the left
frame and remove the clamp from the printer.

Remove the two Phillips head screws mounting the cover interlock
switeh to the top of the left frame and remove the switch and cable
assembly from the printer.

To replace the switch, reverse steps 1 through 5.

PHILLIPS
4~ HEAD
§  SCREWS (2)

;

Figure 5-13. REMOVAL/REPLACEMENT, COVER INTERLOCK SWITCH

5.20 PAPER DRIVE BELT

The paper drive belt, item 1 of Figure 5-14, provides the drive from the
paper feed motor to the paper feed mechanism. The belt is removed using a
snap ring remover and Phillips head screwdriver. To remove the belt, refer
to Figure 5-14 and perform the following steps: :

Remove the cover from the printer per paragraph 5.4.

Using a snap ring remover, remove the snap ring holding the paper
drive pulley to the tractor drive shaft.

Gently pull the paper drive pulley off the tractor drive shaft.
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4, Loosen the screw mounting the tensioner bracket to the left frame.

5. Remove the paper drive belt from the paper feed motor pulley and
paper feed mechanism pulley.

6. To replace the belt, reverse steps 1 through 5 and refer to Section 4
for the paper drive belt adjustments.

TENSIONER
SRACKET

PAPER FEED
MOTOR PULLEY

Figure 5-14. REMOVAL/REPLACEMENT, PAPER DRIVE BELT

5.21 PAPER DRIVE MOTOR

The paper drive motor, item 1 of Figure 5-15, 1is attached to the inside
of the 1left frame and is removed using a Phillips head screwdriver and a
flat blade screwdriver. To remove the motor, refer to Figure 5-15 and
perform the following steps:

1. Remove or tilt printer mechanism per paragraph 5.10.
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Remove the paper drive belt per paragraph 5.20.
Remove the spring attached to the paper feed motor shroud.

NOTE: Step 4 is performed from the rear of the mechanism.
Remove the snap ring from the left inside of the tractor guide bar
and slide the guide bar to the left. Retain the collar on the right
end of the tractor guide bar.

Remove the three Phillips head screws on the outside of the frame
mounting the motor shroud and remove the shroud from the printer.

Cut the two tie wraps holding the wire harness on the underside of
the print mechanism and remove the paper drive motor cable connector
P211 from connector J211 on the Print Controller pcb and the wire

harness mounting clips on the frame.

Remove the three slotted head screws on the outside of the frame
mounting the paper drive motor and remove the motor and cable
assembly from the printer.

To replace the paper drive motor, reverse steps 1 through 7.

10471

PAPER DRIVE
MOTOR MOUNTING

SCREWS (3)\

MOTOR SHROUD

MOTOR

SHROUD A RE
MOUNTING LEFT
SCREWS (3) FRAME

Figure 5-15. REMOVAL/REPLACEMENT, PAPER DRIVE MOTOR
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5.22 TRACTOR ASSEMBLIES, LEFT/RIGHT

The left and right tractor assemblies, items 1 and 2 of Figure 5-16, are
located on the tractor drive shaft and tractor guide bar. The tractors are
removed using a snap ring tool. To remove the tractors, refer to Figure
5-16 and perform the following steps:

1.

Remove the print mechanism per paragraph 5.10.
NOTE: The following steps are performed from the rear of the printer.

Remove the four snap rings securing the tractor guide bar and slide
the bar to the left and through the tractor assemblies.

Remove the two snap rings from the ends of the tractor drive shaft.
Push the two bearings securing the tractor drive shaft to the frame
outward and drop the drive shaft down into the larger holes in the

frame.

Push the tractor drive shaft to the right, through the tractor
assemblies and remove the tractors from the printer.

To replace the tractor assemblies, reverse steps 1 through 6.
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Figure 5-16. REMOVAL/REPLACEMENT, TRACTOR ASSEMBLIES

5,23 PAPER EMPTY SWITCH

The paper empty switch, item 1 of Figure 5-17, is located on the right
print feed tractor and is removed using a Phillips head screwdriver. To
remove the paper empty switch, refer to Figure 5-17 and perform the
following steps:

NOTE: This procedure is performed from the rear of the printer.

1. Remove the covers from the printer per paragraph 5.4.

2. Tilt the mechanism upward as described in paragraph 5.10.

3. Disconnect the two pin connector P208 on the paper empty switch cable
from the paper empty switch connector J208 on the Print Controller
peb.

4, Remove the two screws mounting the paper empty switch from the right

tractor assembly and remove the tractor and cable assembly from the
printer.
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5. To replace the switch, reverse steps 1 through 4 and refer to
paragraph 4.6, Section 4 for paper empty switch adjustments.

01218

RIGHT
TRACTOR
ASSEMBLY

) \ |
PAPER ,
EMPTY SWITCH
f’i:zgﬁﬁyasiiifi//

Figure 5-17. REMOVAL/REPLACEMENT, PAPER EMPTY SWITCH

5.24 POWER SUPPLY ASSEMBLY

The power supply assembly, item 1A or 1B of Figure 5-18, is mounted to
the printer base and is removed using a Phillips head screwdriver. To
remove the power supply, refer to Figure 5-18 and perform the following

steps:

1. Remove or tilt the printer mechanism per paragraph 5.10.

2. Disconnect the two line filter cable assembly connectors P303 and
P507 from the format controller pcb and print controller pcb.

3. Remove the two Phillips head screws mounting the fron of the power
supply to the printer base.

4, Disconnect the three connectors from the bottom of the line filter
assembly which is attached to the left side of the power supply.

5. Pull the power supply forward, off the two mounting tabs, and remove
the power supply assembly from the printer.
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6.

To replace the power supply assembly, reverse steps 1 through 5.

5.25 PRINT CONTROLLER PCB

The Print Controller pcb (part # 64000920-4001), item 3 of Figure 5-18,
is mounted to the printer base and no tools are required to remove the

board.

To remove the Print Controller pecb, refer to Figure 5-18 and

perform the following steps:

Remove or tilt the printer mechanism per paragraph 5.10.
Remove the format/controller cable from the Print Controller pcb.
Disconnect the power supply cable from the Print Controller pcb.

Lift up on the three quick release fasteners securing the pcb to the
printer base.

Pull the pcb forward and 1lift the Print Controller pecb up and out of
the printer.

To replace the Print Controller pcb, reverse steps 1 through 5 and
refer to paragraph 4.8, Section U4 for the adjustments required on the
board.

5.26 FORMAT CONTROLLER PCB (ISI INTERFACE PCB)

The Format Controller peb (part # 1200302), item 4 of Figure 5-18, is
mounted to the printer base and no tools are required to remove the board.
To remove the Format Controller pcb, refer to Figure 5-18 and perform the
following steps:

1.

Remove the print mechanism per paragraph 5.10.
Remove the coax cable from the input connector.
Remove the format/controller cable from the Format Controller pcb.
Disconnect the power supply cable from the Format Controller pcb.

Lift up on the three quick release fasteners securing the pcb to the
printer base.

Pull the Format Controller pcb forward and 1ift the peb up and out of
the printer.
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7. To replace the Format Controller pcb, reverse steps 1 through 6.

5.27 PICO FUSE

The pico fuses, item 1 of Figure 5-19, are located on the Print
Controller pcb and are removed using needle nose pliers. To remove the
pico fuses, refer to Figure 5-19 and perform the following steps:

1. Remove the Print Controller pcb per paragraph 5.26.

2. NOTE: Refer to Figure 5-19 for the locations (F1 through F12) of the
pico fuses and to Appendix D for the pico fuse color coding
information.

3. Using needle nose pliers, remove the defective fuse from the Print
Controller pcb.

4, Install a new pico fuse into the Print Controller pecb.
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Figure 5-18. REMOVAL/REPLACEMENT POWER SUPPLY ASSEMBLY, FORMAT/CONTROLLER CABLE
PRINT CONTROLLER PCB AND FORMAT CONTROLLER PCB
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Figure 5-19. REMOVAL/REPLACEMENT PICO FUSE

28 ON/OFF SWITC

The ON/OFF switch item 1 of Figure 5-20 is located on the right front of
the printer base and no tools are required to remove the switch. To remove
the ON/OFF switch, refer to Figure 5-20 and perform the following steps:

1. Unplug the printer.

2. Remove or tilt the printer mechanism per paragraph 5.10.
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3. Remove the four push on connectors from the ON/OFF switch.

4, Push the switch forward through the opening in the printer base and
remove the switch from the printer.

5. To replace the switch, reverse steps 1 through U.

NOTE: Ensure the wires are properly connected when replacing the switch.
Refer to Figure A-4, Wiring Diagram, Model 487.

PRINTER
BASE

s~

Figure 5-20. REMOVAL/REPLACEMENT, ON/OFF SWITCH
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5.29 MAIN FUSE

The main fuse, item 1 of Figure 5-21, is 1located in the rear of the
printer base and is removed using a slotted head screwdriver. To remove
the fuse, refer to Figure 5-21 and perform the following steps:

1. Remove the power cord.

2. Using a slotted head screwdriver, turn the fuse holder one quarter of
a full turn counterclockwise.

3. Remove the defective fuse from the fuse holder.

4, 1Install the new fuse into the fuse holder and replace the fuse holder
into the printer base.

NOTE: Ensure the same type rated fuse is installed when replacing the
fuse, i.e. 120V ac - U4 amp fuse/220V ac -2 amp fuse. Refer to Figure
5-21 o>

.30 POWER CORD

The eight foot long power cord, item 2 of Figure 5-21, is terminated on
one end with a 3-prong grounded plug and terminated on the other end with a
3-prong receptacle. The cord is simply removed by removing the plug end
from the external power source and the receptacle end from the printer.
Refer to Figure 5-21.
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Figure 5-21. REMOVAL/REPLACEMENT, MAIN FUSE AND POWER CORD

5.31 COVER LATCH SPRINGS

Four small springs, item 1 of Figure 5-22, are located on the inside of
the body cover. The springs help secure the top and rear covers of the
printer to the body cover. To remove any of the four springs, refer to
Figure 5-22 and perform the following steps:

1. Remove the body cover per paragraph 5.4.

2. Turn the cover over to expose the inside, then stretch the spring
enough to free one end of the spring from its catch.

3. Slide the other end of the spring off the other catch, and remove.

4, To replace spring, attach one end of spring to cover catch, stretch
spring, and slide other end of spring over the other catch.

5. Replace body cover by reversing steps 1-6 of paragraph 5.4.
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Figure 5-22 Cover Latch Springs

5.32 CONVERTING THE POWER SUPPLY TO 220 VAC

Follow the instructions below to convert the ISI 487 power supply:

WARNING
The following procedure should ONMLY be performed by qualified
service personnel. Any other persons attempting this procedure
risk personal injury through electrical shock and/or complete
failure of the printer mechanism. DO ROT attempt this procedure

without turning the printer OFF and unplugging the power cord
from the power source.

Unplug the ISI 487.
Remove the Body Cover per paragraph 5.4.
Tilt the printer mechanism per paragraph 5.10.2

Remove the four screws securing the top of the power supply
(see Section 5.25 ).
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10.

11.

12.

13.

Lift off the cover of the power supply, being careful not to twist
or pull any wires. Flip the top over to view.

Identify connector J4 and pin #1 on J4.

Remove the plug from connector J4. Remove the jumper connecting
pins #1, #3, and #5. See Figure 5-32 for pin locations.

Move the jumper on pin #2 to pin #3. Replace the plug on connector
J4. See Figure 5-33 for new pin locations.

Replace the rubber grommets which serve to retain the wires.
Make sure they are all attached.

Replace the 4 amp fuse with a 2 amp fast blo fuse.

Label the printer for 220v. on top of the power supply and on the
outside of the printer body near the power source.

Modify the plug end on the power cord as required.

Reverse removal procedures 1-5.

Figure 5-33 J4 Plug at 185 - 256 VAC
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5.33 RECOMMENDED SPARE PARTS LISTING

The following table lists the recommended spares according to figure and
index number and provides a description of the recommended spare and its
part number. An example is shown below:

5=1-1 63180330-5001 Part Rack Outlet Assembly
Figure and Recommended Spare Recommended Spare Description
Item Number Part Number :

Table 5-2. RECOMMENDED SPARE PARTS LISTING

FIGURE AND
ITEM NUMBER PART NUMBER DESCRIPTION
5-1=-1 63180330-5001 Paper Rack Outlet Assembly
5=-1-2 63180331-2001 Paper Rack Inlet
5-1-3 u20241001 Cover Interlock Magnet
5=-2-1 6400520-6001 Ribbon Cassette
5-2-2 63180315-5001 Print Head Assembly
5-3-1 63180285-4001 Head Flex Cable
5-4-1 63180254-4001 Head Adapter PCB
5-T-1 u20139001 Carriage Drive Motor Belt
5-7-2 u20143001 Carriage Drive Belt
5-9-1 39099011-1001 Optic Sensor Assembly
5-10-1 u20187001 Carriage Drive Motor

- 5=11-1 u20157000 Encoder/Timing Disc
5=12-1 u20168001 Ribbon Drive Motor
5-13-1 u20242001 Cover Interlock Switch
5=14-1 531335001 Paper Drive Belt
5-15-1 u20070001 Paper Drive Motor
5-16-1 u20073001 Tractor, Left
5-16-2 u20074001 Tractor, Right
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5-17-1
5-18-1A
5-18-1B

5-18-3
5-18-4

5-19-1
5-20-1

5-21-1A
5-21-1B
5-21-2A
5-21-2B
5-22-1

u20186001
64000399-5002
64000399-5001

64000920-4001
1200302

39030030-1006
39098122-1001
39030033-1027
36100736-1007
39620021-1003

39620021-1004
519927001
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Power Supply Assy.

50 Hz - 220V ac

Power Supply Assy.

60 Hz - 120V ac.
Print Controller PCB
Format Controller PCB

Pico Fuse - 3 Amp
ON/OFF Switch

Main Fuse 4 Amp (115V)
Main Fuse 2 Amp (230V)
Power Cord 115V

Power Cord 23

Cover Latch Springs



Chapter 6

ILLUSTRATED PARTS BREAKDOWN

6.1 INTRODUCTION

This chapter contains illustrated parts breakdowns to the assembly 1level
(when applicable) of the mechanical assemblies in the ISI Model U487
printer. Each breakdown includes an illustration that details the
mechanical assemblies and/or subassemblies down to the assembly 1level or
piece part, and an associated 1list of materials, which is keyed to the
illustration. Each list of materials consists of four columns: ITEM, PART
NUMBER, DESCRIPTION, and QUANTITY. The function of each column is
described in the paragraphs below.

6.1.1 ITEM
This column contains an identification number for each assembly or part

illustrated in an associated figure. The index numbers prefixed with an A
(i.e., A1, A2, A3, etc.) represent attaching hardware.

6.1.2 PART NUMBER

This column contains part numbers used to identify the parts. The last
four digits (dash number) of each part number designates the type of part.

6.1.3 DESCRIPTION

This column provides a brief description of the indexed part.
6.1.4 QUANTITY

This column indicates the number of parts required to build wup the
assembly or subassembly.
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LIST OF MATERIALS

COVER AND PAPER RACK ASSEMBLIES

Item Part Number

1 U20008001

2 020181000

3 020011001

4 020241001

5A 021023001

5B 64002081-5001
6 020014001

7 63180330-5001
8 63180331-2001
9 64000128-5001
10 36200040-2002
11 36200040-2003
A1 020018001

A2 34000119-2001

(Figure 2-1)
Description
Body Cover
Mechanism Support Rod
Top Cover
Interlock Magnet
Clear Cover (w/magnet)
Demand Document Window (option)
Rear Cover
Paper Rack Outlet Assembly
Paper Rack Inlet
Bezel Assembly
Clamp

Clamp

ATTACHING HARDWARE -

Quantity
1

1

Screw

Thumb nut - Slotted
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COVER AND PAPER RACK ASSEMBLIES

Pigure 2-1.
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LIST OF MATERIALS
COVER INTERLOCK ASSEMBLY

(Figure 2-2)
Item Part Number Description Quantity
1 020242001 Interlock Switch Unit (w/cable) 1
2 020246000 Insulating Sheet 1
3 020247001 Switch Holder 1

- ATTACHING HARDWARE -

A1 215081001 Screw 2

A2 533591001 Screw 2
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Pigure 2-2. COVER INTERLOCK ASSEMBLY
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Item

A1
A2
A3

AY

Part Number

020076000
531335001
020030001
020196001
020195001
020197001
020188001
020070001

020072001

048050345
014400522
215081001

020099001

LIST OF MATERIALS
PAPER FEED MOTOR

Description

Tractor Gear

Timing Belt 132 - 6.4

Paper Feed Pulley Unit

Paper Feed Motor Gear

Paper Feed Motor Pulley

Paper Feed Motor Pulley Flange
Tension Roller Holder Unit
Paper Feed Motor

Paper Feed Motor Cover

Snap Ring
Set Screw
Screw Assembly

Screw Assembly
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Quantity
1
1
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Figure 2-3. PAPER FEEC MOTOR
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PAPER SCALE BAR AND PAPER FEED ROLLER ASSEMBLY
(Figure 2-4)
Item Part Number Description
1 0720696 80 Bearing 6962Z
2 020029001 Bushing Holder
3 020055001 Shoulder Screw
y 020046001 Paper Cutter Arm, Left Unit
5 020206001 Paper Cutter Unit
6 64001190 Line Locator (option)
7 020041001 Paper Cutter Arm, Right Unit
8 020176001 Spring
9 020033000 Bushing
10 020034001 Collar
11 020025001 Paper Feed Roller Unit
ATTACHING HARDWARE-eecmmcmmmmm e cceeae
A1 025060135 Washer
A2 025050135 Washer
A3 020191001 Stud Screw
AY 525743001 Set Screw

LIST OF MATERIALS
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Quantity
1

1
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PAPER SCALE BAR AND PAPER FEED ROLLER ASSEMBLY

Figure 2-4.



LIST OF MATERIALS
- CARRIAGE MOTOR, DRIVE BELTS AND ENCODER/TIMING DISC

(Figure 2-5)
Item Part Number Description Quantity
1 020138001 Motor Holder 1
2 021151001 Drive Pulley Unit Assembly 1
3 020139001 Timing Belt 144-12.7 1
y 020143001 Timing Belt 515-9.5 1
5 530728001 Collar 2
6 020144001 Idle Pulley A Unit 1
7 020275001 Idle Pulley Shaft 1
8 02027 4001 Idle Pulley Holder 1
9 020187001 Carriage Motor Pulley Unit 1
Assembly
10 U20157000 Encoder/Timing Disc 1
11 020156000 Collar 1
12 020158001 Encoder Cover 1
13 020255001 Copula Holder A 1
14 39099012-1001 Optic Sensor 1
15 020256001 Copula Holder B 1
16 020193000 Clip 1
17 020142001 C Drive Pulley Shaft 1
18 020298001 Spacer 1
ATTACHING HARDWARE
A1 215081001 Screw y
A2 021011001 Screw 3
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A3
Al
A5
A6
A7

A8

020099001
007401615
037260812
535772001
34000775-2003

533834001

Screw
Serew
Screw
Screw

Screw Assembly, Optic
Sensor Mounting

Washer

- 106 -



AEF. LEFY
$10F FRAME

A2

AU

- 107

CARKIAGE MOTOR, DRIVE BELTS AND ENCODER/TIMING DISC

Fiqure 2-5.



LIST OF MATERIALS
DRIVING CAM ASSEMBLY, LEFT/RIGHT

Quantity
1

1

(Figure 2-6)
Item Part Number Description
1 020061001 Cam Pin,Left
2 020131001 Cam Push Link
3 020060001 Drive Cam, Left

20056000 Guide Link, Left

5 020217001 Paper Set Plate Unit
6 020062000 Drive Cam Right
K 020054000 Guide Link, Right
8 020063001 Cam Pin, Right
9 512462001 Spring
10 542632001 Spring

ATTACHING HARDWARE
A1 021500105 Nut
A2 028050243 Washer, Spring
A3 025040235 Washer, Flat
AY 541157001 Stud Screw
A5 048030345 Snap Ring
A6 021300105 Nut
AT 403370001 Washer, Flat
A8 008300814 Screw
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DRIVING CAM ASSEMBLY, LEFT/RIGHT

rigure 2-6.



LIST OF MATERIALS
CARRIAGE GUIDE BARS, HEAD ADJUST ASSEMBLY

(Figure 2-7)

Item Part Number Description Quantity
1 020266001 Head Adjusting Cam 2
2 535210001 Carriage Stopper 2
3 020132001 Guide Bar, Rear 1
y 020135001 Guide Bar, Front 1
5 020163001 Carriage Sleeve 1
6 020117001 Carriage Assembly 1
7 020289001 Head Adjusting Lever 1

02026 4001 Head Adjusting Plate 1
9 64000115-2001 Strain Relief 1
10 36350005-2001 O-Ring .924 ID 1
11 020277000 Felt 1
12 U20165000 Permawick Lid 1

ATTACHING HARDWARE -

A1 020137001 Snap Ring 1
A2 017501215 Screw 2
A3 028050243 Washer, Spring 2
AY 020136001 Snap Ring 1
A5 020133001 Snap Ring 1
A6 U20134001 Snap Ring 1
A7 215081001 Screw Assembly 2
A8 34000775-2044 Screw Assembly 2
A9 34000775=-2046 Screw Assembly 1
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LIST OF MATERIALS
RIBBON DRIVE MOTOR ASSEMBLY

(Figure 2-8)
Item Part Number Description
1 020166001 Ribbon Drive Motor
Assembly

ATTACHING HARIWARE

Quantity

1

A1 215081001 Screw
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Figure 2-8. RIBBON DRIVE MDTOR
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LIST OF MATERIALS
TRACTOR DRIVE MECHANISM

(Figure 2-9)

Item Part Number Description Quantity
1 020033000 Bushing 2
2 020077001 Tractor Guide Shaft 1
3 020075001 Tractor Drive Shaft 1
y U2007 4001 Pin Tractor Unit R 1
5 U21014001 P.E. Switch Unit (w/harness) 1
6 020073001 Pin Tractor Unit L 1
7 020078001 Spacer 1
8 047201642 Spring Pin 1
9 020076000 Tractor Gear 1
- ATTACHING HARWARE--e-mcecaeea

A1 048050345 Snap Ring 3
A2 025060135 Washer 2
A3 048060345 Snap Ring 3
Ay 535610001 Screw 2
A5 503090001 Washer 1
A6 533562001 Snap Ring 1
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TRACTOR DRIVE MECHANISM

FPigure 2-9.
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LIST OF MATERIALS
PLATEN AND ASSOCIATED ASSEMBLY
(Figure 2-10)

Item Part Number Description Quantity
1 020130001 Carriage Lock Plate 1
2 541950001 Spring 1
3 020067001 Link Shaft Holder, Left 1
4 U2006 4001 Link Shaft Unit 1
5 020038000 Paper Feed Roller Guide 1
6 020129000 Paper Guide, Upper 1
7 020068001 Link Shaft Holder, Right 1
8 020184001 Platen Unit 1
9 516442001 Collar 1
10 531572001 Stud Screw 1
ATTACHING HARDWARE-
A1 537235001 Screw 2
A2 527023001 Screw 1
A3 215081001 Screw 5
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PLATEN AND ASSOCIATED ASSEMBLY

Figure 2-10.
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LIST OF MATERIALS
PRINT HEAD AND ASSOCIATED ASSEMBLIES
(Figure 2-11)

Item Part Number Description

1 64000520-6001 Ribbon Cassette (see note)
2 63180315-5001 Print Head Assembly

3 63180254-4001 Head Adapter Board

] 63180285-4001 Head Flex Cable Assembly
5 36350005-2001 0 Ring

Quantity
1

1

NOTE: Item 1 part number is for a package containing four (4) cassettes.
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Pigure 2-11. PRINT HEAD and ASSOCIATED ASSEMBLIES
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Item
1A

1B

Part Number
64000399-5001
64000399-5001
64000920-4001
1200302

1200301

A1

34000775-2046 -

34900007-2001

LIST OF MATERIALS
ASSEMBLY INTERCONNECTION
(Figure 2-12)

ATTACHING

Description

Power Supply; 115V ac, 60 Hz

Power Supply; 230V ac, 50 Hz

Print Controller 487

ISI Format Controller 487

Front Panel

HARDWARE

Quantity
1

1

Screw Assembly

Washer, Lock,
Ext. Tooth

- 120 -
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Pigure 2-12. ASSEMBLY INTERCONNECTION
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Item

~N o U,

104
10B
B1A
B1B

B2

Part Number
64000837-2001
020267001
64000579
39098122-1001
64000580-2001
36200018-2016
64000509-5001
63180313-5001
39620021-1003
39620021-1001
39030033-1027
39030038-1007
64000850-5001

A1
A2
A3
A}

A5

L]

Cu

c5

34000775-2045
34913125-2001
34000775-2043
34000775-2085
34000451-2056
340004522007
33725718-2011
34000773-2043
34913125-2001

LIST OF MATERIALS

BASE COVER
(Figure 2-14)
Description-
Bottom Cover Assembly
Knob, Body Cover
Gasket, RFI, Power Supply
Switch, ON/OFF
Gasket, RFI, Mech.
BMPR. ADH MTG. (see Note 1)

Barrier, EMI Assy. (see Note 2)

Bracket Mounting Assembly, Formatter

Power Cord 115V
Power Cord 220V
Fuse G1. 4A. 115V
Fuse G1. 2A 250V

Harness Bracket Assy. ESD, AC Power

ATTACHING HARDWARE ——

Quantity
1

1

Screw Assembly

Flat Washer

Screw Assembly

Screw Assembly

Washer, Lock, Ext. Tooth
Washer, Flat

Screw Self Tapping
Screw Assembly M3x8

Washer, Flat
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C6
C7
c8

34000652-2004

34000455-2004

34913125-2001

Hex Nut
Washer, Lock, M3

Washer, Flat

Figure 2-14. BASE COVER
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Item

~N o v =

10
11
12

13

Part Number
020017001
33000023-2005
020278001
120370001
533816001
020182001
020276001
33000022-2001
531494000
553968000
020100001
64000594-2001

6400053 4-2001

A3
A}

A5

025080135-2001
020016001
533655001
34000770-2001

34000657-2004

ATTACHING HARDWARE

LIST OF MATERIALS
MAINFRAME

(Figure 2-15)

Description

Rubber Spacer

Clip

Clip

Clip

Clip

Rubber Bushing

Clip

Clip

Edging

Edging

Chassis, Complete Unit

Dip Switch Cover

Dust Cover

Quantity
y

1

Washer
Shoulder Screw
Screw

Nut, Stop

Screw, Hex Head, M3
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MAINFRAME
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Figure 2-15.



ITEM
P208
P209
P210

P211

PRINT
CONTROLLER
PCB

PRINTER
BASE

PRINTER
MECHANISM

PRINTER INTERCONNECTION
(Figure 2-16)

DESCRIPTION
P/0 Paper Empty Mechanism
P/0 Interlock Switch Unit

P/0 Ribbon Drive Motor
Assembly

P/0 Carriage Motor/Encoder
Assemblies
Printer Logic Board

P/0 Bottom Cover Assembly

P/0 Mainframe

- 126 -

REFERENCE
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Fig. 2=-2

Fig. 2-8

Fig. 2-5

Fig. 2-12

Figure 2-14

Figure 2-15



PRINTER
MECHANISM

PRINT MECHANISM
CABLE ASSEMBLY

CONTROLLER
PCB

PRINTER BASE

Pigure 2-16. PRINTER INTERCONNECTION
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Chapter 7

ELECTRICAL DRAWINGS

The following pages contain schematic, wiring, and assembly drawings for
the Model 487 printer. A list of the drawings follows:
FIGURE TITLE PAGE
~SCHEMATIC DIAGRAMS-

A-1 Schematic Diagram, Print Controller (64000920-9001)
A-2 Schematic Diagram, Print Controller (64003470-4001)

~WIRING DIAGRAMS-
A-4 Wiring Diagram, Model 487 (64000505-9001) A25/A24

-ASSEMBLY DIAGRAMS-

A-6 Assembly Diagram, Print Controller (64000920-8001) A28
A-T7 Assembly Diagram, Format Controller (1200302) A29/A30
A-8 Assembly Diagram, Control Panel ( )
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Chapter 8

PICO FUSE COLOR CODE

8.1 GENERAL INFORMATION

Some pico fuse manufacturers mark the outer covering of their fuses with
four colored bands. The first three bands are of the same width and
indicate the current rating of the fuse. The fourth band is wider than the
other three and indicates the time-current characteristics of the fuse.

Table D-1 shows the pico fuse color code for fuses with "normal blo" time
characteristics.

Table D-1. PICO FUSE COLOR CODE

Rated

Current First Second Third Fourth
MA Band Band Band Band
62 Blue Red Black Red
100 Brown Black Brown Red
125 Brown Red Brown Red
250 Red Green Brown Red
375 Orange Violet Brown Red
500 Green Black Brown Red
750 Violet Green Brown Red
1000 Brown Black Red Red
1500 Brown Green Red Red
2000 Red Black Red Red
2500 Red Green Red Red
3000 Orange Black Red Red
3500 Orange Green Red Red
5000 Yellow Black Red Red
5000 Green Black Red Red
7000 Violet Black Red Red
10000 Brown Black Orange Red
12000 Brown Red Orange Red
15000 Brown Green Orange Red
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