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output are accumulated in the history file. The stop list filters out 
misspellings (e.g .. thier= thy-y+ ier) that would otherwise pass. 

Three routines help maintain and check the hash lists used by spell 

hashmake Reads a list of words from the standard input and 
writes the corresponding nine-digit hash code on the 
standard output. 

spellin n Reads n hash codes from the standard input and 
writes a compressed spelling list on the standard out­
put. Information about the hash coding is printed on 
standard error. 

hashcheck Reads a compressed spelling_list and recreates the 
nine-digit hash codes for all the words in it; it writes 
these codes on the standard output. 

EXAMPLES 

FILES 

The following example creates the hashed spell list hlist and checks 
the result by comparing the two temporary files; they should be 
equal. 

cat goodwds I !usrilibispell/hashmake I sort -u >tmp1 
cat tmp1 I /usr/lib/spell/spellin 'cat tmp1 I wc -I' >hlist 
cat hlist I 1usr/lib/spell/hashcheck >tmp2 
diff tmp1 tmp2 

D_SPELL = /usr/libispell/hlist[ab] 

S_SPELL=,usr1lib1spell/hstop 
H_SPELL = usr1 libispelL spellhist 
1usr1lib/spell1spellprog 

hashed spelling lists, American & 
British 
hashed stop list 
history file 
program 

SEE ALSO 

BUGS 

deroff(1), eqn(1), sed(1), sort(1), tbl(1), tee(1), troff(1). 

The spelling list's coverage is uneven; new installations will probably 
wish to monitor the output for several months to gather local addi­
tions; typically, these are kept in a separate local file that is added 
to the hashed spelling_list via spellin . 
The British spelling feature was done by an American. 
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NAME 
spline - interpolate smooth curve 

SYNOPSIS 
spline [ options ] 

DESCRIPTION 
Spline takes pairs of numbers from the standard input as abscissas 
and ordinates of a function. It produces a similar set, which is 
approximately equally spaced and includes the input set, on the 
standard output. The cubic spline output (R. W. Hamming, "Numeri­
cal Methods for Scientists and Engineers" , 2nd ed , pp. 349ff) has 
two continuous derivatives, and sufficiently many points to look 
smooth when plotted, for example by graph (1G). 

The following options are recognized, each as a separate argument: 

-a Supply abscissas automatically (they are missing from the 
input); spacing is given by the next argument, or is assumed 
to be 1 if next argument is not a number. 

-k The constant k used in the boundary value computation: 
Y ~- = ky ; ', Y ~' = ky n, 1 

is set by the next argument (default k = 0). 

-n Space output points so that approximately n intervals occur 
between the lower and upper x limits (default n = 100). 

-p Make output periodic, i.e., match derivatives at ends. First 
and last input values should normally agree. 

-x Next 1 (or 2) arguments are lower (and upper) x limits. 
Normally, these limits are calculated from the data. 
Automatic abscissas start at lower limit (default 0). 

SEE ALSO 
graph(1 G). 

DIAGNOSTICS 

BUGS 

Page 1 

When data is not strictly monotone in x , spline reproduces the 
input without interpolating extra points. 

A limit of 1,000 input points is enforced silently. 
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NAME 
split - split a file into pieces 

SYNOPSIS 
split [ -n ] [ file [ name ] ] 

DESCRIPTION 
Split reads file and writes it in n -line pieces (default 1000 lines) onto 
a set of output files. The name of the first output file is name with 
aa appended, and so on lexicographically, up to zz (a maximum of 
676 files). Name cannot be longer than 12 characters. If no output 
name is given, x is default. 

If no input file is given, or if - is given in its stead, then the standard 
input file is used. 

SEE ALSO 
bfs(1 ), csplit(1 ). 

Page 1 May 19, 1986 
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NAME 
sroff - format text 

SYNOPSIS 
sroff ( options ] [ files ] 

DESCRIPTION 
Sroff formats text contained in files (standard input by default) for 
printing on typewriter-like devices and line printers, including the 
XEROX 9700 printer. 

An argument consisting of a minus (-) is taken to be a file name 
corresponding to the standard input. The options, which may 
appear in any order, but must appear before the files, are: 

-olist 

-sN 

-mname 

Print only pages whose page numbers appear in the list 
of numbers and ranges, separated by commas. A range 
N-M means pages N through M; an initial -N means 
from the beginning to page N; and a final N- means from 
N to the end. 
Stop every N pages. Sroff will halt after every N pages 
(default N = 1) to allow paper loading or changing, and will 
resume upon receipt of a line-feed or new-line. 
Prepend to the input files the macro file 
/usr/lib/smac/mname. (None available so far. Develop­
ment of an MM-like macro package for sroff is in pro­
gress.) 

-xtile 
SEE ALSO 

Write any index information onto file. 

BUGS 

Page 1 

col(1), pg(1). 

%# is the name of a register that contains the number of lines used 
on a page in single-column mode, or the number of lines in a diver­
sion. %# should work in multi-column mode, but what should it 
count? 
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NAME 
stat - statistical network useful with graphical commands 

SYNOPSIS 
node-name [options] [files] 

DESCRIPTION 

Page 1 

Stat is a collection of command level functions (nodes) that can be 
interconnected using sh (1) to form a statistical network. The nodes 
reside in /usr/bin/graf (see graphics (1G)). Data is passed through 
the network as sequences of numbers (vectors), where a number is 
of the form: 

[sign] (digits) (.digits)[ e[ sign ]digits] 

evaluated in the usual way. Brackets and parentheses surround 
fields. All fields are optional, but at least one of the fields sur­
rounded by parentheses must be present. Any character input to a 
node that is not part of a number is taken as a delimiter. 

Stat nodes are divided into four classes. 

Transformers, 

Summarizers, 

Translators, 

Generators, 

which map input vector elements into 
output vector elements; 

which calculate statistics of a vector; 

which convert among formats; and 

which are sources of definable vectors. 

Below is a list of synopses for stat nodes. Most nodes accept 
options indicated by a leading minus (-). In general, an option is 
specified by a character followed by a value, such as cs. This is 
interpreted as c := 5 (c is assigned 5). The following keys are used 
to designate the expected type of the value: 

c characters, 

integer, 

f floating point or integer, 

file file name, and 

string string of characters, surrounded by quotes to include 
a Shell argument delimiter. 

Options without keys are flags. All nodes except generators accept 
files as input, hence it is not indicated in the synopses. 

Transformers : 

abs [ -ci] - absolute value 
columns (similarly for -c options that follow) 

October 23, 1986 
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af 

ceil 

cu sum 

exp 

floor 

gamma 

list 

log 

mod 

pair 

power 

root 

round 

siline 

sin 

subset 

Summarizers : 

bucket 

May 23, 1985 
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[ -ci t v ] - arithmetic function 
t itled output, v erbose 

[ -ci] - round up to next integer 

[ -ci] - cumulative sum 

[ -ci] - exponential 

[ -ci] - round down to next integer 

[-ci] - gamma 

[ -ci dstring] - list vector elements 
d elimiter(s) 

[ -ci bf ] - logarithm 
base 

[ -ci mt] - modulus 
modulus 

[ -ci Ffile xi] - pair elements 
File containing base vector, x group size 

[ -ci pf ] - raise to a power 
power 

[ -ci rt ] - take a root 
root 

STAT(1G) 

[ -ci pi si ] - round to nearest integer, .5 rounds to 
1 
p laces after decimal point, s ignificant digits 

[ -ci if nisf ] - generate a line given slope and inter­
cept 
i ntercept, n umber of positive integers, s lope 

[ -ci] - sine 

[-at bf ci Ffile ii If nl np pf si ti] - generate a sub­
set 
above, below, File with master vector, interval, 
leave, master contains element numbers to master 
contains element numbers to pick, start, terminate 

[ -ai ci Ffile hf ii If ni] - break into buckets 
average size, File containing bucket boundaries, 
high, interval, low, number 
Input data should be sorted 

Page 2 
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cor 

hilo 

I reg 

mean 

point 

prod 

qsort 

rank 

total 

var 

Translators . 

bar 

hist 

[ -Ffile ] - correlation coefficient 
File containing base vector 

[ - h I o ox oy ]- find high and low values 
h igh only, I ow only, o ption form, o ption 
form with x prepended, o ption form with y 
prepended 

[ -Ffile i o s ] - linear regression 
F ile containing base vector, i ntercept only, o 
ption form for siline, slope only 

[-ff ni pf] - (trimmed) arithmetic mean 
fraction, number, percent 

[-ff ni pf s ] - point from empirical cumulative den­
sity function 
fraction, number, percent, sorted input 

- internal product 

[ -ci] - quick sort 

- vector rank 

- sum total 

- variance 

[-a b f g ri wi xf xa yf ya ylf yhf ] - build a bar 
chart 
suppress axes, bold, suppress .}f rame, suppress 
grid, region, idth in percent, x origin, suppress .}f 
xis label, y origin, suppress y xis label, y-axis lower 
bound, -axis high bound 
Data is rounded off to integers. 

[-a b f g ri xf xa yf ya ylf yht ] - build a histo­
gram 
suppress axes, bold, suppress . )f rame, suppress 
grid, region, origin, suppress x-axis label, y origin, 
suppress y xis label, y-axis lower bound, -axis high 
bound 

label [ -b c Ffile h p ri x xu y yr ] - label the axis of a 
GPS file 
b ar chart input, retain c ase, label F ile, h isto­
gram input, p lot input, r otation, x -axis, u 
pper x -axis, y -axis, r ight y -axis 
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pie 

plot 

title 

Generators : 

gas 

prime 

rand 

RESTRICTIONS 

UNIX Sys5 STAT(1G) 

[ -b o p pni ppi ri v xi yi ] - build a pie chart 
b old, values o utside pie, value as p ercen­
tage(: 0 100), value asp ercentage(:=i), draw p 
ercent of p ie, r egion, no v alues, x origin, y 
origin 
Unlike other nodes, input is lines of the form 

[ < i e f cc >] value [label] 
i gnore (do not draw) slice, e xplode slice, 
fill slice, c olor slice c ~(black, red, g 
reen, blue) 

[-a b cstring d f Ffi/e xf xa xif xhf xlf xni xt 
yf ya yif yhf ylf yni yt ] - plot a graph 
suppress axes, bold, plotting . }f haracters, discon­
nected, suppress ile containing x vector, suppress 
grid, mark points, region, x origin, suppress x-axis 
label, x interval, x h igh bound, x low bound, 
number -axis, suppress x-axis title, y origin, 
suppress y-axis label, y interval, y h igh bound, y 
low bound, number -axis, suppress y-axis title 

[ -b c !string vstring u ] - title a vector or a GPS 
title bold, retain case, lower title, upper title, vector 

[ -ci if ni sf tf ] - generate additive sequence 
interval, number, start, terminate 

[ -ci hi Ii ni ] - generate prime numbers 
high, low, number 

[ -ci hf If mf ni si] - generate random sequence 
high, low, multiplier, number, seed 

Some nodes have a limit on the size of the input vector. 

SEE ALSO 
graphics( 1 G). 
gps(4) in the Sys5 UNIX Programmer Reference Manual. 
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NAME 
strings - find the printable strings in a object, or other binary, file (-~ 

SYNOPSIB ~ 

/usr/plx/strings [ - ] [ -o ] [ -number ] file ... 

DESCRIPTION 

NOTES 

Strings looks for ASCII strings in a binary file. A string is any 
sequence of 4 or more printing characters ending with a newline or 
a null. Unless the - flag is given, strings only looks in the initialized 
data space of object files. If the -o flag is given, then each string is 
preceded by its offset in the file (in octal). If the -number flag is 
given then number is used as the minimum string length rather than 
4. 

Strings is useful for identifying random object files and many other 
things. 

This command is based on a similar one from the University of Cali­
fornia at Berkeley. 

SFf ALSO 
od(1) 

BUGS 
The algorithm for identifying strings is extremely primitive. 

Page 1 November 13, 1985 
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NAME 
strip - strip symbol and line number information from a common 
object file 

SYNOPSIS 
strip [-I] [-x] [-r] [-VJ filename 

DESCRIPTION 

FILES 

The strip command strips the symbol table and line number informa­
tion from common object files, including archives. Once this has 
been done, no symbolic debugging access will be available for that 
file; therefore, this command is normally run only on production 
modules that have been debugged and tested. 

The amount of information stripped from the symbol table can be 
controlled by using any of the following options: 

-I Strip line number information only; do not strip any symbol 
table information. 

-x Do not strip static or external symbol information. 

-r Reset the relocation indexes into the symbol table. 

-V Print the version of the strip command executing on the 
standard error output. 

If there are any relocation entries in the object file and any symbol 
table information is to be stripped, strip will complain and terminate 
without stripping file-name unless the -r flag is used. 

If the strip command is executed on a common archive file (see ar 
(4)) the archive symbol table will be removed. The archive symbol 
table must be restored by executing the ar (1) command with the s 
option before the archive can be link-edited by the Id (1) command. 
Strip will instruct the user with appropriate warning messages when 
this situation arises. 

The purpose of this command is to reduce the file storage overhead 
taken by the object file. 

/usr1tmp1strp?????? 

SEE ALSO 
ar(1 ), as(1 ), cc(1 ), ld(1 ). 
a.out(4), ar(4) in the Sys5 UNIX Programmer Reference Manual. 

DIAGNOSTICS 
strip: name: cannot open 

if name cannot be read. 
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strip: name: bad magic 
if name is not an appropriate common 

object file 

strip: name: relocation entries present; cannot strip 
if name contains relocation entries and 

the -r flag is not used, the symbol table informa­
tion cannot be stripped. 
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NAME 
stty - set the options for a terminal 

SYNOPSIS 
stty [ -f <tty-device> ] [ -a ] [ -g ] [ options ] 

DESCRIPTION 
Stty sets certain terminal 1/0 options for the device that is the 
current standard input; without arguments, it reports the settings of 
certain options; with the -a option, it reports all of the option set­
tings; with the -g option, it reports current settings in a form that 
can be used as an argument to another stty command. With the -f 
option, the current standard input is not used, but the specified 
tty_device is opened with NDELAY specified and the subsequent 
argument operations are applied to the specified tty-device. The -f 
option must be specified first (with its device name, separate from 
other options). Detailed information about the modes for asynchro­
nous lines listed in the first five groups below may be found in tty(?) 
in the UNIX System Administrator Reference Manual. Options in 
the last group are implemented using options in the previous 
groups. Note that many combinations of options make no sense, 
but no sanity checking is performed. The options are selected from 
the following: 

Control Modes 

Page 1 

parenb ( -parenb) enable (disable) parity generation and detec­
tion. 

parodd ( -parodd ) 
select odd (even) parity. 

cs5 cs6 cs7 cs8 
select character size (see tty(?)). 

0 hang up phone line immediately. 
50 75 110 134 150 
200 300 600 1200 
1800 2400 4800 
9600 19200 exta extb 

Set terminal baud rate to the number given, if possible. (All 
speeds are not supported by all hardware interfaces.) 

hupcl ( -hupcl ) 
hang up (do not hang up) DATA-PHONE® connection on last 
close. 

hup (-hup) 
same as hupcl ( -hupcl ). 

cstopb ( -cstopb ) 
use two (one) stop bits per character. 

cread ( -cread ) 
enable (disable) the receiver. 
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clocal ( -clocal ) 
assume a line without (with) modem control. 

loblk ( -loblk ) 
block (do not block) output from a non-current layer. 

Input Modes 
ignbrk ( -ignbrk) ignore (do not ignore) break on input. 
brkint ( -brkint ) 

signal (do not signal) INTR on break. 
ignpar ( -ignpar ) 

ignore (do not ignore) parity errors. 
parmrk ( -parmrk) 

mark (do not mark) parity errors (see tty(?)). 
inpck ( -inpck ) 

enable (disable) input parity checking. 
istrip ( -istrip ) 

strip (do not strip) input characters to seven bits. 
inlcr ( -inlcr ) 

map (do not map) NL to CR on input. 
igncr ( -igncr ) 

ignore (do not ignore) CR on input. 
icrnl ( -icrnl ) 

map (do not map) CR to NL on input. 
iuclc ( -iuclc ) 

map (do not map) upper-case alphabetics to lower case on 
input. 

ixon ( -ixon ) 
enable (disable) START/STOP output control. Output is 
stopped by sending an ASCII DC3 and started by sending an 
ASCII DC1. 

ixany ( -ixany ) 
allow any character (only oc1) to restart output. 

ixoff ( -ixoff ) 
request that the system send (not send) START/STOP char­
acters when the input queue is nearly empty/full. 

icts ( -icts ) 
Use the Clear To Send line to determine the status of the 
input queue as above. Clear To Send is on when high. 

ictslo ( -ictslo ) 
Same as icts except Clear To Send is on when low. 

Output Modes 
opost ( -opost ) 

olcuc ( -olcuc ) 

post-process output (do not post-process out­
put; ignore all other output modes). 

map (do not map) lower-case alphabetics to upper case on 

October 7, 1986 Page2 
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output. 
onlcr { -onlcr ) 

map (do not map) NL to CR-NL on output. 
ocrnl { -ocrnl ) 

map (do not map) CR to NL on output 
onocr { -onocr ) 

do not (do) output CRs at column zero. 
onlret { -onlret) 

on the terminal NL performs (does not perform) the CR func­
tion. 

ofill { -ofill ) 
use fill characters (use timing) for delays. 

ofdel ( -ofdel ) 
fill characters are DELs (NULs). 

crO cr1 cr2 cr3 
select style of delay for carriage returns (see tty(?)). 

nlO nl1 select style of delay for line-feeds (see tty(?)). 
tabO tab1 tab2 tab3 

select style of delay for horizontal tabs (see tty(?). 
bsO bs1 

select style of delay for backspaces (see tty(?)). 
ffO ff1 select style of delay for form-feeds (see tty(?)). 
vtO vt1 select style of delay for vertical tabs (see tty(?)). 

Local Modes 
isig ( -isig ) enable (disable) the checking of characters 

against the special control characters INTR, 
QUIT, and SWTCH. 

Page 3 

icanon { -icanon ) 
enable (disable) canonical input (ERASE and KILL process­
ing). 

xcase ( -xcase ) 
canonical (unprocessed) upper/lower-case presentation. 

echo { -echo ) 
echo back (do not echo back) every character typed. 

echoe ( -echoe ) 
echo (do not echo) ERASE character as a backspace­
space-backspace string. Note: this mode will erase the 
ERASEed character on many CRT terminals; however, it 
does not keep track of column position and, as a result, 
may be confusing on escaped characters, tabs, and back­
spaces. 

echok ( -echok ) 
echo (do not echo) NL after KILL character. 

lfkc { -lfkc ) 
the same as echok ( -echok ); obsolete. 
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STTY(1) UNIX Sys5 

echonl ( -echonl ) 
echo (do not echo) NL 

noflsh ( -noflsh ) 
disable (enable) flush after INTR, QUIT, or SWTCH. 

stwrap ( -stwrap ) 

STTY(1) 

disable (enable) truncation of lines longer than 79 charac­
ters on a synchronous line. 

stflush ( -stflush ) 
enable (disable) flush on a synchronous line after every 
write (2). 

stappl ( -stappl ) 
use application mode (use line mode) on a synchronous 
line. 

Control Assignments 
control-character c set control-character to c , where control­

character is erase, kill, intr, quit, swtch, 
eof, eol , ctab, min, or time (ctab is used 
with i -stappl; (min and time are used with 
-icanon; see tty(7)). If c is preceded by an 
(escaped from the shell) caret n, then the 
value used is the corresponding CTRL charac­
ter (e.g., ""d" is a CTRL-d); ""?" is interpreted 
as DEL and "" -" is interpreted as undefined. 

line i set line discipline to i (0 < i < 127 ). 

Combination Modes 
evenp or parity enable parenb 

and cs7. 
oddp enable parenb, cs7, and parodd. 
-parity, -evenp, or -oddp 

disable parenb, and set cs8. 
raw (-raw or cooked) enable (disable) raw input and output (no 

ERASE, KILL, INTR, QUIT, SWTCH, EOT, or output post pro­
cessing). 

nl ( -nl) 
unset (set) icrnl, onlcr. In addition -nl unsets inlcr, igncr, 
ocrnl, and onlret. 

lease ( -lease) 
set (unset) xcase, iuele, and oleue. 

LCASE ( -LCASE) 
same as lease (-lease). 

tabs ( -tabs or tab3 ) 
preserve (expand to spaces) tabs when printing. 

ek reset ERASE and KILL characters back to normal # and @ . 
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sane resets all modes to some reasonable values. 
term set all modes suitable for the terminal type term , where 

term is one of tty33, tty37, vt05, tn300, ti700, or tek. 

Miscellaneous 
flush Performs immediate flush of input and output queues asso­

ciated with terminal. Flush is useful when a process has 
been killed but will not terminate due to 1/0 pending. 

iflush Empties input queue. See flush. 
oflush Empties output queue. See flush. 

SEE ALSO 
tabs(1 ). 

Pages 

ioctl(2) in the Sys5 UNIX Programmer's Reference Manual. 
tty(?) in the UNIX User's Reference Manual. 
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NAME 
style - analyze surface characteristics of a document 

SYNOPSIS 
/usr/plx/style [ -ml ] [ -mm ] [ -a ] [ -e ] [ -I num ] [ -r num 
] [ -p ] [ -P ] file ... 

DESCRIPTION 
Style analyzes the surface characteristics of the writing style of a 
document. It reports on readability, sentence length and structure, 
word length and usage, verb type, and sentence openers. Because 
style runs deroff before looking at the text, formatting header files 
should be included as part of the input. The default macro package 
-ms may be overridden with the flag -mm. The flag -ml, which 
causes deroff to skip lists, should be used if the document contains 
many lists of non-sentences. The other options are used to locate 
sentences with certain characteristics. 

-a print all sentences with their length and readability index. 

-e print all sentences that begin with an expletive. 

-p print all sentences that contain a passive verb. 

-lnum print all sentences longer than num. 

-mum print all sentences whose readability index is greater than 
num. 

-P print parts of speech of the words in the document. 

SEE ALSO 
deroff(1) 

BUGS 

Page 1 

Use of non-standard formatting macros may cause incorrect sen­
tence breaks. 
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NAME 
su - become super-user or another user 

SYNOPSIS 
su [ - ] [ name [ arg ... ] ] 

DESCRIPTION 
Su allows one to become another user without logging off. The 
default user name is root (i.e., super-user). 

To use su, the appropriate password must be supplied (unless one 
is already root). If the password is correct, su will execute a new 
shell with the real and effective user ID set to that of the specified 
user. The new shell will be the optional program named in the shell 
field Jf the specified user's password file entry (see passwd (4)), or 
/bin/sh if none is specified (see sh (1) ). To restore normal user ID 
privileges, type an EOF (cntrl-d) to the new shell. 

Any additional arguments given on the command line are passed to 
the program invoked as the shell. When using programs like sh (1 ), 
an arg of the form -c string executes string via the shell and an arg 
of -r will give the user a restricted shell. 

The following statements are true only if the optional program 
named in the shell field of the specified user's password file entry is 
like sh(1 ). If the first argument to su is a - , the environment will be 
changed to what would be expected if the user actually logged in as 
the specified user. This is done by invoking the program used as 
the shell with an argO value whose first character is - , thus causing 
first the system's profile (/etc/profile) and then the specified user's 
profile (.profile in the new HOME directory) to be executed. Other­
wise, the environment is passed along with the possible exception of 
$PATH , which is set to /bin :/etc :/usr/bin for root . Note that if the 
optional program used as the shell is /bin/sh , the user's .profile 
can check argO for -sh or -su to determine if it was invoked by 
login(1) or su(1 ), respectively. If the user's program is other than 
/bin/sh, then .profile is invoked with an argO of -program by both 
login(1) and su(1 ). 

All attempts to become another user using su are logged in the log 
file /usr/adm/sulog . 

EXAMPLES 

Page 1 

To become user bin while retaining your previously exported 
environment, execute: 

SU bin 

To become user bin but change the environment to what would be 
expected if bin had originally logged in, execute: 

May 19, 1986 
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SU - bin 

To execute command with the temporary environment and permis­
sions of user bin, type: 

su - bin -c "command args" 

/etc/passwd 
/etc/profile 
$HOME/.profile 
/usr/adm/sulog 

system's password file 
system's profile 
user's profile 
log file 

SEE ALSO 
env(1 ), login(1 ), sh(1 ). 
passwd(4), profile(4), 
Reference Manual. 

May 19, 1986 
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NAME 
sum - print checksum and block count of a file 

SYNOPSIS 
sum [ -r ] file 

DESCRIPTION 
Sum calculates and prints a 16-bit checksum for the named file, and 
also prints the number of blocks in the file. It is typically used to 
look for bad spots, or to validate a file communicated over some 
transmission line. The option -r causes an alternate algorithm to be 
used in computing the checksum. 

SEE ALSO 
wc(1 ). 

DIAGNOSTICS 

Page 1 

"Read error" is indistinguishable from end of file on most devices; 
check the block count. 
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NAME 
sync - update the super block 

SYNOPSIS 
sync 

DESCRIPTION 
Sync executes the sync system primitive. If the system is to be 
stopped, sync must be called to insure file system integrity. It will 
flush all previously unwritten system buffers out to disk, thus assur­
ing that all file modifications up to that point will be saved. See sync 
(2) for details. 

SEE ALSO 
sync(2) in the Sys5 UNIX Programmer Reference Manual. 
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NAME 
tabs - set tabs on a terminal 

SYNOPSIS 
tabs [ tabspec ] [ + m n ] [ - T type ] 

DESCRIPTION 

Page 1 

Tabs sets the tab stops on the user's terminal according to the tab 
specification tabspec , after clearing any previous settings. The 
user's terminal must have remotely-settable hardware tabs. 

Users of GE TermiNet terminals should be aware that they behave 
in a different way than most other terminals for some tab settings. 
The first number in a list of tab settings becomes the left margin on 
a TermiNet terminal. Thus, any list of tab numbers whose first ele­
ment is other than 1 causes a margin to be left on a TermiNet, but 
not on other terminals. A tab list beginning with 1 causes the same 
effect regardless of terminal type. It is possible to set a left margin 
on some other terminals, although in a different way (see below). 

Four types of tab specification are accepted for tabs pee : "canned," 
repetitive, arbitrary, and file. If no tabspec is given, the default 
value is -8 , i.e., UNIX system "standard" tabs. The lowest column 
number is 1. Note that for tabs , column 1 always refers to the left­
most column on a terminal, even one whose column markers begin 
at 0, e.g., the DASI 300, DASI 300s, and DASI 450. 

-code Gives the name of one of a set of "canned" tabs. The 
legal codes and their meanings are as follows: 

-a 1, 10, 16,36,72 
Assembler, IBM S/370, first format 

-a2 1, 10, 16,40,72 
Assembler, IBM S/370, second format 

-c 1,8, 12, 16,20,55 
COBOL, normal format 

-c2 

-c3 

-f 

1,6, 10, 14,49 
COBOL compact format (columns 1-6 omitted). Using this 
code, the first typed character corresponds to card column 
7, one space gets you to column 8, and a tab reaches 
column 12. Files using this tab setup should include a for­
mat specification as follows: 

< :t-c2 m6 s66 d:> 
1,6, 10, 14, 18,22,26,30,34,38,42,46,50,54,58,62,67 
COBOL compact format (columns 1-6 omitted), with more 
tabs than -c2. This is the recommended format for COBOL 
The appropriate format specification is: 

<:t-c3 m6 s66 d:> 
1, 7, 11, 15, 19,23 
FORTRAN 
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-p 

-s 

-u 

UNIX Sys5 

1,5,9, 13, 17,21,25,29,33,37,41,45,49,53,57,61 
PL/I 
1,10,55 
SNOBOL 
1, 12,20,44 
UNIVAC 1100 Assembler 

TABS(1) 

In addition to these "canned" formats, three other types exist: 

-n A repetitive specification requests tabs at columns 1 + n, 
1 + 2*n, etc. Note that such a setting leaves a left margin 
of n columns on TermiNet terminals only . Of particular 
importance is the value -8 : this represents the UNIX sys­
tem "standard" tab setting, and is the most likely tab set­
ting to be found at a terminal. It is required for use with the 
nroff -h option for high-speed output. Another special 
case is the value -0 , implying no tabs at all. 

n1, n2 , ... 
The arbitrary format permits the user to type any chosen 
set of numbers, separated by commas, in ascending order. 
Up to 40 numbers are allowed. If any number (except the 
first one) is preceded by a plus sign, it is taken as an incre­
ment to be added to the previous value. Thus, the tab lists 
1, 10,20,30 and 1, 10, + 10, + 10 are considered identical. 

-file If the name of a file is given, tabs reads the first line of the 
file, searching for a format specification. If it finds one 
there, it sets the tab stops according to it, otherwise it sets 
them as -8 . This type of specification may be used to 
make sure that a tabbed file is printed with correct tab set­
tings, and would be used with the pr (1) command: 

tabs - file; pr file 

Any of the following may be used also; if a given flag occurs more 
than once, the last value given takes effect: 

-Ttype Tabs usually needs to know the type of terminal in order to 
set tabs and always needs to know the type to set mar­
gins. Type is a name listed in term (5). If no -T flag is 
supplied, tabs searches for the $TERM value in the 
environment (see environ (5) ). If no type can be found, 
tabs tries a sequence that will work for many terminals. 

+ mn The margin argument can be used for some terminals. It 
causes all tabs to be moved n columns by making column 
n+ 1 the left margin. If + m is given without a value of n , 
the value assumed is 10. For a TermiNet, the first value in 
the tab list must be 1, or the margin will move further to the 
right. The normal (leftmost) margin on most terminals is 
obtained by +mo . The margin for most terminals is reset 
only when the +m flag is given explicitly. 
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Tab and margin setting is performed via the standard output. 

DIAGNOSTICS 
illegal tabs 
illegal increment 

unknown tab code 
can't open 
file indirection 

when arbitrary tabs are ordered incorrectly. 
when a zero or missing increment is found in 
an arbitrary specification. 
when a "canned" code cannot be found. 
if -file option used, and file can't be opened. 
if -file option used and the specification in 
that file points to yet another file. Indirection 
of this form is not permitted. 

SEE ALSO 
pr(1 ). 

BUGS 

Page 3 

environ(5), term(5) in the Sys5 UNIX Programmer Reference 
Manual. 

There is no consistency among different terminals regarding ways of 
clearing tabs and setting the left margin. 
It is generally impossible to usefully change the left margin without 
also setting tabs. 
Tabs clears only 20 tabs (on terminals requiring a long sequence), 
but is willing to set 64. 
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NAME 
tail - deliver the last part of a file 

SYNOPSIS 
tail [ ::!:: (number][ lbc [ f ] ] ] [ file ] 

DESCRIPTION 
Tail copies the named file to the standard output beginning at a 
designated place. If no file is named, the standard input is used. 

Copying begins at distance +number from the beginning, or 
-number from the end of the input (if number is null, the value 1 O is 
assumed). Number is counted in units of lines, blocks, or characters, 
according to the appended option I , b , or c . When no units are 
specified, counting is by lines. 

With the -f ("follow") option, if the input file is not a pipe, the pro­
gram will not terminate after the line of the input file has been copied, 
but will enter an endless loop, wherein it sleeps for a second and 
then attempts to read and copy further records from the input file. 
Thus it may be used to monitor the growth of a file that is being writ­
ten by some other process. For example, the command: 

tail -f fred 

will print the last ten lines of the file fred , followed by any lines that 
are appended to fred between the time tail is initiated and killed. As 
another example, the command: 

tail -15cf fred 

will print the last 15 characters of the file fred , followed by any lines 
that are appended to fred between the time tail is initiated and 
killed. 

SEE ALSO 
dd(1). 

BUGS 
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Tails relative to the end of the file are treasured up in a buffer, and 
thus are limited in length. Various kinds of anomalous behavior may 
happen with character special files. 
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NAME 
tape - tape manipulation 

SYNOPSIS 
tape [ -9ctf [filename] ] [command [options] ] 

DESCRIPTION 
Tape executes special commands on 9-track and cartridge tapes. 

Tape accesses the filename given via the -f switch. If none is given, 
the program opens the tape filename, /dev/rnn/Omn. If that fails, it 
opens /dev/rpt/Omn. The tape file it eventually accesses must be a 
character special file. 

Tape figures out the type of tape (9-track or cartridge) unless the 'c' 
or '9' switches are given. 

The available switches are: 

c 

9 

t 

The tape file is on a cartridge tape. Tape does not try 
figure out the type of tape if this is given. 

The tape file is on a 9-track tape. Tape does not try 
figure out the type of tape if this is given. 

Print the type of tape. 

f filename Do the special command on the tape file filename. 
Filename must be a character special file. 

Tape accepts a command after the switches. If none is given, it 
assumes the command status for the 9-track and srcheof O for the 
cartridge. 

These are the acceptable commands and their options for a 9-track 
tape: 

erase n 

eraseall 

status 

rforeign 

unload 

Erases a fixed length (approximately 3.5 inches) for 
each value of n from the current position. 

Erase tape from current position to beyond the end of 
tape. 

Report the status returned by tape controller. 

Reports the status and block size in bytes of file on 
tape. Leaves the tape in the middle of the file. 

Unloads the tape. 

space n Space forward n data blocks. 

spaceeof n Space forward n data blocks. Terminates early if it 
encounters an end-of-file on tape. 

srcheof n Position tape to the n-th end-of-file mark from the 
current position. If n is omitted, 1 is assumed. n should 
be a positive integer. If filename is given with the f 
switch you should specify a tape filename with no 
rewind, e.g., /dev/rrm/Omn. 

rew Rewinds the tape to the load point. 

weof Write an end-of-file on tape at current position. 
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FILES 

These are the acceptable commands and their options for a cartridge 
tape: 

rew Rewinds the cartridge to the load point. 

weof Write an end-of-file on cartridge at current position. This 
is dangerous because it could overwrite data anywhere 
on the cartridge. Don't use it if you want the data on 
the cartridge. 

srcheof n Position to then-th file on the cartridge. Positioning is 
always done from the beginning of the cartridge. If n is 
omitted, 1 is assumed. n should be a positive integer. 
If filename is given with the f switch you should specify 
a tape filename with no rewind, e.g., /dev/rnn/Omn. 

eraseall Erase cartridge. The abbreviation 'erase' works also. 

retension Retension the cartridge. This should be done with new 
cartridges, cartridges that have been unused for some 
time, or cartridges that produce a hard error when 
accessing. The abbreviation 'ret' works also. See the 
Plexus Cartridge Tape Drive Manual (Plexus Publication 
Number 98-05016.3) for more information. 

/dev/rrm/Omn 
/dev/rpt/Omn 

SEE ALSO 
pt(?), rm(?). 
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NAME 
tar - tape file archiver 

SYNOPSIS 
tar [ key ] [ files ] 

DESCRIPTION 

Tar saves and restores files on magnetic tape. Its actions are con­
trolled by the key argument. The key is a string of characters con­
taining at most one function letter and possibly one or more function 
modifiers. Other arguments to the command are files (or directory 
names) specifying which files are to be dumped or restored. In all 
cases, appearance of a directory name refers to the files and (recur­
sively) subdirectories of that directory. 

The function portion of the key is specified by one of the following 
letters: 

r The named files are written on the end of the tape. The c 
function implies this function. 

x The named files are extracted from the tape. If a named file 
matches a directory whose contents had been written onto 
the tape, this directory is (recursively) extracted. The owner, 
modification time, and mode are restored (if possible). If no 
files argument is given, the entire content of the tape is 
extracted. Note that if several files with the same name are 
on the tape, the last one overwrites all earlier ones. 

t The names of the specified files are listed each time that they 
occur on the tape. If no files argument is given, all the 
names on the tape are listed. 

u The named files are added to the tape if they are not already 
there, or have been modified since last written on that tape. 

c Create a new tape; writing begins at the beginning of the 
tape, instead of after the last file. This command implies the 
r function. 

The following characters may be used in addition to the letter that 
selects the desired function: 

0, ••• ,7 This modifier selects the drive on which the tape is mounted. 
The default is 0. 

v Normally, tar does its work silently. The v (verbose) option 
causes it to type the name of each file it treats, preceded by 
the function letter. With the t function, v gives more informa­
tion about the tape entries than just the name. 

w Causes tar to print the action to be taken, followed by the 
name of the file, and then wait for the user's confirmation. If 
a word beginning with y is given, the action is performed. 
Any other input means "no". 
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FILES 

f Causes tar to use the next argument as the name of the 
archive instead of /dev/rnn/Om. If the name of the file is -, 
tar writes to the standard output or reads from the standard 
input, whichever is appropriate. Thus, tar can be used as 
the head or tail of a pipeline. Tar can also be used to move 
hierarchies with the command: 

(cd fromdir; tar cf - .) I (cd todir; tar xf -) 

b Causes tar to use the next argument as the blocking factor 
for tape records. The default is 1, the maximum is 20. The 
block size is determined automatically when reading tapes 
(key letters x and t). Specifying the wrong block size with the 
b option can lead to unpredictable results. 

Tells tar to complain if it cannot resolve all of the links to the 
files being dumped. If I is not specified, no error messages 
are printed. 

m Tells tar to not restore the modification times. The 
modification time of the file will be the time of extraction. 

/dev/rpt/Om 
/dev/rpt/Omn 
/dev/rrm/Om 
/dev/rrm/Omn 
/tmp/tar• 

(cartridge tape - rewind) 
(cartridge tape - no rewind) 
(9-track tape - rewind) 
(9-track tape - no rewind) 

DIAGNOSTICS 

BUGS 

Complaints about bad key characters and tape read/write errors. 
Complaints if enough memory is not available to hold the link tables. 

There is no way to ask for then -th occurrence of a tile. 
Tape errors are handled ungracefully. 
The u option can be slow. 
The b option should not be used with archives that are going to be 
updated. The current magnetic tape driver cannot backspace raw 
magnetic tape. If the archive is on a disk file, the b option should not 
be used at all, because updating an archive stored on disk can des­
troy it. 
The current limit on file-name length is 100 characters. 
The r and u options do not work. 
Tar does not preserve the access modes and ownership of direc­
tories. If you need them preserved, use cpio(1) instead. See also 
find(1). 
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NAME 
tbl - format tables for nroff or troff 

SYNOPSIS 
tbl [ - TX ] [ files ] 

DESCRIPTION 

Page 1 

Tb/ is a preprocessor that formats tables for nroff or troff(1 ). The 
input files are copied to the standard output, except for lines 
between .TS and .TE command lines, which are assumed to 
describe tables and are re-formatted by tbl. (The .TS and .TE com­
mand lines are not altered by tbl) . 

. TS is followed by global options. The available global options are: 

center center the table (default is left-adjust); 
expand make the table as wide as the current line 

length; 
box enclose the table in a box; 
doublebox 

all box 
tab (x) 

enclose the table in a double box; 
enclose each item of the table in a box; 
use the character x instead of a tab to separate 
items in a line of input data 

The global options, if any, are terminated with a semi-colon ( ;). 

Next come lines describing the format of each line of the table. 
Each such format line describes one line of the actual table. except 
that the last format line (which must end with a period) describes all 
remaining lines of the table. Each column of each line of the table 
is described by a single key-letter, optionally followed by specifiers 
that determine the font and point size of the corresponding item, 
that indicate where vertical bars are to appear between columns, 
that determine column width, inter-column spacing, etc. The avail­
able key-letters are: 

c 
r 
I 
n 

s 
a 

center item within the column; 
right-adjust item within the column; 
left-adjust item within the column; 
numerically adjust item in the column: units posi­
tions of numbers are aligned vertically; 
span previous item on the left into this column; 
center longest line in this column and then left­
adjust all other lines in this column with respect to 
that centered line; 
span down previous entry in this column; 
replace this entry with a horizontal line; 
replace this entry with a double horizontal line. 
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The characters B and I stand for the bold and italic fonts, respec­
tively; the character I indicates a vertical line between columns. 

The format lines are followed by lines containing the actual data for 
the table, followed finally by .TE Within such data lines, data items 
are normally separated by tab characters. 

If a data line consists of only _ or - , a single or double line, respec­
tively, is drawn across the table at that point; if a single item in a 
data line consists of only _ or ~·, then that item is replaced by a sin­
gle or double line. 

Full details of all these and other features of tbl are given in the 
reference manual cited below. 

The -TX option forces tbl to use only full vertical line motions, mak­
ing the output more suitable for devices that cannot generate partial 
vertical line motions (e.g., line printers). 

If no file names are given as arguments (or if - is specified as the 
last argument), tbl reads the standard input, so it may be used as a 
filter. When it is used with eqn ( 1) or neqn, tbl should come first to 
minimize the volume of data passed through pipes. 

EXAMPLE 
If we let ~ represent a tab (which should be typed as a genuine tab), 
then the input: 

yields: 

.TS 
center box 
cB s s 
cl I cl s 
· I cc 
I I n n . 
Household Population 

Town-Households 
-Number-Size 

Bedminster -789-3.26 
Bernards Twp.-3087-3.74 
Bernardsville-2018-3.30 
Bound Brook-3425-3.04 
Bridgewater-7897-3.81 
Far Hills-240-3.19 
.TE 
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Household Population 
!---------.-------~------< 

Town 

Bedminster 
Bernards Twp. 
Bernardsville 
Bound Brook 
Bridgewater 
Far Hills 

'----· --· ·- -

Households 
Number 

789 
3087 
2018 
3425 
7897 
240 

Size 

3.26 
3.74 
3.30 
3.04 
3.81 
3.19 

TBL(1) 

SEE ALSO 
ocw(1), eqn(1), mm(1), mmt(1), nroff(1), troff(1), mm(5), mv(5). 

BUGS 
See BUGS under nroff(1 ). 
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NAME 
tc, otc - troff output interpreter 

SYNOPSIS 
tc [ -t ] [ -olist ] [ -an ] [ -e ] [ file ] 

otc [ -t ] [ -sn ] [ -pl J [ file ] 

DESCRIPTION 
Tc interprets its input (standard input default) as output from troff(1 ). 
The standard output of tc is intended for a TEKTRONIX 4015 (a 4014 
terminal with ASCII and APL character sets). The various typesetter 
sizes are mapped into the 4014's four sizes; the entire TROFF char­
acter set is drawn using the 4014's character generator, using over­
struck combinations where necessary, producing an altogether 
displeasing effect. Otc performs a similar function for the old 
TROFF, otroff (see nroff(1 )). Typical usage: 

troff file I tc 

otroff -t file I otc 

At the end of each page tc waits for a new-line (empty line) from the 
keyboard before continuing on to the next page. In this wait state, 
the following commands are recognized: 

!cmd Send cmd to the shell. 

e Invert state of the screen erase (tc); do not erase screen 
before next page (otc). 

-n Skip backward n pages. (tc only). 

n Print page n. (tc only). 

sn Skip forward n pages. (otc only). 

an Set the aspect ratio to n. (tc only). 

? Print list of available options. (tc only). 

The command line options are: 

-t Do not wait between pages (for directing output into a file). 

-olist Prints only the pages enumerated in list. The list consists 
of pages and page ranges (e.g., 5-17) separated by com­
mas. The range n- goes from n to the end; the range -n 
goes from the beginning to and including page n. (tc only). 

-an Set the aspect ratio to n; default is 1.5. {tc only). 

-e Do not erase before each page. (tc only). 

-sn Skip the first n pages. (otc only). 
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-pl Set page length to I; I may include the scale factors p 
(points), i (inches), c (centimeters), and P (picas); Default is 
picas. (ate only). 

SEE ALSO 
4014(1), nroff(1), tplot(1G), troff(1). 

BUGS 
Font distinctions are lost. 
It needs a -w option to wait for input to arrive. 
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NAME 
tee - pipe fitting 

SYNOPSIS 
tee [ -i ] [ -a ] [ file ] 

DESCRIPTION 

Page 1 

Tee transcribes the standard input to the standard output and 
makes copies in the files . The -i option ignores interrupts; the -a 
option causes the output to be appended to the files rather than 
overwriting them. 
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NAME 
test - condition evaluation command 

SYNOPSIS 
test expr 
[ expr ] 

DESCRIPTION 

Page 1 

Test evaluates the expression expr and, if its value is true, returns 
a zero (true) exit status; otherwise, a non-zero (false) exit status is 
returned; test also returns a non-zero exit status if there are no 
arguments. The following primitives are used to construct expr: 

-r file true if file exists and is readable. 

-w file 

-x file 

-f file 

-d file 

-c file 

-b file 

-p file 

-u file 

true if file exists and is writable. 

true if file exists and is executable. 

true if file exists and is a regular file. 

true if file exists and is a directory. 

true if file exists and is a character special file. 

true if file exists and is a block special file. 

true if file exists and is a named pipe (fifo). 

true if file exists and its set-user-ID bit is set. 

-g file true if file exists and its set-group-ID bit is set. 

-k file true if file exists and its sticky bit is set. 

-s file true if file exists and has a size greater than zero. 

-t [ fildes] true if the open file whose file descriptor number is 
tildes (1 by default) is associated with a terminal dev­
ice. 

-z s 1 true if the length of string s 1 is zero. 

-n s1 true if the length of the string s1 is non-zero. 

s1 = s2 true if strings s1 and s2 are identical. 

s1 I= s2 true if strings s1 and s2 are not identical. 

s1 true if s1 is not the null string. 

n1 -eq n2 true if the integers n1 and n2 are algebraically equal. 
Any of the comparisons -ne , -gt , -ge , -It , and -le 
may be used in place of -eq . 
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-a 
-o 

( expr 

UNIX Sys5 TEST(1) 

These primaries may be combined with the following 
operators: 

unary negation operator. 

binary and operator. 

binary or operator (-a has higher precedence than -o 
). 

parentheses for grouping. 

Notice that all the operators and flags are separate arguments to 
test . Notice also that parentheses are meaningful to the shell and, 
therefore, must be escaped. 

SEE ALSO 
find(1 ), sh(1 ). 

WARNING 
In the second form of the command (i.e., the one that uses (] , 
rather than the word test ), the square brackets must be delimited 
by blanks. 
Some UNIX systems do not recognize the second form of the com­
mand. 
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NAME 
time - time a command 

SYNOPSIS 
time command 

DESCRIPTION 

UNIX Sys5 TIME(1) 

The command is executed; after it is complete, time prints the 
elapsed time during the command, the time spent in the system, 
and the time spent in execution of the command. Times are 
reported in seconds. 

The times are printed on standard error. 

SEE ALSO 
timex(1 ). 
times(2) in the Sys5 UNIX Programmer Reference Manual. 
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NAME 
timex - time a command; report process data and system activity 

SYNOPSIS 
timex [options] command 

DESCRIPTION 
The given command is executed; the elapsed time, user time and 
system time spent in execution are reported in seconds. Optionally, 
process accounting data for the command and all its children can 
be listed or summarized, and total system activity during the execu­
tion interval can be reported. 

The output of timex is written on standard error. 

Options are. 

-p List process accounting records for command and all its chil­
dren. Suboptions f, h, k, m, r, and t modify the data items 
reported, as defined in acctcom (1 ). The number of blocks 
read or written and the number of characters transferred are 
always reported. 

-o Report the total number of blocks read or written and total 
characters transferred by command and all its children. 

-s Report total system activity (not just that due to command ) 
that occurred during the execution interval of command . All 
the data items listed in sar (1) are reported. 

SEE ALSO 
acctcom(1 ), sar(1 ). 

WARNING 
Process records associated with command are selected from the 
accounting file /usr'adm/pacct by inference, since process geneal­
ogy is not available Background processes having the same user­
id, terminal-id, and execution time window will be spuriously 
included. 

EXAMPLES 
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A simple example: 

timex --ops sleep 60 

A terminal session of arbitrary complexity can be measured by tim­
ing a sub-shell: 

timex --opskmt sh 

session commands 
EQT 
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NAME 
toe - graphical table of contents routines 

SYNOPSIS 
dtoc [directory] 
ttoc mm-file 
vtoc [-cdhnimsvn] [TTOC file] 

DESCRIPTION 

Page 1 

All of the commands listed below reside in /usr/bin/graf (see graph­
ics (1G)). 

dtoc Otoe makes a textual table of contents, TTOC, of all sub­
directories beginning at directory (directory defaults to .). 
The list has one entry per directory. The entry fields 
from left to right are level number, directory name, and 
the number of ordinary readable files in the directory. 
Otoe is useful in making a visual display of all or parts of 
a file system. The following will make a visual display of 
all the readable directories under/: 

ttoc 

dtoc I I vtoc I td 

Output is the table of contents generated by the .TC 
macro of mm(1) translated to TTOC format. The input is 
assumed to be an mm file that uses the .H family of 
macros for section headers. If no file is given, the stan­
dard input is assumed. 

vtoc Vtoc produces a GPS describing a hierarchy chart from a 
TTOC. The output drawing consists of boxes containing 
text connected in a tree structure. If no file is given, the 
standard input is assumed. Each TTOC entry describes 
one box and has the form: id [line-weight,line­
style] "text·· [mark] 
where: 

id is an alternating sequence of numbers and 
dots. The id specifies the position of the 
entry in the hierarchy. The id 0. is the root 
of the tree. 
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line-weight is either: 

line-style is either: 

n, normal-weight; or 
m, medium-weight; or 
b, bold-weight. 

so, solid-line; 
do, dotted-line; 
dd, dot-dash line; 
da, dashed-line; or 
Id, long-dashed 

text is a character string surrounded by quotes. 
The characters between the quotes 
become the contents of the box. To 
include a quote within a box it must be 
escaped (\"). 

mark is a character string (surrounded by quotes 
if it contains spaces), with included dots 
being escaped. The string is put above the 
top right corner of the box. To include 
either a quote or a dot within a mark it 
must be escaped. 

Entry example: 1 .1 b,da "ABC" DEF 
Entries may span more than one line by escaping the 
new-line (\new-line). 

Comments are surrounded by the f*,*f pair. They may 
appear anywhere in a noc. 

Options: 

c Use text as entered (default is all upper case). 

d Connect the boxes with diagonal lines. 

hn Horizontal interbox space is n% of box width. 

Suppress the box id. 

m Suppress the box mark. 

s Do not compact boxes horizontally. 

vn Vertical interbox space is n% of box height. 

Page 2 
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SEE ALSO 
graphics(1 G). 
gps(4) in the SysS UNIX Programmer Reference Manual. 
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NAME 
touch - update access and modification times of a file 

SYNOPSIS 
touch [ -amc ] [ mmddhhmm[yy] ] files 

DESCRIPTION 
Touch causes the access and modification times of each argument 
to be updated. The file name is created if it does not exist. If no 
time is specified (see date (1)) the current time is used. The -a 
and -m options cause touch to update only the access or modifica­
tion times respectively (default is -am ). The -c option silently 
prevents touch from creating the file if it did not previously exist. 

The return code from touch is the number of files for which the 
times could not be successfully modified (including files that did not 
exist and were not created). 

SEE ALSO 
date(1 ). 
utime(2) in the UNIX System Programmer Reference Manual. 
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NAME 
tplot - graphics filters 

SYNOPSIS 
tplot [ -T terminal [ -e raster ] ] 

DESCRIPTION 

FILES 

These commands read plotting instructions (see plot (4)) from the 
standard input and in general produce, on the standard output, plot­
ting instructions suitable for a particular terminal . If no terminal is 
specified, the environment parameter $TERM (see environ (5)) is 
used. Known terminals are: 

300 DASI 300. 
300S DASI 300s. 
450 DASI 450. 
4014 TEKTRONIX 4014. 
ver Versatec 01200A This version of plot places a scan­

converted image in /usr/tmp/raster $$ and sends the result 
directly to the plotter device, rather than to the standard out­
put. The -e option causes a previously scan-converted file 
raster to be sent to the plotter. 

1usr11ib/t300 
1usr11ib/t300s 
/usrilib/t450 
/usr/lib/t4014 
/usr/libivplot 
/usr/tmp1 raster$$ 

SEE ALSO 

Page 1 

plot(3X), plot(4), term(5) in the Sys5 UNIX Programmer Reference 
Manual. 
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NAME 
tput - query terminfo database 

SYNOPSIS 
tput [ -T type ] capname 

DESCRIPTION 
Tput uses the terminfo(4) database to make terminal-dependent 
capabilities and information available to the shell. Tput outputs a 
string if the attribute (capability name) is of type string, or an integer 
if the attribute is of type integer. If the attribute is of type boolean, 
tput simply sets the exit code (0 for TRUE, 1 for FALSE), and does 
no output. 

-Ttype 

Capname 

indicates the type of terminal. Normally this flag is 
unnecessary, as the default is taken from the environ­
ment variable $TERM. 
indicates the attribute from the terminfo database. See 
terminfo( 4). 

EXAMPLES 

FILES 

tput clear 

tput cols 

Echo clear-screen sequence for the current ter­
minal. 
Print the number of columns for the current ter­
minal. 

tput -T450 cols Print the number of columns for the 450 termi­
nal. 

bold~ 'tput smso' Set shell variable "bold" to stand-out mode 
sequence for current terminal. This might be 
followed by a prompt: 

tput he 
echo "${bold}Please type in your name: \c" 
Set exit code to indicate if current terminal is a 
hardcopy terminal. 

/etc/term/?/* 
/usr/include/term.h 
/usr/include/curses. h 

Terminal descriptor files 
Definition files 

DIAGNOSTICS 

Page 1 

Tput prints error messages and returns the following error codes on 
error: 
-1 
-2 
-3 

Usage error. 
Bad terminal type. 
Bad capname. 

In addition, if a capname is requested for a terminal that has no 
value for that capname (e.g., tput -T450 lines), -1 is printed. 
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SEE ALSO 
stty( 1 ). 

UNIX Sys5 TPUT{1) 

terminfo(4) in the Sys5 UNIX Programmer Reference Manual. 
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NAME 
tr - translate characters 

SYNOPSIS 
tr [ -eds ] [ string1 [ string2 ] ] 

DESCRIPTION 
Tr copies the standard input to the standard output with substitution 
or deletion of selected characters. Input characters found in string1 
are mapped into the corresponding characters of string2 . Any com­
bination of the options -eds may be used: 

-e Complements the set of characters in string1 with respect 
to the universe of characters whose ASCII codes are 001 
through 377 octal. 

-d Deletes all input characters in string1 . 

-s Squeezes all strings of repeated output characters that are 
in string2 to single characters. 

The following abbreviation conventions may be used to introduce 
ranges of characters or repeated characters into the strings: 

[a-z] Stands for the string of characters whose ASCII codes run 
from character a to character z , inclusive. 

[a*n] Stands for n repetitions of a. If the first digit of n is 0, n is 
considered octal; otherwise, n is taken to be decimal. A 
zero or missing n is taken to be huge; this facility is useful 
for padding string2 . 

The escape character \ may be used as in the shell to remove spe­
cial meaning from any character in a string. In addition, \followed 
by 1, 2, or 3 octal digits stands for the character whose ASCII code 
is given by those digits. 

The following example creates a list of all the words in file1 one per 
line in file2, where a word is taken to be a maximal string of alpha­
betics. The strings are quoted to protect the special characters from 
interpretation by the shell; 012 is the ASCII code for newline. 

tr -cs "[A-Z][a-z]" "[\012*1" <file1 >file2 

SEE ALSO 

BUGS 

Page 1 

ed(1 ), sh(1 ). 
ascii(5) in the Sys5 UNIX Programmer Reference Manual. 

Will not handle ASCII NUL in string 1 or string2 ; always deletes NUL 
from input. 
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NAME 
troff - text formatting and typesetting 

SYNOPSIS 
troff [ option ] . . . [ file ) ... 

DESCRIPTION 

FILES 

Page 1 

Troff formats text in the named files for printing on a photo­
typesetter. It is the new "device-independent" version of the old otr­
off (see nroff(1 )). Its capabilities are described in the NROFF1TROFF 
User Manual plus the Addendum. 

If no file argument is present, the standard input is read. An argu­
ment consisting of a single minus (-) is taken to be a file name 
corresponding to the standard input. The options, which may 
appear in any order so long as they appear before the files, are: 

-olist Print only pages whose page numbers appear in the 
comma-separated list of numbers and ranges. A range 
N-M means pages N through M; an initial -N means from 
the beginning to page N; and a final N- means from N to 
the end. (See BUGS below.) 

-nN Number first generated page N. 

-sN Generate output to encourage typesetter to stop every N 
pages. 

-mname Prepend the macro file /usr/lib/tmac/tmac.name to the 
input files. 

-raN Set register a (one character name) to N. 

-i Read standard input after the input files are exhausted. 

-q Invoke the simultaneous input-output mode of the .rd 
request. 

-z Print only messages generated by .tm requests. 

-a Send a printable ASCII approximation of the results to the 
standard output. 

-Tdest Prepare output for typesetter dest. Currently the only sup­
ported typesetter is the Autologic APS-5, (-Taps). Users 
of the Wang CAT should use otroff (see nroff(1 )). Sup­
ported laser printers are the Imagen Imprint -10 (-Ti10) 
and the Xerox 9700 (see dx9700(1)). 

/tmp/trtmp* temporary file 
/usr/lib/tmac/tmac. * standard macro files 
/usr/lib/macros/* 
/usr/lib/font/dev* I* 

standard macro files 
font width tables 
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SEE ALSO 

BUGS 

dx9700(1), eqn(1), mmt(1), nroff(1), pic(1), tbl(1), tc(1). 
NROFF/TROFF User Manual with Addendum on the device­
independent TROFF and A TROFF Tutorial . 

The .ti request may not be used before the first break-producing 
request in the input to troff. 

Troff believes in Eastern Standard Time; as a result, depending on 
the time of the year and on your local time zone, the date that troff 
generates may be off by one day from your idea of what the date is. 

When troff is used with the -olist option inside a pipeline (e.g., with 
one or more of pic(1), eqn(1), and tbl(1)), it may cause a harmless 
"broken pipe" diagnostic if the last page of the document is not 
specified in list. 
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NAME 
true, false - provide truth values 

SYNOPSIS 
true 

false 

DESCRIPTION 

TRUE(1) 

True does nothing, successfully. False does nothing, unsuccess­
fully. They are typically used in input to sh (1) such as: 

SEE ALSO 
sh(1 ). 

DIAGNOSTICS 

while true 
do 

command 
done 

True has exit status zero, false nonzero. 

Page 1 May 19, 1986 
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NAME 
tset - set terminal modes 

SYNOPSIS 
/usr/plx/tset [ - ] [ -hrslQS ] [ -e[c] ] [ -E[c] ] 
[ -k[c] ] [ -m [ident][test baudrate ]:type ] [ type ] 

DESCRIPTION 

Page 1 

Tset causes terminal dependent processing such as setting erase 
and kill characters, setting or resetting delays, and the like. It is 
driven by the /etc/ttytype and /etc/termcap files. 

The type argument specifies the type of terminal. The type may be 
any type given in /etc/termcap. If type is not specified, the terminal 
type is read from the environment TERM, unless the -h flag is set 
or any -m argument was given. In this case the type is read from 
/etc/ttytype (the data base that links port names to terminal types). 
The port name is determined by a ttyname(3) call on the diagnostic 
output. If the port is not found in /etc/ttytype, the terminal type is 
set to unknown. 

Ports for which the terminal type is indeterminate are identified in 
/etc/ttytype as dialup, plugboard, etc. You can specify how these 
identifiers should map to an actual terminal type. The mapping flag, 
-m, is followed by the appropriate identifier (a 4 character or longer 
substring is adequate), an optional test for baud rate, and the termi­
nal type to be used if the mapping conditions are satisfied. If more 
than one mapping is specified, the first correct mapping prevails. A 
missing identifier matches all identifiers. Baud rates are specified 
as with stty(1 ), and are compared with the speed of the diagnostic 
output. The test may be any combination of: >, =, <, @, and !. 
(Note: @ is a synonym for = and ! inverts the sense of the test. 
Remember to escape characters meaningful to the shell.) 

If the type as determined above begins with a question mark, tset 
asks if you really want that type. A null response means to use that 
type; otherwise, another type can be entered, which is then used 
instead. (The question mark must be escaped to prevent filename 
expansion by the shell.) 

On terminals that can backspace but not overstrike (such as a CRT), 

and when the erase character is the default erase character ('#' on 
standard systems), the erase character is changed to a Control-H 
(backspace). The -e flag sets the erase character to be the named 
character c on all terminals, so to override this option you can say 
-e#. The default for c is the backspace character on the terminal, 
usually Control-H. The -E flag is identical to -e except that it only 
operates on terminals that can backspace; it might be used with an 
ASR33. The -k option works similarly, with c defaulting to Control­
X. No kill processing is done if -k is not specified. In all of these 
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flags, "'X", where X is any character, is equivalent to control-X. 

The - option prints the terminal type on the standard output; this 
can be used to get the terminal type by saying: 

set termtype = 'tset -· 

If no other options are given, tset operates in "fast mode" and only 
outputs the terminal type, bypassing all other processing. 

The -s outputs export and assignment commands (if your default 
shell is the Bourne shell). Use: 

tset -s ... > /tmp/tset$$ 
/tmp/tset$$ 
rm /tmp/tset$$ 

For the same effect, if you are using csh, use: 

set noglob 
set term= ('tset -S ... .') 
setenv TERM $term[1] 
setenv TERMCAP "$term[2]" 
unset term 
unset noglob 

The -S option only outputs the strings to be placed in the environ­
ment variables. 

The -r option prints the terminal type on the diagnostic output 

The -Q option supresses printing the "Erase set to" and "Kill set to" 
messages. 

The -I option supresses outputing the terminal initialization strings. 

Tset is most useful when included in the .login (for csh(1)) or .pro­
file (for sh ( 1)) file executed automatically at login, with -m mapping 
used to specify the terminal type you most frequently dial in on. 

EXAMPLES 

FILES 

NOTES 

tset gt42 
tset -mdialup\>300:adm3a -mdialup:dw2 -Qr -e# 
tset -m dial:ti733 -m plug:\?hp2621 -m unknown:\? -e -ICU 

/etc/ttytype 
/etc/termcap 

Port name to terminal type map database 
Terminal capability database 

This command is based on a similar one from the University of Cali­
fornia at Berkeley. 
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SEE ALSO 

NOTES 

Page 3 

csh(1 ), stty(1 ). 
termcap(5), ttytype(5) in the Sys5 UNIX Programmer's Reference 
Manual. 

For compatibility with earlier versions of tset, the following flags are 
accepted and mapped internally as shown: 

-d type -> -m dialup:type 
-p type -> -m plugboard:type 
-a type -> -m arpanet:type 

These flags will disappear eventually. 
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NAME 
tsort - topological sort 

SYNOPSIS 
tsort [ file J 

DESCRIPTION 
Tsort produces on the standard output a totally ordered list of items 
consistent with a partial ordering of items mentioned in the input file 
. If no file is specified, the standard input is understood. 

The input consists of pairs of items (nonempty strings) separated by 
blanks. Pairs of different items indicate ordering. Pairs of identical 
items indicate presence, but not ordering. 

SEE ALSO 
lorder(1 ). 

DIAGNOSTICS 

BUGS 

Page 1 

Odd data: there is an odd number of fields in the input file. 

Uses a quadratic algorithm; not worth fixing for the typical use of 
ordering a library archive file. 
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NAME 
tty - get the name of the terminal 

SYNOPSIS 
tty [ _, l [ -s l 

DESCRIPTION 
Tty prints the path name of the user's terminal. The -I option prints 
the synchronous line number to which the user's terminal is con­
nected, if it is on an active synchronous line. The -s option inhibits 
printing of the terminal path name, allowing one to test just the exit 
code. 

EXIT CODES 
2 
0 

if invalid options were specified, 
if standard input is a terminal, 
otherwise. 

DIAGNOSTICS 

Page 1 

"not a tty" if the standard input is not a terminal and -s is not speci­
fied. 
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NAME 
umask -- set file-creation mode mask 

SYNOPSIS 
umask [ ooo J 

DESCRIPTION 
The user file-creation mode mask is set to ooo . The three octal 
digits refer to read write execute permissions for owner , group , 
and others, respectively (see chmod (2) and umask (2)). The value 
of each specified digit is subtracted from the corresponding 'digit 
specified by the system for the creation of a file (see creat (2)). For 
example, umask 022 removes group and others write permission 
(files normally created with mode 777 become mode 755 ; files 
created with mode 666 become mode 644 ). 

If ooo is omitted, the current value of the mask is printed. 

Umask is recognized and executed by the shell. 

SEE ALSO 

Page 1 

chmod(1 ), sh(1 ). 
chmod(2), creat(2), umask(2) in the Sys5 UNIX Programmer Refer­
ence Manual. 
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NAME 
uname - print name of current UNIX system 

SYNOPSIS 
uname [ -snrvma ] 

~ESCRIPTION 

Uname prints the current system name of the UNIX system on the 
standard output file. It is mainly useful to determine which system 
one is using. The options cause selected information returned by 
uname (2) to be printed: 

-s print the system name (default). 

-n print the nodename (the nodename may be a name that the 
system is known by to a communications network). 

-r print the operating system release. 

-v print the operating system version. 

-m print the machine hardware name. 

-a print all the above information. 

SEE ALSO 
uname(2) in the Sys5 UNIX Programmer Reference Manual. 
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NAME 
unget - undo a previous get of an secs file 

SYNOPSIS 
unget [-rSID] [-s] [-n] files 

DESCRIPTION 
Unget undoes the effect of a get -e done prior to creating the 
intended new delta. If a directory is named, unget behaves as 
though each file in the directory were specified as a named file, 
except that non-SCCS files and unreadable files are silently ignored. 
If a name of - is given, the standard input is read with each line 
being taken as the name of an SCCS file to be processed. 

Keyletter arguments apply independently to each named file. 

-rSID Uniquely identifies which delta is no longer 
intended. (This would have been specified by 
get as the "new delta"). The use of this 
keyletter is necessary only if two or more out­
standing get s for editing on the same SCCS file 
were done by the same person {login name). A 
diagnostic results if the specified SID is ambigu­
ous, or if it is necessary and omitted on the com-
mand line. /-"' 

-s Suppresses the printout, on the standard output, 
of the intended delta's SID . 

-n Causes the retention of the gotten file which 
would normally be removed from the current 
directory. 

SEE ALSO 
delta(1), get(1), help(1), sact{1). 

DIAGNOSTICS 
Use help (1) for explanations. 

Page 1 June 22, 1985 
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NAME 
uniq - report repeated lines in a file 

SYNOPSIS 
uniq [ -udc [ + n ] [ - n ] ] [ input [ output ] ] 

DESCRIPTION 
Uniq reads the input file comparing adjacent lines. In the normal 
case, the second and succeeding copies of repeated lines are 
removed; the remainder is written on the output file. Input and 
output should always be different. Note that repeated lines must be 
adjacent in order to be found; see sort (1 ). If the -u flag is used, 
just the lines that are not repeated in the original file are output. 
The -d option specifies that one copy of just the repeated lines is to 
be written. The normal mode output is the union of the -u and -d 
mode outputs. 

The -c option supersedes -u and -d and generates an output 
report in default style but with each line preceded by a count of the 
number of times it occurred. 

The n arguments specify skipping an initial portion of each line in 
the comparison: 

-n The first n fields together with any blanks before each are 
ignored. A field is defined as a string of non-space, non­
tab characters separated by tabs and spaces from its 
neighbors. 

+ n The first n characters are ignored. Fields are skipped 
before characters. 

SEE ALSO 
comm(1 ), sort(1 ). 
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NAME 
units - conversion program 

SYNOPSIS 
units 

DESCRIPTION 

FILES 

Page 1 

Units converts quantities expressed in various standard scales to 
their equivalents in other scales. It works interactively in this 
fashion: 

You have: inch 
You want: cm 

* 2.540000e+OO 
I 3.937008e--01 

A quantity is specified as a multiplicative combination of units 
optionally preceded by a numeric multiplier. Powers are indicated 
by suffixed positive integers, division by the usual sign: 

You have: 15 lbs force/in2 
You want: atm 

* 1.020689e+OO 
I 9. 797299e--01 

Units only does multiplicative scale changes; thus it can convert 
Kelvin to Rankine, but not Celsius to Fahrenheit. Most familiar 
units, abbreviations, and metric prefixes are recognized, together 
with a generous leavening of exotica and a few constants of nature 
including: 

pi 
c 
e 
g 
force 
mole 
water 
au 

ratio of circumference to diameter, 
speed of light, 
charge on an electron, 
acceleration of gravity, 
same as g, 
Avogadro's number, 
pressure head per unit height of water, 
astronomical unit. 

Pound is not recognized as a unit of mass; lb is. Compound 
names are run together, (e.g., lightyear ). British units that differ 
from their U.S. counterparts are prefixed thus: brgallon . For a com­
plete list of units, type: 

cat /usr/lib/unittab 

/usr/lib/unittab 
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NAME 
uucp, uulog, uuname - UNIX system to UNIX system copy 

SYNOPSIS 
uucp [ options ] source-files destination-file 

uulog [ options ] 

uuname [ -I ] [ -v ] 

DESCRIPTION 
Uucp. 

Page 1 

Uucp copies files named by the source-file arguments to the 
destination-file argument. A file name may be a path name on your 
machine, or may have the form: 

system-name!path-name 

where system-name is taken from a list of system names which 
uucp knows about. The system-name may also be a list of names 
such as 

system-name !system-name! ... !system-name !path-name 

in which case an attempt is made to send the file via the specified 
route, and only to a destination in PUBDIR (see below). Care should 
be taken to insure that intermediate nodes in the route are willing to 
toward information. 

The shell metacharacters ? , * and [ ... ] appearing in path-name 
will be expanded on the appropriate system. 

Path names may be one of: 

(1) a full path name; 

(2) a path name preceded by -user where user is a 
login name on the specified system and is replaced 
by that user's login directory; 

(3) a path name preceded by -iuser where user is a 
login name on the specified system and is replaced 
by that user's directory under PUBDIR; 

(4) anything else is prefixed by the current directory. 

If the result is an erroneous path name for the remote system the 
copy will fail. If the destination-file is a directory, the last part of the 
source-file name is used. 

Uucp preserves execute permissions across the transmission and 
gives 0666 read and write permissions (see chmod (2) ). 

The following options are interpreted by uucp : 

-d Make all necessary directories for the file copy (default). 
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-f Do not make intermediate directories for the file copy. 

-c Use the source file when copying out rather than copying 
the file to the spool directory (default). 

-C Copy the source file to the spool directory. 

-mfile Report status of the transfer in file. If file is omitted, send 
mail to the requester when the copy is completed. 

-nuser Notify user on the remote system that a file was sent. 

-esys Send the uucp command to system sys to be executed 
there. (Note: this will only be successful if the remote 
machine allows the uucp command to be executed by 
/usr/libluucp/uuxqt . ) 

-r Queue job but do not start tile transfer process. By default 
a file transfer process starts each time uucp is evoked. 

-j Control writing of the uucp job number to standard output 
(see below). 

Uucp associates a job number with each request. This job number 
can be used by uustat to obtain status or terminate the job. 

The environment variable JOBNO and the -j option are used to con­
trol the listing of the uucp job number on standard output. If the 
environment variable JOBNO is undefined or set to OFF, the job 
number will not be listed (default). If uucp is then invoked with the 
-j option, the job number will be listed. If the environment variable 
JOBNO is set to ON and is exported, a job number will be written to 
standard output each time uucp is invoked. In this case, the -j 
option will supress output of the job number. 

Uulog 
Uulog queries a summary log of uucp and uux (1C) transactions in 
the file /usrlspool/uucp!LOGFILE. 

The options cause uulog to print logging information: 

-ssys Print information about work involving system sys. If sys is 
not specified, logging information for all systems will be 
printed. 

-uuser Print information about work done for the specified, user . If 
user is not specified then logging information for all users 
will be printed. 

Uuname. 
Uuname lists the uucp names of known systems. The -I option 
returns the local system name. The -v option will print additional 
information about each system. A description will be printed for 
each system that has a line of information in /usr/lib/uucp/ADMIN. 
The format of ADMIN is: sysname tab description tab. 
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FILES 
/usr/spool/uucp 
/usr/spool/uucppublic 

/usr/lib/uucp/* 
/usr/spool/uucp/SEQF 

spool directory 
public directory for receiving and sending 
(PUBDIR) 
other data and program files 
a sequence file containing a four-digit 
number used by uucico(1 m) or uux(1 c) to 
record work done by programs 

SEE ALSO 
mail(1 ), uux(1 C). 
chmod(2) in the Sys5 UNIX Programmer Reference Manual. 

WARNING 

NOTES 

BUGS 

Page 3 

The domain of remotely accessible files can (and for obvious secu­
rity reasons, usually should) be severely restricted. You will very 
likely not be able to fetch files by path name; ask a responsible per­
son on the remote system to send them to you. For the same rea­
sons, you will probably not be able to send files to arbitrary path 
names. As distributed, the remotely accessible files are those 
whose names begin /usr/spool/uucppublic (equivalent to -nuucp or 
just - ). 

Only the first six characters of a system-name are significant. Any 
excess characters are ignored. 

In order to send files that begin with a dot (e.g., .profile) the files 
must by qualified with a dot. For example: .profile, are correct; 
whereas *prof*, ?profile are incorrect. 

Uucp will not generate a job number for a strictly local transaction. 

All files received by uucp will be owned by uucp . 
The -m option will only work sending files or receiving a single file. 
Receiving multiple files specified by special shell characters ? * 
( ... ] will not activate the -m option. 
The -m option will not work if all transactions are local or if uucp is 
executed remotely via the -e option. 
The -n option will function only when the source and destination are 
not on the same machine. 
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NAME 
uuencode,uudecode - encode/decode a binary file for transmission 
via mail 

SYNOPSIS 
uuencode [ source ] remotedest I mail sys1 !sys2! .. !decode 
uudecode [ file ] 

DESCRIPTION 
Uuencode and uudecode are used to send a binary file via uucp (or 
other) mail. This combination can be used over indirect mail links 
even when uusend(1 C) is not available. 

Uuencode takes the named source file (default standard input) and 
produces an encoded version on the standard output. The encoding 
uses only printing ASCII characters, and includes the mode of the 
file and the remotedest for recreation on the remote system. 

Uudecode reads an encoded file, strips off any leading and trailing 
lines added by mailers, and recreates the original file with the speci­
fied mode and name. 

The intent is that all mail to the user "decode" should be filtered 
through the uudecode program. This way the file is created 
automatically without human intervention. This is possible on the 
uucp network by either using sendmail or by making rmaif be a link 
to Mail instead of mail. In each case, an alias must be created in a 
master file to get the automatic invocation of uudecode. 

If these facilities are not available, the file can be sent to a user on 
the remote machine who can uudecode it manually. 

The encode file has an ordinary text form and can be edited by any 
text editor to change the mode or remote name. 

SEE ALSO 

BUGS 

Page 1 

mail(1 ), uucp(1 C), uuencode(1 C), uux(1 C). 

The file is expanded by 35% (3 bytes become 4 plus control infor­
mation) causing it to take longer to transmit. 

The user on the remote system who is invoking uudecode (often 
uucp) must have write permission on the specified file. 
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NAME 
uustat - uucp status inquiry and job control 

SYNOPSIS 
uustat [ options ] 

DESCRIPTION 

Page 1 

Uustat will display the status of, or cancel, previously specified 
uucp commands, or provide general status on uucp connections to 
other systems. The following options are recognized: 

-jjobn Report the status of the uucp request jobn . If all is 
used for 1obn , the status of all uucp requests is 
reported. An argument must be supplied otherwise the 
usage message will be printed and the request will fail. 

-kjobn Kill the uucp request whose job number is jobn . The 
killed uucp request must belong to the person issuing 
the uustat command unless one is the super-user. 

-r jobn Rejuvenate jobn. That is, jobn is touched so that its 
modification time is set to the current time. This 
prevents uuclean from deleting the job until the jobs 
modification time reaches the limit imposed by uuclean. 

-chour Remove the status entries which are older than hour 

-uuser 
-ssys 

-ohour 

-yhour 

-mm ch 

-Mm ch 

-0 

-q 

hours. This administrative option can only be initiated by 
the user uucp or the super-user. 
Report the status of all uucp requests issued by user . 
Report the status of all uucp requests which communi­
cate with remote system sys . 
Report the status of all uucp requests which are older 
than hour hours. 
Report the status of all uucp requests which are younger 
than hour hours. 
Report the status of accessibility of machine mch . If 
mch is specified as all , then the status of all machines 
known to the local uucp are provided. 
This is the same as the --m option except that two times 
are printed. The time that the last status was obtained 
and the time that the last successful transfer to that sys­
tem occurred. 
Report the uucp status using the octal status codes 
listed below. If this option is not specified, the verbose 
description is printed with each uucp request. 
List the number of jobs and other control files queued for 
each machine and the time of the oldest and youngest 
file queued for each machine. If a lock file exists for that 
system, its date of creation is listed. 
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FILES 

When no options are given, uustat outputs the status of all uucp 
requests issued by the current user. Note that only one of the 
options -j , -m , -k , -c , -r , can be used with the rest of the other ~ ./ 
options. 

For example, the command: 

uustat -uhdc -smhtsa -y72 

will print the status of all uucp requests that were issued by user 
hdc to communicate with system mhtsa within the last 72 hours. 
The meanings of the job request status are: 

job-number user remote-system command-time status-time status 

where the status may be either an octal number or a verbose 
description. The octal code corresponds to the following descrip­
tion: 

OCTAL 
000001 

000002 
000004 
000010 
000020 
000040 
000100 
000200 
000400 
001000 
002000 
004000 
010000 
020000 

STATUS 
the copy failed, but the reason cannot be deter­
mined 
permission to access local file is denied 
permission to access remote file is denied 
bad uucp command is generated 
remote system cannot create temporary file 
cannot copy to remote directory 
cannot copy to local directory 
local system cannot create temporary file 
cannot execute uucp 
copy (partially) succeeded 
copy finished, job deleted 
job is queued 
job killed (incomplete) 
job killed (complete) 

The meanings of the machine accessibility status are: 

system-name time status 

where time is the latest status time and status is a self-explanatory 
description of the machine status. 

,usr,spool;uucp 
, usr1 lib1 uucp, L_stat 
lusr!lib;uucp, R_stat 

spool directory 
system status file 
request status file 

SEE ALSO 
uucp(1C). 
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NAME 
uuto, uupick - public UNIX-to-UNIX system file copy 

SYNOPSIS 
uuto [ options ] source-files destination 
uupick [ -s system J 

DESCRIPTION 

Page 1 

Uuto sends source-files to destination . Uuto uses the uucp (1C) 
facility to send files, while it allows the local system to control the file 
access. A source-file name is a path name on your machine. Des­
tination has the form: 

system!user 

where system is taken from a list of system names that uucp 
knows about (see uuname ). Logname is the login name of some­
one on the specified system. 

Two options are available: 

-p Copy the source file into the spool directory before 
transmission. 

-m Send mail to the sender when the copy is complete. 

The files (or sub-trees if directories are specified) are sent to PUB­
DIR on system , where PUBDIR is a public directory defined in the 
uucp source. Specifically the files are sent to 

PUBDIR receive.user.mysystemfiles. 

The destined recipient is notified by mail (1) of the arrival of files. 

Uupick accepts or rejects the files transmitted to the user. Specifi­
cally, uupick searches PUBDIR for files destined for the user. For 
each entry (file or directory) found, the following message is printed 
on the standard output: 

from system: [file file-name] [dir dirname] ? 

Uupick then reads a line from the standard input to determine the 
disposition of the file: 

<new-line> 

d 

m [ dir] 

a [ dir] 

p 

Go on to next entry. 

Delete the entry. 

Move the entry to named directory dir (current 
directory is default). 

Same as m except moving all the files sent from 
system. 

Print the content of the file. 
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FILES 

NOTES 

q Stop. 

EOT (control-d) Same as q. 

!command Escape to the shell to do command . 

* Print a command summary. 

Uupick invoked with the -ssystem option will only search the PUB­
DIR for files sent from system . 

PUBDIR /usr/spool/uucppublic public directory 

In order to send files that begin with a dot (e.g., .profile) the files 
must by qualified with a dot. For example: .profile, .prof*, .profil? 
are correct; whereas *prof*, ?profile are incorrect. 

SEE ALSO 
mail(1 ), uucp(1 C), uustat(1 C), uux(1 C). 
uuclean(1 M) in the Sys5 UNIX Administrator Reference Manual. 
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NAME 
uux - UNIX-to-UNIX system command execution 

SYNOPSIS 
uux [ options ] command-string 

DESCRIPTION 
Uux will gather zero or more files from various systems, execute a 
command on a specified system and then send standard output to a 
file on a specified system. Note that, for security reasons, many 
installations will limit the list of commands executable on behalf of 
an incoming request from uux . Many sites will permit little more 
than the receipt of mail (see mail (1)) via uux . 

The command-string is made up of one or more arguments that 
look like a Shell command line, except that the command and file 
names may be prefixed by system-name!. A null system-name is 
interpreted as the local system. 

File names may be one of 

(1) a full path name; 

(2) a path name preceded by -xxx where xxx is a login 
name on the specified system and is replaced by that user's 
login directory; 

(3) anything else is prefixed by the current directory. 

As an example, the command 

uux "!diff usg!/usr/dan/f1 pwba!/a4/dan/f1 > !f1 .diff" 

will get the f1 files from the "usg" and "pwba" machines, execute a 
diff command and put the results in f1.diff in the local directory. 

Any special shell characters such as <>;I should be quoted either 
by quoting the entire command-string, or quoting the special char­
acters as individual arguments. 

Uux will attempt to get all files to the execution system. For files 
which are output files, the file name must be escaped using 
parentheses. For example, the command 

uux a!uucp b!/usr/file \(c!/usr/file\) 

will send a uucp command to system "a" to get /usr/file from sys­
tem "b" and send it to system "c". · 

Uux will notify you if the requested command on the remote system 
was disallowed. The response comes by remote mail from the 
remote machine. Executable commands are listed in 

( /usr/lib/uucp/L.cmds on the remote system. The format of the 
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FILES 

L.cmds file is: 

cmd,machine1 ,machine2, ... 

If no machines are specified, then any machine can execute cmd. 
If machines are specified, only the listed machines can execute 
cmd. If the desired command is not listed in L.cmds then no 
machine can execute that command. 

Redirection of standard input and output is usually restricted to files 
in PUBDIR. Directories into which redirection is allowed must be 
specified in /usr/lib/uucp/USERFILE by the system administrator. 
See the UUCP Administrator Manual in the Sys5 UNIX Administrator 
Guide. 

The following options are interpreted by uux : 

The standard input to uux is made the standard input to the 
command-string . 

-n Send no notification to user. 

-mfile Report status of the transfer in file. If file is omitted, send 
mail to the requester when the copy is completed. 

-j Control writing of the uucp job number to standard output. 

Uux associates a job number with each request. This job number 
can be used by uustat to obtain status or terminate the job. 

The environment variable JOBNO and the -j option are used to con­
trol the listing of the uux job number on standard output. If the 
environment variable JOBNO is undefined of set to OFF, the job 
number will not be listed (default). If uuco is then invoked with the 
-j option, the job number will be listed. If the environment variable 
JOBNO is set to ON and is exported, a job number will be written to 
standard output each time uux is invoked. In this case, the -j 
option will suppress output of the job number. 

/usr/spool/uucp 
/usr/spool/uucppublic 
/usr/lib/uucp/* 

spool directory 
public directory (PUBDIR) 
other data and programs 

SEE ALSO 

BUGS 

mail(1 ), uuclean(1 M), uucp(1 C). 

Only the first command of a shell pipeline may have a system­
name !. All other commands are executed on the system of the first 
command. 
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The use of the shell metacharacter * will probably not do what you 
want it to do. The shell tokens < < and > > are not implemented. 
Only the first six characters of the system-name are significant. Any 
excess characters are ignored. 
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NAME 
val - validate secs file 

SYNOPSIS 
val -
val [-s] [-rSID] [-mname] [-ytype] files 

DESCRIPTION 
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Val determines if the specified file is an secs file meeting the 
characteristics specified by the optional argument list. Arguments to 
val may appear in any order. The arguments consist of keyletter 
arguments, which begin with a -, and named files. 

Val has a special argument, -, which causes reading of the stan­
dard input until an end-of-file condition is detected. Each line read 
is independently processed as if it were a command line argument 
list. 

Val generates diagnostic messages on the standard output for each 
command line and file processed, and also returns a single 8-bit 
code upon exit as described below. 

The keyletter arguments are defined as follows. The effects of any 
keyletter argument apply independently to each named file on the 
command line. 

-s 

-rSID 

-mname 

The presence of this argument silences the 
diagnostic message normally generated on 
the standard output for any error that is 
detected while processing each named file on 
a given command line. 

The argument value SID (SCCS /Oentificatio 
String) is an SCCS delta number. A check is 
made to determine if the SID is ambiguous (e. 
g., r1 is ambiguous because it physically 
does not exist but implies 1.1, 1.2, etc., which 
may exist) or invalid (e. g., r1 .0 or r1 .1.0 are 
invalid because neither case can exist as a 
valid delta number). If the SID is valid and 
not ambiguous, a check is made to determine 
if it actually exists. 

The argument value name is compared with 
the SCCS %M% keyword in file . 

-ytype The argument value type is compared with 
the SCCS % Y% keyword in file . 

The 8-bit code returned by val is a disjunction of the possible errors, 
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i. e., can be interpreted as a bit string where (moving from left to 
right) set bits are interpreted as follows: 

bit 0 = missing file argument; 
bit 1 .c unknown or duplicate keyletter argument; 
bit 2 = corrupted secs file; 
bit 3 = cannot open file or file not SCCS; 
bit 4 = SID is invalid or ambiguous; 
bit 5 = SID does not exist; 
bit 6 = % Y%, -y mismatch; 
bit 7 = %M%, -m mismatch; 

Note that val can process two or more files on a given command 
line and in turn can process multiple command lines (when reading 
the standard input). In these cases an aggregate code is returned -
a logical OR of the codes generated for each command line and file 
processed. 

SEE ALSO 
admin(1 ), delta(1 ), get(1 ), help(1 ), prs(1 ). 

DIAGNOSTICS 

BUGS 

Use help (1) for explanations. 

Val can process up to 50 files on a single command line. Any 
number above 50 will produce a core dump. 
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NAME 
vc - version control 

SYNOPSIS 
vc [-a] [-t] [-cchar] [-s] [keyword=value ... keyword=value] 

DESCRIPTION 
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The vc command copies lines from the standard input to the stan­
dard output under control of its arguments and control statements 
encountered in the standard input. In the process of performing the 
copy operation, user declared keywords may be replaced by their 
string value when they appear in plain text and/or control state­
ments. 

The copying of lines from the standard input to the standard output 
is conditional, based on tests (in control statements) of keyword 
values specified in control statements or as VG command argu­
ments. 

A control statement is a single line beginning with a control charac­
ter, except as modified by the -t keyletter (see below). The default 
control character is colon (:), except as modified by the -c keyletter 
(see below). Input lines beginning with a backslash (\)followed by a 
control character are not control lines and are copied to the stan­
dard output with the backslash removed. Lines beginning with a 
backslash followed by a non-control character are copied in their 
entirety. 

A keyword is composed of 9 or less alphanumerics; the first must 
be alphabetic. A value is any ASCII string that can be created with 
ed (1 ); a numeric value is an unsigned string of digits. Keyword 
values may not contain blanks or tabs. 

Replacement of keywords by values is done whenever a keyword 
surrounded by control characters is encountered on a version con­
trol statement. The -a keyletter (see below) forces replacement of 
keywords in a// lines of text. An uninterpreted control character may 
be included in a value by preceding it with \. If a literal \ is desired, 
then it too must be preceded by \. 

Keyletter Arguments 

-a Forces replacement of keywords surrounded 
by control characters with their assigned 
value in a// text lines and not just in VG state­
ments. 
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-t 

-cchar 

-s 

UNIX Sys5 VC(1) 

All characters from the beginning of a line up 
to and including the first tab character are 
ignored for the purpose of detecting a control 
statement. If one is found, all characters up 
to and including the tab are discarded. 

Specifies a control character to be used in 
place of :. 

Silences warning messages (not error) that 
are normally printed on the diagnostic output. 

Version Control Statements 

:dcl keyword[, ... , keyword] 
Used to declare keywords. All keywords must be declared. 

:asg keyword=value 
Used to assign values to keywords. An asg statement over­
rides the assignment for the corresponding keyword on the vc 
command line and all previous asg 's for that keyword. Key­
words declared, but not assigned values have null values. 

:if condition 

:end 
Used to skip lines of the standard input. If the condition is true 
all lines between the if statement and the matching end state­
ment are copied to the standard output. If the condition is 
false, all intervening lines are discarded, including control 
statements. Note that intervening if statements and matching 
end statements are recognized solely for the purpose of main­
taining the proper if-end matching. 
The syntax of a condition is: 

<cond> 
<or> 
<and> 
<exp> 
<op> 
<value> 

::= ["not"] <or> 
::= <and> 1 <and> "J" <or> 
::= <exp> 1 <exp> "&"<and> 
::= "("<or> ")" i <value> <op> <value> 
::= "="I "I='": "<"I">" 
::= <arbitrary ASCII string> I <numeric string> 

The available operators and their meanings are: 

!= 
& 

equal 
not equal 
and 
or 
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::text 

:on 

:off 

> 
< 
( ) 
not 

UNIX Sys5 

greater than 
less than 
used for logical groupings 

VC(1) 

may only occur immediately after the if, anc 
when present, inverts the value of the 
entire condition 

The > and < operate only on unsigned integer values (e.g., 
012 > 12 is false). All other operators take strings as argu­
ments (e.g., : 012 != 12 is true). The precedence of the 
operators (from highest to lowest) is: 

! = > < all of equal precedence 
& 

Parentheses may be used to alter the order of precedence. 
Values must be separated from operators or parentheses by 
at least one blank or tab. 

Used for keyword replacement on lines that are copied to the 
standard output. The two leading control characters are 
removed, and keywords surrounded by control characters in 
text are replaced by their value before the line is copied to the 
output file. This action is independent of the -a keyletter. 

Turn on or off keyword replacement on all lines. 

:ctl char 
Change the control character to char. 

:msg message 
Prints the given message on the diagnostic output. 
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:err message 
Prints the given message followed by: 

ERROR: err statement on line ... (915) 
on the diagnostic output. Ve halts execution, and returns an 
exit code of 1. 

SEE ALSO 
ed(1 ), help(1 ). 

DIAGNOSTICS 
Use help(1) for explanations. 

EXIT CODES 
0 - normal 
1 - any error 
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NAME 
vi - screen-oriented (visual) display editor based on ex 

SYNOPSIS 
vi [ -t tag ] [ -r file ] [ -I ] [ -wn ] [ -x ] [ -R ] [ +command 
] name ... 
view [ -t tag ] [ -r file ] [ -I ] [ -wn ] [ -x ] [ -R ] [ +com­
mand] name ... 
vedit [ -t tag ] [ -r file ] [ -I ] [ -wn ] [ -x ] [ -R ] [ +com­
mand] name ... 

DESCRIPTION 
Vi (visual) is a display-oriented text editor based on an underlying 
line editor ex (1 ). It is possible to use the command mode of ex 
from within vi and vice-versa. 

When using vi , changes you make to the file are reflected in what 
you see on your terminal screen. The position of the cursor on the 
screen indicates the position within the file. The Vi Quick Reference 
card, the Introduction to Display Editing with Vi and the Ex Refer­

ence Manual provide full details on using vi. 

INVOCATION 

Page 1 

The following invocation options are interpreted by vi : 

-t tag Edit the file containing the tag and position the edi­
tor at its definition. 

-rfile 

-I 

-wn 

-x 

-R 

+command 

Recover file after an editor or system crash. If fife 
is not specified a list of all saved files will be 
printed. 

LISP mode; indents appropriately for lisp code, the 
() {} [[ and ]) commands in vi and open are modi-
fied to have meaning for lisp . 

Set the default window size to n. This is useful 
when using the editor over a slow speed line. 

Encryption mode; a key is prompted for allowing 
creation or editing of an encrypted file. 

Read only mode; the readonly flag is set, prevent­
ing accidental overwriting of the file. 

The specified ex command is interpreted before 
editing begins. 

The name argument indicates files to be edited. 

The view invocation is the same as vi except that the readonly flag 
is set. 
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The vedit invocation is intended for beginners. The report flag is set 
to 1, and the showmode and novice flags are set. These defaults 
make it easier to get started learning the editor. 

VI MODES 
Command 

Input 

Last line 

COMMAND SUMMARY 
Sample commands 

~ I t ~ 

hjkl 
itextESC 
cwnewESC 
easESC 
x 
dw 
dd 
3dd 
u 
zz 
:q!CR 
ltextCR 
·u ·o 
:ex cmdCR 

Normal and initial mode. Other modes return to 
command mode upon completion. ESC (escape) 
is used to cancel a partial command. 

Entered by a i A I o 0 c C s S R. Arbitrary text 
may then be entered. Input mode is normally ter­
minated with ESC character, or abnormally with 
interrupt. 

Reading input for : I ? or !; terminate with CR to 
execute, interrupt to cancel. 

arrow keys move the cursor 
same as arrow keys 
insert text abc 
change word to new 
pluralize word 
delete a character 
delete a word 
delete a line 
... 3 lines 
undo previous change 
exit vi, saving changes 
quit, discarding changes 
search for text 
scroll up or down 
any ex or ed command 

Counts before vi commands 
Numbers may be typed as a prefix to some commands. They are 
interpreted in one of these ways. 
line/column number z G I 
scroll amount ·o ·u 
repeat effect most of the rest 

Interrupting, canceling 
ESC end insert or incomplete cmd 
"? (delete or rubout) interrupts 
"L reprint screen if "? scrambles it 
"R reprint screen if 'L is ~key 
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File manipulation 
:wCR write back changes 

quit :qCR 
:q!CR 
:enameCR 
:e!CR 
:e + nameCR 
:e +nCR 
:e#CR 

:w nameCR 
:w! nameCR 
:shCR 

quit, discard changes 
edit file name 
reedit, discard changes 
edit, starting at end 
edit starting at line n 
edit alternate file 
synonym for :e # 
write file name 
overwrite file name 
run shell, then return 

:!cmdCR run cmd, then return 
:nCR edit next file in arglist 
:n argsCR specify new arglist 
"G show current file and line 
:ta tagCR to tag file entry tag 
"] :ta, following word is tag 

Vl(1) 

In general, any ex or ed command (such as substitute or global ) 
may be typed, preceded by a colon and followed by a CR. 

Positioning within file 
"F forward screen 
"B backward screen 
"D scroll down half screen 
"U scroll up half screen 
G go to specified line (end default) 
/pat next line matching pat 
?pat prev line matching pat 
n repeat last I or ? 
N reverse last I or ? 
lpat!+n noth line after pat 
?pat?-n noth line before pat 
]] next section/function 
[[ 
( 
) 
{ 
} 
% 

previous section/function 
beginning of sentence 
end of sentence 
beginning of paragraph 
end of paragraph 
find matching ( ) { or } 

Adjusting the screen 
"L clear and redraw 
"R retype, eliminate @ lines 
zCR redraw, current at window top 
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z-CR ... at bottom 

( z.CR ... at center 
lpatlz-CR pat line at bottom 
zn.CR use n line window 
AE scroll window down 1 line 
Av scroll window up 1 line 

Marking and returning 
move cursor to previous context 
... at first non-white in line 

mx mark current position with letter x 
x move cursor to mark x 

, 
x ... at first non-white in line 

Line positioning 
H top line on screen 
L last line on screen 
M middle line on screen 
+ next line, at first non-white 

previous line, at first non-white 
CR return, same as + 
i or j next line, same column 
tor k previous line, same column 

(. Character positioning 
~- / first non white 

0 beginning of line 
$ end of line 
h or~ forward 
I or~ backwards 
AH same as~ 
space same as~ 
fx find x forward 
Fx f backward 
tx upto x forward 
Tx back upto x 

repeat last f F t or T 
inverse of; 
to specified column 

O/o find matching ( { ) or } 

Words, sentences, paragraphs 
w word forward 
b back word 

( 
e end of word 
) to next sentence 
} to next paragraph 
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( 
{ 
w 
B 
E 
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back sentence 
back paragraph 
blank delimited word 
backW 
to end of W 

Commands for LISP Mode 
) 
} 
( 
{ 

Forward s-expression 
... but do not stop at atoms 
Back s-expression 
... but do not stop at atoms 

Corrections during insert 
"H erase last character 
·w erase last word 
erase your erase, same as "H 
kill your kill, erase input this line 
\ quotes "H, your erase and kill 
ESC ends insertion, back to command 
"? interrupt, terminates insert 
·o backtab over autoindent 
r·o kill autoindent, save for next 
o·o ... but at margin next also 
·v quote non-printing character 

Insert and replace 
a 
i 
A 
I 
0 

0 
rx 
RtextESC 

Operators 

append after cursor 
insert before cursor 
append at end of line 
insert before first non-blank 
open line below 
open above 
replace single char with x 
replace characters 

Vl{1) 

Operators are followed by a cursor motion, and affect all text that 
would have been moved over. For example, since w moves over a 
word, dw deletes the word that would be moved over. Double the 
operator, e.g. dd to affect whole lines. 

Page 5 

d delete 
c 
y 
< 
> 

change 
yank lines to buffer 
left shift 
right shift 
filter through command 
indent for USP 
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Miscellaneous Operations 
C change rest of line (c$) 
D delete rest of line (d$) 
s substitute chars (cl) 
S substitute lines (cc) 
J join lines 
x delete characters (di) 
X ... before cursor (dh) 
Y yank lines (yy) 

Yank and Put 
Put inserts the text most recently deleted or yanked. However, if a 
buffer is named, the text in that buffer is put instead. 

p put back text after cursor 
P put before cursor 
"xp put from buffer x 
"xy yank to buffer x 
"xd delete into buffer x 

Undo, Redo, Retrieve 

AUTHOR 

u undo last change 
U restore current line 

repeat last change 
"d p retrieve d'th last delete 

Vi and ex were developed by The University of California, Berkeley 
California, Computer Science Division, Department of Electrical 
Engineering and Computer Science. 

SEE ALSO 
ex (1 ). 

Vi Quick Reference Card. 
An Introduction to Display Editing with Vi, and Ex Reference 
Manual in the Sys5 UNIX Documentation Workbench. 

CAVEATS AND BUGS 
Software tabs using ~T work only immediately after the autoindent. 

Left and right shifts on intelligent terminals do not make use of insert 
and delete character operations in the terminal. 

There should be an interactive help facility and a tutorial suited for 
beginners. 
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NAME 
vtty - connect to a remote host via NOS 

SYNOPSIS 
vtty host 

DESCRIPTION 

FILES 

Vtty establishes a cu(1) link between one UNIX system and another. 
Both systems must be running the Plexus Network Operating Sys­
tem (NOS). 

Vtty scans the file iusrllib nos 'vtconf for the host name specified, 
and remembers the minor device number(s) associated with that 
host. It then searches the directory /dev for special files that have 
that minor device number. If it finds an entries in /dev within the 
appropriate minor device number range, it checks /usr'spool'uucp 
for lock files associated with these devices, and initiates a cu pro­
cess with the first available device. 

All normal setup for cu and the virtual terminal facility of NOS must 
be done on both nodes for this command to work. In particular, the 
file /usr/lib/uucp/L-devices must be set up properly, and virtual ter­
minals and ports must be established in all connecting nodes' /dev 
directories and configured in their rusr/libinos/vtconf files. 

1usr,lib/nos1vtconf 
file 
1 usr spool/uucp 
idev * 
, usr spool/uucp/L-devices 
'etc' in ittab 
host 

virtual terminal/port configuration 

cu lock files here 
virtual terminal ports located here 
virtual terminals defined for vtty 
virtual ports activated on receiving 

EXAMPLE 
Assuming the system pix is running NOS, and one or more virtual 
ports have been established on pix in /dev, and the local host's 
/usr/lib/nos/vtconf file and /dev directory have assigned at least 
one virtual terminal to pix, you can connect to pix by typing 

$ vtty pix 

If successful, the message 

Connected 

appears, followed by the normal login prompt. 

DIAGNOSTICS 
Cannotopen dev 
The directory dev cannot be accessed. 
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BUGS 

Cannot open lusrllib!nosiVtconf 
The file /usr/libinos/vtconf cannot be opened or does not exist. 

<name> not found in vtconf 
The host name name is not a configured host. 

No vt device available. Try again. 
All ports are in use. Try again later. 

time-out to remote host 
The remote host is down or not enabled; or the local host is not 
enabled on the remote host. See node(1 ). 

time-out period not expired 
time-out to remote host 
After receiving the time-out to remote host on the previous vtty 
request, the time-out period has not expired. 

!usr!lib!nos!vtconf on remote host does not allow remote login. 
/usr/lib/nos/vtconf on the remote host does not have a logical dev­
ice defined to receive remote logins. 

device not defined for virtual terminal in iusr.'/ibinos/vtconf. 
User attempted to cu to a device not defined in /usr/libinos/vtconf. 

login port on remote host unavailable 
On the remote host, there is no getty for the virtual terminal port. 

There is no semaphore to prevent collisions between vtty requests. 
Hence the error message indicating lack of devices may be errone­
ous. 
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NAME 
wait - await completion of process 

SYNOPSIS 
wait 

DESCRIPTION 
Wait until all processes started with & have completed, and report 
on abnormal terminations. 

Because the wait (2) system call must be executed in the parent 
process, the shell itself executes wait , without creating a new pro­
cess. 

SEE ALSO 
sh(1). 

BUGS 
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wait(2) in the Sys5 UNIX Programmer Reference Manual. 

Not all the processes of a 3- or more-stage pipeline are children of 
the shell, and thus cannot be waited for. 
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NAME 
we - word count 

SYNOPSIS 
we [ -lwc ] [ names ] 

DESCRIPTION 

Page 1 

We counts lines, words, and characters in the named files, or in the 
standard input if no names appear. It also keeps a total count for 
all named files. A word is a maximal string of characters delimited 
by spaces, tabs, or new-lines. 

The options I , w , and c may be used in any combination to specify 
that a subset of lines, words, and characters are to be reported. 
The default is -lwc . 

When names are specified on the command line, they will be 
printed along with the counts. 
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NAME 
what - identify SCCS files 

SYNOPSIS 
what [-s] files 

DESCRIPTION 
What searches the given files for all occurrences of the pattern that 
get (1) substitutes for %Z% (this is @(#) at this printing) and prints 
out what follows until the first " , > , new-line, \ , or null character. 
For exampie, if the C program in file f.c contains 

char ident[] = .. cu (#)identification information"; 

and f.c is compiled to yield f.o and a.out, then the command 

what f.c f.o a.out 

will print 

f.c: 
identification information 

f.o: 
identification information 

a.out: 
identification information 

What is intended to be used in conjunction with the command get 
(1 ), which automatically inserts identifying information, but it can 
also be used where the information is inserted manually. Only one 
option exists: 

-s Quit after finding the first occurrence of pat­
tern in each file. 

SEE ALSO 
get(1 ), help(1 ). 

DIAGNOSTICS 

BUGS 

Page 1 

Exit status is O if any matches are found, otherwise 1. Use help (1) 
for explanations. 

It is possible that an unintended occurrence of the pattern @(#) 
could be found just by chance, but this causes no harm in nearly all 
cases. 
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NAME 
who - who is on the system 

SYNOPSIS 
who [ -uTHlpdbrtasq] [ file ) 

who am 

who am I 

DESCRIPTION 

Page 1 

Who can list the user's name, terminal line, login time, elapsed time 
since activity occurred on the line, and the process-ID of the com­
mand interpreter (shell) for each current UNIX system user. It exam­
ines the /etc/utmp file to obtain its information. If file is given, that 
file is examined. Usually, file will be /etc/wtmp , which contains a 
history of all the logins since the file was last created. 

Who with the am i or am I option identifies the invoking user. 

Except for the default -s option, the general format for output 
entries is: 

name [state] line time activity pid [comment] [exit] 

With options, who can list logins, logoffs, reboots, and changes to 
the system clock, as well as other processes spawned by the init 
process. These options are: 

-u This option lists only those users who are currently logged in. 
The name is the user's login name. The line is the name of 
the line as found in the directory /dev . The time is the time 
that the user logged in. The activity is the number of hours 
and minutes since activity last occurred on that particular line. 
A dot (.) indicates that the terminal has seen activity in the 
last minute and is therefore "current". If more than twenty­
four hours have elapsed or the line has not been used since 
boot time, the entry is marked old. This field is useful when 
trying to determine whether a person is working at the termi­
nal or not. The pid is the process-ID of the user's shell. The 
comment is the comment field associated with this line as 
found in /etc/inittab (see inittab (4) ). This can contain infor­
mation about where the terminal is located, the telephone 
number of the dataset, type of terminal if hard-wired, etc. 
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FILES 

- T This option is the same as the -u option, except that the 
state of the terminal line is printed. The state describes 
whether someone else can write to that terminal. A + 
appears if the terminal is writable by anyone; a - appears if it 
is not. Root can write to all lines having a + or a - in the 
state field. If a bad line is encountered, a ? is printed. 

-I This option lists only those lines on which the system is wait­
ing for someone to login. The name field is LOGIN in such 
cases. Other fields are the same as for user entries except 
that the state field does not exist. 

-H This option will print column headings above the regular out­
put. 

-q This is a quick who, displaying only the names and the 
number of users currently logged on. When this option is 
used, all other options are ignored. 

-p This option lists any other process which is currently active 
and has been previously spawned by init . The name field is 
the name of the program executed by init as found in 
/etc/inittab . The state , line , and activity fields have no 
meaning. The comment field shows the id field of the line 
from 1etclinittab that spawned this process. See inittab (4 ). 

-d This option displays all processes that have expired and not "·. 
been respawned by init . The exit field appears for dead 
processes and contains the termination and exit values (as 
returned by wait (2)), of the dead process. This can be use-
ful in determining why a process terminated. 

-b This option indicates the time and date of the last reboot. 

-r This option indicates the current run-level of the init process. 

-t This option indicates the last change to the system clock (via 
the date (1) command) by root . See su (1 ). 

-a This option processes /etc/utmp or the named fife with all 
options turned on. 

-s This option is the default and lists only the name , line , and 
time fields. 

/etc/Utmp 
/etc1wtmp 
/etc1inittab 

SEE ALSO 
date(1), login(1), mesg(1), su(1). 
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wait(2), inittab(4), utmp(4) in the Sys5 UNIX Programmer Reference 
Manual. 
init(1 M) in the Sys5 UNIX Administrator Reference Manual. 
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NAME 
write - write to another user 

SYNOPSIS 
write user [ line ] 

DESCRIPTION 

Page 1 

Write copies lines from your terminal to that of another user. When 
first called, it sends the message: 

Message from yourname (tty ?? ) [ date ] ... 

to the person you want to talk to. When it has successfully com­
pleted the connection, it also sends two bells to your own terminal to 
indicate that what you are typing is being sent. 

The recipient of the message should write back at this point. Com­
munication continues until an end of file is read from the terminal, 
an interrupt is sent, or the recipient has executed "mesg n". At that 
point write writes EOT on the other terminal and exits. 

If you want to write to a user who is logged in more than once, the 
fine argument may be used to indicate which line or terminal to send 
to (e.g., ttyOO ); otherwise, the first writable instance of the user 
found in /etc/utmp is assumed and the following message posted: 

user is logged on more than one place. 
You are connected to "terminal". 
Other locations are: 
terminal 

Permission to write may be denied or granted by use of the 
mesg(1) command. Writing to others is normally allowed by default. 
Certain commands, in particular nroff (1) and pr (1) disallow mes­
sages in order to prevent interference with their output. However, if 
the user has super-user permissions, messages can be forced onto 
a write-inhibited terminal. 

If the character ! is found at the beginning of a line, write calls the 
shell to execute the rest of the line as a command. 

The following protocol is suggested for using write : when you first 
write to another user, wait for them to write back before starting to 
send. Each person should end a message with a distinctive signal 
(i.e., (o) for "over") so that the other person knows when to reply. 
The signal (oo) (for "over and out") is suggested when conversation 
is to be terminated. 
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FILES 
/etc/utmp to find user 
/bin/sh to execute ! 

SEE ALSO 
mail(1 ), mesg(1 ), nroff(1 ), pr(1 ), sh(1 ), who(1 ). 
Sys5 UNIX Documenter's Workbench Introduction and Reference 
Manual. 

DIAGNOSTICS 
"user is not logged on" if the person you are trying to write to is 

not logged on. 
"Permission denied" if the person you are trying to write to denies 

that permission (with mesg). 
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NAME 
x9700 - prepare nroff documents for the Xerox 9700 printer 

SYNOPSIS 
x9700 [-1 I -2] [ [-f] file] [-h indent] [-v indent] (-1 Ieng] 
[- [ p I I] k mask [n] ] [ [-o orient] [-s style] [-T c] [files] 

DESCRIPl ION 

Page 1 

The x9700 command reads the named files and writes standard out­
put which is suitable to be sent to the Xerox 9700 printer. The spe­
cial name - means standard input. Each file will begin on a new 
page. If no files are specified, then x9700 reads from standard 
input. Options and their meanings: 

-1 print output on one side of the page 

-2 print output on both sides of the page 

-f file Take input from file. This option is necessary to pro-
cess file names which begin with a hyphen. 

-h indent horizontal indent: offset output indent units to the right. 
A c appended to indent sets the unit of offset to cen­
timeters; an i, sets the unit to inches; neither, sets the 
unit to character positions. The default indent is zero. 
Fractional character positions are ignored. 

-v indent Vertical indent: offset output indent lines from top of 
page. Default is zero. 

-I length Print length lines per page. Defaults for the fonts are 
given below. A length of zero obtains the default. 

-lk maskn 
-pk mask n 
-k mask n Overlay output with preprinted mask. The lk overlays 

the mask in landscape orientation; the pk, in portrait 
orientation. The k alone uses the current orientation. 
The default mask is none. A number following the 
mask name specifies the page on which to overlay the 
mask. If no number follows the mask name, then all 
pages not specifically named are overlaid with the 
mask. Available masks are installation-dependant. 

-o orient Page orientation, either portrait or landscape, with 
port and land respectively, acceptable abbreviations. 
Each font style has a default, given below. Specifying 
an empty orientation obtains the default. 
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-s style 

elite 
gothic 
goth24 
mini 
pica 
times14 
times28 
vintage 
vint20 
xerox 
xerox18 

-Tc 

UNIX Sys5 X9700(1) 

Select font style. Current possibilities and default 
values: 

style abbr default portrait landscape 
orient length width length width 

elit port 71 102 51 131 
goth port 66 85 51 110 

port 33 42 25 55 
port 137 131 106 131 
port 66 85 51 110 
port 46 -go 36 -119 
port 23 -45 18 -59 

vint port 71 102 55 131 
port 35 51 27 66 

xrox land 99 116 77 131 
land 44 58 34 75 

Note that the lengths and widths are maximum values 
for a page and make no provision for margins. The -
indicates approximate widths for proportionally spaced 
fonts. The default style is vintage. Both the style 
names and their abbreviations are accepted. Not all 
styles have all fonts, and not all fonts have a full char­
acter set (including the full TX train). A summary of 
available combinations appears below. Note: these 
fonts are under development and subject to 
change without notice. 

If and only if c is X, then x9700 expects input from 
nroff with the -TX option. 

Options may be repeated and may appear in any order. The space 
between an option and its argument may be omitted. The options 
are cumulative and apply only to succeeding file names. Thus 

x9700 -o port -h 10 file1 -o land file2 

prints file1 in portrait orientation and file2 in landscape, but indents 
both files by 1 O characters. 
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ESCAPES 
The command X9700 recognizes four control characters (back­
space, formfeed, horizontal tab, and carriage return) and the follow­
ing set of escapes: 

escape sequence meaning from NROFF 

esc X c 
esc esc c 
esc B 
esc R 
esc I 
esc L 
esc D 
esc U 
esc \n 
esc si 
esc so 

hyperascii c ('c' I 0200) 
hyperascii c ('c' l 0200) 
bold font 
Roman font 
Italic font 
logo font 
reverse half-line feed 
half-line feed 
reverse line feed 
intensify shading 
lessen shading 

\fB 
\fR 
\fl 

\U 

\d 

The half-line motions effect superscripts and subscripts, but the TX 
train contains only a limited number of these. There are three levels 
of shading available: dark (character e9), darker (e8), and darkest 

~~- r~ 

input this column 

none 
\33\ 171evel 1 (dark) 
\33\ 171evel 2 (darker) 
\33\ 171evel 3 (darkest) 
\33\ 16back to level 2 
\33\ 16back to level 1 
\33\ 16back to none 

to get 

none 
level 1 (dark) 
level 2 (darker) 
level 3 (darkest) 
backtolevel2 
back to level 1 
back to none 

SEE ALSO 
nroff(1 ). 

EXCEPTIONS 

Page3 

Lines that exceed the page width are truncated. Page breaks occur 
not only at the logical end of page (controlled by the -I option), but 
also at the physical end of page (controlled by the machine). Lines 
which exceed the latter limit are usually forced to an extra, overflow 
page. The number of lines on a page includes the indent of the -v 
option. 

It is difficult to get to all of the TX train. 
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FONT SUMMARY 
style bold-italic graph 

port land port land 

elite y y n n 
Gothic y y n n 
goth24 n n n n 
mini n n n n 
pica y y n n 
times14 n n n n 
times28 n n n n 
vintage y y y y 
vint20 n n y y 
xerox y y n n 
xerox18 n n n n 

DIAGNOSTICS 
"missing parameter to -option" 
"can't open file" 
"unsupported style/orientation combination" 
"bad mask name" 
"bad horizontal indent specification" 
"bad page length specification" 
"bad vertical indent specification" 

Check parameter list 

"page length larger than max" 
X9700 has been directed to place more than 140 lines 
on a page. 

"attempt to back off page'" 
An attempt to field a reverse line feed would cause a 
return to a previous page. 

"file too wide" 
X9700 has encountered a line with more than 132 char­
acters on it. This usually happens when input not pro­
duced with nroff -TX is given to x9700 with the -TX 
option. 

"unknown escape sequence" 

September 19, 1986 

X9700 has been given an escape sequence which does 
not correspond to a reverse line feed, a font change, a 
shade change, or a hyperascii character. Escape 
sequences are introduced with an ascii esc character 
(octal 33). This usually happens when -TX is not sup­
plied to nroff. 
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"too many masks" 
X9700 allows a total of only ten separate mask specifi­
cations. 

"page too dense" 
X9700 has encountered a page with too much over­
printing. The cause may be too much backspacing or 
too many font changes It may be small comfort that 
even if the x9700 program could format the page, the 
Xerox printer would probably fail to print it. 

"internal error" 
"machine seized" 

Get help. 

EXAMPLES 
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The following examples do not include the final pipeline to direct the 
output to the Xerox 9700 printer, because that is an installation­
dependent procedure. 

To obtain standard memo format: 

nroff -rA3 -rE1 -rU1 -rl71 -TX -cm file I 
x9700 -h10 -TX -k prin1 

To obtain manual page: 

nroff -TX -man file I 
x9700 -166 -v3 -h10 -TX 

To obtain this manual page: 

nroff -man -TX file I 
x9700 -h12 -v2 -166 -TX -k prin1 1 -k prin2 2 -k prin3 3 \ 
-lk prin1 4 -lk prin2 5 -k vgraf 6 -k sdisc 7 

To obtain viewgraphs: 

nroff -TX - file < < eof I 
.pl 35 
.1145 
eof 
x9700 -s vint20 -TX 
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NAME 
xargs - construct argument list(s) and execute command 

SYNOPSIS 
xargs [flags] [ command [initial-arguments] ] 

DESCRIPTION 

Page 1 

Xargs combines the fixed initial-arguments with arguments read 
from standard input to execute the specified command one or more 
times. The number of arguments read for each command invoca­
tion and the manner in which they are combined are determined by 
the flags specified. 

Command , which may be a shell file, is searched for, using one's 
$PATH. If command is omitted, /bin/echo is used. 

Arguments read in from standard input are defined to be contiguous 
strings of characters delimited by one or more blanks, tabs, or new­
lines; empty lines are always discarded. Blanks and tabs may be 
embedded as part of an argument if escaped or quoted. Characters 
enclosed in quotes (single or double) are taken literally, and the del­
imiting quotes are removed. Outside of quoted strings a backslash 
(\) will escape the next character. 

Each argument list is constructed starting with the initial-arguments, 
followed by some number of arguments read from standard input 
(Exception: see -i flag). Flags -i , -I, and -n determine how argu­
ments are selected for each command invocation. When none of 
these flags are coded, the initial-arguments are followed by argu­
ments read continuously from standard input until an internal buffer 
is full, and then command is executed with the accumulated args. 
This process is repeated until there are no more args. When there 
are flag conflicts (e.g., -I vs. -n ), the last flag has precedence. 
Flag values are: 

-In umber Command is executed for each non-empty 
number lines of arguments from standard 
input. The last invocation of command will 
be with fewer lines of arguments if fewer than 
number remain. A line is considered to end 
with the first new-line unless the last charac­
ter of the line is a blank or a tab; a trailing 
blank/tab signals continuation through the 
next non-empty line. If number is omitted, 1 
is assumed. Option -x is forced. 
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-ire pis tr 

-nnumber 

-t 

-p 

-x 
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Insert mode: command is executed for each 
line from standard input, taking the entire line 
as a single arg, inserting it in initia/­
arguments for each occurrence of replstr . A 
maximum of 5 arguments in initial-arguments 
may each contain one or more instances of 
replstr . Blanks and tabs at the beginning of 
each line are thrown away. Constructed 
arguments may not grow larger than 255 
characters, and option -x is also forced. {} 
is assumed for replstr if not specified. 

Execute command using as many standard 
input arguments as possible, up to number 
arguments maximum. Fewer arguments will 
be used if their total size is greater than size 
characters, and for the last invocation if there 
are fewer than number arguments remaining. 
If option -x is also coded, each number argu­
ments must fit in the size limitation, else 
xargs terminates execution. 

Trace mode: The command and each con­
structed argument list are echoed to file 
descriptor 2 just prior to their execution. 

Prompt mode: The user is asked whether to 
execute command each invocation. Trace 
mode (-t) is turned on to print the command 
instance to be executed, followed by a ? ... 
prompt. A reply of y (optionally followed by 
anything) will execute the command; anything 
else, including just a carriage return, skips 
that particular invocation of command . 

Causes xargs to terminate if any argument 
list would be greater than size characters; -x 
is forced by the options -i and -I . When nei­
ther of the options -i , -I , or -n are coded, 
the total length of all arguments must be 
within the size limit. 
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-ssize 

-eeofstr 

The maximum total size of each argument list 
is set to size characters; size must be a posi­
tive integer less than or equal to 4 70. If -s is 
not coded, 470 is taken as the default. Note 
that the character count for size includes one 
extra character for each argument and the 
count of characters in the command name. 

Eofstr is taken as the logical end-of-file string. 
Underbar ( _) is assumed for the logical EOF 
string if -e is not coded. The value -e with 
no eofstr coded turns off the logical EOF 
string capability (underbar is taken literally). 
Xargs reads standard input until either end­
of-file or the logical EOF string is encoun­
tered. 

Xargs will terminate if either it receives a return code of -1 from, or 
if it cannot execute, command . When command is a shell program, 
it should explicitly exit (see sh (1 )) with an appropriate value to 
avoid accidentally returning with -1 . 

EXAMPLES 
The following will move all files from directory $1 to directory $2, and 
echo each move command just before doing it: 

Is $1 I xargs -i -t mv $1 /{} $2/{} 

The following will combine the output of the parenthesized com­
mands onto one line, which is then echoed to the end of file log: 

(logname; date; echo $0 $*) I xargs >>log 

The user is asked which files in the current directory are to be 
archived and archives them into arch (1.) one at a time, or (2.) 
many at a time. 

1 . Is I xargs -p -I ar r arch 
2. Is I xargs -p -I I xargs ar r arch 

The following will execute diff (1) with successive pairs of argu­
ments originally typed as shell arguments: 

echo $* I xargs -n2 diff 

SEE ALSO 
sh(1 ). 

DIAGNOSTICS 
Self-explanatory. 
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NAME 
xstr - extract strings from C programs to implement shared strings 

SYNOPSIS 
/usr/plx/xstr [ -c ] [ - ] [ file ] 

DESCRIPTION 

Page 1 

Xstr maintains a file strings into which strings in component parts of 
a large program are hashed. These strings are replaced with refer­
ences to this common area. This serves to implement shared con­
stant strings, most useful if they are also read-only. 

The command 

xstr -c name 

will extract the strings from the C source in name, replacing string 
references by expressions of the form (&xstr[number]) for some 
number. An approporiate declaration of xstr is prepended to the file. 
The resulting C text is placed in the file x.c, to then be compiled. 
The strings from this file are placed in the strings data base if they 
are not there already. Repeated strings and strings which are suf­
fices of existing strings do not cause changes to the data base. 

After all components of a large program have been compiled a file 
xs.c declaring the common xstr space can be created by a com­
mand of the form 

xstr 

This xs.c file should then be compiled and loaded with the rest of 
the program. If possible, the array can be made read-only (shared) 
saving space and swap overhead. 

Xstr can also be used on a single file A command 

xstr name 

creates files x.c and xs.c as before, without using or affecting any 
strings file in the same directory. 

It may be useful to run xstr after the C preprocessor if any macro 
definitions yield strings or if there is conditional code which contains 
strings which may not, in fact, be needed. Xstr reads from its stan­
dard input when the argument '-' is given. An appropriate com­
mand sequence for running xstr after the C preprocessor is: 

cc -E name.c I xstr -c -
cc -c x.c 
mv x.o name.a 

Xstr does not touch the file strings unless new items are added, 
thus make can avoid remaking xs.o unless truly necessary. 
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FILES 

NOTES 

strings Data base of strings 
x.c Massaged C source 
xs.c C source for definition of array 'xstr' 
/tmplxs* Temp file when 'xstr name' doesn't touch strings 

This command is based on a similar one from the University of Cali­
fornia at Berkeley. 

SEE ALSO 
mkstr(1) 

BUGS 
If a string is a suffix of another string in the data base, but the 
shorter string is seen first by xstr both strings will be placed in the 
data base, when just placing the longer one there will do 
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NAME 
yacc - yet another compiler-compiler 

SYNOPSIS 
yacc [ -vdlt ] grammar 

DESCRIPTION 

FILES 

Page 1 

Yacc converts a context-free grammar into a set of tables for a sim­
ple automaton which executes an LR(1) parsing algorithm. The 
grammar may be ambiguous; specified precedence rules are used 
to break ambiguities. 

The output file, y.tab.c , must be compiled by the C compiler to pro­
duce a program yyparse . This program must be loaded with the 
lexical analyzer program, yylex , as well as main and yyerror , an 
error handling routine. These routines must be supplied by the 
user; lex (1) is useful for creating lexical analyzers usable by yacc . 

If the -v flag is given, the file y.output is prepared, which contains a 
description of the parsing tables and a report on conflicts generated 
by ambiguities in the grammar. 

If the --d flag is used, the file y.tab.h is generated with the #define 
statements that associate the yacc-assigned "token codes" with the 
user-declared "token names". This allows source files other than 
y.tab.c to access the token codes. 

If the -I flag is given, the code produced in y.tab.c will not contain 
any #line constructs. This should only be used after the grammar 
and the associated actions are fully debugged. 

Runtime debugging code is always generated in y.tab.c under con­
ditional compilation control. By default, this code is not included 
when y.tab.c is compiled. However, when yacc 's -t option is 
used, this debugging code will be compiled by default. Independent 
of whether the -t option was used, the runtime debugging code is 
under the control of YYDEBUG , a pre-processor symbol. If YYDE­
BUG has a non-zero value, then the debugging code is included. If 
its value is zero, then the code will not be included. The size and 
execution time of a program produced without the runtime debug­
ging code will be smaller and slightly faster. 

y.output 
y.tab.c 
y.tab.h defines for token names 
yacc.tmp, 
yacc.debug, yacc.acts temporary files 
/usr/lib/yaccpar parser prototype for C programs 
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SEE ALSO 
lex(1 ). 
malloc(3X) in the Sys5 UNIX Programmer Reference Manual. 

YACC-Yet Another Compiler Compiler in the Sys5 UNIX Support 
Tools Guide . 

DIAGNOSTICS 

BUGS 

The number of reduce-reduce and shift-reduce conflicts is reported 
on the standard error output; a more detailed report is found in the 
y.output file. Similarly, if some rules are not reachable from the 
start symbol, this is also reported. 

Because file names are fixed, at most one yacc process can be 
active in a given directory at a time. 
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NAME 
intro - introduction to games 

DESCRIPTION 

Page 1 

This section describes the recreational and educational programs 
found in the directory /usr/games . The availability of these pro­
grams may vary from system to system. 
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NAME 
arithmetic - provide drill in number facts 

SYNOPSIS 
/usr/games/arithmetic [ +-x/ ] [ range ] 

DESCRIPTION 

Page 1 

Arithmetic types out simple arithmetic problems, and waits for an 
answer to be typed in. If the answer is correct, it types back 
"Right!", and a new problem. If the answer is wrong, 1t replies 
"What?", and waits for another answer. Every twenty problems, it 
publishes statistics on correctness and the time required to answer. 

To quit the program, type an interrupt (delete). 

The first optional argument determines the kind of problem to be 
generated; + , - , x , and I respectively cause addition, subtraction, 
multiplication, and division problems to be generated. One or more 
characters can be given; if more than one is given, the different 
types of problems will be mixed in random order; default is +-. 
Range is a decimal number; all addends, subtrahends, differences, 
multiplicands, divisors, and quotients will be less than or equal to 
the value of range. Default range is 10. 

At the start, all numbers less than or equal to range are equally 
likely to appear. If the respondent makes a mistake, the numbers in 
the problem which was missed become more likely to reappear. 

As a matter of educational philosophy, the program will not give 
correct answers, since the learner should, in principle, be able to 
calculate them. Thus the program is intended to provide drill for 
someone just past the first learning stage, not to teach number facts 
de nova . For almost all users, the relevant statistic should be time 
per problem, not percent correct. 
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NAME 
back - the game of backgammon 

SYNOPSIS 
/usr/games/back 

DESCRIPTION 

FILES 

BUGS 
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Back is a program which provides a partner for the game of back­
gammon. It is designed to play at three different levels of skill, one 
of which you must select. In addition to selecting the opponent's 
level, you may also indicate that you would like to roll your own dice 
during your turns (for the superstitious players). You will also be 
given the opportunity to move first. The practice of each player rol­
ling one die for the first move is not incorporated. 

The points are numbered 1-24, with 1 being white's extreme inner 
table, 24 being brown's inner table, 0 being the bar for removed 
white pieces and 25 the bar for brown. For details on how moves 
are expressed, type y when back asks "Instructions?" at the begin­
ning of the game. When back first asks "Move?'', type ? to see a 
list of move options other than entering your numerical move. 

When the game is finished, back will ask you if you want the log. If 
you respond with y , back will attempt to append to or create a file 
back.log in the current directory. 

/usr/games/lib;backrules 
/tmp/b* 
back.log 

rules file 
log temp file 
log file 

The only level really worth playing is "expert'', and it only plays the 
forward game. 
Back will complain loudly if you attempt to make too many moves in 
a turn, but will become very silent if you make too few. 
Doubling is not implemented. 
Instructions tend to run off the page. 
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NAME 
bj - the game of black jack 

SYNOPSIS 
/usr/games/bj 

DESCRIPTION 
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Bj is a serious attempt at simulating the dealer in the game of black 
jack (or twenty-one) as might be found in Reno. The following rules 
apply: 

The bet is $2 every hand. 

A player "natural" (black jack) pays $3. A dealer natural loses 
$2. Both dealer and player naturals is a "push" (no money 
exchange). 

If the dealer has an ace up, the player is allowed to make an 
"insurance" bet against the chance of a dealer natural. If this 
bet is not taken, play resumes as normal. If the bet is taken, it 
is a side bet where the player wins $2 if the dealer has a 
natural and loses $1 if the dealer does not. 

If the player is dealt two cards of the same value, he is 
allowed to "double"". He is allowed to play two hands, each 
with one of these cards. (The bet is doubled also; $2 on each 
hand.) 

If a dealt hand has a total of ten or eleven, the player may 
"double down"'. He may double the bet ($2 to $4) and receive 
exactly one more card on that hand. 

Under normal play, the player may '"hit"" (draw a card) as long 
as his total is not over twenty-one. If the player .;busts" (goes 
over twenty-one), the dealer wins the bet. 

When the player "stands" (decides not to hit), the dealer hits 
until he attains a total of seventeen or more. If the dealer 
busts, the player wins the bet. 

If both player and dealer stand, the one with the largest total 
wins. A tie is a push. 

The machine deals and keeps score. The following questions will 
be asked at appropriate times. Each question is answered by y fol­
lowed by a new-line for "yes", or just new-line for "no"". 

? (means, "do you want a hit?") 
Insurance? 
Double down? 

Every time the deck is shuffled, the dealer so states and the 
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BUGS 
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"action" (total bet) and "standing" (total won or lost) is printed. To 
exit, hit the interrupt key (DEL) and the action and standing will be 
printed. 

Doesn't work. 

May 22, 1985 Page 2 



CRAPS(6) UNIX Sys5 CRAPS{6) 

NAME 
craps - the game of craps 

SYNOPSIS 
/usr/games/craps 

DESCRIPTION 

Page 1 

Craps is a form of the game of craps that is played in Las Vegas. 
The program simulates the roller , while the user (the player ) 
places bets. The player may choose, at any time, to bet with the 
roller or with the House . A bet of a negative amount is taken as a 
bet with the House, any other bet is a bet with the roller. 

The player starts off with a "bankroll" of $2,000. 

The program prompts with: 

bet? 

The bet can be all or part of the player's bankroll. Any bet over the 
total bankroll is rejected and the program prompts with bet? until a 
proper bet is made. 

Once the bet is accepted, the roller throws the dice. The following 
rules apply (the player wins or loses depending on whether the bet 
is placed with the roller or with the House; the odds are even). The 
first roll is the roll immediately following a bet: 

1. On the first roll: 

7 or 11 wins for the roller; 
2, 3, or 12 wins for the House; 
any other number is the point , roll again (Rule 2 

applies). 

2. On subsequent rolls: 
point roller wins; 
7 House wins; 
any other number roll again. 

If a player loses the entire bankroll, the House will offer to lend the 
player an additional $2,000. The program will prompt: 

marker? 

A yes (or y) consummates the loan. Any other reply terminates the 
game. 

If a player owes the House money, the House reminds the player, 
before a bet is placed, how many markers are outstanding. 

If, at any time, the bankroll of a player who has outstanding markers 
exceeds $2,000, the House asks: 
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Repay marker? 

A reply of yes (or y ) indicates the player's willingness to repay the 
loan. If only 1 marker is outstanding, it is immediately repaid. How­
ever, if more than 1 marker are outstanding, the House asks: 

How many? 

markers the player would like to repay. If an invalid number is 
entered (or just a carriage return), an appropriate message is 
printed and the program will prompt with How many? until a valid 
number is entered. 

If a player accumulates 10 markers (a total of $20,000 borrowed 
from the House), the program informs the player of the situation and 
exits. 

Should the bankroll of a player who has outstanding markers 
exceed $50,000, the total amount of money borrowed will be 
automatically repaid to the House. 

Any player who accumulates $100,000 or more breaks the bank. 
The program then prompts: 

New game? 

to give the House a chance to win back its money. 

Any reply other than yes is considered to be a no (except in the 
case of bet? or How many? ). To exit, send an interrupt (break), 
DEL, or control-0. The program will indicate whether the player 
won, lost, or broke even. 

MISCELLANEOUS 
The random number generator for the die numbers uses the 
seconds from the time of day. Depending on system usage, these 
numbers, at times, may seem strange but occurrences of this type 
in a real dice situation are not uncommon. 
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NAME 
hangman - guess the word 

SYNOPSIS 
/usr/games/hangman [ arg ] 

DESCRIPTION 

HANGMAN(6) 

Hangman chooses a word at least seven letters long from a diction­
ary. The user is to guess letters one at a time. 

The optional argument arg names an alternate dictionary. 

FILES 
/usr, lib/w2006 

BUGS 
Hyphenated compounds are run together. 
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NAME 
maze - generate a maze 

SYNOPSIS 
/usr/games/maze 

DESCRIPTION 

BUGS 

Maze asks a few questions and then prints a maze. 

Some mazes (especially small ones) have no solutions. 
Doesn't ask any questions and doesn't fit on a screen. 

MAZE(6) 
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NAME 
moo - guessing game 

SYNOPSIS 
/usr/games/moo 

DESCRIPTION 

Page 1 

Moo is a guessing game imported from England. The computer 
picks a number consisting of four distinct decimal digits. The player 
guesses four distinct digits being scored on each guess. A "cow" is 
a correct digit in an incorrect position. A "bull" is a correct digit in a 
correct position. The game continues until the player guesses the 
number (a score of four bulls). 
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NAME 
quiz - test your knowledge 

SYNOPSIS 
/usr/games/quiz [ -i file ] [ -t ] [ category1 category2 ] 

DESCRIPTION 

FILES 

BUGS 
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Quiz gives associative knowledge tests on various subjects. It asks 
items chosen from category1 and expects answers from category2 
, or vice versa. If no categories are specified, quiz gives instruc­
tions and lists the available categories. 

Quiz tells a correct answer whenever you type a bare new-line. At 
the end of input, upon interrupt, or when questions run out, quiz 
reports a score and terminates. 

The -t flag specifies "tutorial" mode, where missed questions are 
repeated later, and material is gradually introduced as you learn. 

The -i flag causes the named file to be substituted for the default 
index file. The lines of these files have the syntax: 

line = category new-line I category : line 
category = alternate I category I alternate 
alternate = empty I alternate primary 
primary = character I [ category ] I option 
option = { category } 

The first category on each line of an index file names an information 
file. The remaining categories specify the order and contents of the 
data in each line of the information file. Information files have the 
same syntax. Backslash \ is used as with sh (1) to quote syntacti­
cally significant characters or to insert transparent new-lines into a 
line. When either a question or its answer is empty, quiz will refrain 
from asking it. 

1usr1games/lib;quiz1index 
1usr1games1lib1quiz1* 

The construct "a I ab" does not work in an information file. Use 
"a{b}". 
Instructions scroll off-screen. Pipe to pg or more. Requires exact 
spelling. 
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NAME 
wump - the game of hunt-the-wumpus 

SYNOPSIS 
/usr/games/wump 

DESCRIPTION 

BUGS 
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Wump plays the game of "Hunt the Wumpus." A Wurr:)US is a 
creature that lives in a cave with several rooms connected by tun­
nels. You wander among the rooms, trying to shoot the Wumpus 
with an arrow, meanwhile avoiding being eaten by the Wumpus and 
falling into Bottomless Pits. There are also Super Bats which are 
likely to pick you up and drop you in some random room. 

The program asks various questions which you answer one per line; 
it will give a more detailed description if you want. 

This program is based on one described in People's Computer 
Company, 2, 2 (November 1973). 

It will never replace Adventure. 
Instructions run off the screen. 
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