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Chapter 1 
ABOUT THIS MANUAL 

This chapter gives an overview of the contents of chis manual, including the intended audience, 
manual organization, and terminology and conventions. In addition, it provides a list of ocher 
references that might be helpful co the reader. 

1.1 AUDIENCE DEFINITION 

Quantum Vortex 1275/2550AT produce manual is intended for several audiences including the 
original equipment manufacturer (OEM), distributor, installer, and end user. The manual 
provides you wich information about installation, principles of operation, interface command 
implemencacion, and maintenance. 

1.2 MANUAL ORGANIZATION 

This manual provides information about installation, principles of operation, and interface 
command implementation. It is organized into the following chapters: 

• Chapter 1-About This Manual 

• Chapter 2-General Description 

• Chapter 3-Inscallacion 

• Chapter 4-Specifications 

• Chapter 5--Basic Principles of Operation 

• Chapter 6-IDE-Bus Interface and ATA Commands 

In addition, chis manual contains a· glossary of terms and an index t9 help you locate important 
information. 

1.3 TERMINOLOGY AND CONVENTIONS 

The abbreviations listed below are used in chis manual. You can find definitions of the following 
terms in chc Glossary at che back of chis manual. 

• bpi Bies per inch 

• dB Decibels . dBA decibels, A weighted 

• fci Flux changes per inch 

. Hz Hertz 

. KB Kilo byres 

. lsb Lease.significant bic 

. mA Milliampere 

Quantum Vortex 1275{2550AT 1-1 
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• MB 

• m 

• Mbic/s 

• MB/s 

• MHz 

• ms 

• msb 

• mV 

• ns 

• tpi 

• µs 

• v 

Megabytes (l MB = 1,000,000 byres when referring to 
disk storage, and 1,048,576 byres in other cases) 

Merer 

Megabits per second 

Megabytes per second 

MegahertZ 

Millisecond 

Most-significant bit 

Millivolts 

Nanoseconds 

Tracks per inch 

Microseconds 

Volts 

The following conventions arc used in chis manual: 

• Commands and Messages 

Commands, status or error messages, sent between the drive and rhe host, are listed in all 
capitals. For example: 

WRITE LONG 
ABORTED COMMAND 

• · Parameters 

Parameters Cl!e given as initial capitals when spelled out and as all capitals when abbreviated. 
For example: . 

Prefetch Enable, PE 
Cache Enable, CE 

• Names of Bits and Registers 

Bit names and register names are presented in initial capitals. For example: 

Host Software Reset 
Alternate Status Register 

• Hexadecimal Notation 

The hexadecimal notation "H" is given in subscript form. For example: 

30H . 

Re 
. N _f'l~ Rr/~Ctr'E C!~~a,v 

• gtster am~ 
Registers are given in this manual wirh initial capitals. An example is the Alternate Status 
Register. _ 

• Signal Negation 

A signal name rhat is defined as active low is listed with a minus sign following the signal. 
For example: 

RD-

• Notes 

Notes are used after cables to provide you with supplementary information. 

1-2 Quantum Vortex 1275/2550AT 

-··---·---------·-·-----·--------------------------------------------



() 

1.4 

() 

() 

About This Manual 

-~ •'? • ;"='· -
--=--"'=-..-i}C v-- OCG./) .c.#./,; 

cH~~0 
In general, the system in which the drive resides is referred to as che hose. The AT/IDE host 
adapter is considered to be pare of che host. 

• Computer Voic@"his refers co items you cype at the computer keyboard. These 
items are listed ir9f'O-poinc, all capitals, courier font. An example is FORMAT 
c : Is . l-- /'>- ~ ,.,. / .n _ 

/C~/<, IC-VE~C°L~:.A,:. ,l/C,,....,/v',..-;-/CN ./V£_...r::;p_./ ,;-z;;, 

REFERENCES 

For additional information about che AT interface, refer co: 

IBM Technical Reference Manual #6183355, March 1986 

• ATA Common Access Method Specification, Revision 3, January 17, 1995 

• Small Form Factor Specification for ATA Timing Extensions #8011, July 2, 1993 

Quantum Vortex 1275/2550AT 1-3 
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Chapter 2 
GENERAL DESCRIPTION 

This chapter summarizes general functions and key features of the Quantum Vortex™ 1275/ 
25SOAT hard disk drive, as well as the applicable standards and regulations it meets. 

2.1 PRODUCT OVERVIEW 

2.2 

Quantum's Vortex 1275/2SSOAT hard disk drives are part of a family of high-performance, 
19 mm-high (0.75 in), hard disk drives manufactured to meet che highest produce quality standards. 
Vortex 1275/2SSOAT hard disk drives use nonrc:movable, 130 mm (5 1/4-in) hard disks. These drives 
can be used in IBM® PC/AT-compatible host computer systems, which provide an AT Attachment 
(ATA) Interface either on an adapter board or on the system motherboard. 

Note: Sometimes, the ATA Interface is referred co as the AT Bus or IDE Interface. 

Vortex 1275/2550AT hard disk drives feature an embedded IDE drive controller and use ATA 
commands. The drive manages media defects and error recovery internally, so these operations arc 
cransparenr to the user. 

The innovative design of Vortex 1275/2550AT hard disk drives enables Quantum to produce a 
family of low-ease, high-reliability drives. 

KEY FEATURES 

Vortex 1275/2550AT hard disk drives include the following key features: 

General 

• Formatted storage capacity of 1275 MB (1 disk). or 2550 MB (2 disk} 

• Industry-standard. 130 mm (5 114-in) form factor 

• Low-profile. 19 mm (0.75 in), height 

• Emulation of IBM® PC/ AT® task file register and all AT A fixed-disk commands 

• Embedded servo design 

• Fast AT A-2 support 

Quantum Vortex 1275/2550AT 2-1 
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Performance 

• Dara transfer rare of up to 8.33 MB/s, using programmed I/O (PIO), 16.67 MB/s 
using PIO wich IORDY, 16.67 MB/s using multiword OMA Mode 

• Average seek time of 15.5 ms 

• Average rotational latency of 8.33ms 

1 . I di· · .?~K • 1: mrer eave on rea wnre operattQll.Sy __ . .,-· - -
-~~ ?--

128K buffer wi~ynamic segmentation cache. Look-ahead DisCache ® 

feature wich concinuous prefecch, and WriceCacheTM write-buffering capabilities 

• Support for all ATA data transfer modes with PIO Mode 4 and multiword OMA 
mode 2 

• Auto Write, Auto Read, and Auto Transfer 

Reliability 

• Power-Up Self diagnostic firmware 

• 160-bit, interleaved Reed-Solomon Error Correcting Code (ECC), wich cross­
checking and double- and triple-burst correction for bursts up co 72bics in length 

• Double-burst ECC correction on-the-fly 

• 300,000 hour Mean Time Between Failure (MTBF) in the field 

• Automatic retry on read errors 

• 20,000 Conract Srarc/Scop cycles (controlled) 

• Transparent media-defect mapping 

• Reassignment of defective sectors discovered in che field, without reformatting 

• High-performance, in-line defective sector skipping 

Patented AIRLOCK® automatic shipping lock and dedicated landing zone 

• Failure: prediction 

Versatility 

• Power-saving modes 

• Downloadable firmware 

• Cable select feature 

• Ability co daisy-chain c:wo drives on che interface 

• Multi-Sector Auto Read and Multiple Auto Write transfer 

• LBA mode addressing/ Extended CHS mode 

2-2 Quantum Vortex 1275(2550AT 
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Genera/ Description 

STANDARDS AND REGULATIONS (Pending) 

Vortex 1275/2550AT hard disk drives satisfy the following standards and regulations: 

• Federal Communications Commission (FCC): FCC Rules for Radiated and 
Conducted Emissions, Part 15, Sub Part], for Class B Equipment in an enclosure. 

• Underwriters Laboratory (U.L.): Standard 1950. Information technology 
equipment including business equipment. 

• Canadian Standards Association (CSA): Standard C22.2 No. 950. Information 
technology equipment including business equipment. 

• European Standards - Verband Deutscher Electroechnier (VDE) DIN VDE 
0805-5.90 and Technishc:r Uberwachungs Verein (TUY): Standard EN 60 950 
(IEC 950). Information technology equipment including business equipment in 
an enclosure. 

Note: The Standards and Regulations information is pending 

Quantum Vortex 1275/2550AT 2-3 
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Chapter 3 
INSTALLATION 

This chapcer explains how co unpack, configure, mounc, and connect the Vorcex 1275/ 
2550AT hard disk drive prior co operacion. le also explains how co scan: up and operace 
the drive. 

3.1 SPACE REQUIREMENTS 

Quanrum ships the Vorrex 1275/2550AT hard disk drive wichouc a faceplace. Figure 3-1 shows 
the excernal dimensions of the drive. 

Figure 3-1 Vortex I 27512550A T Mechanical Dimensions 

Vortex l275(2550AT 3-1 
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3.2 UNPACKING INSTRUCTIONS 

CAUTION: The maximum limits for physical shock can be exceeded 
if the drive is not handled properly. Special care should 
be taken not to bump or drop the drive. 

1. Open the shipping container. 

2. Remove the upper protective packaging pad from che box. 

Figure 3-2 shows the packaging for the Vortex 1275/2550AT hard disk drive in a 1-
pack shipping container. (A 12-packshipping container is available for multiple drive 
shipments and has the same type of protective packaging.) 

3. Remove the drive from the box. 

CAUTION: During shipment and handling, the drive is packed in an 
antistatic electrostatic discharge (ESD) bag to prevent 
electronic component damage to ESD sensitive devices. 
Remove the drive from the ESD bag only when you are ready 
to install It. To avoid accidental damage to the drive, do not 
use a sharp instrument to open the ESD bag. 

4. Save the packaging materials for possible furure use. 

VOlfAx 
HatdOilit 

o ..... 

Figure 3-2 Packagingfor a I-Pack Shipping Container 
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JUMPER SETTINGS 

The configuracion of a Vortex 1275/2550AT hard disk drive depends on the host system into 
which it is to be installed. This section describes the jumper setting options you must take into 
account prior to installation. Figure 3-3 shows the printed circuit board assembly (PCBA), 
including the location of the jumpers that control some of these options. 

Jumpers 

Figure 3-3 jumper Locations on the Drive PCBA 

The configuration of three jumpers controls the drive's mode of operation: 

• CS-Cable Select 

• OS-Drive Select 

• SP-Slave Present 

Table 3-1 defines che jumper configurations for the drive and the operational modes chat result 
from the configurations. A "l" indicates chat the specified jumper is inscalled; a "O", chat the 
jumper is not installed. 
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cs DS 

0 0 

O* 1* 

0 1 

1 x 

3.3.1 

SP 

0 

O* 

1 

x 

Table 3-1 Vortex 127512550AT jumper Options 

DESCRIPTION 

Slave Drive 

Compatible with drives using the PDIAG- line to handle Master/Slave 
communications. 

Master Drive 

Uses DASP-to check for the presence of a Slave. 

Master Drive 

Uses the SP jumper to determine whether a Slave is present, without checking 
PDIAG- or DASP-. 

Slave or Master Drive, Bepending on the state of the Cable Select signal {pin 
28) at the IDE-bus interface connector. 

If the signal state is set to 0 (grounded), then the drive is configured as if DS 
were 1, described above. If the Cable Select signal is set to 1 (high), then the 
drive is configured as if OS were 0, described above. 

Note: In Table 3-1, a 0 indicates that the: jumper is removed, a 1 inclicacc:s chat 
the jumper is installed, and X indicates the jumper setting does not . 
matter. An asterisk(•) indicates the factory default setting. 

Drive Select (OS) Jumper 

You can configure two drives on the ATA Interface as Master (Drive O) and Slave (Drive 1) using 
the OS jumpers. Sec the CS jumpers co 0 for each drive. Then, sec che OS jumper co 1 on one 
drive co configure that drive as Master. Sec the DS jumper co 0 on the ocher drive co configure 
chat drive as Slave. 

Quantum ships Vortex 1275/2550AT hard disk drives from the factory with the OS jumper 
installed-chat is, the DS jumper is sec co 1 co configure the drive as Master.To configure a drive: 
as the: Slave, set the DS jumper co 0. 

Note: For drives configured using the DS jumper, the order in which drives are 
connected in a daisy chain has no significance. 
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Cable Select (CS) Jumper 

When two Vorrex 1275/2550AT hard disk drives are daisy-chained together, chey can be 
configured as Master and Slave by using che CS jumper or by using che DS jumper- but not 
both. To configure che two drives using the CS jumper, sec che CS jumper co 1 (installed) and 
the OS jumper co 0 (uninscalled) on each drive. 

Once you install che CS jumper, che drive is configured as a Master or Slave by che state of che 
Cable Select signal, which is pin 28 ac the IDE-bus interface connector. According co the ATA 
(AT Attachment) specification referred co in Section 1.4, pin 28 may be used for either Cable 
Select or spindle synchronization. Quantum uses the pin 28 Cable Select function but does not 
implement rhe spindle synchronization function. 

Pin 28 is grounded-chat is, set to 0-on the cable coming from the host. This configures the 
first drive as Master. Then, pin 28 on che connector at the second drive should be made an open 
circuit by a cut in signal line 28 in the cable from the first drive, so it becomes high-chat is, set 
co 1-due to a pull-up in the second drive. This configures the second drive as Slave. 

Slave Present (SP) Jumper 

The SP jumper normally is nae needed. However, when the Vortex 1275/2550AT is configured 
as Master and is connected co a Slave drive that does not implement the Drive Active/Slave 
Present (DASP-) signal, ic is necessary co set the SP jumper to 1 on the Vortex 1275/2SSOAT 
hard disk drive. 

IDE-BUS ADAPTER 

There arc cwo ways you can configure a sysrcm co allow che Vortex 1275/25 50AT hard disk drive 
to communicate over the IDE-bus of an IBM or IBM_-compatible PC: 

1. Connect che drive co a 40-pin IDE-bus connector (if available) on che motherboard of 
the PC. . 

2. Install an IDE-compatible adapter board in the PC and connect the drive to the 
adapter board. 

40-Pin IDE-Bus Connector 

Many of the lacer design PC motherboards have a built-in 40-pin, IDE-bus connector that is 
compatible with the 40-pin IDE interface of the Vortex 1275/2550AT hard disk drive. If the 
motherboard has an IDE connector, simply connect a 40-pin ribbon cable between the drive and 
the motherboard. 

You should also refer to the motherboard instruction manual and refer to Chapter 6 of chis 
manual to ensure signal compacibilicy. 

Adapter Board 

If your PC motherboard does nae contain a built-in, 40-pin IDE-bus interface connector, y~u 
must install an IDE-bus adapter board and connecting cable co allow the drive co interface with 
the motherboard. Quantum does nae supply such an adapter board, buc they are available from 
several third-party vendors. 

Please read over carefully the instruction manual for the adapter board you purchase as well 315 
Chapter 6 of chis manual co ensure signal compacibilicy between the adapter board and the dnve. 
Also, make sure chat che adapter board jumper settings are appropriac~. 
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3.5 

3.5.1 

MOUNTING 

Drive mouncing orienration, clearance, and ventilarion requirements are described in the 
fi.ollowing subsections. Far mounting, M3 screws are recommended.To avoid scrip~~ , 
mounting-hole threads, the maximum torque applied to the screws must not excee~ 

~· ? 
Orientation ~-Z. .-::;; ~7 -c.•/.n 

co 

c-; 

The mounting holes on the Vortex 1275/25 50AT hard disk drive allow the drive co be mounted 
in any oriencacion. 

-------- 146.05 --------+! 
139.7 --------

Top 

i.t------- 132.62 ------~ 

x 
~ 
c. 
CD 
CD 
-0 

E 
E. 

U) 

x 
(") 

:E 

Jumpers 

~ 
C') 
0 
C\I 

Figure 3-4 Vortex I 27512550A T Mounting Dimensions (in Millimeters) 

.b-,Ed #o/~ tC /7;" 

~A-?AZ/ 

/.c::?. 
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Clearance 

The princed-circuic board assembly (PCBA) is very close to che mounting holes. Clearance from 
the drive co any ocher surface-except mounting surfaces-muse be 1.25 mm (0.05 inches) 
minimum. Figure: 3-5 specifies the clearance between the screws in the mounting holes and the 
PCBA. Do noc use mounting screws longer than the maximum lengths specified in Figure 3-5. 
The specified screw length allows full use of the mounting-hole threads, while avoiding damaging 
or placing unwanted stress on che PCBA. 

5.00 mm (0.196 in) maximum-+i 

1.01 mm (0.040 in) minimum__, 

Figure 3-5 Mounting Screw Clearance 

CAUTION: The PCBA is very close to the mounting holes. Do not exceed 
the specified length for the mounting screws. The specified 
screw length allows full use of the mounting-hole threads, 
while avoiding damaging or placing unwanted stress on the 
PCBA. Figure 3-5 specifies the minimum clearance between 
the PCBA and the screws In the mounting holes. To avoid 
stripping the mounting-hole threads, the maximum torque 
applied to the screws must not exceed TBD Inch-pounds. 
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3.5.3 

3.6 

Ventilation 

~he Vorcex 1275/2 5 5.0A T hard clisk-dri"+•e ~es without a cooling fan, provided the ambient 
au temperature does not excee4 131°F (55°C).- . '5--7 

~- ~--- :J"5~c(/3;..:-~) 
COMBINATION CONNECTOR 

As shown in Figure 3-6, there is a three-section combination connector mounted on the back 
edge of the PCBA. The drive's DC power can be applied to either the 3-pin or 4-pin connector. 
The IDE-bus inrerfac:cfuses~ec:cionJche 40-pin connector. 

40-pin IDE Connector 

Pin40 
3-pin Power 
Connector 

Pin 1 

4-pin Power 
Connector 

Figure 3·6 DC Power and /DE-Bus Combination Connector 

Pin 1 
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DC Power 

The recommended macing connectors for the +5 Vdcand +12 Vdc input power are listed in 
Table 3-2. · 

4-Pin 
Connector 

i 

i 
I 

l 
! 
I 

i 
I 
I 

3-Pin ! 
I 

Connector I 

i 

Table 3-2 Power 

PIN 
NUMBER 

2 

3 

4 

1 

2 

3 

I 
I 

I 

VOLTAGE 
LEVEL 

+12 Vdc 

+12 Vdc 
Return 

(Ground) 

+5 Vdc 
Return 

(Ground) 

+5 Vdc 

+5 Vdc 

+12 Vdc 

Ground 

I 
I 
I 
i 

MATING CONNECTOR 
TYPE AND PART NµMBER 

(OR EQUIVALENT) 

4-Pin Connector: 
AMP P/N 1-480424-0 

Loose piece contacts: 
AMP P/N 61173-4 

Strip contacts: 
AMP·P/N 350078-4 

3-Pin Connector 
Molex P/N 39-01-0033 

Loose piece contacts: 
Molex PIN 39-00-00341 

Strip contacts: 
Molex P/N 39-00-0023 

Note: Power can be applied co either the 3-pin or 4-pin connector. Labels 
indicate the pin numbers on the connector. On the 3-pin connector, pins 
2 and 3 (the +5 and +12 Vdc returns) are connected on the drive. 

IDE-Bus Interface Connector 

On the Vortex 1275/2550AT hard disk drive, che IDE-bus interface cable connector is a 40-pin 
Universal Header, as shown in Figure 3-6. 

See Chapter 6, "IDE-Bus Incerfac.e and ATA Commands," for more detailed information about 
the required signals. Refer co Table 6-1 for the pin assignments of the IDE-bus connector. 

For macing with the 40-pin connector, recommended cable connectors include the following 
parts or their equivalents: 

AMP receptacle with strain relief PIN 1-499506-0 
AMP receptacle without strain relief PIN 1-746193-0 
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To key the 40-pin cable connector, you must plug the hole char corresponds co pin 20. 

Other recommended pare numbers for che macing connector include: 

40-Pin Connector 
Strain Relief 
Flat Cable (Stranded 28 AWG) 
Flat Cable (Stranded 28 AWG) 

3M 3417-7000 or equivalent 
3M 3448-2040 or equivalent 
3M 3365-40 or equivalent 
3M 3517-40 (shielded) or equivalent 

3.7 DRIVE INSTALLATION 

3.7.1 

3.7.2 

3.7.2.1 

3.7.2.2 

You can install the Vortex 1275/25SOAT hard disk drive in an AT-compatible system in two 
ways: 

For Systems With A Motherboard IDE Adapter 

You can install the Vortex 1275/2550AT hard disk drive in an AT-compatible system chat 
contains a 40-pin IDE-bus connector on the motherboard. 

To connect the drive co the motherboard, use a 40-pin ribbon cable. Ensure chat pin 1 of the 
drive is connected co pin l of the motherboard connector. 

For Systems With An IDE Adapter Board 

To inscall a Vortex 1275/2550AT hard disk drive in an AT-compatible system without a 40-pin 
IDE-bus connector on its motherboard, you need a third-party IDE-compatible adapter board. 

Adapter Board Installation 

Carefully read the manual that accompanies your adapter board b~fore insr.alling it. Make sure C-:' 
that all the jumpers are set properly and chat there are no addressing or signal conflicts. Install the ··-"' 

1 

adapter board in your system according to the adapter board manual. 

Connecting the Adapter Board and the Drive 

Use a 40-pin ribbon cable co connect the drive co the board. See Figure 3-7. To connect the drive 
co the board: 

1. Insert the 40-pin cable conneccor into the macing connector of the adapter board. 

Make sure chat pin 1 of the connector matches wich pin 1 on the cable. 

2. Insert the ocher end of che cable into the header on the drive. When insening chis end 
of che cable, make sure chat pin 1 of the cable conneas co pin 1 of the drive connector. 

3. Secure the drive to che system chassis by using the mounting screws, as shown in 
Figure 3-8. 

C: 
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Figure 3·7 Drive Power Supply and IDE-Bus Interface Cables 

I DE-Bus 
Interface Cable 

Mounting 
Bracket 

Figure 3;5 Drive Installation 
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3.8 SYSTEM STARTUP AND OPERATION 

Once you have installed the Vortex 1275/2550AT hard disk drive and adapter board (ifrequired) 
in the host system, you are ready to partition and format che drive for operation. To sec up che 
drive correccly, follow these seeps: 

1. Power on che system. 

2. Run the SETUP program. This is generally on a Diagnostics or Utilities disk, or 
within che system's BIOS. 

The SETUP f!rogram allows you co enter the types of optional hardware installed-such 
as che hard disk drive rype, che floppy disk drive capacity, and the display adapter cype. The 
system's BIOS uses chis information co initialize the system when the power is switched 
on. For instructions on how co use che SETUP program, refer to the system manual for 
your PC. 

3. Enrer che appropriate parameters. 

During the AT system CMOS setup, you muse enter che drive type for the Vortex 1275/ 
2550AT hard disk drive. This proc.edure allows che system co recognize che drive by 
translating ics physical drive geometry parameters such as cylinders, heads, and sectors per 
crack, in co a logical addressing m.ode. 

Vorcex 1275/2550AT drives can work with different BIOS drive-type cables of various hose 
systems. You can choose any drive cype chat does noc exceed the capacity of che drive. Table 
3-3 gives che logical parameters that provide che maximum capacity on Vortex 1275/ 
2 5 SOA T hard disk drives. 

Table 3-3 Logical Addressing Format 

Vortex 
Vortex 2550AT 

1275AT 

Logical Cylinders 2492 4994 

Logical Heads 16 16 

Logical Sectors/Track 63 63 

Total Number Logical Sectors 2,511,936 5,033,952 

Logical Capacity 1,286, 111 ,232 2,577,383,424 

To macch the logical specifications of che drive co che drive type of a particular BIOS, consult 
the system's drive-type cable. This cable specifies the number of cylinders, heads, and sectors 
for a particular drive type. 

You must choose a drive type chat meets che following rc:quirc:mc:ncs: 
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Installation 

4. Boot che system using che operating system installation disk-for example, 
MS-DOS-chen follow the installation instructions in the operating system manual. 

If you are using a version of MS-DOS below 4.01: 

1. Run FDISK or a third-party partitioning program. 

Note: If you use DOS version 3.2 or an earlier version, che DOS partition will 
employ only 32 MB (33,554.432 byres) of the drive's capacity. With 
DOS 3.3, you can partition the drive in multiples of 32 MB. If you use 
DOS 4.01 or lacer, or if you use a third-party partitioning program, you 
can create partitions chat exceed 32 MB. 

2. To format che drive with a high-level format and transfer the operating system to the 
drive, type FORMAT C: IS. Once this command executes, you can boot the system 
from the hard drive. 

You do not need to perform a low-level format on the drive because it was done at 
che factory before shipment. 
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Chapter 4 
SPECIFICATIONS 

This chapter gives a derailed description of rhe physical, electrical, and environmental 
characteristics of the Vortex 1275/2550AT hard disk drive. 

4.1 SPECIFICATION SUMMARY 

Table 4-1 gives a summary of the Vortex 1275/2550AT hard disk drive. 

Table 4-1 Vortex 127512550AT Specifications 
~ 

DESCRIPTION Vortex 1275AT Vortex ~so Ar 
Capacity (formatted) 1286.57 MB 2577.55 MB" 
Nominal rotational speed (rpm) 3,600 3,600 

Number of disks 1 2 

Number of R!W heads 2 4 

Data Organization 

Zones per surface 16 16 

Tracks per surface 5,738 5,738 

J 
.ii:. 

>--~~To_t_al_tr_a_ck_s~-:-~~~~~~...1.-~~-11_,4_7_6~~--1.~~~22=,~95_2~--~t::;:::--:..--· /~']/ 
Sectors per track ____.:_ -- ~.-----t"" 

Inside zone l 1~) I 149 j~ 

Outside zone 276 276 

Total User Sectors 2,512,844 5,034,291 

Bytes per sector 512 512 

Number of tracks per cylinder 2 4 

Recording 

Recording technology Multiple Zone Multiple Zone 

Maximum linear density 113,922 fci 113,922 fci 

Maximum Recording Density 107,221 (bpi) 107,221 {bpi) 

Encoding method PRML 16117 PRML 16/17 

Interleave 1 :1 1 :1 

Track density 4,298 tpi 4,298 tpi 

Effective areal density 460.84 Mbit/in-Z 460.84 Mbit!in2 
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Table 4-1 Vortex 127512550AT Specifications (Continued) 

DESCRIPTION 

Performance 

Typical Seek timesr 

Average seek 

Track-to-track 

Full stroke 

Sequential Head Switch 

Rotational Latency 

Data Transfer rate 

Disk to Read Butte7 

Without 
Read/Write Buffer to IORDY 
I DE-bus With 
(PIO Mode) IORDY 

Read/Write Buffer to I DE-bus (OMA 
Mode) 

Buffer size (The upper 32K is used for firmware) 

Projected MTBF 

Contact Start/Stop Cycles4 

Auto head-park method 

I. Seek times are at nominal conditions and include settling. 
2. Disk to read buffer transfer rate is zone-dependent. 
3· Megabits per second. 

Vortex 1275/2550AT 

15.5 ms 

3.5 ms 

30 ms 

4.5 ms 

8.33 ms 

46.5 to 83.8 Mbts3 

8.33 MB/s max. 

16.67 MB/s max. 

16.67 MB/s max. 

128 KB 

300,000 hrs 

20,000 

Airlock 

4· CSS spedfication.s assume a duty cycle of one power off operation for every four idle spin-down. 

4.2 FORMATTED CAPACITY 

At the factory, the Vortex l 275/2550AT rec.eives a low-level format that creates the actual tracks 
and sectors on the drive. Table 4-2 shows the capacity r~ulting from this process. For operation 
with DOS, UNIX, or other operating systems, formatting done at the user level results in less 
capacity than the physical capacity shown in Table 4-2. 

Table 4-2 Forma.tted Capacity 

Vortex 1275AT Vortex 2550AT 

[ Number of 512-byte sectors 2,512,844· 5,034,291 

4.3 DATA TRANSFER RATES 
Data is transferred from the disk to the read buffer at a rate up to 6.5 MB/sin bursts. Data is 
transferred from the read buffer to the AT bus at a rare of up to 6.0 MB/s, using programmed 
I/O wichour IORDY. If IORDY is used, then chis transfer rate can be increased to 16.67 MB/s. 
Refer to paragraph 6.6.1 S IDENTIFY DRIVE command for additional information. Using che 
Multi word DMA protocol, transfer rates of 16.67 MB/s. are achievable (burst mode only). 
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Specificazions 

TIMING SPECIFICATIONS 

Table 4-3 illustrates the riming specifications of the Vortex 1275/2550AT hard disk drive. 

Table 4-3 Timi'!K_ S}!ci/}!ations 

Vortex 1275/2550AT 
Parameter 

Typical Nominal1 Maximum Worst Case2 

Single Track Seek3 3.5 ms 

Sequential Cylinder Switch Time4 3.5 ms 

Sequential Head Switch Time5 3.0 ms 

Random Average (Read or Seek)6 15.5 ms 

Random Average (Write} 17.0 ms 

Full-Stroke Seek 30ms 

Average Rotational Latency .. 8.33 ms 

Power On7 to Drive Ready8 11.5 seconds 

Power On to Interface Ready9 11 .5 seconds 

Standby 10 to Drive Ready 11.5 seconds 

Drive Ready to Shutdown _L-5-secondSj 
1. . . 

Nominal cond1t1ons are as follows. ' • Nominal temperature (25° C) 
•Nominal supply voltages (12.0V, 5.0V) 
• No applied shock or vibration 

2· Worst-case conditions are as follows: 

.. ----

5.0 ms 

5.0 ms 

5.0 ms 

18.5 ms 

18.5 ms 

34ms 

-
18.0 seconds 

18.0 seconds 

18.0 seconds 

_L'2"°0 seconds 1~ ·: 
---~ 

• Worst-case temperature extremes (4°C to 71°C) 
•Worst-case supply voltages (12V ±10%, 5V±5%) 

3· Seek time is defined as the time required for the actuator to seek and settle on-track. It is 
measured by averaging 5000 seeks of the indicated type as shown in this table. The seek 
times listed include head settling time. but do not include command overhead time or ro­
tational latency delays. 

4· Sequential Cylinder Switch Time is the time from the conclusion of the last sector of a cyl-
inder to the first logical sector on the next cylinder. , 

5· Sequential Head Switch Time is the time from the last sector of a track to the beginning of 
the first logical sector of the next track of the same cylinder. 

6· Average seek time is the average of 5000 random seeks. When a seek error occurs, recov­
ery for that seek can take up to seven seconds. 

7· Power On is the time from when the supply voltages reach operating range to when the 
drive is ready to accept any command. 

8· Drive Ready is the condition in which the disks are rotating at the rated speed and the drive 
is able to accept and execute commands requiring disk access without further delay. 

9· Interface Ready is the condition in which the drive is ready to accept any command, before 
the disks are rotating at rated speed. 

10· Standby is the condition in which the microprocessor is powered, but not the HOA. When 
the host sends the drive a standby command, the drive parks the heads away from the 
d~aa . and spins down to a complete stop. 

11 ·Aft 20 s · nds, it is safe to move the disk drive. 

,::__--- L/., 
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4.5 

4.5.1 

4.5.2 

POWER 

The Vortex 127S/2550AT hard disk drive operates from cwo supply voltages: 

• +12V ±10% 

• +SY ±5% 

The allowable ripple and noise for each voltage is 250 mV for the +12 Vdc supply and 100 mV 
for the +5 Vdcsupply. 

Power Sequencing 
You can apply the power in any order or manner, or short or open either the power or power­
return line with no loss of data or damage to the disk drive. However, data may be lost in the 
sector being written at rhe rime of power loss. The drive can withstand transient voltages of+ I 0% 
to -100% from nominal while powering up or down. 

Power Reset Limits 

When powering up, the drive remains reset until both of the reset limits in Table 4-4 are 
exceeded. When powering do~n. the drive becomes reset when either supply voltage drops below 
the lower threshold. 

·Table 4-4 Power Reset Limits 

DC VOLTAGE THRESHOLD 

On (max) Off (min.) 

+SV 4.7 v 4.65 v 
+12 v· 10.7.V 9.7 v 
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4.5.3 

Specifications 

Power Requirements 

Table 4-5 liscs the vol cages and corresponding current for the various modes of operation of the 
Vorcex 1275/2550AT hard disk drive. 

Table 4-5 Typical Power and Current Consumption 

Typical Average Current TYPICAL 
(mA rms)8 AVERAGE 

POWER 
MODE OF OPERATION Vortex 1275AT Vortex 2550AT (WATTS) 

+12V +5V +12V +5V 
1275AT 2550AT 
(1 disk) (2 disks) 

Startup 1 (peak) 1400 425 1400 425 19 19 
Maximum Seek2 550 380 590 380 8.5 9.0 
Read/Write/Seek~ 360 420 400 420 6.5 7.0 
Read/Write on Track4 230 450 270 450 5.0 5.5 
ldle5 

Standbyb 

Sleep7 

230 250 270 250 4.0 4.5 
5 190 5 190 1.0 1.0 

5 190 5 190 1.0 1.0 

3. Read/Write/Seek mode is defined when data is being read from or wrim:n to the disk. 
le is computed based on 40% seeking, 30% on-crack reading and 30% on-crack writing. 

4. Read/Write/Oncrack is defined as 50% read operations and 50% write operations on 
a single physical track. ,-/ ('.'.'~.1~'1-?,;t 51 .- -v/~'~ 

/Ve. ~ ~ •. - Ce.r.1.1''-"'o 

5. Idle is when che drive is nae reading, wrici~r seeki~e motor is up to speed and 
chc DRIVE READY condition exists. Accu~s residirl'g"'on lase crack accessed. 

6. Standby is when the motor is scopped. actuator parked. and all electronics except the 
incerface conrrol is in a low power scare. ST AND BY will occur after a programmable 
cime-ouc from the lase hose access. Drive ready and seek complete status exist. The drive 
will leave ST AND BY upon receipt of a command chat requires disk access or upon 
receipt of a spin-up command. 

7. Sleep is when che spindle and accuacor motors are off with the heads latched in the 
landing zone. The microprocessor has also entered che halt or power-down state. Receipt 
of a reset causes che drive co transition from the sleep co the standby mode. 

8. Current is rms. (except for startup) 
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4.6 ACOUSTICS 

Table 4-6 and Table 4-? specifies che acoustical characteristics of the Vortex 1275/25 50AT hard 
disk drive. 

Table 4·6 Acoustical Characteristics - Sound Pressure 

OPERATING MODE MEASURED NOISE DISTANCE 

Idle On Track 

.... -""" 
( .1 

,_./ 

35 dbA (mean) v. ~ ~9.J in (1 m 
40 dbA (maximum) 

......., 
~' I /"?a...,. \ 

I //t (. .::> / • .) 1/Z_) 

Table 4· 7 Acoustical Characteristics-Sound Power 

Operating Mode 
Measured Noise 
{Sound Power per ISO n79) 

Idle On Track 4.1 Bels (mean) 
4.5 Bels (maximum) 

4.7 MECHANICAL DIMENSIONS 

Table 4-8 specifies the mechanical dimensions of che Vortex 1275/2 5 50AT hard disk drive. 
Dimensions measurements do not include che faceplate. 

Table4-8 Mechanical Dimensions ) ___ --, ------l Dimension 

'< /."? j;J{ . )( / d : 
----------·--I 

', ';{ • ! 
1- . - m '.JI X l;z -

~--····-·-----·- --------··---

R"-r /il~r/?A::F /A/ .h'°A'.)~C-~c::uM# 

k/? /Jor# 7#8LES 

Height 

Width 

Depth 

1-Disk 

2-Disk 

4-6 . Quantum Vortex 1275/2550AT 
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4.8 ENVIRONMENTAL CONDITIONS 

---
.,.. : ,_ •• i-1 .,.,,- 1 
)::"/1-·c _):'5<.- ,c ,,... ,, 

4.9 . 

Shock 

Vibration1 

Table 4-9 summarizes the environmental specifications for the Vortex 1275/2SSOAT hard disk 
drive. 

Table 4-9 Environmental Speciflcatiom / 1 _,.. -· . - -· 

,,,.. .. ) •7·· 
~ .._. 

·- ]:::. ~r: 

PARAMETER .. .e.PP.~·G NONOPERATING - ---7 
Tempe~ 5° ta55°c ...:40° to f§Oc i-- -

{ 
-1 -

/ "-._-~cf to 131 Of ~-40~167°F . -------------
Temperature Grad~~ 1 

24°C/hr 48°C/hr 

Humidity1 5% to 85% rh 5% to 95% rh 
Maximum Wet Bulb 29°C (84°F) 46°C ( 115°F) 

Humidity Gradient 30% hr 30% hr 

Altitude2 -200 m to 2.4 km -200 m to 12 km 
(-650 to 8,000 ft.) (-650 to 40,000 ft.) 

Altitude Gradient 1.5 kPa/min. 8 kPa/min. 

Notes: 1 No condensation. 
2 Akirude is relative co sea level. 

SHOCK AND VIBRATION 

The Vortex l 275/25SOAT hard disk drive can withstand levels of shock and vibration applied co 
any of its three mutually perpendicular axes, or principal base axes, as specified in Table ~-10. A 
functioning drive can be subjected to specified operating levels of shock and vibration. When a 
drive has been subjected co specified nonoperaringlevels of shock and vibration, with power to the 
drive off, there will be no change in performance at power on. 

When packed in either the 1-pack or 10-pack shipping container, Vortex 127512550AT drives 
can withstand a drop from 30 inches onto a concrete surface on any of its surfaces, six edges, or 
three corners. 

Table 4-10 Shock and Vibration Specifications 

OPERATING NON OPERATING 

1 OG, 1/2 sine wave, 11 ms 70G, 11 ms, 1/2 sine wave 
TBDG, 1/2 sine wave, 2ms TBDG, 2ms 1/2 sine wave 

1G p-p, 5-500 Hz 
1.0 octave/minute sweep (X and Y axis) 2G p-p, 5-500 Hz 

1 G p-p, 5-200 Hz 
(Z axis) 

1. No unrecoverc:d errors. 
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Specifications 

4.10 RELIABILITY 

Mean Time Between Failures (MTBF): 

Preventive Maintenance (PM): 

Scan/Stop: 

Component Life: 

The projected field MTBF is 300,000 hours 
(150,000 Power On Hours (POH), typical usage). 
The Quantum MTBF numbers represent Bell­
Core TR-TSY-000332 MTBF predictions and 
represent che minimum MTBF that Quantum or a 
customer would expect from the drive. 

Noc required 

20,000 qcles (minimum) 

5 Years 

4.11 DISK ERRORS 

Table 4-11 provides the error rares for the Vortex 1275/2550AT hard disk drive. 

Table 4-11 Error Rates 

ERROR TYPE MAXIMUM NUMBER OF ERRORS 

Reallocated data errors: 

Correctable read errors 1 1 error per 1012 bits read 
Uncorrectable read errors2 1 error per 1014 bits read 

Seek Errors3 1 error per 106 seeks 

Notes: 1 Correctable read .errors are read errors that are recovered by retries or 
by application of the rriple-bursr error correction algorithm. 

2 U ncorrecrable read errors are errors that are not correctable using ECC 
or retries. The drive will terminate retry reads either when a repeating 
error pattern occurs, or after eight unsuccessful retries and the 
application of triple-burst error correction. 

3 Seek errors occur when the actuator fails to reach (or remain) over the 
requested cylinder or if the drive executes a recalibration routine to 
find the requested cylinder (a full recalibration takes about seven 
seconds). 
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Chapter 5 
BASIC PRINCIPLES OF OPERATION 

This chapter describes the operation of Quantum Vortex 1275/2550AT functional subsystems. 
It is intended as a guide to the operation of the drive, rather tha:n a detailed theory of operation. 

5.1 QUANTUM VORTEX DRIVE MECHANISM 

This section describes the drive mechanism. Section 5.2 describes the drive electronics. The 
Quanrum Vorrex 1275/2550AT hard disk drive consisrs of a mechanical assembly and a PCB as 
shown in Figure 5-1. The drawing is illustrated with two disks, showing the Quantum Vortex 
2550AT drive configuration. The Quantum Vortex 1275AT hard disk drive contains only one 
hard disk. 

The head/disk assembly (HDA) coma.ins the mechanical subassemblies of the drive, which arc 
sealed under a metal cover. The HOA consists of the: following componenrs: 

• Base casting 

• DC motor assembly 

• Disk stack assembly 

• Headstack assembly 

• Rotary posicioner assembly 

• Automatic actuator lock 

• Air filter 

The drive is assembled in a Class-100 clean room. 

CAUTION: To ensure that the air in the HOA remains free of 
contamination, never remove or adjust its cover and 
seals. Tampering with the HOA will void your 
warranty. 

The Quantum Vortex 1275/2550AT drive is a one or two disk product family. The Quantum 
Vortex 1275AT hard disk drive contains one magnetic disk and two read/write heads. The 
Quanrum Vortex 2550AT drive: contains two magnetic disks and four read/write heads. 
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Figure 5·1 Quantum VorttX 2550AT Hard Disk Drive Exploded Vit"W 
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5.1.1 

5.1.2 

5.1.3 

Basic Principles of Operation 

Base Casting Assembly 

A single-piece, aluminum-alloy base casting provides a mounting surface for che drive mechanism 
and PCB. The base casring also acts as the flange for the DC motor assembly. To provide a 
contamination-free environment for the HDA, a gasket provides a seal between the base casting 
and the metal cover chat encloses the drive mechanism. 

DC Motor Assembly 

Integral wich che base casting, the DC motor assembly is a fixed-shaft, brushless DC spindle 
motor chat drives che counter-clockwise rotation of the disks. 

Disk Stack Assemblies 

The disk stack assembly in the Quantum Vortex 1275AT hard disk drive consists of one disk 
secured by a disk clamp. The Quantum Vortex 2550AT hard disk drives contains two disks. The 
aluminum-alloy disks have a sputtered chin-film magnetic coating. 

A carbon overcoat lubricates the disk surface, co prevent head and media wear due co head contact 
wich the disk surface during head takeoff and landing. Head contact with the disk surface occurs 
only in the landing zone outside of the data area, when the disk is not rotating at full speed. The 
landing zone is located at the inner diameter of the disk, beyond the last cylinder of the data area. 

The Quantum Vorrex 1275/2550AT hard disk drive has 5,762 tracks per recording surface. Of 
these tracks, 24 are used for system data, leaving 5,738 for data. The data tracks are divided into 
15 reaor . ones. The drive uses multiple zone recording, where each data track contains 
betw 149 ~d 27~ sect~>rs, depending on the recording zone. The sectors per crack allocation 

. ____ .-·-- · fur eac zone 1s provided 1n Table 5-1. . 

.--~·,,,,.,,· 

,..:~ Table 5-1 Cylinder Contents 

/y'f 
ZONE1 

,,,;/' 
s:· / ,· v 

/6 378 

'/ 7 378/ 
/ 

I 

8 378 2 ., 

g ' 
. / 

'318 /2)4 
/ to ·378 / /204 

11 378 / 192 

12 378 / 
13 378 / 

1 318 
15 378 

/ 
./ 

1. For user data, zone 15 is the innermost zone and zone 1 is the outermost zone. 

Quantum Vortex 1275/2550AT 5-3 

----------.. ---··-.. -·--·-·-----·---------- ----------------



0 

c 

CYLINDER ZONE1 NUMBER SECTORS DATA RATE 
CONTENTS OF TRACKS PER TRACK (Mb its/sec) 
System Data 0 24 192 57.58 

User Data 1 383 276 83.76 
II 2 383 276 83.22 
II 3 383 270 82.57 
II 4 383 261 79.33 
II 5 383 253 77.18 
II 6 383 243 74.40 
II 7 383 233 71.61 
II 8 383 224 68.83 
II 9 382 212 65.43 
II 10 382 202 62.42 
II 1 1 382 192 57.58 
II 12 382 180 56.47 
II 13 382 169 53.34 
II 14 

~ .. 
382 160 49.27 

User Data 15 382 144 46.48 

Note 1. For user data, zone 15 is the innermost zone and zone 1 is the 
outermost zone. 
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5.1.4 

5.1.5 

5.1.6 

Headstack Assembly 

The headstack assembly consists of read/write heads, an £-block and coil joined together by 
insertion molding to form an £-block/coil subassembly, bearings, and a flex circuit. Read/write 
heads mounted to spring-steel flexures are swage mounted onto the rotary positioner assembly 
arms. The E-block is a single piece, die-cast design. 

The flex circuit exits the HOA between rhe base casting and rhe cover. A cover gasket seals the 
gap. The flex circuit connects the headstack assembly to the PCB. The flex circuit contains a read 
preamplifier/wrire driver IC. 

Rotary Positioner Assembly 

The rotary posirioner, or rotary voice-coil actuator, is a Quantum-proprietary design chat 
consists of an upper permanent magnet plate and lower flux plate bolted co che base casting, a 
rotary single-phase coil molded around rhe headstack mounting hub, and a bearing shaft. The 
single bi-polar magnet consists of rwo alternating poles and is bonded to the magnet place. A 
resilient crash stop prevents the heads from being driven into the spindle or off the disk surface 

Current from rhe power amplifier induces a magnetic field in the voice coil. Fluctuations in the 
field around the permanent magnet cause the voice coil co move. The movement of the voice coil 
positions the heads over the requested cylinder. 

Automatic Actuator Lock 

To ensure data integrity and prevent damage during shipment, the drive uses a dedicated landing 
zone and Quan rum's parented Airlock®. The Airlock holds the headstack in the landing zone 
whenever rhe disks are not rotating. Ir consists of an air vane mounted near the perimeter of the 
disk stack and a locking arm char restrains che actuator arm assembly. 

When DC power is applied to the motor and the disk stack rotates, the rotation generates an 
airflow on the surface of the disk. As the flow of air across the air vane increases with disk rotation, 
the locking arm pivots away from the a~tuator arm. enabling the headstack to move out of the 
landing zone. When DC power is removed from the motor. an electronic return mechanism 
automatically pulls rhe acruacor into the landing zone, where the Airlock holds it in place. 
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Air Filtration 

The Quanrum Vortex 1275/2550AT hard disk drives arc Winchester-type drives. The heads fly 
very close to che media surface. Therefore, it is essential that the air circulating within the drive 
be kept free of particles. Quantum assembles the drive in a Class-100, purified air environment, 
chen seals the drive with a metal cover. When the drive is in use, the rotation of the disks forces 
the air inside of the drive through an inrernal filter. 

The highest air pressure wirhin rhe H DA is at che outer perimeter of the disks. A cons cane stream 
of air flows through a 0.3-micron circulation filter positioned in the base casting. As illusttaced 
in Figure 5-2, air flows through che circulation filter in the direction of disk rotation. This design 
provides a continuous flow of filrerc:d air when the disks rotate. 

Disk~ 
Rotation/~ 

Figure 5-2 HDA Air Filtration 
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5.2 DRIVE ELECTRONICS 

Advanced circuit design_ and che use of miniarure surface-mounced devices and proprietary VLSI 
componencs enable che drive electronics. including rhe IDE bus interface, co reside on a single 
primed circuit board assembly (PCBA). 

Note: 

~.:..-----Bo/# .s/Zk="'"r 
The componencs are mounced on onlGsidt of the PCB. 

A 

Figure 5-3 contains a simplified block diagram of the Quantum Vortex 1275/2550AT hard disk 
drive electronics. 

The only electrical component noc on che PCBA is rhe PreAmplifier and Wrice Driver IC. le is 
on che flex circuic (inside of rhe sealed HDA). Mounting che _preamplifier as close as possible co 
the read/wrice heads improves che signal-to-noise ratio. The flex circuit (including che 
PreAmplifier and Wrice Driver IC) provides che eleccrical connection between the PCB, the 
rotary posicioner assembly, and read/wrice heads. 

-HARo-olsK":f Pcs--------------------------------------
AsseMeLv 1

, __ . ---------..... 11 
ROXRO"I' l--•

1 
.... ,-------M 

PREAMP& - I I 
WRrTE WROATA ....... 1' 
DRIVER I 

HDSEL .- 1.1 

... ROOATA r 

READ/WRITE 
WR DATA 

ASIC 
SER1Al REF 

BUS RO/WR DATA CU< .._ ____ _. ... Tl 

~~ ~~ ~~ . ,, 1, 1, 
I 1 1, , , 
1, µ CONTROLLER 

VOICE I I 
COIL ._--~--1 ..,..t __ _ 

MOTOR -- f 
lsPINDLE 
MOTOR 

I 
I 
I 

---4:::94-AESET 

~ SERIALBUS 

.... DISK 
,t.OOR t--1--~ CONTROLLER 

DATA -- -........---
and IDE 

INTERFACE 
ASIC 

- -
-- DATA (0-15) -

IDE BUS 
SCSI CONTROl BUS - -- -

I VCMIS01ncie ConlrOI -POR 

~ 
BAOOR BOATA 

10.n ro.1s1 
I 
I 
I 
I 
I 
I 
I 
I 

VREFOUT 

I SPINDLE/VCM 
----{-1~1 POWER ASIC 

'1 

'• 
'1._ ____________ .... 

'1 

'• 

PWM 
FILTER 

ORAM 

(64KX US) 

-we 

Figure 5-3 Quantum Vort~· I 27512550AT Hard Disk Drive B!IJck Diagram 
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5.2.1 

5.2.2 

Basic Principles oj Operation 

µController 

The: µController provides local processor services to the drive electronics under program control. 
The: µController manages the resources of the Disk Controller and IDE lncerface ASIC (DCIIA), 
the: Read/Write ASIC, and the SpindleNCM Driver. In addition, it controls the head selection 
process. 

An internal 54 Kbyte ROM contained within the µController provides program code chat the: 
µController executes co complere a drive spin up and recalibration procedure:, after which the: 
µConrroller reads addicional control code from the disk (diskware) and scores it in the buffer 
DRAM. 

DCllA 

The: DCIIA (Disk Concroller and IDE lncc:rfac.e ASIC) shown in Figure: 5-4 provides control 
functions to rhc: drive: under the: direction of the: µController. 

ACTUATOR 
DRIVER 

Burst Gates 

READ/WRITE 
ASIC Bunt----

RDIWR RO/WR RD/WR 
Seri* Bua Galea Cock Data 

,·[)~~k:toNTROLLE~~;~, 

___ ... ;ai,1ttlll 
.......................... ;.:. 

µCONTROLLER 

B ADDR B DATA 

BUFFER 
ORAM 

(64K x 16) 

DATA 

IDE BUS 
COMMANDS 

. Figure 5-4 DC/IA Block Diagram 
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5.2.2.1 

5.2.2.2 

5.2.2.3 

5.2.2.4 

The DCIIA is a proprietary ASIC developed by Quantum. The DCIIA comprises eight 
functional modules (described below): 

• 8-bit ND Converter 

• Error Correction Control 

• Sequencer 

• Buffer Controller 

• µController Interface 

• Servo Controller, including PWM 

• Serial Interface 

• IDE Interface Controller 

AID Converter 

The Analog co Digital converter (ND) receives multiplexed burst analog inputs from che Read/ 
Write ASIC. The ND is used ro sample the demodulated position information (burst inputs) 
and convert it re a digital signal the Servo Controller uses to position the HDA actuator. 

Error Correction Control 

The Error Correction Con crol block utilizes a Reed-Solomon encoder/ decoder circuit chat is used 
for disk read/write: operations. le uses a total of20 redundancy bytes organized as 18 ECC (Error 
Correction Code) bytes and cwo cross-check bytc:s. The ECC uses eight bits per symbol and three 
intcrl~avcs. This allows triple-burst error correction of at least 51, and as many as 72 bits in error. 

Sequencer 

The sequc:na:r controls the operation of the: read and write: channel portions of the DCIIA. To 
initiate a disk opc:racion, the µController loads a set of commands into chc: WCS (writable: control 
store} register. Loading and manipulating the WCS is done through the µController Interface: 
registers. 

The sequencer also directly drives the read and write: gates (RG, WG) of the: Read/Write: ASIC 
and the RJW Preamplifier. as well as passing write data to chc: Precompc:nsator circuit in the: 
Read/Write ASIC. 

Buffer Controller 

The buffer controller supports a 128 Kbyte buffer, which is organized as 64 K x 16 bits. The: 
16-bit width implementation provides a 32 MB/s maximum buffer bandwidth, which allows 11 
MB/s maximum disk channel.bandwidth. This increased bandwidth allows the µController to 
have: direct access co the buffer, eliminating the: need for a separate: µController RAM IC. 

The buffer controller supports both drive and host address rollover and reloading, co allow for 
buffer sc:gmc:ncation. Drive: and hose ;_1ddrc:ssc:s may be sc:paracc:ly loaded for automated read/write 
funaions. 

The Buffer Controller operates under the direction of the µController. 
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Basic Principles of Operalion 

µController Interface 

The: µConcroller Iiuerface provides che means for the µConcroller to read and write: data to the 
DCIIA modules co control cheir operation or supply chem wich needed information. lt consiscs 
of both physical and logical components. 

The physical component of the interface comprises che 16-bit 1v1AD (Multiplexed Address/Dau) 
bus, four addirional address lines, read and write srrobc:, an address latch enable: (ALE) signal, and 
a waic control line. 

The: logical component of the interface comprises internal concrol and data registers accessible to 

the µController. By wriring and reading chese registers. the µController loads the Sequencer, 
controls and configures che Buffer concroller, and passes coded servo information co the Servo 
Controller. 

Servo Controller 

The Servo Concroller contains a 13-bit Digital co Analog converter (DIA}, in che form of a Pulse 
Width Modulator (PWM). The PWM signal is oucput to the Actuator Driver to control the 
motion of che actuator. The Servo Controller also decodes raw data from the disk to c:xcract the 
current posirion information. The position information is read by che µController and is used co 
generate che actuator control signal chat is sent co the PWM. The actuator driver is an analog 
power amplifier circuit external to the DCUA. The Servo Controller operates under the direction 
of the µController. 

Serial Interface 

The: Serial Inrerface provides a high speed ReadJWrice interface path co the Read/Write ASIC 
under che direction of chc: µController. 

IDE Interface Controller 

The IDE Interface Controller portion of the DCIIA provides data handling, bus concrol, and 
transfer management services for the IDE interface. Configuration and control of the: interface is 
accomplished by the µController across the MAD bus. Data cransfc:r operations arc controlled by 
the DCIIA Buffer Controller module. 
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5.2.3 Read/Write ASIC 

The Read/Write ASIC shown in Figure 5-5 provides write data precompensacion and read 
channel processing functions for the drive. The Read/Write ASIC receives the RD GATE signal, 
reference oscillator, serial programming, and servo burst and sample gates from the DCIIA. The 
Read/Write ASIC sends decoded read data and the read reference clock, and receives write data 
from the DCIIA. This a highly integrated circuit which is completely under digital control from 
the DCIIA. 

The Read/Write ASIC comprises 11 main functional modules (described below): 

• Pre-Compensator 

• Variable Gain Amplifier (VGA) 

• Butterworth Filter 

• FIR Filter 

• Flash ND Converrer 

• Viterbi Detector 

• ENDEC 

• Servo Detector and Sample/Hold 

• Clock Synthesizer 

• PLL 

• Serial Inrerface 

Figure 5-5 Read/Wriu ASIC Black Diagram 
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5.2.3.3 

5.2.3.4 

5.2.3.5 

5.2.3.6 

5.2.3.7 

5.2.3.8 

5.2.3.9 

Basic Principles of Operalion 

Pre-Compensator 

The pre-compensator introduces pre-compensation ro the write data received from the sequencer 
module in the DCIIA. The pre-compensated data is then passed t:o the RJW Pre-Amplifier and 
written ro rhe disk. Pre-compensation reduces rhe write interference from adjacent write bit. 

Variable Gain Amplifier (VGA) 

Digital and analog controlled AGC funccion wich input acrenuacor for extended range. 

Butterworth Filter 

Conrinuous time data filter which can be programmed for each zone race. 

FIR Filter 

Digitally controlled and programmable filter for partial response signal conditioning. 

Flash AJD Converter 

Provides very high speed digitization of the processed read signal. 

Viterbi Detector 

Decodes ADC resulr inro binary .bit: stream. 

END EC 

Provides 16/ l 7 code conversion t:o N RZ. Includes preamble and sync mark generation and 
detection. 

Servo Detector and Sample/Hold 

Peak detection wich weighted averaging and multiple sample and hold of servo bursts. 

Clock Synthesizer 

Provides programmable frequencies for each zone data race. 

5.2.3.10 PLL 

5.2.3.11 

5.2.4 

Provides digital read dock recovery. 

Serial Interface 

High speed interface for digital control of all internal blocks. 

PreAmplifier and Write Driver 

The PreAmplifier And Write Driver provides.write driver and read pre-amplifier functions, and 
FJW head selection. The write driver receives precompensaced wrice data from the 
PrcCompensacor module in che Read/Write ASIC. The write driver chen sends chis data to the 
heads in che form of a corresponding alcernacing current. The read pre-amplifier amplifies the 
low-amplitude differential voltages generacc:d by the RJW heads and transmits chem co the VGA 
module in the Read/Write ASIC. Head select is determined by the µController. 
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5.3 

5.3.1 

5.3.2 
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cc 

SERVO SYSTEM 

General Description 

The servo system controls che positioning of che read/write heads and holds the read/write heads 
on track during read/write operations. The servo system also compensates for thermal offsets 
between heads on different surfaces, and any shock and vibration the drive is subjected co. 

The Quanrum Vortex 1275/2550AT hard disk drive uses a sectored servo system. Positioning 
information is radially encoded in evenly-spaced servo bursts on each track. These servo burst 
wedges provide radial position information for each data head. Because the drive uses multiple 
zone recording, where each zone has a different bit density, split data fields are necessary to 

optimally urilize the non-servo area of the disk. The split data fields are achieved by special 
processing through the DCIIA. and their presence is transparent to che host system. The servo 
area remains phase coherent across the surface of the disk. even though the disk is divided into 
various data zones. The main ad van cage of che sectored servo systems is char the data heads are 
also servo heads, which means chat sectored servo systems eliminate the problems of static and 
dynamic offsets between heads on different surfaces. 

The Quancum Vorcex 1275/2550AT hard disk drive servo system is also classified as a digital 
servo because crack following compensation is done in firmwa{e. The bump detect, on-track, 
velocity profiles. and ocher "housekeeping" casks are also done in firmware. 

The stare of the servo system determines how rhc position information is derived. During 
seeking, the position signal is rhc convolution of the track number and A or B burst values and 
has a 1/256 of a crack pitch resolution-about 0.4%. During crack following, the A and C bursts 
arc used for che position information, and chc resolution is at lease l/512ch of a crack picch­
about 0.2%. 

Servo Burst and Track Information 

Positional information is encoded on all tracks on all data surfaces. All data heads arc also servo 
heads. The areas with servo/ osition information arc called wedge areas. These wedge arca.S arc: 

· evcrtlyspaa:d..ra_diall o e disk. like spokes on a wheel. There are 96 wedge arc:aslcr crack. 
-Sina:.~· cation 90.0 evolutions/second. the position information is update ;it 5760 
Hz (9 - 0.0). his is so own as the sampling frc uc:ncy fs. The sample period, Ts, is llfs 
= 174 µs. . wedge area consists of four separate fidds: ( 1) Automatic Gain Control (AGC)/ 
Sync field. (2) Servo Address Mark (SAM) fic:ld. (3) Track number and (4) Burst area. Since a 
Phase Lock Loop (PLL) is not used in the servo wedge area. rime discrimination is used. Timing 
for all four fields is generated from the same crystal reference. 
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READ AND WRITE OPERATIONS 

The: following paragraphs provide descriptions of the: read channel, write: channel, and IDE 
incc:rface conrrol operarions. · 

The Read Channel 

The drive has one read/write head for each data surface (two for the Quantum Vortex 1275AT 
drive and four for rhe Quantum Vortex 2550AT drive). The signal path for the read channel 
begins at the read/write heads. As the magnetic flux transitions recorded on a disk pass under a 
head, they generate low-amplitude. differential output vol cages. These read signals pass from the 
read/write hc:ad to the: flex circuit's read preamplifier, which amplifies che signal.To ensure a high 
signal to noise ratio, preamplificacion ·occurs on the flex circuit because of its proximity co the 
heads. 

The flex circuit transmits the preamplified signal from the HOA co the drive PCB. On the PCB, 
the Read/Write ASIC further processes the read signal co reduce ambiguities (for example, drop­
ins. drop-outs, and peak shift). In addition, it converts the signal from the serial encoded head 
data co a synchronized data scream, wirh its accompanying clock. The Read/Write ASIC then 
sends the resynchronized ,,uld decoded data output to Quantum's proprietary Disk Controller 
and IDE Interface ASIC. (DCIIA). 

The DCIIA manages the flow of data between on the Read/Write ASIC and its IDE Interface 
Controller. It also controls data access for the: external RAM buffer. The DCIIA format provides 
a serial bit stream. This NRZ (Non-Return co Zero) serial data is converted co an 8-bit bycc. The 
Sequencer module identifies the data as belonging co che target sector. Data is presented co the 
hose in a 16-bir word. 

After a full sector is read, che DCIIA checks co sec if the: firmware: needs co apply ECC on-chc-fly 
or single-, double-, or triple-bum: correction ro che data. The buffer controller section of che 
OCHA scores che data in the Cache: and transmits the data co the: IDE Interface Controller 
module, which transmits the data to the IDE bus. 

The Write Channel 

For the: write channel, the signal path follows rhe reverse order of that for the read channel. The 
host presents a 16-bit word of data. by means of rhe IDE bus. to che DCIIA IDE Interface 
Controller. The Buffer Controller section of the OCHA stores the data in the cache. Because data 
can ~ presented co the drive at a rare chat exceeds the: rate at which the drive can write data co a 
disk. data is scored temporarily in the: cache. Thus. the: hose can present data co the drive: at a rate 
rhac is independent of the rare ar which rhe drive can write data co the: disk. 

Upon correct idenrification of the: targc:t address, the: data is shifted co the: Sc:quc:ncer where an 
error correcting code is generated and appended. The Sequencer then converts the bycc:s of data 
co a serial bit scream. The OCHA transmits che data co the Read/Write ASIC where chc data is 
encoded and precompensated to reduce incersymbol interference. The data is then transmitted 
to the Write: Driver by means of che write data lines. 

The drivc:'s OCHA swirches the Preamplifier Write Driver IC to write mode and selects a head. 
Ona: chc: Wrirc: driver receives a write gate signal. ic transmits current reversals to the head, which 
induces magnetic rransitions on the disk. 
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5.4.3 Interface Control 

The interface with the hose system is through a40-pin IDE interface connector. The DCIIA IDE 
Interface Controller module implements the IDE inrerface logic. Operating under the drive's 
µprocessor control, the DCIIA receives and transmits words of data over the IDE bus. 

The OCHA Buffer Conrroller wrires data to or reads data from the Cache over 16 data lines. 
Under µController direction, the DCIIA controls the transfer of data and handles the addressing 
of the Cache. The internal data transfer rare to and from the Cache is 32 MB/s. This high transfer 
rate allows the DCilA to communicate over the IDE interface at a PIO data transfer rate of 6.67 
MB/s without using IORDY. up co 16.67 MB/s with PIO using IORDY. or a DMA transfer rate 
of up to 16.67 MB/s while ir simultaneously controls disk-co-RAM transfers and microcontroller 
access co control code stored in the buffer RAM. 

5.5 FIRMWARE FEATURES 

5.5.1 

5.5.1.1 

5.5.1.2 

This section describes the following firmware features: 

• Disk caching 

• Track and cylinder skewing 

• Error detection and correction 

• Defect management 

Disk Caching 
' -~ 

The Quanrum Vortex 1275/2550AT hard disk drive incorporates DisCache, aQ,Jsk cache, 
to enhance drive performanc:c. This integrated feature is user-programmable and~nificantly 
improve system throughput. Read and write caching can be enabled or disabled by using the Set 
Configuration co~mand. 

Adaptive Caching 

The cache buffer for the Quan mm Vortex drive features adaptive: segmentation for more efficient 
use of the buffer's RAM. With chis foarure, the buffer space used for read and write operations is 
dynamically allocated. The cache can be flexibly divided into several segments, under program 
control. Ea:::h segment contains one cache entry. 

A cache entry consists of the requested read d'aca plus its corresponding prefecch data. Adaptive 
segmentation allows che drive co make op rim um use of the buffer, che amount of scored data can 
be increased. · 

Read Cache 

DisCache anricip:ires hose-system requests for data and stores chat data for faster acc.ess. When 
the hose requests a particular segment of data, the caching feature uses a prefetch strategy to "look 
ahead" and aucomacically score the subsequent data from the disk into high-speed RAM. If the 
host requests chis subsequent data, the RAM is accessed rather than the disk. 

Since typically 50 percent or more of all disk requests are sequential, there: is a high probability 
char subsequent data requested will be in rhe cache. This cached data can be retrieved in 
microseconds rather than milliseconds. As a resulc, DisCache can provide substantial time savings 
during ac least half of all disk requests. In these instances, DisCache could save most of the disk 
transaction rime by eliminating the seek and rotational latency delays chat dominate che ty_pical 
disk transaction. For example, in a 1 K daca transtcr, these delays make up co 90 percent of the 
elapsed rime. 
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Basic Principles of Operation 

DisCache works by continuing co fill its cache memory with adjacent data after transferring data 
requested by rhe host. Unlike a noncaching controller, Quantum's disk controller continues a 
read operation after the requested data has been transferrc:d co the host svsrem. This read 
operation rerminates afrer a programmed amount of subsequent data has been read into the cache 
segment. . .--.. .:::z..k 

-1'~--c::./-
The cache memory consists of ,.80 KDRAM buffer allocated to hold the data. which can be 
directly accessed by the hose by~ of the READ and WRJTE commands. The memory 
functions as a group of segments (ring buffers) with rollover points at the end of each segment 
(buffer). The unit of dara srored is the logical block (that is. a multiple of rhe 512 byre sector). 
Therefore. all accesses co rhe cache memory must be in multiples of the sector size.The following 
commands force em prying of rhe cache: 

• RESET 

• WRITE LONG 

• EXEClITE DRIVE DIAGNOSTIC 

• FO ~\iiA T TRACK 

• READ CONFIGURATION 

• READ DEFECT LIST 

• READ LONG 

• IDENTIFY DRJVE 

• SET CONFIGURATION 

• WRITE BUFFER 

• SLEEP 

Write Cache 

When a write command is executed wich write caching enabled, the drive stores the data to be 
written in a DRAM cache buffer and immediately sends a GOOD STATUS message to the host 
before che data is actually written co the disk. The hose is then free co move on co ocher r.asks~ 
such as preparing data for the next data transfer. without having to wait for the drive to seek to 
the appropriate crack or rotate ro che specified sector. 

While the hose is preparing data for the next transfer. rhe drive immediately wrices the cached 
data to rhe disk. usually completing rhe operation in less than 20 ms after issuing GOOD 
STATUS. Wirh WriteCache. a single-block. random wrire. for example, requires only about 3 
ms of hose rime. Without WrireCache, the same operation would occupy the host for about 20 
ms. 

WriteCache allows data robe cranstCrred in a concinuous flow co the drive rather than as 
individual blocks of data separared by disk access delays. This is achieved by caking advantage of 
the ability ro write blocks of data sequentially on a disk rhac is formatted with a 1:1 interleave. 
This means chat as the lase byre of daca is cransfc:rred out of the write cache and the head passes 
over the next sector of the disk, che firsr byre of che of the: next block of data is ready to bC 
transferred, thus chere is no incerruprion or delay in rhe data transfer process. 

The \XlrireCachc algorirhm tills che cache buffer with new daca from the hose whlle 
simulraneousiy cranst'C:rring rhe daca to rhe disk chac the hose previously stored in che cache. 

Performance Benefits 

In a drive wirhouc DisCache, chere is a dday during sequential reads because of the rotational 
latency even if rhe disk acru~y is positioned at the: desired cylinder. DisCache eliminates 
chis rorationaJ latency tim~n average:) when requested data resides in che cache. 

~ 
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Basic Principles of Operation 

5.5.2 

5.5.2.1 

5.5.2.2 

Moreover, che disk musr often service requescs from mulciple processes in a multitasking or 
mulriuser environmenc. In these instances, while each process might request data sequentially, 
the disk drive muse share rime among all these processes. In most disk drives, the heads must 
move from one location to another. With DisCache, even if another process interrupts, the drive 
continues to access rhe dara sequentially from ics high-speed memory. In handling multiple 
processes, DisCache achieves its most impressive performance gains, saving both seek and latency 
rime when desired data resides in che cache. . 

The cache can be flexibly divided inco several segments, under/rogram control. Each segment 
contains one cache en cry. A cache entry consists of the req ueste read data pl us its corresponding 
prefccch data. 

The requested read data rakes up a certain amount of space in the cache segment so che 
corr~sponding preferch data can essentially occupy che rest of the space within the segment. The: 
ocher factors determining preferch size are the maximum and minimum prefctch. The drive's 
prefetch algorithm dynamically controls the actual prefetch value based on the current demand, 
with the consideration of overhead co subsequent commands. 

Track and Cylinder Skewing 

Track and cylinder skewing in che Quantum Vortex 1275/2550AT drive minimizes latency time: 
and thus increases data chroughpuc. 

Track Skewing 

Track skewing reduces che latency rime that results when che drive must switch read/write heads 
co access sequential dara. A track skew is employed such that the next logical sector of data to be 
accessed will be under rhe read/write head once rhe head switch is made and the data is ready co 
be accessed. Thus, when sequential data is on che same cylinder but on a different disk surface, a 
head switch is needed but not a seek. Since rhc: sequential head-switch cime is well defined on che 
Quanrun1 Vortex 1275/2550AT drive, che sector addresses can be optimally Eosicioned across 
crack boundaries to minimize che latency rime quring a head switch. S~e Tab e 5-2. · 

Cylinder Skewing 

Cylinder skewing also is used co minimii.c the latency time associated with a single-cylinder seek. 
The next logical sector of data char crosses a cylinder boundary is positioned on chc: drive· such 
that after a single-cylinder seek is performed, and when che drive is ready to continue accessing 
data, che sector to be accessed is positioned direcdy under the read/write head. Therefore, the 
cylinder skew. cakes place between rhe last sector of data on the last head of a cylinder and the first 
sector of data on che fi.rsr head of rhe nexc cylinder. Since single-cylinder seeks are well defined 
on che Quanrum Vortex l 275/2550AT drive, che sector addresses can be optimally positioned 
across cylinder boundaries to minimize the latency time: associate with a single-cylinder seek. See 
Table 5-2. 
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Basic Principles of Operazion 

Table 5-2 Track and Cylinder Skews 
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Error Detection and Correction 

As disk drive areal densicies increase. obcaining extremely low error races requires a new 
generation of sophisticated error correction codes. Quantum Vorcex 127S/25SOAT hard disk 
drive series implemenc 160-bic criple-bursc Reed-Solomon error correction techniques co reduc.e 
the uncorrectable read error rare to less chan one bit in 1 x 10l4 bits read. 

When errors occur. an automatic retry, a double-burst, and a more rigorous triple-burst · 
correction algorithm enable the correction of any sector with three bursts of three incorrect byu:s 
each or up co nine multiple random one-byte burst errors. In addition to chcse advanced error 
correction capabilities, the drive uses an additional cross-checking code and algorithm, co double 
check the main ECC correction. This gread~ reduces the probability of a miscorrection. 
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ZONE SECTORS uS PER ROUNDED NUMBER ROUNDED 
PER SECTOR TRACK OF CYLINDER 

TRACK SKEW (IN CYLINDERS SKEW (IN 
SECTORS) SECTORS) 

1 276 83.76 98 383 115 
2 276 83.22 98 383 115 
3 270 82.57 96 383 113 
4 261 79.33 92 383 109 
5 253 77.18 90 383 105 
6 243 74.40 86 383 101 
7 233 71.61 83 383 97 
8 224 68.33 79 383 93 
9 212 65.43 75 382 88 

1 0 202 62.42 72 382 84 
1 1 192 57.58 68 382 80 
1 2 180 56.47 64 382 75 
1 3 169 53.34 60 382 70 
14 160 49.27 57 382 67 
1 5 144 46.48 51 382 60 

0 
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5.5.3.1 

d 1 

Background Information on Error Correction Code and ECC On-the-Fly 

2 

d2 

A sector for Quan rum Vorrex 127S/2S50AT drive comprises of 512 byres of user data, followed 
by two cross-checking (XC) byres (16 bits}, followed by eighteen ECC check byres (144 bits). 
The two cross-checking byres are used to double check the main ECC correction and reduce the 
probability of miscorrection. Errors of up co 48 bits within one sector can be corrected "on-che­
fly," in real time as rhey occur, allowing a high degree of data incegriry with no impact to the 
drive's performance. 

The drive does not need to re-read a secror on che next disk revolution or apply ECC for chose 
errors rhat are corrected on-the-fly. Errors corrected in chis manner are invisible to che hose 
sys rem. 

When errors cannot be corrected on-che-fly, an automatic retry, and a more rigorous triple-burst 
error correction algorithm enables the correction of any sector with three bursts of three incorrect 
byres each (up to 9 contiguous byres) or up co 9 multiple random one-byre burst errors. In 
addition co this error correction capabiliry, the drive's 1mplemenracion of an additional cross­
checking code and algorithm double checks che main ECC correction and greatly decreases the 
likelihood of miscorreccion. 

The eighteen ECC check bytes shown in Figure 5-6 arc used to detect and correct errors. The 
cross-checking and ECC data is com pured and appended ro the user data when che sector is first 
written. 

3 4 5 512 513 514 515 516 526 

d3 d4 d5 ...... ecc2 

2 
512 data bytes cross-check 18 ECC bytes 

bytes 

Figure 5-6 Sector Data Field with ECC Check Byte 
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To obtain the ECC check byte values, each byte (including cross-checking and ECC bytes) 
within the sector is interleaved into one of three groups, where che first byte is in interleave l, the 
second byte is in interleave 2, the third byte is in interleave 3, the fourth byte is in interleave l, 
the fifth byte is in interleave 2, and so on, as shown in Figure 5-7. 

Interleave 1 ~ dl 

Interleave 2 ~ 

Interleave 3 ~ 

Figure 5-7 Byu fnurfeaving 

Note: ECC interleaving is not the same as che sector interleaving chat is done on 
the disk. 

Each of the three interleaves is encoded with six ECC byres, resulting in the eighteen ECC bytes 
at the end of the sector. The two cross checking bytes are derived from all 512 data bytes. The 
combination of the interleaving and the narure of the ECC formulas enable the drive to know 
where the error occurs. 

Because the ECC check byres follow rhc cross checking bytes, errors found wichin the 
cross-checking bytes can be corrected. Due co the power and sophiscicacion of che code, errors 
found wichin rhe ECC check bytes can also be corrected. 

Each rime a sector of data is read, the Quancum Vortex l 275/2550AT drives will generate a new 
set of ECC check byres and cross-checking byres from chc user data. These new check bytes arc 
compared co chc ones originally written to the disk. The difference between the newly computed 
and original check bytes is reflected in a set of eighcc:c:n syndromes and" two cross checking 
syndromes, which corresponds co the number of check bytes. If all of the syndrome: values equal 
zero, che data was read with no errors, and the sector is transferred to the host system. If any of 
the syndromes do not equal zero, an error has occurred. The cype of correction the drive applies 
depends on the nacure and the extent of the: error. 

High speed on-the-fly error correction saves several milliseconds on each single-, or double- burst 
error, because there is no need to wait for a disk revolution to bring chc sector under the head for 
re-reading. 
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Byte 1 

Correction of Single-, or Double-Burst Errors On-the-Fly 

Single-burst errors may have up to three erroneous byres (24 bits) wichin a sector, provided thac 
two byres of the three must occur in a different interleave. 

The Quancum Vortex 1275/2550AT drives have the capability to correcc double-burst errors on­
the-fly as well. Double-bursc errors can be simply viewed as two spans of errors wichin one seccor. 
More specifically, correccable double-burst errors muse have two or fewer erroneous byces per 
interleave. 

The drive's Reed-Solomon ECC corrects double-burst errors up co 48 bits long, (provided chat 
the error consists of cwo or fewer bytes residing in each of the interleaves). 

Double-Burst Error Examples 

In the example shown in Figure 5-8 C, the 42-bic error is uncorrectable since it occupies more 
than two erroneous byres per inrerleave. 

The ocher two 48-bic errors, shown in Figure 5-8 A and B, are correctable because no more than 
two error byres of the entire error reside in any one of the interleaves. 

Nore: Any 41-bir error burst can be correcred on-the-fly using double-bum 
error correction because no more than two byres can occupy each 
interleave. 

CORRECTABLE 

A~ •• ------1-:frt6-.:,.·-:~-:~~-\::-':'~-\: ... ,.-:·:·':-'. --.....-..,. 
Byte 526 

""-.. : ... !:~-:::~_,,,;"-1~-:·<-::,::-a::::::.} ... :;·,:~:_I~_:L;=-. ~ .. ::::-:_~~-->~.1-:~t-·==r;,;,.;::' ;=-~-t ... >a._.,-,+----3o. •• I] 
24bits __ ....,. 24bits --~ 

Byte 1 CORRECTABLE (On-the Fly) Byte 526 .' 

s D· .. '--..... :l_~_: .. ; . ...:::r~=-e,_?:Y ... :.:f_·· ..... :_~ ... :~t-· ~-:'~-eav-\::_:;.e_:_;;~:i_:?~_;:~_.:~_-i_·/~v.a .... <: .... :;; . ._::~ ... JJ_:,f .... ··~-~:-~--,~~ ... O:." .... ,.~_g}e_;::: ... :rt3_~_,:.:r_:=-r .... :,. _:~r __ -'..~_·r .... 1ea ... ·>_-':Y_::~"""::: p.--.-.. •• TI 
~-------- 48 bits--------~ 

Byte 1 UNCORRECTABLE Byte 526 

c ~ .•. -----,n-te-r-~e-a-v-~-, :-:~r-J!3_/_;t-::-.,~--....... ;-:1~--:;~:e-;,;;r-:1a-::.r-:i-:,~-:-:!P-}en-: :-;-:;~-,:~-y ... ::-,l:P-:Je-::~-e-_:\-,j_-/, .. f-,~-j.~-/1-tea-:?-~t-. :----""" • • ·~ 

40 bits 

1 bit 1 bit 

Figure 5·8 Correctable and Uncorrmable Double-Bunt Errors 
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Correction of Triple-Burst Errors 

Through sophisticated algorithms. Quantum Vortex 1275/2550AT drives have the capability co 
correct criple-bursc errors, even though che probability of their occurrence is low. Triple-burst 
errors can be simply viewed as duee spans of errors within one sector. More specifically, 
correctable triple-burst errors muse have three or fewer erroneous byres per interleave, and will 
not be corrected on-the-fly. 

The drive's Reed-Solomon ECC correcrs triple-bum errors up co 72 bits long, (provided chat the 
error consists of three or fewer byres residing in each of the interleaves). 

If the triple-burst correction is successful, the data from the sector can be written co a spare sector 
and che logical address will be mapped co che new physical location. 

Triple-Burst Error Examples 

In the example shown in Figure 5-9 C, the 66-bit error is uncorrectable since it occupies more 
than three erroneous byres per interleave. · 

The ocher two 72-bic errors, shown in Figure 5-9 A and B, are correctable because no more than 
cwo error bytes of the en ?re error reside in any one of the interleaves. 

Note: Any 65-bit error burst can be corrected using triple-burst error 
correction because no more than three byres can occupy each interleave. 

Correctable 
, 

A :\~ti~~;:::!'.@~,~~~]?,~~~~, .:~~7~~!: ·l~terleav& Ji~~:,~~~~~~ 'JM!:~~' ',r=~~: 
l-4'---------------72bit.s-----------------... 

Correctable 

0 ::~~1m:1 ::tm11m: \:~r~~;jft: · fri~ve.: h~reft6a~: Wr&i1e:ave.: 
>':\':::1:: :·. ·::::::::::::2:'{·/: :(\'/~' .. -':'-:\ ::~m,.::~f:::\e;:: 

~---- 24 bits ___ ...,. 1-4----- 24 bits ---~ ~---- 24 bits ---.-... 

Uncorrectable 

.,. _____________ 64 bits--------------.~ 

t t 

.Figure 5-9 Correctable and Uncorrectable Triple-Burst Errors 
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Multiple Random Burst Errors 

The drive's ECC can correct up to 72 bits of mulriple random errors, provided that the incorrect 
bytes follow the guidelines for correctable triple-burst errors. Up to 48 bits of multiple random 
errors can be corrected on-the-fly, provided chat the incorrect bytes follow the guidelines for 

/ correctable double-bum errors. Up co 24 bits of multiple random errors can be corrected on-the­
fly if cwo bytes per inrerleave contains an error. If more than three byres in any one interleave are 
in error, the sector cannot be corrected. Figure 5-10 shows an example of a correctable random 
burst error consisting of9 byres (72 bi rs). This random burst error is correctable because no more 
than three bytes within each interleave are in error. 

INTERLEAVE 1 

1 ·.·:·\l::~\\\l\t\t)\:l"1::.::::::::·::~[::::·:.\·::•I 

I 4 I 
I 7 I 
c:::::=J 

• • • 

~-, 

1:::::·1·,\\.i:::·\i\:4:$:::::::.: .. :::·:;:·'.::I 

I 52 I 
I 55 I 
c;::::J 

• • • 

~ 
I 511 . 1 

lt:,1:ii§i1~:4:::xq.::\:::\~:1 
c::::::;====a 

• • • 
ktt\>./d BYTE CONTAINING AN ERROR 

INTERLEAVE 2 

I 2 I 
I :;:::\:\·\:·::.::::":·§:::\:\:;,::·::,:::;:\:\1:i1 

I a I 
L /=1 

• • • 

c:: "1 
I so I 
1:111\TI. ~;;i; \~!!I 
1.:\:\\\\\:~:l\\\:\:§§:;:~:'\[\:,•\:\':\\:··1 
c:::: J 

• • • 

c:: "1 
I 512 I 
ls1s ECC I 
c:::::::::::J 

• • • 

INTERLEAVE 3 

• • • 

~ "1 
1::1\\::11!'.i:t~\:1::::§,:·,:\\:::·.:·:::::·\\·:,::I 

I 54 I 
1~11111.§i1~tl!lt!I 
c;::::J 

• • • 

r /] 

1513 xc 1 

1516 ECC I 
<:::::: J 

• • • 

Figure 5-10 Nine Con-ecrab/e Random Bum Errors 
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Basic Principles of Operaiion 

ECC Error Handling 

When a data error occurs, the Quantum Vortex l 275/2550AT hard disk drive checks to sec if 
rhe error is correci:able on-the-fly. This process rakes about 200 µs. If che error is correctable on­
rhe-fly, the error is corrected and the dara is transferred co che hose system. 

If the data is not correctable on-che-fly, the secror is re-read in an attempt to read the data 
correctly wichouc applying che cripie-bum ECC correction. Before invoking the complex triple­
bursc ECC a.lgorichm, che drive will always cry co recover from an error by attempting co re-read 
che data correctly. This scracegy prevents invoking correction on non-repeatable errors. Each time 
a sector in error is re-read a sec ot ECC syndromes is com pured. If all of the syndrome values equal 
zero, the daca was read with no errors, and che sector is transferred co che hose system. If any of 
che syndrome values do not equal zero, an error has occurred, the syndrome values are retained, 
and another re-read is invoked. 

Nace: Non-repeatable errors are usually related to che signal co noise ratio of che 
system. They are nae due co media defects. 

When che sets of syndromes from cwo consecutive re-reads are the same, a stable syndrome has 
been achieved. This event may be significant depending on whether che automatic read 
reallocation or early correction features have been enabled. If the early correction feature has been 
enabled and a scab le syndrome has been achieved. triple-bum ECC correction is applied, and the 
appropriate message is transferred co the hose system (e.g., corrected data. etc.). 

Nore: These features can be enabled or disabled through chc AT A Sec Configu­
ration command. The EEC bit enables early ECC triple-burst correction 
if a stable svndrome has been achieved before all of the re-reads have been 
exhausced.'The ARR bit enables the automatic reallocation of defective 
sectors. 

If the automatic read reallocation feature is enabled, che drive, when encounr.ering triple-burst 
errors, will actempc co re-read up co 8 rimes the retry count set in the AT Configuration bytes. 

Nore: The Quantum Vortex 1275/2550AT drive is shipped from chc faaory 
with the automatic read reallocation feature enabled so chat any new de­
fective sectors can be easily and automatically reallocated for the average 
AT end user. 

Defect Management 

The Quantum Vorrex 1275/2550AT drive allocates one sector per cylinder as a spare. In the 
factory, rhe media is scanned for defoccs. If a sector on a cylinder is found co be defective, the 
address of the sector is added to the drive's defect list. Sectors located physically subsequent co 
the defective sector arc assigned logical block addresses such chat a sequential ordering of logical 
blocks is maintained. This inlinc sparing tcchni~uc is employed in an attempt to eliminate slow 
daca transfer that would resulc from a single defective sector on a cylinder. 

If more than one sector is found defective on a cylinder, che above inline sparing technique is 
applied to the first sector only. The remaining defective sectors arc rcplacea with the nearest 
available spare sectors on nearby cylinders. Such an assignment of addi.cional replacement. ~~rs 
from nearby sectors rather than having a central pool of spare sectors is an attempt to mmmuzc 
rhe motion of the actuator and he:id char otherwise would be needed to find a replacement scaor. 
The result is minimal reduction of dara throughput. 
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Defects that occur in the field are known as grown defects. If such a defective sector is found in 
the field. the sector is reallocated according to the same algorithm used at the factory for those 
sectors that are found defective after the first defective sector on a cylinder; that is, inline sparing 
is not performed on these grown defects. Instead. the sector is reallocated to an available spare 
sector on a nearby cylinder. 

Sectors are considered to contain grown defects if the triple-burst ECC algorithm must be applied 
to recover the data. If this algorithm is successful, the corrected dar.a. is stored in the newly 
allocated sector. If the algorithm is not successful. the erroneous data is stored in the newly 
allocated sector, and a flag is set in the data ID field that causes che drive to report an ECC error 
each time the sector is read. This condition remains until the sector is rewritten. 
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Chapter 6 
IDE BUS INTERFACE AND ATA COMMANDS 

This chapcer describes che incerface berween Quanrum Vorcex 1275/25SOAT hard disk drives 
and the IDE bus. The commands chat arc issued from the hose to concrol che drive arc listed, as 
well as che electrical and mechanical characceristics of the incerfacc. 

6.1 INTRODUCTION 

6.2 

6.3 

6.3.1 

Quancum Vorcex 1275/2550AT hard disk drives use che scandard IBM PC IDE bus interface, 
and are compacible wich syscems chat provide an IDE incerfacc connc:ccor on the mocherboard. It 
may also be used with a third-party adapter board in syscems chat do noc have a builc-in IDE 
adapter. The adaprer board plugs into a standard 16-bic expansion slot in an AT-compatible 
compucer. A cable connects rhc drive to the adapter board. 

SOFTWARE INTERFACE 

The Quantum Vortex 1275/2550AT drives are controlled by the Basic Input/Output System 
(BIOS) program residing in an IBM PC AT, or compatible: PC. The BIOS communic.:ices 
directly wirh chc drive's built-in controller. le issues commands co the drive and receives status 
information from the: drive. 

MECHANICAL DESCRIPTION 

Drive Cable and Connector 

The hard disk drive connects co che hose computer by means of a cable. This cable has a 40-pin 
connector char plugs into rhe drive. and a 40-pin connector chat plugs into the host computer. 
At the hose end. the cable plugs inro either an adapter board residing in a host expansion slot-or 
an on-board IDE adapter. 

If rwo drives arc connected by a cable with two 40-pin drive connectors. the cable-select feature: 
of the Quantum Vortex 1275/2SSOAT drive automatically configures each as~i · 0 or 
drive: l depending on the configuration of pin 28 on the: connector. Sec Secti n 3.3. l, " able 
Select (CS) J umpc:r," for more information about the c:ablc: select jumper. . A 

73·., ·z .. .J ~ 
.;::.;-- - .. :=-:::::=-. 
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6.4 

6.4.1 

ELECTRICAL INTERFACE 

IDE Bus Interface 

A 40-pin IDE interface connecror on the motherboard or an adapter board provides an interface 
between the drive and a host chat uses an IBM PC AT bus. The IDE interface contains bus drivers 
and receivers compatible with the standard AT bus. The AT-bus interface signals D8-Dl5, 
INTRQ, and IOCS16- require the IDE adapter board to have an extended l/0-bus connector. 

The IDE interface buffers data and control signals between the drive and the AT bus of the host 
system, and decodes addresses on the host address bus. The Command Block Registers on the 
drive accept commands from the host system BIOS. 

Note: Some host systems do not read the Status Register after the drive issues an 
interrupt. In such cases, the interrupt may not be acknowledged. To 
overcome this problem, you may have to configure a jumper on the 
motherboard or adapter board to allow interrupts to be controlled by the: 
drive's interrupt logic. Read your motherboard or adapter board manual 
carefully to find out how co do chis. · 

6.4.1.1 , Electrical Characteristics 

6.4.1.2 

All signals are transistor-transistor logic (TIL) compatible-with logic 1 greater than 2.0 volts 
and less than 5.25 volts; and logic 0 greater than 0.0 volts and less than 0.8 volts. Neither the 
adapter board, motherboard interface, or drives require terminating resistors. 

Drive Signals 

The drive connector (J l, section C) connects the drive to an adapter board or onboard IDE .,---....._, 
adapter in the host computer. Jl. section C is a 40-pin shrouded connector with two rows of20 ( · 
pins on 100-mil centers. J l has been keyed by removing pin 20. The connecting cable is a 40- '-···"· 
conductor flat ribbon cable, wirh a maximum length of 18 inches. · 

Table 6-1 describes the signals on the drive connector (J l, section C). The drive docs not use all 
of the signals provided by the IDE bus. Table 6-2 shows the relationship between the drive 
connector (JI, section C) and the IDE bus. 

Note: In Table 6-1, the following conventions apply: 

A minus sign follows the name of any signal chat is asserted as active low. 
Direction (DIR) is in reference to the drive. 
IN indicates input to the drive. 
OUT indicates output from the drive. 
IIO indicates that the signal is bidirectional. 

r, ._. __ 
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() 
Table 6-1 Drive Connector Pin Assignments U 1, Section CJ 

SIGNAL NAME DIR PIN DESCRIPTION 

Reset RESET- IN 1 Drive reset signal from the host system, inverted on 
the adapter board or motherboard. Asserted for at 
least 300 ns during start up and deasserted 
thereafter, unless some event subsequently 
requires that the drive be reset. 

Ground Ground - 2 Ground between the host system and the drive. 

Data Bus 1/0 3-18 An 8/16-bit, bidirectional data bus between the host 
and the drive. 00-07 are used for 8-bit transfers, 
such as registers and ECC bytes. 

ODO 17 Bit 0 

001 15 Bit 1 

002 13 Bit 2 

003 1.1 Bit 3 

004' 9 Bit 4 

DDS 7 Bit 5 

006 5 Bit 6 

007 3 Bit 7 

(_) DOB 4 Bit 8 

009 6 Bit 9 

0010 8 Bit 10 

0011 10 Bit 11 

0012 12 Bit 12 

0013 14 Bit 13 

0014 16 Bit 14 

0015 18 Bit 15 

Ground Ground - 19 Ground between the host system and the drive. 

Keypin KEYPIN - 20 Pin removed to key the interface connector. 

OMA Request DMARQ OUT 21 Asserted by the drive when it is ready to exchange 
data with the host. The direction of the data transfer 
is determined by DIOW- and DIOR-. OMARQ is 
used in conjunction with DMACK-

Ground Ground - 22 Ground between the host system and the drive. 

1/0 Write DIOW- IN 23 The rising edge of this write strobe provides a clock 
for data transfers from the host data bus (DD0-007 
or 000-0015) to a register or to the drive's data 
port. 

Ground Ground - 24 Ground between the host system and the drive. 

() 
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Table 6-1 Drive Connector Pin Assignments (fl, Section CJ (Continued) 

SIGNAL NAME DIR PIN DESCRIPTION 

110 Read DIOR- IN 25 The rising edge of this read strobe provides a clock 
for data transfers from a register or the drive's data 
port to the host data bus (DD0-007 or DDO-
0015). The rising edge of DIOR- latches data at 
the host. 

Ground Ground - 26 Ground between the host system and the drive. 

1/0 Channel Ready IORDY OUT 27 When the drive is not ready to respond to a data 
transfer request, the IORDY signal is asserted 
active low to extend the host transfer cycle of any 
host register read or write access. When IORDY is 
deasserted, it is in a high-impedance state and it is 
the host's responsibility to pull this signal up to a 
high level (if necessary). 

Cable Select - 28 This is a Quantum-specific signal from the host that 
(Quantum specific) allows the drive to be configured as drive O when 

the signal is O (grounded), and as drive 1 when the 
signal is 1 (high}. 

OMA Acknowledge DACK1- IN 29 Used by the host to respond to the drive's DMARQ 
signal. DMARQ signals that there is more data 
available for the host. 

Ground Ground - 30 Ground between the host system and the drive. 

Interrupt Request INTRO OUT 31 An interrupt to the host system. Asserted only when 
the drive microprocessor has a pending interrupt, 
the drive is selected, and the host clears nlEN in the 
Device Control Register. When nlEN is a 1 or the 
drive is not selected, this output signal is in a high-
impedance state, regardless of the presence or 
absence of a pending interrupt. 

INTRO is deasserted by an assertion of RESET-, 
the setting of SRST in the Device Control Register, 
or when the host writes to the Command Register 
or reads the Status Register. 

When data is being transferred in programmed 1/0 
(PIO) mode, INTRO is asserted at the beginning of 
each data block transfer. Exception: INTRQ is not 
asserted at the beginning of the first data block 
transfer that occurs when any of the following 
commands executes: FORMAT TRACK, Write 
Sector, WRITE BUFFER, or WRITE LONG. 

C1 
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Table 6-1 Drive Connector Pin Assignments 01. Section CJ (Continued) 

SIGNAL NAME DIR PIN DESCRIPTION 

16-Bit 1/0 IOCS16- OUT 32 An open-collector output signal. Indicates to the 
host system that the 16-bit data port has been 
addressed and that the drive is ready to send or 
receive a 16-bit word. When transferring data in 
PIO mode, if IOCS16- is not asserted, D0-07 are 
used for 8-bit transfers; if IOCS16- is asserted, DCH 
015 are used for 16-bit data transfers. 

Drive Address Bus A 3-b~. binary-coded address supplieq by the host 
when accessing a register or the drive's data port. 

Bit 1 DA1 IN 33 

Bit 0 DAO IN 35 
Bit 2 DA2 IN 36 

Passed Diagnostics PDIAG- 1/0 34 Drive O (Master) monitors this Drive 1 (Slave) open-
collector output signal, which indicates the result of 
a diagnostics command or reset. Each drive has a 
1 OK pull-up resistor on this signal. 

Following. the receipt of a power-on reset, software 
reset, or RESET- drive 1 negates PDIAG-within 1 

0 ms. PDIAG- indicates to drive O that drive 1 is busy 
(BSY=1). Then, drive 1 asserts PDIAG-within 30 
seconds, indicating that drive 1 is no longer busy 
(BSY=O) and can provide status information. 
Following the assertion of PDIAG-, drive 1 is 
unable to accept commands until drive 1 is ready 
{DRDY=1 Hhat is, until the reset procedure for 
drive 1 is complete. 

Following the receipt of a valid EXECUTE DRIVE 
DIAGNOSTIC command, drive 1 negates PDIAG-
within 1 ms, indicating to drive O that it is busy and 
has not yet passed its internal diagnostics. If drive 1 
is present, drive O waits for drive 1 to assert 
PDIAG- for up to 5 seconds after the receipt of a 
valid EXECUTE DRIVE DIAGNOSTIC command. 
Since PDIAG- indicates that drive 1 has passed its 
internal diagnostics and is ready to provide status, 
drive 1 clears BSY prior to asserting PDIAG-. 

If drive 1 fails to respond during reset initialization, 
drive o reports its own status after completing its 
internal diagnostics. Drive o is unable to accept 
commands until drive o is ready (DRDY=1 )-that is, 
until the reset procedure for drive 0 is complete. 

Quantum Vortex 1275/2550AT 6-5 



IDE Bus Interface and ATA Commands 

_,,,,.---........ 

I, 
,......__,#,,,,/ 

Table 6-1 Drive Connecror Pin Assignmrors U I, Secrion CJ (Continued} 

SIGNAL NAME DIR PIN DESCRIPTION 

Chip-select signal decoded from the host address 
Chip Select O CS1FX- IN 37 bus. Used to select the host-accessible Command 

Block Registers. 

Chip Select 1 CS3FX- IN 38 Chip select signal decoded from the host address 
bus. Used to select the host-accessible Control 
Block Registers. 

Drive Active/Slave DASP- 110 39 A time-multiplexed signal that indicates either drive 
Present activity or that drive 1 is present. During power-on 

initialization, DASP- is asserted by drive 1 within 
400 ms to indicate that drive 1 is present. If drive 1 
is not present, drive O asserts DASP- after 450 ms 
to light the drive-activity LED. 

An open-collector output signal, DASP- is 
deasserted following the receipt of a valid 
command by drive 1 or after the drive is ready, 
whichever occurs first. Once DASP- is deasserted, 
either hard drive can assert DASP- to light the 
drive-activity LED. Each drive has a 1 OK pull-up 
resistor on this signal. 

If an external drive-activity LED is used to monitor 
this signal, an external resistor must be connected 
in series between the signal and a +5 volt supply in 
order to limit the current to 24 mA maximum. 

Ground Ground - 40 Ground between the host system and the drive. 

6.4.1.3 IDE Bus Signals 

. Sec Table. 6-2 for the relationship between the drive signals and che IDE bus. 
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Table 6·2 Relationship of Drive Signals to the IDE Bus 

DRIVE CONNECTOR (J1) DIRECTION IDE BUS 
1 HESt:l- <-(INV) 82 RESt: I ORV 
2 GROUND - - GROUND 
3 007 <-> A2 SD7 
4 008 <-> C11 SOB 
5 006 <-> A3 SD6 
6 009 <-> C12 09 
7 005 <-> A4 sos 
8 0010 <-> C13 SD10 
9 004 <-> AS . SD4 

10 0011 <-> C14 S011 
11 DD3 <-> AG SD3 
12 0012 <-> C15 SD12 
13 002 <-> A7 SD2 
14 0013 <-> C16 SD13 
15 001 <-> AS SD1 
16 0014 <-> C17 S014 
17 ODO <-> A9 SDO 
18 0015 <-> C18 SD15 
19 GROUND - - GROUND 
20 KEYPIN - - NO CONNECTION 

21 DMARQ -> -· DRQ 
22 GROUND - - GROUND 

23 DIOW- <- 813 DIOW-
24 GROUND - - GROUND 

25 DIOR- <- 814 IOR-

26 GROUND - - GROUND 

27 IORDY -> A10 110 CH ROY 

28 CABLE SELECT <- -~ NO CONNECTION 

29 DMACK- <- _J DACK-

30 GROUND - - GROUND 

31 INTRO -> 07 INTRO 

32 IOCS16- -> D2 110 CS16-

33 ADDR1 <- A30 SA1 

34 PDIAG- - - NO CONNECTION 

35 DAO <- A31 SAO 

36 ADDR2 <- A29 SA2 

37 CS1FX- <- _4. cso-
38 CS3FX- <- _4 CS1-

39 DASP- - _4 NO CONNECTION 

40 GROUND - - GROUND 

1. DMARQ from the drive must be jumpered co one of chc DRQ lines on chc motherboard or hose adapter 
(normally connected co DRQG). 

2. Pin 28 is a vendor-specific pin chat Quantum is using for a specific purpose. Sec Chapter 3 for details. 
3. DACK- from che drive must be jumpered co one of chc DACK- lines on che motherboard or host adapter 

(normally connected co DACKG-). 
4. CSIFX-, CS3FX-. ~md DASP- originate on the adapter board. 
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6.4.2 
6.4.2.1 

Host Interface Timing 
Programmed 110 (PIO) Transfer Mode 

The PIO host interface riming shown in Table 6-3 is in reference ro signals at 0.8 volts and 2.0 
voles.All rimes are in nanoseconds, unless otherwise noted. Figure 6-1 provides a riming diagram. 

Table 6-3 PIO Host /merfoce Timing 

MODE41 QUANTUM 
SYMBOL DESCRIPTION MIN/MAX VORTEX 

(local bus) 
AT 

tO Cycle Time min 120 120 

t1 Address Valid to DIOW-/DIOR-Setup min 25 25 

t2 DIOW-/DIOR- Pulsewidth (8- or 16-bit) min 70 70 

t2i DIOW-/DIOR- Negated Pulsewidth min 25 25 

t3 DIOW-Data Setup min 20 20 

t4 DIOW- Data Hold min 10 10 

tS DIOR- Data Setup min 20 20 

tSa DIOR- to Data Valid max - -
t6 DIOR- Data Hold min 5 5 

t6z DIOR- Data Tristate max 30 30 

t7 Address Valid to IOCS16-Assertion max NIA N/A 

t8 Address Valid to IOSC 16- Deassertion max N/A N/A 

t9 DIOW-/DIOR- to Address Valid Hold min 10 10 

tA IORDY2 Setup Time min 35 35 

tB 10.RDY Pulse Width max 1250 1250 

tR 
Read Data Valid to IORDY active 

min 0 0 
(if IORDY is initially low after tA) 

1. AT A Mode 4 riming is listed for retCrencc only. 
2. Transfer races above 6 MB/s require the use of IORDY. 
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tO 

DIOW-
DIOR-

IORDY 

Write Data ~ 13 14~ --- ~,___..............,_.............._ 

6.4.2.2 

Figure 6-1 PIO Interface Timing 

Multlword OMA Transfer Mode 

The: multiword OMA host interface timing shown in Table 6-4 is in reference co signals at 0.8 
volts and 2.0 volts. All times arc: in nanoseconds, unless otherwise noted. Figure 6-2 provides a 
timing diagram. 

Table 6-4 Mu/riword DMA Host Interface Timing 

QUANTUM 
MODE 21 

SYMBOL DESCRIPTION MIN/MAX VORTEX 
{local bus) 

AT 

to Cycle lime min 120 120 

tD DlOR-/DlOW- Pulsewidth min 70 70 
tE DIOR-to Data Valid max - -
tF DIOR- Data Hold min 5 5 
tFz DIOR- Data Tristate' max 20 20 
tG DIOW- Data Setup min 20 20 
tH DIOW- Data Hold min 10 10 
ti DMACK to DIOR-/DIOW- Setup min 0 0 
tJ DIOR-/DIOW- to DMACK- Hold min 5 5 
tK DlOR-/DlOW- Negated Pulsewidth min 25 25 
tL DIOR-/DIOW- to DMARQ Delay max 35 35 
tz DMACK- Data Tristate;j max 25 25 

1. ATA Mode 2 timing is lisrc:d for reference only. 
2. The Quancum Vorrc:x 1275/2550AT drive tristatc:s after each word transferred. 
3. Symbol cz only applies on rhc: lase criscacc: a.r the end of a mulciword OMA cransfc:r cycle. 
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tO 

OMA CK-

DIOW-
DIOR· 

Read 000-15 

Write 000-15 l;:tG 
~---

Figure 6·2 MuLtiword DMA Bus lmerface Timing 

6.4.2.3 Host Interface RESET Timing 

The: host interface RESET riming shown in Table 6-5 is in reference co signals at 0.8 volt3 and 
2.0 volts. All times are in nanoseconds. unless otherwise: noted. Figure 6-3 provides a timing 
diagram. 

Table 6-5 Host lnrerface RESET Timing 

SYMBOL DESCRIPTmN MINIMUM MAXIMUM 

tM RESET- Pulse width 300 -

_R_Es_E_r_·----~--------------tM--~~~~~~~~~~~~~~:~~--------------------
Figure 6-3 Host lnmface RESET Timing 
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REGISTER ADDRESS DECODING 

The host addresses the drive by using programmed 1/0. Hose address lines AO-A2. chip-select 
CSlFX- and CS3FX-, and IOR- ancl IOW- address che disk registers. Hose address lines A3-
A9 generate che two chip-select signals, CS 1 FX- and CS3FX-. 

• Chip Selecc CS 1 FX- accesses the eight Command Block Registers. 

• Chip Select CS3FX- is valid during 8-bit transfers to or from cheAlternau: Status 
Register. 

The drive selecrs the primary or secondary command block addresses by setting Address bitA7. 

Data bus lines 8-1 5 are valid only when IOCS 16- is active and the drive is transferring data. The 
drive transfers ECC information only on data bus lines 0-7. Data bus lines 8-15 are invalid 
during transfers of ECC information. 

I/O to or from che drive occurs over an 1/0 pore that rouu:s input or output data to or from 
selected registers, by using che following encoded signals from the host: CS 1 FX-, CS3FX-, DA2, 
DAl, DAO. DIOR-, and DIOW-. The hose writes co the: Command Block R.egisu:rs when 
transmitting commands to the drive, and to the Control Block Registers when transmitting 
control, like a software reset. Table 6-6 lists the selection addresses for these regisu:rs. 
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Table 6-6 110 Pon Functions and Selection Addresses 

FUNCTION HOST SIGNALS I 

CONTROL BLOCK REGISTERS CS1FX- CS3FX- DA2 DA1 DAO 

READ (DIOR-) WRITE (DIOW-) 

Data Bus H~gh Impedance Not Used Nl N x2 x x 
Data Bus High Impedance Not Used N Aa 0 x x 
Data Bus High Impedance Not Used N A 1 0 x 
Alternate Status Device Control N A 1 1 0 

Drive Address Not Used N A 1 1 1 

COMMAND BLOCK REGISTERS 

READ (DIOR-) WRITE (DIOW-) 

Data Port Data Port A N 0 0 0 

Error Register Features A N 0 0 1 

Sector Count Sector Count A N 0 1 0 

Sector Number Sector Number A N 0 1 1 

LBA Bits 0-75 LBABits 0-7 A N 0 1 1 

Cylinder Low4 Cylinder Low A N 1 0 0 

LBA Bits 8-155 LBA Bits 8-15 A N 1 0 0 

Cylinder High4 Cylinder High A N 1 0 1 

LBA Bits 16-235 LBA Bits 16-23 A N 1 0 1 

Drive/Head4 Drive/Head A N 1 1 0 

LBA Bits 24-275 LBA Bits 24-27 A N 1 1 0 

Status· Command A N 1 1 1 

Invalid Address Invalid Address A A x x x 
I. N = signal deasserted 
2. X = signal either asserted or deasserted 
3. A = signal asserted 
4. Mapping of registers in CHS mode 
5. Mapping of registers in LBA mode 

After power on or following a reset. the drive initializes the Command Block Registers co the 
values shown in Table 6-7. 

Table 6-7 Command Block Register Initial Values 

REGISTER VALUE 

Error Register 01 
Sector Count Register 01 
Sector Number Register 01 
Cylinder Low Register 00 
Cylinder High Register 00 
Drive/Head Register 00 
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IDE Bus fnlerface and ATA Commancis 

REGISTER DESCRIPTIONS 

The Quantum Vortex 1275/25SOAT hard disk drive emulates the ATA Command and Control 
Block Registers. Functional descriptions of these: registers arc: given in the next two sections. 

Control Block Registers 

Alternate Status Register 

The Alternate Status Register contains the same information as the Status Register in the 
command block. Reading the Alternate Status Register does not imply the: acknowledgment of 
an interrupt by the host or clear a pending interrupt. Sec: the description of the Status Register in 
section 6.6.2.8 for definitions of bits in chis register. 

Device Control Register 

This write-only register contains two control bits, as shown in Table: 6-8. 

Table 6-8 Device Conrrol Register Bits 

BIT MNEMONIC DESCRIPTION 

7 Reserved -
6 Reserved -
5 Reserved -
4 Reserved -
3 1 AW.Jays 1 

2 SRST1 Host software reset bit 
1 n1EN7 Drive interrupt enable bit 

0 0 AW.Jays O 

1. SRST = Hose Software Reset bit. When the host sets this bit. 
the drive is reset. When two drives are daisy-chained on chc: 
interface, this bit resets both drives simulcanc:ously. 

2. nlEN = Drive [ncerrupt Enable bit. When nlEN equals 0 
or the hose has selected the drive, the drive enables the host 
interrupt signal INTRQ through a tristate buffer to the 
hose. When nlEN equals l or the drive is not selected, the 
host interrupt signal INTRQ is in a high-impedance state, 
regardless of the presence or absence of a pending interrupt. 
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6.6.1.3 

6.6.2 

6.6.2.1 

6.6.2.2 

Drive Address Register 

The Drive Address Register returns che head-select addresses for che drive currendy selected. 
Table 6-9 shows the Drive Address bits. 

Table 6-9 Drive Address Register Bits 

BIT MNEMONIC DESCRIPTION 

7 HiZ1 High Impedance bit 

6 nWTG2 Write Gate bit 

5 nHS33 Head Address msb 

4 nHS2 -
3 nHS1 -
2 nHSO Head Address lsb 

1 nDS1 4 Drive 1 Select bit 

0 nDSO Drive o Select bit 

1. HiZ = High Impedance bic. When che hose reads 
che register, chis bic will be in a high impedance 
stare. 

2. n WfG = Write Gace bic. When a wrice operation 
ro che drive is in progress. n WfG equals 0. 

3. nHSO-nHS3 = Head Address bits. These bits arc: 
equivalent co che one's complc:mc:nc of the binary­
codc:d address of chc: head currc:ndy selected. 

4. nDSO-nDSl = Drive: Select bits. When drive 1 is 
sdc:ccc:d. nDS 1 equals 0. When drive 0 is seleccc:d, 
nDSO equals 0. 

Command Block Registers 

Data Port Register 

All data transferred be.tween the device data buffer and the hose passes through the Dara Port 
R.egiscc:r. The: host transfers the sector table to this register during execution of the FORMAT 
TRACK command. T ransfc:rs of ECC bytes during the execution of READ LONG or WRITE 
LONG commands arc: 8-bit transfers. 

Error Register 

The Error Register contains scacus information about che last command c:xecuced by the drive. 
The: contents of chis register are valid only when the Error bit (ERR) in che Scacus Register is set 
co 1. The contents of rhe Error Register arc also valid ac power on, and at chc: completion of the 
drivc:'s inrernal diagnostics, when the rc:giscc:r contains a scacus code. When the: error bit in the 
Status Register is sec co l, the hose interprets rhe Error Regiscer bits as shown in Table 6-10. 
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Table 6-10 Error Register Bits 

MNEMONIC BIT DESCRIPTION 

BBK 

UNC 

-
IDNF 

-
ABRT 

TKO NF 

AMNF 

6.6.2.3 

6.6.2.4 

6.6.2.5 

6.6.2.6 

7 Bad block detected in the required sector's ID field. 

6 Uncorrectable data error encountered. 

5 Not used. 

4 Requested sector's ID field not found. 

3 Not used. 

2 
Requested command aborted due to a drive status error, such as Not 
Ready or Write Fault, or because the command code is invalid. 

1 Track O not found during execution of RECALIBRATE command. 

0 Data Address Mark not found after correct ID field format. 

Sector Count Register 

The Secror Count Register defines the number of sectors.of daca to be transferred across the host 
bus for a subsequent command. If the value in chis re~scer is 0, the sector count is 256 sectors. If 
rhe Sector Count Regiscer command executes successfully, che value in chis register ac command 
completion is 0. As rhe drive transfers each sector, ic decrements the Sector Count Register to 
reflect che number of sectors remaining ro be transferred. If the command's execution is 
unsuccessful. chis regisrer contains rhe number of sectors chat must be transferred co complete the 
original request. 

When che drive executes an INITIALIZE DRlVE PARAMETERS or Format Track command, 
chc value in chis register defines the number of sectors per crack. 

Sector Number Register 

The Sector Number Regisrer contains the ID number of the first seccor to be accessed by a 
subsequent command. The secror number is a value between one and che maximum number of 
sectors per crack. As che drive transfers each sector, ic increments the Sector Number Register. Sec 
che command descriptions in section 6.7 for information about the con ten cs of the Sector 
Number Register after successful or unsuccessful command completion. 

In LBA mode, chis register contains bits 0 co 7. At command completion, che host updaccs chis 
register to reflect the current LBA hies 0 to 7. 

Cylinder Low Register 

The Cylinder Low Register contains the eight low-order bits of the starting cylinder address for 
any disk access. On multiple sector transfers that cross cylinder boundaries, the host updates this 
register when command execution is complete, co reflect the current cylinder number. The host 
loads the least significant bi rs of rhe cylinder address inco the Cylinder Low Register. 

In LBA mode, chis register contains bits 8 co l S. At command completion. the hose updaccs this 
register to reflect che current LBA bits 8 to 15. 

Cylinder High Register 

The Cylinder High Register contains rhc eight high-order bi cs of the starting cylinder address f~r 
any disk access. On multiple sector transfers that cross cylinder boundaries, the hose updaccs chis 
register at the completion of command execution. to reflect the current cylinder number. The 
host loads che most significant bits of the cylinder address inco che Cylinder High Register. 

In LBA mode. chis register contains bits 16 ro 23. Ac command completion, che host updates this 
register ro reflect che current LBA bits 16 ro 23. 
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6.6.2.7 

6.6.2.8 

Drive/Head Register 

The Drive/Head Register conrains rhe drive ID number and its head numbers. By executing the 
INITIALIZE DRIVE PARfu\1ETERS command, the hose defines the contents of the Drive/ 
Head Register. 

In LBA mode, chis register conrains bits 24 to 27. Ac command co~plecion, the hose updates this 
regisrer ro reflect the currenr LBA bits 24 to 27. 

Table 6-11 shows the Drive/Head Register bits. 

Table 6·11 Drive Head_ Register Bits 

MNEMONIC BIT DESCRIPTION 

Reserved 7T Always 1 

L 62 o for CHS mode 
1 tor LBA mode 

Reserved 5 Always 1 

ORV 43 O indicates the Master drive is selected 
1 indicates the Slave drive is selected 

HS3 34 Most significant Head Address bit in CHS mode 
Bit 24 of the LBA Address in LBA mode 

HS2 2 
Head Address bit for CHS mode 
Bit 25 of the LBA Address in LBA mode 

HS1 1 
Head Address bit for CHS mode 
Bit 26 of the LBA Address in LBA mode 

HSO 0 
Least significant Head Address bit in CHS mode 
Bit 27 of the LBA Address in LBA mode 

1. Bies 5-7 define rhe sector size sec in hardware (512 bytes). 
2. Bic 6 is the binary encoded Address Mode Select. When bit 6 is sec to 0, addressing 

is by CHS mode. When bit 6 is sec co l, addressing is by LBA mode. 
3. Bit 4 (DRY) conrains che binary encoded drive select number. The Master is the 

primary drive; che Slave is the secondary drive 
4. In CHS mode, bits 3-0 (HSO-HS3) contain che binary encoded address of the 

selected head. At command completion, the host updates these bits to reflect the 
address of the head currently selected. In LBA mode. bits 3-0 (HSO-HS3) contain 
bits 24-27 of the LBA Address. At command completion, the host updates this 
register to reflect the current LBA bits 24 to 27. 

Status Register 

The Status Register contains information about the status of the drive and the controller. The 
drive updates the contents of this register at the complecion of each command. When the Busy 
bit is set (BSY=l), no other bits in the Command Block Registers are valid. When the Busy bitis 
not set (BSY=O), che infonnacion in the Status Register and Command Block Registers is valid. 

When an interrupt is pending, the drive considers that the host has acknowledged the interrupt 
when it reads the Status Register. Therefore, whenever the host reads chis register, the drive dears 
any pending interrupt. Table 6-12 defines the Status Register bits. 
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6.6.2.9 Command Register 

MNEMONIC 

BSY 

DROY 

DWF 

DSC 

DRQ 

CORR 

IDX 

ERR 

The host sends a command co the drive by means of an 8-bit code written to the Command 
Regiscer. As soon as the drive receives the command in its Command Register. it begins execution 
of the command.Table 6-13 lists the hexadecimal command codes and parameters for each 
execurable command. The code FOh is common to all of the extended commands. Each of these 
commands is distinguished by a unique subcode. For a detailed description of each command, see 
Section 6.7. "COM~D DESCRIPTIONS," found later in this chapter. 

Table 6-12 Status Register Bits 

BIT DESCRIPTION 

7 Busy bit. Set by the controller logic of the drive whenever the 
drive has access to and the host is locked out of the Command 
Block Registers. 
BSY is set under the following conditions: 

• Within 400 ns after the deassertion of RESET- or after SRST is set 
in the Device Control Register. Following a reset, BSY will be set for 
no longer than 30 seconds. 

• Within 400 ns of a host write to the Command Block Registers with 
a Read, READ LONG, READ BUFFER, SEEK, RECALIBRATE, 
INITIALIZE DRIVE PARAMETERS, Read Verify, Identify Drive, or 
EXECUTE DRIVE DIAGNOSTIC command. 

• Within 5 µsec after the transfer of 512 bytes of data during the exe-
cution of a Write, Format Track, or WRITE BUFFER command, or 
512 bytes of data and the appropriate number of ECC bytes during 
the execution of a WRITE LONG command. 

When BSY=1, the host cannot write to a Command Block Register 
and reading any Command Block Register returns the contents of 
the Status Register. 

6 Drive Ready bit. Indicates that the drive is ready to accept a command. 
When an error occurs, this bit remains unchanged until the host reads the 
Status Register, then again indicates that the drive is ready. At power on, 
this bit should be cleared, and should remain cleared until the drive is up 
to speed and ready to accept a command. 

5 Drive Write Fault bit. When an error occurs, this bit remains unchanged 
until the host reads the Status Register, then again indicates the current 
write fault status. 

4 Drive Seek Complete bit. This bit is set when a seek operation is com-
giete and the heads have settled over a track. When an error occurs, this 

it remains unchanged until the host reads the Status Register, when it 
indicates the current seek-complete status. 

3 Data Request bit. When set, this bit indicates that the drive is ready to 
transfer a word or byte of data from the host to the data port. 

2 Corrected Data bit. The drive sets this bit when it encounters and cor-
rects a correctable data error. This condition does not terminate a multi-
sector read operation. 

1 Index bit. This bit is set when the drive detects the index mark, once per 
disk revolution. 

0 Error bit. When set, this bit indicates that the previous command resulted 
in an error. The other bits in the Status Register and the bits in the Error 
Register contain additional information about the cause of the error. 
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Table 6-13 Quantum Vortex l 27512550A T Command Codes and Parameters 

COMMAND PARAMETER 

NAME CODE SC SN 

RECALIBRATE 1Xh 
READ SECTORS, with retry 20h v v 
READ SECTORS, no retry 21h v v 
READ LONG, with retry 22h v v 
READ LONG, no retry 23h v v 
WRITE SECTORS. with retry 30h v v 
WRITE SECTORS, no retry 31h v v 
WRITE LONG, with retry 32h v v 
WRITE LONG, no retry 33h v v 
READ VERIFY SECTORS, with retry 40h v v 
READ VERIFY SECTORS, no retry 41h v v 
FORMAT TRACK SOh v 
SEEK 7Xh v 
EXECUTE DRIVE DIAGNOSTIC · 90h 
INITIALIZE DRIVE PARAMETERS 91h v 
READ MULTIPLE C4h v v 
WAITE MULTIPLE CSh v v 
SET MULTIPLE MODE C6h v 
READ OMA, with retry C8h v v 
READ OMA, no retry C9h v v 
WRITE OMA, with retry CAh v v 
WRITE OMA, no retry CBh v v 
STANDBY IMMEDIATE EOh 
IDLE IMMEDIATE Elh 
STANDBY MODE (AUTO POWER-DOWN) E2h v 
IDLE MODE (AUTO POWER-DOWN) E3h v 
READ BUFFER E4h 
CHECK POWER MODE E5h v 
SLEEP MODE E6h 
WRITE BUFFER E8h 
IDENTIFY DRIVE ECh 
READ DEFECT LIST-extended cmnd. FOh v v 
READ CONFIGURATION-extended cmnd. FOh v v 
SET CONFIGURATION-extended cmnd. FOh v v 

Note: The following information applies to Table 6-13: 

SC= Sector Count Register 
SN= Sector Number Register 
CY= Cylinder Low and High Rc:gisrers 

CY 

v 
v 
v 
v 
v 
v 
v 
v 
v 
v 
v 
v 

v 
v 

v 
v 
v 
v 

v 
v 
v 

OS= Drive Select bit (Bir 4 of Drive/Head Register) 
HD= 3 Head Select Rirs (Birs 0-3 of Drive Head Regiscer) 

V = Must concain valid information for this command 
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COMMAND DESCRIPTIONS 

The Quancum Vortex 1275/2550AT hard disk drive supporrs all standard AT A drive commands. 
The drive decodes, then executes, commands loaded into the Command Block Register. In 
applications involving two hard drives, boch drives recc:ive all commands. However, only the 
selecced drive executes commands-with che excc:ption of the EXECUTE DRIVE 
DIAGNOSTIC command. as explained below. The procc:dure for executing a command on the: 
selected drive is as follows: 

1. Wait for the drive to indicate that: it: is no longer busy (BSY=O). 

2. Load the required parameters inco che Command Block Register. 

3. Accivate the Interrupt Enable (-IEN) bit. 

4. Wait for the drive ro set RDY (RDY=l). 

5. Write the command code co the Command Register. 

Execution of the command begins as soon as the: drive: loads the Command Block Register. The 
remainder of this section describes the funccion of each command. The commands are listed in 
the: same order they appear in Table 6-13. 

Recalibrate 

The: RECALIBRATE command moves the: read/write: heads from any location on the: disk to 
qlinder 0. On rc:cc:iving this command. the: drive sets the BSY bit and issues a seek command to 
cylinder 0. The: drive then waics for the seek operation to complete, updates status, negacc:s BSY, 
and generates an interrupt. If the drive cannoc seek to cylinder 0, it posts the message TRACK 0 
NOT FOUND. 

Read Sectors· 

The Read Sectors command reads from l co 2 56 sectors, beginning ac the: specified sector. As 
specified in the Command Block Regiscer. a sector counc equal to 0 requests 256 sectors. When 
chc: drive accepts chis command, it secs BSY and begins execution of the: command. 

Read Long 

When the Long bit is set in the command code, a READ LONG command executes, returning 
the: daca and the: ECC bytes contained in the data field of the: requested sector. During a READ 
LONG opc:racion, the driv~ does not check the: ECC bytes to determine: if a data error of any kind 
has occurred. 

Multiple Sector Reads 

Multiple: sector reads set DRQ. After reading each sector, the: drive generates an interrupt when 
the seccor buffer is full and the drive is ready for the host to read the data. Once the hose empties 
the sector buffer, che drive immediately clears DRQ and sets BSY. 

If an error occurs during a. multiple sector read. the read terminaces ac che sector in which the error 
occurred. The Command Block Register contains che cylinder, head, and sector numbers of che 
sector in which the error occurred. The host can then read che Command Block Register co 
determine: what kind of error has occurred. and in which seccor. Whecher the data error is 
correccable or uncorrectable. the: drive loads the data inco che seccor buffer. 
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6.7.3 

6.7.3.1 

6.7.3.2 

6.7.4 

6.7.5 

Write Sector 

The WRITE SECTOR command writes from 1 to 256 sectors, beginning at the specified secror. 
As specified in rhe Command Block Register, a sector count egual to 0 requests 256 sectors. 
When rhe drive accepts this command, ir secs DRQ and waics for the host co fill the sector buffer 
with the data co be written to the drive. The drive does not generate an interrupt to start the first 
buffer-fill operation. Once the buffer is full, the drive clears DRQ, secs BSY, and begins execution 
of the command. 

Write Long 

When rhe Long bit is sec in the command code, a WRITE LONG command writes the data and 
rhe ECC bytes directly from the sector buffer. The drive does not generate the ECC byres itself. 

Multiple Sector Writes 

The MULTIPLE SECTOR WRITES command secs DRQ. The drive generates an interrupt 
whenever the sector buffer is ready co be filled. When the host fills the sector buffer, the drive 
immediately clears D RQ and secs BSY. 

If an error occurs during a muiciple sector write operacion, the write operation terminates at the 
sector in which the error occurred. The Command Block Register contains rhe cylinder, head, 
and sector numbers of the sector in which the error occurred. The host can then read rhe 
Command Block Register to determine what kind of error has occurred, and in which sector. 

Read Verify Sectors 

The execution of the REA..D VERIFY SECTORS command is identical co char of che READ 
SECTORS command. Howeva, the Read Verify command docs nor cause the drive co set DRQ, 
the drive cransfors no data to the hose, and the Long bit is invalid. On receiving rhe READ 
VERIFY command, the drive secs BSY. When the drive has verified the requested sectors, it clears 
BSY and generates an interrupt. On command completion, the Command Block Registers 
contain the cylinder., head, and sector numbers of rhe last sector verified. 

If an error occurs during a multiple sector verify operation, the read operation terminates at the 
sector in which che error occurred. The Command Block Registers contain the cylinder. head, 
and sector numbers in which the error occurred. 

Format Track 

The hose specifies the track addresses by writing to the Cylinder and Head Registers. When the 
drive accepts a FORMAT TRACK command. it secs the DRQ bit. then wairs for the host to fill 
the sector buffer. When the buffer is full, the drive clears DRQ, secs BSY, and begins command 
execution. The concencs of the sector buffer are not written to che disk, and may be ignored or 
interpreted as shown in Table 6-14. 

Table 6-14 Sector Buffer Contents 

0015- coo 0015- ODO 

First Sector Last Sector Remainder of buffer 
Descriptor .............. Descriptor filled with zeros . . . . . . . . . . . . . . 

On che Quancum Vorrex 1275/2550AT hard disk drive, che FORMAT TRACK command 
writes zeros co the daca fields in the sectors on the specified logical crack. The drive writes no 
headers at these locations. The Sector Count register contains the number of sectors per crack. 
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One 16-bic word represents each secror (the words are contiguous from the start of the: sector). 

Nace: Any words· remaining in the buffer after the representation of the last 
sector muse be filled wich zeros. 

DDl 5-8 contain che sector number. DD7-0 contain a descriptor value chat is defined below. 
The words must appear in sequential order starting at sector one and ending on the last sector 
number of the track. 

• OOh 

• 20h 

• 40h 

• 80h 

Seek 

Format sector as good 

Unassign che alternate location for this sector 

Assign chis sector to an alternate location 

Format sector as bad 

The SEEK command causes the acrnaror co seek to the crack to which the Cylinder and Drive/ 
Head registers point. When che drive receives this command in its Command Block Registers, ic 
performs the following functions: 

1. Sets BSY 

2. Initiates the seek operation 

3. Resets BSY 

4. Sets chc: Drive Sec:k Complete: (DSC) bic in chc: Status Register 

The drive: does not wait for chc: seek to complc:cc: before it sends an i~tcrrupt. If the BSY hie is not 
set in the Status Register. the drive can accept and queue subsc:q uc:nt commands while performing 
the seek. If the Cylinder registers contain an illegal cylinder, the drive secs the ERR bit in the 
Status Register and the: IDNF bit in che Error Register. 

Execute Drive Diagnostic 

The EXECUTE DRIVE DIAGNOSTIC command performs the internal diagnostic tests 
implemented on che drive. Drive 0 secs BSY within 400 ns of receiving of the command. 

If Drive l is present: 

• Boch drives ~xecucc: diagnostics. 

• Drive 0 waits up t:O six seconds for drive l to assc:rc PDIAG-. 

• If drive l docs not assert PDlAG- co indicate a failure. drive 0 appends 80h wich 
ics own diagnosc~c status. 

• If the host dececcs a drive l diagnostic failure when reading drive 0 status, it secs 
chc: DRV bic. then reads the drive l status. 

If Drive l is not present: 

• Drive 0 reports only ics own diagnostic results. 

• Drive 0 clears BSY and generates an interrupt. 
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6.7.9 

If drive 1 fails diagnostics, drive 0 appends 80h wich its own diagnostic status and loads that code 
into the Error Register. If drive l passes its diagnostics or no drive l is present, drive 0 appends 
OOh with its own diagnostic scarus and loads chat code into chc: Error Register. 

The diagnostic code wriccc:n to the Error Register is a unique 8-bic code.Table 6-15 lists chc: 
diagnostic codes. 

Table 6-15 Diagnostic Codes 

DIAGNOSTIC 
DESCRIPTION 

CODE 

01h No Error Detected 

02h Formatter Device Error 

03h Sector Buffer Error 

04h ECC Circuitry Error 

OSh Controlling Microprocessor Error 

8Xh Drive 1 Failed 

Initialize Drive Parameters 

The INITIALIZE DRIVE PARAMETERS command enables the hose co sec che logical number 
of heads and chc: logical number of sectors per crack. On receiving chc command. chc drive secs 
chc BSY bit, saves the parameters, clears BSY, and generates an interrupt. 

The only ewe register values used by chis command arc che Sector Count Register, which specifics 
the number of sectors: and che Drive/Head Register, which specifics the number of heads, minus 
1. The ORV bit assigns these values ro drive 0 or drive 1. as appropriate. 

This command does nae check the sector count and head values for validity. If these values arc 
invalid, the drive will noc report an error until another command causes an illegal ac:c.ess. 

Read Multiple 

The execution of the READ MULTIPLE command is identical co chat of the Read Sectors 
command. However, the READ MULTIPLE command: 

• Transfers blocks of data co the hose wirhouc intervening interrupts 

• Requires DRQ qualification of the transfer only at the start of the block-not at 
each sector 

• Invalidates rhe Long bir 

The SET MULTIPLE MODE command specifies che block count. or the number of sectors to 
be transferred as a block. This command executes prior co the READ MULTIPLE command. 
When the hose issues a READ MULTIPLE command. the Sector Count Register contains the 
number of sectors requested-not rhe number of blocks or the block count. 

If this sector count is not cvenlv divisible bv the block counc. che drive transfers as many full 
blocks as possible ro the hose, f~llowed by a 'tinal partial-block transfer. The partial-block transfer 
is for n sectors, where: 

n = (secror count) module (block count) 
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If the drive attempts execution of a READ MULTIPLE command before executing the SET 
MULTIPLE MODE command or if READ MULTIPLE commands are disabled. an abort 
command error occurs. 

The drive reports disk errors encountered during READ MULTIPLE commands at the 
beginning of a block or partial-block transfer. However, the drive still sets DRQ and transfers the 
data-including any corrupted daca. 

Write Multiple 

The execution of the WRITE MULTIPLE command is identical co chat of the Write Sectors 
command. However, the WRITE MULTIPLE command: 

• Causes the controller co sec BSY within 400 ns of accepting che command 

• Causes the drive to transfer multiple-sector blocks of data to the drive without 
intervening interrupts 

• Requires DRQ qualification of the transtC:r only at the start of the block, not at 
each sector 

• Invalidates the Long bit 

The SET MULTIPLE MODE command specifies che block counc, or che number of sectors to 
be transferred as a block. This command executes prior co the WRITE MULTIPLE command. 
When che hose issues a WRITE MULTIPLE command, the Sector Count Register contains the 
number of sectors requested-not the number of blocks or che block count. 

If this sector count is not evenly divisible by the block count, the drive transfers as many full 
blocks as possible, followed by a final partial-block transfer. The partial-block transfer is for n 
sectors, where: 

n = (sector count) module (block count) 

If the drive attempts to execute a WRITE MULTIPLE command before executing the SET 
MULTIPLE MODE command or while WRITE MULTIPLE commands are disabled, an Abort 
Command error occurs. 

During the execution of a WRITE MULTIPLE command, the drive reports all disk errors 
encountered, following an attempted disk write of che block or partial block. When an error 
occurs, the WRITE M UL TIP LE command ends ac che sector chat conr.ains che error-even if it 
is in the middle of a block-and does not transfer subsequent blocks. The drive generates 
interrupts by setting DRQ at the beginning of each block or partial block. 

Set Multiple Mode 

The SET MULTIPLE MODE command enables che controller to perform READ MULTIPLE 
and WRITE MULTIPLE operations, and establishes the block count for these commands. 

Prior co issuing a comm_and, the hose should load rhe Sector Count Register with the number of 
sectors per block. On receiving this command. the drive secs BSY and checks the contents of the 
Sector Counc Register. 

If che Sector Count Register contains a valid value and the controller supports block count, the 
controller loads rhe values for all subsequent READ MULTIPLE and WRITE MULTIPLE 
commands and enables execution of rhese commands. Any unsupported block count in the 
register causes an Aborted Command error, and disables execution of READ MULTIPLE and 
WRITE MULTIPLE commands. 
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If the Sector Counr Register con rains a zero value when the host issues the command. READ 
MULTIPLE and WRITE MULTIPLE commands are disabled. Any unsupported block count 
in the register causes an aborted command error. and disables READ MULTIPLE and WRITE 
MULTIPLE commands. After the command is executed. the controller dears BSY. At power on. 
or after a software or hardware reset. the default mode for the READ MULTIPLE and WRITE 
MULTIPLE commands is disabled. 

Read Buffer 

The READ BUFFER command enables the host to read the current contents of the drive's sector 
buffer. When the host issues this command, the drive sets BSY, sets up the sector buffer for a read 
operation, sets DRQ, class BSY, and generates an interrupt. The host then reads up to 512 byres 
of data from the buffer. 

The drive can synchronize READ BUFFER and WRITE BUFFER commands from che host; 
that is, sequential READ BUFFER and WRITE BUFFER commands can acc.ess the same 512 
bytes wichin the buffer. 

Write 8 uffer 

The WRITE BUFFER command allows the hose to write the first 512 bvces of the drivc's buffer. 
On receiving chis command in ics Co.mmand Block Register. the drive s~ts BSY and prepares for 
a write operation. When ready, the drive sets DRQ, resets BSY, and generates INTRQ, allowing 
the host to rhe buffer. 

Power Management Commands 

The Quantum Vortex 1275/2550AT hard disk drive provides numerous management options. 
Two important options center around a count down counter known as chc automatic power 
down counter or APD. This counter can trigger one of cwo power saving events depending on 
which of the two commands was most co wrice to che buffer. 

• Standby: Once a standby command is issued, the drive enters che standby mode. 
Further, each tiine the APO counrcr reaches zero in chc future, the drive enters 
the standby mode. the spindle and actuator motors arc off and the heads arc 
parked in the landing zone. Receipt of any command chat requires media access 
causes che drive to exit rhe standby command and service che host request. Each 
cime rhe drive executes che standby command. rhe drive will reenter the standby 
mode when che APO counter reaches zero. 

• idle: Once an idle command is issued, each time che APO counter reaches zero, 
che drive enters the standby mode. In chc standby mode. che actuator and spindle 
motors arc off with the heads locked in the landing area. This is the default 
setting. 

• Automatic Power Down (APO) Mode: When in APO mode, chc drive 
transitions to standby mode when rhc APO time elapses. Receipt of any command 
that requires media access causes the drive to exic standby mode. Upon receiving 
a command, the drive resets the APD counter co zero and starts it again (with the 
exception of che Check Power Mode Command. which does not reset the APO 
counter). 
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Three commands are available which are not dependent upon the APO counter reaching zero: 

• Sleep: \'V'hen a sleep command is received, the drive enters the sleep mode. In the 
sleep mode, the spindle and actuator motors are off and the heads are latched in 
the landing zone. Receipt of a reset causes the drive to transition from the sleep 
co che standby mode. 

• Standby Immediate: When a standby immediate command is received, the drive 
immediately enrers the standby mode. 

• Idle Immediate: When an idle immediate command is received, after the first 
decrement of chc APO counter, chc drive enters the idle mode. 

The sleep, standby immediate, and idle immediate: commands differ in a significant way from che 
standby and idle commands. Specifically, sleep. standby immediate, and idle immediate have a 
onc:-cimc effect and muse be reissued each rime their effect is desired. In contrast, scandbv and idle 
op_erace in conjunction with che APO counter and stay in effect continually, becoming non­
effectual only upon issuance of rhc: ocher of these cwo commands. Thus, for example:, once: che 
standby command is issued just one cime, each time chc: APO counter reaches zero chc drive will 
enter rhe standby mode. 

Note: The user has the ability to determine: the value co which che APD counter 
is set upon completion of any command. This value is set by writing co 
che Sector Count Register a number between 12 and 255 just prior co is­
suance: of a standby or idle command. Each increment reprcsencs a five­
second rime interval. 

Standby Immediate Mode - EOh 

The Standby Immediate Mode power command immediately puts the drive in the Standby 
Mode. Power is removed from the spindle motor (the drive's PCB power remains) and the heads 
arc parked. 

Idle Immediate Mode - E1 h 

The Idle Immediate Mode power command immediately puts the drive in the Idle Mode. 

Standby Mode, Automatic Power-Down - E2h 

The Standby Mode. Automatic Power-Down (APO) command immediately puts the drive in the 
Standby Mode. The Sector Count Register is then examined. If the value in chis register is not 
zero. the Auto Power-Down feature is enabled and will take effect once che countdown timer 
reaches zero. The valid count range is Table 6-16. Each time the drive is accessed, the countdown 
timer is reset co chc value originally sec in the Sector Count Register at the time the Standby 
Mode-Auto Power Down command was issued. 

Note: If che value in che Sector Count Register is zero, the Auto Power-Down 
feature is disabled. 

Table 6-16 Valid Count Range 

SECTOR COUNT TIME 

1 to 12 1 minute 

13 to 240 (Value • 5) seconds 

241to251 (Value - 240) • 30 seconds 
252 to 255 ((Value • 5) seconds 
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Idle Mode, Automatic Power-Down - E3h 

The Idle Mode, Automatic Power-Down command immediately puts the drive inco the Idle 
Mode. The Sector Counc Register is then examined. If the value in this register is not i.cro, the 
Auto Power-Down feature is enabled and takes effect once che countdown timer reaches i.cro. 
The valid count range is listed in Table 6-16. Each rime che drive is accessed, che countdown 
rimer is reset co che value originally sec in che Sector Count Register ac chc: time che Idle Mode­
Auco Power Down command was issued. 

Note: If the value in che Sector Count Register is i.cro, the Auto Power-Down 
feature: is disabled. 

Check Power Mode - E5h 

The CHECK POWER MODE command writes FFh into the Sector Count Register provided 
chat the drive: is in the: Idle Mode, even if it is in Aucomacic Power-Down mode. However, if it 
is in Standby mode, the drive returns a value of OOh in the Sector Count Register. 

Sleep Mode - E6h 

The Quan rum Vortex drive considers the Sleep Mode co be the equivalent to the Standby Mode, 
except chat a reset is required before issuing a command requiring media access. 

Identify Drive 

The IDENTIFY DRIVE command enables the host to receive parameter information from the 
drive. When chc host issues chis command, the drive sets BSY, scores the required paramc:r.cr 
information in the: sector buffer, sets DRQ, and generates an interrupt. The: host then reads the 
information from the sector buffer. The Identify Drive Parameters Table, shown in Table: 6-17, 
defines the: parameter words scored in the: buffer. All reserved bits should be zeros. A full (-· .. 
explanation of the parameter words is listed below: \ ....... 

Default Logical Cylinders: The: number of translated cylinders in the: defaulc translation 
mode. 

Number of Logical Heads: The number of translated heads in che default translation 
mode. 

Number of Unformatted Bytes Per Track: The number of unformatted byres per 
translated track in che default translation mode. 

Number of Unformatted Bytes Per Sector: The number of unformatted bytes per sector 
in the default translation mode. 

Number of Logical Sectors Per Track: The number of sectors per crack in the default 
translation mode. 

Serial Number: The conrenrs of this field arc left aligned and padded with spac.cs (20h). 
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Buffer Type: The contents of chis field are as follows: 

• OOOOh = Noc specified 

• 000 l h = A single-ported, single-sector buffer capable of data transfers either to or 
from the hosr or ro or from the disk 

• 0002h =A dual-ported, multiple-sector buffer capable of simultaneous data 
transfers either to and from the host, or from the hose and the disk 

• 0003h =A dual-ported, multiple-sector buffer capable of simultaneous data 
transfers with read caching 

• 0004 - FFFFh = Reserved 

Firmware Revision: The contents of chis field are left-aligned and padded wich spaces (20h). 

Model Number: The conrents of chis field are left-aligned and padded with spacc:s (20h). The 
low-order byre appears first in a word. 

Table 6-17 !dentifi. Drive Parameters 

WORDS1 . 
PARAMETER DESCRIPTION 

BIT 
BIT (Statements below are true if the bit Is set to 1) 

VALUE 

15 0 Reserved for nonmagnetic drives 

14 0 Format speed tolerance gap required 

13 0 Track offset option available 

12 0 Data strobe offset option available 

11 0 Rotational speed tolerance is> 0.5% 

10 1 Disk transfer rate> 10 Mbit/s 

9 0 Disk transfer rate > 5 Mbit/s, but < 1 a Mbit/s 

8 0 Disk transfer rate <= 5 Mbit/s 

7 0 Reserved for. removable-cartridge drive 

6 1 Hard disk drive 

5 0 Spindle motor control option implemented 

4 1 Head-switch time > 15 µs 

3 1 Not MFM-encoded 

2 0 Soft-sectored 

1 1 Hard-sectored 

0 0 Reserved 

1275AT = 2,492 
Default logical cylinders 

2550AT = 4,994 

0 Reserved 
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WORDS 1 

PARAMETER DESCRIPTION 

WORD BIT 
BIT (Statements below are true if the bit Is set to 1) 

VALUE 

3 
1275AT = 16 

Default number of logical heads 
2550AT= 16 

4 Number of unformatted bytes per track 

5 512 Number of unformatted bytes per sector 

6 
12"/SAT = 63 

Default number of logical sectors per track 
2550 AT= 63 

7-9 5154h Vendor-unique 

10-19 Serial number (20 ASCII characters)2 

20 3 Buffer type 

21 A7h Buffer size in 512-byte increments 

22 4 
Number ofEGCoytes passeCf on READ7WHI 11= LUNC:i 
commands 

23-26 Firmware revision (8 ASCII characters) 

27-46 Model number (40 ASCII characters) 

son Vendor Unique 

15-8 08h Maximum number of sectors that can be transferred per 
47 

7-0 interrupt is set to 8 for READ MULTIPLE and WRITE MULTI., 
PLE commands. 

48 0 Cannot perform double word 110 

15-12 0 Reserved 
11 1 1 = 1/0 Ready is supported 

49 10 1 1 = 110 Ready can be disabled 
9 1 1 = LBA supported 
8 1 1 = OMA supported 

7-0 0 Vendor Unique 

50 0 Reserved 

51 
10-H -2- PIO aata-transler cycTe timing moae 
7-0 0 Vendor Unique 

52 
~ -z DMAaata-transTer cycTe t1mmg mode 
7-0 0 Vendor Unique 
15-~ o- Reserved 

53 1 1 1 =The fields in words 64-70 are valid 
0 1 1 = The fields in words 54-58 are valid 

54 Number of current cylinders 

55 Number of current heads 

56 Number of current sectors per track 

57-58 Current capacity in sectors (CHS mode only) 
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WORDS1 

PARAMETER DESCRIPTION 

WORD BIT 
BIT (Statements below are true if the bit Is set to 1) 

VALUE 

15-9 0 
Reserved 

59 8 1 Multiple sector setting is valid 

7-0 n3 Current setting for number of sectors that can be transferred 
per interrupt on R/W Multiple commands 

1275AT = 

6Q-61 
2,511,936 

Total number of User Addressable Sectors (LBA Mode only) 
2550 AT= 
5,033,952 

62 
15-8 4 Single-word OMA transfer mode active (Mode 2) 
7-0 7 Single-word OMA transfer modes supported (Mode 2) 

63 
15-8 4 Multiword OMA transfer mode active (Mode 1) 
7-0 7 Multiword OMA transfer modes supported (Mode 1) 

64 3 Advanced PIO Mode is supported 

65 120 Minimum multiword OMA transfer cycle time (ns) per word 

66 333 
Manufacturer's recommended multiword OMA cycle 
time (ns) 

67 333 Manufa~urer's PIO cycle time (ns) without flow control 

68 120 Manufacturer's PIO cycle time (ns) with flow control 

1. The format of an ASCII field specifics thac. wichin a word boundary, the low-order byte appears first. 
2. The serial number has the following format: OOQTMTCYJJJLSSSSBBB 

where: 00 = Placeholders -:z:----· 3 
QT= Quancum , ~ 
M = Place of manufaccure F J. 
T = Drive type family (fix ii z---~------- 2. 
C =Drive capaci 5 1275 MB(!j fsso MB) 
Y = Last digit of year drive builc 
JJJ = Julian date 
L = Manufaccuring production line 
SSSS = Sequence: of manufacture 
BBB= Blanks (placeholders) 

3. n is a variable from zero to 8. 
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6.7.16 

6.7.17 

Set Features 

The SET FEATURES command is used by rhe hosr ro esrablish cerrain parameters which control 
execution of the following drive fearures: 

• 02h - Enable wrire cache feature 

• 03h - Ser transfer mode based on value in Sector Count Register 

SSh - Disable read look-ahead feature 

• 82h - Disable write cache feature 

• Mh - Enable read look-ahead feature 

At/ower-on. or after a reset accomplished by either rhe hardware or software. rhe default mode 
is byres of ECC, read look-ahead, and write cache enabled. 

A hose can choose rhe transfer mechanism by Ser Transfer Mode and specifying a value in the 
Sector Count register. The upper 5 bits define the type of transfer and the low order 3 bits encode 
the mode value. 

PIO Default Transfer Mode, Disable IORDY 
Single Word DMA Mode x 

00000 001 

00010 nnn 

00100 nnn Mulriword DMA Mode x 

Where ''nnn" is a valid mode number for the associated transfer type. , 

Read Defect List 

The READ DEFECT LIST command enables rhe hose co retrieve the drive's defect list. When 
rhe hose writes the byres ar addresses l F2H-l FGH, followed by FOh at address 1F7h, the drive 
sets BSY, retrieves the defect list. sets DRQ. and resets BSY. The first byte, 07h. is a subcode co 
rhe extended command code FOh. The heist can now read seven sectors (3 584 byres) of data. An 
INTRQ precedes each sector. Table 6-18 lists the byres for ch.is command. 

Table 6-18 READ DEFECT LIST Command Bytes 

ADDRESS VALUE DEFINITION 

1 F2 07h Defect List Subcode 

1 F3 FFh Password 

1F4 FFh Password 

1F5 3Fh Password 

AXh 
Drive Select 

(Drive 0) 
1 F6 

BXh -(Drive 1) 

1F7 FOh Extended Command Code 

In Table 6-18: 

• Registers l F2h through l FSh must contain the exact values shown. These values 
function as a key. The drive issues the abort error message if the bytes are not 
entered correctly. 
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• To select che proper drive. sec register 1 F6h. For execution of the command to 
begin, load register 1 F7h with FOh. 

The seven byres lisred in Figure 6-4 describe each defect or replacement in a physical cylinder, 
head, and sector. 

6.7.18 Defect List Data Structure 

00h-06h 

07h 

OEh 

EF7h 

EFEh 

EFFh 

The: defect lists maintained and accessed by the defect management system consist of7 byte: defect 
enttic:s. The P list contains onlv defect entries while the W list contains both defect and 
replacement cylinder information. The defect list structure is illustrated in Figure 6-4. 

Defect List 

Defect Descriptor 1 

Defect Descriptor 2 

Defect Descriptor 3 

... 

Defect Descriptor 51 1 

FFh - End of List 

Checksum 

Status Byte (OOh) 

7 6 5 4 3 2 , 

I 
0 

Defect List Descriptor 1 

.\!! 

/ 
·:·: 

:: 

lfiii!f f j..__s_ta_t_us_sy_t_e_(S_h_o_w_n_s_e_io_w_)___. 

lf1'llt~R-R_::_:a_:_:-:-:-::-t ~-r:_:_li:-:-~-~-M-LS-sB_s ..... 
'~\, . ._ ___ c_y_u_nd_e_r_-_M_s_a __ -'1 

OSti Head 

a:; Sector/Wedge 

Auto Reallocated Defect 
User Reassigned Defect 
Factory (P List) Defect 
Not Used 
Orphan (Bad Spare) 
lnline Defect 
Offline Replacement 
Not Used 

Figure 6-4 Defect List Data Srrucrure 
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6.7.19 

The end of list marker is placed after the last entry in the list (i.e., if there is only one defect, the 
end of list marker would be located at byte 07h). 

The checksum is placed at the end of the list. and the empty area in the list is filled with zeros. 

Table 6-19 shows a sample defect list. 

Table 6-19 Sample Defect List 

ENTRY VALUE DESCRIPTION 

Defect 24h Factory-found defect-spared inline transparently 
Descriptor 1 

07h Replacement Cylinder= 07 (LSB) 

OOh Replacement Cylinder= 00 (MSB) 

07h Defective Cylinder= 07 (LSB) 

OOh Defective Cylinder= 00 (MSB) 

OOh Defective Head = 00 

02h Defective Sector = 02 

Defect 
Descriptor n 41h 

Field-found defect-automatically 
reallocated off line 

08h Replacement Cylinder = 08 (LSB) 

OOh Replacement Cylinder = 00 (MSB) 

07h Defective Cylinder = 07 {LSB) 

OOh Defective Cylinder = 00 {MSB) 

01h Defective head = O 1 

04h Defective sector= 04 

FFh End of list marker 

Configuration 

In :addition to che SET FEATURES command. the Quantum Vom:x 1275/2550AT hard disk 
drive provides two configuration commands: 

• The SET CONFIGURATION command, which enables the host to change 
DisCache and Error Recovery parameters 

• The READ CONFIGURATION command, which enables the host co read the 
current configuration status of the drive 

See Chapter 5 for more derails about DisCache and setting cache pararnc:cc:rs. See Chapter 5 also 
for more infonnacion about error detection and defect management. . 
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Read Configuration 

The READ CONFIGURATION command displays rhe configuration of the drive. Like the 
SET CONFIGURATION command. chis command is secured to prevent accidentally acc.essing 
it. To access rhe READ CONFIGURATION command, you must write the pattern shown 
in Table 6-20 co the Command Block Registers. The first byre, 01 h, is a subcode co the extended 
command code, FOh. · 

Table 6-20 Accessing the READ CONFIGURATION Command 

ADDRESS VALUE DEFINITION 

Nace: 

1F2h 01h Read Configuration Subcode 

1F3h FFh Password 

1F4h FFh Password 

1F5h 3Fh Password 

AXh 
Drive Select 

(Drive 0) 
1F6h 

BXh 
(Drive 1) 

Drive Select 

1F7h FOh Extended Command Code 

In Table 6-20: 

Only the value in address l F2h of the Command Block Registers is 
different from the SET CONFIGURATION command. 

Registers l F2h through 1 FSh must con rain the exact values shown in 
Table 6-20. These values function as a key. The drive issues chc message 
ILLEGAL COMMAND if the key is not entered correctly. 

To select the drive for which the configuration is co be read, set register 
1F6h. For execution of the command to begin, load register 1 F7h with 
FOh. 

A 512-byte data fidd is associated with the READ CONFIGURATION command. A 512-byte 
read sequence sends chis daca from the drive to che host. The information in this data field 
represents che current settings of the configuration parameters. The format of the READ 
CONFIGURATION command data field is similar to that for the dar.a field of the SET 
CONFIGURATION command, shown in Table 6-21. However, in the READ 
CONFIGURATION command. byres 0 through 31 of the data field arc not KEY information. 
as they arc in chc SET CONFIGURATION command. The drive reads chesc bytes as 
QUANTUM CONFIGURATION. followed by eleven spaces. Users can read chc configuration 
into a buffer, then alccr the configuration parameter settings. 

Set Configuration 

The SET CONFIGURATION command is secured co prevent accc:ssing it accidentally. To 
acc.c:ss rhc SET CONFIGURATION command, you must write the pattern shown in 
Table 6-21 co che Command Block Registers. The first byre. FFh, is a subcode co chc extended 
command code FOh. 
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6.7.19.3 

Table 6-21 Ac:c:essing th~ SET CONFIGURATION Command 

ADDRESS VALUE DEFINITION 

1F2h FFh Set Configuration Subcode 

1 F3h FFh Password 

1 F4h FFh Password 

1 F5h 3Fh Password 

AXh 
Drive Select 

1F6h 
(Drive 0) 

BXh 
Drive Select 

(Drive 1) 

1F7h FOh Extended Command Code 

Nore: In Table 6-21: 
Registers 1 F2h through 1 F5h muse conrain rhe exact values shown above. 
These values function as a key. The drive issues the message ILLEGAL 
COMMAND if the key is not entered correctly. 
To select the drive being reconfigured. register 1 F6h should be set. For 
execution of the command co begin, load register l F7h with FOh. 

Set Configuration Without Saving to Disk 

The SET CONFIGURATION WITHOUT SAVING TO DISK command is secured to 
prevent accidenrally accessing ir. To access this command, you must write the pattern shown in 
Table 6-22 to rhe Command Block Registers. The first byre, FFh. is a subcodc to the extended 
command code FOh. 

Table 6-22 Accessing the SET CONFIGURATION \f/ITHOUT SAVING TO DISK Command 

ADDRESS VALUE DEFINITION 

1F2h FEh Set Configuration Subcode 

1F3h FEh Password 

1F4h FEh Password 

1F5h 3Fh Password 

AXh 
Drive Select 

(Drive 0) 
1F6h 

BXh 
Drive 1) 

Drive Select · 

1F7h FOh Extended Command Code 

Note: In Table 6-22: 
Registers l F2h through 1 FSh must con rain the exact values shown above. 
These values function as a key. The drive issues the message ILLEGAL 
COMMAND if the key is nor entered correctly. 
To select the drive being reconfigured. sec register 1 F6h. For execution of 
the command to begin, load register 1 F7h with FOh. 
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Configuration Command Data Field 

A 512-byre data field is associated wirh rhis command. This daca field is senr to the drive through 
a normal 512-byre wri re handshake. Table 6-23 shows the format of the data field. Bytes 0 
through 31 of the data field contain additional KEY information. The drive issues the message 
ILLEGAL COMMAND if chis information is notencered correctly. Byres32 through 35 control 
the operation of DisCache. Byres 36 through 38 control operation of the error recovery 
procedure. The drive does not use bytes 40 through 511, which should be set to 0. 

Table 6-23 Configuration Command Fonnar 

BYTE BIT 

7 I 6 l 5 1 4 l 3 I 2 l 1 1 0 

0-31 QUANTUM CONFIGURATION KEY 

32 RESERVED= 0 l PE I CE 

33 RESERVED 

34 RESERVED= 0 

35 RESERVED= 0 

36 AWRE 1 ARR l NIA } RC l EEC I NIA I N/A l OCR 

37 NUMBER OF RETRIES 

38 ECC CORRECTION SPAN 

39 RESERVED= 0 I WCE I RUEE l 0 

40-511 RESERVED= 0 

Note: All fields marked RESERVED or NIA should be set to zero. 

Quantum Configuration Key (Bytes 0-31) 

Bytes 0-6 must contain the ASCII characters Q. U. A. N. T. U, and M; byte 7, the ASCII 
character space, and byres 8-20 must contain the ASCII characters C. 0. N, F. I, G. U. R. A. T. 
/, O. and N. Bytes 21-31 must contain an ASCII space. If this information is net entered 
correctly, the drive aborts the COMMAND. 

DlsCache Parameters 

PE - Prefetch Enable (Byte 32, Bit 1 ): When set to 1, this bit indicates chat the drive will 
perform prefetching. A PE bit set to 0 indicates that no prefetching will occur. The CE bit (bit 
0) must be set to 1 to enable use of the PE bit. The default value is 1. 

CE - Cache Enable (Byte 32, Bit 0): When set to l, this bit indicates that the drive will 
activate caching o'n all READ commands. With the CE bit set to 0, the drive will disable caching 
and use the RAM only as a cransfC:r buffer. The default setting is 1. 

Error Recovery Parameters 

AWRE- Automatic Write Reallocation Enabled (Byte 36, Bit 7): When set to 1. 
indicates that the drive will enable automatic reallocation of bad blocks. Automatic Write: 
Reallocation is similar co che function of Automatic Read Reallocation. but is initiated by the 
drive when a defective block has become inaccessible for writing. An A WRE bit set to 0 indicates 
that the Quantum Vortex 127512SSOAT drive will not automatically reallocate bad blocks. The 
default setting is 1. 
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ARR - Automatic Read Reallocation (Byte 36, Bit 6): When sec co l, this bic indicates 
that the drive will enable automatic reallocation of bad sectors. The drive initiates reallocation 
when the ARR bit is sec to 1 and the drive encounters a hard error-chat is, if the triple-burst 
ECC algorithm is invoked. The default setting is l. When che ARR bit is sec co 0, the drive will 
not perform automatic reallocation of bad sectors. If RC (byre 36, bit 4) is l, che drive ignores 
this bit. The default value isl. 

RC - Read Continuous (Byte 36, Bit 4): When sec co I. chis bic instructs che drive co 
transfer data of the requested length without adding delays co increase data integricy-chat is, 
delays caused by che drive' s error-recovery procedures. With RC sec co l to maintain a continuous 
flow of data and avoid delays, the drive may send data chat is erroneous. When the drive ignores 
an error, ic does nor pose the error. The RC bit set co 0 indicates chat pocc:ntially rime-consuming 
operations for error recovery are acceptable during data transfer. The default setting is 0. 

EEC - Enable Early Correction (Byte 36, Bit 3): When sec to l, chis bit indicates chat 
the drive will use its ECC algorithm ific detects cwo consecutive equal, nonzero error syndromes. 
The drive will not perform rereads before applying correction, unless ic determines that the error 
is uncorrectable. An EEC bit sec to 0 indicates chat the drive will use its normal recovery 
procedure when an error occurs: rereads, followed by error correction. If the RC bit (byte 36, bit 
4) is sec to l, the drive ignores the EEC bic. The default setting is 0. 

OCR - Disable Correction (Byte 36, Bit 0): When set co 1. this bic indicates chat all data 
will be transferred without correction, even if it would be possible to correct the data. A OCR bit 
sec to 0 indicates that the data will be corrected if possible:. If the data is uncorrectable, ic will be 
transferred without correction, though the drive will attempt rereads. IfRC (byte 36, bit 4) is set 
to l, the drive ignores chis bit. The default setting is 0. The drive will pose all errors, whether OCR 
is set co 0 or 1. 

NUMBER OF RETRIES (Byte 37): This byre specifies the number of rimes chat the drive 
will attempt to recover from data errors by rereading the data. before ic will apply correction. The 
drive performs rereads before ECC correction-unless EEC (byte 36, bit 3) is set co l, enabling 
early correction. The default is eight. 

ECC CORRECTION SPAN (Byte 38): This byre specifies the maximum number ofbits per 
interleave chat can be corrected using triple-burst ECC. The value for chis byre is fixed at 24. 

\,,,._ .. 

6.7.19.8 Drive Parameters ~ F/x ~4c.~/Vc;J 
WCE-Wrlte Cache Enable (Byte 39, Bl~en chis bit is sec co 1, the Quancwn 
Vortex 1275/2550AT hard disk enables the W~s indicates that the drive rerurns 
GOOD status for a write command after suca:ssfully receiving the data. but before writing it co 
the disk. A value of zero indicates that che drive returns GOOD status for a write command afcer 
successfully receiving rhe data and writing ic co the disk. 

If the next command is another WRlTE command, cached data concinues co be written co che 
disk while new data is added to the buffer. The defaulc setting is 1. 

RUEE - Reallocate Uncorrectable Error Enables (Byte 39, Bit 1 ): When set co l, 
chis bit indicates that che Quanrum Vortex 1275/2550.AT hard disk drive will automatically 
reallocate uncorrectable hard errors, if the ARR bit (byte 36, bit 6) is set to 1. The default setting 
is 1. 
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6.8 ERROR REPORTING 

Ac che srarc of a command's execution. the Qua.nrum Vorcex 1275/2550AT hard disk drive 
checks the Command Register for any conditions thac would lead co an abort command error. 
The drive chen acremprs execurion of rhe command. Any new error causes execucion of rhe 
command to terminate ac rhe poinc at which it occurred. Table 6-24 lisrs rhe valid errors for each 
command. 

Table 6-24 Command Errors 

COMMAND 
ERROR REGISTER 

BBK UNC 
Check Power Mode 

Read Defect List v v 
Execute Drive Diag. 

Format Track 

Identify Drive 

Initialize Parameters 

Invalid Cmnd. Codes 

Read Buffer 

Read DMA v v 
Read Configuration v v 
Read Multiple v v 
Read Sectors v v 
Read Sectors Long v 
Read Verify Sectors v v 
Recalibrate 

Seek 

Set Configuration v 
Set ·Features 

Set Multiple Mode 

Write Buffer 

Write DMA v 
Write Multiple v 
Write Sectors v 
Write Sectors Long v 

Nore: V 
ABRT= 
AMNF= 
BBK = 
CORR= 
DRDY= 
DSC = 
DWF = 
ERR = 
IDNF= 
TKO = 
UNC = 

IDNF ABRT TKO AMNF DROY 
v 

·v v v 

v v 
v 

v 
v 

v v v 
v v v 
v- v v 
v v v 
v v v 
v v v 

v v 
v v 
v v 

v 
v 
v 

v v 
v v 
v v 
v v 

Valid errors for each command 
Abort command error 

v 
v 

v 
v 
v 
v 
v 
v 
v 
v 
v· 
v 
v 
v 
v 
v 
v 
v 
v 
v 
v 
v 
v 

Data address mark nor found error 
Bad block dccc:ccc:d 
Corrected dara error 
Drive ready 
Disk seek complete: not decc:crc:d 
Drive wrirc: fault detc:crc:d 
Error bit in the Scarus Register 
Requested ID not found 
Track zero nae found error 
U ncorrc:ccable daca error 

STATUS REGISTER 

DWF DSC CORR ERR 
v v v 
v v v v 

v 
v v v 
v v v 
v v 
v v v 
v v v 
v v v v 
v v v v 
v v v v 
v v v v 
v v v 
v v v v 
v v v 
v v v 
v v v 
v v v 
v v v 
v v v 
v v v 
v v v 
v v v 
v v v 
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ACCESS- (v) Read, write, or update information 
stored on a disk or ocher medium. (n) The operation 
of reading, writing, or updating srored information. 

ACCESS TIME - The incerval between the time a 
request is made by the system and the time the data is 
available from the drive. Includes the seek time, 
rotational latency, and command processing overhead 
time. (Sec: also seek. rotational Latency, and overhead.) 

ACTUATOR - Also known as the posirioneT. The 
internal mechanism that moves the read/write head to 
the proper track. The Quantum actuator consists of a 
rotor connected to head mounting arms that posicion 
the heads over the desired cylinder. Also known as 
rotary actuator. 

AIRLOCK-A patented Quantum feature chat 
ensures durable and reliable daca storage. Upon 
removal of power from the drive for any reason, the 
read/write heads automatically park and lock in a non 
data area called the landing zone. AIRLOCK allows 
the drive to withstand high levels ~f non-operating 
shock. When power is applied to the drive, airflow 
created from the spinning disks causes the AIRLOCK 
a.rm to swing back and unlock the accuacor, allowing 
the heads to move from che landing zone. U pan power 
down, the AIRLOCK swings back to the locked 
positi.on, locking the heads in the landing zone. A park 
utility is not required co park the heads on drives 
equipped with AIRLOCK (all Quantum drives). 

ALLOCATION - The process of assigning particular 
areas of the disk to specific data or instructions. An 
allocation unit is a group of sectors on the disk 
reserved for specified intormation. On hard disks for 
small computer systems. the allocation unit is usually 
in the form of a sector. block, or cluster. (Sec also 
al/o,ation unit.) 

ALLOCATION UNIT - An allocation unit, also 
known as a cluster, is a group of sectors on the disk that 
can be reserved for the use of a particular file. 

ASIC - Acronym for Application Specific lmegraud 
Circuit. 

AT -An interface designed for IBM PCs and 
compatible systems. Also known as IDE. (See also 
inteijizce.) 

Glossary 

AVERAGE SEEK TIME - The average time it cakes 
for the read/write head to move to a specific location. 
Calculated by dividing the time it cakes to comElete a 
large number of random seeks by the number of seeks 
performed. 

8 

BACKUP -A copy of a file, directory, or volume on 
a separate storage device from che original, for the 
purpose of recrieval in case the original is accidentally 
erased, damaged, or destroyed. 

BAD BLOCK-A block (usually che size of a sector) 
thac cannoc reliably hold data due co a physical flaw or 
damaged format markings. 

BAD TRACK TABLE - A label affixed to the casing 
of a hard disk drive stating which tracks arc flawed and 
cannot hold data. This list is typed into the low-level 
formatting program when the drive is installed. 
Quantum users can ignore bad track tables since 
Quantum's built-in defect-management protections 
compensate for chcse flaws automatically. 

BEZEL-A plastic panel chat extends the face of~ 
drive so that it covers a computer's drive bay opening. 
The bezel usually contains a drive-activity LED. Also 
known as rhe faceplate. 

BIOS - Acronym for Basic Input J Output Sysrcm. 
The firmware portion of a computer that manages the 
flow of signals through the system bus and to the 
atcached cards and peripheral devices. 

BIT - Abbrcviacion for binary digit. A binary digit 
may have one of two values-1 or 0. This contrasts 
with a decimal digit, which may have a value from 0 
to 9. A bit is one of the logic lor logic 0 binary settings 
that make up a byte of data. (Sec also byre.) 

BLOCK - In UNIX workstation environments, chc 
smallest contiguous area that can be allocated for the 
storage of data. UNIX blocks arc generally 8 Kbyccs 
( 16 sectors) in size. In DOS environmcncs, the block 
is referred co as a cluster. (Noce: This usage of the 
rerm block at che operating system level is different 
from its meaning in relation to the physical 
configuration of the hard drive. See sector for 
comparison.) While an operating system may have its 
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block size set at BK. the drive usually assigns its 
"logical block" size co 1 sector ( 1 OS block = 16 drive 
locical blocks). 

BPI - Bies Per Inch. A measure of how denselv 
information is packed on a storage medium. (See also 
FCL) 

BUFFER-An area of RAM reserved for cemporarv 
storage of data chat is waiting co be sent co a device' 
that is not yet ready co receive it. The data is usually 
on its way co or from the hard disk drive or some ocher 
peripheral device. 

BUS - The part of a chip. circuit board, or inrerface 
designed co send and receive data. 

BYTE- The basic unit of computer memory. large 
enough co hold one character of alphanumeric data. 
Comprised of eight bits. (See also bit.) 

c 
CA.CHE- High-speed RAM used as a buffer between 
the CPU and che hard disk. Since che CPU can gee 
information more quickly from the cache than from 
main memory, the cache usually contains information 
that is used frequently by' the system. 

CAPACTIY - The amount of information chat can 
be stored on a hard drive. Also known as storage 
capacity. (See also fonnatted capacity.) 

CLEAN ROOM - An environmentally controlled 
dust-free assembly or repair facility in which hard disk 
drives arc assembled or can be opened for incernal 
servicing. 

CLUSTER- In DOS environments, che smallest 
contiguous area that can be allocated for che storage of 
data. DOS clusters arc usually 2 Kbyces (4 sectors) in 
si~. 

CONTROLLER- The chip or circuit chat translates 
computer data and commands into a form suitable for 
USC oy the hard drive. Also known as disk COntroller. 

CONTROLLER CARD-An adapter containing che 
control electronics for one or more hard disks. Usually 
inscallcd in a sloe in the computer. 

CPU -Central Processing Unit. The microprocessor 
chip chat performs the bulk of data processing in a 
computer. 

CR.C- Cyclic Redundancy Check. An error detection 
procedure that identifies incomplete or faulty data in 
each sector. 
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CYLINDER- When disks are placed directly above 
one another along the shaft, the circular, vertical 
"slice" consisting of all the tracks located in a 
particular position. 

D 
DATA SEPARATOR- The circuit thacextraccs data 
from timing information on drives chat store a 
combined data and clock signal. 

DEDICATED SERVO - A posicioning mechanism 
using a dedicated surface of the disk chat con~ns 
riming and positioning information only, as 
compared co surfaces that are also used for data. (See 
also embedded seroo.) 

DEFECT MANAGEMENT - A technique 
ensuring long-term data integrity. Consists of 
scanning disk drives both at the factory and during 
regular use, de-allocating defective sectors before 
purchase and compensating for new defective sectors 
afterward. 

DISK - In. general, any circular-shaped data-storage 
medium that scores data on che flat surface of the 
platter. The most common type of disk is the 
magnetic disk, which stores data as magnetic patterns 
in a metal or metal-oxide coating. Magnetic disks 
come in two forms: floppy and hard. Optical 
recording is a newer disk technology chat gives higher 
capacity storage but at slower access times. 

DISK CONTROLLER - A plug-in board, or 
embedded circuitry on the drive, chat passes 
information co and from the disk. The Quan rum hard 
disk drives all have controllers embedded on the drive 
printed-circuit board. (Sec also controller.) 

OMA- Direct Memory Access. A process for 
transferring data directly co and from main memory, 
without passing through the CPU. DMA improves 
the speed and efficiency by allowing the system co 
continue processing even while new data is being 
retrieved. 

DOS - Disk Operating System. The most common 
operating system used in I BM PCs. Manages all access 
ro data on the disk. 

DRIVE - Shore form of disk drive. 

DRIVE GEOMETRY - The functional dimensions 
of a drive, including the number of heads, cylinders, 
and sectors per crack. {See also logical format.) 
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E 
ECC - Error Correction Code. The incorporation of 
extra parity bits in transmitted data in order co detect 
errors chat can be corrected by che concroller. 

EISA- Excended Induscry Standard Archiceccure. An 
enhanced AT bus archiceccure designed by nine 
manufacturers of PC comparibles and announced in 
September 1988. EISA promises the advantages of 
IBM Micro Channel Architecture with che advanr.age 
of downward compacibilicy co che current scandard 
AT bus. (See also ISA.) 

EMBEDDED SERVO -A ciming or location signal 
placcd on tracks that score daca. These signals allow 
the actuator to fine-tune the position of the read/write 
heads. 

ENCODING - The conversion of data inco a paccem 
of On/Off or 1/0 signals prior co being wriccen on chc 
disk surfacc. (See also RLL and M FM.) 

EPROM - Erasable Programmabl~ Read-Only 
Memory. An integrated circuit memory chip chat can 
score programs and data in a non-volatile scace. These 
deviccs can be erased by ultraviolet light and 
reprogrammed with new data. 

EXTERNAL DRIVE - A drive mounted in an 
enclosure separate from the computer system 
enclosure. with its own power supply and fan. and 
connecced to the system by a cable. 

F 
FAT - File Allocation Table. A data cable scored on 
the outer edge of a disk. celling the opcraci~g system 
which sectors are allocated co each file and m what 
order. 

FCI - Flux Changes per Inch. The number of 
magnetic field patterns that can be scorc:d on a giv.en 
area of disk surface. used as a measure of data denmy. 
(Sec also BPL) 

FILE SERVER- A computer chat provides network 
stations with controlled acccss to shareable resources. 
The network operating system is loaded on che file 
server, and most shareable deviccs (disk subsystems. 
printers) arc ace.ached co ic. The file server controls 
syscem security and monitors scation-co-scacion 
communications. A dedicated file server can be used 
only as a file server while ic is on chc network~ A non 
dedicated file server can be used simulcaneously as a 
file server and a workscacion. 

Fl~ARE- Permanent instruccions and daca 
programmed directly into the circuitry of read-only 
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memory for controlling the operacion of the 
compucer. Discincc from software. which can be 
altered by programmers. 

FLUX DENSI1Y - The number of magnetic field 
patterns chat can be scored in a given length of disk 
surface. The number is usually staced as flux changes 
per inch (FCD, wich typical values in the thousands. 
(Sec also FCL) 

FLYING HEIGHT - The distance between the read/ 
write head and the disk surfacc, made up of a cushion 
of air chat keeps the two objcas from touching. 
Smaller flying heights permit denser data storage but 
require more precise mechanical designs. Also known 
as fly height. 

FORMAT - To wrice a magnetic crack pattern on co a 
disk surface. specifying the locations of che tracks and 
sectors. This informacion muse exist on a disk before 
ic can score daca. 

FORMATTED CAP ACI1Y - The amount of room 
left to score daca on a disk after writing scccor headers, 
boundarv definitions. and timing information during 
a formac' operation. The size: of a Quan cum drive is 
always expressed in formatted capacity, accurately 
reflecting che usable space required. 

FORM FACTOR- The industry standard that 
defines chc: physical, external dimensions of a 
particular devicc. For example. most Quantum hard 
disk drives use a 3 1/2-inch form faccor. 

G 
GillDE RAILS - Plastic scrips atr.ached co chc sides 
of a hard disk drive in an IBM PC/ AT or compatible 
compucer so chat the drive easily slides into place. 

H 
HALF-HEIGHT - Standard drive size equivalent co 
half the vertical space of a 5 1/4-inch drive .. 

HARD DISK-A type ofscor~c medium chacrctains 
data as magnccic patterns on a ngid disk. usually made 
of an iron oxide or alloy over a magnesium or 
aluminum platter. Because hard disks spin more 
rapidly than floppy disks. and che head flies closer co 
chc disk. hard disks can transfer data fascer and store 
more in chc same volume. 

HARD ERROR-A data error that persists when the 
disk is re-read, usually caused by defects in the 
physical surface. 
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HARD-SECTORED - The most common method 
of indicating the start of each sector on a disk. based 
on information locacc:d in che embedded servo. This 
method is more precise than soft-sectored techniques 
and resulrs in lower overhead. (See also soft-sec:ored.) 

HEAD - The tiny electromagnetic coil and metal 
pole used to create and read back magneric pacrerns 
on the disk. Also known as read/write head. 

HEAD CRASH - Damage to rhe read/write head, 
usually caused by sudden contact with the disk 
surface. Head crash can also be caused by dust and 
ocher particles. 

HIGH-CAPACilY DRIVE- Bv induscrv 
conventions typically a drive of l 00 megabytes or 
more. 

HIGH-LEVEL FORMATTING - Formatting 
performed by the operating system co create the root 
directory. file allocation cables and ocher basic 
configurations. (Sec also /ow-kvef formatting.) 

HOME- Reference track used for recalibration of the 
actuator. Usually the outermost crack (track 0). 

HOST ADAPTER-A plug-in board chat aces as the 
incc:rface between a computer system bus and rhc disk 
drive. 

IDE - Integrated Device Electronics. The term used 
for the interface on drives with embedded controllers 
that can be directly connected to the AT system bus. 
This connection can be through a 40-pin connector 
on the motherboard or an adapter board that contains 
only the drive-select decoding logic. Quanrum AT 
drives use the IDE interface. 

INITIALIZATION-Sec fow-feveifarmatting. 

INTERFACE -A hardware or software prococol. 
(contained in the electronics of the disk controller and 
disk drive) that manages the exchange of data between 
the drive and comput.c:r. The most common interfaces 
for small computer systems are AT (also known as 
IDE) and SCSI. 

INTERLEAVE - The arrangement of sectors on a 
track. The Interleave Factor is the number of sectors 
that pass beneath the read/write heads before the next 
sector arrives. For example, a 3: 1 inrcrleave factor 
means chat the heads read a sector. then let two pass 
by before reading another. requiring three full 
revolutions of the disk to access the complete data 
track. Quantum drives have an inccr!eave facto~ of 
1: l, allowing the system to access a tull track ot dara 
in a single revolution. 
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INfERLEAVE FACTOR- The number of sectors 
that pass beneath the read/write heads before the next 
numbered sector arrives. When the interleave factor is 
3: 1, a sector is read. two pass by. and then the next is 
read. le would take three revolutions of the disk to 
access a full track of data. Quantum drives have an 
interleave of 1: 1. so a full track of data can be accessed 
within one revolution of the disk. thus offering the 
highest data throughput possible. 

INTERNAL DRIVE - A drive mounted inside one 
of a computer's drive bays. or a hard disk on a card 
installed in one of the computer's expansion slots. 

ISA- Industry Standard Architecture. The standard 
16 bit AT bus as designed by IBM for their PC/AT 
system. This has been the only industry standard bus 
for PCs until the recent release of MCA (Micro 
Channel Architecture) and EISA (Ext.ended Industry 
Standard Archicecrure). (Sec also £/SA.) 

JUMPER - A tiny box chat slips over two pins on a 
circuit board, connecting the pins electrically. Some 
board manufacturers use Dual In-Line Package (DIP) 
switches instead of jumpers. 

K 
KILOBYfE (K) -A unit of measure consisting of 
l ,024 (2 I°) bytCS. . 

L 
LANDING ZONE - A non-data area on chc disk's 
inner cylinder where the heads can rest when the 
power is off. 

IATENCY - The time during which the read/write: 
heads wait for the data to rotate into position after the 
controller starts looking for a particular data track. If 
a disk rotates at 3,600 rpm. the maximum latency 
rime is 16.4 milliseconds, and the average latency time 
is 8.2 milliseconds. 

LOGICAL BLOCK· See Block. 

LOGICALFORMAT- In connection with standard 
disk formatting, refers co low-level fonnatting. In 
relation co DOS-specific format requirements, refers 
to the translations accomplished by the controller in 
situations where the hard drive data configurations do 
not match DOS format limitations. 
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LOOKAHEAD - The process of amicipacing events 
in order co speed up computer operations. For 
example, the system can buffer data into cache RAM 
by reading blocks in advance, preparing the system for 
the next data request. 

LOW-LEVEL FORMATTING - The process of 
creating sectors on the disk surface so chat the 
operating system can access the required areas for 
generating the file structure. Quanrum drives are 
shipped with the low-level formatting already 
completed. Also known as initialization. 

M 
MB - See megabyte. 

MEDIA- The magnetic film chat is deposited or 
coac:d on an aluminum substrate which is very flat 
and m the shape of a disk. The media is overcoated 
with a lubricant to prevent damage to che heads or 
media during head cake off and landing. The media is 
where the data is scored inside the disk in the form of 
magnetic flux or polarity changes. 

~GABYfE (MB)-Quancum defines megabyte as 
10 bytes or 1,000,000 bytes. 

MEGAHERTZ - A measurement of frequency in 
millions of cycles per second. 

MHz - Sec megahenz 

MICROPROCESSOR- The integrated circuit chip 
that performs the bulk of data processi.ng and conttols 
the operation of all of the pans of the system. A disk 
drive also contains a microprocessor co handle all of 
the internal functions of the drive and to support chc 
embedded controller. 

MICROSECOND (µs) - One millionth of a second 
(.000001 sec.). 

MIWSECOND (ms)- One thousandth of a second 
(.001 sec.). 

MTBF - MC2ll Time Between Failure. Reliability 
raring indicating the failure rate expected of a produce 
expressed in power on hours (POH). Since 
manufacturers differ in the ways they determine che 
MTBF. comparisons of products should always cake 
into account the MTBF calculation method. 

MITR-Mean Time To Repair. The average cimc ic 
cakes co repair a drive chat has failed for some reason. 
This only cakes inco consideration the changing of chc: 
major sub-assemblies such as circuit board or sealed 
housing. Component level repair is nor included in 
this number as chis type of repair is nae performed in 
chc field. 
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0 
OVERHEAD - Command overhead refers co the 
processing cime required by che controller, hose 
adapter, or drive prior to the execution of a command. 
Lower command overhead yields higher drive 
performance. (Sec also zero command overhead.) Disk 
overhead refers to che space required for non-data 
information such as location and timing. Disk 
overhead oftc:n accounts for about ten percent of drive: 
capacity. Lower disk overhead yields greater disk 
capacity. 

OVERWRITE - To write data on top of existing 
data, erasing it. 

OXIDE - A metal-oxygen compound. Mose 
magnetic coatings arc: combinations of iron or ocher 
metal oxides. and the term has become: a general one 
for the magnetic coating on cape or disk. 

p 

P ARTITI 0 N -A portion of a hard disk ded.icacc:d to 
a particular operating system and application and 
accc:ssc:d as a single logical volume. 

PERFORMANCE -A measure of the speed of the 
drive: during normal operation. Factors a!fc:ccing 
performance arc seek times. transfer race and 
command overhead. 

PERIPHERAL - A device added co a system as an 
enhancement co chc basic CPU. such as a disk drive:, 
cape drive or printer. 

PHYSICAL FORMAT-The acrual physical layout 
of cylinders. cracks. and seaors on a disk drive. 

PLATED MEDIA- Disks thac arc covered with a 
hard metal alloy instead of an iron-oxide: compound. 
Plated disks can store greater amounts of data chan 
their oxidc-coacc:d counterparts. 

PLATIER - Common term referring to the hard 
disk. 

POH - Power On Hours. The unit of measurement 
for Mc:an Time Between Failure as expressed in the 
number of hours that power is applied to the device 
regardless of the amount of aaual data transfer usage. 
(Sec also MTBF.) 

POSITIONER- Sec actuator. 

PROGRAMMED 1/0 - ln a disk drive with an AT 
interface. data may be transferred between che drive 
and hose using programmed I/O (PIO). In this case. 
rhe registers in che disk drive arc accessed using host 
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address lines AO-A2, chip select signals CS 1 FX-and 
CS3FX-, and read/write signals IOR- and IOW-. 
The host uses PIO to write to the Command Block 
Registers when transmitting commands to the drive, 
and to the Control Block Registers when rransmirring 
control, such as a software reset. 

R 
RAM - Random Access Memory. An inregrared 
circuit memory chip chat allows information to be 
stored and retrieved by a microprocessor or conttoller. 
The information may be srored and retrieved in any 
order, and all storage locations are equally accessible. 

RAM DISK -A "phantom" disk drive created by 
setting aside a section of RAM as if it were a group of 
regular sectors. Access co RAM disk data is extremely 
fast, but is lost when che system is reset or turned off. 

READ AFTER WRITE - A mode of operation 
re9uiring that the system read each sector after data is 
wntten, checking chat the data read back is the same 
as the data recorded. This operation lowers system 
speed but raises data reliabilicy. 

READ VERIFY-A data accuracy check performed 
by having the disk read data co the controller, which 
then checks for errors but does nor pass the daca on co 
the system. 

READ/WRITE HEAD - The tiny electromagnetic 
coil and metal pole piece used co create and read back 
the magnetic patterns (write or read information) on 
the disk. Each side of each platter has its· own read/ 
write head. 

REMOVABLE DISK- Generally said of disk drives 
where the disk itself is meant to be removed, and in 
particular of ha.rd disks using disks mounted in 
cartridges. Their advantage is char multiple disks can 
be used co increase the amount of stored material, and 
chat once removed, the disk can be srored away co 
prevent unauthorized use. 

RLL - Run Length Limited. A method of encoding 
data into magnetic pulses. The RLL technique 
permits 50% more data per disk than che MFM 
method, but requires additional processing. 

ROM - Read-Only Memory. Integrated circuit 
memory chip containing programs chat can be 
accessed and read but can not be modified. 

ROTARY ACTUATOR - The rotary acruacor 
replaces the stepper mocor used in che past by many 
hard disk manufacturers. The rotary acruacor is 
perfealy balanced and rotates around a single pivor 
point. It allows closed-loop feedback posicioning of 
the heads, which is more accurate than srepper 
motors. 
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ROTATIONAL LATENCY - The delav between 
when rhe conrroller sc:arc; looking for a specific block 
of data on a crack and when that block rotates a.round 
to where ic can be read by the read/write head. On 
average, ic is half of the rime needed for a full rotation 
(about 8 ms.). 

s 
SECTOR- On a PC ha.rd drive, the minimum 
segment of track length chac can be assigned co store 
information. On Macintosh and UNIX drives, sectors 
are usually grouped into blocks or logical blocks that 
function as che smallest data unic permitted. Since 
these blocks a.re often defined as a single sector the 
terms block and sector a.re sometimes used 
interchangeably in this context. (Note: The usage of 
the term block in connection wich the physical 
configuration of che disk is different from ics meaning 
at the svscem level. See also block and cluster for 
comp~ison.) 

SEEK-A movement of the disk read/write head to a 
specific data crack. 

SERVO DATA- Magnetic markings written on the 
media chat guide the read/write heads co che proper 
position.-

SERVO SURFACE -A separate surface containing 
only positioning and disk timing information but no 
data. 

SE1TLE TIME- The interval between the arrival of 
the read/write head at a specific crack, and the 
lessening of the residual movement co a level sufficient 
for reliable reading or writing. 

SHOCK RATING - A racing, expressed in "G's", of 
how much shock a disk drive can sustain without 
damage. 

SOFf ERROR-A faulcy data reading chat docs not 
recur if the same data is reread from the disk, or 
corrected by ECC. Usually caused by power 
fluctuations or noise spikes. 

SOFf-SECTORED - Old time-based method of 
indicating chc start of each sect.or on a disk. Soft­
seaored drives require chat location insrruaions be 
located in the data fields. (Sec also hard-sectored.) 

SPINDLE- The drive's center shaft, on which the 
hard disks a.re mouncc:d. A synchronized spindle is a 
shaft that allows two disks co spin simultaneously as a 
mirror image of each ocher, permitting redundant 
storage of data. 
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SPUTTER- A special method of coating the disk 
that results in a hard, smooch surface capable of 
storing data at a high density. Quantum disk drives 
use sputtered thin film disks. 

·STEPPER-A type of motor chat moves in discrete 
with each electrical pulse. Stepper were originally the 
most common type of actuator engine, since they can 
be geared to advance: a read/write head one track per 
seep. However, they are noc as fast, reliable:, or durable 
as the: voice coil acruacors found in Quantum disk 
drives. (Sec: also voice coil) 

SUBSTRATE - The material underneath the 
magnetic coating of a disk. Common substrates 
include aluminum or magnesium alloys for hard 
drives, glass, for optical disks, and mylar for floppy 
disks. 

SURFACE- The top or bottom side of a disk. which 
is coar.c:d with the: magnetic mar.c:rial for recording 
data. On some: drives one: surface may be: reserved for 
positioning information. 

T 
THIN FILM: - A type: of coating allowing very thin 
layers of magnetic material. used on hard disks and 
read/write: heads. Hard disks wich thin film surfaces 
can score: greater amounts of data. 

TPI-Tracks Per Inch. The: number of tracks written 
within each inch of disk's surface:, used as a measure: of 
how closely the tracks arc packed on a disk surface:. 
Also known as track dmsity. 

TRACK- One of the: many cono:ntric magnetic 
circle patterns written on a disk surface: as a guide: for 
storing and reading data. Also known as channel 

TRACK DENSI1Y - How closely the: tracks are 
packed on a disk surface:. The number is specified as 
tracks per inch (TPI). 

TRACK-TO-TRACK SEEK TIME - The rime: 
required for che rc:ad/wrice heads to move: to an 
adjaa:nt trade. 

TRANSFER RATE - The rar.c: at which the disk 
sends and receives data from the: controller. The 
sustained transfer rate includes the time required for 
sysr.c:m processing. head switches and seeks, and 
accurately reflects the drive's true performance:. The: 
burst mode transfer rate is a much higher figure chat 
refers only to the movement of data directly into 
RAM. 

u 
UNFORMATTED CA.PACl1Y - The total number 
of usable byr.c:s on a disk. including the spaa: chat will 
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be required co lacer co record location, boundary 
definirions, and timing information. (Sec: fonnatted 
capacity for comparison.) 

v 
VOICE COIL - A fast and reliable actuator motor 
chat works like a loud speaker, with the force: of a 
magnetic coil causing a proportionate: movement of 
the head. V oia: coil actuators arc: more durable chan 
their stepper counterparts. since fewer parts arc 
subject co daily stress and wear. Voice coil r.c:chnology 
is used in all Quantum drives. 

w 
WEDGE SERVO - The position on every crack chat 
contains data used by chc: closed loop positioning 
control. This information is used co fine tune chc 
position of the: read/write heads exactly over chc crack 
cent.er. 

WINCHESTER DISKS - Former code name for an 
early IBM hard disk model, sometimes still used co 
refer co hard drives in general. 

WRITE ONCE -An optical disk r.c:chnology that 
allows the drive co score and read back daca, but 
prevents chc drive from erasing information once ic 
has been wri ct.en. 

x 
xr - On che bus level, the original 8-bic version of 
what is now the AT bus. 
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