


































































































































































































































THE ASSEMBLER 

Often it is desirable for parts of a program (called modules) to be developed separately. Each 
module must be assembled separately prior to final merging of all the modules. During this 
merging process, it is necessary to resolve references which refer to addresses or data defined in 
another module. The resolution of these external references is called linking. The assembler 
must provide information to the loader, in a manner similar to relocation records, concerning the 
address fields which must be resolved. 

Linking Loader Output 
As output, load produces an object-code module, a load map, a module map, and a global symbol 
table. The object-code module can be either relocatable or executable. A relocatable module 
produced by the loader cannot be distinguished from a relocatable module produced by the 
assembler. Only the loader, however, can transform multiple relocatable modules into an 
executable program. 

The Standard Environment File 
An environment file,lliblstd_env is supplied with every 4400. The loader uses this file to get the 
information necessary to load a given module. The environment file is just an options file 
(described earlier in this section) which is processed before any other options on the command 
line. This file contains hardware-specific information so the user will not need to specify these 
things each time a file is loaded. Information such as the hardware page size and the starting 
address of the text or data segments is typically found here. The Iliblstd_env options file is also 
linked to lliblldr _environ. 

Invoking the Loader 
The linking loader accepts as input previously assembled, relocatable object-code modules and 
produces as output either: 

1. A link-edited, relocatable, object-code module or 
2. A link-edited, relocated, executable program. 

The command line necessary to invoke the linking loader is: 

++ load <relocatable_modules> [+options] 

The two plus signs are the system's ready prompt, and load is the name of the linking loader 
command file. 

<relocatable modules> is a list of one or more file names, separated by blanks, which contain 
relocatable object-code modules you wish to load. The object-code modules are loaded in the 
order specified. 
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Options is a list of options which must start with a plus sign (" +") and may not contain any 
embedded spaces. More than one list of options may be specified, but each list must start with a 
plus sign. Some of the options are single characters, while others require an argument. Those 
that are single letters may be grouped together; for example: +sm. Those that require arguments 
may either stand alone or be the last of a group of options; for example: +smT=400000 (the 
T =400000 is an option with an argument). The equal sign is not required in options with an 
argument. Therefore, +T=400000 is equivalent to +T400000. 

Valid Options 
+a=<minimum _number _ o(yages> The "a" option specifies the minimum number of pages to be 

allocated to this task when executing. The number of pages specified must 
be a non-negative decimal number up to the maximum of 32767. 

+A=<maximum _number _ o(jJages> 

The "A" option specifies the maximum number of pages to be allocated to 
this task when executing. The number of pages specified must be a non­
negative decimal number, and should be greater than or equal to the 
minimum specified. The loader automatically adjusts ridiculous page 
counts. The maximum number of pages that can be specified is 32767. 

+b=<maximum_Iogical_task_size> 
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The "b" option tells the operating system the largest size that this task may 
grow to while executing. The maximum logical task sizes currently 
supported are: 

128K 
256K 
512K 
1M 
2M 
4M 
8M 

For example : 

+b=512K 
+b=2M 
+b=8m 

The letters "M" and "K" may be in upper- or lowercase. The default task 
size is 128K. The loader automatically adjusts the task size if it finds that 
the size specified by the user or the default size is too small for the 
modules being loaded. 
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+B Do not zero the BSS space. 

+c=<source _module_type> 

The "c" option allows the user to specify from what type of source file this 
module was created. This information is placed in the binary header for 
use in debugging. The source module types currently recognized are: 

ASSEMBLER 
C 

and are specified as follows: 

+c=ASSEMBLER 
+c=C 

Upper or lower case letters may be used. 

+d This option specifies no core dump is to be produced. 

+ D[ =<start _ of_data _segment>] 

+e 

+f 

The "0" option specifies the data segment bias to add to all data references 
(i.e., the starting address of the data segment). The number specified as the 
start of the data segment must be in hex and is machine dependent. If no 
starting data address is given, the data segment follows the text segment. 
The "0" option with no argument forces the data segment to follow the 
text segment (the default). This may be necessary if the std _ env file 
contains data and/or text starting addresses and the user wishes to load a 
module for execution on another machine with different hardware 
requirements. 

By default, the loader notifies the user only once about each unresolved 
external symbol. This option forces it to report every occurrence of every 
unresolved external symbol, showing in which module it was unresolved. 

This option loads the text page when it is first referenced. (Load on 
demand.) 
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+ F[ =<options _file_name> ] 

+i 

This option allows the user to place loader command line options in a file 
rather than listing them each time on the command line. The file is read by 
the loader, and options are set from there as well as from the command 
line. The last occurrence of an option always overrides previous 
occurrences, so if the options file is specified first, any options found on 
the command line will override the same option in the options file. Nested 
options files are not supported. 

The options specified in the options file must be separated by one or more 
spaces, may be on multiple lines, and must begin with a "+" just as they do 
on the command line. Only options may be specified in this file, not 
modules to be linked. The loader discards all characters up to a "+," so 
comments may be inserted before the first option on a given line. For 
example, the following is a valid options file. 

* Tektronix 4400 environment * 
* Machine configuration +C=4 
* Text Segment offsets + T=O 
* Data Segment offsets +D=O 
* Page Size default (hexadecimal) +P=1000 
* System call +U=TRAP15 

If the "F" option is specified without an argument, the loader looks for the 
file called ldr _opts in the current directory, and uses it as the option file. 

The "i" option includes all internal symbols in the symbol table for 
symbolic debugging. If the "i" option is not specified, only global symbols 
are included in the relocatable, object-code module. 

+l=<library file name> 

+L 

+m 

3-50 

A maximum of five libraries may be specified by repeated use of the "1" 
option. If fewer than five libraries are specified, the system library is also 
searched in addition to the user libraries. Libraries are searched only when 
an executable output program is produced (not when "r" is specified). In 
the following example, an effort is made to resolve externals not found in 
the user's modules by searching the three libraries lib1, lib2, and Syslib: 

++ load echo[1-3].r +l=libl +1=lib2 

For more information concerning the formation and use of libraries, see the 
discussion of libraries later in this section. 

Do not search the libraries for unresolved externals. 

Print the load map and the module map. The load map provides 
information as to the type of output file produced, the length of the 
resulting output object-code module, the number of input modules, and the 
transfer address. The module map describes the load address and object­
code length for each input module. 
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+M=<map output file> 

+n 

+N=<module name> 

+o=<file name> 

+r 

+s 

The load map, module map and symbol table are written by default to 
standard output. This option specifies a file name to which this 
information is to be written, rather than standard output. 

Produces an executable output module with totally separate instruction and 
data spaces. This option informs the operating system that hardware 
support for separate instruction and data spaces is available and to handle 
addressing accordingly. 

Specifies the name to be given to the output module of the loader (in a 
manner similar to the name directive of the assembler). Since the loader 
does not propagate the module names of the relocatable input modules to 
the output module, the "N" option must be used to assign a name to a 
module. If the "N" option is not used, the module name will default to the 
name of the file in which it is contained. Both executable programs and 
relocatable modules can receive module names. The name is limited to a 
maximum of 14 characters. 

Specifies the file name for of the output binary file. If the "0" option is not 
specified, the output file will be named file _ name.o in the current 
directory. If a file by this name already exists, it will be deleted. 

This option specifies the page size to use. "n" is given in hex, with a 
default of $0. 

The "r" option specifies that the loader's binary output is to be a 
relocatable object-code module. The effect of this option is as if all the 
modules were contained in one source file and assembled with the 
assembler. 

The "s" option directs the loader to print the global symbol table. If 
specified, the loader prints each global symbol and its address. 

+S=<initial stack size> - -
This option informs the operating system that a task needs some amount of 
stack space when it begins execution. The operating system, by default, 
sets up a 4K-byte stack for each user task. This mechanism allows the task 
to begin execution with possibly more than the normal amount of stack 
space (but never less - the operating system will always round up to the 
next 4K-byte boundary). 

The "t" option specifies that the loader's binary output is to be a shared 
text, executable program. For more information, see Shared Text 
Programs in the discussion on segmentation. 
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+T=<start_of_text_segment> 

+u 

+U=n 

+x=<file name> 

Libraries 

Introduction 

This option specifies the text segment bias to be applied to all text 
references. The starting address must be in hex; it defaults to 0 when the 
"T" option is not specified. The text bias is machine dependent. 

This option tells the loader not to print the unresolved external message 
when producing a relocatable output module. 

This option sets the trap number for system calls. 

This option declares the incremental load file name. 

A library is a special collection of relocatable modules. When an external cannot be resolved 
from the user's modules, the libraries are searched in an effort to resolve it. The loader searches 
the user defined libraries in the order specified on the command line before searching the system 
library. This allows the user to redefine a system library module or entry point. The search for 
an external can be summarized as follows: 

1. Can the external be resolved from the user's modules? 

2. Can it be found in the user specified libraries? 

3. Can the external be resolved from the system library? 

When an external is resolved from a module contained in a library, that module is loaded and is 
then considered to be a user module. Because of this, library modules can reference other library 
modules. 

The loader can search a maximum of five libraries when externals cannot be resolved from the 
user's modules. Usually, these libraries consist of up to four user libraries and the system library. 
The user can, however, specify five libraries on the command line. When five libraries are 
specified, the fifth one takes the place of the system library. 

When searching for a library, the loader first looks for the specified file in the current directory. 
If the file is not found, the loader then looks for the lib directory in the current directory. If it 
finds that directory, the loader attempts to find the specified file. If not found, the loader makes a 
third and final attempt to find the specified file by looking in the directory !lib. If the file is not 
found in any of these three directories, an error message is issued and the loader aborts. This 
process also is followed when searching for the system library. 
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Library Generation 
The libgen utility is used to create new libraries and update existing libraries. All modules in a 
library must have a name. The name is assigned to a module by the name pseudo-op in the 
assembler or by the "N" option of the loader. It is the responsibility of the programmer to ensure 
that all modules in a library have names. The libgen utility will not accept a module without a 
name. 

The syntax for the libgen utility is: 

libgen o=<old> n=<new> u=<updates> <options> <deletions> 

The arguments may be specified in any order. 

The argument o=<old> specifies the name of an existing library file. This library file must have 
been created previously by libgen. If libgen is being called to create a new library (instead of 
updating an existing one), this argument should be omitted. 

The argument n=<new> specifies the name of the new library. If this file already exists, it is 
deleted before the new library is written. This argument need not be specified when updating an 
existing library. In this case, libgen will put the new library in a scratch file, delete the old library 
file, and rename the scratch file, giving it the name of the old library. The command line must 
include either the o=<old> or n=<new> argument, or both. 

The argument u=<updates> specifies the name of a file containing modules that are to be added 
to the library, replacing existing modules in the library if necessary. More than one update file 
may be specified by repeating the u= argument. Up to nine files may be specified in this way. 

As libgen runs, it produces a report, describing the action that it has taken for each module in the 
library. The report includes the module name and the file from which it was read (the old library 
or one of the update files). The options are used to eliminate or shorten this report. If the "+1" 
option is specified, no report is produced. If the "+a" option is specified, the report only contains 
information about those modules that were replaced, added, or deleted. No information about 
modules copied from the old library is given. 

The <deletions> argument is a list of module names to be deleted from the old library. The 
names may be separated by commas or spaces. If a name is specified that cannot be found in the 
old library, a warning message is issued. If the "+1" option was specified, no warning is issued. 
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Examples 
1. Create a new library with the name binlib containing modules from the files one, two, and 

three: 

libgen n=binlib u=one u=two u=three 

Since a new library is being created, the o=<old> argument was omitted. Note that the u= 
argument was repeated for each update file. 

2. Update the library named binlib, adding or replacing records from the file new. Produce an 
abbreviated report: 

libgen o=binlib u=new +a 

Since no new library was specified, the new library is given the name of the old library. 

3. Update the library named binlib, deleting the modules named diagonal and transpose; add 
new modules from the file xyz and write the new library in the file newlib: 

libgen obinlib u=xyz n=newlib transpose diagonal 

Segmentation and Memory ASSignment 

Relocatable and Executable Files 

The loader can produce either an executable program or a relocatable module. By default, the 
loader produces an executable module: use of the "r" option causes the loader to produce a 
relocatable module. The loader can produce two types of executable files: shared text and non­
shared text. The next sections will discuss how load produces the relocatable modules and the 
two types of executable programs. 
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Relocatable Modules 
Relocatable modules produced by the assembler have distinct text, data, and bss segments. All of 
the text object-code appears in the binary file first, followed by all of the data object-code. Since 
there is no object-code in the bss segment, it is thought of as following the data segment. The 
loader maintains these distinct segments by combining the text segments of all the relocatable 
input modules, followed by the concatenation of data segments, and then (conceptually) all the 
bss segments. In addition, the module segments are loaded in the order in which the modules are 
specified on the command line. 

Common blocks (which contain only bss) are not combined with the bss segments of the other 
modules when producing a relocatable output module. Instead, common blocks retain their 
identity as separate modules and are appended to the resulting relocatable output module. 
Common areas are combined with the bss segments of other modules only when producing an 
executable program. 

Relocatable modules can be given module names by the use of the name directive of the 
assembler. This name is used when printing the module map. If no name was given to a module 
by use of the name directive, the name of the file in which it is contained is printed. When 
producing a relocatable output module, the loader does not propagate any of these module names 
to the output To assign an output module a name, use the "N" option when invoking the loader. 

Unlike module names, info fields are collected from the input modules and carried over to the 
relocatable output module and ultimately to the executable program. 

Executable Programs 
When loading modules to produce an executable program, the loader loads modules in the order 
specified on the command line. Common areas (that contains only uninitialized data) are loaded 
after the last module specified on the command line. Libraries are loaded after the last common 
block, or after the last user module on the command line if there are no common blocks. 

The two types of executable programs the loader is capable of producing are shared text and 
non-shared text 
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Shared Text Programs 
Shared text programs have three distinct segments. The text segment is assumed to be read-only. 
This implies the code contained in the text segment is not altered as long as the program runs. 
We can take full advantage of this fact by sharing this segment among several users who are 
running the program concurrently. This can mean a considerable increase in the efficiency of the 
system. 

The data segment is also referred to as initialized data. It is information (actual instructions or 
data) that must be initialized or loaded, but which can be altered at some later point. For 
example, counter variables which must be initialized to zero but will later be incremented should 
be placed in the data segment. At any time, the variable could be read or its value changed. Each 
user would then need his or her own copy of the data segment. 

The bss segment, like the data segment, is also a read/write area. Since a module does not 
contain any object code to be loaded into this section of memory, it is also referred to as 
uninitialized data. The module does contain the size of the bss segment, however, in order to 
inform the operating system that memory is required in this area but does not need to be 
initialized. 

When producing a shared text program, the loader collects all the text segments from the 
relocatable input modules and loads them at the location specified by the "T" option, or at 0 if no 
starting text address was given. All of the data segments are then placed either at the address 
specified in the liD" option or, if no "D" was given, immediately following the last text address, 
rounded up to the granularity specified in the "p" option (or the next even byte if no "p" was 
specified). Memory for the bss segments is allocated immediately following the data segments at 
the time the program is executed. 

There are drawbacks to using shared text. The text portion of a shared text file is always swapped 
to disk. Therefore, programs which are used infrequently, or those that only one task would be 
running at a time, would make better use of the system resources if they were non-shared. 

The following memory map illustrates how the segments are loaded in relation to other segments 
and modules. The module numbers are the order in which they appear on the command line; "m" 
is the last module specified. Common blocks I-x and library modules I-n, which are loaded to 
complete the program, are also represented. 
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Hardware 
Dependent --> Text of mod 1 

Text of mod 2 

Text of mod m 
Text of library 1 
Text of library 2 

Text of library n 
<--+ 

Depends on ' P' option. 
Hardware Dependent. 

<--+ 
Hardware 
Dependent --> Data of mod 1 

Data of mod 2 

Data of mod m 
Data of library 1 
Data of library 2 

Data of library n 
Bss of mod 1 
Bss of mod 2 

Bss of mod m 
Bss of common 1 
Bss of common 2 

Bss of common x 
Bss of library 1 
Bss of library 2 

Bss of library n 

Non-shared Text Programs 
A non-shared text program has the same form as shared text program except that it is simply not 
shared. The non-shared text programs do not incur the overhead of having their text segments 
swapped immediately to disk at execution time. The memory map for a non-shared text program 
is the same as for a shared text program. 
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Load and Module Maps 

Load Map 
The "m" option controls the printing of the module and load maps. The load map provides 
infonnation about the type of output produced, the length of the resulting output object code 
module, the number of input modules, and the transfer address. 

Module Map 
Use of the "m" option also selects printing of the module map. The module map describes the 
load addresses and object code length for each of the input modules. 

The Modu Ie Map of a Relocatable Modu Ie 

10 
11 
12 

14 
15 
16 

000000 
+000000 
XOOOO06 
+oooooc 
+000012 
XOOOO18 

DOODlE 

000000 

207C 
4EB9 
207C 
23C8 
4EB9 
4E75 

0000 
0000 
0000 
0000 
0000 

0000 
0000 
OOOA 
0012 
0000 

#msg1,aO 
pdata 
#msg2,aO 
aO,msgaddr 
pdata 

000000 4D65 7373 6167 msg1 
OOOOOA 4D65 7373 6167 msg2 

fcc "Message 
fcc "Message 

000000 
000000 
000012 

* Start of BSS segment 
bss 
rmb 

msgaddr rmb 
* .. Set transfer address 

18 
4 

18 0000 0000 end Start 

1",0 
2",0 

All of the segments start at address 0 Clines 2, 10, and 14). This is called the base address. 
Because of this, it is possible for two labels in different segments to have the same address (offset 
from the segment base). lab} and msgaddr are examples of this occurrence. All labels defined in 
a segment are relative to its base address. For example, lab1 is 18 bytes from the beginning of 
the text segment, and msg2 has an offset of 10 bytes from the base of the data segment. 
Throughout the linking process, the distance between start and lab1 will remain constant. No 
assumptions, however, can be made about the distance between two labels that reside in different 
segments. 
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To produce a relocatable module from several input modules, the loader must combine all like 
segments. In other words, all text segments are concatenated starting with the text segment of the 
first input module, followed by the text of the second module, and so on. By doing so, however, 
the base address of all modules except the first will be changed. The loader automatically adjusts 
any addresses which refer to symbols in these modules which have been relocated. 

A small "c" program was compiled, assembled and loaded, producing the following load and 
module maps: 

* LOAD MAP * 

Produced - executable, not overlapped TEXT and DATA. 
Module is not shared text. 
Starting TEXT address = 000000 
Starting DATA address = 400000 
Initial stack size = 000000 
Granularity = 000000 
Binary transfer address 000B38 
Number of input modules 5 

* MODULE MAP * 

TEXT 
000000 
000050 
00032A 
000B04 
000B38 

DATA 
400000 
40000C 
40000C 
4000AO 
4000AO 

BSS 
400204 
400204 
400204 
400204 
400204 

MODULE NAME 
test 
Long Mul/Div 
C System Calls 
strlen 
C Wrapper 

FILE NAME 
test.r 
/lib/Clib 
/lib/Clib 
/lib/Clib 
/lib/Clib 

000B52 400204 400604 * Final Segment Addresses * 
The maps show the text segments from each of the modules .are combined and relocated to form 
the text segment of the final executable module. The starting text address was specified as O. 
The starting data address was 400000. From looking at the module map we can see that all 
modules have text segments, the Long Mul/Div and the strlen modules have no data segments, 
and only the C Wrapper module has bss. Note also that the bss segment follows immediately 
after the data segment. The library /lib/Clib was searched successfully for the routines called 
directly and indirectly by the module test. One can see that the binary transfer address is located 
in the C Wrapper module (Address $000B38). 

The following map was produced using the same file as the previous map. No starting address 
for the data segment was specified, therefore the data segment follows the text segment. Since a 
granularity was specified as $1000 (The "p" option), the data segment starts at the end of the text 
segment (rounded up to the next $1000 boundary). The executable module is to be shared text. 
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* LOAD MAP * 

Produced - executable, not overlapped TEXT and DATA. 
Module is shared text. 
Starting TEXT address = 000000 
Starting DATA address = 000000 
Initial stack size = 000000 
Granularity = 001000 
Binary transfer address = 000B38 
Number of input modules 5 

* MODULE MAP * 

TEXT DATA BSS MODULE NAME 
000000 001000 001204 test 
000050 00100C 001204 Long Mul/Div R 
00032A OOIOOC 001204 C System Calls 
000B04 0010AO 001204 strlen 
000B38 0010AO 001204 C Wrapper 

FILE NAME 
test.r 
/lib/Clib 
/lib/Clib 
/lib/Clib 
/lib/Clib 

000B52 001204 001604 * Final Segment Addresses * 

Miscellaneous 

Transfer Address 

A transfer address is the location at which execution is to start when the program is invoked. The 
end directive in the relocating assembler can be used to indicate a transfer address. 

Only one relocatable module included in a program should contain a transfer address. If more 
than one module has a transfer address, the loader prints an error message and aborts. 

Resolution of Externals With Library Modules 

The loader resolves externals in the following manner: 

1. Combine all user modules. 

2. Search libraries sequentially resolving all references that the user modules make to the 
library modules. (Primary references) 

3. Search libraries again, this time resolving any external references made by the library 
modules brought in during step 2. (Secondary references) 
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When resolving externals with library modules, the loader always processes the libraries in the 
order specified on the command line. When resolving secondary references (step 3 above), if 
bringing in another library module introduces more unresolved externals, then the library search 
begins from the beginning again. This way, even though the same module may appear multiple 
times in different libraries, only the first occurrence of each module (as defined by the order of 
the libraries on the command line) is used. 

Etext, Edata, and End 
In certain applications, it is desirable to know the last location contained in a particular program 
segment (text, data, or bss). Due to the manner in which these modules are loaded, it would be 
very difficult to determine these locations in an applications program. To alleviate this difficulty, 
the loader has three global symbols which are always available and contain the location of the 
end of a segment. These three globals are ETEXT, EDATA, and END; they correspond to the 
ends of the text, data, and bss segments respectively. 

ETEXT, EDATA, and END may be used like any other user-defined global symbols. Since they 
behave like user-defined globals, they always appear in the global symbol table listing. When 
used in a module, they should be defined as external. These special symbols are pre-defined, so 
users should not give these names to their own global symbols. 

Error Messages 
The loader produces both fatal and non-fatal error messages. Fatal error messages are of the 
form: 

Fatal Error: <description_of_error> 
Loader aborted! 

Non-fatal errors are produced in different forms for different messages. 

Non-Fatal Error Messages 
Warning: "/lib/std_env" not found. 

The Iliblstd_env file is supplied with every 4400. It is an options file which contains hardware­
specific information so that the user does not need to enter them for each load. If you have not 
deleted or renamed the file purposely, you should contact your Tektronix service representative. 

<symbol_name> unresolved in module <module_name>. 

The specified symbol was referenced in the specified module, but the symbol could not be 
located in any of the user supplied modules or in the libraries (if libraries are being searched). 
This may be expected if a relocatable file is being produced. If an executable file is being 
produced it is an error. 
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Symbol name clash: <symbol_name> in module <module_name>. 

The specified symbol has been globally declared in more than one module. The module specified 
is the one containing the second declaration of the symbol. The name of the global symbol will 
have to be changed in one of the modules, and the module will have to be reassembled. 

Integer overflow in module <module_name>. 
Segment = <segment>. 
Offset in module = <offset>. 

When relocating a field in the module specified, the loader detected overflow out of the size field 
being adjusted. This may not always be an error. The address of the field relative to the 
specified segment is also reported. Subtracting from an external in a module can result in this 
message being produced when in fact the result of the subtraction is exactly as it should be. The 
user should look carefully at the code being loaded to determine if the error message should be 
ignored or not. 

Two-Byte address overflow in module <module name>. 
Segment = <segment>. 
Offset in module = <offset>. 

This error message is similar to the preceeding one, but with one slight difference. A two-byte 
address (absolute word addressing mode from the assembler) must be a positive, 16-bit 
expression to be a valid address, whereas the previous overflow message requires only that the 
result be an unsigned 16-bit expression. This message definitely indicates an error. An address 
was forced to absolute short in the assembler when it can not be. 

Fatal Error Messages 

Illegal minimum page allocation! 

The minimum page allocation must be a positive integer. The number specified on the command 
line is illegal. 

Illegal maximum page allocation! 

The maximum page allocation must be a positive integer. The number specified on the command 
line is illegal. 

3-62 



THE ASSEMBLER 

Too many libraries! 

A maximum of five libraries may be specified on the command line to the loader. 

Nested 'F' options! 

Option files cannot be nested. Multiple option files can be specified on the command line 
though. 

Illegal configuration specified! 

The configuration specified is not a known configuration. See the "c" option for more 
information. 

Illegal option <char>! 

The character specified is not a known loader option. See the "options" discussion for more 
details. 

Relocatable, but data/text start specified. 
Conflicting options! 

When producing a relocatable file as output, no starting text or data addresses can be given. 

Opening <file_name>: <reason> 

The loader received an error from the operating system when it tried to open the specified file. 
An explanation of the error is given. 

Reading <file_name>: <reason> 

The loader received an error from the operating system while trying to read the specified file. An 
explanation of the erroris given. 

Writing to <file_name>: <reason> 

The loader received an error from the operating system while trying to write to the specified file. 
An explanation of the error is given. 
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Seeking to <location> in <file_name>: <reason> 

The loader received an error from the operating system when it tried to seek to the specified 
location in the specified file. An explanation of the error is given. 

Unknown module type! 

The module type specified on the command line is not a legal type. The loader only recognizes 
C, and ASSEMBLER. See the options discussion for more details. 

Illegal task size! 

The task size specified on the command line is illegal. Allowable task sizes are: 12SK, 256K, 
512K, 1M, 2M, 4M, or SM. See the options discussion for more details. 

No files given! 

The loader found no files on the command line. 

Illegal input file <file_name>! 

The specified file is not a legal relocatable file produced by the assembler or the loader. 

Library <library_name> not found! 

The library specified could not be located in the current directory, a directory called lib in the 
current directory, or in the llib directory. 

Bad library format for <library_name>! 

The library specified did not have the correct fonnat for a library created by the libgen utility. 

Multiple transfer addresses! 

Only one module can contain a binary transfer address. The loader found two user-specified 
modules with transfer addresses. 
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<file_name> contains MC68020 or MC68881 specific instructions. 

The relocatable modules have MC68020 or MC68881 code and will not load/link on a MC680 10 
based product. 

Invalid module combination - no output produced. 

The relocatable modules have MC68020 or MC68881 code and will not load/link on a MC68010 
based product. 

Illegal relocation! 

This message is an internal consistency check and should not be issued. If this message is ever 
reported, contact your Tektronix service representative. 

BSS instruction segment! 

This message is an internal consistency check and should not be issued. If this message is ever 
reported, contact your Tektronix service representative. 

BSS transfer address! 

This message is an internal consistency check and should not be issued. If this message is ever 
reported, contact your Tektronix service representative. 
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Section 4 

SYSTEM CALLS 
INTRODUCTION 
Sections 2 and 3 provided an introduction to the 4400 system calls and the use of asm and load. 
This section describes each of the system calls, including errors that may be returned after the 
system call. This section is meant to be used with the assembler. If you want to make system 
calls from a high-level language, see the documentation for that language. 

OVERVIEW 
Assembly language programs on the 4400 interface to the operating system through system calls 
perform functions such as file manipulation and task control. The calls are implemented with the 
TRAP #15 opcode followed by a one-word function code which defines the call to be performed. 
Up to four 32-bit values (longs) may follow the function code, depending on the particular call. 
The 4400 assembler supports the sys pseudo-op which sets up the appropriate machine code for a 
system call. Its syntax is: 

sys function[,argO,argl,arg2,arg3] 

where function is the system call number or name. This pseudo-op produces the TRAP code for 
the call- a single word for the function and 32-bit values for each argument. 

The arguments to system calls fall into three categories: numbers, pointers, and buffer addresses. 
Numbers may be bit patterns (as in the chprm call) or mode codes such as in open. A 32-bit 
value is used, even if the number required fits in 16 bits or less. Pointer arguments are used for 
calls that require a name or ASCII string (such as file names for open and create). The pointer is 
simply the address of the location of the string in memory. The string should always be null 
terminated (a 00 byte). A buffer address is used for calls, such as status, that require a place in 
the caller's address space to place data generated by the call. A buffer address is simply a 32-bit 
address pointing to the start of the data buffer. Some calls also extract data from a caller-supplied 
buffer. 

Some system calls require information to be passed in registers as well as through arguments. 
Most calls use the DO register, but a few use AO as well. All registers are preserved through a 
system call unless a value is returned in the register. An error generated in a call always returns 
the error number in the DO register. 

Condition codes are also preserved through a system call with the exception of the error bit. The 
error bit is the same as the carry, and the assembler supports the bes and bee mnemonics -branch 
if error set and branch if error clear. These mnemonics are synonymous with bes and bec, 
respectively. The error bit always returns cleared if no error resulted from the call; otherwise, it 
is set and the error response code is in DO. The usage of each system call is described in a similar 
manner. To illustrate, here is an example of the read system call: 

<file descriptor in DO> 
sys read,buffer,count 
<bytes read in DO> 
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The infonnation in the angle brackets preceding the call shows the data the system expects to find 
in the registers. In this example, the DO register should contain the file descriptor number of the 
file to be read. Next is the actual system call as it would appear in the assembler source listing. 
The system function is read and it has two arguments: buffer and count. Following the call is 
infonnation regarding the data to be found in the changed registers. In this example, the DO 
register contains a count which represents the actual number of bytes read from the specified file. 
Other registers are unchanged. 

NOTE 

If a system call returns data to a buffer, it may not return it into the 
text segment of a program,· it may return the data to the data or 
stack segments. For example, the buffer in read, and tbuf in time 
may not reside in the text segment. 

NOTE 

The ind, system call signals an address error if the indirect target 
area is in the text segment. Keep the target area for indirect system 
calls in the data or stack segments. 

System Errors 
When the system returns from a system call with the error (carry) bit set, register DO contains the 
number of the resulting error. The file Iliblsyserrors lists all of the system errors and their 
corresponding error number. Here is a list of all system error numbers and their respective 
meanings: 

1 EIO 110 error. 

This can result from a CRC error, hardware malfunction, or defective media problem while 
reading or writing a device. 

2 EFAULT System fault. 

System faults are detected by the hardware and vary from system to system. 

3 EDTOF Data section overflow. 

This error can result from a break system call if the data section of a program is growing and 
overflows into the stack section. 

4 ENDR Not a directory. 

The file name specified is not a directory but the system call requires it to be one. 
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5 EDFUL Device full. 

The device currently being written has no more available space. 

6 ETMFL Too many files. 

Each task is pennitted a maximum of 32 open files at anyone time. 

7 EBADF Bad file. 

The file descriptor given does not refer to an open file, or the file mode is not correct for the 
operation (e.g., the file is open for read and a write is attempted). 

8 ENOFL No file. 

The file name specified could not be found. 

9 EMSDR Missing directory. 

One of the directory elements specified in a pathname did not exist. 

10 EPRM No pennission. 

An attempt was made to perfonn an action (such as file access) for which pennission was denied. 

11 EFLX File exists. 

The system call requires the file to be previously non-existent. 

12 EBARG Bad argument. 

A bad argument was presented to a system call. This usually implies a number which is out of 
range or a non-existent mode code. 

13 ESEEK Seek error. 

An attempt was made to seek beyond the beginning of a file or beyond the physically possible 
maximum size of a file. 

14 EXDEV Crossed devices. 

An attempt was made to link to a file on a different device than the existing file. 
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15 ENBLK Not a block special file. 

The file name specified was not a block special file, and the system call referenced requires it to 
be a block device (e.g. mount). 

16EBSY Device busy. 

The device specified in an unmount is currently being used. 

17 ENMNT File not mounted. 

The file specified to an unmount call was not previously mounted. 

18 EBDEV Bad device specified. 

The system call requires a device type file as an argument. 

19 EARGC Too many arguments. 

Too many arguments were presented to an exec system call and the argument space overflowed. 
There is an upper limit of approximately 3000 bytes for arguments. 

20 EISDR File is a directory. 

The file specified is a directory, and the system call requires it to be a regular type file. 

21 ENOTB File is not binary. 

An attempt was made to execute a file that was not an executable binary file. 

22 EBBIG Binary file too big. 

The binary file specified to exec exceeds the physical address space limits. 

23 ESTOF Stack overflow. 

The stack space overflowed into the task~s data or text space. 

24 ENClll..D No children living. 

A wait system call was executed with no living child tasks to wait for. 
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25 ETMT Too many tasks active. 

In attempting to fork a new task, the system exceeded its task limit. This error will also result if 
the system task table becomes full. 

26 EBDCL Bad system call. 

A system call function code was encountered that does n,ot represent an existing system call. 

27 EINTR Interrupted system call. 

One of the program interrupts that the current task was catching occurred during the system call. 

28 ENTSK No task found. 

The task id referenced in the system call did not represent an active task in the system. 

29 ENTTY Not a tty. 

The system call (ttyget or ttyset) requires the specified file to represent a tty type device. 

30 EPIPE Write to broken pipe. 

The system attempted to write data to a pipe that did not have an active read channel open. 

31 BLOCK Record lock error. 

The specified record can not be locked by this task. Another task has the requested record 
locked. 

32 ETXOF Text segment overflow. 

The program's text segment has exceeded the original specified size. 

33 EVFORK lllegal operation in vforked task. 

See vfork for more details. 

34 EDIRTY Mounted disk is dirty. 

The disk you attempted to mount was not unmounted before system shutdown. Run diskrepair to 
clean up the disk. 
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System Definitions 
Several files containing system definitions reside in the !lib system directory. Use these files as 
library files in the assembler whenever the appropriate definitions are required. Here's a general 
description of each file: 

syscomm TTY buffer for the communications device. Similar for systty, but defined 
for the RS-232C host communications port. 

sysdef 

sysdisplay 

syserrors 

sysfloat 

sysints 

sysstat 

systim 

systty 

4-6 

System call definitions. All of the system call names are defined in this 
file. 

System display and event function code definitions. This file contains the 
information returned by the getDisplayState system call, the equated 
function codes for vector calls and the bit positions within the status long 
word displayState record. zx 

System errors. All standard system error names and their equated error 
numbers appear in this file. 

System floating point interface. All floating point routines and their 
operation codes are in this file. Also in this file is a sample general calling 
sequence for floating point operations. 

System program interrupts. All program interrupt names are equated to 
their respective numbers in this file. 

File status block. This file contains the block definition for the 
information returned by the status and of stat system calls. 

Time buffer definitions. The time and ttime system calls return their 
information in a caller provided buffer. These buffers are defined in this 
file. 

TTY buffer for the console device. The ttyget and ttyset require a buffer 
for their data transferal. The contents of this buffer is defined here. 



SYSTEM CALLS 

DETAILS OF SYSTEM CALLS 

USAGE 
<mask inDO> 
sys set_high _ address_mask 

DESCRIPTION 
The value <mask> will be used by the system to load the hardware address mask register. This 
hardware register masks the upper address bits from the processor. Each task has its own mask 
value which defaults to OxFFFFFFFF. 

NOTE 

Bits 0-23 are/orced to OxOOFFFFFF by the system. 

DIAGNOSTICS 
No errors are reported. 
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allU'11i 

alarm 

USAGE 
<seconds in DO> 
sys alann 
<previous seconds in DO> 

DESCRIPTION 

Alarm will cause an alarm interrupt to be issued after the number of seconds specified. At alarm 
time, the program interrupt SIGALRM is sent to the task. Unless this interrupt is caught or 
ignored, it terminates the task. This system call returns immediately to the caller after execution. 

DIAGNOSTICS 
No errors are possible from this call. 
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break 

break 

USAGE 
sys break,address 

DESCRIPTION 
Break changes the amount ,of memory associated with the task. The address specifies the highest 
address to be used by the task for data. If the address specified is already in the assigned data 
space, any memory beyond it is released back to the system; 

DIAGNOSTICS 
An error is issued if more memory is requested than is physically possible on the system. 
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chacc 

chacc 

USAGE 
sys chacc,fname,penn 

DESCRIPTION 
Chacc checks the accessibility of file fname. The perm argument should be 1 for read check, 2 
for write check, or 4 for execute check. Any combination of these may be used (e.g. 3 checks 
read/write). 1f perm is 0, chacc checks if the directories leading to the file may be searched and if 
the file actually exists. 

DIAGNOSTICS 
Returns an error if the file does not exist, the directory path cannot be searched, or if the 
permission is not granted. 
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chdir 

chdir 

USAGE 
sys chdir ,dimame 

DESCRIPTION 
Chdir changes the current user directory to that specified by dirname, which points to the actual 
name. The caller must have execute pennission in the specified directory. 

DIAGNOSTICS 
Issues an error if the name specified is not a directory or cannot be searched. 
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chown 

chown 

USAGE 
sys chown,fname,ownerid 

DESCRIPTION 
Chown changes the owner of the file name pointed at by fname. Ownerid should have a 
maximum of 16-bit significance. Only the system manager may execute this call. 

DIAGNOSTICS 
Returns an error if the caller is not the system manager. 
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chprm 

chprm 

USAGE 
sys chprm,fname,perm 

DESCRIPTION 

Chprm changes the access permission bits associated with the file name represented by fname. 
The new permission bits perm will replace the old. The allowable permissions are: 

FACUR ... > %00000001 ($01) owner read permission 
FACUW => %00000010 ($02) owner write permission 
FACUE => %00000100 ($04) owner execute permission 
FACOR => %00001000 ($08) others read permission 
FACOW => %00010000 ($10) others write permission 
FACOE => %00100000 ($20) others execute permission 
FXSET => %01000000 ($40) set id bit for execute 

DIAGNOSTICS 
Issues an error if the file does not exist, or the caller is not the file owner or system manager. 
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close 

close 

USAGE 
<file descriptor in DO> 
sys close 

DESCRIPTION 

Close closes the file represented by the specified file descriptor. Files are automatically closed 
when the task that opened them terminates, but it is wise to close them manually whenever 
possible. 

DIAGNOSTICS 
Returns an error if the file descriptor is not valid, or if the file has already been closed 
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USAGE 
<master device file descriptor in DO> 
sys controlyty ,function,cval 
<state in DO> 

DESCRIPTION 

SYSTEM CALLS 
control yty 

This is the function used to control the behavior of a pesudo-terminal channel. The structure of 
the pseudo-terminals showing the equates is found in the file /lib/syspty and /lib/include/syspty.h. 
All functions return the state of the channel as described for the function PTY jNQUIRY. 

The function PTY jNQUIRY is used to return the state of the channel. For this function, cval is 
ignored. The value returned is a combination of bits which describe the state of the channel. The 
bits are: 

PrY_PACKET _MODE Bit #0. If this bit is set, reads on the master side return two bytes 
of status before any data written by the slave. If any slave data is 
available, the status bytes are zero. If no data is present, the 
status bytes are the same as those returned by PTYjNQUIRY. 

PTY _REMOTE_MODE Bit #1. If this bit is set, data written by the master will be sent as 
is to the slave side with no editing. 

PrY_READ _WAIT Bit #2. If this bit is set, a read on the master side is blocked until 
slave data is available. 

PrY_WRITE _WAIT Bit #3. If this bit is set, the master side hangs on a write request 
if the output buffer is full. 

PTY _HANDSHAKE_MODE Bit #4. If this bit is set, a write on the master side is not 
complete until the slave has consumed the data. 

PrY _ SLAVE_HOLD Bit #7. If this bit is set, the slave is prohibited from writing any 
more data to the channel. 

PrY EOF Bit #8. If this bit is set all slave accesses to the channel have 
been closed. 

PrY_OUTPUT _QUEUED Bit #9. If this bit is set the slave side has written data to the 
channel which has not yet been consumed by the master. 

PTY _INPUT_QUEUED Bit #10. If this bit is set the master has written data to the slave 
side which has not yet been consumed by the slave. 
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controlyfy 

The function PTY_SETJvlODE is used to change the control mode for the pseudo-terminal 
channel. The value eval contains the new mode and should be some combination of the bits 
described in the previous section. The new control mode is exactly what is in eval so to perform 
an incremental change, the current value must be obtained using PTY JNQUIRY. 

The function PTY _FLUSH_READ causes any data written by the master side to the slave input 
queue to be purged. 

The function PTY _FLUSH_WRITE causes any data written by the slave side that has not yet been 
consumed by the master side to be purged. 

The function PTY_STOP _OUTPUT prevents the slave side from writing any more data to the 
master side. This condition is reflected in the status bit PTY _SLA VE _ HOW. 

The function PTY_START_OUTPUT allows the slave side to continue writing data to the master 
side. 

DIAGNOSTICS 
Issues an error if a bad file descriptor node is used. 
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USAGE 
sys cpint,interrupt,address 
<old address in DO> 

DESCRIPTION 

SYSTEM CALLS 
cpint 

Cpint tells the system what action it should take when interrupt occurs. If the specified address is 
0, the default action occurs (usually task termination). If the address is I, the interrupt is ignored. 
An even address (not zero) is taken to be a valid user program address where control should be 
passed upon interrupt interception. 

After interception, the interrupt number is in the DO register. The user's code should exit the 
interrupt code via an RTR instruction. Following the return, the task continues at the point it was 
interrupted. 

After processing an intercepted interrupt, the system resets it back to the default condition; 
therefore, to continue catching the interrupt, it is necessary to re-issue a new cpint call each time 
the interrupt occurs. An exception is the SIGDEAD interrupt, which is not reset to a default 
condition after occuring. It should be noted that the SIGKILL interrupt cannot be ignored or 
caught. All interrupts retain their status after a fork, but xec resets all caught interrupts back to 
their default state. The system calls for read and write when referencing a slow device (like a 
tenninal), and the calls stop and wait may return prematurely if a caught interrupt occurs during 
the system's handling of them. If this happens, it looks as if the system call returned an error 
(EINTR), and the call can be re-issued if desired. 

In the following list of system interrupts, those marked with "*" cause a core dump if not caught 
or ignored. 
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SIGHUP 1 
SIGINT 2 
SIGQUIT 3* 
SIGEMT 4* 
SIGKILL 5 
SIGPIPE 6 
SIGSWAP 7 
SIGTRACE 8 
SIGTIME 9* 
SIGALRM 10 
SIGTERM 11 
SIGTRAPV 12* 
SIGCHK 13* 
SIGEMT2 14* 
SIGTRAPI 15* 
SIGTRAP2 16* 
SIGTRAP3 17* 
SIGTRAP4 . 18* 
SIGTRAP5 19* 
SIGTRAP6 20* 
SIGPAR 21* 
SIGILL 22* 
SIGDN 23* 
SIGPRIV 24* 
SIGADDR 25* 
SIGDEAD 26 
SIGWRIT 27* 
SIGEXEC 28* 
SIGBND 29* 
SIGUSRI 30 
SIGUSR2 31 
SIGUSR3 32 
SIGABORT 33 
SIGSPLR 34 
SIGINPUT 35 
SIGDUMP 36 
SIGMILLI 62 
SIGEVT 63 

DIAGNOSTICS 

Hangup 
Keyboard 
Quit 
EMT $Axxx emulation 
Task kill 
Broken pipe 
Swap error 
Trace 
Time limit 
Alarm 
Task terminate 
TRAPV instruction 
CHK instruction 
EMT $Fxxx emulation 
TRAP #1 instruction 
TRAP #2 instruction 
TRAP #3 instruction 
TRAP #4 instruction 
TRAP #5 instruction 
TRAP #6-14 instruction 
Parity error 
Illegal instruction 
DIVIDE by 0 
Privileged instruction 
Address error 
Dead child 
Write to READ-ONLY memory 
Execute from STACK/DATA space 
Segmentation violation 
User-defined interrupt #1 
User-defined interrupt #2 
User-defined interrupt #3 
Program abort 
Spooler interrupt 
Input is ready 
Memory dump 
Millisecond alarm 
Mouse/keyboard event interrupt 

Issues an error if the interrupt specified is out of range. 
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USAGE 
sys create,fname,penn 
<file descriptor in DO> 

DESCRIPTION 

SYSTEM CALLS 
create 

Create creates a new file with the access pennissions specified in perm. The pennissions are the 
same as in the chprm call, and are: 

F ACUR => %00000001 ($01) owner read pennission 
FACUW => %00000010 ($02) owner write pennission 
FACUE => %00000100 ($04) owner execute pennission 
FACOR => %00001000 ($08) others read pennission 
FACOW => %00010000 ($10) others write pennission 
FACOE => %00100000 ($20) others execute pennission 

If the file already exists, its length is truncated to zero (all data deleted) but the original 
pennissions and owner is retained. In either case, the file is ultimately opened for writing. It is 
not necessary to specify write pennission even though the file will ultimately be opened for 
writing. This allows a task to create a file and disallow others from writing the file until the task 
has been completed. 

DIAGNOSTICS 
Issues an error issued if too many files are open, if the files path can not be searched, or if the 
directory it resides in cannot be written. 
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USAGE 
sys create-pty 
<slave file descriptor in DO> 
<master file descriptor in AO> 

DESCRIPTION 
This function creates a new pseudo-terminal channel. The file descriptor for slave access is 
returned in fd[O]. The file descriptor for master access is returned in fdD]' 

Pseudo-terminals must exist as real devices in the device directory named utility via the 
command: 

makdev /dev/ptyxx p 1 xx 

where 'xx' is a decimal number with a possible leading zero. 

The function create yty returns access to the first unused pseudo-terminal channel in the system. 
As these channels are closed, they will be reused in numerical order. I.e. create yty will always 
return the lowest numbered pesudo-terminal channel not currently in use. 

Once the channel has been opened using createyty, additional slave accesses may be obtained 
using open for the appropriate device. 

For slave access, this channel is exactly the same as a normal terminal. For master access, 
writing to the channel is seen as input on the slave side and reading from the channel reads 
characters output from the slave side. 

The function o/stat{) may be applied to a pseudo-terminal. The only difference from a normal 
terminal is that the the mode will be S _ SLAVE _PTY or S _MASTER _ PTY. 

DIAGNOSTICS 
Issues an error if no pseudo-terminal channels are available. 
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USAGE 
sys crpipe 
<read file descriptor in DO> 
<write file descriptor in AO> 

DESCRIPTION 

SYSTEM CALLS 
crpipe 

This call creates a pipe for inter-task communication. This call should be used before a fork 
operation, to allow the output of the original task to be used as input by the forked task. Up to 
4096 bytes of output can be written into the pipe before the task is suspended. Once the task 
doing the reading has read all of the data written, the writing task run again. If the writing task 
closes the file (file descriptor from AO) and the reading task consumes all of the data, an end-of­
file condition results. 

DIAGNOSTICS 
Issues an error if too many files and pipes are opened. 
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crtsd 

crtsd 

USAGE 
sys crtsd,fname,desc,address 

DESCRIPTION 
This call creates a special file (device) or a new directory. Fname specifies the name of the new 
file; desc is a 16-bit descriptor that describes the file's type and permissions. If the file being 
created is a special file, the address argument specifies the internal device number. The 
descriptor has the type as the most significant byte and the permissions as the least significant 
byte. Their definitions follow: 

Types 

TPBLK => %00000010 ($02) block type device 
TPCHR => %00000100 ($04) character type device 
TPDIR => %00001000 ($08) directory type file 

Permissions 

FACUR => %00000001 ($01) owner read permission 
FACUW => %00000010 ($02) owner write permission 
FACUE => %00000100 ($04) owner execute permission 
FACOR => %00001000 ($08) others read permission 
FACOW => %00010000 ($10) others write permission 
FACOE => %00100000 ($20) others execute permission 
FXSET => %01000000 ($40) set id bit for execute 

DIAGNOSTICS 
Issues an error if the file already exists or if the caller is not the system manager. 
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deface 

deface 

USAGE 
sys deface, penn 

DESCRIPTION 
Deface set the default access pennissions as specified by perm. Nonnally, when a file is created, 
it is given the pennissions specified in the create system call. The value specified by create is 
ANDed with the one's-compliment of a per-task value known as the default pennissions. This 
process turns off or disables the pennissions contained in the default pennissions byte, no matter 
what the specified pennissions are in the create call. The deface call is used to set the default 
pennissions. All forks and execs pass on the existing default value. See ehprm for a list of the 
pennission bits and their meaning. 

DIAGNOSTICS 
No errors generated. 
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dup 

dup 

USAGE 
<file descriptor in DO> 
sys dup 
<file descriptor in DO> 

DESCRIPTION 
Dup duplicates the specified file descriptor; in other words, the file associated with the file 
descriptor is opened again and given another descriptor, which is returned. The new file is 
opened with the same mode as the original (e.g., if the original was open for read, so will the new 
one). 

DIAGNOSTICS 
Issues an error if too many files are opened or the file descriptor is invalid. 
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dups 

USAGE 
<file descriptor in DO> 
<specified descriptor in AO> 
sys dups 
<file descriptor in DO> 

DESCRIPTION 

SYSTEM CALLS 
dups 

This call is like dup except the caller may specify the file descriptor of the duplicated open file. 
If the specified descriptor is already open, it is closed before being duplicated. 

DIAGNOSTICS 
Issues an error if too many files are open, or if the file descriptors are invalid. 
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SYSTEM CALLS 
exec 

exec 

USAGE 
sys exec,fname,arglist 

fname fcc" .... ",0 

arglst fqb argO,argl, ... ,0 
argO fcc" .... II ,0 
argl fcc" .... ",0 

DESCRIPTION 

The exec system call executes a binary file. Fname specifies the file to be executed. The calling 
task will be terminated and the new one started up. There is no return from a successful exec. A 
return indicates an error condition. All open files remain open through the exec. Interrupts that 
are being ignored stay in that state, but those that are being caught are reset to their default state. 

When the file starts executing, the following arguments are available: 

... highest address in task space 
o 

argO: <argO> 
o 
argn 

argO 
sp -> argcnt 
. .. low memory ... 

The stack pointer is pointing at a 4-byte argument count. Above that is a list of pointers to the 
actual arguments, which are at the highest part of memory. Two zero bytes are left at the very 
top of the task address space. 

DIAGNOSTICS 
Results in an error (and a return to the caller of exec) if the file does not exist, it was not 
executable binary, there were too many arguments (approximately 3,000 bytes max), or the 
memory space was exceeded. 
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SYSTEM CALLS 
exece 

exece 

USAGE 
sys exece,fname,arglist 

fname fcc" .... ",0 

arglst fqb argO , arg 1 , ... ,0 
argO fcc" .... ",0 
argl fcc" .... ",0 

DESCRIPTION 
The exece system call executes a binary file. Fname specifies the file to be executed. The calling 
task will be terminated and the new one started up. There is no return from a successful exece. A 
return indicates an error condition. All open files remain open through the exece. Interrupts that 
are being ignored stay in that state, but those that are being caught are reset to their default state. 

When the file starts executing, the following arguments and environment variables are available: 

. .. highest address in task space 
o 

env varD: <env varD> - -o 

argO: <argO> 
o 
env varn 

env varnO 
o 
argn 

argO 
sp -> argcnt 
... low memory 

Arguments are passed to a program by leaving them on the system stack. When initiating a 
program, the system stack pointer (A 7) is left pointing at the argument count (see Figure 1). Any 
arguments passed to the program are found in a special format just above the argument count. 
The environment variables are also found in this area. 
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SYSTEM CALLS 
exece 

\ 0 

ENVIRONMENT STRING POINTERS r--I ENVIRONMENT STRING (n) \ 0 I 
• 
I 

ENVIRONMENT STRING POINTERS i ENVIRONMENT STRING (1) \ 0 I 
\ 0 

ARGUMENT STRING POINTER -I ARGUMENT STRING (n) \ 0 
• 

ARGUMENT STRING POINTER JL ARGUMENT STRING (1) \ 0 

I STACK POINTER I .. ARGUMENT COUNT ... 

5927-1 

Figure 4-1. Argument And Environment Variables. 

The arguments themselves are simply strings of characters which the program must know how to 
use. In order to easily find these strings, the system provides a list of pointers to the beginning of 
the strings. In addition, the system provides a count of how many arguments have been passed. 

The pointers to the environment variables are found in memory, directly above the pointers to the 
arguments. Unlike argument strings, there is no count of the pointers to the environment 
variables, however they are terminated by a null pointer. 

DIAGNOSTICS 
Results in an error (and a return to the caller of exece) if the file does not exist, it was not 
executable binary, there were too many arguments (approximately 3,000 bytes max), or the 
memory space was exceeded. 

4-28 

I 

I 



SYSTEM CALLS 

fentl 

USAGE 
<file-descriptor in DO> 
sys fcntl,function 
<state in DO> 

DESCRIPTION 

lentl 

This function is used to change or interrogate the behaviour of a file in the system. Various 
behaviours may be modified on a file-by-file, task-by-task basis. Each behaviour may be 
set/reset by using a specific function to the JcntU) function. 

The function returns a mask that indicating the state of the behaviours that can be modified. 

Currently, the functions available are: 

FCNTL _NOBLOCK Subsequent read operations on this file descriptor will not cause the task to 
be suspended if no data is available. In this mode, the error ENOINPUT 
will be returned if no data is available and the signal "INPUT READY" 
will be sent to the task when data becomes available. 

FCNTL BLOCK Returns the file descriptor to normal blocking mode. 

FCNTL _GET _PARAMS Returns the state mask. 

FCNTL_INPUT_FD Returns the file descriptor (in DO) of the last file which sent the signal 
"INPUT READY". 

The value returned is a combination of the state bits below: 

FCNTL_P _BLOCK Reads from the file will not cause the task to be suspended. Also, the 
signal "INPUT READY" will be sent when input becomes available. 

DIAGNOSTICS 
No errors are reported 
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SYSTEM CALLS 
filtim 

filtim 

USAGE 
<time in DO> 
sys filtim,fname 

DESCRIPTION 
Filtim sets the last modified time of the specified file to the value contained in the DO register. 
The operating system represents time as the number of seconds that has elased since the epoch. It 
defines the epoch as 00:00 (midnight) January I, 1980 Grennwich Mean Time. Only the system 
manager can execute this call. 

DIAGNOSTICS 
Returns an error if the file does not exist, if the file is currently open by another task, or if the 
caller is not the system manager. 
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SYSTEM CALLS 
fork 

fork 

USAGE 
sys fork 
<new task returns here> 
<old task here (pc+2), new task id in DO> 

DESCRIPTION 
Fork creates a new task. The new task inherits a copy of the caller's core image, all open files, 
and file pointers. The new task is identical to the original except that the old task returns 2 bytes 
past the system call and has the newly created task's id in the DO register. 

DIAGNOSTICS 
Issues an error if more than 32 tasks have been created or the system task table is full. 
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SYSTEM CALLS 
gtid 

gtid 

USAGE 
sys gtid 
<task id in DO> 

DESCRIPTION 
This call returns the current task's system id. This number can be used to generate unique file 
names. 

DIAGNOSTICS 
No errors are returned. 
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guid 

USAGE 
sys guid 
<actual user id in DO> 
<effective user id in AO> 

DESCRIPTION 

SYSTEM CALLS 
guid 

Guid returns both the actual user id (which identifies the login id of person logged on the system) 
and the effective id (which defines the current access permissions of the running task). 

DIAGNOSTICS 
No errors are possible. 
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SYSTEM CALLS 
ind 

ind 

USAGE 
sys ind,label 

DESCRIPTION 

The inti system call is used where it is necessary to create system calls or their arguments on the 
fly (in the running program). The label points to an address that contains the actual call and its 
arguments. the task resumes execution after the sys inti and not after the labeled code. Another 
ind or indx call may not be called from indo 

DIAGNOSTICS 
Issues an error if the value at the label is not a valid system call, or if it is an indirect call. 
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SYSTEM CALLS 
indX 

indx 

USAGE 
sys indx 

DESCRIPTION 

This call is similar to ind, but allows the system function code and arguments to be anywhere in 
memory. including the stack. Where ind had a label pointing to the system call and parameters, 
this call requires AO to point to the call and parameters. One application of indx is to push the 
arguments and system call code on the stack. point to the call, then issue an indx call. Another 
ind or indx call may not be called from indx. 

DIAGNOSTICS 
Reports an error if the system function is not a valid system call, or if it is another indirect call. 
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SYSTEM CALLS 
link 

link 

USAGE 
sys link,fname 1 ,fname2 

DESCRIPTION 
This call links [name1 to [name2. After the link, reference to [name2 will access the contents of 
[name1. The files ~ntents and attributes are not changed in any way. 

DIAGNOSTICS 
Issues an error if [name1 does not exist, if [name2 already exists, if [name2's directory is write 
protected, if [name1 is a directory, or if the file names are on different devices. 
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SYSTEMCAUS 
lock 

lock 

USAGE 
sys lock,flag 

DESCRIPTION 
Lock keeps a task from being swapped (that is, it locks a task in memory). Only the system 
manager may execute this call. If flag is non-zero, the task is locked; if it is zero, the task is 
unlocked. 

DIAGNOSTICS 
Issues an error if the caller is not the system manager. 
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SYSTEM CALLS 
l1'ec 

Iree 

USAGE 
<file descriptor in DO> 
sys lrec,count 

DESCRIPTION 
Lrec makes an entry in the system's locked record table. Before the new entry is made, all other 
entries in the table associated with the calling task and the specified file is removed. Count 
represents the number of bytes in the file (record size) to be locked from the current file position. 
If the specified record overlaps any part of another task's entry in the lock table for the same file, 
an error results (ELOCK). Only regular files may be referenced (e.g., no devices, . pipes, or 
directories). Closing a file removes the lock table entry created as does the uret: system call. 
Note that the part of the file specified is not actually locked from other's use, but proper use of 
the lrec and urec calls will have the same effect. 

DIAGNOSTICS 
Produces an error if there is no file for the specified descriptor, the file is not a regular file, the 
record is locked by another task, or the lock table is temporarily full. 
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SYSTEM CALLS 
memman 

memman 

USAGE 
sys memman,function,start_ address,end _address 

DESCRIPTION 
The memman system call is used to control regions of memory. The region of a task's logical 
address space is specified by start_address and end_address. 

In all cases, the region operated on is a set of pages and may be different than the address range 
specified. Depending upon the function selected, the pages selected are rounded outward or 
inward to the next page boundary. The function arguments, 0 - 5, defines control activity that 
rounds the page size outward. By adding 32 to the function argument, the page size is rounded 
inward. 

The function argument defines the control activity: 

Rounds Page Size Function Operation 
0 Clear the "dirty bit" 
1 Lock the region in memory 

Outward 2 Unlock the region from memory 
3 Write disable the region 
4 Write enable the region 
5 Release the storage associated with the region 

32+0 Clear the "dirty bit" 
32+1 Lock the region in memory 

Inward 32+2 Unlock the region from memory 
32+3 Write disable the region 
32+4 Write enable the region 
32+5 Release the storage associated with the region 

DIAGNOSTICS 
Issues an error if the function number is not valid, the address range specified is out of the task's 
address space, or if the start_address is greater the the end_address. 
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SYSTEM CALLS 
mount 

mount 

USAGE 
sys mount,sname,fname,mode 

DESCRIPTION 
Mount mounts a special file on the file system. The file /name should be a directory; after the 
mount, any reference to /name will reference the root directory of the special file (block device) 
sname. The mode is normally 0; if it is non-zero, the device is mounted as read only (Le. writing 
not permitted). 

DIAGNOSTICS 
Issues an error if sname is not an appropriate file, if it is already mounted, if/name does not exist, 
or if too many devices are currently mounted. 
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of stat 

USAGE 
<file descriptor in DO> 
sys ofstat,buffer 

DESCRIPTION 

SYSTEM CALLS 
oJstat 

This call returns the status of an open file. The file is referenced by its file descriptor (obtained 
when the file was opened or created). The status infonnation is returned in the user space pointed 
at by buffer. See the status call for a description of the returned infonnation. 

DIAGNOSTICS 
Returns an error if the file descriptor is not valid (i.e. the file is not open or the descriptor is out­
of-range). 
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SYSTEM CALLS 
open 

open 

USAGE 
sys open,fname,mode 
<file descriptor in DO> 

DESCRIPTION 

Open opens an existing file called/name. The file is opened for reading ifmode is 0, for writing 
if mode is 1, or for both reading and writing if mode is 2. Open returns a file descriptor that must 
be used for future file references. 

DIAGNOSTICS 
An errorwiU··be issued· if the file does not exist, the path directories cannot be searched, too many 
files are open, or the permissions do not grant the requested mode. 
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SYSTEM CALLS 
phys 

phys 

USAGE 
sys phys,object 
<logical base address in DO> 

DESCRIPTION 

The phys system call permits access to certain system resources. Resources represented by object 
are: 

Object Resource 
1 Display bit map 
2 Reserved 
3 Reserved 
4 Time of day clock 

The object numbers are defined above. If the number is positive, the resource is mapped into the 
task's address space. If the number is negative, it is mapped out. An object number of 0 unmaps 
all previously mapped in resources. The logical address of the base of the mapped in resource is 
returned in DO. 

DIAGNOSTICS 
Returns an error if the object number is not valid. 
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SYSTEM CALLS 
profile 

profile 

USAGE 
sys profil,prpc,buffer,bsize,scale 

DESCRIPTION 
The profile call sets up a buffer and parameters that the system uses to profile a running task. If 
profiling is enabled, each time a clock tick occurs (every tenth second) a word in the buffer that 
corresponds to the current value of the program counter in the running task is incremented. The 
prpc value represents the lowest address in the running task to be profiled. The argument buffer 
specifies the address of the profile buffer, and bsize specifies its size. The buffer size also 
determines the highest address in the running task to be profiled since pc addresses too large to be 
mapped into the buffer are ignored. 

The scale value is used to scale the task program counter and must be a power of 2 (maximum 
size is 128). Profiling may be disabled by setting scale to 0 or 1. 

Here's what happens when a clock interrupt occurs during execution of a task for which profiling 
is enabled: 

1. The profile value prpc is subtracted from the task's current program counter, and the result 
is divided by the scale factor. 

2. This value is then multiplied by 2 to form an offset into the buffer. 

3. If this offset is less than bsize, the 16 bit word residing at buffer+offset is incremented by 
one. 

DIAGNOSTICS 
No errors are issued. 
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read 

USAGE 
<file descriptor in DO> 
sys read,buffer,count 
<bytes read in DO> 

DESCRIPTION 

SYSTEM CALLS 
read 

This call reads the file represented by the specified file descriptor. The memory in the user's 
space pointed to by buffer is filled with data from the file. A maximum of count bytes is read. 
All bytes requested will not necessarily be returned. If the file is a terminal, at most, one line is 
returned. If the returned byte count is zero and no error is reported, the end-of-file has been 
reached. I/O requests block the current program until the read is fullfilled. 

DIAGNOSTICS 
Issues an error if a physical I/O error occurred, or if a bad file descriptor or bad count was 
specified. 
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SYSTEM CALLS 
rump 

rump 

USAGE 
<resource-name in AO> 
sys rump,function 

DESCRIPTION 

The function RUMP CREATE creates a new named resource. The purpose of such resources is 
to provide a mechanism for controlling access to physical resources such as I/O devices or special 
shared memory. There are four operations which may be applied to a named resource. These 
are: 

create 
destroy 
enqueue 
dequeue 

create the resource 
remove the resource from the system 
obtain exclusive access to the resource 
relinquish access to the resource. 

If the create function succeeds, a new named resource will be created with the name given by the 
argument resource. This must be a NULL terminated character string of 16 or fewer characters 
(including the NULL). Otherwise, it returns the system error code in DO. 

The create function does not give access of the resource to to the creator. 

The function RUMP_ENQUEUE obtains exclusive access to the named resource for the task. 

If the function succeeds, access to the named resource with the name given by the argument 
resource will be granted. Otherwise, it returns the system error code in DO. 

If any other task currently has access to the resource, the calling task will wait until the resource 
becomes free. This waiting is done in a First-In/First-Out fashion to guarantee equal access to all 
tasks. 

The function RUMP_DEQUEUE releases access to the named resource. 

If the function succeeds, access to the named resource with the name given by the argument 
resource will be given up. Otherwise, it returns the system error code in DO. 

If any other tasks are currently waiting for access to the resource, then the first such task will be 
gi ven access to the resource. 
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SYSTEM CALLS 
rump 

The function RUMP flESTROY destroys a named resource. 

If the function succeeds, the named resource with the name given by the argument resource will 
be destroyed. Otherwise, it returns the system error code in DO. 

Only an idle resource can be destroyed. If any task currently has access to the resource, the 
destroy function is not permitted. 

DIAGNOSTICS 
No errors are reported 
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SYSTEM CALLS 
seek 

seek 

USAGE 
<file descriptor in DO> 
sys seek,position,type 
<position in DO> 

DESCRIPTION 
Seek positions a file's read/write pointer to the specified file location. The file is specified by the 
file descriptor. The argument position represents a four-byte, signed offset. The starting point 
for this offset is determined as follows by the type argument: 

type starting position 
o Position from the beginning of the file 
1 Position from the current position 
2 Position from the end of the file 

The returned value is the resulting position of the file. 

If a seek is performed past the end of the file when writing, a gap in the file is created (no actual 
device space is allocated). This gap is read as zeros. To determine the current position in the file, 
use sys seek,O,I, which positions the pointer 0 bytes from the current position. 

DIAGNOSTICS 
Returns an error if a file descriptor is invalid or if the seek is attempted on a pipe. 
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setpr 

USAGE 
<priority bias in DO> 
sys setpr 

DESCRIPTION 

SYSTEM CALLS 
setpr 

Setpr sets the priority bias used by the system scheduler. The value specified is subtracted from 
the normal user priority, so the effect is that of lowering the task's priority. Only the system 
manager may specify negative arguments (which will increase the task's priority). The priority 
bias specified should be in the range of 25 to -25. 

DIAGNOSTICS 
No errors are issued. 

ASSEMBLY LANGUAGE PROGRAMMERS REFERENCE 449 



SYSTEM CALLS 
spint 

spint 

USAGE 
<task number in DO> 
sys spint,interrupt 

DESCRIPTION 
This call sends a program interrupt to a task. The task is specified by its task number; the 
receiving task must have the same effective user id unless the caller is the system manager. The 
interrupt argument specifies which interrupt to send. See cpint for a list of interrupts. 

If the specified task number is zero, the interrupt is sent to all tasks associated with the caller's 
control terminal. If the task number is -1 and the caller is the system manager, the interrupt is 
sent to all tasks in the system with the exception of tasks 0 and 1 (the scheduler and the 
initializer ). 

DIAGNOSTICS 
Issues an error if the specified task does not exist or if the effective user id's do not match. 
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stack 

USAGE 
<address in AO> 
sys stack 

DESCRIPTION 

SYSTEM CALLS 
stack 

The system extends the user's stack memory to include the address specified. If the address is 
higher than what is currently allocated, all lower memory is released to the system. A task 
initially starts with stack space between 100 and 3000 bytes depending on the number of 
arguments passed from exec. The system automatically allocates additional space to the stack. 
This call allows explicit control over the stock allocation. 

DIAGNOSTICS 
Issues an error if the request for memory overflows into the data segment. 
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SYSTEM CALLS 
status 

status 

USAGE 
sys status,fname,buffer 

DESCRIPTION 
The file jname has its status read and returned to the user in the space specified by buffer. The 
data returned by this call (as well as ojstat) has the following format: 

* buffer begin * 
st dev rmb 2 device number 
st fdn rmb 2 fdn number 
st_ fil rmb 1 filler for alignment 
st mod rmb 1 file modes - see below -
styrm rmb 1 permission bits - see below -
st cnt rmb 1 link count 
st-own rmb 2 file owner's user id 
st_siz rmb 4 file size in bytes 
st mtm rmb 4 last time file was modified 
st_spr rmb 4 future use only 

* mode codes 

FSBLK => %00000010 ($2) block device 
FSCHR => %00000100 ($4) character device 
FSDIR => %00001000 ($8) directory 

* permissions 

FACUR => %00000001 ($01) owner read permission 
FACUW => %00000010 ($02) owner write permission 
FACUE => %00000100 ($04) owner execute permission 
FACOR => %00001000 ($08) others read permission 
FACOW => %00010000 ($10) others write permission 
FACOE => %00100000 ($20) others execute permission 
FXSET => %01000000 ($40) set id bit for execute 

DIAGNOSTICS 
Issues an error if the file does not exist or the directory path cannot be searched. 
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stime 

USAGE 
<ti.meinDO> 
sys stime 

DESCRIPTION 

SYSTEM CALLS 
stime 

This call sets the system time and date. The time is measured in seconds from 0000 January 1, 
1980, local time. Only the system manager can execute this call. 

DIAGNOSTICS 
Reports an error if the caller is not the system manager. 
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SYSTEM CALLS 
stop 

stop 

USAGE 
sys stop 

DESCRIPTION 

Stop halts a task until a program interrupt is received from spint or alarm. When stop returns, it 
will always have an ~rror (EINTR) .. The system error list is found in the file / liblsyserror. 

DIAGNOSTICS 
Always returns with an error (EINTR). 
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suid 

USAGE 
<user id in DO> 
sys suid 

DESCRIPTION 

SYSTEM CALLS 
suid 

This call sets the effective and actual user id. While a program is running, you can change the 
effective user id of the program's user to the actual id of the program's owner. This call can be 
executed only if the actual user id matches the id in the argument, or if the caller is the system 
manager. If you are the system manager, you can change the actual user id of any user. 

DIAGNOSTICS 
Issues an error if the caller is not the system manager or if the actual user id does not match. 
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SYSTEM CALLS 
term 

term 

USAGE 
<status in DO> 
sys tenn 

DESCRIPTION 

Term tenninates the current task. The status specified is made available to the parent task. The 
status is usually zero if there were no errors in the tenninating task. A non-zero status should 
indicate some error condition. This system call does not retum to the caller. 

DIAGNOSTICS 
No errors reported. 
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SYSTEM CALLS 
time 

time 

USAGE 
sys time,tbuf 

DESCRIPTION 
The time call returns the system's current time. Internally, the time is kept as a four-byte number, 
representing the number of seconds that have elapsed since 0000 January 1, 1980 local time. The 
time information is placed at the address specified by tbuf and has the following format: 

tm sec rmb 4 Time in seconds 
tm_tik rmb 1 Ticks in current second (tenths) 
tm dst rmb 1 Reserved 
tm zon rmb 2 Reserved 

The tm _ tik value may be used for finer measurements. 

NOTE 

The time system call does not permit the result buffer to reside in 
the text segment. An attempt to do so results in an address error 
exception. Put the buffer in the data or stack segment. 

DIAGNOSTICS 
No errors are issued. 

ASSEMBLY LANGUAGE PROGRAMMERS REFERENCE 4-57 



SYSTEM CALLS 
truncate 

truncate 

USAGE 
<file descriptor in DO> 
sys truncate 

DESCRIPTION 

The truncate system call truncates an existing file's size. The file must be opened for write and 
the file descriptor passed in DO. The file is truncated at the current file position. To truncate at a 
specified location, it is necessary to use the seek system call prior to truncate. 

DIAGNOSTICS 

Returns an error if the file descriptor is not valid or the file is not open for write. 
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SYSTEM CALLS 
ttime 

ttime 

USAGE 
sys ttime,buffer 

DESCRIPTION 
This call is used to obtain the accounting time information about a task. All times are represented 
in tenths of seconds. The information is returned to the user at buffer and has the following 
format: 

ti usr rmb 4 Task's usertime 
ti_sys rmb 4 Task's system time 
ti chu rmb 4 Children's user time 
ti_chs rmb 4 Children's system time 

The child times shown are the totals of all children tasks spawned by this task and its children. 

DIAGNOSTICS 
No errors are issued. 

ASSEMBLY LANGUAGE PROGRAMMERS REFERENCE 4-59 



SYSTEM CALLS 
ttyget 

ttyget 

USAGE 
<file descriptor in DO> 
sys ttyget,ttbuf 

DESCRIPTION 
This call returns infonnation about a tenninal. The infonnation returned is put in the 6-byte 
buffer pointed to by ttbuf. The following fonnats describe the data: 

* ttbuf 

tt flg nnb 1 Flags byte - see below -
tt-dly nnb 1 Delay byte - reserved -
tt = cnc nnb 1 Line cancel char (default is AX) 
tt_ bks nnb 1 Backspace character (default is AH) 
tt_spd nnb 1 Tenninal speed - see below -
tt_spr nnb 1 Stop output byte - see below-

* flags 

RAW => %00000001 ($01) Raw i/o mode 
ECHO => %00000010 ($02) Echo input characters 
XTABS => %00000100 ($04) Expand tabs on output 
CRMOD => %00010000 ($10) Output cr and lfforcr 
BSECH => %00100000 ($20) Echo backspace echo char 
SCHR => %01000000 ($40) Single character input mode 

* speeds 

INCHR => %10000000 ($80) Input ready to be consumed 

* stop output 

XANY => %00100000 ($20) Accept any character to restart output 
XONXOF => %01000000 ($40) Enable XON/XOFF for start/stop output 
ESCOFF => %10000000 ($80) Disable ESC for start/stop output 

For more infonnationabout the ttyset function, refer to the topic THE "ttyset" AND "ttyget" 
FUNCTIONS in section 2 of this manual. 

DIAGNOSTICS 
Returns an error if the specified file is not a character device. 
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SYSTEM CALLS 
ttynum 

ttynum 

USAGE 
sys ttynum 
<tenninal number in DO> 

DESCRIPTION 
This call returns the number of the calling task's terminal. For example, tty02 returns $0002 in 
the DO register. 

DIAGNOSTICS 
No errors are issued. 
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SYSTEM CALLS 
ttyset 

ttyset 

USAGE 
<file descriptor in DO> 
sys ttyset,ttbuf 

DESCRIPTION 
This call sets device dependent information described in ttyget. For /dev/console, the data in ttbuf 
is exactly as described in ttyget. For more information about the ttyset function, refer to the topic 
THE "ttyset" AND "ttyget" FUNCTIONS in section 2 of this manual. 

In normal use, you would first execute a ttyget system call to obtain the existing configuration. 
Next, use the logical operators AND or OR to set or clear the desired bits. (Be careful not to alter 
any bits other than those that must be changed.) Finally, execute the ttyset system call. 

DIAGNOSTICS 
Issues an error if the file specified is not a character device. 



SYSTEM CALLS 
unlink 

unlink 

USAGE 
sys unlink,fname 

DESCRIPTION 
Unlink removes the fname entry from a directory. If this is the last link to the file, the file will be 
deleted and its device space will be freed. If the file is open, it will not be destroyed until the file 
is closed. 

DIAGNOSTICS 
Issues an error if the file does not exist, the directory cannot be written, or the directory path 
cannot be searched. 
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SYSTEM CALLS 
unmnt 

unmnt 

USAGE 
sys unmnt,sname 

DESCRIPTION 

This call unmounts a special file sname from the system. The file associated with the special file 
reverts to its ordinary interpretation (see mount). 

DIAGNOSTICS 
Issues an error if the file system specified is busy or is not mounted. 
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SYSTEM CALLS 
updlite 

update 

USAGE 
sys update 

DESCRIPTION 

Update updates all infonnation on the disks; it writes out all data that is in memory waiting to be 
written to the disks. 

DIAGNOSTICS 

No errors are reported. 
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SYSTEM CALLS 
uree 

urec 

USAGE 
<file descriptor in DO> 
sys urec 

DESCRIPTION 
Urec removes an entry in the system's lock table (previously installed by Irec). All entries 
associated with the calling task and specified file are removed. 

DIAGNOSTICS 
Issues an error if the specified file descriptor is bad. 
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SYSTEM CALLS 
vfork 

vfork 

USAGE 
sys vfork 
<new task returns here> 
<old task here (pc+2), new id in DO> 

DESCRIPTION 
Vfork is a more efficient fork operation and is only available on virtual memory systems. Its 
operation is identical to fork but instead of the child task receiving new memory, it uses the same 
memory as the parent. After a vfork, the parent is halted until the child task either terminates or 
execs another file. 

There are several restrictions placed on the child task created by vfork. The system will not let 
the child change its memory size or execute the system calls memman, fork, or vfork. The user of 
vfork should make sure the child task does not alter the stack frame in any way or change data 
that the parent is not expecting changed. 

DIAGNOSTICS 
Issues an error if too many tasks have been created or if the system task table is full. 
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SYSTEM CALLS 
wait 

wait 

USAGE 
sys wait 
<task id in DO> 
<tenn status in AO> 

DESCRIPTION 
This call is used to wait for a program interrupt or the tennination of a child task. A wait must be 
executed for each of a task's children. The task id of the terminated task is returned, as well as its 
tennination status. The low byte of this status is the value passed by the term system call. A 
non-zero value here usually represents some sort of error condition. The high byte of the status is 
zero for nonnal tennination. If non-zero, this byte contains the interrupt number that caused it to 
tenninate. If the most significant bit of the status is set, a core dump was produced as a result of 
tennination. Consult cpint for a list of interrupt numbers. 

DIAGNOSTICS 
Issues an error if there are no children tasks. 
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write 

USAGE 
<file descriptor in DO> 
sys write,buffer,count 
<byte count written in DO> 

SYSTEM CALLS 
write 

Write writes count bytes of data from location buffer to the file specified by the file descriptor. If 
the returned byte count does not equal the requested count, it should be considered an error. 
Writes that are multiples of 512 bytes and begin on 512 byte address boundaries are the most 
efficient. 

DIAGNOSTICS 
Issues an error if the file descriptor is invalid or if a physical I/O error resulted. 
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Section 5 

DISPLAY ACCESS FUNCTIONS 
The operating system provides access to display functions through the processor's trap 
instruction. To invoke these functions, load register DO with the function code (parameters for 
the functions go in other registers) and issue a trap #13 instruction. 

On return, the carry bit is cleared if there were no errors. If an error occurs, the carry bit is set 
and register DO contains an error code. Table 5-1, Display Function Codes summarizes the 
display function codes. 

When functions pass an X,Y coordinate pair in registers, the X-coordinate is a signed 16-bit 
integer value in the upper half of the register, the Y-coordinate is a signed 16-bit integer value in 
the lower half of the register. 

A program using two display functions follows. The program inverts the display so text is white 
on a black background, waits for two seconds, then returns the display to normal. 

lib sysdef 
lib sysints 
lib sysdisplay 
text 

start sys cpint,SIGALRM, wake catch alarm and goto wake 

move.1 #whiteOnBlack,dO whiteOnBlack equ #13 
trap #13 access display function 

move.1 #2,dO set seconds for alarm 
sys alarm begin alarm call 
sys stop wait for alarm interrupt 

wake move.1 #blackOnWhite,dO blackOnWhite equ #12 
trap #13 access display function 

move.1 #0 ,dO get status in DO 
sys term terminate task 
end start 
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DISPLAY ACCESS FUNCTIONS 

Code Name 
0 curserOn 
1 curserOff 
2 curserLink 
3 curserUnlink 
4 curserPanOn 
5 cuserPanOff 
6 displayOn 
7 displayOff 
8 joyPanOn 
9 joyPanOff 
10 timeoutOn 
11 timeoutOff 
12 blackOn White 
13 whiteOnBlack 
14 terminalOn 
15 terminalOff 
16 getMousePoint 

17 setMousePoint 

18 getCursorPoint 

19 setCursorPoint 

20 getButtons 
21 setSource 

22 setDest 

23 updateComplete 

24 getCursorform 
25 setCursorform 
26 getViewport 

27 setViewport 

28 getDisplayState 

29 setKeyboardCode 

30 getMouseBounds 

31 setMouseBounds 

32 XYtoRC 
33 RCtoXY 
34 setCursorOffset 
35 getCursorOffset 
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Table 5-1 
Display Function Codes 

Description 
Displays the cursor 
Suspends display of the cursor 
Causes the cursor to track the mouse 
Breaks the links that caused the cursor to track the mouse 
Causes the viewport to pan when the cursor reaches an edge 
Disables viewport panning via cursor movement 
Makes the display visible 
Blanks the display 
Turns on panning viajoydisk 
Disconnects the joydisk from viewport panning 
Causes the screen to automatically blank if inactive for ten minutes 
Disables automatic blanking 
Sets the display to Normal Video mode 
Sets the display to Inverse Video mode 
Enables use of the terminal emulator with the display 
Disables use of the terminal emulator with the display 
The position of the mouse is returned as an (X,y) pair in the high and low 
halves of register DO 
The current mouse position is set to the position passed as an (X,y) pair in 
the high and low halves of register DO 
The current cursor position is returned as an (X, Y) pair in the high and 
low halves of register DO 
The current cursor position is set to the position passed as an (X,y) pair in 
register DO 
The state of the mouse buttons is returned in register DO 
The source rectangle for a bitBlt operation is passes as an argument in 
registers Dl and D2 
The destination rectangle for a bitBlt operation is passed as an argument in 
registers Dl and D2 
This function allows the cursor to be displayed in areas previously 
specified as source or destination rectangles 
This function gets the cursor 
This stores the image of the cursor 
Returns the position of the upper left corner of the physical 640 X 480 
physical viewport in the 1024 X 1024 virtual display 
Sets the display hardware to start updating from a specific position within 
the display bit-map 
The current state of the display is returned in a record pointed to by 
register AO 
The form of output generated by the keyboard is set by the value passed in 
D1 
Return the limits of the rectangle within which the mouse and cursor are 
constrained in DO and D 
Set the limits of the rectangle within which the mouse and cursor are 
constrained 
Convert screen coordinates to terminal row and column 
Convert terminal row and column to screen coordinates 
The cursor offset is passed as an (X, Y) pair in register D 1 
The cursor offset is returned as an (X, Y) pair in register DO 



Display Functions 

cursorOn 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 
Display Function 0 

DISPlAY ACCESS FUNCTIONS 

Displays the cursor. Returns 1 in DO if the cursor was previously enabled, 0 if it was not. 

cursorOff 

Usage 
<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 
Display Function 1 

Suspends display of the cursor. Returns 1 in DO of the cursor was previously enabled, 0 if it was 
disabled. 
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DISPLAY ACCESS FUNCTIONS 

cursorLink 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 2 

Causes the cursor to track the mouse. The mouse location is set to the present cursor location. 
Returns 1 in DO if the cursor was previously linked, 0 if it was not. 

cursorUnlink 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 3 

Breaks the links that caused the cursor to track the mouse. Returns 1 in DO if the cursor and 
mouse were linked, 0 if not. 
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cursorPanOn 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 4 

DISPLAY ACCESS FUNCTIONS 

Causes the viewport to pan when the cursor reaches an edge. Returns 1 in DO if previously 
enabled, 0 if not. 

cursorPanOff 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 5 

Disables viewport panning via cursor movement. Returns 1 in DO if previously enabled, 0 if not. 
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DISPlAY ACCESS FUNCTIONS 

displayOn 

Usage 
<display function in DO> 
trap #13 
<error code in DO> 

Description 

Display Function 6 

Makes the display visible. Returns 1 in DO if previously visible, 0 if blanked. 

displayOff 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 
Display Function 7 

Blanks the display, by turning the display off. Returns 1 in DO if previously visible, 0 if blanked. 
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joyPanOn 

Usage 
<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 
Display Function 8 

DISPLAY ACCESS FUNCTIONS 

Turns on panning via joydisk. Returns 1 in DO if previously enabled, 0 if not 

joyPanOff 

Usage 
<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 
Display Function 9 

Disconnects the joydisk from viewport panning. Returns 1 in DO if panning were previously 
enabled, 0 if not. 
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DISPLAY ACCESS FUNCTIONS 

timeoutOn 

Usage 
<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 
Display Function 10 

Causes the screen to automaticallY blank if inactive for ten minutes. Returns 1 in DO if 
previously enabled, 0 if not. 

timeoutOff 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 11 

Disables automatic blanking. Returns 1 in DO if previously enabled, 0 if not. 
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blackOnWhite 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 12 

DISPLAY ACCESS FUNCTIONS 

Sets the display to Normal Video mode. Returns 1 in DO if was previously black on white, 0 if 
white on black. 

whiteOnBlack 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 13 

Sets the display to Inverse Video mode. Returns 1 in DO if was previously black on white, 0 if 
white on black. 
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DISPLAY ACCESS FUNCTIONS 

terminalOn 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 14 

Enables use of the terminal emulator with the display. Returns 1 in DO if previously enabled, 0 if 
not. 

terminalOff 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, previous state in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 15 

Disables use of the terminal emulator with the display. Returns 1 in DO if previously enabled, 0 
if not. 
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getMousePoint 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, coordinates state in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 16 

DISPLAY ACCESS FUNCTIONS 

The position of the mouse is returned as an (X,Y) pair in the register DO. The X-coordinate is in 
the high half and the Y -coordinate is in the low half of register DO. If the cursor is linked to the 
mouse, this is the same as the mouse position. 

setMousePoint 

Usage 

<display function in DO> 
<new mouse X,Y pair in Dl > 
trap #13 
<if carry is cleared, 0 in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 17 

The current mouse position is set to the position passed as an (X, Y) pair in the high (X) and low 
(Y) halves of register DO. If the cursor is linked to the mouse, the cursor position is also set. 
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DISPLAY ACCESS FUNCTIONS 

getCursorPoint 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, coordinates state in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 18 

The current cursor position is returned as an (X,Y) pair in the high (X) and low (Y) halves of 
register DO. If the cursor is linked to the mouse, this is the same as the mouse position. 

setCursorPoint 

Usage 

<display function in DO> 
<new cursor position X, Y pair in D 1 > 
trap #13 
<if carry is cleared, 0 in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 19 

The current cursor position is set to the position passed as an (X,Y) pair in register Dl. The X­
coordinate is in the top half of register Dl and the Y-coordinate is in the lower half of Dl. If the 
mouse is linked to the cursor, the mouse position is also set. 
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DISPLAY ACCESS FUNCTIONS 

getButtons 

Usage 
<display function in DO> 
trap #13 
<if carry is cleared, bitmask with current state of mouse buttons in DO> 
<if carry is set, error code in DO> 

Description 
Display Function 20 

The state of the mouse buttons is returned in register DO. Bit 0 corresponds to the right button, 
bit 1 to the middle button, and bit 2 to the left button. Zero in a bit indicates that the 
corresponding button is up, one indicates that it is pressed. The carry bit is cleared if there are no 
errors. 

setSource 

Usage 

<display function in DO> 
<X,Y coordinates of upper left comer of rectangle in D1> 
<X,Y coordinates of lower right comer of rectangle in D2> 
trap #13 
<if carry cleared, undefined code in DO> 
<if carry cleared, undefined code in D 1 > 
<if carry cleared, undefined code in D2> 
<if carry set, error code in DO> 

Description 
Display Function 21 

The source rectangle for a bitBlt operation is passes as an argument in registers D1 and D2. It is 
encoded as: 

upper-left-corner (XO,YO) in the high and low halves of 
register Dl 

lower-right-corner (Xl,Yl) in the high and low halves of 
register D2. 

The operating system insures that the cursor is not displayed in this area. The carry bit is cleared 
to indicate no errors. 
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DISPLAY ACCESS FUNCTIONS 

setDest 

Usage 

<display function in DO> 
<X,Y coordinates of upper left corner of rectangle in Dl> 
<X, Y coordinates of lower right corner of rectangle in D2> 
trap #13 
<if carry cleared, undefined code in DO> 
<if carry cleared, undefined code in D 1 > 
<if carry cleared, undefined code in D2> 
<if carry set, error code in DO> 

Description 

Display Function 22 

The destination rectangle for a bitBlt operation is passed as an argument in registers Dl and D2. 
It is encoded as: 

upper-left-corner (XO,YO) in the high and low halves of 
register Dl 

lower-right-corner (Xl,Yl) in the high and low halves of 
register D2. 

The operating system insures that the cursor is not displayed in this area. The carry bit is cleared 
to indicate no errors. 

updateComplete 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, 0 in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 23 

This function allows the cursor to be displayed in areas previously specified as source or 
destination rectangles. 
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getCursorform 

Usage 

<display function in DO> 
<address of cursor image in AO> 
trap #13 
<error code in DO> 
<no change in AO> 

Description 

Display Function 24 

DISPLAY ACCESS FUNCTIONS 

This function gets the cursor (a 16 X 16 pixel bit-map stored as sixteen consecutive words). You 
must pass a pointer to this bit-map in register AO. The current cusor image is copied into the 
user's buffer 

setCursorform 

Usage 

<display function in DO> 
<address of cusor image in AO> 
trap #13 
<error code in DO> 
<no change in AO> 

Description 

Display Function 25 

This stores the image of the cursor (as a 16 X 16 bit-map of sixteen consecutive words) beginning 
at the address passed as a pointer in register AO. This changes the image of the graphics cursor. 
If the cursor is visible on the screen, the old image will immediatly be replaced by the new 
cursor. 
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DISPLAY ACCESS FUNCTIONS 

getViewport 

Usage 
<display function in DO> 
trap #13 
<X,Y coordinate of the vewport's upper left comer in DO> 

Description 
Display Function 26 

Returns the position of the upper left comer of the physical 640 X 480 physical viewport in the 
virtual display. This position is returned as an (X,Y) pair in the high and low halves of register 
DO. Refer to the appendices in the 4400 Series Operating System Reference for information 
about the virtual display. 

setViewport 

Usage 

<display function in DO> 
<new X,Y position of viewport in 01> 
trap #13 
<if carry is cleared, 0 in DO> 
<if carry is set, error in DO> 

Description 

Display Function 27 

Sets the display hardware to start updating from a specific position within the display bit-map. 
The position is specified as an X,Y pair passed in the high and low halves of register 01. This is 
used to position the viewport anywhere within the virtual display. Refer to the appendices in the 
4400 Series Operating System Reference for information about the virtual display. The 4406 
accepts this command and returns with no changes. 
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getDisplayState 

Usage 

<display function in DO> 
<address of buffer to receive state report in AO> 
trap #13 
<0 or error code in DO> 
<no change in AO> 

Description 
Display Function 28 

DISPLAY ACCESS FUNCTIONS 

The current state of the display is returned in a record pointed to by register AO. The display state 
area must be at least 36 words (I8-long) in length (at an even address). The structure is found in 
/lib/include/graphics.h. The display state area contains the following information: 
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DISPLAY ACCESS FUNCTIONS 

1* structure and bit definitions for save/restore state *1 
struct DISPSTATE{ 

}; 

long statebits; /*bits defines below*/ 
struct POINT viewp; /*upper left comer of viewport*/ 
struct POINT ulmouseb; I*upper left comer of mousebounds*/ 
struct POINT lrmouseb; /*lower left comer of mousebounds*/ 
short curarray[16]; I*the bits for the cursor */ 
char keycode; /*kb encoding (O=event,lasni)*1 
char activefont; /*active font*/ 
short lineincr; I*byte increment between lines of screen*/ 
short dispwidth; I*width of virtual display bitmap*1 
short dispheight; /*height of virtual display bitmap*/ 
short viewwidth; I*width of visible viewport*1 
short viewheight; I*height of visible viewport*/ 
short cursorxoffset; /*x offset for cursor*/ 
short cursoryoffset; I*y offset for cursor*1 
long 11_ reserved[2]; I*reserved for future use*1 

#define DS_DISPON OxOOOI 1* I-display enabled, O=disabled*1 
#define DS_SCRSAVE Ox0002 1*I=screen save enabled, O=disabled*1 
#define DS _VIDEO Ox0004 1* 1 =video normal,O=video inverse*1 
#define DS_TERMEM Ox0008 1*I=terminal emulatorenabled,O=disabled*1 
#define DB _ CAPSLOCK Ox0010 1*I=caps lock LED on, 0=0ff*1 

1* Ox0020 reserved *1 
1* Ox0040 resreved *1 
1* Ox0080 reserved *1 

#define DS_CURSOR OxOl00 1* 1 =cursor enabled,O=disabled*1 
#define DS_TRACK Ox0200 1* 1 =cursor tracks mouse,O=disabled*1 
#define DS _PANCUR Ox0400 1* 1 =cursor panning enabled,O=disabled*1 
#define DS_PANDISK Ox0800 1*I=joydisk panning enabled,O=disabled*1 

1* Oxl000 reserved */ 
1* Ox2000 reserved *1 
1* Ox4000 reserved *1 
1* Ox8000 reserved *1 

#define DS_KBEVENTS Ox 10000 1* 1 =keyboard generates event codes,O=not*1 
1* Ox20000 through Ox80000000 are reserved *1 
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DISPLAY ACCESS FUNCTIONS 

setKeyboardCode 

Usage 

<display function in DO> 
<code set designator in D 1> 
trap #13 
<carry clear - old code set designator in DO> 
<carry set - error code in DO> 

Description 

Display Function 29 

The form of output generated by the keyboard is set by the value passed in D1. Valid values are: 

o sets keyboard output to event codes 

1 sets keyboard output to ANSI terminal code sequences. 

This call is normally only used after an Enable Event Processing call which implicitly sets the 
keyboard code to 0 (event codes). The previous keyboard code is return in DO. 

getMouseBounds 

Usage 

<display function in DO> 
trap #13 
<if carry cleared, X, Y coordinate of upper left corner mouse bounds in DO> 
<if carry cleared, X, Y coordinate of lower right corner mouse bounds in DO> 
<if carry set, error code in DO> 

Description 

Display Function 30 

Return the limits of the rectangle within which the mouse and cursor are constrained in DO and 
D 1. DO contains the coordinates of the upper left corner of the rectangle. D 1 contains the 
coordinates of the lower right comer. The upper half of each register is the X-coordinate, the 
lower half is the Y -coordinate. 
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DISPLAY ACCESS FUNCTIONS 

setMouse8ounds 

Usage 
<display function in DO> 
<new X,Ypair upper left corner mouse bound in D1> 
<new X,Y pair lower right corner mouse bound in D2> 
trap #13 
<if carry cleard 0 in DO> 
<if carry set error code in DO> 

Description 

Display Function 31 

Set the limits of the rectangle within which the mouse and cursor are constrained. Dl contains 
the coordinates of the upper left corner of the rectangle. D2 contains the coordinates of the lower 
right corner. The upper half of each register is the X-coordinate, the lower half is the Y­
coordinate. 

XYtoRC 

Usage 
<display function in DO> 
<X, Y coordinate in D 1 > 
trap #13 
<if carry cleared, character row, column containing point in DO> 
<if carry set, error code in DO> 

Description 

Display Function 32 

Convert screen coordinates to terminal row and column. Dl contains the coordinates of a point 
on the portion of the virtual display used by the ANSI terminal emulator. Upon return the top 
half of DO will contain the index of the terminal character row which contains that point. The 
lower half of DO will contain the index of the character column. 
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DISPLAY ACCESS FUNCTIONS 

RCtoXY 

Usage 

<display function in DO> 
<character row, column in Dl> 
trap #13 
<if carry cleared, X,Y coordinate of upper left comer character in DO> 
<if carry cleared, width and height of character in D I > 
<if carry set, error code in DO> 

Description 
Display Function 33 

Convert tenninal row and column to screen coordinates. The top half of D 1 contains the index of 
a tenninal character row and the lower half of Dl contains the index of the character column. 
Upon return DO contains the coordinate of the upper left comer of the character cell. The top half 
of Dl contains the width (in pixels) of the character cell and the bottom half contains the height 
of the character cell. 

setCursorOffset 

Usage 
<display function in DO> 
<X,Y offset of cursor-point in Db 
trap #13 
<error code in DO> 

Description 

Display Function 34 

The cursor-point offset is passed as an (X,Y) pair in register D1. This offset is the distance from 
the top-left comer (0,0) of the cursor description to the point that is used as the reference for 
position and control of the cursor. 
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DISPLAY ACCESS FUNCTIONS 

getCursorOffset 

Usage 

<display function in DO> 
trap #13 
<if carry is cleared, X,Y offset of the cursor-point in DO> 
<if carry is set, error code in DO> 

Description 

Display Function 35 

The cursor-point offset is returned as an (X, Y) pair in register DO. The offset is the distance from 
the top-left comer (0,0) of the cursor description to the point that is used as the reference for 
position and control of the cursor. 
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Section 6 

KEYBOARD AND MOUSE FUNCTIONS 

THE EVENT MANAGER 
The event manager creates a buffered stream of 16-bit values which encode actual events. In 
general, the high-order 4 bits of the values are event type codes and the low-order 12 bits are 
event parameters. The following event-type codes are assigned: 

o delta time 
1 mouse X location 
2 mouse Y location 
3 key or button pressed 
4 key or button released 
5 absolute time 

Whenever the keyboard or mouse changes state, a time event is generated (either a type 0 or type 
5 event) which reports the time of the event. This is followed by an event value which specifies 
the actual change which occurred. 

Event Manager Functions 
The operating system provides access to the event manager functions through the same 
mechanism as to the display functions (see section 5, Display Access Functions). The trap #13 
instruction invokes the function whose code is passed in register DO (see section 2, topic 
Hardware Access Traps). The event manager functions are summarized in Table 6-1, Event 
manager functions and described in the text following. 

Table 6-1 
Event manager functions 

Code Name Description 
40 eventsEnable Turns on the event manager 
41 eventsDisable Turns off the event manager 
42 eventSignalOn Requests notification when events occur 
43 eventMouselnterval Specifies how often mouse motion events are created for a continuously 

moving mouse 
44 getEventCount Returns in register DO the number of event values in the event buffer 

waiting to be processed 
45 getNewEventCount Returns in register DO the number of event values in the event buffer 

which have occurred since the previous call to this function 
46 getNextEvent Returns in register DO the next event value in the event buffer 
47 getMillisecondTime Returns in register DO the number of milliseconds since the system was 

turned on (a 32-bit value) 
48 setAlarmTime A 32-bit millisecond time relative to system power-up in register DO 
49 clearAlarm Clears any pending alarms that the process has requested 
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events Enable 

Usage 

<event funtion in DO> 
trap #13 
<if carry is cleared, previous state of events in DO> 
<if carry is set, error code in DO> 

Description 

Event Function 40 

Turns on the event manager. Any subsequent user input action will cause event values to be 
created. Normal keyboard input through the console device and terminal emulator are disabled. 
Register DO contains 0 if events were disabled, non-zero if events were disabled, before the call. 

events Disable 

Usage 

<event funtion in DO> 
trap #13 
<if carry is cleared, previous state of events in DO> 
<if carry is set, error code in DO> 

Description 

Event Function 41 

Turns off the event manager. Keyboard input through the console device and terminal emulator 
is enabled. Register DO contains 0 if events were disabled, non-zero if events were disabled, 
before the call. 
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eventSignalOn 

Usage 

<event funtion in DO> 
trap #13 
<if carry is cleared, 0 in DO> 
<if carry is set, error code in DO> 

Description 

Event Function 42 

KEYBOARD AND MOUSE FUNCTIONS 

Requests the event manager to signal the current process when events occur. The event signal is 
disabled after being issued. ' 

eventMouselnterval 

Usage 

<event funtion in DO> 
<frequency to create mouse motion events in D 1 > 
trap #13 
<if carry is cleared, 0 in DO> 
<if carry is set, error code in DO> 

Description 

Event Function 43 

Specifies how frequently mouse motion events are to be created if the mouse is continuously 
moving. The frequency value is passed in register D1 and is specified in units of milliseconds 
(granularity of milliseconds). A value of 0 indicates that mouse motion events should not be 
created 
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getEventCou nt 

Usage 

<event funtion in DO> 
trap #13 
<if carry is cleared, number of entries in event queue3 is in DO> 
<if carry is set, error code in DO> 

Description 

Event Function 44 

Returns in register DO the number of event values in the event buffer waiting to be processed. 

getNewEventCount 

Usage 

<event funtion in DO> 
trap #13 
<if carry is cleared, number of new entries since last call is in DO> 
<if carry is set, error code in DO> 

Description 

Event Function 45 

Returns in register DO the number of event values in the event buffer which have occurred since 
the previous call to this function. 
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getNextEvent 

Usage 
<event funtion in DO> 
trap #13 
<if carry is cleared, the next event entry in DO> 
<if carry is set, error code in DO> 

Description 

Event Function 46 

Returns in register DO, the next event value in the event buffer. 

getMiIIisecondTime 

Usage 

<event funtion in DO> 
trap #13 
<if carry is cleared, current millisecond clock value in DO> 
<if carry is set, error code in DO> 

Description 

Event Function 47 

Returns in register DO the number of milliseconds since the system was turned on (a 32-bit 
value). 
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setAlarmTime 

Usage 

<event funtion in DO> 
<time at which to signal in D 1 > 
trap #13 
<if carry is cleared, 0 in DO> 
<if carry is set, error code in DO> 

Description 

Event Function 48 

A 32-bit millisecond time relative to system power-up is passed in register DO. The requesting 
process will be signaled when this time is reached. 

clearAlarm 

Usage 

<event funtion in DO> 
trap #13 
<if carry is cleared,current pending alarm time, or 0, in DO> 
<if carry is set, error code in DO> 

Description 

Event Function 49 

Clears any pending alarms that the process has requested. Returns the millisecond value of any 
pending alarms, or zero if there are no pending alarms, in DO. 
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Event Manager Key Codes 
Each key on the keyboard, each position of the joydisk, and each of the mouse buttons has an 
event driver code associated with it. Table 6-2 shows the event code associated with each key. 

Table 6-2 
Keys and Event Driver Codes 

Key Label Event Code Key Label Event Code Key Label Event Code 
Backspace 8 F 102 Break 141 

Tab 9 G 103 Enter 150 
Line Feed 10 H 104 Pad, 151 

Return 13 I 105 Pad - 152 
Escape 27 J 106 Pad. 153 

(space bar) 32 K 107 Pad 0 154 
, " 39 L 108 Pad 1 155 
>. 46 M 109 Pad 2 156 
<, 44 N 110 Pad 3 157 
- 45 0 111 Pad 4 158 
I? 47 P 112 Pad 5 159 
0) 48 Q 113 Pad 6 160 
1! 49 R 114 Pad 7 161 

2@ 50 S 115 Pad 8 162 
3# 51 T 116 Pad 9 163 
4$ 52 u 117 F1 201 
5% 53 V 118 F2 202 
6 A 54 W 119 F3 203 
7& 55 X 120 F4 204 
8* 56 y 121 F5 205 
9( 57 Z 122 F6 206 
,. 59 1- 124 F7 207 
=+ 61 Rubout 127 F8 208 
[{ 91 Mouse right 128 F9 209 
\ . 92 Mouse middle 129 FlO 210 
]} 93 Mouse left 130 F11 211 
A 97 Shift (left) 136 F12 212 
B 98 Shift (right) 137 Joydisk up 213 
C 99 Control 138 Joydisk down 214 
D 100 Caps lock 139 Joydisk right 215 
E 101 +-T 140 Joydisk left 216 
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Section 7 

FLOATING POINT SUPPORT 
The operating system provides access to the floating point hardware. Floating point values are in 
IEEE format. Both 32-bit single precision and 64-bit double precision formats are supported. 

These operations are invoked by a trap #12 instruction with function code and arguments stored 
in registers. The floating point function code is passed in register 02. Operands are passed in 
registers DO and AO if they are single precision or integer, or in register pairs 00/01 and AOIAI 
if they are double precision. If only one operand is required it is passed in DO (or DOlO!). The 
result is returned in register DO for single precision, and in register pair OOIDI for double 
precision. 

For subtracts, compares, and divides, the value in register AO (or AO/A!) is subtracted from, 
compared to, and divided into the value in register DO (or OO/D!). For compare operations the 
processor's condition codes are set to reflect the result of the comparison. The floor function 
converts a floating point number to the largest integer less than or equal to it. The file 
Iliblsysfloat contains symbolic definitions of the floating point functions for use by assembly 
language programs and are summarized in Table 7-1, Floating Point Function Codes. For 
compatibility the MC68020/68881 based systems of the 4400 series products emulate this 
interface. 

Table 7-1 
Floating Point Function Codes 

Code Name Description 
0 FADD Add two single precision numbers 
1 FSUB Subtract two single precision numbers 
2 FMUL Multiply two single precision numbers 
3 FDIY Divide two single precision numbers 
4 FCMP Compare two single precision numbers 
5 FNEG Negate a single precision number 
6 FABS Take absolute value of a single precision number 
7 PItoF Convert integer to single precision floating point 
8 FFtolr Round single precision floating point to integer 
9 Fftolt Truncate single precision floating point to integer 
10 FFtoIt Floor function for single precision numbers 
11 FFtoD Convert single precision number to double precision 
12 FDtoF Convert double precision number to single precision 
13 FDADD Add two double precision numbers 
14 FDSUB Subtract two double precision numbers 
15 FDMUL Multiply two double precision numbers 
16 FDDIV Divide two double precision numbers 
17 FDCMP Compare two double precision numbers 
18 FDNEG Negate a double precision number 
19 FDABS Take absolute value of a double precision number 
20 PItoD Convert an integer to double precision floating point 
21 FDtoIr Round double precision floating point to integer 
22 FDtoIt Truncate double precision floating point to integer 
23 FDtoIf Floor function for double precision numbers 
24 FsetStat The value in DO is written into the 32081's Status Register 
25 FgetStat The value of the 32081'5 status register is returned in DO 
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Floating Point Returns 
A successfull execution of a floating point system call returns with the V (overflow) bit cleared. 
If an error occurs, the routine returns with the V bit set and the error indicated by the contents of 
Register DO. The error codes are: 

Result had an underflow. Trap on underflow was enabled. 
T} 

$0002 
$0003 
$0004 

$0005 

$0006 

$4000 

$8000 

Floating Point Functions 

FADD 
FP Function 0 

Description 

Add two single precision numbers. 

FSUB 
FP Function 1 

Description 

Subtract two single precision numbers. 

7-2 

Result overflowed. 
Divide by zero error. 
Invalid op operand passed to 
FPU. (This error should not 
ever occurr.) 
FPU passed an operand that is 
not a valid floating point value. 
Result was inexact with trap on 
inexact result enabled. 
Driver called with invalid 
operand (>25) in D2. 
FPU failed to complete an 
operation. 
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FMUL 
FP Function 2 

Description 
Multiply two single precision numbers. 

FDIV 
FP Function 3 

Description 
Divide two single precision numbers. 

FCMP 
FP Function 4 

Description 

Compare two single precision numbers. 

FNEG 
FP Function 5 

Description 

Negate a single precision number. 
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FABS 

FP Function 6 

Description 

Take absolute value of a single precision number. 

FltoF 

FP Function 7 

Description 

Convert integer to single precision floating point. 

FFtolr 
FP Function 8 

Description 

Round single precision floating point to integer. 

FTtolt 

FP Function 9 

Description 

Truncate single precision floating point to integer. 
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FFtolt 
FP Function 10 

Description 

Floor function for single precision numbers. 

FFtoD 
FP Function 11 

Description 

Convert single precision number to double precision. 

FDtoF 
FP Function 12 

Description 
Convert double precision number to single precision. 

FDADD 
FP Function 13 

Description 

Add two double precision numbers. 
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FDSUB 
FP Function 14 

Description 

Subtract two double precision numbers. 

FDMUL 

FP Function 15 

Description 

Multiply two double precision numbers. 

FDDIV 
FP Function 16 

Description 

Divide two double precision numbers. 

FDCMP 
FP Function 17 

Description 

Compare two double precision numbers. 
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FDNEG 
FP Function 18 

Description 

Negate a double precision number. 

FDABS 
FP Function 19 

Description 

Take absolute value of a double precision number. 

FltoD 
FP Function 20 

Description 

Convert an integer to double precision floating point. 

FDtolr 
FP Function 21 

Description 

Round double precision floating point to integer. 
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FDtolt 
FP Function 22 

Description 
Truncate double precision floating point to integer. 

FDtolf 
FP Function 23 

Description 

Floor function for double precision numbers. 

FsetStat 
FP function 24 

Description 

The value in DO is written into the 32081' s Status Register. Bits 7 and 8 may be used to specify a 
rounding mode. Bits 9-15 may be used to store an arbitrary value. No other bits have any effect 
if set. Note that changing the rounding modes will have a global effect on all processes using the 
floating point processor. 

FgetStat 
FP Function 25 

Description 

The value of the 32081's status register is returned in DO. 
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