












































































































































































































































































































































































































































TEXT EDITOR 

esave 

Syntax 

esave [<path_name>] 

Description 

The esave command saves the current editor environment on an editor configuration disk file 
named .editconfigure in the user's directory. The editor environment consists of the header 
column count; the numbers and verify flags; current tab stops; the tab, dec, fill, eol, and lino 
characters; the commands saved as command constants kl and k2; and the search zones in effect. 
When the editor is called, the environment is automatically set from the configuration file in the 
user's directory, if one exists. The editor environment may also be reset from the configuration 
file at any time during the edit session by the eset command, described below. 

The environment infonnation may be saved in a directory other than the user's current directory 
by specifying a path name as an argument to the esave command. This path must include only 
directory names and must be tenninated by the pathname separator I. 

Example 

4-12 

esave 

esave Iddel 

Save the current editor environment on the file 

Save the current editor environment infile Iddel.editconfigure. 



TEJCl' EDITOR 

eset 

Syntax 

eset [<path_name>] 

Description 

The eset command is used to reset the editor environment from an editor configuration file 
created by the esave command (see above). The configuration file is named .editconfigure and is 
normally expected to be found in the user's current directory. A path name may be specified as 
an argument to the eset command to force the searching of a different directory. This path must 
include only directory names and must be terminated by the pathname separator I. 

Example 

eset 

esetlddel 

header 

Syntax 

Reset the editor environment from the file 

Reset the editor environmentfromfile Iddel.editconfigure. 

header [<count>] 
h [<count>] 

Description 

A header line of columns <count> will be displayed. The heading consists of a line showing the 
column numbers by tens, followed by a line of the form 123456789012 ... to indicate the 
column number. Columns for which tab stops are set will contain a hyphen instead of the normal 
digit. If a column count is given, it becomes the default so that if just h is subsequently typed, 
that number of columns will be printed. 

Example 

header 72 

h30 

Display column number headings for 72 columns 

Display column numbers for 30 columns 
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TEXT EDITOR 

k1 

Syntax 

kl 

Description 

Execute the command constant that was defined by dkl. If no command constant was defined, 
the cun;ent line is printed. This command may not be followed by another command on the same 
line. 

Example 

kl 

k2 

Syntax 

k2 

Description 

Execute the command constant. 

Execute the command constant that was defined by dk2. If no command constant was defined, 
the current line is printed. This command may not be followed by another command on the same 
line. 

Example 

k2 
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Execute the coinmand constant. 



TEXT EDITOR 

Ik1 

Syntax 

lkl 

Description 

Display the command constant that was defined by dkl. If no command constant was defined, a 
blank line is printed. 

Example 

lkl 

Ik2 

Syntax 

lk2 

Description 

Display the command constant. 

Display the command constant that was defined by dk2. If no command constant was defined, a 
blank line is printed. 

Example 

Ik2 Display the command constant. 
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TEXT EDITOR 

numbers 

Syntax 

numbers [off/on] 
nu [off/on] 

Description 

The lin~ number flag is turned off or on. If the flag is off, then line numbers will never be 
printed. If neither off nor on is specified, then the flag will be toggled from its current state. 

Example 

numbers off 

nuon 

nu 

renumber 

Syntax 

renumber 
ren 

Description 

Tum line number printing off 

Tum it back on 

Toggle from on to off or from off to on 

The renumber command will renumber all of the lines in the current edit buffer. Lines in the 
renumbered buffer will start with the line number of the first line in the buffer and will have an 
increment of one. The current line does not change, although its number will probably have been 
changed. 

Example 

renumber 

ren 
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Renumber the lines in the current edit buffer 

Renumber the lines in the current edit buffer 



TExrEDITOR 

set 

Syntax 
set <name> '<char>' 

Description 
The Environment Command set is used to define certain special characters or symbols. The 
<name>s which may be "set" are: 

tab 

fill 

dec 

eol 

lino 

The tab character 

The tab fill character 

The "don't care" character for string searches 

The end of line character which may be used to separate several 
commands on a single line 

The line number flag character which is used to indicate that a target is a 
specific line number 

The default values are: dec, tab, and eol are null, fill is the space character, and lino is # 

The default values may be initialized from a configuration file in the user's directory. See the 
esave command. 

Example 

settab='/, 

settab=" 

set fill=' , 

seteol='$' 

set lino='@' 

Set the tab character to a slash 

Disable tabbing by setting the tab character to a null 

Set tab fill character to a blank 

Set the EOL character to $ 

Set the line number flag to @ 
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TEXT EDITOR 

tab 

Syntax 

tab [<columns>] 

Description 

Used to set the tab stops. All previous tab stops are cleared. If no columns are specified, then the 
only action is to clear all tab settings. Any tab characters occurring beyond the last tab stop are 
left in the text The maximum number of tab stops allowed is 20. Tab stops MUST be entered in 
ascending order. 

Example 

tab 11,18,30 

tab 

verify 

Syntax 

Set tab stops at columns II, 18, and 30 

Clear all tab stops 

verify [on/off] 
v [on/off] 

Description 

The verify flag is turned on or off. The verify flag is used by the commands change andfind (and 
several others) to display their results. If neither on nor off is specified, then the flag will be 
toggled from its current state. 

Example 

verify off 

von 
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Tum verification off 

Tum it back on 



zone 

Syntax 

zone [cl,c2] 
z [cl,c2] 

Description 

TEXT EDITOR 

The command zone is used to restrict all sub-string searches (find, change, <target>s, etc.) to 
columns cJ through c2 inclusively. Any substrings beginning outside those columns will not be 
detected. If cJ and c2 are not specified, then the zones will be reset to their default values 
(columns 1 and 255). A string which starts within the specified search zone and extends out of it 
will still match a target. 

Example 

zone 11,29 

zone 

Restrict searches to columns 11 through 29 

Search columns 1 through 255 
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TEXT EDITOR 

SYSTEM COMMANDS 

abort 

Syntax 

abort 

Description 

This command tenninates the edit session without saving any of the changes made during that 
session. The original file, if one exists, is left intact. When typed, this command will prompt 
"Are you sure?". If a y is then typed, the edit session will be tenninated. Typing an n or End-of­
file signal will cause the editor to look for another command. Typing any other character will 
cause the prompt to be issued again. 

Example 

abort 

edit 

Syntax 

Abort the editing session. 

edit <editor arguments> 
e <editor arguments> 

Description 

The edit command causes the current editing session to be tenninated (as though a stop or log 
command had been entered), and another editing session started. Tne <editor arguments> are any 
valid file names and editor options as described earlier in this section under the heading Calling 
the Editor. This command may not be followed by another command on the same command line. 
All changes to the editing environment made by Environment Commands remain in effect. 

Example 

edit test +b 

4-20 

Terminate the current editing session and start editing file test with 
editor option b. 



TEXIEDITOR 

log 

Syntax 

log 

Description 

This command ends the editing session. The updated infonnation is written to the new file, and, 
if necessary, any unprocessed data from any existing file is copied to the new file. A backup file 
is created if circumstances warrant it (see the Operating System Interface discussion earlier in 
this section for more information on the editor's handling of disk files at the end of an editing 
session.) 

Example 

log 

stop 

Syntax 

stop 
s 

Description 

Same as log. 

Example 

stop 

s 
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TEXT EDITOR 

u 

Syntax 

U <operating_system_command> 

Description 

The u command pennits the execution of an operating system command. The specified 
command is passed to the shell program for execution. The editor waits for the operating system 
command to finish before prompting for another editor command. This command may not be 
followed by another editor command on the same line. See the "x" system command. 

Example 

u list test List the file test 

u copy test testl Copy the file test to test} 

wait 

Syntax 

wait 

Description 

The wait command is used to pause for the completion of a background task generated by the x 
command (described below). This command cannot be used to pause for completion of a 
background task that was not generated by the editor. The editor will not request a command 
until the background task is completed or a keyboard interrupt (Control-C) is typed. When the 
background task terminates, a message is displayed specifying the task number and whether it 
completed nonnally or abnonnally. In the event of abnonnal tennination, the response code or 
interrupt code that caused the tennination is given. 

Example 

wait Wait for the background task to complete 
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TEXT EDITOR 

x 

Syntax 
x <operating_system_command> 

Description 

The x command is used to start a background task running. The <operating_system _command> 
which was specified as the argument is passed to the shell program for execution. The task 
generated must run to completion before the editor will allow the generation of another such 
background task. The wait command must be used to receive the termination status of a task 
before the x command may be used again. This command may not be followed by another 
command on the same line. See the "u" system command. 

Example 

x copy test test 1 

OPERATING SYSTEM REFERENCE 

Copy test to test1 as a background task. A wait command must 
be used to determine the termination status of the task before 
another background task can be generated. 
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TEXTBDITOR 

CURRENT LINE MOVERS 

bottom 

Syntax 

bottomb 

Description 

Moves to the last line in the file and makes it the current line. 

Example 

bottom 

b 

find 

Syntax 

Make the last line of the file the current line 

Make the last line of the file the current line 

find <target> [<occurrence>] 
f <target> [<occurrence>] 

Description 

Moves the current line pointer to the line specified by <target> and makes it the current line. If 
the verify flag is on (see verify), the line will be printed. If <occurrence> is specified (an 
unsigned integer or an asterisk), the command will be repeated <occurrence> times. If 
<occurrence> is an integer, it must not start in the first column following the second delimiter of 
a string <target>, as it would then appear to be a column specifier for that string. If no column is 
to be specified, insert a space after the second delimiter and before the <occurrence>, as in the 
second example given below. An asterisk means all occurrences of the <target> will be found 
until the bottom or top of the edit buffer is reached. If the target is not found, the current line 
pointer will not be moved. 
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Example 
find Istring! 

f/three lines! 3 

f/all 'til bottoml* 

f-/program/7 * 

next 

Syntax 

TEXI EDITOR 

Find the next line containing the string string 

Find the next three lines containing the three lines 

Find all following occurrences of the indicated string 

Find all previous lines which have the word program starting in 
column seven 

next [<target> [<occurrence>]] 
n [<target> [<occurrence>]] 

Description 

The line specified by the <target> is made the current line. If the verify flag is on (see verify), the 
line will be printed. If <occurrence> is specified, it must be an unsigned integer. It indicates 
which occurrence of a line containing the target is to be made the current line. If the <target> is 
not reached, the current line pointer will be positioned at the bottom of the edit buffer (or top of 
the edit buffer for a negative <target». If no target is specified, the next line will be made the 
current line. 

Example 

next 5 

n 

n-l0 

n/string target/ 

n/3rd occurrence/3 

OPERATING SYSTEM REFERENCE 

Make the fifth following line the current line 

Make the next line the current line 

Make the 10th previous line current 

Make the next line containing string target to be the current line 

Make the third line containing the indicated string the current 
line 
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TEXT EDITOR 

position 

Syntax 

position <target> 
pas <target> 

Description 

Searches forward through the file for an occurrence of <target> and makes the line in which it 
occurs the current line. If the <target> is not found in the current edit buffer, the edit buffer is 
flushed and the next edit buffer is read from the file being edited. This process continues until 
the <target> is located or the end of the file is detected. If the <target> cannot be located, the 
current position is the first line in the last edit buffer. 

The <target> may not be a backwards target (preceded by a minus sign) and may not be an 
integer indicating relative displacement. Only a string or a line number (preceded by the lino 
character) are valid targets. Search zones are honored during the search for the target. A column 
number is allowed after the target, but an occurrence specification is not permitted. 

Example 

position /string/5 

pos #1000 

top 

Syntax 

top 
t 

Description 

Position to the line containing the string string in column 5. 

Position to line number 1000 

The first line of the file becomes the current line. 

Example 

top 
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Make the first line of the file the current line 



EDITING COMMANDS 

append 

Syntax 

append /<string>/ [<target>] 
a /<string>/ [<target>] 

Description 

TEXI' EDITOR 

Appends the specified <string> after the last character of the current line (and to successive lines 
until the <target> is reached). 

If the <string> is postfixed with a column number, then the <string> is added beginning at the 
specified column (rather than at the end of the line). Any characters previously in the line 
following the specified column are overwritten. 

Example 

append 1.1 Append a period to the end of the current line 

a *HELLO* Append the word HELLO to the end of the current line and to 
the end of the next line. 

a!sequencen3 *END*7 Append the word sequence starting in column 73 of the current 
line and successive lines until a line containing the characters 
END beginning in column seven is found. 
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TEXT EDITOR 

break 

Syntax 

break 

Description 

The break command allows the splitting of a line into two lines. The current line is printed, then 
a line of input is accepted from the terminal (the break line). When the line is printed, all ASCII 
lIT (Hard Tab characters) will be displayed as spaces so that the terminal cursor will not be 
artificially advanced. The break line will be positioned directly beneath the line printed out. 

In response to the Break--- prompt, type any characters to move the cursor until it is beneath the 
character that is to be the first character of the second line. Then type a carriage return. 

After the line is split, the second half of the broken line becomes the current line. If you type an 
end-of-file signal in response to the Break--- prompt, the current line will not be changed. The 
current line will also not be changed if the carriage return typed in the break line is beyond the 
end of the current line. 

Example 

break 
25.00 This is the current line. 

Break--xxxxxxxxxxxx 

The line will be broken at the 
start of the word current. 

Example 4-1. • 
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TEXI' EDITOR 

change 

Syntax 
change /<stringl>/<string2>/ [<target> [<occurrence>]] 
c /<stringl>/<string2>/ [<target> [<occurrence>]] 

Description 

Replaces <string!> with <string2>. If <string2> is omitted, <string!> is deleted. If no <target> 
is specified, only the current line is affected. The slashes represent any non-blank delimiter 
character. 

<occurrence> specifies which occurrence of <string!> is to be replaced in each line. It is either 
an unsigned integer, or an asterisk (*), signifying that all occurrences of the substring <string!> 
are to be replaced by <string2>. By default, only the first occurrence will be changed. Note that 
if <occurrence> is specified, and if changes are to occur to the current line only, then the target 
should be 1. 

Example 
change Ithis/that! 

clA/B/I* 

c /firstllast!IO 

c /new/old! /a target! 

c,a .. -IO* 

c*Hello* 
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Replace the first occurrence of this in the current line with that 

Change all occurrences of A in the current line to B 

Change the first occurrence of first last in the current line and 
also in the nine following lines 

Change the first occurrence of new to old in each line down 
through the line containing the string a target 

Remove all as in the current line and in the nine preceding lines 

Delete the character string Hello from the current line 
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TEXT EDITOR 

cchange 

Syntax 

cchange /<stringl>/<string2>/ [<target> [<occurrence>]] 
cc /<stringl>/<string2>/ [<target> [<occurrence>]] 

Description 

The command cchange stands for Controlled Change. This command is like the normal change 
command except that you can interactively specify whether each line containing <string!> should 
actually be changed, or left as is. This allows you to step through the edit buffer and selectively 
change certain strings. When a line containing <string!> is found, it is displayed at the terminal 
and you receive a prompt, Change? Type a y to change the line. If you type an s or end-of-file 
signal, the command will terminate. Other characters will cause a search for the next line 
containing <string!>. 

Example 

cchange/ALPHAlOMEGAI!* Perform a Controlled Change on all occurrences of ALPHA 
throughout the rest of the file 

cc;a;z;-20 3 Perform a Controlled Change on the third occurrence of a in the 
current and previous 19 lines 

copy 

Syntax 

copy [<destination-target> [<range-target>]] 
co [<destination-target> [<range-target>]] 

Description 

Copies the current line through <range-target> and places the copied text after the <destination­
target>. The default <destination-target> is 1, thereby placing a copy of the current line after the 
next line. The default <range-target> is 1, thereby copying only one line. After the command is 
executed, the current line pointer will be set to the new position of the last line copied. Some 
lines may be renumbered after a copy with no renumbering message issued. 
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Example 

co #18 

copy #3 4 

TEXI EDITOR 

Put a copy of the current line after line 18 

Copy four lines beginning with the current line and place them 
after line 3 

co Icheckl +/rangel After the next line which has the <string> check, place a copy 
of each line starting with the current line through the line 
containing range 

delete 

Syntax 

delete [<target>] 
d [<target>] 

Description 

Deletes the current line, and successive lines, until the <target> is reached. After the command is 
executed, the current line will be the line following the last line deleted. 

Example 

delete 5 

d 

d <String> 

Delete five lines (the current line and the next four lines) 

Delete the current line 

Delete lines from the current line through the next line that contains the 
string <String> 
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TEXT EDITOR 

expand 

Syntax 

expand [<target>] 
exp [<target>] 

Description 

The current tab character is expanded within allUnes, beginning with the current line, continuing 
down to and including the line specified by <target>. Since tabs are nonnally expanded as lines 
are inserted into the file, this command is primarily of use when one has forgotten to define a tab 
character or has inserted a tab character with an append, overlay, or change command. 

Example 
expand 100 

exp 
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Expand 100 lines starting with the current line 

Expand the current line 



TEXT EDITOR 

insert 

Syntax 

insert 
i 

Description 

The editor will enter the input mode, prompt with line numbers (unless line numbers have been 
disabled with the numbers command), and insen the lines below the current line. The editor will 
remain in insert until a new line is begun with the lino character or the end-of-file signal in 
column one. The editor treats any characters following the lino character as an editor command. 
(If you type line delete character, the editor does not re-issue the prompt. 

If possible, the editor will number the inserted lines with an increment small enough to insen at 
least 10 lines between the current line and the next line. The editor will renumber lines following 
the inserted text if the inserted text line numbers overlap numbers already in the file. ( The 
current line pointer is left at the last line inserted.) 

You may insen lines at the top of the edit buffer by specifying a line number of zero. 

This command may not be followed by another command on the same line. 

Example 

insen 

Oi 

Accept line input after the current line 

Insen at the top of the edit buffer. 
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TEXT EDITOR 

insert 

Syntax 

insert <text> 
i <text> 

Description 

Inserts <text> as a separate line below the current line of the fIle. Uses a space as a separator 
following the command name. The line inserted becomes the current line. The editor may 
renumber text lines following the inserted text if the inserted line number overlaps line numbers 
already in the file. 

This command may not be followed by another command on the same line. 

Example 

i This below the current line of the file 
insert everything after the first blank 

Example 4-2 •• 
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TEXT EDITOR 

merge 

Syntax 

merge 

Description 

Merges the current line and the line immediately following it into a single line. The merged line 
becomes the current line. 

Example 

merge Merge the current line and the next line into a single line. 

move 

Syntax 

move [<destination-target> [<range-target>]] 
mo [<destination-target> [<range-target>]] 

Description 

Moves the current line through <range-target> so it follows the line specified by <destination­
target>. The defaults for <destination-target> and <range-target> are both 1, so move without 
arguments interchanges the current line and the next line. After the command is executed, the 
current line pointer will be set to the new position of the last line moved. Some lines may be 
renumbered with no renumbering message issued. 

Example 

move 3 

mo #1 Itarget string! 

mo -/Program! 5 

mo #10-5 
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Move the current line down three lines 

Move the current line and all lines down thru the line 
containing target string after line 1 

Move five lines (including the current line) up within 
the file so that they follow a line containing the 
character string Program 

Move the current line and the four previous lines below 
line number 10 
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TEXTEDrrOR 

overlay 

Syntax 

overlay [<delimiter>] 
o [<delimiter>] 

Description 

This command prints the current line, then accepts a line of input (the overlay line). When the 
line is printed, all ASCII lIT (Hard Tab) characters will be displayed as spaces so that the 
tenninal cursor will not be inadvertently advanced. The overlay line will be positioned directly 
beneath the line printed out Each character of the overlay that is different from the <delimiter> 
character (which defaults to a blank) will replace the corresponding character in the current line. 
The overlaid line will be printed if verify is on. If the end-of-file signal is typed in response to 
the prompt for the overlay line, the current line will not be changed. 

Example 

overlay 
25.00=THIP IS THE CORRENT LUNE. 

Overlay SUI 
25.00=THIS IS THE CURRENT LINE. 

Example 4-3 •• 
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TElCl' EDITOR 

overlay 

Syntax 

overlay<d><text> 
o<d><text> 

Description 

This command is similar to the previous form of the overlay command with these differences: (1) 
The current line is not printed. (2) The remainder of the command line (after the delimiter 
character) is taken as the overlay text 

Example 

print 

Syntax 

overlay--- AT-------------------- NUMBER. 
25.00=THAT IS THE CURRENT LINE NUMBER. 

print [<target>] 
p [<target>] 

Example 4-4 •• 

Description 

Prints all lines from the current line through the line specified by <target>. By default, only the 
current line will be printed. 
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TEXT EDITOR 

Example 

p 

print 5 

p -10 

print *string* 

p -/string/ 

replace 

Syntax 

Print the current line 

Print 5 lines starting with the current line 

Print the current line and the nine previous lines 

Print all lines down thru the next line containing string 

Print all lines up through the next previous line containing string 

replace [<target>] 
r [<target» 

Description 

This command deletes from the current line through <target>, then places the editor in input 
mode, putting the new lines into the area vacated. It is not necessary to enter the same number of 
lines as were deleted. The line numbers of the lines inserted will probably not be the same as 
those deleted. The current line pointer will be positioned at the last line inserted. By default, 
only the current line will be deleted. This command may not be followed by another command 
on the same line. 

Example 

r 

replace 10 

r rr ARGET STRINGI 

Replace the current line 

Replace 10 lines starting with the current line 

Replace all lines from the current line through the line 
containing TARGET STRING 



TErI'EDrrOR 

text 

Syntax 

=<text> 

Description 
Replaces the current line with the text that follows the equal sign. The current line pointer is not 
moved. 

Example 

=THIS IS REPLACEMENT TEXT. 

Example 4-5 •• 

null 

Syntax 

(null) 

Description 

The null command (Le., just a carriage return) prints the current line. 
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TEXT EDITOR 

DISK COMMANDS 

flush 

Syntax 

flush 

Description 

The infonnation above the current line in the edit buffer is written to the file containing the 
updated data and then deleted from the edit buffer. Use this command to make room in the edit 
buffer for large insertions. 

Example 

flush 

200flush 

new 

Syntax 

new 

Description 

Flush infonnation above the current line to updated file. 

Flush infonnation above line 200 to the updated file. 

The infonnation above the current line in the edit buffer is written to the file containing the 
updated data and then deleted from the edit buffer. The available space in the edit buffer is then 
filled with data read from the file being edited. This command is used primarily to proceed to t.h.e 
next segment of the file when modifications to the current edit buffer have been completed. If a 
new file is being created, the new command is the same as the flush command. 
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Example 

new 

new 

read 

Syntax 

TEXT EDITOR 

Write the information above the current line to the updated file and read 
more data from the file being edited. 

Write the current edit buffer (except for the first line) to the updated file 
and read the next segment from the file being edited into the edit buffer. 

read [<file_name>] 

Description 

Places the contents of the specified file after the current line. The last line of the information read 
becomes the current line. If you omit the file name, the editor prompts you for it. If you type an 
end-of-file signal in response to the prompt, no data is read. The file name may contain path 
information if any is necessary to locate the file. 

The entire contents of the file must fit into the remaining unused space in the edit buffer. If the 
file being read will not fit into the edit buffer, the message Not enough room is issued and no data 
is read. 

Example 

read /dde/data 

100read moredata 

OPERATING SYSTEM REFERENCE 

Read the information in the file /dde/data and place it after the 
current line. 

Read the information in the file moredata and place it after line 
100. 
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TEXT EDITOR 

write 

Syntax 
write [<target>] 

Description 
The editor prompts you for a file name, then writes the information to a file from the current line 
through <target>. If an end-of-file signal is typed in response to the prompt, no information is 
written. If the file being written to already exists, it is destroyed and a new :file created. If no 
<target> is specified, only the current line is written. 

Example 
write Iwindowl 

100write #200 
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Write the information from the current line through the line 
containing the string window. 

Write lines 100 through 200, inclusive, to a scratch file. 



TEXT EDITOR 

EDITOR MESSAGES 
A task is already running 

The x command was used when there was a task still running which was generated by a previous 
x command. The wait command must be used to wait for the previous task to complete before 
initiating another background task. 

Attempting to merge onto last line of text 

The merge command joins the specified line with the following line, and if the specified line is 
the last line of the file, there is no line following the specified line to join with it. 

Bottom of file reached 

An infonnative message issued when the last line of the file is deleted. 

Cannot create configuration file 

A configuration file could not be created in the directory specified in the esave command (current 
directory if no directory was mentioned). Usually this means that the directory specified could 
not be found or write permissions are not available on that directory. Make sure the directory 
was specified with a trailing" I" character. 

Cannot create new file 

The editor was called with two file names as arguments, but the second file could not be created. 
This message is preceded by a message indicating which error was detected. This is a fatal error 
and will cause an immediate exit from the editor. This message occurs only at the beginning of 
an editing session. 

Cannot create new backup file 

The editor detected an error attempting to create a backup file. This message is preceded by a 
message indicating which error was detected. The new backup file is not created but the editing 
session continues. 

Cannot create task 

An error was detected when trying to generate a task with the u or x command. This message is 
preceded by a message indicating which error was detected. The command is aborted and the 
editor requests a new command. 
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Cannot create temporary file 

The editor detected an error when trying to create the temporary file that holds the updated 
information. This message is preceded by a message indicating which error was detected. This 
message occurs only at the beginning of an editing session. 

Cannot delete old backup file 

At the end of an editing session, the editor attempts to create a backup file containing the 
information as it was prior to the editing session. However, a file already exists with the backup 
file name, and that file could not be deleted. This message is preceded by a message indicating 
which error was detected. The new backup file is not created but the editing session continues. 

Cannot open configuration file 

The configuration file in the directory specified in an eset command could not be opened. This 
usually means that there was no configuration file in the specified directory, or that the specified 
directory could not be found, or that read permission is not available for the configuration file. 
Remember that the directory name must be specified with a trailing'/' character. 

Cannot open edit file 

The file that is being edited exists, but could not be opened. This message is preceded by a 
message indicating which error was detected. This is a fatal error and will cause an immediate 
exit from the editor. This message occurs only at the beginning of an editing session. 

Cannot open new file 

The editor was called with two file names as arguments, but could not open a second file to 
determine if it already exists. This message is preceded by a message indicating which error was 
detected. This is a fatal error and will cause an immediate exit from the editor. This message 
occurs only at the beginning of an editing session. 

Cannot read configuration file 

The operating system reported a media error while the editor was trying to read from the editor 
configuration file. 

Cannot read edit file 

The operating system reported a media error while the editor was reading from the file whose 
data is being edited. 
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Cannot rename files 

The editor detected an error trying to rename the files at the end of an editing session. This 
message is preceded by a message indicating which error was detected. This is a fatal error and 
will cause an immediate exit from the editor. The user should then search for the temporary file 
used by the editor. This file will contain the updated information and should be copied to another 
file for safe keeping. 

Cannot write configuration file 

The operating system reported a media error while the editor was writing configuration data to 
the configuration file in the specified directory (current directory if the specification was 
omitted). 

Delete existing backup file? 

At the end of an editing session, the editor attempts to create a backup file containing the 
information as it was prior to the editing session. However, in this case, a file with the same 
name as the backup file already exists. This message is a request for permission to delete the 
existing file, replacing it with the new backup file. The prompt must be answered with a y, for 
yes, or an n, for no. If y or the end-of-file signal is typed, the file is deleted and the new backup 
file is created. If n is typed, the file will not be deleted and no new backup file created. If none 
of these responses are typed, the prompt is re-issued. 

Delete existing copy of new file? 

The editor was called with two file names as arguments. The second file already exists and must 
be deleted before the editing session can continue. This message is a request for permission to 
delete the file. The prompt must be answered with a y, for yes, or an n, for no. If y is typed, the 
file is deleted and the editing session continues. If n or the end-of-file signal is typed, the file will 
not be deleted and the editing session is terminated. If none of these responses are typed, the 
prompt is re-issued. 

Edit file does not exist 

The editor was called with two filenames, but the first file, which contains the data to be edited, 
could not be found. The editor will terminate immediately. 

Empty text buffer 

The text buffer is empty (contains no text) and the requested command could not be completed. 
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Error attempting to open file 

The file specified in a write command could not be opened for writing. This usually means that 
the specified file could not be created because the path to the file was inaccessible, or the 
permissions on the directory in which the file was to reside exclude creating a file there, or the 
file exists but does not have write permission. 

Error copying edit file 

At the end of an editing session, any unread data on the file that is to be edited is copied to the 
new file being written. An error was detected during this copy process. This message is 
preceded by a message indicating which error was detected. This is a fatal error and will cause an 
immediate exit from the editor. 

Error creating scratch file 

The file specified in a write command could not be created. This message is preceded by a 
message indicating which error was detected. The write command is aborted and the editor 
requests a new command. 

Error opening scratch file 

The file specified in a read command could not be opened. This message is preceded by a 
message indicating which error was detected. The read command is aborted and the editor 
requests a new command. 

Error reading data file 

The editor detected an error when trying to read from the file being edited or from a scratch file 
with the read command. This message is preceded by a message indicating which error was 
detected. The current command is aborted and the editor requests a new command; no data read 
from the file is kept. If the file being read was the file being edited, you should use the abort 
command to abandon the editing session since the file being read is no longer positioned 
correctly. 

Error waiting for task to complete 

An error was detected when waiting for a task generated by the u or x command to complete. 
This message is preceded by a message indicating which error was detected. The command is 
aborted and the editor requests a new command. 
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Error writing new file 

The editor detected an error when trying to write the contents of the edit buffer to the file that 
holds the updated information. This message is preceded by a message indicating which error 
was detected. This is a fatal error and will cause an immediate exit from the editor. All changes 
to information still in the edit buffer are lost. 

File is a directory 

An attempt was made to edit a directory, not a text file. This is a fatal error and causes an 
immediate exit from the editor. This message occurs only at the beginning of an editing session. 

File name? 

This is the prompt used when the editor requests a file name. Commands that may request a file 
name are read and write. The editor will also request a file name in response to the stop and log 
commands if no file names were specified when the editor was called. 

Input error 

An error status was returned by the operating system in response to a request for input from the 
standard input device. This is normally the terminal keyboard and should not generate any such 
error. If the standard input has been redirected to a disk file, an error may be generated when 
reading the disk for input characters. In either case, this is a fatal error and causes an immediate 
exit from the editor. All changes to information in the edit buffer are lost. 

Line too long 

The maximum size for a line being input to the editor is 255 characters. Lines in the file being 
edited may be any length, but those entered from the standard input device are limited to 255 
characters. 

Name too long 

The file name entered in response to a File name: prompt is too long. The maximum size of a 
file name, including the path specification, is 55 characters. 

New file being created 

This is an infonnative message indicating that there is no existing file of infonnation to be edited 
and that a new file is being created. 
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New file is the same as the old file 

The editor was called with two file names as arguments, but both names point to the same file. 
Either the file names are the same, or the two files have been linked with the link system call. 

No child task exists 

The wait command was used when no background task had been generated by the editor. 

No lines deleted 

An informative message indicating that the delete command was used but the <target> could not 
be located, and no was answered to the prompt asking if the delete was to proceed. 

No such line 

A line number or <target> could not be found. 

Not enough room 

The file being read with the read command could not fit in the available space in the edit buffer. 
None of the information read from the file is kept. The flush command can be used in an effort to 
make room for the file. If that fails, the file being read should be split into smaller files that may 
be read individually. 

Not found 

A <target> could not be found. 

Output error 

An error status was returned by the operating system in response to a request to send output to the 
standard output device. This is normally the terminal display and should not generate any such 
error. If the standard output has been redirected to a disk file, an error may be generated when 
writing the data to the disk file. In either case, this is a fatal error and causes an immediate exit 
from the editor. All changes to information in the edit buffer are lost. 

Positioning backwards is not allowed 

The position command was called with a <target> that had a leading minus sign, indicating a 
backward search. 
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Relative positioning is not allowed 

The position command was called with a <target> that had an unsigned integer, indicating a 
relative movement forward in the file. 

Some lines renumbered 

An insert, replace, or break command caused some lines in the file to be renumbered. Note that 
the copy and move commands will cause renumbering without this message being issued. 

Source overlaps destination 

With the copy or move commands the <target> line was within the range of data being copied or 
moved. 

Syntax error 

A syntax error was detected in a command. Check the Editor Commands part of this section for 
correct editor command syntax. 

Target not reached 

The delete command was used but the <target> could not be located. If the delete should proceed 
to the end of the edit buffer, this prompt should be answered with ay. Answering with an n or the 
end-of-file signal will cause the delete to be aborted. 

Task ttt: Abnormal Termination 

The background task ttt generated by the x command was interrupted before it could complete. 
The interrupt code returned by the task is indicated by i. This message is returned only in 
response to the wait command. 

Task ttt: Abnormal Termination 

The background task ttt generated by the x command has completed abnormally. The termination 
response returned by the task is indicated by xxx. This message is returned only in response to 
the wait command. 

Task ttt initiated 

Task number ttt has been started by the use of the x command. 
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Task ttt: Normal termination 

The background task ttt generated by the x command has completed normally. This message is 
returned only in response to the wait command. 

Too many file names specified 

More than two file names were specified as arguments to the editor. This is an informative 
message only; the extra file names and any options specified after them are ignored. 

Unable to open file 

The file specified in a read command could not be found or could not be opened for reading 
because of its permissions. 

Unexpected error, edit session aborted 

An error response that the editor is incapable of handling was received from a system call. The 
editing session is terminated immediately. 

Unknown option specified 

An unrecognizable option was specified when the editor was called. This is an informative 
message only; the unrecognizable option is ignored. 

Write ends with an error 

The operating system reported a media error while the editor was writing data to the file specified 
in a write command. 

zones OK? 

A <target> could not be found and the search zones were not set to their default values. This is 
an informative message asking you to check the zones because they may have been the reason 
why the <target> could not be found. This message does not require a response. 

? 

The editor is not able to interpret the given command. Either the command could not be 
recognized or the format of the command was undecipherable. 
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Section 5 

TERMINAL EMULATION 
OVERVIEW 
When working on the 4400 series typing is done on a keyboard and messages are displayed on a 
screen, just as with any terminal. When using remote, the terminal emulator program, you can 
think of the entire 4400 series as a terminal that is connected through an RS-232C line to a 
remote host computer. When you are using the 4400 series as a stand-alone computer, you can 
think of the keyboard and display as a local terminal connected to the 4400 processor. 

The 4400 appears to both the host and to it's internal software as an ANSI X3.64 compatible 
terminal with a few extensions that make it more compatible with other common ANSI X3.64 
terminals. 

The terminal emulator itself is a local terminal emulator which talks to the 4400 operating 
system's console driver. In conjunction with a local communication utility called remote, the 
local terminal emulator, console driver, and the driver for the communications port combine to 
create a remote terminal emulator connected to the RS-232C hardware and device driver. This 
makes the entire unit appear to an external host as a terminal. 

This section contains a brief description of the appearance of the ANSI terminal emulator, a 
discussion of the interface between the emulator and the operating system, information on its 
default modes, and a description of how non-ASCII keys are handled. This section concludes 
with a list and short description of all the implemented ANSI commands. 

Description 
The terminal emulator supports a display of 32 lines of 80 characters per line; using 8 by 15 pixel 
characters. 

Compliance With ANSI and ISO Standards 
The ANSI terminal emulator complies with the following ANSI (American National Standards 
Institute) and ISO (International Standards Organization) standards: 

ANSI X3.4-1977, 
American National Standard Code for Information Interchange. (This defines the ASCII 
character set.) 

ANSI X3.41-1974, 
American National Standard Code Extension Techniques for Use With the 7-Bit Coded Character 
Set of American National Standard Code for Information Interchange. (This defines ways to 
extend the ASCII character set, including the exact way the SO and SI characters work to invoke 
GO and G 1 character sets.) 
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ISO 2022, 
Code Extension Techniques for use with the ISO 7 -bit Coded Character Set. (This is the 
international standard which corresponds to ANSI X3.41.) 

ANSI X3.64-1979, 
Additional Controls for Use With American Standard Code for Infonnation Interchange. (This 
defines a variety of standard commands used for displaying text, for editing the display of text, 
and for other functions.) 

Compatibility with the DEC VT-100 
The ANSI terminal emulator is NOT intended to emulate the VT-IOO. Some VT-IOO DEC­
private features which are of use to host editors have been included, but other DEC-private 
features have been omitted. Therefore, not all programs which run correctly with a VT-IOO will 
run correctly with a 4400 series product. 

Compatibility with Tektronix Terminals 
The ANSI tenninal emulator is also NOT intended to emulate any of the Tektronix 4100 Series 
tenninals. Many of the 4100 Series ANSI mode commands have been included, but some have 
been intentionally omitted. 

Interface to the Operating System 
The interface to the 4400 series operating system is with the ttygetlttyset system calls. These 
system calls are used to examine or modify the programmable modes of the emulator. This 
includes such things as autowrap on/off, screen nonnaIJreverse, keypad application/numeric, 
cursor key application/numeric, LF/CR-LF, and tab locations. 

The programmable modes of the emulator, mentioned above, all have default states which are 
specified in the discussion on ANSI commands. These defaults can be overridden by sending 
ANSI escape sequences to the tenninal, or by using a ttyset system call (as in the termset utility). 

The standard output of the non-ASCII keys on the keyboard (the function keys, the break-key, the 
keypad keys, and the joydisk) is an ANSI escape sequence (see the discussion on non-ASCII 
keys). 
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SUPPORTED ANSI COMMANDS 
The following ANSI commands are supported on the 4400 tenninal emulator: 

NOTE 

The ANSI <CSI> (control sequence identifier) is the two character 
sequence <Esc t >. In this discussion, it is represented as ESC t. 

<ACK> Acknowledge Character (#6) 
Syntax Form: 

Description: 

(char #6) 

This control function (CfRL-F) is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<BEL> Bell Character 
Syntax Form: 

Description: 

(char #7) 

Sounds the terminal's bell. (CfRL-G) 

If this control character is received during an ANSI command sequence 
this control action occurs and the ANSI command sequence processing 
continues. 

<BS> Backspace Character 
Syntax Form: 

Description: 

(char #8) 

The control function BS, (CfRL-H) moves the active position backward 
by one character position. If the cursor is already at column 1, then BS 
has no effect 

If this control character is received during an ANSI command sequence 
this control action occurs and the ANSI command sequence processing 
continues. 

<CAN> Character (#24) 
Syntax Form: 

Description: 

(Char #24) 

If this control character (CTRL-X) is received during an ANSI command 
sequence this control function will print a snoopy <CAN> character and 
resets the command parser to an initialized state. 
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<CBT> Cursor Backward Tab 
Syntax Fonn: 

Descriptive Fonn: 

Description: 

ESC [<Pn>Z 

ESC [ <desired number of preceding tab stops> Z 

Moves the cursor backwards to a preceding tab stop on the current line. 

A parameter value of one moves the cursor to the preceding tab stop. A 
parameter value greater than one (n) moves the cursor to the nth 
preceding tab stop on the current line. If there are less than n preceding 
tab stops, the cursor moves to column 1 of the current line. 

If the Parameter number is zero, or omitted, it defaults to 1. 

<CHT> Cursor Horizontal Tab 
Syntax Fonn: 

Descriptive Fonn: 

Description: 

ESC [<Pn> I 

ESC [ <desired number of succeeding tab stops> I 

Moves the cursor forward to a succeeding tab stop on the current line. 

A parameter value of one moves the cursor to the next tab stop. A value 
greater than one (n) moves the cursor to the nth successive tab stop on 
the current line. If there are less than n following tab stops, the cursor 
moves to the rightmost column of the current line. 

If the Parameter number is zero, or omitted, it defaults to 1. 

<CPR> Cursor Position Report 
Syntax Fonn: 

Descriptive Fonn: 

Description: 
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ESC [ <Pn> ; <Pn> R 

ESC [ <row> ; <column> R 

The <CPR> message is sent from the tenninal to the host in response to 
a <DSR: 6> device status report command. 

If the origin mode is relative, the coordinates reported are row, column 
coordinates in the scrolling region. Row 1, column 1 means the upper 
left comer of the region. 

If the origin mode is absolute, the coordinates reported are row, column 
coordinates of the screen. Row 1, column 1 means the upper left comer 
of the screen. 

If the <CPR> is echoed back to the tenninal, the terminal treats the echo 
as a no-op. 
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<CR> Carriage Return Character 
Syntax Form: 

Description: 

(char #13) 

Moves the cursor to the first column in the current line. If carriage 
return/line feed (CRlLF) mode is set, then a line feed action is also 
performed. 

If this control character (CTRL-M) is received during an ANSI 
command sequence this control action occurs and the ANSI command 
sequence processing continues. 

<CRM> Control Representation Mode 
Syntax Form: 

Descriptive Form: 

Description: 

Reset: 

Set: 

Defaults: 

ESC [3 horl 

ESC [ 3 set or reset 

<CRM> is a parameter of the <SR> and <RM> commands. 

This command is commonly referred to as a "snoopy" mode. 

Normal operation. <RM: CRM> resets this mode. 

NOTE 

The implementation of this command in 
the 4400 requires that <RM: CRM> not 
be embedded with other <RM> 
commands. 

Snoopy mode. CRM is set <SM: CRM>, commands are not interpreted, 
but rather the characters that make up the command are displayed. 

Reset 

<CUB> Cursor Backward 
Syntax Form: 

Descriptive Form: 

Description: 

ESC [<Pn> D 

ESC [ <number of columns> D 

Moves the cursor backward by the specified number of columns. The 
cursor stops at column 1. 

If the Parameter number is 0 or is omitted, it defaults to 1. 
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<CUD> Cursor Down 
Syntax Form: 

Descriptive Form: 

Description: 

ESC [<Pn> B 

ESC [ <number of rows> B 

Moves the cursor downward by the specified number of rows. 

Margins Set Inside Screen Boundaries (i.e., Top Margin > 1 or Bottom 
Margin <32) 

If origin mode is absolute, the cursor moves with respect to the screen. 
If the cursor is on the last row of the screen or 
on the Bottom Margin, Cursor Down has no 
effect. 

If origin mode is relative, the cursor moves with respect to the area 
bounded by Top and Bottom Margins. If the 
cursor is on the Bottom Margin, Cursor Down 
has no effect. 

Margins Set To Screen Boundaries (i.e., Top Margin = 1 and Bottom 
Margin =32) 

The cursor moves with respect to the screen. If the cursor is on the last 
row of the screen, Cursor Down has no effect. 

If the <Pn> Parameter number is zero or is omitted, it defaults to one. 

<CUF> Cursor Forward 
Syntax Form: 

Descriptive Form: 

Description: 

ESC [<Pn> C 

ESC [ <number of columns> C 

Moves the cursor the specified number of columns to the right. The 
cursor stops at the rightmost column. 

If the <Pn> Parameter number is omitted, or is zero, it defaults to one. 

<CUP> Cursor Position 
Syntax Form: 

Descriptive Form: 

Description: 
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ESC [ <Pn> <; <Pn> > H 

ESC [ <row number> <; <column number> > H 

Moves the cursor to a specified row and column. The cursor may stop at 
Top Margin, Bottom Margin and the top and bottom of the screen, 
depending on origin mode. 

If a row or column coordinate is zero, or is omitted, it defaults to one. 
(See also <HVP>.) 
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<CUU> Cursor Up 
Syntax Fonn: 

Descriptive Fonn: 

Description: 

ESC [<Pn> A 

ESC [ <number of rows> A 

This command is completely analogous to <CUD>, except that the 
cursor moves upward instead of downward. 

<DA> Device Attributes 
Syntax Fonn: 

Description: 

ESC [<Pn>c 

A device sends this command with a Parameter number of 0 to the 
terminal asking it to identify the type of VT -100 tenninal it is. The 
4400 sends the command ESC [ ? 1 ; 0 c back to the device which says it 
is a VT -100 with no options. 

NOTE 

The 4400 does support the following 
features of the VT-JOO Advanced Video 
Options (see <SGR»: 

• Bold 

• Underline 

• Reverse video 

If the device echoes this command back to the terminal, it is treated as a 
no-op. 

If the Parameter number is omitted, it defaults to O. 

<DC1> Character (#17) 
Syntax Fonn: 

Description: 

(ChartI7) 

If this control character (CTRL-Q) is received during an ANSI command 
sequence this control action is a no-op and the ANSI command sequence 
processing continues. However, if flagging is set in the communications 
system to DClIDC3, a flagging action will occur within the 
communications system. 
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<DC2> Character (#18) 
Syntax Fonn: 

Description: 

(Char #18) 

This control function (CfRL-R) is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<DC3> Character (#19) 
Syntax Fonn: 

Description: 

(Char #19) 

This control function (CfRL-S) is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. However, if flagging is set in the communications 
system to DClIDC3, a flagging action will occur within the 
communications system. 

<DC4> Character (#20) 
Syntax Fonn: 

Description: 

(Char #20) 

This control function (CfRL-T) is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<DCH> Delete Character 
Syntax Fonn: ESC [ <Pn> P 

Descriptive Fonn: 

Description: 
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ESC [ <number of characters> P 

Deletes the character at the cursor and possibly following characters 
depending on the Parameter value. Any characters to the right of the 
deleted characters are moved left by the same number of cha.acter 
positions; thus the gap is filled. 

Only characters on the current line are affected by this command. 

If the Parameter number is zero, or is omitted, it defaults to one. 
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<DEL> Character (#127) 
Syntax Fonn: 

Description: 

(Char #127) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<DL> Delete Line 
Syntax Fonn: 

Descriptive Fonn: 

Description: 

ESC [<Pn> M 

ESC [ <number of lines> M 

Deletes the current line and possibly succeeding lines, depending upon 
the Parameter. 

All following lines are shifted in a block toward the line containing the 
cursor. The lines following the shifted portion are erased. The cursor 
does not change position. 

If split-screen scrolling is in effect, this command only affects lines in 
the region that the cursor is currently in. (E.g., if the cursor is in the top 
fixed region, only the lines in the top fixed region are affected.) 

If the Parameter number is zero, or is omitted, it defaults to one. 

<OLE> Character (#16) 
Syntax Fonn: 

Description: 

(Char #16) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<DMI> Disable Manual Input 
Syntax Fonn: 

Description: 

Esc' (Char #27 and Char #96) 

Locks the keyboard. This command is equivalent to ANSI <SM: KAM>. 
(See also <EM!>.) 
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<DSR> Device Status Report 
Syntax Form: 

Description: 

ESC CPs n 

This is a command from the host or a report from the terminal. Table 
5-1 shows the meaning of various Parameters. 

Parameter 
0 
3 
5 

6 

Table 5-1 
Parameter Meanings 

Parameter Meaning 
Keport ITom 4400. Keaay, no manunctlOns detected. 
Report from 4400. Malfunction - retry. 
Command from host. Please report status (using a DSR control 
sequence). 
Command from host. Please report cursor position (using a cursor 
position report). See <CPR> command. 

When the 4400 receives a DSR with a parameter value of 5, it always 
sends back a DSR with a parameter value of 0 or 3. When the 4400 
receives a DSR with a parameter of 6, it always sends back a CPR 
report. When the 4400 receives a DSR with a parameter value of 0 or 3 
(which could be the echo of a report it has sent to the host), it executes 
the <DSR: 0> or <DSR: 3> command as a no-op. 

<ECH> Erase Character 
Syntax Form: 

Descriptive Form: 

Description: 
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ESC [<Pn> X 

ESC [ <number of characters> X 

Erases the character at the cursor, and possibly succeeding characters, 
according to the Parameter. The cursor location remains unchanged. 

The effect of the <ECH> command is not confined to the current line. 
For example, if the cursor is in column 41, and an <ECH: 45> 
command is issued, the character at the active position is erased along 
with the next 39 characters on the current line and the first 5 characters 
of the next line. 
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<ED> Erase in Display 
Syntax Fonn: 

Descriptive Fonn: 

Description: 

ESC [<Ps> J 

ESC [ < 0 or 1 or 2 > J 

o = from cursor to end of screen, inclusive 
1 = from start of screen to cursor, inclusive 
2 = entire screen. 

Regardless of whether margins are set, the command erases with respect 
to the screen. Therefore, text in the scrolling region and fixed regions 
can be erased with the same command. 

The cursor does not change position. 

If the Parameter number is omitted, it defaults to O. 

<EL> Erase in Line 
Syntax Fonn: 

Descriptive Fonn: 

Description: 

ESC [<Ps> K 

ESC [ <0 or 1 or 2> K 

o = from cursor to end of line, inclusive 
1 = from start of line to cursor, inclusive 
2 = entire line 

Erases part or all of the current line, according to the parameter. 

The cursor does not change position. 

If the Parameter number is omitted, it defaults to O. 

<EM> Character (#25) 
Syntax Fonn: 

Description: 

(Char #25) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 
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<EMI> Enable Manual Input 
Syntax Fonn: Escb 

Description: Unlocks the keyboard. This command is equivalent to ANSI <RM: 
KAM>. (See also <DM!>.) 

<ENQ> Character (#5) 
Syntax Fonn: 

Description: 

(Char#S) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<EOT> Character (#4) 
Syntax Fonn: 

Description: 

(Char #4) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence, 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<ESC> Character (#27) 
Syntax Fonn: 

Description: 

(Char #27) 

This control function is the introduction character of an escape sequence 
or control sequence for the ANSI command parser. 

If this control character is received during an ANSI command sequence, 
the ANSI command sequence parser processing is reinitialized. 

<ETB> Character (#23) 
Syntax Fonn: 

Description: 
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(Char #23) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 
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<ETX> Character (#3) 
Syntax Form: 

Description: 

(Char #3) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<FF> Form Feed Character 
Syntax Form: (char #12) 

Description: Erase the screen. 

<FS> Character (#28) 
Syntax Form: 

Description: 

(Char #28) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<GS> Character (#29) 
Syntax Form: 

Description: 

(Char #29) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<HT> Horizontal Tab Character 
Syntax Form: 

Description: 

(char #9) 

Advances the cursor fOIWard on the current line to the next horizontal 
tab stop. If there are no horizontal tab stops to the right of the active 
position, the cursor moves to the rightmost column. 

If this control character is received during an ANSI command sequence 
this control action occurs and the ANSI command sequence processing 
continues. 
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<HTS> Horizontal Tab Set 
Syntax Form: 

Description: 

Defaults: 

ESCH 

Sets a tab stop at the current cursor location. 

Tab stops at columns 9, 17,25, 33, 41, 49, 57, 65, and 73. Read from 
setup file on installation. 

<HVP> Horizontal and Vertical Position 
Syntax Form: ESC [ <Pn> <; <Po> > f 

Descriptive Form: ESC [ <row> <; <column> > f 

Description: This command is identical to the <CUP>, Cursor Position command. 

<ICH> Insert Character 
Syntax Form: 

Descri pti ve Form: 

Description: 

ESC [<Pn>@ 

ESC [ <number of characters> @ 

Inserts the specified number, (n), of erased character cells at the cursor 
position. The character currently at the cursor position and all other 
characters to the right of the cursor are shifted "n" columns to the right. 
Characters shifted off the end of the line are lost. The cursor position 
remains unchanged. 

If the Parameter number is zero, or is omitted, it defaults to one. 

<IL> Insert Line 
Syntax Form: 

Descriptive Form: 

Description: 

5-14 

ESC [<Pn> L 

ESC [ <number of lines> L 

Inserts the specified number, (n), of blank lines in place of the active 
line. 

The active line and all succeeding lines are shifted downwards. The last 
"n" lines of the scroll are lost The cursor position does net change. 

If split-screen scrolling is in effect, this command only affects lines in 
the region that the cursor is currently in. (E.g., if the cursor is in the 
scrollable Cnon-fixed) region, only the lines in the scroll able region are 
affected.) 

If the Parameter number is zero or is omitted, it defaults to one. 



<IND> Index 
Syntax Form: 

Description: 
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ESCD 

Moves the active position down one line without affecting the character 
position on that line. 

If the cursor is at the bottom margin, but is not at the bottom of the 
scroll, a scroll up function is performed. If the cursor is at the bottom 
margin and is also at the bottom of the scroll, a blank line is added to the 
bottom of the scroll and a scroll up is performed. 

The cursor can index into the scrolling region from the top fixed region, 
but cannot index into bottom fixed region. An index on the last line of 
the bottom fixed region has no effect. (See <LF>.) 

<IRM> Insertion/Replacement Mode 
Syntax Form: 

Descriptive Form: 

Description: 

Reset: 

Set: 

Defaults: 

ESC [4horl 

ESC [ 4 set or reset 

<lRM> is a parameter for the <RM> and <SM> commands. 

Normal operation. When a character is entered, it replaces any character 
already at the active position. 

Insert mode. As each character is entered, the text at the cursor position 
and to its right is moved one character cell to the right and the cursor 
advances to the next character cell. Any text which is shifted off the end 
of the line is lost. 

Reset 

<KAM> Keyboard Action Mode 
Syntax Form: ESC [ 2 h or 1 

Descriptive Form: 

Description: 

Reset: 

Set: 

Defaults: 

ESC [ 2 set or reset 

A parameter for the <RM> and <SM> commands. 

Resetting KAM enables the keyboard and is equivalent to issuing 
<EM!>. 

Setting KAM disables the keyboard and is equivalent to issuing <DM!>. 

Reset 
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<LF> Line Feed Character 
Syntax Form: 

Description: 

(char #10) 

If <LNM> mode is reset, then <LF> has exactly the same effect as the 
<lND> command; it advances the cursor to the same position on the 
following line of text. See the <lND> command description for details. 

If <LNM> mode is set, then <LF> has the same effect as <CR> <lND>; 
it advances the active position to the first character position on the 
following line. 

If this control character is received during an ANSI command sequence 
this control action occurs and the ANSI command sequence processing 
continues. 

<LNM> Line-Feed/New-Line Mode 
Syntax Form: ESC [ 20 h or I 

Descriptive Form: 

Description: 

Reset: 

Set: 

Defaults: 

ESC [ 20 set or reset 

A parameter for the <RM> and <SM> commands. 

(LF) is equivalent to <IND>; goes down one line without changing 
character position within the line. 

(LF) is equivalent to <NEL> (which is equivalent to (CR)<lND». 
Advances the cursor to the first character position of the next line of 
text. 

Reset 

<NAK> Character (#21) 
Syntax Form: 

Description: 

(Char #21) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<NEL> Next Line 
Syntax Form: 

Description: 
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ESCE 

Moves the cursor to the stan of the next line. Has the same effect as 
(CR)<lND> (or as (LF) when LNM is set). 
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<NUL> Character (#0) 
Syntax Form: 

Description: 

(Char #0) 

This control function is a no-op. If this control character is received 
during an ANSI command sequence this control action is a no-op and 
the ANSI command sequence processing continues. 

<PU1> Private Use 1 
Syntax Form: 

Description: 

ESCQ 

This two-character sequence is used to introduce a private ANSI control 
sequence. It introduces all sequences which specify or request, from 
4400 reports, the state of the mouse buttons and the graphic cursor 
position. 

<Report-Syntax-Mode> 
Syntax Form: 

Description: 

ESC # !O 

This command sends a <terminal-settings-report> (Tektronix 4100 
series terminal style) to the host on the status of the syntax mode. The 
form will always be the following: 

% ! <SP> <SP> 1 <CR> 

. NOTE 

The <SP> is an ASCII space character. 
The <CR> ASCII Carriage Return 
Character is the default 4100 series EOM 
character. 

<RI> Reverse Index 
Syntax Form: 

Description: 

ESCM 

Completely analogous to the IND (Index) command except that it moves 
the cursor one line upward. 
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<RIS> Reset to Initial State 
Syntax Form: 

Description: 

ESCc 

Resets specified terminal attributes to their initial default states. 

This command affects terminal attributes in the following ways: 

• Erases screen and moves cursor to home position. 

• Resets Insert/Replace mode to Replace. 

• Clears edit margins. 

• Turns off the character graphic rendition. 

• Selects the default GO and G 1 character sets. 

• Shifts in the GO character set. 

• Resets Auto-Repeat (TEKARM) mode := true. 

• Resets Auto-Wrap (TEKA WM) mode := true. 

• Resets Screen mode (TEMSCNM) to normal. 

• Sets Origin mode to relative. 

<RM> Reset Mode 
Syntax Form: 

Description: 
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ESC [<Ps> 1 

Causes one or more modes to be reset, as specified by each selective 
parameter in the <Ps> Parameters list. Each mode to be reset is specified 
by a separate parameter in the list. A mode is reset until set again by a 
<SM>, Set Mode, control sequence. 

If the first character in the Parameters list is ?, then all subsequent 
parameters, that consist of numeric digits only, are interpreted as if they 
began with a ? character before those numeric digits. If the first 
parameter consists ONLY of ?, then its only use is to provide an implicit 
? at the start of each subsequent numeric-digits-only parameter in the 
Parameters list. 
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For example: 

The control sequence: ESC [ ? 5 ; 8 I 
is interpreted as if it were: ESC [ ? 5 ; ? 8 I 

The control sequence: ESC [ ? ; 5 ; 8 I 
is interpreted as if it were: ESC [ ? 5 ; ? 8 I 

Table 5-2, Valid Reset Mode Parameters, summarizes the meaning of 
the valid parameters. 

Table 5-2 
Valid Reset Mode Parameters 

Parameter Mode 
2 _ ~_M~eyt)oard~ction~ode. 
3 CRM Control-Representation-Mode. 
4 IRM Insertion-Replacement-Mode. 

12 SRM Send/Receive Mode. 
20 LNM Line-Feed/New-Line Mode. 
71 TEKCKM TEK private Cursor Key Mode. 
75 TEKSCNM TEK private Screen Mode (normal). 
76 TEKOM TEK private Origin Mode (viewport). 
71 TEKA WM TEK private Auto-Wrap Mode. 
78 TEKARM TEK private Auto-Repeat Mode. 

Any parameters other than those specified here are recognized then 
ignored. 

<RS> Character (#30) 
Syntax Form: 

Descri ption: 

(Char #30) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 
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<SCS> Select Character Set 
Syntax: 

Description: 

Defaults: 

<Select-Code> 
Syntax Form: 

Description: 
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<SCS> = <designate-GO-set> or <designate-G 1-set>. <its designate­
GO-set> = (ESC) (0 <set-selector>. <designate~G1-set> = (ESC) ()) 
<set-selector>. <set-selector> = (A)0r(B)0r(O)or(1)0r(2)0r(3). 

Designates a particular character set as the GO set or the G 1 set. 

Table 5-3, Character Set ,Selection, summarizes the escape sequences 
necessary to designate particular character sets. 

Table 5-3 
Character Set Selection 

Escape Sequence Escape Sequence Character Set 
to Designate a to Designate a Being Designated 
GO Set GISet As GO Or Gl 
ESC(A ESC)A (no-op) 
ESC(B ESC)B U.S. (ASCII) 
ESC(O ESC)O Rulings 
ESC ( 1 ESC) 1 (no-op) 
ESC(2 ESC)2 (no-op) 
ESC(3 ESC)3 Supplementary 

On installation, the terminal emulator automatically designates the U.S. 
(ASCII) character set as its GO and G 1 character set. 

ESC % ! <code-selector> 

This control function is a no-op. 
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<SGR> Select Graphic Rendition. 
Syntax Form: 

Parameters: 

Description: 

Defaults: 

ESC [ <Ps-list> m 

The Ps-list consists of zero or more Ps selective parameters, separated 
by semicolons. Each parameter in the list specifies a graphic rendition 
for subsequent characters. 

o Default rendition. On the 4400, default rendition is: No 
underscore, normal boldness, standard (not reversed) 
image. That is, the effect of any preceding <SGR: 1>, 
<SGR: 4> or <SGR: 7> command is canceled. 

1 Bold or increased intensity: The 4400 represents this by 
simulating a bold font (it paints each character twice, 
shifted one pixel horizontally). 

4 Underscore. 

7 Negative (reverse) image: white characters on black 
background. 

21 Not bold. Cancels the effect of <SGR: 1>. 

24 Not underlined. Cancels the effect of <SGR: 4>. 

27 Positive image. Cancels the effect of <SGR: 7>. 

Invokes the graphic rendition specified by the parameters in the Ps-list 
parameter string. All following characters in the data stream are 
displayed according to the parameter(s) until the next occurrence of an 
<SGR> command in the data stream. 

On Tektronix terminals, each occurrence of the <SGR> control function 
causes only those graphic rendition aspects to be changed that are 
specified by that <SGR>. All other graphic rendition aspects remain 
unchanged. (In other words, the GRAPHIC RENDITION 
COMBINATION MODE of ISO 6429 is always set to CUMULATIVE 
in Tektronix terminals.) 

An omitted parameter in the <Ps-list> defaults to zero. The state is that 
of <SGR: 0>. 
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<SI> Shift In Character 
Syntax Form: 

Description: 

(char #15) 

Invokes the current GO character set. 

If this control character is received during an ANSI command sequence, 
the GO character is invoked and the ANSI command sequence 
processing continues. 

Defaults: The GO set is invoked. 

<SM> Set Mode 
Syntax Form: 

Description: 
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ESC [<Ps> h 

Causes one or more modes to be set, as specified by each selective 
parameter in the <Ps> Parameters list. Each mode to be set is specified 
by a separate parameter. A mode is set until reset by a <RM> (Reset 
Mode) control sequence. 

If the first character in the parameter list is ?, then all subsequent 
parameters, that consist of numeric digits only, are interpreted as if they 
began with a ? character before those numeric digits. If the first 
parameter consists ONLY of ?, then its only use is to provide an implicit 
? at the start of each subsequent numeric-digits-only parameter in the 
Parameters list. 

For example: 

The control sequence: ESC [? 5; 8 h 
is interpreted as if it were: ESC [ ? 5 ; ? 8 h 

The control sequence: ESC [ ? ; 5 ; 8 h 
is interpreted as if it were: ESC [ ? 5 ; ? 8 

Table 5-4, Set Mode Parameters, summarizes the meanings of the valid 
parameters to the set mode command. 
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Table 5-4 
Set Mode Parameters 

Par Mode 
_2 KAM K.eyboard-Action~ode. 
3 CRM Control-Representation-Mode. 
4 IRM Insertion-Replacement-Mode. 
12 SRM SendlReceive Mode. 
20 LNM Line-FeedlNew-Line Mode. 
? 1 TEKCKM TEK private Cursor Key Mode. 
?5 TEKSCNM TEK private Screen Mode (Normal). 
?6 TEKOM TEK private Origin Mode (viewport). 
?7 TEKA WM TEK private Auto-Wrap Mode. 
?8 TEKARM TEK private Auto-Repeat Mode. 

If no parameter is supplied, a parameter of zero is assumed. Any 
parameters other than those specified here (including zero) are 
recognized then ignored. 

<so> Shift Out Character 
Syntax Form: 

Description: 

Defaults: 

SO = (char #14) 

Invokes the G 1 character set. If this control character is received during 
an ANSI command sequence, the G 1 character set is invoked and the 
ANSI command sequence processing continues. 

The GO set is invoked (default is SO state). 

<SOH> Character (#1) 
Syntax Form: 

Description: 

(Char#t) 

This control function (CTRL-A) is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 
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<SP> Space Character 
Syntax Form: (char #32) 

Description: SP functions as an ordinary graphic character. Spaces replace any 
characters already in the locations where the spaces are typed. 

<SRM> Send/Receive Mode 
Syntax Form: ESC [ 1 2 h or I 

Descriptive Form: 

Descri ption: 

Defaults: 

ESC [ 1 2 set or reset 

<SRM>, Send/Receive Mode, is not a command in its own right. 
Rather, it is a parameter for the <SM>, Set Mode, and <RM>, Reset 
Mode, commands. 

Resetting SRM mode turns the terminal's local echo on. (In the 
standards documents, this is called monitor send/receive mode.) 

Setting SRM mode turns the terminal's local echo off. (In the standards 
documents, this is simultaneous send/receive mode.) 

Reset 

<STX> Character (#2) 
Syntax Form: 

Description: 

(Char #2) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<SUB> Character (#26) 
Syntax Form: 

Description: 
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(Char #26) 

If this control character is received during an ANSI command sequence 
this control function will print a (SUB) character and reset the command 
parser to an initialized state. 
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<SYN> Character (#22) 
Syntax Form: 

Description: 

(Char #22) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<TBC> Tabulation Clear 
Syntax Form: 

Descriptive Form: 

Description: 

Valid Parameters: 

ESC [<Ps> g 

ESC [ <0 or 2 or 3> g 

Clears one or more tab stops, according to the specified parameters. 

o Clear the horizontal tab stop at the active position. 

2 Clear all tab stops in the active line. (In the 4400, tab 
stop mode is always reset, so <TBC: 2> has the same 
effect as <TBC: 3>.) 

3 Clear all horizontal tab stops. 

If no parameter is supplied, a parameter of zero is assumed. If the 
parameter supplied is not 0, 2 or 3, then command is ignored. 

<TEKARM> Auto-Repeat Mode 
Syntax Form: 

Descriptive Form: 

Description: 

Defaults: 

ESC [? 8 h orl 

ESC [ ? 8 set or reset 

A TEK private parameter for the <SM> and <RM> commands. If set, 
all keyboard keys repeat when held depressed. If reset, none of the keys 
repeat when held depressed. 

Reset 
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<TEKAWM> Auto-Wrap Mode 
Syntax Form: 

Descriptive Form: 

Description: 

Defaults: 

ESC (?7 hor! 

ESC [ ? 7 set or reset 

A TEK-private parameter for the <SM> and <RM> commands. When 
set, the wrap-around feature is enabled. When reset, it is disabled. 

This mode determines what happens to the cursor after a character is 
displayed in the rightmost column. Since a character is always 
displayed at the current cursor location, this mode determines whether 
text is overprinted in the rightmost column or whether it wraps around to 
the next lines. 

If Auto-Wrap mode is set, an index function is performed and the cursor 
moves to column 1 of the next line. If Auto-Wrap mode is reset, the 
cursor remains in the rightmost column. 

Reset 

<TEKBKCM> Block Cursor Mode (Select Cursor) 
Syntax Form: 

Descriptive Form: 

Description: 

Defaults: 

ESC [ > 31 h or! 

ESC [ > 31 set or reset 

A TEK private parameter for the <SM> and <RM> commands. If set, 
the alpha cursor is represented by a "full character set" block cursor. 
The character at the cursor position appears as a background color 
character on a reversed character cell. If reset, the cursor is represented 
by a bold underline. 

Reset (Underscore) 

<TEKBNCM> Blinking Cursor Mode 
Syntax Form: 

Descriptive Form: 

Description: 

Defaults: 
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ESC [ > 32 h or I 

ESC [ > 32 set or reset 

A TEK private parameter for the <SM> and <RM> commands. If set, 
the alpha cursor is displayed blinking. The character at the cursor 
position alternates, at the blink rate, between its normal rendition and its 
cursor position rendition. If reset, the cursor does not blink. 

Set (Blinking) 
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<TEKCKM> Cursor Key Mode 
Syntax Form: ESC [ ? 1 h or I 

Descriptive Form: ESC [ ? I set or reset 

Description: A TEK private parameter for the <SM> and <RM> commands. Provides 
compatibility with programs designed for the DEC VT-IOO terminal. 
This mode is only effective when TEKKP AM is set. 

Defaults: 

The joydisk keys (positions) assume the alternate meanings shown in 
Table 5-5. 

Reset 

Table 5-5 
Alternate Joydisk Meanings 

JoydlskKey TEKCKM Reset TEKCKMSet 
up h~LA ~UA 

Down ESC [B ESCOB 
Right ESC[C ESCOC 
Left ESC[D ESCOD 
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<TEKGCREP> Graphic Cursor Position Report 
Syntax Form: 

Descriptive Form: 

Description: 

ESC P S <Pnl ; Pn2> ESC \ e 

DCS S [optional position report] ST 

This is a report string sent to the host in response to a <TEKRGCR> 
graphic cursor position request. The form which the optional position 
report takes depends upon the report types specified by a 
<TEKSGCRT> report type selection, or if report types have not been 
specified, by the default types defined there. 

If cell coordinate reports have been specified, then Pnl and Pn2 contain 
row and column values, respectively. If pixel coordinate reports have 
been specified, then Pnl and Pn2 contain x and y screen coordinate 
values, respectively. 

If graphics cursor position reports have been disabled by specifying that 
none be returned, then no parameters are returned for Pnl and Pn2. 

<TEKID> Identify Terminal 
Syntax Form: ESC Z 

This command, when sent from the host, requests the terminal to 
identify itself with a Device Attributes sequence. It has the same effect 
as a <Device Attributes> command with no parameter or a parameter of 
O. 

<TEKKPAM> Keypad Application Mode 
Syntax Form: ESC = 

Description: See <TEKKPNM>, Keypad Numeric Mode 

<TEKKPNM> Keypad Numeric Mode 
Syntax Form: ESC> 

Description: The <TEKKPAM> and <TEKKPNM> commands set and reset the 
terminal's Keypad Application Mode, respectively. These commands are 
provided for compatibility with applications programs designed for the 
DEC VT-IOO terminal. 
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Reset State (Keypad Numeric Mode) 
In the reset state (Keypad Numeric Mode), the keypad keys assume the 
values shown in the reset state part of the following table. For the 
keypad keys listed, these are the values labeled on the keys, except the 
ENTER key which sends a <CR> character. 
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Set State (Keypad Application Mode) 
In the set state (Keypad Application Mode), the keypad keys assume the 
alternate meanings shown in the set state part of Table 5-6. (Function 
keys F9 through F12 are unchanged.) 

Table 5-6 
Keypad Application Mode Key Meanings 

Meaning in Reset State Meaning in Set State 
Key Keypad Numeric Mode Keypad Application Mode 
U y ~p 
1 1 ESCOq 
2 2 ESCOr 
3 3 ESC Os 
4 4 ESCOt 
5 5 ESCOu 
6 6 ESCOv 
7 7 ESCOw 
8 8 ESC Ox 
9 9 ESCOy 
- - ESC Om 
, , ESCOI 

ESC On 
ENTER CR ESCOM 

Defaults: Reset (Keypad Numeric Mode) 

<TEKMBREP> Mouse Button and Graphic Cursor Position 
Reporting 
Syntax Form: 

Description: 

OCS (EscP) 
Meta-State-Code 
Mouse-Button-Number 
Stroke-Info (up-down) 
Optional-Position-Report 
ST (Esc \) 

There are three buttons on the mouse and there are different codes 
output for each button on its down-stroke and up-stroke. 

Table 5-7 summarizes the Mouse Button Reports. 
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Button 
DOWN 
UP 
Shifted-DOWN 
Shifted-UP 
Control-DOWN 
Control-UP 
Cntrl-Shifted-DOWN 
Cntrl-Shifted-UP 

Table 5-7 
Mouse Button Reports 

Left Middle 
UC:SA 1 UX:Sl uc..;:s A L. U x :s 1 
DCSAIUxST DCS A2 U xST 
DCSBIDxST DCSB2DxST 
DCSB 1 UxST DCSB2UxST 
DCSCIDxST OCS C2DxST 
DCSC 1 UxST OCSC2UxST 
DCSDIDxST DCS D2D xST 
DCSDI UxST OCS D2 U xST 

Ri2ht 
uc..;SA3 UxST 
DCSA3 UxST 
DCSB3DxST 
DCSB3UxST 
DCSC3DxST 
DCSC3UxST 
DCSD3DxST 
DCSD3 UxST 

The x infonnation is the optional report of the current graphic cursor 
position, i.e., Pnl ; Pn2 of the Graphic Cursor Report. See 
<TEKGCREP>. 

ANSI Terminal Emulator Mouse Button and Position Reporting 

Each of the three buttons on the mouse reports a different code on its downstroke and its 
upstroke. The mouse reports are ANSI standard OCS (Device Control String - Esc-P) reports. 
The reports take the form: 

OCS (Esc-P) 

Meta-State-Code 

Mouse-Button-Number 

Stroke-Info (up-down) 

Optional-Position-Report 

ST (ESC-\) 
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Lead-in to all mouse button reports 

A = unshifted, B = shifted, C = control, and D = control­
shift 

1 = left, 2 = middle, 3 = right 

D = down, U = up 

Pnl, Pn2 of the current position of the graphic cursor. 

Tenninator for mouse button and position reports. 

For example, the report (32;80 is the position report of Row 
32, Column 80 in Char. Cell coordinates) ) of the unshifted, 
middle button, in the down state would be: 

Des A 2 D 32;80 ST 
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<TEKOM> Origin Mode 
Syntax Fonn: ESC [ 1 6 I or h 

Parameters: I - Reset (Absolute Mode) 
h - Set (Relative Mode) 

Description: Margins Set To Screen Boundaries (that is, Top Margin = 1, and Bottom 
Margin = 32) 

Specifies Row 1, Column 1 of the screen as the origin. Moves the 
cursor to the origin. 

Margins Set Inside Screen Boundaries (Le., Top Margin >1 or Bottom 
Margin < 32) 

If origin mode absolute is requested, specifies Row 1, Column 1 of the 
screen as the origin. If origin mode relative is requested, specifies the 
row corresponding to the Top Margin, Column I as the origin. In both 
cases, it moves the cursor to the origin. 

Defaults: Reset 

<TEKRC> Restore Cursor 
Syntax Fonn: ESC 8 

Description: Restores the previously saved cursor position, graphic rendition, 
character set and origin mode. 

If no preceding <Save Cursor> command has been executed, then the 
power-up graphic rendition, character set, and origin mode are restored 
and the cursor is "homed". 

<TEKREQTPARM> Request Terminal Parameters 
Syntax Fonn: 

Description: 

ESC [<Pn>x 

Request from the host for the terminal to send a <Report Tenninal 
Parameters> sequence. This command is treated as a no-op on the 4400. 
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<TEKRGCR> Request Graphic Cursor Position Report 
Syntax Form: ESC Q K 

Description: This command requests the terminal to send a report to the host as to the 
position of the graphics cursor. This report is a <TEKGCREP> report. 
The form of the report is as follows: 

Pnl contains: 

Pn2 contains: 

DeS (ESC P) S Pnl ; Pn2 ST (ESC-\) 

The Row value if cell coordinates have been selected, or the X value if 
pixel coordinates are selected. No parameter will be returned if so 
specified in the Select Graphic Cursor Report Type command. 

The Column value if cell coordinates have been selected or the Y value 
if pixel coordinates are selected. No parameter will be returned if so 
specified in the Select Graphic Cursor Report Type command. 

<TEKSC> Save Cursor 
Syntax Form: ESC 7 

Description: Saves the cursor position, graphic rendition, character set and origin 
mode. 

<TEKSCNM> Screen Mode 
Syntax Form: ESC [ ? 5 1 or h 

Parameters: 1- Reset (Normal Mode - black on white) 
h - Set (Reverse Mode - white on black) 

Description: This is a parameter for the <Reset Mode> and <Set Mode> commands. 

Defaults: 

5-32 

The reset state causes the screen to be white with black characters. The 
set state causes the screen to be black with white characters. 

There is no effect if the terminal is already in the requested mode. 

Reset 
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<TEKSGCRT> Select Graphic Cursor Report Type 
Syntax Form: ESC Q <Pnt> <;<Pn2» J 

Descriptive Form: ESC Q <Report When> <;<Report Type» J 

Parameter Parameter Meaning 
Pnl =0 
Pnl = 1 
Pnl =2 
Pnl =3 

Pn2=0 
Pn2= 1 

Pn2=2 

Defaults: 

None. Do not report mouse button action. 
Down. Report to host when mouse button is depressed. 
Up. Report to host when mouse button is released. 
Both. Report to host when a mouse button is either 
depressed or released. 
None. Do not report graphic cursor position. 
Char. Report graphics cursor position 
in character cell coordinate terms (Row, 
Column). 
Pixel. Report graphics cursor position 
in pixel (screen coordinate terms (X,Y). 

Pnl = 0: No mouse button report. 
Pn2 = l: Report graphic cursor position in 
character cell coordinates (Row, column). 

<TEKSTBM> Set Top and Bottom Margins 
Syntax Form: 

Descriptive Form: 

Description: 

Defaults: 

ESC [ <Pn> <; <Pn» r 

ESC [<top margin> <; <bottom margin» r 

A TEK private command to set top and bottom margins for a split 
viewport scrolling region. 

The parameter value for the top margin specifies which row of the 
screen becomes the top line of the scrolling region. Similarly, the value 
for the bottom margin specifies the row of the buffer for the bottom line 
of the scrolling region. 

The rows preceding the top margin and the rows following the bottom 
margin become fixed regions. No scrolling actions occur in the fixed 
regions. 

If the first parameter is zero, or is omitted, it defaults to one. If the 
second parameter is zero, or is omitted, it defaults to 32. 

Margins set to 1 and 32 
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<us> Character (#31) 
Syntax Fonn: 

Description: 

(Char #31) 

This control function is a no-op. 

If this control character is received during an ANSI command sequence 
this control action is a no-op and the ANSI command sequence 
processing continues. 

<VT> Vertical Tab Character 
Syntax Fonn: 

Description: 

(char #11) 

VT has the same effect as (LF), linefeed. 

If this control character is received during an ANSI command sequence 
this control action occurs and the ANSI command sequence processing 
continues. 

KEYBOARD DETAILS 

Shift, Ctrl, and Caps Lock Keys 
The two SHIFT keys have identical functions. They and the CfRL key are used to access 
alternate meanings for other keys. 

Pressing CAPS LOCK turns on the LED in the key and puts the keyboard in caps lock mode. 
Pressing the key again turns the LED off and removes the tenninal from caps lock mode. While 
in caps lock mode, each of the alphabetic keys has its uppercase meaning, regardless of whether a 
SHIff key is being held down. Caps lock mode affects only the alphabetic keys. 
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Default ANSI Mode Meanings of Keys 

Alphanumeric Keys 
Table 5-8 shows the ANSI mode meanings for the main part of the keyboard - the 
alphanumeric keys. 

In this table, control characters are represented by the standard two-or three-letter abbreviations, 
given in ANSI X3.4 and ISO 646. Special symbols are represented by the four-character codes 
assigned to those symbols in ISO 6937. 

Table 5-8 
ANSI Meanings of Alphanumeric Keys 

Key Name Shifted Unshlrted Control CTRL-Shlfted 

t L { L ESC ~ 

! 1 ! 1 1 ! 
@ 2 @ 2 2 @ 

# 3 # 3 3 # 
$ 4 $ 4 4 $ 
% 5 % 5 5 % 

A 6 A 6 6 A 

Keyboard Row 1 & 7 & 7 7 & 

* 8 * 8 8 * 
( 9 ( 9 9 ( 
) 0 ) 0 0 ) 
- - - US 
+ = + = = + 
} ] } ] ] } 

RUB DEL DEL DEL DEL 
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Table 5-8 (coot.) 
ANSI Meanings of Alphanumeric Keys 

Key Name Shifted Unshlfted Control CTRL·Shlfted 
ESC ESC ESC ESC hoSe 

- I - I I -
Q Q q DCI DCI 
W W w ETB ETB 
E E e ENQ ENQ 
R R r DC2 DC2 
T T t DC4 DC4 

Keyboard Row 2 Y Y Y EM EM 
U U u NAK NAK 
I I i HT HT 
0 0 0 SI SI 
P P P DLE DLE . \ . \ FS FS 

BS BS BS BS BS 
LF LF LF LF LF 

Table 5-8 (coot.) 
ANSI Meanings of Alphanumeric Keys 

Key Name Shifted Unshlfted Control CTRL·Shifted 
TAB HT HT HT HT 

A A a SOH SOH 
S S s DC3 DC3 
D D d EOT EOT 
F F f ACK ACK 
G G g BEL BEL 

Keyboard Row 3 H H h BS BS 
J J j LF LF 
K K k VT VT 
L L 1 FF FF 

: ; : ; ; : 
" 

, 
" 

, , 
" 

RTN CR CR CR CR 
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Table 5-8 (cont.) 
ANSI Meanings of Alphanumeric Keys 

Key Name Shifted Unshlfted Control CTRL-Shlfted 
Z Z z ~ ~ 
X X x CAN CAN 
C C c ETX ETX 
V V v SYN SYN 

Keyboard Row 4 
B B b STX STX 
N N n SO SO 
M M m CR CR 

< . < • • < 
> > > 
? I ? I I ? 

Row 5 Keys - Spacebar is space in all states. 

Numeric Pad Keys 
The numeric pad is located to the right of the main set of alphanumeric keys. The codes sent by 
these keys are determined by the state of the Keypad Numericl Applications mode setting 
(TEKKPNMffEKKPAM). In Numeric mode, the meaning of the keys is that marked on the 
key tops; in Applications mode, the numeric pad keys are defined to be control sequences. Table 
5-9 shows the Applications mode (TEKKP AM) ANSI meanings of these keys. 

Table 5-9 
Applications Mode (TEKKPAM) Meanings of Keypad Keys 

Key 
Key Pad State 

Shifted Unshlfted Control Ctrl-Shlfted 
0 ESCOp ~up ~cup ~c-,-,-p 

1 ESCOq ESCOq ESCOq ESCOq 
2 ESCOr ESC Or ESCOr ESCOr 
3 ESCOs ESCOs ESCOs ESCOs 
4 ESCOt ESCOt ESCOt ESCOt 
5 ESCOu ESCOu ESCOu ESCOu 
6 ESCOv ESCOv ESCOv ESCOv 
7 ESCOw ESCOw ESCOw ESCOw 
8 ESCOx ESCOx ESCOx ESCOx 
9 ESCOy ESCOy ESCOy ESCOy 
- ESCOm ESC Om ESCOm ESCOm . ESCOI ESC 01 ESCOI ESCOI 

ESCOn ESC On ESCOn ESCOn 
ENT ESCOM ESC OM ESCOM ESCOM 

OPERATING SYSTEM REFERENCE 5-37 



TERMINAL EMULATION 

Joydisk Keys 
The joydisk is located to the upper-left of the main set of alphanumeric keys. The function of the 
joydisk in ANSI mode is to act in the place of cursor keys. The codes sent by the joydisk are 
affected by the Cursor Key mode in union with the Keypad Applications mode. The default 
codes are sent unless both TEKKPAM and TEKCKM are set. Table 5-10 shows the ANSI mode 
meanings of its "keys". 

Table 5-10 
ANSI Joydisk Key Meanings 

Position 
Default Mode TEKPAM and TEKCKM Mode 

Shifted Unshifted CTRL CTRL-Shifted Shifted Unshifted CTRL CTRL-Shifted 
Up ESC[A ESC [A ESC[A ESC [A ESCO! ESCOA ESC 0 1 ESCOI 
Down ESC[B ESC [B ESC [B ESC[B ESCO" ESCOB ESC02 ESC02 
Right ESC [C ESC [C ESC [C ESC[C ESCO# ESCOC ESC03 ESC03 
Left ESC[D ESC [D ESC[D ESC[D ESCO$ ESCOD ESC04 ESC04 

Function Keys 
The function keys FI-FI2 are grouped in three groups of four keys and are located in a row above 
both the alphanumeric keys and the numeric key pad. Table 5-11 shows the ANSI mode 
meanings of these keys. 

Table 5-11 
ANSI Meanings of Function Keys 

Function Key 
State 

Shifted Unshifted Ctrl Ctrl·Shifted 
t'l hoSCU% ~oS~U_~ h~CUj hoSCUj 
F2 ESCO& ESCOF ESC06 ESC06 
F3 ESCO' ESCOG ESC07 ESC07 
F4 ESCO( ESCOH ESC08 ESC08 
F5 ESCO) ESCOI ESC 09 ESC09 
F6 ESCO* ESCOJ ESCO: ESCO: 
F7 ESCO+ ESCOK ESCO; ESC 0 ; 
F8 ESCO,L ESCOL ESCO< ESCO< 
F9 ESCOP ESCOP ESCOP ESCOP 
FlO ESCOQ ESCOQ ESCOQ ESCOQ 
Fll ESCOR ESCOR ESCOR ESCOR 
F12 ESCOS ESCOS ESCOS ESCOS 
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Special Function Keys 
There are only two special function keys on the 4400 keyboard. One is the up-arrowlleft-arrow 
key in the upper-left comer of the main key area, while the other is the BREAK key in the lower­
right comer of the main key area. While most terminal emulators do not send a character 
sequence when the BREAK key is pressed, this emulator does - under the assumption that the 
communication program will recognize the sequence and perfonn the appropriate break signal. 
Table 5-12 shows the default ANSI mode meaning of these keys. 

Table 5-12 
ANSI Meanings of Special Function Keys 
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Section 6 

ACCESSING SYSTEM RESOURCES 
INTRODUCTION 
The 4400 series hardware can be accessed directly, but in general, this tends to be cumbersome 
and error-prone. The operating system has embedded within it device drivers, or software 
routines, that offer a uniform interface to the operating system. Most programs should interface 
with the 4400 series hardware through these device drivers. 

This section discusses the device drivers and system calls to the 4400 series hardware. 

DEVICE DRIVERS 
Device drivers are divided into two types: block-oriented and character-oriented. Block-oriented 
devices include the disks and other peripherals on the SCSI bus. Character-oriented devices 
include the console, the communications port, the sound generator, the printer port, the optional 
network interface, and special devices for "raw" access to the block-oriented devices. Each of 
these devices is identified by a file in the /dev directory. 

The system calls ttyget and ttyset can be used with the console, communications port, sound, and 
printer devices. Descriptions of the parameters to these calls are found in Section 4, System 
Calls, of the 4400 Series Assembly Language Reference. 

SCSI Peripherals 
A SCSI bus gives access to the block-oriented devices. These devices include such things as 
winchester disks, floppy disks, and (optional) streaming tape drives. 

The /dev SCSI peripheral devices are: 

• disk. The winchester disk with the system files. 

• diskl .. diskn. Optional winchester disks. 

• floppy. Floppy disk drive. 

The standard 4400 series contains a single floppy disk (ldev!floppy) and a winchester disk mass 
storage device (ldev/disk). Option 20 contains an additional 40 Megabyte winchester disk and a 
streaming tape drive. 

Device /dev/disk is the standard system device and is the default device from which to boot the 
system. You must use the interactive boot procedure to boot from another device. 

Console Device 
The device /dev/console supports the 4400 display and keyboard. It is connected to a terminal 
emulator that acts like an industry-standard terminal (described in Section 5 of this manual). 

To read and write the terminal settings and other parameters of this device, use the ttyget and 
ttyset system calls, or the conset utility. 
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Communications Port 
The device /dev/comm supports the RS-232C host communications port. Adjustments can be 
made to the baud rate, number of stop bits, parity, and XONIXOFF or DTR flow control. It can 
also cause new input or completion of output to generate a signal, as well as read the number of 
characters pending in the input and output queues. 

The ttyget and ttyset system calls, and the commset utility, allow reading and writing the 
communications port parameters. 

Sound Generator 
The device /dev/sound is the 4400 sound generator. By sending a formatted byte stream to this 
device (a TI 76496 sound generator chip), it can cause the 4400 to produce sounds. 

This device is a write-only device. An attempt to read it will return an error. It is also an 
exclusive-use device and may be opened by only one task at a time. 

The ttyget and ttyset system calls can change operation settings and examine device status. 

Controlling the Sound Device 
Idev/sound expects a stream of bytes in the following form: 

\n,e,e,e ... e,t 

or 

\O,tempo 

with the following values: 

n 

e 

t 

tempo 

A single byte specifying the number of commands to follow. 

A single byte binary command to the sound chip. (See the following discussion on 
sound chip operation and commands.> 

A byte value specifying the length of time to hold this set of commands. T is in units 
of tempo set by the second format. 

A 16-bit (word) value of time with a unit value of 16.667 ms. 

/dev/sound Operation and Commands 
The sound chip contains three frequency generators, each coupled to a programmable attenuator. 
It also contains a white-noise generator (a shift register with an exclusive-OR feedback network) 
that contains a frequency control and programmable attenuator. 
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Frequency Control 
Changing the value in a frequency generator requires two command bytes. Byte 1 contains the 
address information (which frequency generator to alter) and the low order 4 bits of the value to 
store. Byte 2 contains the high order 6 bits to set the frequency. Thus, the two bytes contain a 3-
bit address and a 10-bit binary number to set the frequency to be generated. 

The frequency is equal to the clocking rate of the chip (which is 3.15 MHz) divided by thirty-two 
times the binary number that is stored in the frequency generator. 

Table 6-1 shows the bit assignments in Byte 1 and Table 6-2 shows the bit assignments in byte 2. 

Controlling Attenuation 

Table 6-1 
Frequency Selection (BYTE 1) 

Bit Type Description 

~ 1_ '!'hisbit 15 always 1 
I R2 Register address bit 2 
2 RI Register address bit I 
3 RO Register address bit 0 
4 F3 Frequency data bit 3 
5 F2 Frequency data bit 2 
6 FI Frequency data bit I 
7 FO Frequency data bit 0 

Table 6-2 
Frequencey Selection (BYTE 2) 

Bit Type Description 
U U This~t 1S alwayso 
I x Unused 
2 F9 Frequency data bit 9 
3 F8 Frequency data bit 8 
4 F7 Frequency data bit 7 
5 F6 Frequency data bit 6 
6 F5 Frequency data bit 5 
7 F4 Frequency data bit 4 

Control of the attenuation on any frequency generator can be done with a single command byte. 
This byte contains a 3-bit field to select the attenuator and a 4-bit field to specify the amount of 
attenuation. Four bits give you 16 possible attenuations. Table 6-3 shows the attenuation 
settings and Table 6-4 shows the bit assignments for the attenuation control byte. 
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A3 
0 
0 
0 
0 
1 
1 

A2 
0 
0 
0 
1 
0 
1 

Table 6-3 
Attenuation Control 

Al AO Attenuation Wel2bt (dB) 
0 0 ON(FUU vOlum~ 
0 1 2 
1 0 4 
0 0 8 
0 0 16 
1 1 Off 

Table 6-4 
Attenuation Byte Bit Assignments 

Bit Type Description 
0 I Always 1 
1 R2 Register address bit 2 
2 Rl Register address bit 1 
3 RO Register address bit 0 
4 A3 Attenuation control bit 3 
5 A2 Attenuation control bit 2 
6 Al Attenuation control bit I 
7 AO Attenuation control bit 0 

Controlling the Noise Generator 

The noise generator consists of a noise source and an attenuator. Control can be maintained over 
the type of feedback in the exclusive-OR network, the shift rate, and the attenuator itself. 

Table 6-5 shows how to control the feedback, Table 6-6 shows the shift-rate (frequency) control, 
and Table 6-7 shows the bit assignments for the noise generator command byte. 
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Table 6·5 
Noise Feedback Control 

I F! I COiCfiuratlon I I ~ I peri IC noise I 
. . White noise . 
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Table 6-6 
Noise Frequency Control 

NFl NFO Shift Rate 
U U 4Y:lllS 

0 1 24609 
1 0 12304 
1 1 Tone generator 3 output 

Table 6-7 
Noise-Control-Byte Bit Assignments 

Bit Type Description 
U 1 Always 1 
1 R2 Register address bit 2 
2 R1 Register address bit 1 
3 RO Register address bit 0 
4 x Unused 
5 FB Feedback control bit 
6 NFl Shift rate control bit 1 
7 NF2 Shift rate control bit 0 

The sound chip has eight internal registers that determine whether the byte(s) sent controls the 
frequency or attenuation of the three tone generators or the control or attenuation of the noise 
generator. The destinations for all addressed bytes are given in Table 6-8. 

Table 6-8 
Control Register Addresses 

R2 Rl RO Address register 
0 0 0 lone 1 frequency 
0 0 1 Tone 1 attenuation 
0 1 0 Tone 2 frequency 
0 1 1 Tone 2 attenuation 
1 0 0 Tone 3 frequency 
1 0 1 Tone 3 attenuation 
1 1 0 Noise control 
1 1 1 Noise attenuation 
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Sound Examples 
The following examples show how to control the sound device by sending bytes to it. The "e" 
program in example 1 outputs an array of bytes to the standard output device. Redirect the 
compiled program output with the command: 

sound-example > /dev/sound 

The data in the array controls the sound device output. To determine what the program data 
means to the sound output device, each byte is described in the text following the example. By 
using Tables 6-1 through 6-8, sound effects or music can be created on the 4400 series products. 

*********************************************************** 

6-6 

* 
* 
* 

Sound generation routine sample. 
* 
* 
* 

*********************************************************** 

#include <stdio.h> 

int buf[] = {0,0,59, /* Set the tempo */ 
2,175,13,0,/* Set the frequency */ 
1,176,1, /* Set the volume */ 
1,188,2, /* Reduce volume 2 beats * / 
1,191,1, /* Turn voice off */ 
1,228,0, /* Turn on white noise */ 
1,249,2, /* Reduce volume 2 beats */ 

/* Replace 249 with 244 */ 
/* for greater volume */ 

1,255,1}; /* Turn voice off */ 
main () 

int i; 
for (i = O;i<25 ;i++) /* Set up a FOR loop to */ 

putchar(buf[i]);/* Output the data in */ 
/* the array */ 

Example 6-1. Sound Example. 
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Set the tempo to 1 beat per second (1000 millisec/beat): 

Byte 1 o "Tempo word follows." 

Byte 2 o "High order byte = (1000 div 16.667) div 256." 

Byte 3 59 "Low order byte = (1000 div 16.667) mod 256." 

Set the frequency for voice 2 to be 440 Hz: 

Byte 4 2 "2 command bytes follow." 

Byte 5 =175 1 010 III 1 

"Always 1" 

"Voice 2 
frequency" 

"Low order 4 bits calculated as 
( 3, 15 ° , ° 0 ° di v ( 32 * 4 4 0)) di v 1 6 . " 

Byte 6 = 13 o ° o 0 110 1 

"Always 0" 

"Unused" 

"High order 6 bits: 
(3,150,000 div(32 * 440)) div 16." 

Byte 7 o "Hold this set of commands ° beats." 
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Play voice 2 at full volume for 1 beat: 

Byte 8 1 "1 command follows." 

Byte 9 =176 1 011 00 0 0 

"Always 1" 

"Voice 2 
attenuation" 

"Leave it all the way on." 

Byte 10 1 "Play for 1 beat." 

Turn the volume of voice 2 down by 12 dB and play for 2 beats: 

Byte 11 1 "1 command byte follows." 

Byte 12 =188 1 011 110 0 

"Always 1" 

"Voice 2 
attenuation" 

"Attenuate by 12 dB." 

Byte 13 = 2 "Hold for 2 beats." 

Turn voice 2 off so it won't play forever: 

Byte 14 1 "1 command byte follows." 

Byte 15 =191 1 0 1 1 1 1 1 1 

"Turn voice 2 off." 

Byte 16 1 "Hold for 1 beat." 
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Play white noise (hissing sound): 

Byte 17 1 "1 command byte follows" 

Byte 18 =228 "1 110 o 1 o 0" 

"Always 1" "Shift rate = 0 (least 
coarse hissing sound)." 

Byte 19 o 

"Noise 
control" 

"Unused" 

"Hold 0 beats." 

"White noise" 

Turn down the volume 18 dB and hold for 2 beats: 

Byte 20 1 "1 command follows" 

Byte 21 =249 1 111 1 0 0 1 

"Always 1" 

"Noise 
attenuation" 

"Attenuate by 18 dB." 

Byte 22 = 2 "Hold 2 beats." 

Turn noise off: 

Byte 23 1 "1 command follows" 

Byte 21 =255 1 111 111 1 

"Always 1" 

"Noise 
attenuation" 

"Attenuate by 30 dB." 

Byte 25 1 "Hold 1 beat." 
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Printer Port 
The device /dev/printer provides an interface to the 4400 series parallel-interface printer port. 
This port provides a Centronics-compatible parallel port that can drive most inexpensive dot­
matrix (and some letter-quality) printers. 

/dev/printer accepts character streams and recognizes the ANSI X3.64 Select Graphic Rendition 
escape sequences for bold or italic characters. 

These devices are write-only; any attempt to read them will return an error. They are exclusive­
use devices and may be opened by only one task at a time. 

The system calls ttyget and ttyset can be used to examine device status and change operation 
settings. 

Other Devices 
The / dev directory contains other entries for devices supported by the operating system: 
diskc Raw system disk 
disklc .. disknc Raw optional winchester disk 
floppyc Raw floppy disk drive 
tapec Raw streaming tape drive 
null Null device 
pmem Physical memory 
smem System memory 
swap Swap space on winchester disk 

These devices are all character-oriented. The raw versions of the peripheral devices provide 
access to them as simple character streams without file systems. The null device may be used as 
a data sink. The memory devices can be used to inspect and modify the system' s memory. 

These devices, with the exception of /dev/null, are reserved for use by system programs. 
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CAUTION 

Be very careful when you use these devices because 
errors in programming them may crash the operating 
system and destroy the disk file structure. 
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DISPLAY, MOUSE, AND KEYBOARD SUPPORT 
The display of the 4400 series products is dependent upon the hardware design. Refer to the 
appendices for a description of the display of each product. The operating system controls access 
to the display and is consistant throughout the product family. The operating system also 
supports the creation and movement of a display curser. Infonnation about mouse and keyboard 
event processing can be found in the 4400 Series Assembly LAnguage Reference. 

The 4400 series display uses Smalltalk-80 conventions. The upper-left comer of the display has 
coordinates (0,0), while the lower-right comer has coordinates (1023,1023). X coordinates 
increase toward the bottom of the screen; Y coordinates increase to the right. 

Full program access to interactive event processing is supported through system calls to an event 
manager. Events include mouse movements, and up/down transitions of the mouse, keyboard, 
and joydisk switch contacts. The design of the event mechanism is patterned closely after a 
similar mechanism described on pages 648-650 of the book Smalltalk-80: The LAnguage and Its 
Implementation. 

Cursor and Mouse Tracking 
The cursor is a 16 X 16 bit-map that is displayed by logically ~Ring it into the display bit-map. 
The contents of the area under the cursor are saved and they are restored when the cursor is 
moved. The operating system allows the cursor's position to track the motion of the mouse. 
When this feature is enabled, the operating system will automatically move the cursor whenever 
the mouse is moved. 

The mouse position is not allowed to exceed certain bounds when the cursor is linked to the 
mouse. The default bounds are the virtual display coordinates. The user may change these 
bounds and allow the cursor to be moved off the vit:tual display. 

FLOATING POINT SUPPORT 
The operating system provides access to the floating point hardware. Floating point values are in 
IEEE format Both 32-bit single precision and 64-bit double precision fonnats are supported. 
For more infonnation about floating point support, refer to 4400 Series Assembler LAnguage 
Programmers Reference. 
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Appendix A 
4404 HARDWARE DEPENDENCIES 

This appendix is specifically for the 4404 Artificial Intellegence Machine, containing infonnation 
about the display and memory organization. Section 6 describes how to access the hardware with 
the software in the 4400 series family. 

DISPLAY SUPPORT 
The 4404 display is a 1024 X 1024 virtual display viewed through a 640 X 480 physical display 
viewport. The relationship between the virtual display and the display viewport is shown in 
Figure A-I. The operating system includes support that allows positioning and smooth panning 
of the viewport over the virtual display. The operating system also supports the creation and 
movement of a display cursor. 

The 4404 display uses Smalltalk-80 conventions. The upper-left comer of the display has 
coordinates (0,0), while the lower-right comer has coordinates (1023,1023). X coordinates 
increase toward the bottom of the screen; Y coordinates increase to the right. 

Full program access to interactive event processing is supported through system calls to an event 
manager. Events include mouse movements, and up/down transitions of the mouse, keyboard, 
and joydisk switch contacts. The design of the event mechanism is patterned closely after a 
similar mechanism described on pages 648-650 of the book Smalltalk-80: The Language and Its 
Implementation. 

Display Panning 
The operating system allows the 640 X 480 hardware display viewport to be positioned anywhere 
on the virtual display as long as the upper left comer has an X-coordinate less than 383 and a Y­
coordinate less than 543. 

The operating system supports the panning of the viewport over the virtual display under control 
of the mouse and joy disk. When joydisk panning is enabled, pushing the top of the joydisk 
causes the Y -coordinate to decrease by 5 pixels during each vertical sync interrupt, while pushing 
the bottom causes it to increase a like amount. Pushing the left side of the joydisk causes the X­
coordinate to decrease 5 pixels per interrupt; while pushing the right side of the joydisk causes it 
to increase. Joydisk panning ceases in a particular direction when the coordinate for that 
direction reaches zero or its maximum value. 

The cursor remains at a fixed position on the virtual display while the viewport is panned by the 
joydisk. When cursor panning is enabled, moving the cursor will also cause the viewport to pan 
so that the cursor is always located within the physical viewport. This allows the mouse to pan 
the viewport position because the cursor position is usually linked to mouse movement. 
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4404 HARDWARE DEPENDENCIES 

MEMORY USE 

Overall Address Space 
The 68010 processor on the 4404 is capable of addressing 16 Mb of memory. Of this, the 4404 
recognizes the lower 8 Mb. (All addresses given in this discussion will be hexadecimal unless 
stated otherwise.) The 4404 operating system uses a virtual memory scheme whereby 8 Mb of 
virtual memory is mapped into the 4404's physical memory in 4 Kb increments. To a 
programmer working through the operating system, it appears that the entire 8 Mb address space 
(ranging from 000000 through IFFFFF) is available. 

Physical Memory 
The standard 4404 contains 1 Mb of physical RAM in addresses 000000 through OFFFFF. 
Option 1 adds an additional 1Mb of physical memory in addresses 100000 through 2FFFFF. 

Addresses 200000 through 5FFFFF are reserved for future expansion. 

Display Memory 
The 4404 display memory begins at address 600000 and occupies through address 6FFFFF. The 
virtual display begins in the upper-left comer at address 600000 and proceeds in 1024 (decimal) 
lines of 64 (decimal) 16-bit (decimal) words. Each word has the most significant bit first, thus 
each word controls 16 pixels on the display. 

1/0 and ROM Memory Space 
The memory segment from 700000 through 7FFFFF is dedicated to ROM, 110, and various 
utilities. It consists of eight 128 Kb pages arranged as: 

700000 -- 71FFFF Spare 0 
720000 -- 73FFFF Spare 1 
740000 -- 75FFFF Boot ROM 
760000 -- 77FFFF Debug ROM space (for factory use) 
780000 -- 79FFFF Processor Board 110 (treated later) 
7 AOOOO -- 7BFFFF Peripheral Board 110 (treated later) 
7COOOO -- 7FFFFF EPROM application space 

OPERATING SYSTEM REFERENCE A-3 



#04 HARDWARE DEPENDENCIES 

Processor Board 1/0 

780000 --781FFF 
782000 -- 783FFF 
784000--78SFFF 
786000 -- 787FFF 
788000 -- 789FFF 
78AOOO -- 78BFFF 
78COOO -- 78DFFF 
78EOOO --78FFFF 

Map Control Registers 
Video Address Registers 
Video Control Registers 
Spare 
Sound 
Floating-Point Hardware 
Debug ACIA 
Spare 

Peripheral Board 1/0 

7 AOOOO -- 7 AFFFF 
7BI000 --7BIFFF 
7B2000 -- 7B3FFF 
7B4000--7BSFFF 
7B6000 -- 7B7FFF 
7B8000 --7B9FFF 
7BAOOO -- 7BBFFF 
7BCOOO -- 7BDFFF 
7BEOOO -- 7BFFFF 

A-4 

Reserved for future expansion 
Diagnostic registers 
Printer 
Serial lIO 
Mouse 
Timer 
Calendar 
SCSI bus address registers 
SCSI 



Appendix B 
4405 HARDWARE DEPENDENCIES 

This appendix is specifically for the 4405 Artificial Intellegence Machine, containing information 
about the display and memory organization. Section 6 describes how to access the hardware with 
the software in the 4400 series family. 

DISPLAY SUPPORT 
The 4405 display is a 1024 X 1024 virtual display viewed through a 640 X 480 physical display 
viewport. The relationship between the virtual display and the display viewport is shown in 
Figure B-1. The operating system includes support that allows positioning and smooth panning 
of the viewport over the virtual display. The operating system also supports the creation and 
movement of a display cursor. 

The 4405 display uses Smalltalk-80 conventions. The upper-left corner of the display has 
coordinates (0,0), while the lower-right comer has coordinates (1023,1023). X coordinates 
increase toward the bottom of the screen; Y coordinates increase to the right. 

Full program access to interactive event processing is supported through system calls to an event 
manager. Events include mouse movements, and up/down transitions of the mouse, keyboard, 
and joydisk switch contacts. The design of the event mechanism is patterned closely after a 
similar mechanism described on pages 648-650 of the book Smalltalk-80: The Language and Its 
Implementation. 

Display Panning 
The operating system allows the 640 X 480 hardware display viewport to be positioned anywhere 
on the virtual display as long as the upper-left comer has an X-coordinate less than 383 and a Y­
coordinate less than 543. 

The operating system supports the panning of the viewport over the virtual display under control 
of the mouse and joydisk. When joydisk panning is enabled, pushing the top of the joydisk 
causes the Y -coordinate to decrease by 5 pixels during each vertical sync interrupt, while pushing 
the bottom causes it to increase a like amount. Pushing the left side of the joydisk causes the X­
coordinate to decrease 5 pixels per interrupt; while pushing the right side of the joydisk causes it 
to increase. Joydisk panning ceases in a particular direction when the coordinate for that 
direction reaches zero or its maximum value. 

The cursor remains at a fixed position on the virtual display while the viewport is panned by the 
joydisk. When cursor panning is enabled, moving the cursor will also cause the viewport to pan 
so that the cursor is always located within the physical viewport. This allows the mouse to pan 
the viewport position because the cursor position is usually linked to mouse movement. 

OPERATING SYSTEM REFERENCE B-1 



4405 HARDWARE DEPENDENCIES 

(o,o)+ _______ ~(6_39r_,0.;".) _____ -+-1023,0) 

(0,1023) 

This iB the default 
Bcreen position. 

\ 
\ 
\ 

\ 
\ 
\ 
\ 
\ 

\ 

\ 

\ 
\ 

\ 
\ 
\ 
\ 

\ 
\ 
\ 

\ 

\ 
\ 
\ 
\ 
\ 

\ 
\ 
\ 

r 

1\ 
\ 

~ 

\ 
\ 

\ 
\ 

"-
'\ 

'\ 
'\ 

(1023,1023) , 
\ 

ltlon) 

1 . 

\ 
\ 

\ 
\ 

\ 

I 

'\ 
"-

" 

1 024x1 024 
VIRTUAL DISPLAY 

BIT-MAP 

AREA SEEN BY DISPLAY 
(PANNED FROM 

DEFAUL T POSITION) 

'\ 
'\ 

"-
"-

"-
'\ 

'\ 
"-

'\ 
'\ 

'-

"r-

1 

r-• 
• 
'-

640x480 
PHYSICAL DISPLAY 

II'4--C' -640 PIXELS ~~I 

Figure B-1. 640 X 480 Window Into 1024 X 1024 Bit-Map. 

B-2 

-

480 

PIXELS 

I--L 

./ 

5603-2 



4405 HARDWARE DEPENDENCIES 

MEMORY USE 

Overall Address Space 
The 68020 processor on the 4405 is capable of addressing a 32 Mb logical address range of 
memory. Of this, the 4405 recognizes the lower 16 Mb. (All addresses given in this discussion 
will be hexadecimal unless stated otherwise.) The 4405 operating system uses a virtual memory 
scheme whereby 32 Mb of virtual memory is mapped into the 4405's physical memory in 4 Kb 
increments. To a programmer working through the operating system, it appears that the entire 32 
Mb address space (ranging from 000000 through FFFFFF) is available. 

Physical Memory 
The standard 4405 contains 2 Mb of physical RAM in addresses 000000 through IFFFFF. 
Option 2/4 adds an additional 2/4 Mb of physical memory in addresses 200000 through 6FFFFF. 

Addresses 700000 through DFFFFF are reserved for future expansion. 

Display Memory 
The 4405 display memory begins at address EOOOOO and occupies through address EFFFFF. The 
virtual display begins in the upper-left comer at address EOOOOO and proceeds in 1024 (decimal) 
lines of 64 (decimal) 16-bit (decimal) words. Each word has the most significant bit first, thus 
each word controls 16 pixels on the display. 

1/0 and ROM Memory Space 
The memory segment from FOOOOO through FFFFFF is dedicated to ROM, I/O, and various 
utilities. It consists of eight 128 Kb pages arranged as: 

FOOOOO -- FIFFFF Spare 0 
F20000 -- F3FFFF Spare 1 
F40000 -- F5FFFF Boot ROM 
F60000 -- F7FFFF Debug ROM space (for factory use) 
F80000 -- F9FFFF Processor Board I/O (treated later) 
FAOOOO -- FBFFFF Peripheral Board I/O (treated later) 
FCOOOO -- FFFFFF EPROM application space 
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Processor Board 1/0 

FSOOOO -- FSIFFF Map Control Registers 
FS2000 -- FS3FFF Video Address Registers 
FS4000 -- FS5FFF Video Control Registers 
FS6000--FS7FFF Sp~e 
FSSOOO -- FS9FFF Sound 
FSAOOO -- FSBFFF Floating-Point Hardware 
FSCOOO -- FSDFFF Debug ACIA 
FSEOOO--FSFFFF Spare 

Peripheral Board 1/0 

FAOOOO -- FAFFFF 
FBIOOO -- FBIFFF 
FB2000--FB3FFF 
FB4000 -- FB5FFF 
FB6000--FB7FFF 
FBSOOO -- FB9FFF 
FBAOOO -- FBBFFF 
FBCOOO -- FBDFFF 
FBEOOO -- FBFFFF 

B-4 

Reserved for future expansion 
Diagnostic registers 
Printer 
Serial I/O 
Mouse 
Timer 
Calend~ 
SCSI bus address registers 
SCSI 



Appendix C 
4406 HARDWARE DEPENDENCIES 

This appendix is specifically for the 4406 Artificial Intellegence Machine, containing infollllation 
about the display and memory organization. Section 6 describes how to access the hardware with 
the software in the 4400 series family. 

DISPLAY SUPPORT 
The 4406 display is a 1280 X 1024 raster display. The operating system supports the creation 
and movement of a display cursor. 

The 4406 display uses Smalltalk-80 conventions. The upper-left comer of the display has 
coordinates (0,0), while the lower-right comer has coordinates (1023,1023). X coordinates 
increase toward the bottom of the screen; Y coordinates increase to the right. 

Full program access to interactive event processing is supported through system calls to an event 
manager. Events include mouse movements, and up/down transitions of the mouse, keyboard, 
and joydisk switch contacts. The design of the event mechanism is patterned closely after a 
similar mechanism described on pages 648-650 of the book Smalltalk-80: The Language and Its 
Implementation. 

MEMORY USE 

Overall Address Space 
The 68020 processor on the 4406 is capable of addressing a 32 Mb logical address range of 
memory. Of this, the 4406 recognizes the lower 16 Mb. (All addresses given in this discussion 
will be hexadecimal unless stated otherwise.> The 4406 operating system uses a virtual memory 
scheme whereby 32 Mb of virtual memory is mapped into the 4406's physical memory in 4 Kb 
increments. To a programmer working through the operating system, it appears that the entire 32 
Mb address space (ranging from 000000 through FFFFFF) is available. 

PhYSical Memory 
The standard 4406 contains 2 Mb of physical RAM in addresses 000000 through IFFFFF. 
Option 2/4 adds an additional 214 Mb of physical memory in addresses 200000 through 6FFFFF. 

Addresses 700000 through DFFFFF are reserved for future expansion. 
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Display Memory 
The 4406 display memory begins at address EOOOOO and occupies through address EFFFPF. The 
virtual display begins in the upper-left comer at address EOOOOO and proceeds in 1024 (decimal) 
lines of 64 (decimal) 16-bit (decimal) words. Each word has the most significant bit first, thus 
each word controls 16 pixels on the display. 

I/O and ROM Memory Space 
The memory segment from FOOOOO through FFFPFF is dedicated to ROM, 110, and various 
utilities. It consists of eight 128 Kb pages arranged as: 

FOOOOO -- FIFFFF Spare 0 
F20000 -- F3FFFF Spare 1 
F40000 -- F5FFFF Boot ROM 
F60000 -- F7FFFF Debug ROM space (for factory use) 
F80000 -- F9FFFF Processor Board 110 (treated later) 
FAOOOO -- FBFFFF Peripheral Board 110 (treated later) 
FCOOOO -- FFFFFF EPROM application space 

Processor Board I/O 

F80000 -- F81FFF 
F82000 -- F83FFF 
F84000 -- F85FFF 
F86000 -- F87FFF 
F88000 -- F89FFF 
F8AOOO -- F8BFFF 
F8COOO -- F8DFFF 
F8EOOO--F8FFFF 

Map Control Registers 
Video Address Registers 
Video Control Registers 
Spare 
Sound 
Floating-Point Hardware 
Debug ACIA 
Spare 

Peripheral Board I/O 

FAOOOO -- FAFFFF 
FBI000 -- FBIFFF 
FB2000 -- FB3FFF 
FB4000 -- FB5FFF 
FB6000 -- FB7FFF 
FB8000 -- FB9FFF 
FBAOOO -- FBBFFF 
FBCOOO -- FBDFFF 
FBEOOO -- FBFFFF 

C-2 

Reserved for future expansion 
Diagnostic registers 
Printer 
Serial 110 
Mouse 
Timer 
Calendar 
SCSI bus address registers 
SCSI 



Abort 4-20 
<ACK> 

Acknowledge Character (#6) 5-3 
Address space A-3, B-3, C-l 
ANSI Command 

Acknowledge Character (#6) 5-3 
ANSI Command 

Auto-Repeat Mode 5-25 
ANSI Command 

Auto-Wrap Mode 5-26 
ANSI Command 
backspace character 4-3,5-3 

ANSI Command 
Bell Character 5-3 

ANSI Command 
Blinking Cursor Mode 5-26 

ANSI Command 
Block Cursor Mode 5-26 

ANSI Command 
Carriage Return Character 5-5 

ANSI Command 
Character (#0) 5-17 

ANSI Command 
Character (#1) 5-23 

ANSI Command 
Character (#127) 5-9 

ANSI Command 
Character (#16) 5-9 

ANSI Command 
Character (#17) 5-7 

ANSI Command 
Character (#IS) 5-S 

ANSI Command 
Character (#19) 5-S 

ANSI Command 
Character (#2) 5-24 

ANSI Command 
Character (#20) 5-S 

ANSI Command 
Character (#21) 5-16 

ANSI Command 
Character (#22) 5-25 

ANSI Command 
Character (#23) 5-12 

ANSI Command 
Character (#24) 5-3 
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Index 

ANSI Command 
Character (#25) 5-11 

ANSI Command 
Character (#26) 5-24 

ANSI Command 
Character (#27) 5-12 

ANSI Command 
Character (#28) 5-13 

ANSI Command 
Character (#29) 5-13 

ANSI Command 
Character (#3) 5-13 

ANSI Command 
Character (#30) 5-19 

ANSI Command 
Character (#31) 5-34 

ANSI Command 
Character (#4) 5-12 

ANSI Command 
Character (#5) 5-12 

ANSI Command 
Control Representation Mode 5-5 

ANSI Command 
Cursor Backward 5-5 

ANSI Command 
Cursor Backward Tab 5-4 

ANSI Command 
Cursor Down 5-6 

ANSI Command 
Cursor Forward 5-6 

ANSI Command 
Cursor Horizontal Tab 5-4 

ANSI Command 
Cursor Key Mode 5-27 

ANSI Command 
Cursor Position 5-6 

ANSI Command 
Cursor Position Report 5-4 

ANSI Command 
CursorUp 5-7 

ANSI Command 
Delete Character 5-8 

ANSI Command 
Delete Line 5-9 

ANSI Command 
Device Attributes 5-7 
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ANSI Command 
Device Status Report 5-10 

ANSI Command 
Disable Manual Input 5-9,5-12 

ANSI Command 
Enable Manual Input 5-9,5-12 

ANSI Command 
Erase Character 5-10 

ANSI Command 
Erase in Display 5-11 

ANSI Command 
Erase in Line 5-11 

ANSI COMMAND 
escape character 4-3 

ANSI Command 
Form Feed Character 5-13 

ANSI Command 
Graphic Cursor Position Report 5-28 

ANSI Command 
Horizontal and Vertical Position 5-14 

ANSI Command 
horizontal tab character 4-4 

ANSI Command 
Horizontal Tab Character 5-13 

ANSI Command 
Horizontal Tab Set 5-14 

ANSI Command 
Identify Terminal 5-28 

ANSI Command 
Index 5-15 

ANSI Command 
Insert Character 5-14 

ANSI Command 
Insert Line 5-14 

ANSI Command 
Insertion/Replacement Mode 5-15 

ANSI Command 
Keyboard Action Mode 5-15 

ANSI Command 
Keypad Application Mode 5-28 

ANSI Command 
Keypad Numeric Mode 5-28 

ANSI Command 
Line Feed Character 5-16 

ANSI Command 
Line-Feed/New-Line Mode 5-16 

ANSI Command 
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Mouse Button and Graphic Cursor 
Position Reporting 5-29 

ANSI Command 
NextLine 5-16 

ANSI Command 
Origin Mode 5-31 

ANSI Command 
Private Use 1 5-17 

ANSI Command 
Request Graphic Cursor Position Report 5-32 

ANSI Command 
Request Terminal Parameters 5-31 

ANSI Command 
Reset Mode 5-18 

ANSI Command 
Reset to Initial State 5-18 

ANSI Command 
Restore Cursor 5-31 

ANSI Command 
Reverse Index 5-17 

ANSI Command 
Save Cursor 5-32 

ANSI Command 
Screen Mode 5-32 

ANSI Command 
Select Character Set 5-20 

ANSI Command 
Select Graphic Cursor Report Type 5-33 

ANSI Command 
Select Graphic Rendition 5-21 

ANSI Command 
<Select-Code> 5-20 

ANSI Command 
Send/Receive Mode 5-24 

ANSI Command 
Set Mode 5-22 

ANSI Command 
Set Top and Bottom Margins 5-33 

ANSI Command 
Shift In Character 5-22 

ANSI Command 
Shift Out Character 5-23 

ANSI Command 
Space Character 5-24 

ANSI Command 
Tabulation Clear 5-25 

ANSI Command 
Vertical Tab Character 5-34 

ANSI Commands 5-3 
ANSI X3.64 escapes 6-10 



Argument 4-6 
Attenuation 6-3 
Backup file 4-3,4-5 
Beats 6-9 
<BEL> 
Bell Character 5-3 

Boot procedure 6-1 
<BS> 
Backspace Character 5-3 

<CAN> 
Character (#24) 5-3 

<CBT> 
Cursor Backward Tab 5-4 

Centronics-compatible port 6-10 
Change 4-8 
<CRT> 
Cursor Horizontal Tab 5-4 

Command constant 4-11 
Commset 6-2 
Configuration file 4-13 
Conset 6-1 
Contro1- 4-4 
Contro1-C 4-4 
Control-D 4-4 
Control-R 4-9 
Coordinates, display 6-11, A-I, B-1, C-l 
<CPR> 
Cursor Position Report 5-4 

<CR> 
Carriage Return Character 5-5 

Crash 6-10 
<CRM> 
Control Representation Mode 5-5 

<CUB> 
Cursor Backward 5-5 

<CUD> 
Cursor Down 5-6 

<CUF> 
Cursor Forward 5-6 

<CUP> 
Cursor Position 5-6 

Cursor 6-11, A-I, B-1, C-l 
Cursor 
operation 6-11 

<CUU> 
Cursor Up 5-7 

<DA> 
Device Attributes 5-7 
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dBs 6-8 
<DC1> 
Character (#17) 5-7 

<DC2> 
Character (#18) 5-8 

<DC3> 
Character (#19) 5-8 

<DC4> 
Character (#20) 5-8 

<DCH> 
Delete Character 5-8 

Decibels 6-8 
<DEL> 
Character (#127) 5-9 

Delimiter 4-6 
/dev 6-1 
/dev 6-10 
/dev/cornrn 6-2 
/dev/console 6-1 
/dev/disk 6-1 
Device driver, block-oriented 6-1 
Device driver, character-oriented 6-1 
Device drivers 6-1 
Device port 6-10 
/dev/null 6-10 
/dev/printer 6-10 
/dev/sound 6-2 
Directory 4-12 
Disk-oriented editor 4-5 
Display cursor A-I, B-1, C-l 
Display memory A-3, B-3, C-2 
Dk1 4-11 
Dk2 4-11 
<DL> 
Delete Line 5-9 

<DLE> 
Character (#16) 5-9 

<DM!> 
Disable Manual Input 5-9 

Dot-matrix printer 6-10 
<DSR> 
Device Status Report 5-10 

<ECH> 
Erase Character 5-10 

<ED> 
Erase in Display 5-11 

Edit 4-1,4-20 
Edit buffer 4-2,4-5,4-8,4-10,4-16 

Index 
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Edit, line-oriented 4-1 
Edit, screen-oriented 4-1 
Editor 4-1 
<EL> 
Erase in Line 5-11 

<EM> 
Character (#25) 5-11 

<EM!> 
Enable Manual Input 5-12 

End of line 4-9 
End-of-file 4-1,4-2,4-20 
<ENQ> 
Character (#5) 5-12 

Environment 4-12 
<EOT> 
Character (#4) 5-12 

Esave 4-12 
<ESC> 
Character (#27) 5-12 

Eset 4-13 
<ETB> 
Character (#23) 5-12 

<ETX> 
Character (#3) 5-13 

Event manager 6-11, A-I, B-1, C-l 
Expand 4-9 
<FF> 
Form Feed Character 5-13 

Fill character 4-9 
Find 4-9 
Floating point 

IEEE number format 6-11 
Floating point 

precision 6-11 
Floating point 

support 6-11 
Floppy disk drive 6-1 
Frequency generator 6-3 
<FS> 
Character (#28) 5-13 

<GS> 
Character (#29) 5-13 

Hardware 6-1 
Header 4-13 
<HT> 
Horizontal Tab Character 5-13 

<HTS> 
Horizontal Tab Set 5-14 
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<HVP> 
Horizontal and Vertical Position 5-14 

<lCH> 
Insert Character 5-14 

<lL> 
InsertLine 5-14 

<IND> 
Index 5-15 

Insert 4-2 
Interactive events 6-11, A-I, B-1, C-l 
Interface 6-1 
110 memory space A-3, B-3, C-2 
110 redirection 4-6 
<IRM> 
Insertion/Replacement Mode 5-15 

Joydisk A-I, B-1 
Kl 4-14 
K2 4-14 
<KAM> 
Keyboard Action Mode 5-15 

Keyboard description 
Alphanumeric keys 5-35 

Keyboard description 
Caps lock key 5-34 

Keyboard description 
Control key 5-34 

Keyboard description 
Function keys 5-38 

Keyboard description 
Joydisk keys 5-38 

Keyboard description 
Numeric keypad 5-37 

Keyboard description 
Shift key 5-34 

Keyboard description 
Special keys 5-39 

<LF> 
Line Feed Character 5-16 

Line delete character 4-4 
Line number flag 4-16 
Line 4-7 
lkl 4-15 
Ik2 4-15 
<LNM> 
Line-Feed/New-Line Mode 5-16 

Log 4-21 
Maximum line number 4-7 
Memory devices 6-10 



Memory use A-3, B-3, C-l 
Mouse A-I, B-1 
<NAK> 
Character (#21) 5-16 

<NEL> 
NextLine 5-16 

Next 4-9 
Noise generator 6-4 
<NUL> 
Character (#0) 5-17 

Null device 6-10 
Numbers 4-16 
Panning A-I, B-1 
Parallel port 6-10 
Path name 4-1,4-2 
Peripheral devices 6-1, 6-10 
Phyical memory A-3, B-3, C-l 
Print 4-9 
Printer device 6-10 
Prompt 4-1 
<PUb 
Private Use 1 5-17 

Quit 4-4 
RAM memory A-3, B-3, C-l 
Renumber 4-16 
<Report-Syntax-Mode> 5-17 
<RI> 
Reverse Index 5-17 

<RIS> 
Reset to Initial State 5-18 

<RM> 
Reset Mode 5-18 

ROM memory space A-3, B-3, C-2 
<RS> 
Character (#30) 5-19 

<SCS> 
Select Character Set 5-20 

SCSI bus 6-1 
<Select-Code> 5-20 
Set 4-17 
<SGR> 

Select Graphic Rendition 5-21 
<SI> 
Shift In Character 5-22 

<SM> 
Set Mode 5-22 

<SO> 
Shift Out Character 5-23 
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<SOH> 
Character (#1) 5-23 

Sound device examples 6-2,6-6 
Sound generation 6-2 
<SP> 
Space Character 5-24 

<SRM> 
Send/Receive Mode 5-24 

Stop 4-1 
Streaming tape drive 6-1 
String 4-6, 4-6 
<STX> 
Character (#2) 5-24 

<SUB> 
Character (#26) 5-24 

Sub-string search 4-19 
<SYN> 
Character (#22) 5-25 

System calls 4-6, 6-1, 6-1 
Tab 4-18,4-9 
Tab stops 4-13,4-18 
Target 4-7 
<TBC> 
Tabulation Clear 5-25 

<TEKARM> 
Auto-Repeat Mode 5-25 

<TEKAWM> 
Auto-Wrap Mode 5-26 

<TEKBKCM> 
Block Cursor Mode 5-26 

<TEKBNCM> 
Blinking Cursor Mode 5-26 

<TEKCKM> 
Cursor Key Mode 5-27 

<TEKGCREP> 
Graphic Cursor Position Report 5-28 

<TEKID> 
Identify Terminal 5-28 

<TEKKPAM> 
Keypad Application Mode 5-28 

<TEKKPNM> 
Keypad Numeric Mode 5-28 

<TEKMBREP> 

Index 

Mouse Button and Graphic Cursor Position Reporting 5-29 
<TEKOM> 
Origin Mode 5-31 

<TEKRC> 
Restore Cursor 5-31 
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<TEKREQTPARM> 
Request Tenninal Parameters 5-31 

<TEKRGCR> 
Request Graphic Cursor Position Report 5-32 

<TEKSC> 
Save Cursor 5-32 

<TEKSCNM> 
Screen Mode 5-32 

<TEKSGCRT> 
Select Graphic Cursor Report Type 5-33 

<TEKSTBM> 
Set Top and Bottom Margins 5-33 

Tempo 6-7 
Temporary file 4-5 
Terminal 

Compatibility 
DEC VT -100 5-2 

Terminal 
Compatibility 
Tektronix 4100 series terminals 5-2 

Terminal emulation 5-1 
Terminal emulation 

Standards 5-1 
Terminal emulator 6-1 
Text editor 4-1,4-3 
Ttyget 6-1,6-10 
Ttyset 6-1,6-10 
<US> 
Character(#31) 5-34 

Verify 4-18 
Viewport A-I 
Viewport B-1 
Virtual display A-I, B-1 
Virtual memory scheme A-3, B-3, C-l 
Voice 6-7 
Volume 6-8 
<VT> 

Vertical Tab Character 5-34 
White noise 6-9 
White noise generator 6-2 
Winchester disk 6= 1 
Wrap around 4-7 
Zone 4-19 
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